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(JFFici':  01'  Tiu-1  Geological  Sorvey, 

St.  IjOUIS,  August  31,  l&H. 

fro  the  Bre&idmd^  and  Meinbera  of  the  Sloie  Buard  of  Geology  and  Mines : 

Gentlkmen  ;    I  liave  the  honor  herewith  to  submit  to  you  the  Reports  of  the 
^ivork  of  the  Missouri  Geolosical  Survey  for  the  years  1873  and  1874. 
.With  this,  Gentlemen,  I  have  the  honor  to  be 

Tour  obedient  servant. 

G.  C.  BEOADHEAD, 

Slate  GeulogiU. 
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PEBFAOB. 


Durinff  the  years  1873  and  1874,  the  Board  of 
•Survey  cODSisted  of 

Gov.  SILAS  WOODSON,  ex-«llici()  Pj'osklowl. 

Mk.  EDWIN  HARRISON. 

frof.  forest  SHEPPARD. 

Hon.  a.  W.  MYERS. 

Hos.  L.  A.  BKOWK. 

With  A.  A.  BLAIR,  of  St.  Louis,  Secfetary  of  tlie  Board. 

My  predecessor  in  office,  I'rof.  Pnmpelly,  sent  iii  bis  resignation 
to  talie  effect  July  1, 1S73. 

At  that  time,  the  ibllowiiig  persona  were  employed  as  assistants 
■  on  the  Survey  : 

G.  C.  BROADHEAD,  A?sista5it  Gooloslsi. 

Dk.  ADOUT  SCHMIDT,  Assistant  Geologist. 

REGIS  CHAUTENET,  Cliemist. 

CHAS.  J.  HOEWOOD,  Assistant. 

ALBX.  LEONHAED,  Assistant. 

J.  R.  GAGE,  Assistant. 

P.  N".  MOORE,  Assistant. 

H.  H.  WEST,  Assistant. 

Witii  Me.  T.  J.  CALDWELL,  in  tlie  tiltioe,  and 

C.  HENKICH,  Topographer. 

At  a  meeting  of  the  Board  on  the  18th  of  June,  1873,  1  was 
'xnianimouBly  appointed  State  Geologist  to  succeed  Prof.  Pumpelly. 

On  account  of  the  depletion  of  the  fund  during  the  first  part  of 
the  year  1873,  I  found  it  necessary  on  entering  upon  my  duties  as 
State  Geologist  to  reduce  the  force  engaged  in  the  field.  During  the 
ilatter  half  of  the  year  1873,  Dr.  Schmidt,  Mr.  0.  J.  Norwood  and  Mr. 
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Ohauvenet  were  employed,  with  Mr,  Caldwell  as  draughtsman  in  the- 
office  and,  part  of  the  time,  Mr.  West  assisted  in  the  field. 

Daring;  the  early  summer  of  1873,  Mr.  P.  N.  Moore  examined  the- 
Limonite  deposits  of  the  South-east,  in  the  progress  of  which  he- 
examined  ore  beds  in  Madison,  Bollinger,  Wayne  and  Butler. 

Mr.  J.  K.  Gage  examined  certain  lead  deposits  of  Jefferson,  Wash- 
ington, Madison  and  St.  Francois. 

Dr.  Schmidt,  assisted  by  Mr.  Alex.  Leonhard,  made  a  careful  ex^ 
amination  of  the  various  lead  and  zinc  deposits  of  Newton  and  Jas- 
per counties. 

Mr.  Leonhard  and  Mr.  Henrlch  made  a  topographical  survey  of 
the  Granby  lead  mines. 

Myself,  with  the  assistance  ol  C.  J.  Norwood  and  H.  H;  West,. 
made  detailed  examinations  of  the  coal  formation  and  underlying: 
rocks  of  BateSj  Vernon,  Barton  and  Oedar,  and  a  survey  of  Jasper 
county.  During  the  months  of  September,  October  and  part  of  No- 
vember, we  made  surveys  of  Howavd,  Linn,  Adair  and  Sullivan 
counties. 

During  the  spring  and  part  of  the  present  year.  Dr.  Schmidt  made 
examinations  of  the  lead  deposits  of  Oole,  Miller,  Morgan,  Moniteau 
and  Cooper, 

C,  J,  Norwood  and  H.  H.  West  made  surveys  oi'  the  counties  of 
Putnam  and  Schuyler  and  part  of  Chariton. 

During  the  present  summer,  I  have  made  detailed  examinations 
in  Madison  and  Ooie,  and  have  visited  certain  mines  in  Callaway  and 
Moniteau. 

During  the  past  winter  and  part  of  the  present  summer,  we  were 
engaged  in  writing  out  our  reports.  We  have  been  assisted  in  the 
office  by  Mr.  T.  J.  Caldwell  and  Mr.  T.  A.  Minor. 

Mr.  E.  Ohauvenet,  our  chemist,  has  been  almost  constantly  en- 
gaged in  making  analyses  of  various  ores. 

I  would  state,  in  addition,  that  Dr.  .!.  G.  Norwood  has  kindly 
placed  at  my  disposal  copies  of  notes  taken  by  him  in  Madison  county 
several  years  ago. 
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I  would  state  that  our  plan  of -working  for  the  past  year  has  been 
to  look  after  those  items  of  the  greatest  interest  and  economic  value, 
and  I  have  impressed  upon  the  various  assistants  the  importance  of 
presenting  the  facts  in  the  simplest  form,  so  that  they  can  easily  be 
understood  by  the  genera!  reader.  Of  course,  sometimes  we  have  to 
use  terms  only  pertaining  to  Geology,  but  this  is  found  necessary  in 
all  professions.  The  lawyer,  the  merchant,  the  physician,  the  archi- 
tect, the  farmer,  all  use  terms  peculiar  to  their  calling,  and  find  it 
necessary  to  do  so.  ycientific  men  may  be  in  search  of  certain  facts ; 
for  their  criticism  and  correct  understanding,  we  often  have  to  use 
terms  only  familiar  to  science,  otherwise,  our  descriptions  would  seem 
awkward  if  not  unintelligible. 

The  Board,  by  its  action  of  last  November,  resolved  to  publish 
the  next  volume  from  the  fund  of  the  annual  appropriation.  This  has 
necessarily  very   much  limited  our  field  work  during  the   present 


The  number  of  men  employed  on  the  Survev  during  the  first  half 
of  1873  was  such  that  the  fund  was  very  much  reduced  at  the  time  I 
assumed  the  duties  of  State  Geologist,  and  although  I  reduced  the 
number  of  employes,  still  there  remained  less  than  S14,000  for  the 
present  year. 

With  this  sum  we  have  managed  to  do  some  field  work  and  leave 
enough  to  publish  the  results  of  our  last  year's  examinations. 

An  arrangement  was  effected  with  Gast  &  Co.,  of  St.  Louis,  to 
engrave  the  maps  and  plates,  and  with  Messrs.  Regan  &  Carter,  the 
public  printers,  to  do  the  printing  and  binding.  Mr.  Gast  has  already 
exhibited  proof  sheets  of  plates,  and  they  are  well  done,  and  compare 
favorably  with  similar  work  contained  in  other  Geological  Reports. 
Messrs.  Regan  &  Carter,  we  know  from  previous  experience,  will  do 
their  work  well,  and  we  can  safely  say  that  our  present  volume,  in 
style  and  execution,  will  favorably  compare  with  other  Geological 
Reports,  and  be  highly  creditable  and  a  good  recoramendation  for  our 
publishers. 
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In  our  coliectionwe  have  representative  specimens  of  rocks,  fos- 
sils, clays,  and  ores  from  each  county  or  district  examined. 

Kocks  supposed  to  contain  hydraulic  properties  as  well  as  fire 
clays  have  been  collected.  These  we  propose  to  have  tested  as  to 
their  useful  qualities. 

In  our  collection  are  numerous  fossils  from  different  formations. 
Many  of  these  can  not  yet  be  distributed  to  the  different  State  Insti- 
tutions which  under  the  law  are  entitled  to  collections,  until  they  are 
carefully  studied  by  the  Palisontologist. 

It  is  recommended,  that  a  Paleontologist  be  appointed  at  au  early 
day.  Other  States  have  published  valuable  contributions  to  Palgeon- 
thology,  our  valuable  collections  present  an  interesting  field  for  study, 
and  by  the  assistance  of  an  able  Palasontologist  a  handsome  addi- 
tion could  bo  offered  to  science. 

I  take  pleasure  in  acknowledging  kindnesses  shown  by  various  citi- 
zens of  the  State  during  the  progress  of  my  work.  Among  these  I 
might  mention  Mr.  J.  H.  Nash  of  Oass,  Messrs.  W.  W,  Prewitt  and  ,1. 
M,  Lowe  of  Vernon,  Mr.  Tucker  of  Barton,  Mr.  W.  S.  Tower  of  Jasper, 
Hon.  L,  A.  Brown  and  J.  C.  Heberling  of  Howard,  lion.  D.  S.  Hooper 
of  Adair,  and  many  others.  I  am  also  under  particular  obligations  to 
Mesars.  T.  McKissock,  Supt.  St.  Louis,  Iron  Mountain  and  Southern 
Eailway,  Mr,  W.  C.  Van  Horn,  Supt.  of  St.  Louis,  Kansas  City  and 
Northern  Railways  and  Mr.  A.  A.Talmage,  Supt.  of  A.  A  P.Railroad, 
for  free  transportation  over  their  several  Roads. 

GARLAND  C.  BROADHEAD, 

State  Geolof/iit. 
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CHAPTER   I. 


HISTORICAL  NOTES  ON  EAULT  MINING  IN  MISSOURI. 

BY    O.    C    nHOADIIBAD. 


The  object  of  the  early  explorers  through  the  province  of  Upper 
Louisiana,  was  the  same  that  had  actuated  the  early  Spanish  settlers 
of  Mexico  and  other  American  provinces — the  search  after  the  pre- 
cious metals. 

In  vain  hope  of  discovering  precious  metals,  the  Governor  of 
Louisiana  prepared  an  expedition  which,  in  1705,  ascended  as  far  as 
the  mouth  of  the  Kansas  River. 

1715—1743. 

In  1719  the  Sieur  de  Lochon  being  sent  by  the  West  India  Com" 
pany,  commenced  mining  on  the  Meramec*  He  dug  out  a  large 
quantity  of  ore,  was  occupied  four  days  in  smelting  a  pound  of  it, 
which  they  say  produced  two  drachms  of  silver;  but  some  suspected 
!iim  of  putting  this  in  himself. 

A  few  months  after,  he  returned,  and  from  two  or  three  thousand 
pounds  of  ore  extracted  fourteen  pounds  of  lead,  Charlevoix,  who 
passed  here  October  17, 1721,  says  they  were  then  engaged  in  search- 
ing for  a  silver  mine.  The  company  being  impressed  with  his  ac- 
counts, sent  a  Spaniard  named  Antonio,  who  had  been  taken  prisoner 
at  the  siege  of  Pensacola,  was  afterward  a  galley  slave,  and  boasted 
of  having  wrought  in  a  mine  of  Mexico.  But  he  succeeded  no  better 
than  De  Lochon. 

•Sohooleraft— B3lnict3  from  Clinrleyoix'sjonranl. 
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About  this  time  a  company  of  the  King's  miners,  under  the  direc- 
tion of  La  Renaudiere,  did  some  mining;  but  as  he  neither  under- 
stood mining  nor  smelting,  he  failed  in  accomplishing  anything. 

A  private  company  next  undertook  the  Meramec  mines,  Sieur 
Renault,  one  of  the  directors,  superintended  the  operations,  and  in 
June,  1721,  he  discovered  a  bed  of  Lead  ore  said  to  be  two  feet  in 
thickness.  Austin,  in  his  communications,  (1S04,)  speaks  very  favora- 
bly of  Renault's  mines. 

These  mines  were  worked  by  Renault  until  1742.  After  that, 
they  were  not  worked  again  until  the  present  century. 

La  Motte,  working  under  the  direction  of  Renault,  discovered  the 
Mines  a  la  Motte  in  1730. 

In  1763,  Francis  Burton  discovered  the  rich  mines  known  ever 
since  by  his  name,  and  now  called  Potosi  Mines;  and  in  this  neigh- 
borhood the  lead  raining  was  chielly  concentrated. 

1798--1S23. 

Moses  Austin  was  born  in  1784,  in  Durham,  Connecticut.  In 
early  life  he  moved  to  Virginia,  at  length  settling  in  Wythe  county, 
where  he  conducted  an  extensive  Lead  mine  and  founded  the  town  of 
Austinville.  In  1797  be  journeyed  on  horseback  from  Austinville  to 
St  Louis.  At  this  time  the  only  settlements  between  the  falls  of  the 
Ohio(Louisvi!!e}  and  St.  Louis,  were  at  Vinceunes, 

Austin,  very  soon  after  his  arrival  in  Missouri,  obtained  a  grant 
of  one  league  of  land  from  the  Spanish  government,  which  he  took 
possession  of  and  sunk  the  first  regular  shaft  in  1798,  and  erected  a 
reverbatory  furnace  for  smelting  Lead. 

Austin's  mining  operations  included  the  Mine  a  Button  tract  (Po- 
tosi),   This  was  discovered  by  Francis  Burton  in  1763. 

Austin's  report  in  1804,  names  ten  principal  mines,  viz : 

1.  Mine  a  Burton. 

2.  Mine  a  Robina. 
S     Old  Muies, 

4  Mine  Renault. 
')  Mnit,  a.  Maiieto. 
C  Mine  a  la  Plate. 
7  Mine  a  Joe. 

5  MineaLinyc. 

9  MmealaMotte. 

10  MinLdGecbore. 

Schoolcraft's  list,   made   out  in  1818,  includes    forty-six  mines. 
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mostly  in  Washington   county  (39);  three  in  Ste.  Genevieve  ;  one  in 
Madison,  and  two  in  Jefferson. 

Schoolcraft,  about  this  time,*  speaking  of  the  Potosi  Mines,  says; 

The  chief  are  Austin's,  Bibbs',  Joues',  Mine  a  Itobina,  Old  Mines,  Bell  Fontaine. 
Shibbolctli  and  Mine  a  Joe,  {Bo^  Mine.)  and  were  at  that  Ume  I'cserved  to  the  Gov- 
ernment, ami  are  leased  to  individuals  by  application  at  tlie  War  Department,  under 
authority  derived  from  the  President,  and  the  lessee  payiug  oue-tenth  In  Lead. 

The  price  of  Lead,  at  that  time,  was  four  dollars  per  hundred  at 
the  mines,  with  four  doilara  and  fifty  oeiita  on  the  Mississippi  at  Ste.. 
Genevieve  or  Herculaneum;  the  cost  of  transportation,  seventy-five 
cents  per  hundred.  The  same  mineral  was  then  worth  seven  dollars 
per  hundred  at  Philadelphia. 

The  quantity  of  lead  annually  smelted  from  the  crude  ore,  was 
3,000,000  pounds  ;    and  number  of  hands  employed,  1,100. 

Other  mines  worked  about  this  time,  were  those  near  Prairie  du 
Ohien,  worked  by  Sacs  and  Foxes ;  on  the  Des  Moines,  formerly 
worked  by  the  French;  on  the  Osage, Gasconade  and  Mine  River  of 
Missouri ;  on  the  White  River  and  its  tributaries ;  on  the  St.  Francois  ; 
on  the  Arkansas,  where  silver  is  in  combinatiou  ;  at  Cave  in  Rock, 
Illinois;  at  Drennon  Springs  and  Millersburgh,  Kentucky;  on  New 
River,  at  Austinville,  Wythe  county,  Virginia,  At  the  latter  place  it 
had  been  worked  for  fifty  years,  and  the  mines  were  being  still 
worked. 

About  1820,  Lead  was  found  in  the  Southern  part  of  Oole  county,, 
and  about  1827,  the  first  furnace  was  erected  by  Ohouteau,  of  St. 
Louis. 

From  1823  to  1850,  Lead-mining  was  continually  on  the  increase 
in  Missouri. 

The  mines  of  Galena,  Ills.,  were  discovered  in  1822,  and  actual' 
work  begun  in  1827,  and  were  very  extensively  worked  ibr  some  seven, 
years  after. 

In  the  Missouri  Geological  Report  of  Prof.  Swallow,  published  in' 
1855,  Dr.  Litton  furnished  the  fullest  Report  on  Missouri  Lead  Mines 
that  had  yet  been  published.  He  describes  a  number  of  Mines  in 
Washington  county,  and  says  that  its  area  may  be  considered  as  one 
extensive  "Lead  Digging." 

Since  then  no  Report  has  been  published  of  these  Mines,  but  their 
yield  continues  good.  Dr.  L's  Report  also  included  certain  Mines 
of  Jefferson  and  Franklin,  most  of  which  are  still  worked  with  profit. 

Mr.  Meek,  in  his  Report  published  at  the  same  time  as  Dr.  Lit- 
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ton's,  says  that  Lead  has  been  i'ound  in  all  parts  of  Moniteau  where 
the  Magnesian  Limestones  exist.  He  enumerates  10  mines  in  Moni- 
teau county.  The  most  valuable  he  considers  to  be  the  High  Point 
mine.  This  was  discovered  in  1841.  About  1846,  a  lead  furnace  was 
erected  in  Camden  county,  probably  the  first  built  in  Western  Mis- 
Mr.  Meek  examined  Miller  county  in  1855,  and  wrote  his  Report 
in  1859.  He  speaks  of  Lead  being  found  at  several  places  North  of 
the  Osage,  and  at  one  locality  South  of  that  River.  His  statements 
would  indicate  that  v'ery  little  mining  had  been  done  in  that  part  of 
Missouri  at  that  time. 

Mr.  Meek  also  says  that  Lead  was  found  in  nearly  every  township 
in  Morgan,  but  not  over  a  dozen  mines  worked. 

There  really  was  not  much  mining  done  in  Miller  county  until 
1869,  nor  in  Morgan  until  1873.  At  this  time  there  is  a  great  deal  of 
mining  leing  done  in  both  Miller,  Morgan  and  Ooie. 

At  present  the  Lead  Mines  of  Morgan,  are  by  some  persons 
thought  to  be  as  valuable  as  those  of  Granby  or  Joplin. 

Until  recent  years  mining  in  South-east  Missouri  was  confined  to 
surface  mining.  Now,  deep  shafts  have  been  sunk  in  many  places, 
and  rich  yields  of  mineral  obtained. 

We  may  say  that  the  mining  in  Central  Missouri  is  yet  near  the 
surface.  When  these  have  been  chiefly  exhausted,  deep  shafts  will 
be  sunk,  and  reasoning  on  the  experience  of  South-east  Mines,  we  may 
here  expect  to  find  rich  Lead  still  lower  down. 

Dr.  Shumard,  in  his  various  Reports  irom  1855  to  1859,  speaks  of 
the  existence  of  Lead  in  Ozark,  Wright,  Laclede,  Pulaski  and  Phelps. 
He  considers  the  Eastern  part  of  Crawford  as  constituting  part  of  the 
vast  Lead  District  of  South-east  Missouri,  and  enumerates  many  val- 
uable mines.  He  also  speaks  of  the  mines  of  Perry,  Ste.  Genevieve 
and  Jefferson. 

Previous  to  1857,  Lead  had  only  been  found  at  three  places  in 
Maries  county.  Within  the  past  few  years  very  valuable  mines  have 
been  developed  in  the  Northern  part  of  the  county. 

Although  some  Lead  has  been  found  in  Osage,  Texas,  Wright, 
Benton  and  St.  Clair,  no  extensive  mining  has  yet  been  prosecuted 
in  these  counties. 

Prof.  Swallow,  in  his  Geological  Report  of  1855,  speaks  of  the 
chief  mines  worked  in  the  South-west  at  that  time  as  those  on  the 
■Gravois  and  near  Linn  Creek,  other  mines  near  Cole  Camp,  in  Benton 
county  and  in  Jasper  and  Newton.  The  Granby  mines  were  discov- 
ered after  his  first  visit  to  the  South-west;  a  little  mining  had  been 
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-done  two  miles  South  of  Carthage,  near  Minersville,  on  Turkey  Creek, 
■Shoal  Creek,  below  Neosho,  Sturgeon's  prairie,  Oliver's  prairie,  and 
a  few  other  points.  At  present  most  of  the  Jasper  and  Newton  mines 
have  developed  into  exceeding  rich  mines. 

Prof.  Swallow's  Report  to  the  Pacific  Eailroad  Company  in  1859, 
enumerates  216  mines  and  34  Lead  furnaces  in  Missouri. 

The  Keport  of  the  Ninth  Census  for  1870,  states  that  the  product 
-of  Lead-mining  in  Missouri  at  that  time,  was  ^201,885,  making  it  the 
second  Lead-producing  State  in  the  Union.  Wisconsin  being  the  first, 
its  yield  amounting  to  ^369,067. 

The  yield  in  other  States  was  small.  The  returns  include  Lead 
mines  in  Illinois,  Iowa,  Kentucky,  Missouri,  Nevada,  New  Hampshire, 
New  York,  Virginia  and  Wisconsin, 

The  same  Report  gives  returns  by  counties  of  Missouri,  as  fol- 
lows : 

Cooper 300 

Franklin 27,G30 

Jasper 37,500 

Miller 0,115 

Moniteau 1,100 

Newton 72,500 

St.  Francois 37,7C0 

"Washlnstoii 17,000 

Webstei- 1,080 

If  this  report  be  correct  lor  1870  it  falls  far  short  of  the  amount 
three  years  after,  for  Joplin  alone,  in  1873,  produced  over  $500,000 
worth  of  lead.  Again,  during  the  first  six  months  of  1874  there  were 
brought  into  St.  Louis  over  the  Atlantic  and  Pacific  Railroad  5,0S0 
tons  of  pig  lead,  worth  in  St.  Louis  iS7O7,000. 

HEAVY    SPAR — ^SULPIIATE    OF  BAKYTA. 

As  long  ago  as  18'2iJ  Schoolcraft  iiiforms  us  that  Sulphate  of 
Baryta  was  crushed,  powdered  and  mixed  with  white  lead  and  used 
in  painting,  and  that  as  much  as  80  per  cent,  conid  be  used.  He 
speaks  favorably  of  its  use. 

We  can  not  find  that  it  was  much  used  in  adulterating  white  lead 
until  within  the  last  fifteen  years.  At  present  vast  quantities  are 
used. 

IRON. 

In  1816  James  Tong  erected  a  small  furnace  for  smelting  iron  near 
what  is  now  called  the  "Shut  In,"  on  Stout's  Creek,  Iron  county,  three 
miles  east  of  where  Ironton  now  stands.     He  only  smelied  a  small 
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quantity  of  ore,  being  forced  to  stop  in  consequence  of  the  fall  in  all 
kinds  of  produce  and  manufactures.  This  was  the  earliest  attempt 
to  smelt  Iron  in  any  of  the  States  west  of  the  Ohio.  The  next  furnace 
was  erected  in  1823  or  1824,  About  that  time  a  blast  furnace  was- 
erected  in  Washington  county  by  EversoL  Perry  and  Ruggles,  after- 
wards known  as  '■  Perry's  Old  Furnace."  The  ore  was  first  obtained- 
from  Clear  Creek.* 

The  first  bar  of  Iron,  made  out  of  pig  metal  in  Missouri,  was  in. 
May,  1825,  and  the  first  blooms  in  1832. 

The  next  blast  furnace  erected  was  by  Massey  and  James,  in. 
Phelps  county,  which  was  completed  in  1829,  and  has  been  in  opera- 
tion, at  intervals,  up  to  the  present  time.  Their  property,  now  known- 
as  the  Meramec  Mines,  was,  for  many  years,  known  as  Massey 's  Iron 
Works  and  Mines.  Their  mine  was  opened  in  1826.  For  many  years 
their  iron  had  either  to  be  hauled  on  wagons  to  the  Missouri  River  or 
else  taken  in  flatboats  down  the  Meramec. 

About  the  year  1840  a  furnace  was  erected  on  Sac  Eiver,  in  the 
southern  part  of  Cedar  county.  But  little  work  was  done.  The  owner 
beingfinancially  embarrassedbis creditors  toredown  the  buildings  and 
destroyed  the  machinery.  Since  then  no  furnace  has  been  erected  in 
that  portion  of  Missouri. 

In  1836  the  Pilot  Knob  land  was  entered  by  Van  Doren,  Pease  &~ 
Co.,  who  proceeded  to  form  a  company  for  speculation.  They  also  pur- 
chased the  Iron  Mountain  and  laid  off  a  city.f 

In  1843  a  charter  was  granted  by  the  Legislature  of  Missouri  to 
C.  C.  Zeigler  for  himself  and  others,  and  in  June,  1845,  the  "Iron  Moun- 
tain Company  "  was  formed,  a  company  composed  of  Jas.  Harrison 
and  P.Chouteau  of  St.  Louis;  F. Valle,  C.  C,  Zeig]er  and  John  P., 
Scott  of  St.  Genevieve;  Aug.  Beimont,  Samuel  Ward  and  Chas.  F- 
Mersch  of  New  York,  and  K  F.  Pratt  of  Predericktown. 

The  Pilot  Knob  works  were  begun  November,  1847,  under  the 
management  of  C.  C.  Zeigler  and  E.  F.  Pratt.  No  mining  had  been  pre- 
viously done  at  these  places. 

In  1848  E.  Mead  of  St.  Louis,  shipped  metal  from  Iron  Mountain 
to  England  and  the  following  spring  he  received  it  back  manufactured 
into  razors  and  pocket  and  table  cutlery  by  Jos.  Eodgers  and  Sons,, 
Sheffield.  These  experiments  proved  the  ore  to  be  well  adapted  for 
the  manufacture  of  fine  steel  cutlery.     In  1853  Child,  Pratt  &  Co.  had 

*Mo.  Geol,  Kfip.,  1855,  Pt.  2,  p.  73. 
■f-Western  Joiirnsl  and  Civilian,  vol.  8,  p.  13G. 
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large  quantities  manufactured  into  lock  cases,  and  they  were   found 
to  be  superior  to  those  made  from  other  iron.'* 

The  Report  of  the  Ninth  Census,  1870,  gives  the  value  of  Iron 
produced  in  Missouri  for  that  year  as  $191,496,  which  is  but  a  smaH 
return  when  compared  to  Pennsylvania  of  83,944,146. 


The  profitable  mining  and  working  of  Zinc  in  Missouri  belongs 
within  the  past  decade ;  of  Zinc  blende  within  two  years. 

"  The  first  Zinc  metal  in  Missouri  was  made  at  Fotosi  in  1867,  by 
Geo.  Hasselmeyer,  and  the  next  works  started  at  Oarondelet  produced 
the  metal  in  May,  1869. 

^Western  Journal,  7ol.  II,  p.  371. 
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GEOLOGICAL    : 


As  the  names  of  the  several  formations,  which  occur  in  Missouri, 
require  frequently  to  be  named  in  a  Geological  Keport,  and  as  this 
Report  may  fall  into  the  hands  of  many  citizens  of  our  State  who  are 
not  familiar  with  such  terms,  it  seems  but  proper  to  give  a  brief  des- 
cription of  the  various  groups  and  their  order  of  succession. 

Until  within  a  few  years  past,  the  Granites,  Porphyries  and  other 
rocks  of  similar  origin  and  constituency,  were  termed  Azoic.  JRecent 
investigations,  developing  certain  facts,  have  caused  Geologists  to 
■discard  this  term  and  use  that  of  Eozoic  instead.  Trofessor  Dana*  in 
his  manual  of  Geology  to  such  rock  has  applied  the  term  ARoniKAN, 
which  may  include  rocks  in  which  there  is  no  evidence  of  any  pre- 
existing animal  life,  or  in  which  we  find  evidence  of  the  first  dawn  of 
organic  life. 

About  the  origin  of  these  rocks  there  certainly  is  but  little 
known ;  we  only  recognize  tiiem  as  including  the  apparently  oldest. 

The  Archaean  time  includes — 

1.  Azoie  age. 

2.  Eozoicage.f 

They  are  also  subdivided  into  two  periods  : 

1.  The  Laureatiau,  or  oldest  of  the  tivo,  ■.m(\, 

2.  The  Huronian. 
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.  HamiltOD- 

.  Corniferous..., 


.  Cincinnati  Group . . . 


Coal  Measures.^ 

MouDtain  Limestone—.. 
"Upper  Sllicdous... 
IvowerSlllQlouB... 


ill::::;;::: 


Lower  Eelderburg.. 
'  Meniscus  Limes 
Dyestone  Group. 


Nashville  Group 


I  rj  Dolomite  Shall 
1^  f.  1  Dolomite  "" 
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Laukentiak. 


This  includes  the  chief  Granite  ranges  of  the  Continent,  extending 
from  Labrador  to  the  Arctic  Sja,  the  ranges  parallel  to  and  north  of 
the  Laurentian  chain  of  lakes,  reaching  from  the  St.  Lawrence  River 
to  Lake  Supeiior,  the  Adirondack  Mountains  of  New  York,  Black  Hills 
of  Nebraska,  and  Granite  and  Porphery  mountains  of  South-eftst  Mis- 
souri, 

The  Laurentian  rocks  are  either  metamorphic  or  crystalline.  They 
inclade  Granite,  Gneiss,  Syenite,  Crystalline  Limestone  (or  Marble), 
Hypersthenyte.     Iron  ore  and  iron  bearing  minerals  abound. 

The  rocks  belonging  to  this  system  in  Missouri  include  Granite, 
Porphyry,  Specular  and  Magnetic  Iron  and  some  Slates. 

The  subdivisions  of  Geological  time  are — 

i.     Arcii^.an  Time,  iLicludiiig 

1.  Azoic  age. 

2.  Eozoic  age. 

11.    Paleozoic  Time  ; 

1.  Age  of  lnvertetrates,  or  Biluriau.' 

2.  Aa;e  of  Fishes,  or  Devonian. 

3.  Age  of  Ooal  Plants,  or  Carboniferous. 

III.    Miisozoic  TiiiB : 

Tlie  ajre  of  Reptiles. 
IV".    Cenozoic  Time  : 

1.  Tertiary,  or  age  of  Msvoinials. 

2.  Tlie  Quaternary,  or  age  of  Man. 

The  following  chart  of  Geological  History  shows  the  formation  of 
Missouri  opposite  to  equivalent  formations  in  other  localities : 
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GEOLOGICAL  STEXICTUEE  OF  MISSOURL 

In  the  order  of  succession  the  formations  may  be  represented! 
thus: 

QUATEKN ARY. 

Bottom  I'l'ah'ie. 
Eluff  or  LOGBS. 

Altered  Drift,  Sand  aiKl  Pebblo?,  Clay  am!  Bonklers. 

Tei-tiary? 

Cretaceous  ? 

CAEBONIFEROUS    SYSTEM. 

UpPilB   CAHBOKII'BliOUS  OR   COAL  MEASUKES  : 

Upper  Coal. 
Middle  Coal. 
Lower  Coal. 
Clear  Creek  Sandstone  and  Lower  Coiil. 

LOWEK  CARBO>"IFEROTrS  : 

Sandstone. 
St.  Louis  Group: 

St.  Louis  Limestone  and  Warsaw  Limestone. 
Kenkuh  Gi-oup  .- 

Eucrinital  or  Burlinjfton. 
Chouteau  Group : 

Chouteau  Limestone. 

Vermicular  Sandstone  and  Sliale. 

Lithograptiic  Limestone. 

DEYOHIAN    SYSTiiM. 

Hamilton. 

Onondaga. 

UrpKR  Silurian: 
Orisliany. 

Lower  Helderburg  (Delthyris  Shale). 
Niagara. 
Cape  Girai-deau  Llmeston^. 

LOWER  SILXTIJIAN   BYSTEM- 
Tkhston  Pejiiob; 

Cincinnati  Group— Hudson  River  Shale. 
Eeceptaculito  Limestone. 
Trentfln  Limestone. 
Black  Eiver  and  Bird's-eye. 
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Magnesias  LiMiiSTONB  Sbeiks; 
1.  Hao^eslan  Limestone. 

Sacobaroldal  Saudstone. 
'2.  MagnesiaD  Limestone. 

Sandstone. 
3.  Magnesiau  Limestone. 

Potsdam  Limestone. 

Potsdam  Sandstone  and  Oonsloni orate. 
Agcu^as  : 

Greenstone. 

Porphyry. 

Granite. 

QUATEKNAKY    STSTEH. 

The  Quatenary  System  is  represented  by  one  or  all  of  its  integral 
members  throughout  the  State.  Our  soil  is  alluvial  and  generally 
reposes  on  one  or  the  other  members  of  the  system. 

The  Bottom  rrairie  is  generally  a  dark,  tenaceous  Clay,  forming 
more  often  a  Hat  prairie.  Correct  types  of  this  formation  are  repre- 
sented by  the  Mississippi  bottom  prairie  from  the  Missouri  Eiver  to 
Clarkaville;  the  bottoms  above  Hannibal;  the  Waconda  prairie  in 
Carroll  county ;  the  Missouri  bottoms  in  Holt  and  Atchison  counties ; 
Marais  des  Oygne  bottoms  in  Bates  county,  Marmaton  bottoms  in 
Vernon  county;  Sac  River  bottoms  in  Cedar  county;  Grand  Kiver 
bottoms  in  Henry  county  ;  Big  Creek  bottoms  in  Cass  county;  Petit 
Osage  plains  in  Saline  county,  etc.  These  Clays  are  black,  stiff  and 
point^.d,  with  sometimes,  but  rarely,  beds  of  sand,  and  often  contains 
small  concretions  of  Bog  Iron. 


This  is  fully  described  in  the  County  Reports.  It  occurs  in  the 
Missouri  bluffs,  forming  a  belt  of  several  miles  in  width,  extending 
from  the  mouth  of  the  Missouri  to  the  north-west  corner  of  the  State, 
where  it  is  found  just  beneath  the  soil.  It  is  generally  a  finely  com- 
minuted silicious  marl,  of  a  light  brown  color,  and  often  weathers 
into  perpendicular  escarpments.  Concretions  of  Limestone  are  often 
found,  and  to  the  marly  character  of  these  Clays  may  be  ascribed  the 
richness  of  the  overlying  soil.  The  Missouri  hills  are  generally  cov- 
ered with  heavy  timber  as  far  up  as  Holt  county ;  further  up  they  are 
oftea  bare.  The  growth  of  timber  is  generally  valuable,  including 
such  varieties  as  Walnut,  Sugar  tree,  Hickory,  Elm,  Linden,  Ash, 
Rock  Chestnut,  Oak,  together  with  Redbud,  Pawpaw,  Grapevines,  etc. 

The  "  Bluff"  is  well  represented  in  the  bills  of  Glasgow,  Kansas 
City  and  St.  Joseph. 
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Receding  from  the  river  for  ten  miles  the  character  of  the  Blnff 
changes  to  a  stifF,  tenaceous  Clay,  which  may  properly  belong  to  the 

Leift. 

This  formation  exists  throughout  North  Missouri.  The  upper 
members  consist  of  stiff,  tenaceous,  brown,  drab  and  blue  Clays,  often 
mottled  and  sometimes  containingrounded  pebbles,  chiefly  of  granitic 
rocks.  The  lower  division  includes  beds  of  dark,  blue  Clay,  often 
hardening  on  exposure,  frequently  overlaid  and  sometimes  interstrati- 
fied  with  beds  and  pockets  of  sand,  sometimes  inclosing  leaves  and 
remains  of  trees.  Good  springs  originate  in  these  sand  beds,  and  when 
they  are  ferruginous  the  springs  are  chalybeate. 

The  Lower  Drift  includes  large  boulders  of  various  kinds  of  rock, 
chiefly  granitic  or  metamorphosed  rocks,  of  which  Granite,  Hed  Quartz- 
ite  and  Greenstone  are  the  varieties  more  often  found.  These  rocks 
are  drifted  from  the  far  north ;  the  Quartzite  from  Minnesota  and 
North-west  Iowa.  The  force  of  gravity  generally  causes  the  boulders 
to  settle  down  near  the  streams;  stili  they  are  sometimes  fouud  on 
high  ground.  They  increase  in  quantity  and  size  as  we  go  north.  In 
Sullivan  county  a  Granite  boulder  was  observed  20x24  feet.  Boulders 
three  feet  in  diameter  are  found  as  far  south  as  Monroe  county.  They 
occur  in  North  Missouri  from  low  in  the  valley  to  an  elevation  of  about 
1,050  feet  above  the  Gulf  of  Mexico. 

The'Missouri  River  seems  to  limit  their  southern  extension,  for 
along  its  southern  bank,  and  in  the  bluffs  above  all  known  high  water, 
it  is  only  occasionally  that  drift  boulders  are  found,  and  they  are  only 
represented  by  a  few  small  boulders  of  Granite,  Quartzite  or  Green- 
atone,  and  they  are  found  no  further  south.  But  at  a  few'localities 
rounded  silicious  pebbles  are  found.  In  St.  Louis  county,  three  miles 
north  of  Glencoe,  there  is  a  large  deposit  of  these  pebb'es,  among 
which  I  only  recognized  Quartzite,  Greenstone  and  chert.  These  beds 
occur  on  a  ridge,  which  is  probably  over  oOO  feet  above  the  Meramec 
valley.  Along  the  streams  lower  down  are  heavy  deposits  of  river 
gravel,  evidently  originated  on  the  ground — but  we  find  nothing  similar 
to  that  found  on  the  high  land.  If  convenient  to  St.  Louis  it  would 
be  exceedingly  valuable.  No  better  material  could  be  procured  for 
street  paving.  There  appears  in  sight  about  7,000,000  cubic  feet- 
West  of  this  the  next  deposit  was  observed  near  Big  Salt  Spring,  in 
Saline  county,  but  the  quantity  was  limited. 

On  the  top  of  the  high  ridges  encircling  the  head  of  Panther  Creek, 
Bates  county,  and  at  an  elevation  of  about  1,000  feet  above  the  seaf 
we  find  occasional  small  rounded  pebbles  of  Chert.    Similar  pebbles 
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were  also  observed  on  the  high  land,  South-west  of  Carthage,  Jasper 
county.* 

The  washings  on  the  banks  of  the  Maries  des  Oyguee,  and  a  few 
other  streams,  disclose  beds  of  rounded  cherty  gravel,  occupying  a 
position  above  the  present  ordinary  high  water  mark. 

In  the  beds  of  sand,  with  clay  and  vegetable  remains,  are  also 
sometimes  found  the  teeth,  tusks  and  other  bones  belonging  to  the 
mastodon,  horse,  ox  and  other  extinct  animals. 

It  is  very  probable  that  anterior  to  the  deposit  of  the  last  named 
rounded  drift,  etc.,  but  subsequent  to  the  age  of  deposit  on  the  high- 
est land  that  an  immense  lake  covered  a  larger  part  of  our  state,  in- 
cluding all  of  North  Missouri.  St.  Louis  county,  the  counties  on  the 
Missouri  River  above  Moniteau  county,  and  a  portion  of  the  border 
counties,  while  all  Central  and  Southern  Missouri  formed  an  extensive 
area  of  dry  land.  As  the  waters  of  the  lake  subsided,  currents  origin- 
ated, wearing  away  the  surface  of  the  lower  lands,  and  moving  with 
great  force,  sweeping  in  its  path  the  horse,  mammoth,  etc.,  bore  down 
the  drift  from  the  higher  lands  and  deposited  it  along  the  valleys. 

We  have  evidence  also  in  North  Missouri— of  great  erosion  pre- 
vious to  the  existence  of  this  immense  lake. 

In  Sullivan  and  Adair,  solid  Limestones  and  Sandstones  occur 
to  within  a  horizon  of  50  to  60  feet  of  the  higher  hills. 

In  Adair,  towards  the  East  line,  wells  have  been  dug  over  a  100 
feet  without  reaching  solid  rock,  and  at  Edina,  Knox  county,  a  well 
has  penetrated  over  200  feet  in  these  Olays.  This  area  is  now  covered 
with  Clays  of  the  drift  formation  including  remains  of  trees,  etc.,  to- 
wards the  bottom. 

The  extensive  deposits  of  rounded  gravel  found  in  the  Northern 
counties  of  Missouri,  if  convenient  to  cities,  would  be  of  exceeding 
great  value  in  paving  streets. 

GOAL. 

We  dwell  but  brieily  on  the  Coal  formations — this  being  else- 
where more  fully  treated  in  the  county  Reports. 

The  map  ot  1872  does  not  include  all  the  Coal  fields,  but  oniy  an 
area  of  a  little  over  19,000  square  miles.  This  includes  over  8,000 
square  miles  of  upper  Coal  Measures.  The  upper  Measures  are  mostly 
barren  of  Coal,  or  only  contain  an  occasional  seam  too  thin  to  pay  for 
working. 

The  investigations  of  1873  show  a  greater  downward  thickness  of 

•Neosho  isl,01Sl'eetiitiovetlie  Gulf  <il'  Mexico.   Tliit;  loc.ilily  is piubiilily  IW  fepUilghur,  ornTioiit 
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the  Coal  i'orination  ia  South-west  Missouri,  including  beds  whose  po- 
sition is  probably  below  the  beds  of  North  Missouri, 

Our  examination  of  the  South-western  counties  have  enabled  us 
to  estimate  the  Coal  area  with  a  pretty  near  degree  of  accuracy.  The 
total  area  of  the  Missouri  Coal  field  we  thus  find  to  be  23,100  square 
miles. 

Coal  Pockcts. 

Near  the  margin  of  the  Coal,  but  disconnected  from  the  regular 
Measures,  are  often  found  small  pockets  of  chiefly  cannel,  but  some- 
times bituminous  Coal.  Although  they  are  generally  (iuite  limited  in 
extent,  sometimes  they  contain  enough  Coal  to  occupy  a  good  force 
of  men  for  many  years  before  they  are  exhausted. 

LOWElt    C  A  JiBONIFEKO  UR  Oil    MOUNTAIN     LIMESTONE. 


In  Southern  Illinois,  and  Southwardly  to  Alabama,  are  beds  of 
Limestone  with  some  Sandstone  and  shales,  reaching  to  as  much  as 
1000  feet  thickness. 

This  Group  is  almost  entirely  absent  in  Missouri,  being  only  rep- 
resented in  South-west  Missouri,  by  a  Sandstone  heretofore  known  in 
Missouri  Geology,  as  the 


This  is  generally  found  along  the  Eastern  and  Southern  limit  of 
the  Coal  field,  passing  beneath  the  Coal  formation  on  the  West.  It 
varies  from  a  few  feet  to  100  feet  in  thickness. 

In  Callaway  it  occurs  both  as  a  pure  white  Sandstone,  a  ferruginous 
Sandstone  and  a  conglomerate.  In  Pettis  and  Howard  we  find  it  a 
coarse,  whitish  Sandstone.  In  Cedar,  Dade  and  Lawrence  a  very  fer- 
ruginous Sandstone,  often  containing  valuable  deposits  of  Iron  ore. 
In  Newton  it  occurs  in  useful  flag-like  layers. 

Limestones  of  the  Chester  Group  were  recognized  by   Dr.  Shu- 
mard  in  Perry  county,  200  to  300  feet  in  thickness. 
St.  Louis  Limestosb, 

This  Group,  next  in  descending  order,  forms  the  entire  Group  of 
Limestone  at  Sfc,  Louis,  where  it  is  well  marked  and  of  greater  thick- 
ness Uian  seen  elsewhere  in  this  State.  It  is  more  often  fine-grained, 
compact  or  suhcrystalline,  sometimes  inclosing  nunierous  Chert  con- 
cretions, and  the  beds  are  often  separated  by  thin,  green  Shale-beds, 
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The  cliief  fossils  of  this  Group  are  Melonites,  Eryozoons,  Litho- 
■strotian  and  Producii.    It  greatest  thickness  is  not  over  260  feet. 

In  Ibis  Group  are  now  included  beds  which  have  been  called 
Warsaw  Limestone.  It  is  subordinate  and  lies  at  the  base  of  the  St, 
Louis  Group.  It  more  often  consists  of  alternations  of  calcerous 
shales  and  thin,  irre,i?u!ar,  coarse,  Blue  Limestone  beds.  ArcMmedes 
and  Pentremites  are  the  chief  fossils. 

The  St.  Louis  Group  includes  the  even-bedded  Limestone  of  St. 
Louis,  St.  Charles  and  Alton,  the  equivalent  beds  at  Spergin  Hill,  In- 
diana, the  ealcareo-argiilaceous  Shales  and  Magnesian  Limestone  of 
Warsaw. 

Where  the  upper  part  of  this  Group  forms  the  surface  rock,  we 
find  numerous  sink  holes  as  at  St.  Louis  and  St.  Charles, 

Keokuk  Gsour. 

The  upper  part  includes  beds  of  shale  containing  geodes  of  Quartz, 
etc.,  some  of  which  are  very  beautiful.  The  lower  beds  are  gray  and 
■bluish-gray,  with  lenticular  and  concretionary  Chert  beds,  together 
with  some  massive  Chert  beds.  Archimedes,  Heinipronites  Orenistria 
and  Orinoid  stems  are  numerous,  and  some  fish  teeth  are  found.  This 
■constitutes  the  Limestone  at  Keokuk,  Iowa,  ihe  upper  Limestone  at 
<3uincy  and  Hannibal,  the  Limestone  in  central  parts  of  St.  Charles 
county;  it  is  also  found  in  St.  Louis,  Boone,  Howard  and  Cooper,  is 
well  developed  in  South--west  Missouri,  being  found  in  Cedar,  Barton, 
Vernon,  Jasper,  Newton  and  McDonald.  It  is  the  Lead-bearing  rock 
of  these  South-western  counties,  and  corresponds  to  the  silicious 
Group  of  Tennessee.    It  is  200  or  more  feet  in  thickness. 

ENCEINITAL   OR B URLINGT ON   LIMESTONE. « 

The  upper  beds  are  gray  and  cherty.  The  top  beds  in  St.  Charles 
county,  include  seventeen  feet  of  thin  Chert  beds  with  alternate  lay- 
ers of  red  Clay.  The  middle  beds  are  generally  gray  and  coarse  ;  the 
lower  ones  gray  and  brown,  with  some  buif  beds. 

Crinoid  stems  are  common  in  nearly  all  the  beds,  hence  it  has 
been  appropriately  termed  Encrinital  Limestone. 

The  lower  beds  often  abound  in  well  preserved  orinoidcs. 

This  rock  occurs  at  Burlington,  Iowa,  Quincy,  Illinois,  Hannibal 
and  Louisiana,  Missouri,  and  is  well  exposed  in  most  of  the  counties 


•  The  objeoHon  to  Clie  term  ' '  Eiv 
c'ormntious  wliECh  aboiiud  ia  crlnold  st 
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on  the  Mississippi  River  north  of  St.  Louis  ;  and  from  the  western 
part  of  8t.  Charles  to  Howard  county.  South  of  the  Missouri  River,, 
and  along  ita  south-west  "outcrop,  it  is  not  generally  well  developed. 

In  Green  county  it  ia  quite  cavernous. 

Ifc  has  not  been  recognized  east  of  Illinois,  and  is  not  separated, 
from  other  Carboniferous  Limestones  of  Tennessee. 

CHOUTEAU    GEOUP. 

This  Group,  originalty  called  "  Chemung,"  in  the  Missouri  Report 
of  1853,  by  Prof,  Swallow,  and  also  by  Prof.  Hall  in  his  Iowa  Report, 
since  called  the  Kinderhook  Group  by  Worthon  in  his  Illinois  Report,. 
and  also  by  White  in  his  Iowa  Report,  is  probably  better  developed 
in  Missouri  than  in  either  Illinois  or  Iowa.  Being  first  described  by 
Miseouri  geologists,  the  term  then  applied,  if  correct,  should  remain, 
PalEeontoIogica!  investigations  make  it  a  matter  of  doubt  about  its- 
being  equivalent  to  the  Chemung  Group  of  New  York,  but  of  this  I 
have  not  studied  sufficiently  to  be  entirely  satisfied. 

As  there  is  much  greater  thickness  and  better  development  in 
Missouri,  I  shall  choose  to  use  the  name  of  the  chief  member  of  the 
Group  for  the  Group  itrelf,  and  call  if,  the  Chouteau  Group.  Missou- 
rians  who  have  read  /Swallow's  Report,  will  at  once  understand  what 
itmeans.    It  includes  three  principal  divisions : 

1.  Chouteau  Limestone,  100  feeC, 

2.  Vermicular  Sandstones  and  Shales,  75  feet. 

3.  Lithographic  Limestone,  55  feet. 

The  Chouteau  Limestone,  in  the  upper  part,  is  a  coarse,  gray  Lime- 
stone, resembling  the  lower  beds  of  the  Encrinital  Limestone.  In 
fact,  it  is  a  bed  of  passage,  as  it  often  contains  fossils  common  to  both. 

Next  below  is  a  thick  bedded  Magnesian  Limestone,  sometimes 
containing  geodes  of  Quartz  and  Calcite  of  a  peculiar  form,  with  occa- 
sional Chert  beds. 

Lower  down  are  thinner  beds  of  dove  or  gray,  fine-grained  Lime- 
stone. This  was  observed  of  one  hundred  feet  in  thickness,  near  Se- 
dalia  in  Pettis  county, 

Vkemiculae   Hakdstosb  and  Shales. 

The  Sandstones  of  this  division  are  generally  soft  and  calcareous.. 
They  are  easily  recognized  by  being  ramified  by  irregular  windings 
throughout,  resembling  the  borings  of  worms.  This  formation  attains 
a  thickness  of  seventy-five  feet  near  Louisiana,  in  Pike  county. 
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LITHOGRAPHIC  LIMESTONE. 


Thie,  where  normally  developed,  is  a  fine-grained,  compact  Llime-  ' 
stone,  breaking  with  a  free,  conchoidal  fracture — closelyreserubling 
the  well  known  Lithographic  Limestone,  butwhen  exposed  breaks  into 
numerous  perpendicular  joints. 

It  might  be  that  if  quarries  were  well  opened,  good  layers  for  lith- 
ographic purposes  could  be  displayed. 

The  lithographic  character  is  only  seen  in  North-east  Missouri,, 
and  as  far  as  my  observation  has  extended,  only  in  Pike  and  Ralls,  ifc 
being  best  developed  at  Louisiana,  where  it  is  fifty-five  feet  thick. 

Where  elsewhere  seen,  it  somewhat  resembles  the  upper  beds  of 
the  Chouteau  Group.  At  Taborville,  St.  Clair  county,  it  is  of  a  salmon 
drab  color,  occurring  in  thick  beds  having  an  open  texture,  and  con- 
tains a  well  known  characteristic  fossil — Pentremitea  Rmnieri.     Sh. 

The  Vermicular  Sandstone  and  Shales  preserve  a  uniformity  of 
structure  from  Kails  to  Greene  county.  It  is  seen  in  Ralls,  Pike,  Lin- 
coln, Cedar  and  Greene,  The  Lithographic  Limestone  is  found  in 
Pike,  Ralls,  St.  Clair,  Cedar  and  Greene.  The  Chouteau  in  Knox, 
Marion,  Ralls,  Pike,  Lincoln,  St.  Charles,  St.  Louis,  Warren,  Montgom- 
ery, Callaway,  Boone,  Cooper,  Pettis,  8t.  Clair,  Cedar,  Greene  and 
Christian, 

Fragmentary  outliers  of  this  group  are  occasionally  found  cap- 
ping the  higher  ridges  near  the  Arkansas  line. 

At  base  of  this  group,  in  North-east  Missouri,  a  few  feet  of  black 
Slate  is  occasionally  seen. 

DEVONIAN    SYSTEM. 

The  Hamilton  Group  is  found  in  Rails,  Pike,  Lincoln,  Warren 
Montgomery,  Callaway,  Boone,  Cole  and  probably  Moniteau;  also 
in  Perry  and  Ste,  Genevieve, 

Onondaga  Limestone  probably  found  in  Cole,  Boone,  Callaway, 
Montgomery,  Lincoln  and  Pike. 

Total  thickness  of  Devonian,  about  100  feet, 

FPPEE    SILURIAN. 

Oriskany  Sandstone  is  found  in  Ste.  Genevieve  and  Ralls.  On 
Salt  River,  above  Cincinnati,  it  contains  well  known  fossils  of  the- 
Group, 
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Ill  Oape  Girardeau  county,  Dr.  Shumard  recognized  the  Upper 
■Silurian,  represented  by — 

Delthyris  Sliale  (Lowoi  Hpldeibuig)  3u0  feet 

Kiagura  Group- 22o  fLtt 

Cape  Girardeau  Lime'stone  CO  f(,tt 

He  recognized  the  same  beds  in  Perry  and  Ste.  Genevieve 
counties. 

In  Montgomery  and  Callaway  counties  are  about  30  feet  of  coarse 
:gray  erinoidal  beds,  which  are  probably  Upper  Silurian. 

In  Pike  county,  near  Sugar  Creek,  are  heavy  beds  of  buff  Lime- 
stone, affording  a  good  building  material,  and  equivalent  in  age  to  the 
well  known  Grafton  quarry  rock  of  Illinois,  used  extensively  in  St. 
Louis. 

Dr.  Bhumard  makes  the  Lower  Helderburg  100  feet,  and  tlie  Nia- 
-giira  150  feet  thick  in  Ste.  Genevieve  county. 

LOWER    SILUKIAN. 

This  very  important  system  reaches  to  a  great  thickness  in  Mis" 
fiouri,  and  covers  over  one-half  the  area  of  the  State. 
At  the  top  we  find  the 

CiKciKNATi  Group. 

This,  the  equivalent  of  the  blue  Limestone  and  Shales  of  Cincin- 
nati and  of  Madison,  Ind,,  is  represented  in  Missouri  only  by  the  up- 
per shale  beds,  with  an  occasional  flag-like  Limestone  layer.  It  is 
found  in  Kails,  Pike  and  Lincoln,  and  probably  reaches  to  100  feet  in 
■thickness — Prof.  Swallow  thinks  120  feet. 

The  mineral  springs  of  Ralls  and  Pike  seem  to  originate  in  these 
■beds. 

The  Eastern  equivalent  of  this  formation  is  the  Hudson  River  and 
^TJtica  shales. 

Gales  A  Grol'p— llEOBrTACui.iTi;  LuiEsroNE. 

This  consists,  in  Missouri,  mostly  of  beds  of  coarse  gray  or  white 
Limestone — the  Galena  Limestone  proper  being  wanting,  and,  as  far  as 
■observed  in  Missouri,  none  of  the  beds  are  Lead-bearing.  It  occurs  in 
Cape  Girardeau,  Perry,  Ste.  Genevieve,  Jefferson,  St.  Louis,  St.  Charles, 
Warren,  Lincoln.  Pike  and  Ralls.  Its  greatest  thickness  (130  feet)  is 
in  Cape  Girardeau.  In  St.  Charles  it  is  not  over  40  feet,  in  Warren  SO, 
and  thins  out  in  eastern  part  of  Montgomery  county. 
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Treston  Gr' 
With  this  Group  we  include — 


Treutou  LImestoue 150  fet 

Black  Eiver  Limestone 1    ^n  foni- 

Bii-dseye  Limestone ''    '^  '^^^ 


::} 


The  Trenton  Limestone  is  generally  thin-bedded,  dark  ash,  drab  or 
gray,  and  sometimes  magnesian.  The  Black  River  and  Birdseye  are 
often  in  even  layers ;  the  lower  beds  have  sometimes  mottled  drab 
and  reddish  shades,  often  affording  a  pretty  Marble,  The  Trenton 
is  found  from  Cape  Girardeau  to  Ralls  county,  and  from  St.  Charles  to 
Callaway,  entirely  thinning  out  in  eastern  portion  of  Callaway.  The 
Black  Eiver  and  Birdseye  are  found  from  Cape  Girardeau  to  Lincoln  ^ 
and  in  St,  Charles,  Warren  and  Montgomery,  thinning  out  in  the  latter 
county. 

The  entire  thickness  of  this  group  is  probably  over  400  feet. 

MAG-NESIAN    LIMESTONE     SERIES. 

This,  as  low  in  the  series  as  the  Second  Sandstone,  is  probably  the 
equivalent  of  the  Calciferous  Sandrock  of  the  New  York  Geologists, 
The  rooks  below  are  the  equivalents  of  the  Potsdam  formation.  The 
Potsdam  and  Calciferous  have  been  sometimes  called  "  Primordial." 

FiitsT  JIagsbsias  Ltmbstosb. 

This  is  generally  a  buff,  open-testnred,  thick  and  even-bedded 
Limestone,  breaking  free  under  the  hammer,  and  affording  a  useful 
building  rock.  A  species  of  Cythere  is  often  found  ;  other  fossils  are 
rare.  Dr.  Shumard  estimated  its  thickness  in  Ste.  Genevieve  county 
to  be  about  150  feet.  In  North  Missouri,  I  observed  it  70  feet  thick  in 
Warren  county.  It  is  found  in  Ralls,  Pike,  Lincoln,  8t.  Charles,  War- 
ren, Callaway  and  Boone.  South-westwardly,  it  is  not  well  marked — 
in  fact,  I  doubt  its  presence  in  some  counties  where,  in  regular  se- 
quence, it  should  be  found.  It  occurs  in  Franklin,  St.  Louis  and  south- 
wardly to  Cape  Girardeau  county. 

FlliHT  OK  Sa^chauoioat,  Sakdstonh. 

This  formation  is  well  developed  in  Lincoln,  St.  Charles,  Warren, 
Montgomery,  Gasconade,  Franklin,  St,  Louis,  Jefferson,  Ste.  Gene- 
vieve, Perry  and  Cape  Girardeau.  Besides  the  above,  it  is  also  devel- 
oped in  a  more  attenuated  form,  in  Callaway,  Osage,  Cole,  Moniteau 
and  Boone.  It  is  the  rock  called  in  the  Illinois,  Iowa  and  Wisconsin 
Reports  the  St.  Peter's  Sandstone, 
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This  Sandstone  is  probably  destined  to  be  one  of  the  most  usefu 
rocks  found  in  Missouri.  It  is  of  a  very  white  color  and  the  purest 
Sandstone  found  in  the  State,  and  very  suitable  for  making  the  finest 
glassware.  Its  great  thickness  makes  it  inexhaustible.  I  have  ob- 
served it  133  feet  thick  in  St.  Charles  and  Warren,  and  in  South-east 
Missouri  it  has  been  observed  over  a  hundred  feet  in  thickness.  In 
Jefferson  county,  a  large  plate  glass  factory  lias  recently  been  estab- 
lished, where  they  contemplate  making  glass  equal  to  the  finest 
French  plate. 

SECOND    MAGNESIAN   LIMESTONE. 

This  formation  occurs  in  all  the  Kiver  counties  south  of  Pike  as 
far  as  the  swamps  of  South-east  Missouri,  and  is  more  often  the  sur- 
face rock  in  all  the  counties  south  of  the  Missouri  and  Osage  Kivers 
to  within  50  miles  of  tho  Western  line  of  the  State.  It  is  generally 
composed  of  beds  of  earthy  Magnesian  Limestone  interatratified  with 
Shale  beds  and  layers  of  white  Chert,  with  occasionally  thin  beds  of 
white  Sandstone,  and,  near  the  lower  part,  thick  cellular  silico-mag  - 
nesian  Limestone  beds.  The  beds  are  more  often  of  irregular  thick- 
ness and  not  very  useful  for  building  purposes. 

It  is  oftenaLead-bearingrock,  and  most.of  the  Lead  of  Oole  county 
■occurs  ill  it.  It  is  from  175  to  200  feet  thick.  Its  fossils  indicate  it  to 
belong  to  the  calciferous  Sand  rock  of  New  York  geologists. 

SECOND   SANDSTONE. 

This  is  much  coarser  than  the  first  Sandstone,  and  occurs  in  much 
firmer  beds — at  the  upper  part  are  beds  of  intercalated  Chert,  often 
abounding  in  fossils.  This  rock  is  common  in  most  of  the  counties  of 
South-east  and  Southern  Missouri.    Thickness  50  to  150  feet. 

THIRD    MAGMESIAN    LIMESTONE. 

This,  also,  an  important  member,  occurring  in  nearly  all  the  coun- 
ties of  Southern  Missouri,  is  generally  a  thick  bedded  coarsely  crys- 
latine  bluish  gray ,or  flesh  colored  magnesian  Limestone,  with  occasional 
thick  Chert  beds.  It  is  the  chief  Lead-bearing  rock  of  South-east  and 
Southern  Missouri.  In  some  counties  it  is  as  much  as  300  feet  thick, 
and  Dr.  Shumard  supposes  it  to  be  over  600  feet  in  thickness  in  Pu- 
laski. 

THIRD  SANDSTONE. 

This  was  recognized  in  Camden  and  Dallas  counties  by  Professor 
Swallow.  Excepting  in  the  borings  of  St.  Louis  County  Insane  Asy- 
lum well,  I  have  not  been  able  to  recognize  it.    Thickness  82  feet. 
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FO0KTH    MAGNESIAN    LIMESTONE. 

Prof.  Swallow  recognized  this  rock  on  Niangaa  and  Osage  Kivers. 
It  closely  resembles  the  third  raagnesian  Limestone,  and  may  be  inclu- 
ded with  it  in  Southern  Missouri.    Thickness  300  to  4oO  feet. 

OTHEE   PRIMORDIAL   ROCKS. 

At  the  base  of  the  unaltered  fossiliferoua  roclis  in  Madison,  St. 
Francois  and  Iron  counties  we  find  in  the  order  of  succession  from  the 
top  the  following  strata ; 

6.  Second  Sandstone  on  hill  tops. 

-6.  Chert  b«ds — foasiliforous. 

4.  Third  magneisian  Limestone. 

3,  Sillcious  or  grit-atone  beds  with  intercalated  magiiesiaii  T,imosto  ue, 

2.  Marble  beds. 

1,  Sandstone,  eonglomei-ate  and  Shales. 

No.  3  is  the  Le  ad-be  aring^rock  of  Mine  LaMotte  and  vicinity.  Fos- 
sils have  been  obtained  from  Mine  LaMotte  and  near  Fredericktown 
which  prove  to  be  well  known  types  of  the  Potsdam  Group  ;  an  inter- 
calated shale  bed  at  Mine  LaMotte  abounds  in  {Lingula)  Lingul  ella, 
Lamborni  Mk. 

The  Marble  beds  are  not  always  present;  they  seem  to  be  con- 
fined to  the  South-west  quarter  of  Madison  and  the  Central  and  North- 
ern parts  of  Iron  and  extend  into  Reynolds  county.  Their  greatest 
thickness  is  not  over  30  feet. , 

No.  1  is  confined  chiefly  to  the  Northern  part  of  Iron  and  Madi- 
son, extending  to  St.  Francois.  The  entire  thickness  of  this  as  well  as 
the  regular  order  of  its  various  beds  israther  difScult  to  arrive  at.  But 
■we  find  both  in  Iron  and  Madison  counties  coarse  conglomerates  rest- 
ing on  Granite  and  Porphery.  We  also  find  Sandstones,  which  are 
sometimes  very  coarse,  and  at  other  times  fine  grained,  resting  on 
conglomerates.  We  also  find  Shale  or  Slate  beds  reposing  on  Granite 
and  underlying  Sandstone.  Similar  Shale  beds  are  also  intercalated 
with  the  Sandstone.  In  the  neighborhood  of  Mine  LaMotte  this  sand- 
stone reaches  to  over  100  feet  in  thickness,  and  is  also  found  to  be  the 
lowest  rock  directly  resting  on  the  Granite.  Borings  with  diamond 
drill  on  the  Mine  LaMotte  property  indicate  magaesian  Limestone 
with  some  sillcious  beds  SO  feet ;  Sandstone  63  feet ;  Granite. 

On  St  Francois  Kiver,  in  Madison  county,  these  lower  Sandstones  rest  directly 
■on  the  Qraniteand  are  unaltered; -on  TwelveMiio  Creeli:,  Madison  county,  the  Marble 
beds  and  Saudstones  rest  unaltered  on  the  Porphyry,  and  on  Big  Creek,  Iron  comity, 
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heavy  lieds  of  unaltered  Maguesian  Limestone  rest  tlirectly  on  the  Porphyry.  We 
therefoi^know  that  the  Granites  and  Porphyries  of  South-east  Missouri  are  of  TOUct 
older  age  than  the  Magneslan  aeries  or  the  Potsdam. 

BoitiNos  AT  Insane  AsYtvst. 

The  borings  in  the  well  at  the  St  Lonis  County  Insane  Asylum 
serve  to  show  the  aggregate  thickaess  of  the  various  rock  ibrmations. 
An  inspection  of  data  show  that  some  'strata  found  in  other  portions, 
of  the  State  are  here  wanting,  while  other  strata  are  much  thicker. 

Vei'ticai  seetion  of  borings  at  the  St.  Louis  county  hisaiif  Asylum. 

1.  40  feet  Clays  of  tlie  Binff  formation. 

2.  80  feet  of  Coal Measui-es. 

3.  670  feet  of  Lower  Oai'boniferoiis  i-ocks. 

4.  03  feet  of  Chouteau  Limestone. 

D.    421  leot  of  Trenton,  Black  Eiver  and  Hiniseye  Limestone. 
G.    14S  feetof  First  Magneslan  Limestone. 

7.  1S3  feet  of  Saccharoiclal  Limestone. 

8.  517  feet  of  Second  Magnesian  Limestojie. 

9.  S'l  feet  of  Second  Sandstone. 

10.  83  feet  of  Third  Magnesian  Limestone. 

11.  98  feet  of  Tliird  Sandstone. 

12.  384  feet  of  Fourth  Magnesian  'Limestone. 

13.  SI  feet  of  Potsdam  Sandstone. 

14.  245.5  feet,  mostly  Granite,  altliough  a  portion  of  tlie  upper'  part  may  bo  Sand- 

15.  40feet  of  Granite. 

The  well  terminated  in  Granite  at  3,S-J3.5  feet  from  the  surface. 

The  above  section  was  constructed  after  having  made  a  critical- 
examination  of  the  specimens  from  the  boring. 

The  following  is  a  tabular  view  of  the  formations  similar  to  those 
found  in  the  well,  and  will  serve  to  show  the  comparative  thickness  in 
other  sections : 
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The  borings  began  at  the  bottom  of  a  well  120  feet  deep,  with 
water  standing  at  forty  feet  below  the  surface.  At  134  feet,  an  eight 
or  ten  inch  opening  was  struck,  and  the  water  sank  to  a  deptfi  of  128 
feet.  Salt  water  was  obtained  at  1,220  feet.  At  1,225  and  1,262  feet 
from  the  surface  a  strong  petroleum  smell  was  recognized.  Sulphur 
water  was  obtained  at  2,140  feet.  At  2,256  feet  the  water  in  the  sand 
pump  indicated  three  per  cent,  of  salt;  at  2,957  feet,  four-and-a-half 
per  cent;  at  3,393  feet,  two  per  cent.;  and  at  3,367  feet,  less  than  two 
per  cent.;  at  3,384  feet,  three  per  cent.;  and  below  3,545  feet,  seven  to 
eight  per  cent. 

Experiments  with  a  Fahrenheit  registering  thermometer,  indica- 
ted the  following : 


S,264 
3,S7a 
3,473 
3,604 
3,641 
S,72S 


No  tests%t"  tempeiature  weie  maae  above  these  depths. 

In  boring  to  the  depth  of  833  teet,  the  dull  was  often  observed 
to  be  highly  magnetized,  but  afier  pabsmg  that  depth  no  further 
influence  was  observed. 

Tivo  wooden  plugs,  vviLli  iron  screws  at  tlie  (■iiii,  were  driven  iu,  one  at  the  l,0i)2 
oJSet,  the  other  at  the  9S3  feet  offset,  ia  onlei'  to  separate  the  fresh  from  the  salt  water. 
If  withdrawn,  the  well  would  be  clear  from  top  to  bottom.  The  five-Inch  tube,  i-oaeh- 
iiijt  to  1,023  feet,  has  been  witndrawn,  and  a  pnuip  put  down  to  400  feeL  Thia  pump 
was  worked  a  few  days,  the  water  found  to  ha  a  little  salty,  and  tlio  supply  limited. 

The  surface  of  the  ground  at  the  well  is  about  CSJI  feet  above  the 
(iulf  of  Mexico. 

The  borings  were  made  under  tlie  direction  of  Mr.  C.  IV.  Atkinsou,  vvlio  collected 
specimens  and  carefully  labelled  them,  and  also  filed  a  descriptive  section, 
licii  I  obtained  the  iiecesscivy  data,  :i.s  above  written. 
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CHAPTER    III. 


CAVES. 

G.   C.  BROADHKAD. 


Certain  geological  formations  abound  in  caves,  in  others  tliey  are 
rare  or  are  not  found. 

Caves  occur  in  the  Third  Magnesian  Limestone,  Saccharoida!  Sand- 
stone, Trenton,  Lithographic,  Encrinital  and  St.  Louis  Limestones.' 

That  the  St.  Louis  Limestone  is  cavernous  is  proven  by  the  great 
number  of  ainliholes  where  this  formation  prevails,  as  at  St.  Louis  and 
in  St,  Charles  county.  Small  caves  have  been  entered  in  St.  Jjouis 
and  found  to  connect  withlsink-holes  ;  both  here  and  near  St.  Charles 
good  springs  often  issue  forth. 

In  Eastern  and  North-east  Missouri  there  have  not  been  found 
many  large  eaves  in  the  Encrinital  Limestone,  but  the  lower  beds  of 
this  formation  in  South-west  Missouri  often  enclose  very  extensive 
caverns;  among  the  latter  may  be  iucluded  the  caves  of  Greene 
county  with  some  in  Christian  and  McDonald,  Those  in  McDonald  I 
have  not  seen,  but  they  are  reported  to  be  very  extensive  and  prob- 
ably are  situated  in  the  Encrinital  Limestone. 

SPECIAL    DESCRIPTIONS. 

On  Sac  Itiver,  in  the  North  part  of  Greene  county,  we  find  a  cave 
with  two  entrances,  one  at  the  foot  of  a  hill,  opening  toward  Sac  River, 
45  feet  high  and  80  feet  wide.  The  otherentrance  is  from  the  hill  top  150 
feet  back  from  the  face  of  the  bluff.  These  two  passages  unite.  The 
exact  dimensions  of  the  cave  is  not  known,  but  there  are  several  beau- 
tiful and  large  rooms  lined  with  stalactites  and  stalagmites  which  often 
assume  both  beautiful  and  grotesque  life-like  forms.    The  cave  has 
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been  explored  for  several  hundred  yards,  showing  the  formations  to 
be  thick  silicious  beds  of  the  Lower  Carboniferous  formations. 

Xnox  cave,  in  Greene  conntj',  is  said  to  be  of  large  dimensions. 
I  have  not  seen  it  but  some  of  its  stalactites  are  quite  handsome. 

Wilson's  Creek  sinks  beneath  Limestone  and  appears  again  below. 

There  are  several  caves  near  Ozark,  Christian  county,  which  issue 
from  the  same  formations  as  those  in  Greene  county.  On  a  branch  of 
Finly  Creek  a  stream  disappears  in  a  sink,  appearing  again  three  quar- 
ters of  a  mile  south-east  through  an  opening  60  feet  high  by  98  feet 
wide.  Up  stream  the  cave  continues  this  size  for  a  hundred  yards  and 
then  decreases  in  size,  and  for  the  next  quarter  of  a  mile  further  it  is 
generally  10  by  14  feet  wide.  A  very  clear,  cool  stream  passes  out  in 
which  by  careful  search  crawfish  without  eyes  can  be  found. 

There  is  another  cave  a  few  miles  south  of  Ozark,  and  another 
ten  miles  South-east  occurs  in  the  Magnesian  Limestone. 

Two  miles  below  Hannibal  and  a  half  mile  from  the  Mississippi 
river,  is  McDowell's  cave.  This  occurs  in  Lithographic  Limestone, 
and  is  noted  for  being  the  place  where  Dr.  McDowell  deposited  a  rel- 
ative's corpse  to  see  if  it  would  petrify.  It  faces  the  north,  the  en- 
trance passing  straight  in  is  occasionally  intersected  by  other  narrow 
avenues  crossing  at  right  angles. 

In  Boone  county  there  are  several  caves  in  Encrinital  Limestone. 
Conner's,  the  largest,  is  said  to  have  been  explored  for  a  distance  of 
eight  miles. 

In  Pike  and  Lincoln  there  are  several  small  caves  occurring  in 
the  upper  beds  of  the  Trenton  Limestone,  which  are  often  very  cav- 
ernous. On  Sulphur  Fork  of  Cuivre,  there  is  a  cave  and  Natural 
Bridge,  to  which  parties  for  pleasure  often  resort.  The  bridge  is  tubu- 
lar with  20  feet  between  the  walls,,  and  is  100  feet  long. 

At  J.  P.  Fisher's  on  Spencer  Creek,  Kails  county,  there  is  a  cave- 
having  an  entrance  of  90  feet  wide  by  20  high.  The  Lower  Trenton 
beds  occupy  the  floor,  with  the  upper  cavernous  beds  above.  On  the 
bluff,  at  a  distance  of  150  yards  back,  there  is  a  sink-hole  which  com- 
municates with  the  cave.  Within  the  cave  is  a  cool,  clear  spring  of 
water,  and  Mr.  F.  said  he  could  keep  meat  fresh  there  for  six  weeks, 
during  midsummer. 

In  Pike  county,  near  Matson's  Mills,  there  are  many  sink-holes  in 
these  Trenton  beds.  In  one  of  them  I  collected  some  pretty  speci- 
mens of  Arragonite.    They  often  terminate  in  caverns. 

The  Third  Magnesian  Limestone  which  occupies  such  a  large  por- 
tion of  South-west  Missouri,  often  contain  very  large  caves.  One  of 
them,  known  as  Friedes'  cave,  is  6  or  S  miles  North-west  of  Rolla,  on 
Gave  Spring  Creek.    It  is  said  to  have  been  exploredfor  severalmilea. 
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but  I  only  passed  in  a  few  buadred  yards.  The  stalactites  here  are 
very  beautiful,  assuming  the  structure  of  satin  spar.  A  very  clear 
stream  of  water  issues  out»  West  of  the  Gasconade,  on  Clifty  Creek, 
is  a  remarkable  Natural  Bridge,  which  I  have  elsewhere  described  in 
Geological  Survey  of  Missouri,  1855-71,  page  16. 

Mr.  Meek  and  Dr.  Shumard  speak  of  the  Third  Magnesian  Lime- 
stone as  often  cavernous.  Mr.  Meek  speaks  of  a  large  and  interesting 
cave  on  Tavern  Greek,  in  Miller  county.  Dr.  Shumard  estimates  a 
cave  on  Bryant's  Fork,  in  Ozark  county,  to  be  a  mile  and  a  half  long, 
and  speaks  of  its  containing  many  interesting  stalactites. 

There  are  many  small  caves  in  Third  Magnesian  Limestone  in  Pu- 
laski county,  along  the  Gasconade  River,  Some  of  them  contain 
salpetre. 

SUPPLIKS  OF  WATER. 

Springs  are  generally  more  abundant  where  cavernous  rocks  pre- 
vail. Streams  will  flow  to  the  surface  when  underlying  clay-beds  pre- 
vent their  downward  passage.  In  certain  Geological  formations 
springs  are  more  apt  to  abound,  and  in  certain  formations  the  water 
is  better  than  in  others.  The  purest  water  ilows  from  Chert  beds,  or 
percolates  through  pure  Sand,  and  is  called  soft  or  free-stone  water. 
Water  flowing  through  ferruginous  Sands  will  become  Chalybeate; 
that  flowing  through  hale  beds,  containing  iron  pyrites,  has  often  a 
strong  copperas  taste;  that  through  Limestone,  or  from  Limestone 
caverns,  will  taste  of  Lime,  or  is  called  "  hard-water."  The  water  flow- 
ing through  pyritiferous  Shales  containing  magnesia,  will  issue  in 
what  are  ordinarily  called  Sulphur  Springs;  that  flowing  through 
shaly  Magnesian  Limestone  sometimes  originates  Epsom  Salt  Springs. 

Where  certain  Geological  formations  prevail,  we  may  expect 
abundant  supplies  of  water,  while  districts  underlaid  by  other  forma- 
tions are  comparatively  arid. 

Wherever  Limestone  No,  78,  of  the  Upper  Coal  Measures  prevail, 
we  may  expect  good  streams  of  water  just  beneath.  Springs  of  any 
kind  are  not  common  in  either  the  Middle  or  Lower  Coal  Measures, 
but  are  more  commonly  found  where  the  Upper  Coal  Measures  pre- 
vail. 

The  Drift  in  its  beds  of  Sand  inters tratified  with  Clay,  contains 
good  reservoirs  of  water.  These  Sands  being  sometimes  ferruginous, 
the  water  in  such  instances  is  Chalybeate. 

The  St,  Louis  Limestone  being  cavernous  sometimes  incloses 
large  springs.  The  springs  near  St.  Charles  issue  from  this  Lime- 
stone. 
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The  fine  springs  of  Jasper  and  Newton,  flow  from  the  Lower  beds 
of  Keokuk  Limestone. 

The  clear,  cool  springs,  often  very  large,  of  Greene,  Christian  and 
Lawrence,  flow  from  the  Lower  beds   of  the   Encrinital  Limestone. 

The  Chouteau  Group  does  not  contain  many  springs,  but  Sulphur 
Springs  sometimes  flow  from  It. 

At  Louisiana,  a  very  bold  spring  of  good  water  flows  from  the  face- 
of  a  bluff  of  Lithographic  Limestone. 

We  know  of  no  springs  of  consequence  flowing  from  Devoniait 
Limestone, 

The  Upper  Silurian  system  is  too  limited  to  generalij^e. 

The  Cincinnati  Group  affords  the  supply  for  most  of  the  mineral^ 
springs  of  North-east  Missouri, 

The  Trenton  Limestone  contains  many  sinks  and  caves  in  which 
are  generally  clear,  cool  pools  of  water. 

Weak  springs  often  flow  from  beneath  the  Saccharoidal  Lime- 
stone, 

In  the  Second  Magnesian  Limestone  there  are  not  often  many 
springs. 

The  Third  Magnesian  Limestone  is  oiten  cavernous,  and  afibrd* 
beautiful,  clear  and  cool  springs  of  water.  Some  of  the  largest  springs, 
yet  observed  in  Missouri,  flow  from  these  rocks.  The  largest  known 
are  on  the  Gravois,  in  Morgan  county,  in  Camden,  Dallas,  and  the- 
spring  at  Meramec  Iron-works,  Phelps  county. 

The  streams  flowing  through  the  Third  Magnesian  Limestones^ 
are  very  clear,  full,  bold  and  rapid,  and  afford  good  water-power 
throughout  the  year. 

Among  them  I  would  name  Castor  Kiver,  St.  Francois,  Black, 
Current,  White,  Niangua  and  the  Gasconade,  and  their  tributaries. 
They  afford  as  tine  water-power  as  any  streams  in  the  United  States, 

The  streams  flowing  only  through  the  Second  Magnesian  Lime^ 
stone  beds  often  become  low,  sink  or  dry  up  during  the  Summer  sea- 
Bon. 

Those  flowing  through  the  Lower  Carboniferous  rocks  of  the 
South-west  are  clear,  full  and  rapid,  and  afford  a  mighty  water-power. 
Among  them  are  Spring  River,  Center  Creek,  Shoal  Creek,  James' 
Fork  of  White  Kiver,  Wilson's  Creek,  Finley  Creek  and  the  head, 
streams  flowing  into  Sac  Kiver. 

The  Streams  originating  and  flowing  through  the  Coal  Measures 
are  generally  sluggish,  and  the  smaller  streams  do  not  afford  water- 
power  sufficient  for  milling  purposes. 
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The  streams  of  North-west  Missouri  do  not  flow  rapidly,  but  are 
constant  running  streams.  Their  main  water-supply  is  derived  chiefly 
from  reservoirs  in  the  Drift,  but  a  portion  of  their  supply  is  also  de- 
rived from  springs  in  the  Upper  Coal  rocks. 

[For  Mineral  Springs  see  Appendix.] 
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The  character  and  quality  of  all  soils  is  mainly  dependent  on  the 
underlying  geological  formations.  Where  Sandstones  exclusively 
prevail,  the  soils  will  not  withstand  severe  drouths,  but  with  frequent 
refreshing  rains  are  rendered  productire.  A  soil  composed  in  part 
of  Sand,  but  also  largely  of  Lime  and  humus  or  vegetable  mould,  is 
always  productive.  In  wet  seasons,  the  Sand  affords  proper  digestion 
of  refuse,  decomposing  vegetable  matter,  while  the  other  useful  pro- 
motives of  vegetable  growth  push  forward  the  crops  to  vigor  and  pro- 
ductiveness.    Such  eoii  we  find  on  the  Missouri  bottom. 

When  the  underlying  material  is  clayey,  with  some  lime  but  no 
sand  and  but  little  humus,  we  have  a  soil  that  will  retain  too  much 
water  on  the  surface  to  yield  good  crops,  and  in  dry  seasons  the  Clays 
are  too  hard  for  moisture  to  penetrate  and  reach  the  delicate  roots 
and  fibers  of  the  growiftg  crops.  Such  soil  is  common  on  the  prairies 
of  North-east  Missouri. 

When  the  subsoil  approaches  near  the  surface,  our  soils  are  not 
very  rich ;  but  when  there  is  no  underlying  rock  in  sight,  or  it  lies  at 
a  great  depth,  and  the  alluvial  soil  is  a  foot  or  more  in  thickness  lying 
on  the  subsoil,  and  although  it  may  not  contain  much  Sand,  we  have 
a  soil  that  will  be  abundantly  productive  in  both  wet  aad  dry  seasons. 
Such  aoi!  we  have  in  North-west  Missouri. 

We  do  not  here  propose  to  go  into  a  detailed  description  of  our 
soils;  such  an  article  would  be  too  elaborate  for  this  volume;  we 
only  propose  to  discuss  the  geological  relations  of  our  soils. 

Where  Limestonee  prevail,  our  soils  are  black  and  productive,  and 
give  large  yields  of  corn.  Soils  resulting  from  decomposition  of  Mag- 
nesian  Limestone  are  black,  warm  and  rich,  suitable  for  corn,  wheat, 


,v  Google 


fruit  and  the  vine.  Where  the  Limestones  contain  Iron,  the  inter- 
mingling of  the  Iron  with  the  soil  proflnces  a  rich  red  or  brown  soil, 
yielding  large  crops,  and  capable  of  long  endurance.  Around  mines 
of  Iron,  a  luxuriant  growth  of  vines  and  blacitberry  bnshes  ■will  often 
spring  up  from  the  thrown  out  ferruginous  debris. 

At  the  Lead  mines  of  Madison,  the  ground  for  many  years  has 
been  dug  over,  and  we  find  a  luxuriant  growth  thereon. 

Around  Coai  mines,  where  much  Clay  has  been  thrown  out,  the 
vegetation  is  slow  to  grow.  Where  calcareous  Clays  abound,  as  in  the 
Bhiff  and  Drift  of  North  Missouri,  we  have  several  times  had  occasion 
to  observe,  along  railroad  lines,  that  these  clays,  when  thrown  out, 
mingle  with  the  soil  and  impart  additional  fertility. 

The  bottom  lands  are  all  rich.  The  soil  of  those  of  South  Missouri 
is  sandy  and  gravelly,  yielding  abundant  crops  every  year,  and  caa 
generally  be  plowed  soon  after  rains. 

The  soil  of  Missouri  bottoms  is  composed  of  finely  comminuted 
Sand  and  Clay,  with  some  humua.  In  1844,  these  bottom  lands  were 
covered  with  a  greater  depth  of  water  than  has  been  since  known  or 
had  been  known  for  a  generation  past.  At  the  time  of  this  flood, 
large  deposits  of  Sand  were  formed  in  many  places,  and  for  several 
years  after,  no  crops  could  be  produced— corn  was  planted  but  would 
yield  no  ears.  Since  then  these  sandy  lands  have  gradually  improved, 
until  at  present  heavy  crops  of  corn  are  annually  produced.  This 
illustrates  forcibly  the  imperishable  nature  of  these  alluvial  soils. 
They  have  been  subject  to  no  overflows  since  1844,  and  the  only  source 
of  fertility  has  been  from  falling  leaves,  weeds  and  moisture. 

Other  bottom  lands  in  North  and  West  Missouri  are,  for  the  most 
part,  hased  on  the  deep,  black  Clays  of  the  age  of  the  bottom  prairie, 
and  are  always  productive  when  properly  ditched  and  drained,  other- 
wise they  often  hold  water  too  late  in  the  season,  and  crops  are  some- 
times drowned  out. 

Other  extensive  tracts,  similar  in  quality  and  richness  (o  those 
just  named,  may  include  the  swamp  regions  of  iSouth-east  Missouri, 
embracing  the  counties  of  Pemiscofc,  Dunklin,  New  Madrid,  Mississippi, 
Scott,  Stoddard,  and  parts  of  Butler  and  Cape  Girardeau.  These  lands 
are  surpassingly  rich,  and  large  areas  are  still  covered  with  swamps, 
but  the  time  may  he  when  many  of  them  will  be  drained,  and  these 
reclaimed  lands  will  then  compete  in  productiveness  with  the  richest 
lands  in  the  world.  Fine  crops  of  cotton  are  annually  raised  in  this 
part  of  Missouri,  and  these  lands  will  yield  from  75  to  90  bushels  of 
■corn  per  acre. 

Exclusive  of  the  swamp  counties,  the  area  of  the  State  of  Mis- 
souri may  be  divided  into  about  four  parts  or  districts. 
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GEOLOGICAL  SURVEY. 


FIRST    CLASS. 


The  richest,  including  North-west  Missouri,  consists  mostly  of  prai- 
rie, and  is  underlaid  by  the  Upper  Coal  Measures,  with  the  Middle- 
Measures  beneath  and  appearing  along  its  south-east  and  eastern  mar- 
gin. A  line  entering  the  State  in  the  north-west  part  of  Vernon,  pass- 
ing north  and  east  through  the  western  part  of  Bates,  thence  east- 
wardly  through  the  southern  part  of  Cass,  thence  north -eastwardly  tO' 
central  part  of  Johnson  county,  on  the  line  of  Lafayette,  thence  east- 
wardly through  southern  portions  of  Lafayette  and  Saline,  thencfe 
northwardly  to  Chariton  in  the  direction  of  Salisbury,  thence  a 
little  west  of  north  to  the  northern  boundary  of  the  State  in  Mercer 
county,  will  include,  on  the  west,  the  richest  farming  land  in  Missouri. 

There  are,  of  course,  occasional  tracts  of  inferior  land  included 
within  these  limits,  but  the  soil  ia  generally  of  uncommon  fertility. 
This  soil  is  generally  based  on  a  deep  bluff  deposit  or  on  Limestone, 
and  is  for  the  most  part  calcareous.  It  is  generally  at  least  a  foot 
thick  and  quite  black,  yielding  good  crops  of  corn,  grass,  pumpkins,, 
squashes,  potatoes,  turnips,  etc.  The  yield  of  corn  will  average  fifty 
to  eeventy-five  bushels  per  acre  with  ordinary  cultivation,  and  lands 
that  have  been  in  cultivation  thirty  years  yield  as  abundantly  as  when- 
first  cultivated.  Bine  grass  grows  well  when  the  prairies  have  been 
grazed  down.  This  is  probably  no  better  for  wheat  than  the  lands  in 
Eastern  Missouri;  in  fact,  during  similar  seasons,  the  yield  is  not 
always  as  large  per  acre,  but  fine  crops  of  wheat  are  often  raised — 
frequently  tweiity-five  bushels  per  acre — the  general  yield  being 
from  fifteen  to  twenty-five.  Apples,  and  some  small  fruits,  succeed 
very  well,  and  occasionally  there  is  a  good  crop  of  peaches.  There 
seems  to  be  no  better  soil  for  the  gooseberry,  and  the  cultivated  grape 
grows  to  a  large  size,  but  the  vines  grow  too  luxuriantly. 

As  an  evidence  of  the  desirableness  of  this  part  of  the  State  for 
farming  purposes,  although  itis  the  most  recently  settled  part  of  Mis- 
souri, it  is  now  the  most  populous.  The  counties  south  of  the  Missouri 
River  had  become  almost  entirely  depopulated  at  the  close  of  the  war 
in  1865,  but  now  are  as  thickly  settled  as  any  counties  in  the  State. 

SECOND    CLASS. 

This  lies  just  east  and  south  of  the  first  named.  Its  southern  and 
eastern  boundary  passes  through  Barton  into  the  western  part  of  Ce- 
dar, thence  through  St.  Olair,  Benton,  north-west  part  of  Morgan,, 
through  Cooper,  the  southern  part  of  Boone  and  Callaway,  and  east- 
wardly parallel  to  and  within  ten  miles  of  the  Missouri  Eiver  to  ^^ 
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point  opposite  the  central  part  of  St.  Louis  county.  Tliis  district  may 
also  include  extensive  areas  of  the  other  counties  lying  southward 
along  the  Mississippi  River,  but  not  being  familiar  with  them  I  am  at 
present  unable  to  classify  their  soils. 

There  are  several  well  marked  varieties  among  the  soils  of  this 
district.  That  in  the  west  and  northern  portion  consists  chiefly  of 
prairie,  often  spreading  out,  in  North  Missouri,  into  flat  prairies.  That 
in  the  south-west  is  rolling  country,  with  generally  a  sandy  soil.  The 
yield  is  generally  from  thirty  to  fifty  bushels  of  corn  per  acre.  The 
timbered  lands  in  Eastern  Missouri  and  in  the  counties  along  the  Mis- 
souri River  produce  very  fine  crops  of  wheat,  sometimes  even  yielding 
over  twenty-five  bushels  per  acre.  A  fine  variety  of  tobacco  is  alsa 
produced  on  the  thinner  timbered  lands.  The  hills  neat  the  Missouri 
River  yield  good  crops  of  fruit  nearly  every  year— the  peach  rarely 
failing,  the  grape  always  fine. 

This  division  ol  the  State  we  mark  as  Second  Class,  although  it 
really  does  include  some  extensive  tracts  of  first  class  land.  Such 
may  be  found  in  Howard,  Boone,  Callaway,  Marion,  Ralls,  Pike,  Lin- 
coln, St.  Charles  and  St.  Louis. 

We  have  reports  of  as  much  as  forty  bushels  of  wheat  per  acre 
from  Ralls,  St.  Charles,  St.  Louis  and  Perry. 

lu  the  counties  of  North  Missouri  and  St.  Louis  county  blue  grasa 
grows  as  fine  as  in  the  famous  Kentucky  blue  grass  region. 

The  underlying  geological  formations  of  this  district  are  chiefl,y 
Lower  Coal  Measures  and  Lower  Carboniferous  Limestone.  The  richer 
lands  are  based  on  either  Lower  Carboniferous  or  Lower  Silurian  with 
rarely  Devonian. 

Near  the  Missouri  and  Mississippi  rivers  the  soil  is  based  on  loose 
beds  of  Bluff  formation,  originating  a  rich  mellow  soil.  In  the  interior 
of  North  Missouri  it  is  mostly  on  stifferGlays  of  Driftor  Bluff  and  the 
soil  is  not  so  rich. 

THIKD    CLASS. 

This  occurs  chiefly  in  South-west  Missouri,  becoming  a  narrow 
belt  to  the  North-east,  barely  dividing  the  second  from  the  fourth.  It 
may  inclade  part  of  McDonald,  Barry,  Lawrence,  Christian,  Greene, 
Polk,  Dade,  Jasper,  Barton,  Cedar,  Hickory,  St. Clair,  Benton,  Morgan, 
Cole,  Moniteau,  Osage,  Gasconade,  Franklin,  St.  Louis  and  Jefferson, 
and  a  band  passing  southwardly.  Some  of  the  lands  in  Jasper,  Law- 
rence and  Greene  are  as  good  as  those  of  the  Second  Class.  The  soil 
is  generally  somewhat  gravelly  and  often  mingled  with  red  Clay. 
Good  crops  of  wheat  and  corn  and  line  crops  of  fruit  are  produced,. 
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especially  in  those  counties  along  the  Missouri  Eiver,  whose  hills 
yield  fine  peach  and  grape  crops  every  year. 

In  the  South-west  the  soil  is  based  on  Lower  Carboniferous  and 
Lower  Ooa!  measnres  ;  in  counties  along  the  Missouri  Kiver  on  Lower 
Silurian,  spread  over  with  a  pretty  good  deposit  of  Bluff  Clays. 

F  O  U  li  T  H    CLASS. 

This  includes  the  main  body  of  Southern  Missouri,  excepting  the 
swamp  counties  of  the  South-east  and  the  other  counties  above 
named.  It  constitutes  an  extensive  tract,  elevated  higher  than  other 
parts  of  the  State,  it  being  from  1,200  to  1,500  feet  above  the  sea.  It 
is  underlaid  by  the  primordial  Sandstones  and  Magnesian  Limestones, 
with  an  occasional  elevation  or  peak  of  Porphyry  or  Granite  in  the 
Eastern  part.  The  country  is  broken  by  stream  channels,  cutting 
down  two  hundred  to  three  hundred  feet  below  the  tops  of  the  bluffs, 
with  valleys  often  as  much  as  four  hundred  feet  below  the  main  dis- 
tant ridges. 

Near  the  streams  it  is  generally  very  rugged,  with  either  abrupt 
or  long,  steep  ascent  to  the  hills.  When  the  main  streams  are  wide 
apart  the  country  spreads  back  into  a  flat  land  with  light  colored  soil, 
supporting  chiefly  a  growth  of  Post  Oak;  when  a  little  more  hilly 
Black  Oak  and  Black  Hickory  are  common.  With  more  soil  there  is 
often  a  fine  growth  of  White  Oak,  mingled  with  Sassafras,  Dogwood, 
etc.  South  of  the  main  Ozark  ridge,  where  the  hills  are  either  cov- 
ered with  Sandstones  or  Chert  fragments,  we  find  but  little  soil  and 
often  a  heavy  growth  of  Pine,  On  the  slopes  from  the  Magnesian 
Limestones  are  often  seen  fine  Oedar  groves. 

There  are  extensive  tracts  within  this  District  where  the  soil  is 
either  too  thin  or  too  rocky  to  admit  of  present  cultivation.  But  all 
these  lands  will  grow  the  Grape. 

When  those  parts  of  Missouri  that  contain  richer  soil  are  entirely 
settled  up  and  the  land  costs  too  much  for  men  of  moderate  means  to 
purchase,  their  attention  will  then  be  turned  to  this  extensive  Dis- 
trict, where,  by  proper  economy  and  thrift,  good  crops  can  be  pro- 
duced. At  present  twenty  to  thirty-five  bushels  of  corn  can  be  pro- 
duced, or  fifteen  to  twenty  of  wheat. 

Of  course,  we  occasionally  also  find  very  rich  valleys,  which 
yield  equal  to  any  of  the  richer  lands  of  Ihe  State.  The  valleys  along 
the  streams  near  the  South  line  produce  fine  crops  of  corn  and  cotton. 

Other  particulars  regarding  the  soils  and  pioducts  will  be  found 
in  the  various  county  reports. 
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Most  of  Northern  Missouri  and  the  Weatern  counties  consists  of 
prairie.  The  prairies,  during  the  spring  and  summer  seasons,  are  cov- 
ered with  a  natural  growth  of  many  different  species  of  plants,  many 
of  them  having  beautiful  flowers. 

These  counties  have  generally  belts  of  timber  extending  along 
the  streams,  affording  a  sufficient  supply  for  fuel  and  other  neighbor- 
hood usee. 

The  Missouri  bottoms  are  generally  heavy  timbered  with  Cotton- 
wood, Hickory,  Walnut,  Hackberry,  Burr  and  Red  Oak, 

The  counties  along  the  Missouri  River,  from  Platte  eastward, 
often  have  heavy  bodies  of  fine  timber,  but,  until  they  reach  Howard,, 
are  interspersed  with  occasional  extensive  prairies.  Howard  and 
those  counties  east  have  belts  of  ten  to  twenty  miles  wide,  extending 
parallel  to  the  Missouri  River,  and  including  the  finest  varieties  of 
hard  wood  timber,  such  as  Ash,  Oak,  Walnut,  Sugar-tree,  Hackberry, 
Hickory,  Elm,  etc. 

A  similar  belt  from  litteen  to  twenty  miles  wide,  lies  parallel  to 
the  Mississippi. 

Along  the  Osage  are  heavy  bodies  of  excellent  timber.  All  the 
counties  to  the  South  contain  heavy  tracts  of  good  timber,  chiefly 
Oak.  In  South  Missouri  there  yet  remain  large  tracts  of  fine  Pine 
lands  not  yet  culled  out,  and  that  can  be  bought  cheaply. 

Yellow  Poplar  and  Sweet  Gum  are  common  in  the  South-east 
counties  south  of  Madison.  The  swamps  abound  in  Cypress,  Oak, 
Catalpa,  Tupelo,  Gum  and  Walnut. 

In  Southern  Missouri  open  prairies  are  rare,  but  in  their  stead 
are  occasional  large  tracts  of  barrens,  or  hilly  districts  covered  with 
tall  grass,  on  which  are  scattering,  stunted  Oaks,  including  Black 
Jack,  Post  Oak  and  Black  Hickory.  With  this  exception,  the  whole 
of  South-east  Missouri  is  one  heavily  timbered  district,  containing 
vast  quantities  of  the  finest  kinds  of  timber  suitable  for  making  furni- 
ture and  agricultural  implements. 

At  present  an  immense  number  of  these  articles  are  imported  into 
our  State,  thus  taking  the  money  out,  when  we  ought  to  be  more  self- 
sustaining  and  manufacture  our  own  farming  implements  and  have  a 
surplus  to  export.  When  our  citizens  devote  more  attention  to  man- 
ufacturing they  will  assuredly  find  prosperity  attend  them. 
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MINEEAL8. 

r.Y    G.    C.   BROADUEAD, 


This,  the  most  generally  diffused  of  all  our  minerals,  in  some  form 
r  other,  may  be  found  in  every  county. 


This  ie  said  to  be  found  in  the  swamps  of  South-east  Missouri. 
The  surface  deposits  in  other  parts  of  the  State  often  contain  concre- 
tionary and  amorphous  forms  of  black,  sandy  material,  containing  as 
much  as  14  per  cent,  of  Oxide  of  Manganese,  with  about  18  to  20  per 
cent,  of  Oxide  of  Iron.  Similar  small  concretions  occur  in  the  prairie 
Clays. 

LiMONITK, 

Or  brown  Hematite,  is  a  very  common  ore,  occurring  in  most  of  the 
counties  of  South  Missouri.  Drusy  cavities  in  the  Second  Magnesian 
Limestone  often  contain  pretty  crystaline  forms.  In  the  same  forma- 
tion it  is  also  found  in  a  Stalactitic  form, 

GoETiiiTi-:, 

A  variety  of  brown  Hematite,  occurs  in  beautifnl  acicular  crystals 
in  Seplaria  of  the  Coal  Measures  of  Adair  county, 


Occurs  in  the  Coal  Measures  of  Linn,  Adair,  Sullivan,  Henry,  Ver- 
non and  Barton,  and  in  other  Carboniferous  rocJrs  of  Callaway,  Boone, 
-Montgomery  and  St.  Charles. 
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Beds  of  both  Red  and  Yellow  Ochre  occur  in  many  counties  of 
JMissouri,  and  afford  an  inexbaustible  supply  of  good  material  for  mak- 
ing paint  stufis. 

Carbon  AT  B». 

The  Spathic  ores  are  chiefly  found  in  the  Coal  Measures.  The 
best  and  thickest  layers  are  in  Oarroll,  Johnson,  Henry,  Vernon,  Bar- 
ton and  Cedar. 


(A  Spathic  ore,)  has  been  found  in  ores  of  Phelps  county.  Mr.  R. 
Ohauvenet's  Analysis  of  it,  gives  Lime,  52.75;  Magnesia,  20.45;  Prot. 
Iron,  26.90. 


■Oxide  is  found  in  larger  masses  than  the  other  Iron  ores;  of  such  is 
the  Iron  Mountain  m  St.  Francois  county,  Shephard  Mountain  and 
Pilot  Knob  in  Iron  county,  Simmon  Mountain  in  Dent  county,  Mera- 
mec  mines  in  Phelps  and  numerous  other  deposits  in  Madison,  St. 
^Francois,  Iron,  Reynolds,  Dent,  Phelps,  Crawford,  Maries  and  Osage. 

SULI'HURETS. 

Iron  Pyrites  is  generally  diffused,  occurring  in  most  of  the  Goal, 
■and  in  the  Shales  and  Slates,  and  scarcely  any  Limestone  is  free  from 
it.    The  ash-blne  Limestones,  of  the  Coal  Measures,  contain  it. 


Sulphate  of  Iron  is  often  abundant  in  the  Coal  Measures.  In 
abandoned  passages,  at  Coal  Mines,  it  often  occurs  in  long-wooly, 
thread-like  crystals. 


Has  been  (ouiid  in  small   quantities  in   the  "  I>rift"  Sands  of  North 
Missouri. 

S  I  L  V  E  li 

Only  has  been  found  in  small  per  cent,  associated  with  Lead. 

ZINC. 

Zinc  blende  abounds  at  Granby  and  Joplin,  and  is  found  at  many 
other  Mines  of  the  South-west.    It  is  also  found  at  the  Lead  Mines  of 
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Franklin  and  Washington,  and  some  other  points  in  South-east  Mis- 
souri. 

The  "pockets"  of  Coal,  in  Central  Missouri,  nearly  all  contain 
Zinc  blende.  The  Lead  Mines  of  Central  Missouri  also  somtimes 
carry  it. 

It  is,  next  to  Iron,  the  most  generally  diffused  metallic  ore,  al- 
though often  found  in  only  small  quantities.  It  is  found  in  nearly  all 
the  Geological  formations.  The  St.  Louis  Limestone  contains  it  in 
many  places,  although  in  very  small  quantities.  It  is  occasionally 
found  in  small  quantities  in  Coal  Measure  Limestone  ;  Ironstone  con- 
cretions often  inclose  a  nucleus  of  Zinc  blende.  Fragments  of  plant  re- 
main, often  have  minute  cracks  filled  with  Zinc  blende,  and  it  occurs 
in  the  interior  of  fossil  shells. 

Silicate  of  Ziso 

Abounds  at  Granby  and  JopJin,  and  is  found  at  most  of  the  Lead 
Mines  of  the  South-west,  it  is  also  occasionally  found  in  Central  Mis- 
souri and  South-east  Missouri. 

Gaiihoxati;  of  Zinc 

Occurs  at  Granby,  Jopiin,  Minersville  and  Valle's  Mines, 

Zi;,'c  Bloom 

Is  rarely  found  in  Central  and  South-west  Missouri. 

OEEENOCKITE, 

(Cadminm  Sulphide,)  is  found  associated  with  Zinc  blende  in  South- 
west Missouri. 

c  o  P  1'  E  K . 

No  exclusive  mining  for  Copper  is  now  being  done  in  Missouri, 
Mining  has  formerly  been  done  in  Shannon,  Crawford,  Jefferson, 
Franklin  and  Madison.  Besides  these  counties.  Copper  is  also  found 
in  email  quantities  in  Miller,  Cole,  Cooper,  Dade,  Greene,  Ozark, 
Wright,  Phelps,  Ste.  Genevieve,  Christian,  Warren  and  Washington. 

The  ores  of  Copper  are  the  blue  and  green  Carbonates  (Green 
Malactite,)  and  Sulphuret. 

In  Madison,  it  is  intimately  associated  with  Lead,  Cobalt  and 
Nickel. 

NICKEL    AND    COIJALT. 

These  ores  abound  at  Mine  LaMotte,  and  old  Copper  Mines  in 
Madison  county,  and  are  also  found  at  the  St.  Joseph  Mines. 
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MINERALS. 


(Sulphuret  of  Nickei,)  beautifal,  hair-like  crystals,  are  found  in  the  St. 
Louis  Limestone,  Sfc,  Louis,  occupying  Drusy  cavities  resting  on  Oal- 
eite  or  Pluor  Spar. 


It  is  impossible  to  do  anything  like  justice  to  this  mineral  in  such 
a  notice  as  this.  Fuller  information  can  be  obtained  from  the  county 
and  special  reports. 

In  South-east  Missouri  Lead  is  found  both  in  Porphyry  and  in 
Magnesian  Limestone.  In  Madison  it  occurs  in  small  veins  in  Por- 
phyry. It  is  found  in  paying  quantities  in  the  Lower  Magnesian  Lime- 
stones of  Perry,  Ste.  Genevieve,  JelTeraon,  Washington,  Franklin,  Gas- 
conade, Osage,  Maries,  Crawford,  Fhelps,  Pulaski,  Morgan,  Miller, 
Moniteau,  Cooper,  Cole  and  Camden.  In  South-west  Missouri  in  the 
Lower  Carboniferous  rocks  of  Jasper  and  Newton,  and  in  the  Mag- 
nesian Limestones  of  Webster,  Taney,  Christian  and  Barry.  It  is  also 
found  in  lesser  quantities  in  many  other  counties. 

Galena  or  Sulphuret  of  Lead  is  the  chief  ore  obtained.     Carbon- 
ate of  Lead  (cerussiie)  is  also  often  met  with.    Phosphate  of  Lead 
{Pyromorphiie)  is  sometimes,  though  rarely,  found. 
"WOLFRAM. 

This  ore  has  been  found  in  Madison  county. 

MANGANESE. 

Manganese  and  Manganiferous  Iron  occurs  in  Iron  county.  Man- 
ganese occurs  in  other  counties. 

OTHER  MINERALS,  NOT  ORES. 

Carbonate  ol  Lime  (Oalcite)  seems  generally  diffused.  It  enters 
into  the  chief  composition  of  all  Limestones,  and  in  many  it  occurs  in 
natural  crystals.  The  clear  or  transparent  variety  is  common.  At 
the  Lead  mines  it  is  more  often  of  a  brownish  tinge  and  generally 
modified  in  form,  the  more  common  of  which  is  the  Dogtooth  Spar, 
Very  handsome  crystals  can  be  obtained  at  the  Lead  mines  of  Cole 
county,  and  also  at  Joplin,  Minersville,  near  Sareoxic,  and  also  in 
Christian  county. 

Arragonits  is  found  in  Mine  LaMotte,  and  also  in  Jasper,  Jack- 
son and  Lafayette  counties.    Pearl  Spar  is  found  in  Second  Magne- 

G.S— 4. 


,v  Google 


50  GKOLOGICAL    SUBVJCY. 

sian   Limestone  at  HermaiiTi,     Violet  colored   Oalcite   is   found  on 
Spring  Kiver,  Jasper  county. 

Filiate  of  Lime  {Fluor  Spar).  I  only  know  oi'  its  being  found  . 
at  St.  Louie. 

QUARTZ. 

This,  next  to  (Jalcite,  is  the  moat  generally  dill'ased  mineral.  Moat 
rocks  contain  it.  Sandstone  is  nearly  pure  Silicia.  The  "mineral 
blossom  "  of  the  Washington  county  mines  is  Quartz.  It  here  occurs 
in  drusy  cavities  and  in  mammiliary  and  botryoidal  forms.  When 
viewed  with  a  magnilier  distinct  crystals  of  Quartz  appear,  well  de- 
fined. Lead  is  often  associated  with  it.  This  form  occurs  in  Wash- 
ington, Jefferson,  Madison  and  other  counties.  Large  quantities  are 
brought  to  St.  Louis  and  used  for  adorning  parks  and  lawns.  Veins  of 
Quartz,  containing  well  defined,  transparent  and  rose-colored  crystals 
occur,  traversing  the  Granite  of  Madison  county. 

HEAVY  SPAR  — SULPHATE    OF   BAKV-TA. 

The  "Tifi'"  of  the  miners  abounds  at  the  Lead  mines  of  Morgan, 
Miller,  Oole,  l^'ranklin  and  Washington.  The  finest  crystals  are  found 
in  Cole,  Miller  and  Morgan.  They  occur  of  both  a  clear  and  azure 
blue,  and  amber  color.  The  compact  is  generally  white,  but  is  some- 
times tinged  with  Iron. 

Large  quantities  of  this  is  annually  ground  aud  mixed  with  the 
commercial  White  Lead. 

GYPSUM— SULPHATE     OF    LiMK. 

This  mineral  I  have  only  found  in  the  Goal  Measures.  It  is  some- 
times found  in  joints  of  coal,  but  more  commonly  in  the  beds  of  Shale 
or  fire  Clay.  In  all  the  counties  where  the  Lower  Coal  Measures  are, 
we  find  Gypsum.  It  occurs  crystallized,  in  the  form  of  clear,  trans- 
parent crystals,  known  as  selenifce.  These  crystals  are  often  thickly 
dillused  through  the  beds  of  fire  Clay.  It  abounds  near  Salisbury, 
Ohariton  county.  Knob  Noster,  Johnson  county,  and  six  miles  north, 

PICKKRINGITE—HYDKOUS    SULPHATE    OF    ALUMINA 
AND    MAGNESIA. 

This  was  onlj'  obtained  in  Uarton  county,  occuring  as  an  eilioiTs- 
ceoce  on  Sandstone. 

FELUSPAK. 

Is  only  found  in  the  Granites  and  Porphyries  of  Missouri. 
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MICA. 

This  mineral  occurs  abundantly  in  minute  scales  in  nearly  all  the 
Ooal  Measure  Sandstones — is  sometimes  also  diffused  through  the  Clay 
beds.  It  is  one  of  the  conBtituents  of  Granite,  but  in  the  Missouri 
■Granites  it  is  sometimes  almost  or  entirely  wanting. 

HORNBLENDE, 

ThiH  occurs  in  the  Greenstones  oJ'  Iron  and  Madison  counties, 

A  s Bi.;  R T  0  s  . 

This  has  only  been  found,  associated  with  Greenstone,  in  Madison 
■county, 

K  I T  u  Jl  E  N" . 

Mineral  Tar  or  Bitumen  is  found  in  many  of  the  western  counties, 
anciuding  Kay,  Lafayette,  Jackson,  Johnson,  Cass,  Bates,  Vernon, 
Barton  and  Jasper,  and  also  westwardlyin  adjoining  counties  of  Kan- 
■sas.  The  particular  localities,  where  found,  and  a  description  there- 
of, will  be  found  in  the  several  county  reports.  It  seems  to  increase 
in  quantity  in  the  southern  counties  which  contain  it. 

North  of  the  Missouri  Eiver  it  occurs  io  the  western  and  centi-al 
parts  of  Kay  county.  Grossing  the  river  it  is  said  to  be  found  near 
Blue  Mills,  in  Jackson  county,  and  detected  in  the  boring  of  wells  at 
Kansas  City.  Twelve  miles  south-east  of  Lexington,  on  the  McCaus- 
land  farm,  it  is  found  at  many  places  oozing  from  between  the  Lower 
Sandstones  of  the  Coal  Measures.  In  the  southern  part  of  Cass  are 
several  Tar  springs  issuing  from  Sandstones  of  the  Middle  Coal  Meas- 
ures. Other  localities  further  south  are  described  in  the  several 
County  Reports. 

It  has  a  vertical  range  through  the  various  geological  strata  of 
over  GOO  feet.  Its  northward  occurrence  in  Jackson  and  Ray,  is  in  the 
upper  part  of  the  Upper  Sandstones  of  tlie  Middle  Coal  Measures ;  in 
Lafayette  and  Johnson,  in  Sandstone  of  the  Lower  Coal  Measures ;  in 
fass,  in  Sandstone  of  Middle  Measures ;  at  Parkersvilie,  Bates  county, 
in  Sandstone  of  the  Middle  Measures,  similar  to  that  of  Ray  county; 
further  south  in  Bates,  in  Limestones  of  the  Middle  Measures  and  in 
Lower  Coal  Measure  Sandstones ;  in  Vernon  and  Barton,  in  both  Sand- 
stone and  Limestones  of  the  Lower  Coal  Measures,  and  in  the  southern 
part  of  Vernon  and  in  Barton  counties  most  of  the  Sandstones  are 
thoroughly  saturated  with  it.  In  Barton  and  Jasper,  we  find  it  dif- 
fused through  Lower  Carboniferous  Limestones,  and  is  also  generaliy 
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dispersed  in  drops  and  massive  forms  in  close  juxtaposition  with  the 
Lead  and  Zinc  of  the  mines,  and  sometimes  coating  nice  calcite 
crystals. 

Many  of  the  rocks  of  South-west  Missouri,  especially  the  darker 
colored,  when  freshly  broken,  yield  a  strong  bituminous  odor,  and  the 
Sandstones  are  sometimes  so  highly  bituminous  as  to  be  rendered 
quite  black.  Sometimes  the  rocks  do  not  seem  apparently  to  be  bit- 
uminous, but  upon  striking  them  with  a  hammer  the  odor  is  readily 
distinguishable.  When  the  tar  is  thrown  in  water  and  stirred,  a  beau- 
tiful display  of  irrideacent  colors  appears  on  the  surface. 

I  drank  of  the  water  of  a  sprin;:;  on  Shiloh  Greek,  in  Vernon 
county,  which  did  not  apparently  seem  to  be  bituminous,  but  the 
taste  of  bitumen  was  very  marked. 

The  so  called  Fort  Scott  Marble,  common  in  the  western  part  of 
Vernon,  is  a  bituminous  Limestone. 

Most  of  the  coals  of  South-west  Missouri  are  very  bituminous, 
which  can  often  be  detected  by  their  smell.  Black  concretions  in 
Clay  Shale,  in  the  western  part  of  Vernon,  often  contain  a  good  deal 
of  free  Bitumen.  Its  presence  seems  to  have  the  effect  of  indurating 
the  rocks— for  the  bituminous  Limestone  seems  generally  to  be  very- 
hard.  The  Sandstones  sometimes  contain  it  in  the  form  of  small 
pockets  of  Asphaltum,  but  generally  as  a  black,  viscid  tar. 

The  occurrence  of  Bitumen  at  so  many  places  has  given' rise  to 
much  expenditure  in  search  of  oil,  but  all  attempts  have  failed  to 
reach  any  more  abundant  supply.  From  the  evidences,  I  think  it  ex- 
tremely doubtful  whether  there  is  sufficient  quantity  at  any  one  place 
in  Missouri  to  pay  to  work  it.  It  seems  too  generally  diffused,  and 
does  not  appear  to  flow  from  any  great  reservoir.  Probably  the  chief 
source  of  these  bituminous  deposits  is  in  the  Coal  Measure  Sand- 
stones, from  whence  it  has  flowed  out  and  entered  other  rocks. 

An  analysis  of  free  Bitumen,  from  Minersville,  Jasper  county,  by 
Mr.  R.  Chauvenet,  gives  : 

BLtumen 95.73  piir  uent. 

Ash  (pale  yellow) 4.25  per  cent. 

Bitumen  mixed  with  sand,  from  West  Drywood,  Barton  county,. 


Bitumen 44.74  per  cent. 

Ash 55,20  per  ceut 
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Fire  Clays,  possessing  refractory  qualities  suitable  for  making 
fire  brick,  occur  beneath  most  of  tlie  thicker  Coal  seams. 

Good  Potters'  Clay  may  also  be  obtained,  especially  among  the 
Coal  Measure  Clays.  It  is  also  sometimes  found  associated  with 
Lower  Carboniferous  Rocks. 

Kaolin  is  only  found  in  South-east  Missouri,  where  Porphyries  or 
Granites  prevail. 

SAND    EOE    GLASS. 

The  Saccharoidal  Sandstone,  being  clean  and  free  from  impurities, 
forms  a  very  superior  article  for  glass-making.  It  is  generally  very 
soft,  making  it  easy  to  quarry.  Its  great  thickness  in  this  State  also 
enhances  its  importance,  and  certainly  no  other  portion  of  the  Union 
is  better  supplied  with  pure  Sand  than  Missouri. 

It  is  100  feet  thick  in  Cape  Girardeau,  80  in  Perry,  Ste.  Genevieve 
and  Jefferson  and  the  western  part  of  St.  Louis  county  ;  over  100  feet 
in  Franklin,  quite  thick  in  Gasconade,  133  feet  in  St.  Charles  and  War- 
ren, becoming  thinner  in  Callaway  and  Lincoln,  With  such  thickness 
over  such  an  area,  there  is  room  for  many  glass  works. 

LIME. 

Most  of  the  Limestone  will  burn  into  Lime,  but  the  Lime  is  not  all 
alike.  The  Limestones  of  the  Coal  Measures  will  burn  into  a  good, 
strong  Lime,  but  not  a  white  Lime.  The  Lower  Carboniferous  Lime- 
stones generally  will  burn  into  a  white  Lime.  Among  the  best  we  may 
include  those  of  St.  Louis,  St  Charles,  Boone,  Louisiana,  Hannibal, 
etc. 

The  Limestones  of  the  Magnesian  Series  will  not  all  readily  burn 
into  Lime,  but  such  as  do,  afford  a  very  strong  Lime.  Some  of  them 
would  doubtless  make  a  good  Hydraulic  Lime. 

HYDRAULIC    CEMENT. 

The  Limestones  of  the  Coal  Measures  often  afford  a  good  Cement 
Stone.  The  Limestones  near  the  hill  top  at  Amazonia,  Andrew 
county,  have  been  proven  to  possess  good  Hydraulic  properties.  The 
Hydraulic  Limestones  have  an  uneven  fracture,  and  generally  a  dull 
ashy  appearance. 
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Some  of  the  St,  Loais  Limestones  also  seem  to  be  suitable  for 
hydraulic  purposes. 

The  Devonian  Limestone  of  Callaway  is  said  to  resemble  the 
Louisville  Cement  Stone,  but  no  tests  of  its  hydraulic  properties  have 
been  made. 

We  fee!  confident  in  stating  that  we  have  abundance  of  good 
Hydraulic  Limestone  in  our  State,  and  that  it  abounds  in  many 
counties. 

POLISHING    STONE. 

Li  Newton  county,  near  Seneca,  are  extensive  quarries  of  a  por- 
ous rock,  the  composition  of  which  is  nearly  pure  Silica.  This  affords- 
a  very  good  Polishing  Stone.  Bricks  of  it  are  cut  out,  and  the  frag- 
ments ground  up  and  made  into  blocks,  and  sold  throughout  the- 
country  as  "  Bath  Brick."  This  rock  may  also  be  found  in  Jasper  and 
McDonald  counties. 

NITEE— SALTPETRE. 

Dr.  Shnmard  mentions  the  occurrence  of  this  useful  earth  as  efflo- 
rescence on  Sandstone  in  Ozark,  and  disseminated  through  Clays  in 
caves  of  Pulaski  county.  I  have  also  found  it  in  caves  of  Maries 
county,  and  Saltpetre  was  formerly  made  in  a  cave  at  Portland,  Calla- 
way county.  Its  geological  occurrence  is  in  Second  and  Third  Magne- 
sian  Limestones. 

BUILDING    STONE. 

Our  State  is  well  supplied  with  the  various  kinds  of  stone  needed 
in  building.  The  extensive  Gray  Granite  quarries  near  Knob  Lick,. 
St,  Francois  county,  and  Brown's  quarry  of  Ked  (iranite,  in  Iron 
county,  near  Iron  Mountain,  are  beginning  to  supply  St.  Louis  with  a 
beautiful  and  durable  stone.  Similar  quarries  can  be  opened  at  other 
places  in  the  same  county ;  also  in  Madison  and  Ste.  Genevieve.  The 
Porphyries  of  these  counties  would  be  useful  if  they  could  be  econo- 
mically quarried.  They  all  afford  a  valuable  material  for  street  pav- 
ing. 

The  Third  Magnesian  Limestone,  occurring  in  most  of  the  counties 
of  Southern  Missouri,  generally  occurs  in  thick,  strong  and  durable 
beds,  but  it  being  more  difficult  to  open  good  quarries  of  it,  it  will  re- 
main unused  for  some  time. 

The  Second  Sandstone,  when  found,  is  generally  in  good,  firm 
layers  for  building  purposes. 
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The  First  Magnesian  Limestone  generally  occurs  in  thick  beds, 
la  easily  quarried  and  worked,  and  would  aJFord  a  handsome  and  dur- 
able building  stone.  Such  quarries  might  be  opened  in  St.  Louis,  St. 
Charles  and  Warren  counties. 

The  Niagara  Limestone  of  Sugar  Creek  and  Paynesville,  Pike 
county,  closely  resembles  its  correlative  beds  in  Grafton,  Illinois,  and 
will  afford  just  as  useful  and  handsome  a  building  stone. 

The  Lower  Carboniferous  Limestones  are  generally  durable,  and, 
when  used,  afford  a  strong  building  stone. 

Among  the  Lower  Carboniferous  Limestones  the  Burlington  beds 
{Encrioifcal)  will  afford  very  thick  and  strong  layers.  The  columns  of 
the  court-house  and  University  at  Columbia  are  constructed  of  it,  and 
over  twenty-five  years'  use  have  not  impaired  their  beauty  and  dura- 
bility. 

The  St.  Louis  Limestones  have  alpo  proven  to  be  durable,  and  are 
everywhere  used  in  St.  Louis. 

The  Sandstones  of  the  Coal  Measures  being  easily  worked,  occur- 
ring in  even  layers  and  afterward  hardening,  have  become  very  desir- 
able in  building  houses.  The  Lower  Measures  afford  the  best;  those 
in  the  Upper  Measures  often  contain  some  Olay  in  their  composi- 
tion, and  disintegrate  on  exposure.  Good  quarries  can  be  opened  in 
Barton,  Vernon,  Cedar,  Henry,  Bates,  Johnson,  Lafayette,  Carroll  and 
Linn.  Already  have  large  quantities  been  shipped  from  Warrensburg, 
in  Johnson  county,  to  numerous  distant  points.  The  rock  from  these 
quarries  is  much  valued,  and  can  be  quarried  in  any  dimension  de- 
sired. Similar  dimension  stone  has  heen  procured  from  the  quarries 
near  Miami,  in  Carroll  county, 

G  K I  :^r  I>  S  T  O  N  E  s . 

Many  of  the  Coal  Measure  Sandstones  possess  a  good  grit,  and 
from  them  escellent  grindstones  have  been  made.  The  best  quality 
has  been  procured  from  the  eastern  part  of  Vernon  and  from  Barton 
counties.  Most  of  the  other  counties  of  South-west  Missouri  that 
contain  Coal  Measures  also  do  afford  good  Grindstones. 

JI  T  L  I.  S  T  O  N  E  S. 

The  Granites  of  the  South-east  have  formerly  been  used  for  this 
purpose;  other  stones  have  been  procured  from  Drift  boulders  of 
North  Missouri.  Some  of  the  Chert  beds  have  also  been  used,  from 
rock  obtained  from  interstratified  beds  of  the  Second  and  Third  Mag- 
nesian Limestone.    The  Chert  occurring  among  the  Lower  Carboni- 


by  Google 


56  SEOLOGIOAL    SUBVBY. 

ferous  rocka  of  South-west  Missouri,  in  outward  appearance  closely 
reaemblea  the  French  Buhr.  Beds  of  this  Chert  are  well  exposed  in 
Newton,  Jasper  and  Cedar  counties.  Some  specimens  from  the  last 
named  county,  under  a  strong  magnifier,  disclose  minute  crinoid  stems. 
There  would  be  danger  of  their  breaking  and  becoming  disseminated 
into  flour,  rendering  it  not  very  palateable. 


la  Iron  county  I  have  observed  beds  of  Metamorphic  Slates,  in 
composition  and  general  appearance  closely  resembling  KooOng 
lates,  but  thus  far  have  perceived  no  extensive  quarries. 

MAKDLE . 

Beds  of  buff,  gray,  flesh-colored,  red  and  variegated  Marble  occur 
in  the  eastern  part  of  Reynolds  county ;  Big  Creek,  Marble  Creek  and 
Stout's  Creek,  in  Iron  county ;  Marble  Creek,  Leatherwood  and  Cedar 
Creeks,  in  Madison  county. 

These  beds  often  possess  great  beauty  and  would  he  desirable  for 
table-tops  and  mantles. 
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I'OPOGBAPHIOAL    FEATURES    OF   THE   SOUTH-WEST  COAL 
FIELD. 

BY   G.    C.   BROADHEAD. 


The  general  features  of  the  Goal  Measures  of  Bates,  Vernon  and 
Barton  are  similar.  The  lowest  Measures  are  found  in  Barton,  the 
highest  in  Bates.  In  Barton  the  base  of  the  formation  is  seen,  while 
in  the  North-west  part  of  Bates  the  mounds  are  capped  with  Upper 
■Coal  Measures. 

The  evidences  go  to  show  that  the  agency  by  which  the  mounds 
were  left  as  they  now  are  passed  in  a  Southerly  direction,  for  near  the 
State  line  is  a  range  of  mounds  which  is  sometimes  continuous  for 
many  miles,  and  can  be  traced  !from  the  Oaas  county  line  to  Jasper. 
East  of  this,  the  mounds  are  more  or  less  isolated  but  sometimes  form 
chains  for  several  miles.  Their  elevation  above  the  plains  below,  is 
generally  from  80  to  150  feet,  more  often  capped  by  Limestone  which 
has  preserved  them  from  entire  destruction.  The  country  of  the  plains 
slopes  gently,  so  that  it  forms  a  beautiful  farming  country  and  lies  well 
for  the  construction  of  public  highways.  A  line  of  road  could  be  easily 
and  cheaply  constructed  near  the  State  line  passing  at  the  base  of  the 
mounds  and  occasionally  through  gaps  between  them.  Such  a  road 
would  be  convenient  to  some  of  the  best  Coal  Mines  in  Missouri  for  a 
distance  of  60  miles  North  and  South.  The  central  part  of  these  coun- 
ties also  presents  a  favorable  surface  for  the  construction  of  railroads, 
and  in  some  districts  would  pass  near  valuable  Coal  Mines. 

At  present  there  are  large  tracts  of  prairie  overspread  with  a  lux- 
uriant growth  of  grass  forming  very  fine  grazing  for  stock. 

SYNCHEONODS   BEDS. 

In  a  certain  county  or  adjacent  district,  the  connected  Section  caa 
generally  be  made  and  parallelism^be  drawn  between  remote  out- 
crops in  the  same  district.     But  when  formations  are  separated  by  sev- 
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eral  huiiiired  miles,  it  is  extremely  difficult  to  do  so.  The  Upper  Ooal 
Measures  are  easily  recognized,  indeed  the  beds  near  tLe  base  of  the 
Upper  Measures  scarcely  change  in  the  distance  of  150  miles. 

With  the  Lower  Measures  it  is  dilTerent.  In  four  or  five  counties 
in  North  Missouri  are  found  beds  closely  resembling  each  other. 

The  Rhoniboidal  iJimestone  of  Howard,  Randolph,  Linn,  Macon 
and  Adair,  I  regard  as  the  same,  and  in  these  counties  its  associated 
rocks,  lying  above,  can  be  recognized  occupying;  about  the  same  dis- 
tance apart  at  widely  separated  points,  but  the  character  of  the  rock 
20  feet  above  this  as  found  in  Howard  and  Randolph  seems  very  dif- 
ferent from  the  same  rock  of  Adair. 

Now  for  other  changes:  Our  observations  tend  to  show  that  the 
OJifMetes  Limestone  20  feet  above  the  Rhombidal  maybe  the  rock  just 
beneath  the  Lexington  Coal.  If  so  the  Ooal  is  wanting.  Further  in- 
vestigations in  other  couniies  of  North  Missouri  tend  to  show  that  this 
Coal  is  probably  not  found  north  or  north-east  of  Ray  and  Carroll.  It 
may- be  thinly  represented  in  Livingston,  and  although  seen  in  nearly 
all  the  Missouri  Bluffs  in  Lafayette  county,  we  find  that  in  going  south  it 
becomes  attenuated.  While  it  is  often  2  feet  thick  at  Lexington,  20' 
miles  south-west  we  find  it  only  1  foot  thick.  In  Bates  it  may  be  the 
8-inch  seam  near  Butler  (No.  fJ7  of  the  SouEh-west  Coal  Section)  bufc 
the  other  correlated  rocks  are  different  from  those  of  Lafayette.  The 
Limestones  and  other  rocks,  with  two  seams  of  Ooal  well  developed 
at  Fort  Scofct,  and  frequently  met  with  in  the  western  part  of  Vernon,, 
disappear  northward.  The  Mulberry  Coal  of  Bates  county  often  SJ-to 
to  3  feet  thick,  we  find  represented  in  the  eastern  part  of  Cass  and 
the  western  part  of  Johnson  by  a  1  foot  seam,  and  at  Lexington  by  a 
thin  band  of  shaly  Ooal.  Further  north  it  may  be  recognized  in  the- 
Ooal  at  Graham's  Mills,  Livingston  county, 

ItARAIS    DESGY&3SfE8     COAL. 

This  Coal  presenting  a  thickness  of  from  2^  to  5  feet  appearing; 
near  Moundville  and  in  the  south  part  of  Vernon,  next  seen  along  the 
line  of  Bates  and  Vernon,  thence  of  good  thickness  near  Richhil!, 
again  on  the  waters  of  Panther  Creek  at  several  places,  may  be  traced 
by  its  thickness  farther  north  and  north-east  through  St.  Glair  into 
Henry.  Passing  north-eastward  we  find  it  on  Grand  River  near  Clin- 
ton and  near  Windsor.  We  are  further  inclined  to  draw  a  parallel 
with  this  and  the  thick  Coal  in  the  eastern  part  of  Johnson,  westpart 
of  Saline  and  a  thick  Ooal  in  Chariton,  Howard,  Randolph,  Adair  and 
Putnam  counties. 

The  beds  included  below  No.  16  of  our  South-west  Ooal  Section 
can  all  be  found  in  Barton  and  Jasper,  bufc  probably  do  not  all  exist 
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in  Vernon.  The  Coals  below  No.  16  although  Cound  south  of  Vernoa 
were  not  ali  recognized  in  Vernon.  In  feet  although  the  formations 
underlying  Nevada  are  thick  enongh  to  enclose  them  we  have  no  evi- 
dence as  to  their  containing  over  two  thin  seams,  and  eastwardly  to- 
ward Olear  Creek,  except  in  certain  localities,  there  is  only  one  to  be 
seen.  The  Lower  Ooal  Measures  in  the  south-eastern  part  of  Bates, 
although  they  give  evidence  of  occupying  the  base  of  the  Measures, 
do  not  indicate  that  the  series  below  the  Olear  Creek  Sandstone  is 


The  Clear  Creek  Sandstone  is  probably  the  same  as  that  found  in 
the  prairie  two  miles  west  of  Rockville.  Its  equivalent  may  also  be 
at  the  base  of  the  Coal  Measures  in  Henry  county,  and  I  consider  it 
the  Sandstone  ailordiog  a  good  quarry  rock  at  Brownsville,  Saline 
county,  where  it  occurs  near  the  base  of  the  Coal  Measures.  But  the 
whole  group  below  it  aa  represented  in  Vernon,  Barton  and  Cedar  has 
not  been  recognized,  and  I  think  does  not  exist  in  North  Missouri. 

Some  other  beds  can  not  be  traced  beyond  a  restricted  limit. 
This  difficulty  is  sometimes  caused  by  interrupted  masses  of  Shales 
preventing  their  being  traced  for  any  distance,  and  the  absence  of  a 
well  grouped  collection  of  fossils.  Some  Coal  beds  of  different  hori- 
zons also  seem  to  be  formed  under  similar  conditions.  We  are  then 
apt  to  commit  an  error  in  correlation.  An  exactly  correct  grouping 
would  therefore  seem  to  be  impossibie. 

Our  grouped  sections  are  approximately  correct ;  entirely  correct 
for  a  limited  area  of  one  or  two,  and  even  sometimes  three  or  four 
counties,  but  for  remote  points  of  75  or  100  miles  or  more  we  do  not 
often  have  more  than  one  stratum  clearly  defined.  Other  sections 
below  or  above  may  be  entirely  correct  at  one  place  but  not  entirely 
so  at  another. 

Gonolusioti :  That  the  Ooal  seams  do  thin  out  in  a  long  distance  is 
proved.  That  the  Limestones  do  also  is  apparent.  That  entire  groups 
may  be  wanting  at  remote  places.  Per  contra,  that  Coal  beds  repre- 
sented by  a  mere  trace  may  form  a  thick  and  valuable  seam  at  re- 
mote points. 

Furthermore,  that  although  good  thiclt  Coai  seams  are  found  of 
regular  thickness  along  the  line  of  outcrop,  they  may  be  absent  be- 
neath the  surface  west  and  north-west,  where  their  eorrellators  have 
dipped  say  100  feet  below  the  horizon.  If  reports  of  tiie  borings  in 
such  districts  are  reliable,  this  fact  seems  partly  proved.  Examina- 
tions by  shafts  or  with  the  Diamond  di'ill  would  alone  settle  the 
matter. 

The  annexed  (jeneral  Section  iw  compiled  from  notes  taken  in 
Bates,  Vernon  and  Barton  : 
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■GENERAL  SECTION'  of  th'-  South-west  Coal   Field  in  BaUs,  Vernon  and  Barton  ca 


3  feet.... 

S  feet.... 

14  4  feet.... 


■Oljfeet 

iS  j,  inches 

iSjaa  inches-.., 
Q Inches 


odfeet... 

•41foot 

53  4ieet. 

8  inches 


19 1  foot.. 

18  3  feet. 

171  foot  Cinches 

fSifeet. 

15  43  foet. 


8  feet 

3  ij  leet 

"lifeet 

6  inches... 

IfooL 

!9  5  inchea... 


S  inches,.. 
5 16  to  18  inches 
asteet 


Description. 


Blue  and  gray  Limestone. 

Shaly  slope 

Sandstone 

Brown  shales  with  calcareous  uoctales  and  BriKhiopoda 

iarge  Orinoid  stems- 

Blue  sandy  shales  containing 

Goal  (Mulheiry) 

Fire-clay 

Slope-.. 


containing  Anhtoeidiaii,  Chaetetes,  Fuaalina 


and  isyrmgapora 

Shales,  some  tain  Limestone  beds  and  fossils. 

Shaly  slope. 

t>ark,  ftsh-coloved  Limestone;  brittle;  breaks  evenly  and 

has  but  fvs  fossils ;  BUumlnous 

Dark  snuff-brown  shales 

Hard  Bituminous  and  slaty  shales,  with  small  round  cc 


Hard,  black,  shiny  band 

Soft  bituminous  shales 

Hard  band 

Solt  black  bituminous  shale- 

Ooal  (Butler). 

Fucoidal  Sandstone  (lowest  rock  at  Butler) 

Limestone  (upper  FortScott  Limestone) 

Buff  calcareous  sbales 

Bituminous  ehales 

Bituminous  Coal  (92  feet  below  Mulberry  Ooal)... 

Shales  aud  Pire-elay 

Fusuliua  Limestone  (bydraullc) 

Nodular  Limestone  snales  and  Crimoids. 

Blue  and  bituminous  shales 

Bituminous  Coal 

Fire-clay.. 

Shales  am. 

Slope,  sha_ _       

Jointed  bittiminous  Limestone. 

Caleareo-bituminous  shales  witb  fossils 

Hard  black  slate 

Blue  Limestone  with  fossils,  JV.  ■muHcatuB 

Slielly  concretionary  Liraestflue  in  one  bed  (Fort  Scott  Mar- 
ble)  

Sbelly  bituminous  shales  with  fossils 

Dark  concretionary  Limestone 

Bituminous  shales  with  large  and  some  small  Llmescome 
concretions  (Port  Scott  Marble)- 

Drab  ochrey  shale 

Bituminous  shales;  brown  ochrey  at  the  bottom. 

Ooal  (Oooks) ; 

Slope  including  a  few  thin  Coal  seams... 


10-4  f 
101  f 
lOOJ  f< 


Slope  including  beds  of  Carbonate  of  IrOt 

Bituminous  shales  Septaria- 

Hard  slaty  Ooal 

Coal 

Shales  semi-bltuminoua  at  lower  part. 


205  feet 

204  feet 

198  feet 

190  feet 
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GENERAL  SECTION— Costi 


.     TaiCKNESS. 

D.™,™„,. 

Total 
depth. 

3  2  to  3  feet 

Coal 

Clay  nodules  and  Selenite- 
Sandstone  and  sanijy  shale' 

Blue  shales 

Blue  and  bitumtnous  slia,les  caleaieous  and  fosaillterous  at 
the  bottom  - 

Coal 

Gypsifei-ous  Clay  and  thin  Goal  seams 
Clear  Creek  Sanrtstonp 

part  of  Vernon 
Conglomerate  and  Iron  ore 

180    feet 

d  2  feet  8  inches 
818  to  20  inches 

163    feet 
160    feet 

The  lower  continuation  of  this  Section  i 
county. 


T  be  lound  111  the  rei  o; 
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CEDAR    COUNTY. 


SIY    6,  C.  EBOAWIBAD. 


This  county  occupies  rather  a  secluded  position  in  the  family  of 
counties.  Away  from  any  railroad,  navigable  stream  or  great  public 
Iiighway,  it  is  generally  but  slightly  noticed. 

Its  area  is  492  square  miles.  Most  of  the  county  east  of  the 
■  Sac  River  consists  of  timbered  land. 

The  western  half  is  chieHy  prairie.  Its  surface  is  j^enerally  hilly, 
in  facl,  some  portions  especially  that  adjacent  to  the  Sac  in  the  south- 
crn  part  of  the  county,  and  a  portion  in  the  north-east  is  quite  bro- 
ken. The  measurements  of  the  highest  bluffs  in  the  county  show 
those  of  Sac  Rivet  to  be  from  130  to  165  feet  high;  the  hills  of  the 
northern  part  135  feet,  and  those  on  Cliiider  Branch,  in  the  north-east 
to  be  200  feet. 

The  elevation  of  the  highest  ridges  above  .the  valleys  of  Sac 
'Eiver,  is  about  250  feet.  Most  of  the  western  half  of  the  comity  in- 
cludes a  somewhat  hilly  and  roiling  region,  rising  by  long  and  gentle 
slopes  from  the  lower  valleys. 

The  district  occupied  by  Ooal  Measures  often  contains  Sandstone 
capped  mounds  with  Keokuk  Limestone  at  their  base.  A  number  of 
such  mounds  appear  in  T.  35,  R.  27,  between  Alder  and  Horse  Creeks, 
and  are  generally  from  60  to  71)  feet  high.  On  the  county  line,  near 
Clear  Creek,  we  find  long  slopes  extending  to  a  high  elevation. 

Between  the  East  Fork  of  Sac  River  and  Bear  Creek,  the  county 
is  of  an  agreeable,  undulating  surface.  The  bottoms  of  Sac  River  are 
often  a  half  of  a  mile  wide,  and  from  their  margins  the  country  often 
wiiscends  very  gradually. 
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The  western  halt'  of  the  county  is  about  equally  diviiied  into  tim- 
ber  and  prairie.  Prairie  ocr.upying  most  of  the  higher  ridges  with  a 
few  stunted  Back  Jack  Oaks  on  top  of  the  sandy  mounds,  with  the 
heavy  bodies  of  timber  mostly  confined  to  the  valleys  and  hills,  for 
from  1  to  ^  miles  from  the  main  streams.  The  portion  east  of  Sae 
Kiver  consists  mostly  Qf  timber  with  an  occasional  small  prairie. 
Townships  33  and  34,  11. 25,  include  fine  bodies  of  large  timber  of  the 
various  kinds  indigenous  to  this  part  of  Missouri.  In  the  northern 
part  of  the  county  the  timber  is  stunted,  and  the  county  partakes  of 
the  character  of  "  barrens."  In  this  county  several  trees  were  ob- 
served which  are  peculiar  to  that  portion  of  the  State,  lying  east, 
but  which  are  not  found  west,  and  among  these  I  might  name  Alder, 
Sassafras,  Spice  Bush,  Dog-wood,  (Cornus  Horidd)  and  Sumelia  lan- 
uginosa. White  Oak  is  rare  in  the  counties  west,  but  abounds  in  Ce- 
dar county.  For  useful  and  durable  timber,  Cedar  county  includes  an 
abundance  of  the  best  varieties.  The  timber  on  the  Sae,  especially 
between  the  Forks,  is  very  large,  tall  and  straight,  and  very  abund- 
ant. Among  the  best  varieties  of  timber  in  this  county,  we  may  in- 
clude White  Oak,  Post  Oak,  Black  Oak.  Eed  Oak,  Burr  Oak,  Hick- 
ory, Elm,  Black  Walnut,  Birch,  Sycamore,  Coffee  Tree,  Honey  Lo- 
cust and  Hacfcberry. 

HTKE  AMS. 

Sac  River,  a  swift,  flowing  stream  with  good  power  for  regular 
water  mills,  flows  through  the  county  from  south  to  north,  cutting  oiF 
■one  third  of  the  county  ou  the  east.  Bear  and  Spring  Creeks  are  also 
regular  flowing  streams.  Cedar  Creek,  West  Bear  Creek  and  their 
tributaries,  become  low,  and  even  locally  dry  in  extremely  dry  sea- 
■sons. 

Good  springs  are  sometimes  found  and  are  often  seen  flowing 
from  the  lower  beds  of  the  Chouteau  Limestone  Group.  The  fine 
spring  at  Stockton  flows  from  this  formation.  Other  fine  springs  ex- 
ist near  East  Bear  and  Spring  Creeks.  In  some  wells,  in  the  south- 
east, the  water^has  a  remarkably  pleasant  taste.  The  water  in  the 
western  portion  of  the  county  is  not  so  agreeable,  having  occasion- 
ally a  copperas  taste.  This  is  generally  the  result  of  flowing  through 
the  aluminous  and  pyritiferous  Shales  near  the  base  of  the  Coal  Meas- 
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Chalybeate  SrRi 


In  See.  9,  T.  33,  K.  28,  from  a  very  ferruginous  Sandstone  of  the- 
Lower  Coal  Measures,  there  flows  a  strong  but  pleasant  tasting  spring. 
The  flow  of  water  is  sufficient  for  many  to  use  from. 

Another  spring,  of  an  equally  strong  taste  but  of  weaker  floWj 
was  observed  in  Sec.  2S,  T.  31,  R.  28. 

GEOLOGY.      . 
StJKFAOE    DEPOSITS. 

I  saw  no  evidence  of  the  existence  of  anything  of  older  age  than 
the  Alluvium  and  Loeal  Drift.  The  Alluvium  includes  the  soils- 
and  all  the  recent  deposits  along  the  streams,  and  appears  in  their 
banks. 

The  Loeal  Drift,  which  is  only  a  subordinate  member  of  the  Al- 
luvium^ refers  to  the  broken  masses  of  rock,  clay,  etc.,  seen  in  g 
ravines,  or  strewn  along  the  flat  margin  of  streams. 

EOCK    FORMATIONS. 
Among  these  are  included  : 

Lowei"  Coal  Measures 130  ] 

ferruginous  Sandstone 50 

Keoki^k  Limestone I'lO 

'Encrinital  or  Burlington 20 

Cbouteau  Limestone 40 

Termleular  Sandstone  and  Shales 4-t 

Lithographic  Limestone 18 

Magnesian  Limestone SO 

M  A  O  N  B  S  I  A  N    LIMESTONE    S  E  It  I E  S . 

At  several  places,  low  in  the  hills  of  Sac  River,  are  outcrops  of 
coarse,  fine-grained  and  compact  Magnesian  Limestone,  Cotton  rock 
and  Chert,  which,  from  their  position  just  beneath  the  Lithographic 
Limestone  beds,  we  might  at  first  glance  think  belonged  to  the  First 
Magnesian  Limestone. 

But  in  the  general  absence  of  fossils,  we  have  no  data  by  which 
to  determine.  The  lithological  characters  of  some  of  these  beds  would 
indicate  that  they  belonged  to  the  Second  Magnesian  Limestone,  and 
if  so,  the  Saccharoidal  Sandstone  is  wanting.  In  Sec.  34,  T.  35,  K.  26, 
on  Sac  Eiver,  Mr.  Norwood  observed  an  outcrop  of  beds  of  Cotton 
Rock  and  Chert.    The  upper  bed  was  cherty,  then  followed  8  feet  of 
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drab,  fine-grained  and  compact  Magnesian  Liraestono  (Cotton  roek), 
with  a  dull,  rough  fracture,  containing  fncoida  in  relief.  Underneath 
this  was  4  feet  of  coarse  and  fine  silicious  Oolite.  Some  of  the  coarse 
pieces,  with  Oolites  standing  in  relief  and  scarcely  cemented  at  all. 
The  fine-grained  Oolites  can  only  be  clearly  seen  with  a  high  magni- 
fying power.  The  rock  is  very  firmly  cemented  together,  generally 
with  silicioua  material,  but  sometimes  a  little  Magnesian  Carbonate 
of  lime  is  insinuated. 

In  this  case,  the  Oolites  are  very  small  and  beautiful,  having  a 
central  cavity.  A  fossil  resembling  Straparollus  reticulata  {Sh.)  was 
obtained  from  these  beds.  This  would  indicate  the  formation  to  be 
the  Second  Magnesian  Limestone. 

Another  email  outcrop  of  similar  beds  was  observed  near  the 
mouth  of  Bear  Creek. 

In  the  north-eastern  part  of  the  county,  on  the  waters  of  Childer 
and  Turkey  Creeks,  the  Magnesian  Limestone  appears  better  devel- 
oped, and  some  beds  closely  resemble  those  of  the  First  Magnesian 
Limestona.  They  appear  here  as  fine-grained,  porous  and  light  buff; 
fine-grained,  drab,  and  silicious,  dull,  cherty,  drab  Limestones.  We 
also  found  coarsely  granular  and  crystalline  Dolomites,  ^of  a  gray, 
yellow  and  gray,  bluish  drab,  and  flesh  color.  A  dark  aub-crystalline, 
ash-colored  bed,  mottled  with  spots  of  white,  decomposing,  cherty  nod- 
ules, was  also  observed. 

PUttrotomaria  and  Straparollus  were  the  fossils  found. 

About  50  feet  was  the  greatest  observed  thickness  of  these  beds 
in  this  part  of  the  county. 

At  Dunagan's  Mil],  on  Sac  River,  there  occurs  18  feet  of  fine- 
grained, drab  Limestone,  with  shaly  partings,  having  1  to  2  feet  of 
olive  Shales  immediately  above,  containing  Limestone  concretions, 
and  bands  and  concretions  of  Hornstone,  with  clouded  bands  of  pink, 
purple  and  smoke  colors.  These  beds,  for  the  present,  I  refer  to  the 
First  Magnesian  Limestone.    No  fossils  were  observed. 

CHOUTEAU    OBOTJP. 

The  Group  to  which  I  apply  this  name  includes  those  beds  called 
by  Prof.  Swallow,  in  Missouri  Report  for  1855,  the  Chemung,  also 
,  called  Chemnna;  by  Prof.  Hall  in  his  Iowa  Report,  and  by  Worthea  in 
his  Illinois  Report  and  White  in  the  Iowa  Reports,  the  Kinderhook 
Group. 

The  divisions  seen  in  this  county  belonging  to  this  Group  include 
the  Chouteau  Limestone,  Vermicular  Sandstone  and  Shales,  Litho- 
graphic Limestone. 

G.B— 5 
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I'his,  the  lowest  of  the  Group,  is  seen  ou  Sac  River  at  several 
points,  being  best  developed  at  and  near  Dunagan's  Mill,  but  not 
recognized  in  other  portions  of  the  county,  excepting  on  Bear  Creek. 
About  16  feet  of  this  formation  was  observed  at  Dunagan's  Mill,  ap- 
pearing thus : 

No.  1.  6  feet  mottled,  flue-grained  Limestone,  with  ealeite  specks  dissemi- 
nated, in  tolerably  even  beds.    Ooiitaius  small  fragments  of  Orinmds. 

Mo.  3.  5  feet  hard,  thia-bedded,  veiy  fine-grained,  light  drab  and  somewhat 
silicious  Limestone.    Ko  fossils  seen. 

No.  y.    1  to  a  feet  olive  shales  with  Limestone  concretions. 

No.  4.    18  feet  Limestone. 

No.  1  of  this  section  is  undoubtedly  of  the  age  of  the  Lithographic 
Limestone.  1  recognized  it  as  of  the  same  age  as  the  beds  at  Tabor- 
ville,  St.  Clair  county,  where  it  contains  Pentremites  Roemeri.  Nob. 
?>  and  4  belong,  I  think,  to  the  First  Magnesian  Limestone. 

The  entire  section  here  would  include : 

No.  1,    39  feet  ehei'ty  slope,  with  fragments  of  Chouteau  Limestone  near  the 

lower  part. 
No.  a.    7  feet  Vermicular  Sandstone. 
No.  3.    37  feet  slope  {Sandstone  and  shales.) 
No.  4.    IG  feet  Lithographic  Limestone. 
No.  G.    18  feet  First  Magnesian  Limestone. 

The  Lithographic  Limestone,  as  it  appearsin  this  part  of  Missouri, 
is  entirely  different  from  that  of  North-east  Missouri.  It  occurs  here 
generally  as  a  thick-bedded,  buff  brown  Limestone  with  numerous 
minute  cavities,  which  are  generally  cells  vacated  by  fossils.  Minute 
fragments  of  Grinoid  stems  and  cells  formed  by  their  removal  are 
comii^pnly  seen,  Pentremites  lioemovi  being  found,  indicates  the 
geological  jjosition  of  these  beds.  The  rock  here  has  a  rough  fracture, 
and  would  work  easily  and  alTord  an  excellent  building  material. 


This  formation  is  found  next  above  the  Lithographic  Limestone. 
At  Dunagan's  Mill,  it  occupies  a  higher  position  in  the  hills,  and  is  4i 
feet  in  thickness,  which  is  probably  about  its  entire  thickness  in  the 
county.  It  is  found  all  along  the  bluffs  of  Sac  River  and  Bear  Creek, 
and  of  the  upper  portions  of  Turkey  Creek. 
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Its  characteristic  features  are  a  buff,  brown,  very  fine-grained  and 
■sometimes  calcareous  Sandstone,  generally  traversed  by  windings 
of  about  an  eighth  of  an  inch  in  diameter,  of  a  worm-like  appe; 

The  chief  fossils  observed  were  Allorisma  ,  A\ 

-riensis,  PJdlipsia ,  Bellerophon  (like  £.  carhonarius),  Hem- 

_pronites ,  and  Avioulapeoien  Cooperensis. 

ClIOUTiCAIJ  I,IMESTON.K. 

This  is  somewhat  limited  in  its  outcrops. 
'  Grayish,  shaly  Limestone  was  observed  in  the  road  east  of  Stock- 
ton.    The  upper  buff  and  drab   beds  were  seen  on  Bear  Creek  and 
Spring  Oreek. 

Mr.  Norwood  observed  on  Bear  Creek,  near  the  east  county  line, 
■fifteen  to  twenty  feet  thickness  of  these  beds,  the  upper  four  feet  be- 
ing more  fine-grained  and  harder  than  the  lower ;  having  a  very  rough 
surface  ;  weathering!;  with  numerous  email  holes,  and  being  ilesh-col- 
-ored  and  brown.  The  lower — ten  to  fifteen  feet  was  of  a  light  buff 
color,  full  of  small  driisy  cavities  set  with  mamillary  crystals  of  Cal- 
cile. 

On  Sac  Kiver,  below  the  month  of  Bear  Creek,  a  high  bluff  la 
■crowned  with  an  escarpment  of  the  upper,  dark  brown  beds  of  this 
group.  From  the  foot  of  the  bluff,  a  thick  bed  of  Argillo-Magnesian 
•Limestone  crops  out,  containing  many  small  geodes  of  Quartz,  and 
abounding  in  a  coral  resembling  Zaphrentis  gigantea,  and  Spirifer 
Marionensis.  The  interior  of  the  fossils  is  sometimes  of  Oalcite,  and 
■sometimes  of  Quartz,  and  both  are  often  found  in  the  S0me  fossil. 

The  fossils  observed  in  this  Group  were — in  the  Chouteau  Lime- 
stone :     Orthis  Mitoliellini,  Spirifer  Marionensis,  Zaphrentis , 

Terebratula  fusiformis,  (?)  Spirifer  lineatus,  OrtJiis  Vanuxemi^ 
Athyris  lamellosa,  Oardiamorpha  sulcata,  Rhynohonella  Cooperen- 
sis., Produetus  SJmmardana,  P.   Pyxidatus,  EiiompTialus,  Pleuro- 

tomaria ,  Ficooides  Gauda-galii,  Pentremitea  Burlinglonenais, 

Soqphiocriniis  stinplex. 

In  Vermicular  Sandstone — ffemiproniies,  Area  Missouriensis, 
Allorisma ,  Aviculopecten  Cooperensis,  and  Bellerophon . 

At  Cedar  Gap,  one  mile  east  of  Stockton,  the  hills  have  Chou- 
teau Limestone  and  Vermicular  Sandstone  above,  with  shales  below, 
and  on  top  are  many  loose  fossils. 

ENCraNITAL    LIMESTONE. 

This  is  not  well  developed,  the  lower  beds  appearing  in  the  soitth- 
.ern  part  of  the  county,  near  Sac  Kiver,  and  outcrops  of  gray,  shelly 
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Limestone,  referable  to  this  formation,  are  seen  along  Bear  Creek,, 
near  the  east  county  line. 

The  fossils  observed  were  AMinocrinus  soulptus,  E'uum,plialiis 
la  iu8  and  Spvrifer  striatus. 

In  Sec.  36,  T.  34,  R.  25,  Mr.  Norwood  observed  twelve  feet  of  gray- 
shelly  Linaestone,  with  cavities  lined  with  small  crystals  of  Calcite,. 
abounding  in  remains  of  Crinoid  stems,  but  containing  few  other  fos- 
sils. 

It  is  probable  that  some  of  the  gray  Limestone  beds  near  Stockton 
belong  to  this  formation, 

JTemipronites ,  Spirit er ,  S. ,  Productus  punc- 

iatiis,  and  Bryosoa  were  observed. 

KEOKUK    GROUP. 

This  formation  occupies  the  greater  portion  of  the  western  half 
of  the  county,  forming  the  Bluffs  of  Cedar  Creek,  and  appearing  low 
down  in  the  Bluffs  of  Alder,  Horse  and  Bear  Greeks. 

Its  greatest  observed  thickness  could  not  be  seen  at  any  one 
place.  In  Sec.  12,  T.  35,  E.  28, 100  feet  thickness  was  observed.  Its 
greatest  thickness  is  probably  not  over  35  or  40  feet  more. 

The  beds  are  sometimes  thick,  but  are  more  often  thin  and  shelly, 
and  nearly  always  of  a  uniform,  lightr  gray  color.  Intercalations  of 
concretionary  Chert  occur  mostly  in  the  upper  part. 

The  chief  fossils  observed  were  Orihis  duhia,  Hemvprordtes- 
erenisiria,  Productus  mesialis,  Pr.  semireticulatis,  Pr.  cora,  Spir- 

ifer    ,    Zaplirentia    OliiFordana,  Philipaia    ,    Chonetes 

,  Terehratula parva,  EhynGlionella  suicuneata,  Athyris ,. 

A  solid  Chert  bed  appears  just  above  the  highest  Limestones 
closely  resembling  the  French  Buhr  Stone.  It  contains  very  minute 
cells,  resulting  from  the  displacement  of  fossils,  chiefly  Crinoid  stems- 

FEKllUGIKOUB    SANDSTONE. 

This  formation  is  scarcely  recognized  west  of  Stockton,  only  a. 
few  detached  outliers  being  occasionally  seen ;  but  east  of  Sac  River 
it  forms  the  principal  top  rocks  from  the  south  to  the  north  line  of  the 
county.  Its  general  character  is  that  of  a  coarse  Ferruginous  Sand- 
stone, composed  of  rounded  grains  of  pure  Quartz,  cemented  gener- 
ally with  oxide  of  Iron,  which  is  sometimes  red,  sometimes  brown, , 
and  often  ochrey.  The  rock  is  sometimes  quite  hard,  and  resembles-. 
Quartzite.    No  fossils  were  observed. 
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The  greatest  observed  thickness  was  on  Turkey  Creek,  where  it 
■often  forme  bold,  steep  and  picturesque  bluffs,  which  are  sometimes 
weathered  into  a  columnar  frontwith  partially  formed  caves.  Weath- 
ered holes  are  often  found,  indicating  that  the  fSandstone  is  alternately 
soft  and  hard. 

The  Iron  ore  of  the  eastern  part  of  the  county,  has  its  origin  in 
4his  Sandstone. 

COAL    JIEASUEES. 

That  division  of  the  Coal  Measures  to  which  these  rocks  in  this 
■county  belong,  is  the  lower  part  of  the  Lower  Coal  Measures  and  lies 
belowallknownCoalformationsof  North  Missouri,  and  includes  beds  of 
Sandstones,  Shales,  Ochre,  Soft  Hematite  and  Bituminous  Coal. 

The  Sandstones  are  generally  coarse-grained,  micaceous  and  often 
ferruginous,  beingdeep  and  bright  brown  andred  in  color.  The  lower 
beds  are  very  coarse,  even  partaking  sometimes  of  the  character  of  a 
conglomerate,  and  are  particularly  ferruginous. 

The  equivalent  of  the  Clear  Creek  Sandstone  of  Vernon  county 
often  occupies  the  highest  ridges,  and  is  generally  even-bedded, 
forming  a  good  building  stone  and  a  pretty  good  material  for  grind- 
atones. 

Mud-cracks,  Mucoids  and  Eipple-marks  are  often  characteristic 
of  this  Formation. 

The  following  genera  of  plants  were  observed  :  Sigillaria,  Gal- 
amites,  Lepidodendron,  Si/ringod&ndron,  Trigonooarpon  and  Gor- 
daites. 

No  Limestone  beds  were  observed  in  the  Coal  Measures  of  this 
county,  and  only  a  fragment  of  a  fossil  shell  was  observed  at  one 
place  in  a  thin  bed  of  calcareouslronstone.  The  greatest  observed 
thickness  was  130  feet. 

ECONOMICAL      GEOLOGY. 

In  a  mineralogical  point  of  view  the  Coal  of  this  county  may  be 
considered  about  the  most  valuable  product,  although  at  present  not 
so  valuable  because  wood  is  abundant  and  cheap  everywhere. 

In  sections  19  and  20,  township  35,  range  28,  Coal  has  been  mined 
at  several  places.  First,  on  Wm.  Taylor's  land,  from  one  to  two  feet 
is  said  to  have  been  reached  in  his  well  at  a  depth  of  fourteen  feet 
from  the  surface.  Ifc  is  immediately  overlaid  by  one  foot  of  Ochre  and 
calcareous  Ironstone-  Three  hundred  yards  south,  on  the  land  of  Mr. 
Mulky,  near  the  county  line,  a  Coal,  probably  of  a  lower  horizon,  was 
observed  sixty  feet  below  the  hill  top.     It  did  not  present  a  very  fa- 
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vorable  appearance,  the  upper  fourteen  inches  being  soft  and  abound- 
ing in  Oordaiies-  Then  came  six  inches  of  blue  Shale  with  three 
inches  of  shaly  Coal  below.  The  cap-rock  was  a  shaly  Sandstone. 
Firm  beds  of  Sandstone  occur  two  feet  above  the  Coal,  also  near  the- 
hill-top,  resembling  the  "  Clear  Greek  Sandstone." 

Miller's  Coal  Bank,  one-quarter  of  a  mile  east  of  Taylor's,  was  so 
concealed,  that  I  could  not  see  its  correct  thickneBS.  It  was  reported 
to  be  in  two  seams,  each  one  foot  six  inches  thicit,  separated  by  blue 
Clay.  Five  feet  of  blue  Clay  overlies  the  Coal.  The  Coal  itsijlf  is  deep 
black  and  shining,  seems  very  bituminous,  appearing,  in  fact,  almost 
like  an  Asphalt,  It  has  a  little  Iron  Pyrites  irregularly  dispersed  in 
email  quantities  in  it,  and  contains  faint  plant  streaks  replaced  by 
Pyrites.  If  as  thick  as  reported  this  Coal  may  be  of  commercial  im- 
portance at  some  future  day. 

Mr.  II.  West  visited  the  Coal  Bank  of  Ann  Connor  in  north-west 
of  Sec.  16  of  same  township,  and  found  an  8-inch  seam  capped  by 
S  feet  of  thinly  laminated  Micaceous  Sandstone,  containing  plants 
with  other  Sandstone  beds  above. 

This  is  undoubtedly  equivalent  to  Mulky's  Coal,  as  is  also  prob- 
ably a  6-inch  seam  found  cropping  out  in  Sec.  22  of  the  township,, 
north. 

There  were  no  other  Coal  outcrops  observed  between  Cedar  and 
Bear  Creeks,  but  Coal  may  be  easily  obtained  at  many  places  where 
it  is  now  concealed, 

Wm.  Barden's  Coal,  in  south  half  of  Sec.  3,T.  34,  B.  28,  is  lOinches, 
capped  with  3  feet  of  light  blue  Shales,  with  Sandstone  in  the  Bluffs 
above.  Lower  Carboniferous  Limestone  occurs  about  30  feet  below 
the  Coal.    This  is  also  probably  the  same  bed  as  the  last  named  bank. 

A  4-inch  seam  appears  lower  down  the  valley,  having  Bed  Ochre 
bands  in  the  underlying  Shales. 

Other  principal  outcrops  appear  in  T.  36,  Es.  7  and  8.  North  of 
Cedar  Creek,  in  the  western  part  of  T.  36,  R.  26,  about  2  inches  of  Coal 
crops  out  in  a  branch,  and  this  may  be  the  lowest  Coal  in  the  county. 
A  section  here  is  about  as  follows  : 

Wo.  1.  135  feet  slope,  with  occasional  outcrops  of  Saii(3stoiic. 

No.  2,  2  feet  Sliales. 

No.  a.  3  feet  Sandstone, 

No.  4.  2  iiiehes  Coal. 

No.  5.  2  feet  Blue  Clay. 

No.  0.  Coarse-grained  SandstoiiL'. 

At  B.  Marcus',  in  north-west  Sec.  15,  Coal  crops  out  very  favor- 
ably on  the  edge  of  a  low  bluif.    Red  and  Brown  Sandstone  appear 
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above,  with  ferruginous  sandy  Shales  resting  immediately  on  the  Coal, 
The  Coal  is  16  inches  thick,  and  weathers  reddieh-brown,  the  middle 
portion  showing  remains  of  plants  and  Mineral  Charcoal,  and  occa- 
sional thin  streaks  of  Iron  Pyrites.  The  bottom  part  is  deep-blact, 
with  an  occasional  layer  of  jet-looking  Coal  of  one-third  to  three-six- 
teenths of  an  inch  in  thickness. 

The  same  Coal  as  the  last  appears  18  inches  thick  at  Lebec,  capped 
by  shaly  Sandstone.  Sandstone  appears  30  to  40  feet  higher,  and  is 
very  ferruginous.  The  water  flowing  through  it  contains  much  Oxide 
of  Iron.  The  general  appearance  of  the  Lebec  Coal  is  like  the  middle 
portion  of  Marcus'.  It  also  occurs  in  thin  layers,  and  resembles  Block 
Coal. 

Mr.  Norwood  examined  Joseph  Miller's  bank  in  Sec.  22,  T.  36,  K. 
28.    His  section  here  was — 

No,  I.    55  feet  Sandstone  at  top ;  tumbled  uiiisses  are  seen  lower  down. 

No.  2.    7  feet  shaly  Sandstone. 

No.  8.    3  feet  sandy  shales  in  thin  iamlnfe,  contahiiiig  Fr.nis. 

No.  4.    1  foot  havd,  black,  shiny  Coal,  m  thin  layer?,  eoJitaining-  a  little  Siii- 

phur. 
No.  5.    lOfeet  slope  to  Walnut  Creek. 

This  Goal  is  probably  the  equivalent  of  the  Lebec  Coal,  and  un- 
derlies the  county  on  the  same  horizon  between  these  places.  It  has 
also  been  worked  about  a  mile  south  of  Lebee,  near  the  waters  of 
Clear  Creek. 


These  localities  were  examined  by  Mr.  Norwood. 

M.  L.  Parishe's  Coal  bank  in  the  S.  E.  S.  W.  Sec.  13,  T.  35,  K.  26, 
formerly  worked,  but  not  recently.  At  present  the  driftings  are  in  a 
bad  condition. 

An  approximate  section  was  obtained  mainly  from  other  persons, 
of  which  the  following  is  nearly  correct : 

No.  1.     Sandstone  (Clear  Creek). 

No.  2.    10  feet  Shales. 

No.  3.    16  inches  tolerably  good  Coifl,  oontaining  a  good  deal  of  I'yrltes  .ind 

somewhat  slaty  at  the  top. 
No,  4,    2  to  3  feet  Shales  and  Clay,  passing  into  a  Sandstone  helow,  containing- 

Siigmaria  and  Coi-daites. 
No.  5.    18  inches  Coal,  more  compact  than  the  top  seam ;  said  to  be  also  better, 

but  still  contains  Pyrites, 

The  dip  is  south-west  at  one  place  and  south-east  at  another. 
Hosey's  Coal  bank,  in  N.  E.  S.  W.  Sec.  13,  T.  35,  R.  26,  (worked 
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when  examined,)  resembles  Parish's  but  is  not  divided  by  seams. 
Its  section  is; 

No.  1.    20  feet  slope  witli  Santlsloiie. 

No.  2.    3  feet  Coal  wifc  n  few  baiiila  of  Iron  Pyrites. 

The  top  layer  is  a  heavy,  dull  black  pyrifcit'erous  (Joal,  which 
weathers  with  a  white  material  (Copperas)  in  joints.  The  layers  are 
generally  separated  by  Charcoal.  Between  this  and  the  lower  part  is 
the  "  Smith's  "Coal,  which  appears  very  different  from  the  upper,  the 
fracture  showing  a  bluish  [appearance,  weathering  yellowish  brown. 
The  bottom  resembles  the  top. 

Beulet  and  Chandler,  in  N.  W.  8.  W.  Sec.  13  and  Trent,  in  N.E. 
Sec.  24,  T.  35,  R.  26,  have  the  same  Coal.  The  thickuess  at  Eeuler  and 
Chandler's  varies  from  20  inches  to  3  feet.  The  area  of  this  small  field 
is  about  6  square  miles. 

The  total  area  underlaid  by  Coal  Measures  in  this  county  is  about 
124  square  miles. 

The  exact  aggregate  thickness  beneath  the  surface  could  not  be 
obtained,  owing  to  doubt  regarding  the  number  of  coal  seams. 

But  Cedar  county  is  well  supplied  with  Coal. 

OTHER    MINERALS    OF    CEDAIt    COUNTY. 
Iiiox   Our.. 

This  is  found  associated  with  Ferruginous  Sandstone  and  also  with 
the  Coal  Measures. 

In  Sec.  2,  T.  33,  R.  26,  occasional  masses  of  Limonite,  generally 
a  foot  in  diameter,  were  seen  strewn  along  the  hill-top.  A  few  small 
excavations  have  been  made  here  but  no  great  amount  of  ore  discov- 
ered. 

Similar  masses  of  Limonite  were  observed  in  Sec.  10,  T.  33,  K.  35, 
evidently  associated  with  "  Ferruginous  Sandstone." 

An  analysis  of  Mr.  Chauvenet  gives  : 

Insoluble  SiilcLOUS 9,70 

Peroxide  of  Iron 73.09 

WiiMr 11.61 

Other  ore  beds  of  the  same  geological  age  were  observed  by  Mr. 
Norwood,  as  follows: 

On  G.  Callahan's  land,  in  the  E.  half  N.  E.  quarter  Sec.  20,  T.  34, 
K.  35,  scattered  fragments  of  sandy  Limonite  are  seen  strewn  on  the 
surface.     Similar  ore  is  also  found  on  Jack  Simmons'land,  in  the  N.W, 
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Sec.  4,  T.  34,  E.  25,  and  at  other  places  in  this  vicinity,  wherever  the 
Ferruginous  Sandstone  is  exposed. 

In  Sec.  15,  T,  34,  li.  27,  there  is  quite  a  deposit  of  Silicious  Limo- 
nite.  The  ore  occurs  in  large  detached  inasseB  over  the  surface  of  a 
hill ;  many  of  the  masses  heing  400  or  500  pounds  in  weight. 

One  old  excavation,  made  about  30  years  ago,  exhibits  2  feet  of 
ore,  occurring  irregularly,  as  if  piled  up.  Some  of  the  ore  is  soft  and 
porous,  other  portions  are  hard  and  compact.  It  probably  is  of  the 
age  of  Ferruginous  Sandstone,  although  no  rocks  of  this  formation 
are  seen  in  the  vicinity.  The  Keokuk  Limestone  is  found  a  little  be- 
low,   Mr.  Ohauvenet's  analysis  of  this  ore  is  as  follows  : 

Insoluble  Silielo us  matter 43.91 

Water ,. 8.91 

Ferorlde  of  Iroii(Pe.  2,  0  3) , 47.02 

Metalilo,  Imii 32.91 

In  See,  30,  T,  36,  R.  38, 1  examined  a  deposit  of  Iron  ore  of  similar 
■character  to  that  last  described  by  Mr.  Norwood.  The  bed  is  about 
300  feet  east  and  west  by  50  north  and  south,  and  apparently  very 
silicious.  The  ore  is  full  of  small  cells  and  portions  are  somewhat 
■ochrej'.    It  reposes  directly  on  Lower  Oarioniferous  Gheri. 

It  is  probable  that  this  description  of  ore  is  merely  a  replacement 
of  Ferruginous  Sandstone. 

A  partial  analysis  of  this  ore  gives  : 

Insoluble  SUicJuus  4"  (jS 

Peroxide  of  Xioii  4J28 

Water 7  08 

Iron  Ore  of  Coal  Measures. 

This  is  generally  softer  and  lighter,  occurring  as  a  red,  yellow  and 
brown  Ochre  and  as  a  soft  porous  Limonite. 

The  chief  place  where  this  ore  was  observed  was  in  Sec.  22,  T.  34, 
E.  38.  As  this  locality  is  interesting  from  the  variety  and  peculiarity 
of  its  different  rocks  I  insert  it  here  : 

No.  1.  Slope  from  hill-top. 

No.  2.  28  feet  Clear  Greek  Sandstone,  of  a  buff  color,  nillier  fine-grained,  and 

occnrringin  flag-like  masses. 

No,  3.  5  feet  outcrops  of  porous,  brown  Hematite — a  portion  a  little  oolirey. 

No.  4.  1  foot  6  inches  red  and  brown  stindy  textured  Ochre. 

No.  5.  7  inches  Oclire,  somewhat  concretlouary. 

No.  (1,  4  inches  red,  sandy  shales. 

No.  7.  1  foot  blue,  shaly  Sandstone. 

So.  8.  G  inches  shal}'  Coai, 
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No.  3  occurs  in  large  sized  masses,  a  qnarter  of  a  mile  west,  strewn> 
over  about  an  acra  of  ground,  so  it  is  very  probable  that  it  underlies 
the  intervening  space. 

An  analysis,  made  by  Mr.  Chauvenet,  of  No.  3  of  this  section 
gives : 

Insoluble,  si lieions  matter 4,7i 

Water. 13.37 

Peroxide  of  Iron  (Pe2  03) 81.90 

00.8& 
Metallic  Iron  Fo 07.33- 

An  analysis  of  No.  4  gives : 

Insoluble,  silicious  uiattei-. 8. GO 

Water 13.50 

Feroxkie  of  Iron  (Pe2  03) 78.3a 

39.0R 
Mfitallic  Iron  (Ft.) 01.8] 

Nos.  4  and  5  would  form  a  pretty  and  durable  paint.  These,  to- 
gether with  No.  3,  will  serve  to  show  that  this  is  an  important  mineral 
locatity. 

We  may  also  expect  to  find  these  beda  at  many  other  places  in 
the  neighborhood. 

The  above  analyses  of  Nos.  3  and  4  show  them  to  be  good  ores. 
No.  3,  a  particularly  fine  quality  of  Limonite,  was  also  observed  a. 
quarter  of  a  mile  south-west. 

We  think  we  are  correct  when  we  say  that  there  is  about  16,300 
tons  per  acre  of  ore — enough  to  supply  a  furnace  for  one  year,  smelt- 
ing 45  tons  per  day,  and  un  40  square  acres  there  would  be  amply 
sufficient  to  supply  the  same  furnace  for  at  least  30  years. 

Our  calculation  is  based  on  these  beds  extending  over  40  acres,  but 
the  probability  is  that  they  really  do  extend  over  at  least  a  mile  square 
but  driftings  or  shafts  sunk  to  the  same  horizon  could  only  d'-termine 
this.  In  driving  in  these  drifts,  the  miner  would  have  a  good  root  of 
the  overlying  yandstone,  and  the  Sandstone  itself  is  often  a  good 
gritstone. 

But  in  this  calculation,  we  have  only  taken  note  of  the  upper 
Limonite ;  if  to  this  we  add  No.  4,  our  quantity  is  increased  one-third 
to  one-half.  Just  below  No.  4  there  is  a  7-inch  good  bed  of  red  and 
brown  compact  Ochre,  which  may  yield  from  30  to  40  per  cent,  of  pure 
Iron.  This,  besides  being  a  superior  Ochre  for  painting,  could  also  be 
smelted.    The  underlying  Coal  could  also  be  utilized.    The  wood  for 
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burning  into  charcoal  could  be  obtained  at  from  one  to  three  miles  of 
this  place.  The  nearest  water  power  would  be  Bear  Creek,  one 
mile  olF. 

Many  years  ago,  parties  began  the  erection  of  an  Iron  furnace  on 

■  Sac  Biver,  in  the  southern  part  of  the  county,  but  the  projector  being 

involved  in  debt,  was  forced  to  abandon  his  work  before  completion. 


There  are  reports  of  the  existence  of  Lead  in  this  county  at 
several  places,  but  they  have  proved,  thus  far,  unworthy  of  notice. 
0ns  locality  on  the  old  Cheshire  place,  now  occupied  by  Mr,  Prewitt, 
was  examined  by  Mr.  Norwood,  who  only  found  Calc  Spar  in  Chou- 
teau Limestone — no  Lead  at  all. 

At  Mr.  Kennedy's,  on  Sac  River,  four  miles  north  of  Stockton,  a 
pit  has  been  excavated  to  a  depth  of  40  feet  in  search  of  "mineral" 
of  some  kind.  In  the  thrown  out  debris,  I  observed  fragments  of  a 
bluish  slaty  rock  and  Iron  Pyrites,  This  is  the  locality  formerly  re- 
ported by  some  wandering  mineralogist  to  contain  Antimony  ;  but  if 
there  ever  was  any  Antimony  here,  he  broug;ht  it  in  his  pockets  and 
it  vanished  with  him.  No  useful  ores  or  minerals,  besides  those  above 
named,  have  been  found  in  the  county. 

BUILDING    STONE. 

Near  Dunagan's  Mill,  fine  quarries  could  be  opened  of  the  Lower 
Chouteau  or  Lithographic  Limestone.  Also,  good  quarries  of  Cotton 
rock,  of  age  of  the  First  Magnesian  Limestone,  Other  good  quarries 
may  be  opened  at  various  points  on  Sac  liiver  and  Spring  Creek.  On 
Turkey  and  Chiider's  Creek,  good  quarries  of  Magnesian  Limestone 
may  be  opened. 

The  "  Clear  Creek  Sandstone,"  of  the  Lower  Coal  Measures,  affords 
a  superior  building  stone,  and  is  sometimes  of  excellent  quality  for 
grindstones. 

Good  quarries  may  be  opened  in  Sees.  12  and  24,  T.  35,  R.  26 ;  also, 
near  the  hill-tops  near  Cedar  and  Horse  Creek,  and  at  other  places 
northward  near  Clintonville,  and  along  the  north  county  line. 

The  Limestones  on  Cedar,  Alder  and  Horse  Creeks  afford  large 
quantities  of  excellent  material  for  Lime,  and  may  do  also  for  all  ordi- 
nary building  purposes. 

In  the  southern  part  of  Sec.  6,  T.  34,  R.  27, 1  observed  about  two 
feet  outcrop  of  silicious  rock,  lying  just  at  the  top  of  the  Keokuk 
Limestone,  This  rock  is  very  close-grained,  and  contains  numerous 
minute  cells,  not  many  of  them  larger  than  a  pin's  head,  and  most  of 
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them,  under  magnifying  power,  proving  to  be  cells  vacated  by  Orinoid 
stems.  This  rock  has  the  texture  and  general  appearance  of  the 
French  Buhrstone,  and  may  be  used  for  the  same  purpose.  I  would 
recommend  that  it  be  tried,  it  may  prove  valuable.  It  can  be  found 
at  many  places  west  of  Cedar  Creek,  by  carefully  examining  the  hori- 
zon just  at  the  top  of  the  Keokuk  Group. 

AGEIGULTUEE. 

We  may  divide  the  soils  of  this  county  into  about  four  classes. 
The  first  or  richest  includes  the  bottom  lands  of  the  larger  streams — 
a  rich  alluvium.  The  second  class  includes  the  soil  between  the  forks 
of  Sac  Kiver,  and  most  of  that  between  Sac  Eiver  and  Bear  and 
Spring  Greeks,  also,  a  portion  of  the  county  near  Stockton.  The  soil 
of  the  south-eastern  part  of  the  county  is  generally  sandy.  When 
much  Iron  and  Lime  are  disseminated,  it  is  rich,  but  when  mostly 
sandy,  is  quite  poor.  The  third  class  includes  the  soil  on  the  hills  and 
■slopes  in  the  western  part  of  the  county,  capable  of  producing  toler- 
ably fair  crops.  The  north-eastern  part  of  the  county  embraces  the 
poorest  land — that  on  the  ridges  being  very  sandy  and  poor. 

The  staple  crops  are  corn,  wheat  and  tobacco.  Some  cotton  is 
also  raised,  and  when  frost  does  not  appear  too  soon,  this  is  very  suc- 
cessfully produced.    Fruifc  will  generally  succeed  very  welL 
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BY  G.   C.    BROADHEAD. 


This  county  contains  643  square  miles.  Its  surface  is  generally 
rolling,  sometimes  hilly  near  the  larger  streams,  but  is  often  gently 
undulating. 

The  principal  streams  are  Spring  River,  Centre  Creek,  and 
North  Pork  of  Spring  Eiver.  The  principal  tribiitaries  of  North  Fork 
are  Little  North  Fork,  Dry  Fork,  Buck  Oreek  and  Oow  Creek. 

The  country,  from  between  Spring  River  and  the  north  county 
line,  in  Ranges  29]and  30,  generally  slopes  very  gently  from  near  the 
streams  to  the  far  off  hill  tops.  The  contiguous  bluffs,  along  the 
streams,  are  not  often  over  15  feet  high. 

Range  29  is  poorly  supplied  with  springs,  and  the  streams  do  not 
generally  run  all  the  year.  Dry  Fork  is  indeed  generally  dry,  except 
in  pools,  until  it  receives  the  water  irora  Mr.  Schooler's  spring  in  Sec. 
8,  T.  29,  R.  30.  Below  this  the  creek  has  a  full  supply  of  water,  and 
runs  rapidly  all  the  year.  Further  west  the  country  is  a  little  more 
hilly,  and  that  part  of  R.  32  of  T.  30,  underlaid  by  Coal  Measures,  has 
occasional  mounds  rising  above  the  general  surface.  On  Little  North 
Fork,near  the  county  line,  the  bluffs  are  sometimes  as  much  as  70  feet 
high. 

Spring  River,  a  very  rapid  flowing  stream,  traverses  the  county 
from  east  to  west,  a  little  south  of  the  middle.  It  has  always  an  abun- 
dance of  clear  running  water  from  many  fine  springs,  but  what  is  re- 
markable is  that  the  surface  drained  by  this  river,  forms  a  very  narrow 
strip,  rarely  over  two  miles  wide  on  either  side  the  stream  ;  and  for  a  long 
distance  its  tributaries  are  mere  spring  branches,  or  a  water-shed  from 
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llie  neighboring  hills.  White  Oak  Fork  enters  it  five  miles  west  of 
the  east  line  of  the  county.  From  this  to  the  mouth  of  North  Fork, 
■we  might  almost  say  it  has  no  tributaries  for  a  distance,  in  a  westerly 
straight  line,  for  over  20  miles.  Two  miles  below,  it  receives  Pond 
Creek,  but  oh  the  south  side  it  has  no  tributaries  in  the  county  of 
greater  length  than  two  milea.  The  country  on  the  south  side  is  gen- 
erally of  gentle  slope,  from  the  top  of  the  prairie  to  the  stream. 

Centre  Creek,  a  rapid  and  constantly  running  stream,  traverses 
the  county,  irregularly  meandering  from  the  east  to  the  west  line, 
about  parallel  to  Spring  Kiver,  and  at  an  even  distance  of  from  four 
to  five  miles  from  that  stream.  It,  together  with  its  tributatiea,  gov- 
erns the  topography  of  all  that  portion  of  the  county  lying  south  of 
-Spring  River,  Another  remarkable  fact  connected  with  this  stream, 
is  that  it  has  scarcely  any  tributaries  coming  from  the  north,  but 
many  on  the  south.  Incidental  to  this,  we  perceive  that  its  steep 
bluffs  lie  chiefly  on  the  north  bank,  and  the  bottoms  on  the  south  side 
— like  those  of  Spring  River — are  often  wider,  and  their  slopes  from 
the  neighboring  hills  are  long  and  gentle.  Its  hills  are  generally  of 
the  same  height  as  those  of  Spring  River.  Its  tributaries,  which  as  I 
;aaid,  lie  on  the  south  side,  start  from  an  easy,  Hat  depression,  near 
their  sources;  then  a  channel  is  formed,  and  we  begin  to  see  low 
bluffs,  becoming  higher  as  we  descend. 

The  principal  tributaries  are  Jenkins',  Jones',  Grove  and  Turkey 
Oreeks,  These  smaller  streams  are  well  supplied  from  the  purest 
springs,  passing  out  of  beds  of  clean  gravel. 


WATER  POWEII. 

In  Jasper  there  are  no  navigable  streams,  but  its  water  power  is 
equal  to  that  of  any  other  county  in  the  State. 

Spring  River,  Dry  Fork,  Centre  Creek,  Turkey  Creek,  Grove 
■Greek  and  Jenkins'  Creek,  all  afford  a  wonderful  power  for  milling 
purposes.  Some  of  the  small  streams,  at  their  sources,  have  water 
enough  for  extensive  manufacturing  purposes.  I  might  name  the 
springs  at  Fidelity,  those  on  Jenkins'  and  Jones'  creeks,  the  spring  at 
Scotland,  that  at  Carthage,  and  that  at  Mr.  Schooler's.  These  springs 
always  afford  an  abundance  of  water,  and  do  not  freeze  during  the 
coldest  of  weather.  The  spring  branch  at  Mr.  Schooler's,  never 
freezes  for  200  yards  from  its  source,  and  ice  only  begins  to  form  a 
■quarter  of  a  mile  from  the  spring. 
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The  shafts  at  LeadvUle  and  Joplin  generally  reach  strong  streams 
of  good  fresh  water.  This  the  miners  always  turn  to  advantage,  and 
use  in  washing  their  mineral. 

AGBICULTUKE. 

Jasper  may  be  considered  one  of  the  best  agricultural  counties  of 
South-west  Missouri. 

The  valliea  along  the  large  streams  are  generally  broad,  often  a 
quarter  to  a  half  mile  in  width,  and  are  very  fertile. 

That  portion  of  the  county  north  of  Spring  Eiver,  and  east  of 
North  Fork,  embraces  the  next  best  farming  land.  (lOod  crops  of 
wheat,  and  good  average  crops  of  corn  are  produced. 

South  of  Spring  River,  rock  often  approaches  near  to  the  surface. 
Nevertheless,  there  are  occasional  tracts  of  very  desirable  land.  The 
best  land  will  yield  40  bushels  of  corn,  or  15  to  IS  of  wheat. 

In  entering  the  county  from  the  north,  we  are  struck  with  the 
change  of  the  soil  and  appearance  of  the  crops.  Having  just  left  a 
sandy  soil,  we  step  upon  a  black  andricher  one.  The  Chert  and  Lime- 
stone soils  are  generally  of  a  dark  color,  except  when  the  red  Ciay 
comes  near  the  surface. 

Most  of  the  crops  peculiar  to  counties  north  of  this,  are  raised 
here.  Beside,  good  crops  of  cotton  can  be  raised,  and  peanuts  grow 
very  well.  The  fruits  have  not  as  yet  been  much  planted,  but  the  soil 
and  climate  are  such  as  to  invite  the  planting  of  large  orchards  and 
vineyards. 


SUilFACE    DEPOSITS. 

The  material  overlying  the  solid  rocks  may  be  referred  to  "local 
agencies." 

Solid  beds  of  rock  often  appear  on  high  ground,  and  can  always 
be  reached  within  a  few  feet  of  the  surface.  The  soil  and  subsoil,  both 
combined,  are  not  often  over  two  feet  deep,  with  downward  succes- 
sions of  red  Clay  and  Gravel  for  from  4  to  8  feet,  to  solid  Kock. 
The  Gravel  is  even  sometimes  at  the  surface,  and  often  within  a  foot 
depth,  A  similar  succession  of  loose  material,  is  also  commonly  found 
at  the  Lead  mines.  The  banks  of  the  streams,  also,  are  similar,  of 
which  Centre  Creek  exhibits ; 

No.  1.  li  feet  dark  soil. 
No.  2.  2  feet  red  Clay. 
No.  3.    3    feet  Gravel  bed  to  the  water  in  creek. 
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On  the  prairie,  two  miles  to  the  south-west  of  Carthage,  excava- 
tions show  water-worn  Chert  pebbles  at  the  surface.  At  the  old 
mines  in  Sec.  33,  four  miles  south-east  of  Carthage,  similar  pebbles 
were  observed.  These  were  found  at  60  to  70  feet  above  Spring  River 
or  Centre  Creek;  so  it  is  quite  evident  that  no  recent  agency  could 
have  deposited  them  there.  They  must  therefore  belong  to  the  Drift, 
about  its  southern  limit,  but  borne  by  currents  from  some  place 
near  by. 

LOIYEE    CARBONIFEKODS    EOCKS. 

In  this  county  are  found  a  part  of  the  Lower  Carboniferous  For- 
mations and  the  Lower  Coal  Measures.  These  divisions  of  the  Lower 
Carboniferous  appear  to  be  mostly  of  the  type  of  the  Keokuk  Group 
with  overlying  loos©  masses  of  Chert  inclosing  fossils  representing  a 
higher  horizon.  Some  of  them  are  fossils  of  the  Keokuk,  some  of  the 
St.  Louis  and  others  again  of  the  Chester  Group. 

The  Limestone  with  occasional  Chert  is  found  along  all  the  streams 
in  the  county  excepting  the  north-western  part  where  we  find  the  Coat 
Measures. 

With  regard  to  the  thickness  of  the  Keokuk  Group  in  this  county 
we  find  it  impossible  to  determine  owing  to  the  various  beds  eo  closely 
resembling  each  other;  the  same  fossils  also  occur  in  low  strata  and 
again  are  found  higher  up.  So  we  found  it  impossible  to  trace  out 
any  bed  by  its  fossils. 

We  find  Limestones  at  the  water's  edge  in  the  creeks  which  we- 
also  see  within  a  few  feet  of  the  surface  on  higher  ridges.  These  ridges 
being  from  100  to  150  feet  above  the  streams,  probably  not  much  more 
than  150,  we  therefore  think  we  are  safe  in  saying  that  there  is  150 
feet  of  this  Group,  but  can  not  say  how  much  more. 

The  Limestones  are  generally  of  a  uniform  bluish-gray  excepting 
when  they  contain  Bitumen,  they  are  then  of  a  darker  color.  They 
are  also  frequently  a  light  or  whitish- gray  or  drab  ;  occur  also  in  both 
thick  beds  and  in  thin  shelly  layers. 

On  Grove  Creek,  north  of  Scotland,  an  exposure  of  57  feet  of" 
Limestone  is  represented  by  light  gray  shelly  Limestone,  at  the  top 
containing  OrtMs  Keokuk,  O.duHa  Pro^uotus  cora,and  PMllipsia. 

At  6  feet  from  top  the  Limestone  is  coarse  ash-grey,  and  at  14  feet 
fine  and  coarse  beds  are  seen  containing  Orihts  dubia.  At  22  feet  it  is 
coarse  andCherty  ;at27,  firm,  hard  Limestone;  at  SO  feet  there  is  2  feet  of 
coarse  Limestone.  At  15  feet  from  the  bottom  the  Limestone  is  hard 
and  close-grained. 

The  remainder  is  coarse,  thick-bedded  Limestone  to  the  bottom 
of  the  hill.    These  Limestones  often  have  intercalations  and  lentic- 
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olar  beds  of  oolitic  Chert  both  in  their  upper  and  lower  parts.  Iri'the 
lower  parts  of  the  bluffs  at  Carthage  are  seen  3  feet  of  mingled  Chert 
and  Limestone.  Similar  beds  were  also  observed  on  Center  Creek. 
We  also  found  Cherty  beds  with  disseminated  particles  and  fragments 
of  Calcite.  The  Limestone  beds  are  also  often  separated  by  Chert 
layers. 

The  fossils  recognized  in  this  group  were  Aclkimedes  (rare)  and 

other  Bryosoa.  Zaphreniis  centralis  (?)  Z. ,  Amplexus ,  Pro- 

ductus  Wortheni,  P.  Gora,  P.  Alionensis,  P.  magnus,  P.  meaialis.  P. 
like  P.  alternatus,  P.  Plemingii,  (?-)  P.  seiifferus  (f)  Spirifer  pseudo- 
lineatus,  Sp.  subousj>id(ituK,S.  Keokuk,  S.  lateralis,  S.  suboriioularis{f) 
S.  incrassaius,  S.  Logani,  S.  inerejiescens  (9)  S.  ienuicostatus,  S.  tenui- 
marginatus  (f)  Altkyris  Roisayi  (f)  AUTiyris planosuloata,  Terehra- 
titlaparva,  T.  trinuolea,  RhynoJwnella  mutata,Ii.subeuneaia,  Gama- 
raphoria  suHrigona,  Ohoneiea  planumbona  (f),  Orthia  duhia,  Heini- 
pronites  arenistria,  Aviculopecten  (3  sp.),  Myalina  San  Ludomci, 
Phillipsia ,  <&  Platyceras ,  Orinoid  stems  are  often  abundant. 

This  rock  with  the  tipper  broken  members  forms  the  main  Lead- 
bearing  rock. 

In  the  eastern  part  of  Jasper,  on  Spring  River,  at  Tarter  and  Dud- 
ley's Mil],  and  on  White  Oak  Fork  outcrops  were  seen  of  a  flesh-col- 
ored closely  crystalline  and  very  fine-grained  Magnesian  Limestone  in 
very  thick  beds.  On  White  Oak  Creek  a  single  18  foot  bed  was  meas- 
ured. The  rock  is  evidently  altered  from  a  pure  Limestone  to  a  Mag- 
nesian Limestone,  for  no  well  defined  fossils  are  found.  The  process 
of  alteration  seems  to  have  destroyed  nearly  all  vestige  of  organic 
remains;  a  few  small  but  vague  and  ill  defined  cells  are  left  which 
were  probably  formerly  occupied  by  fossils.  1  saw  an  obscure  form  of 
a  Spirifer  which  may  be  5^.  rostellatus  and  a  Oapulus.  Well  defined 
Keokuk  Limestone  is  found  at  a  higher  horizon,  still  I  do  not  know 
that  this  may  prove  to  be  the  lowest  rock  of  the  group. 

On  Turkey  Creek  there  is  an  extensive  exposure  of  heavy  Chert 
beds,  containing  but  few  fossils  but  whose  place  is  below  the  Lime- 
stone beds  above  named. 

Near  the  mouth  of  Lone  Elm  Creek  a  Chert  Knob  42  feet  high  is 
capped  with  12  feet  of  solid  Chert,  with  30  feet  lower  slope  over 
which  areetrewn  large  tumbled  masses.  Lowerdown  on  Turkey  Creek, 
this  Chert  is  seen  extending  quite  across  the  creek  and  rising  in  the 
valley  beyond  not  less  than  20  feet  thick.  These  Chert  beds  must  be 
equivalent  to  those  of  Shoal  Creek  at  and  near  Grand  Falls  described 
by  Prof.  Swallow  in  the  Missouri  Geological  Report,  1855,  page  95,  of 
which  he  reports  over  a  hundred  feet  thickness.     Observing  no  strong 
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dip  that  would  throw  this  high  in  the  bluffs,  and  from  its  being  rep- 
resented low  on  Shoal  Creek  and  aho  on  Turliey  Creek,  the  evidence 
would  go  to  show  that  this  underlies  the  county  northward,  hut  a  gentle 
dip  has  thrown  it  beneath  the  horizon  for  it  in  not  again  seen.  It  also 
thins  out  northward  for  older  rocks  do  not  bring  it  to  the  surface  re- 
posing on  them.  It  is  rare  in  fossils  and  we  have  only  reports  of  its 
containing  Lead. 

UPPER  OHEET  BEDS. 

Above  the  solid  Limestone  of  the  Keokuk  Group  masses  of  Chert 
are  found  strewn  over  the  surface  in  many  places,  and  also  interstrat- 
ifled  with  red  Clay  until  we  reach  the  bed-rock  of  Limestone.  These 
masses  of  Chert  are  often  sharp  and  flinty,  breaking  into  keen  angular 
fragments,  but  we  also  find  a  white  porous  Chert  apparently  partially 
decomposed  and  sometimes  very  easily  broken  into  the  proper  dimen- 
sions for  making  fences  or  foundations. 

The  thickness  of  this  deposit  is  not  often  over  a  few  feet,  but  ex- 
cavations sometimes  show  it  to  be  as  much  as  20  feet  and  formed  of 
broken  layers  interstratified  with  much  red  Clay.  The  red  Clay  would 
probably  make  an  excellent  stone-ware  lor  it  is  generally  either  nearly 
pure  yiiica  or  Silicate  of  Alumina.  This  Clay  was  evidently  at  one 
time  Chert.  I  have  found  itunder  conditions  that  are  incontrovertible.. 
In  Keith's  mine,  Joplin,  a  red  mass  of  Clay  was  noticed  9  inches  by  5 
inches  thick  of  a  flattened  spheroidal  shape,  being  broken  it  shows  the 
concentric  rings  always  seen  in  such  shaped  Chert  masses,  but  it  was 
quite  soft  and  surrounded  by  decomposed  Dolomite.  Yellow  and  buff 
and  pure  white  Clay  are  also  found.  The  white  has  the  appearance  of 
common  tallow.    The  fossils  common  in  the  Chert  are  Bryozoa  {several 

sp.)  AmplexuSjJ'en.tremiiea  conoideus  ■ — — ,  AoiinoGrinus  (f) ,  Za- 

phrenti^ ,  a  coral  like  Ekomhopora,  Spirifer  pseudoUneaius,  S, 

suftcuspidatus,  S.  epinosus^  S,  ICeokuk,  S.  inorehesaejis,  Althyris  pla 
nosuloaia,  Rhynchonella  subcuneata,  Camaraphoria  suhtrigona,^ 
Uhynchonella  mutata,  Terehratula  fusiformis,  Productus  oora,  Pr. 

magnus,  JTemiproniies  orenisiria,  Capulus ,  Avieulopecten , 

Avie.  Indianensis,  Myalina  San  JLudovioi. 

Br.  Owen,  in  his  Report  on  the  Geological  Survey  of  Arkansas^ 
pagea  105, 107  and  108,  speaks  of  the  Lead-hearing  rocks  of  South-west 
Missouri,  and  recognizing  their  equivalents  in  the  northern  counties 
of  Arkansas,  pronounces  them  to  belong  to  his  "  Barren  Limestone 
Divison  of  the  Snbcarhoniferous  Group,  not  to  the  Archimedes,"  and 
further  sayo  that  in  Searcy  county,  Arkansas,  there  are  over  200  feet 
thickness,  and  that  it  is  underlaid  by  38  feet  of  Black  Slate. 
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Upon  examination  of  Tennessee  Geological  Report,  pages  341  and 
343, 1  find  that  the  description  of  the  Siliceous  Group  answers  very- 
well  to  that  of  the  Subcarboniferous  Lead-bearing  rocks  of  South- 
west Missouri. 

SPECIAL    DESCRIPTION. 

As  Br,  Schmidt  has  in  his  Reports  carefully  given  detailed  de- 
scriptions of  most  of  the  mineral  localities,  I  will  only  describe  those 
not  visited  by  him,  and  but  briefly  touch  on  others. 

A  -well  dug  by  Mr.  John  B.  Travis,  six  miles  north  of  Carthage, 
shows  : 

No.  1.    1  foot  Soil. 
No.  2.    2i  feet  Gravel. 
No.  3.    5  feet  coarse  bluish-gray  Limestoae. 
No.  4.    2  feet  Ked  Clay. 

No.  5.    5  feet  blackish -gray,  bituminous  Limestone,  of  coarse  texture,  containing 
a  few  small  pai'ticles  of  Zinc  blende. 

I  give  this  because  it  is  the  only  place  in  Jasper  county  north  of 
Spring  River  where  the  rocks  show  that  they  contain  any  Zinc,  Exca- 
vations, in  search  of  mineral,  have  been  made  in  most  neighborhoods 
north  of  the  latitude  of  Carthage,  but  we  have  no  information  of  pro- 
fitable results.  Between  White  Oak  Fork  and  Spring  River,  are  a 
number  of  barren  excavations.  Messrs.  Marquis  and  Mulligan  have 
sunk  shafts  at  several  places  in  Sec.  7,  T.  28,  R.  29,  bub  found  neither 
Lead  nor  Zinc.  They  have  certainly  shown  an  industrious  persever- 
ance, notwithstanding  their  ill-fortune. 

One  pit,  near  the  bluffs  of  Spring  River,  is  over  40  feet  deep,  with 
1st,  6  feet  of  red  Clay;  2d,  10  to  15  feet  Clay  and  Gravel,  then  white 
Chert  and  red  Clay  to  the  bottom. 

Another  shaft  close  by,  on  the  edge  ot  the  bluif,  passed  over  40 
feet  on  the  face  of  the  Limestone,  throwing  out  quantities  of  red  Clay, 
Chert,  and  Calcite  breccia. 

Some  beautiful  specimens  of  Calcite,  some  of  a  violet-shade,  were 
obtained  here.  Brown  Calcite,  with  curved  faces  having  a  trace  of 
Iron  and  of  Magnesia,  was  observed  in  crevices  in  the  Limestone.  A 
half-mile,  north-east,  is  a  remarkably  shaped  cove  200  by  100  feet 
wide,  sloping  up  gently  to  the  surrounding  hill  and  terminating  at 
one  end  in  a  shallow  sink-hole.  A  pit  44  feet  deep  was  sunk  here  by 
Mr.  Marquis,  passing  through  Chert  into  Keokuk  Limestone,  but  re- 
vealing no  mineral. 

At  Tarter  and  Dudley's  mill,  on  Spring  River,  in  Sec.  15,  T.  2S,  R, 
29, 1  was  informed  that  at  one  time  about  2  wagon  loads  of  Lead  ore 
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had  been  dug  out  of  the  stream,  and  that  Lead  had  been  found  asso- 
ciated with  Chert  in  the  hill  about  100  feet  above  the  stream. 

Another  locaHty  in  8.  E.  S.  W.  8ec.  3,  T.  29,  G.  28,  was  visited  by 
Mr.  Norwood,  who  reports  a  shaft  34  feet  deep  passing  through  Clay 
and  Chert  to  Limestone.  Small  pieces  of  Galena,  but  in  great  quan- 
tity, were  found  in  the  Chert  near  the  upper  part 


These  are  in  N.  E.  Sec.  12,  T.  27,  K.  30,  on  land  belonging  to  Wm. 
Carnahan.  The  mining  has  mostly  been  done  by  Mr.Perry  and  persons 
in  his  employ.  They  are  situated  on  a  gently  sloping  hillside,  over 
which  are  seen  many  shafts.  The  first  pit  is  25  feet  deep,  with  all 
Chert  and  red  Clay  for  19  feet,  then  blue  Limestone  with  Zinc  blende. 
Fifty  feet  south-east,  a  shaft  40  feet  deep  reveals  Limestone  at  33  feet 
from  the  surface.  Another  pit,  near  the  last,  is  33  feet  deep,  and  Irom 
it  about  2,000  pounds  of  mineral  have  been  taken  out,  some  from  the 
Clay  and  some  was  found  in  detached  cubes  in  the  Limestone,  One 
hundred  feet  east  is  a  shaft  from  which  a  quantity  of  Zinc  ore  was  ob- 
tained. The  ore  occurred  in  a  pocket-shaped  longitudinal  mass,  entirely 
giving  out  at  one  place  but  soon  thickening.  The  Zinc  blende  found 
here  is  desseminated  through  the  Limestone.  Silicate  of  Zinc  also  to 
the  amount  of  several  hundred  pounds  has  also  been  obtained  both 
from  the  Limestone  and  Chert.  Two  hundred  yards  east  a  shaft  was 
Slink  in  the  valley  54  feet  deep,  but  no  Lead  obtained,  but  many  fine 
Calcite  crystals  were  brought  up,  some  of  them  beautifully  modified. 

Cakthagb  Mikks, 

Some  mining  was  formerly  done  at  several  places  near  Carthage, 
mostly  on  land  belonging  to  Messrs  Tower  and  Regan.  In  N.  E.  Sec. 
8,  T.  28,  G.  31,  I  observed  a  pit  about  4  feet  deep,  showing  chiefly  a 
reddish-brown  heavy  Spar  with  Limonite.  This  place  is  remarkable 
as  being  the  oaly  locality  where  heavy  Spar  has  been  found  in  this 
county.  Masses  of  Chert  are  strewn  on  the  hillside  below.  A  high 
mound  in  S,  E.  Sec.  8,  is  capped  with  Sandstone  evidently  of  the  age 
of  the  Lower  Coal  Measures,  On  its  southern  end,  a  pit  has  been 
excavated  55  feet  deep.  In  the  thrown  out  debris  I  observed  Shales 
and  Sandstone  with  Stigmaria  and  Ferns,  and  masses  of  dark  ash-col- 
ored argillaceous  Limestone,  showing  obscure  lines  of  fossils  replaced 
by  Calcite,  and  also  intersected  by  minute  Calcite  veins.  The  forms 
of  fossils  were  most  too  vague  to  determine  their  character,  but 
Bryozoa  and  a  fossil  which  may  be  a  Ehomhopora  were  observed. 
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This  rock  has  the  appearance  on  one  Bide  of  having  been  sub- 
jected to  pressure,  and  of  having  slipped  a  little  while  in  a  plastic  con- 
dition. It  incloses  Zinc  blende,  Calcite  and  Dolomite,  with  fragments  of 
Coal  and  Bitumen  and  Iron  Pyrites,  generally  associated  as  if  in  a 
vein.  I  could  see  no  evidence  of  a  large  quantity  of  any  useful  min- 
eral. 

On  Mr.  Tower's  land  in  8  W.  N.  W.  Sec.  17,  situated  on  a  flat  de- 
pression of  the  prairie,  are  a  number  of  old  shafts  bounded  on  the 
west  by  a  shallow  ravine  running  south.  The  deepest  pits  were  about 
30  feet  deep,  and  occupied  a  space  in  the  prairie  of  about  250x100  feet. 
No  mining  had  been  done  for  some  time,  consequently  none  of  the 
pits  Were  in  a  condition  to  be  examined;  we,  therefore,  are  unable  to 
treat  of  the  occurrence  of  the  ores.  Lead  ore.  Zinc  blende  and  Silicate 
of  Zinc  are  found. 

On  other  lands,  of  this  same  company,  lying  in  Sec.  33,  T.  28,  K. 
31,  are  evidences  of  extensive  mining,  but  none  of  recent  date. 

Several  pits  were  dug  50  feet  deep,  nearly  all  showing  alternations 
of  Ohert  and  red  Clay  from  the  surface  down.  In  some  of  them  a  fine- 
grained Limestone  was  reached  at  10  feet.  On  the  south-east  slope 
were  observed  fragments  of  fine  grained  Sandstone  of  a  good  quality 
for  whetstones,  a  portion  containing  remains  of  Stigmaria  Hooides. 
This  was  from  a  shaft  50  feet  deep.  I  was  informed  that  10  inches  of 
Coal  was  found  at  the  bottom.  This  must  be  in  the  form  of  a  pocket, 
for  in  shallow  pits,  adjacent  on  the  west,  are  Lower  Carboniferous 
rocks.  Some  of  the  Limestones  here  are  doloraitic,  and  some  are  bi- 
tuminous. Some  Lead  has  been  found,  but  I  could  obtain  no  data  as 
to  quantity. 

Davis'  Mines, 

Examined  by  C.  J.  Norwood.  These  mines,  worked  by  Morgan  Davis, 
on  land  belonging  to  Wm.  McGowan,  are  located  in  N.  W.  N.  E.  Sec. 
29,  T.  28,  K.  30.  Only  60  pounds  in  all  have  been  taken  out  here — in 
small  pieces — the  largest  weighing  only  one  and  a  quarter  pound.  This 
was  found  associated  with  red  Clay  and  Ohert,  occupying  a  fissure  in 
the  Limestone.  Mr.  Davis  has  blasted  considerably  in  the  Limestone, 
and  minute  specks  of  Lead  are  found  in  the  suture  (StyloUie)  joints 
of  the  rock.     Keokuk  fossils  occur  in  the  Limestone. 

Rickbk's  DiGaiKGa, 

Examined  by  O.J.  Norwood.  Several  shafts  have  been  sunk  in  Sec. 
17,  T.  28,  R.  30,  on  the  dividing  ridge  between  Spring  River  and  Centre 
Creek,  one  passing  through  18  feet  of  Red  Clay  and  Chert  into  Lime- 
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stone.  Another  was  sunk  25  feet  through  Sand  and  Clay  Shales  to 
Limestone.  The  Shale  contains  only  nodules  of  Iron  Pyrites,  on  which 
repose  Zinc  Blende  in  small  quantities. 

J! rook's  Misks, 

Examined  by  C.  J.  Norwood.  These  are  in  S.  W.  S.  E.  Sec.  7,  T.  27,  K. 
SI.  Two  shafts  have  been  sunk,  one  of  tliem  21  feet  deep  through 
Ked  Clay  and  Chert,  but  no  mineral  obtained.  The  other  shaft,  120 
feet  south-east,  is  46  feet  deep,  but  was  in  no  condition  for  examination. 
The  miners  furnished  the  following  section  : 

Wo,  1.    28  feet  Bed  Clay  and  Chert. 

No.  2.    1  foot  soft,  white,  poroua  Chert,  sometimes  called  Cotton  Kock. 
No.  3.    2  feet  Bed  Clay. 

No.  i.    15  feet  gray,  coarse  Dolomitic  Limestone,  containing  much  Calcitc  and 
sorae  flesli-Rolored  Dolomite. 

About  200  pounds  of  Galena  have  been  taken  out  of  No.  3.  At 
the  bottom  the  Galena  seemed  to  enter  a  crevice  in  No.  4,  but  no 
heavier  deposits  were  found.  The  bottom  is  a  cherty  breccia  cemented 
by  Dolomite.  A  small  piece  of  heavy  Eed  Limestone  was  picked  up 
from  among  Ihe  thrown  out  debris,  which  may  probably  contain  Oxide 
of  Lead. 

"W".    S,   rLBMISQ'a  DiGGISGa, 

In  N.  W.  N.  E.  Sec.  6,  T.  27,11.  31.  Several  shafts  have  been  sunk, 
passing  through  first  9  feet  of  Clay,  with  some  Chert  and  entering 
Limestone,  The  shafts  here  have  been  dug  27 feet,  obtaining  only  150 
pounds  of  mineral  from  one  of  them,  but  none  in  the  others. 

Gbove  Ckbbk  Mixes. 

A  particular  description  of  these  mines  will  be  found  in  Dr. 
Schmidt's  Report. 

CALViiin's  Shaft, 
Is  33  feet  deep,  and  gives  ( he  following  section : 

No.  1.    1  foot  Soil  and  Gravel. 
No.  2.    2  feet  Red  Clay  and  a  little  Gravel. 

No.  3.    Mostly  Chertand  Clay,  with  Eed  and  Yellow  Clay  below,  extending  to 
coarse,  liard,  Gray  Limestone  at  28  feet. 

Lead  was  obtained  at  26  feet,  and  thence  to  the  bottom  generally 
associated  with  Chert,  but  at  the  bottom  it  occurs  in  a  hard,  close- 
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i  Limestone,  the  latter  also  containing  angular  pieces  of  Chert. 
■Some  Silicate  of  Zinc  is  aleo  found.  In  another  shaft,  40  feet  distant, 
Lead  was  found  at  15  feet  depth,  mixed  with  Grave!.  Another  shaft, 
50  feet  in  depth,  near  Calvert's,  has  been  worked  for  many  years.  Be- 
fore the  war  50,000  pounds  of  mineral  were  raised,  and  daring  the  war 
some  mining  was  done,  and  the  mineral  smelted  on  a  logheap,  covered 
with  Clay.  Sixty  feet  west  of  Calvert's,  a  shaft  was  sunii  60  feet  deep, 
hut  no  mineral  found.  Another  pit,  75  feet  south-east  of  Calvert's,  50 
feet  deep,  in  mostly  Red  Clay,  with  hut  little  Chert,  and  some  Galena, 
at  35  feet  depth. 

Moses  Jbwitt's  Shaft. 

Some  Chert  and  Limestone  on  0"e  side;  on  the  other  crystals  of 
Galena  occur  disseminated  through  Tallow  Clay,  and  10  feet  above 
:the  bottom  large  cubes  occur  in  the  Clay.  la  cherty  Limestone  at  the 
bottom  are  also  large  cubes  of  Galena.  The  Chert  sometimes  forms 
a  brecciated  mass,  with  Calcite,  Clay,  Galena  and  Silicate  of  2inc. 

Smith's  Shaft, 

'Thirty  feet  sonth  of  Jewitt's,  is  50  feet  deep.  A  good  deal  of  Lead 
was  obtained  at  about  15  feet  depth.  Eed  Clay  occurs  nearly  to  the 
bottom.  During  the  winters  of  1S72  and  1873  300,000  pounds  of  min- 
eral were  obtained  from  this  shaft  alone.  The  bottom  rock  is  close- 
grained  Dolomite,  containing  angular  pieces  of  Chert  and  disseminated 
cubes  of  Galena. 


Lead  has  been  obtained  here  from  the  top  down,  mingled  with 
.Flint  and  Clay,  Near  the  bottom  occurs  a  hard  and  soft  Silicious 
iimestone,  containing  Galena.  A  side  drift  was  extended  for  20  feet 
and  another  shaft  sunk,  and  mineral  obtained  throughout,  and  in  pay- 
ing quantities.  Another  shaft,  75  feet  east,  and  50  feet  deep,  extends 
10  feet  below  the  Chert  beds.  At  the  bottom  there  is  a  red  Limestone, 
containing  Oaicite,  A  little  Zmc  Blende  has  been  obtained.  In  drift- 
ing northward  to  another  shaft  for  16  feet,  8,000  pounds  of  mineral 
■were  obtained.  In  a  pit  20  feet  south  of  Smitli's,at  15  feet  depth,  Sili- 
cate of  Zinc  was  obtained. 

John  Brown's  Shaft, 

In  a  pit  in  a  valley  a  half  mile  south,  Galena  wag  obtained  at  18  feet 
depth,  from  a  gray  porous  Limestone.  A  little  Zinc  Blende  was  also 
found. 
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Glow's  Shaft. 


This  shaft  is  situated  on  the  edge  of  a  valley,  and  ia  SO  feet  deep* 
passing  through  a  loose  local  drift  of  Limestone,  Coal  Shale,  etc.,  to 
Limestone.  I  was  informed  that  30,0(K)  pounds  of  mineral  had  been 
taken  out  in  one  week.  The  Limestone  is  a  coarse-grained  Dolomite, 
containing  innumerable  disseminated  particles  of  Asphaltum,  which 
give  it  a  dark  gray  appearance. 

Oi-D  Duff's  and  other  Diggingh. 

These  mines  are  on  the  prairie,  about  half  way  from  Scotland  to 
Joplin,  and  are  mostly  abandoned.  Occasionally  some  mining  has 
been  done.  On  H.  Taylor's  land,  in  Sec.  25,  T.  27,  R  32,  are  about  IS 
shafts,  iiidicating  a  superficial  formation  of  red  Clay,  overlying  coarse 
bituminous  Limestone.  Some  mineral  has  been  obtained  here.  Oa 
Moffit's  and  Sargent's  land,  in  the  same  neighborhood,  in  Sec.  31,  8.  E., 
T.  28,  K.  32,  there  are  a  good  many  pits  and  a  few  recent  diggings.  Sili- 
cate of  Zinc  and  Galena  have  been  found. 

BiHCii'a  Mines. 

Location,  S.  W.  N.  W.,  Sec,  11,  T.  ^7,  R.  32.  These  mines,  we  may 
say,  are  tributary  to  the  Grove  Greek,  being  in  sight.  They  occupy 
the  highest  part  of  the  prairie  and  the  shafts  are  sunk  on  level  ground, 
showing : 

No.  1.    ]  foot  dark  Soil. 

No.  2.    IJ  feetTellow  Clay,  with  bot  little  Gravel. 

No.  3.    2  to  10  feet  rod  Clay  and  eliei'ty  Gravel. 

Galena,  Carbonate  of  Lead  and  Silicate  of  Zinc  are  the  minerals 
found  here.  The  shafts  are  from  30  to  40  feet  deep,  and  from  many  of 
them  there  has  been  no  mineral  obtained.  In  Leverton,  Davis  &  Go's 
shaft  Lead  was  obtained  from  13  feet  depth  to  the  bottom,  40  feet- 
The  mineral  was  found  dilFused  in  bull' and  brown  soft  rock  and  Ghert^ 

From  March  1,1873,  to  August  1st,  these  mines  yielded  40,000 
pounds  of  mineral.  Recent  information  is  that  although  at  one  time 
they  did  not  yield  vrell  that  they  are  now  yielding  profitably- 

The  Birch  and  Grove  Creek  Mines  are  leased  by  Davis  &  Mur- 
phy, and  from  March  15,  to  August  1,  they  have  shipped  13  car  loads 
of  Lead  from  these  mines,  each  car  containing  270  pigs  of  75  pounds 
each. 


,v  Google 


JASPER   COUH'jy. 


MlNKKSVlLLE. 


This  is  one  of  the  oldest  mining  districts  of  Jasper,  and  is  located 
on  the  Memphis,  Carthage  and  North-western  Railroad,  being  the 
main  shipping  point  for  all  the  Jasper  county  mines.  The  rock  in  the 
shafts,  whether  Limestone,  Chert  or  Sandstone,  is  hard.  The  minerals 
obtained  are  QaJena,  Zinc  blende  and  Carbonate  of  Zinc ;  some  of 
the  latter  apparently  recently  formed  in  minute  globules  on  brecci- 
ated  Chert,  containing  Zinc  blende — the  formation  having  taken  place 
since  the  Chert  was  quarried  out  of  the  shaits. 

Bitumen  is  found  in  maaeive  aemiviscid  form  in  the  Limestone,,, 
and  associated  with  beautiful  crystals  of  Dogtooth  Spar. 

SiEPHEsa'  Mikes, 

These  are  owned  by  Davis  &  Murphy,  and  are  located  in  W.  half 
N.  W,  Sec.  31,  T.  27,  K.  33,  on  slopes  of  a  hillside,  making  into  a  narrow 
valley,  tributary  to  Turkey  Creek.  The  formations  include  Clay  and 
loose  Chert  for  10  feet,  then  Chert  and  masses  of  Limestone,  contain- 
ing Zinc  Blende  and  Lead,  None  of  the  shafts  were  deep  when  I  vis- 
ited the  place.  In  Neeley'a  shaft,  21  feet  deep,  there  was  some  Chert 
associated  with  a  good  deal  of  decomposed  Dolomite  at  the  bottom... 
In  the  latter  quantities  of  Galena  were  being  taken  out.  Mr.  Neely 
reported  that  five  men  took  out  a  little  less  than  6,000  pounds  of  Lead 
mineral  in  one  week. 

The  Zinc  Blende  assumes  the  form  and  color  of  beautiful  crystals, 
much  of  it  of  a  Garnet  color. 

Leadvii-lk. 

These  mines  are  two  miles  north-west  of  Joplin  and  extend  a  little 
over  a  quarter  of  a  mile  along  a  small  valley,  reaching  north  to  Tur- 
key Creek.  Geo.  Cavanaugh,  Duif  and  Keanden  worked  here  in  1851.  , 
Taylor  bought  them  in  1851  and  Orchard  mined  here  in  1853.  These 
old  shafts  still  continue  productive.  One  of  them  is  70  feet  deep,  in 
which  mineral  was  obtained  at  50  feet  and  below.  At  the  bottom  is 
solid  Limestone  with  lenticular  Chert  beds,  in  which  Galena  and  Zinc 
Blende  occur  in  horizontal  sheets,  arranged  as  shown  in  Fig,  2. 

In  the  Horseshoe  Diggings  mineral  was  obtained  in  large  quan- 
tities from  shafts  not  over  20  feet  deep.  A  little  higher  in  the  hill  a. 
shaft  ^8  feet  deep  yielded  very  little  mineral.  Loose  Chert  was  taken 
from  the  upper  part.  The  lower  26  feet  includes  Limestone,  brecciated- 
and  whitish  Caicite. 

In  Phillips'  shaft,  at  Leadville,  gray  Limestone  was  struck  at  18- 
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feet  depth,  which  continued  for  20  feet.  He  then  passed  a  20-mch 
band  of  Galena  and  Zinc  Blende  in  Chert  to  a  soft  opening,  with  liard 
rock  below.  Beautiful  crystals  of  Zinc  Blende  and  Galcite  were  ob- 
tained at  these  mines,  the  Oalcite  being  often  in  large,  Amber  colored 
■'■'  Dogtooth  "  forms. 

JOPLIN, 

Limestone  crops  ont  below  the  town  in  blnffa  on  the  west  side  of 
Joplin  Greek,  for  about  50  feet  from  the  bottom  of  the  hill,  and  on 
the  east  side  of  Lone  Elm  Creek,  not  far  from  Tnrkey  Creek,  for  25  or 
30  feet  up  the  bluff.  In  Byer's  shaft,  at  the  south-west  corner  of  Jop- 
lin, occurs  a  solid  Dolomite,  So,  although  these  Limestones  extend 
at  intervals  high  in  the  hills,  excavations  show  the  solid  beds  to  be 
wanting  in  many  places  and  their  place  occupied  by  loose  Chert  or 
large  broken  masses  of  Dolomite  or  decomposed  Dolomite  or  red  Clay. 
The  Lead  is  to  be  found  in  these  broken  masses,  mostly  irregularly 
distributed.  Excavations  show  this  broken  mass  to  be  sometimes  as 
much  as  40  feet  thick,  resting  against  a  solid  wall  of  Limestone,  a 
good  example  of  which  may  bo  seen  in  Keith's  shaft,  on  Porter's  land. 
The  driftings  here  extend  about  north  and  south  and  show  that  there 
is  a  north  and  south  concealed  line  of  bluff.  The  solid  rock  contains 
some  Gal'sna  butitismoatlydistributedin  the  soft  mass.     (See  Fig.  3.) 

Excavations  in  Joplin  Valley  frequently  penetrate  a  blue,  shaly 
Sandstone,  which  may  probably  belong  to  the  age  of  the  Coal  Mea- 
sures, but  it  is  evidently  a  drifted  deposit.  We  also  hear  of  a  little 
Coal  being  sometimes  found,  but  these  deposits  are  also  mere  pockets. 
Just  west  of  Joplin,  I  examined  one  of  these,  showing  the  Coal  to  be 
of  irregular  form  of  deposit,  thinning  out  entirely  at  one  end.  The 
other  I  could  not  see,  but  it  also  has  proven  to  thin  ont  in  that 
direction.  The  quality  is  poor  and  quantity  insuiHcient  for  profitable 
■mining. 

To  show  the  progress  of  mining  here,  I  give  a  few  statistics,  fur- 
nished by  Tbos.  B.  Dorsey,  of  mineral  taken  out  on  the  Porter  land — 
120  acres ; 
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DiTB. 

P0UNI>S. 

EBSfAEira. 

1871.    Decemb  r 
3872.    Jmuarv 
February 
Marcb 

4,150 

10,350 
Gy,402 
104,400 
03,000 
4S,000 
148,000 
101,000 
72,000 
118,000 
104,000 
80,5(0 
231,000 
255,000 
400,000 
355, 000 
272, OGO 
176,000 
164,000 

August 

September 

October 

Very  dry.    The  mineral  had  to  be 
hauled  two  miles  to  be  washed. 

IRON    ORE. 

Small  pieces  of  brown  Hematite  are  occasionally  met  with,  but 
none  was  observed  in  quantity  sufficient  for  investment.  At  Mc- 
Daniel's,  two  miles  east  of  Carthage,  a  piece  measuring  one  foot  by 
six  inches  was  picked  up.  It  was  found  with  Chert,  and  may  have 
■originated  from  the  upper  Chert  beds  of  the  Lower  Carboniferous 
Formation.  In  Sec.  3i,  T.  29,  R.  30,  and  at  several  places  in  the  neigh- 
borhood, small  pieces  of  ore  are  occasionally  found,  but  there  is  no 
evidence  of  any  large  deposit. 

At  Mr.  Isaac  Schooler's,  in  N.  half  S.  E.  Sec.  28,  T.  29,  R.  30,  Mr. 
Norwood  observed  loose  fragments  of  similar  ore  in  a  space  of  about 
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30  yards  in  circumference.     Its  geological  position  is  probably  the- 
same  as  that  of  the  other  places  just  mentioned. 

On  Mr,  Tower's  land,  in  N.  W.  8ec.  8,  T.  28,  K.  31,  a  pit  dug  dis- 
closed four  feet  of  heavy  Spar,  with  large  streaks  and  pockets  of 
brown  Hematite, 

COPPERAS    "WELL. 

At.  J.  S.  McConnell's,  Sec.  32,  T.  30,  R.  33,  is  a  well  of  Btrong^ 
mineral  water.  Mrs.  McCoiinell  informed  Mr,  Norwood  that  if  the 
water  were  sweetened  a  little  it  would  make  excellent  pickles.  This 
proves  it  to  contain  sulphuric  acid.  The  well  was  13  feet  deep,  of 
which  the  upper  8^  feet  of  sandy  Shale  is  divided  from  the  lower  4 
feet  of  sandy  Shale  by  6  inches  of  Coal.  The  water  was  said  to  be- 
good  when  the  well  was  first  dug,  but  after  using  it  a  year  and  a  half, 
it  became  suddenly  so  strongly  impregnated  with  sulphuric  acid  that 
it  was  rendered  entirely  unfit  to  drink,  and  impossible  to  use  for 
washing. 

BUILDING    STONE. 

The  Limestones  found  on  most  of  the  streams  are  strong  enough 
and  salliciently  durable  for  all  building  purposes,  but  are  too  often  too- 
irregular  in  their  beds.  They  also  contain  too  much  Chert  to  recom- 
mend them  very  highly,  but  they  will  burn  into  excellent  lime. 

The  Sandstones  are  more  sought  after  for  building  purposes.  They 
may  be  found  in  good  dimensions  and  in  large  quantity.  Good  quar- 
ries can  be  opened  in  the  northwestern  part  of  the  county,  in  T,  30, 
Us.  33  and  33. 


COAL  MEASURES. 

BY    CHARLES   J.   NORWOOD. 

The  Coal  Measures  are,  with  the  exception  of  three  or  four  smal 
basins,  confined  to  the  north-west  portion  of  the  county.  That  part 
embraced  in  T.  30,  R.  33,  and  T.  30,  R.  32,  with  about  three  sections  of 
T.  30,  R.  31,  bordering  on  the  north  county  line.  They  then  spread 
■west  into  Kansas  and  north  into  Barton  county,  with  the  rocks  dipping 
a  little  north  of  west.  There  are  at  least  four  and  perhaps  five  dis- 
tinct beds  of  Coal  in  this  region,  all  of  which  have  been  worked  at 
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■one  time  or  another.  It  must  not  be  supposed,  however,  that  Coal 
underlays  the  whole  area  laid  down  as  "Coal  Measures."  For  there 
is  considerable  undulation  of  the  surface,  the  prairie  spreading  out  in 
long,  gentle  roiis  or  slopes,  with  sometimes  the  Lower  Carbonii'erous 
rocks  approaching  near  the  surface,  covered  by  only  a  few  feet  of  the 
<!loal  formation,  and  again  rising  in  high  mounds  and  ridges,  some  of 
them  attaining  a  bight  of  100  feet  above  the  general  plain.  About 
one-half  of  the  Coal  beds  occur  only  in  mounds  or  ridges,  and  the 
presence  of  the  others  in  the  low  land  is  governed  altogether  by  the 
regularity  or  irregularity  of  the  surface.  Without  a  topograpliical 
survey  having  been  made  it  is  therefore  impossible  to  designate  in 
this  report  at  just  what  points  Coal  may  or  may  not  be  reached.  It  is 
believed,  however,  that  at  least  one  bed  of  Coal  is  co-extensive  with 
that  region  included  in  the  area  marked  as  Coal  Measures  on  the  map. 
And  this,  although  it  may  not  be  considered  of  commercial  import- 
ance is  still  valuable  as  a  fuel — taking  the  place  of  timber. 

The  thickest  Coal  is  18 inches,  while  the  thinnest  ranges  from  11  to 
14  inches.  When  capable  of  being  stripped  even  these  Coals  are 
profitable  in  some  parts  of  the  Coal  region. 

The  lowest  bed  is  that  seen  near  Medoc,  oa  Little  North  I'ork,  at 
Mr.  T.  C.  Arnot's  Coal  bank,  and  is  probably  equivalent  to  the  lowest 
bed  found  at  Cline's  mound,  in  Barton  county.  It  is  14  inches  thick 
and  covered  by  five  and  a  half  feet  of  blue,  sandy,  semi-bituminous 
Shale,  with  Sandstone  still  above.  The  Coal  is  made  up  of  alternations 
of  dull  and  shiny  black  layers.  At  the  top  there  is  considerable 
Pyrites,  but  towards  the  bottom  the  Coal  is  of  good  qualily.  A  short 
distance  down  the  creek  Lower  Carboniferous  Limeslone  is  found, 
occupying  a  iopographioal  position  above  the  Coal,  Ihe  latter  seem- 
ing to  have  been  brought  down  by  a  fault.  This  is  the  more  probable 
as  the  Coal  lies  pretty  horizontally  in  the  creek  bed,  while  at  Medoc, 
where  the  Limestone  was  observed,  we  find  some  26|  feet  of  Lower 
Carboniferous  rocks  rising  above  the  creek. 

Near  Mr.  Arnots,  another  Coal  was  found  occupying  a  position 
about  ten  feet  above  that  Coal  seen  at  his  bank.  The  bed  is  fifteen 
inches  thick.  At  the  outcrop  it  is  rotton,  and  of  course  we  can  not 
fjudge  of  its  quality.  This  we  believe  to  be  a  new  discovery.  It  is 
capped  by  one  foot  of  conglomerate,  while  above  that  four  feet  of 
hard  gray  Sandstone  is  seen. 

At  Mr.  McConnel's,  in  S.  half  N.  W.  Sec.  33,  T.  30,  E.  33,  a  Coal 
bed  is  found  occupying  a  position  above  Arnot's,  and  is  probably 
equivalent  to  the  Third  Coal  from  the  top  at  Cline's  mound.  Mr. 
McC's  Coal  is  11  to  12  inches  thick,  at  one  place  covered  by  a  foot  of 
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light  blue  sandy  Shale,  and  at  another  by  two  feet  of  local  Drift  and 
soil,  the  Drift  being  composed  of  small  fragments  of  Carbonate  of 
Iron  and  Sandstone.  Below  the  Goal  is  seen  an  ochreous  blue  Olay 
Shale.  The  same  bed  is  worked  by  Mr.  Thos.  Smith  just  south  of  Mr. 
McConnell'e,  in  S.  E.  S.  W.  Sec.  32,  T.  30,  E.  32,  and  is  said  to  be  18- 
inches  thick.  North  and  north-west  of  Mr.  McConnel's,  Sandstone 
is  found  on  a  mound,  being  about  40  feet  above  Smith's  Coal. 

On  Duval  Creek,  7  to  14  feet  of  semi-bituminous  Shale  was  ob- 
served occupying  a  position  below  the  Coal.  This  Shale  is  above  the 
Medoc  Coal,  and  the  Shale  overlying  the  Medoc  Coal  may  be  apart, 
of  this.  Of  this,  however,  we  have  no  proof!,  and  it  is  doubtful;  it. 
(the  Medoo  Shale)  may  be  considerably  lower. 

The  following  is  a  general  section  of  rocks  in  sections  28,  29  and 
32,  T.  30,  R.  32  : 


No.  1.  2  teet  biilTaiicI  g'rey  micaiifous  Sandstone. 

No.  2.  29  feet  slope;  mostly  Sandstone. 

No.  8.  5  feet  sandy  Shale. 

No.  4.  12  to  18  Inches  Ooa!. 

No.  B.  7  to  14  feet  semi-bitiimuious  Stiale  to  beiJ  ol  Duval  Urcck. 

In  Sec.  24  {?),  T.  30,  R.  32,  Coal  which  may  be  referred  to  the  top- 
bed  at  Cline's  mound,  in  Barton  county,  is  found.  At  this  place  we 
find  five  feet  of  buff  to  brown  micaceous,  generally  soft,  coarse  Sand- 
stone overlying  the  Coal  with  ten  inches  of  conglomerate,  composed 
mostly  of  intercalate^  fragments  of  Ironstone.  This  is  seen  on  a- 
mound,  rising  72  feet  above  the  prairie  level. 

At  Round  Mound,  in  N.  E.  quarter  Sec.  IT,  T.  30.  E.  31,  the  same 
Sandstone  is  found,  capping  the  mound,  while  67  feet  below,  two  feet, 
of  "Keokuk  Limestone"  (Lower  Carboniferous)  is  found  exposed  in 
the  prairie.    The  mound  is  45  feet  high. 

Just  west  of  Round  Mound,  there  is  a  ridge  upon  which  are  two 
beds  of  Coal  worked  by  Mr.  Huntley.  These  -beds  may  be  referred 
to  the  two  upper  ones  on  CHne's  Mound,  in  Barton  county. 

The  following  section  eshibits  the  relative  posilion  of  the  sirata : 

No.  1 .  17  feet  slope  covered  by  frasmeiits  of  Sandstone. 

No.  li.  10  incbes  coarse,  gritty,  re(!(lis!i  and  gray  Sandstone. 

No.  3.  3J  feet  drab  and  reddish  Sandstone  and  Shale,  with  a  few  Oarbonii,eeous 

streaks. 

No,  4.  16  inches  good  Coal. 

No.  6.  5  Jeet  slope. 

No.  6.  18  inches  white  potter's  Clay. 

No,  7.  1  foot  red  and  ochreous  Clay. 
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No.    8.     12  inches  blue  and  scmi-bitiiminous  Shale. 

No.    a,    H  inches  Coai. 

No.  10.    50  feet  siope  to  prairie  level. 

From  the  foregoing  observations,  and  with  data  obtained  atOline's 
Mound,  we  are  enabled  to  construct  the  following  approximate  ver- 
tical section  of  the  Coals: 

No.    I.  55  feet  slope,  lower  part  covered  with  fragments  of  curiously  ripple- 

niarlied  Sandstone.    This  is  iVom  a  Wgh  mound. 

No.    3.  S}  feet  Sandstone. 

No.    3.  10  inches  Conglomerate,  not  always  present. 

No.    4,  16  inches  ^od  Ooal.    Found  on  Mounds.    (ISqnal  to  Upper  Lamar  Coal.. 

No.    B.  4  feet  potter's  Clay. 

No.    6,  15  to  20  feet,  Eocka  covered. 

No.    7.  5  feet  Bandy  Shale. 

No.    8.  13  to  18  inches  Coal.    Found  on  moimds  and  ridges.      (Equal  to  Middle: 

Lainar  Coal.) 

No.    8.  2  feet  blue  Shale. 

No.  10.  14  feet  semi-bituminous  Shale. 

No.  11.  5  feet  Sandstone. 

No.  12.  4  leet,  Koolts  covered. 

No.  13.  2J  feet  Sandstone. 

No.  14.  BJ  feet  sandy,  semi-bituminous  Shale. 

Ho.  15.  14  Inches  Ooal.    (Equal  to  Cline's  Goal.) 

No,  13.  25  feet  sloce  (about  this  distance). 

Ko.  17-  Sub-Carboniferous  Limestone. 

The  foregoing  is  not  given  as  being  an  exaotly  correct  section,  for 
it  was  impossible  to  get  a  view  of  all'  the  Kocks.  The  prairie  is  con- 
tinually changing  its  level, with  long,  gentle  slopes;  and  as  there 
were  no  raeaiis  to  get  the  topography  of  the  country,  we  could  not 
use  that  as  a  basis  for  referring  heights.  However,  we  believe  the 
section  to  be  very  near,  if  not  quite  correct. 

In  W.  half  lot  %  Sec,  2,  T.  S:9,  R.  31,  Mr.  James  Goff  has  opened  a 
Coal  bank. 

The  Coal  occurs  in  a  basin  formed  in  Archimedes  (Keokuk) 
Limestone.  The  bed  averages  about  18  inches  in  thickness,  and 
its  greatest  extent  is  N.  N.  E.  The  course  of  the  exposed  face  of 
the  bed  is  S.  E.  and  S.  W.  At  the  S.  E.  end  of  the  bank,  lower  Car- 
boniferous Chert  is  found  covering  the  surface,  fifteen  feet  above  the 
topographical  position  of  the  Coal,  which  dips  20  deg.  N.,  20  deg.  W. 

At  the  north-west  end  Archimedes  Limestone  is  exposed,  occupy- 
ing a  position  five  feet  above  the  Opal,  which  it  cuts  off.  The  Coal  at 
this  end  dips  10  deg.  S.,  55  deg.  E,    The  surface  toward  the  north-east 
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IB  pretty  level,  and  is  from  7  to  10  feet  above  the  Coal.  Toward  the 
north-west,  south-west  and  Bouth-eant,  the  Coal  extends  for  a  short 

■  distance  only,  being  cut  off  by  Lower  Carboniferous  Limestone,  which 
is,  we  may  say,  the  surface  Rock,  Toward  the  north-east,  however, 
the  Coal  may  hold  out  for  several  years.  Erom  the  nature  of  the  coun- 
try, its  exact  limit  in  that  direction  can  only  be  toM  by  sinking  shafts. 
It  was  supposed  by  many  that  the  Coal  would  be  fouod  under  the 
Limestone  at  the  north-west  end  of  the  bank,  and  that  it  would  be 
thicker  and  of  better  quality.  This,  however,  is  a  mistake,  as  it  is 
known  that  no  Coal  occurs  under  that  series  of  Limestones,  (in  the 
United  States,)  of  which  the  one  in  question  is  a  member.  Even  if 
this  Limestone  belonged  to  the  Coal  Measures,  the  strong  dip  of  the 

■Coal  would  show  that  it  will  not  be  found  under  this  particular  one. 
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BARTON  COUNTY. 

BY   G.   C.  EilOADHEAD. 


This  county  embraces  an  area  of  5S0  square  miles, including  about 
125  of  timber,  which  is  mostly  confined  to  the  immediate  vicinity  of 
the  streams. 

Timber  is  very  scarce  in  the  western  portions  of  the  county. 

The  general  surface  of  the  county  is  gently  undulating  or  rolling, 
or  occasionally  relieved,  at  intervals  of  from  three  to  ten  miles,  by  a 
mound  gently  rising  above  the  undulating  plains  fo  a  hight  of  from 
70  to  140  feet,  but  not  often  more  than  100  feet,  and  often  much  less. 

The  bluffs  along  the  streams  are  not  often  over  50  feet  high.  The 
most  broken  part  of  the  county  is  that  lying  east  of  Horse  Creek,  in 
the  north-east  part  of  the  county. 

S  T  ]i  E  A  M  S  . 

None  of  the  streams  are  rapid,  nor  are  all  of  them  constantly  rnn- 
ning;  but,  from  the  fact  of  their  flowing  through  and  over  Sandstone, 
the  water  is  not  muddy,  and  is  even  at  times  very  clear.  The  princi- 
pal streams  are  ■  North  Fork  of  Spring  Eiver,  sometimes  called 
Muddy;  Little  North  Fork;  Dry  Wood  and  Little  Dry  Wood,  and 
Horse  Creek,  The  central  portion  of  the  county  appears  to  occupy 
the  position  of  a  main  water  shed.  From  this  the  Dry  Woods  flow 
north  and  north-west,  and  the  branches  of  Spring  River  southward. 
The  streams  flowing  north  toward  the  Osage,  those  on  the  south  to 
Spring  River  and  thence  to  the  Arkansas.  The  North  Fork,  entering 
the  county  in  the  South-east,  is   arrested  by  a  barrier  of  Lower  Car- 
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honiferoua  rocks,  and  flows  away  to  the  North-west,  skirting  the  line 
of  the  Coal  Measures  and  the  Lower  Carboaiferous  rocks  until  it  al- 
most reaches  the  center  of  the  comity,  where,  no  longer  impeded,  it 
curves  around  south-west  and  southwardly,  still  keeping  the  Lower 
Carboniferous  I'orraationa  on  its  left  bank,  and  leaves  the  county  with 
a  slight  dash  across  a  low  exposure  of  these  rocks. 

Where  the  Lower  Carboniferous  rocks  appear,  we  find  good 
springs ;  for  instance,  near  Dublin  and  in  Sees.  25  and  30  of  T,  33  Ks. 
2'.)  and  30.  There  are  some  wells  of  good  water  in  the  county,  but 
many  of  them,  when  they  extend  into  the  lower  Shales  of  the  Coal 
Measures,  are  of  a  disagreeable  taste,  either  impregnated  with  Alum 
or  Sulphate  of  Iron.  In  Lamar  are  several  lasting  springs  of  good 
water.  Mr.  Ward,  in  Sec.  33,  T.  31,  E.  30,  has  a  well  of  excellent  qual- 
ity. The  well  is  52  feet  deep,  and  has  a  general  supply  of  about  30 
feet  of  water,  which  mainly  flows  from  a  source  30  feet  below  the  sur- 
face. The  formation,  passed  through  in  boring  this  well,  was  mostly 
Sandstone,  and  two  days  were  occupied  in  boring  fhe  well,  at  a  coat 
of  $1.00  per  foot.  Mr.  Burr,  three  miles  west  of  Lamar,  bored  a  well 
75  feet  deep  through  Sandstone  and  Sandy  Shales,  at  a  cost  of  |11.50 
per  foot. 

The  streams,  near  tlieir  origin  in  the  priiiries,  occupy  a  gently  de- 
pressed valley  for  some  distance,  with  occasional  deep  and  wide  pools 
with  steep  margins  and  full  of  water-plants,  which  look  very  beauti- 
ful in  the  flowering  season.  Among  these  I  might  name  Nymjjhma 
odorata,  Brasenia peltatat  Nvphar  advena. 

When  the  streams  enter  the  timber  their  margin-s  are  fringed  by 
Birch,  Sycamore,  Elm,  Oak  and  Willow. 

The  first  signs  of  a  growth  of  limber  on  the  prairies  is  the  appear- 
ance of  small  persimmon  bushes.  They  are  very  common  nearly 
everywhere.  On  the  high  mounds  occasionally  are  found  a  few  small 
Cherry  trees.  Cherry  Mound  is  so  called  on  account  of  the  presence 
of  five  small  Cherry  trees,  the  largest  eight  inches  indiameter.  There 
are  no  other  trees  of  any  kind  within  three  miles.  The  seeds  have 
been  probably  brought  there  by  birds.  Another  low  mound,  three 
miles  south,  has  two  or  three  small  Cherry  bushes  jast  growing  up. 

GEOLOGICAL  TORMATIONS. 

The  superficial  deposits  of  this  county  include  Soils  with  some- 
times a  substratum  of  Local  Drift  ol  only  a  few  feet  fhicknes*,  and  the 
Allwoium.  along  the  streams. 

The  rock  formations  include  Lower  Oarhoniferous  and  Coal 
Measures.. 


,v  Google 


BAETON   COUNTY. 


LOWER  CARBONIFEliOUS. 


This  system  includes  the  Keokuk  Limestone  and  overlying  Chert 
beds,  which  present  types  of  both  the  St.  Louis  and  Chester  Groups. 
These  formations  show  an  exposed  surface  of  77  square  miles  in  the 
county, 

KEOKUK    GKOUP. 

This  formation  consists  generally  of  a  bluish  gray  or  dark  gray 
Limestone,  generally  Bituminous;  the  Bitumen  being  often  found  fill- 
ing minute  cavities  in  the  rock.  The  Limestone  is  often  in  thick,  even 
layers,  is  always  coarse-grained  and  contains  numerous  fragments  of 
Crinoid   stems.      The   other  fossils   observed   were  ;      Aotinoorinus 

Gouldi  {?),  Zaphrentis ,  Ft.  punctatus,  Pr.  semireticulatus,  Sp. 

pseudoUneatua,  Hemipronites  crenistria,  Platyoeras ,  PMlipsia 

.    The  greatest  observed  thicliness  of  these  beds  at  one  place  was 

25  feet.  It  ia  probable  that  they  are  about  75  or  80  feet  thick  in  Gol- 
den Grove.  I  say  so,  because  this  Limestone  was  thrown  out  of  a 
well  on  high  ground  near  the  southern  edge  of  the  grove,  and  one 
anile  north  Limestone  of  a  similar  age  appears  in  the  bed  of  a  branch 
at  about  75  feet  ]ower  down.  They  are  also  seen  on  Coon  Creek  and 
on  North  Fork,  in  the  southern  part  of  the  county. 

CHEJtT    BEDS. 

Above  the  Limestones  are  seen  loose,  irregular  masses  of  Chert 
strewn  over  the  surface,  but  in  no  place  appearing  in  a  solid  cemented 
bed.    The  fossils  most  abundantly  observed  were  :    Bryo2Qa ;  hut  Za- 

phrentis ,'  OrtMs  dubia,  Prodncttis  mesialiis,  P.  semireticula- 

hts,  Ilemiproniies  crenistria,  Pentremitee  oonoideus,  and  Oranatocri- 
nus granulosus  were  also  found. 

The  Chert  on  North  Fork,  near  Dublin,  abounds  in  Retzia  Ver- 
neuilana  and  ^irtfer  fpinosus,  indicating  a  Chester  type. 
OLD   DIGGINGS. 

In  Golden  Grove,  in, Sees,  4,  8,  9  and  16,  are  [many  ruins  of  former 
shafts,  most  of  them  now  nearly  filled  up.  These  old  shafts  are  reported 
to  have  been  here  before  the  Government  Surveys  or  first  settlements 
were  made.  Some  years  ago  a  Mr.  Little  explored  an  old  pit  audit  is 
said  that  he  found  an  iron  pan  and  part  of  an  old  pick  handle.  Others 
have  made  examinations  and  find  the  Chert  beds  including  the  over- 
lying loose  Chert  to  be  23  feetin  thickness,  reaching  a  Dolomitic Lime- 
stone.    One  shaft  recently  cleared,  which  I  examined  disclosed : 
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1.    C  Feet  loose  Chert  and  red  Clay. 

3.    16  feet  regular  but  rough  Chert  layers. 

3.  Dark  ash  Magneaian  Limestone. 

An  examination  around  and  in  these  places  did  not  sliow  the  pres- 
ence of  any  idnd  of  mineral. 

A  recent  well  at  the  hill-top  on  the  edge  of  the  prairie  in  S.  E.  S^ 
E.  Sec.  17,  T.  31,  K.  29,  gives  the  following  section : 

1.  3  feet  red  Cla^  and  Grave). 

2.  7  feet  red  Clay. 

it.     7  feet  masses  of  Limestone  and  Clay. 

4.  10  feet  Solid  Limestone,  coarse  and  flue  darkgrayish  blue  and  bituminous,  the 

Bitumen  sometimes  appearing  in  drops. 

Zinc  Blende  and  Iron  Pyrites  are  also  found  in  small  quantities. 
COA.L  MEASURES. 

Barton  county  is  underlaid  by  about  503  square  miles  of  Ooai 
Measures,  including,  with  the  mounds,  a  total  aggregate  thickness  of 
about  300  feet.  Without  the  mounds  we  have  about  190  feet.  These 
beds  are  referable  to  the  Lower  Ooal  Measures  as  heretofore  interpre- 
ted in  Missouri  Geology,  but  nearly  150  feet  belong  to  Measures  which> 
lie  below  the  formations  known  as  Lower  Measures.  These  lower  beds 
include  Sandstones,  Shaly  beds  and  about  4  seams  of  Coal,  The  Sand- 
stones diifer  in  character  from  any  of  those  of  North  Missouri.  The 
farthest  point  north  where  similar  Sandstones  are  seen  is  near  Browns- 
ville, Saline  county.  Being  well  developed  on  Clear  Creek,  Vernon 
county,  we  have  in  speaking  of  them  applied  the  term  Clear  Creek. 
Sandstone  to  the  upper  member.  The  other  Sandstones  below,  are 
similar  in  character  and  texture.  They  occur  in  thick  and  thin,  mostly 
even  layers,sometimes  ripple-marked,  and  sometimes  with  rugose  irreg- 
ular wave-like  marldngs  which  seem  to  be  the  result  of  differently 
directed  mud  currents.  Some  markings  also  seem  of  Fucoids.  The 
surface  of  lamination  is  also  sometimes  exceedingly  smooth  audi  even. 
These  Sandstones  are  generally  very  firm  and  are  even  sometimes 
hard.  They  are  mostly  fine-grained  and  contain  some  Mica,  and  seem 
originally  to  have  been  very  pure  Sandstones,  but  are  at  present  gen- 
erally found  completely  saturated  with  Bitumen.  Where  pure  they 
are  of  a  bright  drab  or  inclining  to  a  buff  color.  When  containing  Bi- 
tumen they  are  dark  gray  to  black  and  very  hard,  sometimes  like  a 
Quart  zite. 

Wherever  the  Coal  Measures  exist  in  this  county,  excepting  on, 
the  higher  mounds  in  the  North-west,  Sandstone  occurs  as  the  surface 
rock. 
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On  North  Fork,  three  inileB  North-east  of  Lamar,  it  occurs  in  4  feet 
beds.  Fragments  of  Siffillaria,  Lepidodenron  anj  Calamites  were 
occasionally  found. 

At  the  base  of  the  Coal  Measures  we  find  about  16  to  20  feet  of 
blue  sandy  Shales  which  are  often  pyritiferous  and  sometimes  alumi- 
nous. 

Section  of  Strata  below  FoH  Ssott  Series. 


1 

Thickness. 

Total 
Thickness. 

DESCRIPTION   OF    KaTKKI*!.. 

4C 

%^ 

as  feet 

306  feet   4  inches 

probably  a  few  Sandstones. 

3R 

1  iunt   G  itR'iies, 

as  feet    4  inches 

Even  bedded  jointed  bituminous  and  very 

1  foot   li  itii'he^ 

241  feet  10  inches 

Shales. 

£. 

-sr 

U  inches 

240  feet  4  inches 

Hai-d  hkcli  Slate. 

t 
I 

■AT 

1  fcor 

289  feet  10  Inches 

Blue  fossiliferous   Shales   containing   Pro- 
duclus  iemireticiilatus. 

U 

5  ill  dies 

238  feet    5  inches 

Bed  of  Shaly  concretionary  Limestone. 

i 

33 

10  iniihes 

288  feet  "i  inches 

Shelly  bituminous  Shales. 

5^ 

32 

8  inches 

237  feet   7  inche= 

Bed  of  dark  concretionary  Limestone, 

^ 

3  feet 

230feetllindie' 

Limestone  concretions  ^nd  round  bbali 
pyiitiferona  coni-retions 

S 

1 

30 

2  feet   C  inche* 

233  feet  11  inclies 

Diabochrey  Shales 

A 

29 

3  feet  G  incbes 

231  feet    fimche- 

Bilummous  Shales  with  smaU  contiction'^ 

28 

G  inr.hfs 

22Sfeetlliiiche-. 

Bro«n  ocbrej'Shiit* 

1 

27 

I  flint 

228  feet    riiin,heh 

Coil 

2ti 

3i  feet  

227  feet   5  inches 

Slope  with  a  tJiin  layer  of  Coai. 

2.'! 

18   ilKhPS 

193  feet  3  inclies 

Goal. 

24 

15  feet „ 

91  tbet  11  inches 

Slope. 

23 

1  foot 

76  feet  11  inches 

Bed  Limestone. 

22 

6  feet 

75  feetllinches 

Slope  including  beds  of  Carbonate  of  Iron. 

21 

8  feel 

m  feetllinches 

Bituminous  Shales  with  Septaria  and  a  calcar 
layer  with  fossils. 

"" 

20 

6  inches 

61  feetllinches 

Hard  slaty  Coal. 

10 

16  to  18  inches 

171  feet  5  inches 

Coal. 
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Seeiimi  of  Strata  Below  Fort  Scott   Series — Continued. 


K 

Thickkess. 

Total 

THIC1CKES9. 

Desckiptios. 

Shales.    Lowei'  2  feet  deep  blue  ana  and  semi-bitii- 
minous. 

Coal. 

17 

152  feet 

Conglomerate  and  troii  ore. 

Coal  (8  to  13  inches)  (Upper  Lamar.) 

14 

11  inches 

98  feet „ 

n 

m  feet 

81  feet  H  inches 

aad  semi-bltiiaiinous. 

10 

1  foot 

75  feet  llinches 

Coal. 

74  feetn  incbes 
50  feet  llinches 

E 

5  feet  6  inches 

Semi-bitnmiiioiis  -Shales  not  always  present. 

" 

10  inches 

64  feet  5  Inches 

Coal. 

f 

35  feet 

5lt  feet  7  inches 

1  foot  6  inches 

18  feet  7  inches 

Shale. 

1  loot     1  iriol 

17  feet  1  inch.. 

Coal,  lowest  at  Ctlnes'. 

16  feet - 

Blue  Shales eoDtainiug  Alum  and  Sulphur. 

1 

DESCRIPTIVE    SECTIONS. 

In  order  to  show  more  particularly  the  order  of  succession  of  the 
various  beds,  I  here  insert  a  few  sections  obtained  in  various  parts  of 
tho  county. 

In  Sec.  15,  T.  33,  R.  29,  we  have : 

No.  1.    30  feet  mostly  Sandstone  in  thick  layers  iirul  ripple-marked. 
No.  2.    Two  feet  onterop  of  thin  sandy  layers. 
No.  3.    1  foot  rotten  Coal. 

No.  4.    le  feet  sandy  Shalea  with  occasional  ochrey  bands  and  also  a  knife-edge 
of  Coal. 

The  Lower  Carboniferous  Limestone  occurs  a  short  distance  north, 
so  we  reasonably  suppose  that  the  above  Section  includes  some  of 
the  loweiit  Coal  Measure  rocks. 
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The  following  Section  includes  some  of  the  lowest  Coal  Measure 
rocks  in  the  county: 

Section  of  Giwe's  Momid—S.  IK  Sec.  S.'^  T.  SI,  R.  SI. 

Bo.    1.  18  iDchea  Shales  and  Sandstone. 

JTo.    2.  8  tolOinchesEotteiiCoal. 

No.    3.  6  feet  6  inches  Olay, 

No.    4.  8  to  10  inches  Crumbling  Coal. 

ITo.    5.  4  foet  blae  Fire-Clay. 

No.    6.  8  feet  Shaly  Slope — Sandstone  at  the  top. 

No.    7.  1  foot  blue  Sbales. 

No.    8.  Band  of  yellow  Ochre. 

No.    9.  2  feet  6  inches  hlue  Shales. 

No.  10.  2  Inches  concretionary  band  of  Ironstone,  breaking  with  smooth  joints 

into  blocks  which  are  generally  hollow. 

No.  11.  1  foot  6  Inches  dark  Semi-bituminows  Slate. 

No.  12.  7  to  10  inches  Goal. 

No.  13.  35  feet  Sloiie,  containing  Sandstone. 

No.  14.  12  to  18  inches  light  and  dark-bliie  Shales. 

No.  15.  12  to  13  inches  Coal. 

Seaiion  o?i,  Little  Noith  Foi'k  at  the  South  County  Line- 
Thin  illustrates  tiie  Geological  structure  of  the  neighborhood  as 
follows: 

No.  1.  28  feet  Slope,  with  outcrops  of  Sandstone. 

No.  2.  5  feet  Sandstone. 

No.  3.  7  feet  slope  30  deg.,  a  thin  Coal  seam  is  probably  eoneealed. 

No.  4.  13  feet  Shales. 

No.  5.  6  inches  hlne  Shaly  Limestone. 

No.  6.  7  inches  Coal. 

No.  7.  16  feet  blue  sandy  Shales. 

Ko.  8.  13  inches  Cosl  in  crccli. 

The  neighboring  hills  are  about  10  feet  higher,  and  capped  with 
tumbling  Sandstone. 

Seeiion  one  mile  west  of  Lamar. 

This  includes  a  portion  of  our  Section  at  Cline's  Mound,  as  follows  : 

No.    1.    10  feet  Slope. 

No.    2.    0  feet  Sandstone  in  flag-like  masses. 

No.    3.    6  feet  Sandstone,  in  4  and  S  Inch  layers. 

No.    4.    1  foot  Conglomerate  ol  Sandstone,  Ochre  and  nodules  of  Carbonate  Of 

Iron. 
No,    5.    lOincIies  Coal. 
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No.    6.  7  feeL  6  inches  Slope,  with  some  Sandstone. 

No.    r.  4  feet  ligbt  colored  Clay  Shales. 

No.    8.  1  foot  4  Inches  deep-blue  CJay  Siiales. 

jS^o,    1).  13  inches  Coal. 

No.  10.  8  feet  6  inches  Slope. 

No.  II.  7  feet  6  inches  thin  and  even  layers,  gray  Sandstone,  ivilh  some  Shaly 

layers  ooiitaiiilng  Lepidodendron. 

No.  12.  IS}  Inches  Coal, 

Two  miles  west  of  this,  oq  higli  ground  in  Sec.  28,  Mr.  Burr  dug  a 
well  75  feefc  deep,  passing  through  7  feet  of  soil  and  jointed  Clay  to 
Clay-Shale,  which  extended  to  30  feet,  at  which  depth  1  foot  of  hard 
rock  was  perforated,  from  which  bituminous  Sandstone  extended  to 
the  bottom.    No  Coal  was  reported. 

The  highest  rocks  in  the  county  appear  in  the  north-west,  capping 
the  mounds  and  belong  to  the  age  of  Ihe  lower  part  of  the  Middle 
Coal  Measures  and  below  the  Fort  Scott  Group,  As  much  as  50  feet 
of  very  bituminous  Sandstone  of  the  Lower  Coal  Measures  crops  out 
on  Drywood  and  its  various  branches  in  the  neighborhood,  including 
2  thin  Coal  seams.  Just  a  little  ways  above  the  Sandstone  we  find  2 
feet  of  good  Coal  capped  by  Shales  and  concretionary  Ironstone 
bands.  This  Coa!  is  140  feet  below  the  top  of  Blue  Mound.  On  the 
mound,  10  feet  below  the  top,  there  was  a  peculiar  sandy  textured 
Limestone  (No.  37.)  A  little  below  the  latter  are  many  fragments  and 
some  stumps  of  Ooniferous  wood,  measuring  as  much  as  3  and  4^  feet 
across  the  surface.  These  stumps  I  regard  as  of  the  same  Geological 
age  as  those  found  one  mile  east  of  Pleasant  Gap,  Bates  county. 

Section  m  Round  Mound  in  See.  IS,  T.  SS,  R.  S2—By  C.  J,  Nosioood. 

This  includes  some  beds  of  Limestone  which  may  occupy  a  higher 
Geological  position,  as  follows: 


No.    1.    2  feet  mottled,  llesli  and  drab  Limestone,  <ioa.\&\n\ng  S-iAi-iefer  lineatM.   X 

suppose  tills  rock  to  be  equal  to  tlic  lowest  rock  at  Bntlcr,  Bates 

county. 
No.    2,    2  feet  Slope. 

No.    3.    G  inches  Iilraestone,  with  nuicli  Calciie. 
No,    4.    8  feet  Slope. 

No,    5.    1  foot  drab  Limestone,  mottled  with  darlf  strealis. 
No.    6.    3  feet  Slope, 
No.    7.    1  foot  6  inches  drub  Limestone,  with  nmlhead  Spar  between  the  Jolutsi 

contains  fossils,  including  Spirifer  Uneatne,  Lophophyllum,   Fumilma 

and  P/iUipsia. 
No.    8.    n  feet  Slope. 
No.    0,    Ti  inches  Sandstone. 
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No.  10.    16  feet  blope,  « ith  j  ellow  Ocliru  at  the  lower  part. 

No.  11.  1  footdatk,  ash  shelly  Limestone,  containing  Productus  nmricaiue,  P. 
Fiattemamii  and  Semijironiies  crassus,  and  aliounciin^  in  Choneim 
■mesolaba 

No.  12.    10  fret  Slope 

No.  i:{.  1  foot  hard-blue,  bitumiaous  Limestone,  breaking  rhomboidally  and  con- 
taining SpiHfer  plano-convexHS,  and  Entolium  avicidatiini,  Orinoid 
stems  and  Bryozaa,  (No.  83  of  Gen.  Sec.) 

No,  14.    40  feet  Slope  to  level  prairie. 

Ooal  5  inches   thick  has   been  obtained  m  a  neighboring   well, 
which  would  place  it  about  50  feet  below  No.  13  of  the  above  Section. 
On  top  of  the  mound  a  few  niassss  of  Limestone  were  seen  contain- 
ing Chaetetes  milleporaceus,  Fusulina  cylindrioa  and  Zwphrentis. 
Section  on  Wesi  Fork  of  Big  Dryinood,  in  S.  W.  See.  SI,  T.  SS,  R.  SS—By  G.  J.  Noiioood. 

No.    1.    12  feet  Slope. 

No.    2.    18  feet  Sandstone. 

No.    3.    3  feet  6  inehea  bine  Clay  Shales ;  bituminous  Limestone  at  tiie  bottom. 

No.  4.  1  foot  blue  Shaly  Limestone  with  fossils,  including  Productus  Pratte- 
nianua,  Pr.  muriaatite,  Hemipronites  cfoisus  and  Chonetes  mesoloba, 

No.    0,    10  feet  6  inches  Sandstone  and  Shales. 

No.    G.    5  feet  Slope, 

No.    7.    2  feet  shaly  micaceous  Sandstone. 

No.    8.    10  feet  Slope. 

No.    9.    13  feet  6  inches  Sandstone  and  Shales, 

No.  10.    18  feet  Slope,  to  water  in  the  creek. 

On  Mr.  Boyd's  land  a  well  was  penetrated  in  search  of  oil  to  a 
depth  of  130  leet,  passing  througla  Sandstone  and  Shale  beds.  The 
upper  bed,  Mr.  Norwood  thinks,  is  the  equivalent  to  No,  9  of  hia  Sec- 
tion just  quoted. 

The  top  of  the  mound  in  Sec.  27,  is  about  50  feet  above  No.  1  of 
this  Section,  and  is  capped  with  5  feet  of  Sandstone. 

Coal,  18  inches  thick,  was  obtained  by  Mr.  Oroghan  in  a  well 
iiiearly  at  a  vertical  distance  of  69  feet  from  the  top  of  the  mound. 

The  following  includes  the  formation  of  Cherry  Mound  : 
Seation  at  Cherry  Mound. 

No,  1 .    G  feet  !)lue  Shales. 

No.  2.    Yellow  oohrey  band. 

No.  3.    1  foot  G  inches  Limestone,  weathers  red  and  broivn-oclirey. 

No.  4.    3  feet  blue  Shales. 

No.  5.    2  inches  Coal. 

No.  6.     1  foot  blue  Clay  with  SfAgmaria. 

No.  7.    3  inches  Coal, 

Wo.  S.    S  feet  Fke-clay. 
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This  mound  presents  an  interesting  appearance  on  the  summit.  A. 
circular  basin  has  been  worn  out  by  the  action  of  the  elements,  leav- 
ing a  5  feet  bank  of  Shales  in  the  center,  and  just  at  the  outer  mar- 
gin ot  the  mound  there  is  an  elevated  rim  extending  nearly  around  it, 
between  which  and  the  central  small  mound  is  the  excavation  of  &■ 
feet  depth.  This  peculiar  appearance  has  given  rise  to  curious  spec- 
ulations. Many  persons  thinliing  they  see  evidences  of  ancient  min- 
ing, when  a  few  minutes  close  observation  and  thought  will  at  once 
show  that  these  appearances  can  ai!  be  traced  to  natural  causes. 
Oherry  Mound  is  70  feet  above  the  neighboring  plains,  and  about  80' 
feet  above  the  Coai  of  Mr.  Johnson,  about  1  mile  N.  E. 


ECONOMICAL    GEOLOGY. 

Of  503  square  miles  of  Goal  Measures  in  this  county,  there  arO' 
about  4S0  underlaid  by  an  aggregate  of  4  feet  of  good  Coal.  With 
this  is  included  a  strip  of  31  square  miles  in  the  western  part  of  the 
county  underlaid  by  6|  to  7  feet  of  Coal.  We  will  then  have  under 
31  square  miles  the  amouut  of  224,699j904  tons  of  Coal,  and  under  ii9- 
square  miles  the  amount  of  2,003,784,256  tone,  or  a  total  of  2,337,484,- 
160  tons.  Allowing  for  a  waste  of  one-third  in  mining,  we  etil!  have 
1,484,989,440  tons  of  available  Coal  in  the  county— sufficient  for  all 
county  purposes  during  the  life  of  the  present  generation,  besides 
allowing  for  a  large  export. 

As  yet  there  has  been  but  little  mining  of  Coal  in  this  county 
The  home  market  is  very  limited,  and  facilities  for  transportation  are 
very  poor.  In  the  eastern  portion  of  the  county,  fire-wood  is  gener- 
ally easily  obtained,  but  in  the  western  part  the  inhahitanta  will  have 
to  use  Coa!.  The  county  is  at  present  but  thinly  settled,  but  when  the 
population  shall  have  increased,  we  may  expect  Coal  mines  to  be 
opened  in  every  neighborhood,  and  Coal  to  become  a  staple  article  of 
commercial  value. 

DBSORIPTION    OP    PEINOIPAL    COAL    BANKS. 

Mr.  Cline,  at  the  foot  of  the  mound,  in  Sec.  34,  T.  31,  R.  31,  works^ 
a  13-inch  seam.  It  lies  in  the  bed  of  the  branch,  and  is  best  worked 
in  dry  weather.  The  Coal  is  of  good  ordinary  quality.  An  analysis- 
by  Mr.  E.  Ohauvenet  gave  ; 
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"Water. l.H 

Volatile 33.T9 

Fixed  Oarboii 50.31 

AsU 14.4C 

Color  of  ash,  gray ;  rather  a  ]arge  per  cent. 

Sulphur  was  rather  high,  being 5.588  XM^r  cent. 

The  seams  at  the  upper  part  of  the  mound  have  also  been  worked 
at  intervals,  but  are  too  thin  for  profitable  working. 

In  Sees.  28  and  3i  of  the  same  township,  an  S-inch  seam  is  some- 
times worked,  which  is  probably  referable  to  that  just  named.  (No^_ 
14  of  County  Section.) 

In  Sacs.  6  and  7,  T.  30,  R.  31,  a  15  to  18-inch  seam  is  worked  at  the 
surface,  on  an  open  prairie,  at  several  places.  It  iiere  crops  out  in 
the  edge  of  a  ravine.  On  N.  B.  Wood's  land,  in  Sec,  7,  it  is  capped  by 
thin  layers  of  blue  and  bluish  gray,  fine-grained  Sandstone.  At  Quil- 
lan's  diggings,  ia  the  N.  W.  See.  5,  the  cap-rock  consists  of  one  foot  of  ' 
blue  and  semi- bituminous  Shales.  Three-quarters  of  a  mile  north- 
west of  this,  on  Anderson's  land,  it  is  capped  by  light  blue  Shales,  and- 
5  feet  above  there  is  a  hard  Sandstone.  The  Coal  from  these  various- 
places  is  mostly  hauled  to  Lamar. 

At  Jno.  Hubbard's,  in  N.  W.  Sec.  11,  T.  30,  R.  32,  is  an  S-inch  Coal, 
seam,  probably  equivalent  to  No.  14  of  our  County  Section.  Sand- 
stone 21  feet  thick  lies  13  feet  above  it. 

In  S.  E.  Sec.  7,  T,  30,  R.  33,  is  an  outcrop  of  Coal  probably  equiva- 
lent to  the  last,  but  only  ijf  inches  thick.  It  has  thin  layers  of  Sand-- 
stone  immediately  resting  on  it,  with  an  irregular,  cellular  Ochre  bed. 
sometimes  as  the  cap-rock.  This  Coal  I  regard  as  the  equivalent  of- 
Hubbard's,  of  one  of  the  upper  seams  at  Cline's  and  the  top  Coal  at 
Lamar,  or  No.  14  of  our  General  County  Section,  There  has  been 
considerable  mining  for  it,  but  on  account  of  its  inferior  thickness 
and  close  approximation  to  the  overlying  Sandstone,  I  imagine  that 
the  mining  has  been  without  profit.  Its  place  is  No.  3  of  the  Section 
on  North  Fork,  at  south  county  line- 
On  George  W.  Evans'  land,  in  N.  half  N.  W.  Sec.  23,  T.  31,  K.  31,. 
Coal  No.  4  of  our  Section  appears  in  the  edge  of  a  prairie  branch.  It 
is  one  foot  thick,  of  good  quality,  but  the  water  in  the  branch  is  a- 
serious  impediment  to  mining  operations.  The  owners  might  do  well. 
to  sink  shafts  a  little  way  down  on  higher  ground.  The  Coal  would 
be  reached  at  the  same  level,  and  there  might  be  a  little  water  some- 
times in  the  way,  but  there  would  be  no  danger  of  being  overflowed 
as  there  is  at  present.  From  this  place  the  ground  rises  very  gently 
back  and  the  hills  are  low.     Each  of  the  three  seams  in  the  blulFa- 


,v  Google 


lOS  GEOLOGICAL   SURVEY. 

west  of  Lamar  has  been  worked  at  various  times.  The  Coal  seems  to 
bo  of  a  good  quality  and  certainly  underlies  the  country  north  and 
west.    The  lower  beds  may  underlio  Lamar, 

Section  at  Tracy's,  in  N.    W.   N.  E.  S<!<-.  S2.    T.  §%  R.  SO. 

No,  1,  50  foot  Sandstone. 

No.  2.  3  to  G  iachea  Coal,    Seen  as  a  rotten,  smutty  sti'enk  at  "Trace's  Bank,'" 
i)«t  up  stream  it  forms  a  solid  Coal  seam,  (No,  14  of  Gtenerai  Section.) 

No.  3.  3  inches  oohrey  Clay. 

No.  i.  2  feet  3  inches  dove-colorecl  Fire  Ciay,  with  SH^nuiHa. 

No,  5,  ft  Inches  good  bed  of  Ochre, 

No.  (!,  1  foot  blue,  olive  and  oclircy  Clay. 

No.  7.  3  fees  blue  Clay. 

No.  8.  14  inches  good  Coal,  (No.  10  of  General  Section.) 

This  Ooa!  is  worked  at  many  places  for  1^  miles  up  the  branch 
east,  rising  gently  eastward. 

Mr,  Ward,  on  a  neigboring  hill,  bored  5-2  feet,  mostly  through  hard 
Sandstone,  without  any  Coal,  Near  the  foot  of  the  hill,  or  30  feet 
lower  than  the  surface  of  the  well,  he  struck  the  14-inch  Goal  at  17 
feet.  This  will  seem  to  show  that  the  boring  in  the  well  nearly 
reached  the  Coal,  and  also,  between  the  points,  there  must  be  a  dip  of 
a  little  over  5  feet. 

On  Dr.  VanPeJt's  land,  in  S.  W.  Sec,  16,  T.  32,  R.  30,  a  1-foot  seam 
is  found  in  a  well  near  the  foot  of  a  hill.  This  must  be  the  equivalent 
of  the  lowest  bed  in  the  hill  one  mile  west  of  Lamar.  For  30  feet 
above,  the  formation  appears  to  be  mostly  Sandstone.  There  are 
probably  other  Coals  concealed. 

On  the  north  side  of  the  Creek  from  the  last  named  place,  a  Coal 
bed  appears  in  the  bed  of  the  Creek,  capped  by  3  feet  of  buff  Clay 
Shales — the  latter  overlaid  by  thick  beds  of  Sandstone.  Its  entire 
■thickness  could  not  be  seen,  and  only  1  foot  was  exposed,  but  I  was 
told  it  was  2  feet  thick.  This  Coal  is  probably  the  equivalent  of  the 
bed  sometimes  worked  on  North  Fork  in  north  part  of  Sec.  30,  T.  32, 
R,  29.  At  the  latter  place  it  is  reported  to  be  28  inches  thick,  but 
being  in  the  bed  of  the  stream,  I  could  not  verify  the  information.  It 
is  probably  the  lowest  Coal  in  the  county,  and  is  probably  also  the 
same  that  crops  out  in  Sec.  34,  T.  32,  R.  29,  It  was  reported  to  be  18 
inches  thick,  but  was  so  covered  with  debris  that  I  could  not  see  it. 

On  land  of  Gaddy's,  in  N,  W,  N,  W.  Sec,  3,  T.  32,  R.  39,  Sandstone 
rests  directly  on  Coal  which  was  reported  to  be  12  to  14  inches  thick. 
It  was  concealed  by  rubbish  when  I  was  there,  but  I  suppose  it  to  be 
equivalent  to  No.  7  of  our  Section, 
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The  Coal  last  named  was  also  seen  at  the  corner  of  Cedar  and 
Dade  counties,  13  inches  thick,  and  capped  by  Sandstone  containinj; 
intercalations  of  Ochre.    The  rocks  here  dip  5°  W. 

Another  place  where  it  was  found  was  in  8.  E,  Sec.  Ifi,  T,  33,  E. 
29,  on  land  of  David  Bass.  The  Coal  here  is  16  inches  thick  and 
capped  by  21  feet  of  Sandstone— the  upper  part  in  thick  layers,  the 
lower  thin  and  even,  and  separated  by  partings  of  blue  Shale. 

In  T.  33,  E.  30,  are  several  outcrops  of  thin  Goal  seams,  but  they 
have  only  been  worked  for  neighborhood  usee. 

Cherry  Mound  has  been  already  noticed. 

One  mile  north-east,  on  Mr,  Johnson's  land,  a  third  seam  of  Coal 
was  observed,  presenting  the  following  section  : 

No.  1.  3  feet  Soil  ildiI  Cliiy. 

No.  2.  S  jQcliGS  concretionary  red  Ochre. 

No.  3.  1  foot  3  inches  blue  and  semi-blttiminons  Shales. 

No.  i  6  to  8  inches  Coat. 

No.  5.  .}  inch  yellow  Ochre. 

No.  fi  Blue  Clay. 

As  to  the  exact  geological  position  of  this  Coal,  I  am  not  cerLain. 
It  is  probably  equivalent  to  the  seams  seen  by  Mr.  Norwood  four  or 
five  miles  north,  and  also  reportftd  to  be  in  the  well  in  Sec.  17,  T.  33; 
K.  32, 14  feet  from  the  surface. 

North  of  this,  on  East  Drywood,  Coal  has  been  miued  at  several 
places. 

In  Sec.  25,  on  W.  H.  OarJess'  land,  a  13  to  18  inch  seam  was  ob- 
served, 4  to  10  feet  above  the  water.  A  little  further  up  stream,  a  one 
foot  seam  was  being  mined  in  the  bed  of  the  creek,  probably  10  to  1& 
feet  below  the  other  seam.  These  seams  must  underlie  the  surround- 
ing country. 

In  the  north  part  of  Sec.  31,  T.  31,  R.  33,  was  observed  a  16-inch. 
Coal  occurring  thus : 

No.  1.  Sandstone. 

No.  2.  Few  feeC  of  slopM. 

No.  3.  Band  of  red  concretionary  Shales. 

No.  i.  2  feetdark  ochrey  Shales. 

No.  5.  2  feet  blue  Shales. 

No.  0.  16  inches  Coal. 

No.  7.  Slope,  with  Sandstone  below. 

This  is  probably  equivalent  to  the  Coal  of  Johnson's,  above 
named.  If  so,  I  think  I  am  correct.  It  must  underlie  all  of  the  inter- 
vening country. 
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Mr.  Norwood  records  a  Ooal  of  the  same  thickness  from  the  well 
of  Mooney,  in  Sec.  23,  T.31,  E.  33.  He  alao  makes  it  equivalent  to  an 
8-inch  seani  cropping  out  in  See's  3,  10,  11  and  13  of  the  same 
township.  He  has  estimated  this  Goal  to  be  50  feet  below  the  Coal 
(No,  17)  of  our  section. 

Passing  over  an  exceedingly  gently  rising  country  for  three  miles 
north-west,  and  at  an  assumed  elevation  of  40  feet  higher,  we  ap- 
proach Martindale's  hank.  This  is  the  furthest  southern  outcrop  of 
the  3-feet  Coal — No.  17  of  General  Section.  The  location  is  S.  E.  S. 
W.  Sec.  30.  T.  31,  E.  33,  near  the  top  of  a  low  mound.  The  Coal  is 
about  3  feet  thick,  but  of  impure  quality,  containing  a  good  deal 
of  Iron  Pyrites,  sometimes  in  thin  bands.  It  is  overlaid  by  4  to  5  feet 
of  blue  Clay  Shales,  with  some  sandy  layers,  capped  by  a  rough 
Ochre  band.  The  mound  limits  this  bank  to  a  few  acres  in  extent. 
Dipping  northward,  we  next  see  it  at  Beebe's,  in  Sec.  7  of  the  same 
township,  just  below  the  general  level  of  the  prairie.  It  crops  out 
here  in  the  edge  of  a  gently  flowing  prairie  draw,  but  its  working  is 
some  what  interfered  with  by  water.  The  Coal  contains  a  little  Iron 
...Pyrites. 

An  analysisi  of  Beebe's  Coal  by  Mr,  R.  Chauvenet,  gave  : 

Wata' 1.12 

Volatile. 34.98 

Fised  Carbon - 50.08 

Ash  (colorof  ash,  pinkish  gray) 13.22 

Sulphur- ~ G.48 

The  per  cent,  of  water  is^amall;  fixed  Carbon  very  fair;  but  ash 
and  Sulphur  too  much. 

The  next  point  north  where  observed,  was  on  the  land  of  Dr. 
Morerod,  in  the  south  part  of  See.  19,  T.  32,  R.  33,  capped  by  blue  and 
red  Shales,  and  of  a  uniform  thickness  of  three  feet.  Three-quar- 
ters of  a  mile  south,  Mr.  Barker  struck  this  Coal  in  a  well,  at  a  depth 
of  68  feet,  passing  through  an  8-inch  seam  at  23  feet.  This  thick 
Coal  seems  generally  to  dip  north  and  west,  as  indicated  from  the 
above,  and  a  few  outcrops  further  east.  On  Henry  Flack's  land, 
in  the  north  part  of  Sec,  29,  of  the  same  township,  it  crops  out  on  the 
south  side  of  a  gentle  draw,  eight  feet  above  the  valley  near  by,  and 
three  feet  thick,  the  upper  six  inches  crumbling  ;  that  below  being 
hard,  shining  and  bituminous. 

I  append  an  analy&is  of  this  Coal  by  Mr.  Chauvenet,  from  which 
it  appears  mote  favorably  than  tliat  of  Beebe's — the  Sulplmr  being 
2.960  per  cent,  and  other  constituents  as  follows  : 
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COSSTITUKKTS. 

Top. 

Middle. 

Bottom. 

U'nter    ' 

2.U 
33.56 
5G.02 

Faitit  pur- 
ple {riay. 

I.S9 
34.09 
58.71 

5. ye  ■ 

Purple 
gray. 

In  Sec.  23,  on  the  land  of  Tucker,  Ward  &  Co.,  it  is  28  inches 
thick,  and  capped  by  six  feet  of  blue  Shales,  the  lower  two  feet  of  a 
deeper  blue,  and  semi-bituminous. 

The  Coal  is  hard,  black  and  shiny,  with  an  elllorescence  of  Cop- 
peras on  the  surface.  We  find  Sandstone  20  feet  above.  The  Coal 
^ere  is  well  situated  for  mining,  being  12  feet  above  the  valley. 

A  Coal  that  I  refer  to  this  bed,  has  been  worked  at  several  places 
^outh-west  of  Leroy.    In  Sec.  19, T.  33,  R.  33,  we  find  : 

No.  I.  Sandstone. 

No.  a.  Blue  and  drali  Shales. 

No.  S.  Blue  Shales  wibh  concretions  of  red  Oohre. 

No.  i.  finches  blue  Limestone,  cliangliig  to  ahrifi-lit  brown  Ocl^n?. 

No.  5.  21  Inches  bituminous  Shales. 

No.  0.  2  feet  Coal. 


The  follow 

an  the  above. 


ing  is  an  abstract  of  C.  J. Norwood's  notes  not  included 

MoKbkkow'3  Coal. 

Locality,  S.  E.  Sec.  30,  T.  33,  E.  32,  on  the  East  Branch  of  Big  Dry- 
wood.  The  Coal  is  made  np  of  alternating  shiny  black  and  dull  black 
layers  with  Charcoal  partings.  Markings  of  Sligmaria'Vfave  observed 
-and  masses  of  Iron  Pyrites  also  occur.  The  Coal  is  45  to  50  feet  below 
the  base  of  Bound  Mound. 


This  has  been  worked  up  and  down  a  dry  prairie  branch  for  200  or 
300  yards.  The  Coal  is  2  to  3  feet  thick,  equal  to  No.  17  of  general 
section  and  separated  by  a  pyritiferoue  band.  The  top,  of  5  inches, 
is  of  poor  quality,  becoming  better  as  we  approach  the  lower  part. 
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The  lower  -18  inches  is  bard,  compact,  and  shiny  black.  Excepting- 
the  dividing  Pyrites  band  we  find  scarcely  any  other  impurities,, 
but  near  the  middle  of  the  seam  a  Sulphur  efflorescence  proceeds 
from  the  joints  and  the  upper  layers  have  plates  of  Carbonate  of 
Lime  inserted  in  the  joints.  Immediately  over  the  Coal  is  3  to  4 
feet  of  shaly  Sandstone  with  occasionally  a  conglomerate,  formed 
of  the  overlying  Sandstone,  cemented  by  oxide  of  Iron.  Twenty- 
five  feet  above  this  Coal  are  beds  of  Sandstone  which  were  traced 
to  the  south  part  of  Sec.  6,  T.  32,  11.  33.  At,  this  point  a  6-inch, 
seam  of  coal  occurs  a  little  above  the  Sandstone  and  capped  by  Bitu- 
minous Shales,  enclosing  pyritous  concretions,  containing  Productus 
muricatus.  When  this  Shale  thioa  out  we  tind  it  replaced  by  -\  to  2ift 
of  local  drift,  formed  of  Sandstone  and  a  Bituminous  Shale,  cemented 
by  Oxide  of  Iron  into  a  conglomerate,  David  Nenger,  in  N.  E.  Sec. 
30,  T.  33,  K.  33,  has  the  same  Goal  as  Neil  and  Gilbert's.  In  Sec.  17, 
T.  32,  R.  33,  a  10-inch  seam,  corresponding  to  the  one  of  Sec.  6, is  seen. 
Twenty-three  to  36  inches  of  Coal  (No.  17J  is  opened  in  the  north  part 
of  Sec,  19,  T.  32,  R.  33.  At  one  place  it  is  covered  by  a  conglomerate, 
at  another  by  18  inches  of  sandy  Shales.  Coal  has  been  mined  at 
several  places  in  Sees.  10. 11, 13  and  14,  T.  31,  E.  33,  of  varying  thick 
ness,  from  8  to  IS  inches,  Mr.  Kent's,  in  S.  W.  Sec.  17,  T.  31,  R.  32,  is 
12  inches ;  Mr,  Stinnel's,  Sec.  34,  T.  32,  R.  31,  is  11  inches ;  0.  Rising's, 
in  the  N.  E.  quarter  Sec.  30,  T.  35,  R.  31,  is  15  to  IS  inches  thick,  cov- 
ered by  sandy  Shales,  excepting  local  drift  at  one  place. 

One  and  a-half  miles  south  of  Lamar,  on  a  branch  heading  south,, 
14  inches  of  Coal,  equivalent  to  the  middle  Lamar  Coal,  crops  out.  A 
6-inch,  dark  streak  appears  lOfeet  above  with  Sandstone  12feetabove' 
it.  Mr.  Richards,  near  Lamar,  struck  8  inches  of  Coal  in  his  well.  Mr. 
Norwood  thinks  this  is  12  feet  below  the  lowest  Lamar  Cosl,  The 
equivalent  of  the  last  is  also  found  at  JVIr.  Catlins',  in  the  S.  E.  S.  W. 
Sec.  27,  T.  33,  R.  31,  and  at  Mr.  Broadhurst's,  in  S.  W.  N.  W.  Sec.  1&,  T. 
S3,  R.  29,  being  18  to  20  inches  thick  at  the  latter  place.  Coal,  equiva- 
lent to  the  middle  Lamar  Coal,  is  found  on  Isaac  Van  Nice's  land,  in. 
S.  E.  S.  W.  See.  6,  T.  32,  R.  29;  at  Mr.  Hazleton's,  in  N.  W.  Sec.  6,  and. 
at  Mr.  Crabtree's,  in  N.  E.  Sec.  22,  T.  33,  R.  30. 

In  S.  E.  Sec.  28,  T.  33,  R.  29,  Mr.  Sparks  has  22  inches  of  Coa!,- 
which  may  be  equivalent  to  the  upper  (?)  Lamar  Coal.  Harrington's 
Coal,  12  inches  thick,  in  Sec.  20,  T.  31,  T.  30,  and  Trace's,  in  N.  W.  N. 
E.  Sec.  32,  T.  32,  R,  32,  are  each  equivalent  to  the  middle  Lamar  Coal. 

IKON    ORE. 
There  are  found  in  this  county  red  and  brown  Hematites,  Cai'bon- 
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ate  and  Snlphuret  of  Iron  and  Ochres.    The  Sulphuret  is  generally 
diffused,  bet  in  small  quantities  in  some  of  the  Coals. 

No  extensive  deposits  of  good  ore  are  observed,  but  the  lower 
Coal  often  carry  just  above  them  beds  of  Ochre  or  soft  Hematite  or 
ferruginous  conglomerate.  The  Upper  Goal,  one  mile  west  of  Lamar, 
is  overlaid  by  an  irregular  bed  of  from  3  to  12  inches,  which  is  some- 
times a  conglomerate  of  Carbonate  of  Iron,  a  little  Sandstone  and 
some  Ochre.  At  other  times  it  is  a  cellular,  soft  Limonite,  with  minute 
Limonite  concretions  alternating  with  a  bright  yellow  Ochre.  A  spe- 
cimen of  this,  analyzed  by  Mr  Ghau^enet  gave — 

Insoluble  Silic  1    1 

Water  (H.  2,  0  )  I'O 

Peroxide  of  Iron  {Fe       0  3)  5t     J 

Metallic  Iron  (Fe.) , 30.40 

This  contains  too  much  Silica  to  be  valuable. 

The  brown,  cellular  ores,  abundant  in  many  other  places,  would 
give  about  the  same  analysis. 

They  have  been  incidentally  noticed  in  speaking  of  the  Coal  and 
■can  only  be  -valuable  as  material  for^Oehre  paints.  In  Sees,  18  or  19, 
T.  33,  K.  33,  the  Shales  over  the  Goal  contain  several  concretionary 
bands  and  detached  concretions,  arranged  at  regular  horizontal  inter- 
vals through  the  Shales.  The  bands  are  from  1  to  2  inches  thick, 
formed  of  an  outer  soft  brown  or  red  crust,  then  a  soft,  deep,  bright 
red  Ochre,  with  an  interior  of  ^  to  ^of  an  inch  shell  of  hard  red  Hem- 
atite. The  interioris  sometimes  filled  with  soft  yellow  Ochre,  at  other 
times  is  hollow  and  supported  by  small  vermicular  stalactites  of  Hem- 
atite. 

An  analysis  by  Mr.  Ohauvenet  gave — 

Insoluble  Silica i24.Sl 

Water  (H.  2,  O,) 11-00 

Peroxide  of  Iron  {¥,:.  2,  O.  3) Ga.20 

90.01 

Metallic  Iron : M.24 

A  good  quality  of  soft  Limonite  was  seen  on  the  prairie  in  N.  E. 
Sec.  23,  T.  33,  R.  33.  The  bed  is  about  2  feet  thick  and  is  exposed  as 
broken  strata  of  40  feet  long  by  20  wide,  on  the  edge  of  a  shallow  ra- 
vine. Across,  on  the  other  side  of  the  ravine,  are  a  few  masses  of  the 
same  ore,  showing  it  to  be  a  regular  bed.  The  quality  is  very  similar 
to  a  deposit  occurring  in  the  Lower  Coal  Measures  of  the  south-west 
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part  of  Cedar  county.    Some  of  it  is  soft  and  ahaly  while  other  por- 
tions are  hard.    Further  investigations  may  prove  it  to  be  of  greater 
extent,  if  so  it  would  be   valuable.     Eleven  inches  of  crumbly  Coal 
■was  seen  in  the  ravine  ii,  little  higher  up. 
Oahuosate.s. 

In  the  S.  E.  S.  W.  Sec.  10,  T.  33,  K.  38,  on  land  of  a  St.  Louia  bank- 
ing company,  there  is  exposed  a  5-inGh,,band  of  rather  poor  Carbonate 
of  Iron,  in  drab  and  Ochrey  Shales.  Below  this  and  separated  by  blue- 
Shales  is  a  thin  seam  of  good,  black,  shiny  Coal. 

An  analysis  of  the  Iron  ore  by  Mr.  Chauvenet  gave — 


Insoluble  !3l[fc»... 
MetallloIroD 


This  is  probably  theequivalent  of  the  same  bed  found  in  the  north- 
west part  of  Jiisper  county  and  reported  to  contain  silver.  (!) 

EITUilEN. 

This  product  is  quite  common,  being  found  somewhere  in  every 
neighborhood.  The  Lower  Keokuk  Limestone,  in  Golden  Grove,  shows 
it  very  plain  and  some  of  the  Limestones  are  nearly  black.  In  a 
well,  at  the  edge  of  the  prairie,  the  Keoknk  Limestone  is  quite  bitu- 
minous, and  occasional  drops  of  Tar  are  seen. 

On  North  Fork,  in  Sec.  25,  T.  32,  K.  30,  borings  were  made  in  the 
bed  of  the  stream  for  oil  but  were  soon  abandoned.  In  a  well  30  feet 
deep,  dug  in  Sec.  18,  T.  33,  K.  30,  bituminous  Sandstone  was  struck  at 
12  feet  from  the  surface.  At  L.  Z.  Burr's,  in  Sec.  28,  T.  32,  R.  31,  in  a 
well  75  feet  deep,  bitumiuous  Sandstone  was  entered  near  the  bot- 
tom. 

A  well  dug  19  feet  deep  in  Sec.  2,  N.  W.  quarter,  T.  30,  K.  33,  ex- 
hibits— 

No.  J.    ej'uet  Clay  and  local  Driit. 

No.  2.    11  feet  hard,  dark  blwo,  Wack  Sandstone,  nearly  as  Imril,  uiid  veiy 

mucii  like  Qoartzltei.liiithly  saturated  with  Bitumen. 
No,  a.    Deep  blue  Clay  Shales,  with  a  good  streain  of  pleasantly  tasted  water. 

At  Curless',  in  Sec.  25,  T,  33,  R.  33,  a  50  foot  outcrop  of  Sandstones 
shows  most  of  the  beds  to  be  very  bituminous.  At  Leroy  they  are 
similar,  some  beds  being  quite  black  and  fetid.  In  fact  nearly  all  the 
Sandstones  in  the  north-west  part  of  the  county  seem  to  be  saturated 
witli  Bitumen.  All  of  a  chocolate  color  are  bituminous,  the  darker 
colored  containing  a  large  per  centage. 

There  is  a  Tar  spring  in  the  N.  E.  Sec.  39,  T.  33,  E.  33.    At  this 
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place,  the  Bitumen  regularly  oozes  from  between  the  layers  of  the 
rocks  and  from  the  Sandstones,  forming  a  thick  indurated  mass  on  the 
surface.  On  the  land  of  Mr.  Boyd,  in  N.  E.  N.  E.  Sec.  29,  T.  33,  R.  33, 
a  bore  was  sunk  to  a  depth  of  130  feet  in  search  of  Petroleum.  A 
gentleman  living  near  gave  Mr.  Norwood  a  journal  of  these  borings, 
as  follows : 

No.  1.  30  to  40  feet  Sandstone. 

tfo,  2.  2  to  3  feet  Soapetooe. 

No.  3.  SO  feet  Sandstone  and  eome  oil. 

So.  4.  4  feet  Shales. 

No.  5.  Coarse,  bitumliions  Samlstom',  in  which  Uhi  fwriiig  was  sfop[>cil. 

This  boring  was  made  under  the  superintendence  of  Mr.  8amuel 
Rose. 

Some  of  the  Sandstones  are  sntEeieutly  saturated  with  Bitumen  to 
burn  for  several  minutes  when  ignited. 

But  although  Bitumen  seems  to  be  iienrly  everywhere  in  Barton 
county,  yet  I  do  not  think  that  it  exists  in  quantity  sufficient  at  any 
place  to  justify  attempts  at  boring  for  it.  It  is  too  generally  diiFiised, 
not  in  sufficient  quantity,  or  not  enough  separated  from  the  rock  at  any 
one  place. 

BUILDING  STONES. 

Excellent  quality  of  Sandstones,  in  good  even  layers,,  t:sint  nearly 
everywhere  in  the  county. 

GKITSTONEliS    OK     UEIN  DSTONK8 . 

In  nearly  every  neighborhood  are  found  layers  of  SandBtoue,p08- 
seesing  a  goodgritfor  grindstones  orwhetstones.  I  might  particularly 
name  a  quarry  in  Sec.  31,  T.  31,  R.  31 ;  also,  in  Sec.  17,  T.  33,  E.  33.  At 
these  places  the  rock  is  fine  grained,  nearly  white,  and  of  a  very  pare 
quality.  Similar  beds  exist  nearly  everywhere  iu  the  western  half  of 
the  county,  and  by  careful  examination  may  be  often  found. 


The  Limestones  on  North  Fork,  near  Oubliii,  in  Golden  Grove, 
and  at  Aveiy's,  in  Sec.  25,  T.  3?,  .R.  30,  would  no  dowbt  burn  into  a 
good  quality  of  Lime. 
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OT-HER    MINERALS. 
Zinc  Bi.knde, 


In  small  quantities,  has  been  found  in  the  Keokuk  Limestone  at  Mr. 
J.  H.  Wolflngton's,  at  the  edge  of  Golden  Grove. 

I  saw  no  Lead-,  although  the  inhabitants,  for  some  reason,  think 
they  ought  to  have  it.  The  old  diggings  in  Golden  Grove  do  not 
prove  its  existence  there,  still  I  do  not  say  it  does  not  exist  there — it 
may  be  found.  The  Limestones  are  of  the  same  geological  age  as  the 
Lead  bearing  rocks  of  Jasper,  but  because  they  are  it  does  not  follow 
that  they  certainly  bear  Lead  in  Barton.  The  same  Limestone  at 
many  places  in  Jasper  contains  no  Lead. 

A  white,  silky-looking  mineral  was  obtained  by  Mr.  Norwood  from 
McKerrow's  Coal  bank,  which,  on  analysis  by  Mr.  Ohaiivonel,  corres- 
ponds very  well  with  Pickeringite  (Dana),  a  rare  substance. 

Its  analysis  is  as  follows ; 

Water  (H2,0),..  Iiu4 

Salpburio  Acid  {H2,  Oi)  y^i  77 

Ahmiiiia  (AI2,  Oaj  \'>V-. 

AtRgncsia  {Mg.  O]  2 12 


This  occurred  as  an  efllorescence  on  Sandy  Shales,  In  bands  of 
one-half  to  two  and  a  half  inches,  of  which  there  were  observed  four. 

MINERAL    STRINGS, 

At  many  places  in  this  county  the  water  in  wells  has  a  bitter,  dis- 
agreeable taste,  owing  sometimes  to  the  presence  of  Sulphate  of  Iron 
(Copperas),  but  oftentimes  to  Sulphuric  Acid.  That  at  Newport  pen- 
etrates the  lower  blue  Pyritiferous  Shales,  and  is  very  unpleasant  to 
the  taste. 

At  Thos.  Gaddy's,  in  N.  W.  N.  W.  Sec.  3,  T.  32,  R.  20,  the  water  has 
a  strong  copperas  taste.  It  is  27  feet  deep,  having  penetrated  through 
Sandstone  into  Sandy  Shales,  with  Pyritiferous  concretions. 

At  VVm.  Rector's,  in  N.  W.  Sec.  36,  T.  33,  R  29,  the  well  is  34  feet 
deep,  with  18^  feet  of  water  in  it  most  of  the  time,  at  which  depth  it 
gives  a  weak  taste  of  Alum,  but  is  really  not  very  unpleasant  to  taste, 
and  can  be  used  for  washing  purposes.  Mr.  Rector  has  used  the  water 
constantly  for  18  years,  and  his  family  have  enjoyed  good  health. 
Horses  and  cattle  wiil  not  drink  it.    When  the  water  is  dipped  out, 
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that  flowing  in  has  snch  a  strong  Alum  taste  that  it  can  not  be  naecl 
for  a  week.  In  15  days  it  will  rise  to  its  average  depth.  When  very 
strong,  it  can  not  be  used  for  washing  or  cooking,  nor  will  it  make 
coffee. 

Mr.  Rector  informed  me  that  the  rock  structure  consisted  mostly 
of  Sandstone,  with  14  inches  Coal  at  18  feet  depth  and  a  3-inch  streak 
of  Iron  ore. 

There  is  said  to  bo  another  Alum  well  in  this  neighborhood,  but 
it  did  not  come  under  my  notice. 

These  Alum  wells  may  be  valuable  in  the  future. 

At  Milford,  Mr.  T.  E.  Hendron  has  two  .wells,  from  one  of  which  I 
collected  water  for  analysis.  This  water  has  a  disagi-eeable  taste,  will 
act  on  the  bowels,  but  is  said  to  be  healthy  and  can  not  be  used  for 
washing. 

The  well  is  21  feet  deep,  passing  through — 

No.  1.    15  feet  Clay. 

No.  2.    0  feet  Blue  Shale?, 

Sulphuric  Acid  is  the  main  cause  of  the  bad  taste  of  this  water. 

The  other  well,  100  feet  deep,  is  said  to  be  ranch  stronger,  but 
there  being  no  means  of  hoisting  the  water,  I  can  not  say  how  it 
tastes.  Mr.  Hendron  says  that  if  a  chicken  is  stewed  in  the  water  it 
will  be  too  bitter  to  eat. 

At  Mr.  Oomstock's,  in  Sec.  23,  T.  33,  E.  33,  are  two  wells  contain- 
ing water  of  a  disagreeably  strong  taste.  This  is  probably  owing  to 
the  presence  of  Sulphate  of  Lime. 

The  disagreeable  taste  of  much  of  the  water  of  the  northern  part 
of  this  county  is  owing  to  either  the  presence  of  Sulphuric  Acid  or 
Sulphate  of  Lime, 

AURIC'ULTURE. 

The  soil  of  Rarton-is  not  so  rich  aa  that  of  many  other  counties, 
but  there  are  soma  very  good  tracts  of  land  in  the  county.  The 
gently  undulating  and  sloping  surface  lies  very  well  for  farming,  but 
the  Sandstone  so  often  approaches  the  surface  aa  to  seriously  impede 
cultivation.  Quite  a  good  body  of  land  for  agricultural  purposes  is 
that  near  the  west  line  extending  from  Martindales  toLeroy;  but 
this  is  sometimes  spotted  with  light  and  poor  soil.  Another  body  of 
good  land  lies  in  the  northern  part  of  the  county,  north-west  of  Doyles- 
port ;  also  in  the  south-east,  near  Golden  City. 

The  best  land,  with  careful  cultivation,  will  yield  62  bushels  of 
corn  per  acre,  and  11  to  15  bushels  of  wheat.  But  some  lands  I  should 
think  might  yield  a  greater  quantity  of  wheat. 
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The  county  at  present  is  but  thinly  settled,  chiefly  owing  to  the 
fact  that  large  tracts  of  land  were  withheld  from  the  market  on  ac- 
count of  uncertainty  of  titles,  but  at  ijresent  the  titles  are  adjusted, 
the  land  is  in  market,  and  oflered  very  cheap  and  in  quantities  to  suit 
the  purchaser. 

The  grasses  flourish,  and  the  prairies  afford  flue  grazing  for  stock. 

But  few  fruit  trees  haveyetbeen  planted,  but  the  soil  and  climate 
indicate  that  they  would  succeed  well. 
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HY   G,   €.   EtiOADHEAD. 


This  county  contains  an  area  of  848  square  miles. 

At  a  general  glance  it  appears  to  consist  principally  of  prairie, 
but  excepting  the  southern  portion,  some  of  the  country  between 
East  and  West  Drywood,  and  the  flat  ridge  and  slope  lying  between 
the  waters  of  Marmaton  and  East  Dry  wood,  on  one  side,  and  Oiear 
■Creek  on  the  other,  timber  is  generally  convenient.  With  proper 
care  in  its  preservation,  the  quantity  is  amply  sufficient  for  all  the 
inhabitants  for  many  years.  Still  those  persons  on  the  wide  prairies, 
do  not  often  have  to  haul  fire- wood  or  other  timber,  more  than  four  or 
five  miles  ;  and  most  of  them  are  also  well  supplied  with  good  Coal 
seams  underlying  their  farms,  although  but  few  of  them  are  exposed 
to  view.  On  Little  Osage  and  Marmaton,  the  timber  belts  are  often 
over  a  mile  in  width.  On  East  Drywood  they  are  over  two  miles, 
with  still  wider  belts  on  Clear  Creek. 

All  the  streams  are  tributary  to  the  Osage,  to  seek  which  they 
preserve  a  general  north-east  course. 

The  main  ridges  have  also  a  north-east  trend. 

The  Osage  touches  the  border  for  ten  miles  along  the  east  part  of 
the  north  line  of  the  county.  Its  two  principal  streams,  the  Marma- 
ton and  Little  Osage,  drain  the  entire  westera  half  of  the  county. 
Clear  Creek  drains  the  south-east  quarter,  and  Horse  Creek,  a  tribu- 
tary of  Sac  River,  just  enters,  and  passes  out  of  the  south-east  corner 
of  the  county.  None  of  the  streams  flow  rapidly;  the  smaller  ones, 
even,  become  quite  low  during  dry  seasons.  The  Osage,  Little  Osage 
and  Marmaton,  flow  continually ;  although  the  two  latter,  in  dry  sea- 
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eons,  become  in  shoaly  places  almost  dry.  The  difference  of  eleva- 
tion of  ordinary  water  in  Marmaton,  from  high  water,  is  22  feet ;  the 
height  of  banks  above  ordinary  stage  of  water,  on  the  low  bottoms,  is 
16  feet;  the  higher  banks,  25  to  38  feet.  The  banks  of  Muddy  Creek 
are  20  feet  high. 

The  bottoms  of  the  larger  streams,  are  generally  wide.  Those  of 
Marmaton  and  Little  Osage,  in  many  places,  measure  a  mile  across. 
The  bottoms  along  the  lesser  streams,  are  correspondingly  wide. 

The  Uplands  may  topographically  be  divided  into  three  classes, 
viz.:  The  flats  or  plains,  stretching  off  from  the  foot  of  the  mounds  to 
the  low  ground ;  the  mounds,  and  the  hill  lands.  The  country  adja- 
cent to  Clear  Creek,  and  its  various  forks,  is  generally  60  to  TO  feet 
above  the  valleys,  being  a  little  broken  near  the  streams.  This  dis- 
trict, extending  quite  to  Nevada,  including  the  south-east  quarter  of 
the  county,  has  for  the  most  part  a  gently  undulating  surface,  passing 
to  the  higher  lands  near  Nevada  City,  which  are  ahowt  125  feet  above 
the  valley  of  the  Drywood.  North-east  of  Nevada,  reaching  to  the 
Osage,  we  find  the  same  gently  sloping  country,  excepting  part  of  T'a 
36  and  37,  of  R.  30,  north  of  Walker  Station.  It  is  here  diversified  by 
clusters  of  mounds,  reaching  more  than  100  feet  above  the  general 
surface  of  the  prairie.  Blue  Mound  is  150feet  high,  and  can  be  seen 
from  a  long  distance.  Timbered  Hill,  near  the  mouth  of  Marma- 
ton and  Little  Osage,  is  a  round,  isolated  mound,  170  feet  above  the 
Marmaton,  and  over  100  feet  above  the  surrounding  plain.  Being  sev- 
eral miles  from  other  marked  elevations,  it  is  seen  for  many  miles  off. 
North  of  the  Little  Osage,  a  series  of  mounds  extends  east  and  west 
along  the  county  line,  at  an  elevation  of  over  100  feet  above  the 
gently  stretching  valley  at  their  base.  This  undulating  valley,  from 
30  to  50  feet  above  the  river  bottoms,  extends  westward  and  blends- 
into  the  higher  Jands  further  west. 

Most  of  the  country  in  E.  33,  lying  between  Marmaton  and  Little 
Osage,  consists  of  a  gently  undulating  plain,  not  more  than  40  to  50- 
feet  above  the  principal  streams.  Further  west,  in  K.  33,  we  find  the 
mounds  rising  still  higher.  These  mounds  continue  on  southward 
through  the  county,  interrupted,  sometimes  for  several  miles  by  the 
streams. 

From  Moundville,  a  high  ridge,  or  series  of  connected  mounds* 
trends  off  to  the  south  line  of  the  county,  rising  near  the  northern 
and  middle  line  to  140  feet  above  the  lower  valleys,  or  80  to  100  feet 
above  Moundville  valley.  From  this  range  the  country  slopes  off 
gently  and  gracefully  to  the  Drywoods.  The  occasional  occurrence 
of  these  mounds  gives  a  charming  variety  to  the  landscape.  Many 
of  them  can  be  seen  at  a  long  distance,  and  from  their  summits  the 


,v  Google 


VERNON   COUNTY.  121 

views  are  often  very  fine.  Their  line  of  junction  with  the  lower 
plains  is  often  easy,  and  with  many  farms  in  view,  the  whole  com- 
bined is  pleasing  and  interesting. 

The  easy  and  gently  sloping  country  below  the  mounds,  presents 
a  surface  well  adapted  for  the  construction  of  public  highways.  Rail- 
roads of  easy  grades  and  long  tangents,  could  be  cheaply  constructed 
in  several  directiouB  through  the  coimfcy.  The  counties  north  and 
south,  being  of  similar  topography,  the  construction  of  such  highways 
would  be  comparatively  easy. 

SURFACE   DEPOSITS. 

Undoubtedly  this  county  has  been  subjected  to  glacial  agency  at 
some  former  period  of  time. 

Its  results  may  be  seen  in  the  isolated  mounds  and  deep  valleys 
between.  The  amount  oE'  erosion  must  have  been  of  great  force  and 
of  long  continuance,  if  we  view  the  mounds  and  long  stretches  of  dis- 
tance from  one  to  the  other.  When  protected  by  the  upper  series  of 
Limestones,  the  erosion  was  not  complete  ;  but  if  these  Limestones 
were  much  broken,  or  entirely  absent,  leaving  the  Sandstones  ex- 
posed, the  waters  would  rush  down  with  resistless  force,  and  bear 
away  all  the  softer  material;  leaving,  for  example,  a  long  stretch  of 
plains  from  the  county  line  north  of  the  Osage  to  Moundville,  over 
13  miles  in  length.  From  the  direction  of  most  of  these  mounds,  I 
would  suppose  the  force  to  have  generally  been  from  north  to  sonth. 

No  Drift  pebbles  were  seen  on  high  ground,  but  some  wells  ex- 
pose rounded  Gravel  and  Sand.  Near  Nevada,  I  heard  of  a  Gravel 
bed  containing  logs,  etc.,  in  a  well  16  feet  below  the  surface. 

The  bank  of  the  Marmaton,  at  Boswell's,  is  25  feet  high,  and 
composed  of  a  brownisli  Clay. 

LOWER    C  AKR  ONIF  EKOUS. 

Limestones  referable  to  the  Keokuk  Group  appear  from  beneath 
Lower  Goal  Measures  at  several  places  in  the  county.  On  Horse 
Creek  we  find  exposed  about  25  feet  thickness,  the  beds  generally  of 
a  gray  color,  with  a  few  feet  of  bufl'-brown  Limestone  about  the  mid- 
dle portion.  The  next  exposure  north  of  this  is  in  Sees,  5  and  6,  T. 
34,  K.  39,  on  a  branch  of  Clear  Creek.  Next  north  is  a  limited  expo- 
sure in  Section  16,  T.  35,  K.  29.  A  little  north  of  Virgil  City,  we  find 
occasional  outcrops  as  far  north  as  Sec.  13,  T.  36,  R.  29,  and  thence  up 
Clear  Creek  to  White  Oak  Mills.  One  mile  south-west  of  Bellevoir.  a 
12-foot  outcrop  of  cherty,  bituminous  Limestone  occurs  40  feet  above 
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the  water.  This  would  make  over  50  feet  of  this  formation  at  this 
place.  The  only  other  place  where  observed  was  in  Sec.  20,  T,  36,  R. 
31.  When  seen,  ths  beds  are  generally  of  a  bluish  gray  color,  often 
slightly  bituminous  and  containing  many  Crinoid  stems.  The  other 
principal  fossils  observed  were  Spirifer  ICeokulc,  Ortliis  dtibia,  Gho- 

neies  ,  Producius  WortAeni,  Produotus  semireticulaius,  Tere- 

hratula,  (ovate  formed  8p,),  RhynoTionella  mutata,  Eetzia  Yerneuili- 
una,  Athyris  planosulcata,  PJdUipeia ,  Zaphrentis  and  Ar- 
chimedes. 

This  Limestone  is  chiefly  valuable  for  making  Lime,  and  at  Mr. 
Hatteen's,  near  Marmaton,  north  of  Nevada,  one  layer  making  excel- 
lent hydraulic  cement  is  found. 

UOAL    MliASUBBS. 

There  are  90  to  125  feet  of  mostly  Sandstone  and  Shales  in  this 
county,  including  from  the  base  of  the  Coal  Measures  to  No.  23.  This 
embraces  one  good,  workable  Coal  with  other  thin  seams.  Sandstone 
is  the  chief  element  of  this  Group  and  appears  on  the  surface  or  crops 
out  on  the  streams  in  all  that  portion  of  the  county  east  of  East  Dry- 
wood  and  lying  south  of  the  Marmaton  and  Osage,  excepting  the 
Mounds  near  Walker's  Station,  where  it  is  below  the  surface.  We 
Sind  these  Sandstones  occupying  T.  35,  E.  32.  and  extending  up  and 
along  the  Drywoods  to  the  county  line. 

On  the  Marmaton,  above  the  mouth  of  Muddy,  are  exposed  30 
feet  of  bituminous  Sandstone.  On  Newton's  farm,  two  miles  north- 
west, near  the  line  of  Bates  and  Vernon,  it  is  quite  black,  with  tar 
oozing  out  from  between  the  strata.  Near  Nevada,  and  extending 
north  to  Marmaton,  Sandstone,  with  occasional  shaly  beds,  occurs, 
thus  indicating  a  thickness  of  about  125  feet  of  the  same  Sandstone. 
{Its  main  or  upper  bed  of  50  feet  being  well  developed  on  Clear  Creek, 
we  have,  for  convenience,  spoken  of  it  as  the  Clear  Creek  6andstone.) 

On  Marmaton,  in  Sec.  9,  T.  3fi,  K.  31,  the  rocks  seen  are : 

No,  1.    40  feet  Sandstone. 

JS^^o.  2.    25  feet  oiive  Shales. 

No.  3.    lOJ- Inches  OoaL 

No.  i.    I  foot  caleareo-pyridferous  bed. 

No.  5.  7  feet  Shales  and  Fire  Clay.  Inthe  lower  bedsareconcreKoiiary,  plant- 
bearing  bed?  of  Cai'bonate  of  Iron,  which  turn  red  on  exposure.  A 
Coal  seam  was  observed,  8  inches  thick,  at  one  pla«!,  but  thinning' 
out  at  25  feet  In  either  direction. 

No.  6.    1  foot  Coal. 

No.  7.    6  feet  ailioions  and  ferrugiiions  beds,  with  StigmaHa  ficoides. 
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The  Sandstones  near  Nevada  are  generally  soft  and  often  colored 
a  reddish  brown  ferriiginoas,  but  there  are  Bome  good,  solid  beds  for 
building  purposes. 

On  Big  Drywood,  in  See.  25,  T.  35,  ii.  33,  large,  tumbled  beds  of 
Sandstone  are  exposed,  resting  on  about  25  feet  of  sandy,  blue  and 
drab  Shales,  the  latter  containing  some  peculiar,  cups 
which  may  be  Fuooids. 

On  McKill  Creek,  near  the  south  lioe  of  the  county,  i 
hard  beds  of  dark,  chocolate  colored,  bituminous  Sandstone.  At 
White  Oak  Mills,  on  Clear  Creek,  there  is  a  good  exposure  of  the 
lower  beds. 

HeHum  ai   While  Oak  MiUs. 

No.  1.    A  few  feet  Slope  from  hill-top. 

No.  2.    25  feet  "  Clear  Creek  San  cl.^  to  lie,"  tolerably  tiiie-^aineO,  with  some 

luieafieous  beds.    A  few  remains  of  plants  are  seen.    It  occurs  gene- 

I'ally  in.  even  flags  which  make  good  grindstones, 
No.  y,    21  feet  Slope.    A  thin  Ooal  seam  in  the  lower  part. 
No.  4,    Outorops  of  Bbale  and  fragments  ot  Coal. 
No.  5.    SS  feet  Slope  to  water  in  Clear  Creel;.    The  lower  12  feet  being  Lower 

Carboniferous  Limestorie. 

Three-quarters  of  a  mile  south,  12  inches  of  Ooal  were  observed 
in  place,  about  15  feet  below  No.  2  of  the  above  Section.  The  Coal 
was  capped  by  light  blue  Shales, 

One  mile  east  of  White  Oak  Mills,  our  Section  includes  both  this 
Coal  and  the  shaly  seam  at  the  Mill,  and  the  rocks  appear  in  the  fol- 
lowing succession: 


So. 

1. 

5feetSaudstoue. 

No. 

No. 
No. 

4. 

12  feet  drab,  saudy  Shales. 

5  feet  thin  layers  of  Sandstone. 

2  inches  rotten  Coal. 

No. 

5. 

321  feet  deep  blue  Sbales,  with  bituminous  layers.    Ten  leet  from  top 
is  a  seam  of  bituminous  Coal. 

No. 

e. 

IJ  feet  Shales,  with  concretions  of  pyritiferous  Limestone  from  G 
inches  to  IJ  feet  diamet/'r,  separated  by  Cone  in  Cone. 

No. 

7. 

2i  feet  black  Sliales. 

No. 

8. 

6  inches  rough,   sandy,   pyritiferous  I^meBtone.  containing  a  Gas- 
tm-opod. 

No. 

0. 

^  inches  Ooal. 

No. 

10. 

2  inches  blank  Slate. 

No. 

11. 

2  feet  Fire  Clay. 
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No.  9,  of  this  Section,  is  probably  the  exposed  Coal  seam  at  White 
Oak  Mills,  and  the  Coal  in  No.  5  the  equivalent  of  that  seen  a,  half  mile 
south  of  the  mills.  The  same  Coal  also  appears  in  the  creek  bank  a 
mile  above  the  mills.  The  Sandstones  of  this  Group  are  often  of  re- 
markably firm  texture  and  generally  very  dnrable.  They  are  some- 
times ripple-marked,  and  we  also  find  numerous  rugose,  wavy  mark- 
ings, such  as  would  be  formed  byjoosely  and  gently  flowing  mud,  but 
can  not  be  referred  to  such  a  cause,  for  there  is  no  Clay  in  their  com- 
position.   It  may  be  Fucoldal. 

In  the  neighborhood  of  White  Oak  Mills  I  observed  some  fine  speci- 
mens of  Sigillaria  and  Lepidodendron  ;  Oalamiies,  Stigmaria  and 
Coniferous  wood  are  also  seen.  The  fossil  forms  called  Sternhergia, 
are  also  not  infrequent.  These  Sandstones  are  sometimes  ferruginous 
and  small  quantities  of  good  quality  of  brown  Hematite  are  of  fre- 
quent occurrence.    Chalybeate  waters  are  also  rather  common. 

Near  White  Oak  Mills  the  Sandstone  did  not  seem  to  be  bitumin- 
ous, and  in  the  Nevada  Sandstones  only  minute  traces  of  Asphaltum 
were  observed.  Considerable  Iron  is  seen  near  Nevada,  but  too  inti- 
mately connected  with  the  Sandstone  to  be  valuable. 

From  our  observations  the  position  of  the  strata  is  nearly  hori- 
zontal. From  the  east  line  of  the  county  to  the  line  of  K's.  32  and  33, 
and  from  the  south  line  to  the  Marmatou  the  dip  from  this  west  and 
north  limit  is  west  and  north. 

MARAIS    DES    CYGNES    COAL. 

The  well-known  Coal  oceurrine  as  a  3  to  6  feet  bed,  sometimes 
worked  at  many  places  between  the  Little  Osage  and  Marias  des 
Cygnes,  as  far  west  as  the  line  of  R's.  31  and  32, 1  shall  speak  of  as 
the  Maraisdes  Cygnes  Coal,  and  the  group  of  rocks  occurring  with  it 
as  the  Marais  des  Cygnes  Group.  In  the  eastern  half  of  the  county  it 
may  only  be  found  in  T's.  36  and  37  of  K  30.  The  lower  part  of  Tim- 
bered Mound  includes  this  and  other  Coals. 

Section  al  the  Ease  oj  Timbered  Mmmd. 

No.    1.    Sandstone. 

No.    2.    aj  feet  seam  of  rotton  Coal. 

No.    3.    8  feet  thill  layers  of  drab  and  yellow  Sandstone  with  Sligmaria, 

sometimes  replacing  Fire-ciay. 
No.    i.    2 feetyeilowandtilue banded  Clay  witli  Selenite. 
No.    S.    1  foot  red  and  yellow  Clay. 

No.    6.    2J-  feet  rou@:h  nodulai'  silioo-ferragiuoiis  roclc,  with  Seienite. 
No.    7,    4  feet  blue  shaly  Sandstone,  with  sandy  Ironstone. 

e  Shales,  with  calcareous  [ron atone— contains  plants. 
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No.    3. 

"Coueiu  Cone." 

No.  10. 

%  feet  semi-bituminous  Shales. 

No.  11. 

2  feet  3  inches  blue  calcareous,  bitiimiiio 
contain iog  ft-,  maricalus,  etc. 

lus  iiiid  pyrllifci'ous  f: 

No.  12. 

18  to  20  Inches  Coal. 

No.  13. 

6  feet  Fire-clay,  upper  half  blue,  the  lowi. 

■A-  brown  aud  gypsifer 

No.  U. 

2  inches  Coal. 

No.  15. 

IJ  feet  Cliiy  and  blue  eo ii ore ti oils. 

No.  IG. 

IJ  feet  dark-blue  OUy. 

This  Section  includee  the  Marais  des  Cygnes  Ooai,  and  the  lower 
beds  closely  resemble  those  cropping  out  on  the  Little  Osage,  in  Sec. 
32,  T.  37,  R.  33.  About  24  feet  above  the  Marais  dee  Cygnea  Coal  is 
often  found  a  ferniginons  Limestone,  with  its  upper  part  shelly  and 
weathering  red,  the  lower  a  dark-ash,  and  often  jointed.  It  is  No.  39 
of  our  General  Section,  and  was  seen  on  Timbered  Hill  and  south  of 
Moundville,  at  Todd's,  in  Sec.  9,  T.  37,  K.  33,  and  in  See's.  11  and  15 
of  T.  37,  R.  33,  The  presence  of  this  rock  would  indicate  that  Coal  is 
below  it  at  no  great  depth.  Its  characteristic  fossils  are  Productus 
•murioatus,  P.  Praitenamts,  Ohoneies  mesolola,  Spirifer  camera- 
ins,  8p.  lineatus,  Sp.  piano aonvexus,  Athyris  subtiliia,  a  small  Disoi- 
na  and  Bellerophon  Montforiianus.  This  Limestone  is  marked  No. 
29  of  our  Section. 

At  Todd's  we  And: 

No.  1.  29  feet  shaly  Sandstone  aud  sandy  Shales. 

No.  2.  3-inch  band  of  fossiliferous  Ocbre. 

No.  3.  10  incbes  di'ab  Shales. 

No.  4.  3  J  feet  Limestone,  No.  29. 

No.  5.  8  feet  drab  Shaleii. 

No.  6.  10  to  11  inches  Coal. 

BITUMINOUS     LIMKSTONE    G-KOITP. 

This  includes  60  to  70  feet  of  Shales,  with  2  or  3  thin  seams  of 
Coal  and  some  biack  caicareo-bituminous  concretions,  and  a  dark-blue 
bituminous  Limestone  in  the  upper  part. 

Section  oji  the  Little  Osage,  in  Hea.  iC,   T.  S7,  R.  33, 

No.  1.  31  leet  bank  of  the  stream. 

No.  2.  21  feet  Gravel  bed. 

No.  3.  ISJ  inches  even  layer  of  Limestone  jointed  perpendicularly,  No.  43. 

No.  4.  6  inches  olive  caicareo-bituminous  Shales. 

No.  ").  10  inches  black  semi-bituminous  Shales,  containing  Spirifer  planocoa- 
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No.    IS.    I)  inches  bituminous  Slate,  with  a  few  fossils. 

No.    7.     I  foot  roughly  fractured  blue  Shales,  abounding  in  Fi-oductun  muri- 

N'o.    H.    4^  to  5  laches  bed  of  shaiy  eoncrL'tioaary  Limcstoiic,  coiitattis  Fr<i- 

duaiua  PratteKianus  and  Prodnctua  miiricalus. 
No.    0.    10  Inches  shelly  blue  caieareouB  Bhnles. 
No.  10.    8  inches  (lark  concretionary  bnd,  like  No.  8. 
No.  11.    'i  feet  bituminous  Shales. 

The  jointed  Limestone  of  this  (Section  occupies  the  bed  of  the 
Little  Osage,  two  miles  east,  where  I  obtained  some  good  characteiiBtio 
foasila,  including  Spirifer  Uneaius,  Terebratula  bovidens,  Produeius 
Jfebraseensis,  P.  Prattenianus^  GAonetes  mesolola,  Aviculopecten 
oceidentalia  and  Allorisma,  regularis.  This  Limestone  is  generally 
recognized  by  its  even  bed,  and  being  jointed  by  vertical  cracks  into 
rhomboidal  masses,  very  hard  and  heavy,  and  giving  out  a  bitu- 
miuons  odor.    It  is  nrnch  used  for  building  and  looks  well  in  a  vrall. 

Going  southward  it  is  found  on  Marmatoii  at  Alexander's  Ford, 
southward  near  Cox's,  and  half  way  up  the  mounds  south  of  Mound- 
ville.  In  H.  33,  near  the  line  of  T's  36  and  37,  are  seen  the  beds  un- 
derlying this  Limestone,  with  the  Ooal,  which  occurs  20  feet  below. 
On  Cook's  farm,  three  miles  south-west  of  Moundville,  the  Lime- 
stone (No.  43)  is  found  with  the  Coal  30  feet  below.  Five  feet  below 
the  Limestone,  the  Shales  inclose  large  black  bituminous  concretions. 
These  concretions  were  seen  at  several  places  in  this  vicinity;  also, 
in  the  northern  part  of  T,  36,  R,  33,  and  at  some  other  localities,  but 
never  forming  a  continuous  bed.  They  correspond  to  what  is  known 
as  the  Fort  Scott  Marble,  bnt  cannot  be  considered  of  much  value  for 
such  purposes. 

FOBT    SCOTT    GROUP. 

This  includes  the  highest  Rocks  seen  in  the  county.  They  occupy 
all  the  higher  lands  in  U.  33  and  R.  32,  north  of  tlie  Little  Osage. 
This  Group  embraces  several  thick  beds  of  Limestone,  which  are  use- 
ful for  making  lime,  and  two  beds  of  Coal.  Our  section  on  the 
mounds  below  Moundville,  was  the  only  place  where  the  beds  were 
found  connected  with  other  lower  Rocks. 
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No.    1 .    (i  I'eet  Slope  from  liill  top. 

Ho.    2.  12  iaoliea  gray  Liinestouc,  weathers  in  piii't  bi'owii. 

No.    3.    8  incbes  tmS  and  brown  Limestone. 

No.  4.  4  feet  3  inches  bituminous  Slates,  indosiug  small,  flattened  concre- 
tions. These  Slates  are  jointed  rexnlavly — S.  W,  45  deg,,andN. 
W.  (?)  45  deg.,  magnetic  course. 

No.    3.    17  Inches  Coai — No.  52  of  General  3i'ction. 

No.    fi.    11  feet  Slope. 

No.    7.    Outcrop  of  rough 'mottled  Limestone. 

No.    8.    63  feet  Slope. 

No.    9.    Jointed  bituminous  Limestoue. 

No.  10.    15  feet  Slope. 

No.  11.    1  foot  Coal— No. 47  of  General  Section. 

No.  12.    SO  feet  Slope. 

No,  13.    Hed  Limestone. 

No.  14    23  feet  Slope. 

No.  15.    Thick  Coal— No.  23of  General  Section. 

(For  the  section  at  Port  Scott,  Kansas,  see  our  General  Section, 
Nos.  44  to  55.    No,  44  contains  many  concretions  of  yellow  Ochre.) 

The  top  Limestones  below  Moundville,  contain  Campophyllimi, 
(f)  LophopTiyllum.  proiiferum^  and  Oi'lnoid  stems.     At  other  places 

were  observed  Spirifer  Uneatus,  Archmoddaris ,  and  Pro- 

ductus  spleiidens: 

The  next  lower  Limestone  ("No.  W)Gna.ia\a&  Productus punciatus. 
P.  murioatus,  P.  oostatus,  P.  PraUeiumus,  Rhynchcnella  Osagensis, 
Hemipronites  orassus,   Crinoid  stems,  i^isiulapoTa  nodulifera,  and 

ECONOMICAL  GEOLOGY. 


Most  of  the  Coals  seem  to  contain  au  excess  of  Bitumen,  and  are 
generally  of  good  quality.  Good  beds  may  be  obtained  in  most  sec- 
tions of  the  cownty.  In  the  centra!  and  eastern  parts,  the  seams  are 
thin,  and  not  often  well  exposed,  and  but  little  mining  has  been  done, 
The  searasin  the  south-eastern  part  of  the  county  lie  below  the  other 
Coals  in  Cedar  county,  mentioned  in  the  geological  description  of 
that  county,  and  are  all  below  Coal  No.  23.  They  are  generally  thin, 
and  apparently  horizontal ;  and  wherever  found  exposed,  may  reason- 
ab.ybe  supposed  to  be  continuous  for  several  miles  beneath  the  snr- 
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face.  Near  White  Oak  Mills  are  two  thin  seams — one  of  a  foot  thick- 
ness, the  other  a  little  thinner.  They  underlie  the  country  south,  and 
may  underlie  that  on  the  west  as  far  as  Nevada. 

The  upper  of  these  Coals  is  probably  the  representative  of  No. 
70  of  the  General  Section. 

In  T.  34,  K,  29,  thin  streaks  of  Coal  are  met  with  in  digging  wells, 
but  further  west,  on  MeCarty's  Branch,  an  IS  inch  seam  is  exposed. 

In  T.  34,  E.  30,  are  found  thicker  Coal  beds,  but  it  is  very  proba- 
ble that  one  of  the  seams  is  the  equivalent  of  that  last  above  named. 

On  Dillon's  land,  in  the  northwest  corner  of  Sec.  23,  T.  34,  R.  30, 
we  find  exposed : 

So,  1.    Ilai'd,  coarae,  dark-gray  Sandstone,  lu  irrygul.ir  layers. 

No.  S.    6  inches  Coal  having  a  bituminous  odor.      Appearanci;,  bright  and 

No.  3.    3  inches  blaclj  Clay  aiid  bituminous  Shales  in  tbin  laminse. 

No.  4    12  inohes  hard  black  sliiuy  Coal. 

No.  5.    Thick  layer  of  Sandstone— appears  a  little  below. 

Section  on  McLaughlin's  land  in  Section  SI  of  T.  34,  It.  SO.  ' 

Xu.  1.    Clay  and  tumbled  Sags  of  Sandstone. 
No.  'i.     Coiil  divided  thus  : 

n — 10}  inches  soft  Coal. 

b — 11  incliea  good  Coal,  jointed  with  Calcite  in  joints, 
lower  layer  irridescent. 

c — 1  inch  Clay  and  pyritiferous  band,  with  Cordaiies. 

d—H  inches  impure  Goal,  with  Iron  Pyrites  in  joints. 

A  section  a  half  mile  west  of  this  place,  gave  : 

No.  1.  Sandstone. 

No.  2.  2  feet  cellular  siliclous  Kidney  Iron  Ore. 

No.  3.  S  tcet  drab  and  blue  sandy  Shales. 

So.  i.  2  feet  Coal. 

No.  5.  20feet  Slope  to  water  in  creel.-. 

In  the  Creek  are  deep  blue  Shales,  with  concretions  of  Carbonate 
of  Iron.  This  Coal,  with  thickness  as  above,  may  underlie  most  of  this 
township  and  the  next  one  west.  There  is  a  probability,  but  I  express 
it  with  hesitation  that  it  may  be  the  equivalent  of  the  Moundville 
Coal  and  the  thick  Coal  of  the  northern  part  of  the  county,  or  No.  23 
of  our  General  Section.  It  is  undoubtedly  the  equivalent  of  the  Coal 
examined  by  Mr.  Norwood  in  T.  34,  K,  31,  and  of  the  thick  Coal  in  K. 
33  of  Barton  county. 


,v  Google 


"VERSION   COUNTY.  129 

On  McKill's  Creek,  in  T.  3-t,  It  33,  are  indications  of  two  tliin  Coa) 
seams,  but  I  only  saw  one  of  7  inchea  thiciiness. 

On  Lander  Branch,  in  the  nortii-weet  part  of  Sec.  6,  T.  34,  K.  31,  a 
1  foot  Coal  seam  has  been  occasionally  worked.  This  may  be  the 
same  Coal  that  is  found  fonr  miles  north-west,  near  Drywood.  It  is 
probably  the  equivalent  of  No.  10  of  our  Section. 

Seciion  at  John  Mun-oy's,  jV.  W.  See.  SO,  T.  85,  R.  SI. 

Ko.  1.    ti  feet  Sandatijiio.     In  the  lower  p!ii't  Is  au  hTegaJaf  maas  of  '■  Ki(!i«!y 

Ore." 
Ho.  2.    1  foot  to  ii  fewinchos  of  shaly,  Ijliw  Limestone,  sometimes  thinning 

So.  3.  1  foot  bine  Shales*. 

No.  i.  I.  foot  Coal,  said  to  tiiieken  to  IS  indiea.     Xo.  10  of  Goncra!  Section. 

No.  5.  6  ftet  bine  Shales. 

No.  (i.  Said  to  be  8  inches  of  Coiil  \\i  the  water. 

Horizontally  north,  we  may  expect  this  Coal  to  underlie  Nevada. 

ItABAIS    DES    GYGNES    COAL. 

At  Mouiidville,  a  shaft  34  feet  deep  has  penetrated  the  thickest 
known  bed  of  Coal  in  the  county,  Mr.  Harvey  Karnes,  the  proprietor, 
informed  me  that  the  material  consisted  of — 

No.  1.  6  feet  Soil  and  Clay. 

No.  3.  10  inches  fragments  of  Sandstone. 

No.  3.  5  feet  Soapstone  and  Clay  Shale*. 

No.  4.  12  to  IS  Inches  Limestone. 

No.  6.  5  feet  red  Clay. 

No.  6.  17  feet ligiit  coloied,  Clay  Shales. 

No.  7.  Coal. 

It  was  impossible,  on  siecount  of  the  water  in  the  sump  and  bad 
air  in  the  chambers,  for  me  to  recognize  the  total  thickness  of  the 
Coal.  About  4  feet  was  exposed,  but  Mr.  Karnes  gave  me  the  follow- 
ing order  of  succession,  with  the  thickness  of  the  various  layers : 

No.  I.  so  inches  Coal. 

No.  3.  11  inches  Clay. 

No.  3.  II  inches  Coal. 

No.  i.  7  iuches  CIny. 

No.  5.  30  inches  Coal,    Lower  10  to  12  inches  of  good  blacksmith  quality. 

Ko.  G.  20  inches  layer  of  compact,  lianl  Coal,  witli  splintery  fracture— be- 
tween a  canae!  and  a  bituminous  Coal. 


O.S— 0 
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The  Coal  is  limited  just  north  and  east,  and  extends  southward 
for  three  miles  within  a  belt  a  mile  wide.  It  then  passes  under  the 
mounds,  terminating  probably  five  miles  south  of  Moundville,  and 
includes  here  a  district  of  about  eight  square  miles.  This  Coal  seam 
may  underlie  the  mounds  north  of  Walker's,  bat  the  evidences  are 
that  it  is  not  so  thick  as  the  Moundville  bed.  Timbered  Hill  embraces 
it,  but  only  ^  feet  in  thickness.  In  Sees.  5  and  6  of  T.  37,  K.  31,  and 
in  T.  3S,  R.  31,  are  the  best  exposures  of  this  Coal  in  the  county.  It 
is  here  mined  at  various  places  in  open  pits,  and  from  the  east  line  of 
T.  38,  R.  31,  for  five  miles  west.  The  principal  mines  are  owned  by 
Dr.  Bryan,  Bougham,  Uox,  Denton,  Ewell,  Balder,  Brand  and  Parker. 
The  outcrops  are  in  llat  draws  traversing  the  plains,  sloping  southward 
from  the  high  mounds  on  the  county  line  from  10  to  15  feet  above  the 
elevation  of  high  water  in  the  Marmaton,  and  generally  are  very 
iavorably  situated  for  mining.  The  Coal  varies  in  thickness  from  3  io 
■ijfeet,  being  intersected  by  a  thin  band  of  Pyrites  about  the  middle. 
The  upper  2  feet  soon  cracks  and  crumbles  on  exposure.  The  part 
below  the  Pyrites  band  is  said  to  be  the  best  smiths'  Coai,  and  only 
that  portion  at  the  bottom  cakes,  the  other  part  burning  to  a  white 
ash. 

Dii.  IjRYAs's,  IN  N.  E.  Si.;c.  ;!6,  T.  38,  K.  31. 

The  Coal  is  i  ieet  thick  and  crops  out  4  feet  above  high  water  in 
the  Marmaton.  The  lower  2  to  2^  feet  is  hard,  black  and  shining,  and 
apparently  of  good  quality. 

J.  D.  Cox's  Bask,  is  S.  E.  Sec.  26,  T.  38,  E,  31. 

This  is  11  feet  above  high  water.  The  total  thickness  is  53  inches, 
and  is  divided  thus: 

Mo.  1.  5  inches  crumbling  Coal. 

No.  2.  J  inch  Mother  of  Coal. 

No.  3.  OJ  inches  black,  shiny  Coal. 

No.  4.  IJ  inches  Mother  of  Coal  with  Coal. 

No.  5.  34  inches  liard,  black,  good  Ooal. 

No.  0.  3  inches  band  of  Pyrites  and  Ooal,  with  effloresce iicfi  of  Sniphato  of 

Iron  on  exposed  surface. 

No,  7.  2  feet  hard,  black,  good  Coal. 

No.  8.  Shaly  Coal  at  Ijottom. 

K  S.  Ewei.l'.s,  N.  E.  S.  E.  Sko.  27,  T.  3S,  E.  31. 

No.  1.    Gentle  slope,  termlnat-ecl  by  a  break  showing  1^  feet  of  Clay,  Sand  aiul 

Gi'aveL 
No,  2.    8  inches  solt,  black  band  of  decomposed  Coal. 
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No,  3.    10  inches  blue  Fire  Clay  with  a  brown  ting-e. 

No.  4.    3  inches  band  of  brown  and  olive  Clay. 

No.  5.    4J  feet  yellow-stained,  blue  Clay  Shales. 

No.  G.    6  inches  solt,  black,  bituminous  Shales. 

No.  7.    4  feet  Coal— the  upper  1  foot  soft,  below  it  is  hard,  black  and  shifij'.    It 

contains  hut  little  Iron  Pyrites  with  some  Mother  of  Coal,  aiicl  on 

exposure  weathers  brown  along-  the  joints. 

A  short  distance  off,  it  ia  shaly  at  a  foot  from  the  bottom,  above 
the  middle  it  is  irridescent,  and  near  the  top  the  layers  have  Charcoal 
partings. 

BejTJamia  Farker's,  m  N.  W.  Sec.  5,  !'.  37,  B.  SI. 

No.  1.    1 J  feet  brown,  sandy  soil,  with  signs  of  brown  Ochre  at  the  bottom. 

No.  2.     18  inches  rotten  Coal, 

No.  3.    4  feet  brown  and  blue  Fire  Clay. 

No.  4.    4  feet  3  inches  dark  blue  Clay. 

No.  5.    89  inches  Coal ;  a  2-inch  pyritiferous  hand  oeeuiTliif;  at  IS  inches  from 

the  top.    While  the  upper  portion  has  plates  of  Pyrites  insinuated 

between  the  joints,  the  lower  has  Oalclte  plates. 

This  is  said  to  be  a  good  steam  Coal.  In  the  middle  of  No.  3  are 
found  pyritous  concretions,  containing  Fr.  murioaiii-s,  and  i'.  Pral- 
ienanus  occurs  in  the  lower  part.  The  Coal  here  is  about  20  feet 
above  high  water  mark  of  the  Little  Osage.  Oar  section  shows  cer- 
tainly two  distinct  Coal  beds,  8  leet  apart.  At  Ewell's,  the  upper  one 
is  five  feet  from  the  lower  one. 

These  Coals  are  not  seen  further  west,  being  concealed  by  higher 
rocks.  In  T.  36,  R.  33,  at  several  places  on  land  of  Kountz,  Todd  and 
others,  are  beds  of  Limestone,  which  I  am  disposed  to  refer  to  that 
lying  20  to  30  feet  above  these  Coals,  and  the  Coal  on  the  land  of 
Kountz  is  probably  the  upper  seam  just  spoken  of.  This  is  worked  at 
several  places  in  this  neighborhood,  but  is  only  1  foot  thick. 

On  Mrs.  Kauffman's  land,  at  the  corner  of  Sees,  28,  29,  33  and  33, 
there  is  exposed  13  inches  of  good  Goal,  which  may  be  one  of  the 
seams,  but  the  topography  of  the  county  would  rather  indicate  it  to 
belong  a  little  higher  in  the  series. 

At  Jas.  R  Strong's,  on  the  Little  Osage,  in  Sec.  22,  T.  37,  K.  33, 
there  are  exposed  several  thin  seams  of  Coal,  whose  occurrence  nearly 
resembles  the  beds  at  the  base  of  Timbered  Mound,  thus  : 

No.  1.  5i  feet  light  blue,  Ochrey  Shales  in  thin  laminae. 

No.  2.  10  inches  Coal. 

No.  3.  2i  feet  good  Fire  Clay. 

No.  4.  3i  feet  brown  gypsiferous  Shales. 

No.  5,  0  iQches  Coal. 
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No.    6.    aj  feet  blue  Sliales,  in  thin  laminae,  with  inernstatious  of  Selenite, 
(incl  having  brown  partings  and  also  enclosins;  brown  Limestone  nofl- 

No.    7.  Foseiliferous  calcareous  sti-atum. 

Sfo.    «.  2  feet  bituminous  Shales. 

No.    0.  15  inches  Coal. 

No.  10.  a  feet  Clay,  containing  Limestone  nodules  in  tbe  lower  part. 

The  Coals  o£  this  section  and  others  just  previously  discussed' 
may  be  looked  for  beneath  the  surface  in  all  the  county  west  and 
north. 

The  next  most  important  Coal  in  ascending  series  is  No.  31.  But 
few  outcrops  of  it  were  observed.  The  furthest  west  and  north  is  on 
the  land  of  Hogan,  near  the  mouth  of  Duncan  Creek.  It  underlies 
the  country  north  and  about  half  of  T.  37,  R.  33. 

South  of  the  Little  Osage,  in  Sec.  2  of  T.  36,  K.  33,  it  hiis  been 
worked  on  a  flat  depression  on  the  prairie.  With  its  associated  rocks- 
it  appears  thus': 

Xo.  1.  2  feet  bituminous  Shales  with  large,  dark  bituminous  Limestone  eon- 

eretioiis  and  some  smul!,  round  concretions.    (No.  36.  Gen.  Sec.) 
No.  2.    2Jfeet  drab  and  Ochrey  Shales. 

No.  3.    2}  feet  bituminous  Slates,  with  small,  round  concretions. 
No.  4.    (i  inches  brown  Ochrey  Shales. 
No.  5.    1  foot  Coal.     {No.  33.  Gen.  Sec.) 

This  Goal  has  also  been  worked  two  miles  north-west.  Its  eastern 
limit  in  this  neighborhood  is  probably  the  line  of  Ks.  32  and  33,  ex- 
tending south  to  Sec,  13,  thence  passing  north-west  around  the  heads 
of  streams  flowing  south  to  Sec.  8,  and  thence  south  and  south-east, 
first  appearing  on  the  creek  in  Sec.  21. 

Mr.  Willie  Hughes  has  a  Coal  bed  13  inches  thick  in  the  bed  of 
Cottonwood  Creek,  in  Sec.  31,  T.  26.  K.  33.  This  1  also  refer  to  No.  33. 
A  well  dug  just  above  and  extending  nearly  to  the  Coal  affords  a 
plentiful  supply  of  slightly  chaij'beate  tasted  water.  In  digging  the 
well  large,  black  bituminous  concretions  were  taken  out. 

A  mile  below,  on  the  land  of  J".  Ditzler,  in  Sec,  28,  the  Goal  is  ex- 
posed in  the  bank  of  the  creek,  10  feet  above  the  water  and  12^  inches 
thick,  and  of  good  quality.    Just  over  it  there  is  exposed : 

No.  1.  8  feet  bard,  bituiniuous  Slate,  containing  small  concretions. 

No.  2.  6  inches  chocolate  and  ochreons  Shales. 

No.  3.  1  foot  blue  Clay  Shales. 

No.  4.  Coal. 
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Thirteen  to  15  feet  above  the  Goal  thehituminous  Limeafcone  (No. 
43)  lies  in  jointed  flags,  strewn  along^the  surface  of  the  prairie  in  very- 
even  layers  of  16  inches. 

Two  to  three  miies  south  of  the  last  place  the  above  Goal  is  mined 
at  several  places  on  the  land  of  Mr.  Cox  and  others. 

On  the  land  of  Mr.  Cox,  in  Sec.  6,  T.  34,  R.  32,  (No.  33)  is  20  inches 
thick,  cropping  out  in  (he  edge  of  ravines  sloping  from  mounds  down 
to  tho  plains  below.  No.  43  lies  SO  ffiet  above,  and  just  over  the  Ooal 
is  a  local  hand  of  shaly  bituminous  Limestone,  such  as  is  often  found 
enclosed  in  bituminous  Slate. 

Coal,  which  may  also  be  referred  to  the  beds  just  named  has  been 
mined  afc  several  places  in  Sees.  2S  and  33  of  T.  34,  R.  32. 

Sectioa  ft  Wm.M.  S/dnn'n,  S.  IK  Sea.  SS,  T-.V,,  -R-  -'^3. 

No.  1.    IS  inches  Soil. 

No.  2.  1  foot  asli-bluo  LiraRStoue,  wciithering  brown  and  fiiUof  fossils,  includ- 
ing Pfoductm  Muriaaiui  and  P.  BraHenanua. 

No.  3.  17  inches  olive  calcareous  and  day  Shales,  containing  Ckonetm  nteso- 
loba,  RItynehonella  Osagensis,  and  Ehombopora  Upidodendroides. 

No.  4.     3  inches  bituminous  Shales. 

No.  B.    1  foot  olive  Shales. 

No.  G.    2  fuet  bltumiiions  ShaJes,  full  of  small,  round  conerttions. 

Ko.  7.  9  feet  mostly  drab  Shales,  with  many  round,  hollow  concretions,  the 
outer  portion  of  which  is  formed  of  several  concentric  layera  of 
oclireons  Iron  ore,  the  interior  studded  with  Iron  Pyrites,  chnnglng 
to  Sulphate  of  Iron  on  exposurf. 

No.  8.     IS  inches  Co;il. 

So.  0.    Fire  Clay. 

A  quarter  of  a  mile  west  the  Ooal  is  1  foot  thick  at  the  outcrop. 

FOKT  HCOTT  GOAT.  BEDS. 

The  equivalent  of  these  Coals  was  iirst  observed  in  Sec.  36,  T,  38, 
R.  32,    A  section  here  shows — 

No.  1.  2  feet  Limestone. 

No.  2,  9  inches  olive  Shales, 

No.  ?,.  1  foot  blue  Shales. 

No.  4.  1  foot  blue,  passinffinto  bituminous  Shales  below. 

No.  5.  1  foot  Coal— No.  ri3  of  General  Section. 
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This  seam  passes  Tinder  the  monnd  north  and  west,  and  was  not 
again  seen  in  this  part  of  the  county.  This  is  probahly  the  same  Coal 
as  E.  T.  Welsh's,  in  8ec.  20,  T.  39,  R.  33.  At  this  place  I  only  observed 
a  rotten  outcrop. 

CASaEL's  Coal,  Sec.  7,  T.  37, 11.  33. 

No.  1,    2  feet  3  inches  broken  mass  of  Limestone. 

No.  2.    6  to  12  Inches  Calcareous  Sliales,  with  fossils,  Chomles  mesoloba,  Lo- 

phophyllum  and  Fusulitta, 
No.  8.    5  inches  ash  drab  Limestone. 
No.  4.    4  inches  Clay  Shales. 
No.  5.    1 J  inch  dull  drab  Hydraulie  Limestone. 

No.  6,    2  feet  blue  and  olive  Shales,  with  small  oblate  Limestone  concretions. 
No.  7.    16  inches  bituminous  Slate.    Concretions  contain  Diaeina  and  minute 

specks  of  Zinc  Blende. 
No.  8.    1  foot  Coal,  (No.  47)  and  equivalent  to  the  Lower  Fort  Scott  Coal, 

weathers  mostly  brown  and  contains  very  little  Sulphur. 

This  Coal  underlies  the  country  north,  and  may  be  found  in  the 
western  part  of  the  next  township  south.  I  only  observed  it  on  the 
head  of  Shiloh  Creek,  near  the  State  line,  where  it  varies  from  7  to  12 
inches  in  thickness. 

Its  overlying  beds  are — 

No.  1.  4  feet  Limestone. 

Mo,  2.  6  inches  to  I  foot  olive  and  drab  Shales. 

No.  3.  1  foot  to  10  inches  blue  Shale. 

No.  4,  9  to  10  inches  bituminous  Slate. 

No.  5.  7  inches  to  1  foot  Coal. 

Farther  south  these  Coals  are  only  seen  in  the  high  mounds  south 
of  the  Marmaton. 

In  Kecs.  6  and  7,  T.  34,  R,  32,  and  the  Sections  just  west,  they  may 
be  found  under  an  area  of  about  two  miles  square.  The  mines  are 
mostly  on  the  lands  of  Webster,  Karnes  and  English.  The  Coal  where 
I  observed  it  was  17  inches  thick,  and  lying  very  favorably  for  open 
working.  I  refer  this  bed  to  the  Upper  Fort  Scott  seam,  or  No.  55, 
The  lower  seam  I  did  not  find,  but  presume  it  exists  in  the  neighbor- 
hood. 
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i  CounSy  Coalfields. 
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1  County  Coalfields — Cuntinued. 


T. 

R. 

No.   OF  Seams. 

a'hick. 

Area  in 
siir,  miles. 

IS 
30 

Am'iitintoiis. 

20 

2S 
211 

40,181,120 
33,454,080 
40,14*, 808 

7   foot 

3,(150,S10,ar.2 

\ 

OTHER  MINERALS. 
IRON    0RJ5. 


No  thick  or  extensive  deposits  were  observed..  The  lower  Sand- 
stones, especially  those  near  the  Coa!,  often  enclosed  deposits  of  Kid- 
ney Ore  or  Ochre,  but  the  firstoften  contained  too  much  Sand.  Beds 
of  the  other  may  be  fonnd  extensive  enough  io  form  a  good  Ochre. 
We  may  also  expect  to  find  in  the  lower  members  good  beds  of  Brown 
Hematite  similar  to  that  found  in  Cedar  county. 

The  Shales  near  the  base  of  Timber  Hill  enclose  bands  of  Carbo- 
nate of  Iron  of  several  inches  thickness.  This  would  probably  real- 
ize 40  to  60  per  cent,  of  pure  metallic  Iron.  The  overlying  debris  was 
such  that  I  could  not  determine  the  number  or  thickness  of  these 
layers. 

GYPHasi. 

This  is  found  diffused  in  the  Under  Clays  of  the  Coals.  Its 
occurrence  is  mentioned  above  in  the  description  of  the  various  Goal 
beds.  The  principal  observed  localities  were  in  the  road  just  west  of 
Moundville,  near  the  base  of  Timbered  Hill,  and  at  Strong's,  on  the 
Little  Osage.  Its  value  in  this  country  would  only  be  to  mingle  with 
the  soil  when  it  is  deficient  in  Lime. 

Ti'll'vE    OLATS. 

Most  of  the  Ooals  are  underlaid  by  beds  of  Clay  suitable  for 
making  fire  brick.  On  Marmaton,  in  Sac.  9.  T.  36,  R.  31,  there  is  ex- 
posed 7  feet  of  Clay. 
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Near  the  base  of  Timbered  Hill  tbere  ia  3  feet  and  3  feet  at 
■Strong's,  on  the  Little  Osage, 

Nos.  48  and  51  of  the  General  Secl.ion  would  probably  make  good 
i'lre  brick. 

HYDRAULIC    I,[ME. 

Ou  Halteen'a  Jaod,  three  miles  Jiortb  of  Nevada,  is  a  Limestone 
that  bas  been  burned  for  hydraulic  purposes.  The  bed  occurs  between 
layers  of  Lower  Carboniferous  Limestone,  those  above  and  below  not 
being  Hydraulic. 

Limestone  No.  50  of  our  Section  is  the  rock  used  at  Fort  Scott  for 
making  Oement.  I  have  not  beard  of  its  being  used  in  Vernon,  but 
at  may  be  found  in  most  of  the  mounds  occurring  a  little  above  the 
lower  Fort  Scott  Goal. 

The  Lower  Carboniferous  Limestones  on  Clear  Creek  and  near 
Bellevoir  and  at  Hatteen's,  afford  a  useful  material  for  burning  into 
Lime. 

DUILDING    STONK. 

The  Sandstones  afford  the  best  building  material.  Good  quarries 
are  near  Nevada,  but  the  best  may  be  opened  on  the  waters  of  Clear 
Creek. 

Even,  firm  and  durable  beds  were  observed  at  White  Oak  Mills, 
and  formerly  very  good  grindstones  were  made  here  as  well  as  at  sev- 
eral other  places  in  the  neighborhood,  and  were  quite  an  article  of 
export.  The  rock  forms  an  excellent  grit  suitable  for  grindstones  and 
coarse  whetstones,  and  may  in  the  future  be  a  valuable  source  of  rev- 
enue to  the  inhabitants.  Besides  the  above,  similar  beds  may  be  found 
in  other  parts  of  the  county  where  the  Sandstone  is  well  developed. 
SOILS  AND  PRODOCTS. 

In  Vernon  we  find  about  every  variety  of  soil  including  rich,  poor 
sandy,  and  of  stilf  Clay. 

The  bottoms  on  the  principal  streams  are  wide  and  very  produc- 
tive. The  soil  on  the  mounds  and  along  their  slopes  may  be  consid- 
ered the  richest  upland,  and  sometimes  the  mounds  almost  encircle 
extensive  valleys  of  rich  land.  These  valleys  when  nearly  surrounded 
by  mounds  are  not  only  of  rich  soil  but  are  delightful  spots  on  which 
to  dwelt. 

One  such  is  the  Kauffman  valley,  located  in  Sees.  21,  28,29,33and 
33,  of  T.  37,  E.  33,  In  the  northern  part  of  the  next  township  south  is 
an  elevated  plateau  of  rich  land  which  slopes  off  and  bears  south- 
wardly along  Cottonwood  Creek. 
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Near  Pleasant  Valley  there  is  some  good  land.  Another  district 
of  productive  land  is  that  in  T.  S8,  Ranges  31  and  32. 

The  valley  stretching  off  from  Moundville  southwardly  lies  beau- 
tifully for  cultivation,  and  yields  abundant  crops  of  corn  and  wheat. 
Another  rich  valley  lies  along  Upper  Drywood  and  McKill's  Creek. 
Around  the  mounds  near  Walker's  Station,  are  also  some  bodies  of 
good  land. 

The  lands  will  generally  with  proper  cultivation,  yield  50  to  60 
bushels  of  Corn  per  acre.    When  not  properly  cultivated  S5  to  50. 

When  the  slopes  from  the  mounds  blend  oiF  into  the  neighboring 
valleys  and  stretch  off  beyond  into  a  wide  plateau,  the  land  is  not  so 
rich  ;  of  such  is  part  of  T.  36,  Ranges  32  and  33,  near  the  Marmaton. 
The  prairie  north  of  Boswell's,  shows  a  portion  of  very  good  land,  but 
it  is  oiten  spotted  with  lighter  or  poorer  soil.  At  the  origin  of  some 
of  the  dry  branches  in  this  vicinity  the  banks  break  off  suddenly,  soon 
disclosing  a  light-ash  soil.  These  places  have  also  very  much  the  ap- 
pearance of  Buffalo  wallows.  Most  of  the  soils  east  of  East  Drywood 
and  south  of  Marmaton  are  either  quite  sandy  or  else  of  a  thin  light- 
ash  color.  The  latter  we  find  around  Nevada  and  on  the  prairies 
south.  At  the  edge  of  the  timber  the  soil  isnearly  always  sandy, 
supporting  a  growth  of  Black  Jack,  Post  Oak  and  Black  Hickory. 
Sometimes  a  fewChJncapin  Oak  bushes  appear,  but  Blackjack  is  gen- 
erally the  leading  tree,  extending  first  and  farthest  out  on  the  prairie. 

The  soil  in  R.  29  is  generally  very  sandy- 

These  soils  of  course  are  not  so  rich  as  the  first  named,  but  during 
seasonable  years  good  crops  can  be  produced.  During  the  year  1873, 
up  to  August  1,  the  corn  gave  promise  of  an  abundant  yield,  but  lack 
of  after  rains  caused  premature  drying  of  the  blade,  and  the  bright 
hopes  indulged  in  were  disappointed.  On  the  sandy  Black  Jack  lands 
the  wild  grape  grows  very  finely,  and  should  there  be  a  great  demand 
for  grapes  and  wine,  we  could  point  to  no  more  suitable  soil  than 
these  lands. 

But  few  orchards  were  observed,  and  no  vineyards. 

This  county  is  well  adapted  for  growing  whear  and  oats,  and 
good  crops  are  raised.  Castor  beans  are  asuccessful  crop,  producing 
50  bushels  to  the  acre. 

TIMBER. 

The  bottoms  of  the  Marmaton,  Little  Osage,  the  Drywoods  and 
Clear  Creek  iurnish  an  abundant  supply  of  good  Timber.  White  Oak 
is  probably  not  to  be  found  in  the  western  part  of  the  county,  but  is 
abundant  near  Clear  Creek.  On  the  valleys  of  the  Marmaton,  Little 
Osage  and  Osage  Rivers,  we  find  numerous  Pecan  trees.     Other  use- 
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fol  trees  observed  were  Shell-bark  Hickory,  Burr  Oak,  As!i,  Elm,  Black 
Walnut  and  Birch. 

WATEi:. 

There  are  not  many  springs  in  this  county.  They  may  be  found 
on  the  waters  of  Clear  Creek,  in  the  South-east  part  of  the  county, 
and  sometimes  flowing  from  beneath  Limestone  in  the  western  part. 

The  chief  source  of  water  supply  is  from  wells  or  cisterns.  Cis- 
terns are  more  reliable  for  good  water,  as  the  well  water  is  often  im- 
pregnated with  disagreeable  salts.  In  some  neighborhoods  wells  have 
to  be  bored  very  deep  to  reach  water.  In  Southeast  Sec.  20,  T,  35,  E. 
33,  a  well  80  feet  deep  passed  through  chiefly  Sandstone  with  some 
Shale.  The  water  obtained  is  bituminous,  and  a  black  tar  coating  is 
formed  on  the  weli  rope. 

A  small  spring  on  Shiloh  creek  flowing  from  Shales  indicates  a 
slight  bituminous  taste. 

On  Clear  Creek,  in  the  eastern  part  of  the  county,  are  several  very 
fine  Sulphur  Springs  of  very  pleasant  taste.  The  water  seems  to  con- 
tain chiefly  sulphuretted  hydrogen.  The  flow  being  abundant  and 
the  water  pleasant  and  healthy,  give  promise  that  at  some  future  day 
they  may  be  much  resorted  to. 

Three  miles  North  of  Nevada  is  a  pleasant  Chalybeate  Spring.  In 
Nevada,  at  Dr.  Hunter's,  there  is  a  strong  Epsom  Salt  Weil.  In  South- 
east part  of  T.  37,  K,  33,  some  of  the  water  is  of  disagreeable  taste, 
and  is  unfit  for  cooking.  It  seems  strongly  impregnated  with  Sulphu- 
ric acid,  and  this,  chemically  united  with  Lime,  gives  a  very  unpleasant 
taste  to  the  water  flowing  through  some  of  the  Shale  beds  of  the  lower 
Coal  Measures. 


REPOKT   OF    C.    J.    NOKWOOD. 

MINERAL  SPKINGS. 

In  N.  W.  Sec.  28,?  T.  36,  R.  31.  there  is  a  fine  Chalybeate  Spring. 
At  present  no  care  is  taken  of  it.  A  "gum"  holding  5  or  6  gallons,  forms 
the  reservoir,  the  water  coming  up  at  the  bottom  and  issuing  from 
under  Sandstone  near  by.  The  water  flows  at  a  rate  of  about  2  gal- 
lons per  minute,  and  is  very  pleasant  to  tiie  taste.  In  the  hottest 
days  the  water  is  as  cool  as  if  ice  were  in  it.  I  am  told  that  during 
the  summer  this  spring  is  much  visited  by  parties  at  and  near  Nevada 
City. 
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In  S.  E.  qr.  S.  W.  qr.  Sec.  16,  T.  35,  E.  29,  Mr.  J.  S.  Grisham,  also 
has  2  fine  Sulphur  Springs.  The  stream  bubbles  up  from  a  dark-gray 
Sand,  and  is  quite  strong.  A  Shaly  bed  containing  Iron  pyrites  occurs 
below  the  spring,  but  whether  thia  has  anything  to  do  with  the  pro- 
perties of  the  water,  is  doubtful.  The  water  is  pleasant  to  the  taste, 
and  the  springs  afford  a  great  deal  of  the  water. 

On  Oapt.  Houtzes'  land,  in  N.  W.  S.  E.  Sec.  1,  30,  R,  29,  there  are 
3  Sulphur  Springs,  The  water  Iiere,  like  at  the  former  localities,  ie 
collected  in  "  gums."  In  spring  No.  1,  which  is  on  the  south  side  of  a 
small  branch  emptying  Into  Clear  Creek,  the  water  flows  a.t  the  rate 
of  three-fourths  of  a  gallon  a  minute.  Spring  No.  2,  which  is  on  the 
north  side  of  the  creek,  has  a  much  bolder  stream,  flowing  at  the  rate 
of  3  gallons  a  minute.  These  form  the  head  of  a  branch  flowing  into 
Oiear  Creek,  and  the  water  in  each  is  very  pleasant  to  the  taste. 

Samples  were  collected  for  analysis. 

COAL  MEASUKES. 

The  following  embraces  an  account  of  the  various  localities  of 
Coal  visited: 

At  "  Blue  Mound,"  in  N.  W.  quarter  K.  E.  quarter  Sec.  10,  T.  37, 
K.  30,  bituminous  Shale,  which  overlies  Coal  No.  14  of  the  General 
Section,  is  seen  at  the  base  of  the  mound,  145  feet  from  the  top.  The 
mound  is  capped  with  Limestone  equivalent  to  the  lowest  seen  at 
Butler,  Bates  county.  The  rocks  seen  on  this  mound,  with  the  de- 
scription of  each,  are  included  in  Section  A,  on  a  succeeding  page. 
The  Coal  was  covered  so  that  the  thickness  could  not  be  determined. 

The  same  (?)  bed  is  found  at  Mr.  Brown's,  in  N.  E.  quarter  See.  2, 
T.  37,  E.  30.  The  Coal  itself  was  covered  by  water  at  the  time  of  my 
visit,  but  the  following  were  exposed  above  it : 

No.  1.  S  feet  light  blue  aiid  ochreotis  wgiilaoeous  Shale,  with  concretions  of 
yellow  Oclire.  The  lower  part  lias  tivo  thin  streaks  of  Coal,  unci 
Is  marked  by  remains  of  plants . 

No.  3.    1  foot  +  hard  semi-bituminons  Shall?, 

No.  3.    ?  Coal. 

A  short  distance  from  where  the  foregoing  were  seen,  an  outcrop 
of  gray  Sandstone,  whose  position  is  above  No.  1,  was  observed.  At 
"  Timbered  Hill,"  a  high  mound  in  N.  W.  qr.  Sec.  14,  T.  37,  R.  31,  higher 
rocks  and  Coal  were  found.    The  following  is  a  Section  of  the  strata 


e  (SU-ellU  tlescriptiou  of  the  rocks,  will  Iw  round  in 
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No.    1,  10  feet  gentle  slope  Irora  lilll  top. 

No.    '2.  1  foot  Limestone.    Top  rouk  ut  PoK  Seott.  i" 

No.    3.  11  feet  Slope. 

No.    i.  3  feet  *  Sandstone. 

No.    5.  50  feet  Slope,  covered  with.fi-agraeiits  of  Sandstone. 

No.    )i,  24  feet  Slope,  with  onteroppings  of  ai^lilaeeoua  Shale  at  tlic  top  ami 

bottom. 

No.    7.  4  iuoliea  *  Limestone. 

No.    8,  5}  feet  Slope. 

No.    9.  2  to  4  feet  mottled  Liinestone, 

No.  10.  4  feet  Slope. 

No.  II.  2  feet  +  Limestone, 

No.  12.  3  feet  Slope. 

No.  13.  14  inches  flstiy-bliie  Limestone. 

No.  14.  S  feet  bituminous  Sbale. 

No.  15.  2J  feet  Shale— -caleareo us. 

No.  10.  0  inclies  blue  sandy  Ironstone. 

No.  17,  16  feet  Slope. 

No.  18,  11  Inches  Coal. 

No.  19.  iiG  feet  Slope  to  water  in  Marmstoii. 

Timbered  Hill  was  settled  by  two  French  gentlemen  named  La. 
Timbre.  In  consequence  it  was  called  "La  Timbre  Hill,"  this  was 
corrupted  into  "Timbered  Hi!I,"  and  now  it  is  so  called  by  some,  ig- 
norant of  the  source  whence  It  receives  its  name.  The  latter,  how- 
ever, is  a  very  appropriate  name,  a.3  the  mound  is  thickly  timbered, 
with  also  a  great  deal  of  underbrush,  and  is  sometimes  called  Brushy 
Mound. 

About  three-quarters  of  a  mile  south  of  the  mound,  at  a  ford  of 
Marmaton,  in  S.  W.  qr.  Sec,  14,  T.  37,  R-  31,  lower  roeks  are  exposed, 
including  two  beds  oi  Coal,  The  upper  bed  is  from  3  to  3  feet  thick, 
and  is  rotten  at  the  outcrop.  It  is  No.  23  of  the  General  Section,  and 
may  be  the  "  Marais  des  Cygnes  Ooal"  of  Bates  county,  and  the  north- 
west part  of  this.  The  second  Coal  is  about  25  feet  below  the  upper, 
and  is  20  inches  thick.    This  is  No.  18  of  the  General  Section.* 

Aful!  description  of  the  strata  here,  will  be  found  included  in 
Sec.  A. 

At  the  group  of  mounds,  in  the  vicinity  of  Walker, two  Coal  beds 
are  found  exposed,  associated  rocks  equivalent,  in  part,  to  those  seen 
on  Timbered  Hill  and  Blue  Mound.  These  mounds  are  known,  I  be- 
lieve, both  as  the  "  Howard"  and  the  "  Dodson  Mounds. 

The  following  is  a  General  Section  of  the  rocks,  etc.,  exposed: 

•It  is  also  secu  lit  Mr.  Sh.wcr'a,  (=)  iiiBates  eountj',  in  S.  W.  S.E.  Sc«.2,  T.  39,  K.S». 
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So.    1. 

2  feet  coai-se  Sandstone. 

?to.    2. 

8  feet  Slope. 

No.    it. 

No.    4. 

G  feet  Slope. 

No.     5. 

I)  feet  Limes  to  lie  ~nio  trie  l1  coloi-. 

No.     6. 

11  foot  Slope. 

No.    7. 

G  inelies  asiiy-blue  Limestone. 

No.    8. 

2  foet  Slope. 

No.    S. 

0  Inches  *  bituminous  Siiale,  No.  14,  Timbered  Hill  Sec. 

No.  10. 

11  feet  Slope. 

No.  11. 

5  feet  Clay. 

No.  12. 

18  indies  Goal. 

No.  13. 

29  feet  Slope. 

No.  14. 

3  to  4  feet  ealoareo-bltuminows  Shale. 

No.  15. 

2J  feet  Goal.     Lower  Coal  at  Ford  of  Munnatoii,  south  of  Timbered 

11111. 

No.  IG. 

20  to  3o  feet  Slope,  to  pvaiile  level. 

Both  of  the  Goal  beds  have  been  worked  a  little  here,  and  are  of 
fair  quality.  Upon  the  supposition  that  the  three-foot  Goal  seen  at 
Marraaton  I''ord,  is  persistent  in  this  direction,  it  may  be  looked  for 
as  being  present  in  No.  13  of  the  foregoing  Section,  its  place  being 
about  20  feet  above  Bo.  14.  Ifc,  however,  may  not  be  present,  and  the 
space  tilled  up  by  Sfialea,  etc.  In  the  former  case  there  would  be 
three  beds  of  Coal  on  these  mounds — one  of  18  inches,  one  of  S^-  feet, 
and  one  of  2|  to  3  feet  in  thickness — making  a  total  thickness  of  from 
6^  to  7  feet. 

The  following  is  a  General  Section  of  tlie  liocks,  etc.,  on 

Blue  Mound,  (A,)  Timbered  Hill,  (B,)  Marmitim  Ford,  (C)  and  the  WalUr  Mounds  (D). 


s  DESCHirnos  Oi'  Stiiata. 

..  Slope  from  top  of  Timtiered  Hill 

.  Compact,  drab  Limestone,  weathering,  ash  color,  and 
containing  iSpirt/er  Uneaius 

,   Slope 

.  Buff  Sandstone 

.  Slope  covered  with  fragments  of  Sandstone 
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No. 

Feel. 

IiiGh'a 

Description  of  Strata. 

Locality 

„ 

2 

Very  coarse-pn'ained   Sandstone,  made  up  of  larffe  and 
small  grains  of  Quartz.    (Local  'i) 

D. 

8           :i 

Iste  color.    Abounds  in  Chaetetea  milleporaceus,  aild 
tlie  lowest  Limestone  at  Butler,  Bates  county „ 

SI 

4-1- 

Hard,  tiaric  blue  Limestone,  containing  Ch.  mesoloha  and 
RhynconeUa  Osagensis.      MaybeNo.  43 

B. 

1- 

4-0 

Drab  and  ^ay  mottled  Limestone,    Sometimes  abounds 

1^ 

= 

Blue  Limestone,  with  a  tlilok  chocolate  colored  crust. 
Abounds  in  Ck.  meeoloha,  and  contains  Prod,  nrnri- 
cctim  and  Fistuliporanodnlifira 

B. 

l~ 

IG 

1 

3 

bulf.    Fossils  are   Okoneies  ntesoloba,  Fi-od.  cosiatus 
and  Spr,  navisratus 

BnndD. 

IS 

2 

6 

Blue  and  ochreons  caicareo-argillaceous  Shale 

B. 

■22 
23 

B 

" 

<;.ood  Coil   '.nniftimi-s.oulj  H    jiicbta 
Fire  Clav 

BindD. 
B 

;u 

fi 

S  indetone 

< 

2.-; 

i 

<- 

27 

Gvi'siteroui  bhale 
TuUnmergd 

r 

■28 

2 

Coal 

21! 

1 

bandatone  with  ^tigmai  m  pcoidr^s 

Fire-Clav 
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A — Canlimied-. 


No. 

Feet. 

[neh's 

DBfiCKHTiON  OF  Strata. 

Locality 

15 

of  Iron,  (Iron  Stone,]  and  a  thiu  LlmesCoae  beO, 

C 

.■i2 

_    1      b 

(  uLidD. 

;i;t 

(. 

Coil  so  me  limes  on  1 J  ^Olnclie 

CaniD. 

34 

2 

Tire  (.Iiy 

( 

35 

4j 

Mope 

38 

2f 

siudstoni. 

V 

37 

4i 

blopp 

38 

1+ 

V 

30 

" 

1^0  tU 

A 

Four  miles  north-east  of  Walker,  near  the  M.  K.  &  T.  R.  K.,  Mr. 
Haines  has  opened  a  Coal  bank.  It  is  worked  both  by  drifts  and 
shafts,  the  manner  owing  altogetbei  lo  the  nature  of  the  surface. 
The  Ooai,  as  seen  where  it  had  been  worked  by  a  drift,  is  2|fe6tthiekj 
and  not  of  very  good  quality,  being  crossed  by  seams  of  Iron  Pyrites. 
A  good  opportunity  for  examining  the  Goal  was  not  afforded,  and  no 
reliable  opinioh  can  be  given  as  to  its  quality.  It  is  covered  by  seven 
feet  of  Sandstone,  which  I  regard  as  the  equivalent  of  No,  24,  Sec- 
tion A. 

On  the  road  to  Nevada,  Sandstone  which  underlies  the  lowest 
Coal  at  Walker's,  and  which  is  called  the  "Clear  Greek  Sandstone," 
in  this  report,  is  eeen  cropping  out  at  intervals  from  Walker  to  Ne- 
vada. The  prairie  is  undulating,  somelimes  making  long,  sweeping 
slopes,  and  the  Sandstone  is  the  surface  Rock  for  long  distances. 

It  is  exposed  around  Nevada  City,  and  on  the  Marmiton,  In  N. 
E.  S.  E.,  Sec.  18,  T.  36,  R.  31,  on  the  Marmiton,  there  is  13  feet  of  it  ex- 
posed 4  feet  above  the  water. 

Three-quarters  of  a  mile  down  stieam,  it  is  seen  reaching  a  thick- 
ness of  40  feet.  One  quarter  of  a  mile  still  further  down,  it  lorms  the 
face  of  the  EiufTs,  varying  from  40  to  60  feet  in  thickness,  and  at  one 
place  on  the  creek  even  attaining  a  thickness  of  about  75  feet.  The 
major  part  of  it  is  excellent  building  Stone,  and  can  be  easily  quar- 
ried. Springs  issue  from  beneath  this  Sandstone,  but  they  nearly  all 
are  of  a  slightly  Chalybeate  nature — some  of  them  very  much   so. 
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On  a  small  creek  emptying  into  tbe  Marraiton,  one  mile  and  a  half 
west  of  Nevada,  part  of  the  strata  below  this  Sandstone  come  to  view 
in  the  following  order: 

No.  1.    13  feet  gentle  Slope  from  prairie. 

No.  2,     10  feet  slope  at  an  angle  of  85  deg.,  eovereil  witd  friigmeius  of  Saiiil- 

No.  3.  8  feet  buff  and  gray  SanOstone.     "Clear  Creel;  Sanilatone." 

No.  4.  6  feet  Sloi)e. 

No.  5,  10  feet  deep  hlue,  arenaceous  Ci.ay. 

No.  G.  i2  to  18  inclies  Coal. 

No,  7.  18  inches  Fire  Clay. 

On  Mrs.  Wade's  land,  in  S.  half,  S.  E.  qr.  iSec.  30,  T.  S6,  U.  31 ,  Coal, 
which  is  probably  equivalent  to  No.  14  of  General  Hection,  is  exposed. 
Twenty  feet  of  thict- bedded,  gray  Sandstone  rests  upon  it.  The  "Clear 
Creek  Sandstone  "  is  exposed  on  Mr.  Hjitteen's  farm,  in  N,  K.  qr.  Sec, 
20,  T.  36,  K.  31,  with  sub-carboniferous  Limestone  still  below.  The 
Section  there  is: 

No.  1.    Slope. 

No.  2.    33  feet  "Clear  Greek  Baiulstoiie." 
No.  3.    22  feet  Slope. 

No.  4.    8  feet  fiub-crystalliue,  gray  and  bluish  j,'r^y  CrinoiiI;i,!  Limestone.    Thi« 
is  clivicl^  lit  three  parts,  thus : 

(a)    35  feet  erystalliiie,  bluish  gray  Limestone. 
(S)    1  foot  Limestone ;  is  liot  so  oi-ystallliie  aa  a,  harilcr,  bluisli 
drab  in  color,  weathering  chocolate  brown,  and  contains 
Ciiert. 
(li)    ^  feet  Limestome  lite  a. 

Division  J  is  said  to  make  excellent  cement,  and  a  and  0  make 
fine  Lime,  The  rock  is  much  quarried  and  used  for  the  latter  purpose. 
Spirifer  Keokuk  was  the  only  fossil  found.  This  may  be  equivalent 
to  the  Limestone  seen  on  Osage  River  above  Bellevoir,  at  Stratton's. 

At  Messrs.  Foland  &  Leslie's  Bank,  in  N.  E.  part  S.  E.  S.  E.,  Sec. 
8,  T.  36,  E.  31,  Coal  is  seen,  the  exact  position  of  which,  in  regard  to 
the  other  rocks  of  the  county,  could  not  be  determined.    It,  however,    . 
evidently  occupies  a  place  in  the  "  Clear  Creek  Sandstone  Series,"  and 
is  very  likely  towards  the  bottom. 

A  Section  of  the  strata  is : 

No.    1.    6  feet  Slope,  covered  with  fragments  of  Handstoue. 
Ko.    2.    6  feet  -h  gray  Sandstone. 
No.    3.    3  feet  Slope. 
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No.    4.  9  feet  oclireoua  Sbale. 

No.    6.  9  feet  light  blue,  arenuceouB,  siaty  Sliiile. 

No.    6.  15  to  18  inches  good  Coal. 

No.    7.  8  iuohes  culearco-arenaceous  band. 

No.    8.  6  feet  arenaceoas  Shale,  sometiraeB  passing  into  Sandstouc, 

No.    9.  2  to  11  inches  Coal.    Not  persistent  at  this  place ;  thins  out  in  a  dis- 
tance of  50  feet  down  stream. 

No.  10.  3  feet  Fire  Olay,  with  Stiginarin  Jicoides. 

No.  11.  6  feet  blue  and  drab  argillaceons  Shale,  witii   Ihln   layers  of  Iron- 

Coal,  equivalent  to  tlie  upper  bed  at  Fort  Hcott,  (Kai!.,)  is  fownd 
at  Mr,  Thaler's,  at  or  near  the  head  of  Willow  Creek.  It  is  reported 
to  be  from  11  to  18  inches  thick,  but  being  covered  when  the  locality 
was  examined,  but  little  can  be  said  about  it.  It  is  said  by  black- 
sraiths  to  answer  their  purposes  admirably. 

At  Mr.  Samuel  Parker's,  in  S.  W.  qr.  N.  E.  qv.  8ec.  34,  T,  38,  K.  32, 
on  Keed's  Creek,  Coal  is  found  which  I  am  iuclined  to  place  as  equiva- 
lent to  John  Schrum'a,  (Bates  county.)    It  is  overlaid  by — 

No.  1.    i  to  1}  inches  chocolate  colored  Limestone  abounding  in  fossils,  viz.  : 

RkyiickoneUa  OsagmsU,  Ch.  mesoloia,  Aihyris,  Prod.  ■muricrUus  and 

Spr.  lintains—t\it  latter  very  abundant. 
No.  2,    2  iiiehea  green  Clay. 

2Jo.  S.    3  to  3  inches  layer  of  buff,  sandy  Limestone. 
No.  4,    4  inches  olive  colored  Shale. 
No.  5.    II  iuclies  dark  blue  Clay. 
No.  6.    3  feet  bituiniiious  Shale. 

No.  7.    4  feet  blue  and  green  Uaystj-eaked  witii  yellow. 
No.  8.    18  to  20  inelies  Goal  of  good  quality,     la  hard,  shiny,  black,  breaks  in 

angular  frBgnieuts,  and  is  apparently  free  of  Sulphur. 

One  hundred  yards  down  stream,  3  feet  of  blue  and  ochrcous 
Olay,  containing  Stigmaria  Hooides^  is  exposed  below  No.  8.  Pro- 
ductus  tnuriaatus  and  ^r.  lineatua  are  the  only  fossils  seen  in  the 
Limestone  (No.  1)  at  this  place. 

Another  Coal  is  seen  on  Mr.  Parker's  place,  in  N.  W.  part  lA.  E.  qr. 
N.  E.  qr.  Sec.  34,  T.  38,  E.  32,  with  the  following  order  in  the  overlying 
strata : 

No,  1.     Long,  gojitle  Slope, 

No,  3.    1  foot  hard,  dark  blue,  pyri to-calcareous  bed  uboutiding  in  fossils,  vis;, : 

Ck,  meaoloba,  C/l.  VerjteuUiaaa,  Pi-od,  murieaiiis,  Aihyris,  l.ajiliophyl- 

lum  prolifem)h,  and  a  small  Orihoceras(?). 
No.  ii.    5  inches  yellow  Olay,  with  streaks  of  Goal. 
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No.  4.    15  inches  CoiJ.  rotten  at  Vlio  outcrop. 

No.  5.    5  feet,  Slope. 

No.  fi.    ?  Coal  eovered  by  water.    No.  S  of  preceding  Section. 

About  three-quarters  of  a  mile  above  the  foregoing  locality,  near 
Mr,  Yates',  3  feet  of  Limestone,  light  drab,  mottled  with  bluish  drab 
spots,  and  weathering  bull',  is  found  .^1  feet  above  the  creek.  Five 
feet  below  it.  8  feet  of  Shale  and  Sandstone  are  seen.  This  resembles 
the  lowest  Limestone  at  Butler,  Bates  county,  very  much,  and  may  be 
its  equivalent.  Its  position  is  above  the  Coals  seen  at  Parker's,  bat 
the  exact  distance  could  not  be  determined.  In  N.  E.  N.  E.  Sec.  22, 
T.  38,  E.  32,  7  feet  of  Sandstone  was  found  resting  on  the  Limestone 
just  mentioned. 

At  Mr.  Bogan's  Coal  Bank,  in  S.  E,  N,  W.  Sec,  31,  T.  38,  R  33,  we 
find— 

No,  1.    4  Inches  Siicll3',  pyritiferoiis  Limestone,  with  LnpkophyUum,  Ch.  mes/^- 

loba,  Pr.  murieatus  (ind  Hemipronites, 
No,  2.    3^  feet  blue  Clay, 
No,  8.    13  inches  Coal. 
No.  4.    6  inches  Pile  Cliiy. 
No.  5.    5  feeC  Slope. 
No.  C,    2  feet  blue  Clay. 
No.  7.    iil  inches  hard,  dark  blue,  rhomboida!ly-joint«d  Liniesrone,  {No.  41!  of 

General  SeetJon.) 

No,  1  ia  not  constant;  sometimes  it  is  seen  resting  6  inches  over 
the  Coal.  A  short  distance  down  stream,  the  Coal  rests  on  No.  7. 
Unfortunately,  the  rocks  could  not  be  traced,  so  as  to  determine 
whether  the  Coal  rises  again.  No,  7  seems  to  be  taken  up  with  Clay 
and  Marlite.  There  is  a  fault  between  this  place  and  a  point  one- 
quarter  of  a  mile  down  stream.  At  the  latter  place,  Sandstone  (which 
occurs  above  No.  1  of  toregoing  Section)  is  seen  dipping  10°  N,  fiO'^ 
W,,  while  only  a  hundred  ou  so  feet  up  stream,  it  lies  horizontally. 

The  "Fort  Scott  Marble,"  (No.  43,)  with  its  associated  Coal,  ia 
found  at  Mr:  Geo.  W.  Harris',  in  S.  E.  S.  W.  Sec.  31,  T.  37,  E.  33,  on 
Little  Osage  River.  It  is  14  inches  thick,  containing  fossils;  3  feet 
below  it  there  are  3  feet  of  bituminous  Shale,  with  large  spherical 
concretions,  of  dark-blue  bituminous  Limestone.  Below  this  the  Sec- 
tion is : 

No.    0.     6  inches  dark  pyrito-calcarcoua  Shale,  vvitii  small  eoueretionf. 

No.    7.    2J  feet  blue  Clay. 

No.    8,    12  to  11  inches  Coal— No.  3il. 

No.    9.    8  feet  ochreous  and  blue  Clay. 

No.  10.    2Jfeet{?)Coal--No.  81.? 

Ko.  U.    3  feet  Slope  to  water. 
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The  Sandstone  overlying  the  Fort  Scott  Marble,  is  the  formation 
farther  dawn  the  Little  Osage.  This  Limestone  (Fort  Scott  Marble} 
is  86311  cropping  out  in  Sec.  33,  (*)  T.  36,  R.  33,  exhibiting  a  thickneea 
of  2^- feet,  with  Shaly  Sandstone  above. 

At  Mr.  Henry  Shackelford's,  in  N.  E.  S.  E.  Sec.  3,T.  35,  E.  S3,  Coal 
No.  33,  of  General  Section,  is  found.  It  is  covered  at  one  place  by 
from  2  to  2-^  feet  of  bituminous  Shale,  containing  Disoinu  Missouri- 
ensis  and  a  £sh  iootli  ;  at  another  it  is  overlaid  by  2  feet  ochreous- 
and  blue  Clay,  with  large  concretions. 

At  Mr.  Alfred  Cox's,  in  N.  W.  qr,  of  S.  E.,  Sec.  3,  T.  35,  R.  33,  it  i» 
again  found.  The  same  Coal  is  also  worked  at  Mr.  Hugh  Cos's,  in  N. 
W.  qr.  N.  W.  qr.  Sec.  3,  T.  35,  R.  33,  and  at  Mr.  Buck  Cox's,  in  S.  W.  S. 
W.  Sec.  34,  T.  36,  R.  33.  Adjoining  the  latter  place,  in  S.  E.  S.  E.,  Sec. 
33,  T.  36,  R.  33,  the  Coal  comes  to  view  once  more. 

At  this  place  it  is  overlaid  by — 

No,  1.    1  foot  Slope ;   concretions  Ol'  dark-blue  bituminous  Limestone,  toii- 

taininff  QoniatUea,  oeours  at  tVie  top. 
No.  2.    2  feet  bitummous  Shale. 
No.  3.    2S  to  4  feet  blue  Sbale  and  ochreoua  Clay. 
No.  4.    Coal-No.  38. 

A  higher  Coal  is  exposed  on  an  irregularly  shaped  mound,  in  N. 
W.  qr.  S.  W.,  Sec.  4,  T.  35,  E.  33,  on  land  belonging  to  Mr.  Fairehild. 
It  is  about  85  feet  above  Cox's,  and  is  equivalent  to  the  Fort  Scott  Coal, 
No.  52  of  General  Section.  The  bed  is  7  inches  \  thick,  overlaid  by 
1  foot  bituminous  Shale,  with  iarge  concretions  disseminated.  The 
Fort  Scott  Marble  is  found  in  the  road  one-quarter  of  a  mile  W.  of  N. 
of  the  mound,  being  about  80  feet  below  the  Coal. 

At  Mr.  Jaret  Meddlin's,  in  S.  W.  qr.  Sec.  5,  T.  35,  R.  S3,  there  are 
three  Coal  seams,  all  close  together,  all  of  which  are  below  the  Fort 
Scott  Marble.  They  occupy  a  place  in  No.  32  of  the  General  Section, 
about  the  top.  The  upper  bed  may  be  No.33,  but  this  can  not  be  said 
with  certainty. 

The  following  is  a  Section  of  the  strata : 

No.  1.  23  feet  Slope,  from  Fort  Hcott  Marble. 

No.  2.  0  feet  ocbreous  Sbale. 

No.  8.  10  to  13  inebes  Coal. 

No.  4.  10  feet  oehreous  Clay. 

No.  5.  1  foot  good  Coal. 

No.  6,  9  inches  t»  3  feet  pyriious  Shale ;  thins  out  to  t.!;e  west. 

No.  7.  9  inches  to  17  inches  Coal,  very  good  quality. 

He.  8.  : ?bhie  Clay. 
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It  will  be  seen  that  there  is  a  total  thickness  of  from  2  feet  10 
inches,  to  3  feet  5  inches  of  Coal,  This  can  be  worked  by  stripping, 
for  a  considerable  area. 

The  Fort  Scott  Ooal  is  worked  quite  extensively  about  one  mile 
and  a  half  S.  W.  of  Clayton,  by  the  Osawe  Coal  and  Mining  Company. 
The  Coal  is  from  13  to  28  inches  thick,  and  of  good  quality.  It  is  com- 
pact, shiny-black  when  fractured,  and  is  apparently  pretty  free  from 
sulphur.  I  am  told  that  it  is,  and  it  has  every  appearance  of  being, 
•excellent  smithing  Coal.  It  has  a  rusty  appearance  between  the  per- 
pendicular joints,  and  (as  does  the  Fort  Scott  Coal,  wherever  I  have 
seen  it,)  assumes  a  retidish  brown  citerior  (due  to  Oxide  of  Iron) 
-when  taken  from  the  bank  and  left  exposed  to  the  atmosphere.  There 
are  about  twelve  openings  at  this  place,  and  the  Coal  is  worked  by 
stripping. 

At  the  N.  E.  part  of  Clayton,  the  bituminous  Shale  (No.  36,  Gen. 
Sec.)  which  is  seen  at  B.  Cox's,  crops  out  in  a  little  ravine  near  Mrs, 
Dunn's  house,  indicating  the  presence  of  Coal,  No.  33,  of  General 
■Section,  Two  miles  and  a  half  S.  W.  of  Clayton,  the  Fort  Scott  Mar- 
ble is  exposed  along  a  ravine  in  the  prairie.  This  is  the  N.W.qr.  Sec. 
28,  T.  35,  R.  33,  and  Coal  may  be  considered  as  being  present  from  JO 
to  15  feet  below  the  surface.  At  the  Iron  bridge  across  Big  Dry  wood, 
near  the  mouth,  in  N.  E.  qr.  Sec.  7,  T.  35,  R.  32,  the  Clear  Creek  Sand- 
atone  is  exposed  for  46  ieet.  At  the  edge  of  the  water,  8  inches  of 
■Coal,  (No.  14)  is  found  below  the  Sandstone.  Some  of  the  Sandstone 
beds  are  excellent  for  building  purposes,  and,  as  such,  have  been  need 
in  the  construction  of  the  bridge  piers. 

At  J.  S.  Grisham's,  in  S.  E.  S.  W.,  Sec.  16,  T.  35,  R.  29,  Coal  (No. 
10)  is  seen  near  his  Sulphur  Springs.  About  37  feet  above  it  the 
•Clear  Creek  Sandstone  is  exposed,  exhibiting  a  thickness  of  iO  feet. 
There  is  said  to  be  a  Coal  visible  under  this  Sandstone  further  up  the 
creek  one-quarter  of  a  mile  below  Grisham's  ;  5  feet  of  Keokuk  Lime- 
stone was  seen  in  the  creek,  forming  the  bed  of  the  creek  in  part. 
The  fossils  found  are  Rhynconella  subeuneata,  Spr.  Keokuk-,  Ilemi- 
proniles  Keokuk,  a  small  Prodtcoius,  an  Euomphalus  or  Straparollus, 
Chonete3  and  Zaphventis. 

The  Clear  Creek  Sandstone  is  the  formation  along  Little  Clear 
Creek.  No  Coal  was  seen  or  heard  of  as  being  exposed  on  this  stream. 
This  Sandstone  also  underlies  that  section  of  country  included  in 
Ks.  29,  30  and  31,  T.  35. 

In  the  eastern  part,  Sec.  25,  T.  37,  li.  29,  the  country  is  very  hilly, 
sometimes  rising  in  mounds  100  feet  above  Kitten  Greek,  near  by. 
The  tops  of  the  mounds  are  capped  with  large  fragments  of  Clear 
Creek  Sandstone,  which  are  very  ferruginous.     Some  of  the  fragments 
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have  large  cracks,  which  have  been  filled  up  with  oxide  of  Tron.. 
Farther  north,  in  Sec.  24,  of  the  same  township,  ferruginous  Sandstone, 
with  sandy  Liraonite  is  found  on  a  ridge.  The  Iron  ore  is  too  silicious 
to  be  of  practical  value. 

The  country  generally,  bordering  on  St.  Olair  county,  is  hilly,. 
consisting  of  mounds  and  high  ridges,  sloping  gradually  oil  to  the 
prairie  level,  with  the  "Clear  Creek  Sandstone"  as  the  cap  rook.. 
Sometimes  this  is  quite  ferruginous,  so  much  so  as  to  resemble  Hem- 
atite, and  some  persona  have  supposed  it  to  be  valuable  aa  an  Iron 
ore,  but  it  is  not.  A  regular  outcrop  of  the  Sandstone  is  hardly  ever 
seen,  it  merely  coming  to  the  surface.  This  Sandstone  is  seen  occu- 
pying the  prominent  points  from  Sec.  24,  T.  37,  R.  29,  along  Clear 
Creek,  passing  through  the  western  borders  of  St.  Clair  and  Cedar 
counties  as  far  up  as  T.  37,  K.  29,  and  beyond,* 

On  McOarty's  Branch,  in  S.  E.  quarter.  Sec.  6,  T.  34,  E.  29,  Keokuk 
Limestone  is  exposed,  and  at  Mr.  Reavis',  in  E.  half  lot  2,  Sec.  6  of  the 
same  township.  Coal  (No.  4  of  general  section,)  is  found  35  feet  above- 
the  Limestone,  and  is  10  inches  or  more  thick,  Mr.  S.  H,  Avery  has 
the  same  Coal  on  his  place  in  S.  W.  quarter  Sec.  7,  T.  34,  K.  29,  where 
it  is  from  14  to  20  inches  thick,  and  dipping  10°  S.  47"  W.  It  is  also  on 
Mr.  Rodman's  place,  in  S.  E.  quarter  (?)  Sec.  12,  T.  34,  R.  30. 

The  Marais  des  Cygnes  Coal  (No.  23  of  general  section)  has  been, 
opened  by  the  Messrs.  Ferry,  in  S.  E.  quarter.  Sec.  10,  T.  34,  R.31. 
They  report  it  as  being  "  from  4^  to  5  feet  thick,  resting  on  hard,  black 
slate  "  (calcareous  Shale  ?),  It  is  overlaid  by  6  feet  cf  Soil,  Clay  and 
Drift,  the  Drift  coming  immediately  over  the  Coal.  The  Clear  Creek 
Sandstone  is  exposed  in  the  N,  W.  quarter.  Sec.  15,  about  one-half 
mile  south-west  from  Ferry's.  In  this  region  it  is  generally  bitu- 
minous in  part,  the  bitumen  often  oozing  out  and  forming  small  pools 
of  a  tarlike  substance.  This  mineral  Tar  is  sometimes  used  by  the 
farmers  in  the  neighborhood  of  these  "  springs  " — as  they  are  called — 
on  the  axles  of  their  wagons,  and  I  am  told  it  answers  their  purpose 
as  well  as  pine  Tar.  In  N.  E.  iSf.  E.  Sec.  16,  T.  34,  R.  31,  Mr.  Maxwell 
in  digging  a  well,  passed  through  the  Clear  Creek  Sandstone,  reach- 
ing Coal  (No.  14  General  Section).  He  reports  it  as  being  2^  feet  thick. 
Coal  (No.  33), is  found  on  Mr.  S.  W.  Harrison's  land,  in  N.  E.  S.  E- 
Sec.  1,  T.  34-,  K.  33,  from  14  to  20  inches  thick.  There  is  also  a  bed  of 
good,  red  Clay  Paint  on  his  place,  one  foot  or  more  in  thickness.  Mr. 
H.  mixed  some  of  the  earth  with  water  and  painted  his  fire-place,  the 
color  produced  being  reddish  brown.     On  a  mound,  at  Mr.  Drum- 

■Tliis  i-csemtilo  tlie  "  Fevniginoue  SandstonK"  of  Prof.  Swalloiv,  iinil  might  rery  ooelly  liO' 
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mond's,  in  Sec.  7,  T.  34,  R.  33,  the  top  Coal  seen  at  Fort  Scott  is  found- 
The  following  ia  a  section  of  the  rocks : 

Ko.  L  2  feet  drab  and  gray,  and  drab  spotted  with  brown,  brittlu  Limestone, 
iu  tbiii  layers,  S  pr.  {Martinla)  Uneaius,  Murehisonia  and  Lopho- 
pJiyltam  jsvlifentm,  were  found. 

No.  3.    5  feet  Slope. 

No,  3.  i  feet  nodular,  drab,  fine  grained  Limestone,  witii  a  thick  buff  crust, 
contafniBjr  B.  perearmaias^  Spi:  lineatzia  ?  Pleitroiomaria  sjihrKrulata,, 

No.  4.    a  feet  bitimainoua  Shale,  with  amaii  concretions  cuiitaining  DUeina  and 

a  Fink  tooth. 
No.  a.    1  foot  Coal— No.  52  of  Gen,  See. 
No,  li,    Irt>i(<r  gentle  slope  to  prairie  leyel. 


SUB-CARBONII^EUOUS— "Hai.t.ey's  Bluff,"  Eto. 
OBSEEVATIONS    ALONG    OSAGE    EIVEK. 

The  Olear  Creek  Sandstone  is  found  cropping  out  in  the  hills  at 
Belvoir,  the  lowest  exposure  being  about  45  feet  above  the  Osage. 
Below  Belvoir  it  approaches  nearer  the  water,  and  there  is  said  to  be 
Ooal  exposed  beneath. 

At  Mr.  John  SLratton's  Lime  Kiln,  about  one  mile  above  Belvoir, 
in  S.  E.  quarter  N.  quarter  See.  2B,  T.  38,  E.  30,  Sub-carboniferous 
Limestone  comes  to  view.  At  this  place  we  find  12  feet  of  crinoidal, 
bluish  gray  and  gray  crystalline  Limestone,  occupying  a  position  40 
feet  above  the  Oaage.  In  the  bottom  10  feet  a  concretionary  bed  of 
Chert  occurs,  contaiaini;  Bryozoans,  etc.  The  Limestone  burns  .into 
excellent  Lime,  which  is  transported  long  distances  for  use. 

One  quarter  of  a  mile  above  Stratton's,  the  Sandstone  seen  at 
Belvoir  crops  out  74  feet  above  the  Limestone.  It  is  very  probable 
that  this  Limestone  is  brought  up  by  a  slight  "  uplift  "  in  the  rocks,  as 
the  overlying  Sandstone  seems  to  be  thrown  off  to  the  east  and  west, 
being  45  feet  above  the  Osage  at  Belvoir  and  from  25  to  30  feet  above 
the  river  at  Halley's  Biuff.  At  the  latter  place  the  space  between  the 
Sandstone  and  the  water  is  known  to  be  filled  by  Coal  Measure  rocks. 


Above  Belvoir,  on  the  Osage  River.    This  place  is  quite  celebrated  in 
Vernon  county  on   account  of  some   "Old  Diggings" — as  they  are 
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termed — being  there.  They  consist  of  a  aeries  of  circular  holes,  23 
iu  number,  dug  down  in  the  lower  part  of  a  thick  Sandstone,  which 
forma  the  face  of  the  bluff,  and  is  a  member  of  the  Coal  Measures. 
The  holes  are  5  feet  deep  each  on  an  average  ;  they  are  larger  at  the 
bottom  than  the  top,  being  three  feet  across  at  the  top,  and  five  and  a 
half  feel  in  diameter  at  the  bottom.  They  are  only  from  one  to  three 
feet  apart,  and  follow  the  course  of  the  outcrop  of  the  Sandstone, 
which  is  north  and  south.  They  appear  to  have  been  made  by  some 
such  instrument  as  a  pick— faint  marks  as  of  such  a  tool  beiug  still 
visible.  At  one  place  there  are  six  holes,  side  by  side,  forming  a 
double  row;  the  rest  are  single,  following  one  after  another.  These 
are  supposed  by  many  to  be  the  remains  of  excavations,  made  by 
Prench,  Indians,  Mexicans  or  Spaniards  for  mineral.  In  this  I  can  not 
agree  with  them,  as  the  only  metal  to  be  found  in  the  rock  is  a  little 
sandy  Hematite  and  Ochre  Concretions.  From  the  regularity  in  the 
order,  and  the  manner  in  which  the  holes  were  made,  in  the  nicety 
with  which  they  were  formed,  and  regularity  of  size,  I  am  led  to  be- 
lieve them  to  be  remains  of  old  Caches  made  by  former  traders  with 
Indians,  or  parties  who  were  necessitated  to  conceal  their  f];oods.  At 
one  hole  a  peculiar  mark  (Fig.  i  a)  was  noticed  cut  iu  the  Sandstone, 
Whether  this  was  made  by  the  maker  of  the  hole,  or  at  some  later 
period,  I  will  not  undertake  to  say,  though  it  is  badly  weather-worn. 
These  holes  are  without  doubt  quite  old.  An  Ash  tree,  two  inches  in 
diameter,  was  found  growing  out  of  one,  and  a  Red  Oak,  four  inches 
in  diameter,  out  of  another.  Col.  Boughan,  who  has  lived  near  here 
for  twenty-six  years,  and  was  one  of  the'early  settlers,  says  they  were 
here  when  he  came,  and  at  that  time  no  One  knew  for  what  purpose 
they  were  dug,  nor  how  long  ago.  Figure  4  shows  end-view  of  the 
parallel  holes. 

A  section  made  here  is  as  follows : 

No.  1.    Long  Slope. 

Na.  -2.    30  Co  40  feet  gray  aiid  buff  Saiulstoiic :  the  lowiir  pjirt  contaijilng;  coii- 

firotioua  of  vei-y  Silicimis  Ht'iiiatite. 
No.  8.    IGJ  feet  Slope. 
No.  4.    17  feet  blue  aiid  buff  Sandy  Shale,  with  many  leiitituliir  concretions 

of  IndurHbid  Siindstoiie. 
No.  5.    i  to  G  iiiL'hes  Coal. 
No.  6.    4  feet  Slope  to  Oaajje  River. 

It  seams  to  be  a  prevailing,  but  mistaken  opinion,  that  there  is 
much  mineral  in  this  locality,  such  as  Iron,  Lead,  etc.  This  is,  no 
doubt,  caused  in  a  large  degree  by  the  supposition  that  the  Caches 
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are  the  remains  of  old  wdnes.  No  Iron  {except  as  noticed  above)  or 
Lead  was  found,  nor  is  there  any  probability  of  there  being  any  in 
place.  It  \?,pouihU  for  both  Lead  and  Iron,  as  well  as  Gold  and  Silver 
or  Copper,  to  have  been  brought  liere  by  Drift  ;  but  even  if  this 
were  eo,  it  would  be  a  very  unsafe  venture  to  expend  much  capital  in 
searching  for  it. 

On  Mr.  Garrlaoa's  farm,  in  south  part  S.  E.  Sec.  36,  T.  3S,  K.  30i 
there  is  said  to  have  been  an  old  furnace.  Mr.  Garrison  informed  me 
that  formerly  there  was  a  chimney  built  of  Sandstone  and  put  together 
with  mud,  standing  on  the  spot,  but  that  he  had  taken  it  down.  I 
could,  therefore,  form  uo  opinion  for  what  purpose  it  was  built,  nor 
was  there  anything  else  there  to  give  me  an  idea.  An  outcrop  of 
"Clear  Creek  Sandstone,"{?J  20  feet  thick,  with  knife  edges  and  thin 
seams  of  Goal  intercalated,  was  observed.  There  is  said  to  be,  and 
probably  is,  a  Coal  seam  a  few  feet  below  it. 

There  seems  to  be  a  disposition  among  some  persons  in  this  county 
to  spend  much  money  in  searching  for  Lead,  etc.  It  will  be  much 
better  and  more  profitable,  however,  for  them  to  invest  their  capital 
in  opening  up  their  great  Coal  region,  for  it  is  there  their  mineral 
wealth  lies. 

POTTKES'     ULAY. 

In  the  N.  W.  qr.  Sec.  14,  T.  35,  R.  33,  a  good-  bed  of  Potters'  Clay 
was  found.  Whether  it  belongs  to  the  period  of  the  Goal  Measures 
or  the  Drift,  we  are  unable  to  say— -though  we  are  inclined  to  place  it 
in  the  latter  formation.  Exactly  how  thick  the  bed  is  could  not  be 
determined.  Two'  feet  and  a  half  of  it  was  exposed,  and  it  extends 
over  several  acres.  We  understand  that  this  is  the  Clay  that  ia  used 
in  the  Deerlield  Pottery,  and  it  is  capable  of  making  good  earthen- 
ware— such  as  crocks,  jugs,  etc.  The  bed  is  overlaid  by  2  feet  of  Local 
Drift,  composed  of  Chert,  Gravel,  Ochre,  etc. 

M  I  N  E  1{  A  I,    T  A  K  . 

On  Mr,  Markham's  farm,  in  S.  E.  N.  W.  Sec.  24,  T.  35,  li.  30,  there 
is  a  "Tar  Spring"  issuing  from  Sandstone.  The  Bitumen  oozes  out 
very  freely,  and  bursts  from  the  ground  in  several  places.  It  comes 
up  from  a  fissure  in  the  Sandstone  (Clear  Creek?),  and  forms  pools  on 
the  surface.  Upon  exposure  it  becomes  quite  hard — somewhat  re- 
sembling Asphaltum.  Mr.  M.  uses  it  on  his  wagon  in  the  place  of 
grease,  pine  tar,  etc. 

On  Mr.  Clay  McCoy's  land,  {near  Markham's,)  there  is  also  a  quan- 
tity of  Bituraen. 
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On  Dr.  Lipton's  farm,  formerly  owned  by  Mrs.  McCoy,  ia  N.  W,  S. 
W.  Sec.  27,  T.  34,  R.  30,  there  is  both  a  Tar  and  Sulphur  Spring.  The 
water  issues  from  beneath  Sandslone  and  ia  slightly  charged  with  Sul- 
phor,  while  the  Tar  (Bitumen)  issues  from  the  rock  itself,  and  flowing 
into  the  water  gives  both  the  taste  of  Tar  and  Sulphur.  I  am  told  that 
this  water  was  formerly  highly  esteemed  for  its  medicinal  properties 
by  persons  living  in  the  neighborhood. 

SULPHUR. 

On  Mr.  Batz's  land,  in  Sec.  23,  T.  34,  R.  30,  a  good  Sulphur  Springy 
bnrsts  from  the  grotind,  and  ia  used  by  him. 
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BATES    COUNTY. 


BY   G.  C.  BROADIIEAD. 


The  area  of  this  county  is  873  square  miles.  Its  surface  is  formed 
of  agreeably  undulating  plaiuB,  terminating  in  the  west  part  in  a  north 
and  south  range  of  mounds  with  other  mounds  in  different  parts  of 
the  county.  These  mounds,  in  the  western  part,  are  generally  from  SO 
to  100  feet  high.  Six  miles  northeast  of  Butler,  there  are  several  of 
80  to  100  feet  in  hight.  From  these,  for  Ij  miles  north-west,  our  route 
would  pass  low  mounds  to  a  continuous  range  extending  6  miles  fur-- 
tber.  We  then  reach  a  broad  valley,  100  feet  lower  than  the  mounds 
and  over  6  miles  wide.  Crossing  the  Miami  Fork,  we  are  again  in  the 
region  of  the  mounds,  and  these  continue  to  the  south  line  of  the 
county,  only  occasionally  interrupted  for  a  few  miles  by  the  streams 
and  valleys.  South  of  the  Marais  des  Oygnes,  the  county  is  for  the 
most  part  hilly  and  rolling,  occasionally  broiien  by  wide  valleys  along 
the  streams.  In  R.  31,  along  the  south  county  line,  is  a  range  of 
mounds  extending  east  and  west,  passing  south-weatwaTdly  and  unit- 
ing with  the  high  land  in  Vernon.  Ts.  41  and  42,  K.  29,  are  somewhat 
broken,  the  streams  being  separated  by  ridges  often  200  feet  high, 
rising  by  long  elopes  from  the  valleys.  Passing  southward  over  a  roll- 
ing country  to  the  waters  of  Panther  Creek,  we  find  a  high,  semi-cir- 
cular ridge  curving  around  the  head  of  this  creek,  240  feet  in  hight, 
and  extending  from  Hudson  south-west  to  Pleasant,  Gap  and  south- 
east for  several  miles.  Within  this  high  ridge  or  rim  is  the  beautiful, 
undulating  valley  between  Camp  and  Panther  Creeks,  elevated  30  to  40 
feet  above  the,stream.  From  there  the  country  slopes  off  into  a  beau- 
tiful plain  towards  Prairie  City  and  Papinsville. 
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A  line  passing  north-west  from  tlie  north-east  part  of  T.  39,  B,  29, 
to  the  north-weat  part  of  the  county  will  touch  along  the  principal 
dividing  ridge  and  probably  the  highest  ground  in  the  county.  It  will 
also  divide  the  waters  of  Grand  River  on  the  north  from  those  of  the 
Osage  on  the  south.  The  principal  tributaries  of  Grand  Kiver  are 
Deep  Water,  Cove  Greek,  Peter  Creek,  Elk  Fork,  Mingo,  the  Deer 
Creeks  and  Mormon  Fork.  These  generally  start  from  broken  depres- 
sions in  the  prairie,  and  pursue  their  course  with  increasing  width  of 
valley.  fSome  of  the  valleys  are  sometimes  a  quarter  to  one-half 
mile  and  more  in  width,  blending  into  a  little  more  elevated  plain. 
Grand  River  Bottoms  are  wide,  with  occasional  ponds  and  marshes. 

The  chief  tributaries  of  the  Osage,  making  southward  from  the 
ridge  above  named,  are  Mulberry  Creek,  Miami  Fork  and  Panther  and 
Camp  Creeks,  with  other  lesser  streams — as  Shaw  Branch,  Willow 
Creek,  Double  Branches,  Mound  Branch,  and  Bone  Creek  and  Knob 
Creek,  forks  of  the  Miami. 

The  banks  of  the  Osage  are  generally  about  35  feet  high.  Its 
channel  being  often  i'ull,  it  is  rare  that  it  can  be  forded,  even  at  very 
few  places.  With  some  necessary  improvements  in  the  channel,  it 
could  easily  be  made  navigable  for  light  draft  boats  every  year  up  to 
Papinsvillo.  This  place  is  240  miles  by  boat  from  the  mouth  of  the 
Osage,  and  light  draft  steamers  have  occasionally  been  up  to  this 
point.  The  bottoms  of  the  Osage  are  generally  2  to  3  miles  wide,  but 
are  often  quite  flat  and  marshy.  Other  streams  have  reasonably  wide 
bottoms. 

South  of  the  Osage,  we  also  find  the  streams  originating  from 
breaks  in  the  high  lands,  thence  passing  off  through  widening  flats  to 
the  Osage.  These  include  Walnut  Creek  and  its  fork  Gillen'a  Creek, 
Burnett's,  Cottonwood  and  Muddy  Creeks, 

SUKPACE    GEOLOGY. 

That  this  county  has  been  at  some  former  time  subject  to  extreme 
denudation,  is 'evident  from  the  isolated  mounds  often  seen.  Their 
summits  are  probably  of  the  same  elevation  as  the  higher  ridgea  in 
the  eastern  part  of  the  county.  There  has  been  a  scouring  from  north 
to  south,  leaving  isolated  mounds  protected  from  destruction  by  cap- 
pings  of  Limestone.  In  the  eastern  part  of  the  county  the  Limestones 
on  the  summits  are  the  aame  which  may  be  found  beneath  the  base 
of  the  western  mounds.  The  force  of  the  glacial  action  which  has 
caused  this  has  been  such  as  to  bear  away  all  Drift  pebbles  from  the 
surface  excepting  when  on  the  higher  grounds.     On  the  mounds  east 
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of  Pleasant  Gap,  are  often  seen  quantities  of  rounded  Gravel,  mostly 
siliceous.  The  banks  of  Camp  Creek  have  exposed  at  one  place  a  bed 
of  similar  Gravel  with  Sand.  Among  these  latter  pebbles  1  obtained 
one  of  quartzitic  conglomerate. 

At  Burnett's  ferry  the  banks  of  the  Osage  show: 

No.  1.  Soil. 

No.  2.  12  feet  brown  sandy  Clay. 

No.  3.  10  feet  blue  Clay. 

No.  4.  Bed  of  I'ountled  siliceous  Gravel. 

These  Gravel  beds  are  occasionally  met  with  at  other  places  along 
the  Osage.  Wells  dug  at  i:"apin8vi]le  show  it  to  be  35  feet  thick,  of 
which  31  feet  was  yellow  Olay  resting  on  4  inches  of  bine  Clay  and 
Gravel,  Beneath  this  was  found  a  thin  sandy  stratum  enclosing  a 
tooth  of  an  extinct  species  of  horse.  Still  beneath  was  a  Gravel  bed 
of  5  feet  thickness,  the  pebbles  mostly  rounded  and  some  adhering 
together.  The  pebbles  are  mostly  siliceous,  associated  with  fragments 
of  Coal  and  Iron  Ore. 

From  similar  beds  in  the  banks  of  the  Marais  des  Cygnes,  bones 
and  tusks  of  Mastodon  have  been  obtained. 

COAL     MKASUKES. 

Bates  county  is  underlaid  throughout  by  the  Coal  Measures.  In- 
cluding Upper,  Middle  and  Lower  Measures,  there  are  in  all  about  500 
feet  of  vertical  thickness. 

The  Lower  Measures,  including  the  Maraia  des  Cygnes  Coal,  crop 
out  in  T.  38,  and  part  of  T.  39,  Eanges  29,  30  and  31,  and  the  eastern 
part  of  li.  32.  The  lowest  rocks  to  be  seen  in  the  county  are  on  and 
near  Panther  Creek. 

At  the  ford  west  of  Rockville  we  find  : 

No.  1.    Sandstouo  nxCeiLciiuf;  most  of  tlie  wiiy  fi'oiu  the  bill  at  Eockviile  pi'ob- 

ablj',  30.to*)fcet. 
No,  3.    5  feet  drab  sandy  Shales. 
No.  3.    fi  feet  blue  Shales,  enolosinglhree  concretionary  beds  of  Carboimte  of 

Iron,  each  varying  ffom  2  to  5  Inches  in  thickness. 
No,  4.    4  iiieh  bed  of  carbojiat«of  Iron  in  the  creeit. 

These  ores  may  in  the  future  prove  valuable. 

The  Lowest  Coal  Measure  rocks  in  the  county  were  penetrated  in 
Mr.  Seclinger's  Well  in  E.  hf.  N,  W.  qr.  See.  15,  T.  38,  R.  30.  The  well 
is  105  feet  deep,  and  all  Sandstone,  (the  upper  16  feet  shaly)  except 
the  lower  4  feet  of  Slate.  This  Sandstone  is  seen  in  the  Osage  River 
at  Papinsville, 
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Near  the  head  of  Panther  Creek  we  find  a  gray  Limestone  sup- 
posed to  be  the  equivalent  of  the  lowest  at  Butler,  220  feet  above  the 
valley  of  Camp  Creek,  This  Limestone  seems  to  crown  the  neigh- 
boring hills  at  many  places.  Below  it  there  eeema  to  be  sandy  Shales 
nearly  to  the  valley.  Near  the  head  of  the  eastern  fork  of  Panther 
the  thick  Coal  is  found.  Judging  from  the  topography  of  the  sur- 
rounding country,  this  Coal  must  be  about  220  feel  below  the  gray 
Limestone  just  above  named. 

In  the  south  part  of  Sec.  28,  T.  33,  li.  29,  is  a  remarkable  expos- 
ure of  19  feet  of  dark  bitnminoua  Shale,  mostly  slaty,  and  enclosing 
large  dark  bituminous  Limestone  concretions  in  the  lower  part.  It  is 
very  probable  that  this  may  be  only  a  few  feet  above  one  of  our  thick 
Coa!  seams. 

The  following  section  taken  two  miles  north  of  Pleasant  Gap, 
shows  the  highest  formations  in  this  vicinity  : 

No.    I.  Brown  Sandstone. 

No.    2.  Rough  coarse  gray  Limestone. 

No.    a.  12  feet  Slope. 

No.    4.  10  incli  brown  Limestone  contains  Fuaidina,  Cliaeietes,  Crinoid  stems 

Spirifer  Imeatus  and  iSpirif^'ina  Keniuekeimis, 

No.    5,  1  foot  6  tncliea  Bituminous  Shales. 

No.    C.  9  Inches  hard  black  Slate,  ivith  many  pmall  roaiicl  concretions. 

No.    7,  Sandy  bituminous  Shales. 

No.    8.  C  feet  soft  sandy  Shales. 

No.    9.  26  (feet  Sandstone  in  flags. 

No.  10.  1  fcKit  calcareous  Shale  with  fossils. 

No.  11.  6  inches  Shales  with  thin  laminaB  of  Coal. 

No.  12.  G  iiichos  Conl. 

This  Group  of  rocks  probably  includes  the  equivalent  of  the  Fort 
Scott  Group,  but  it  is  almost  barren  of  Coal,  The  Limestones  Nos.  3 
and  iof  the  above  Section  are  found  at  the  head  of  all  the  streams 
north  of  this  as  far  as  the  head-waters  of  Cove  and  Peters'  Creeks. 
They  also  crown  the  hills  within  20  to  40  feet  of  their  tops  between 
Pleasant  Gap  and  Butler,  and  we  suppose  them  to  be  the  equivalents 
of  Nos.  50  and  55  of  the  General  Section  of  the  South-west  Goal. 

Sandstone  No.  56  of  our  South-west  Coal  Section  is  the  highest 
rock  seen  just  above  the  Limestones  last  spoken  of.  It  is  generally  a 
coarse  deep  brown  Sandstone,  sometimes  affording  a  good  building 
material,  but  broken  masses  from  it  are  often  found  in  a  pulverulent 
condition,  which  mingling  with  the  soil  gives  it  a  deep  brown  appear- 
ance. 

The  Iron  set  free  also  very  much  assists  in  promoting  fertility. 
This  is  found  on  all  the  higher  ridges  of  K.  29  and  T.  39.  li.  30,  and  oc- 
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«asionally  on  the  north.    Obscure  remains  of  plants,   with  an  occa- 
sional fragment  of  Siigmaria  Hooides  are  sometimes  found. 

Near  Johnstown  are  seen  rocks  whose  position  can  be  but  little 
above  the  thick  Ooal  of  Panther  Creek.  At  Shelton's,  on  Rookbottom 
Branch,  are  seen — 

No,  1.    1  foot  Oebrey  Siialus^. 

No.  2.    0  inches  crumbling  Coal. 

No.  3.    1.1  feet  Shale,  with  a  fyw  iiiehiw  uf  Tioiluiaf  calcrireoii^  Tconstone  near 

the  middle. 
No.^  4.    Sajidy  and  Ochrey  Shales. 
No,  5.    1  foot  bine  and  semi-bit iiminous  Shales. 
No.  G.    8  incliea  reel  Ferruginous  Limestone,  abounding  ia  fossils,  including 

Pi\  mKritatus,  Sp.  planoeoHcexas,  Sp.  caineratus  and  Athjp-h . 

No.  7.    10  inches  Slaty,  Bituniinnits  Coa!. 
Ho.  S.    18  inches  (?)  Coal. 

This  Section  may  be  considered  an  exhibit  of  wliat  we  may  find 
at  many  places  on  Deep  Water  for  three  or  four  miles  north-west ;  also 
in  the  valley  of  Cove  and  Peter  Creeks. 

AtMrs-lIackler'sthe  Coal  has  been  mined  in  the  bed  of  the  creek, 
and  on  the  hill  over  a  hundred  ieet  above  is  seen  the  brown  Limestone, 
named  above  as  occurring  at  the  head  of  Panther  Creek. 

The  following  Section  shows  a  partial  connection  of  the  Butler 
rocks  with  the  Upper  Coal  Measures  : 

^coilfjii  htj  C.  J.  Nunoood,  Jrom  the  top  of  the  Mound,  in  N.  W.  Sec.  S.f,  'J',  it,  R.  SO,  saidh- 
laest  to  a  iitmch  of  Mound  Ortek. 

So.  1.  15  feet  Slope  from  the  top  of  the  mound. 

Ho.  2.  a  feet  Limestone  (No.  73  Uppei'  Coai  Measiirea.) 

No.  cl.  Outcrop  of  Sandstone, 

No.  4.  100  feet  Slope. 

No.  n.  0  feet  rough,  gray  Linw*tone,  shelly  ill:  the  top  a'ld  oontainhig  Cl.m- 

No.    «.    27  feet  Slope. 

No.    7.    1  foot  hard  brecciated  Conglomerate,  made  up  of  fragments  of  Ckie- 

teles,  Carlwnate  of  Iron  and  Limestone ;  contidnsS^.  linaaiasjAthy- 

rin ,  Ch.  meaoloia,  I-'tiaulma ,  Ayehceo-iidaris  and  Lophophpt- 

lum— Dip.  15  deg.  S.,  60  E. 
No.    8.    i  inches  Oaloareous  Shales,  passing  into  a  Conglomerate. 
No,    1).    0  inches  Conglomerate,  like  No.  7. 
No.  10.    9  inches  Shales,  with  streaks  and  It nife  edges  of  Coal,  andinc'i^iiiga 

little  Gravel. 
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No.  11.    1  foot  Conglomeriite— harder  than  No.  7 ,  sometimes  chiiiglii^lo  ;» 

hard,  coaree-grained,  reddish  Limestone 
Ko.  12.    13  feet  sandy  and  Clay  Shales,  with  many  concretions,  and  contains 

beds  of  Carbonate  of  Iron,  one  of  them  6  inches  thit,k 
No.  13.    3  feet  blue  and  drab  coarse  brittle  Jjimestone,  containing /'Hsuiiiiaand 

Sp^ifer  Uneaius. 
No.  14.    G  incliea  green  argillaceows  Shales, 
No.  15.    1  foot  bituminous  Shales,  containing  Dkoiaa  and  small  fliittenfd  and 

round  Concretions. 
No.  Ifi.    1  foot  6  Inches  dark-blue  Shales,  wltli  a  liai'd  caicareo-sandy  band 

near  the  bottom,  conhiining  Chmtcies  ■ . 

Butler  Section. 

No.    1.    2  feet  G  inches  tliie-grafned  and  drab  Limestone. 

No.    2.     G  feet  Limestone  nodules,  abounding  in  Metnipronitea ,  Spirifer 

cameraiiK,  Frodutlus  coatatua  and  P,  Pratteniasius ;  alsocontalns  Sy- 

jiocladia ,  and  Sp.  planoeonvexus.    In  some  of  the  nodnles  Fish- 

ieeth  are  found. 
No.    8.    2  feet  olive  colored  Clay  ShalcR. 
No.    4.    14  feet  Slope. 
No.    5.     1  foot  6  inches   biuish-gray  Limestone,  containing  Sp.  Uneaius,  Fi; 

coaiatiii,  Arch<EOeidaris,  Fusalina  and  Ch(steiea  milteporaeeua. 


No.    G.  13  feet  Slope. 

No,    7.  S  feetoutcrop  of  ash-blue  Limestone. 

No.    8.  4  inchus  dark,  olive  Calcareous  Shales. 

No.    9.  1  foot  hard-jointed,  bituminous  Slate,  with  small  Conoreiions. 

No.  10.  2  feet  sandy,  bituminotis  Shales,  with  bnrtl  noilnles  of  Limestone. 

No.  11,  8  feet  olive  Shales. 

No.  12.  8  inches  Coal. 

No.  13.  G  inches  softi  thin  Lamina)  of  bituminous  Kh:iles,  with  knife  edges  of 
Coal — seen  at  Braggiii's. 

No.  14.  25  feet  Sandstone— at  Butler. 

No.  15.  4  feet  ash-bliie  Limestone. 

No.  16.  10  inches  blue  Shales. 

No,  17.  10  inches  bituminous  Shales. 

The  upper  part  of  this  Section  to  No.  7  is  seen  at  Butler;  also 
iNos.  14  to  17.  The  intermediate  beds  are  concealed  at  Bntler,  but  ex- 
hibited at  Braggin's,  one  mile  north-east. 
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The  beds  seen  next  below  this  Butler  Section  are  thick  exposures 
of  soft  Sandstone,  which,  eastward  on  Mound  Brauch  and  four  miles 
south  between  Possum  Oreek  and  the  next  Branch  south,  thicken  up 
to  80  feet. 

The  upper  beds  of  the  Butler  Section  are  just  below  the  Mulberry 
Ooal ;  in  fact,  I  am  inclined  to  think  this  Coal  may  yet  be  found  in  the 
highest  hills  at  Butler.  These  are  well  developed  on  Miami  Pork  and 
Mulberry  Oreek,  Their  relation  to  the  Goal  can  be  obtained  from  our 
iJouth-west  Coal  Section. 

The  beds  from  No.  67  to  72  and  73  are  here  generally  found,  and 
are  well  exposed  at  some  of  the  Coal  banks.  Nos,  57  and  67  are  con- 
nected by  their  intermediate  beds  at  Jas.  H.  Becket's,  in  N.  E.  S.  E. 
Sec.  10,  T,  40,11.  33.  The  Limestones  near  No.  67  and  above,  appear  at 
many  places  on  Mulberry  Creek,  on  the  south  side  of  Marais  des 
Oygnes.  These  rocks  appear  nearly  everywhere  on  the  waters  of  Wal- 
nut Creek,  and  are  also  found  at  the  head  of  Duncan's  Creek. 

Near  New  Home,  and  on  the  waters  of  Burnett's  Creek,  Prior's 
and  Reed's  Creeks,  are  beds  which  may  be  referred  to  the  Fort  Scott 
Coal.  But  the  Fort  Scott  Coal  itself  was  not  certainly  recognized. 
On  the  above  named  streams,  further  south  in  Yernon,  are  thin  seams 
of  Coal,  which  can  certainly  be  referred  to  the  Fort  Scott  Group.  The 
evidence  is  that  the  Coal  thins  out  north  and  north-east. 

BEDS  ABOVE  THE  MULBERRT  COAL. 

In  Sec.  11,  T.  40,  R.  33,  is  a  mound  £5  feet  above  the  general  sur- 
face of  the  prairie.  Its  cap  rock  is  a  Limestone,  apparently  belong- 
ing to  No.  74  of  the  General  Section  of  the  Upper  Coal  Measures  of 
1872,  It  abounds  in  LopTiopJiyllum  and  also  contains  Produotus  We- 
hrasoensis.  On  the  prairie,  102  feet  below,  we  find  a  Limestone  which 
is  probably  No.  75  of  the  South-west  Goal  Section.  The  mounds  in 
Sees.  27  and  28  of  the  next  township  north,  80  to  100  feet  high,  are  also 
capped  with  Limestone  of  the  Upper  Ooal  Measures.  The  farthest 
limit  south  where  we  have  recognized  any  Upper  Coal  Measures  is  on 
the  top  of  a  low  mound  in  Sec.  5,  T.  38,  B.  33.  On  the  mounds,  6  miles 
north-east  of  Butier,  are  also  found  Upper  Coal  Measure  Limestones. 
The  latter  mounds  are  120  to  140  feet  high.  Farther  west  and  north- 
west the  mounds  develop  into  continuous  ridgee,  for  example  at  West 
Point  and  at  Parkersville  and  north-west  They  are  all  capped  with 
Upper  Ooal  Measure  Limestones,  including  from  No.  72  to  No.  SO  of 
our  General  Section  of  the  Upper  Ooal  Measures,  1872. 

No.  72  contains  some  well  preserved'and  fme  specimens  of  fossils, 
G.S-11. 


,v  Google 


163  GEOLOGICAL    SOKVEY. 

including,  near  Holderman's,  Orthoceras,  (large  species)  N^autiluSy 
(2  or  3  species,  probably  4)  Oyrtveerm,  PUurotomaria  Wk&P.tur- 
'biniformis,  SoMsodus  Wheeleri  and  Pinna  peracuta.  In  Sec.  11,  T. 
4i,  R.  33,  Productus  Ifebrasoensia  and  LopAopftylhim  proliferuin. 


ECONOMICAL  GEOLOGY. 
LOWEK    COAL    BEDS. 

The  Lower  Coal  Series  in  Tb.  38  and  39  of  Rs.  29  and  30,  may  in- 
clude two  or  three  seams.  The  lowest  workable  bed  of  18  inches  to- 
2^  feet  has  been  worked  on  E.  Shaver's  land,  near  Willow  Branch,  3 
miles  north-east  of  Papinsville  ;  at  Hamilton's,  one  mile  north-east  of 
Prairie  City  and  1^  miles  north,  near  Shaw  Branch  ;  at  J.  M.  Williams', 
on  Camp  Creek  and  on  Panther  Creek.  The  entire  thickness  of  the: 
bed  at  Williams'  was  not  seen,  only  1^-  feet  being  exposed.  Mr.  Wil- 
liams says  it  is  3  and  4  feet  thick.  If  so  it  is  the  equivalent  of  Yates' 
Coal  on  the  head  of  Panther  Creek.  Prom  its  topographical  position 
I  was  inclined  to  refer  ifc  to  a  bed  occupying  a  little  lower  horizon. 
A  black,  bituminous  Limestone,  with  Pr.  murioatus  and  a  calcareous 
conglomerate,  containing  Orthooeras  Pus7tensia  occur  just  above  it. 
This  shows  that  the  Coal  here  and  that  at  Shavers  may  be  the  same, 
for  a  similar  Limestone  is  also  found  at  the  latter  place,  containing, 
besides  the  above  named  fossils,  Productus  Praitenianus,  P.JVehras- 
oensis,  P.  aemireticwlaius,  He?npronite8  orassus  and  a  small  Idngula 
and  Disoina.    At  Shavers  the  Coal  is  22  to  26  inches  thick. 

Section  on  Hamilton's  land  in  S.  E.  .Sk.  7,  T.  3S.  R.  SO. 

No.  1.  Soil  and  Dritt  of  rounded  Pebbles. 

No.  2.  1  foot  4  Inches  black  Shales. 

No.  3.  6  inches  soft  hrown  Shales, 

No.  4  3feet4inchesblack1jitumiiioii3S!ate. 

No.  S,  2  feet  Coal  with  sulphin'ous  inorustations  on  the  surface. 

No.  6.  Fire  Clay. 

Hallam's  Coal,  examined  by  0.  J.  Norwood,  in  N.  E.  Seo.  11,  T.  3S, 
R.  30,  is  3^  to  2  feet  thick. 

This  coal  underlies  at  least  5  sections  in  the  north-east  part  of  T. 
39,  R.  29,  and  dips  beneath  the  surface  of  the  townships  west  and 
north. 
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Seciion  ai  Mrn.  Annie  Holt's,  S.  W.  See.  U,  1.  39,  R.  SO.    (ny  J.  U.  Norwood.) 

No.    1.    2  feet  local  Drift. 

No.  2.  1  foot  6  incbes  BrglUo-caleai'cous  Shales,  with  lenticular  eoiieretioiis 
of  Ironstone. 

No.    S.    6  inches  semi-bitumlDous  Shales. 

No.    4.    27  inches  bitumioous  Shales. 

No.  5.  4  to  5  iiiohes  concretlonaiy  deep  bine,  hard  pyritiferous  Limestone, 
abounding  in  Prodaetas  muHcatas  and  also  oostaining  Spirifer  cam- 
eraius,  Aihyria  iuhtilita,  Choneies  mesoloba.  Polyphemopsis  and  Plevr 
rotomaria  spheiidata.  A  yellow  Clvf  sometimes  replaces  the  Lime- 
stone. 

No.    6.    2  to  3  feefc  Goal,  ftoDerally  fi'ee  (torn  Sulphur. 

No.    7.    5  feet  blue  argillaceoua  Shales. 

No.    S.    2  feet  blue  arg-iilaceous  Shales  containing  Selenlte. 

No.    9.    2  to  4  inches  good  Coal. 

No-  10.    aj  feet  Fire  Clay. 

This  Section  closely  resembles  the  Sectiou  taken  at  the  footof 
Timbered  Mound  on  the  Marmaton,  in  Vernon  county.  I  regard  the 
Goals  as  identical. 

D.  Wall's  Goal  is  the  same  as  Mrs.  Holt's.  It  is  found  in  a  branch 
in  S.  E.  N.  W,  Sec.  23,  T.  39,  II.  29,  and  is  3^  feet  thick.  A  bed  of  con- 
cretionary Limestone,  abounding  in  FToduotus  murioatus  and  con- 
taining ^wioJiMOT-aiiww^aiwm,  i?effiii;pr<7mto,  Produoius  Wehraaoen- 
sis,  JVaticopsis,  and  Choneies  mesoloba,*  occurs  immediately  above. 
This  is  overlaid  by  bituminous  Shale, 

Thecoal  also  crops  oat  2^  feet  thick  at  Dr.  Taussy's,  in  N.  E.  S.  E. 
Sec.  15 ;  M.  Baily'e,  S.  W.  N.  W.  Sec.  33  ;  T.  James,  S.  W.  S.  "W.  Sec. 
13,  and  John's,  in  8.  E.  N.  E..Sec.  14,  all  in  T.  39,  R.  29.  In  T.  38,  R. 
39,  it  it  is  also  found  on  McDouglaa'  land  in  N.  W,  S.  E.  Sec.  11,  and 
Mr.  Campbell's,  in  S.  W.  S.  E.  Sec.  3.  At  Joseph  Wilson's,  in  N.  W.  S. 
W.  Sec.  14,  T.  39,  R.  29,  the  Goal  is  3.}  feet  thick. 

Near  the  head  of  Panther  Creek  Coal  3  to  4  feet  thick  is  worked 
on  the  land  of  Wilbreath  and  of  Yates  in  Lot  1,  N.  E,  Sec.  4,  T.  39,  R. 
29.    A  section  of  Yates'  discloses : 

No.  ] ,  4  feet  tliin  layer  of  drab  and  brown  Saiiitstone. 

No,  2.  2  feet  sandy,  chocolate  colored  Shales. 

No.  3.  2  feet  sandy  bituminous  Shales. 

No.  4.  G  inches  cileareo-bitnmlnous  Shales  with  Pr.  smnirelicnlatus. 

No.  5,  41  to  4S  inches  Coal. 

n  -■inologyfo  the  Ci.al  of  Colonel  WilliBmsOii,  nenr  Wirxlsor,  Hoiivy 
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Altliough  thicker,  the  associated  beds  would  indicate  this  to  be 
the  same  Coal  as  that  at  Williams'  and  Shaver's.  Further  north  and 
west  this  Goal  has  not  been  seen,  but  certainly  could  be  reache'l  by 
shafts  sunk  to  the  proper  depth. 

On  low  ground  near  Mormon  Fork,  in  Sec.  35,  T.  34,  R.  32, 1  was 
informed  that  parties  boring  for  oil,  reported  about  the  following 
section: 

No.  1.    30  feet  Sandstone, 
No.  2.    270  feet  Soapstone. 

At  173  ffiet  from  tlie  sarface,  2  feot  of  Coai  was  rep oi' ted,  nad  0  feet 

Coal  at  225  feet. 

The  well  was  bored  525  feet,  passing  chiefly  through  Sandstone 
and  Soapstone.  There  seemed  to  be  a  marked  discrepancy  in  the 
statements  of  dJAerent  persons  as  to  the  depth  of  the  Coal.  Mr.  IIol- 
derman's  account  gives  two  seams  at  SOCtto  320  feet,  the  upper  3  feet, 
the  lower  9  feet,  with  a  3  feet  bed  at  80  to  100  feet.  The  latter  is  prob- 
ably the  Mulberry  Coal  ;  the  others  are  lower  Coals — Nos.  IS  and  23 
of  our  Southwest  Coal  Section,  and  the  same  that  are  found  at  Yates', 
In  these  two  statements  of  the  boring,  although  the  reports  show  a 
discrepancy  of  from  80  to  100  feet,  I  still  feel  confident  of  the  fact  of 
the  Coal  existing  at  a  depth  of  not  over  350  feet  from  the  surface. 

On  Panther  Creek,  a  short  distance  below  Yates',  on  the  land  of 
Jno.  Atkinson,  another  thin  seam  crops  out  above  the  Coal  of  Yates'. 

The  section  here  is : 

No.  I.  Ciay. 

No.  2.  8  feet  BitiimiuOH,?  Shales,  with  u  1  foot  layer  of  black  septavia,  'd  lett 

from  top. 

No.  8.  6  inohea  hard,  slaty  Goal,  passing:  from  Oaimcl  to  BicmiiLiiou-i. 

No.  i.  18  to  18  inches  Coal. 

No.  5.  3  feet  gray  Fii-e-Clay. 

No.  0.  .1  feet  blue  Clay  Shales. 

No.  7.  Coal  of  Yates,'. 

The  upper  Coal — No.  4  of  this  Section — bears  a  close  resemblance 
in  its  associated  strata,  to  the  lower  Goal  of  Timbered  Hill.  If  it  is, 
we  have  three  workable  Coals  within  a  short  vertical  distance  of  each 
other. 

At  Ewell's  and  Parker's  are  two  seams  near  together,  which 
seem  to  lie  above  the  lower  Timbered  Hill  Coal. 
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LowEH  Coax.  South  op  the   JIakais  dks  Cygmbs. 

On  Jno.  Schrum's,  in  W.  hf  S.  W.  Sec.  30,  T.  38,  R.  31,  is  a  1  foot 
seam,  with  2  feet  Ochreous  Clay  beneath.  A  good  seam  of  18  inches 
is  reported  to  be  2^  feet  below  this  Coal,  but  was  not  exposed. 

Hanley  has  the  same  Coal  in  N.  E.,  Sec.  20,  T.  38,  R.  31. 

In  S.  K  S.  B.,  Sec.  31,  T.  39,  K  31,  on  C.  W.  Bridgewatet's  land,  we 
have;. 


No.  '2.    S  to  10  inches  Clay, 

No.  3.    G  iiicliea  Pyrito-calcareous  bed  abounding  in  Ibssiis  Aikyi-is,  Sp.  eanie- 

ratua,  Ghonetee ,  Pi:  eoslaiiis,  and  Pr.  mwleaius. 

No.  4.    18  inches  to  2  feet  ffood  Coal. 

At  II.  Bridgmaii's,  in  S.  W.  qr.  of  the  same  section,  is  the  same 
Coal,  but  thicker.  At  the  latter  place  it  is  3i  feet  thick,  capped  by  5 
inches  of  Ochreous  Shales,  separating  it  from  the  Bituminous  fossil 
bed. 

SecHoH  at  Bmham's  Conl  Bank,  N.  E.  S.  li.  Se.;  M,  T.  39,  R.  3S. 

No.  1.    Soil. 

No.  2.    ISinohes  LiiiieatoneNodules  and  CUei't.    (l/ocal  Drift.) 
No.  3,    12  to  18  inches  darlc  mlcareo-Biturainons  Shales  in  thiols laminaj. 
No.  i.    0  to  3  inches  Ochreous  Shales. 
No.  5.    12  to  18  inches  Coal  In  water.    (No.  25  ?) 

On  Mr.  Oarr's  land  in  S.  W.  Sec.  33,  T.  39,  R,  31,  is  the  same  Coal  as 
that  of  Bridgman's.    The  section  here  is  : 

No.  1.  I  to  2  feeC  Calcareous  Shale,  somewhat  Bituminous  aud  rotten, 
abounding  in  fossils :  Pr.  Pi-atteiiianus ;  also  contains  Choneiee,  Pi: 
eosirttua,  Hemipron-iles,  OHAoee>-as  Riiaheiisia,  and  fl  small  Pletiroioma- 
ria  speciosa.    (?) 

No.  2.    i  inches  Oclireoiis  Shale — few  fossils. 

No.  3.  i  to  5  feet  Coal ;  U[)per  2  feet  rotten  at  tlii>  onterop ;  tile  rest  of  good 
(\uality. 

Aerhardt,  near  by,  has  the  same  Goal,  bu(;  it  is  cohered  by  3  to  5 
feet  of  hard,  calcareous  Shale,  at  the  top  psissing  into  bine  Limestone, 
with  a  thick  buff  crest.  Most  of  the  Coal  is  covered  by  water.  3  feet 
was  seen  at  the  opening  of  the  drift  by  which  it  is  worked. 

On  the  land  of  Miss  Nancy  Morse  in  Sec.  35,  T.  39,  R.  32,  I  ob- 
served a  good  bank  of  this  Coal.     It  was  said  to  be  4  feet  thick,  but  I 
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could  only  see  3  feet,  the  remainder  being  under  water.     It  is  a  good 
hard  Coal,  containing  very  little  Pyrites. 

Tlie  above  are  the  principal  outcrops  in  this  neighborhood.  It 
will  at  once  be  apparent  that  these  Coals  underlie  the  county,  from 
its  south  line  to  Rich  llill,  and  westward. 

Coal  is  the  Nokth-hast  i'abt  of  the  Count 5-. 

On  the  branches  of  Deepwater,  Cove  and  Peters'  Creeks,  are 
seams  of  good  Coal,  butnot  of  great  thickness.  The  Coal  is  jefc  black, 
shiny,  and  has  been  opened  at  many  places.  There  are  two  seams  oc- 
curring in  the  edge  of  the  valleys.  Its  Geological  position  is  above 
the  last  spoken  of. 

At  John  Young's,  in  N.  W,  Sec.  34,  T.  40,  E.  27,  some  open  mining 
has  been  done,  exposing  the  following  : 

No.  1.  4  feet  Clay  Shales, 

No.  2.  8  Inches  Slaty,  Pyrito-cahareous  liaiicl. 

No.  3.  l{  feet  dark  blue  Shales. 

No.  4.  2  inches  hard  Calcareous  Shaly  band. 

No,  5,  IJ  foet  Bitumlaous  Shales,  with  a  Pyrito-calcereoiLs  baud. 

No.  C,  1  foot  Bituminous  Shales, 

No.  7.  Coal,    Saw  13  inches.     It  is  said  to  be  much  thicker,  but  on  account 
of  the  water,  I  could  not  see  it  ail. 

On  Mr.  Newberry's  land,  at  the  fork  of  Mission  Branch,  a  half 
mile  from  South  Deepwater,  10^  inches  Coal  crops  out  at  several 
places  near  the  water's  edge.  The  Coal  is  of  good  quality,  and  capped 
by  drab  sandy  Shales. 

At  several  places  around  Johnstown,  on  Peter  McCool's  land,  are 
outcrops  of  two  thin  Coal  seams.  The  upper  one  in  his  pasture,  is  1 
foot  thick ;  the  upper  and  lower  part,  a  bright  Coal  of  good  quality ; 
the  middle  dull  and  crumbling.  A  foot  of  blue  fire-Clay  appears 
uoderneath,  which  is  ramified  by  black  plant  roots.     . 

The  lower  Coal  is  seen  just  below  the  town  near  Deepwater,  and 
aifords  the  following  Section : 

No.  1.  Sandy  Shalt. 

No.  2.  1  foot  blue  Shak, 

No.  3.  4  inches  hard-browu  feri'iigiuotis  Limestone,  oojifaiiiiiig  Pi'.  mwWca- 

tus  and  other  fossils. 

No.  4.  2  inches  blue  Snales. 

No.  0.  8  inches  reddish-brown  ochrey  Shale. 

No.  fi.  2i  feet  blue  Clay  Shales. 

No.  7.  3  inches  hard  calcarco-pyritifcrous  band. 

No.  S.  1  foot  Coal. 
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These  Coal  seams  are  aJso  sometimes  worked  at  Sheiton'e  and 
O'Neal's,  one  mile  north-west,  of  which  a  Section  may  be  found  above 
in  geological  description. 

Higher  np  Deepwater,  on  land  of  Pogue,  in  S.  K,  Sec,  15,  T,  41,  R. 
29,  the  upper  of  these  searns  is  11  inches,  with  15  feet  of  chocolate 
and  blue  sandy  and  ochrey  Shales  above,  and  8  inches  of  Clay  Shales 
in  thin  laminfo,  inclosing  knife-edges  of  Coal  just  over  the  Coal, 
Three-quarters  of  a  mile  south-west,  and  near  Deepwater,  on  the  land 
of  Mr.  Loggan's,  the  Goal  has  been  'occasionally  dug  out.  Speci- 
mens shown  me  were  of  good  quality,  and  the  seam  reported  to  be  12- 
to  13  inches  thick,  but  was  entirely  covered  with  Shaly  debris  at  the 
time  of  my  visit.  This  Coal  has  also  been  mined  on  the  land  of  Mrs. 
Johnson,  three-quarters  of  a  mile  west.  Further  west  it  is  not  seen, 
being  covered  by  upper  strata.  Northwardly,  on  Cove  Greek,  on  Mrs. 
Hackler's  land,  about  Sec.  Si,  the  same  Coal  was  formerly  mined. 
A  Section  from  the  hilltop  gives : 

No.    1.  Coarse  brown  Sandstone  in  flags. 

No.    2.  Outcrop  of  gi-ay  and  dove-colored  Fusiilina  LEuieatone,  contaiiiinjf 

Spirifer  lineadis^  (No.  53  of  South-west  Coal  Sec.) 

No.    3.  23  feet  Slope. 

No.    4.  Fragments  of  brig'ht  brown  shelly  Limestone. 

Ho.    5.  88  feet  gentle.  Slope,  with  occasional  outcrops  of  Sandstone. 

Ho.    G.  15  feet  oehrey  and  sandy  Shales. 

No.    7.  2  feet  blue  Shales. 

No.    8.  6  inches  outcrops  Of  bitumuious  Shales  I'leurotomarla  were  observed. 

No.    !).  18  iuclies  ?  Coal  concealed. 

■   No.  10.  Yellow  Fire-Claj'. 

On  David  Gilbert's  land,  in  Sec.  26,  T.  42,  R  29,  one  mile  north- 
-east,  Coal  14  inches  thick  is  well  exposed  in  the  edge  of  a  branch  cap- 
ped with  1  foot  of  Shaly  pyritiferous  and  bituminous  Limestone  bed, 
■containing  many  fossils,  chiefly  Frodueius  semireticulatua,  with  very 
long  spines.    It  also  contains  Pr.  Praitenanus- 

On  Peter  Creek,  in  N.  W.,  See.  21,  T.  43,  E.  29, 1  observed  a  1  foot 
iseam  of  Coal  lying  near  the  water's  edge.  Underlying  it  is  8  feet  of 
Fire  Clay,  containing  crystals  of  Selenite  (Gypsum,)  and  numerous 
Stig-maria  TOoi\&\,^.  Probably  the  same  Coal  wehave  just  been  speak- 
ing of,  is  found  in  Sec.  16,  T.  39,  E.  31,  also  near  Stumptown  on  the 
■waters  of  Double  Branches. 
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FOET    SCOTT    COA 


This  Coal  was  noh  recognized  in  the  north  part  of  the  county,  al- 
though portions  of  its  representative  beds  may  exist  in  T,  43,  It.  29. 
It  may  be  also  represented  on  the  head  of  Burnett's  Creek,  Prior's  and 
Reed's  Creek.    Its  greatest  development  is  further  south. 

^o.  57.— This  Coal  is  found  on  Braggin's  land,  near  Butler,  under- 
lies Butler  and  is  the  Coal  at  Smith's  2  miles  south-east.  I  also  sup- 
pose it  to  be  that  Coal  seen  by  Mr.  Norwood  on  the  land  of  Pearson, 
■in  K  W.  N.  W.,  Sec.  US,  T.  43,  R.  30.  I  also  observed  it  on  the  land  of 
H.  Becket,  in  S.  E.,  Sec.  10,  T.  40,  R.  32.  It  may  also  be  found  near 
Mulberry  Creek,  in  Sec.  9,  T,  40,  R,  33,  and  southward.  It  may  also 
be  found  in  some  of  the  mounds  south  of  the  Maries  des  Oygnes  in 
R.  33.  On  account  of  its  thickness,  it  is  not  often  worked.  It  is  from 
8  to  9  inches  thick. 

SO,     70.— THE    jVIUT.BEHEV     COAL. 

This  important  Coal,  mined  at  several  places  on  Mulberry  Creek, 
occurring  from  near  its  head  to  the  Marias  des  Cygnes,  and  aonth  of 
this  stream  to  the  county  line,  at  many  places  in  R  33.  It  is  also  oc- 
casionally seen  at  many  places  near  the  Miami  and  its  waters,  from  a 
few  miles  west  of  Butler  to  See.  24,  T.  41,  R.  33.  It  is  also  probable 
that  the  thicker  seams  on  the  waters  of  Deer  Creek  and  the  Coal  of 
Bone  Pork  maybe  referred  to  the  Mulberry  Coal,  We  thus  perceive 
its  range  to  be  quit'^  extensive  in  Bates  county,  which  is  important 
considering  its  thickness.  The  general  dip  of  the  rocks  in  this  county 
to  the  north-west  carries  it  beneath  the  surface  of  the  formations  of 
T.  44,  Rs.  32  and  33.  Its  greatest  observed  thickness  was  3  feet,  and 
general  thickness  30  to  32  inches. 

Sj'i^cTAt,  Desoeii'tion  of  the  Mulbekhy  Coal  Beds. 

The  farthest  southern  extension  of  this  Goal  is  in  Bees.  18  and  19, 
T.  38,  R.  33,  at  the  south-west  corner  of  the  county,  on  land  of  the 
heirs  of  Leonard.  On  these  lands  it  is  34  inches  thick,  appearing  in 
shallow  excavations  on  the  almost  flat  prairie,  the  upper  10  inches 
crumbly,  below  it  is  a  hard,  firm,  black  Coal  apparently  free  from, 
tjulphur.  It  has  a  capping  of  4  feet  of  sandy  Shales,  and  dips  gently 
southward.,  Limestone  No.  67,  of  the  S.  W.  Coal  Section,  appears  6  feet 
thick  a  short  distance  down  the  branch,  with  a  Shaly  fucoidal  Sand- 
stone 10  feet  below  it. 

In  Sec.  7, 1'.  38,  R.  33,  Coal  has  been  occasionally  taken  out.  Three 
feet  above  the  Coal  occurs  a  blue  calcareous  flag-stone,  inclosing  car- 
bonaceous remains  of  fossils. 
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Conley'3  Wines. 


This  is  located  in  N.  E.,  Sec.  18,  T.  39,  R.  33,  on  a  high  point  of 
prairieabout  30  feefc  below  the  higher  prairie.    It  is  34  inches  thick. 
A  Limestone  appears  at  26feet  above  Section  at  the  bank,  is  : 

No.  1.  Soil  and  Local  Drifc 

No.  2.  4  Inches  baud  of  yellow  Octire, 

No.  3.  5  inches  dove-colored  Clay,  with  thin  yearns  of  Coal. 

No.  4.  5  inches  rotten  Coal. 

No.  G.  28  Inches  e^od  Ooal. 

No.  6.  Black  Clay  with  Stigmaria.  scars  and  nodules  of  Pyrites. 

A  half  mile  south-west  of  Conley's,  ia  Lewis'  Bank,  said  to  be 
about  the  same  thickness,  but  it  was  not  worked.  Coal  also  is  seen 
on  a  branch  of  Walnut  Creek,  in  Sec.  15.  One  and  a  half  feet  were 
exposed,  but  it  was  said  to  be  three  and  a  half  in  all.  A  half  mile 
west,  on  McGarrity's  land,  it  is  27  inches  thick,  and  of  good  quality 
and  dipping  west.  It  is  here  only  covered  by  a  few  feet  of  the  locaf 
Clays. 

Mrs.  Woodfin's  Coal  Bank,  in  N.  E,  Sec,  10,  ia  tO  inches  thick. 
Only  occasionally  worked. 

At  A.  G.  Wilson's,  in  Lot  2,  S.  W.  Sec.  30,  T.  29,  R.  32,  the  same 
Coal  has  been  mined.  Drab  and  olive  Shales  are  the  immediate  over- 
lying rocks,  with  Limestone  8  or  10  feet  above.  The  Ooal  was  con- 
cealed at  the  time  of  my  visit.  Mr.  Wilson  says  it  is  3  feet  3  inches- 
thick. 

Fosthr'.s  Coa],  Ban'k,  N.  W.  N.  B.  Sec.  2i,  T.  39,  R.  33. 

This  was  examined  by  Mr.  Norwood,  who  reports  the  Ooal  3  feet 
thick;  the  upper  15  inches  soft  and  mostly  free  from  Sulphur,  is  sepa- 
rated from  the  lower  part  by  an  ochrey  Olay  seam.  The  lower  part 
■has  thin  plates  of  Oalcite  between  the  joints,  and  when  exposed  ap- 
pears rusty.  Limestone,  containing  Sp.  lineaius,  is  seen  5  feet  below 
the  Ooal. 

Mr.  Beard,  in  N.  E.  N.  W.  Sec.  33,  T.  39,  R.  33,  was  reported  to 
have  3  feet  of  Ooal,  but  it  was  not  exposed  to  view. 

Manning,  also,  in  N.  W,  Sec.  33,  T.  39,  R.  33,  has  the  same  Coal, 
said  to  be  32  inches  ihick.  On  a  mound  on  the  prairie,  at  137  feet 
above  Manning's  Coal,  the  Upper  Coal  Measure  Limestone  is  found, 
probably  referable  to  No,  79  of  the  Upper  Coal  Measure  Section  of 
1872. 
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Bender's  Coal,  in  N.  E.  8.  W.  Sec.  32,  T.  39,  R.  33,  is  30  inches 
thick. 

The  MuLBEBHY  Ooal,  we  thus  see,  underlies  most  of  T.  39,  R.  33,  and 
nearly  all  of  T.  38,  K.  33,  that  is  included  in  the  limits  of  Bates 
county. 

Passing  to  the  north  side  of  the  Marais  des  Cygnes,  the  first  are  a 
series  of  banks  examined  by  Mr.  Norwood  in  Sec.  6,  T.  39,  R  33. 

At  A.  J.  Dnnlop's,  in  Lot  45,  Sec.  6,  T.  39,  R.  33,  is  seen : 

Mo.  1.    Slope  from  above. 

No.  3.    20  feet  coarse,  gray  Limestone. 

No.  S.    13  feet  Slope. 

No.  4,    3  feet  dark  blue  Clay  Shales,  with  suaiiis  of  yellow  Ochre.     Tlie  lower 

part  coatains  Pyrites,    "Withiu  the  mines  the  Clay  becomes  hard 

enoiigli  to  foi-m  a  good  roof, 
Ko.  5.    18  inches  to  4  feet  Coal :  averages  3}  feet. 
No.  6.    1  foot  Fire  Clay . 
No.  7.    5  feet  Slope, 
No.  8.    5  feet  drab,  ferruginous  Limestone. 

Mr.  Dunlop  had  drifted  in  about  25  feet,  and  each  man  would 
average  50  bushels  per  day. 

"VVsi.  Arnott's,  on  Lot  44,  Se.c.  G,  T.  39,  E.  83. 

This  Coal  is  2  feet  to  2  feet  4  inches  thick,  being  of  better  quality 
at  the  bottom  and  having  Calcite  between  the  joints.  The  top  is 
somewhat  rotten,  and  on  the  exposed  surface  has  generally  a  rusty 
appearance.  The  Coal  has  an  inclination  of  5°  towards  the  north. 
The  Shales  here  do  not  form  as  good  a  roof  as  at  Dunlop's,  on  account 
of  transverse  joints.  The  middle  of  the  Coal  is  traversed  by  a  pyti- 
tiferous  band.  Only  a  short  distance  off.  another  entry  was  made  into 
the  hill,  at  which  place  a  C-inch  band  of  black  Chert  rested  on  the 
Ooai. 

Mr.  Norwood  reports  other  Goal  banks  in  the  same  neighborhood, 
viz. : 

John  Keel's,  in  Lot  37,  Sec.  6,  T.  39,  R.  33 ;  J.  P.  McGraw's,  in  N. 
E.  N.  W.  Sec.  21,  T.  41),  R.  33 ;  Hiram  Williams',  in  Sec.  21,  T.  40,  R. 
33;  and  T.  Williams',  in  S.  E.Sec.  16,  T.  40,  R.  33. 

John  Nichol'b  Coai.,  on  Muluhrby  Creek,  in  Sec.  28,  T.  41,  K.  33.  ( Exaaiined 
by  C.  J.  Korwood.) 
The  seam  is  3  feet  thick — the  upper  1  foot  the  best — with  a  roof  of 
5  feet  of  Shales  abounding  in  concretions  and  concretionary  Lime- 
stone beds,  the  lower  beds  being  veryfossiliferous.  This  bank  is  only 
worked  in  the  winter. 
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Coopi!r.'s  UoAi.  Bakk:,  ''■  Oi.n  Ver.n'Ok  JlrKua,"  N.  E.  S.  E.  Sec.  5,  T.  40,  E,  33. 

A  good  deal  of  mining  has  been  done  at  this  place,  but  it  is  only 
occasionally  worked.  At  10  feet  from  the  outcrop,  the  Coat  measures 
Si  inches,  and  is  of  apparently  good  quality  with  occasional  shiny 
bands.  It  contains  a  little  Sulphur  anfl  has  Oalcite  plates  between 
the  joints.  The  upper  10  inches  crumbles  somewhat.  The  Coal  is  said 
to  cake  a  little.  The  under-day  is  4  feet  thick.  Over  the  Coal  are 
Shales  with  Limestone  nodules  a,bounding  in  fossils,  including  Pro- 
ductus  Prattenanua^  Chonetea  mesoloha,  At/iyris  suhtiliia,  and  large 
and  Bmall  Grinoid  stems. 

la  Sec.  9,  T.  40,  E.  ;-i3, 1  observed  an  outcrop  of  2  feet  7  inches  of 
crumbling  Coal, 

A  little  mining  has  been  done  at  many  places  in  this  vicinity. 
Shafts  on  the  prairie,  between  Mulberry  Greek  and  Miami  Fork,  have 
also  struck  the  Coa!  at  several  places. 

On  Miami,  the  farthest  place  north  where  this  Goal  was  observed 
was  on  the  land  of  L.  N.  Thornbrough,  in  Sec.  24,  T.  41,  11.  31  The 
Section  here  is : 

No.  1.  8  feet  Clay  and  Soil. 

No.  2.  3  feet  calcareous  Shales,  with  shaly  I.iincstoiie  layers  and  eoiicretious. 

No.  3.  0  to  8  inches  Ooal  and  Shales. 

No.  4.  la  to  14  inches  Coal. 

No.  6.  3  feet  Fire  Clay. 

At  Swink's  Mill,  near  by.  Limestone,  whose  position  is  known  to 
be  below  the  Muleerhy  Coal,  appears  in  the  creek.  In  it  were  ob' 
served  small  Orinoid  stems,  Fusulina  and  Spirifer  lineatus.  Some 
mining  has  been  done  on  the  land  of  Jeremiah  Reed,  ond  mile  south. 

Embbksos  Kbaton's,  Sec.  29,  T.  41,  K.  83. 

The  Coal  here  is  said  to  be  2  feet  thick,  and  crops  out  near  the 
edge  of  the  water.    The  Section  is  ; 

No.  1.    I)  feet  liard,  chocolate-colored  Sandstone  in  ttiiu  layers. 

No.  2.  4  feet  Shales  and  Limestone  nodules,  with  large  and  Email  Crinoid 
stems  and  plates,  Pc,  Prattenianus,  P.  splendetis,  Ghonetes  meaoloba, 
Aikyris ,  Sp.  camsratus,  Sp.  planoconi!ej:iis,  and  Lophophyllum. 

Wji.  T.  Goodman's  Ban^k. 

This  is  three-quarters  of  a  mile  south-east  of  the  last,  and  about 
100  yards  from  Miami  Fork.    The  Section  here  is  : 
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No.  1.    fi  feet  brown  Sandstone  in  thin,  croaa-laminated  layers. 

No.  2.  3  feet  olive  Shales,  with  small  Ironstone  concretions  and  a.  few  fossils — 
Athj/ris,  Frodii^tiiti .     Bometinies  thins  out. 

So.  3.  1^  feet  smooth,  yellow,  oehreoiis  Shales,  with  concretions  of  Cai-bon- 
ate  of  Iron. 

No.  4.    l^eetblueShiUes. 

ITo.  5.    3  feet  good  Coal.    Entire  thickness  not  seen,  but  said  Co  be  3  to4feet^ 

No.  (i.  About  15  feet  of  Slope  to  Limestone  In  the  creek.  The  Limestone  con- 
tains Archaeooidaris  megastylua  and  Syrmgapora  muliaitenuaia. 

Although  milling  has  not  recently  been  very  regularly  conductedi 
here,  the  evidence  ia  that  there  has  been  a  good  deal  of  work  done, 
and  considerable  Goal  taken  out.  The  upper2  feet  of  "Peacock  "  Coal 
seems  to  be  of  fine  quality,  is  more  valued  by  the  blacksmiths,  and  is 
quite  hard,  irridescent  and  shiny.  The  lower  part  is  only.used  for  fuel 
and  has  a  dull  look. 

Pniijp  Hbcadon's  Bank,  N.  W.  N.  E.  Sue.  K,  T.  iO,  R.  3-2. 

TheUoal  here  is  31  to  34  inches  thick.  The  upper  15  inches  a  very 
good  black  and  shining  Coal.  This  is  divided  from  the  lower  portion 
by  a  1^  to  2  inch  Pyrites  band.  The  top  Coal  Mr.  Hecadon  says  will 
sell  in  Butler  at  25  cents  per  bushel,  while  the  lower  would  only  bring 
14  cents. 

This  Coal  is  much  esteemed  by  blacksmith's,  is  good  charring 
Coal,  and  does  not  cake.  The  overlying  material  here  is  similar  to 
that  at  Goodman's.  The  Sandstone  occurs  above,  which  is  separated 
from  the  Coal  by  7|  feet  of  sandy  and  calcareous  Shale.  The  Coal 
crops  out  along  a  branch  for  100  yards  above.  The  working  is  done 
from  an  entry  running  back  80  yards.  On  Page's  land,  a  quarter  of  a 
mile  south  of  Heeadon's,  the  Coal  is  27  inches  thick,  and  worked  by 
surface  stripping.  The  Coal  seems  to  be  of  about  the  same  quality  as 
that  at  Heeadon's. 


The  MuLiJERKY  Coal  is  worked  on  the  lands  of  Wright  and  Wall, in 
Sec.  8,  and  of  Dobbins,  in  Sec.  9,  T.  40,  Range  31.  The  banks  are  all 
near  each  other,  on  a  rolling  prairie  hill-side  situated  well  for  working. 

The  Coal  is  2  to  2|  feet  thick,  of  which  1^  feet  is  of  good  quality. 
It  has  a  roof  of  8  feet  of  Shales. 

North-west,  on  Bone  Fork,  Mr.  Norwood  examined  several  Coal 
banks  equivalent  to  the  MuLBEHRy  Coal. 
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JOUS  Kl!SKLK3,  IN  THK  W.  I'ART  OF  S.  IIP.  01'  N.  "W.  S.  E.  Sec.  31,  T.  41,  K.  31. 

The  Coal  is  2^  feet  thick,  and  overlaid  by  shaly  Sandstone,  and  is 
worked  by  shaft  and  drift. 

Conard's,  S.  E.  S.  E.  Sec.  31,  T.  41,  R.  ■■il,  has  the  same  Coal. 

Mrs.  Bowman,  in  S.  W,  Sec.  32,  T.  41, 11.  31,  has  Coal  varying  from 
18  inches  to  3|  feet.  Higher  up  the  valley  of  Bone  Fork  in  Sec.  28 
■or  2d,  is  an  18  innh  seam  of  Coal,  which  may  be  the  one  just  spoken  of. 

Tkb  Coal  oe  T.  iZ,ll.  81. 

At  several  places  in  this  Township  are  outcrops  of  a  thin  seam  of  8 
inches  of  good  Coal,  but  at  only  one  place  do  excavations  reveal  a 
good,  thick  workable  Coal.  Tnis  is  on  the  land  of  Moudy,  in  the  west 
part  of  Sec.  26.  The  Coal  was  struck  in  digging  a  well  several  years 
ago.  A  shaft  one  hundred  feet  south  of  the  well  was  sunk  to  the 
Ooal,  which  gave  the  following  succession  of  rocks: 

No.  1,    lOfeetClaj'. 
No.  2.    3  feet  impure  Limestone. 
N6.  S.    S  feet  light  dove  Soapsttmc, 

No.  4.    10  iuohes  moctled  light  and  dark  coloi'ed  bieceiated  Limestoiic 
No.  6.    7  feet  so fb  bluish  dove  ealuareous  Shales. 
No.  0.    4  teeC  (?)  Coalthlcbens  on  one  side. 

It  is  probable  that  the  Coal  in  Moudy's  Shaft  is  the  MoLBBKKy 
Coal,  When  the  place  was  examined  the  shaft  had  not  quite  reached 
the  Coal.     Since  that  they  report  finding  4  feet  of  Coai. 

Tlie  thin  seams  of  this  Township  occupy  a  horizon  but  little  re- 
moved from  the  Mulberry  Seam. 

Good  workable  Coals  are  said  to  exist  very  near  Orescent  Hill, 
but  at  present  none  are  apparent. 

On  McCraw's  land,  near  Mormon  Fork,  the  Coal  is  said  to  be  2-^ 
feet  thick,  and  on  Ohler's  land,  2-J-  miles  south-west,  IS  inches  of  Ooal 
is  reported  to  be  found  in  the  banks  of  the  creek. 

The  MuLBERKY  Coal  we  find  is  often  of  irregular  thickness,  varying 
from  20  inches  to  3  feet,  and  sometimes  4  feet.  It  crops  out  over  a 
larger  extent  of  country  than  any  of  the  other  Ooala  of  Bates  county, 
and  as  above  noted,  may  be  found  in  K.  33,  from  the  south  line  of  the 
county  to  the  middle  of  T.  41,  is  also  seen  at  many  places  in  T.  40  and 
4J,  of  R.  32,  and  41  of  E.  31,  and  portions  of  T.  40  and  42,  of  R.  31,  and 
although  not  seen,  it  underlies  the  country  north-west. 
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KEVIEW    OF    PRKCEDING     PAGES. 

Otie-half  of  T.  38,  Rs.  39  and  30,  are  underlaid  by  at  least  2  I'eet 
of  good  Coal. 

Township  33,  R,  29,  is  certainly  underlaid  by  two  seams  of  Coal, 
one  of  them  2^  to  4  feet,  the  other  18  inches,  or  a  total  average  of  say 
2§feet,  and  there  may  be  another. 

In  T.  39,  R.  30,  only  a  1  foot  seam  is  exposed,  but  the  Coals  of  the 
Township  east  may  also  underlie  it.  We  would  then  have  4|  feet  to 
underlie  this  Township. 

In  T.  40  and  41,  R.  29,  although  only  two  thin  seams  are  exposed, 
still,  in  portions,  shafts  sunk  may  reach  the  same  Coals  as  those  in 
the  Townships  south.  The  total  thickness  seen  and  concealed,  is  4^- 
feet  under  72  square  miles,  with  another  of  1  foot  under  at  least  one- 
half  these  two  Townships,  or  a  total  average  of  5  feet. 

Township  42,  R.  29,  having  about  26  square  miles  in  Bates,  may 
average  the  same  number  of  feet  as  T.  41,  (or  5  feet.) 

Townships  40,  41  and  42,  R,  30,  are  probably  underlaid  by  5  feetof 
Coa),  althougii  it  all  lies  deep. 

About  8  square  miles  of  W.  part  of  T.  38,  R.  31,  are  probably  un- 
■  derlaid  by  about  4  or  5  feet  of  Coal. 

Of  T.  39,  R.  31,  twenty  miles  are  underlaid  by  5  feet. 

Township  40,  R.  31, 'must  be  underlaid  by  the  thick  Coal  found 
south  and  east,  averaging  3^  to  4  feet,  with  another  seam  of  1-^  feet. 
Twenty-four  miles  are  underlaid  by  another  seam  of  9  inches,  and  8 
miles  by  2^  feet.  To  reach  thick  seams  at  Butler,  shafts  would  have 
,  to  he  sunk  from  140  to  240  feet. 

Most  of  T.  41,  R.  31,  is  underlaid  by  about  8  feet  of  Coal. 

T.  42,  R.  31,  has  under  it  about  6  feet  of  Goal,  mostly  lying  deep. 

T.  38,  R.  32,  twenty-four  square  miles  are  underlaid  by  about  5^ 
feetof  Coal, 

One-half  of  T.  39,  R.  32,  or  20  miles,  by  6  feet. 

T.  40,  R.-32,  twenty-seven  square  miles  are  underlaid  by  from  S  to 
9  feet,  and  12  miles  by  6  feet. 

Ts.  41  and  43,  R,  33,  69  square  miles  are  underlaid  by  8  feet,  all 
lying  deep. 

In  R.  33  about  164  square  miles  are  underlaid  by  8  feet  of  Coal. 
Of  this  2  to  3  feet  are  easily  obtainable,  except  in  1^  townships. 

From  these  data  we  calculate  the  amount  of  Coal  in  this  county 
to  be  5,397,748,857  tons. 
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The  following  tables  show  the  analysis  made  by  R.  Chauvenet  of 
some  of  the  principal  Coals : 


JfAsci;  OTf  Coal  OH  Owkeh. 

Watek 

Vor.A- 

FlXKD 
CAItll. 

Ash. 

COLOK  OF  Ase. 

r  Wm.  Aniot,  lot  44  of  See. 

Wright's,   3   miles    nortb- 
wcst  of  BhUpj--  (1) 

2.a7 

36.01 

57.70 

3.83 

I^ight  brown. 

Do m 

2.62 

S7.79 

65.74 

8.85 

Light  brown. 

S 

Do (3) 

2.42 

36.99 

53.77 

5.82 

Light  brown. 

^' 

Rusty  brown. 

».07 
2.57 

38.18 
44.98 

47.99 
49.71 

8.81 
2.78 

Hcoaclon's.  top 

Pink. 

■'           1  foot  ft'om  top.. 

4.sy 

42.39 

50.18 

2.54 

Light  browit. 

"           near  bottom 

5.00 

B5.36 

47.51 

12,04 

Liglit  brown. 

B.  Yates,  on  Panther  Orcek— top. 

1.96 

36.29 

48,19 

13.50 

Light  gray. 

"          bottom 

1.87 

30.05 

47.8!) 

19.29 

■Wright's,  average  per  cent,  of  Sulphur  3.55. 

Hecadon's,  average  per  cent,  of  Sulphur  from  the  3  Coals  mixed  1.S6. 

B.  Tales,  average  per  cent,  of  Snlphur  from  Coals  mixed  4.10 

BUILDING    E.OCK. 

Stone,  for  all  ordinary  purposes,  can  be  obtained  in  most  neighbor- 
hoods, but  superior  building  rock  is  not  of  general  occurrence. 

A  good  Sandstone  quarry  was  noted  on  the  prairie  three  miles 
west  of  Rockville,  and  the  Sandstone  immediately  around  Eockville 
affords  a  tolerably  good  building  material.  Good  quarries  of  Sand- 
stone may  be  opened  just  south  of  Possum  Creek.  The  best  exposure 
of  this  Sandstone  is  on  Mound  Branch,  east  of  Butler.  The  rock  of 
this  quarry  will  favorably  compare  with  the  Warrensburg  Sandstone, 
of  which  it  is  probably  the  equivalent.  Thirty-five  feet  total  thick- 
ness was  here  observed.     On  Possum  Greek  it  is  about  80  feet  thick. 

Limestones,  suitable  for  making  ordinary  Lime,  can  be  obtained 
in  easy  distance  of  most  neighborhoods. 
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"FtRE     CLAY. 


Good  beds  of  Fire  Olay  can  be  found  beneath  most  of  the  Ooal 
yearns. 

Gypsum  or  Selenite.  seems  generally  to  abound  in  the  under  Claye 
of  the  lower  Coal  beds. 

lliON    OKK. 

At  several  places  in  Ta.  38  and  39,  K.  31,  are  large  masses  of  cel- 
lular brown  Hematite  of  light  specific  gravity.  Excavations  may 
prove  these  beds  to  be  thiclt  and  valuable  enough  to  work,  provided 
they  are  not  too  silicious. 

On  the  slopes  of  Sand  Mound,  at  the  county  line,  and  also  north 
of  Eockville  are  similar  exposures  of  ore,  but  it  is  often  too  silicious. 

West  of  Eockville,  in  bank  of  Panther  Creek,  are  broken  and 
lenticular  strata  of  Carbonate  of  Iron  of  sufficient  thickness  to  claim 
attention. 

MINEBAL    WATERS. 

lu  Bates,  as  in  Vernon,  are  found  wells  of  disagreeably  tasted 
water.  Mr.  Newberry,  in  Sec.  22,  T.  40,  R.  29,  lias  a  well  18  feet  deep, 
of  very  cool  water,  but  alas,  to  the  parched  man  it  brings  poor  relief. 
Ifc  has  a  strong  Epsom  Salts  taste.  It  acts  somewhat  on  the  bowels, 
does  not  cook  welt  and  will  not  wash.  The  lower  8  feet  of  this  well 
is  said  to  be  in  black  Shales.  Two  miles  east,  John  Young  has  a  well 
with  water  having  a  pleasant  Sulphur  taste. 

At  Wilcox's,  west  of  Crescent  Hill,  is  a  well  over  80  feet  deep, 
which  was  reported  to  be  saline,  but  I  could  not  discover  it,  which 
fact  might  have  been  owing  to  the  abundant  rains  just  previously 
fallen.  About  57  feet  of  water  generally  stands  in  it.  The  water  is 
said  to  wash  well,  but  gives  the  clothing  a  yellow  color  unless  rinsed 
in  other  water. 

At  Parkersville  some  Mineral  Tar  colors  the  Sandstone  and  small 
quantities  drip  from  the  crevices.  Near  Mr.  Holderman's,  a  well  was 
bored  over  500  feet  for  oil  but  obtained  none.  Another  small  Tar 
spring,  flowing  from  Sandstone,  is  in  Sec.  23,  T.  40,  It,  33.  The  flow  is 
weak,  and  on  stirring  the  water  a  beautiful  irridescence  is  seen  on  the 
surface,  formed  of  plays  of  green  and  red,  beautifully  arranged.  On 
Mulberry  Creek,  west  and  north-west  of  this,  the  Limestones  indicate 
the  presence  of  Bitumen  by  their  odor. 

Four  miles  south  of  Butler,  small  drops  of  Tar  are  seen  upon  frae- 
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turing  the  Limestone.  In  this  iustance  the  Tar  occupies  cavities 
formerly  tenanted  by  fossils. 

At  Braggin's,  east  of  Butler,  is  a  soft  Sandstone,  impregnated  with 
oil.     A  Chalybeate  spring  also  issues  from  the  same  Sandstone, 

At  H.  B.  Francis',  in  the  S,  J£.  Sec.  4,  T.  40,  K.  33,  is  a  weak  flowing 
but  strongly  impregnated  Alum  spring.  It  issues  from  Shales  just  be- 
low Limestone  No.  67. 

On  the  land  of  Moses  Martin,  in  S.  E.  Sec.  18,  T.  40,  R.  32,  is  a  Salt 
and  Snlphur  well.  The  well  is  117  feet  deep  from  the  surface  of  the 
high  prairie.  Epsom  Salt  water  occurs  near  the  upper  part.  That  to- 
wards the  bottom  tastes  of  Sulphuretted  Hydrogen,  Mr.  Martin  says 
that  the  formations  passed  through  were  chiefly  Sandstone  with  a  i 
foot  Limestone  bed  at  23  feet  and  at  82  feet  Coal  and  Slate.  Then  be- 
low were  Soapstone  and  Sandstone,  containing  Bitumen  in  the  lower 
part.  When  first  bored  the  well  was  left  dry.  Keturnins  several  days 
after  there  was  found  to  be  60  feet  of  water  in  the  well.  At  60  feet 
depth  a  cavity  containing  gas  was  entered  and  an  explosive  report  was 
heard  50  yards  ofl'.  Evan  now  if  the  water  drops  below  60  feet  reports 
are  sometimes  heard.  The  water  is  said  to  be  soft  and  better  for  wash- 
ing than  rain  water. 

FRESH     W  A  T  E  E . 

Some  parts  of  the  county  are  well  watered,  in  others  the  supplies 
of  water  are  weak. 

There  is  a  good  spring  of  water  at  Butler,  and  water  of  good  qual- 
ity is  easily  obtained  in  wells. 

On  a  ridge,  in  T.  38,  R.  32,  good  water  is  obtained  at  easy  depth. 

At  New  Home  there  is  a  large  spring  of  excellent  water  which 
never  fails.  There  are  other  good  and  never  failing  springs  in  south 
part  of  T,  39,  E.  33.  One  very  pretty  spring  was  observed  on  Mr. 
Ward's  land,  in  Sec  35,  flowing  from  Limestone  high  up  in  the  hills. 

In  a  deep  shaded  glen,  on  Richard  Eleven's  land,  in  S.  Sec.  21,  T, 
39,  R.  30,  a  very  pretty  and  full  flowing  spring  was  noted. 

Around  the  base  of  the  hill,  at  the  head  of  Peter's  Greek,  are  wet 
places,  indicating  the  existence  of  concealed  springs.  Sprinijs  may 
generally  be  found  on  the  sides  of  the  high  mounds.  0;ie  very  excel- 
lent one  is  on  the  mound  in  Sec.  9,  T.  41,  R.  33. 

AGUICULTIjHE. 

In  portions  of  Bates  county  are  large  bodies  of  excellent  land, 
and  there  is  also  some  thin  soil  in  the  county.  About  the  thinnest 
soilis  that  north  of  Butler,  including  the  north  part  of  T.  40,  part  <if 

G,  8-12 
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T.  41,  and  part  of  T.  42,  R.  81.  The  soil  on  the  plains  around  the  head 
of  Miami  Fork  in  T.  41,  K.  32,  is  quite  thio. 

Where  wood-land  occurs  on  the  hill-tops  the  soil  is  more  often 
poor;  for  example,  the  country  south  of  Poesum  Greek,  slopes  to 
Mound  Branch  and  bead  of  Panther  Creek.  Most  other  portions  of 
the  county  include  tracts  of  rich  soil. 

The  best  lands  will  produce  yearly  60  bushels  of  corn  per  acre, 
other  lands  35  to  45  bushels.  'Jrood  wheat  crops  are  also  generally 
raised.  The  natural  prairie  grazing  is  good  and  there  are  still  large 
tracts  of  immense  prairie  land  open  for  common  grazing.  Blue  grass 
has  begun  to  take  well. 

There  are  but  few  bearing  orchards  in  the  county  but  we  see  no 
Kjason  why  fruit  may  not  be  successfully  produced. 


Althouc:h  Bates  is  a  prairie  country  we  find  extensive  bodies  of 
good  timber  along  the  larger  streams,  especially  on  Grand  River,  Mor- 
mon Fork,  the  Marais  dea  Oygnes  and  Miami  and  Mulberry  Creeks, 
with  good  bodies  near  head  of  Panther  Creek,  a  good  deal  of  timber 
along  Mound  Branch  and  Walnut  Creek.  Among  the  beet  varieties 
are  Hickory,  Oak,  Elm,  Honey  Locust,  Ash,  Linden  and  Sycamore.  I 
saw  no  White  Oak  trees.  A  few  may  probably  be  found  near  the  head 
of  Panther  Creek.    Pecan  occurs  on  the  Marias  dea  Cygoes. 
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HOV/ARD    COUNTY. 


B?  0.    C.   BtlOADHEAD. 


This  county  is  one  of  the  original  "Old  Counties"  of  Missouri, 
■and  was  probably  first  settled  a  little  prior  to  1S07.  Although  the  lirst 
■settlers  had  to  contend  with  the  cunning  of  the  savage,  the  country  set- 
tled up  very  rapidly  prior  to  the  admission  of  Missouri  as  a  State,  and 
that  many  of  the  early  settlers  were  men  of  energy  and  means,  seems 
proven  by  the  age  of  the  improvements  in  the  county.  Many  of  the 
farms  are  well  improved,  and  the  buildings  first-class,  large,  substan- 
tial and  convenient. 

The  area  of  this  county  ia  about  463  square  miles,  with  a  frontage 
■on  the  Missouri  Kiver  on  the  west  and  south,  of  34  miles. 

It  originally  consisted  nearly  altogether  of  timber,  with  two  small 
upland  and  two  bottom  prairies,  which  are  now  under  cultivation. 

The  bluffs,  near  Glasgow,  rise  to  a  hight  of  260  feet  above  average 
water  mark  in  the  Missouri;  and  this  is  probably  about  the  general 
elevation  of  the  high  lands  throughout  the  county.  The  river  bluffs, 
at  the  western  border  of  the  county,  are  steep  and  sometimes  per- 
pendicular, but  on  the  southern  border  are  more  gentle. 

The  streams  more  often  pursue  their  way  150  feet  below  the  tops 
of  the  ridges,  and  the  valleys  are  connected  with  the  ridges  by  long 
and  very  often  easy  slopes. 

The  south-eastern  portion  of  the  county  is  not  as  hilly  as  some 
-other  districts.  We  here  have,  near  the  Missouri,  some  steep  bluffs 
with  White  Oak  growth.  Near  the  Bonne  Femme,  and  south  of  I'"ay- 
ette  for  several  miles  extending  to  the  Missouri  Bluffs,  is  a  tract  of  rich, 
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rolling,  heavily  timbered  land,  including  many  varieties  of  excellent" 
timber,  such  as  White,  Red  and  Rock  Chestnut  Oak,  Black  Walnut,. 
Elm,  Hickory,  White  Walnut,  Ash  and  Linden.  South-eastwardly 
from  Fayette,  is  a  similar  country,  and  also  westwardly,  to  Glasgow, 
but  here  it  is  more  hilly. 

Towards  Boonsboro,  and  west,  an  occasional  sharp  and  crooked 
ridge  occurs,  covered  with  a  heavy  growth  of  chiefly  White  Oak. 

The  north-western  part  of  the  county  sustains  a  growth  of  timber 
similar  to  that  lying  south,  but  the  country  is  not  so  hilly,  and  in  fact^ 
the  slopes  are  quite  gentle. 

The  north-eastern  part  of  the  county  is  broken  and  hilly,  and 
sustains  chiefly  a  growth  of  White  and  Post  Oak. 

In  speaking  of  the  trees  of  this  county,  I  would  say  that  Black 
and  White  Walnut  are  very  abundant,  being  very  common  over  moat 
of  the  county.  Blue  Ash  and  Sassafras  abound;  this  county  being 
almost  the  western  limit  of  the  former  in  North  Missouri.  The  Spice 
Bush  {LauTus  lensoin,)  is  common  on  the  Missouri  Bottoms,  but  Dog- 
wood (Gornics  Morida,)  is  rare,  and  is  not  probably  found  further  west. 
Many  of  the  trees  ou  the  ridges,  including  Walnut,  White  Oak,  Red 
Oak  and  Rock  Chestnut  Oak  attain  a  great  size.  One  of  the  latterj 
which  I  measured,  was  13  feet  3  inches  in  circumference,  3  feet  above 
the  ground.  This  tree  was  on  the  Missouri  Bluffs;  in  the  bottoms, 
Cottonwood,  Elm  and  Sycamore  grow  to  a  very  large  size. 

The  principal  streams  in  the  eastern  part  of  the  county,  are  Mon- 
iteau Creek  (Manitou,)  with  its  tributaries,  and  Bonne  Femme.  This 
last  rises  about  the  middle  of  T.  53,  R.  15  W.,  and  flowing  in  a  south- 
erly direction,  empties  into  the  Missouri  about  three  miles  below 
Boonville,  Cooper  county.  The  principal  tributary  of  Manitou  Creek 
in  this  county,  is  Hunger's  Mother,*  ^whieh  heads  in  the  north-west 
part  of  T.  51,  R.  14  W. ;  and  the  principal  one  of  Bonne  Eemme  is  Salt 
Fork,  rising  in  the  south-eastern  part  of  T.  52,  E,  15,  and  flowing 
south-west  empties  into  the  Bonne  Femme  in  the  north-west  quarter 
of  Sec.  30,  T.  51,  R.  15. 

Other  streams  liiowing  southward,  are  Salt  Creek  and  Sulphur 
Creek,  and  those  running  westward,  are  Richland,  Hurricane,  Gregg's 
and  Bear  Creeks  and  Doxy's  Fork.  They  all  run  into  the  Missouri, 
and  some  of  the  smaller  ones  on  entering  the  bottom,  waste  their 
waters  on  the  flats  and  are  lost. 

•This  sfrEam,  itisenid,  received  ils  nnmeft'ora  a  ptirty  of  liunlcrB,  early  aettlere,  who  irer*  hiiot- 
iEg  beavs,  aail  meeting  with  no  aiiecees,  got  out  of  meat  on  this 
a  acl  they  were  pi'eyentecl  from  biiDtliig  and  tht%atcacd  with  at 
creek  "  Hnnger's  Mother. " 
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The  inhabitants  of  the  county  depend  chiefly  on  cisterns  and 
wells  for  drinking  water,  but  some  fresh  water  springs  are  occasion  al3y 
found. 

SURFACE     DEPOSITS. 

The  Alluvium  does  not  materially  differ  from  that  found  in  other 
■counties,  and  which  has  been  so  often  described.  It  includes  the  soils, 
washings  and  recent  deposits  along  the  stream?. 

The  Bluif  or  Loess  formation  is  well  develeped  in  this  county, 
■consisting  in  the  main  of  finely  comminuted  Sands  and  Clays,  with 
■Occasional  small  Gravel  beds.  The  Clays  are  generally  of  a  dull, 
brown  appearance,  and  at  one  place,  near  Boonsboro,  I  observed  a 
bed  having  a  purplish  tint. 

Near  Sulphur  Lick,  blue  sandy  Clay  underlies  brownish  Clay, 
from  which  it  is  separated  by  a  ferruginous  sandy  band,  A  similar 
appearance  was  observed  at  Glasgow.  The  lower  bluish  beds,  more 
probably  belong  to  the  Drift  formation. 

Drift  boulders,  of  Granite,  Greenstone,  Quartzite,  etc.,  are  found 
strewn  along  all  the  valleys  and  occasionally  the  blue  Clay  is  seen. 

On  Salt  Creek,  near  the  bottoms,  alternations  of  variously  colored 
Sand  appear  in  the  following  order : 

No.  1.    aOfeetBluiFOlay. 

No.  2.    1  foot  2  incliea  blaek  Sand. 

No.  3.    6  inches  brown  Sandstone. 

No.  i    6  Inches  brownish,  and  green  drab  ba^ndeil  Sandstone. 

No.  5.    10  feet  layers  brown,  yellowish  or  greenish  comminuted  Sand. 

This  may  be  called  "^Altered  Drift;"  that  is,  it  has  been  removed 
from  its  first  place  of  deposit,  and  arranged  again  in  regular  layers. 

No  well  marked  beds  of  Drift  were  seen  in  the  county,  but  it  is 
probable  that  most  of  the  valleys  are  underlaid  by  these  deposits,  and 
large  boulders  of  Granite,  Quartzite,  etc.,  were  occasionally  found, 
«learly  referable  to  this  era  of  deposit. 

TALEOZOIO  ROCKS. 
We  find  the  following  Groups  in  this  county,  referable  to  the  Car- 
iDoniferous  system  : 

COAL    ME ABUKES  . 

Ferruginous  Sandstone 50  feet. 

Archimedes  Limestone,  (St.  Louis  Group,  "Warsaw  Limestone) 40     " 

"  "  (Keolcuk  Group) 35     " 

Enerinital  or  Burlington  Limestone ~  CO     " 

Chouteau  ] 
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lEEEGULAKITIES    OP    S TEAT  A. 

Starting  from  Glasgow  with  the  beds  ol  the  lower  Coal  S 
in  sight,  we  find  at  Bluffport  that  these  beds  have  receded  in  the  hills,. 
and  the  Keokuk  Group,  35  feet  in  thickness,  appears  at  the  water's 
-  edge.  Going  southward,  we  find  that  the  rocks  continue  to  rise,  and 
more  rapidly,  to  about  three  miles  north  of  Lisbon.  Two  miles  north 
of  this  place,  the  lowest  rock  at  Bluffport  has  risen  over  a  hundred 
feet. 

We  are  now  opposite  an  anticlinal  axis,  spoken  of  by  Mr.  Meek  ia 
his  report  on  Saline  county. 

From  this  point  the  Rocks  dip  rapidly  in  a  southern  direction,  and 
at  Lisbon  the  Keokuk  Group  ia  again  at  the  bottom  of  thehil!.  From 
this,  eastwardly,  we  observe  a  gradual  depression  of  strata,  until  we 
approach  New  Franklin.  East  of  this  point,  the  strata  again  gently 
rises,  and  at  Eocheport  the  upper  portion  of  the  Burlington  Group  is 
seen  60  feet  up  in  the  Bluiis. 

Along  this  line  are  also  occasional  undulations,  or  irregular  de- 
pressions and  elevations.  One  and  a  half  miles  west  of  Mr.  L,  A.. 
Brown's,  the  Ferruginous  Sandstone  appears  in  the  Bluffs,  38  feet  in 
thickness,  resting  on  24  feet  of  Limestone,  A  hundred  yards  east  it 
is  at  the  base  of  the  hill.  A  half  of  a  mile  east,  it  was  observed  lying 
in  a  nearly  horizontal  position,  and  a  littie  further  east  it  dips  SS"* 
with  a  magnetic  course  of  S.  43°  E,  It  soon  rises,  however,  to  a 
hight  of  o^^er  40  feet,  and  a  few  miles  further  east,  almost  thins  out 
near  the  lower  part  of  the  hill. 

CHOUTEAU   LIMESTONE. 

This  formation  is  only  brought  to  view  in  the  western  part  of  the- 
counly,  near  the  mouth  of  Richland  Creek,  and  extending  southward 
along  the  Bluffs  for  about  2  miles.  The  upper  15  feet  appears  to  be 
somewhat  Argillaceous  and  Magneaian,  close-grained  and  in  thick, 
substantial  beds,  useful  for  building  purposes.  The  lower  portion  is- 
probably  Hydraulic,  the  upper  4  feet  being  a  pure  drab,  while  the 
other  beds  are  of  a  buff-drab  color.  Below  these  are  thin,  shelly  and 
serai-crystalline  dove-colored  Limestones,  containing  occasional 
geodes  filled  with  Calcite. 

The  fossils  observed  were  Pr.  MuroMsonianus,  Rhynchondlcb 
Cooperensis,  Sp.  Marionensis^  and  Sp.  cuspidaius.  The  lower  part 
of  the  Magnesian  division,  shows  many  small  cells  formed  by  the  de- 
composition of  the  fossils,  chieily  Crinoid  stems. 
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Only  about  twenty  i'eet  thickness  of  the  upper  beda  of  this  Group, 
was  seen,  but  these  roae  over  50  feet  in  the  Bluffs  opposite  the  uplift 
above  Lisbon.  We  have  reason  to  suppose  that  this  60  feet  is  occu- 
pied hj  lower  beds  of  the  same  Group. 

]JUULINGTOH    LIMBSTONK. 

This  is  the  next  overlying  formation  found  ia  this  county,  and  is 
the  equivalent  of  the  "  Encrinital." 

The  beds  belonging  to  this  Group  are,  in  tiiis  county,  generally  of 
a  very  coarse  structure,  the  coarse  layers  being  of  a  very  looso  tex- 
ture, and  abound  in  many  Crinoid  stems  throughout. 

At  the  base  of  the  formation,  is  10  feet  of  a  buff  color,  with  white 
Crinoid  stems,  which  makes  an  excellent  building  stone.  The  upper 
6  feet  is  fine  grained,  while  the  lower  is  a  much  coarser  Rock.  The 
next  beds  above  this  10  feet  are  generally  of  a  light  or  whitish  gray 
color. 

At  Burkhart's  Salt  Spring,  there  is  a  Bluff  of  30  feet  of  irregularly 
bedded  brown  and  gray  coarse  Limestone,  containing  lenticular  forms 
of  Chert, 

Just  above  Rocheport,  Mr.  Norwood  measured  about  60  feet  of 
gray  and  crystalline  Limestone,  the  two  upper  beds,  of  20  to  ?>0  feet 
being  arranged  in  alternate  layers  of  Limestone  and  Chert,  many  of 
them  coarse,  friable  and  light  gray ;  others  dark  gray  and  fine-grained, 
with  but  little  Chert  in  the  lower  part.  These  beds  belong  to  the 
middle  division  of  Prof.  Swallow's  Encrinital  Limestone,  including 
No.  3  and  probably  No.  5,  those  above  and  below  these  divisions  not 
being  recognized. 

The  structure  known  as  "  Stylolite,"  is  often  seen,  and  seems 
very  characteristic  of  this  formation. 

Fossils  are  often  abundant,  but  cannot  always  be  separated  from 
the  Eock  and  their  organic  matter  is  generally  replaced  by  white 
Calcite, 

Those  observed  were  Spirifer  striatum,  Sp.  suborbieularis  (f),  Or- 
this  Stoallovi,  Or.  Mitohellini  var.  Burlingtonensis,  Ghonetes  Shw 
jnardana,  Athyris  inerassaiua,  Za^hrentis  centralis,  ActinoeHnus 
coneinnns  (f),  Actinocrinus  (2  or  3  undet.  species)  and  Platycrinus 

This  formation  is  seen  in  the  Missouri  Bluffs  near  the  mouth  of 
Richland  Creek,  and  for  several  miles  north  and  south ;  it  being 
brought  to  view  on  the  anticlinal,  passing  east  and  west.  In  going 
east,  it  is  not  seen  again  until  we  approach  New  Franklin. 


,v  Google 


184  GBOLOGICAL   SURVEY. 

It  is  found  on  the  Bonne  Femiiie  as  far  north  as  the  northern  part 
of  T.  49,  FromNew  Franklin  eastward,  it  occupids  a  strip  of  the  Mis- 
souri Bluffs,  three  miles  in  width,  extending  to  the  Boone  county  line. 
Its  greatest  thickness  is,  near  Eocheport,  about  sixty  feet,-and  on  the 
anticlinal,  in  the  western  part  of  the  county,  it  is  not  much  more. 

The  Limestones  of  this  Group  can,  moat  of  them,  be  burned  into 
good  Lime, 

KEOKUK     GKOTJF. 

In  the  western  portion  of  the  county  we  find,  overlying  the  last 
named  Group,  beds  of  mostly  coarse-graioed,  gray  Limestone,  with 
sometimes  a  slight  bluish  tint,  and  also  occasional  reniiorm  masses 
and  lenticular  beds  of  white  Chert.  Some  of  the  Limestone  layers 
are  shaley,  others  are  thick-bedded  and  afford  a  good  building  ma- 
terial. 

These  beds  crop  out  along  the  Missouri  Elulfs,  from  Bluffport,  for 
about  nine  miles,  dipping  beneath  the  overlymg  beds  of  the  Warsaw 
Limestone  (St.  Louis  Group)  about  one  and  a  half  miles  south  of  Lis- 
bon. Specimens  of  fossils  can  not  often  be  obtained,  but  the  rocks  at 
Bluffport  abound  in  the  most  characteristic.  Those  observed  at  the 
various  outcrops  were  :  Of  Brachiopods,  CamarwpTiuria  subtrigona 
Proditctus  setifferus,  Pr.  punei-atus,  Spirifer  Keolcuk,  Sp.  neglmtus, 
Sp-  Logani,  Sp.  pseudo-lineaius,  Sp.  siriatus,  Sp.  ienuimarginatus,  Sp. 
Toatellatua^  Sp.  aubeuspldatus  and  Terebraiula  parva;  of  Gasteropoda' 
a  Platyceras  ;  of  Trilobitea,  a  Pkillipsia,  and  of  Radiates,  Zaphrentis 
centralist  Z.  OlUfordana,  Troohopliylluin  Yerneuiliana.  Orinoid 
stems  often  abound,  but  of  fish  remains  I  only  obtained  the  tooth 
of  Oladodus  laminoides  from  the  lower  beds,  two  miles  north  of  Lis- 
bon.   One  specimen  of  Sphenopteriuin  depressum  was  also  obtained. 

ST.    I.OUIS    GROUP. 

The  beds  occurring  in  this  county,  which  I  have  assigned  a  place 
in  this  Group,  are  alternations  of  brown  and  gray  Limestone,  mostly 
in  thin  layers,  separated  from  each  other  by  Shales  which  are  some- 
times a  few  inches  thick  and  often  more  than  a  foot.  These  beds  were 
formerly  called,  by  Mr.  Hall  in  his  Iowa  Geological  Report  for  1858, 
the  "Warsaw  Limestone."  Worthen,  in  Vol  I  of  the  Illinois  Geologi. 
cal  Report,  and  White,  io  the  Iowa  Geological  Report,  1870,  assign 
them  a  place  in  the  St,  Louis  Group, 

After  inspection  of  the  fossils,  I  choose  to  place  these  beds  subordi- 
nate to  the  St.  Louis  Group., 
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I  was  unable  to  determine  the  exact  thickness  of  this  formation 
ia  the  county;  but  three-quarters  of  a  mile  west  of  Mr,  L.  A,  Brown's 
they  were  seen  forty  feet  in  thielinessfrom  the  base  of  the  Jiill  up,  the 
lower  fifteen  feet  of  coarse  gray  Limestone,  containing  AraJiiinedes 
Wortlieni  and  OUgoporus  Danm.  Near  this  place  the  rock  is  some- 
what fractured,  and  contains  a  good  deal  of  Arraffonite.  Archiinedes 
is  very  abundant,  as  are  also  Pe^itremites  oonoideus  and  several  spe- 
cies of  Zaphrentis.  But  the  moat  abundant  fossils  are  Fenestella  and 
other  species  of  Bryozoa.  The  following  ia  a  list  of  the  fossils  ob- 
tained in  this  county  from  this  formation. '  Orinoids,  Diihooorinus  Agus, 
Pentremites  oonoideus,  PlatyoHnus  planus,  Pieroorinua  orassus  and 
stems  and  plates  of  undertermined  species;  Echinoids,  OUgoporus 
Danm;  Polyps,  Zaplirentis  centralis,  Z.  OliiFordana{f),  Z.  spinulifera, 

Z. ,  Z.  Syringopora ,  and  Pyrgia  Mitcliellini  (?);  Bryozoa,  Ar- 

cJiimedes  Wortheni,  Ar.  reversa.  Penestella  St.  Zudovici,  ten.  hemi- 
trypa,  Oosciniuin  saganella,  Cos-  esoharensis,  Polypora  Yarsoviensis 

and  P.   Halliana  ,'    Brachiopods,  AtTiyris  — — ,  Hemlproniies , 

Productus  Cora,  Pr. — ,Rhynchonella  miitata,  M.  subauneata,  ^irifer 
Keohuk,  Sp.  Leidyi,  iSp.  tenui-costata,  Sp.  spinosus,  Terebratula  Rois- 
syi,  T.  irinudea;  Pteropods,  Gonularia  Missouriensis ;  Gasteropods, 
Dentalium  venustum,  and  Cnnohifers,  Myalina  St.  Ludo'oici. 

Strata  belonging  to  this  Group  are  found  at  Boonslick.  near  Lis- 
bon, and  occasionally  in  the  Missouri  Bluffs  as  far  east  as  Sulphur 
Creek  and  for  several  miles  up  the  latter  stream.  It  is  wanting  fur- 
ther east. 

FERRUGINOUS   SANDSTONE. 

This  rock  is  next  in  ascending  series,  and  its  geological  position  in 
the  county  is  at  the  top  of  the  Lower  Carboniferous  System. 

In  Callaway,  Cedar  and  Lawrence  we  find  a  very  Perruginous 
Sandstone  above  ail  other  Lower  Carboniferous  roeke,  and  under  the 
Goal  Measures.  We,  therefore,  conclude  that  these  rocks  are  of  the 
same  Geological  age. 

Wherever  observed  in  this  county  it  is  almost  a  pure  white  within 
the  quarries,  becoming  of  a  light  buff  or  drab  shade  near  the  surface. 
Its  percentage  of  Oxide  of  Iron  seems  small,  and  only  an  occasional 
brown  spot  can  be  observed  in  it. 

No  fossils  were  seen  in  it,  and  only  from  its  position  in  reference 
to  underlying  and  overlying  rocks  are  we  justified  in  assigning  it  this 
position. 

Two  miles  below  Lisbon  it  is  50  feet,  and  one  mile  above  Mr.  L. 
A.  Brown's,  it  is  38  feet  thick.     It  was  not  seen  north  of  Lisbon,  and 
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thins  oat  ill  an  eastern  direction,  not  heing  found  east  of  Bartlett 
Branch. 

UPPER    CAEBONIi'EllOIJS     OK    COAL    MEASURES. 

The  greater  portion  of  this  county  is  underlaid  by  the  formations 
which  include  the  Middle  and  Lower  Coal  Measures.  The  lowest 
beds  of  this  Group  found  iu  the  county  may  be  seen  near  the  Mis- 
souri Bluffs. 

A  section  on  a  branch  of  Salt  Greek,  in  the  S.  W.  qr.  Sec.  5,  T.  49, 
K.  17,  shows  the  following  : 

No.    I.    Clay  eontaining  Ochre  on  wLich  ai*  tumbled  masses  ot  soft  brown 

Limestone, 
No.    2.    2  feet  outcrop  of  Coal  smut,  showing  a  bine  Clay  band  in  the  middle ; 

(this  is  probably  the  equivaleDt  of  C.  J.  Norwood's  Coa!  "  E." 
No.    3.    2  Inehes  brown  Shales, 
So.    4.    9  feet  0  inches  Shales  and  IJ'ire  Clay,  mostly  Clay,  with  some  3  cllow 

Ocbre. 
No.    5.    2  inehes  rotten  Coal. 
No.    6.    4  feet  blue  Fire  Clay. 
No.    7.    10  feet  Shaly  Sandstone. 
No.    8.    S  inches  Coal. 
No.    9.    i  feet  mostly  sandy  Shales. 
No.  10.    Onterop  of  Shaly  Coal, 
No.  11.    4  feet  6  inches  Fire  Clay. 
No.  12.     White  Sandstone,  (Lower  Carboniferous,)  10  feet  of  this  was  founri 

in  the  bluff  below. 

One  hundred  yards  e^st  of  this  place  is  4  feet  Limestone  resem- 
bling that  found  overlying;  the  Coal  near  Boonsboro,  and  lying  irreg- 
ularly. 

No.  2,  of  the  above  section,  is  probably  the  equivalent  of  the  Coal 
of  H.  L.  Brown,  which  crops  out  a  quarter  of  a  mile  lower  down  the 
branch.  This  Section  will  give  an  idea  of  the  lowest  Coal  formation 
seen  in  this  county. 

The  micaceous  Sandstone  which,  according  to  Prof.  Swallow,  oc- 
cupies the  top  of  the  Lower  Coal  Measure,  is  well  exposed  at  the 
mouth  of  Hurricane  Creek  to  a  hight  of  61  feet.  At  the  top  we  find 
14  feet  of  Shaly  Sandstone,  then  7  feet  9  inches  of  pretty  good  build- 
ing rock,  generally  in  even  layers  but  with  occasional  Shaly  pockets 
containing  thin  Coal  seams.  Below  this  is  5  feet  of  an  irregular  and 
sometimes  Shaly  layer  of  brown  and  gray  Sandstone  and  black  Shale 
beds,  with  Calamites,  Lepidodendron,  etc.  The  lower  34  feet  is 
somewhat  Shaly,  the  upper  portions  concretionary.    Up  Hurricane 
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Creek,  at  Turner's,  Mr.  Norwood's  measurements  show  about  50  feet 
of  this  Sandstone  resting  on  a  Limestone,  which  we  are  disposed  to 
regard  as  the  equivalent  of  the  Limestone  lying  10  to  16  feet  above 
the  Glasgow  Goal,  and  the  apparent  dip  of  the  Glasgow  rocks. to  the 
south  is  sufficient  to  reconcile  their  observed  position. 

Opposite  the  lower  ferry  landing,  at  Glasgow,  the  Limestone  is 
26  feet  above  the  river,  and  one-half  to  three-quarters  of  a  mile  west 
it  is  53  feet.  If  we  allow  a  dip  of  27  feet  for  three-quarters  of  a  mile, 
or  36  feet  p'er  mile,  which  is  not  too  much,  our  Limestone  would  be 
46  feet  below  the  bed  of  the  water  at  the  mouth  of  Hurricane  Creek. 
But  the  formations  being  concealed  between  Gregg's  and  Hurricane 
Creeks,  we  can  not  truly  say  that  they  are  so  much  depressed.  In. 
fact,  we  believe,  they  are  not,  for  we  have  a  measured  thickness  of 
over  GO  feet  Sandstone  at  the  mouth  of  Hurricane  Creek,  arid  at  Tur- 
ner's only  50  feet,  and  if  we  base  our  calculations,  for  thickness,  on 
the  dip,  our  thickness  would  undoubtedly  be  too  great. 

Our  Glasgow  Section  shows  the  micaceous  Sandstone  high  up  in 
the  hills  with  another  Sandstone  near  the  water. 

This  Section  is  as  follows  : 

No.    1.    10  feet  sandy  Shales,  witb  beds  of  Baiidstorje  Iti  the  upper  part. 

No.    2.    8  feet  blue  Clay  and  Shales,  in  thin  iaminie. 

No.    3.    IJ  inclies  Carbonate  of  Iron. 

No.    4.    8  inches  blue  Clay  Shales. 

No.  6.  4 inches  shelly  Ferruginous  Limestone;  weathers  rcil.  and  contains 
Ch.  mesolobd  and  Pr.  mai-ieaiuti. 

No,    6.    4  (eet  Shales. 

No.  7.  20  inches  mottled  deep-blue  and  drab  Limestone,  inclosing  StigmaHa 
Jkoides,  which  show  on  the  weathered  surface,  Brachiopods  are 
rare,  but  Sip.  lineatua  was  found.  A  fragment  of  a  plant  was 
found  witli  crystallized  centre  of  red  heavy-spar  and  Calcite. 

No.    8.    -2  feet  6  inches  Shales. 

No.    0.    10  inches  Ciay  with, Limestone  nodules. 

No.  10,  2  feet  3  inches  deep-blue,  fine-grained  Limestone,  brown-specked, 
and  containing  Oalclte  specks.  Fossils  observed,  were  Fusulina 
ei/lindrioa  and  Sp.  Hneatus.     This  rock  weathers  brown. 

No.  11.  16  feet  9  inches  blue  and  drab  Shales  ( joiated.)  with  Ochre  between, 
the  joints. 

No.  12.    I  foot  outcrop  of  Coal,  decomposed  neai*  surface. 

No.  13.    4-  inches  band  of  rotten  Coal  and  yellow  Ochre. 

No.  14.    3  feet  blue  Ciay  and  streaks  of  yellow  Ochre. 

No.  15.  13  feet  blue  and  drab  Shales  in  thick  lamina;,  with  sandy  ociu'eous 
bands  containing  ferns. 

No.  16.  20  feet  blue  sandy  Shales  and  Shaly  Sandstone,  some  very  finely  rip- 
pied  marked. 
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opposite  the  ferry  landing,  in  town,  three-quartera  of  a  mile  be- 
low, we  find : 

3  hiclies  LimHstoncs. 

3  feet  6  inches  dark-blue  Shales. 

6  inches  blue  Fire  Clay,  with  Coal  streaks. 

6  to  9  inches  brown  Fire  Clay. 

3  feet  9  inches  Limestone — No.  7,  of  Section  just  described,  and  oniy 
10  inches  separates  this  from  the  Limestone  No.  19  of  last  Sectioa. 
Instead  of  16  feet  9  hiehestotheCoal,  we  havejustlOfoet,  showing 
that  some  beds  have  been  thicliened  and  others  are  thinned. 

The  Limestone  (7)  of  the  Glasgow  Section  is  seen  on  the  Salis- 
bury road,  in  the  bluffs  of  Doxy  Fork,  we  therefore  suppose  that  the 
Glasgow  Coal  may  be  obtained  here. 

A  general  section  of  rocks  near  Fayette,  would  embrace  over  a 
lOU  feet  of  Coal  Measures  from  No.  13  of  General  Section,  (0.  J.  N.) 
downwards,  including  Coal  "C  (?)  and  also  Coal  "B"  with  many  inter- 
vening Strata  wanting. 

Our  general  Section  here  is  about  the  following: 

So.     I.    '25  foot  Slope  from  hiil-top. 

No.  '2.  2  to  7feet  bluish-drab  Limestone,  very  nodular  on  top,  and  abound- 
ing In  Chceiefes  milleporaceus;  also  contMaing  Fttsulina  cylindrlea, 
Aihyris  aubiilita.  Sp.  Imeatus  and  a  Nautilus. 

No.    3.    2  feet  Fire  Clay. 

No.    4.    II  feet  brown  Shaiy  Sandstone. 

No.    5.    14  feet  blue  sandy  Shales,  has  an  occasional  oohrey  band,  tiie  lower 

4  feet  being  calcareous,  with  Limestone  nodules. 

No.  0.  14  inches  Limestone  of  a  deep  ash-blue  color,  which  breaks  rhomboid- 
ally — No.  15  of  the  General  Section. 

No.  7.  10  inehea  Bituminous  Shales.  Upper  2  inches  ai'c  dark  bine  with  gray 
fucoidal  markings. 

No.    S.    1  foot  B  inches  blaclc  Slate. 

No.    9.    9  inches  Coal. 

No.  10.    1  foot  Fire  Clay. 

No.  11.    10  inches  nodular  Limestone  belt. 

No.  12.    7  feet  Shales. 

No.  13.    10  feet  Limestone. 

No,  14.    10  feet  Shales. 

No.  15.  1  foot  4  inches  Limestone  containing  Pr.  eoaiatus  P.  ■punciatM  Ath.  subt- 
lita  and  Sp.  cameratus.    This  Limestone  is  probably  Hydraulie. 

No.  IG.    6  inches  Shales. 

No.  17.    1  foot  Magnesian  (Hydraniic)  Limestone. 

No.  18.    70  feet  probably  all  Sandstone  and  Shales. 

No.  19.    S  feet  1  inch  blue  Limestone. 
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No.  20.    2  feet  4  inches  Shales. 

Ho.  21.    9  inches  blue  shelly  Limestone. 

No.  22.    8  inches  black  smnt— not  pcraistent. 

No.  23.    6  inches  ash-blne  Limestone. 

No.  24.    4  inches  Clay. 

No.  25.    3  feet  S  inches  bituminons  Shales,  containing  atptaria,  and  also  very 

smal!,  ronnd  concretions. 
No.  26.    1  foot  blue  carbonaceous  Shalos. 
No.  27.     1  foot  blue  Shales,  abounding  in  IV.  muriaaius,  and  also  contains  a 

goocl  deal  of  Iron  Pyrites, 
No.  28.    Coal  said  to  be  IJ  feefcthlek.  Has  been  worked  at  many  places  around 

Fayette. 
No.  29.    2  feet  6  inches  blue  Fire  Clay,  yellow  streaked,  and  contains  StJg- 

maria  at  the  top. 
No.  30.    I  foot  bright  brown  and  gray  Clay,  containing  Selenite. 
No.  31.    3  feet  gray  sandy  clay,  containing  minute  specks  of  Iron  Pyrites,  and 

also  of  Mica. 

ECONOMICAL     G-EOLOGY. 

Probably  the  lowest  workable  Goal  seen  in  the  county  ia  that  of 
H.  L.  Brown,  which  crops  out  in  the  edge  of  a  branch  of  Salt  Creek, 
in  the  S.  E.  qr.  Sec.  6,  T.  4D,  K.  17.  The  rocks  here  are  dipping  at  7 
deg.  N.,  40  deg,  W.  Up  the  creek  a  short  dirtanee  eastward,  the  Lower 
Carboniferous  LimestoneB  are  seen  underlaying  the  Ferrnginous  Sand- 
stone. Still  higher  up  stream  bituminous  Shales  are  seen  dipping  W. 
at  an  angle  of  24  ".,  and  about  16  feet  above  the  lower  Carboniferous 
Limestones.  This  bituminous  Slate  is  probably  equivalent  to  a  similar 
bed  found  overlying  the  Coal.  According  to  measurement  made 
a  quarter  of  a  mile  up  stream,  the  Coal  is  30  feet  above  the  Ferrugi- 
nous Sandstone.     (See  Fig.  5,) 

The  section  at  Brown's  Coal  bank  is  as  follows : 

No.  1.  I  foot  tl  inches  drab  argillo-calcareous  slaty  rock. 

No.  2.  1  foot  (i  inches  bituminous  Sliales. 

No.  3.  2  feet  6  inches  bituminous  Slate  containing  a  small  Biseina. 

No.  4  9  inches  slaty  Coal. 

No.  5.  12J  inches  good  Coal. 

No.  0,  1  inch  dark  dove  colored  Clay. 

No.  7.  2  incites  impure  Coal. 

No.  8.  10  iiiches  dark  dove  colored  Clay. 

No.  9.  3-3i  feet  Coal  of  good  c[aality. 

This  Goal  probably  underlies  one-half  of  Ts.  49  and  50,  R.  17,  but 
owing  to  its  extreme  dip  and  the  difference  of  the  angle  of  dip  or  re- 
pose at  other  places,  it  is  impossible  to  say  to  what  extent  or  to  what 
depth  it  may  he  found. 
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About  three  miles  westof  ibis,  and  on  the  land  of  Mr.  li.  C.  John- 
son, in  Sec.  3,  T.  49,  K.  i8.|  a  little  Coal  in  detached  masses  has  been 
obtained  from  a  small  eroded  space  in  the  lower  Oarboniferoua  Lime- 
stone and  Sandstone,  It  is  prohatle  that  this  was  not  originally 
formed  but  drifted  into  this  pocket.  This  locality  was  examined  by 
Mr.  C  J.  Norwood.  Mining  for  Coal  here  would  be  time  and  money 
lost. 

Mr.  Norwood  examined  Tatum's  Coal  in  Sec.  16,  T.  50,  K,  17,  the 
oldest  worked  bank  in  the  county.  It  is' 24  to  33  inches  thick,  and 
there  is  a  probability  that  it  may  be  the  equivalent  of  Brown's  Coal, 
and  it  may  underlie  all  of  the  east  half  of  the  Township,  and  extend 
under  the  county  east. 

THE     TAYETTE    COAL. 

Coal  has  been  mined  at  various  times  near  Fayette,  on  Adams 
Oreek,  but  recently  there  has  been  but  little  mining  done. 

Coal  "B"  has  formerly  been  mined  one  raiie  north  of  Fayette, 
where  it  crops  out  about  30  feet  below  the  hill-top.  It  underlies  the 
county  to  the  west  and  south-west  for  five  or  six  miles. 

On  the  land  of  Todd  and  Hughes,  three  miles  South-west  of  Fay- 
ette, on  the  Boonsboro  road,  it  is  seen  about  the  same  distance  below 
the  hiil-top.    At  these  several  places  it  is  9  inches  thick. 

A  rotten  streak  of  this  Coal  appears  on  the  Fayette  and  New 
Franklin  road,  two  miles  south  of  Fayette,  and  50  feet  below  the  hill- 
top. In  the  valley  below  are  seen  the  bituminous  Shales  overlying 
the  lower  Fayette  Coal.  Its  thickness  could  not  be  seen  near  Fayette, 
as  no  mining  had  recently  been  done,  but  going  southward  4  miles,  we 
tind  this  Coal  high  in  the  bills  and  worked  at  many  places  near  the 
Franklin  road. 

On  Dr.  J.  P.  Beck's  land,  in  Sec.  29,  T.  50,  R.  IG,  it  is  22  inches 
thick  and  capped  by  22  inches,  of  Clay  Shales,  with  2  feet  of  bitumin- 
ous Slate  still  above,  extending  to  the  overlying  Limestone.  The  blue 
Clay  Shales  vary  in  thickness  from  2  to  4  feet,  the  under-day  being  4 
feet.    Beneath  the  latter  is  a  bed  of  Sandstone. 

The  under-clay  at  Fayette  is  6  feet  6  inches  in  thickness. 

The  overlying  Clay  Shales  at  Beck's  abound  in  many  fossils  trans- 
formed into  Iron  X'yrites. 

On  A.  L.  McOullough's  land,  in  Sec.  4,  T.  49,  K.  16,  the  Coal  is  60 
feet  below  the  hilltop  and  60  feet  above  the  Encrinital  Limestone,  or 
47  feet  above  the  Lower  Carboniferous  Chert. 

This  Coal  has  been  mined  at  various  other  places  in  the  center  of 
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the  county,  and  from  observations,  we  are  inclined  to  say  tliat  it  cei-- 
tainly  underlies  the  whole  of  the  township  in  which  Fayette  ia  situ- 
ated, as  well  as  that  immediately  west,  north-east  and  east,  with  the 
greater  portion  of  the  townships  south  and  west. 

Near  Boonsboro,  both  on  the  head  waters  of  Salt  Greek  and  Bart- 
lett  Branch,  it  is  found,  but  it  is  only  mined  at  a  few  localities. 

It  is  well  exposed  on  the  land  of  John  S.  Snoddy,  in  W.  half  S.  W. 
Sec.  15,  T.  49,  E.  17. 

West  of  Snoddy's,  on  Adam  Gilmore's  land,  the  Coal  is  ItJ  inches 
thick,  with  16  inches  of  Siale  resting  immediately  on  it,  separating 
the  Coal  from  1  foot  of  thick  layers  of  bituminons  Slate,  which  seems 
to  be  almost  a  Cannel  Coal, 

Less  than  a  quarter  of  a  mile  from  the  last  place,  and  on  John 
Callaway's  land,  we  found  the  Limestone  closely  resembling  that  on 
the  branch  just  west  of  Boonsboro,  at  an  elevation  of  6  feet  above  the 
Coal  just  named.  The  Goal  is  IS  inches  thick  and  has  3  feet  of  bine 
Shales  separating  it  from  the  overlying  bituminous  Slate.  Below  the 
Coal  is  4  feet  of  Fire  Clay,  invariably  resting  on  Limestone ;  the  up- 
per and  lower  portions  of  the  Clay  are  blue,  the  remainder  is  yel- 
lowish. 

From  inspection  of  these  Sections,  we  find  slight  discrepancies  in 
them,  but  there  is  a  general  semblance  of  parallelism  throughout. 
The  same  bed  in  a  short  distance  presents  variations  in  its  overlying 
beds.  Sometimes  bituminous  Slate  rests  immediately  on  the  Coal, 
then  a  little  distance  along,  we  find  it  separated  by  Clay  Shales.  There 
are  certain  common  features  in  each,  although  often  widely  separated 
by  distance,  Pr.  muricatus  is  the  prevailing  fossil,  and  the  fossils 
are  all  replaced  by  Iron  Pyrites.  At  Dr.  Scroggins'  Coal  Bank,  they 
oxidize  soon  after  exposure.  At  this  place  are  two  fossil  bands,  one  a 
little  above  the  Coal  and  the  other  3  or  4  feet  still  above.  The  other 
principal  fossils  observed  were  Sp.  cameratns,  Ch.  mesoloha,  Hemi- 
pronites  erasaus  and  Ch.  Yernmdliana ■  At  Beck's  were  observed 
I^uonlana  hellistriata,  Myalina  Swallovi  and  Edmondia  reilexa — all 
beautifully  replaced  by  Pyrites.  At  Scroggins',  besides  these,  we  found 
Fleii  ■  carbonaria  and  Solenomya  radiata,  and  also  a  thin  upper  band 
containing  ^ .  planoeonvexus. 

'ITie  Coal  at  these  outcrops  is  generally  conveniently  situated  for 
mining. 

At  many  places,  the  Coal  seams  are  concealed  by  deep  Drift  de- 
posits, but  when  found  near  the  railroad  they  will  always  be  profitably 
worked. 

The  seam  cropping  out  in  the  bluffs  just  above  Glasgow,  appears 
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to  poor  advantage  at  its  outcrop.  It  is  said  to  be  20  inches  thick, 
this  is  very  probable,  and  it  may  sometimes  be  thicker. 

Coal  "  B  "  is  found  on  the  head-waters  of  Hurricane,  Gregg's  and 
Fristoe's  Creeks,  9  inches  to  1  fool.  At  Turner's  it  is  about  45  feet  be- 
low the  hii!-top,  and  if  the  strata  are  nearly  horizontal,  it  may  be 
found  at  about  the  same  elevation  throughout  this  vicinity. 

The  Glasgow  Coal  is  low  in  the  adjacent  valleys. 

In  the  western  part  of  T.  52,  Ii.16,  Coal  "  B  "  is  about  30  feel  be- 
low the  hill-top,  and  9  inches  thick. 

Howard  county  contains  about  380  square  miles  of  Coal  Measures, 
including  in  a  large  portion  three  and  sometimes  four  Coal  beds,  of 
which  one  is  from  2  to  3  feet  thick,  another  1^  to  2^  feel,  another  6 
inches,  and  a  fourth  one  from  9  to  30  inches  in  thickness. 

We  find  them  distributed,  in  aggregate  thickness,  over  the  various 
townships  of  the  county  about  as  follows  : 
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One  seam— 10  inches  to  18  inches.... 
Two  seams— 1  foot  to  15  inches,  18 

15 

Three  seams— 9  inches,  1  foot,  32 

15 

Two  seams— 1  foot,  and  2  feet  to  3 

IG 

Three  seams,  two  in  north  half— 7 
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16 
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'fi  tolol  fhldmese. 
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Coal  Beds  of  Howard  County — Continued. 


This  gives  an  aggregate  of  35,276,836,200  cubic  feet,  and  taking  SO 
pounds  ae  the  weight  ot  a  cubic  foot  of  Coal,  (35  cubic  feet  per  ton  of 
2,000  pounds,)  we  get  1,411,073,448  tons  for  the  amount  of  Coal  in  this 
county,  most  of  which  can  be  easily  mined. 

If  we  deduct  from  this  the  amount  which  the  9-inch  seam  will 
afford,  which  equals  317,813,600  tons,  we  still  have  1,093,259,688  tons  of 
Coal  in  this  county. 

15  U  I  L  D  [  N  G-    Al  A  T  li  li  I  A  L  S  . 

Generally  speaking  the  Coal  Measures  do  not  aiford  a  superior 
article  for  building  piirposes.  The  Ehomboidal  Limestone  has  been 
used  in  the  construction  of  culverts  on  the  Louisiana  road,  for  which 
purpose  it  seems  to  do  very  well,  as  it  occurs  in  layers  of  uniform 
thickness  and  of  a  smooth  surface.  But  it  contains,  as  do  many  of  the 
Goal  Measure  Limestones,  too  much  Iron  Pyrites,  and  on  open  air 
exposure  is  apt  to  crack  and  fall  to  pieces. 

The  Sandstones  of  the  Coal  Measures  are  also  too  apt  to  disinte- 
grate, because  they  contain  so  much  argillaceous  matter.  The  Sand- 
stone quarry  at  the  mouth  of  Hurricane  Creek  contains  some  very 
good  and  thick  layers,  but  I  do  not  consider  the  rock  by  any  means  to 
be  of  superior  quality. 

'  Averttge  total  thickness. 
8.B— 13. 


„Google 


194  GEOLOGICAL   SURVEY. 

Better  quarries  may  be  found  in  the  Lower  Carboniferous  rocks, 
which  occur  at  intervals  from  Blufi'port  to  Hocheport.  In  the  Roche- 
port  Bluff's  are  fine  exposures  of  the  Burlington  (Encrinital)  Lime- 
stone, ■which  is  both  durable  and  one  of  the  beat  rocks  for  making 
Lime.  The  lower  beds  of  this  formation  appear  in  the  Missouri  Bluffs 
near  where  Eichland  Greek  enters  the  bottom,  and  are  there  from  two 
to  four  feet  in  thickness,  forming  a  superior  building  stone.  These 
latter  rest  immediat&ly  on  the 

Uri'EU  CeouTBAU  Limestone  Bkdh, 

Which  also  afford  an  equally  good  building  rock.  Unfortunately  these 
outcrops  are  generally  overlaid  by  thick  formations  of  other  Lime- 
stones, rendering  them  in  most  cases  difficult  to  obtain. 

Fbkeuoinous  Sandstosk. 

The  Ferruginous  Sandstone  is  well  exposed  in  ttie  Missouri  Bluffs, 
near  the  line  of  Es.  17  and  18.  Its  beds  are  even,  the  color  a  pretty 
delicate,  grayish  drab  or  almost  white,  appearing  of  a  somewhat  buff 
tint  on  exposure.  It  is  easy  to  work,  and  I  regard  it  as  a  superior  and 
very  durable  building  stone.  Good  quarries  can  be  opened  in  this 
vicinity. 

Keokuk  Lijibstonb. 

The  Keokuk  Limestones  are  often  sufficiently  durable  for  build- 
ing purposes,  but  are  too  irregular  in  thickness  to  be  much  sought 
after,  excepting  for  ordinary  uses,  but  some  of  the  beds  would  burn 
into  good  Lime. 

COAI:   SfKlSIInE    LlMESTO^-K!i. 

Some  of  the  Coal  Measure  Limestones  would  burn  into  Lime,  but 
the  article  would  not  be  so  white,  nor  so  good  in  other  respects  as 
that  burned  from  the  Lower  Carboniferous  Limestones. 

The  Ghaetetes  Limestone  would  probably  make  the  best  Lime  of 
any  of  the  Coal  Measure  rocks. 

lirDllAULIC    CEMEMT. 

Mr.  Norwood  makes  mention  of  a  Limestone  found  at  Wiseley's 
Mill,  Burton  and  Koanoke,  which  he  thinks  would  burn  into  good 
Lime.    He  regards  it  as  No.  11  of  his  Section. 
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I  think  it  probable  that  a  Limestone,  occurring  about  15  or  20  feet 
below  Coal  "  B,"  may  be  a  good  Cemeot  stone.  The  only  place  where 
I  observed  it  was  about  a  mile  north  of  Fayette,  but  Mr.  Norwood  ob- 
served it  in  Sec.  22,  T.  52,  It.l6. 

The  Limestone  overlying  the  Coal  in  some  respects  resembles  a 
Hydraulic  Limestone,  and  that  in  the  blufl's  above  Glasgow  may  be 
somewhat  Hydraulic. 

The  proper  tests  will  determine  if  we  are  correct  in  calling  these 
Hydraulic  Limestones. 

IllOS   ORE. 

Thin  layers  of  Clay  Ironstone  are  occasionally  found  in  the  Shale 
beds,  but  were  not  observed  in  suiBcient  quantity  or  richness  at  any 
place  to  pay  for  mining. 

Mr.  Norwood  observed  1  foot  of  argillaceous  red  Hematite  resting 
on  Lower  Carboniferous  Chert  between  Fayette  and  llocheport, 
aboutSec.  3i,T.49,E.15. 

PIKE    GLA\". 

Good  beds  of  Fire  Clay  may  be  obtained  from  beneath  most  of 
the  Coal  beds.  That  beneath  the  Fayette  Coal  appears  to  be  of  good 
quality,  and  sufBcient  thickness  to  work,  ;,TliJs  Clay  as  seen  appears 
thus: 

No.  1.    '2  leet  G  iiieUes  blue  Fii-e  Clay,  witli  oijcasional  yellow  strtaks. 

No.  2.    1  foot  bright  brown  and  grey  Olay,  containing  Selenite  (Gypsum)  in 

minute  forma. 
So,  3.    S  feet  gmy  sandy  Clay,  contsiniag  a  little  Iron  Pyrites  and  minute 

scales  of  Mica. 

At  Dr.  Beck's  the  Fire  Clay  is  4  feet  thick.  The  under-Clay  of 
the  Glasgow  Coal  is  3  feet  in  thickness,  and  that  at  8witzer's  Mill 
is  about  the  same, 

G  rPSUM. 

This  mineral  in  the  form  of  Selenite,  is  ol'teu  found  intercalated 
with  the  beds  of  Fire  Olay,  but  the  crystals  are  too  email  and  too 
much  dispersed  through  the  Goal  to  he  useful  for  making  plaster  of 
Paris.  It  could  be  used  as  a  fertilizer,  but  the  Howard  county  lands 
are  generally  rich  enough  without  having  to  use  it. 
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HEAVY    bPAK. 

Crystals  of  Barytes  of  a  pink  color  occur  in  the  Limestones  at 
Glaesow. 

MINERAL  SPRINGS. 

The  mineral  springs  of  this  county  from  their  number  and  reputa- 
tion are  entitled  to  notice. 

They  occur  in  nearly  every  portion  of  the  county,  and  nearly  all 
of  them  are  hriny,  and  from  some  of  them  Salt  was  made  as  much  as 
65  years  ago.  Formerly  it  would  pay  io  make  Salf.,  but  facilities  of 
transportation  and  the  low  price  of  the  imported  article  has  super- 
ceded its  home  manufacture. 

In  importance  we  may  regard  Boonslick  as  of  the  first,  Burkhart's 
as  of  the  second,  and  that  of  Fayette  as  of  the  third  class. 

Boonslick  is  in  Sec.  4,  T.  49,  K.  17. 

The  surrounding  hills  are  of  gentle  slope,  overlaid  by  a  deposit 
of  the  Bluff  formation,  supporting  a  growth  of  chiefly  White  Oak. 
The  valley  of  Salt  Creek  is  300  to  400  feet  wide,  and  covered  with  a 
deep  Clay  formation,  the  lowest  Clays  belonging,  probably,  to  the^ 
Drift  period. 

Limestone  of  the  age  of  the  Archimedes  Limestone  of  the  Lower 
Carboniferous,  crops  out  in  the  head  of  a  valley  N.  W.  of  the  maiQ 
springs. 

No  other  outcrops  of  solid  Rocks  were  observed  in  the  vicinity^ 
but  the  Coal  Measures  are  supposed  to  underlie  the  neighboring  hills, 
as  they  indeed  crop  out  in  a  valley  half  a  mile  to  the  south. 

There  [are  four  Salt  Springs  and  one  well  at  Boonslick,  each  one 
affording  a  free  supply  of  water,  all  quite  strong  of  brine.  A  white 
deposit  is  found  on  the  surface  of  the  ground  at  some  of  the  springs, 
and  a  black  at  others.     (Fig.  7  is  on  a  map  of  spring.) 

I  am  indebted  to  Dr.  J.  C.  Heberling,  of  Boonsboro,  for  much  val- 
uable information  in  regard  to  the  history  of  these  springs.  The  first 
Salt  was  made  here  in  1807;  Nathan  Boone  manufacturing  it 
in  1810.  His  old  works,  on  a  mound  in  the  valley  N,  W.  of  the  main 
spring,  and  just  east  of  a  small  branch  coming  into  Salt  Creek  from 
the  west.  Other  old  Salt  works  were  on  the  east  side  of  another 
small  branch.  Large  beds  of  charcoal  and  ashes  are  almost  the  only 
remains  of  the  former  works,  but  Salt  was  made  here  at  various  times^ 
and  almost  constantly  until  about  the  year  1855  or  1856,  The  Salt 
made  hero  was  sold  in  1837,  at  1  cent  per  bushel,  and  rating  a  bushel 
at  50  pounds,  this  paid  very  well.     As  an  evidence  of  former  work 
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here  we  would  state  that  for  4  square  iniiea  around  Bootislick,  the 
timber  has  been  entirely  cut  off  at  various  times,  for  fuel  for  the  Salt 
works.  At  the  present  time  these  grounds  are  entirely  covered  over 
with  a  thrifty  growth  of  young  White  Oak,  with  some  Walnut,  Black 
Oak  and  Hickory.  These  trees  are  mostly  6 — 8  inches  in  diameter,but 
many  are  as  much  as  1  foot. 

Dr.  J.  C.  Heberling,W.  N.  Marshall  and  others,  are  the  present 
owners  of  the  property.  In  1569  they  began  to  bore  for  Salt  water, 
and  continued  their  work  until  the  fall  of  1872,  when  the  boring  had 
reached  a  depth  of  1,001  feet.  They  then  stopped  work.  At  37  feet 
water  was  obtained;  at  C8  feet,  weak  Salt  water  ;  and  at  1C3  feet  9 
inches,  the  size  of  the  stream  had  increased  a  fourth,  with  per  centage 
■of  Salt  about  the  same  as  the  outside  stream,  or  4.5  per  cent. 

At  a  depth  of  481  feet  they  report  a  vein  of  Salt  water,  with  an 
increased  strength  of  one-third.  At  707  feet  y  inches,  a  small  addi- 
tion of  water  was  reached.  Also  a  strong  offensive  gas,  with  a  cor- 
responding increase  of  strength  of  the  brine  from  4.5 — 9  per  cent 
(doable). 

A  10  inch  square  wooden  conductor  was  put  in  to  the  bottom  of 
the  quicksand — 33  feet.  Below  this  a  1,^  inch  pipe  was  inserted,  from 
which  the  flow  is  about  30  gallons  per  minute.  The  volume  of  water 
is  sufficient  for  a  2j  inch  pipe. 

The  record  of  the  borings  was  kept  by  Mr.  Marshall,  who  furnished 
me  a  copy.  I  find  that  there  must  be  an  error  in  classifying  the  rocks, 
doubtless  arising  from  an  imperfect  knowledge  of  Geology,  and  not 
having  the  necessary  means  of  determining  the  constituents. 

The  quicksand  extended  to  33  feet.  From  this  to  37  feet  is  evi- 
dently a  drifted  mass  of  Gravel,  Limestone  and  Flint.  Two  feet  of  Coal 
were  reported  at  40  feet,  and  a  7-inch  seam  of  it  at  82  feet.  The  rec- 
ord further  shows  Limestone  and  Flint  to  150  feet  depth.  From  this 
down,  is  mostly  Sand  and  Flint,  with  some  Limestone.  At  1,001  feet 
the  boring  terminated  in  a  crevice. 

BUKKHART'S      SPEING. 
This  spring  is  2  miles  west  of  New  Franklin,  at  the  edge  of  a  small 
valley  coming  into  the  Bonne  Ferame  from  the  west  side.    The  water 
issues   forth  very  freely  from  the  valley  Clays,  not  very  far  from  a 
Bluff  of  Burlington  Limestone.     A  white  deposit  is  formed  in  the  bed 
of  the  branch.     In  former  times,  considerable  Salt  was  made  here. 
LEWIH     SPRING. 
The  Lewis  Spring,  near  Glasgow,  is  on  the  land  of  Jno.  F.  Lswis, 
1-i  miles  from  Glasgow,  on  the  west  branch  of  Gregg's  Creek.    The  Salt 
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water  here  flows  from  Clay  at  several  places  within  a  space  of  12  feet 
square.  In  some  places  a  white,  and  in  others  a  black  deposit  is  found 
in  the  bed  of  the  rivnlet. 

There  is  another  small  Salt  spring  on  Bear  Oreeli,  just  oLitside  of 
the  limits  of  Glasgow. 

A  weak-flowing  Salt  spring  appears  on  the  west  side  of  Sulphur 
Creek,  near  where  it  enters  the  Missouri  bottoms. 

On  the  flat  below  the  railroad  depot  at  Fayette,  is  a  Salt  and  Sul- 
phur Spring,  of  about  the  strength  of  the  Lewis  Spring.  The  cattle 
have  formed,  by  licking  and  tramping,  an  extensive  lick  50  by  100 
feet.  This  was  originally  known  as  Buffalo  Lick,  and  2,800  acres  of 
the  neighboring  lands  were  originally  reserved  as  Saline  lands,  for  the 
use  of  the  State. 

Simpson's  Lick,  or  Simpson's  Branch,  one  mile  irom  the  Missouri 
bottom,  is  aweak  Salt  spring.  No  Salt  was  ever  made  here,  although 
the  land  was  entered  /or  "  Saline  Lands." 

SALT  WATER  SPKINGS. 

BY   C.  J.   NORWOOD. 

There  are  a  number  of  Salt  water  springs  in  the  eastern  part  of 
the  county,  at  all  of  which  Salt  has  been  made  at  one  time  or  another. 

On  Mrs.  Wilhite's  land,  in  N.  W.  quarter  Sec.  2,  T.  49,  E.  15,  there 
is  a  weak  Salt  spring.  This  was  formerly  known  as  the  Moniteau 
Lick.  Four  thousand  acres  of  the  adjoining  lands  were  originally  se- 
lected for  the  use  of  the  State.  On  the  Messrs.  Morriss'  land,  in  Sec. 
34,  T.  £0,  E,  15,  tiiere  is  another  which  aftbrds  a  great  deal  of  water, 
but  which  is  also  weak.  Judge  Wade  Jackson  says  that  he  made  Salt 
from  the  water  of  each  of  these  springs,  but  that  it  required  from  500 
to  600  gallons  of  water  to  make  a  bushel  of  Salt.  He  then  dug  a  well 
on  his  place,  in  Sec.  35,  T.  50,  K.  15,  to  the  depth  of  50  feet,  to  Lime- 
stone, and  then  bored  350  feet.  After  boring  200  feet  he  struck  Salt 
water,  but  it  being  no  stronger  than  the  water  in  the  springs  he  bored 
50  feet  more,  and,  obtaining  no  water  at  that  depth,  abandoned  tlie 
enterprise.  It  is  his  opinion  that  the  water  obtained  by  boring  con- 
tained less  Sulphur  and  Magnesia  than  that  in  the  springs.  It  ali  pro- 
bably came  from  the  same  source. 

On  Judge  McOafferty's  land,  in  E.  halt  S.  W.  quarter  Sec.  16,  T. 
61,  R.  15,  there  is  an  old  lick  which  is  known  as  "  Cooley's  Lick,"  Mr. 
McOafferty  states  that  Salt  was  first  made  here  fifty  or  sixty  years 
ago,  and  that  John  Cooley  made  Salt  at  the  lick  in  18il,  He  says 
he   first  saw  the  spring  in  that  year,  and  at  that  time  there  were 
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trees  growing  up  from  old  stumps  that  he  judged  to  be  thirty  years 
old.  According  to  Mr.  McOafferty's  calculations  Salt  must  have  been 
made  here  as  far  bade  as  1811,  Mr.  McCafFerty  has  owned  the  lick  for 
twenty-five  years,  and  made  Salt  in  1862,  using  the  few  remaining 
kettles  that  were  first  used  fifty  or  sixty  years  ago.  He  was  unable  to 
state  how  much  water  was  required  to  make  a  bushel  of  Salt,  but 
says  that  in  making  a  bushel  he  burned  four  cords  of  wood.  At  one 
time  he  would  obtain  more  Salt  from  a  certain  amount  of  water  than 
at  another.  The  water  has  a  Sulphurous  smell,  and  leaves  and  pieces 
of  wood  left  in  tiie  spring  are  soon  covered  with  a  yellowish  white 
coating. 

At  Mr.  Adams',  in  the  N.  W.  quarter,  Sec-  33,  T,  49,  R.  15,  there 
are  several  Salt  and  Sulphur  springs  combined.  In  some  the  Salt  pre- 
doftiiuates  and  in  others  the  Sulphur.  They  are  all  close  together  and 
the  water  is  weak,  about  700  gallons  of  it  being  required  to  make  one 
bushel  of  Salt.     Salt  was  made  here  forty  years  ago. 


AaUICULTUKE. 

The  principal  crops  raised  in  this  county  are  Corn,  Wheat  and 
Tobacco ;  the  next  succeeding  are  Oats,  Eye  and  Barley, 

The  average  yield  of  Corn  in  the  eastern  part  of  the  county  is  35 
bushels  per  acre.  The  hills  in  the  western  and  south-western  por- 
tions of  the  county  will  yield  much  more.  The  richest  lands  are  said 
to  produce  as  much  as  85  bushels  to  the  acre,  and  the  Missouri  bot- 
toms from  40  to  70.  Mr.  L.  A.  Brown  raised  over  70  bushels  of  Barley 
per  acre  by  subsoiling  and  harrowing  well.  Mr.  Brown  also  informed 
me  that  he  raised  89  barrels  of  Corn  on  4|  acres  of  Missouri  bottom. 
I  should  think  50  to  60  bushels  of  Corn  per  acre  a  fair  average  for  the 
best  uplands  in  the  western  and  south-western  portion  of  the  county. 

The  crop  of  Wheat  will  vary  with  the  season.  In  the  north-eastern 
part  of  the  county  10  to  15  bushels  is  the  average  yield,  while  in  other 
parts  it  is  20  to  30  with  an  average  of  17  bushels.  Most  of  the  land 
will  produce  1,000  pounds  of  Tobacco  and  40  bushels  of  Corn  to  the 
acre. 

The  poorest  lands  are  in  the  north-eastern  part  of  the  county. 
The  central,  southern  and  western  portions  include  lands  that  will  fa- 
vorably compare  with  the  richest  lands  of  Missouri. 

The  grasses  seem  to  grow  well  and  the  surface  of  all  the  pastures 
is  generally  covered  with  a  luxuriant  growth  of  blue  grass  {Poa 
Gompressa)  which  is  considered  the  best  grass  for  grazing  purposes. 
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This  county  is  well  supplied  with  bearing  orchards  and  produces 
annually  large  quantities  of  fine  apples.  Other  fruits  do  as  well  as  in 
most  of  the  counties  along  the  Missouri  River. 


Probably  no  county  is  better  supplied  with  good  varieties  of  hard 
timber  than  this.  Among  the  best  we  may  include  White,  Red  and 
Burr  Oak,  Kock  Chesnut  and  Pin  Oak,  Laurel  Oak,  Black  and  White 
Walnut,  Elm,  Sugar  Tree,  Ash,  Linden,  Birch,  Sycamore,  Cottonwood, 
Honey  Locust  and  Wild  Cherry. 


COAL  MEASURES. 

BY  C.   J.   KOMWOOD, 

Coal,  the  most  abundant  and  important  mineral  in  the  county,  is 
found  in  every  township,  and  in  some  of  them  in  nearly  every  seC' 
tion.  It  and  its  accompanying  rocks  occur  very  irregularly,  some- 
times thinning  out  and  again  thickening  up.  This  is  especially  the 
case  in  the  eastern  part  of  the  county.  Near  Sebree  we  find  a  Coal 
bed  (Coal  D)  overlaid  by  Limestone  and  Shales,  the  whole  forming 
an  aggregate  thickness  of  35  to  40  feet.  As  we  go  north  this  Coal, 
with  the  accompanying  rocks,  entirely  disappears.  A  more  perplex- 
ing case  occurs  north-east  of  Sebree.  At  Digg's  Coal  bank  the  Coal 
(No.  56)  is  overlaid  by  38  feet  of  Sandstone  and  Shales,  while  three- 
fourtha  of  a  mile  west  "  Coal  D  "  was  also  found,  and  which  by  meas- 
urement was  apparently  only  four  feet  above  the  former  (Coal  E.) 
This  apparent  close  proximity  is  explained,  however,  by  the  fact  that 
the  Coal  (E.)  seen  at  Diggs'  was  found  to  be  dipping  10"  S.  65°  W,, 
while  Coal  D.  was  dipping  strongly  east  of  north. 

li'rom  the  foregoing  it  will  be  seen  that  the  construction  of  a  cor- 
rect vertical  section  of  the  rocks  in  the  county  was  attended  with 
much  difficulty. 

The  following  section,  it  is  beUeved,  will  be  found  to  be  correct : 
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GOAL  MEASURES  OF  HOWARD  COUNTY. 


Feet.  Inelies. 


Gbkeral  Section. 


30  to  50  feet  Bluff  nnd  Lo«ss. 

,  Buff,  brown,  gray,  buff-spotted,  with 
red  or  brown,  buff-striped  with  red, 
and  red  micaceous  Sandstone,  wliich 
is  generally  soft,  though  sometimes 
found  in  hard,  compact  beds ;  medi- 
umly  fine-grained  ;  at  about  the  mid- 
dle it  is  very  femiginousj  and  has 
raaDy  round  cavit^,  which  give  to 
that  portion  of  tbe  rock  a  very  rough 
appearance,  contains  Sigillaria,  Cal- 


17  feet. 
2  feet.., 


Coal  a 


Mr.  Snell's  in  Sec. 
28,  T.  40,  R.  15,  and 
generally  along  the 
Fayett*  and  Roclie- 
povt  roads,  to  within 
7  miles  of  the  for- 


Eough-bedded,  light-drab  or  gray  fine- 
grained Limestone,  abounding  in 
Fumilina;  Athyris  siii(iKo,  and  Spr. 
linealus,  are  also  abundant,  and  largo 
Crinoid  columns  found... 

.  Olive  and  dark  calcareous  Shale,  con- 
taining Prod.  apUndma,  Aihyria  mtb- 
tUitu,  Hemiproaiiea  erassua,  Metsia 
minctulifera,  Chomiea,  and  abounding 
in  Spr.  (Martiiiia)  plan 


,  Very  nodular,  aah-drab  or  gray  argil- 
laceous Limestone  abounding  in  "- 
suUna  ci/iindrica 


.  Fine-grained,  drab,  sometimes  silicious 
Limestone,  with  a  brown  crust :  fos- 
sils are  vls-ccEooKlajTS  megasiil-aSf  large 
Spr.  lineatus,  etc 

)  1  foot  G  inchee..  Thin  beds  of  Limestone  and  marlite, 
abounding  in  organic  remains.  Spr. 
litieatas,  Spi;  planoconventis,  (especi- 
ally abuudant,)  Athyris,  Hemiproni- 
ies  eraasus.  Prod,  eoatatus,  Fr.  paneia- 
tas,  (?)    Chonetes    mesoloba,    ehoneies 

,  (?)   Synosiadea    biaerialis,    Ar- 

elueocidaria  megasiylua,  FasuUna  eyl- 
indrica,  and  CHttotdal  columns  being 
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1Z. 

3 

Feet.  Indies. 

Gkxeral  Sbctios. 

Total 
feet. 

,  LOCALITIE.S. 

11 

7feet 

Irregularly   bedded  Hydraulic  Lime- 
stone. The  top  is  very  liglil^drab  and 
generally  shelly,  the  bottom  being 

Roanoke,  Burton 
and  "Wiseley's  mill. 

lorth  of  Fayette. 

more  compact,  Sne-graincd  and  b!u- 

isb-dnkb ;  sometimes  this  rock  is  di- 

vided into  several  beds,  the  upper 

containing  large  Spr.  lineatus,  Athv- 

sus.  Prod,  eosiatus.  and  JV.  semiretie- 

ulatas,  while  in  the  lower  part  Spr. 
ImeatuB,  Spi:  eameraiui.  Prod,  spfen- 

dms,   Spr.   planoeonveams,   8pr.   Ken- 

3Ustyhs,_F'isulinii  {robmtaf)  and  Phi^ 

lipBn  mnjtH't  are  fouDd., .-.*.-< 

70 

13 

7  feet, 

KouKb,  somewhat  nodular,  irregu- 

Higheat rock  oi* 
the  hills,  south-east 

larly    bedded,  mottled,  dove  and 

light-drab,  or  blue  and  drab,  fine- 

of Fayette. 

grained    Limestone;    generally 

NearMr.  Garner'.ii, 

occurs  in  large,  ill-shapen  blocks 

in  Sec.  20,  T.  52,  B. 

projecting:  from  the  sides  of  the 
hills ;  abounds  in  ChmieUs  mMe- 

16. 

'  Near  Button,  Koa- 

poraeeust    which  ocoursin  large 

9 

noke,  and  in  the  hill* 

mamllliary  masses,  and  from  this 

1 

on  the  Fayette  and 

peculiarity  it  has  been  called 

B 

77 

Roehepoi't  roads,  in 
Sec.  5,  T.  4S,  K.  15. 

Ch^tbtkb  Lraasri>NFi. 

This  is  division  A. 

s 

13 

2  feet  6  inches- 

Hard  slUclous,  ligtit-blue  Limestone 
weatliering  ferrnginous  brown; 
full  of  large  maSMS  of  Ghceteies, 
andisdivisionB,ofthe"Oh8etetes 
Limestone :"  FttswUna  ej/lmdriaa 
(abundant,)   Athyrii,   ^.  linen- 

I 

Roanoke. 

Wiseley's  mill  N. 
ofFayette,  not  often 

exposed. 

tut^Spr.planoecmveaitia,  Prod,  casta 
t\ts,LophophyUum  prolvfenim,  and 
^crAaeocidoHs,  were  fbund 

80 

„  , 

Bandy  Shale,  sometimes  passing  into 

McCi-ary's  on  Hack- 

105 

ley's  Branch. 

1." 

Sfeet. 

Hard,  flne-graiiied  dove  to  daikblue 

Roanoke  on  Doxy's 

•'Rhomhoidai   Limestone"    ao-oaUed 

Pork     Sebree.  Bur- 

because itoocuisin  rhomboidal  bl'lvS 

W 

ton    Poonsboro. 

10 
17 

,  .     . 

Tlrih  Rhalo 

no 

18 

Very  often  expoa- 

1      veryaeldom.  30  imhe"   and  is  otwii 

pd 

only  6  inches,. 
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Fefit.  inches. 


I  1  foot  8  inehe?.. 


^  inches 
t  )  inches 


1   10  feet 
!    Ifeet 


8  feet 
:   16  to  26 


Genbeai.  Section. 


This  Includes  Shales  and  Nodules  of 
Limestone,  or  beets  of  LiiBestone,  se- 
parated by  Shale,  Excepting  the 
north-«ast  part  of  the  county,  we 
generally  find  Shales  with  Limt^stone 
Nodules  occni>ying  the  whole  thick- 
ness. The  EimestJjne  beds  are  al- 
ways arenaceous  and  of  a  light  drab 
or  gray  color,  mottled  with  dove  or 
blue  spots.  iVoii.  Praftenianua  var. 
(BouicoBlaiut  is  the  chavaoterisUc  foa- 
Ml;  Prod,  semireiieulalus,  Pi:  to^ia- 
iua,  Aihyris  and  ^Phillipsia  ai'e  also 


Hard,  fine-grained,  compact  Limestone 
in  Irom  1  to  3  beds  ;  color  deep  ash- 
blue,  with  chocolat*  to  buff  exterior. 


Clay ;  color  green 

D<irk    aigillo  bitumtnoui  '^hale    with 

niiuv  smal!    round  co -' 

dark  colored  Limestone 


nnoL  thiikerthan 


Bine  and  bufi"  argTlIaceou^  Shale 

i  of  band 


Thin  bedded  Smdstone 

Yellow  Ochre 

Sandj  Shale 

Sandstone : — The  upper  8  feet  is  slialey, 
but  the  lower  is  compact;  is  ini< 
ous,  and  browu  to  buff,  or  even  gray ; 
generally  soft.  Some  parts  contain 
many  remains  of  plants.  "'Micflceous 
iSanastone"  of  Prof.  Swallow  (?). 


Bail  road  c 


Mont.  Keynolda  in 
Sec.  35,  T.  53,  E.  15. 
and  Mr.  Camel's,  \n 
.   30,  T.  53,  K.  10, 


Sec.  22,  T.  52,  K.  Vi 


Hurricane  Cf,,  S.lil^ 
of  Glasgow. 
B,  R.  cut,  east  of 
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OEOLOGICAL    SUEVJSY. 


Goal  Me((st(™.5— CoLitiiiueiJ, 


S    Feet.   Indies. 


Verj'  rougb,  irre^larly  bedded  Lime- 
stone, weatUerino:  light  drab  tinged, 
with  brown,  and  with  a  sandy  appear- 
ance on  the  sartace ;  fracture  shows 
dove  to  blue,  sometimes  mottled  with 
gray ;  is  flne-grained  and  breaks  with 
animperfectcoachoidalfracture.  The 
fossils  are  Spr.  lineatm,  Spr.  ■plano- 
canvexu^,  pUurotomtcria  {small  sp.) 
and  Loxonema  (?)—.; 

.    Nodular  Limestone 


5  inches 
8  inches 


Variegated  greeaish  drab  and  dark, 
calcareous  Shale,  full  of  remains  of 
fossils.  The  following  are  all  that 
could  be  recognized ;  Choneies  ir, 
loba  (abundant),  Sp.  planocimvt 
and  Crinoid  columns 

Hard,  flne-grdned,  compact,  light  drab 

£pr  gray)  mottled,  with  dove  (or  blue 
imestoue.  Rough  on  surface,  and 
weathers  a  light  ferruginous  tinge; 
it  is  rich  in  fossils,  which  are  mr~"" 
lound  on  the  surface,  and  are :  iS_ 
Jer  lineaius,  Spr.  ptako-eonvemue,  Spr. 
cameratits,  Spirijerma  Kentiu:kenBia, 
a  large  Spirifer  resembling  and  pos- 
sibly is  a  large  variety  of  Spirifer  ca- 

'  "    Athyris,    Prod.     Coatatus, 

T?)i  Hetnipronites  c 

Ohoneies  Vemeuiliana,  Ch.  m 
loba,  Avieulopeeten  interlineatas,  Pleu- 
rototfiaria  (small  sp.)  £ellerophoti 
(small  sp.),  Mhombopora  L^ndoden- 
dT^'ides,  Fuiulina  eylittdrica  and  CH- 
noirf  colums,  Itcantainsalittle Chert 
iin  like  foi'ms,  and  which  often 
upon    exposure  to 

Olive  sandy  Shale 

3  feet  6  inches..  Dark  bttumino-aigillaceons  Hliale.... 

Cinches  Clay  Ironstone  (Onrb.  Iron).  This  often 
looks  like  an  ordinary  blue,  impure 
Limestone,  and  is  no  heavier,  and 
again  it  is  very  heavy  and  dark-blue. 
Crinoid  columns  were  found  in  it 

i  Shale- 
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HOWARD  COUNTY. 


;  Coal  Measures — Oontimied. 


■  Toet.  Iiielios. 

i  2  feet 

>  1  (oot  6  inches. 

5  Sfeet 

1  Ifoot- 

i  7feet 

i  Sfeet 

)  ifeet- 

1  4feet 

i  10  feet 

5  10  feet 

^  lOfeet 


3  to  3  feet- 


1  foot  3  iiichce.. 
(i  inclies 


Bituminous  Slate- 

Coal  D, — Thta  sometimes  thicken  to 
2Jttet 

Fire(?)  Clay 

Bed  of  concretionary  Limestone.  Thfsls 
local,- 

Sandy  Olay  and  Shale,  with  minute  se- 
lemte  crystals  at  the  top 

Sandstone— gray  banded  with  brown, 
and  full  of  pyriUferous  concretions, 
which  weather  out  on  exposure,  leav- 
ing the  rock  full  of  small  round  holes 

Dark-blue  Olay- 

Green  and  h'ght-biue  Oiuy. 

Thin  bedded  Sandstone — 

Sandy  Shale 

Ara:iUaeeous  or  (locally) 
Shale,  with  ochreous  concretions  and 
thin  layers  of  Clay  Ironstone  tOarb. 
Iron) - 

Very  dark-blue  Pyrito-caloareo as  Shale 
which  ia  often  quito  hard  at  D\f~'^ 
Coal  banli,  and  abounds  in  Prod.  ■ 
rieaius,  Pr.  parKtaiaa  (f),  Astartella 
■aera  (?),  Hemiproniles  ei-aaaua,  Mya- 
lina  Smallovi,  Avieulopeeien  recta-lat- 

erarea,  Avieulopeeien (?)    Ortho- 

eeivM   Cribi-osnmif)   are  also   found, 
and  are  coated  with  Iron  Pyrites 

Coat,  B,— This  la  divided  about  the 
middle  by  a  Clay  seam,  and  reaches 
atliickness  of  SO  inches. 

Dai-k  Clay 

Clay,  with  Sclenite.  This  is  sometimes 
indurated 

Blue,  argillaceous  Shale  and  Marlite,... 

Hard,  blue  aud  dove  colored,  flue- 
grained  Limestone;  rough  on  the 
surface 


Near  Sebree. 

Skinner's  Coal  b'k 
on  Bonne  Femme, 
near  Burton,  and  Dr. 
Beck's  (?),  in  Sec.  82, 
T.  50,  E.  IG, 
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GEOLOGICAI,   SORViiY. 


Coal  Measwes —Continued. 


Feet.    Inches. 
3fecth 

U  lect(!) 

50  feet- 

40  to  50  feet. ., 
CO  to  CO  feet 


Genbeal  Section'. 


Green,  sandy  Stale,  with  ealoareous 
concretions  at.  the  top,  and  abound- 
ing in  Soj-.  plano-convexiis :  Fr,  miin- 
eatus,  CAonetes  meeoloba  and  Crinoid 
columns  were  also  found 


Slope 

Ferruginous  Sandstone- 

Keokuk  (Archimedes)  Limestone 

Burlington  Limestone ,. 

Chouteau  Limestone 


Mo.  KivorBhifts. 

J  mile  below  Lis- 

Opposite     Eoclie- 
port,  Boone  county, 
..     Near  the  month  of 
Riehland  Creek. 


KEMAKKS    ON    THE    GENERAL     SECTION".* 

No.  2— This  is  said  to  be  from  3  to  4  feet  thick,  but  I  can  not  vouch  for  it,  as  1  was 
imahle  to  see  it  at  the  locality  where  it  is  said  to  reach  tliat  thickness. 

Noa.  10  to  11— Ardioeocidaris  megasiylm  seems  to  be  characteristic  of  these  rooks, 
and  was  not  found  below  No.  11. 

.  No.  12 — This  is  the  easiest  recognized  rock  in  the  county,  always  abounding  in  huse 
masses  of  Ch<eieies  millepai-accus,  and  the  only  rock  in  the  county  contwning  that  Coral 
ill  abundance.  It  is  prohably  the  equivalent  of  No.  36  of  Prof.  Swallow's  Section  ot  the 
Missouri  Coal  Measiftes.t    It  is  equivalent  to  No.  VI  of  the  Eandolph  County  Section, 

No.  15  varies  greatly  in  its  lithological  characters.  At  one  locality  it  may  be  seen 
veiy  dark  blue  with  a  great  deal  of  Iron  Pyrites  (Iron  Sulpbid)  and  inclined  to  be 
shelly,  while  at  another  point  it  Is  flne-gralned,  compact  and  an  excellent  building 
stone.  It  always  occurs  in  rhomboidal  blocks,  the  joints  beiug  sometimes  filled  by 
Oiilc  Spar  or  Carbonate  of  Lime.  There  is  one  marked  peculiarity  about  it — in  the 
northern  part  of  the  county  it  Is  nearly  always  seen  full  of  small  round  cavities,  caused 
by  the  weathering  out  of  small  masses  of  Iron  Pyrites,  while  in  the  southern  part  it 
was  nowhere  found  exhibiting  this  character.  It  generally  occurs  in  from  two  to  four 
beds  and  three  feet  thick.  It  is  the  equivalent  of  No.  IX  of  the  Eandolph  County  See- 
lion,  of  No,  5  of  the  Muscle  Fork  Section,  in  Macou  county,  and  possibly  (?)  of  No.  44 
of  Prof.  Swallow's  Section  of  the  Coal  Measui'es.J    It  is  usually  silicious. 

No.  18— This  is  occasionally  worked,  but  only  for  domestic  use.  The  discovery  of 
thicker  Coals  has  rendered  the  minhig  of  it  for  any  other  purpose  unprofitable.  It  was 
found  showing  a  thickness  of  80  Inches  at  only  one  locality. 

•No.  1—1  think  thia  mnat  1)6  the  upper  Saudetoneof  the  Middle  Coal  Measures,  ciiuiralent  to  the 
SfliiSBtone  at  Kh-isvUle,  Adair  coonlr,  ond.  to  Che  Siindstone  neru'  Mllftn,  Sullivan  eouuty. — G.  C.  B. 
t  See  rh^t  (Uid  6eooad  Annual  Reports  of  the  GeologEoal  Survey  of  Missouri,  IBSS,  page  SS. 
I  It  ifl  more  probable  that  it  is  lower,  and  equivalent  to  No .  41  of  General  Section  Middle  C!nal 
,  hT  Mr.  G.  C.  Broadliead,  (pulilfshed  iu  Geological  Report  foe  1873,)— B, 
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No.  23 — This  is  hai'dly  ever  move  than  a  smut,  and  is  sometimes  merely  a  Waek 
streak  in  Clay,  At  one  locality  it  was  said  to  be  18  inches  thick  and  of  good  quality, 
having  been  used  by  smiths.  It  la  the  equivalent  of  No.  XTl  of  the  Randolph  Comity 
Section,  and  of  No.  S8  of  Prof.  Swallow's  (?). 

No.  27— This  often  thins  out. 

No.  28 — This  is  not  persistent  for  long  distances. 

Sos.  29  to  32,  inclusive,  are  often  wanting. 

Noa.  83  »  51,  inclusive,  seem  to  be  wanting  as  we  go  nortli  from  Sebrce, 

No.  45  (included  in  the  above)— This  is  probably  No.  68  of  Prof.  Swallow,  It  is  the 
flrat  really  workable  bed  in  descending  order. 

Nos.  34  to  30  are  probably  the  equivalents  of  the  Hydraulic  Limestone  of  Prof. 
Swallow,  {No.  06  of  his  Coal  Measure  Seclion.) 

No.  49  is  the  (equivalent  of  No.  XX  of  Kandolph  county. 

No.  64  Is  the  equivalent  of  No.  XXII  of  Randolph  county. 

No.  66 — This  is  the  best  Coal  in  the  county,  and  has  but  little  Iron  Pyrites  in  it,  and 
ts  equivalent  to  No.  24  of  Bandolph  county.  It  is  probably  the  equivalent  of  No.  74  of 
Prof.  Swallow's  BecUon  of  the  Missouri  Coal  Measures-t 

No.  60 — This,  as  seen  at  Digg's  Coal  Bank,  near  Seebree,  is  very  rough  and  Jiodular 
at  the  bottom ;  it  is  gray  or  drab,  mottled  with  deep  blue  or  dove,  weathering-  witli  a 
mottled  appearance.  The  fossils  found  are  Athyris,  Hemiproniiea  crassiis,  Spr.  Unealus 
and  Ftimtina  cylmdrica.    It  litkologically  resembles  No.  39, 

No.  33  may  be  the  Micaceous  Sandstone  of  Prof.  Swallow,  which 
is  regarded  as  the  dividing  line  between  the  Middle  and  Lower  Coal 
Measures  of  Missouri.  Should  this  be  true,  we  find  that  there  are  in 
this  county  164  feet  of  the  "Middle  and  131  feet  of  the  Lower  Coal 
Measures — this  latter  including  the  Sandstone  No,  33. 

The  "  OhEetetes  Limestone  "  is  the  best  and  most  reliable  guide  to 
one  in  search  of  Coal  in  this  county,  and  maybe  denominated  the 
Key  to  the  Goal  Measures  in  Howard  county.  This  is  true  because  it 
is  the  easiest  recognized  and  more  universaliy  exposed  throughout  the 
county  than  any  other  rock. 

Twenty-five  feet  below  it  we  find  the  highest  Coal,  which  is  coex- 
tensive with  the  country.  It  is  true  there  is  a  Goal  above  it  said 
to  be  4  feet  (?)  thick,  but  I  think  its  area  is  necessarily  quite  lim- 
ited from  the  position  it  occupies  in  the  hills.  I  refer  to  Coal  A.f 
Taking  the  "  Oh^tetes  Limestone  "  as  a  starting  point,  one  may  judge 
(by  referring  to  the  General  Section)  at  about  what  depth  Goal  may 
be  reached  in  different  localities,  always  bearing  in  mind  that  the 
strata  are  liable  to  thicken  or  thin.  Tor  instance,  in  sinking  for  Goal 
at  Burton  or  Roanoke,  we  must  not  expect  to  find  "Coal  D,"  for  it 
thins  out  towards  the  north.  That  this  is  the  case  will  be  shown 
farther  on. 

povt3ot  IlieGeologiosl  Surveyor  Missouri,  b^  G,  C.  Swallow, 
can  uol  vouch  fop  its  tliicknoae  liting  "fom  TfEl." 
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"  Goal  A"  ie  the  highest  in  the  county,  and  has  been  worked  at 
Mr.  Q.  F.  Beach's  in  S.  E.  Sec.  25,  T.  53,  E.  16.  A  shaft  was  sunk  on 
the  side  of  a  ridge  here,  reaching  the  Coal  at  21  f  eet^  At  the  time  of 
our  visit,  the  shaft  was  closed  up,  the  mine  having  fallen  in.  A  gen- 
tleman in  Koanoke  informed  me  that  he  understood  the  Coal  had 
given  out,  and  that  this  was  fie  cause  of  the  mine  being  aban- 
doned. Not  being  able  to  enter  the  mine,  I  can  only  give  this  report 
for  what  it  is  worth — espressingno  opinion  as  to  the  truthfulness  of  it. 

The  next  Goal  below  that  just  apoken  of,  was  first  seen  at  Mr.  Ste- 
ven Uarner^s,  in  S.  hf.  N.  W.  qr.  Sec.  20,  T.  52,  K.  16,  and  is  "  Coal  E." 

It  is  the  most  extensive  Coa!  in  the  county,  being  found  in  every 
township  north  of  T.  49,  and  in  some  of  them  in  nearly  every  section. 
Unfortunately,  it  is  not  thick  enough  to  be  of  commercial  impor- 
tance, but  still  it  would  furnish  the  farmer,  if  necessary,  with  all 
the  Coal  he  would  need. 

At  Mr,  Garner's  the  Chastetes  Limestone  is  found  twenty  feet 
above  this  Coal,  and  rocks  as  low  as  No.  33  exposed  below. 

The  following  section  was  made  at  and  near  Mr.  Garner's,  and  will 
serve  to  show  the  relative  position  of  the  rocks  in  regard  to  this  OoaL 

No.    1.    20  to  40  feet  Slope. 

Ni>.  •!.  5  feet  rough  bedded,  liue-gi-atneil  dove  and  gray  hafd  T-lmcstojie, 
abounding  In  masses  of  Ghmietm  milkporaeeus.  (Ohsstetes  Lime- 
stone— Division  A). 

No.    3.    3  feet  light  bine  and  ochreons  Clay  Shnle. 

No.    4.    3  feet  Clay. 

No.    5.    12  feet  Slope. 

No.    6.    6  incites  to  2feet  ''Eliomboidai  Limestone." 

No.    7.    0  inehea  drab  Shale. 

No.    8.    2feet  Bituminous  Slati;. 

No.    9.    9  inches  "Goal  B." 

No.  10.    8  feet  Slope. 

No.  11.  5  feet  greenish  arenaceous  Shalo,  with  thin  beds  and  nodules  of 
blnish  drab  Limestone,  thickly  disti-ibuted  through  the  Clay  or 
Shale.*    (No.  19,  General  Section.) 

No.  12.  20  inches  hard,  compact,  fine-grained,  chocolate  and  grayish  colored 
Limestone  in  tliree  layers. 


•  This  Gxplojus  Uie  mottled  nppeiiranco  of  No,  19,  wheii  seen  as  u,  comimet  I 
blniatidiiibBpots,  we  purerLimeatoneanilliBrdertliiiiiauy  oOioc  part  of  the  rock.  From  theee  data  wc 
TTonld  conolnde  tbat  tbe  Shale  (So,  11  of  llie  abore  Sec(don)  wbich  Lndoass  tlio  nodiiies,  bns  simply  rc- 
calred  im  excess  of  LioiD,  and  lieoome  luiider  and  compnet,  tho  nodules  being  eo  Srmly  cemented  anil 
HO  completely  emronnded  by  Lime  as  to  esonpe  deletliou  in  tbo  compact  rock,  anilna  thoy  retain  fheir 

lijjlit  diiib  gi'oimd. 
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No.  13.  9J  feet  olive,  slightly  calcareous  Slialu. 

No,  14.  1  foot  dark  blue  Shale,  with  knife  edges  of  Coal.     (Conl  C.) 

No.  15.  16  feet  Slope. 

No.  16.  6  inalies  indumted  gray  SemdHtone. 

No.  IT.  30J  feet  Sandstone. 

No.  IS.  6  feet  i  Sandy  shale. 

Ooa!  B  is  also  found  at  Mr.  Turner's  in  Sec,  22,  T.  51,  K.  17,  on  a 
s'idge  the  eouree  of  which  is  east  and  west  alonp;  Hurricane  Creek. 

The  Coal  at  this  point  is  about  9  inches  thick,  with  the  Chastetes 
-Limestone  exposed  only  12  feet  above.  As  there  are  still  lower  rocks 
exposed  here  than  at  Mr,  Garner's,  the  following  section  is  given  : 

No.    1.    26  feet  Slope. 
No.    2.    4  feet  +  Chastetcs  Limestone. 
No.    3.    10  feet  Slope. 

No.    4.    1 J  feet  blue  and  dove  tlne-tfraiiied  Limestone.    ("  lihomboidal  Lime- 
stone.") 
No.    6.    Coal  B. 
No,    7.    18  feet  Slope. 

No,    8.    1  foot  t  flne-gr^ned  chocolate  colored  Iiiinestone. 
No.    0.    1  foot  green  Clay. 
No.  10.    25  feet  Slope. 

No.  11.    23  feet  Sandstone.    (No,  ^3  of  General  Section.) 
No,  12,    30  inches  very  rough,  bedded,  drab  Limestone,  breaking  with  a 
i-ough  fracture;  weathers  ash  gray,  with  a  sandy  appearauce.    I'os- 
sils  are  Sph-ifsr  {martinia)  lineatuB,  Prod.  iemi-rcHculatus  Zapla-eniia 

—— tf?)  and  a  fragment  of  Chtsfetes. 

No.  lis.    5  feet  Limestone  in  from  4  to  8  beds,  which  may  be  classed  thus,  be- 
ginning with  the  top : 

(n)    14  Inches  blue  and  sometimesdove,  fine-graiQecl,  hard  Lime- 
stone; irregularly  bedded,  weathers  brown,  and  haaa  rough 
fracture.     Calcite  is  disseminated  io  species  and  thread-like 
veins;  a  little  rose  colored  Baryta  (?)  was  also  observed. 
(6)    34  inches  hard,  flne-grained, light  drabsplintery  Limeatoue, 
with  minute  specks  of  Calcite  disseminated.     Weathers 
drab  and  occurs  In  hirge,  irregalarly  shaped  blocks,  caused 
by  watei'  wearing  large  fissures  in  the  rock, 
(e)    Uiucheshard,  compact,  fine  gramed, dove coloredLimestoue, 
breaking  with  a  sub  conchoidal  fracture.    At  the  center 
the  rock  is  blue, 
(rf)    9  Inches  f  hard,  deep  blue,  compact  fine  grained  silicious 
Limestone,  with  a  thick  chocoLtte  colored  crest.    Has 
many  specks  of  Calcite  distributed  throughout. 
Some  of  the  foregoing  beds  appear  to  possess  "  Hydraulic  Lime- 
stone properties." 
U.S.— 1."!. 
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The"  OhiBtetes  Limestone"  is  aho  found  high  up  in  the  hills  ia 
the  southern  sections  of  T.  51,  K.  17,  and  in  the  north  part  of  T.  50,  R. 
17.  In  Sec.  14  of  the  latter  Township,  it  is  seen  near  the  top  of  the 
hills,  with  from  15  to  20  feet  [of  greenish  drab  sandy  Shale  immedi- 
ately below  it. 

The  following  is  a  General  Section  of  Ta.  50,  51  and  52,  R.  17 : 


TSo. 

Feet. 

Inch's 

General  SiiCTiox  A.                    1     Locality. 

^ 

^^ 

15 

Yery  even  bedded  chocolate  and  drab,  fine  grained 
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Section — Continued. 
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Ij'eet. 

Inch's 

GENERii.  Section  A. 

Locality. 
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Sandstone,  soft  and  micaceous.    No.  33  of  Gen.  Sec 

8  22,  T  51,1117 
Glasgow. 
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20 
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Blue  and  drab  sandy  Shale  with  bands  of  yellow 
ochre,  in  which  ferns  are  abundant - 

Deep  hluo  sandy  Shale  and  finely  ripple  marked 

Glasgow. 
Glasgow. 

In  T.  50,  E.  15,  the  strata  from  No.  12  of  the  General  Section  to 
No.  19,  inclusive,  are  seen.  These  rocks  are  well  exposed  on  the  Mt. 
Gilead  Koad,  two  miles  east  of  Fayette,  in  Sec.  7,  T.  50,  K.  15.  The 
"  Ohaatetes  Limestone  "  is  only  two  feet  thick  at  this  point  the  "Rhom- 
boidal  Limestone"  9  inches,  and  "Coal  B"  15  inches  thick,  and  seen 
only  as  a  smut.  On  Mr.  Fierce's  land,  a  short  distance  south-east  of 
the  road,  the  strata  thickens  up  and  the  Coal  assumes  a  thickness  of 
30  inches.  This,  however,  is  maintained  for  only  a  short  distance,  and 
thins  rapidly  to  the  south. 

In  Sec.  14,  T.  50,  R.  15,  lower  rocks  are  found,  but  they  dip  ao  rap- 
idly and  disappear  so  suddenly  that  they  can  be  traced  for  only  a  short 
distance.    ASection  made  here  is  as  follows. 


35  feet  Slope. 

10  inches  hai-d,  light  drab  to  limy  raoKled,  with  fine-grained,  dove-col- 
ored Limestone.    No.  39  of  Gen.  Sec. 

3  feet  Clay. 

C  feet  blue  and  gre«n  areno-argillaceous  Shale,  wilh  oolireous  bands. 

6  feet  argillo-biturainoua  Shale. 

8  Inches  darii  blue  Clay-ironstone,  containing  small  Crmoid  columns, 
the  organic  matter  of  which  has  been  replaced  by  brown  carbon- 
ate of  Iron. 
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No.    7.    3  feeC  6  Inches  liitumiiioiis  Slate. 

No.    ft.    5  feet  dark  blue  Shale  with  lenticular  eoiSci-etlons  of  blue  LiraesEone. 

No.    9.    6 inches Mtumenoua Slate;  this  is  quite  hard  and  calcarous,  with 

pyrltous  bands.    Ooutains  Cordaiiea?  and  an  imperfect  form  of  a 

curious  fucold  remotely  ^resembllug   Caulerpiies   {Chondrites  eol- 

leiii?) 

No.  10.  6  inches  bi  turn!  no-argillaceous  Shale,  full  of  charred  remains  of 

plants. 
So.  11.    4  feet  Olay— mostly  Fire  Clay. 

The  rocks  dip  1  foot  in  115  feet,  course  N.  15"  W.  Considering  No. 
2 as  No.  39  of  Gen.  Section,  "  Ooal  D  "  should  be  found  here. 

I  suspect  that  the  Shale  (No.  10)  has  taken  its  place.  This  is  very 
possible  as  the  Shale  is  a  mixture  of  Clay  and  charred  remains  of 
plants,  and  it  is  known  that  Coal  D  thins  out  toward  the  north. 

In  T.  50,  E.  14,  the  rocks  from  No.  12  to  No.  61  are  found  exposed, 
and  all  within  an  area  of  a  mile  and  a  half.    In  the  S.  W.  quarter  Sec. 
7,  in  a  cut  of  the  Louisiana  Kailroad,  the  following  section  was  made : 
Ho.    1.    12  feet  gentle  Slope. 

No.    3.    3  feet  very  rough,  irregularly  bedded  Limestone,  weath    i  g  ilj,h 
drab  tinged  with  brown,  and  with  a  sandy  appeai'ance.    '11    i     v  il 
ing  color  is  blue  or  dove,  but  this  is  occasionally  mottled      tl   1    ht 
drabspots;  is  fine  grained  and  breaks  with  a  sub-conchoidalfra  tMiv 
The  organic  reiuains  are  Spj-.  (Mariinia)  plano-convexus,  "ip      I    et 
ius,  a  small  Plcmvlotaaria  and  CVijioirfcolumiis. 
No,    3.    12  to  18  inches  verylooaely  cemented  nodular  Limestone— niarlite  ? 
No,    i.    2  feet  greenish  drab  Calcareous  Shaie. 
Mo.    B.    S  inches  Concretionary  Limestone. 
No.    6.    4  to  8  inches  variegated,  greenlsii  drab  and  dark  Calcareous  Siiale. 


No.  7.  27  inches  hai'd,  flue  grained,  compact  Limestone,  I'Ougli  on  the  sur- 
face and  weathering  with  a  light  ferruginous  tinge.  The  color  is 
light  drab  to  gray,  mottled  witii  blneor  dove.  It  is  traversed  by  thin 
vein-like  masses  of  Chert,  which  decompose  upon  exposure  and  as- 
sume either  a  buff  or  ashy  white  color.  It  abounds  iu  fossils,  for 
which  seeNo.  89  of  General  Section.  This  corresponds  to  No.  7  of 
the  Glasgow  Section. 

No.    8.    5  feot  sandy  Shale. 

No.    9.    3i  feet  dark  argnillo -bituminous  Bliale. 

No.  10,     2  to  fi  inches  Clay  Ironstone  (f)  containing  Cniiiiidsm. 

No.  11.    6  inches  bituminous  Shale. 

No.  12.    3  feet  bituminous  Slate. 

No.  IS.    18  to  20  inches  Coal  D. 

No.  14.  12  feet  Clay  andShale,  with  a  coucretioniiry  bed  of  argillaoeons  Lime- 
stone. The  lower  7  feet  of  the  Shale  is  fiandy,  with  small  crj'stals  of 
Gypsum. 
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"No.  15.  G  feet  of  gray,  banded  with  brown,  very  line  grained  Sandstone.  It  is 
full  of  pyritlferous  concretions,  which  weather  out,  leaving  small 
ronnd  cavities.  "Upon  long  exposure  it  disintcgi-ates  and  then  re- 
mains a  loose  hed  of  sand. 

No.  Hi.    4  feet  dark  blue  and  purple  Tire  Clay. 

No.  17.  4  feet  green  Clay  to  water  in  Manitou  Creek.  Going  east vvard  from 
here  the  i-ocks  rise  and  a  lower  series  come  to  view,  as  Is  exhibited 
in  the  following  section  : 

Sec,  IS,  at  R.  Digga'  Coal  Bank,  located  in  N.  E.  quartei'  Sea.  S,  1'.  SO,  R.  1/f,  one  mile.  N. 
E.   ofSebree. 

No.  1.    IlOfeetSlopelrom  hill  top. 

No.  2.    10  feet  thin  beds  of  Sandstone  Intcrstratifled  with  Shale. 
No.  3.    16  feet  sandy  Shale- 
No.  4.    10  feet  argillaceous  Shale  with  thinlayei-sof  Carbooateof  Iron.    Sliale 

is  semi-bituminous  at  the  top. 
No.  5.    2  feet  hard  darli  blue  caleareo-pyriljferous  Shale,  abounding  in  Produc- 

iua  muricatus,  and  other  fossils,  for  which  see  No.  65,  General  Seo- 

No.  li.  2  tect  6  inches  good,  shiny  black  Coal.  Hasapyritiferous  Clay  parting 
(often  indurated)  at  21  Inches  from  the  top.  But  littie  pyrites  was 
seen,  and  to  all  apxtearances  it  is  an  excellent  smithing  Coal.  The 
Coal  ia  said  to  oeeasionally  attain  a  thickness  of  3  feet.  It  dips  10 
deg.  3.,  65  deg.  W.  mage,  course.    This  is  "  Co»l  E.?' 

No.  7.    2  feet  Clay. 

No,  H.  2J  feet  very  I'ough  mottled  deep  blueandgray  or  light  drab  Limestone. 
Bottom  quite  nodular.  This  is  No.  60  of  General  Section  and  litho- 
logically  closely  resembles  No.  3S.  A  close  examinallon,  however, 
shows  it  to  be  different. 

No.  9.    2  feet  green  sandy  Shale,  with  small  calcareous  concretions. 

No.  5  does  not  appear  to  be  constant.  At  one  openins  it  was  not- 
seen  at  all,  while  only  50  yards  away  it  was  found  exhibiting  its  full 
thickness  and  containing  its  characteristic  fossils.  From  its  presence 
here  I  am  disposed  to  regard  this  Coal  as  equivalent  to  that  seen  at 
Dr.  Beck's,  but  the  question  arises,  where  is  the  Limestone  and  bitu- 
minous Slate  seen  over  Dr.  Beck's  Coal?  This  Limestone,  however, 
may  have  thinned  out.  {which  I  think  probable,)  which  would  be  no 
uncommon  occurrence  in  tliis  county.  Dr.  Beck's  Coal  may  be  a 
higher  one,  but  atill  it  is  hardly  probable  that  two  different  beds  of 
Shale  would  be  found,  both  abounding  in  ProduGtus  muricatus  and 
each  containing  other  fossils  of  the  same  species. 

Unless  an  ISinch  bed,  seen  in  the  north-west  part  of  T,  49,  K.  15, 
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is  lower,  this  ia  the  lowest  Coal  in  the  county,  and  I  suspect  that  the 
18  inch  bed  referred  to  is  "  Coal  D." 

On  the  ridge,  a  little  east  of  north  of  Mr.  Diggs',  in  S.  E.  Sec.  5,  T. 
60,  K.  14,  on  Mr.  Wni.  Davis'  land,  "  Goal  D"  is  found,  with  the  roclcs 
from  No.  39  to  49  exposed.  The  Coal  is  only  6  inches  thick.  By  long 
measurement  it  was  found  to  be  25  feet  above  the  Coal  (E)  at  Mr, 
Diggs'.  This  measurement,  however,  was  made  with  a  pocket  level; 
and  as  benching  had  to  be  often  resorted  to,  we  can  not  reasonably 
expect  this  to  be  exactly  correct.  South-west  and  west  of  Mr.  Diggs' 
bank  still  higher  Coalu  are  found,  and  also  most  of  the  strata  from  No. 
15  to  No.  45  are  exposed.  The  top  of  the  ridge  upon  which  the  rocks 
crop  out  is  160  feet  above  the  Manitou  bottoms,  and  is  perhaps  as  high 
if  not  higher  than  any  other  point  in  the  township. 

The  top  rock,  which  is  the  Rhomboidal  Lirttestoae  (No.  15  of  Gen- 
eral Section,)  is  83  feet  below  the  top  of  the  ridge,  and  about  40  feet 
above  the  site  on  which  Sebree  stands. 

The  highest  Coal  {Coal  B)  is  found  2  feet  below  the"Khom- 
boidal  Limestone,"  and  79  feet  below  this,  Coal  D  crops  out,  and  is  on 
a  level  with  the  Manitou  bottoms.  South  of  this  place,  in  a  cut  of  the 
Louisiana  Railroad,  about  one  quarter  of  a  mile  east  of  Sebree,  the 
rocks  from  No.  20  to  No.  32,  (General  Section,)  inclusive,  are  exposed, 
with  a  local  (?)  bed  of  arenaceous  Limestone  interpolated  in  the 
Sandstone  and  Shale.  The  Shales  here  contain  some  yellow  Ochre  ; 
not  enough,  however,  to  be  worked  with  profit,  "Coal  0 ,"  is  repre- 
sented at  "this  place  by  merely  a  black  streak,  coming  3  feet  below 
the  upper  Limestone,  which  is  2  feet  thick. 

From  the  foregoing  data  it  will  be  seen  that  in  this  township  (T. 
50,  II.  14)  there  are  four  distinct  beds  of  Coal,  two  of  which  at  least, 
(Coals  D  and  E)  are  workable  beds. 

These  are  all  in  the  neighborhood  of  Sebree,  and  will  be  of  com- 
mercial value  should  the  Louisiana  Railroad  ba  completed. 

In  the  next  township  north-weet  (T.  51,  R.  15)  there  is  a  great 
thinning  out  of  the  strata.  This  is  illustrated  by  two  sections  made 
on  Mr.  T,  B.  Harris'  land  near  Burton. 

The  first  section  was  made  in  the  N.  E.  qr.  Sec.  20,  and  ia  as  fol- 
lows: 

No.  1.    22  feet  Slope  Scorn  the  "  Uliotnboidal  Limestone." 
No.  3.    5  feettbin  bedded  Sandstone. 

No.  S.    5Jfeet  Sandstone  inone  thick  bed.    Good  for  building. 
No.  i.    25  foet  Sandstone  and  sandy  Shale. 

No.  5.    OJ  feet  blue  argillaoeous  Shale,  witli  thio  bauds  of  Clay  Ii'onstoiie. 
No.  54. 
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No.  6.    18  inches  +  black  Shale  filled  with  Produaius  muricaius,  etc    No.  55. 

No.  7,    Coal  E— The  thickness  could  not  be  determined.    It  has  been  worked 

by  amiths,  andit  is  said  to  have  answered  their  purpose  well, 

Rocks  whose  Geological  poeition  is  213  feet  above  the  Coal,  (No. 
7  of  the  foregoing  Section,)  are  found  on  the  hill  just  south,  on  the 
south  side  of  Salt  Fork,  occupying  a  topographical  position  only  86 
feet  above  it;  a  discrepancy  of  1'37  feet ! 

This  is  shown  in  the  following  section: 

No.  I.    Shaly  Slope. 

No.  3.  3  to  5  inches  greenish,  gi-ay,  eoarse -{Trained,  argillaceous  Limestone, 
vei'y  fossiliferoua. 

No.  3.    15  inches  olive  and  blue  calesreous  Shales  ;  fossiiiferous. 

No.  i.  2J  feet  hard,  fine-grained,  dove-colored  Limestone,  occurring  in 
thick,  irregularly  shaped  blocks.  Organic  remains  ai-e  abundant,  in- 
cluding Produeius  splendmia,  {P.  Longispimis  f)  Spr.  caineraiua,  Spiy- 
iferina  Kenluekensis,  Spr.  {Martinia)  plano-eonvemis,  Athyris,  a  small 
Chanetis,  and  Archa^ocidaris  megastj/lus.  This  a  fine  building  stone, 
and  has  the  appearance  of  a  Hydraulic  Limestone.  No.  11  of  Gen- 
eral Section, 

No.  5.    3  feet  " Chsetetes Limestone." 

No.  6.    25  feet  Slope. 

No.  r,    1  foot  f  "  Ehomboidal  Limestone. 

No.  8,    60  feet  Slope. 

No.  0,     Coal  E. 

It  will  be  seen  that  it  would  be  useless  to  bore  or  sink  for  Coal  D 
in  this  locality. 

The  same  may  be  said  of  the  adjacent  country  around.  On 
Bonne  Femme  Creek,  in  S.  E.  N.  E.,  «ec.  18,  T,  61,  R.  18,  Coal  E  is 
found  occupying  a  position  only  93  feel,  below  the  "Chtetetes  Lime- 
stone," Coal  D  being  entirely  absent.  This  is  seen  at  Mr.  Skinner's 
Goal  bank.  The  Coal  is  of  very  good  quality,  and  as  usual  divided  a 
little  above  the  middle  by  a  Clay  parting.  Eleven  feet  below  the 
€oal,  No,  60iB  seen  exposed  in  the  bed  of  the  Creek,  the  space  be- 
tween the  Coal  and  Limestone  being  taken  up  by  argillaceous  Shale 
and  Marlite, 

This  same  arrangement  of  the  rocks  was  observed  at  several 
places,  and  we  may  therefore  reasonably  conclude  that  Coal  D  and  its 
associate  rocks  thin  out  toward  the  north ;  and  from  observations 
made  north  of  Sebree,  we  may  regard  the  north  line  of  township  50 
as  aiout  the  northern  limit  of  it — at  least  in  this  county. 

On  Judge  MeCafterty's  land,  in  Sec.  20,  T.  51,  R.  15,  Coals  B  and 
<J  are  found  with  the  Rhomboidal  Limestone  exposed  above  Coal  B^ 
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No.  19  of  the  General  Section,  is  at  this  place  a  compact  bed  of  Lime- 
stone abounding  in  Productus  praitenianus,  and  containing  Pr.  semi- 
reticidatus,  AtJiyris  s-ubiiUta,  and  a  PMllipsia.     (P.  major  Sh) 

Coal  B  is  only  8  inches  thick,  and  Coal  C  varies  from  1  to  9  inches. 
The  rocks  dip  9°  S.,  62°  W.,  Magnetic.  One  quarter  of  a  mile  south- 
east of  Burton,  No.  19  is  again  found  exposed,  and  37  feet  below  it,  13 
feet  of  the  Sandstone  and  Shales  which  overlie  Coal  E,  are  seen  crop- 
ping out  in  the  bank  of  a  small  branch  which  empties  into  Salt  Fork, 
We  may  therefore  conclude  that  CoalE  will  be  reached  by  sinking  a 
shaft  here,  commencing  at  the  lowest  point,  within  25  or  30  feet.  Just; 
north  of  Burton  the  lowest  rock  exposed  is  No,  19,  the  Ehomboidal 
Limestone  being  fonnd  above  it. 

The  Sandstone,  No.  1,  of  the  General  Section,  was  ilrst  observed 
on  the  Eeniek  road,  in  Sec.  35,  T.  61,  R.  15,  where  it  is  12  feet  i  thick, 
very  soft  and  ferruginous  at  the  bottom,  and  15  feet  above  division  A 
of  the  Ohffitetea  Limestone. 

At  Mr.  Robt.  Reynolds',  in  N.  K  S.  W.  Sec.  10,  T.  51,  B.  13,  No.  19» 
is  found  presentiag  a  thickness  of  4  feet.  Thirty-eight  (38)  feet  be- 
low it  the  Shales  which  overly  Coal  E  were  seen,  and,  we  therefore 
conclude  that  this  bed  would  be  reached  within  a  few  feet* 

At  Mr.  Montivell  Keynolds,  in  N.  E.  qr.  Sec.  2,  T.  51,  R.  15,  the 
Limestone  No.  19  was  seen,  with  the  Rhomboidal  Limestone  occupy- 
ing a  position  9  feet  above  it.  The  Coal  (B,)  which  occurs  under  the 
latter  Limestone,  is  at  this  place  only  2  inches  thick — and  merely  a 
smut.  According  to  Mr,  Reynolds'  Coal  C,  occurs  in  the  bed  of  the 
creek,  and  is  18  inches  thick.  This  being  correct,  the  Coal  is  thicker 
here  than  at  any  other  locality.  It  was  supposed  that  the  Coal  would 
reach  a  thickness  of  4  feet,  farther  in  the  hill.  This  supposition  is 
probably  based  upon  the  idea  that  this  bod  is  the  same  as  that  seen 
at  Mr.  P.  M.  Pitney's,  which  is  a  mistake,  as  the  latter  is  a  lower  and 
thicker  bed.  We  may  safely  say  that  Mr.  Pitney's  Coal  will  be  reach- 
ed at  a  depth  of  perhaps  less  then  50  feet.  This  estimate  is  based 
upon  the  opinion  that  Coal  D,  and  its  accompanying  strata  are  here, 
as  elsewhere  in  this  Township,  wanting.  Should  it  be  present,  how- 
ever, the  depth  will  be  greater,  as  will  be  seen  by  referring  to  the 
General  Section.  From  this  place  on  to  Mr,  Nath.  Pitney's,  in  N.  E, 
qr.  See.  36,  T.  52,  R.  15,  the  rocks  from  No.  15  to  No.  19,  are  the  ones 
found  exposed.  At  Mr,  Pitney's,  a  lower  series  come  to  view,  being 
^hose  rocks  from  No.  15  to  No.  60,  inclusive.  The  lowest  rock,  (No. 
60,)  ia  22  feet  above  low  water  in  Salt  Fork.  Coa!  E  is  seen  here,  pre- 
senting a  thickness  of  31  inches. 

•  I  iv:is  afterwards  informed  tliat  Cool  hsa  been  taken  ont  here— tlve  tliifikneas  however  wiia  do6 
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At  Mr.  Nath.  Robb's,  in  the  S.  E.  qr.  N.  W".  qr.  Sec.  86,  T.  53,  E 
15j  a  bed  of  Coal  2  feet  thick  was  found,  which  is  probably  the  Baine 
bed  as  that  spoken  of  above;  but  as  there  were  no  rocks  exposed 
either  above  or  below  it  by  which  to  identify  it,  this  can  not  be  said 
with  certainty.  It  is  first-class  Coal,  but  little  pyrites  or  Carbonate 
of  Lime  being  present.  It  has  a  Clay  parting  at  the  middle,  as  does 
Coal  E. 

On  Mr.  T.  M.  Pitiiey's  land,  in  the  E  hf.  Sec.  25,  T.  53,  R.  15,  a  Goal 
bed,  which  may  be  referable  to  Goal  E,  is  being  mined  by  the  "Union 
Coal  and  Mining  Company."  It  is  worked  by  a  "  slope,"  the  mouth 
of  which  is  on  a  level  with  the  bottoms,  and  ten  feet  above  the  level 
of  Salt  Fork.  The  Coal,  according  to  measurement,  is  on  a  level  with 
the  bed  of  the  creek. 

This  Goal  is  not  positively  referred  to  Goal  E,  for  no  rocks  by 
which  to  arrive  at  any  positive  conclusion  were  found.  But  as  it  is 
undoubtedly  one  of  the  low  Coals,  and  as  we  are  confident  no  lower 
Goal  will  be  found  in  this  county  as  thick,  there  is  not  much  proba- 
bility of  there  being  a  mistake  as  to  its  equivalency. 

The  following  is  a  Section  of  the  strata  exposed  : 

No.    1.    Loiig  Slope. 

No.    2.    3J  feet  gniy  SjiuiSstoiie. 

No.    3.    H  feet  blue  Clay. 

No.    4.    5  feet  hard,  blue  pyritiferous  SliaJe,  eoiitoinijig  many  small  pyillous 

concretions  and  bantls. 
No.    5.    39  inches  Coal ;  the  upper  3  inches  is  woithless,  being  merely  layeiJs 

of  Coal  and  pyi'itous  bands  ;  tlii?  leaves  3  feet  of  pretty  good  Ooal. 

At  the  time  this  mine  was  examined,  (Nov,  41h,)  although  it  had 
been  opened  but  a  short  time,  a  large  quantity  of  Ooal  has  been  taken 
out.  It  has  been  opened  well,  and  reflects  credit  upon  the  manager. 
Co!.  Elliott,'*  who  is  connected  with  this  Company,  informed  me  that 
it  is  the  intention  to  work  their  Goal  at  this  locality  extensively. 

From  this  place,  on  to  Roanoke,  higher  rocks  come  to  view  at 
intervals.  Near  Roanoke,  the  rocks  from  No.  3  to  No.  15,  inclusive,  are 
exposed  on  Mr.  Phelpfc'  land,  in  K  E.  Sec.  15,  T.  53,  R.  16,  and  fol- 
lowing Doxy's  Fork,  into  Sec.  16,  there  is  a  very  good  exposure  of 
these  roclis. 

The  following  condensed  Section  is  given  : 

•lamDnderobligBtions  to 
localities.  He  also  toonCed  the  £1 
oounly. 
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No.    I.    Siialy  Sandstone  and  Shale.    (No.  3  of  General  Sectiou.) 

No.  2.  2  feet  rough,  light  drab  to  gray,  flne-grained  Limestone,  with  spedis 
of  Calcite  disseminated.    For  fossils,  see  No.  4  ol  General  Section. 

No.  H.  3  feet  olive  and  dark  calcareous  Sliale,  abounding  in  Spr.  plaaocon- 
veanta,  and  containing  other  fossila. 

No.    4.    J  inch  Coal  Smut;  not  persistent. 

No.  5,  6  Inehes  very  nodular,  ash,  drab  and  gray  argillaceous  Limestone, 
iibounding  in  Fusulma. 

No.    (1.    7  feet  Shale  and  masses  of  buff  cellular  Limestone. 

No.  7.  S  feet  flne-grained,  drab  Limestone,  with  a  chocolate  crust.  (No.  i)  of 
General  Section.) 

No.    S.    1  foot  Shale  and  thin  beds  of  Limestciie. 

No.  %.  6  feet  iiTegularly  bedded  Limestone;  the  top  is  very  light  drsib  and 
shelly,  whilst  the  lower  part  is  compact,  flne-grwned  and  bluish 
drab,  witli  Calcite  disseminated  in  small  spedts.  (No.  11  of  Gene- 
ral Section.) 

No.  10.    15  inches  blue  and  dove-colored  Limestone. 

No.  11.    10  inches  bluish  gray  Limestone. 

No,  12.    3  feet  "Cbastetes  Limestone,"  division  A. 

No.  13.    2  to  SJ  feet  Chcetctes  Limestone,  division  B. 

No.  14.    17  feet  Slope ;  argillaceous  Shale  is  seen  at  the  top. 

No.  15.    2  feet  Ehomboidal  Limestone. 

No.  16.    2  feet  argil lo-bituminoua  Shale. 

No.  17.    0  inches  (V)  Coal  B. 

On  Mr.  Q.  F.  Beach's  land,  in  Sec.  35,  T.  53,  R.  16,  the  rocks  from 
No.  1  to  No.  12,  inclusive,  are  found.  The  Sandstone,  No.  1,  is  23  feet 
thicli,  and  overlies  the  Ooa!  formerly  worked  by  Mr.  Beach. 

This,  in  conjunction  with  the  Sections  made  at  Koanoke  and  Mr. 
Garner's,  will  include  all  the  rocks  in  this  township,  (T.  53,  R.  16.) 

At  Wisely's  Mill,  in  S.  W.  qr.  Sec.  22,  T.  51,  E.  16,  the  strata  from 
No.  3  to  No.  17,  inclusive,  are  exposed.  The  rocks  here  are  very 
irregularly  bedded,  and  dipping  in  all  directions. 

At  Page's  Goal  Bank,  in  S.  E.  qr.  Sec.  18,  T.  49,  K.  15,  the  following 
Section  was  made : 

No.  1.  Slope. 

No.  2.  35  to  30  feet  Sandstone.     (No.  1  of  General  Section.) 

No,  3.  5  feet  blue  and  ochreous  Shale. 

No.  4.  1  foot  hard,  compact,  hiue  to  dove-colored  Limestone, 

No.  5.  3  inehes  dark  Clay. 

No.  G.  8  to  4  inches  somewhat  pyritlferous  Limestone. 

No.  7.  3  feet  bituminous  Shale,  with  dark  blue  calcareous  concretions. 

No.  8.  ?  Coal,  said  to  be  18  inches  tliicl:. 
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The  position  that  the  rocks  from  No.  3  down  should  occupy  in 
regard  to  the  General  Section,  we  were  unable  to  determine,  but  sus- 
pect they  are  near  the  base  of  the  Coal  Measures.  The  same  rocks 
are  seen  at  Mr.  Snell's,  in  N.  W.  Sec.  28,  T.  49,  K.  15,  overlying  an  18- 
inch  bed  of  Goal.    The  Section  is : 

No,  2.     2  feet  line-graineil  Liaieatone.     (So.  4  of  SMtion  iit  Pago's.) 

No.  3,    IB  inches  bituminous  Slate  and  Sliale, 

No.  4.    IS  inches  Coal. 

No.  5.    15  feet  Slope. 

No.  0.    5  feet  Olay  and  Lower  Carboniferous  Chert. 

No.  7.    5  feet  Slope. 

No.  B.    Bnrling-ton  Jjimestone. 

It  is,  I  believe,  a  generally  supposed  thing  in  this  neiahborhood' 
where  the  Burlington  Limestone  is  exposed,  that  by  sinking  a  shaft 
from  15  to  40  feet  below  the  Limestone,  a  bed  of  Coal  30  feei  thick 
will  be  reached.  This  was  caused  by  a  Pennsylvania  gentleman  say- 
ing that  he  had  30  feet  of  Coal  under  just  such  a  looking  Limestone 
as  this  is  here.  As  it  has  been  proved  that  no  Coal  occurs  under  this 
formation  in  the  United  States,  it  will  be  useless  to  dig  for  it  at  this 
point. 

LIST     OF    OOAI,    BANKS. 

In  the  following  list  there  are  many  localities  given  at  which  the 
Coal  is  too  thin  to  work,  but  it  must  be  remembered  that  the  Goal  beds 
mentioned  are  only  those  that  are  exposed  or  very  near  the  surface  at 
each  locality.  Except  in  the  cases  where  the  lowest  Coal  (E)  is  men- 
tioned, there  is  every  probability  of  finding  a  thicker  bed  by  sinking 
shafts. 


Locality. 

COAI,, 

Kf.marks. 

OwKBIt. 

Section. 

V 

52 

52 
51 
GO 
60 
4S 

50 

16 

18 
17 
17 
17 
17 

17 

1 

51 

1 

Worked  or  not. 

S.  E.25 
20 

N.  E.  15 
N.  E.  11 

28 

Inches. 
? 

9 
9? 
12 
12 
15 

20 

H 
B? 

Not  worked  at  present— 
covered. 

B.aLMeCrary 

Has  been  worked  by  local 
Emitlis. 

Has  been  worked 

S.  Garvin 
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List  of  Coal  Banks — Continued. 


HatfleM 

Mrs.  Hackley 

—  Pierce 

Mrs.  Howard 

?_ 

Judge  MeCafferly. 
Judge  McCftfFerty. 

T,  B.  Harriss- 

M.EeynoMs. 

James  Ware- 

Patdaoit- 

Rice  Pattison- 

James  Speny 

Eichard  Lee 

Dr.  Walker 

James  McDoujilds 
Barton* 

•Mr.B.'aCoBli 
ialned.  Bverylhiog  w 
Htonowerefonnc!,  bnt 
mimiiig  north  and  ami 


N.B.IO 
N.W. 

N.  pt.  17 
S.  E.  i; 


16 

S.  K.  B 
N.  W.  17 
S..W.?17 
S.E.  5 
S.W.  22 
S.  E.    6 


N.  W.  29 

s.  w.  r. 


Near   Garvin's, 


Worked  but  little... 
Worltcd  fov  domest 

Not  worlced 

This 


at    tbe    Boun& 


Covered;  has  been  worked 
Has  been  worked ;    Cov- 


coTeretl,  and  its  position  relative  to  tlie  GiinenU  Seetloo  oouM  not  lie  aacer- 
iu  a  conflieca  eCnte.  MasEes  of  Sandatane  Ko.  1  nnd  of  tlie  BliomlioEdal  Liiue- 
sy  appear  to  IiBve  been  tniiiBported  by  water.  Tlie  Cool  is  fonnd  in  a  valloj 
wilh  the  Btu'lington  X-imestone  on  one  side  and  tlie  Coal  on  the  oHier. 
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List  of  Coal  Banks — Continued, 


1 

EUMAKKS, 

OWKM.. 

H 

-I  s 

y 

S     t 

3 

'^ 

"Woi-ked  or  not. 

McCafferty 

^ 

N  L  10 
W"  1  f  N  F  lb 

51 

1 
17 

1 
At     B 

D 

N  y\  IS 

60 

U 

IS  t 

,, 

William  Daviss 

b    fi 

0 

14 

0 

Not  been  worlted.  May 
thicken  after  going  into 
tJio  hill  a  distance. 

, 

■\v  It 

60 

14 

■i 

kuown. 

s  K  N  ^^  1 

' 

1  t     J 

E? 

Very  good  Coal ;  worked 
butlittlo. 

r. 

Wort;ed  extensively 

Worked 

Dv.  J.  P.  Beeks 

60 

IC 

2 

B 

50 

lb 

22 

E 

N  1 

E 

1 

and  is  worked  exten- 
sively; very  good  Coal. 

N"  L  I 

r.i 

1     (            iO 

Worked 

V.  ir 

1 

E? 
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LINN,    SULLIVAN,    ADAIR. 


EY   (J.    C.   EROADHEaD. 


These  counties,  having  many  features  in  common,  their  topo- 
graphy somewhat  similar  and  their  geological  structure  alike,  are 
therefore  grouped  together.  Our  annexed  Geological  Section  is  also 
applicable  to  either  county.  It  had  to  be  constructed  from  materials 
from  each  county,  for  all  of  the  beds  of  one  county  can  not  be  con- 
nected without  using  Sections  observed  in  the  other  counties.  The 
shafts  at  Brookfield  and  St.  Catherine  have  also  aided  us  very  much. 

GENERAL  VERTICAL  SECTION. 


Soft  Sandstone- 

Limestone:  Gray  and  ash-colored. 
Prod,  spleens  abounrls,  also 
contHins  Aviculapeeien  iniei-liaea- 
iud,  Sp.  {!Hai-tinia)  tmeatus,  Or- 
ihoecras.    Lower  bed  is  jointed. 

Sandstone  and  Sbales- 


Milan    and    Spring- 
Spring  and  Lop.uat 

Creek    and    Wil- 

hite  Branch. 
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-ai  Ve7-Hi:ai  Seciioii— Continued. 


T  hicks' ss 

Total. 

Feet. 

In. 

Feet. 

III. 

10 

10^ 

2 

106 

4 

lOG 
122 

4 
4 

le 

2 

124 

2 

3 

124 
142 

6 

18 

2 

6 

145 
145 
149 

6 
G 

4 

4 

m 

6 

5 

158 

6 

U 

3 

6 

lea 

173 

m 

G 

S 

1 

1 

2 

1 

4 

177 
178 

3 

7 

4 

182 

7 

0 

183 

1 

i 

Descbiption. 


'eep  blue,  shaiy  Limestone.  Abounds 
ia  Fr.Prattenianus,Pieurot(nita'na  ^her- 
tdata,  Mneroeheihis,  etc 

eep  dull  blue  calcareous  Shales, 
abounds  in  fossils  similar  to  the  last, 
especially  Fleuroiomaria;  alsoeontolns 
Bellerophoa  (2  species),  AsiaTtella  veri 
Nucula  veniricosa , 

Dull  blue  argiUaceous  Limestone 

Shales,  with  rough  calcareous  nodules. 

Bituminous  Shales 

Shaly  bituminous  Coal 

Blue  Shales,  calcareous  Ironstone  in  the 
middle 

Bituminous  Shales 

Coal 

Green  Shales 

Red  Shales , 

Sandstone 

Bed  Clay  and  sandy  Shales,  with  Red 
Hematite  nodules 

Limestone:    Greenisli  drab  with  ahaly 

Mottled  fine-gvaiiied  Limestone,  with 
manyOaleite  speclis 

Green  Shale  with  Choneiea  meaaloba  and 

Green  calcareous  Shales — contain  Retzia 
pmictitifera,  Hemiproniles  crassna, 
Choneiea  meaoloba,  Prod,  aplendens,  Spi- 
Hferina  Kentuc/cenaia 

Green  Shales  with  fossils  in  upper  part... 

Blue  Limestone:  Abounds  in  Athyria 
aabtiliia > 

Green  Shales ~ 

Rough  nodular  Limestone,  full  of  Cftcm- 
ete'3  granulifera 


Spring  Creek,  Blay- 
loek  bridge,  near 
mouth  of  Mont- 
gomery Branch, 
and  at  GlideweU's. 


"West  of  KirksviUe, 
near  Linneus,  on 
W.  LocustCreek, 
and  at  T .  Cassa- 
dy's. 


Nos.  19  to  81  inclu- 
sive, found  near 
Linneus.  on  Lo- 
cust Cr'k,  at  Hen- 
ry's mill,  and  ott 
-W.  Locust  Cr. 
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THICKJ,'ESS 

Total. 

Feet. 

In. 

Feet 

In. 

7 

190 

1 

1 

- 

190 

' 

4 

110 

11 

r 

I'll 

4 

i 

^ 

ld4 

10 

10 

l-.-) 

^ 

y 

197 

8 

6 

199 

2 

S 

n 

199 
199 

11 

I 

200 

n 

'' 

206 

11 

1 



207 

11 

4 

!i3 

211 

235 

11 

".^5 

J 

33S 

10 

1, 

237 

10 

J 

2S3 

10 

10 

239 

R 

240 

8 

241 

General  Vei'Hcal   Sect; 


Shales,  full  of  Chimdeagramdifera,}-. 
prrmi/es  Pi    spiendeitii      Olne  Colored 
near  upper  part  blue  below 

line  grained  dove  toloied  Lion.'itone— 
fracture  splintery  to  snb-conchoidal 
Contains  ininutecalcite  specks — (Flag 

Cl'iy 

Bituminon?  Shaks 


._ les    abounding 

in    lossii      mostly    ithprts   euhtthia 

also    contains  iV    eosteius    Meekella 

ete 


Sos.  IB  to  31  inclu- 
sive, found,  near 
Linneus,  on  Lo- 
cuBt  Or'k,  atHen- 
1 1  's  mill,  and  ou 
W.  Locust  Creek, 


CreenOliy 
lellow  Clay 
Brown  Linie'itoiic 

Olive  Clay 

Ltmestone 

Olive  Sliales  with  calcareous  nodules... 


Modular  Limestone... 


Sandstone,  mostly  sbaly 

Limestone— shaly  on  upper  surface ;  be- 
low, breaks  vertically  into  rhomboid 
masses.    Fueold«on  worn  surface. 


Soft,  bituminous  Shales... 


Deep  blue  iDlack  "ih  iks 


Slack  catcaieous  Shaleg,  tboundin^  in 
fosrfls,  Sp  cameratua.  Pi.  wmrieatus, 
Myalinaau,l>quadiata,Pi   Praiteniaims. 

Soft  blue  Shales 


Nefir  mouth  of  Hig 
Creelt,  in  Adair 
county,  and  at 
Ooalson's  mill, 
Linn  county. 


Nos.42  to  47fnclu- 
clQslve,  are  found 
on  Muscle  Fork, 
Linn  Co.;  Baker's 
mill,  Ooalson's 
mill,  Bay  les'  mill, 
Dumy's  mill,  and 
atWithrow'smill 
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Oenm-al   Veriieal  Seciion—OoiitUmeii. 


•^ 

THIC3(NES 

Tot 

AL. 

DeSCKII'TION. 

LocAi.niEM. 

% 

Feet 

In. 

FcBt 

In. 

SufrarCr.,  Adair  oo 

m 

7 

252 

'^^ 

10 
1 

(i 

2B3 

fi 

At  Dumey'8  and  at 
Hurburt's  Mill— 
now  Miles'llill, 

w 

54 

3 

2Gli 

i 

Black  Sbalea  with  a  few  fliittened  eon- 

In  Linn  county,  at 

Shaly  bituminous  Ooil - 
Cl»y      1  haly  slope 

56 

9-1 

jT 

4 

i 

Th      tieldel    hi  1   c  ocolate   colored 
'^a    1  «iie 

58 

u 

04 

fl 

Shiios— no^tly  arg  Ilac  o 

59 

20 

32(5 

3 

Cool— s  the  Coal  st  V  ttersanULo   p 
per  Coal  at  bt.  Catharines ,  and  also  in 

Brooklield  and  St. 
Catharine's  shafts 

BO 

Shales  and  Clay  concretions  in  the  lower 

Brookileld  shaft. 

1 

43 

y27 
370 

6 

'' 

M 

4 

1 

6 

375 
376 
37S 

6 

Limestone  and  Shales.     Bed  near  upper 
pait  oltec  aboniitling  in  allorUma 

Spring  Creek,  Sulli- 
van and  Adair 
cos.^ShwteyeCr. 

7 

y 

Coal  separated  by  a  3  inch  Clay  seam„... 

0 

4 

381 

Brown  friable  Limestone— soraetiinep 

Abeniatby'sbrdiich 

0 

17 

401 

Sandstones  and  sandy  Shales  blue  and 

2 

1 

408 

Shaly  bliiclt  carbonaceovis  Limestone 

a! 

2 

6 

410 

6 

Bituminous  Shale.?.. , „ 
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General    Vertical  Ssctio: 


DitacKii'TiON. 


Blad::  calcareous  carbonaceous  Shales, 
full  of  i-emains  of  fossils ;  Sp.  eame- 
ratus,  Pr.  coataiua,   Choneies  mesoloha, 

Btaclc  Shales 

.  Ironstone  witii  fossils;  IV.  fVa((e?ta?ius, 
'^smiproniiea,  Aihyria  Bubiiliia 

.  Clay 

.  Ash  colored,  weathers  to  drab,  fine- 
grained,  rough  friable  Limestone-only 
observed  Pr.  Praitenanus 

,   Clay  and  Stialea 

Coal  separated  by  thin  Clay  seam 

Fire-clay  seam 

Hard  and  bluish  drab  and  blue  Li 

.  Deep  blue  black  Shale 

,  Hard  ash  colored  ai'giliaceous  Limestone 
.  Sandy  Shales...,, 


Broolilield  shaft. 

Nineveh,  on  Eye  & 
Hazel  Crs.,andiii 
Brookfleld  shaft: 
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SULLIVAN     COUNTY. 

BY    G.    C,    BROADHEAd. 

This  county  is  very  regular  in  shape,  being  24  miles  N.  and  8,,  by 
"27  E.  and  W,,  and  embraces  an  area  of  648  square  miles.  Spring 
■Oreek,  in  T.  64,  E.  18,  runs  south- e as twardly.  All  the  other  streams 
preserve  a  nearly  southerly  course,  and  the  trend  of  all  the  main 
'j'idges  is  nearly  in  the  same  direction. 

A  portion  of  the  county  is  quite  broken.  This  may  include  that 
watered  by  Spring  Oreek,  with  the  region  between  East  and  West 
Locust  Creeks,  in  T.  61  and  62,  and  near  Big  Locust  as  far  north  as  the 
Tiorthern  part  of  T.  63,  and  near  E,  Locust,  in  T.  64.  But  the  hills  are 
not  often  over  150  feet  in  hight.  It  is  also  somewhat  hiily  near  Med- 
icine Creek  and  Muscle  Fork. 

The  remaining  portion  of  the  county  is  tolling  and  undulating,  and 
near  Yellow  Creek  we  find  very  gentle  Slopes. 

The  prairie  streams  or  "  draws,"  near  their  sources,  have  generally 
steep  banks,  and  at  their  origin  we  often  find  a  fiat,  sloping  valley, 
with  no  water  channel ;  but  tracing  them  down,  we  soon  find  a  preci- 
pitous wash  exposing  three  or  four  feet  of  dark,  rich  Soil, 

TIMBEK    AND    PKAIKIE. 

Range  20,  as  far  as  the  northern  part  of  T.  63,  mostly  comprises 
good  bodies  of  timbered  land,  with  White  Oak  for  the  prevailing 
timber.  Good  Black  ,Oak  and  Hickory  abound  near  the  southern 
■county  line  ;  between  Big  and  West  Locust  Creeks,  Ash,  Elm,  Lin- 
den and  Hickory  are  abundant.  The  remainder  of  the  county  mostly 
consists  of  prairie,  with  belts  of  timber  a  half  mile  in  width,  adjacent 
to  the  principal  streams.  In  the  northern  part  of  the  county  we  often 
find  Burr  Oak  and  White  Oak  on  the  ridges,  with  Swamp  White 
Oak,  Elm,  Hickory,  etc.,  on  the  bottoms.  At  the  margin  of  the  prai- 
ries are  thickets  of  Pin  Oak,  Haze],  Cornus,  Cherry,  Plum,  etc.  The 
remaining  trees  and  shrubs  of  this  county  are  similar  to  those  of 
Adair.  White  Walnut  is  abundant  on  Locust  Oreek,  and  this  I  find  to 
be  its  extreme  western  limit  in  Missouri,  nor  is  it  found  south  until 
we  reach  the  Missouri  River. 
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STREAMS. 


Spring  Greek,  East  Locust,  and  Big  Locust  are  pretty  running 
streams  ;  the  other  streams  are  rather  dark  and  sluggish.  The  county 
affords  but  few  springs,  and  persons  have  generally  to  depend  on  cis- 
terns, and  in  newly  settled  places  some  have  no  other  drinking  water 
bat  that  which  they  procure  from  standing  pools  in  the  "draws." 
Water  may  be  obtained  at  reasonable  depths  by  digging.  On  high 
grounds  it  may  be  reached  at  thirty  (30)  feet,  and  in  the  "  draws,"  at 
the  heads  of  hollows,  at  ten  (10)  to  fifteen  (15)  feet. 

SUE  FACE    DEPOSITS. 

Beneath  the  recent  Alluvium  we  find  beds  of  Sand,  Clay  and 
boulders  belonging  to  the  Drift  formation. 

In  Sec.  5  of  T.  61,  K.  21,  we  find,  next  beneath  the  soil,  five  or  six 
feetyeilow,  jointed  Clay,  resting  on  six  to  twelve  feet  of  blue  Clay, 
with  yellow  Clay,  Sand  and  Gravel  at  the  bottom.  In  the  beds  of  Sand 
and  Gravel  are  generally  good  reservoirs  of  water. 

A  well  at  Milan  exhibits — 

No.  1.  16  feet  of  yello^v  Clay. 
No.  2.  4  feet  of  coarse  Saud. 
No.  3.    !)  feet  of  dark-b]ue  Clay  (jointed)  and  boulders. 

Igneous  boulders  of  various  kinds  of  rocks  are  often  met  with^. 
and  they  mainly  constitute  the  lower  part  of  the  Drift  formation.  We 
sometimes  find  the  more  comminuted  material  loosened,  and  borne 
away  by  abrasion  of  waters  through  long  periods  of  time,  leaving  very 
large  boulders  exposed. 

On  Spring  Creek  I  observed  a  Granite  boulder  eight  by  six  ieet? 
and  on  the  prairie,  near  Beards  town,  a  still  larger  one,  measuring  7& 
feet  in  its  irregular  circumference,  12  feet  high,  25  feet  long  and  14 
feet  across  the  top  ;  not  less  than  100  cubic  yards  were  exposed.  These 
boulders  are  red  feldepathic  Granite,  and  must  have  been  boine  a 
long  distance,  certainly  not  less  than  500  miles. 

Among  other  boulders  I  saw  Amygdaloid,  Quartz,  and  BomesmaU 
pieces  of  red  and  amber  colored  Agate. 

CAEBONIFEEOUS  SYSTEM. 

In  Suliivan  and  Adair  counties  we  find  beds  clearly  referable  to 
the  Upper  Coal  Measures,  which  do  not  exist  in  Linn.  Around  Milan, 
and  westward  to  Locust  Creek,  beds  of  the  Upper  Coal  Measures  ap- 
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•pear  near  the  hill-top,  and  from  60  to  SO  feet  below,  outcrops  were 
seen  by  Mr.  0.  J.  Norwood,  of  rocks  which  he  refers  to  No.  85  of  the 
■General  Section  of  the  Upper  Coal  Measures.  He  also  obtained  the 
following  Genera]  Section  of  the  rocks  in  the  vicinity  of  Milan,  re- 
ferable to  the  Upper  Coal  Measure  strata : 

No.    1.    I  foot  Marly  Shale. 

No.  3,  5  foot  finely  oolitic  Umestone.  Upper  part  is  a  siaglo  4-foot  bed, 
stained  with  Oxide  of  Iron ;  contains  Fr.  Sebi-ascensis,  Pi:  Fratte- 
nanus,  a  lar^  ProdueiuSf  Athyi-is  svMiliia,  aiiii  .Sip.  eamarahi,s. 

Ho.    S.    3  incbes  compact  drab  Limestone. 

No.    4.    18  feet  Slope. 

No.    5.    1  foot  fine-grained,  thinly-beddecl,  semi-oolitic  Limeatone. 

2to.    G.    1  foot  Slope. 

No.  7.  5  feet  rough  and  in-egnlarly  bedded  Limestoae.  Upper  beds  are  gray 
and  drab,  a,n.d  fioe-grained.  Some  portions  in  thin  beds,.  Possila 
Aihyria  aiihUlita,  Sp.  cameratas  and  Orinaid  columns. 

No.    8.    1  foot  Calcareous  Shale. 

So.  9.  2  feet  SIncheshard,  compact  Limestone,  both  coai'seand  fine-griuned 
bufi'  and  drab.  Many  obscure  fossil  forms  appear  on  the  Burfaoe. 
The  bed  ImAuAiis  Athyris  suUilita,  Pr.  cosfatus,  Hemipronites  craa- 
fiits,  Lophophyllujn  prolifemm  aiid  Crinoid  columns. 

No.  10.    6  inches  olive  Shaie. 

No.  11.    3  inches  ash-gray,  rough,  argillaceous  Limestone. 

No.  12.    15  feet  Slope ;  fragments  of  Sandstone  appear. 

No.  18.  1  foot  +  di'ab  to  dove  colored,  fine-grained,  riiomboidally-Joiuted 
Limestone.  3  layers,  fracture  cboncholdal.  Fossils  are  Pr.  splen- 
detis,  Aihyj'is  subtiliia  and  Ch.  Veraemliaiia. 

No.  !4.  4  feet  hard,  coarse-grained,  shaly  Limestone,  vnth  AihyHs  mbtUiia, 
and  Pr.  aplcndens. 

No.  15.    5  feet  6  inches  Slope. 

No.  16.    2  feet  hard  Limestone,  containing  much  Calcite. 

No.  17.    1  foot  Slope. 

No.  18.  3  feet  rough,  in'eguiarly  bedded  Limestone;  sheliy  at  tlie  top  and 
more  compact  toward  the  lower  part.  Many  small  CViMoirf  columns 
are  seen ;  eontalus,  besides,  Pr.  AmeHcanas,  Fr.  sptendens,  Aihyris 
subiilita,  and  Choneies. 

No.  19.    1  foot  buff  and  olive  calcai'eous  Shales. 

No.  20.  2  feet  3  inobes  drab  and  dove-colored  Limestone ;  jointed  rhomboid- 
ally.  Occurs  In  three  layers ;  upper  being  coarso,  and  the  lower 
layers  fine-grained,  with  Caleite  disseminated ;  breaks  irregularly, 
and  contains  many  fossils.  Including  Pr.  cosiains,  Pi:  splendena, 
Athyris  subiilita,  Sp.  cameraius,  Spi:  piano -convcxiis  and  Crinoid 
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The  lower  beds,  resembling  No. 74  of  the  General  Section  of  up- 
per Coal  Measures  of  1872,  appear  on  the  hill  at  Milan  They  are  also- 
seen  on  the  hills  three  miles  to  the  north-west,  cropping  out  20  feet 
above  the  Coal  (a  2-foot  seam.)  At  Milan  this  Limestone  is  seen  32- 
feet  above  the  Coal,  the  latter  appearing  here  only  aa  a  black,  smutty,, 
rotten  streak.  This  Limestone  may  therefore  be  said  to  be  a  guide  to 
the  Coal,  and  as  such  should  be  carefully  noted.  We  found  it  a  mile 
east  of  Milan,  of  a  drab  inclining  to  a  soft  buff  color,  containing 
many  specKs  and  aggregations  of  Calcite  throughout.  It  weathers 
with  a  brown  ochrey  crust,  and  is  jointed;  the  joints  generally  lined 
with  nail-head  Spar,  and  sometimes  with  greenish  blue  Sulphate  of 
Baryta.  Produotus  longisplnus  and  AtJtyris  subtilita  are  the  moat 
common  fossils,  but  Rhombopora  lipidodendroides,  ^irifer  Kentuch- 
ensis)  ITemipronites  orassus,  Aviculopesten  interllneaius,  and  Loph- 
ephyllum  pToliferum  are  also  found.  It  is  found  on  Wilhite  Branch,. 
in  Sec.  1,  T.  26,  R.  21,  (with  other  related  beds,)  exposed  and  dipping; 
eastward  1  foot  in  ten  in  the  following  order: 

No.     1.    5  feet  Blue  Limestone,  witli  Fr.  Nebrascensis,  Fr.  coslaius,  Pinna  per- 

No,    2.  32  feet  Slope,  exposing  tumbled  masses  ol  brown  Limestone. 

No.     8.  3  feet  6  inches  gray  oolitic  Limestone.     (79   of  General  Section  Up- 
per Coal  Measures.) 

No.    4.  0  feet  thin  layer  of  gray  and  ash-blue  Liraestoue. 

No.    5.  2ieet  Shales. 

No.    0.  1  footG  inches  even-bedded  gray  Limestone. 

No.    7.  1  foot  6  inches  olive  Shales. 

No.    S.  2  feet . 

No.    9.  1  foot  3  laches  Bituminou.s  State  and  Sbaics;. 

No.  10.  8  inches  Limestone. 

No.  11.  6  inches  Clay  andLimestone  nodules. 

No.  12.  3  feet  sandy  Shales. 

Although  there  is  here  seen  a  stratum  of  black  or  Bituminous 
State,  (No.  9,}  we  should  not  therefore  suppose  that  we  are  near  a  beiJ 
of  Coal.  The  simple  fact  of  the  existence  of  a  Slate  bed,  is  not  cer- 
tain proof  of  the  existence  of  Coal.  But  in  this  case  we  may  expect 
a  thin  bed  of  Coal  about  25  feet  below  the  Bituminous  Slate. 

Beds  of  Limestone,  Shale  and  Coal,  nearly  related  to  the  above,. 
are  found  near  Spring  Greek,  in  the  western  part  of  E.  IS.  They  ap- 
pear there  in  the  following  order : 

No.    4.    46  feet  Slope  fi-om  top  of  hill. 

No.    2.    Tumbled  masses  of  blue  and  drab  Limestone. 

No.    3.     Otitcrop  of  shelly,  gray  Limestone,  full  of  Choiietes  Vei'Muiliana. 
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No.    4.    5  feet  Slope,  on  which  are  found  fragments  of  iish-blue  Limestone  full 

of  Fr.  Nebitiscensis. 
No.    5.    8  feet  rough,  Clierty  Limestone,  bluish-drab,   eontiiins  Pr.  longis- 

pinus.     (No.  83,  Of  Section,  Upper  GoalMeasui'es,) 
No.    6.    23  feet  Slope,  mostly  Shales. 
No.    7.    3  feet  dark  Shales. 
No.    8.    Ginches  Limestoae  brfd  fall  of  foaails:  PUurotomaria  sphcndaia,  Ma- 

Cfoaheilus,   NimUlus,  etc.      It  >lso  contains  minute  veins  of  Zinc 

Blende. 
No.    9.    3  feet  9  inches  to  7  feet  Blt«mhious  Sliales. 
No.  10.    1  foot  6  inches  Coal.     (Mrs.  Downing's.) 
No.  11.    3  feet  Shales  with  plants,  inehiding  Ferns,  Annularia,  Calamites,  SJj- 

Uarks,  etc. 

With  regard  to  the  definite  area  of  the  upper  Goal  Measures,  in 
this  county,  we  cannot  estimate  exactly  what  it  is,  but  they  extend 
over  several  miles  on  the  west  side  of  Spring  Creek — four  or  five  miles 
near  JMilan,  and  at  least  a  couple  of  miles  near  Wilhite  Branch.  It 
may  be  much  more,  but  we  do  not  know, 

SANDSTONE  AND  OTHER  LOWER  JiEDS. 

No.  5  of  our  General  Section,  is  the  nest  most  important  member. 
It  is  generally  a  coarse,  somewhat  buff  or  brown  Sandstone,  more 
oHien  soft,  but  sometimes  hard  enough  to  form  a  good  building  mate- 
rial. It  is  also  frequently  Shaiy,  the  latter  beds  generally  more  or 
less  argillaceous.  It  is  also  micaceous.  Its  fossils  are  GalamiteH 
(sometimes  large  species)  and  Ferns.  About  50  feet  thickness  of 
these  beds  can  be  seen  near  Milan — nearly  as  much  on  Wilhite 
Branch,  and  GO  feet  on  Locust  Creek,  above  Blaylock  bridge  ;  and 
about  the  same  thickness  on  Spring  Creek. 

It  underlies  the  two  eastern  ranges  of  townships  of  the  county. 

We  consider  this  Sandstone  to  be  the  upper  member  of  the  middle 
Coal  Measures,  and  it  closely  resembles  the  same  formation  in  Jack- 
son, Cass  and  Livingston  counties. 

Nos.  6  and  15  inclusive,  were  found  on  Locust  Creek  Bluffs  in  sev- 
eral places.  I  first  observed  the  upper  beds  in  bluffs  just  below  the 
mouth  of  Montgomery  Branch.  The  lower  were  next  observed  at  Mr. 
Glidewell's,  in  Sec.  30,  T.  63,  R.  20,  and  on  Locust  Creek  west.  At  the 
first  locality  we  find  beneath  the  Sandstone  ten  feet  of  blue  Clay 
Shales,  with  brown  olive  concretions  resting  on  a  deep-blue  argilla- 
ceous and  fossiliferous  Limestone.  Near  Blaylock  bridge  we  find  sim- 
ilar beds  with  a  second  Coal  seam  of  6  inches  20  feet  below  the  up- 
per seam.    The  upper  seam  is  only  2  inches  thick,  and  slaty  with  one 
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and  a  half  feet  of  bituminous  Slate  overlying  it.  The  lower  6-inoh 
seam  has  been  worked.    These  seams  are  too  thin  to  be  valuable. 

Nos.  6,  7  and  8,  the  latter  eighteen  (18)  feet  above  the  upper  thia 
Ooal  seam,  are  sure  guides  to  its  position.  No.  8,  as  far  as  seen,  is 
entirely  non-foBsiliferoua,  but  Noe.  6  and  7  abound  in  fossils  nearly 
alike  in  both  members,  and  grouped  so  that  the  bed  is  easily  recog- 
nized, some  species  being  thus  associated  that  are  not  found  elsewhere 
in  this  district.  The  fossils  are  numerous  and  often  well  preser 
and  comprise  the  following :  Polyphemopsis  paraoiUa,  Pleurotoma- 
ria  spherulaia,  P.  Grayvillensis-,  P.  specloaa,  Bdlcroplion  carho'. 
arius,  B.  percarinatvs,  B.  Montfortianus,  Macrolieilus  inhabilis, 

M.   ventrioosus,   M.  Newborryi.,  M.  ,  Euompjialus  rugosus.  So- 

lenisoue  typieus,{f)  Astartella  vera,  Nuoulana  helUsiriaia,  Wuoula 

venti-ioosa,  SoMsodus  curtus,   AUorisma, ,  Spirifer  (Martinia) 

planoGonvexus,  Produoius  Pratienanu//,  Chonetes  mesoloha,  O.  Ver- 
nsuiliana,  ffemipronites  crassus,  Orthoe&ras  Jiushensis,  Wautilus, 
(2  ^.)  Phillipaia. 

Some  of  these  fossils  were  foundin  abundance,  others  were  want- 
ing. PleuTOtomaria  splievulata  is  the  most  abundant — a  large  Ma- 
chvoelieilus  comes  next  in  order. 

Nos.  9  to  14  were  not  observed  on  Spring  Creek,  and  may  have 
thinned  out  or  been  worn  away  previous  to  the  deposition  of  the  next 
succeeding  members. 

An  outcrop  of  red  Clay  and  sandy  Shales  was  seen  in  Sec,  19,  T, 
fj4,  K.  18,  underlying  the  Sandstone,  (No.  5,)  and  at  one  place  we  find 
beds  of  rough  Limestone  only  16  feet  below  the  Sandstone.  This 
Limestone  resembles  No.  19  of  our  Section,  and  Ooal  seams  Nos,  11 
and  14  seems  wanting. 

The  Group  of  38  feet  of  Limestone  and  marly  Shales  from  Nos,  19 
to  40,  is  well  recognized  wherever  seen.  The  Limestones  are  gener- 
ally rough-bedded  and  separated  by  Siialy  layers,  the  latter  more  of- 
ten of  a  dirty  buff,  the  Limestones  of  a  drab  or  greenish  drab.  Fos- 
sils are  abundant,  especially  Chonetes  and  Athyria  suhtiUta  and  Pr. 
costatus.  No.  31  abounds  in  some  places  in  Pj;  oostatus  and  Ath. 
gubtilita. 

At  Field's  mill,  on  J-ncust  Creek,  Mr.  Norwood  obtained  three  and 
a  half  feet  of  irregularly  bedded  drab  and  greenish  drab  Limestone 
divided  into  four  beds,  separated  by  greenish  Shales,  and  abounding 
in  Chonetes,  Produoius  eoatatua,_  Jiemiproniiea  and  Spirifer  piano- 
convexua.  Mr.  Norwood  thought  that  this  Group  very  much  resem- 
bled t  he  rocks  immediately  over  the  Lexington  Coal,  Lithologically 
and  Pahieontologieally,  but  if  they  are  the  equivalents  of  the  Lex- 
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ington  Group,  we  will  bo  compelled  to  slate  that  the  Lexington  Coa 
is  not  fonnd  in  Sullivan  county. 

On  West  Locust  Creek,  in  the  middle  of  Sec.li,T.  62,  R,  29,  at  the 
foot  of  a  blufflOO  feet  high,  we  find  an  outcrop  of  red  Shales  contain- 
ing nodules  of  red  Hematite  reposing  on  a  rough  bed  of  drab  Lime" 
atone  2  feet  in  thickness.  Below  the  latter  are  Clay  and  Limestone 
nodules  abounding  in  fossils,  including  AtJi.  subiiliia,  Ch.  mesoloba., 
Hemipronitea  crassus,  Pr.  costatus,  Seisia  punctilifera,  Rhynao- 
nella  Osagenais,  Spr.  lineatus.  This  Group  of  fossils  belongs  to  Noa. 
21  and  22  of  our  General  Section. 

On  Locust  Creek,  S.  W.  Sec.  8,  T.  62,  K.  20,  these  bedo  are  seen 
occurring  thus : 

No.  1.  3  feet  Limestone,  (Nos,  19  and  32  of  Gen.  Sec,,)  color  greeuish-gray 
and  fuil  of  small  fossils,  Pr.  splendmis,  Spr.  plmioeonveania,  Hemi- 
pronitea,  etc.    On  exposure  this  roclc  breaks  into  rough  masses. 

No,    2.    1  foot  green  fossiliferous  Shales. 

No.  o.  a  feet  nodular  Limestone,'aali-xray,  and  fall  of  Fr.  cnslatas,  contain- 
iag  also  Pr,  PratUnanua,  and  a  very  large  AthyiHs. 

At  the  mouth  of  a  branch  on  Locust  Creek,  near  Olideweil's,  we 
found: 

No.  1.  3J  inches  dove-eoloreii  Liniestotie,  fine-grained,  and  traversed  by 
small  Calcite  specks  and  veins  in  every  direction,  Tiiis  would  be 
pretty  if  polished.    Spoken  of  as  "ilag-stone  bed."' 

No,    2.    3  feet  green  and  yellow  Clay. 

No,    3.    3  feet  yellow  Clay,  with  many  fossils,  Sp.  cameratm,  KemipromUs 

crasaus,  Lophohpyllum ,  corresponds  to  No.  31,  of  our  General 

Section. 

At  Elaylock  bridge,  we  find  in  the  bed  of  the  creek  3  feet  of 
rough  nodular  Limestone,  containing  Pr.  costatus.  Oh.  mesoloha,  Gh. 
Smithi,  (f)  Ath.  subtilita,  AUorisma  and  Hemiproniies  orassus.  At 
this  place  this  bed  is  but  little  below  No.  14  of  our  General  Section. 

Our  Section  at  Henry's  mill  presents  some  of  the  beds  of  our  Gen- 
eral Section,  very  favorably  for  observation,  we  therefore  insert  it  at 
this  place : 

No.  1.  8  inches  bliiish-drab  Limestone. 

No.  2.  4  feet  green  Shales. 

No-  3.  G  Inches  rough  nodular  I.imeatone  full  of  Gho.  mesoloba,. 

No.  i.  7  feet  olive  Shales,  full  of  Cfi.  mesoloba,  Pr,  aplendens,  and  Hemipro- 

No.    5.    6  Inches  flag-stone.  No.  28,  of  General  Section. 
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No.    6.    4  feet  6  inches  blue  Shales  and  Limeatone  nodules,  full  of  AtK.  subii- 

liia,  also  containing  Fi:  Nebrascensis,  P.  splendens,  Mee&ella  airialo- 

eoaiata,  Gh.  Smithi,   Hentipnmiies  cra$sus,  Sp.  KeKtuekenais,  Lopho- 

phylliim,  protifemm,  Arehaeocidaris. 
No.    7.    4  feeC  light-blue  or  greenish  Shales  and  Limestone  nodules.    The 

Shales  are  dark-red  near  the  lower  part. 
No.    8.    1  foot  fl  inches  drab  and  lighE-blue  Limestone,  weathering  to  drab 

and  brown,  and  eontaining /"!■- /"jviiilfijiaiius,  P.  coatatus,  At/i.  sub- 

Hliia,  PAUUpsia,  Meekella,  Choneies  meaoloba. 
No.    9.    1  foot  blue  calcareous  Shales. 
No.  10.    1  foot  0  inches  Sbaly  dark-blue  argillaceous  Limestone,  with  but  few 

fossils,  contains  a  fish  tooth. 
No.  II.    a  feet  blue  Shales. 
No.  12.    6  inches  blue  Shaly  Limestone. 
No.  13.    2  feet  Sbales,  blue  above  and  dark  below. 

From  the  northern  part  of  T.  64  we  find  the  rocks  gradually  rising 
to  the  north-east.  At  Crumpacker's  Mill  some  of  the  nienibers  of  the 
last  sections  are  seen  resting  on  a  lower  Sandstone,  in  the  following 
order : 

No.     1.    Slope  from  the  top  of  a  low  hill. 

No.     2.     3  feet  rough   drab  Limestone,  containing  Bdleropkon,  Aih.nubtUito. 

Fish  ieith,  l^\i,sulina  eyUndi'ica,  Rliombopora. 
No.  3.    1  footgreen  Shales withCVtwoirf  stems  and  C'h,  granuUfera 9 
No.  4.    10  Inches  red  Shales. 
No.  5.    1  foot  6  inches  green  Shales. 
No,  fi.    3  feet  nodular  Limestone  and  Shales. 
No.  7.    0  inches  olive  Shales. 
No.  8.    1  to  3  inches  Limestone  resting  oa  No.  9,  and  abounding  in  Sp.  plana~ 

convexus,  also  containsjisA-iee^A. 
No.  9.    2  feet  6  inches  Sandstone  with  Cho7iditea  colleti ! 
No.  10.    2'2  feet  mostly  sandy  Shales. 

The  Tipper  beds  here  are  evidently  equivalent  to  the  lower  strata 
at^enry''B  Mill.  Heinipronites  craxsus,  Pr.  longispinus,  Sp.  Kentuck- 
ensie,  Sp.  planoconvexua  and  a  Ohoneies,  were  also  found  at  this 
place. 

Although  beds  of  the  series  last  described  occur  on  Spring  Creek, 
they  are  nowhere  well  exposed-  We  find  beds  occupying  a  higher 
position,  also  beds  which  lie  below,  but  the  intermediate  ones  are  not 
seen.  With  the  lower  beds  are  found  the  Spring  Creek  Coal,  to  be 
spoken  of  in  the  following  pages. 

In  Lhe  western  part  of  Sullivan  county  we  find  no  exposures  of 
solid  beds  of  rock.  On  West  Locust  Creek,  north  of  T.  63,  there  are 
only  a  few  out  crops  of  soft  Limestone. 
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We  will  now  discuss  such  Coals  as  are  mined,  or  worthy  of  par- 
ticular notice. 

Mr.  Norwood  observed  on  and  near  Big  Locust  Creek,  in  the 
southern  part  of  the  county,  the  following  Coal  banks  : 

Maloney's,  in  S.  W.  N.  E.  Sec.  18,  T  (31.  R.  20,  appearing  thus : 

No.    1.    Upper  Slope. 

No.    2.    5  feet  dark  drab  Clay  Shales. 

No.    3,    3  to  6  inches  dark  blue-black  Limestone  (sepataria)  contiiioiiigp  Cardi- 

um  Lexingtonensis. 
No.    4.    3  to  5  inches  brown,  coarse-gi'aifted,  tolerably  soft,  argillaceous  Lime- 
stone. 
No.    5.    5  to  7  feec  bituiiiiuous  Shales  with  large  dark-blue  hard  and  brittle 
Limestone   concretions   containing  a  small  AUoriema,  Pteu.  spect- 

oiia,  Jthynconella ,  Nueula ,  Bellerophon  and  Cwrdiamarpha. 

Missouriensis. 
No.    6.    ]  foot  6  inches  Coal. 

From  the  fossils  and  associate  rocks,  I  am  disposed  to  believe  this 
Coal  to  be  the  equivalent  of  the  Coal  worked  three  miles  to  thesouth- 
west  of  Laclede,  Linn  county,  and  on  Black  Water,  Johnson  county, 
as  also  that  of.the  Malky  Coal,  in  Lafayette  county.  From  the  fossils 
in  the  overlying  beds.  Prof.  Worthen,  of  Illinois,  thinks  there  is  a 
close  resemblance  to  Coal  No.  3,  of  the  Illinois  Geologists.  But  there 
are  more  than  three  Goals  below  this  in  the  Missouri  Coal  Field. 

At  Mr.  Kirby'e  place,  in  the  K  E.  S.  W.  Sec.  21,  T.  61,  R.  20,  the 
same  bed  of  Coal  is  worked.  At  this  place  it  is  covered  by  from  2  to 
6  feet  of  bituminous  Shale,  containing  large  silico-bituminous  concre- 
tions. The  Ooa!  is  traversed  by  many  joints, 'often  slightly  curved* 
which  are  generally  filled  withOalcite,  and  sometimes,  but  not  often, 
with  a  littleTron  pyrites.  It  seems  to  be  of  alternate  layers  of  coarse 
rough  fracture,  and  very  fine,  smooth,  fracture,  shiny  or  jet  coal ;  faint 
plant  impressions  are  seen  on  the  surface  of  the  deposit, 

Near  Field's  Mill,  Sec.  8,  T.  61,  R.  20,  this  Coal  has  been  iound, 
but  it  ia  not  worked-  It  is  said  to  be  eighteen  inches  thick,  but  it  was 
only  partially  exposed.  In  Sec  14,  T.  (JJ,  R,  20,  it  occurs  in  a  very 
irregular  bed.  Slate  and  Limestone,  with  fossils,  are  found  similar  to 
the  bed  at  Molonev's. 


,v  Google 


GEOLOGICAL  SUEVEIY. 


THE    LOWEK    SPRING  OKEEK  00 AL. 

Ooal  No.  67,  of  our  Section,  has  been  found  at  many  places  on 
(Spring  Oreek,  At  present  most  of  the  mines  are  filled  up.  To  show 
its  position  with  the  beds  of  our  Section,  I  will  here  introduce  a  few 
descriptive  sections.  On  the  landof  J.  Bookout,  near  the  line  of  Sees. 
27,  and  34,  T.  64,  K  18,  we  have  : 

So.    1 ,    G  iuehes  bluish  drab  Limeatoue,  weathering  drab,  full  of  Fr.  cosiafus 

P.  Prattsnanus,    Gh.    VemeaUiana,  Msekslia  atriaio-eostaia  Bryozoa. 

No.    3.    10  iiiehoB  Limestone — liner  grmned  than  the  last.    Color,  ash  to  drab 

weathering  brown.      ContainM  Altorisma  regularU,  Aidculopeeien 

oecidenialia. 

No.    3.    2  feet  tough  and  nodular  ash-grey  Limestone  contains  butftw  fossils, 

No.    4.    1  foot  6  inches  p«a  green  filable  and  shaly  Limestone,  contMoing 

\atgft  Orinoid  stems  Sp.Cameratas  Hemipromtes,  Ch.  mesolobn,  3'. 

longispiiius. 

No.    5.    2  feet  olive  shales  with  streaks  of  Coal  and  nodules  with  a  small 

The  Coal  is  just  beneath,  and  was  concealed,  but  it  is  said  to  be 
3^  feet  thick. 

Coal  has  been  worked  at  various  times  on  the  bluffs  of  Spring 
Oreek  below  this.  Mr.  (J.  J.  Norwood  obtained  the  i'ollowins  Section 
at  Avery  Woods',  in  N.  E.  Sec.  27,  T,  64,  R.  18 : 

Slope  with  red  Shales  containing  nodulea  of  red  Hematite  near  the 
lower  part.    {No.  16  of  General  8eetion), 

3  feet  rough  nodular  gray  Lioiestone, 

1  foot  coarse  grained  Limestone  containing  A  Ih.  nnblilita.  and  abound- 
ing in  Sp.  planocuiwexiis. 

9  feet  Slope. 

8  feet  gi-een  sandy  shales  with  thin  beds  ol"  sandy  Limestone  nodules 
in  the  upper  part,  and  a  thin  layer  of  hard  Sandstont;. 

8  feet  calcareous  Sandstone. 

8  feet  olive  Shale. 

3  feet  shaly  slope.  Limestone  at  bottom,  with  Archmoadaris, 

1  foot light-blueandgray,even-bedded, sandy  Limestone,  containing 
Sp.  jilanoeonveicus,  Pr.  longispinvs,  P.  cosiatits,  RhyneoneUa,  Chonetea 
•mesoloba,  Hemipronitea  crassus,  Lophophyllum  prolifemvi. 

2  feet  blacl;  Shale. 
1  foot  even  layer  of  drab,  earthy  Limestone,  containing  P.  coslatus, 

Hemipronites  crasaus.  Athyria  stibiilita,  Crinoid  Stems  and  Bryozoa. 
1  foot  blue  Clay, 

3  to  4  feet  Coal  (concealed). 
Blue  Clay. 
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I. 
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2. 

No. 

3. 

Ho. 

4. 
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5. 
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C. 
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7, 
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No.  15.    8  feet  Slope. 

No.  16,    2  feet  irregularly-bedded,  ftne-griiindU,  hard  Limeptoiie. 

No.  17.    15  feet  Slope  to  creek,  with  out-crops  ot  Sandstone. 

On  the  north  side  of  Spring  Oreek,  o!i  Beeler's  land,  we  find  ; 

No,  1.  1  foot  6 inches  dmb  (Hydraulic?)  Lliaestoue,  eonta,mmg  AlloHBmo, 
Mee/cella  siriaio-costata.  Chanties^  Pr.  cosiaiua,  Hemipronites  crassus, 
Aihyria  suMUita,  with  Caul^'piies  inavginaiys  {?)  on  lower  bed. 

No,    2.    8  inches  olive  Shales. 

No.    3.    1  foot  4  Inches  rough,  .^h  drab  Limestone. 

No.    4.    6  Inches  Shales,  with  Jayer  of  nodnlar  Limestone. 

No.    5.    1  foot  Shales. 

No.    6.    6  inches  bituminous  Shales. 

No.    7.    7  inches  Coal — bright  blacjt,  with  Calcite  in  joints. 

No.  8.  3  inches  black,  carbonaceous  rock,  approaching,  in  general  appear- 
ance, "Mother  of  Coal,"  but  eaa  hardly  be  called  the  normal 
■'Mother."  It  presents  a  dull,  black  appearance;  has  an  irregular 
fracture,  with  occasional  shiny  Coal  particles,  and  eontnins  carbo- 
naceous matter  throughout,  and  some  Iron  Pyrites. 

No.    !t.    Coal,  {thickness  not  seen,) 

Eleven  i'eet  lower  down  is  a  thick  bed  of  brown  Limestone.  The 
total  thickness  of  tiie  Goal  is  said  to  be  three  feet. 

At  Jack  Conklin'a  near  the  county  line,  the  Coal  is  three  feet  in 
thickness,  and  capped  by  a  six-inch  layer  of  bituminous  Shales  and 
one  foot  of  olive  Shales  (calcareous)  above,  with  a  roof  above  these, 
of  four  feet  of  Shales  and  Limestones,  similiar  to  those  at  the  above 
Darned  places. 

In  Sees.  18  and  19  of  T.  (34,  R.  18,  Coal  (^o.  4  of  General  Section) 
was  mined  in  several  places;  but  for  what  reason  I  can  not  say,  unless 
for  want  of  a  good  market,  they  are  all  abandoned  at  present.  I  only 
(1873)  could  see  it  at  Mrs.  Downing's.  It  is  here  18  inches  thick,  and 
reached  by  a  horizontal  Drift.  Up  a  branch,  westward  about  half  a 
mile,  one  foot  of  poor  slaty  Coal  crops  out  at  the  foot  of  the  hill.  On 
another  tributary,  one  quarter  of  a  mile  south,  the  Goal  was  observed 
two  feet  in  thickness,  and  19  feet  above  the  branch.  It  rests  on  about 
two  feet  of  clayey  Shales,  containing  plants,  which  is  succeeded  be- 
low by  gray,  shaly  Sandstone.  Thirteen  feet  below  the  Coal  we 
find  four  feet  ot"  a  shaly  Sandstone,  containing  a  seam  of  Coal  of  from 
one-half  to  three-quarters  of  an  inch  in  thickness,  with  a  lower  seam 
of  three  inches.  Three-quarters  of  a  mile  north  of  Downings,  on  the 
west  side  of  Spring  Oreek,  the  Coal  is  seen  35  feet  above  the  valley. 
The  total  thickness  is  not  seen,  but  is  probably  two  feet. 
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This  Coal  crops  oat  in  the  ravines  on  the  lands  of  David  Sodder, 
in  the  S.  W.  quarter  Sec.  27,  T.  63,  E.  20,  and  occars  thus : 

No.  1.    16  feet  Slope,  with  Llmeetono  in  loose  masses,  cont&ing  Amculopecieit, 

inieriineatas,  BJiombopora  and  Pr.  longiapinus. 
No.  2.    18  feet  Clay  Shales,  in  thick  laminfe. 
No.  a.    20  to  30  inches  Goal  and  Clay,  arranged  as  follows : 

a.  6  inches  olive  Shales  (clayey). 

b.  10  inches  Coal. 

c.  2  inches  ash-eolorecl  Clay,  with  Seleiiite. 

d.  1  foot  6  inches  black  Shales. 

e.  4  to  5  inches  nisty  Coal. 
/.    3  inches  Clay. 

g.  IJinch  Coal. 
h,  ]J  inch  Clay, 
i.     3i  inclm*  Coal. 

TIlis  is  succeeded  by  a  bed  of  Fire  day,  and  then  Sandstone. 

From  examination  near  Milan  we  are  induced  to  say  that  this 
Coal  passes  under  the  town,  at  about  100  feet  below  the  hill-top,  or 
60  I'eet  above  the  valley  of  Locust  Creek,  in  which  borings  were  being 
made  for  Coal.  Examining  our  Section,  we  would  then  have  for  pros- 
pective beds  to  be  found  in  the  boring,  and  taking  the  surface  for 
unity,  at  327  feet,  18  inches  of  Coal ;  at  298  feet,  2^  to  3  feet  of  Coal, 
and  at  387  feet,  3^  to  4  feet  of  Coal. 

The  Coal  of  David  Sodder's  may  be  found,  by  examinations, 
by  digging  about  80  or  lOO  feet  below  the  top  of  the  ridge,  at  or  near 
Milan,  for  two  or  three  miles  N.  W.,  and  as  many  south.  It  may  also 
be  found  under  an  area  of  several  square  miles,  near  Spring  Creek. 
It  is  a  soft  and  brittle  Goal,  with  a  middle,  dull  black  seam  of  four 
inches,  and  an  occasional  thin,  jet-black,  shiny  layer  of  one-sixteenth 
to  one-eighteenth  of  an  inch  in  thickness.  This  seam  is  jointed,  the 
joints  are  filled  with  white  and  brown  rust.  Plant-like  impressions 
occur  between  the  seams.  The  bottom  seam  of  three  and  one-half 
inches  is  soft  and  brittle,  splitting  into  thick  layers,  and  is  also  jointed 
with  Calcite  between  the  joints.  An  occasional  thin  seam  of  Pyrites 
and  a  little  mineral  Charcoal  occur  on  the  layers,  and  faint  plant  im- 
pressions are  seen  on  the  beds  of  deposit. 

Mrs.  Downing's  Coal,  already  mentioned,  occurs  in  Sec.  18,  T.  64, 
E.  18,  and  is  supposed  to  be  the  same  bed  as  Sodder's.  The  bed  is  18 
inches  thick  and  the  Coal  is  hard  and  jointed.  It  splits  into  thick  lay- 
era  and  breaks  in  large  masses,  but  often  in  a  sub-conchoidal  form, 
being  bright  shiny  and  irridescent  in  color.  Iron  pyrites  sometimes 
incrust  the  joints,  and  a  white  powder  is  found  in  them. 
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Besides  the  Coals  above  mentioned  we  iiiid  in  Sec.  34,  T.  63,  R.  21, 
jin  outcrop  of  7  inches  of  Coal,  capped  by  3^  feet  of  dark  blue  Shales 
which  underlie  1^  feet  of  bituminous  Shales.  The  Coal  is  underlaid 
by  1-J-  feet  of  Fire  Olay,  This  Coal  is  probably  No.  14  of  the  General 
Section. 

We  may  safely  expect  to  find  this  county  underlaid  by  the  same 
beds  as  Linn,  under  the  entire  surface  of  648  square  miles — say  6|-feet 
in  thickness,  to  which  add  2  feet  of  Coal,  underlying  an  area  of  about 
10  square  miles,  and  we  have  4,719,255,55:2  tons  of  Coal  in  this  county. 

CLAYS. 

The  under  Clays  of  some  of  the  Coa!  beds  may  aiford  good  niato- 
riai  for  fire-brick. 

One  and  a-half  miles  south  of  Milan,  Mr.  Norwood  observed  about 
10  feet  of  good  Potter's  Clay,  occurring  in  a  valley  between  two  hills. 
Good  beds  of  this  Clay  may  be  found  in  other  parts  of  the  county,  but 
are  at  present  so  deeply  covered  with  recent  deposits  as  to  entirely 
conceal  them. 

Beds  of  good  Red  Ochre  are  not  much  exposed  but  may  be  looked 
for  on  the  waters  of  Spring  Creek,  also  on  Locust  Creek,  west  of  Mi- 
lan, in  Sees.  10  and  II,  T.  63,  K.  31,  Sec.  9,  T.  63,  E.  20,  and  See.  13,  T. 

63,  R,  20.  These  red  Shales  sometimes  contain  nodules  of  red  Hema- 
tite, but  I  saw  but  few  of  them  in  this  county.  At  Thompson  Cassa- 
dy'a  the  red  Shales  contain  red  calcareous  Ironstone  nodules,  also  thin 
calcareous  Ironstone  beds,  and  minute  scales  of  bright  Iron  oxide 
sometimes  occupy  fractures  in  the  shaly  beds.  The  oxide  seems  to 
have  infiltrated  the  cracks  and  the  Shales  seem  soon  after  to  have 
been  pressed  together,  leaving  a  coating  of  a  bright  metallic  appear- 
ance.   Some  of  the  nodules  are  Ochrey,  as  are  also  some  of  the  Shales . 

BUILDING   STONE. 

Good  building  material  is  not  abundant  in  the  county,  although 
there  are  many  quarries  containing  rock  very  suitable  for  walling 
wells  or  common  rough  stone-work.  In  Ks.  18  and  19  and  as  far  north 
as  T.  64,  we  only  occasionally  find  beds  of  Soft  Sandstone.  On  Yel- 
low Creek,  near  the  southero  line  of  the  county,  is  a  Limestone  bed 
which  I  suppose  to  be  equivalent  to  No.  42  of  General  Section.     In  T. 

64,  R.  IS,  we  find  both  Sandstone  and  Limestone. 

The  Sandstone  near  Clark's  old  place,  is  found  in  very  thick  beds, 
but  I  can  not  class  it  among  first  rate  building  material. 

The  Limestone  overlying  the  Coal,  neat  the  eastern  county  line, 
is  probably  a  Hydraulic  one. 


,v  Google 


240  CiEOLOGICjlb    SUKVEY. 

The  best  quarry  to  be  seen  in  the  county  is  that  of  James  Webb, 
inSec.  29,  T.  (34,  E.  20.    The  succeasion  of  beds  appear  thus  : 

No.  1.    1  foot  liiird  gray  SanOstoue. 

No.  2.    4  feet  6  inches  brown  ferruginous,  calcareous  conglomerate. 

No.  8,  1  foot  6  inches  to  3  feet  coarse  Ijiraes tone, passing  Into  a  Clay,  con- 
glomerate. 

No.  i:    15  feet  soft,  deep  brown  Llmestonf;. 

No.  5.  3  to  4  feet  gray, flne-gi'aineJ,  fi:eeiy  worldiig  Siind stone— an  excellent, 
building  material. 

Noa.  1  and  5  are  composed  of  minute  grains  of  rounded  Quartzose 
Sand,  cemented  by  calcareous  matter,  efferyeacins  freely.  No  1  is 
much  coarser  than  No.  5. 

A  Sandstone  quarry  on  Wilhite  Branch  appears  thus  : 

No.  J.  lfoot6inches  fine-grained,  di-ab colored  Saiidstono. 

No.  2.  5  inches  shaiy  Sandstone. 

No.  ii.  9  iaclios  coarse,  soft  and  lirowii  specked  Sandstone. 

No.  4.  4  feet  ii  indies  line-grained,  brown  specked  Sandstone. 

These  beds  are  thick  enough  for  most  purposes,  and  the  quarry 
will  in  time  be  valuable,  but  I  consider  the  quality  only  second  rate- 
There  are  in  this  neighborhood  many  outcrops  of  good  Limestone 
suitable  for  the  manufacture  of  Lime ;  also  others  near  Milan. 

Rock  is  scarcely  ever  seen  in  the  south-eastern  part  of  the  county, 
for  it  is  covered  mostly  with  deep  Drift. 

A  blue  Limestone  (probably  No.  42)  was  only  seen  on  Yellow 
Creek,  Sec.  35,  T.  61,  E.  18. 

The  quality  of  the  Sandstone  is  generally  inferior,  and  not  many 
beds  will  stand  exposure. 

CHALYBEATii;    SPRING. 

In  Sec.  34,  T.  64,  R.  31,  a  spring  whose  waters  are  considerably  im- 
pregnated with  Iron,  issues  from  the  Sandstone. 

SOIL    AND    I'EODUOTS. 

Tlio  soil  of  Sullivan  is  generally  good.  The  richer  lands  lie  near 
Big  and  Little  Yellow  Creeks,  East  Locust  Creek  and  parts  of  Te.  63 
and  64,  K.  21  W.,  near  ESmwood  Branch.  These  lands  produce  fine 
crops  of  corn  in  most  seasons,  and  with  proper  care  60  bushels  of  corn 
or  25  bushels  of  wheat  in  good  seasons.  Fifty  bushels  of  corn  per 
acre  is  considered  a  good  crop.  The  soil  on  the  hills  between  East 
and  West  Locust  Creeks  is  very  often  thin,  but  can  produce  good 
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crops  of  wheat  in  favorable  seasons.  Unless  wheat  is  well  put  in  the 
winter  frost  is  apt  to  kill  it  onL    Spring  wheat  is  succeBsfnlly  raised. 

Most  vegetables  of  this  climate  are  produced,  and  apples  of  fine 
quality  are  grown. 

Grasses  succeed  well,  the  blue  grass  springing  up  everywhere, 
and  I  saw  as  good  Timothy  meadows  as  1  have  seen  anywhere. 
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CHAPTER   XIV. 


ADAIR   COUNTY. 


BY   ft.   C.   BROADIIEAD. 


GEOGRAPHICAL  DETAILS  AND  SUKFACE  CONFIGURATION. 


Adair  county  embraces  an  area  of  567  square  miles  lying  in  the 
northern  part  of  the  State,  and  is  divided  by  a  main  north  and  south 
ridge  into  two  portions.  That  east  of  this  ridge  is  watered  by  streams 
iiowing  toward  the  MissisBippi.  West  of  the  "Divide,"  the  streams 
flow  off'  to  the  Missouri.  The  topographical  features  of  these  two  por- 
tions of  the  county  are  dilTerent.  While  the  eastern  portion  is  gently 
sloping  and  undulating,  the  western  is  more  often  hilly  and  broken. 
In  the  eastern  part  the  "  Drift"  ia  deeply  strewn  over  the  whole  sur- 
face, entirely  concealing  all  solid  rock  formations.  We  also  find  a 
deep  "Drift"  deposit  in  the  west,  but  the  wearing  of  the  stream  chan- 
nels has  Jefl  exposed  along  their  margins,  and  frequently  on  hill  sides 
above,  the  Sandstones,  Limestones,  etc.,  of  the  Coal  Measures. 

TIMBEB    AND    PRAIEIE. 

Belts  of  timber  are  found  in  the  eastern  part  of  the  county,  near 
the  streams,  and  sometimes  on  the  adjacent  hills.  The  "  bottoms  " 
consist  mostly  of  prairie.  West  of  the  "  Grand  Divide,"  we  find  the 
Chariton  hills  covered  with  timber,  often  of  large  si^e  and  of  good 
quality,  consisting  mostly  of  White  Oak,  and  some  Black  Oak,  with 
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■occasionally  Hickory.  The  bottoms  are  supplied  with  a  heavy  growth 
of  timber,  and  on  the  tributaries  of  Chariton  and  on  Spring  Creek, 
are  fine  groves  of  Sugar  trees.  Adjacent  and  north  of  Spring  Creek 
are  good  bodies  of  timber,  but  in  the  south-western  part  of  the  county 
the  hills  barely  support  a  growth  of  Scrub  Oak,  (chiefly,)  giving  to 
this  region  the  appearance  of  "  Barrens." 

The  Barrens  include  most  of  the  county  west  of  the  Chariton 
Eiver  and  south  of  Spring  Creek,  and  consist  of  irregular,  winding 
and  sharp  ridges  of  I'rotn  100  to  150  feet  in  hight,  with  but  little  soil, 
being  composed  in  the  main  of  Drift — Olays,  Sand,  Pebbles  and  Bonl- 


ders. 

The  following  is 

a  list  of  the  trees,  shrubs  i 

md  vines  found  in  this 

county: 

Crab  Appl«, 

Bliiek-JacliOak, 

Hed  Biul. 

Aspen, 

Button  Bush, 

Rose, 

Ash, 

Corallierry, 

Kii^pheri-y, 

Red  Bireh. 

Ked  Cherry, 

Green  Brier, 

liladdernut. 

Ohoke  Cheiry, 

Hackberi-y, 

Buckeye, 

Cottonwood, 

Hazel, 

Box  Eider, 

Dogwood,  (2  species,) 

Black  Haw, 

Bitter  Sweet, 

Amoriean  or  White  Elm, 

Gooseberry, 

Pignut  Hickoiy, 

lied  or  Slippery  E!ra, 

Shell-bark  Hickoiy, 

Po-ift  Oak, 

Thick  Shell-bark  Hick- 

ironwooti. 

Swamp  WliiteOiik, 

Suaiaeh, 

Honey  i,oeiist. 

Ciimqiiepin  Oak, 

I'oison  Oak, 

Linden, 

Pin  Oak, 

Tliorn,  (several  species,) 

Wlilte  Maple. 

Spanish  Oak, 

BUck  Walnut, 

8uxar  Maple. 

Laurel  Oak, 

White  Walnut, 

Rod  Oak, 

Burr  Oak. 

U'aalioo, 

White  Oak, 

American  Plum, 

Red  P.oot. 

Blaek  Oak, 

Aspen  {Populus  iremuloides)  was  observed  but  rarely.  I  also 
found  it  in  Sullivan  county,  on  Locust  Creek.  It  may  be  found  in 
some  of  the  counties  to  the  north-west.  It  is  a  very  pretty  and  well 
formed  little  tree. 

Burr  Oak  trees,  with  elongate  acorns,  often  abound  on  the  hills 
sn  this  county,  and  north,  and  west,  but  no  further  south. 
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STREAMS    AND    SPKINGH. 


The  streams  flowing  east  of  the  "  Divide  "  are  sluggish,  and  during 
dry  seasons  contain  but  little  water.  Those  west  are  clear,  and  mostly, 
pretty  streams,  with  beds  of  clean  Sand.  On  the  Chariton  River  are 
several  good  mill  sites,  and  the  stream  aftbrds  sufficient  power  for  mill- 
ing purposes  during  the  greater  part  of  the  year. 

Springs' are  rare. 

Water  for  drinking  or  domestic  use  is  obtained  from  cisterns  or 
wells.  At  Kirksville,  and  on  the  prairies  east,  good  water  in  quan- 
tity sufficient  for  most  purposes,  is  obtained  at  from  20  to  30  feet,  and 
rises  up  through  beds  of  Drift  Sand.  The  water  in  the  Chariton  tribu- 
taries, is  sweet  and  pleasant  to  the  taste.  In  some  of  the  streams 
flowing  through  beds  of  Sandstone,  the  waters  partake  very  much  of 
a  Chalybeate  character,  and  eucli  is  the  character  of  the  water  in 
Hazel  and  Hog  Creeks,  and  a  few  others,  which  have  marked  diruetio- 
properties.  There  are  several  fine  Chalybeate  springs  near  Mr.  Hen- 
dren's,  on  Hog  Creek. 

SUKFACE    GEOLOGY. 

The  surface  deposits  consist  of  Alluvium  and  Drift  The  AUuvi- 
am  includes  local  and  recent  deposits  along  the  streams,  and  the  soil. 

BLTJi'F. 

The  upper  8  to  15  feet  of  the  Clays  resting  just  beneath  the  aoil^ 
such  as  we  find  in  the  eastern  part  of  the  county  may  be  a  represen- 
tative of  the  Bluff. 

Near  Meek's  mill,  on  Sugar  Creek,  we  find  exposed  8  feet  of  Clay,, 
brown  at  top,  becoming  darker  below,  and  containing  white  calcare- 
ous concretions.  These  Clays  are  generally  marly,  and  good  fertil- 
izers, and  when  mingled  with  the  surface  soil  impart  additional  fer- 
tility. 


Below  the  Clays  last  named,  we  flud  beds  of  Clay  with  smal 
rounded  pebbles  ;  and  stiil  lower  is  found  sandy  Clay  with  pebbles. 

These  latter  beds  are  often  reached  at  4  and  6  feet  below  the  sur- 
face, but  are  generally  deeper.  In  digging  wells,  water  is  generally 
obtained  in  the  Sand  and  Gravel  beds.  Still  lower  we  reach  beds  of 
blue  Clay,  and  masses  of  large  rounded  boulders.    The  abrasion  pro- 
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duced  by  the  agency  of  water,  will  sometimes  present  the  lower  beds 
on  the  surface,  and  along  the  streams  are  often  found  large  boulders 
of  igneous  rocks. 

A  section  on  Sugar  Greek  presents  the  following : 

No.  1.    15  feet  Slope  from  hill-top. 

No.  2.    8  feet  Clay,  brow.i  at  top  and  contains  wViite,   calcareous  nodules, 

(concretions.) 
No.  3.    15  feet  beds  of  white  Sand,  brown  Sand  auil  pebbles, 
No,  4.    30  feet  mass  of  boulders,  pebbles  and  Sand. 

■  At  Nineveh,  we  find  exposed  20  feet  of  Clay,  dark  blue  and  brown 
mottled  in  the  upper  portion,  the  lower  part  being  brownish  mottled. 
This  rests  on  a  6-inch  bed  of  brown  Sand,  which  again  reposes  on  a 
8-foot  bed  of  blackish  Clay,  with  pebbles.  The  Sand  beds  here  thicken 
up,  and  we  again  find  a  mass  of  black,  soft  Sandstone. 

On  the  Barrens,  in  the  southern  part  01  the  county,  the  beds  of 
"  Drift,"  containing  round  pebbles,  are  often  at  the  sarlace.  and  hence 
the  poor  character  of  the  soil. 

The  boniders  consist  of  Granite,  Syenite,  Hornblende,  Greenstone, 
Qnartzite,  Jasper,  Quartz,  Agate  and  Limestone. 

In  the  lower  beds  of  the  Drift  there  is  sometimes  found  associated 
with  the  blue  Clay  or  with  the  Sand  and  Gravel  beds,  in  juxtaposition, 
masses  of  leaves,  sticks  and  bark.  These  are  found  sometimes  as  much 
as  100  feet  below  the  surface. 

From  wells  dug  in  the  northern  and  eastern  parts  of  the  county, 
we  have  proof  that  the  "  Drift "  spreads  over  this  district  to  a  depth  of 
175  feet. 

We  suppose  the  ridge  at  Kirksville  to  be  as  high  as  any  other  part 
of  the  county,  Levelings  show  that  it  is  180  feet  above  the  bottoms 
of  Chariton  Eiver,  The  Limeatonea  on  Big  Creek  extend  as  much  as 
40  feet  above  Chariton  bottoms,  with  at  least  as  much  as  40  to  60  feet 
of  Sandstones  and  Shales  above.  This  would  leave  not  over  80  or  100 
feet  of  Drift  at  and  south-west  of  Kirksville.  Borings  at  Mr.  Eley's, 
12  miles  north-east  of  Kirksville,  extended  175  feet  through  Drift, 
reaching  blue  Clay  at  55  feot.  This  shows  that  throughout  the  eastern 
part  of  the  county  there  exists  a  deep  glacial  trough,  extending,  prob- 
ably through  the  Coal  Measures  and  reaching  nearly  to  Kirksville — 
since  filled  with  Clays  and  boulders. 

LOWER    OARBONIFEliOUS    ROCKS, 

The  eastern  strip  of  12  miles  in  width,  extending  from  the  north 
to  the  south  line  of  the  county,  exhibits  no  regular  strata  of  rock,  but 
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from  the  position  and  inclination  of  the  strata  appearing  on  the  west^ 
we  believe  we  can  safely  say  that  most,  if  not  all,  of  this  part  of  the 
county  is  underlaid  by  Coal  Measure  rocks.  These  rocks,  when  seen^ 
are  those  of  the  Lower  Coal  Measures,  and  extend  from  the  mouth  of 
Rye  Creek  northward  along  and  near  Chariton  Eiver.  Beds  a  little 
higher,  geologically,  appear  on  Spring  Oreek  and  on  Shut-eye  Creek.. 
In  the  western  tier  of  townships,  we  find  the  upper  Sandstone  of  the 
Middle  Coal  Measures,  or  No.  5  of  our  General  Section.  Tiiis  Sand- 
stone appears  near  the  hill-top  near  the  head  of  most  of  the  streams 
near  Kirksville — sometimes  in  very  thick  beds.  On  Alum,  it  occurs 
in  thick  beds  at  one  place,  having  the  lower  part  eroded  leaving 
the  upper  beds  overhanging.  A  white  substance,  either  Alum  or 
Sulphate  of  Iron  deposited  on  the  surface  in  small  quantities—hence 
the  name  Alum  Cave  and  Alum  Creek.  The  Sandstone  here  is 
traversed  by  a  few  minute  Coal  seams,  and  the  lower  part  contains 
a  little  red  Ochre.  Other  beds  just  beneath  are  shaly  for  10  feet» 
then  giving  place  to  about  5  feet  of  rough  conglomerate. 

At  Miller's  Mill,  on  Alum  Creek,  there  is  44  inches  of  dark,  ash  blue 
Limestone — the  upper  26  inches  being  shelly  and  variegated  with 
occasional  dark  specks,  while  the  lower  18  inches  is  an  even-bedded, 
jointed  Liraestone,  the  angles  forming  rhomboidal  blocks.  Its  fossil* 
are  /Sp.  lineatus,  Aviapeo,  interlineatus  and  Orthoceraa  ■  This  rock  I 
supposed  to  be  near  the  base  of  the  Upper  Coal  Measures,  and  ia 
probably  No.  74  of  the  General  Section  of  1873,  or  No.  2  ot  our  Gene- 
ral County  Section.  The  beds  and  fossils  are  just  like  the  rock  over 
David  Sodder's  Coal,  near  Milan.  The  fossils  found  here  are  /*?■. 
lonffispinus,  AviGpee,carhoniferus  and  Orthoceras- 

Up  a  small  branch  coming  from  the  north,  we  found  the  rocks 
(Limestone)  dipping  5"  to  the  north,  A  little  further  up,  there  is  & 
feet  of  bituminous  Slate,  but  no  Coal.  Our  section  in  this  neighbor- 
hood would  be : 


No. 

1. 

Sandstonti. 

No. 

3. 

No. 

3. 

A  few  feet  Slope. 

No. 
No. 

4. 
5. 

4  feet  of  Limestone. 
2  (mt  dark  blue  Shales. 

No. 

6. 

28  feet  of  Sandstone. 

No. 

7. 

2  feet  red  and  green  Shales. 

No. 

8. 

1  foot  of  red  Shales,  slightly  ; 

Ko. 

!). 

Roufih  beds  of  line-grained  L 
Gcnei'al  Section. 
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These  beda  may  be  found  oq  Alum  Ureek,  at  Dumy's,  Sharr's 
Mills  and  on  Big  Creek  hills  at  many  places.  The  upper  strata  are 
well  represented  abnut  oiie  mile  west  of  Kirkaville,  where  they  form 
benclies  across  the  stream.  Mr.  Norwood  made  the  following  section 
here: 

No.  1.  3  fctt  drab  and  greenish  drab,  irregularly  betlUed,  mostly  compaof, 
hard,  line-grained  and  sometimes  mottleil  Limestone.  Contflina 
but  few  fossils  and  only  found  Aih.  subUlUa  and  Q-inoid  columns. 

Ko.  2.  1  foot  6  inches  roogii,  mottled  bluish  and  light  drab  Limestone,  nodu- 
lar at  the  top  and  containing  Sp.  planoconvexus,  Aih.  suitUita  and 
Crinaid  Stems. 

No.  '6.  10  inches  olive  and  blue  calcareous  Shales,  containing  CAo.  mesotofiit 
and  Sp.  planoeoimcxus. 

No.  4.  6  inches  greenish-drab  and  STay  argillaceous  Umestone,  contains 
Retsia  punetilifera,  Sp.  platioeonvexiia,  Hemipronites  eraaaus,  Fusii-- 
lina  cylimdrica  and  Rhombopora  iepidodendroides. 

No.  5.  2  feet  Shale,  olive  above  and  passing  into  argillo-bi luminous  below, 
with  calcareous  nodules  thronghout,  containing  Pi:  longispimt^, 
Hemipronitea  ei-aaim,  Sp.  Keittiickemis,  and  Choneies, 

No.  (i.  1  foot  4.  inches  ash  drab,  irregularly  bedded,  flne-grained  Limestone, 
fnll  of  Caleite  veins  and  ppeclts,  and  abounding  in  Athyris  suiiiliia, 
also  contMOiDg  JV.  longispinus,  Sp,  perplexus,  FusuUna  eylindnea. 

No.  7,  2  inches  yellowish  green  Shales,  abounding  in  Pr.  longispinua,  als<) 
containing  Semyiroiiiies  erassun,  Sp.  planoconvesms  and  CAoieies. 

No.    8.    1  inch  black  Shale. 

No.    0.    2  feet  dark  green  Shales. 

No.  10.  1  foot  to  6  inches  nodular  Limestone  and  Whales,  containing  Bryozou, 
Fisittlapora,  and  Hemiproniies. 

The  above  section  includes  from  Nos.  19  to  40  of  our  General  Ver- 
tical County  Section.  This  group  is  found  on  the  head  of  all  the 
little  branches  of  Big  Creek,  and  on  the  hills  near  the  Chariton,  also 
on  Sugar  and  Alum  Creeks,  on  Ely's  Greek,  high  in  the  bluffs  of  Billy's 
Creek  and  of  Spring  Creek. 

No.  37  of  our  General  Section,  was  not  observed  in  this  county, 
but  I  think  it  may  be  found  in  some  places  after  removing  overlying 
debris.    It  is  well  exposed  at  Henry's  Mill,  Sullivan  county. 

No,  28  is  very  fine-grained,  traversed  by  minute  veins  and  specks 
of  Caleite,  and  would  look  well  if  polished.  It  occurs  in  a  very  even 
bed,  is  of  a  uniform  dove  color.     It  is  fftund  on  Big  and  Sugar  Creeks 
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and  on  Billy's  Creek,  near  Oampliell'e,  and  lower  down.  Obscure  re- 
mains of  very  minute  ( almost  microscopic)  fOBsils,  are  sometimee  abun- 
dant. Below  the  last  we  have  3  to  4  feet  of  shelly  Limestone,  some- 
times a  greenish  Shale  and  always  full  of  fossils  mosiiy  Ath.'jiuhtiUta 
audPr.  cosiaius;  other  fossils  seen  were  Ath.  Missourienais,  Hem- 
ipTonites  erassus-,  Meekella,  8p.  oameraius,  Pr.  Nebrascenais,  LopTi- 
pliyllum^  and  a  fish  tooth. 

These  beds  being  almost  entirely  made  of  fossils,  are  easily  recog- 
nized. They  are  found  at  most  places  where  the  last  named  Lime- 
stone beds  are,  and  arc  also  recognized  in  SulHvan,  Linn,  Macon  and 
Randolph  counties. 

The  strata  next  below  No,  40  crops  out  near  the  mouth  of  Big 
Greek,  No.  39  may  be  considered  the  upper  i>art  of  No,  40,  always 
occurring  with  it,  but  differs  in  being  rough  and  sometimes  nodular, 
whereas  No.  40  is  a  single  bed  4  feet  thick  of  ash-blue  Limestone,  and 
may  be  Hydraulic,  it  crops  out  on  the  hill-side  at  Shane'  Mill,  and  at 
Wiliiams'  or  Damy's  Mill. 

No,  42  is  a  well  marked  Limestone,  although  cot  so  well  marked 
in  this  county  as  it  is  farther  south,  yet  we  may  always  recognize  it 
by  its  associate  beds  and  fossils  therein.  Its  upper  and  lower  surfaces 
are  generally  elaty,  its  lower  surface  often  traversed  by  a  vermicular 
Fuooid.  The  solid  interior  breaks  by  vertical  planes  into  rhomboidal 
blocks.  It  is  generally  at  a  nearly  uniform  vertical  distance  of  23  feet 
below  the  Limestone  No.  40,  of  our  General  Section,  from  which  it  is 
separated  by  a  Sandstone  which  is  generally  shaly,  and  the  upper 
beds  are  somewhat  nodular. 

No.  46  is  well  recognized  by  its  fossils,  Pr .  murioatua  being  most 
abundant.  It  also  contains  Pr-  Prattenanus  and  Sp.  oameratus, 
Hemipronites  crassiia  and  Aih.  subiilita.  On  Sugar  Creek  J/jfu^iwa 
aubguadrata  was  obtained,  and  I  would  add  that  I  have  not  observed 
this  fossil  at  any  lower  horizon,  with  one  exception,  in  Linn  county, 
where  it  occurred  about  eighteen  feet  below.  Heretofore  I  have  con- 
sidered its  lowest  horizon  to  be  the  base  of  the  Upper  Coal  Measures. 
The  rocks  we  have  just  been  sjieaking  of,  together  with  other  lower 
and  associated  beds,  are  well  exposed  on  Sugar  Creek,  near  its  mouth, 
their  thickness  diflerins  a  Httle  from  that  seen  at  other  places.  We 
here  find : 

No,  1.  Shaly  HauiJatone  :iiid  saudy  Shales. 

No.  3,  10  Inches  dark  bliie-blacfc  Bhaly  Limeatoue. 

No.  3.  10  inches  black  bituminoua  Shales. 

No.  1.  20  inches  hard  black  Slate,  corresponds  lo  No.  4*  of  onr  County  See- 
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No,    5.    5  inches  soft  bituminous  Shale. 

Ho.    C.    caleBreo-bitrtminous  Shales  (foa  o    ) 

No.  S.  8  inches  fine-grained,  oompact  addak  oc  lioay  JLlmestone, 
with  some  carbonate  of  Iron  Contai  s  oboc  e  rema  is  of  roots 
of  plants,  anil  Is  sliglitly  mo  a  o  da     aoture. 

No.    'J,    Fii-e  Clay. 

No.  6  corresponds  to  No.  46  of  out  General  Section.  Besides  the 
last  mentioned  fossils,  we  here  find  0.  Yernuiliana  a.nA  Ath.  suhtilita. 

Near  the  waters'  edge,  at  Williams'  Mill,  we  find  18  inches 
of  compact  and  drab  or  dull  ash-blue  Limestono  (No.  ^2  of  Gen.  Sec,) 
containing  Pr.  semireiieulaius  and  Allorisma.  The  rocks  from  Nos. 
53  to  63  inclusive,  are  but  poorlyrepresented  in  Adair  county.  No.  59 
is  probably  the  equivalent  of  the  Coal  near  McPhe fridge's,  and  that  at 
M.  Gray's  on  Hog  Creek. 

Nos.  64  to  74  are  found  on  Spring  Creek  and  some  of  its  tributa- 
ries, and  on  Shut-eye  Creek.  These  beds  do  not  materially  differ  from 
their  corresponding  equivalents  in  Sullivan  county,  and  I  shall  not 
therefore  dwell  much  upon  their  mode  of  occurrence.  Mr.  C.  J.  Nor- 
wood obtained  the  following  Section  in  the  edge  of  Putnam  county, 
in  8.  W.  Sec.  17,  T.  64,  R.  17 : 

No.  1.    35  feet  Slope  of  25  dtg. 

No,  2.    1  foot  S  inches  bard,  finely  cenrientBd,  oaloareons  cong-lomenite. 

No.  3,    3  feet  Slope, 

No.  4.    I  foot  6  inches  buff  and  brown,  somewhat  sandy,  coarse,  argillaceous, 

rough-bedded  Litnestone,  witb  fossils,  Including  Sp.  catneratua,  Mo- 

crocheilua  hthahilia, Bellerophon ,  Pleitrotomaria, ,and 

abounding  BbU.  pereaHitabn. 
So,  5.    14feet  alternationsof  sandy  Shales  and  Shaly  SandstoNO. 
N(>.  6.    Bfeet  Clay  Slope, 
No,  7.    1  foot  9  inches  lighl>blue,  hard  and  compact  Limestone,  containing  a 

few  fossils,  inelading  Sp.  planoconnexiis,  Ath.  subtilita,  Pr.  longinpi- 

ims,  Sp.  cameratas  and  Lophop/iplluin. 
No.    8.    6  inches  olive  Shales. 
No.    S.    2  feet  bituminous  Shales  and  Slate. 
N^o.  10.    2feet9incbesCoal,divldedbyathinClfty  .seam. 

No,  7  of  this  section  is  probably  the  equivalent  of  No.  64  of  the 
General  Section.  As  such  it  was  seen  at  John  yhibley's,  being  there 
5  feet  above  the  Coal,  abounding  in  Allorisrna  regularis  and  also  con- 
taining AihyriH.,  Meelcella,   Ghonetes,   Avieulopeoten  and  SoJdsodus 


On  Abernathy's  Branch  we  observed: 


,v  Google 


250  GEOLOGICAL  SUEVEY. 

No.    1.  Slope. 

No.    2.  ont-orop  of  drab  Litiiestoae  (No.  HJ  of  Gen.  Sue.)  witii  Pr.  aofiatu)i, 

and  Meekella  siriatoeosiaiiis. 

No.    S.  1  foot  olive  Shalea,  oontaitiing  ChoneUs  menoloba,  BemproniUs  f.rag- 

s(M,  Pr. ,  and  Aihyris. 

Mo.    4.  1  foot  6  inches  tioduiar  Limestone  and  Sliales. 

No.    6.  8  inches  light-blue  Ciay  Shales. 

No.    6.  8  inches  bituminous  Shales  wlLh  gi-iiy  baiiits. 

No.    7.  ^  inches  Goal. 

No.    8.  a  inches  blue  Clay. 

No.    3.  1  foot  Coal. 

No,  10.  I  foot  Fire  CJiiy,  blue  above,  passing  into  brown  below. 

No.  11.  4  feet  brown  nodular  Limestone  (few  fossils). 

No.  12.  12  feet  Sandstone,  nodular  at  top,  becoming  Shaiy  below. 

No.  13,  G  feet  3  inches  blue  Sandy  and  Clay  Shales. 

On  Joab'a  Greek  a  half  mile  from  Spring  Creek,  our  Section  in- 
cludes some  of  the  members  of  the  last  Section,  with  other  lower 
beds,  thus: 

No.    1.     10  inches  black  Coal  Smut  (No.  fiT  of  Oonntj  Sectiou). 

No.    2.    I  foot  6  inches  blue  Clay. 

No.    '6,    6  inches  bluish  drab,  weathering  to  drab,  tine-grained  Limestone. 

No.    4,    (i  ioches  drab,  sandy  Clay. 

No.    5.    16  feet  drab,  shaly  Limestone. 

No.    G.    6  feet  dark  Shales,  Clay  and  Band. 

No.    7.    1  foot  black,  shaly  and  carbonaceous  Limestone. 

No.    8.    a  feet  G  inehes  bituminous  Shales. 

No.  9.  8  inches  black,  calcareous  and  bituminous,  shaly  band,  full  of  fossils 
Pr.  costaftta,  Aihyrii  aubtiliia  and  Cho.  tntsoloba. 

No.  10.  2  inches  blue-blaek  Ironstone,  containing  JV.  Pi-attenanua  Hemijyro- 
nites  erases  and  Athyris  subiiliia. 

No.  11.    4  feet  ash-eolored  Fire  Clay. 

No.  12.  4  feet  rough,  ash  drab,  flne-gi'alneil  and  friable  Limestone.  Only  ob- 
served Pr,  PratUnanaa  (No.  78). 

The  lowest  rocks  of  the  county  are  those  associated  with  the 
Nineveh  Ooa!,  and  are  seen  at  Beeman's  bank. 


We  find  theie  are  about  three  good  workable  seams  of  Coal  in 
this  county.  The  lowest  ie  that  worked  on  the  Chariton  and  its  imme- 
diate tributaries  in  the  northern  part  of  the  county.  It  is  from  three 
to  four  feet  thick,  and  is  occasionally  mined  in  R.  16,  from  Rye  Creek 
northward. 
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The  Section  at  Beeman'a  mine,  S.  E.  Sec.  3,  T,  63,  E.  16,  exhibits 
the  following: 

No.    1.    50  feet  Slope. 

No.  2.  1  foot  6  inciies  hai'd,  blulah  drab,  coarse-grained  Limestone ;  some- 
times drab  with  feiTuginous  spots,  showing  remains  of  Uki- 
VjILvks  in  relief. 

No.  :i.  11  inches  hard,  tongli  and  coju;6e-grained,  gray  and  brown-speclsed 
Limestone,  witli  much  Caloite  (disseminated).  Numerous  fossil 
remains  are  seen  on  snrfaiio  (in  relief). 

No.    4.    3  feet  drab  Clay. 

No.    5.    (i  to!)  inches  aoit,  brown  Limestone;  fraeturc  shows  a  blnish   diiib 

No.    y.    1  foot  8  inches  Clay ;   butl'  and  green  above,  passing  into  black  Mt 

No.    7.  3  feet  bituminous  Shale. 

No.    y.  1  inch  shaiy  Coal. 

No.    0.  1  foot  6  inches  Fire  Clay. 

No.  10.  2  feet  green,  shaly  Sandstone. 

No.  II.  1  foot  greenish-gray,  soft  Sandstone. 

No.  12.  3  feet  sandy  Shales. 

No.  13.  10  feet  blue  Clay  Shales. 

No.  14.  85  feet  Sandstone  and  Shales. 

No.  15.  3  feet  bituminous  Shales. 

Ko.  10,  2  feet  6  laches  hard,  Shiny,  blaok  Coal. 

No.  ir.  1  foot  2  inches  Clay. 

No.  18.  I  foot  poor  Coal, 

No.  I!).  3  feet  Fire  Clay. 

No,  20.  1  foot  6  inches  hard,  blue  and  drab  mottled  Licnestone,  contains  Athy- 

ris  subtiiita  and  Pf.  Pratienanus. 

No.  21,  9  inches  deep-bine,  sandy  Shales. 

No.  22.  2  to  3  inches  hard,  aah-eolored,  argillaceous  Limestone,  abounding  ia 

Crinoid  Stems  and  blacli  specks  thronghout. 

No.  23.  lii  feet  blue,  shaly  Sandstone,  with  thin  layers  and  nodules  of  yellow 

The  Coal  dips  up  the  river  live  feet  in  three  hundred  feet,  and 
varies  from  throe  feet  and  a  half  to  four  feet  in  thickness.  The  dark 
streak,  fifty  feet  above  the  Coal,  is  probably  the  equivalent  of  the 
Spring  Creek  Coal.  The  Coal  here  is,  as  it  is  everywhere,  separated 
by  a  thin  Clay  aeam,  and  this  in  some  cases  nearly  thins  out.  That 
above  the  upper  stratum  is  the  best.  There  are,  as  shown  above, 
three  feet  and  four  inches  of  this  Coal  at  Beeman's,  near  Nineveh.  It 
resembles  a  little  that  of  Kirby's  in  Sullivan  county,  and  is  black  with 
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a  dull  band.  Ifc  is  jointed  somewhat  irregularly,  and  sometimes  has 
slightly  curved  surfaces,  with  Calcifce  plates  in  the.ioints  and  mineral 
Charcoal  on  the  beds  of  deposit. 

This  Coal  is  well  situated  for  drainage,  twenty  feet  above  water 
in  the  (Jharilon  River,  having  a  very  good  bed  of  Fire  Clay  for  the 
floor. 

It  is  also  worked  by  Stout  and  Holmes,  in  S.  W.  N.  E.  Sec.  2,  T.  63, 
K.16;  E.Besanco,  N.  W.  N.  E.  Sec.  2;  J.  Porter,  N.  E.  N.  W.Sec.2; 
J.  Snyder,  in  N.  E.  N.  E.  Sec.  3,  and  Mr.  Motter,  in  N.  W.  Sec.  2 ;  all  in 
T.63,R.16. 

Most  of  these  have  shafts  sunk  to  the  Coal,  which  ia  generally  at 
from  fifteen  to  twenty-five  feet  below  the  bottoms  of  Hazel  Creek. 
At  some  places  it  is  reached  by  drifts.  At  the  above  places  it  is  found 
to  be  generally  from  three  to  four  teet  thick,  with  a  roof  of  from  one 
to  five  feet  of  black  Slate.  In  ravines,  at  Nineveh,  the  Coal  ia  seen 
from  three  to  four  feet  thick. 

Watson's  shaft  was  suck  in  the  bottoms  of  Rye  Creek,  one  mile 
above  Conner's  mill,  but  was  abandoned  on  account  of  the  supposed 
poor  quality  of  the  Coal.  The  depth  of  the  shaft  was  reported  to  be 
forty  feet,  and  passed  only  through  Sandstone  to  three  feet  of  Coal, 
The  Sandstone  thrown  out  was  whitish-gray  and  micaceous,  contain- 
ing carbonaceous  remains  of  plants- 
Near  the  mouth  of  Rye  Creek,  on  W.  Conner's  land,  the  Coal  has 
been  mined  at  several  places,  but  is  rather  low  in  the  valley,  and  at 
the  time  of  my  visit  the  pits  were  all  filled  up  with  water  and  debris. 
The  Coal  is  covered  by  about  three  feet  of  bituminous  Shales,  with 
thick  beds  of  Sandstone  above.  The  bituminous  shales  contain  many 
small  Gasieropods.  The  fossils  found  here  were  Pr.  mtiricatus,  Pt. 
Prattenianus,  Lingula,  Solenomya,  and  Hemipronites  orassus  ,"  also 
a  minute  MacrocJteilus,  PUuroiomaria  (minute  Bp.)resembling  P.  spa- 
eiosa,  Petr.  oacidentalis,  Actmonina  minuta^anA  Streptaois  Whit- 
Heldii. 

If  our  General  Section  is  correct  for  the  central  and  southern 
part  of  the  county  for  concealed  formations,  a  shaft  at  Kirksville 
would  have  to  be  nearly  600  feet  deep  to  reach  this  Coal,  so  strong  is 
the  dip  of  the  rocks  to  the  south. 

SPRING    CREEK    UOAL. 

Our  next  and  higher  Coal  in  this  county  is  from  50  to  SO  feet 
above  the  first  and  lowest.  I  have  called  it  Spring  Creek  Coal,  be- 
cause it  is  best  developed,  and  only  seen  on  Spring  Creek  and  its 
tributaries,  and  streams  close  by.      It  may  be  found  on  McPhet- 
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ridge's  Branch,  on  "W.  Shott's  land,  and  also  on  that  of  Mr.  McPliet- 
ridge.  It  is  occasionally  seen  near  Spring  Creek  to  the  north-west, 
and,  also,  on  Abernathy's  Branch  to  its  head,  and  on  some  of  its  trib- 
utaries. It  has  been  mined  at  various  places  near  Shut-eye  Creek,  and 
certainly  underlies  all  of  R.  IT,  Ts.  63  and  64,  and  part  of  the  Range 
east,  varying  in  thickness  from  2  to  3  feet  and  is  worth  raining  for,  the 
only  drawback  at  present  being  lack  of  transportation  to  market.  Mr, 
Norwood  .observed  this  Coal  on  E.  Burns'  land,  (in  the  edge  of  Put- 
nam county,)  in  N.  W.  qr.  Sec.  17,  T.  64,  R.  17,  33  inches  thick,  and  di- 
vided by  a  2-inch  Clay  seam. 

At  John  Shibley's,  on  Brush  Creek,  in  Sec.  30,  T,  64,  R.  16,  some 
mining  was  formerly  done,  and  the  Coal  reported  to  be  3  feet.  The 
upper  layer  of  1  foot  in  thickness,  is  of  poor  quality.  That  below  is 
hard,  good  Coal,  but  contains  a  good  deal  of  Iron  pyrites.  This  is 
separated  from  the  lower  Coal  by  a  2-inch  seam  of  Clay.  The  lower 
bed  is  the  best.  The  cap  rock  is  Limestone,  and  is  6  feet  above  the 
Coal,  abounding  in  AUorisma  regularu. 

On  the  land  of  G.  Sizemore,  N.  E.  N.  W.  Sec.  9,  T.  63,  R.  17,  the 
Goal  is  only  one  and  a  half  feet  thick.  The  Limestone  is  separated 
from  the  Coai  by  3Teefc  of  blue  and  black  Shales.  Tho  Coal  is  the 
same  as  that  of  Shibley. 

Gardner's  Coal  bank  is  io  N.  W.  Sec.  10,  'J'.  63,K.  17,  and  Seaman's 
north-we.'it  of  it. 

At  Jno.  M.  Williams'  Coal  bank,  in  T.  63,  R.  17,  N.  W.  N.  W.  Sec. 
15,  the  upper  seam  of  18  inches  is  separated  by  a  3-inch  layer  of  light- 
blue  Clay,  from  the  lower  13  inches  of  good  Coal,  the  latter  contain- 
ing a  very  little  Sulphur.  A  specimen  taken  from  the  top  of  the 
seam  closely  resembles  that  of  John  Stanley's,  being,  however,  a  lit- 
tle more  jetty,  and  having  bright,  brown  rust  in  the  joints.  Itisa 
very  good  looking  Coal.  A  specimen  from  the  bottom  seam  was  of  a 
dull-black  color,  with  some  bright  bands  and  thin  jetty  layers.  The 
joints  have  a  white  lining  and  sometimes  a  dull  irridesence.  An  oc- 
casional layer  of  Charcoal  is  sometimes  found  between  the  beds.  The 
total  thickness  of  the  seam  is  31  inches. 

At  John  Stanley's  bank,  a  short  distance  north  of  M.  Williams 
and  across  the  branches,  we  find  the  beds  differing  very  little. 

We  here  find : 

Ko.  1.  C  inches  Coal  with  Clay  streiiiis. 

No.  2.  1  foot  Coal. 

No.  S.  3  inches  Clay. 

No,  4.  1  foot  1-Jjich  Cofll. 
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The  coal  from  the  bottom  seam  is  bright,  shiny  and  bard,  with 
long,  smooth  joints, containing  some  jet-black  bands,  which  are  jointed, 
but  also  break  with  a  sub-chonchoidal  fracture.  It  contains  a  little 
decomposed  Calcite  in  the  joints. 

On  P.  Day's  land,  in  8.  W.  N.  W.  Sec.  15,  this  Coal  has  been  mined 
at  several  places,  but  all  were  abandoned  at  the  time  of  my  visit  to 
this  place.     I  was  informed  that  it  was  three  feet  thick. 

Other  thin  Coals,  occupying  a  higher  Geological  position,  were 
observed,  and  among  which  were  the  following; 

On  Billy's  Oreek,  on  the  land  of  John  Campbell,  a  one  foot  seam 
«rops  out  just  above  the  water's  edge,  with  its  associate  rocks,  ap- 
pearing thus: 

Xo.  1.  «  feet  Local  Drift. 

No.  2.  3  feeC  thin  layers  of  soft  SaiiiJstone. 

No.  'i,  (i  inches  black  calcareo-carbonaeoods  Iroiistono. 

No.  4,  2  feet  S  inches  blturainous  ghalef . 

No.  5.  1  foot  2  inches  Clay  Shale, 

No.  6.  1  foot  Coal 

In  the  overlying  bituminous  Shales  are  occasional  concretions  of 
black  Limestone,  containing  Oardiuwj  Lexingtonensis,  and  a  Goni- 
tite,  also  fish  spines.  No.  3  contains  plant  remains,  probably  Lepido- 
phyllum.  These  fossils  indicate  that  this  Coal  may  be  equivalent  of 
the  Coal  at  Moloney's,  in  Sullivan  county,  and  the  probable  equiva- 
lent of  the  Mulky  Coal,  in  Lafayette  county-  Campbell's  Coal  in  S, 
Jj.  S,  W.  Sec.  36,  T.  63,  R- 17,  occurs,  as  is  shown  in  the  above  Section 
in  a  seam  one  foot  in  thickness,  and  is  of  a  dult-black  color  and  joint- 
ed, with  a  very  little  Iron  pyrites  and  a  little  Lime  between  the 
joints. 

At  Milton  Grays,  in  S.  W.  S.  W.  Sec.  18,  T.  63,  R.  16,  a  seam  of  Coal 
4  to  8  inches  thick  appears  dipping  1  foot  6  inches  in  5  feet  N.  30°  W. 
It  is  capped  by  3  feet  6  inches  of  bituminous  Shales,  which  is  again  over- 
laid by  blue  argillaceous  Shales  with  blue  Fire  Clay  beneath.  Mr. 
Norwood  regards  this  Coal  as  equivalent  to  that  of  Nutter's  on  Muscle 
Fork,  Macon  county,  or  No.  59  of  our  General  Section.  A  Coal,  prob- 
ably equivalent  to  the  last  named,  crops  out  on  a  small  branch  of  Mc- 
Phetridges'  Creek,  one  foot  in  thickness,  and  capped  by  30  inches  of 
bituminous  Shales.  A  quarter  of  a  mile  below  are  found  the  beds  of 
the  Spring  Oreek  Group.  This  Coal  very  much  resembles  that  of 
Kirby's  in  Sullivan  county.  Its  rough  fracture  and  frequent  irregular 
joints,  filled  with  Calcite,  give  iS.  a  general  gray  appearance.  It  also 
has  faint  plant  impressions  and  mineral  Jharcoal  on  the  beds  of  de- 
posit. 
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We  may  safely  say  that  nearly  three-fourths  of  Adair  county  or  380 
square  miles,  are  underlaid  by  tlie  same  Coal  that  we  find  in  Linn, 
and  if  so  we  have  3,754,335,930  tons  of  Coal  in  this  county.  Shafts  of 
sufficient  depth  will  reach  one,  two  or  three  of  these  beds  in  Es.  15, 
16  and  17. 


Nob.  16  and  18  of  our  General  Section  would  make  good  paint- 
'f  hey  appear  at  many  places  in  the  county  and  are  well  exposed  in  the 
bluifs  of  Big  Creek,  west  of  Kirksville,  and  at  many  places  in  the  hills 
quite  (o  Chariton  Eiver.  They  aeem  mostly  freo  from  Sand  and  en- 
Urely  free  from  Lime.  On  William's  land,  in  N.  E,  S.  W.  Sec.  12,  T.  62, 
E.  16,  the  washings  in  an  old  road  expose  twelve  feet  of  mostly  deep 
brick-red  Clay,  free  from  Lime  and  Sand.  This  Clay  is  also  well  ex- 
posed in  bluffs  opposite  Sharr's  mill.  At  this  place  we  find  two  dis- 
tinct beds  separated  by  throe  feet  of  Sandstone,  the  upper  being  11 
feet  and  the  lower  4  feet  thick.  On  the  land  of  S.  A.  Lutze,  west  of 
the  Chariton  Eiver,  in  Sec.  16,  T.  62,  R.  IG,  this  Clay  is  used  for  making 
pottery.  The  Clays  are  dug  out  of  the  hill  side  on  the  place,  expos- 
ing about  4  feet  of  red  Clay.  Fifteen  feet  above  the  red  there  is  a 
mottled  buff  and  drab,  smooth  Clay.  Mr.  Lutze  mixes  the  red  and 
light  colored  Clays  together,  and  by  this  combination  forms  a  good 
potter's  Clay,  Several  feet  of  red  Clay  were  seen  on  Alum  Creek, 
but  it  was  sandy  and  micaceous,  with  obscure  fern  impressions.  These 
red  Clays  were  also  occasionally  exposed  on  Sugar  and  Billy's  Creeks. 

I.EON    OEE. 

On  the  Chariton  Eiver,  two  miles  north  of  the  south  county  line, 
numerous  masses  of  Septaria  are  washed  out  of  the  Shales  and  strewn 
along  the  river  bank.  The  joints  of  these  are  mostly  filled  with  clear 
Calcite,  and  this  is  often  studded  with  beautiful  minute  crystals  of 
Limonite  (hydrafced  eeaquioxideof  Iron).  These  often  ehoot  out  from 
between  Calcite  crystals,  in  which  position  we  find  them  closely  ad- 
hering at  their  base  and  thence  diverging.  There  is  an  occasional 
clear  crystal  of  Quartz  entirely  enclosing  these  beautiful  black  Lim- 
onite crystals.    This  variety  of  Iron  ore  is  called  Gcethite. 

The  Limonite  is  also  sometimes  collected  in  small  globules  on 
these  crystals  of  Calcite.  These  globules  vary  in  size  from  a  pin-point 
to  that  of  one-sixteenth  of  an  inch.  The  largest  seen  was  three-quar- 
ters of  an  inch  in  diameter.  The  Calcite  is  generally  a  regular  rhom- 
boid but  is  sometimes  modified  in  form  and  has  its  surface  sometimes 
covered  with  a  pale,  Jlesh  red. 
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SKLKNITE. 


The  Fire  Clay  of  tlie  lower  Goal  eometimes  contains  a  amall quan- 
tity of  Selenite  crystals. 

HYDRAULIC    HME, 

No.  40  may  prove  to  be  a  good  Hydraulic  Lime  rook.  I  fc  is  four 
feet  thick  at  the  mouth  of  Big  Creelt,  and  may  be  found  in  most  of  itiii 
bluffs,  and  also  on  Sugar  Creek. 

Ko.  52  may  also  bo  Hydraulic.  It  was  only  observed  at  Dtimy's 
mill. 

The  middle  bed  of  No.  6i  may  also  prove  to  be  a  good  Hydraulic 
Limestone,  being  found  everywhere  that  the  Spring  Creek  Ooal  is. 
No  experiments  have  yet  been  made  on  any  of  these  rocks. 

The  upper  beds  on  Big  and  Sugar  Creek  will  make  very  good 
Lime  for  all  ordinary  purposes- 
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LINN    COUNTY. 


■.  C.  BROARHEAD. 


This  county  embraces  an  area  of  612  square  miles  and  occupies  a 
central  position  in  North  Missouri.  It  is  traversed  through  the  raid- 
die  in  an  east  and  west  direction  by  the  Hannibal  and  St..  Joseph 
Hailroad. 

The  streams  preserve  a  general  course  from  the  north  to  the  south, 
those  in  the  eastern  portion  being  tributaries  of  the  Chariton  River, 
those  in  the  west  of  Grand  Kiver.  Muscle  Fork,  in  the  east,  is  the 
main  -western  tributary  of  the  Ohariton,  the  other  streams  bearing 
their  waters  to  Grand  River. 

Eange  18,  drained  by  Muscle  Fork,  has  its  peculiar  topography 
quite  distinct  from  that  part  of  the  county  lying  west.  While  the 
former  is  quite  hilly  and  often  broken,  especially  in  Ts,  59  and  60. 
near  their  eastern  line,  we  find  the  country  lying  west  gently  undu- 
lating and  rolling. 

The  bottoms  of  Locust  and  of  the  Yellow  Creeks  vary  from  a 
half  of  a  mile  to  a  mile  in  width,  and  their  outer  margins  blend  by  an 
easy  slope  with  the  higher  lands.  The  lesser  streams  are  also  flanked 
by  low  hills  of  very  easy  ascent. 

TIMBER    AND    PRAIRIE. 

The  bottom  Sands  more  often  consist  of  prairie  with  timber  grow- 
ing along  the  margin  of  the  streams  and  on  the  adjacent  hills.  We 
find,  with  a  few  exceptions,  similar  timber  in  this  county  to  that  of 
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Adair  and  Sullivan.  White  Walnut  and  Aspen  are  not  t'onnd  nor  do 
we  find  Burr  Oak  growing  on  the  hills. 

This  county  may  be  considered  as  the  southern  limit  of  Choke 
Cherry  in  this  part  of  Miseouri. 

The  bottom  lands  of  Locust  Creek  often  afford  a  Hue  quality  of 
Black  Walnut  timber. 

The  most  extensive  and  best  body  of  timber  may  be  found  north 
of  Linneus  near  Locust  Creek,  and  between  Main  Locust  and  West 
Locust  to  the  north  line  of  the  county. 

WATEU    SUPPLIES. 

Good  living  water,  except  in  wells,  is  scarce.  There  are  but  few 
springe,  and  in  extremely  dry  seasons  many  of  the  wells  become  dry. 
In  wells  water  is  obtained  at  variable  depths,  and  some  have  been 
dug  as  deep  as  eighty  feet  without  obtaining  water.  A  shaft  at  Brook- 
field  struck  a  strong  vein  of  water  in  Sand  at  a  depth  of  eighty-three 
feet  below  the  surface,  while  a  well  in  the  town  readied  a  strong 
stream  at  fourteen  feet.  At  the  railroad  tank  a  very  bold  stream  was 
struck  at  a  depth  of  forty  feet,  and  anywhere  in  the  neighborhood  of 
Broobfield  water  may  generally  be  obtained  at  from  thirty  to  forty 
feet, 

Mr.  Huffaker,  in  Sec.  19,  T.  59,  K.  18,  says  that  water  may  be  ob- 
tained on  the  prairies  in  his  neighborhood  at  a  depth  of  from  fifteen 
to  twenty  feet. 

The  variable  depth  at  which  water  is  obtained  in  this  region  is 
owing  to  the  irregular  character  and  thickness  of  the  Drift  Sands  and 
Clays. 

These  deposits  are  formed  of  alternations  of  Clay,  Sand  and  Gravel 
of  irregular  thickness,  the  beds  of  Sand  being  sometimes  near  the  sur- 
face and  again  much  deeper.  It  is  in  these  Sand  and  Gravel  beds,  when 
they  repose  on  tenaceous  Clays,  that  we  may  look  for  water.  The  Clay 
prevents  the  water  from  sinking  to  a  greater  depth,  and  when  there  is 
a  large  pocket  of  Sand  resting  on  the  Clay  we  may  find  an  extensive 
reservoir  of  water.  In  some  wells  the  water  is  hard  in  others  soft. 
The  ibrmer  may  be  caused  by  the  water  "seeping"  or  rising  slowly 
up  through  overlying  porous  and  calcareous  Clays.  If  wells  are  walled 
with  Limestone  the  watersmay  be  impregnated  sometimes  with  Lime. 
Throughout  the  country  cisterns  are  very  mnch  relied  on  for  sap- 
plies  of  water,  and  the  farmers  often  make  ponds  in  the  "  draws  "  for 
he  use  of  their  stock. 
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QUATICKNARy    DKi'OSITS. 

The  soil  and  recent  deposits  along  the  streams  we  recognize  as 
alluvial.  The  wide  bottom  prairies,  with  a  sub-stratum  of  black 
jointed,  tough  Clay,  containing  brown  streaks,  and  occasioaally  small 
black,  concretionary  forms  of  Bog  Iron  ore,  may  be  referred  to  the  age 
of  the  bottom  prairie  of  Professor  Swallow. 

It  is  possible  that  some  of  the  beds  of  brown  jointed  Clays  ex- 
posed in  the  railroad  cuts  may  be  representatives  of  the  Bluff,  but  I 
am  inclined  to  refer  most  of  the  latter  Clays  and  also  the  underlying 
blue  Olays,  with  rounded  pebbles  and  boulders,  to  the  Drift  period. 

On  Locust  Creek,  near  the  north  county  line,  we  find  esposed — 

No.  J.    6  iiiches  dark,  laminated,  aandy  Clay. 

So.  2.    3  feet  dark  soil  aud  jointed  Ulay. 

Ho,  3.    5  feet  brownish  blacl;  Ciny  near  tlic  top,  siiiidiiig  into  ii  joliow  Haiiil 

near  file  botconi. 
No.  4.  1  foot  yellow  Sand. 
No.  5.     1  foot  ligliC  bi'own  Sand. 

This  section  seems  to  be  mostly  of  ancient  Alnvinm.  A  well  in 
Sec.  9,  T.  58,  R.  20,  revealed  33  feet  of  mostly  yellow  Sand  and  dark 
Clay,  with  fragments  of  Coal  and  pieces  of  wood  near  the  bottom. 

The  washings  in  a  road  near  by,  disclose  small  Iron  and  Sand  con- 
cretions, with  a  4  to  5  inch  dark  ferruginous  band.  These  formations 
may  be  referred  to  the  Drift  period.  The  Drift  does  not  differ  mate- 
rially from  what  we  find  in  neighboring  counties,  and  is  generally  a 
brownish  Olay  with  a  little  Sand,  resting  on  beds  of  Sand,  Gravel  or 
boulders,  with  blue  Clay  or  boulders  below. 

There  is  no  doubt  but  there  is  as  much  as  80  feet  thickness  of 
Drift  in  the  county,  and  we  find  in  it  similar  boulders  to  those 
found  in  the  adjoining  counties. 

OOLD    IN    THE    DEIFT. 

Near  Yellow  Creek,  in  the  northern  part  of  the  county,  we  have 
reports  of  grains  of  Gold  being  found  mingled  with  the  Sand,  but  in 
small  quantity.  We  do  not  think  that  any  valuable  deposits  of  the 
precious  metals  will  ever  be  found  in  Missouri  associated  with  these 
Sands.  Mr.  Norwood  found  a  particle  of  Gold  in  a  Quartz  boulder  in 
the  southern  part  of  the  county. 
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The  rocks  on  Locust  Creek,  south-west  of  Laclede,  I  consider  Ge- 
ologically below  those  on  the  creek,  northward,  A  little  south  of  west 
from  Laclede,  on  Locust  Creek,  there  are  exposed  beds  indicating  a 
strong  westward  dip.  These  rocks  are  Sandstones  and  Shales,  No.  5 
of  our  General  Section;  and  at  the  south  end  of  the  Bluff  are  seen 
the  beds  of  No.  18. 

At  Perry's  (formerly  Withrow's)  mill,  in  S.  E.  Sec.  27,  T.  59, 
R.  31,  the  Ehomboidal  Limestone  {No.  42)  is  near  the  water's  edge. 
Three  miles  north,  at  Miles' (formerly  Hurlburt's)  mill,  No.  42  is  23 
feet  above  water.  This  would  indicate  a  rise  northward  of  23  feet, 
to  be  added  to  the  descent  of  the  stream,  which  would  probably  be  as 
much  more.  This  rise  continues  a  little  way  into  Sullivan  county, 
where  the  beds  probably  slightly  incline  north  to  the  northern  part  of 
T.  62,  when  they  again  rise,  and  continue  to  do  so  to  the  northern  line 
of  the  county. 

In  the  southern  part  of  Linn  county,  the  rocks  preserve  a  con- 
stant westerly  dip  from  the  Macon  county  line  to  Laclede,  of  about 
4f  of  a  foot  per  mile,  or  nearly  50  feet  from  Muscle  Fork  to  Yellow 
Creek,  Further  west  they  indicate  a  rise.  Along  the  eastern  line  of 
the  county,  the  dip  is  northward,  for  we  find  that  from  the  vicinity  of 
the  Hannibal  and  St.  Joseph  Railroad  to  New  Eoston,  the  correspond- 
ing rocks  are  depressed  to  the  extent  of  170  feet,  as  referred  to  the 
stream.  The  true  dip  north  may  be  about  60  feet  in  that  distance,  or 
5  feet  per  mile. 

On  Yellow  Creek  there  is  a  general  rise  to  the  north,  although 
the  strata  undulate  somewhat  No.  42  is  seen  25  feet  above  the 
stream  at  Yellow  Creek,  on  the  Hannibal  and  St.  Joseph  Railroad,  and 
1^  miles  north,  atOoalson'a  old  mill,  it  is  seen  in  the  bedot  the  stream. 
At  Baker's  old  mill,  2  miles  further  north,  it  is  sfill  in  the  bed  of  the 
stream.  We  find  it  occupying  the  same  position  at  Bayles'  old  mill, 
in  Sec.  6,  T.  59,  R,  18,  and  also  in  the  edge  of  Sullivan  county.  This 
indicates  a  regular  rise  to  the  north,  and  as  we  saw  it  on  Muscle 
Fork,  6  miles  east,  dipping  north,  there  must  therefore  be  an  axis  be- 
tween which  bears  somewhat  to  the  north-west. 

In  Adair  county,  the  rocks  gradually  rise  from  the  southern  part 
of  the  county  north,  bringing  to  view  rocks  which  are  200  feet  be- 
neath the  surface  near  the  southern  county  line. 
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COAL    MEASUKEH. 


The  rock  structure  of  this  county  includes  beds  of  the  middle  Coal 
Measures. 

Those  seen,  lie  between  the  Jowerpart  of  No.  5  and  No.  62.  Out- 
■crops  occur  only  in  detached  exposures,  and  hence  it  would  be  im- 
possible to  form  a  connected  vertical  section  from  material  gathered 
within  the  bounds  of  this  county. 

GEOLOGICAL     DESCRIPTION. 

Near  the  line  of  Sees.  13  and  34,  T.  57,  R.  21,  on  the  land  of  Tur- 
ner's heirs,  and  of  Edwards,  we  observed  outcrops  of  rocks  which  we 
are  disposed  to  regard  as  the  lowest  seen  in  the  county.  The  Coal 
seam  worked  here  we  regard  as  No.  67  of  our  Oounty  Section,  and  the 
same  as  the  working  seam  in  the  Brookfield  and  St.  Catharine  shafts; 
thus  indicating  a  remarkable  rise  in  the  strata  as  we  go  west  from 
Brookfield.  We  are  probably  right  in  this  supposition,  as  the  rocks 
on  the  (Jhariton,  southward,  are  quite  low  in  the  series.  Erom  this 
place  the  formations  dip  westwardly. 

Our  section  here  is  appended  : 

No.    1.    2  feet  bluish  gitiy,  slielly  and  fine-grained  Limestone. 

No.    2.    B  feet  sandy  Shales. 

No.  3.  2  feet  Shales  containing  a  d-inch  Clayey  Ironstone  bed,  gradually 
merging'  intn  a  2-feet  bed  of  Ferruginous  Limestone. 

No.    4.    i  feeC  blue  Bhalea, 

So.  5.  1  foot  dark  blue,  concretionary  Limestone,  breaking  with  straight, 
even  joints,  and  weathering  bi'own.  It  contains  Sp.  Uneatus,  Fr.  mu- 
rieatus,  Pr.  itemiretictdaitia,  Sp.  cameratua,  RnAEniolium  a/aiculaium. 

No.    6.    2  feet  bituminous  Shales,  with  small  gray  concretions. 

No.  7.  6  inches  Shales,  containing  pyritiferous  Limestone  concretions,  whlcU 
are  often  decomposed  on  tbe  surface,  leaving  a  nucleus  of  blue  Lime- 
stone witliin.  These  are  sometimes  entire,  and  are  often  recluced  to 
a  fine  brown  powder. 

No.  8.  6  feet  6  inches  blue  or  dove-colored  Shales,  wkh  cleavage  joints,  in 
which  Selenlte  is  sometimes  fonnd. 

N'o.    9.    7—8  inches  Coal. 

No.  10.    14—2  inches  Clay. 

No.  II.    lllnchesCoal— (11  to  llj  inches). 

Ifo.  13.    i  feet  blue  and  dral)  pyriUferous  Olay. 

No.  13.    Sandstone. 
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This  Section  very  nearly  resembles  the  Section  at  Switzer's  mill, 
on  Chariton,  and,  I  think,  we  probably  have  the  seam  Coal. 

East  of  Yellow  Creek,  in  T,  57,  Es.  18  and  19,  Messrs.  Norwood 
and  West  observed  beds  of  Limestone,  which,  upon  inspection,  i 
think,  are  included  between  Nos.  40and63. 

On  liariton  Branch,  Sec.  36, 1  observed  : 

No.     1.    Drift. 

No.    3.    2  feet  2inclies  Wuojointod  Limestone,  (Riiomboklai,)  with  wliik  Cri- 

noid  colums. 
No.    y.    3  inches  variegated  dwk  pyritlforous  and  fuooidal  LimeaEoue. 
No.    4.    6  iueiies  ftieoidal  Shales. 

No.    5.    1  foot  bituminous  Slate,  containing  6mal!,  tiatteiied  concretions. 
No.    d.    3  feet  6  inches  calcareous  Shale.=,  witli  many  foasils  chiefly  In  tiie  up- 

pei'  part,  including  Fr.  costaivs,  Fr.  tma-icatas,  Aih.  suhtilUa,  Cho. 

gfamtlijera,  Ch.  mesoloia  and  Hemipronitea  a'ossus. 
No.    7.    i!  feet  buff  Cluy. 
No.    8.     1  foot  3  inches  nodular  Limestone  and  Olay,  containing  Ch.  mesoloba 

and  Ch. . 

No.    y.    1  foot  6  indies  comjiact,  light  dove-colored    Limestone,   of  uneven 

fracture,  weathering'  brown.    (No.  52,  Gen.  See.) 

This  last  is  the  lowest  rock  at  Yellow  Creek  east  of  Brookfleld. 
No,  42  is  also  found  near-by  in  the  bluff,  and  about  15  feet  above. 

On  East  Yellow  Greek,  near  the  railroad,  these  are  also  seen,  andl 
No.  42  is  occasionally  found  cropping  out  near  the  water's  edge  as  far 
as  the  Sullivan  county  line.  It  is  very  evenly-jointed  by  vertical 
planes  into  regular  Ehomboidal  blocks,  with  an  angle  varying  from 
109"  to  120°.  forming  at  various  places  beautiful  paved  beds,  over 
which  the  stream  flows.  At  Bayles'  old  mili  it  is  18  inches  thick,  and 
jointed,  quite  regularly,  presenting  the   appearance  of  a  paved  floor. 

At  Oolson's  mill  the  joints  point  N.  41°  "VV.,  S.  38°  W.  and  N.  6° 
W. 

It  contains  but  few  well-deflned  fossils,  and  we  observed  only 
Sp^  Uneatus,  a  Pleurotomaria  and  Lophophyllum.  It  effervescences 
freely  with  acid. 

In  Sec.  33,  T.  57,  R.  18,  were  found  No.  40,  and  a  more  crystallme 
Limestone  which  occurs  above  it. 

In  S.  W.  N.  E.  Sec.  33,  T.  57,  R.  18,  Mr.  Norwood  observed  No.  31, 
and  its  eorrellated  beds  lying  as  follows  : 

No.    I.    15  feet  upper  Slope. 

No.  3.  1  foot  7  inclies  greenish,  di'ab  Limestone ;  tlio  upper  portion  brcalis 
roughly,  the  lower  part  has  a  smooth  even  fracture ;  it  occurs  iu 
two  beds  divided  by  a  Olay  seam  containing  Q-inoid  columns,  Lopho- 
phyllum proCiferam;  The  Limestone  contains  Pr.  splendens  and 
Loph.  proliferttm. 
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No.    3.    8  feet  green  Shales  and  Limestone  nodules,  abonnding  in  Sp.  plana- 

consexas,  Fi;  spUndens  and  Semipronitss  crassus. 
No.    4.    1  to  2  feet  haviJ,  calcareous  conglomerate,    containing  p.  Praite- 

iwjiMj,  Semiproniies  and  Crinoid  stems. 

These  beds  also  appear  id  Sees.  9  and  24,  T.  67,  E.  18.  Mr.  Nor- 
wood's Section,  at  Hayney's  mill,  in  Sec- 12, T.  57,  li.  ID,  includes  rocks 
of  No.  53,  and  related  beds,  to  wit : 

No.    1.    Slope. 

No.  2.  J  foot  6  inches  Limestone,  the  upper  8  inches  is  soft,  rough-beddeil 
and  weathers  buff;  the  lowerpart  is  fine-grained  ash-blne  and 
rhomboidaily  jointed  in  even  layers  ;  the  direeHon  of  the  joints  is 
N.  40  deg.  W,,  and  S.  45  deg,  E.  The  fossils  seen  were  Spr.  line- 
etus  and  Sp.  cameralua. 

No.  3.  1  foot  coarse,  brown,  friable  Limestone,  almost  entirely  made  up  of 
Criaoid  columDS  ;  also  abounds  in  AiA,  aubiiliia,  Sp.  cameraitis,  Sp. 
Keataakensis,  Hemp,  crassus,  Pr.  eoatatus,  Pr.  semireticwtatua,  Afyo- 
iiita  Kansasensis.Lohophi/lluniproUfentni,  Arehaeoeidaris  spines,  Oi- 
noid  plates  and  Sipiocladia  ieserialis.  Many  of  the  fossils  are 
weathered  and  stand  out  in  relief. 

No.    4.    ()  feet  sandy  Shales. 

Mr.  Norwood's  Section,  in  the  edge  of  Macon  county,  two  and  a 
half  miles  N.  E.  of  Biicklin,  at  Mr.  Nutter's,  includes  the  beds  of  rock 
occurring  above  the  Rhomboidal  Limestone,  and  the  strata,  to  a  con- 
siderable distance  below,  as  follows: 

No.    1.    Long  and  undulating  Slope. 

No.    2.    1  foot  hard,  flne-gmined  and  mottled-di-ab  and  ehocolale  colored 

Limestone,  (with  fossils  same  as  those  of  No.  40.) 
No.    3.    25  ftjet  Slope. 
No.    4.     1  foot  6  inches  Ehoraboidal  Limestone,  (No.  4i,)  containing  Sp.  tin- 
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No.    5.    10  feet  Slope. 

No.    G.    1  foot;6  inches  dove-colored,  fine-grained   silicious  Limestone  (No. 

32,)  weathering  brown,  breaking  with  somewhat  irregular  A'ac- 

ture  ;  contains  Pr.  eoatatus. 
No.    7.    30 feet  Shale,  with  sma'l  Pjrltlferous  concretions  in  the  upper  part; 

it  also  contains  a  few  Sandstone  layers. 
No.    S.    8  feet  shaly  Slope. 
No.     0.     la  to  26  inches  Coal. 
No.  10.    5  feet  Slope  to  water  in  the  creek. 

Beds  above  the  last  described,  appear  a  half  of  a  mile  above  on 
the  State  road,  in  the  following  order : 
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No.  I.  10  feet  purple  and  green  Clays. 

No.  2.  5  feet  Limeatono  and  Shales,  with  fossils.    (No.  31.) 

No.  3,  4  feet  calcareous  Shales. 

No.  4.  6  inches  brown  nodular  Limestone. 

No.  5.  8  feet  dark,  purple  and  green  Shales. 

No.  6.  o  feet  Limestone.    (No.  40.) 

Similar  beds  (o  these,  including  the  purple  Shales,  were  absent 
on  Muscle  Fork,  near  New  Boston.  Mr.  Norwood  found  these  purple 
Shales  in  Sec.  6,  T.  5D,  E.  18,  on  Little  Yellow  Oreek.  A  quarter  of  a 
mile  lower  down  stream  is  the  old  "  Bayles'  Mill  Site,"  with  the  rhom- 
boidal  Limestone,  (No.  43,)  in  the  bed  of  the  creek.  He  observed 
similar  beds  in  S.  E.  Sec.  19,  T.  60,  K.  18. 

The  "Athyris  bed  "  (No.  31)  was  seen  on  Wyatt's  Branch,  in  Sec. 
15,  T.  58,  R.  18,  and  on  Winegan  Creek,  in  the  southern  part  of  T.  59, 
K.  18,  abounding  in  fossils,  the  most  abundant  being  Ath.  suhtilita, 
and  also  containing  Pr.  eostaiws,  Pr.  muricatus,  Pr.  PratUnanus, 
Pr.  punctaius,  Hem.  crass-u8,  Sp.  catneratus,  Sp.  Kentuckenais,  Meek- 

ella  striatooostaia,   G/ionetes  ,  Allorisma  (small   species), 

LopTiophyll-um proliferum,  ArclKBOcidaris  megaaiylus. 

On  the  Trenton  road,  a  half  mile  from  Linneus,  our  Section  in- 
cludes the  following: 

Ho.    1.   Drift. 

No.    2,    5  feet  red  Shales,  with  occasional  green  streaks. 

No,    3.    1  foot  olive  sandy  Shales. 

No.    4.    3  inches  Sandstone, 

No,    5.    6  feet  6  inches  drah  Sandstone  in  thin  layers. 

No.    G.    8  feet  red  and  g-reen  tjhales. 

No.    7.    G  feet  red  Shales,  containing  nodules  of  red  Hematita,  {No,  IS  of  our 

General  Section.) 
No.    8.    6  inches  shaly  nodular  Limestone,  abounds  in  Ath,  suhUUta. 
No.    9.    6  inches  green  Shale. 

No.  10.    1  foot  8  inches  raotUod  drab  and  yellow  Limestone  In  one  bed. 
No.  11.     G  inches  soft  yellow  Limestone,  containing  Pr.  splendens,  Gho.  tmao- 

laba,  Atli.  auhiilita  and  Cricoid  stems. 
No.  12.     1  foot  Shales,  abounding  in  Sp.  pla.nocan'oenus,  Retzia  punctilifera,  Ch. 

mesoloba  and  Crinoid  plates.     (No.  32  of  General  Section.) 
No.  13.    Nodular  Limestone  full  of  Sp.  planoeonvexus. 

In  Sec.  31,  T.  59,  K.  20,  on  W.  H.  Garret's  land,  are  15  feet  of  red 
Shales,  with  an  occasional  green  streak.  These  Shales  abound  iu 
nodules  of  red  Hematite,  containing  Pisoina  nitida,{f)  and  Myalina 
Swallovi. 
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A  greenish  Limestone,  abounding  in  Aihyris  suhtiUia,  is  found  in 
the  branch  just  below,  and  further  up  the  branch  we  find  about  15 
feet  of  Sandstone,  (No.  f.)  This  Sandstone  also  crops  out  on  Locust 
Creek,  a  Jittle  south  of  west  from  Laclede,  35  feet  tliick,  is  micaceous, 
the  upper  beds  being  very  soft  and  containing  smail  concretions  of 
Oxide  of  Iron.  The  lower  part  occurs  in  beds  of  3  and  i  feet  thick- 
ness. Just  beneath  is  8  inches  of  sandy  ferruginous  conglomerate, 
with  thin  seams  of  Coal  and  a  4  inch  bed  of  Carbonate  of  Iron  below. 
The  Sandstone  contains  Galamiles,  and  the  Iron  bed  abounds  in  re- 
mains of  a  beautiful  species  ai  Ferns. 

At  Perry's,  formerly  Withrow's  Mill,  on  Locust  Creek,  the  rocks 
have  a  local  dip  of  5°  and  a  course  of  S.  40°  E.,  and  include  from  No. 
43  upwards,  lying  in  the  following  order  : 

No.  1.  15  feet  Slope,  witli  tumbled  masses  of  bluish  drab  Limeatoiie  on  the 
lower  pai't. 

No.  2.  2  feet  rough  looking,  uodular,  bluish  drab  Limestone,  correspoudirijt 
to  No.  40. 

No.  3.    r  feet  tlihi  layers  of  Sandstone. 

No.  4.     11  feet  drab  aud  micaceous  sandy  Sliales. 

No.  5.    1  foot  6  inches  blue  Limestone.    The  upper  4  inched  is  dark,  slialy  and 

Aicoidal,  and  contains  Chonetea ,  Ck.  meaoloha,  Ft.  murieataa, 

Sp.  planoconvexus  and  Arehceocidaris.  The  lower  part  of  the  bed  is 
firmly  and  evenly  jointed,  and  corresponds  f»  No.  42. 

No.  6.    2  feet  6  inches  bituminous  Shales. 

No.  7.  2  feet  soft,  black  argillaceous  and  pyritifei'ous  Shales  abounding  in  fos- 
sils, mostly  Fr.  muricaiiis  ,ind  Hemiproniiss  crassus. 

No.  8.    1  foot  dark  blue  Clay, 

Several  miles  further  up  stream,  at  Miles',  formerly  Hurlbert's' 
Mill,  we  find  these  rocks  well  exposed,  and  also  some  lower  beds,  as 
follows : 

No.    1.  10  inches  Limestone,  (No.  42  of  General  Section.) 

No.    2.  2  feet  dark  Shales. 

No.    3.  10  inches  drab  Shales  with  fossils,  (No.  4S  of  General  Section.) 

No.    4.  5  feet  dark  green  Clay. 

No.    5.  2  feet  6  inches  ferru^nous  Shales  with  fossils  in  the  upper  part. 

No.    ti.  1  foot  4  inches  feiTuginous  Limestone;  fracture  shows  a  dove  color. 

No.    7.  6  inches  argillaceous  Shales. 

No.    8.  2  feet  black  Shales,  containing  small  flat  concretions. 

No.    9.  i  inch  shaly  Coal. 

No.  10.  5  fact  shaly  Slope. 

No.  II.  4  feot  shaly  Sandstone. 
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ECONOMICAL    GEOLOGY. 

There  are  but  few  outcrops  of  Coal  in  this  county,  and  excepting 
the  shafts  at  BrooklieM  aud  St  Catharine,  there  haa  been  very  little 
searching  for  Coal. 

A  thin  Coal  seam  is  sometimes  seen  just  under  No.  45.  It  varies 
from  2  to  4  inches  in  thickness  and  does  not  get  any  thicker  in  this 
county,  and  is  wanting  in  the  counties  north.  It  underlies  most  of 
the  eastern  part  of  Linn  county,  but  was  not  seen  on  Locust  Creek, 
and  may  be  looked  for  about  2^  feet  below  the  Rhomboidal  Limestone, 
{No.  42).    It  occurs  as  foUows  at  Baker's  Old  Mill,  on  Yellow  Creek: 

No.  J.     1  foot  4  incbes  Ehomboidiil Limestone,  (No.  42  of  Geiier;Ll  Section.) 

No.  2.    2  feet  bituminous  Shales. 

No.  3.    f>  inches  very  tliinly  laminated  bitaminouji  Shales,  containing  Iron 

Pyrites  ooneretiona  anti  fossilM. 
No.  4.    4  inches  Coal. 
No.  5.    3  feet  Fire  Clay. 

Near  Yellow  Creek,  in  the  west  part  of  Sec.  4,  we  find : 

No.  I.  6  inohee  blue  Limestone  ;  total  thickntss  not  seen.    (No,  42.  ] 

No.  2.  2  feet  G  inches  bituminoas  Shales, 

No.  3.  6  inches  bfue  Shales. 

No.  4.  2  inuhes  impure  Ooii.1. 

No.  5.  2  feet  Tire  Clay. 

COAL    (NO.    59    OF    GENERAL    SECTION.) 

This  Coal,  formerly  worked  by  Mr.  Nutter  in  the  edge  of  Macon 
county,  a  little  above  water  in  Muscle  Fork,  one  and  a  half  miles  north 
of  the  Hannibal  and  St.  Joseph  Kailroad,  is,  I  think,  the  15-inch  seam 
found  70  feet  below  the  surface,  in  the  Brookfield  shaft,  and  20  feet 
below  the  surface  in  the  shaft  at  St.  Catharine. 

A  seam  of  10  inches  has  been  formerly  worked  at  several  place* 
in  T.  GO,  11.  20,  but  is  now  seldom  mined.  One  of  the  chief  of  these 
is  on  the  land  of  Jacob  Vanbibber,  in  the  southern  part  of  Sec.  26, 
T.  60,  K.  31.  It  is  here  overlaid  by  1  foot  6  inches  of  bituminous 
Slate,  which  underlies  30  feet  of  bituminous  Shales.  Immediately 
over  the  Coal  is  a  2-inch  pyritiferous  bed,  abounding  in  Pleuroioma- 
ria  oarhonaria.  The  seam  varies  from  10  to  16  inches,  and  the  Coal 
occurs  in  very  even  layers,  some  of  which  are  bright  jetty,  others 
dull  or  dark  black.  Oalcite  plates  are  found  in  the  joints,  |and  the 
beds  show  impressions  of  plants  of  very  fine  texture.  The  cross  frac- 
ture shows  black  and  shiny  like  tar. 
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This  Coal  was  also  formerly  worked  on  Thos.  Carter's  land,  in  N. 
W.  8.  W.  Sec.  23,  and  on  Robt.  McQaann's  land.  I  could  not  obtain 
the  necessary  data  for  the  Geological  position  of  this  Coal.  It  may 
be  Hatter's,  and  may,  probably,  be  a  higher  Goal.  This  Coal  was  also 
seen  on  Dr.  W.  K.  Robinson's  land,  in  S.  W.  Sec.  7,  T.  60,  R.  20,  varying 
from  6  to  10  inches,  with  overlying  beds,  ais  follows: 

No.  1.  Sands  Co  lie. 

No.  2.  1  foot  6  iiiclies  Limestone. 

No.  3.  6  feet  tlrab  Shales. 

No.  4.  2  feet  bituminous  Sliales. 

No.  5.  J  iacli  Coai. 

No.  6.  2  inches  Clay. 

No.  7.  5j  inches  Ooal. 

No.  8.  Fire  Clay. 

The  following  is  the  Section  of  the  Shaft  at  St.  Catharine  : 

No.    1.  1-1  feet  Clay. 

No.    2.  6  feet  I'otten  Slate. 

No.    3.  Pliiity  Sandstone. 

No.    4.  1  foot  i  inches  Coal. 

No.    5.  2  feet  5  inches  Clay. 

No.    6.  2afbetSoapstone. 

No.    7.  1  foot  hard  Limestone. 

No.    8.  6  feet  blue  Sand. 

No.    9.  40  feet  Soapstoiie. 

No.  10.  2  feet  2  inches  Coal,     liottoni  of  sliafC.     Below  tliis  a  boring  was 

made,  and  passed  through  the  following : 

No.  11.  3  feet  Fire  Olay, 

No.  12.  8  feet  hard,  flinty  Saudroek. 

No.  13.  60  teet  Soapstone. 

No.  14.  4  feet  6  inches  black  Slate. 

No.  15.  2  feet  6  iaehes  Coal. 

No.  16.  4  feet  Fire  Clay. 

No.  17.  85feetSoap3tone. 

No.  18.  3  feet  Coal. 

For  the  above  section  I  am  indebted  to  Mr.  Wm.  H.  Elliott,  the 
owner  of  the  mine. 

No.  10  is  a  seam  which  is  worked  ;  the  Ooal  resembling  somewhat 
that  of  liirby's,  in  Sullivan  county.  It  is  black  and  shiny,  with 
darker,  line-grained  jet  bands,  with  smooth  joints,  and  occasional  thin 
pyrites  bands.  Calcite  occnrs  in  the  joints,  and  the  beds  of  deposit 
show  layers  of  mineral  Charcoal  and  faint  plant  impressions. 

The  following  is  the  section  of  the  Brookiield  shaft  and  bore 
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EEOOKFIELD  SHAFT  AND  BORE. 


2; 

1 

Thickness. 

Total  TitiCTiSEss. 

Desckiptiok. 

I 

aOfeef 

stone  should  have  come  in  here,  17 
feet  below  the  surface,  but  for  some 
renaoii  it  was  cot  found. 

2 

1  foot  10  inches. 

31  feet  10  inches... 

Hart!  rock,  next  below  No.  42,  and  found 
in  the  bed  of  the  creek  near  by. 

IG  feet 

47  feet  10  inches. .. 

Fire  Clay  and  Shales. 

4 

25feet„ 

72  feetlO  inches... 

Soap  stone. 

fi 

1  foot  3  inches... 

74feeC    1  inch 

Coal  (Nutter's). 

6 

14feet. 

68  feet    1  ineti 

Fire  Clap  and  Shales. 
Bock  concretions. 

7 

6  feet 

94  feet    1  inch 

95  feet    9  laches. , 

8 

1  foot  8  mches... 

Hard  rock. 

9 

52  feet  8  inches... 

118  feet    5  inches... 

Boapstone. 

10 

2  feet  4  Indies... 

150  feet    9inclies... 

Oonl— working  seam. 

11 

- 

166  feet    9  inches... 

Brown  Fire  Clay  and  Shales. 
Brown  rock  concretions. 

12 

8feet 

174  feet    9  inches.. . 
180  feet    9  inches... 
190  feet    9  Ineiies... 

18 

6  feet. 

Black  rock  concretions. 

14 

10  feet 

rire  Clay. 

15 

8  feet- 

198  feet    9  inches... 

Sandrock  (lowest  rock  at  Joah's  Creek) 
Pire  Clay. 

IG 

8  feet- 

201  feet    9inche.s... 

17 

205  feet    9  inches... 

Soapstone. 
Slate. 

18 

S  inches... 

20efeet    5  inches,.. 

19 

5fcet 

211  feet    5  inches... 

FireCia}'.   Bottom  of  shaft.  Below  this 
the  horing  discovered  the  following  ■ 

20 

8  feet-. 

219  feet    5  Inches... 

Soft  Soapstone. 
Fire  Clay. 

21 

4  feet 

223  fees    5  inches... 

'22 

14  feet 

237  feet    5  inches... 

Soapstone. 

23 

4  feet 

241  feet    5  inches... 

Fire  01  ay. 

24 

Steet 

243  feet    6  inches.. 

Soapstone, 

25 

3  tea  1  iiKh 

24a  feet    6  Inolies.. 

Coal. 

2G 

5  inches.. 

245  feet  11  inches.. 

Fire  Clay. 

27 

G  iiiclies.. 

240  feet    5  inches.. 

Coal. 
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ookfield  Shaft  and  ^ors -Continued. 


T..o»„. 

Total  1 

„.»„.„. 

DlSSClilPTIO.V. 

261  feet 
2S0  fcBt 
a79  feet 
280  feet 
290  feet 

290  feet 

291  feet 
296  fe^t 

6  inches... 

5  inches... 

6  Inches... 

1  Inch 

1  inch... . 
T  inches.. 

7  inches.. 
7  inches.. 

Fire  Clay  and  Shalea. 

Soaps  tone. 

Hard  roek  (Pyrites). 

Soapstone. 

tJlate  and  Shales. 

31 

8  inches... 

6  inches... 

Hard  roeli  (not  bored  through). 

The  Ooal  of  "Turner's  heirs,"  already  mentioned,  is  in  the  lower 
seam  irridescent,  smoothly  jointed,  with  some  pyrites  plates  on  the 
joints  and  some  rather- beautilul  and  irridescent  Charcoal,  formed  of 
finely  striated  plants  on  the  beds  of  deposit.  The  upper  seam  differs 
from  the  lower  in  that  the  Coal  is  not  irridescent. 

Edward's  CoaJ,  near  that  of  "  Turner's  heira,"  is  very  similar  to  it, 
but  the  lower  seam  is  not  quite  so  irridescent. 

From  careful  inspection  of  our  Sections  above  noted,  we  find  in 
Linn  three  Coals  suitable  for  working  that  may  be  reached  by  shafts. 
The  upper  one  is  from  15  to  17  inches  in  thickness.  The  next  below 
is  from  2  to  2  feet  4  inches,  and  the  lowest,  which  is  deep  below  the 
surface,  is  from  3  to  4  feet.  The  upper  seam  crops  out  just  beyond  the 
eastern  margin  of  the  county  and  is  70  feet  below  the  surface  at 
Brookfleld.  The  next  is  73  feet  below  the  first  and  the  third  and  low- 
est is,  as  estimated  by  borings,  65  to  90  feet  lower.  These  two  lower 
beds  are  the  most  important,  and,  as  I  think,  underlie  most  of  the 
county.  Their  total  aggregate  thickness  amounts  to  about  C^  feet, 
which,  if  found  under  698  square  miles,  (probably  a  fair  average,) 
gives  us  as  the  quantity  of  Ooal  under  the  surface  in  this  county  the 
amount  of  4,557,560,832  tons. 


CLAY    AND    BED    OCHllE. 

Beds  of  good  potters'  Olay  may  be  found  at  many  places  in  this 
county. 

At  Kelsey's  pottery,  on  Dr.  Fellow's  land,  two  miles  south-west  of 
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Laclede,  there  is  manufactured  a  good  utoneware  from  Oiays  obtained 
on  the  edge  of  the  ueighboriiig  creek. 
The  exposed  beds  appear  there  thus : 

No.  1.  Soil  oa  top. 

No.  2.  2  feet  yellow  Clay  with  Ochre. 

No.  3.  ifeetblueClay. 

No.  4.  2  to  3  feet  blue  Ciay  with  red  streaks  and  a  dark  sti-eak  at  top. 

No.  5.  Good,  smooth  potfers'  Clay. 

A  bluish  drab  calcareous  Olay,  obtained  hall'  of  a  mile  west  of 
Linoeus,  on  the  land  of  Wm.  Harrison,  is  used  lo  glaze  the  waro  of 
this  establishment. 

These  Olay  beds  are  regular  Shales  of  the  Goal  Measures  and  un- 
derlie a  large  portion  of  the  county. 

On  W.  H,  Garrett's  land,  one  mile  north  of  Linneus,  are  seen 
about  15  feet  of  red  Shales,  which  are  occasionally  streaked  with 
green  and  contain  nodules  of  red  Oxide  of  Iron,  which  sometimes  con- 
tain a  little  Carbonate  of  Lime.  The  Clay  also  contains  some  Lime  where 
there  are  remains  of  fossils.  These  nodules,  however,  occur  in  regu- 
lar layers  and  do  not  injure  the  main  body  of  the  Clay,  which  also 
becomes  a  valuable  material  for  paint,  and  in  taking  it  out  for  that 
purpose  the  Iron  nodules  can  be  reserved  to  be  carried  to  a  furnace. 
I  do  not  know,  however,  that  their  quantity  would  be  such  as  to  war- 
rant the  erection  of  a  furnace  on  the  ground,  but  they  could  be  profit- 
ably transferred  to  one.  These  I'ed  Shales  are  also  exposed  on  the 
Locust  Creek  bluffs,  southeast  of  Laclede. 

liUILDING    EOCK. 

On  the  west  side  of  Locust  Creek,  in  Sec.  10,  T.  57,  E.  21,  is  a  low 
mound,  which  seems  mainly  to  be  composed  of  Sandstone.  On  its 
eastern  side  a  quarry  has  been  opened  disclosing  about  16  feet  of  a 
superior  quality.  The  upper  portion  is  in  thick  beds  of  from  two  to 
five  feet.  Then  comes  two  feet  shaly  rock,  separating  it  from  the 
lower  portion,  which  is  in  layers  one  foot  in  thickness.  Ifc  is  mostly  a 
light  drab  Sandstone,  formed  of  minute  rounded  silicious  grains,  ce- 
mented in  part  by  calcareous  matter,  and  contains  scales  of  Mica.  It 
very  much  resembles  the  Stone  from  Whiterock  quarry,  Carroll 
county,  to  which  it  is  in  no  way  inferior.  Sandstone  of  Inferior  qual- 
ity is  found  in  a  good  many  parts  of  the  county,  but  this  one  I  regard 
as  a  good  stone,  and  it  will  be  of  great  value. 

The  blue  Limestone,  No.  43,  has  been  used,  but  except  when  well 
exposed,  it  will  not  be  quarried  on  account  of  the  quantity  of  worth- 
ess  material  required  to  be  stripped.    It  is  generally  in  even  lay- 
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ei-s  and  jointed  into  long  regular  blocks,  with  smooth  and  even 
faces.  It  was  seen  at  the  following  places  :  Baker's  mill,  17  inches 
thick ;  near  the  railroad,  1  foot  thick ;  Bayles'  old  mill  site,  18  inches  ; 
Coalson's  old  mill  site,  17  inches,  divided  into  2  beds,  the  upper  being 
11  inches ;  on  Eariton  Branch,  32  inches  ;  D.  Becket's  quarry,  Sec.  17, 
T.  58j  R.  30, 17  inches,  in  2  beds  of  5  and  12  inches;  Withrow's  old 
mill,  18  inches.  At  the  latter  places  it  was  used  in  the  abutments  of 
the  bridge  near  by  and  procured  in  blocks  4  to  S  feet  long  and  18  inches 
thick.  Avery  good  quality  of  this  rock  and  one  which  does  not  require 
much  stripping,  is  found  on  the  east  side  of  Yellow  Creek,  two  miles 
east  of  Brookfield. 

On  Moore's  land,  near  this  place,  is  a  quarry  of  rock  differing  prob  - 
ably  from  that  last  named. 

The  beds  of  gray  and  drab  Limestone,  found  near  Linnexis  and 
along  Locust  Creek  north,  and  in  Ts.  57  and  58,  K.  18,  will  make  a  tol- 
erably fair  article  of  Lime  but  are  not  useful  for  other  building  pur- 
poses. 


It  is  probable  that  some  of  the  Limestones  in  this  coun  ty  may  be 
Hydraulic,  but  as  yet  no  experiments  have  been  made  with  a  view  to 
this  purpose.  They  may  include  No.  52,  occurring  in  Yellow  Creek, 
east  of  Brookfield,  and  No.  40,  at  Coalson's  old  mill  site,  and  those  oc- 
curring southwardly  on  East  Yellow  Creek, 
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Prop.  G.  0.  Bkoadhead,  Siuie  Geologist : 

Dear  Sir;  T lie  folio wiDg  i-eports  on  Putnam  and  Sciiiiyler  counties,  embrace 
the  majoi'  portion  of  my  labors  in  tlie  fleld  during  the  months  of  May  and  June,  of  the 
present  year.  Much  credit  Is  c!ae  my  assistant,  Mr.  H.  H,  West,  for  valuable  aid  ren- 
dered In  the  prosecution  of  the  work,  I  take  thisopportunity  to  pubUcly  return  thanks 
to  the  following  named  gentlemen  forthe  many  Ikvors  shown  me,  and  Information  fur- 
nished :  Hon.  M.  Marshall  and  Mr,  Hoskinson,  of  Unionville;  the  Messrs.  Dlekerson,  of 
Diekerson's  Mill,  Putnam  county ;  Mr,  Henry  Miller,  editor  of  the  Eieeelsiar,  Lancaster  ; 
Mr,  Eichard  Cay  wood,  Mr,  Silas  Brcckenridge,  of  Schuyler  cotmty,  and  Mr,  Henry  Sbaw, 
of  Centerville,  Iowa,  who  furnished  me  with  valuable  information  concerning  the 
heights  of  different  points  in  Bchuiyer  county,  and  to  ail  those  who  aided  me  in  different 


August  I,  1S74. 
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PUTNAM   COUNTY. 


BY  CHARLES  J.  NORWOOD. 


Putnam  county,  one  of  the  extreme  northern  counties  of  the 
State,  bordering  on  Iowa,  is  bounded  on  the  North  by  parts  of  Wayne 
and  Appanoose  counties,  Iowa;  on  the  west  by  Mercer;  on  the  south 
by  Sullivan  andpart  of  Adair,  and  Eastby  Ohariton  River,  which  gives 
to  that  border  a  very  irregular  outline,  and  separates  this  from  Schuy- 
ler county.  The  Burlington  and  South-western  Railroad  traverses 
the  county  in  a  west  of  South  direction,  passing  through  Unionville, 
the  county  seat.  The  county  was  first  organized  in  1845,  Dodge  county 
was  added,  and  its  area  is  now  about  523  square  miles.  It  is  nearly 
three  times  as  long  as  wide,  being  36  miles  long  and  14  miles  wide, 
exclusive  of  the  3  miles  oft'set  in  the  South-east.  About  two-thirds  of 
its  area  is  wooded,  the  timber  in  the  west  growing  along  most  of  the 
streams,  sometimes  extending  to  a  distance  of  4  miles  on  each  aide, 
while  the  eastern  half  is  nearly  all  timber. 

TOPOGRAPHY. 

Taken  as  a  whole,  Putnam  county  is  hilly  and  broken.  There  is 
of  coarse  also  much  level  land,  comprising  the  bottoms  along  the 
different  streams,  such  as  Blackbird,  Medicine  Oreek,  Chariton  River, 
etc.  There  are  also  many  localities  in  the  western  part,  where  the 
country  is  rolling,  spreading  out  in  beautiful  and  undulating  prairie 
land.  This  part  of  the  county  is  not  bo  broken  as  the  eastern  portion, 
and  there  is  greater  uniformity  in  the  surface  configuration,  which 
fact  is  very  apparent  to  one  passing  over  the  prairies.  In  the  west, 
the  surface  usually  rises  gradually  from  the  streams,  and  spreads  out 
in  a  series  of  long,  irregular,  wide,  flat  ridges,  with  gently  sloping 
sides,  which  are  from  150  to  200  feet  above  the  streams.  The  valleys 
between  the  ridges  are  usually  shallow,  and  often  wide. 

There  is  one  general  system  in  all  of  these  ridges :    they  are 
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nearlyall  parallel  with  each  other,  and  have  a  general  trend  about  N. 
30°  E.  The  country  will  then  vary  from  the  hilly,  to  the  gentlyrolling 
prairie,  the  latter  however  being  of  comparatively  small  extent.  In 
the  eastern  portion,  as  before  stated,  the  country  is  more  broken,  and 
seemingly  without  any  system;  (he  ridges  are  irregularly  winding, 
and  have  no  special  trend.  The  country  is  well  drained  by  nature, 
long,  narrow  ravines  transporting  the  water  from  the  highlands  to  the 


In  the  west,  in  a  few  instances,  only,  do  the  hills  rise  immediately 
from  the  streams  ;  a  wide  bottom  generally  comes  between,  and  even 
then  the  rise  is  gentle.  In  the  east  there  is,  as  a  rule,  a  bluff  on  one 
side' and  a]  bottom  on  the  other;  the  width  of  the  bottoms  varying 
greatly — in  some  instances  they  are  quite  wide,  and  again  hardly  an 
eighth  of  a  mile  in  lateral  extent.  Along  the  Chariton  they  are  occa- 
sionally a  mile  and  a  half,  or  even  more,  in  width. 

The  site  of  XInionville  is,  perhaps,  the  highest  point  in  the  county, 
and  a  point  on  the  railroad,  about  5  miles  north-east  of  the  town, 
called  "The  Summit,"  may  rank  next. 

HYDROGRAPHY. 

SPRINGS     AND    "WELLS- 

Springs  are  rare  in  the  county,  and  on  the  hills  it  is  very  seldom 
that  water  is  reached  in  wells. 

In  the  bottom  land  water  is  obtained  by  going  to  a  depth  level 
with  or  below  the  bedof  the  neighboring  stream ;  but  even  this  gives 
out  during  very  dry  weather.  In  most  cases  the  wells  would  have  to 
be  sunk  to  a  depth  ot  from  75  to  100  feet,  or  even  more,  on  the  ridges, 
to  obtain  a  supply  ot  water.  This  is  rendered  neceseary  by  the  thick- 
ness of  the  Quaternary  deposits,  which  rausfc  be  passed  through.  As 
well  digging  is  attended  with  considerable  expense  and  time,  the  far- 
mer, after  passing  down  from  20  to  30  feet  in  search  of  water  without 
success,  usually  converts  his  unfinished  well  into  a  cistern. 

riTKEAMS. 

The  principal  streams  are  Medicine  Creek,  East  and  West  Locust, 
in  the  western  part;  and  North  Black-bird,  South  Black-bird,  and 
Shoal  Creeks,  in  the  eastern  portion  of  the  county. 

There  are  two  systems  in  the  streams :  Those  in  the  west,  head  in 
the  north  and  flow  south,  draining  the  country,  from  the  east  and 
west;  while  those  in  the  eastern  part  start  from  a  highly  elevated 
ridge  or  plateau,  the  trend  of  which  is  north-east  and  south-west,  and 
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idowB  in  a  Bouth-eastwardly  direction  to  Chariton  River,  draining  the 
country  on  the  north  and  south.  Thus  it  will  be  seen  that  the  county 
is  well  provided  with  natural. drainage.  Some  of  the  creek  bottoms 
are  exceptions,  and  must  be  drained  by  artificial  means,  such  as  ditch- 
ing, etc. 

GENEHAL  GEOLOGY. 
The  Geological  formations  found  iit   the  county  include  the  Qua- 
ternary, and  that  division  of  the  Carboniferous  agekaowQ  as  the  Goal 
Measures. 

QU ATEKNAET. 

This  overlies  the  whole  county,  and  in  the  western  half  attains 
great  thickness,  entirely  concealing  the  Carboniferous  rocks.  There 
the  high  hills  and  ridges  seem  to  be  entirely  composed  of  this  forma- 
tion. The  deepest  cuts  made  by  streams  exhibit  only  Quaternary  de- 
posits, and  the  deepest  wells  on  the  ridgos  are  entirely  in  Clays,  etc., 
flf  this  age. 

The  following  are  the  divisions  of  this  formation,  as  found  io 
Putnam  :* 

I. — Alluvium. 

This  attains  a  thickness  of  from  25  to  35  feet,  includiug  the  soil 
and  Clays  and  Sand  found  along  the  various  streams.  On  some  of  the 
streams,  where  the  channel  has  been  changed,  small  islands  have  been 
formed  almost  entirely  of  Sand  belonging  to  this  system.  Some  of 
these  islands  show  a  thickness  of  from  15  to  20  feet  of  Hand. 

11.— BoTTOsi  Praibie. 

On  the  Chariton  Hiver,  and  at  some  localities  along  Shoal  Creek, 
this  reaches  a  thickness  of  from  10  to  15  feet. 

UL—Bmi'T, 

This  is  especially  thick,  varying  from  50  to  at  least  75  feet  or 
more.  This  includes  Sand,  Gravel,  Clays,  etc.  At  one  locality  along 
Shoal  Creek,  from  20  to  35  feet  of  Drift  Sand  alone  was  observed. 
Large  and  small  boulders  of  Syenite,  Granite,  Quartz,  Quartzite, 
•Greenstone,  etc.,  and  Quartz  with  Tourmaline,  Hematite,  Copper,  and 
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small  grains  of  Gold,  were  found  in  this  formation.  Some  of  the  boul- 
ders are  planed  off  one  side,  with  parallel  scratches  extending  across^ 
exhibiting  plainly  the  action  of  a  glacial  force, 

OAliBONIFEKODS. 
COAL    MEASURES. 

The  whole  county  is  underlaid  by  this  formation,  but  it  is  only  in 
the  eastern  half  that  any  of  its  strata  are  visible,  the  Quaternary  de- 
posits effectually  concealing  them  in  the  west.  The  area  of  the  Coal 
Measures — that  portion  of  the  county  where  the  rocks  approach' near 
the  surface,  or  are  exposed — may  therefore  be  laid  down  as  about 
246  square  miles,  not  quite  one-half  the  area  of  the  whole  county.  The 
total  thickness  of  the  formation,  as  found  exposed,  is  205  feet.  In  thie 
thickness  there  are  three  Ooal  seama,  one  of  3  to  3^  feet,  one  of  2feet  to 
38  inches,  and  one  with  18  inches,  with  also  many  small  streaks  of  from 
^  of  an  inch  to  2  inches  in  thickness.  The  thickest  Ooal  is  also  the 
highest,  while  the  thinnest  is  the  lowest.  From  the  top  Coal  to  the 
middle,  or  next  one  below,  there  is  a  space  of  104  feet,  filled  up  by 
Shales,  Limestones  and  Sandstones;  the  lowest  bed  is  found  at  from 
15  to  20  feet  below  the  middle  one.  The  general  dip  of  the  Ooal  is  a 
little  south  of  west.  There  are,  naturally,  many  local  dips  and  dis- 
turbances, the  result  of  looaJ  ^causes,  such  as  undermining  by  water, 
etc. 

The  following  is  a  Vertical  Section  of  all  the  rocks  and  Coal  beds 
in  the  county  that  are  exposed  to  view.  By  carefully  examining  the 
rocks  in  the  neighborhood  and  referring  to  the  Section,  one  will  be 
enabled  to  estimate  at  what  depth  Coal  maybe  reached  in  different 
localities : 
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SNEKAL    SECTION. 


Slope  probably  all  Sandstone 

Limestone;  top  nodular,  mottled, 
dove  and  drab,  and  fioe-grain- 
ed ;  this  grnduat«8  into  com- 
pact, hard,  line-grained,  li^ht, 
dove  or  bluish  drab.  Tben  the 
rock  almost  Imperceptibly  passes 
into  an  asliy-drab,  nne-grained, 
»iomewhat  earthy  Limestone. 
Fossils  are  Prod,  splendena,  {P. 

longispinus,  (?)  Chimetes ,  (?) 

Spr.  liTteafua.,  and  FusuUku  cj/1- 
indrica,  thelatter  with  Spr.  (AT.) 
Iilanoeonvexus  is  abundant. 


Eftilroad  cut,  three 
miles  north  TTnioii- 

South  of  Bladi- 
bird  and  high  points 
throughout  N.  E. 
and  S.  E.  portion  of 
the  county. 


ru'^iilaccous  Shale... 


Gre 

Kough,  Irregularly-bedded,  very 
hard  and  tough,  both  Une  and 
coarse-grained  Limestone;  is 
often  quite  siliclous;  variable  in 
oolor ;  where  most  sllldous,  ^' 
is  cream-colored,  and  then  i 
ries  ftom  mottled-bluish  or  ai 
drab,  to  speckled-brown  and 
cream  colored ;  the  color  is 
sometimes  gray,  and  occasion- 
ally blue,  or  bluish  gray.  Gen- 
erally, though  not  always, 
weathers  with  a  thick,  brown 
crust,  which  Is  soft  and  often 
decomposes  and  forms  a  brown 
powder;  Cnlciteisdisseminated 
m  specks,  small  masses  filling 
cavilJes,  and  thread-like  vein~ 
a  nodular  bed  occurs  at  the  ti 
and  bottom— this,  however, 
sometimes  wanting.  FossUsare 
numerous.  eapeciallySp?'.  (M.) 
■planoconvexus,  (which  covers 
the  surface,)  and  Rhynehanella 
Algerii,  (?)  Aihyria  subiiliia  and 

Ckoneiea ,(?)  are  also  found  ; 

fracture  variable — oftea    rough 
and  sometimes  sub-concboldal. 

Green  and  reddish-colored  argllla- 
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General  SetUon — Continued. 


Sandstone  and  sandy  Shale ;  Up- 
per G  feet  generally  bwff  and 
soft,  also  micaceous ;  lower  part 
very  soft,  gray,  micaeeous  and 
shaly. 


Hard,  blue  and  gray  Limestone, 
with  atliiclt  brown cnisc:  color 
varies  from  blue  to  asb,  (Siai 
milleporaeeus,   Faaulhia    ra 
ia,  (n  and  Crinoid  coiumna, 
the  fossils ;  sometimes  only  6 
inches  thiclc. _. 


.   Calcareous  Shale;  often  absent... 

.  Greecish  and  ashy  drab,  compact, 
tolerably  bard,  close-textured, 
even-bedded  Limestone;  weath- 
ers witii  a  thick,  light  ferrugin- 
ous brown  crust.  Fossils  are 
Athyria  subtiliia,  \Mge  Spr, 
camei'aias,  Spr.  (iW.)  planoeotf 
vexus,  Rhynchonella  Algei-ii(?). 

Discina (f ).  Fish  tooth  and 

Crinoldal  columns- 


Ash  blue,  eeuerally  jointed,  argil- 
laceous Limestone.  Upon  frac- 
ture the  rocit  appears   \a   be 


posure  for 
sumes  a  greenish  tinge.  Occurs 
in  one  bed.  Fracture  variabl* 
where  very  argillaceous  it 
hackly,  but  at  other  places  it 
aub-concholdal.  Upper  and 
lower  surfaces  shelly,  and  where 
they  have  not  been  exposed  for 
a  long  period,  covered  with  or- 
ganic remains,  viz.:  Semi^mir 
ilea  crassua,  Athyris  aubUliia, 
Meekella  stTiatoeostata,  Spr. 
cameraiua.  Spr.  Keniucienais, 
Prod,  costaitta,  P.  Prattenanus, 
Rhoinhopora  lepidodendrotdea, 
Synoaladia  bi$erialis  and  Chon- 
ili-itm  Colletti 


Whei-ever  Goal  A 
is  found.  Blackbird; 
Mrs.  Markham's,  etc. 
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K 

Tk[cksebs. 

Total. 

Desckiptioh  of  Strata. 

i 

.-„ 

a" 

^ 

„ 

Locality. 

o 

t 

S 

f 

14 

1 

riR 

9 

Dark  blue  argillaceous  Shale 

Gi-e«n  calcareous  Shale,  with   a 

15 

1 

G    ;    68 

3 

uodular  bed  of  Limestone  at  the 

middle.     Ghonetea  meaoloba  and 

! 

HeMipronitea  crassus  abound 

16 

3     

71 

3 

Irregularly  bedded,  ash  drab  and 

North   and  South 

Blackbird,   Big  and 

Little   Sandy     and 

^solfieoids.    This  rock  Is  quite 

Shoal  Creek. 

variable  111  fta  lithologlcal  cbar- 

acters      It  is  generally  quite 

ihih  and  is  often  seen  only  as  a 

calcareous  Shale  with  occasional 

indurated  spots.  The  bottom  12 

Inches  is  inclined  to  be  nodular. 

j 

Contains  JlfmAeiJaBij-wriacosifrfa, 

\      Aikyns  subtUUa,  Spiri/er  tfam- 
^  a(«8  very  large  Spr.  (M.)  line- 

1       (f  3  Spr  linmtua,\a.r.perple3!UB, 

\      Ghonetea ,  AUoriama  (aome- 

tlmea  abandant),  lurge  Cnnoidal 

larx    etc     Equivalent  to  No.  64 

17 

1,          6 

72 

9      Drab  and  gi-een  Shale  with  occa- 
1      sional  Limestone  nodules.  Fos- 

j      sils  are  Produeius  eoatatus^  JPr. 

!      protiifes  crassua,  ChtmeUs  witao- 

i      ioba.  etc 

18 

1 

73 

0    1  Dark  pyrito-calcareous  Shale,  flill 

Mrs,      Markham's 

]      of  Spr.  (M.)  plaiuKonvexuB,  and 

Coal  Bank. 

i      eontainhig  Chitoiu  Diacina,  and 

ti 

74 

a  Ehynchonella.     Seldom  pres- 

19 

BittimlnonH  Slatt^.  This  sometimes 

reaches  3  feet 

20 

3 

74 

6 

Dark  Shale 
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■^ 

THICKfJE88. 

Total. 

Dilscitip-flON  or  Strata. 

1 

g 

% 

1 

Locality- 

1 

% 

21 

3 

6 

78 

9 

Goal  A.    This  Viiries  from  3  to 

toreaohsttaickDessof4feet.    It 

generally  lias  two  clay  parMngs,| 
thus:                                           1 
a.  3  feet  Coal. 

6.  2  to  4  inches  Clay. 

c.  1  foot  Coal. 

d.  1  Inch  Clay. 

e.  4  inches  Coal. 

This  is  the  Coal  com  nionly  found 

Shoal   Creek —  on 

cropping:  out  throiighont  the 

nearly  all  its  branch- 

eastern half  of  the  county,  and 

es.   The  Blackbirds, 

maybesaid  to  be  the  only  "avr- 
Jace  Coal"  coextensive  with  the 

Big  Sandy,  and  the 

Chariton  Elver. 

country.  This  is  the  bed  worked 

(wltli    but     ffew    exceptions) 
wherever  t'oal  is  opened  in  the 

county.     Equivalent  to  No.  67 

of  Sullivan  county. 

"2 

2 

ao 

Fire  Clay    Impure 

' 

1 



SI 

Hard,  mottled,  ashy  white,  nodu- 
lar Limestone ;  occurs  In  large 

' 

nodules 

..4 

1 

S3 

Drab  and  ashy  white,  very  ii-lable 
Kmiuekensis,   AihyHa  mibUhia, 

South  Blackbii-d. 

" 

A.     Maemenaia.     Hemiproniles 

craaa«3,  Choneies  meeoloba,  Ch. 

SmUhU,etv. 

9.- 
-i. 

^ 

86 

Ash  to  blue  or  drab,   compaet, 
close-textui-ed,     thick -bedded, 

Near    Dickeraon's 
Mill,  Galt'sMill,  near 



hard  Limestone  with,  generally. 

Hartford,  etc. 

a  thick,  brown  crust      Varies 

from  8  to  5  feet  In  thickness. 

Afhyria  sumUta,  Prod,  coaiatua. 

|=J*.  Imgiapinmf),  Bemipron- 

26 

27 

28 

]- 

101 
106 

AigillaceouaShale,  white, striped 
uiihbnff 

bandy  Shale  with  ochreous  eon- 
cretionf   Sometimes  passes  mlo 
bindftone 

Argillaceous  Shale 
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DE8CRIPTI0S  OF  Strata. 


'  Very  impure,  sanely,  dark  pyritif- 
eroiis,  stiHly  Limestone,  break- 
ing; with  a  hackly  fracture.  Has 
Oiivities  filled  with  a  brown 
powder.  Fossils  are  fipr.  cam- 
erataa,  Pi'od.  eoetatua,  ^emiprotir 
ites  craesiis,  Chonetea  and  Orinoid 
columns.  Equivalent  to  No.  7S 
of   Sullivan    County    Section. 

I      This  is  remarltably  constaot 

Dark,  semi-bituminous  Shale,  witb 
I      large  and  small  blaek  Sepiar%m~ 

i  Bituminous  Slate ;  at  the  middle 
a  hard,  very  flne-grained,  black, 
Rlaty  Limestone  occurs,  having 
the  same  joints  as  the  Slate,  the 
thickness  of  which  is  from  1  to 
2  inches : 

Calcareous  Shale  full  of  fossils. 

Contains    Prod,    eosiaiiis,    Pr, 

mMricaftss,  •'ipr,  cameratus,  Aihy- 

I      Tts  MUaaitriensiB,  Ghonetea  > 

loha,  Ch.  Smitkit{9) 

Coal.    Very  seldom  present , 

I  ireo  bituminous  '^hale 

Cakareo  argillaceous  Shik 

FltuminouB  Slate — is  sometinies 
Shale  „ 

Argillaceous  Shale 

\  eli  3w  Liiiie*(toiie  Often  decom 
[  oscf  into  3  bnght  yellow  pow 
r!er  Is  also  seen  as  a  jointed 
li  ird  compact,  fane  grained. 
Limestone— color  ash  changingi 

Blac  1  argil  lo-calcareous  bhale 
Ilasa banded  appeirance    tomill 

loilstreik 
Drab  Claj 

Coal  streak 

Clay... 
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General  Seeiion— Continued. 


Greenish  drab  ai^llo-ealeareous 
Shale,  with  amall  flattened  con- 
cretions and  thin,  hard  argillo- 
calcareous  bands....'. 

Verylightasli,  fine-jrrahied,  rough 
f  nable  Limestone—argUlaceou? 
No  fossils  found- 


e  Clay... 


Hard,  darkhlue,  thinly  laminated. 
Konietimos  slaty  Shale,  with 
large  spherical  concretionsof  bi- 
tuminous Limestone.  Some  ol 
the  concretions  abound  in  Car- 
dium  [?)  LeoiinfftoiKiim,  and  con- 
tain Gardiam(rrpha  Hissourien- 
sis,  Diacina  nittda  9  Gomatites 
planttrbifminia,  Avieulopecfen, 
iarjre  Orihoeeras?  and  Orthoceras 


Rus/tet: 


Coal : 

Fireclay _ 

Shale - 

Buff  and  j^ay  micaceous  Sand- 


Micaceous  sandy  Shale... 


Bluish  ai-gillo- 
with   large   septaria, 
whieh  eontiun  Zme  blende  and  N 
Siiffmaria  fieoides.... 

Dark  bine  Siiale :  becomes  hard 
and  slabby  and  blue  black  i 
the  bottom 

SoJt     bitumipous    Shale;    often 
passes  into  slate,  or  impercep- 
tibly into  "So.  51.    Larife,  darl; 
pyritoHS  concretions  occur  Ir 
mediately  at  the  bottom-. 

7|     CoalB:  DividedbyaClaysean 

B."i8 to 24 inches inCoid,  " 
I  b,  i  Inches  in  Clay. 

c.  i  inches  Coal. 

7=-  I  Fire  Clay 
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Dbsokiition  of  Stuai 


ainUstoiie,  fuUof  &U^m 


Thinly  iaminated,  sauiiy  Shile, 
with  (.arbonaceoti*  marliingt 
ind  thin  argillo  calcareous  lay 
ers  Varies  from  15  to  20  fE"' 
in  thickneeg 


Wild  Cat,  at  Mr«, 


ECONOMICAL  GEOLOGY. 


This  mineral  underlies  the  whole  county  but  is  easily  accesible  in 
the  eastern  half  only,  which  may  be  denominated  the  '"Coal  region." 
This  part  of  th<j  county  is  peculiarly  favored  in  this  respect.  Though 
there  is  but  one  thick  bed,  etill  this  is,  we  may  say,  coextensive  with 
the  whole  region,  being  easily  reached,  either  by  drifting  or  shafting, 
in  nearly  every  part  of  the  eastern  half  of  the  county.  In  the  ex- 
treme south-eastern  part  of  the  county,  however,  it  is  high  up  in  the 
hills,  and  is  often  entirely  wanting,  owing  to  the  irregularity  in  the 
surface  features  of  the  country.  But  when  the  thick  bed  (Coal  A)  is 
absent,  two  thinner  ones  approach  near  the  surface.  One  of  these 
lower  beds,  (Coal  B)  is  28  inches  thick,  and  is  worked  with  profit  in 
regions  where  Coal  A  is  not  present.  This  Coal  (Ooa!  B)  appears  to 
thicken  as  it  goes  south.  It  is  equivalent  to  No.  80  of  the  Adair,  Linn 
and  Sullivan  county  section,  which  represents  it  as  being  from  3-j  to  i 
feet  thick,  and  worked  in  Adair  county,  on  the  Chariton  River,  above 
Nineveh.  Only  a  few  exposures  of  it  were  seen  in  this  county,  but  I 
hardly  think  it  will  be  found  with  a  thickness  over  two  feet  and  a  halt! 

The  lowest  Coal  found  (Coal  0)  occurs  from  35  to  20  feet  below 
Coal  B,  and  was  nowhere  seen  showing  a  thickness  greater  than  IS 
inches.    It  is  only  in  the  south-eastern  part  of  the  county,  and  near 
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the  Chariton  River,  tliat  it  is  found  near  the  surface.  Not  much  min- 
ing has  been  done  in  the  county  heretofore,  but  at  presentit  promises 
to  become  quite  an  industry.  A  great  deal  of  land  has  already  been 
leased  for  mining  purposes,  and  her  Coal  region  bids  fair  to  become  a 
source  of  great  wealth  to  the  county.  For  this  to  come  to  pass,  how- 
ever, the  mining  mast  be  systematic,  and  considerable  outlays  be 
made  for  the  proper  machinery,  etc.  With  a  railroad  running  east  and 
west  through  the  county  she  will  be  enabled  to  -supply  Ooal  to  the 
north-western  counties  of  this  State  and  beyond.  A  road  running  in 
this  direction  has,  I  understand,  already  been  located.  Unfortunately, 
the  present  road,  the  Burlington  and  South-western,  passes  through 
the  western  border  only  of  the  Coal  field. 

The  Coal,  as  seen  in  the  banks,  is  remarkably  dry  and  soft,  and  is 
apparently  free  from  sulphur.  Average  samples  have  been  collected 
of  Coals  A  and  B  for  analysis,  which  will  be  found  in  Mr.  Ohauvenet's 
report. 


This  is  variable  in  thickness,  varying  from  32  inches  to  3^  feet. 
At  one  place  I  was  told  that  it  reached  four  feet,  but  was  unable  to 
see  it,  as  loose  dirt  had  slipped  from  above  and  concealed  it. 

The  first  locality  examined  where  this  Coal  is  exposed  was  at 

Mbs.  Makkham's   Coal  Bask, 

in  Sec.  29,  T.  66,  R.  18,  on  a  branch  emptying  into  Blackbird  Creek. 
At  this  place  the  following  Section  was  made : 

Ssciion  9. 

No.    1.    49  foet  Slope  witli  fragments  of  Limestone  No.  3,  .itid  with  outcrops 
of  red  Clay. 

5  feet  i  blue  argillaceous  Shale. 
9  inches  aah  blue,  jointed,  argillaceous  Ijimcstoiw.    No.  3.  Generul 

Section, 
1  foot  dark  blue  argillaceous  Shale. 
18  inchea  to  2  feet  green  calcareous  Shale,  with  Limestone  nodules 

at  the  middle. 
3  feet  irregularly  bedded  ash,  drab  and  blue,  earthy  Limestone — 

sometimes  imperceptibly  passing  into  calcareous  Shale. 
9  Inches  drab  Shale  with  oeeasionnl  Limestone  nodules. 
1  foot  dark  pyrito-calcareous  Shale. 

6  inches  bituminous  Slate. 
Coal  A.    Said  to  be  3  feet  in  thicknesR. 


No. 

3. 

No. 

3. 

No. 

4. 

No. 

5. 

No. 

6. 

No. 

7. 

No. 

9. 

No. 

10. 
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The  same  Goal  is  found  at  Mr.  Davis  Dickerson's,  on  Dickerson's 
Bun,  in  N.  E.  qr.  S.  W.  qr.  See.  1,  T.  fi5,  R.  16. 
The  Section  here  is. 
No.  1.    85  feet  Slope  from  hill  top. 
No.  2.    6  inches  ash  blue,  fine  grained,  coinpact  Limestone.    No.  13,  General 

Section. 
No.  3.    5}  feet,  Dearly  all  bituminous  9Iat«. 
No.  4.    4  fee(  Coal.    This  Coal  was  not  visible,  and  thickness  is  given  upon 

authority  of  Mr.  Dickerson.    Coal  A. 
.  No.  5.    4  feet  Slope. 
No.  6.    35  feet  ai^illaoeous,  ash-blue  Limestone.    No.  25  General  Section. 
No.  7.    10  feeC  *  sandy  Shale  and  Sandstone. 

Tliia  Coal  is  well  exposed  at  many  localities  in  this  neighborhood, 
on  Ba-jgh  Branch,  Nos.  1  and  3,  Parker's  Branch,  etc.,  and  drainage 
is  easily  obtained.  At  a  few  places  it  has  already  been  opened, 
among  which  are  Mr.  Rose's  and  Mr.  N,  Livsey's  banks.  At  Dick- 
erson's Mill,  at  103  feet-  belovF  the  Coal  No.  4  of  the  foregoing 
Section,  Coal  E  is  exposed,  on  the  bank  of  Shoal  Creek.  This  will  be 
mentioned  further  on.  At  Gait's  Mill,  in  S.  E.  qr.  N.  E.  qr.  8,  W.  qr. 
Sec.  35,  T.  67,  K.  18,  on  Shoai  Creek,  Coal  A  is  found  in  the  hills,  seen 
only  as  a  smut  or  rotten  Coal.  By  following  the  bed  farther  in  the 
hill,  however,  it  will  no  doubt  become  of  good  quality.  The  Coal  is 
found  at  a  high!,  of  44  feet  above  the  Creek,  with  a  Slate  No.  31,  33  feet 
below  and  11  feet  above  the  Creek,  A  drift  had  been  started 
in  under  this  Slate,  in  search  of  Ooal,  but  of  course  without  success. 
By  referring  to  the  General  Section  it  will  be  seen  that  the  nest  work- 
able Coal  below  this  Slate,  is  Coal  B,  69  feet  below.  It  is  a  mistaken 
idea,  that  wherever  there  is  black  Slate  there  must  also  be  Coal. 

Coal  A  is  also  seen  cropping  out  on  the  ridge,  east  of  Hargrave's 
(Chariton)  Mills,  and  is  worked  by  Mr,  H,,  one-quarter  of  a  mile  away. 
On  the  hills,  around  Woodard's  Mill,  in  S.  E.  qr.  Sec.  30,  T.  67,  R.  17,  it 
is  also  exposed.  At  Mr.  Well's,  in  the  S.  W.  qr.  N.  W.  qr.  Sec.  39,  T. 
67,  R.  16,  it  is  worked  occasionally,  and  is  said  to  reach  a  thickoess  of 
3|  feet.  From  Mr.  Wells' it  enters  Iowa,  and  is  worked  quite  exten- 
sively at  Pleasant  Yiew  (Hill  Town),  in  that  State. 

COAL    B. 

This  is  not  so  extensive  a  "  surface  Coal"  as  Coal  A,  being  found 
only  in  the  south-east  part  of  the  county,  on  Chariton  River,  and  on 
Shoal  Creek,  near  its  mouth.  At  Mrs.  Nancy  Parton's,  on  Wild  Cat 
Creek,  in  S.  E.  Sec.  6,  (?)  T.  64,  R.  16,  both  Coal  B  and  Coal  C  are  ex- 
posed, with  the  following  order  of  succession  in  the  strata  : 
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N'o.  1.  Long  Slope — perhaps  75  feet. 

No.  2.  10  feet  t  deep  blue,  slabby  Shale— jirgillaeeoiia. 

No.  8.  28  Inches  Goal,  with  a  thin  Clay  parting  4  inches  from  the  bottom. 

No.  4.  15  to30  feet  tliiiilylamlnateil  blue  imd  limb  sandy  Shale. 

No.  5.  18  inches  Coal  C. 

No.  6.  Fire-Clay  in  the  bed  of  the  ereek. 

Mr.  Preston  Muiiliclt  has  the  same  Goal  on  his  place,  two  miles 
down  the  stream. 

At  Mr.  Jno.  A.  Ledtbrd's,  in  S.  W.  qr.  N.  E.  qr.  Sec.  31,  T.  65,  K.  17, 
Mr.  West  found  Goal  which  !■  regard  as  Goal  B,  The  following  is  a 
section  made  by  him  at  this  point: 

No.  1.  Slope. 

No.  2.  24fcGt  iirgtllaeeoua  ilrab  Shale.     Tatenmergi^l  occurs  in  tlie  lower  part. 

No.  3.  2J  feet  bituniinoua  Sbite,  with  large  flattened  concrotiong. 

No.  4.  IS  to  24  inche.f  Coal.    This  is  about  30  feut  above  South  Blacl;biriJ 

At  Mr.  Dickereon's  mill,  Goal  B  is  again  found  exposed,  exhibiting 
a  thickness  of  22  inches.  It  is  overlaid  by  5A  feet  of  dark  blue  Shale, 
passing  into  semi-bituminous  Shale  at  the  bottom,  with  large  pyritous 
concretions  just  over  the  Coal.  There  is  considerable  Sulphur  in  the 
Coal  at  this  point,  present  as  an  elllorescence  on  the  surface.  The 
rocks  and  Goal  are  very  irregular  here,  there  being  several  breaks  in 
the  beds. 

This  region  seems  to  be  specially  favored  by  nature.  In  the  hills 
Coal  A  is  found  ;  while  in  the  lowland  Goal  B  wiH  be  reached  at  a 
shallow  depth. 

From  my  observations  in  the  county,  I  feel  safe  to  state  that 
there  is  hardly  an  acre  in  the  eastern  half  without  at  least  one  of  the 
three  Coals  on  it,  and  within  easy  reach.  Some  of  the  creek  bottoms 
are  exceptions;  for  though  the  Coal  may  have  been  there  at  one  time, 
it  has  subsequently  been  removed  and  replaced  by  later  deposits. 

The  following  is  a  list  of  most  of  the  banks  and  outcrops  of  Goal 
in  the  county : 
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Suction. 

T. 

K. 

24 

CS 

19 

29 

m 

18 

N.  E.  S.  E.  20 

m 

IS 

S.  E.  IS.  E.  34 

m 

18 

S.  W.  35 

613 

18 

N.  W.  H.  E.  14 

66 

18 

SJ  S.  W.  5 

m 

IS 

m 

67 

18 
18 

N.W.34 

N.  W.  27 

67 

IS 

N.  E,S.W.  35 

67 

IS 

S.  "W".  27 

67 

IR 

N.  "W.  S.  E.  82 

GG 

17 

N.  E.N.  E.30 

66 

17 

N.  "W.  N.  E.  80 

66 

17 

K.'W".  S.  E.  19 

66 

17 

N.  E.  N.  E.  37 

66 

17 

67 
67 

IT 
13 

8.  W.  S.  "W.  29 

S.  E.N.W.4 

06 

16 

N.  E.  S.  W.  7 

65 

10 

8.  W.  N.  W.  T 

65 

16 

N.  E.  32 

65 

17 

N.E.  S.E.  26 

65 

18 

65 
65 
65 
65 

18 
18 
18 
18 

8.  W.  20.(?) 

S.  E.  (?)  20 

m- 

18 

S.  E.  18 

m 

>sl 

OWSBGS. 

&.  Corproii 

Markbam  &  BeiiOey- 

J.F,  Crabtree 

Thos.  Loyd 

HughEoberts- , 

Wessc! 

Briimhaul 

-— Hockins 

J.  W.  K.  Shelton 

0.  P.  Torrey 

Jas-  Triplett 

Weils 

L.  Hargraves 

Dickersoii,., 

1.  Featlierly 

H,  H.  Green 

"Wm.  Bruce 

-  IIolaits[?) 

-  JoJies  (?) 


Eeaebed  in  shaft  at  45  feet 

below  railroad. 
Coal  banks  wofked  more 

than  any  others. 
Crops  ouC ;  also  a  bank. 

Crops  out. 

Crops  out. 

Old  bank. 

Reached  in  shaft  at  40  feet 

below  railroad. 
Crops  out  in  railroad  cut. 


Crops  oat  around  Gait's 


Old    bank— -worked    but 

little. 
Partially  opened  hank. 

Crops  out. 

Crops  out  and  worked  a 

little. 
Crops  out  at  50Jeet  above 

Shoal  Creek, 
Crops  out   S.  and  E.  of 

Woodard's  mill. 


Crops  out  in  hills,  and  is 

also  worked. 
Crops  out. 

Bank. 

Crops  out. 

Worked. 

Crops  out  in  the  road. 

Crops  out  near  Cooley's 

Old  hank,   worked    hut 

1       little. 

Old  hank. 
I  Banks. 
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Coal  i/fs(— Continued. 


3 

Sbctios. 

T. 

R. 

— • 

Coal. 

...™. 

S.  "W.  IS 

8.  E.  S.  B.  12 

N.  E.  N".  E.  11 

1 

N.  W.  17 

S.  W.  N.  E.  I. 

S.W.  N.  E.  31 

S.  I  N.  E.  21 

S.  E.  6  (?) 

8.W.a(?) 

S.B.6t?) 

65 
07 
(17 
67 
U 
65 
65 
65 
61 
64 
64 

18 
IT 
17 
17 
17 

17 
17 
16 
16 
16 

C. 

Crops  out— 30  Itieliiis. 
Bank. 

83 

Wages.. 

36 

■ — — -  Dickerson 

Crops  out. 
Crops  out 

40 

Pres.  Munllck 

Worked  a  little. 
Crops  out^ 

Beside  the  foregoing,  there  are  many  localities  where  Coal  crops 
out;  generally  Coal  A,  and  where  a  little  work  has  been  done,  bat 
which  are  unnecessary  to  mention. 

L  I  M  E  S  T  O  K  E  B  . 

Nos.  3  and  5  of  the  General  .Section  will  burn  into  good  Lime^ 
and  are  found  high  up  in  the  hills.  The  other  Limestones  are  too  ar- 
gillaceous to  make  white  Lime — or  of  the  best  quality. 

lIYDltAULIC     CEMENT. 

s  to  possess  properties  which  render  it  suitable  lor 


No.  25  appe; 
this  purpose. 


JUILDING    KOCK. 


Numbers  3  and  5  are  excellent  building  stones,  being  easily 
,  and  capable  of  standing  the  weather.  No.  1  will  also  do  well 
for  building  when  a  Sandstone  is  desired,  and  Nos.  7  and  27  are  some- 
times (though  seldom)  suitable  for  that  purpose. 

SAND    FOR    MORTAE. 

The  Sand  along  Shoal  and  other  Creeks  may  possibly  answer  for 
mixing  mortar,  though  it  is  generally  exceedingly  fine  and  dirty. 
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KOAD    MATERIAL. 

The  Gravel  along  Gharitoa  Eiver  will  answer  for  this  purpose. 

PAINT    CLAYS. 

Part  of  No.  (5  will  make  paint,  capable  of  being  used  for  ordinary 
painting!:. 

FIRE     CLAYS. 

This  is  found  in  connection  with  all  the  Coals,  but  it  is  of  inferior 
quality. 

IRON    ORE. 

Fragments  of  compact  red  Hematite  were  found  in  the  Drift,  but 
no  ore  of  practical  use  occurs  in  the  county. 

COPPER. 

Small  masses  of  native  Copper  are  said  to  have  been  found  in  the 
Drift  in  the  eastern  half  of  the  county.  Many  suppose  "a  vein  to  run 
throughout  the  county,  but  to  one  acquainted  with  such  matters  this  is 
evidently  a  mistake ;  neither  will  there  be  any  of  importance  found, 
occurring  in  any  other  way  in  the  county. 


i  was  told  by  several  persons  that  Gold  has  been  found  in  minute 
grains  in  diiferent  parts  of  the  county.  This  being  the  fact  it  is  found 
in  Drift.  The  impression  prevails  among  many  that  Gold  will  be 
found  in  "  paying  quantities  somewhere  in  the  county."  This,  how- 
ever, is  a  great  mistake,  and  it  is  an  utter  waste,  both  of  time  and 
money,  to  search  for  it.    The  same  may  be  said  of 

LEAD. 

The  occasional  finding  of  small  grains  does  not  militate  against 
this  fact  in  the  least. 

TIMBER. 

The  greater  part  of  the  eastern  half  of  the  county  is  well  tim- 
bered.    There  is  also  much  good  timber  along  the  streams  in  the 
1  part.    In  the  bottoms  the   trees  often  grow  to  a  great  size, 
-19 
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and  make  good  lumber.  There  are  quite  a  number  of  saw  mills  in  the 
county,  most  of  which  were  in  operation  at  the  time  of  my  visit,  and 
they  are  fast  turning  the  woods  into  lumber.  Along  (ihariton  Kiver 
and  Shoal  Creek  there  are  many  Sugar  trees,  and  much  sugar  is  made 
from  them.* 

The  principal  trees  of  the  county  are  Ked,  Black,  White  and 
Biaek-jaek  Oaks,  Shellbark  and  common  Hickory,  Elm,  Black  Walnut 
(some  trees  of  great  size),  Linn  (scarce),  Ash,  Maple,  Sugar  Tree, 
Buckeye,  Ked  Haw,  Crab  Apple,  Wild  Cherry,  Willow,  Cottonwood, 
Red  Birch,  etc. 

AGKICULTURE. 

SOIL. 

There  is  a  great  diversity  in  the  soil.  Ifc  varies  from  a  rick,  black 
loam,  as  found  in  the  bottoms,  to  a  sandy,  yellowish  or  reddish  clayey 
mixture.  In  the  bottoms,  especially  along  the  Chariton  River  and 
Shoal  Creek,  the  soil  is  black,  deep  and  rich,  while  on  the  high  land  it 
is  of  a  clayey  character,  reddish  or  yellow  in  color,  and  often  cold  and 
poor.  The  red  Soil  is  the  best.  On  moat  of  the  ridge  land  the  Soil  is 
thin  and  poor,  but  there  are  spots  of  excellent  ground  on  the  wide 
ridges. 

CROPS,    Etc. 

Some  parts  of  the  county  are  well  adapted  for  wheat,  others  for 
tobacco,  and  others  for  oats ;  but  taken  as  a  whole,  corn  is  the  moat 
reliable  and  profitable  crop.  Oats  will  rank  next.  Wheat  has  not  had 
a  fair  trial,  as  it  seems  to  be  a  settled  thing  that  it  will  not  do  well 
here.  The  consequence  is  that  most  of  the  flout  used  in  the  county  is 
brought  from  Iowa.  The  farmers  should  pay  more  attention  to  it ; 
they  have  the  land  to  raise  it.  They  may  not  get  such  large  crops  as 
are  raised  iu  other  parts  of  the  State,  but  they  at  least  will  have 
enough  to  supply  home  consumption. 

I  was  told  that  rye  was  formerly  successfully  cultivated;  the 
average  yield  being  between  35  and  40  bushels  to  the  acre.    There 

•  it  miiy  he  of  intorcst  to  some  to  kuow  the  folloivlng  yield  of  the  Messrs,  Dii^kev^an's  (TUtker- 
SOJl's  MiQ|  Siieor  Cninp  tllifi  Sfaaoii : 

So.  or iioomla Bi^ar made 2,LVi 

No.  of  giillona  o(  syrup  inado ^7 

No,  of  IreeBtapiied 4(!« 

No.  of  gallons  of  iratcr  obtained VSfila 

No.  of  days  engaged 29 
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are  many  fine  meadows  in  the  county,  sown  in  timothy,  the  average 
yield  of  which  is  1^  tons  to  the  acre.  In  some  localities  it  is  heavier, 
-a  few  meadows  bringing  as  much  as  2  tons  to  the  acre  ;  this  is  a  rare 
case,  however. 

The  following  are  carefully  averaged  yields  to  the  acre,  of  the 
various  products  raised,  being  made  up  from  the  reported  yields  of 
many  of  the  best  farmers  in  the  county  : 


Crop. 

Lowest  Yield. 

Highest  Yh^ld. 

AVBRAGB. 

^ 

15  biishele- 

20  bushels 

Can  haidly  average 

But  little  raised 

A  little  laised 

37J  bushels 

■O'its 

800  pounds 

Timothy  Hiy 

" 

s  are  beginning  to  pay  some  attention  to  raising  cattle ; 
■*'  Short-horns  "  and  "  Devonshire  "  being  the  breeds  in  favor.  But  few 
line  horses  or  mules  were  seen  raised  for  other  than  home  use. 


*Mr.  Diukorson  ^Dickei-i 
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SCHUYLER    COUNTY. 


BY   CHAHLES   J.  NOKWOOD. 


HISTOKIOAL.    Etc. 

This  county  lies  immediately  east  of  Putnam  county,  with  the- 
Chariton  River  as  the  dividing  line.  On  the  north  it  is  bounded  by 
parts  of  Appanoose  and  Davis  counties,  Iowa ;  on  the  east  by  Scot 
land  county,  and  on  the  south  by  Adair  county.  In  form  it  is  nearly 
square,  though  a  little  wider  east  and  west  than  north  and  south.  It 
is  crossed  by  two  railroads — the  St.  Louis,  Kansas  Uity  and  Northern,, 
and  the  Missouri,  Iowa  and  Nebraska — both  of  which  are  in  operation. 

The  county  was  organized  about  the  year  1846,  and  the  county 
business  transacted  at  a  smalt  place  called  Tippecanoe,  which  has 
long  since  passed  away.  Afterwards  Lancaster  was  selected  as  the 
county  seat  and  a  court  house  built.  This  place  is  not  situated  ex- 
actly in  the  center  of  the  county,  but  still  is  easily  accessible  from 
any  part.  The  county  is  a  small  one,  its  territory  being  embraced  in 
an  area  of  about  343  square  miles. 

TOPOGKAPIIY. 

The  county  varies  in  its  surface  features  from  the  broken  to  roll- 
ing and  even  flat.  It  is  about  evenly  divided  in  these  characters. 
The  broken  or  hilly  uplands  gradually  descend  into  level  lowlands. 
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"Which  pass  by  gradual  slopes  into  gently  rolling  or  undulating  prairie, 
and  this,  in  turn,  as  it  nears  tha  streams,  becomes  hilly  and  often  quite 
tooken.  In  the  northern  part  of  the  county,  the  rolling  character  seems 
to  predominate;  the  surface  usually  rises  gently  from  the  bottoms, 
-gradually  merging  into  rolling  land,  which  will  again  vary  from  flat  to 
■undulating  prairie.  This  is  especially  the  case  in  that  part  of  the 
county  east  of  the  '•  tfrand  Divide."  This  Grand  Divide  is  a  highly 
■elevated  plateau,  which  appears  to  be  a  continuation  of  the  Grand 
Divide  between  the  Missouri  and  Mississippi  Rivers,  having  an  irregu- 
lar north  and  south  course,  and  at  some  points  rising  to  a  height  of  180 
feet  above  Chariton  Riv«r.  The  country  slopes  off  irregularly  from 
this  ridge  or  divide,  becoming  quite  hilly  on  the  west  toward  Chariton 
Kiver,  but  more  gentle  on  the  east.  The  south-eastern  corner  of  the 
■county  is  extremely  broken,  rising  into  rough  ridges  and  hills  in  the 
vicinity  of  streams,  and  extending  a  considerable  distance  on  each 
side  of  them.  Most  of  the  brolien  land  lies  near  the  Chariton  River. 
The  bottoms  along  the  streams  vary  in  width  from  one-eighth  of  a 
mile  or  less  to  two  miles.  The  latter  is  the  width  of  the  Chariton 
River  bottoms  at  some  places.  Lancaster  is,  perhaps,  the  highest  point 
in  the  county.  Downing,  which  is  about  one  mile  and  a  half  west  of 
the  east  line  of  the  county,  is  100  feet  lower,  and  is  from  50  to  CO  feet 
above  the  Chariton  River  bottoms.  The  country  immediately  east  of 
Lancaster  is  made  up  of  rolling  prairie  and  low,  flat  ridges,  with  wide, 
shallow  valleys  between.  It  is  very  seldom  that  the  streams  are  in 
immediate  contact  with  the  hills  ;  usually  a  "  bottom  "  is  interposed 
between,  extending  on  both  sides  of  the  stream.  With  but  few  excep- 
tions, this  is  the  case  even  on  the  Chariton  River.  It  will  be  seen  by 
the  foregoing  that  but  little  of  the  county  is  so  broken  as  to  render  it 
unfit  for  cultivation, 

HYDROGRAPHY. 

yi'REAMS. 

The  county  is  cut  up  by  nameroas  small  streams — mostly  branches 
■of  Fabius  River.  The  principal  ones  are  Chariton  River,  Middle 
Fabius,  South  Fork  of  Middle  Fabius,  North  Fork  (of  Fabius),  South 
Fork  of  the  North  Fork  of  Fabius,  Bushy  Branch,  Elm  Oreek,  Lick 
Creek  and  West's  Branch.  The  Grand  Divide  is  naturally  the  great 
water-shed  of  the  county,  and  those  streams  on  the  east  ilow  south- 
east, while  those  on  the  west  flow  south-west.  The  banks  of  the 
streams  are  usually  low,  seldom  more  than  5  feet  in  height.    The  beds 
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of  most  of  the  streams  are  muddy,  and  as  a  consequeiico  good  fords- 
are  rare  in  wet  seasons,  when  the  creeks  are  full, 

WATEK    rOWBE. 

Except  on  the  Chariton  River,  there  are  no  good  localities  for 
water  mills.  On  that  stream  a  few  have  already  been  built  and  are  in 
operation.  The  other  streams  are,  in  ordinary  seasons,  too  shallow 
and  slnggish  to  aiford  satficient  power  for  mill  purposes.  There  are, 
however,  quite  a  number  of  steam  saw  mills  (usually  with  a  grinding 
attachment)  in  the  western  part  of  the  county, 

WELLS    AND    SPRIKGS. 

Water  is  easily  obtained  anywhere  by  digging  wells.  On  most  of 
the  ridges  it  is  reached  at  from  15  to  25  feet,  while  at  Lancaster,  I  am 
told,  a  good  supply  may  be  obtained  within  40  feet,  this  being  the 
maximum  depth  of  many  of  the  wells.  Many  of  them  are  much  less,, 
s  owing  to  the  irregularities  of  the  surface. 


GENERAL  GEOLOGY. 

There  are  but  few  exposures  of  rock  in  the  county,  and  these  arec 
confined  to  the  western  border,  along  Chariton  Kiver,  and  are  only 
found  north  of  the  dividing  line  between  townships  65  and  66. 

The  Quaternary  formation  eifectually  conceals  any  rocks  there^ 
may  be  in  the  remainder  of  the  county. 

The  formations  found  in  the  county  include  the  Quaternary  and 
Coal  Measures. 

QUATERNARY. 

This  formation  overlies  the  whole  county,  and  is  remarkably 
thick,  when  it  is  taken  into  consideration  that  only  three  of  its  four 
divisions  are  present. 

These  divisions  are  Alluvium,  Bottom  Prairie  and  Drift, 

Alluvium  and  Bottom  Prairie  present  their  usual  characteristics,, 
and  are  found  along  the  various  streams  and  in  the  valleys. 

As  is  the  case  in  Putnam  county,  and  in  fact  in  all  the  northern 
counties  of  the  State,  the  Drift  is  remarkably  thick.  Nearly  all  of 
the  material  going  to  make  up  the  hills  (especiallyin  the  eastern  part. 
of  the  county)  may  be  referred  to  this  formation.  Also  the  Gravel, 
some  of  the  Sand  beds,  etc.,  along  the  creeks.     Olaya  enter  largely  im 
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the  formation,  and  I  was  inolinet!  for  awhile  to  believe  soma  of  the 
upper  beds  referable  to  the  Bluff  oi-  Loess  formation  ;  this,  however, 
I  now  think,  is  not  the  case.  Or  if  so,  it  is  very  sparingly  developed. 
It  was  not  deemed  necessary  to  make  an  exact  measurement  of  this 
formation,  nor  would  it  really  have  been  possible  to  do  so  ;  but  it  un- 
doubtedly reaches  a  thickness  of  100  feet  or  more. 

Boulders  of  Syenite,  Granite,  Diorite,  Eosy  Quartzite,  fragments 
of  Rornblendic  rock,  Ohloritic  schist,  etc.,  were  observed  in  this  for- 
mation. Some  of  the  boulders  are  rounded  on  one  side,  while  the 
other  is  planed  off  smooth,  with  occasionally  parallel  grooves  or 
scratches.    This  is  evidently  due  to  glacial  action. 

COAL    MEASITHP;S. 

Although  the  rocks  are  concealed  by  Quaternary  deposits 
throughout  nearly  the  entire  county,  still  it  is  very  probable  that  the 
whole  county  is  underlaid  by  Coal  Measures,  and  it  is  thus  laid  down 
on  the  map.*  As  there  are  but  few  rock  exposures  in  this  county,  I 
visited  Pleasant  View,  (HiUtown,)  Iowa,  where  the  same  Coal  is 
worked  that  is  seen  on  Chariton  River  in  this  county.  By  examining 
the  rocks  associated  with  the  Coal  there,  and  followiug  down  Chari- 
ton Kiver,  carefully  examining  every  point  where  any  exposures  of 
rocks,  Coal,  etc.,  were  to  be  seen,  I  am  enabled  to  construct  the  fol- 
lowing vertical  section ; 


•  The  cxlremo  soutli-cflstcmpivrtoEUieoonntj'miij 
I'oclisof  thaageof  tlieSI.Lonis  lAratitaae,  are  kao\Fn  t 
county,  3l)out  6  mUeB  onat  of  enuth  of  Memphis,  aud  they 
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No. 

Peot. 

iQCliCS 

DBSCKiprioa  OF  Strata. 

1 

3 
1 

« 

E«tl  and  green  Clay. 

Hard  blue  and  gi-ay  Limestone,  with  a  thick  brown  eru.st. 
Color  varies  from  blue  to  ssh.    Contains  ^B'asulina  ro- 
busta,  mlnitta  Ormoid  colanins,  and  Chaeletea  millepot-a- 
aeus  l)oth  in  large  and  small  masses. 

C 

i 

1 

3 

1 
2 

1 
6 
1 

1 

Hai-d,  tWek-bedded  Limestone,  usual  color  blue,  shacllug  to 
dove,  but  U  also  yellowlsb  drab  in  some  lo'caltljes ;  flue- 
grained  and  generally  compact,  though  sometimes  it  fs 
shelly  on  top ;  weathers  with  chocolate  brown  or  bnH 
crust;  the  upper  snr&ce  is  often  covered  witb  finely 

siibiilita,  RhynemelUf.  AlgeriU  (?)  Discma,  MUsaarUnaia, 
Spr.  [mS  plano-cmvexas,  Chonefea  mesoloia.  Ch.  Ve^tieu- 

0 

." 

and  'contains  Meekella    striato-cosiata,    Pi-od.   cosiatus, 
Athyris,  Cftonetes,  etc. 

Blue  Clay,  banded  with  yellow. 

Soft  Limestone ;  eolor  variable,  changing  from  blue  to  bluish 
drab,  mottled  with  chocolate.      Weathers  with  a  deep 
brown  or  bnff  crust.     Sometimes  Is  quite  friable,  and 
passes  Into  ealcareons  Shale,  with  large  nodules  of  Lime- 
stone, 

what  concretionary  or  uodular,  hasasoft,  brown  crust, 

face,  of  which  Pr.   PnUtenanua    and   Ck.    meaoloia  are 
the  most  conspicuous.     The  lower  part  occurs  in  two 
rhomboidally  jointed  beds  which  are  tolerably  regular 
and   compaet,    and  contain    Sp.  cameralus,  Ch.  meaoloba, 
Ofinoid  columns,  etc. 

Buff,  calcareous  Shale,  passing  into  Limestone. 

DiabaigillaLJ?ous  Phale. 

Bitumn,ou,  Shiilc. 

Bituminous  Coal,     liaiiffes    fi'om  3    to  Zl   feet.    Eciuivii- 
Ipitto    Coal  "A"  Of  Putnam. 

UirI,!  (hj 

Hard,     mottk;d,      ashy- white    Limestone— ashy     white 
splotehe<]    with  yellow.    Varies    from  compact  to  fri- 
able. 

11 

13 
13 

14 

IS 
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Genei-ui  Section — Contiimed. 


No. 

Feot. 

Indies. 

Desoriptios  or  Strata. 

IG 

i 

C 

Limestone,  Ksnally  tlivided  thus : 

a    2feetsoftbuffLiniostc.uo,coutam]ug/'ra^. 

b    1  foot  drab  and  ashy  white,  very  friable, 
and  nodular  Limestone;  abounding  in 
oi'Sfanie  remans,  tIz  -.Prod,  naa-iaafus, 

Ath^saiibmHa.  A.  JOSeonenBis,  Hemi- 
praniteserassus,  Chonetes  meaoloba,ctii. 
0    1  foot  compact,  aeh-colored  argillaceous 
Limestone. 

fossils  as  in  S.  * 

n 

Oorapnct,  ash-colored  Hydraulic  (?)  Limestone,  Varies 
from  3  to  4  feet. 

Bluish  white  clay,  with  buff  or  yellow  bamU. 

18 

a 

0 

Dai'k-bluish,  argillo-SMndy  Shale,  with  sniail  con  ere  lions 
of  Iron-stoae. 

Drab,  sandy  Shale. 

Diirk,  earthy,  Hhaly  pyritiferous  Limestone,  brealcing 
with  a  hackly  fracture.    Contains  Sm-.  eam^raiua, 
Ch.  mesoloba.  and  Orinoidal  stems. 

2 

32 

3 

23 

3 

Eitumiuotis  Slate. 

'  SomeHines  all  btlowSare  oompiict  and  connected  with  No.  17. 

By  comparing  the  foregoing  Section  with,  that  of  Pattiam  county 
they  will  be  found  to  correapond  in  many  instances.  The  Limestones 
overlying  and  underlying  the  Coal  however,  are  not  so  compact,  and 
differ  in  a  few  other  points.  These  LimestoneB  appear  to  become 
more  argillaceous  as  they  enter  Iowa,  occurring  in  thinner  individ- 
ual layers,  but  with  a  total  thickness  greater  than  in  Missouri,  No. 
23  of  the  Schuyler  county  Section  is  equivalent  to  No.  SI  of  Putnam 
county ;  by  examining  Ihe  Section  ot  the  rocks  in  the  latter  county, 
two  Goal  beds  will  be  found  to  occur  below  the  Slate  (No.  31),  one  at 
a  depth  of  69  feet,  and  another  at  a  depth  of  01  feet.  These  same 
Coals  may  be  looked  for  in  this  county.  Carrying  our  General  Section 
down,  with  the  aid  of  that  made  in  Putnam  county,  we  will  have  as 
No.  24,  a  space  of  69  feet,  then  as  No.  ^5,  28  inches  Coal,  then  a  space 
of  from  15  to  30  feet,  and  then  18  inches  Coal.    The  Goal  bed  No.  13 
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of  the  Section,  is  the  only  one  exposed  in  the  county.  Upon  first  en- 
tering the  county,  it  was  supposed  that  the  Chariton  River  Coal  {No. 
13  of  the  General  Section)  extended,  perhaps,  entirely  across  the 
county  east  and  west,  but  this  is  nowknownnot  to  be  the  case.  From 
the  .fact  tliat  all  the  Coal  that  has  been  discovered  near,  or  east  of 
Lancaster,  was  found  only  in  isolated  Tnasses,  broken,  worn  and  mixed 
h&ierogeneously  with  the  Drift,  and  with  its  associate  rocks  occurring 
also  in  the  Drift,  and  from  deep  horings  which  have  been  made  in 
search  of  the  mineral,  but  without  success,  we  are  naturally  led  to 
believe  it  will  not  he  found  in  place  in  the  eastern  part  of  the  county. 
Several  localities  were  visited  at  which  Coal  had  been  found,  but  at 
no  place  was  there  the  least  resemblance  to  a  regular  bed.  Some- 
times large  masses  have  been  found,  but  it  usually  occurs  in  small 
lumps  or  mere  particles.  That  this  Coal  is  the  same  that  is  worked 
on  Chariton  Kiver,  is  proved  by  the  occurrence  of  fragments  of  well 
recognized  Limestone  in  the  Drift  with  it.  A  line  has  therefore  been 
drawn  on  the  map  marking  the  supposed  eastern  limit  in  this  county 
of  the  Chariton  Coal. 

Much  interest  is  exhibited  as  to  the  finding  of  Coal  in  the  county, 
especiallyin  the  eastern  pari,  and  this  region  was  specially  studied  with 
that  in  view.  It  was  known  that  the  only  Coat  that  had  been  found  was 
discovered  in  detached  masses  only,  and  many  theories  have  been  ad- 
vanced by  gentlemen  living  in  the  county  as  to  the  cause  of  it.  A 
few  are  that  "it  has  tumbled  from  above ;"  "  that  the  Coal  rises  from 
the  west — comes  up  above  the  surface,  and  in  consequence  has  no 
regular  bedding ; "  "  that  it  is  a  system  of  faulting,"  and  that  it  "  oc- 
curs in  pockets."  I  can  agree  with  none  of  the  foregoing.  There 
appears  to  have  been  at  one  time  (prior  to  the  deposition  of  the 
Drift,)  a  wide  valley  in  the  east,  with  the  Coal— now  known  as  the 
Hilltown  or  Chariton  River  Coa! — near  the  surface,  while  the  western 
region  was  made  up  of  high  hills,  with  the  Coal  well  protected,  deep 
beneath  the  surface.  (This  is  represented  by  Figure  A.)  The  waters 
immediately  preceding,  and  during  the  Quaternary  period,  then  came, 
tearing  away  a  certain  amount  of  material,  taking  part  of  the  capping 
off  of  the  western  hills  but  leaving  the  Coal  on  account  of  its  thick 
covering;  while  the  Coal  in  the  east, being  in  a  valley  and  near  the 
surface,  was,  with  its  associate  rocks,  torn  from  its  bedding.  Figure 
B  is  a  rude  representation  of  the  face  of  the  country  after  this  denu- 
dation had  taken  place,  preparatory  to  the  disposition  of  the  Quater- 
nary. While  this  was  taking  place  the  waters  in  the  eastern  valley 
were  acting  toward  the  western  hills  in  the  same  manner  that  the  riv- 
ers of  our  day,  during  a  high  stage  of  water,  do  toward  their  bluffs^ 
gradually  cutting  them  away.     But  before  this  was  entirely  accom- 
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pliehed  the  waters  receded,  tlio  deposition  of  the  Drift  was  completed, 
and  the  Coal  in  the  -weet  left  unharmed.  Between  the  hills  of  this 
county  and  those  of  Putnam  county,  there  also  seems  to  have  been  a 
valley — shallow,  though  it  may  have  been,  and  wide.  Through  this 
■valley  Chariton  Kiver  cut  its  way,  gradually  becoming  deeper  and 
deeper,  the  channel  narrowing  the  while,  and  alluvial  deposits  cover- 
ing its  former  tracks,  till  at  last  it  has  reached  its  present  depth  and 
AowB  in  its  present  channel.  Figure  C  represents  the  structure  of  the 
country  as  it  is  at  present,* 

Although  the  Hilltown  or  Chariton  River  Coal  does  not  extend 
across  the  county  it  is  very  probable  that  the  two  lower  Coals  of  Put- 
nam county  do.  I  refer  to  Coals  B  and  C  of  the  Section  made  in  that 
county.  This,  however,  ienotaseiiZec^fact,  for  sub-carboniferous  rocks 
are  known  to  occur  in  the  south-west  part  of  Scotland  county,  about 
six  miles  south-west  of  Memphis,  and  as  no  bores  have  been  made  in 
the  eastern  part  of  this  county,  nor  any  examinations  in  Scotland 
county,  it  is  not  known  how  far  west  these  sub-carboniferous  rocka 
extend  as  the  "surface  rocks." f  The  exact  facts  in  the  case  can 
only  be  made  out  by  a  series  of  borings,  or  when  Scotland  county 
is  examined,  should  it  be  desired  to  sink  a  bore  or  shaft  either  in  the 
eastern  or  other  part  of  the  county,  I  would  advise  that  it  be  com- 
menced at  as  low  a  point  as  can  be  obtained.  For  the  benefit  of  those 
who  may  propose  to  bore  for  the  lower  coals  (B  and  C  of  Putnam  coun- 
ty), the  depth  at  which  they  should  be  reached  at  a  few  points  is  given. 
At  Lancaster,  at  from  250  to  275  feet;  at  Downing,  150  to  176  feet ;  at 
Griffin,  210  to  230  feet;  at  Glenwood,  235  to  260  feet.1  It  must  be 
borne  in  mind  that  the  foregoing  calculations  are  based  upon  the  be- 
lief that  the  two  Coals  which  occur  below  the  Slate,  No.  23  of  the  Gen- 
eral Section,  are  coextensive  with  the  county.  I  have  no  doubt  but 
that  they  extend  at  least  to  Lancaster  and  beyond,  but  in  the  south- 
east corner  of  the  county  they  may  possibly  be  cut  olF. 
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This  mineral  has  been  pretty  fully  discussed  nndar  the  heading 
of  "General  Geology,"  and  a  fewremarkaaddedhere  will  end  the  sub' 
ject.  There  have  been  but  few  mines  opened  in  the  county,  and  these 
are  in  the  north-west  corner.  The  oldest  mines  are  eaid  to  be  those 
of  Mr.  Elijah  Mock,  worked  near  Hargrave's  Mills.  In  this  vicinity 
there  are  several  openings,  Mr.  Al,  Mock  and  Mr,  Parsons  also  have 
mines  near  the  mills.  In  the  N.  E.  quarter  Sec.  27,  T.  67,  R.  1(J,  Mr. 
Samuel  Scott  has  a  shaft,  situated  on  North  Polecat  Creek,  Mr.  Wm, 
Jamea,  in  the  N.  E.  S.  E.  qr.  N.  W.  qr.  Sec.  34,  T.  C7,  R.  16,  works 
the  same  Coal.  His  mines  are  operated  by  drifts,  of  which  there  are 
three.  These  gentlemen  all  work  the  same  Coal  (No.  13  of  the  Gen- 
eral Section),  the  average  thickness  of  which  is  3^  feet.  The  dip  of 
the  Coal  is  not  quite  5  feet  to  the  mile  ;  course  about  S.  E.,  or,  more 
correctly,  east  of  south.  It  perhaps  rises  as  it  nears  Adair  county,  as 
a  much  lower  Coal  is  worked  on  Charilon  River,  near  the  mouth  of 
Hazel  Creek,  in  that  county,  and  the  fall  of  the  river  is  hardly  suffi- 
cient to  overcome  this  dip,  and  allow  the  lower  Coal  to  be  exposed. 

KOAD    MATERIAL. 

The  Gravel  found  at  some  points  along  Chariton  River  will  answer 
very  well  for  this  purpose.  ' 


The  Clay  covering  many  of  the  ridges  will  make  excellent  bricks 

OTHER    MINERALS. 
No  useful  minerals  other  than  Coal  were  found  in  the  county. 

AGRICULTURE. 

This  county,  though  not  rich  in  mineral  deposits,  is,  as  a 
whole,  well  adapted  for  farming.  The  Soil  varies  from  black  to 
reddish.  Oq  many  of  the  ridges  it  is  thin  and  poor,  but  in  the 
valleys,  (which  are  numerous),  it  is  rich  and  deep.  There  are  one 
or  two  objections  to  the  valley  land,  which,  however,  can  be 
overcome.  The  Soil  is,  as  a  general  thing,  wet,  waxy  and  apt  to  be 
cold.    This  can  be  remedied  by  a  system  of  drainage  and  fertilizing. 
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The  subsoil  is  a  stiff  Clay,  impervions  to  water,  and,  consequently,  in 
wet  seasons  the  water  upon  reaching  this  Clay  ie  arrested  and  keeps 
the  Soil  not  only  moist,  as  it  should  be,  but  wet.  This  trouble  can  be 
remedied  by  digging  holes  to  a  depth  of  from  8  to  10  feet  (or  even 
less)  in  the  Olay,  at  different  points  in  the  field  to  be  cultivated.  Then 
by  a  series  of  ditches,  each  ditch  terminating  in  one  of  these  holes, 
the  land  is  easily  drained.  These  ditches  can  be  arranged  at  such 
convenient  distances  from  each  other  as  not  to  interfere  with  the  cul- 
tivation in  the  least.  1  was  told  by  a  gentleman  who  has  a  farm  of 
just  such  land  as  I  speak  of,  that  the  best  fertilizer  he  has  tried  is 
Buckwheat.  He  sowed  the  buckwheat  one  season,  plowed  it  in,  and 
the  next  season  his  crops  were  nearly  doubled.  Manuring  the  land 
will  be  a  great  benefit  to  it. 

The  following  is  a  list  of  the  various  products  raised  in  thecouoty,, 
with  their  average  yields.  Many  farmers  raise  much  more  than  the 
average  crops,  but  the  list  will,  I  think,  be  found  correct  for  the 
whole  county: 

Corn  W  bii^ili  1   to  tho  acre. 

Oats  5o 

Wheat  15  ' ' 

Buckwheat..  4U  ' ' 

Eye  10 

Timnth3  1  to  1  ^  tt  iis  pur  acre. 

Until  within  the  last  few  years  but  little  attention  has  been  paid 
to  raising  wheat.  The  farmers  have  to  contend  with  the  chinch  bugs 
in  their  spring  wheat,  and  unless  protected  from  the  winds,  the  fall 
wheat  is  frozen  out. 

OltCIIARDS. 

Many  fine  looking  young  apple  orchards  were  noticed  in  the 
county,  and  I  understand  considerable  attention  is  now  being  paid 
this  fruit.  But  few  orchards  are  bearing  at  present,  being  too  young. 
About  HJ,000  apple  trees,  some  pear  trees,  plums,  etc,  have  been  set 
out  in  the  county.  Indeed,  there  is  hardly  a  farmer  in  the  county  who 
has  not  an  apple  orchard  of  some  size  on  his  place.  But  few  peach 
orchards  have  been  set  out,  the  reason  being,  so  I  am  told,  that  they 
do  not  do  well. 
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G  E  A  P  K  S  . 


Much  attention  is  bein^  paid  to  grape  culture.  Nearly  every 
i'aniier  is  trying  the  experiment  of  raising  them,  and  I  am  told  suc- 
cessfully. The  Caiawha  and  Isabella  varieties  seem  to  have  been  the 
favorites,  but  they  are  not  as  thrifty  as  the  Concord. 


TIMUEB. 


The  niEyor  part  of  the  county  is  heavily  timbered,  consisting  of 
Black,  Red,  Rock  Chestnut,  Pin,  Laurel,  some  Post  and  White  Oak 
■  Oommon  and  Scaly-bark  Hickory,  Elm,  Black  Walnut,  some  Ash,  Red 
Uaw,  Crab-apple,  a  little  Wild  Cherry,  Haael,  Sumach,  etc. 
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ITS  GEOLOGY. 
SUItPACE    CONFIGUEATION. 

This  county  contains  about  455  square  miles.  Its  surface  presents 
quite  a  variety,  inclnding  from  the  rugged  and  irregular  broken,  to  the 
smooth  and  gently  undulating  plain. 

That  part,  lying  near  the  Missouri  and  Nodaway  Rivers,  is  quite 
broken,  the  blaffs  often  reachiug  above  145  feet,  and  near  the  mouth 
of  Nodaway  River  are  as  much  aa  330  feet  high.  Approaching  the 
prairie,  we  iind  a  gently  rolling  country.  North  and  J£ast  of  Savannah, 
the  county  ia  rolling  and  gently  sloping.  On  Platte  River,  from  Whites- 
ville  to  Rochester,  and  on  Oae  Hundred  .and  Two,  from  Ogle's  Mill  to 
Singleton's  Mill,  the  bottoms  are  narrow,  and  bluffs  often  90  feet  high  ; 
«outh  and  north,  along  these  streams,  the  bottoms  are  very  wide,  the 
Mils  low  and  slope  very  gentle. 

TIMBER. 
The  wood-land  occupies  more  than  two-thirds  of  the  area  of  the 
county.  The  Missouri  hills  are  well  supplied  with  good  timber,  includ- 
ing White  Oak,  Red  Oak,  Black  Oak,  Burr  Oak,  Biack  Walnut,  Cherry, 
Etm,  Ash,  Sugar  Tree,  Coffee  Tree,  Honey  Locust,  Hickory  aud  Lin- 
den. The  bottom  latids  also  contain  much  fiae  timber, 

STEEAMS    AND     SPKINGS. 

The  Platte  and  River  One  Hundred  and  Two,  flow  through  the 
county  from  north  to  south.    The  Nodaway,  a  much  larger  stream, 
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flows  along  its  Western  border,  and  the  Missoari  bounds  it  on  the 
South-west.  On  the  Nodaway  there  are  several  Mills,  and  the  supply 
of  water  is  sufficient  to  keep  them  employed  during  the  dryest  sea- 
sons. Good  springs  abound.  Just  weat  of  Savannah  there  is  a  very 
fine  one,  which  affords  ample  daily  supplies  of  water  to  many  of  the 
citizens. 

OEOLOGIOAI.   FOKMATIONS. 

In  this  coanty  are  found  the  Quaternary  and  a  portion  of  the  Up' 
per  Coal  Measures. 

QUATERNARY. 

Under  this  head  we  find  the  Alluvium,  Bottom  prairie  Olaya,  BluH 
and  Drift.  The  bottom  prairie  is  best  seen  along  bottoms  of  Piatt© 
River. 

The  Eluff'or  Loess  overspreads  the  Missouri  Bluffs  to  a  considerable 
depth. 

The '"Drift"  is  not  well  exposed,  but  boulders  ot"  igneous  rocli, 
includingGreenstone,  Granite,  red  Quartzite  and  quartzose  Conglom- 
erate, are  found  nearly  everywhere.  Just  below  Amazonia  the  rail- 
road excavations  have  exposed  some  20  or  30  feet  of  Clay,  Sand  and 
rounded  boulders  of  igneous  rocks  ;  but  none  of  very  large  dimen- 
sions. In  S.  E.  part  of  county,  a  boulder  of  Granite  was  obtained 
which  measured  12  feet  by  10  feet  by  7  feet. 

Ou  land  of  Monroe  Foitz,  near  mouth  of  Nodaway  River,  the 
"Bluft"  Clays  contain  irregular  lumps  of  bog  Iron  ore.  These  pieces 
are  not  very  hard,  nor  are  they  very  heavy ;  they  are  of  a  black  color, 
and  have  a  very  dark  brown  or  blackish  streak. 

UPFER  OAHr>ON[FER0US  STEATA. 

The  rock  strata  in  this  county  belong  to  the  Upper  Coal  Measures, 
and  are  included  between  Nos.  186  and  127  of  General  Section  of  Up- 
per Coal  Measures,  *  with  a  total  vertical  thickness  of  from  370  to  400 
feet. 

No.  186  is  the  highest  well  recognized  rock,  seen.  It  may  be  found 
near  the  bill  tops  from  near  the  mouth  of  Nodaway  River  as  far  up  as 
Ohio  Mills.  Its  total  thickness,  anywhere  seen,  is  about  15  feet.  It 
is  a  grayish-drab,  irregularly  bedded,  generally  occurring  in  layers  of 
about  6  inches  thick,  separated  by  buff,  shaly  partings.  Its  princi- 
pal fossils  are  Sintrilasma  hemipUeata,  Athyria  sultilita.  Spirifei-^ 

•  Miaaouri  Geol.  SiU-y.  1872— Part  II— p.p.  SI,  02  andB3. 
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.Kentuchensis,  and  Retzia punctilifera.   The  Limestone  is  unsuitable 
for  any  purpose  excepting  to  make  rough  walls  or  burn  into  lime. 

Our  Section  at  Ohio  Mills  include  a  part  of  this  number,  corrella- 
ted  with  Lower  beds,  thua : 

No.  1.     Slope  from  liill  top. 

No.  3.    3  feet  drab  Limestone,  coiitaiiihig  much  Ciilc  Spar,  aiid  ii  few  fof^sii^, 

corresponds  to  No.  186  of  Gen,  Sec, 
No,  3.    5J  feet  Shales,  buff,  oalcareoiia  above — argillaceous  below. 
No,  i.    2  feet  fine-gt'ainec!,  grayish  drab  Limeatoue,  with  many  minute  Calcito 

speeks  diffused,  would  lool;  well  if  polished ;  weathers  browiiish.  Cor- 

I'esponda  to  No,  184. 
No.  Ti,     II  feet  Slope. 

No.  6,    afeetbuffpoi'OusandbuffbrownLimestone,    No.  183. 
No.  7.    ii5  feet  Slope  to  bottoms. 
No.  S.    10  feet  of  alluvial  bank,  concealing  rocks. 
No.  d.    0  by  2  feet — greenish  drab  Limestone,  contains  FitstiUiia,  Proilachia, 

etc.    A  portion  fs  Shaly.    No,  171. 
No.  10.      3  feet  greenish,  Shaly  Limestone,  contaliimg  CAoneto,  Sp.  Keiitiick' 

On  Lincoln  Greek,  a  half  mile  from  Nodaway  bottoms,  our  Section 
showB : 

No.    1.    25  feet  Slope,  at  an  angle  of  15  Ueg, 

No,  2.  ii5  feet  35  deft.  Slope;  at  20 feet  from  top  are  fragments  of  butf  Lime- 
stone ;  at  top  is  found  Limestone  corresponding  to  No.  ISG. 

No.    fi,    10  feet  sandy  and  argillaceous  Shales. 

No,  4.  1  *  foot  dark,  coarse  shaly  Limestone,  containing  Myalinn. ;  corres- 
ponds to  No.  171. 

Ko.  5.  10feet30deg.  Slope;  near  the  lower  part  are  outcrops  of  green  Olay 
Shales. 

No.    6.    IJ  leet  gi-eenish,  drab  and  shaly  Limestone  ;  resembles  No.  171. 

No.    7.    IJ-  feet  of  Shales  and  shaly  Limestone, 

No.    8.    2i;feet  of  argillaceous  Shales ;  blue  at  top,  olive  and  bluish  below. 

No,  0,  13  feet  buff,  and  a  portion  shaly  and  cellular,  and  mostly  rough 
Limestone,  corresponds  to  No.  161. 

No,  10.    6  +  inches  Clay  Shales. 

Ho,  11,    3  feet  Slope. 

No.  12.  4  feet  brown  Limestone,  eoutiiining  large  Chinoid  sUms,  Produclus, 
etc.    No.  100. 

Two  miles  up  the  creek  the  Limestone,  No.  160,  is  found  reatiug 
on  15  feet  of  green  Shalea.  A  quarter  of  a  mile  further,  the  hillis 
161  feet  high,  with  Limestone  No.  186  near  the  top,  and  No.  IGO  at  107 
-feet  lower  down,  resting  on  sandy  and  argillaceous  Shales. 

G.  8—20 
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Near  mouth  of  Nodaway,  we  find  No.  18C  near  hi!l-top,  and  more 
than  200  feet  below,  No.  150  is  seen  above  the  waters'  edge.  Two  and 
half  miles  west  of  Savannah,  Nos.  160  and  161  crop  out  near  the  creek. 
In  Shales  underlying  No.  160  observed  a  cylindrical  form  5  inches  in 
diameter  with  a  central  axis.  The  outside  was  somewhat  rugose,  all 
other  markings  rather  obscure.  I  suppose  it  to  be  a  fragment  of  a 
plant  nearly  related  to  Stigmaria.  Lower  down  stream  Limestone 
appears. 

The  brown  Limestone,  at  Caldwell's  quarry,  one  and  a  half  miles 
south  of  Savannah,  belongs  to  No.  160  of  General  Section.  It  is  here 
found  4|- feet  thick,  and  quite  ferruginous,  rather  roughly-bedded  in 
two  layers  of  nearly  equal  thickness,  and  works  rather  freely. 

Near  this  place,  No.  160  presents  some  curious  results  of  exposure. 
The  entire  stratum  is  a  little  over  4  feet  thick,  and  intersected  by  ver- 
tical cracks,  on  either  side  of  which  the  rock  is  of  a  different  color, 
the  mass  presenting  alternations  of  brown  and  gray  colors. 

In  the  railroad  just  north,  the  rocks,  whose  position  is  from  15  to 
25  feet  higher  in  the  series,  are  well  exposed,  thus  ; 

Seiaton  45. 

No.  1.  18  iuches  dark-ash,  sliellj-  Limestone,  some  of  it  brownisli  below,  con- 
t^iw  Myalina  subquadrata,  and  alDOunds  in  FMiiUna  cylindrica.  No. 

No.    2.    3  feet  dark,  oUve  Sliales.    No.  108. 

No.    3.    1  foot  nodular  aod  slielly  Limestone  and  Shales.    No.  167, 

No.    4,    22  inches  eveii-bei3(ie<l,  drab  Limestone.    No.  107. 

No.    5.    6  inches  asli-gray  fnauliiia  Limestone.    No.  166. 

No,  6.  3  feet  nodular  and  sheily  fusulina  Limestone,  abounding  in  foesiis, 
including  Semtprotiifes  erassus,  Atkffris  subtilila,  Prod.  Nebi'OS' 
cejtsis,  I^od.  costatus,  Sp.  cameratus,    Spi:  pla/ioconvejmi,  Chenomya 

Minehaha,   AUm-isma  .   Syringapora    mnltatienuaia,    FiisuUna 

cylindrica,  Fenesiella ,  and  Orinoid  stems.    No.  IGS. 

A  General  Section  of  rocks  seen  around  Savannah,  mostly  on  the 
branch  two  miles  north-east,  ia  about  the  following: 

No.    1.    Shales, 

No.    2.    18  inches  to  2i  feet  of  blue,  shelly  Limcstoiii!,   containing  Fusulhia 

and  Myalina. 
No.    3.    1  foot  dark,  olive  Shales.    No.  IGS. 
No.    4.    1  foot  of  nodular  and  shelly  Limestone  and  Shales. 
No.    5.    22  inches^evea-bedded,  drab  Limestone,  containing  Syringapoiu  muU- 

atienuala    Fusulina  cylindrica,   Myalina    suli^adraia    Tereh-aiida 

hovidens,  Spirifer  cameratus,  Sp.  Kenttic^ensifi. 
No.    6.    2  inches  ash-gray  fusuilaa  Limestone.    No.  166, 
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No.  7.  i!  feet  shelly  and  nodular  Limestone,  abounds  in  Fuawlina,  also  con- 
tains Si/ringapOJ'a  mtiliattenuaia,  Pr.  Nebrascensis,  Aihyria  subtilita, 
untl  Aiiorisma  {Chsnomya)  Minehaha. 

No,    S.    3  feet  dark  Sliales.    No.  165. 

No.    9.    1  foot  bituminous  Shales.    No,  IG'l. 

No.  10.    d  inolies  dark-ash  Shales  with  Fusulina.    No.  JG3, 

No,  11.  10  inches  dark-ash  colored  sUaly  Limestone,  abounds  \a.  Fusulina. 
and  contains  Aihyris. 

No.  12.  9  feet  yellow  calcareo-argillaceous  Shales,  with  thin  Limestone  bands. 
No,  IGI. 

No.  13.    4}  feet,  mostly  buffer  brown  Limestone.    No.  100. 

No.  14.  23  feet  ofsandy  and  Clay  Shales,  near  tlie  upper  part  is  4  feet  of  light 
blue  Clay  Shales ;  then  aiialfinclibitaminoua  Shales;  then  10  feet 
of  Shales  and  thin  Sandstone  layers;  then  2  to  6J  inches  Coal. 
Nos.  155  to  159. 

No.  15,  2  feet  mottled,  coarse,  ash-blae  and  gray  Limestone,  a,bounds  in 
Fusulina,  and  contains  Astartella  sera.    No.  134. 

No.  10.    S  feet  Shales.    No.  153. 

No.  17.  fi\  feet  of  coarse,  bluish-gray  Limestone,  is  oolitic,  and  abounds  in 
Ftiaulina,  also  contains MyoHnaiSioaHoyi,  Avioulapecten  and  jVTonop- 
tera ;  is  sometimes  cross  laminated,  and  affords  a  strong  and  useful 
building  rock.    No.  1S2. 

No.  IS.    1  to  3  feet  Shales.    ::?o.  lol.^ 

No.  19.    20  feet  irreguliirly  bedded  blue  and  ash-oolored  Limestone,    No.  150. 

No.  17  is  quarried  in  many  places  on  creek  N.  E.  of  Savannah, 
and  formerly  was  hauled  to  St.  Joseph. 

The  upper  members  of  this  Section  are  rather  better  developed 
on  creek  one  mile  north  of  Savannah,  where  they  appear  in  succession 
as  follows  : 

SecHon  4S. 

No.  1.    Outcrop  of  yellow  Limestone  on  hill. 

No.  2.    About  30  feet  Slope. 

No.  3.  21  feet  dark,  ash-blue  Limestone,  abounds  in  Fusulina  ci/liniiriaa.  No. 
169. 

No.  4.    6  feet  dark,  olive  Shales.    No.  16S. 

No.  5,  ^feetdrab  Limestone,  weatheriagalittle  buff;  contains  £7^/0300,  .ffe- 
miproniUa,  Ohonetes,  P.  Nebrascensia,  Sp.  Kentuckeniis,  Syringapara 
muUatiBiaiaia,  fistutapoi-a  nodulifera,  Aihyris  attbiilita,  Terehratula 
hottidens,  Meekella  striatacostaia,  and  fragments  of  Nautilus.  (2  sp). 
No.  167. 

No.  6.    3  feet  dark  Shales. 

No.  7.    1  foot  bituminous  Shales. 

'ThBse  numtiera  often  iinil  In  gonei'iil  tovma  referved  lo  in  tills  oouotr  Report,  are  iiutubors  id  Iha 
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The  lower  members  of  this  Section  correspond  to  those  of  the 
previous  Section.  On  another  branch  coming  from  south,  observetJ 
the  following  succession ; 

No.  1.  Outcrop  of  dark,  ash-gray  Limestone,  which  is  sometimes  a  little 
brownish,  abounds  in  Fusutina,  ajid  alsoeontaina  jl^fijn-isand  Mj/a- 
lina.    No.  169  of  Gen.  Sec  Upper  Coal  Meas.,  1872. 

No.  3.    10  feet  Slope,  with  debris  ftvjm  above. 

No.  3.    4J  feet  dull  gray,  shelly  Limestone,  abounds  in  Fuaulina  and  Aihyris. 

No,  4.    3  feet  shaly  Slope. 

No.  5.    6  feet  yellow  and  olive  Sliales. 

No.  0.    5  feet  brown  Limestone. 

No,  7.  15  feet  thin-bedded,  shaly  Sandstone,  coatainins;  two  thin  bands  of 
Coal;  a  half-inch  baud  occursat  4  feet  below  the  top,  a  l-lnch  band 
near  the  lower  part.    This  Includes  Nos.  155  to  159. 

Limestone  No.  150  is  one  of  tlie  most  cliaracteristie  Limestones 
seen  in  the  county.  Ifc  occurs  mostly  in  irregular  layers,  separated 
by  blue  or  buff  Shales,  and  seems  generally  to  break  into  irregular 
angular  fragments  on  exposure.  Fusulina  oyUndrica,  is  quite  abun- 
dant, especially  near  the  middle  portion,  in  which  are  also  handsome 
Bryosoans^  Misiulapora  nodulifera,  lihomhopora  lepidodendroides 

and  Chonetes ,  which  are  abundant  in  middle  beds.  Froduotus 

Webrascensis,  with  its  interior  replaced  by  crystallized  Calcite,  is 
common  near  the  upper  part.  OrtMa  carhonaria  is  occasionally 
abundant  near  the  lower  part.  This  Limestone  is  generally  over  20 
feet  thick.  It  caps  the  hill  at  Amazonia,  and  one  mile  up  the  bluffs 
there  is  a  large  quarry  opened,  which  exhibits  most  of  the  beds.  Some 
of  the  middle  blue  and  drab  argillaceous  beds  at  this  place  have  been 
burned  and  made  into  a  pretty  fair  article  of  Hydraulic  Cement, 
Several  specimens  of  it  were  shown  me  whicii  had  stood  different 
tests,  and  I  could  find  no  fault  with  them.  This  rock  crops  out  on 
branch,  two  and  a  half  miles  north-east  of  Savannah.  On  Hundred 
and  Two  River,  south-east  of  Savannah,  and  as  far  north  as  line  of  Ts. 
60  and  61,  it  occupies  the  upper  part  of  hills  on  Niagara  Creek,  near 
Rochester,  at  about  60  feet  above  the  Coal,  which  is  sometimes  found 
at  the  foot.  It  is  found  as  far  north,  on  Platte  River,  as  Whitesvillei 
and  occupies  the  uplands  in  south  part  of  county,  between  Missouri 
Bluffs  and  One  Hundred  and  Two  River. 

This  Limestone  often  incloses  many  concretionary  forms  of  Chert. 
At  the  bridge  on  One  hundred  and  Two  River,  we  find  the  upper  beds 
containing  a  good  deal  of  Chert,  with  one  solid  Limestone  bed,  7  feet 
thick,  at  the  lower  part.  Near  Whitesville  it  is  underlaid  by  iivQ  feet 
of  blue  and  bituminous  Shales,  of  which  2|  feet  are  bituminous.    In, 
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the  northern  part  of  Sec.  15,  T.  60,  R.  M,  we  find,  at  31  feet  below  No. 
150,  3  feet  of  a  thick-bedded  drab  Limestone,  which  is  probably  refer- 
able to  No.  143,  In  the  same  neighborhood,  on  land  of  Wm.  HnfiFaker, 
red  and  green  Shales  appear  about  50  feet  below  No.  150,  the  lower 
green  layers,  containing  Septaria.  Beneath  the  last  we  find  3  inches 
brown,  sandy  Shales  overlying  a  1-inch  band  of  bituminous  Ooal.  Still 
below  is  an  outcrop  of  5  feet  of  ash-b!ue  Limestone,  shelly  at  top. 
This  last  named  Limestone  I  refer  to  No.  137.  At  Jessup's  Mill  red 
Shales  appear  at  55  feet  below  No.  150,  resting  almost  directly  on  No. 
I't7,  which,  at  this  place,  is  9  feet  thick. 

In  bed  of  Platte  Hiver,  at  Rochester,  we  find  3  feet  of  Limestone ; 
«o]or,  dark,  ash-gray  at  top,  bluish-gray  below,  containing  Produotus 
Nebrascensis,  Aviculop eaten  oGcidentalia  and  Athyris  suhtilita.  At 
low  water  this  rock  is  well  exposed.  It  is  traversed  by  many  vertical 
cracks,  leaving  the  rock,  as  it  were,  divided  into  many  very  regular 
g-homboidal  forms.  The  angle  of  fracture  is  60".  This  rock  probably 
corresponds  to  No.  128.  Farther  down  the  river,  observed  about  20 
feet  of  Shales  underlying  it. 

ECONOMICAL  GEOLOGY. 

liUJLDING    STONE 

Suitable  for  most  purposes,  may  be  found  conveniently  in  all  neigh- 
borhoods excepting  in  the  northern  part  of  the  county.  The  strongest 
and  most  durable  stone  may  be  found  in  No.  152.  There  is  a  good 
quarry  of  this  rock  about  a  mile  above  Amazonia,  on  the  railroad. 
Fourteen  and  a  half  feet  are  here  exposed,  more  than  I  have  seen  at 
any  other  quarry.  It  is  bluish  gray  oolitic,  and  with  no  Shale  part- 
ings. At  Lander's  quarry,  2^  miles  north-east  of  Savannah,  we  find  8 
feet  9  inches  of  it,  of  relative  thickness  of  3^  feet,  14  inches,  6  inches, 
14  inches,  then  shaly  beds,  with  a  2  feet  coarse  gray  bed  at  bottom. 
These  beds  are  sometimes  cross-laminated.  One  opening  presents  6 
feet  thickness,  which  is  cross  laminated  for  over  50  feet — the  angle  of 
cleavage  about  30°. 

PAINT     BEDS. 

Red  Shales  are  found  at  several  places  in  this  county,  and  they 
■would  undoubtedly  make  good  paint.  They  are  found  at  several 
places  near  Amaaonia.  On  the  hill  above  town,  and  on  creek,  one 
and  a  half  miles  up,  there  is  exposed  about  4  feet  of  good  average 
quality  of  pure  red  Ochre.     Appearances  of  these  beds  are  also  seen 
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in  RocheBter  road,  3  miles  east  of  Savannah;  also  2  miles  south  of 
White  sville,  aod  on  land  of  Wm.  Huffaiter. 

CARBONATE    OF    IRON, 

In  form  of  Septaria,  concretionary  and  lenticular  forme,  and  in  thin 
bands,  is  occasionally  found  in  Shale  beds,  but  insufficiently  for  econ- 
omic purposes. 


No  valuable  Coal  beds  exist  in  this  county.  A  few  miles  north- 
east of  Savannah  we  find  thin  bands  but  too  thin  for  any  economic 
purpose.  One  of  these  thickens  to  5  inches  on  land  of  Wm.  Barr,  in 
8.  W.  finarter  Sec.  16,  T,  59,  R.  36.  The  Coal  crops  out  at  the  waters' 
edge  for  50  feet  along  the  stream,  resting  in  the  water  near  the  mid- 
dle line,  where  it  is  thickest,  and  rising  each  way  to  a  height  of  two 
feetabove  the  stream  and  25  feet  above  and  below, presenting  the  cross 
section  of  a  basin.  At  the  lower  end  of  the  outcrop  the  Coal  is  6 
inches  thick,  alternating  with  bituminous  Shales  and  rests  uncon- 
formably  on  Shales.  At  the  upper  point  of  outcrop  the  Coal  is  3 
inches  thick  and  conformable  with  the  Shale, 

The  Coal  here  can  not  be  extensive  as  it  is  thicker  near  depression 
of  the  basin  in  the  creek,  thinning  towards  either  end.  Blacksmiths 
have  used  it  in  welding  iron.  On  the  bank,  200  feet  off,  a  pit  was  dug 
by  Mr.  P.  P.  Chamberlain,  some  years  ago,  2&  feet  deep  to  the  Coal. 
Limestone,  No.  160,  crops  out  in  the  ravine  east,  about  15  feet  above 
the  Coal. 

Coal  has  been  worked  at  several  places  on  Niagara  Creek,  but  it 
is  a  thin  seam,  not  over  10  inches  thick.  I  regard  it  as  equivalent  to 
the  Coal  near  Hall's  Station,  Buchanan  county.  In  S.  W,  quarter,  Sec. 
13,  T.  59,  K.34,  when  exposed,  it  presents  the  following  appearance  ; 

No.  1.  I  foot  sofl^  brown  ancl  rough  Sandstone, 

No.  2.  22  inches  drab  and  brown  banded  sandy  Shale. 

No.  8.  5  inches  bituminous  Coal— poor  quality. 

No.  4.  9  inches  blue  ehaly  Clay ;  contains  ferns  and  other  plants. 

No.  5.  If  Inches  of  bituminoos  Coal  of  good  quality. 

No.  6.  3J  inches  blue  shaly  Clay. 

No.  7,  2  inches  bituminous  Coal. 

No.  8.  2  inches  indurated  blue  Clay. 

In  some  places  we  find  above  No.  1  a  few  feet  of  Shales,  contain- 
ing concretions  of  Kidney  Iron  ore. 

The  nearest  workable  Coal  that  can  be  reached  by  shaft  in  this 
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county  is  the  Lexington  Coai ;  it  lies  about  800  feet  below  the  lowest 
observed  rocks  oil  Platte  Eiver,  or  over  1,100  feet  below  the  horizon 
of  Savannah. 


The  soil  of  this  county  is  generally  rich  but  is  susceptible  of  sev- 
eral divisions.  We  have  the  hills  near  the  Missouri  Kiver,  which  are 
capable  of  producing  fine  crops  of  wheat.  Adjacent,  we  find  the 
richer  lands  supporting  a  growth  of  Elm,  Linden,  Paw-paw  and  Iron- 
wood,  which  are  equally  wheat  producing,  and  well  adapted  for  corn 
and  hemp.  Then  we  have  the  Black  Oak,  Hed  Oak,  Elm  and  Hazel 
lands  near  river  One  Hundred  and  Two,  and  near  Fillmore.  These 
lands  produce  fine  corn  crops  and  sometimes  good  wheat  crops.  The 
soil  of  the  western  and  southern  parts  of  the  county  is  based  on  a  deep 
bluff  deposits.  Lime,  resulting  from  disintegration  of  the  Limestone 
beds  enters  largely  into  the  composition  of  the  soil  of  most  of  the 
timbered  land.  Near  Lincoln's  Creek  are  rounded  Limestone  hills 
with  rich  valleys  between.  The  prairies  are  rich  and  produce  good 
crops  of  corn. 

Most  fruits  of  this  latitude  grow  well  in  this  county,  especially 
may  this  be  said  of  apples. 
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CHAPTER   XIX- 


DAVIESS    COUNTY. 


BY   <i.   C.  BROADIIEAD. 


GENERAL    DESCRIPTION— TOPOGRAPHY. 

This  county  is  nearly  equally  divided  by  the  main  West  Fork  of 
Grand  River  enterina;  the  north-west  part  of  the  county  and  irregu- 
larly meandering  to  the  south-east  corner.  Of  the  tributaries  on  the 
north  Bide,  their  general  course  is  south  ;  of  those  on  the  south  side, 
north-east.  The  chief  tributaries  entering  from  the  north  are  Clear 
Creek,  Muddy,  Cypress,  Big  Creek  and  Sampson  Creek  ;  those  on  the 
south  side  are  Grindstone,  South  Big  Creek,  Larry,  Honey  and  Mar- 
rowbone. These  streams  sometimes  become  quite  low  and  almost  dry 
in  extreme  dry  seasons,  but  Grand  River  affords  suflciency  of  water 
for  milling  purposes  the  greater  part  of  the  year. 

The  bluffs  near  the  streams  are  generally  from  30  to  50  feet  high 
rarely  reaching  100.  But  the  summit  of  the  ridges  is  often  60  to  100 
feet  above  the  valleys. 

Near  the  tributaries  coming  from  the  south  the  country  is  often 
hilly  and  rugged,  but  the  higher  ridges  rarely  exceed  200  feet  above 
the  valleys.  The  hills  are  more  elevated  near  Gallatin  and  South  Big 
Creek,  where  they  are  sometimes  abrupt.  In  other  portions  of  the 
county  the  slopes  are  gentle.  T.  61,  R.  29,  is  somewhat  billy,  but  the 
hills  are  not  very  high. 
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The  ainount  of  prairie  exceeds  the  timber,  but  Grand  River  bot- 
toms afford  an  abundant  supply,  and  the  adjacent  hills  also,  of  first 
rate  White  Oak  and  Red  Oak  timber. 

On  Grand  River  bottoms  the  following;  trees  and  shrubs  are 
found,  viz.; 


Crab  Apple, 

Gooseberry. 

lied  Oak, 

Asli, 

Shellbark  Hickoiy, 

Pin  Oak, 

I'rickly  Ash, 

Pignut  Hickory, 

Laurel  Oak, 

ited  Birch, 

Iron  wood, 

Plum, 

Box  Elder, 

Jlotiey  Locust, 

llosc, 

WaaUoo, 

Linden, 

Easpberry. 

Black  Cherry, 

SiijfAr  Tree, 

Kedbud, 

Cholie  Olierrj", 

White  Maple, 

Sycamore, 

Cottonwood, 

Mulberry, 

Sumach, 

Wliite  Elm, 

Burr  Oak, 

Black  Walnut, 

I>a  Elm, 

Swamp  Whilo  Oak, 

Willow,  ete. 

Ilaekherry, 

In  Forks 

of  Big  Greek  and  Grand  River 

are  fine  bodie 

Oak  timber. 

SPRINGS    AND    WELLS. 

Good,  lasting  springs  exist  at  the  followiug  places :  In  S,  AV".  ISec. 
3T,  T.  59,  R.  27 ;  a  very  fine  spring  in  8.  W.  of  S.  E.  Sec.  19,  T.  59,  R. 
37 ;  at  Wm.  Smoots,  in  N.  E.  Sec.  35,  T.  59,  R.  28  ;  in  N.  \V.  Sec.  19  and 
S.  W.  Sec.  9,  T.  61,  E.  27 ;  Sec.  21,  T.  59,  K.  26 ;  at  John  Winn's,  in  N. 
W.  Sec.  S,  T.  61,  R.  27,  a  good  well  of  water. 

Borings  in  yellow  Clay,  at  Winston,  reach  water  at  50  feet.  At 
■Tames  McGuire's,  on  top  of  prairie  near  Larry  Greek,  Mr.  Norwood 
obtained  a  Section,  as  follows  ; 

No.  1.  12  feet  yellow  Clay. 

No,  2.  12  feet  blue  Olay,  with  wood  and  cliareoal. 

No.  3.  ^  feet  Sand. 

No.  4.  20  feet  blue  Clay  to  Sand,  in  which  water  was  oblitineiS. 

At  Wm.  Brennan's,  near  Honey  Creek,  5  miles  south-west  of  Gal- 
latin, a  well  was  dug  54  feet  deep,  revealing  (according  to  Mr.  Bren- 
iian)  the  following: 
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No.  1.  1  foot  Soil. 

No.  3.  3  feet  yellow  Clay— subsoil. 

No.  3.  4  feet  white  Stratum. 

Ko.  i.  12  leet  joint  Clay,  with  a  few  small  pebbles  and  boulders. 
No.  5.  20  feet  blue  Clay ;  some  water  seeping  in  at  top- 
No.  6.  IJ  feet  red  hard  Sand,  dippliig  a  little  as  if  water-wo)-ii. 
No,  7.  7  feet  coarse,  yellow  Sand. 

No.  8.  3  feet  blue  Sand,  with  sticks  and  leaves  at  bottom. 

No.  9.  3  feet  dai'k  colored  Clay  Shales. 

In  No.  5  there  was  found,  at  35  feet  from  surface,  an  elm  stick  5 
inches  in  diameter,  a  grape  vine  2  inches  thick  having  the  bark  on, 
also  Walnut  andEim  chips. 

Jas.  McGaugh,  in  S.  E.  See.  27,  T.  59,  R.  28,  found  a  Walnut  log  in 
his  well  at  40  feet  below  the  surface. 

Near  corner  of  Sees.  28,  29  and  33,  T.  59,  K.  26,  Mr.  Snyder  has  a 
well  TO  feet  deep.  In  digging  it  he  passed  through  Sand  resembling 
river  Sand,  and  blue  Clay.  At  bottom,  he  encountered  a  pine  log  6 
feet  in  diameter ;  he  recognized  the  wood  and  bark.  It  is  now  cov- 
ered with  Quicksand.  [The  formations  in  these  wells  all  belong  to  the 
"  Drift."] 


QUATERNARY. 

Besides  the  Alluviuin  and  other  recent  deposits,  we  occasionally 
find  boulders  of  Granite,  Quartzite  and  Greenstone. 

The  brown  Clays  overlying  the  prairies  may  be  referred  to  the 
"  Bluff"  formation.  They  are  as  much  as  90  feet  in  depth,  as  indicated 
by  wells  near  Winston.  They  are  stiff  and  tenacious,  with  occasional 
Gravel  and  Sand  beds,  and  soft,  earthy  Limestone  concretions. 

C  0  A  L    M  B  A  S  U  li  B  S . 

The  solid  rock  formations  belong  to  the  Coal  Measures,  and 
include  about  50  feet  of  the  upper  part  of  the  Middle  Coal  Measures, 
and  about  530  feet  of  Upper  Measures,  including  in  the  uppermost 
rocks  found  near  No.  125  of  General  Section  Upper  Coal  Measures, 
(Missouri  Report,  1872,)  to  No.  TO. 

It  was  impossible  to  obtain  an  entire,  connected  Section  from 
rocks  seen  in  the  county,  but  seeing  a  well  known  bed  here,  but  not 
ita  correlative  beds,  the  latter  can  be  supplied  from  examinations  at 
points  on  the  Missouri  River. 
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The  highest  rocks  were  those  observed  near  Winston.  We  there 
find  beds  identical  with  those  seen  at  Weston,  and  included  within  the 
horizon  of  Nos.  131  and  125  of  General  Section  Upper  Ooal  Measures, 
1873. 

The  Sandstones  of  the  Middle  Coal  appear  on  Lick  Fork,  and  oc- 
casionally on  Grand  Kiver  as  far  up  as  a  little  north  of  the  center  of 
the  county. 

A  Section  at  top  of  Middle  Coal  Measures,  on  railroad,  4  miles 
below  Gallatin,  appears  thus  : 

No.  1.  20  feet  Slope ;  tumbled  Limestone. 

No.  2.  20  feet  to  railroad. 

No.  3.  18  feet  Shales ;  lowei-  part  isoncretionary. 

No.  4.  IJ  feet  of  blue  Shales,  containing  Eumphalus  mgosus,  Bellerophan, 

No.    6.    6  Inehes  blue,  rough,  nodular  calcareous  Sandstone. 
Ko.    G.    18  feet  Sandstone  to  river. 

Other  Sections  on  the  Chillicothe  and  Omaha  Railroad,  above 
Gallatin,  expose  the  lower  part  of  the  Upper  Measures  very  well : 

Section  one  and  a  half  wiUs  north  of  Gallatin,  on  R.  R. 

Ho.    1.    6  feet  Limestone.    No.  7i. 

No.    2.    4  feet  drab  sandy  Shales.    No.  73. 

No.    3.    2foet8ai)tlstone. 

Three-quarters  of  a  mile  further  the  upper  Limestone  just  named^ 
is  3  feet  thick,  forming  a  fine  quarry  of  building  stone,  at  level  of 
railroad  track.    Limestone  No.  7S,  appears  20  feet  above. 

A  half  mile  further,  we  find  in  railroad  cut : 

No.  ].    3  feet  drab,  nodular  Limestone, 

No.  2.  4  feet  thick  bed  of  mottled,  dark  and  light-colored,  fine-grained,  com- 
pact Limestone. 

No.  3.  12  leet  of  Limestone.  No.  78.  Fumlina  and  Frad.  spUndens  appear 
4  or  5  feet  trom  bottom. 

At  Groomer's  mill,  the  last  named  Limestone  occupies  the  bed  of 
Grand  River,  as  also  that  of  Big  Oreek,  at  Pattonsburgh,  and  of  Cy- 
press Creek  3  miles  east. 

A  half  mile  above  Groomer's  mill  we  find  higher  Limestone; 
those  from  81  to  84  being  wel!  represented,  thus  : 


1.  n  feet  Slope. 

2.  5  feet  8  inches  iiTegularly  bedded,  bluish-gray  Limestone,  s 

cherty,  cgntains  a  few  Froduetl.    No.  84. 
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No.  3.  8  inches  oliva  Clay  Shnlcs. 

No.  i.  5  iuehes  blue  Clay  Shales.    Mo.  S8. 

No.  5.  14  iucliea  bituminous  Shales. 

No.  6.  10  inches  soft,  black  Shales. 

No.  7.  19  inches  darkShales,  with  thin  layers  o(  pyritiferous  Limes  to  Lies. 

No.  8.  6  feet  dark-blue  Clay.    No.  80 

Persons  must  not  be  deceived  by  the  presence  of  these  beds  of 
bituminous  Shales,  They  do  not  indicate  the  immediate  vicinity  of  a 
bed  of  Coal,  nor  will  they  change  to  Coal,  They  wi'J  burn  some,  but 
not  to  ashes. 

On  Sampson's  Creek,  4  or  5  miles  north-west  of  Pattoueburgh, 
are  beds  of  buft'  Limestone,  probably  very  good  for  burning  into  Lime. 
The  Geological  position  may  be  as  high  as  No.  93.  In  creek  3  miies 
east  of  Pattonsburgh,  No.  7S  appears.  Eighty-six  feet  above,  we 
iind  a  blue  Limestone  containing  Prod.  Praitenanua,  Pr.  splendens, 
Pt.  Nehrascensia,  LophopJkyllum.  Five  feet  higher,  is  found  a  coarse, 
ash-colored  Limestone,  containing  large  Prod,  ooslatus,  Sp.  camera- 
tus,  Waiitilus,  etc.  The  latter  I  suppose  equivalent  to  No.  9i.  Less 
than  a  mile  north  of  the  last  named  locality,  we  find  a  Limestone 
about  25  feet  from  hill-top,  which  I  think  must  be  the  equivalent  of 
No,  87,  of  General  Section  of  Upper  Coal  Measures,  It  is  irregularly 
bedded  and  cherty,  containing  some  fine  fossils,  which  are  sometimes 
chalcedoiiio.  The  lower  10  inches  abounds  in  Fiisulina  cylindrioa  ; 
in  beds  above,  observed  Prod,  oostatus,  P.  punoiatus,  Sp.  aameratus. 
Prod.  Pratienamts  and  Aviculopeaten  oarl)onif6rus.  Just  beneath 
is  7  feet  of  irregularly  bedded,  ash-blue  Limestone,  weathering  buff 
and  with  shaly  partings.  Meekella  striato-costaia  abounds.  Shaly 
beds  at  top  abound  in  pusuUna.  Other  contained  fossils,  are  Prod. 
Prattenanus,  Prod,  splendens  and  Hemipronites  crassus.  The  pres- 
ence of  Meekella  in  this  bed  of  Limestone,  seems  to  identify  it,  wher- 
ever found  in  the  county. 

A  brown  dendritic  Limestone  crops  out  at  3  feet.above  the  upper 
0  feet  of  the  above  Limestone. 

The  Section  at  Gallatin,  on  the  north  side  of  the  town,  includes 
the  Limestone  last  named,  as  well  as  others  above  and  below,  andia 
as  follows: 

Section  ISO. 
No.    1.    35  feet  from  hill-top. 
No.    '1.     1  foot  of  coarse,  ferruginous  Hiiiestone,  contains  AthyrU,  Bryoioa, 

Crinoid  stems,  etc. 
No.    S.    2  feet  Slope. 
No.    i.    IJ  feet  of  rough  looking'  drab  Limestone. 
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No.    5.    SI  feet  of  Shales. 

No.    6.    2J  feet  Ot  ferruginous  Limestone,   containing  Corals,   Fusulina  and 

&moirf  Stems;  upper  part  is  very  line-grdneil,  compact,  drab  and 

brown. 
No.    7.    2^  feet  Sliales,  with  tbin  beds  of  fussiiiferous  Limestone ;  fossils,  P. 

Prall''namia,  Semip-ronites. 
No.    a.    23  feet  shaly  Slope, 
No.    9.    4  feet  outcrop  of  irregulai'  bedded,  bliiisli  drab  Limestone,  with  vein 

of   Calcite,  and  abounding  in  Meekella  striaio-eoaiata.    No.  87. 
No.  10.    18  feet  Slope. 
No.  11.    1  foot  of  coarse,  hard,  blue  Limestone,  containing  arms  of  Archmoai- 

daris,  Q'inoid  stems,  AUorienKt,  PJiUlipsia.    85  d. 
No.  12.    2  feet  Slope.    85  a. 
No.  13.    8  feet  of  nodular  and  sbelly,  fiiie-grsineci,  lisht-dralj  Limestone,  fidl 

of  small  hole?.    No.  84. 
Ko.  14.     Ij  feet  of  drab,  suboolitic  Limestone,   conts,\us  Hemiproniies,   Frud, 

Prattenaii'ua,  Retsia  punetalifera,  Spr.  Keniiickensia,  Spf.  cameraius, 

Ai/iyris,  Cnnoid  stems  and  fucoida. 
No.  16.    EJ  feet  ofiri-egular  bedded,  bluish-drab  Limestone,  with  Shale  part- 
ings and  Chert  concretions,  contains  FuauUna  and  Athyris.  No.  83. 
No.  16.    2  feet  shaly  and  irregular  concretionary  Limestone  beds.    No.  88. 
No.  17.    2  feet  7  Inches  Limestone,  in  apparent  thiclt  beds,  bnt  separated  by 

irregular  lines  of  deposits ;  abounds  in  Pi-od,  splendem,  and  also 

has  I^od.  CoBlatiis.  At/i^ia,  and  Spj-.  lineatus.    No.  83, 
No.  18,    3  feet  Shales,  with  2  thin  concretionary  Limestone  beds.    No.  83. 
No.  19.    2J  feet  deep-blue,  shaly,  fuooidalLirecBtone,  abounds  in  Kswijw-oni- 

les,  Fi:  Pi'attenanus,  P.  splendens,  Sp.  camei'alwi  and  Terebraiula  bo- 

videns.    No.  83. 
No.  20.    Sleet  2  inches  gray  Limestone,  in  4  beds  like  No.  13. 
No.  21.    10  inches  olive  Shales. 
No.  22.    1  foot  bituminous  Shales. 

No,  33,    4feet  blue  and  blaclt Shales,  passing  to  a  blue  li'ire  Clay  beneiitli. 
No.  24.    A  few  feet  Slope. 
No.  25.    10 1  feet  of  Bethany  Falls  Limestone.    No.  78. 

Just  south-east  of  Gallatin,  the  lower  members  of  the  above  Sec- 
tion appear  connected  with  still  lower  beds,  thus : 

Section  ISO. 
2  feet  bitii!LiinOHS  Shales. 
11  feet  Slope. 

19  feet  Bethany  Fails  Limestone.    No.  78. 
G  feet  light  blue  Shales,  contains  lAngala,  Dlscina,  etc. 
1 J  foot  of  bituminous  Shales.    77a. 
10  inches  jointed,  bluish  drab  Limestone.    7G  e, 
10  feet  4  iuctiea  Slope.    75  and  76, 
8  feet  ferruginous  Limestone.    No.  74. 
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The  above  Section  will  serve  to  show  the  arrangement  of  strata 
near  the  base  of  the  Upper  Coal  Measures.  A  quarter  of  a  mile  west 
of  the  0.  R  I.  and  P.  K.  R.  depot,  at  Gallatin,  are  outcrops  of  beds  of 
Limestone  not  seen  in  Section  120,  but  connected  with  No.  11  of  that 
Section,  thus  : 

No.    1.    2  feet  noclQles  of  Limestune  on  Slope. 

No.    2.    6  inclies  blue  Limestone,  full  of  OJiioirf  stems  ;  also  contains  Fistit- 

lapora  iiodiilifera,  Sp,  Kentuekensis,  Chonetes   Vemeiillana.    S5  d. 
No.    3.    S  inches  of  altei'natij  beds  of  blue  Limestone  and  Shales.    Fossils 

abound,  Including  Crinoid  stems,  Chonetes  granalifera,  Hhombopora 

/  in  lower  part  are  Schiiodus    Wheeleri.  Myalina  suhifuadrata, 

Nuuiihis ,  Heniproniies  crassus. 

The  beds  last  named,  wherever  found,  abound  in  beautiful  and 
often  rare  fossils,  or  at  least  only  peculiar  to  this  Geological  horizon- 
Other  places,  where  found,  were  on  Larry  Creek,  Big  Oreek  and  on 
head-waters  of  Honey  Creek,  near  Brennan's  and  near  David  Smith's. 

The  Section  near  Brennan's  appears  thus : 


No.    2.    6  feet  of  blue  ("MeeSeiJo")  Limestone;  abounds  in  JtfeeSeJto,-  and  also 
contains  P,  costalus,  P.  splefid&ns,   P.   Nebraseensia,  Sp.  camcraias. 
Pinna  peracuia.  Prod,  praiienamit  and  Fusulma.    No.  87. 
No.    3.    2  feet  bufi  Shales,  with  Limestone  concretions. 
No.    4    4  feet  blue  Shales. 
No.    5.    8  feet  Slope. 
No.    C.    2  feet  Limestone  and  Shales,  subdivided  thus : 

a.    6  inches  Limestone,      Fossils  are  C/ioneiea  Vei-neuUlana, 

Prod,  cosiaiua  and  Crinoid  stems. 
i.    5  inches  blue  Shales. 

c.  6  incites  blue  argillaceous  Limestone. 

d.  1  foot  of  conereUons  of  Limestone,  full  of  fossils. 

e.  IfootofblueClay  Shales,coutainingCAo!ie(esFefB«H!J2ana, 

Sp.  planoeonvexus.    Lower  part  has  Sehiiodas  Wheeleri, 
Myalina  subquadraia,  Prod,  NebrascensU,  Hemipronitea. 

The  blue  crinoidal  Limestone  above  these  fossil  beds  is  also  found 
three -fourths  of  a  mile  south  of  Pilot  Grove. 

There  are  numerous  outcrops  of  Limestone  near  Alta  Vista  and 
Victoria,  which  belong  to  a  higher  position  in  the  section  than  those 
above  named;  but  their  exact  horizon  I  was  unable  to  locate. 

NearAVinston  are  beds  much  higher  than  those  of  the  Gallatin 
Section,  and  probably  above  those  at  Alta  Vista.    A  section  three. 
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foarths  of  a  mile  north-west  of  Winston,  on  the  creek,  presents  the 
following  arrangement  of  strata: 

No.     1.    Long  Siope  fcom  top  of  hill,  proMbly  80  feet. 

No.    2.    1  foot  olive  Shales. 

No.    3.    8  Inches  deep  blue,  jiard,  cryafciUine  Limestone,  contniiis  Aviculapcu- 

ifn  oceideitiaUa. 
No.    4.    1  foot  0  inches  Shales,  iJarfc  cliocolate  above,  blue  below. 
No.    5.    0  Inches  dark  ash,  concretionary,  argillaceous  Limestone. 
No.    6.    Thickly  laminated,  lead  and  olive  colored  Shales,  containing  remains 

of  plants. 
No.    7.    2  to  4-inch  bed  of  impure  Oarbonat*  of  Iron. 
No.    8.    2  inches  thinly  laminated  gray  Shales,  wltli  Myalina  Sviallovi.     No. 

323. 
No..  9.    1  to  3  inches  Coal— good.    No.  123, 

No.  10.     1  inch  shaly  bed  of  Sigillaria ;  corresponds  to  a  bed  found  at  Weaton. 
No.  11,    4  feet  light-blue  Shales. 
No.  12.    2J  feet  compact,  buff  Limestone — sha5j. 
No.  13,    1  foot  light-gray,  sandy  textured  Limestone. 
No.  14.    1  foot  9  inches  light-blue  sillcious  Limestone, 
No,  15.    10  inches  variegated  and  banded  brown  and  gray  Limestone. 
No.  16.    16  inches  hard,  heavy-blue,  eilicious  Limestone,  containing  Myalina 

anhqwidraia. 
No.  17.    3J  feet  of  olive  Shales. 
No.  18.    1  foot  yellow,  ochrey  Limestone. 
No.  19.    25  feet  hard  Limestone;  resembles  No.  17. 

Many  other  Sections  of  the  strata  were  taken,  but  the  above  are 
the  most  complete,  and  will  materially  assist  the  local  student  in  in- 
vestigating the  rock  structure  in  this  county,  and  comparing  them 
with  those  in  other  localities;  and  by  aid  of  the  General  Section, 
published  in  Vol.  of  1873,  he  can  see  the  exact  connection  of  these 
beds  with  those  above  and  below,  and  can  also  ascertain  if  there  be 
any  valuable  Coal  near  by, 

PALAEONTOLOGY. 

Certain  beds  of  dull  blue  Limestone,  interstratified  with  blue  Shales 
are  found  peculiarly  rich  in  fossils.  They  are  often  of  large  size,  and 
the  same  species  seem  here  to  be  better  developed  than  else- 
where seen.  These  beds  occur  just  west  of  Gallatin  ;  also  on  head- 
waters of  Honey  Creek,  on  South  Big  Creek,  and  oa  Larry  Creek. 
The  beds  correspond  to  a  portion  of  No.  85  of  Section  of  Upper  Coal 
Measures,  and  the  fossils  are  ProduGtua prattenanus,  P.  Nebrasoensis, 
P,  costatus^  P.  splendens,  F.  punotaius,  P.  symeiriaus,   P.  Amen- 
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camts,  Chonetes  Yerneuillana,  Spirifer  oameratus,  iyp.  Kentuekensis, 
Sp.  Hneatus,  Terebraiula  hovidens,  SeTnipronites  crassus,  Meekella 
strioiocostaia,  Aviculopeeien providencis,  Avic.  oocidentalis,  Athyris 
suhiilita-,  Aviculopinna  Americana,  NuGulana  iellisiriata,  Nucula 
ventrioosa,  Leda  oweni,  Myalina  MJinstisensis,  M.  subquadrata,  Allo- 

risma ,  Pinna  peracuta,  Sohisodus  Wheeleri,  Eumicrotia  Hawniy 

Retziapunctulifera,Allorismagrano8u8.,  A.  Topeoaensis,  Bellerophon 

ellipticus,  Pluroiomaria ,  Macrocheilus  inhaiiUs,M. ,  Oyr- 

tooeras ,  Arohceooidaris ,  SaapJiioorinus  hemispherious,  Syno- 

cladia  biserialis,  Rhornhopora  lepidodendroides,  Fistulapora  noduli- 
fera,  FuauUna  eylindrica. 


ECONOMICAL  GEOLOGY. 

The  beds  of  Limestone  in  sight  are  the  only  valuable  mineral  pro- 
duct easily  obtained.  Beds  of  good  building  rock  are  convenient  in 
most  neighborhoods,  and  the  Limestones  will  generally  make  good 
Lime. 

At  Elijah  Whitt's,  on  the  N.  W.  of  S.  W.  qr.  Sec.  6,  T.  58,  R,  27,  is 
the  quarry  from  which  the  rock  was  obtained  and  used  for  building 
the  county  jail.  The  quarry  rock  is  4  feet  9  inches  thick,  in  two  lay- 
ers, the  upper  of  one  foot,  the  lower  3  feet  0  inches.  It  is  a  coarse 
bluish  gray  and  brown  specked  Limestone. 

At  Mr.  Daniel  Smoot's  the  rock  is  3  feet  thick,  and  said  to  afford 
a  good  fire  rock.    The  rock  may  be  referred  to  No,  84. 

The  Limestone  equivalent  to  No,  85  d,  is  generally  from  8  to  12 
inches  thick,  and  affords  a  good  building  rock,  and  will  also  burn  into 
good  Lime.  It  occurs  west  of  Gallatin  at  Daniel  Smoot's,  Wm.  Eren- 
nan's,  on  Big  Creek,  near  Harman's,  near  Pattonsburgh  and  near 
Pilot  Grove. 

Limestone  No.  74  is  in  very  thick  beds ;  is  durable  and  strong.. 
It  occurs  east  and  north-east  of  Gallatin,  and  on  the  railroad  at  sev- 
eral places  between  Gallatin  Station  and  Jameson. 

CLAT    FOR    PAINTS. 

Red  Shales  are  found  on  the  banks  of  Big  Creek,  near  Harman's,, 
and  would  probably  afford  a  very  suitable  material  for  painting  Of 
most  common  buildings. 


No  bed  of  Goal  worth  working  appears  in  the  county.    The  3  inch 
seam  near  Winston  can  not  be  expected  to  thicken  much.     A  shaft- 
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sunk  there  would  reach  a  Coal  seam  at  635  feet  that  would  vary  from 
1  to  3  feet  in  thickness.  Seventy  feet  lower,  another  bed  of  about  2  feet 
would  be  reached,  A  few  thinner  seams,  but  none  thick  enough  to 
be  worked,  would  be  passed  through  nearer  the  surface. 

On  Hurricane  Creek  three-fourths  of  an  inch  of  Coal  has  been 
found.  This  is  not  expected  to  become  thicker.  It  is  at  least  350  feet 
above  any  bed  thick  enough  to  work. 

A  thin  Coal  seam  is  reported  to  have  been  found  on  or  near  Lick 
Fork.  This  would  also  be  over  300  feet  above  any  workable  seam  of 
Coal. 

A  seam  of  Coal  of  a  few  inches  thick  may  also  be  occasionally  , 
met  with  between  Gallatin  and  Jameson.  Its  position  would  be 
about  SO  feet  below  the  thick  bedded  ferruginous  Limestones  which 
appear  in  several  places.  This  also  is  over  200  feet  above  any  work- 
able Coal  seam. 

A  shaft  sunk  at  the  depot  of  the  Chicago  and  South-western  Rail- 
way, Gallatin,  would  have  to  be  extended  downwards  for  280  feet  to 
reach  a  workable  Coal  seam.  A  seam  would  be  struck  at  about  that 
depth  which  would  vary  in  thickness  from  one  to  two  and  a-half  feel, 
with  a  two  feet  Coal  bed  70  feet  lower,  and  a  20-inch  seam  still  lower, 


The  soil  in  this  county  is  generally  good,  in  fact  a  large  proportion 
of  the  county  contains  rich  soil  which  is  very  productive.  In  some  dis- 
tricts where  the  rock  approaches  too  near  the  surface  the  crops  are 
too  apt  to  fail  in  dry  seasons.  The  land  is  mostly  rolling  and  lies  well 
for  cultivation ,  T.  60,  E,  27,  has  very  rich  soil — that  near  Alta  Viata ; 
also  near  Gallatin,  and  the  S.  E.  part  of  T.  60,  E.  39 . 

The  above  comprises  the  best  portions  of  the  county.  Other 
portions  are  scarcely  inferior.  Much  of  the  soil  near  the  streams  and 
especially:  that  on  the  Grand  River  hills,  is  highly  calcareous,  result- 
ing from  disintegration  and  decomposition  of  the  Limestones. 

Corn  is  the  staple  crop  produced. 

Wheat  requires  to  be  put  in  with  care. 
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COLE     COUNTY. 

BY   0.   C.   EEOADHEAD. 


The  area  of  this  county  is  3iH  square  miles,  exclusive  of  that  part 
of  the  Missouri  River  which  may  be  included  within  its  bounds.  It  is 
generally  hilly  and  some  portions  are  much  broken,  the  hills  often 
rising  above  the  valleys  from  200  to  300  feet.  In  the  western  part,  the 
hills  do  not  extend  to  as  great  height  as  they  do  further  east.  Meas- 
urements on  the  Moreau  showthat  the  ridges  are  about  270feet  above 
the  stream;  also,  that  the  high  bottoms  are  IT  feet  above  the  lower 
bottoms.  We  find  along  both  the  Moreau  and  the  Osage,  a  second 
bottom  or  terrace,  10  to  17  feet  above  the  recent  alluvial  bottoms. 
This  older  or  higher  terrace,  has  generally  under-clays  resembling  the 
Bluff  to  which — or  to  a  very  little  more  recent  age — it  may  be  referred. 
The  character  of  the  growth  partakes  very  much  of  that  of  the  richer 
uplands,  consisting  of  White  Oak,  Eed  Oak,  Hickory,  etc.  The  low, 
or  alluvial  bottoms,  mainly  support  a  growth  of  Sycamore,  Maple, 
Hackberry,  etc. 

The  surface  of  the  county  indicates  that  it  originally  was  mostly 
covered  with  a  heavy  timber  growth,  with  probably  less  than  20 
square  miles  of  prairie. 

SURFACE  aEOLOGY. 

Excavations  reveal,  resting  on  the  solid  beds  of  Magnesian  Lime- 
stone, from  2  to  6  feet  of  Gravel  and  Clay  ;  usually  about  2  to  3  feet. 
These  deposits  are  generally  present,  and  separate  the  underlying 
rocks  from  the  superincumbent  Bluff.  The  Gravel  seems  mostly  to 
be  divided  from  the  Chert  beds  of  the  neighboring  rocks,  and  is  some- 
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times  found  a  little  worn.  Granite  boulders  of  the  Drift  period,  are 
not  common  ;  a  few  small  ones,  only,  have  been  found  near  the  Mia- 
eoiiri  Kiver,  but  none  much  over  a  foot  in  diameter. 

The  Blnff  formation  is  partially  developed,  being  thicker  near  the 
Missouri,  and  attenuated  south  and  west.  Mr.  Ott,  in  his  well  at  Ma- 
rion, penetrated  through  43  feet.  In  other  neighborhoods,  it  is  not 
often  over  5  feet  in  depth.  The  washings  between  South  and  North 
Moreau,  prove  it  to  be  5  feet. 

The  Alluvium  includes  the  soil  and  more  recent  deposits  along 
the  streams. 

eook:   struotuke. 

Among  the  solid  formations  of  the  county  are  recognized: 

OuTLiiSKS  OS  CoaL  Mt:AST;nKs, 
EircRiNrrAL  Limestone,  (Burlingtox.) 

CHOUITtAC  LiMBSTOKE, 

Detosias, 

FlUST  Maqsesias  Limkstonk. 

Saccharoidal  Sandstone. 

Skconi>  Magsesian  Limbstonis, 

SncosD  Sandstone, 

Third  MaGnbsian  Limestone. 

COAL     MEASURES. 

We  find  no  regular,  connected  or  extensive  Coal  field  in  this 
county;  but  there  are  many  small  deposits  or  "pockets"  of  Coal, 
chiefly  in  the  western  part  of  the  county.  Some  of  these  have  been 
entirely  exhausted;  others  appear  of  limited  extent. 

In  S.  W.  Sec.  2,  T.  44,  R.  13,  Mr.  Elston  sunk  a  shaft  50  or  60  feet 
in  Ooa!.  Extending  an  entry  a  few  feet  in  one  direction,  he  passed 
through  the  Coal  and  struck  the  wall  rock  of  Magnesian  Limestone. 
A  few  feet  in  the  opposite  direction,  he  sank  another  shaft,  passing 
down  the  face  of  the  solid  rock.  This  deposit  was  found  about  20  feet 
from  the  top,  on  a  gentle  slope,  and  near  a  depression  between  two 
hills. 

Not  far  from  this  "  pocket,"  Mr.  Elston,  in  pursuing  his  investiga- 
tions, revealed  about  20  feet  thickness  of  hard,  black  Slate.  He  used 
this  Slate  in  burning  lime,  and  found  that  it  blazed  up  brightly, 
affording  a  strong  heat  and  accomplishing  the  desired  purpose  ;  but 
like  all  Slate  would  not  burn  to  ashes. 

The  excavations  on  the  railroad  disclose  "pockets"  which  are 
sometimes  filled  with  tumbled  masses  of  roek  from  the  surrounding 
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strata,  and  often  with  beds  of  Shales  of  the  Coal  Measures.  The  sur- 
face of  the  ground  at  these  places,  seems  to  have  been  level  with  that 
adjacent,  previous  to  the  railroad  excavations,  I  observed  one  such 
place  near  Elsfon,  where  there  was  about  30  feet  cutting,  the  forma- 
tions being  Second  Magnesian  Limestone.  Suddenly  the  solid  roefc 
ended,  and  was  replaced  by  loose,  large  and  small  masses  of  rock  and 
Clay,  extending  longitudinally  for  about  60  feet,  when  the  solid  rock 
again  continued  on  without  interruption.  This  did  not  seem  to  ex- 
tend much  if  any  over  50  feet  transversely.  The  ground  surface  above 
was  nearly  level.  In  such  holes  we  believe  Coal  has  frequently  been 
^Irifted, 

RUllLINGTON    (ENCIIINIT  AL)    LIMESTONE. 

This  formation  occupies  a  limited  area  in  the  northern  part  of  T. 
45,  E.  13,  and  T.  46,  lis.  13  and  14  W. 

Where  observed  it  was  of  a  coarse  and  often  loose  textiire,  in 
thick  beds  and  containing  many  Crinoid  stems.  Its  color  is  generally 
gray,  with  the  lower  beds  inclining  to  brown.  Fifty  feet  was  the  great- 
est thickness  observed,  just  above  Marion. 

CHOUTEAU    GKOUl'. 

In  the  same  district  where  the  Burlington  Limestone  occurs,  we 
also  saw  the  Chouteau  Limestone  underlying  it.  The  upper  beda  are 
Ihick  and  of  an  ash  color;  the  lower  beds  are  generally  thin.  Fossils 
observed  were  Fucoidea  aauda-galli,  Spirifer  Marionensis,  RJiyn- 
chonella  gref/aria,  Loptmna  dcpressa.  The  greatest  observed  thick- 
ness was  35  feet. 

DEVONIAN    SYSTEM. 

At  Marion,  there  is  seen  35  feet  of  Calcareous  Sandstone  immedi- 
ately underlying  the  Ohouteau  Limestone.  Atrypa  mtioularia  and 
other  Devonian  fossils  were  observed.  This,  may  probably  be  the 
Onondaga  Limestone.  Underneath  it  is  2  feet  of  heavy,  crystalline 
Limestone. 


LOWEK    SILUKIAN     SYSTEM. 

MACrNESIAN    LIMESTONE    SEEIKS. 

The  subdivisions  of  this  Series  recognized  in  this  county  include 
the  Saccharoidal  Sandstone,  35  feet;   Second  Magnesian  Limestone, 
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175  feet;  Second  Sandstone,  30  feet;  and  Third  Magnesian  Limestone, 
170  feet. 

The  First  Magnesian  Limestone  may  be  represented  by  certain 
beds  on  Rock  Creek  and  near  by  on  the  Missouri  Kiver,  but  the  evi- 
dence was  not  strong  enough  in  its  favor. 

SaCCHAROIDAL    t'AKDKTOSE. 

Wherever  observed,  it  was  found  to  be  a  heavy-bedded,  white, 
pnre,  friable  Sandstone,  always  finer  grained  than  the  Second  Sand- 
stone.   At  the  mouth  of  Kocfe  Creek,  35  feet  thickness  was  observed. 

AVe  often  find  it  occupying  valleys  or  depressions  in  older  rocks. 
It  occnrs  thus  near  Rock  Creek  ;  also,  near  Elston.  A  half  mile  east 
of  Elston,  6  or  8  feet  of  it  was  observed  in  a  massive  form  and  purely 
white,  occupying  the  bed  of  a  small  branch.  A  few  hundred  yards 
south-west,  5  or  6  feet  occupies  the  point  of  a  hill — the  mass  of  the 
hill  being  of  Second  Magnesian  Limestone. 

Second  Magnesian  Lijibstonk. 

This  formation  inclndes  the  entire  rocks  in  sight  along  the  route  of 
the  Pacific  fiailroad  from  Osage  to  the  west  county  line,  and  of  the 
Missouri  bluils  from  the  mouth  of  Osage  Elver  nearly  to  Rock  Creek. 
It  is  the  surface  rock  on  all  the  county  north  of  the  Moreau,  and  of 
Eanges  10  and  11.  The  lower  beds  form  the  bluffs  along  the  Missouri 
from  Osage  to  Jefferson  City  and  on  Wear's  Creek. 

This  Limestone,  although  geologically  an  important  member  of 
the  group  of  rocks,  is  of  but  little  value  as  a  building  stone.  It  con- 
tains, throughout,  numerous  Chert  beds,  generally  occurring  in  a  con- 
cretionary form,  inclosed  in  greenish  or  drab  Shales.  Over  90  feet,  at 
the  upper  part,  consists  of  alternation  and  mingling  of  Chert,  Shale 
and  Magnesian  Limestone — the  latter,  when  in  thin  drab  layers, 
is  generally  termed  "  Cotton  Rock,"  and  when  of  uniform  thickness  is 
much  used  for  ordinary  buildings  ;  the  beds  are  frequently  argilla- 
ceous, from  which  circumstance  they  will  not  stand  exposure.  When 
not  too  argillaceous,  it  forms  beautiful  and  excellent  bui'ding  mate- 
rial. The  beds  are  often  very  irregular,  sometimes  undulating,  then 
abruptly  broken.  They  are  also  often  exceedingly  rough  on  the  sur- 
face. But  the  Cotton  rock  layers  are  generally  very  uniform  in  thick- 
ness. The  beds  lower  down  are  much  thicker  and  are  silicious.  The 
lower  40  feet  is  fucoidal  and  contains  many  small  cells  which  some- 
times contain  a  white  powder.   Fossils  are  rare ;  fucoida  occur  through- 
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The  following  Section,  taken  at  Moreau  bridge  of  Pacific  Kail- 
road,  exhibits  very  finely  the  structure  of  the  lower  befle  : 

Ho.  1,    Sandstone. 

No.  H.    8  feet  Cotton  rock  and  Magiiesian  Limestone. 

No.  3.    H  feet  Cotton,  rock ;  fucoldal  cavities  occur  iii  tlio  lower  part,  wiiieli 

are  often  oeeupied  witii  Tron  Pyrites. 
No.  4.     0  feet  gray,  silicloiis  Magnesian  Limestone. 
No.  5.    18  feet. 

Ko.  6.    4  feet  Sandstone  and  silicious  rock. 

No.  7.    8  feet  thin  beds  of  Cotton  rocli,  Magaesian  Limestone,  Chert  and  Shale, 
No.  8.    3  feet  Sandstone ;  fucoldal  on  snrface. 
No.  a.    4  feet  silicious  Magnesian  Limestone. 

No.  10.  13  feet  thin,  shaly  beds  of  Cotton  rock  and  Magueeian  Litiiestoiie. 
No.  11.  20  feet  heavy  beds  of  cellular  Ma^nesian  Limestone. 

The  last  member  of  the  above  Section  ie  40  feet  thick  on  the 
Osage. 

The  beds  of  the  lower  members  of  the  last  Section  often  form 
glades,  sometimes  of  several  acres  in  extent,  and  almost  bare  of  vege- 
tation. These  glades  support  a  scrubby  growth  of  bushes,  the  most 
common  being  the  Bumelia  lanuginosa,  which,  although  common  on 
the  glades  of  South  Missouri,  is  not  found  in  the  northern  part  of  the 
State.  Its  general  appearance  is  much  similar  to  the  Osage  Orange, 
and  it  may  be  useful  in  making  hedges.  The  bluffs  on  railroad  above 
Jefferson  City  exhibit  very  well  the  strata  above  those  .just  spoken  of. 

A  Section  in  bluff  just  west,  is  as  follows  : 

No.  1.  7  feet  bluff  formation. 

No.  3.  2  feet  Gravel  and  Clay. 

No.  3.  4  feet  green  Shales. 

No.  4.  12  feet  silicious  Magneslau  Lbnestone,  witli  thin  beds  of  Chert. 

No.  5.  ^  feet  of  drab  Cotton  Koek. 

No.  G.  3  feet  drab  Magnesian  Limestone,  witli  num.eroHfi  small  cells,  eou- 

taininp:  a.  wbite  powder. 

So.  7.  3  feet  silicious  Magnesian  Limestone. 

No,  8.  9  feet  drab  Cotton  Eoek. 

No.  9.  12  feet  hard,  silidousMagnesiau  Limestone,  intei'stratjfiod  withCiiert. 

The  bed  S,  of  this  Section,  is  easily  recognized  all  along  the  bluffs 
above.  On  the  fractured  joints  No.  8  frequently  presents  beautiful 
dendritic  markings,  some  assuming  characteristic  arborescent  forms. 
This  stratum  often  contains  nodules  of  Iron  pyrites,  which  oxydize 
on  exposure,  giving  the  rock  a  brown,  spotted  appearance. 

The  Chert  is  often  beautifully  oolitic.  The  total  thickness  of  the 
Second  Magnesian  Limestone  formation  in  Cole  county  is  a  little  over 
170  feet. 
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The  only  fossil  observed  in  this  county,  that  conld  be  directly 
traced  to  this  rock,  was  a  Lingula,  found  in  beds  of  Cotton  Eock  near 
MU-top  at  Jefferson  City,  and  in  similar  beds  lower  down;  I  also 
-found  at  Elston  a  Straparolus,  Loxonema,  and  Ohemnitzia.  (?) 

SECOND      SANDSTONE. 

This  is  generally  a  very  coarse-grained  rock,  of  a  light-^ray  or 
buff  appearance.  Its  total  thickness  about  30  feet.  It  may  generally 
be  recognized  from  the  occurrence  of  the  overlying  Chert  beds.  These 
beds  are  compact,  cellular  or  oolitic ;  the  cellular  beds  are  full  of  mi- 
nute, round  cavities,  fruui  size  of  a  pea  to  a  hickory  nut,  which  are 
■often  studded  with  minute  quartz  crystals.  This  stratum  has  also 
been  denominated  "  Euhrstone,"  and  is  immediately  recognized  wher- 
ever found. 

The  following  Section  on  South  Moreau,  shows  relation  of  these 


No.    1.    35  feet  Second  Magneaiaii  Liaiestone. 

No.    2,    (I  feet  silicious  Magneslaii  Limestone,  with  strata  of  saudy  Cottc^i 

Rook. 
No.    y.    8  feet  silicions  rock,  a  portion  tireeciated  and  a  portion  cellular.  Biihi- 

stone  beda. 
No.    4,    3  inclies  oolitic  Chert. 
No.    5.    6  iQches  coarse  Sandstone, 
Mo.    6.    6  feet  silioious  Magnesiati  Limestone,  containing  a  few  small  angular 

Chert  fragments. 
Ko.    7.    4  feet  Chert  bed. 

A  half  mile  west  of  St.  Thomas,  are  exposed  : 


The  Second  Sandstone  is  well  exposed  on  the  Vienna  road  south 
of  the  Moreau,  A  few  fossils  are  occasionally  met  with,  generally 
strewn  over  the  surface  below  the  Second  Sandstone.  Their  Geolog- 
ical position  is  either  in  the  lower  part  of  the  Second  Magnesian 
Limestone  or  the  Chert  beds  of  the  Second  Sandstone.  Comparing 
them  with  fossils  labeled  by  Dr.  Shumard,  they  may  include  the  fol- 
lowing species:  MuTchisonia  Osarkensia,  M- carinifera^  Pleuroto- 
-maria  turgida,  Hall.   Ra/pAistoma  siihplana,  Straparollus  retioulata, 

S. ,  and  Orthis  antiqua.    The  type  of  these  fossils  is  that  of  the 

■Calciferous  Sandrock  of  the  New  York  Geologists. 
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THIRD    MA&NSSIAN    LIMESTONE. 

This,  the  lowest  formation  in  the  county,  is  principaiiy  developed 
along  the  Osage  River  in  the  southern  part  of  the  county.  It  is  not 
found  below  Caatle  Rock,  but  develops  high  in  the  bluifa  of  Bois- 
Brule  and  Little  Tavern.  The  beds  are  generally  thick,  and  are  either 
coarse-grained  Dolomites  with  a  vitreous  luster  of  a  bhiish-gray,  or  a 
fine-grained  flesh  color. 

A  Section  on  Moreau,  one  mile  below  the  forks,  represents  some 
of  the  upper  beds,  as  follows  : 

No.  1.    DO  feet  cherty  Slope,  with  fragiaeuts  of  SandstoDe. 

No.  2.  110  feet  of  Magaesian  Limeatone ;  the  upper  25  feet  of  Cotton  Kock 
below,  Is  of  a  dark-ash,  with  the  lower  40  feeta  thick  bed  of  ligpbt- 
driib,  sillclous  Magneslan  Limestone;  the  upper  pa.rt  ia  cellular, 
with  some  minute  quartz  crystals  arrau^d  botryoidallj',  occur- 
ring in  drusy  cavities.  A  bed  of  compact  quartz,  of  a  few  inches 
thickness,  is  iiiteratratified. 

The  junction  of  Second  Sandstone  and  Third  Magnesian  Lime- 
stone is  well  exposed  at  the  Ferry  on  Vienna  road.    We  have  here- 

No.  1.     ao  feet  Second  Sandstone,  coarse,  white  and  banded — I'lpple-niarked — 

the  lower  bods  intercalated  ivtth  Magnesian  Limestone,  and  some 

Chert. 
No.  2.    105  foet  of  Third  Magnesian  Limestone,  both  fine  and  coarse,  the  beds 

often  forming  a  brecda  with  Chert;  the  Chert  often  oolitic;  the 

layers  very  irregular. 

Thick  Chert  beds  sometimes  occur.  Near  mouth  of  Little  Tavern, 
we  find  a  Chert  bed  having  a  peculiar  structure.  It  may  be  fucoidal 
or  remotely  belong  to  the  Rbotozoa.  There  seem  to  be  occasional  axes- 
from  which  flag-like  bands  of  Chert  shoot  out  both  ways,  and  anaato- 
mose  with  Chert  bands  from  other  axes. 

A  similarly  formed  Chert  bed  has  been  observed  in  the  Magnesian 
Limestone  beds  of  the  southern  part  of  Madison  county. 

Of  the  Third  Magnesian  Limestone  there  probably  is  about  ITO 
feet  in  this  county. 

ECONOMICAL  GEOLOGY. 

The  metallic  ores  found  in  Cole  county,  include  Iron,  Lead  and 
Zinc,  with  traces  of  Copper. 

IKON    OEES. 

Brown  hematites  and  sulphurets  were  observed ;  the  latter  at  the 
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■'Circle  Diggings," 3  miles  south  of  Hickory  Hill ;  and  at  the  Coal 
mines  near  Elston.  The  brown  Hematite,  or  Limonite,  is  often 
found  on  the  hills  between  the  Osage  and  the  Moreau,  and  at  a  few 
other  localities,  but  at  no  place  did  I  observe  large  quantities.  Its 
origin  seems  to  be  in  the  Chert  beds  immediately  at  the  top  of  the 
Second  Sandstone,  as  the  following  description  will  show  : 

On  B.  Lothin's  land,  one-half  mile  west  of  St.  Thomas,  the  ore  is 
found  attached  to  the  Chert  just  over  the  Sandstone,  and  lies  ia  loose 
masses  for  over  100  feet  down  the  hill,  becoming  fewer  as  we  descend. 
Near  the  tipper  part  it  is  strewn  along  for  100  feet  east  and  west.  It  is 
of  good  quality,  occurring  in  a  columnar  form,  with  probably  a  ton 
in  sight. 

Similar  ore  is  found  at  several  other  places  in  the  neighborhood. 

On  E.  W.  Gaty's  land,  one-half  mile  above  the  mouth  of  Bois 
Brule,  seyeral  pits  have  been  dug,  revealing  a  good  quality  of  ore. 
The  country  here  is  very  much  brokpn,  the  hills  about  200  feet  high, 
and  covered  with  a  fine  growth  of  young  White  Oak.  Third  Magne- 
dan  Limestone  extends  nearly  to  the  hill-top,  along  which  is  strewn 
large  masses  of  the  Second  Sandstone  Chert,  The  hill  is  broken  by 
several  deep  ravines  extending  north,  along  the  sides  of  which,  and 
about  SO  feet  below  the  hill  top,  are  the  ore  beds.  The  ore  was  found 
in  some  of  the  pits,  but  not  in  others.  A  soft  yellowish,  and  a  harder 
porous  brown  Limonite  is  found.  A  ton  or  more  of  ore  was  dug  and 
piled  up.  The  ore  has  evidently  been  drifted  from  just  above,  being 
the  residue  of  the  destruction  of  the  overlying  and  inclosing  rocks. 
Large  masses  of  ore  are  often  found  on  the  surface,  between  the 
Osage  and  South  Moreau,  and  occasionally  north  of  the  Moreau. 

In  N,  W.  Sec.  34,  T.  44,  R.  14,  many  fragments  of  Iron  ore  and 
silico — ferruginous  Conglomerate — are  found. 

At  the  county  line,  5  miles  north  of  Oentretown,  are  seen  small 
quantities  of  brown  Hematite,  associated  with  Heavy  Spar,  the  Iron 
ore  often  penetrating  the  Spar  in  the  form  of  small  hollow  cylinders. 

At  the  Old  Circle  Diggings,  3  miles  south  of  Hickory  Hill,  we  find 
some  rather  nice  crystals  of  brown  Hematite,  reposing  on  Heavy 
Spar,  undoubtedly  formed  since  the  Heavy  Spar  was,  and  assuming  in 
general  outline  the  form  of  the  mass  of  Spar. 


At  Smith's  "  Old  Circular  Diggings,"  in  Sec.  35,  T.  43,  K.  13.  small 
quantities  of  Sulphuret  of  Copper  are  found,  either  disseminated  in 
the  Limestone,  adhering  to  the  Galena,  or  else  adhering  to  Heavy 
Spar.     We  find  the  Heavy  Spar  attached  to  Limestone  with  a  thin  cu- 
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priferouB  band  between,  of  which  the  central  part  is  Salpharet,  and 
that  next  to  the  Limestone  is  the  green  Carbonate,  or  Malachite, 
■which  gradually  blends  into  the  Baryta. 

Z  [  N  C  . 

Small  quantities  of  Silicate  and  of  Ulende,  occur  at  Fowler's 
Mines,  in  Sec.  35,  T.  43,  II.  13.  Future  mining  n:iay  yet  disclose  a 
greater  amount  of  the  Silicate.  A  very  little  Silicate  was  also  ob- 
served at  Streit's  Mines,  3  miles  of  south  of  Oentretown. 

The  Coal  Mines  near  Centretown  also  contain  Zinc  Blende,  min- 
gled with  the  Coal. 

At  Thos.  Oaspary's,  near  Klston,  the  Zinc  traverses  the  Coal  both 
horizontally  and  vertically.  The  horizontal  arrangement  appears 
thus,  numbering  from  top  down  : 

No.  1.  Coal. 

No,  2.  1  inch  Zinc  Blende. 

No.  3.  3  feet  Coal. 

No.  4.  5  inch  ZincBleiJcle. 

No.  5.  8  inches  COdl. 

No.  6.  1  inch  Zinc  Blende. 

No.  7.  Coal. 


Galena  is  abundant  at  many  places  in  this  county — the  west  and 
south-west  including  valuable  mines.  It  was  found  in  this  county  in 
1820,  and  the  first  mining  done  by  Chouteau  in  1827,  who  had  a  fur- 
nace near  where  Pratt's  Mill  now  is. 

The  geological  position  of  the  ores  in  the  southern  part  is  the 
Third  Magnesian  Limestone  ;  of  those  in  the  west,  the  lower  beds  of 
the  Second  Magnesian  Limestone.  I  observed  Galena  in  openings  or 
crevices  in  Second  Magnesian  Limestone  and  in  broken  strata  in  the 
Third.  Small  amounts  of  Lead  have  been  picked  up  on  the  surface  or 
associated  with  surface  Clays  in  almost  every  neighborhood.  It  has 
been  picked  up  at  Jefferson  City. 

El.ston  Mine. 

This  is  in  a  low  hill  on  the  south  side  of  Gray's  Creek,  a  quarter 
of  a  mile  from  the  Station.  The  formation  is  Second  Magnesian  Lime- 
stone, The  Lead  occurs  in  what  miners  would  call  an  "opening,"  which 
was  filled  with  soft  Magnesian  Limestone  containing  Galena.  The 
opening  is  a  little  over  2  feet  square,  siarting  southwardly  15  feet  into 
the  hill,  then  turning  south-east  125  feet,  thence  east  25  feet.    The 
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Lead  was  found  throughout,  occurring  in  a  sheet  1  foot  wide  and  2^  to 
3  inches  thicli — sometimes  much  thicker,  and  also  almost  thinning  out. 
At  end  of  drift,  the  "opening  "  ia  reduced  in  size,  and  the  Lead  is  1  foot 
wide  by  2|  inches  thick. 

Iq  mining,  I  was  informed  that  occasional  "  chimneys  "  would  oc- 
cur, in  which  the  Lead  was  found  for  several  feet  above. 

About  13,000  pounds  of  mineral  have  been  taken  from  this  mine, 

Dodson's  Mikes, 

Three  miles  north  of  Elston,  on  Missouri  bluITs,  a  little  mining  has 
been  done  in  a  Magnesian  Limestone  and  Cotton  rock,  probably  of  age 
of  First  Magnesian  Limestone,  as  I  found  Saccharoidal  Sandstone  at 
foot  of  hill.  The  solid  rock  does  not  apparently  bear  the  mineral. 
About  600  pounds  is  said  to  have  been  found  in  overlying  loose 
Olaya. 

Lemleik  &  SiABnr.iN's  M^^^E, 

This,  a  very  recent,  discovery,  ia  on  land  leased  of  Stokes,  3  miles 
south  of  Elston. 

The  underlying  rook  is  Second  Magnesian  Limestone,  Cotton  rock 
beds,  and  the  mineral  chiefly  obtained  in  overlying  "  Local  Drift." 
The  diggings  are  on  a  hillside  sloping  to  a  small  branch  of  Gray's 
Creek. 

Excavations  show  as  follows : 

No.  1.    I  foot  Soil,  with  many  pebbles  and  Clinrt  fragments  etrewn  on  tlie  sur- 

No.  2.    3  feet  red  Clay,  loose  Cliert  and  disseminated  chunlis  of  Galena. 

No.  3.  3  feet  soft,  decomposing,  drab  Magnesian  Limestone  not  generally  con- 
taining Galena,  but  in  one  opening  observed  two  thin  ^  inch  paral- 
lel and  vertical  veins,  10  inches  apart. 

In  one  pit,  a  small  opening  of  6  inches  square  contained  some 
Galena,  but  the  quantity  was  too  small  to  work  and  was  abandoned. 

Mining  began  here  in  August,  1874,  and  since  then  2,000  pounds  of 
Galena  have  been  taken  out. 

Five  miles  north  of  Oentertown,  near  the  Moniteau  county  line, 
and  probably  in   Mouiteau  county,  some  mining  has  been  done  in 
Second  Magnesian  Limestone,  and  small  quantities  of  Lead  obtained. 
The   succession  of  rocks  appears  to  be — 
No.  1.    Chert. 

No.  2.    Eed  Clay  containing  Galena. 
No.  3.    Drab  colored  Cotton  Eoek- 
No.  i.    Sandstone. 
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I  picked  up  pieces  of  broken  Chert  to  which  the  Galena  adhered, 
some  I'orming  a  brecciated  mass  with  the  Ohert.  The  surface  of  the 
Chertsometimes  contains  minutoQuartz  crystals  arranged  botryoidally 
and  inclosing  Galena. 

St  REIT'' a  Mine. 

This  ia  iu  N.  E,  qr.  Sec.  2,  T.  44,  E.  14,  two  miles  south  of  Center- 
town,  The  formation  here  is  Second  Magnesian  Limestone.  A  shaft 
revealed — 

No.  1.  S  feet  red  Clay. 

No.  2.  ]J  feeC  drab  and  buff  Shales. 

No,  3.  2  to  8  feet  of  red  Clay  with  pockets  of  drab  Shale. 

No.  4.  3  feef  Cotton  rock. 

Lead  was  obtained  in  crevices  with  Baryta,  in  which  it  was  in- 
closed.   A  little  Zinc  Blende  and  Calamine  was  obtained. 

FoivLBK'a  Mines. 

These  mines  are  in  Sec.  35,  T.  43,  E.  13,  about  30  feet  below  the 
top  of  a  hill,  of  which  a  Section  shows ; 

No.  1.  10  feet  loose  Chert,  with  fragments  of  fossils  ajid  alittle  tumbling'  Sand- 
stone (Second). 

No.  2.    18  feet  mottled,  fucoidal,  ash  drab  and  buff  JUagnesian  Limestone, 

No.  8.  5  feet  flesh  colored  and  drab  Magnesian  Limestone,  containtng  occa- 
sional flattened  cells.  Cracks  and  rotten  openings  occur  contain- 
ing Galena;  the  cracky  mostly  perpendicular  wttli  an  occasional 
oblique  or,  for  a  short  distance,  a  horizontal  variation. 

No.  4.    50  feet  Slope. 

So,  5.    20  feet  brecciated  Chert. 

I  regard  these  rocks  as  the  upper  part  of  the  Third  Magnesian 
Limestone.  In  the  openings  there  is  found  Lead,  Zinc  (Salphuret  and 
Silicate),  with  Heavy  Spar.  The  Heavy  Spar  is  compact,  white,  blue 
or  amber  colored  crystals.  Considerable  Silicate  of  Zinc  may  be  ob- 
tained here,  but  the  mine,  not  having  been  recently  worked,  was  in  a 
poor  condition  for  examination.  It  was  worked  in  1869  and  shafts 
sunk  30  feet,  and  about  30,000  pounds  of  mineral  taken  out. 

"Smith's"  or  "Old  Oirci.h;  Diggisos,"  S.  E.  Sec.  28,  T.  43,  K.  Yd. 

The  hills  have  Chert  and  fragments  of  Second  Sandstone  on  top, 
and  are  about  170  feet  high.  The  Third  Magnesian  Limestone  appears 
76  feet  from  the  top  and  at  intervals  below.  The  surface  of  the  ground 
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at  the  "  Circle  Minea"  is  20  feet  above  the  valley.  Twenty  feet  higher 
and  one-eighth  of  a  mile  north,  are  the  "  Sand  Diggings."  They  extend 
30  feet  higher  in  the  hi!]. 

A  great  deal  of  mining  was  formerly  done  at  the  "  Sand  Diggings," 
but  little  during  the  past  few  years.  The  ore  has  been  chiefly  obtained 
from  the  Clay,  Sand  and  debris  overlying  and  flUing  fissures  in  the 
MagneaJan  Limestone,  and  mostly  associated  with  white  Heavy  Spar, 
At  the  "Old  Circle  Diggings"  the  mining  has  extended  into  the 
solid  rock,  but  the  ore  mostly  obtained  in  seams  and  cravices,  associ- 
ated with  a  gangue  of  Heavy  Spar,  although  sometimes  adhering  to 
the  Magnesian  Limestone.  The  present  operator  of  the  mines,  Mr. 
E.  W.  traty,  has  done  a  great  deal  of  work  here — he  has  sunk  a  wide 
shaft  to  the  depth  of  70  feet.  Being  filled  with  water,  I  could  not  see 
the  lower  structure  of  the  rocks.  Near  the  upper  part  are  thick  sheets 
of  Heavy  Spar,  containing  Galena. 

In  these  mines  are  found  besides  Galena,  Sulphuret  and  green 
and  blue  Carbonate  of  Copper,  Oxide  and  Sulphuret  of  Iron.  Heavy 
Spar  (Baryta)  both  crystalized  and  compact,  and  Calcite.  The  total 
yield  of  these  mines  I  could  not  obtain,  so  I  can  only  give  partial  sta- 
tistics. The  first  work  was  done  here  by  the  original  owner,  Mr.  —  Smith, 
in  1840.  He  sold  to  Henly,  and  he  to  Clark  &  Eaton,  [and  then  to  E.  W, 
Gaty.  I  was  informed  that  Smith  took  out  over  800,000  pounds  of  min- 
eral ;  Clark  &  Eaton,  over  500,000 ;  Unseeker  &  Carter,  60,000.  Gaty  be- 
gan to  work  in  1874,  and  continued  regularly  for  several  months.  At 
the  "  Sand  Diggings,"  ^  of  a  mile  north,  Mr.  Carter  showed  me  several 
shafts  from  which  a  stated  amount  of  mineral  was  obtained,  as  follows  : 
In  one  from  10  to  35  feet  in  depth,  4,000  pounds  obtained  in  1869  ;  an- 
other, 35  feet  depth,  5,000  t6  6,000  pounds  obtained ;  another,  30  feet  in 
depth,  8,000  pounds,  chiefly  in  red  Clay  in  crevices.  In  one  of  22  feet 
depth,  13,000  pounds,  in  light  Sand  and  red  Clay. 

Two  miles  east,  on  north  side  of  Little  Tavern,  a  little  surface  min- 
ing has  been  done  in  crevices  of  Third  Magnesian  Limestone,  and  small 
quantities  of  Lead  obtained,  The  Limestone  here  is  either  a  soft, 
coarse,  bluish-gray  Dolomite  or  very  fine-grained  flesh-colored.  The 
crevices  in  the  Limestone  are  often  filled  with  white,  heavy  Spar 
apparently  maintaining  the  same  horizon  at  several  places.  In  bluffs 
of  Bois  Brul6,  in  8.  E.  qr.  Sec.  21,  T.  42,  R,  13,  some  surface  mining  has 
also  been  done,  and  the  underlying  rock  quarried  out  for  a  few  feet 
depth.  The  crevices  contain  red  Clay,  decomposed  Magnesian  Lime- 
stone, Heavy  Spar,  and  Lead  associated  with  the  latter. 

Lead  in  small  quantities  has  also  been  found  at  several  other 
places  in  this  vicinity. 

One  mile^  south-west  of  St.  Thomas,  on  land  of  Leven's  heirs,  a 
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little  "float"  mineral  has  been  obtained  in  shallow  pits,  in 
the  Third  Magnesian  Limestone. 

OTHEK  MINERALS— NOT  OEES. 

Handsome  Orystals,  semi-transparent  Crystals  of  Heavy  Spar,(Bar- 
y  tes)  are  found  at  the  old  "  Circle  Mines,"  also  large  masses  of  white 
Heavy  Spar,  both  here  and  near  by  at  the  "Sand  Diggings."  Heavy 
Spar  is  also  found  at  many  other  places  in  the  neighborhood.  The 
mines  on  the  South  Moreau  also  afibrd  large  quantities  of  it.  At  Fowl- 
er's mines  are  Crystals  of  azure  blue,  Heavy  Spar  and  of  transparent 
and  amber-colored,  some  beautifully  modified. 

On  the  Osage  River,  a  half  mile  above  the  mouth  of  Bois  BruU*, 
Mr,  Turner  has  a  mill  erected  for  the  purpose  of  grinding  the  Heavy 
Spar.  It  has  been  in  operation  5  years,  and  grinds  up  a  large  quan- 
tity of  the  mineral,  which  he  ships  to  St.  Louis,  where  it  is  used  for 
mixing  with  white  Lead.  His  supply  is  chiefly  derived  from  up  the 
Osage  River,  from  whence  it  is  brought  in  boats  to  his  mill.  He  had 
about  150  tons  of  raw  material  on  the  ground  and  5  or  6  tons  of  pre- 
pared material  ready  to  ship. 

O ALCITB. 

Beside  Sulphate  of  Baryta,  the  old  "  Circle  Diggings"  afford  large 
crystals  of  Calcite — generally  of  a  brownish  or  amber  color — it  is  here 
often  found  assuming  the  common  Dog-tooth  Spar  shape. 


Associated  with  the  Third  Sandstone,  are  often  found  minute 
Quartz  crystals,  generally  closely 'arranged  oli  a  flat  surface.  Quartz 
in  small  crystals,  botryoidaily  arranged,  is  often  found  in  drusy  cavities 
of  Magnesian  Limestone. 

COAL. 

Coal  mines  have  been  worked  at  several  places  in  the  county,  but 
all  investigations  have  proved  these  deposits  to  be  pockets  of  lim- 
ited extent.  Two  miles  north  of  Centretown  the  Pacific  Mining 
Company  have  worked  out  two  extensive  deposits.  They  had  rail- 
ways connecting  the  mines  with  the  railroad  at  Centretown,  but  most 
of  their  track  is  taken  up,  the  mines  abandoned,  and  ashes,  banks  of 
Clay  and  Shale  and  old  logs  are  all  that  is  left.  This  Company  also 
.  out  several  similar  deposits  south  of  Elston. 
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I  OoAL  Banks, 

A  half  mile  south  of  Oentretown,  on  a  gently  sloping  point  near  the 
foot  of  a  hill,  a  pit,  18  feet  deep,  has  been  dug,  passing  through 
chiefly  Fire  Clay,  with  small  streaks  of  Coal,  irregularly  dispersed. 
The  Coal  is  of  a  very  impure  quality  ;  dull  looking  and  crumbly.  The 
Clay  also  contains  a  little  Selenite.  This  may  be  a  drifted  deposit,  as 
chunks  of  Chert,  with  small  pieces  of  attached  Galena  were  thrown 
out  of  the  pit. 

A  quarter  of  a  mile  south,  and  on  See-  2,  T.  44,  E.  14,  is  a  pit  21 
feet  deep.  Some  Cannel  Coal  has  been  taken  out  here,  but  driftings 
at  bottom  show  that  the  Coal  extends  only  12  feet  east,  and  thins  out 
at  8  feet  south.  Going  15  feet  west,  it  almost  thinned  out,  but  again 
thickened.  The  Coal  contains  Iron  Pyrites  and  small  seams  of  Zinc 
Blende. 


This  is  3  miles  south  of  Els  ton,  and  160  feet  deep.  The  Coal  is  said 
to  be  30  feet  thick,  and  mostly  bituminous.  Not  ,^eing  able  to  descend 
into  the  shaft,  I  can  not  give  any  particular  interesting  or  useful  in- 
formation about  the  mine.  The  mouth  of  the  shaft  is  about  25  feet 
below  the  hill-top.  The  Coal  occupies  the  area  of  an  acre  or  a  little 
more,  and  a  good  deal  of  Coal  has  been  obtained. 


The  pit  here  is  CO  feet  deep,  entering  from  a  gently  sloping  hill- 
side about  30  or  40  feei  below  the  hill-top.  The  Coal  is  6  feet  thick, 
and  of  an  impure,  slaty,  bituminous  variety.  Sixty  feet  southwest,in  a 
shaft  sunk  50  feet  in  depth,the  Coal  found  was  only  4  feet  thick,  which  in 
a  short  distance  pitched  down  and  gave  out.  Entering  the  Drift  at  the 
bottom  of  the  main  shaft,  the  Coal  at  first  seemed  rather  irregular, 
and  dipping  10°  north-west.  Fifty  feet  back  it  rises.  Horizontal  seams 
of  Zinc  Blende  are  met  with,  and  occasionally  a  vertical  vein.  Iron 
PyriteB,'in  masses  and  modified  crystal  forms,  is  abundant. 

A  little  over  a  quarter  of  a  mile  north-east,  Mr.  Caspary  has  a  de- 
posit of  Cannel  Coal,  but  has  not  worked  it  recently. 

A  half  mile  south  of  Oaspary's,  Mr,  Elston  penetrated  20  feet  in 
black  Slate.  He  used  it  in  burning  Lime,  and  found  it  answered  the 
purpose  very  well;  it  blazed  free  but  did  not  burn  to  ash.  It  was 
very  near  this  that  Mr.  Elston  found  the  singular  pocket  of  Coal 
named  in  preceding  pages.    A  little  south  of  this  is  a  pocket  of  blue 
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Shale,  but  no  Coal.  A  quarter  of  a  mile  still  further  south  the  Pacific 
Goal  Mining  Company  have  exhausted  another  Coal  deposit,  A  quar- 
ter of  a  mile  further  South  there  is  another  pocke'i  of  probably  not 
much  over  a  100  feet  sijuare,  Staehlin's  bank,  previously  noticed,  is 
about  a  half  mile-  farther  south. 

On  a  small  tributary  of  Bois  Brule,  in  Sec,  21,  T.  41,  K.  14,  some 
Goal  of  an  impure  slaty  character  has  been  obtained,  but  the  deposit 
is  too  linaited  and  quality  too  poor  to  work. 

A  half  mile  north-east  of  Hickory  Hill  an  impure  Cannel  Coal 
has  been  obtained.  The  bank  is  situated  in  a  deep  valley  between 
two  hills,  whose  summits  and  sides  are  composed  of  beds  of  Second 
Magnesian  Limestone,    This  deposit  is  also  quite  limited  in  extent. 

On  Lantrum's  land,  a  few  miles  north-west  of  Eleton,  are  several 
abandoned  Coal  pits.  They  are  all  pockets  of  Coal,  not  connected 
with  each  other,  but  none  of  them  appear  to  be  extensive.  Tumbled 
masses  of  Lower  Carboniferous  Limestone  appear  on  the  hills  above, 
and  a  little  lower  down  are  some  beds  of  Second  Magnesian  Lime- 
stone. One  pit  is  located  in  a  ravine,  25  feet  above  the  foot  ot  the  hill ; 
another  probably  a  hundred  feet  higher  up,  and  stili  another  a  short 
distance  above.  At  one  of  these  I  observed  Coal  Measure  Sandstone, 
including  plai 


Beds  of  good  Fire  Clay  occur  at  moat  of  the  above  named  Coal 
banks,  and  at  some  of  them  are  beds  of  good  Potters'  Clay. 

A  silicious  Clay  stone  of  a  white  color  is  found  in  hills  of  Little 
Tavern,  a  short  distance  from  its  mouth.  This  is  not  a  Kaoiin  as  some 
supposes,  but  a  silicious  Clay  stone.  It  would  probably  do  well  to 
make  it  into  some  kind  of  stone  ware.  This  rock  is  interstratified 
with  the  Third  Magnesian  Limestone. 

BUILDING     STOHE. 

Some  of  the  Cotton  Rock  beds  at  Jefferson  City  aiforrt  a  beautiful 
and  useful  building  stone,  but  great  care  should  be  observed  in  the 
selection  of  quarries.  No  quarry  of  this  rock  should  be  used  until  it 
is  found  to  withstand  the  winter  frosts,  for  many  of  the  layers  will 
not.  These  rocks  should  be  quarried  during  the  spring  and  summer, 
so  as  to  give  them  time  to  dry  and  season,  before  winter.  By  follow- 
ing this  plan  we  often  have,  what  would  not  under  other  circumstan- 
ces be  a  good  building  rock. 
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The  Limestone  in  the  western  wall  of  the  Capitol  inclosure,  has 
been  i)rnven  to  stand  the  frosts  well ;  for  many  years  it  lay  exposed 
■on  the  ground,  but  showed  no  frost  cracks. 

The  thick  beds  of  Magaesian  Limestone  near  Osage  City,  afford  a 
useful  building  materia].  The  piers  of  the  Osage  bridge,  were  con- 
structed of  it,  and  over  20  years  exposure  show  that  they  are  as 
good  as  ever. 

Similar  good  rock,  with  (Sandstone  layers,  occurs  at  the  Moreau 
bridge. 

Near  Hickory  Hiil  there  is  occasionally  seen,  a  short  distance  be- 
low the  hill-top,  a  superior  buff  Magnesian  Limestone.  This  works 
free,  and  is  durable;  is  also  ordinarily  called  Cotton  Kock.  It  be- 
longs near  the  upper  part  of  the  Third  Magnesian  Limestone.  This 
a-ock  is  found  at  many  places  near  the  hiil-top,  from  Locust  Mound  to 
Brazito. 

The  thick  beds  of  the  Third  Magnesian  Limestone,  undoubtedly 
are  superior  for  works  requiring  strong  stone-work.  Fine  exposures 
anay  be  seen  in  the  south-west  part  of  the  county,  on  Osage  Ei^-er, 
and  on  Bois  Brule  and  Little  Tavern  Creeks. 

The  Second  Sandstone  also  affords  a  strong  and  useful  building 
stone.  It  may  be  found  along  the  Moreau  from  the  Pacific  Kailroad 
to  the  forks.  Good  quarries  could  be  opened  on  Vienna  road  near  the 
Moreau  and  near  the  Osage,  Some  of  the  beds  of  this  Sandstone 
seem  pure  enough  for  making  glass.  But  the  best  material  for  glass- 
making,  is  the  Saccharoidal  or  First  Sandstone.  This  is  found  at  sev- 
eral places  near  Elston,  and  near  Marion.  It  ia  well  exposed  near  the 
month  of  Rock  Creek.  It  is  a  pure,  white  Sandstone,  and  generally 
more  loosely  cohering  than  the  other  Sandstones.  By  this  it  may 
be  easily  recognized. 

SOILS. 

The  best  lands  are  the  bottom  lands,  which  are  generally  suffi- 
ciently elevated  to  be  above  ordinary  high  water. 

The  Missouri  bottom  extends  from  the  mouth  of  Gray's  Creek  to 
Rock  Creek. 

The  Osage  River  bottoms  are  from  a  quarter  to  a  half  mile  wide ; 
those  of  the  Moreau  about  a  quarter  of  a  mile  wide ;  and  even  some- 
times wider.  The  Moreau  being  an  exceedingly  crooked  stream, 
gives  more  bottom  land  to  Cole  county  than  it  otherwise  would. 

Rich,  pretty  valleys  occur  along  the  other  streams. 

The  uplands  are  not  desirable  farming  lands,  with  this  exception  : 
Near  Hickory  Hill,  and  most  of  the  country  drained  by  Clark's  Fork 
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of  the  Moreau,' is  a  rich  body  of  farming  land.  This  land  originally 
supported  a  heavy  growth  of  Black  Oak,  Hickory,  White  Oak,  Aah^ 
Kedbiid,  Red  and  American  Elm,  vines,  etc.  The  hills  near  Jefferson 
Oity  yield  good  corn  and  wheat  crops.  Occasional  good  tracts  of 
farming  land  also  occur  on  the  Missouri  hills  ;  for  instance,  between 
Elston  and  the  Missouri  River,  and  between  JelTerson  Oity  and  the 
Osage.  But  most  of  the  uplands  will  raise  fine  wheat  crops,  and  are 
superior  for  vineyards.  It  is  generally  well  adapted  to  ail  the  fruits 
of  this  climate. 


Good  springs  are  found  in  moat  of  the  valleys.  Where  the  Third 
Magnesian  Limestone  occurs,  we  fiu'l  the  clearest  water  and  most  con- 
stant supply.  We  may  instance  Little  Tavern,  a  very  clear  running 
stream,  whieli  is  supplied  by  clear,  cold  running  springs. 

At  Elston  there  is  an  Epaom  Salt  well.  It  issues  from  the  Second 
Magnesian  Limestone,  and  seems  to  contain  a  large  supply  of  water. 


POCKETS  AND  OUTLIERS  OF  COAL. 

These  deposits  are  found  in  Lincoln,  Warreu,  Montgomery,  Calla- 
way, Cole,  Moniteau,  Morgan,  Benton,  Pettis,  Saline  and  Jasper, 

They  belong,  in  age,  to  the  true  Coal  Measures,  or  Carboniferous 
formations,  and  were  probably  the  earliest  beds  deposited.  In  some 
of  them  X  have  even  recognized  a  close  resemblance  to  well  known 
beds  of  the  true  Coal  formation.  They  generally  have  their  associ- 
ated Slates,  Shales  and  Fire  Clay  beds.  Their  variable  thickness,  and 
often  great  inclination  to  the  horizon,  would  indicate  their  deposition 
in  an  unquiet  sea.  They  have  generally  been  deposited  in  valleys,  or  at 
a  lower  horizon  than  the  general  surface  of  the  country ;  and  although 
sometimes  in  vertical  thickness  as  much  as  20  to  50  and  80  feet,  rarely 
extend  horizontally  over  300  feet.  They  are  limited  by  walls  of  rock 
of  older  geological  age.  The  Mammoth  and  Mastodon  banks  in  Calla- 
way county,  are  such  deposits.  The  Mastodon — Sec.  4,  T.  44,  R,  10 — 
is  reported  to  be  over  80  feet  in  thickness,  without  reaching  the  bot- 
tom.    It  is  located  where  two  hills  of  gentle  slope  come  together. 
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From  my  observations,  I  do  not  suppose  it  to  extend  much  over  100 
feet  in  width  and  length.  Tlie  Second  Magnesian  Limestone  appears 
in  a  ravine  near  by. 

A  half  mile  S.  W.  of  the  Mastodon  bank  is  the  Einstein  shaft.  A 
Section  of  this  is — 

No.  1.    20  feet  local  Drift. 

No.  2.    8  to  10  feet  of  coarse,  rougli,  sandy  Shales. 

No.  8.    3  feet  bituminous  Coal. 

No.  4.    Cannel  Coal— thickness  not  known.     Tlic  shaft  was  sunk  in  edge 
of  a  sliarp  valley. 

A  ferruginous  Sandstone  appears  on  the  hiJl  above.  The  arrange- 
ment of  strata  appearing  so  regular  here,  one  is  very  apt  to  be  de- 
ceived. This  is  undoubtedly  a  more  extensive  deposit  than  the  Mas- 
todon, and  may  extend  horizontally  several  hundred  feet.  It  would 
seem  to  have  been  quietly  deposited  in  an  eroded  valley  and  older 
rocks  subsequently  drifted  over  it. 

lliOKSON  Bank-S.  W.  Skc.  20,  T.  45,  li.  10. 

This  would  appear  to  have  been  a  drifted  deposit — drifted  a  short 
distance  from  where  originally  deposited,  for  the  rocks  do  not  lie  hori- 
zontal, and  on  (he  hill-top  we  find  Devonian  Limestone,  and  lower 
down  the  Coal  dipping  from  the  hill.  The  dip  is  S.  80°  W.,  at  an  angle 
of  30".  The  extent  of  Ooai  can  not  be  over  200  feet  in  width.  The 
Coal  occurs  with  its  own  rocks  thus  : 

No.    1    7  feet  drab  Sbales,  witb  decomposing  Limestone  bearing  Coal  Measure 
fossils,  SpV'ifer  ,  Produciun,  etc. 

No.    2.    6  inches  blue  Clay  Shales. 

No.    3.    1  foot  black  Shale. 

No.    4.    5  inches  blue  Clay. 

No.    6.    22  inches  rotten  CoaJ. 

No.    6.    9  inches  alternate  layers  of  rotten  Coul  and  Clay. 

No.    7.    9  Inches  good  bituminous  Coal. 

No.    S,    2  inches  yellow  and  drab  Clay. 

No,    9.    3  inches  good  Coal. 

No.  10.    J  to  3  inches  gi'ay  Clay  with  Stigmaria. 

No.  11.    5  t  feet  Coal. 

The  Goal  is  also  exposed  100  feet  west,  showing  over  2  feet  of  good 
Coal  under  5  feet  of  rotten  Goal. 

On  the  hill-top  is  ferruginous  Sandstone  and  below  it  is  Devonian 
Limestone. 

Jons  Y.  Basikgbr's-S.  E.  Sec.  30,  T.  45,  li.  10  W, 

This  deposit  appears  in  bed  of  a  small  branch  entering  on  the  west 
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side  of  Revoir  Creek,  The  valley  ia  not  over  100  feet  wide  with  Mag' 
nesian  Limestone  in  regular  undisturbed  layers  cropping  out  in  the 
hill,  and  drifted  Devonian  Limestone  in  the  branch  just  above.  The 
Ooal rocks  occur  thus : 

No.  1.    2^  feet  Ciiiinel  Coiil. 
No.  2.    2J  feet  tiitiirainoiLs  Coiil. 
No.  8.     Slate. 

One  hundred  feet  north,  borings  passed  through,  1st,  11  feet  Slate  ; 
ad,  11  feet  Coal. 

I,oa[ir,\x  &  Pkici!— N.  W.  Sec:.  30,  'J'.  45.  II.  10  W, 

A  good  deal  of  mining  has  been  done  here  and  the  Coal  seems  to 
have  occupied  a  rather  more  extensive  area  than  those  places  above 
named.  Mining  has  been  prosecuted  up  and  down  the  branch  for 
probably  200  yards,  and  side  drifts  extended  into  ihe  iiili  at  numerous 
points.  Coarse  Sandstone,  evidently  of  the  age  of  the  Coal  Measure, 
appears  on  the  hill  for  over  a  hundred  yards  back.  Further  back  on 
the  hill  we  find  Lower  Carboniferous  Chert.     A  Section  is  this : 

No.  1.  2  tfeet  brown  Sandstone. 

No.  2.  11  inches  rotten  Coal. 

No,  3.  8  inches  good  WE  u  mi  nous  Coal. 

No.  4.  2  inches  rotten  Coal. 

a    No.  5.  6  inches  black  Slate. 

No.  6.  4  inches  chocolate  colored  Olay. 

No.  7.  Tlnchea  jointed  slaty  Coal.    . 

No.  S.  10  inches  daric  snnff  or  olive  colored  Clay. 

No.  9.  2  *  feet  bituminons  Coal. 

This  closely  resembles  i'rof.  Swallow's  description  of  Coal  below 
the  mouth  of  Lamine  Kiver.  Some  of  the  other  banks  resemble  H. 
h.  Brown's,  near  Boonsboro,  Howard  county. 

[For  a  description  of  llic  Coal  ijoclicls  of^Cole  connly  see  report  on  that  connty.] 

MONITEiO  Bakk. 

This  is  one  mile  south  of  Moniteau  Station,  Moniteau  county. 
The  surface  of  the  ground  slopes  very  gently.  No  rocks  of  any  kind 
appear  in  position  near  by.  A  mile  east  are  detached  masses  of  fer- 
ruginous Sandstone  and  Encrinital  Limestone,  the  latter  apparently  in 
place.  A  little  lower  down  the  hill  is  Second  Magnesian  Limestone. 
The  Coal  shaft  is  being  worked  by  Gen,  Shelby  and  others.  The  Ooal 
appears  very  near  the  surface  ;  dipping,  as  far  as  tested,  quite  regularly 
at  an  angle  of  about  50°  at  a  course  of  N,  20°  W.     The  Coal  is  worked 
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on  a  Slope  along  its  plane  of  dip  on  which  a  track  is  laid  for  300  feet 
(Jnne,  1874).  At  the  end  of  the  Slope  the  Coal  is  104  feet  from  the 
surface  in  a  vertical  direction.  It  is  30  feet  in  thickness.  From  the 
bottom  an  entry  has  been  extended  80  feet  to  the  right,  and  half  way 
down  there  is  another  reaching  20  feet  to  the  left.  The  Coal  has  been 
made  into  pretty  fair  Coke.  This  deposit  at  present  baffles  any  at- 
tempt to  calculate  its  extent  and  quantity.  This  can  only  be  deter- 
mined by  practical  experiments  in  extending  drifts  or  shafts. 

For  description  ot  other  similar  deposits  we  w«iik!  refci'  ti>  thu  various  report!^  in 
thia  voiiitne  and  to  the  volumu  of  1873. 

GENERAL  KEMAliKS. 

The  Coals  are  generally  of  two  kinds,  Cannel  and  Bituminous,  and 
the  quality  not  often  so  good  as  the  other  Coals.  Zinc  blende  is  often 
found  traversing  the  Coal.  The  Coal  beds  generally  lie  at  an  inclina- 
tion to  the  horizon  and  are  never  found  near  a  hill-top,  and  more  often 
in  a  valley— generally  in  a  smaller  valley  tributary  to  a  larger  one, 
These  valleys  seem  to  have  been  eroded  previously  to  the  deposits  of 
the  Coal.  The  Coal  then  was  deposited  in  them,  but  probably  soon 
after  the  larger  or  unprotected  mass  was  washed  away,  leaving  Isso- 
lated  pockets  in  the  narrow  valleys  where  they  have  been  protected 
by  adjacent  walls  of  Limestone  from  being  drifted  away. 

The  Cannel  Coal  deposits  also,  seem  to  have  been  sometimes  de- 
posited in  small  basins  or  crevices. 

These  deposits  may  thus  be  divided  into  two  classes: 

1.  Outliers  from  the  true  Coal  Measures,  preserving  their  regular  order  of  nr- 

rangemcat  of  Slates,  Clays,  Coalis,  etc. 

2.  Drifteil  deposits,  iQcluding— 

a.  Dritte<i  in  an  unbroken  mass,  and  I'etainlng'  after  being  drifted  n 
regular  succession  of  beds,  as  in  the  tlrst  class. 

*.  Drifted  in  broken  or  comminuted  masses,  as  arc  sonic  of  the 
Cannel  Coal  deposits. 
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MADISON     COUNTY. 


BY    G.   C.   BROAOHGAD. 


SUKFAOE,    CONFIGURATION,    Etc. 

The  area  of  this  county  is  about  506  square  miles  ;  it  is  bounded 
on  the  north  by  St.  Francois,  on  the  east  by  Bollinger,  on  the  south 
by  Wayne,  and  on  the  west  by  Iron,  It  presents  every  variety  of  sur- 
face, from  that  of  high  mountains  and  high  Chert  hills,  to  lower  hills* 
valleys  and  x^lains. 

No  positive  anticlinal  or  synclinal  axis  was  observed,  nor  any  reg- 
ular system  of  elevation.  The  following  elevations  west  of  the  St. 
Francois  River  were  noted,  the  heights  being  estimated  from  the 
neighboring  valleys:  Daguerre  Mountain,  493  feet ;  Blue  Mountain, 
551  feet ;  Smith's  Mountain,  (poi-phyritic)  432  feet ;  Rock  Creek  Moun  - 
tain,  (porphyritic  and  Syenitic)  575  feet;  Black  Mountain,  (porphy- 
ritic)  467  feet.  Another  elevation  just  south  of  Black  Mountain,  is 
probably  higher.  Near  the  mouth  of  Leatherwood  Creek  the  Lime- 
stone and  Chert  hills  are  about  150  feet  high. 

Where  the  Syenite  or  porphyry  approaches  the  streams  from  op- 
posite sides,  a  "  Shut-in,"  as  it  is  called,  is  formed ;  that  is,  the  stream 
is  confined  to  a  narrow,  rocky,  rugged  channel,  which  generally  con- 
tinues until  a  bench  of  sedimentary  rock  sets  in.  We  have  such  an 
example  where  the  west  end  of  Daguerre  Mountain  approaches  close 
to  St.  Francois  River,  with  a  steep,  rocky  front,  and  just  across  on  the 
west  side  of  the  River,  another  high  Granitic  hill  appears  to  stretch 
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forward  to  meet  it,  each  hill  rising  to  a  height  of  not  less  than  250  feet 
siear  the  stream,  becoming  higher  as  it  recedes. 

Lower  down  St.  Francois  River,  in  N.  E.  of  S,  W.  qr.,  Sec.  2,  T.  33, 
,R.  50  E.,  are  the  "rapids ; "  here  the  Syenitic  cliffa  approach  close  to  the 
stream  oa  both  aides,  along  which  and  in  the  stream  on  both  aides, 
are  many  very  large  tumbling  masses  cf  rock,  which,  especially  in 
time  of  high  water,  seriously  impede  the  current,  which  was  the  case 
at  the  time  of  my  visit  to  the  locality,  and  the  noise  of  rushing  waters 
was  very  great.  In  traveling  southward,  east  of  St.  Francois  River,  after 
leaving  Daguerre  Mountain,  we  pass  over  Conglomerate  andOherty 
hilla,  elevated  about  200  feet  above  the  River,  thence  across  the  wide, 
pretty  valley  of  Cedar  Ci'eek.  skirting  along  the  slopes  of  Reeves' 
Mountain,  rising  on  our  left  to  an  elevation  of  660  feet,  thence  along 
lower  hills  to  neighborhood  of  Twelve  Mile  Creek,  where  the  hills  are 
about  ISO  feet  high,  with  Limestone  at  the  base  and  Chert  on  the  top, 
thence  to  the  south  county  line,  near  which,  as  measured,  we  find  the 
hill,  to  be  187  feet  high.  Occasionally  we  find|wide,  rich  bottoms  of  allu- 
vium on  the  St.  Francois.  The  Limestone  and  Chert  hilla  'between  St. 
Francois  River  and  Castor,  rise  to  ahight  of  280  to  SOOJeet.  At  Berry's, 
on  West  Trace  Creek,  it  is  380  feet  from  the  Creek  to  top  of  the  Chert 
hills.  On  Big  Creek,  near  Hoffman's,  a  Porphyry  hill  is  269  feet  high. 
At  Hickman's,  on  Shutley'a  Creek,  it  is  207  feet  to  top  of  the  Chert 
hills. 

On  Castor,  in  Sec.  31,  T.  31,  R.  8,  E.,  the  bluff  is  163  feet  high.  At 
Oeo.  Whitener'a,  west  of  Castor,  the  bluff's  are  251  feet  high;  near 
Henry  Hildebrand's,  115  feet ;  on  East  Trace  Creek,  143  feet. 

The  bottoms  on  Castor  are  often  a  half  mile  wide,  those  on  most 
streams  are  narrow. 

The  Siopes  adjacent  to  Callaway's  Mill  Creek,  Village  Creek,and 
near  Fredericktown,  Cedar  Creek,  Slater's  Creek,  and  part  of  Mat. 
thew's  Creek,  are  long  and  gentle,  and  their  valleys  are  beautiful. 
LIST     OF     TBEES    AND  SHRUBS. 


Aldsr, 

Wa^hooElm,  (Km. 

tsalata)   Mulberry, 

Amoi-p!ia  frutieoaa. 

Sammev  Grape, 
Frost  Grape, 

"White,  Burr,  Post,  Swamp 
"White,  Roeti-Ohesimt,PiQ, 
Laurel  and  Gray  Oaks, 

Aralia    Spinosa,    or    "  teai^  Muscadine, 
blanket,"  as  it  la  called  by 
the  country  people.             Gi-eenbrier, 

Pawpaw, 
Pei-simmoi), 

■Grab  Apple, 

Black  Gum, 

Yellow  Pine,  {Piims  miiia) 

White  Ash, 

Sweet  Gum, 

Plum,  (2  species) 

Prickly  Ash, 

Hackbony, 

Rose,  (4  species) 
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Linden, 

Sycamort', 

Blackberry,  {i 

Bladder!)  lit, 

Bed  Cedar, 

Biimelia  lanuginosft. 

Black  Cherry, 

Coffee  Tree, 

Coral  Berry, 

Flowering' E 
Jlorida) 

Common  Eider, 

"White  VAat, 

Ked,  WhiteandSugi 


Witch  Hazel, 
Red  Bircli. 
reral  species)  Common  H:izel, 
Black  Haw, 
Common  Hiekory, 
Shelbark.   and  thick  Bhell- 


Raspberry, 
Red  Elm, 


Sitmacb,  ( 

Sassafras, 

Servlceberry, 
bark  Hickory,  Thorn,  (ei'ntejag) 

Pignut  and  Biillniil  Hickory,  Trumpet  Creeper, 
Hornbeam,  White  Walnut, 

Ii-onwood,  Black  Walmit, 

Honeysuckle,  Spieebush, 

RedbrnJ,  Waaho, 

Honey  7-ocu!"t,  Iliiokloberry,  (several  spec's > 


There  is  some  difference  in  the  relative  distribution  of  certain  trees 
and  shrubs,  in  different  parts  of  the  county.  The  PopJar,  or  Tulip 
Tree  occurs  at  a  few  localities  in  the  southern  part  of  the  county,  and 
I  was  informed  that  there  were  a  fewBeech  trees  on  hills  east  of  Cas- 
tor, in  the  south  part  of  the  county.  Oatalpa  is  found  on  St.  Francois 
Kiver,  in  T.  31.  Sweet  Gum  is  quite  common  in  T.  31,  and  portions  of 
T,  32,  and  the  farthest  locality  north  where  I  observed  it,  was  on  Ce- 
dar Creek,  Leatherwood  {Direa  pidusCris)  is  abundant  on  Leather- 
wood  Oreels:,  and  on  Castor,  near  Marquand, 

The  Pine  is  not  very  abundant  in  T.  34.  Occasional  thick  groves- 
are  found  further  south,  but  in  T.  31  and  part  of  T,  32,  there  are  many 
very  dense  pine  groves  of  excellent  limber.  Large  forests,  of  a  su- 
perior quality  of  large  White  Oak  trees,  are  found  throughout  the 
county.  The  White  Oak  timber  in  this  county,  as  yet,  seems  scarcely 
to  have  been  touched.  Five  or  six  miles  south  and  south-west  of 
Fredericktown  are  quantities  of  excellent  White  Oak  timber. 

On  Cedar  Greek  and  vicinity,  are  some  of  the  finest  Cedar  grovee 
in  the  State.  On  Leatherwood  Creek  and  Gray's  Mountains,  great 
quantities  of  Cedar  have  been  cut  off  and  hauled  away,  mostly  for 
fence  posts.  At  the  old  John  Francis'  place,  I  noticed  a  fence  a  few 
hundred  yards  long,  composed  mainly  of  Cedar  rails.  A  field  on  the 
old  Cooper  place,  on  Cedar  Creek  is  alio  inclosed  with  Cedar  rails. 
Good  Walnut  and  Cherry  timber  abound  along  the  various  streams. 
The  Sweet  Gum  often  Rrowa  verj  large,  and  is  said  to  polish  quite 
beautifully. 
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Madison  county  is  generally  well  supplied  with  a  superior  quality 
of  wafer.  Castor  Kiver  is  a  very  pretty,  clear  running  stream.  Ite  bed 
can  be  plainly  seen  anywhere,  so  pure  is  the  water.  Along  its  banks 
are  many  lasting  springs  of  cool  water,  which  assist  in  keeping  the 
rivet  water  cool  throughout  the  hottest  weather.  There  are  several 
water  mills  on  Castor,  which  keep  at  work  the  whole  year  round.. 
Cold  Water  Spring,  at  the  head  of  Twelve  Mile  Greek,  affords  plenty 
of  water  for  several  families  the  year  round. 

On  Shutley's  Creek  are  many  large,  clear  and  cool  springs. 

SOILS. 

Of  course,  there  is  not  much  soil  on  the  mountains,  nor  do  their 
disintegrating  rooks  afford  a  rich  soil.  But  even  on  the  mountain 
tops  are  sometimes  found  spots  of  arable  land.  On  Daguerre  Moun- 
tain, I  saw  a  pretty  good  field  of  corn.  The  Chert  ridges  afford  a  rath- 
er thin  soil,  especiaily  where  the  pines  predominate. 

Around  Fredericktown,  as  far  north  as  Mine  LaMotte,  and  east- 
ward a  few  miles,  extending  to  the  head  of  the  various  streams  that 
centre  here,  we  have  an  elevated  valley,  rising  gently  from  the 
streams,  probably  as  much  sometimes  as  75  feet.  The  base  of  this 
soil  is  Magnesian  Limestone.  On  this  reposes  a  very  red  soil,  contain- 
ing a  good  deal  of  oxide  of  Iron,  and  it  is  very  productive.  As  a 
proof,  I  would  cite  the  fact  of  a  large  portion  of  it  having  been  in  cul- 
tivation as  much  as  70  years,  and  still  continuing  to  yield  bountiful 
crops. 

The  valleys  of  Slater's  and  Matthew's  Creek  are  based  on  similar 
formations,  and  overlaid  in  part  by  similar  red  soils.  Southwardly, 
this  soil  is  sparingly  diffused,  not  seeu  near  Trace  Creek  and  Twelve 
Mile,  but  was  observed  near  the  mouth  of  Twelve  Mile,  and  also,  in 
part,  on  the  west  side  of  Saint  Francois  Kiver,  near  the  southern  part 
of  the  county.  This  soil  supports  a  natural  vigorous  growth  of  White 
Oak,  Elm,  Linden,  Hickory,  Iron-wood,  Hornbeam,  Black  Walnut, 
Black  Gum,  Sassafras  and  Dogwood. 

In  the  western  part  of  the  county,  south  of  the  Gravel  road,  and  to 
south  line  of  the  county,  are  found  but  few  patches  of  good  soil ;  only 
occasionally,  aro  interposed  small  valleys  of  a  third  class  quality,  on 
which  the  inhabitants  manage  to  eke  out  a  support. 

In  the  northern  portion  of  the  county,  west  of  Iron  Mountain 
Hailroad,  and  reaching  to  the  St.  Francis  River,  is  an  elevated  plateau 
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of  third  class  soil  based  on  Syenitic  rocks.  On  this  tract  tolerably 
good  crops  of  com  and  wheat  are  raised,  and  fine  crops  of  all  kinds 
of  fruit,  peculiar  to  the  county,  are  annually  produced.  Good  crops 
of  cotton  can  be  raised.  The  tliin  lands  produce  35  to  40  bushels  of 
corn  per  acre ;  the  valleys,  60  bushels.  The  soil  on  the  ridges  is  gen- 
erally of  a  whitish  color. 

In  the  streams  we  find  a  great  deal  of  Gravel ;  this  mingling  with 
the  Soils  of  the  bottoms,  and  loosely  cohering,  is  easily  washed  away ; 
hence  we  often  see  changes  and  widening  of  channel.  The  soil  of 
all  the  bottoms  contains  a  great  deal  of  gravel,  especially  may  this 
be  said  of  Twelve  Mile  Greek.  Near  its  head  we  find  quantities  of 
Chert  and  porphyritic  boulders  and  Gravel.  Lower  down  stream  the 
soil  is  enriched  by  decomposing  debris  from  Magnesiaii  Limestone. 
The  gravel  in  this  soil  performs  the  function  of  digestion,  and  where 
the  comminuted  matter  possesses  richness,  the  result  is  a  superior 
soil. 


SURFACE    GEOLOGY. 

Under  this  head  we  include  the  Soils,  Local  Drift  and  other  loose 
Drift,  if  any,  and 

A  Ij  L  U  V I U  M . 

This  is  constantly  forming  along  the  streams  by  deposition  from 
the  waters.  Local  Drift  may  include  deposits  of  fragments  of  rock 
strewn  over  the  surface  everywhere — some  of  it  now  being  deposited, 
but  a  large  portion  in  former  ages. 

Loose  masses  of  rock  sometimes  occur  a  little  at  a  place,  in  other 
places  in  large  quantities;  sometimes  comminuted,  in  other  locali- 
ties are  found  large  and  small  boulders  lying  along  the  surface — these 
fragments  mostly  resulting  from  mechanical  agency  acting  upon  the 
older  rocks.  At  some  places  large  and  small  boulders  are  found  lying 
on  the  surface,  but  upon  their  removal  and  digging  a  few  feet  below 
the  surface,  a  comminuted  mass  is  exposed. 

At  Apos.  Tucker's,  in  E.  half  Lot  No.  3  of  N.  W.  qr.  Sec.  1,  T.  33, 
K.  5  E.,  a  well  was  dug  75  feet  deep,  and,  as  Mr.  Tucker  informed  me, 
after  removing  a  few  feet  of  boulders  and  Clay  near  the  top,  he  dug 
into  a  coarse  Sand  which  extended  to  the  bottom,  when  a  fine  stream 
of  water  was  reached.     The  Sand  thrown  out  seemed  to  be  granitic. 
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Oa  the  east  side  of  Sec.  33,  T.  31,  R.  8  E.,  the  ground  is  covered 
over  with  Porphyry  boulders  to  a  depth  of  1^  feet,  under  which  was 
observed  a  fine-grained,  variegated  Potters'  Clay.  A  quarter  of  a  mile 
east  there  is  a  similar  bed  of  coarser  day  covered  with  Oherty  boul- 
ders— the  Clay  at  each  of  the  two  last  named  places  being  entirely 
free  from  boulders. 

In  the  Itaiiroad  cut,  one  mile  north-west  of  Predericktown,  near 
the  old  Gholson  plafce,  we  have : 

No.  1.    8  feet  red  Soil  and  Clas'. 

No.  2.    Beds  of  dark  brown  or  black  sandy  Sliale,  with  bands  of  hull  sandy 
Shale  resting  on  Magnesiaii  Limestone. 

A  quarter  of  a  mile  south  of  the  103d  mile  post  is  seen  : 

No.  1.    4  feet  Soil  and  red  Claj-. 

No.  2.    4  feet  red  and  dark  saody  Shales. 

No.  3.    Bed  of  yellow  Sandstone  (Primordial). 

At  the  lOiid  mile  post  are  similar  beds,  but  the  Whales  are  dark 
reddish-brown.  At  each  of  the  above  Sections  a  considerable  quan- 
tity of  black  Sand  enters  into  the  various  beds  of  No.  2.  This  dark 
sandy  bed,  I  regard  as  equivalent  to  that  at  Gholson's,  and  probably 
also  at  Hick's.  It  has  a  dull  black  appearance,  and,  under  a  magnify- 
ing glass,  seems  to  be  formed  of  minute,  silicious  grains,  united  by  a 
black  cement  of  Manganese  and  Iron. 

Mr.  North,  in  Sec.  19,  T.  34,  R.  6  E.,  dug  30  feet  through  Clays  to 
black  Sand,  in  which  he  found  a  fine  stream  of  water. 

At  Hick's  place  there  appears  several  feet  of  this  bog  ore  in  the 
soil,  and  at  the  old  Gholson  place,  near  Predericktown,  are  fonnd 
tumbled  boulders  of  similar  material. 

An  analysis  of  a  specimen  from  Hick's,  made  by  Mr.  Chauvenet, 
gave: 

Insoluble  sihcious  matter  5(j  82  per  cent. 

Peroxide  of  Iron  18  G7  per  cenC. 

Sesqui-oside  of  Manganese  J4  24  per  cent. 

Water ]9  per  cent. 

Traces  of  Lime  and  Magnesia 

Metallic  Iron  in  above  1    07  per  cent. 

Metallic  Maiiffaiieae  1  SG  per  cent. 

A  I.I  C  H  JC  A  N    K  0  C  K  S  . 

Previous  to  the  deposition  of  the  sedimentary  rocks,  the  contour 
of  this  county  presented  alternations  of  high  hills  and  mountain  peaks 
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with  low  deprossions  between,  and  the  rocks  presented  to  view  were 
either  varieties  of  Porphyry  or  of  Granite  and  Syenite,  with  their  va- 
riouB  intrusive  veins  or  dykes  of  Quartz,  Greenstone,  Dolerite  or 
Specnlar  Iron  Ore;  the  Syenitic  rocks  being  mostly  in  the  northern 
part  of  the  county  and  Porphyry  towards  the  Soothern.  The  moun- 
tain peaks,  many  of  them,  were  elevated  as  much  as  700  feet  above 
the  valleys,  and  it  is  even  probable  that,  previous  to  the  deposition  of 
the  unaltered  sedimentary  rocks,  some  may  have  towered  to  a  height 
of  1,000  feet. 

LIST    OF    KOCKfi. 

The  following  is  a  descriptive  list  of  specimens  of  metamorphic 
rocks  collected  in  1871,  the  number  preceding  the  description  corre- 
sponding with  that  on  label  attached: 

123,  125,126— Railroad  eyt  at  98th  mile  post.  Very  pretty,  uniftii'mly  colored,  line- 
grained,  dart  gi'ay  Syenite.  Under  a  magnifylnff  glass  are  exhibited  green  spots,  with 
flesh-colored  Feldspar  and  black  Hornblende. 

127, 180, 181, 132— Nearnorth  county  line,  between  Kock  Oreekand  Musco.  Dark, 
reddish  gray  Syenite,  coarser  than  124  ;  contains  red  Feldspar,  flesh -col  sred  Quartz  and 
black  Hornblende. 

129— Same  locality  as  last,  Vei'y  dark  gray  Porphyry,  with  crystals  of  red,  flesh- 
colored  and  green  Feldspar  and  dark  colored  Quartz ;  contains  a  little  green  mineral 
which  is  probably  Bpidote, 

128— Same  locality  as  last.  Flne-grjJned,  compact,  dark  red,  jasperj' Porphyry ; 
resembles  160  and  174. 

133, 134— At  John  Miller's,  Sec.  29,  T.  34,  E,  6  E.  Light  red  granitic  rook,  com- 
posed of  coai-ae  gi'ains  of  Quartz  and  Feldspar. 

135, 136, 137,  138— From  N.  side  of  Stout's  Creek,  Sec.  5,  T.  33,  E.  5  E.  Coarse 
reddish  gray  Syenite  similar  to  134.  Contains  black  Ilornblende,  red  and  flesh  colored 
Feldspar  and  flesh  colored  Quartz. 

189, 140, 141— N.  E.  qr.  See.  6,  T.  33,  K.  6  E.  Brownish  gray  coarse  Granite.  Con- 
tains red  Feldspar,  rose  colored  Qnartz  and  silvery  Mica.  Prom  a  N.  B.  and  S.  W. 
vein,  at  this  locality,  can  be  obtained  numeroua  Quartz  crystals,  of  a  variety  of  beanti- 
fnl  colors,  viz. :  rook  crystal,  yellow  and  amethystine. 

142, 143— N.  "W.  corner  of  S.  "W.  qr.  Sec.  1,  T.  33.  E.  5  K.  Ferrnginous  Porphyry ; 
contains  a  good  deal  of  red  Hematite  and  many  fine  grains  of  Quartz.    Eesembles  215, 

144~«.  W.  qr.  Sec.  2,  T,  33,  E.  6  E.  Dark  gray  Syenite;  contains  black  Horn- 
blende, flesh  colored  Feldspar  and  limpid  Quartz  and  Copper  pyrites.  This  specimen 
Is  traversed  by  a  blackish  green  band  about  2  Inches  wide,  blending  into  the.surround- 
ing  rock.  Similar  &ranite  extends  from  this  across  the  St.  Francois  Kvei-  at  the 
"Eapids,"  when  it  is  traversed  by  a  Dyke  of  Dolerite  44  inches  wide,  and  bearing  S. 
60=  "W. 

145,  146,  147, 148,  are  found  in  tlie  .'iarac  locality  as  the  last ;  :ire  SyeiiiLic,  with 
green  mineral  resembling  Epidote. 

149,  150,  151, 1,53. 153— N.  W.  of  N.  E.  qr.  Sec.  83,  T.  34,  E.  B  E.  A  very  pretty 
red  Granite  or  Grannlite  formed  of  pink  colored  Feldspar  and  limpid  Quartu ;  has  dif- 
fused through  it  innumerable  shiny  Bakes  of  micaceous  Iron  ore. 
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1S4 — From  the  I'oilr  pUwie.    A  very  fine  graiued  Syenitic  Greenstone. 
155, 156,  157— Top  of  Burns'  Mountain.    Deep  red  Porphyry  with  lighter  red  and 
flesh  colored  crystals  of  Feldspar ;  contains  particles  of  clear  Quartz  and  a  green  min- 
eral resembliug-  Epidote. 

168 — North  end  of  Burns'  Mountain.  Porphyry  resemblinx  the  last,  but  is  ver* 
Uoally  banded  by  lighter  colored  and  minute  quartzose  parallel  veins,  in  sotae  of  which 
found  the  similar  green  mineral  of  No.  157, 

169 — North  end  of  Burns'  Mountain.  Porphyry  also  banded  verlieally  and  from 
longcontinued  exposure  presents  rough,  narrow  ridges  on  tlie  upper  surface,  bearing 
N.  30°  B.  mage.  Similarly  striated  Porphyry  was  observed  ahalf  mile  west,  having  the 
«arae  bearing. 

160 — North  end  of  Burns'  Motmtain.  Porphyry  somewhat  resembling  tlie  above, 
hat  very  compact  and  close  grained.  Color,  a  very  darl;  shade  of  red,  almost  black  ; 
general  appearanee  dark  gray. 

IGl — Tolers,  2  miles  south  of  Fredericlttown.  Porphyry;  coloriiliel55,  butdarlter 
jmd  more  crystalline ;  when  magniSed  appears  line  grained  and  of  a  similar  celor 
to  160. 

162— Sec.  32,  T.  81,  K.  7  E.,  at  Hoffman's.  Porphyry ;  darlc  red,  almost  b I acli,  and 
very  fine  grained,  red  spotted  with  small  grains  of  limpid  Quartz  and  red  Feldspar 
and  a  green  mineral.    Resembles  164,  ]S5  and  182. 

163 — Sear  King's,  on  Mill  Creel;,  S.  W.  corner  of  county.  Porphyry ;  general 
appearance  dark  gray ;  when  magnified  looks  dark  red ;  contains  light  colored  Feld- 
spar and  quartz. 

164, 105 — North  end  of  Rock  Creek  Mountain.  Porphyry ;  color  very  dark  red ; 
contains  some  bright  red,  pretty  crystals  of  Feldspar  and  some  pyrites. 

166— Same  locality.  Pink  Porphyry,  with  deeper  colored  crystals  of  Feldspar 
and  small  Quartz  grains. 

167— Same  locality.  Compact  quartz;  has  stmns  of  specular  Ivou.  Tliis  is  from 
»  vein  in  the  Porphyry,  but  its  exact  position  could  not  be  obtained. 

168,169,  170— Sec.  IC,  T.  33,  E.  5E.,  east  side  Blue  Mountain.     Porphyry;  very 
tine  grained ;  has  beauUflil  wavy  bands  of  light  red  and  black.    This  is  a  lieautiAii  rock. 
171— Same  locality.    Black  Porphyry ;  wheu  magnified  shows  a  faint  red  tingu ; 
in  texture  and  color  resembles  160,  but  is  darker. 

172— B.bf.  N.  E.  Sec.  15,  T.  33,  E.  5  B.  Gray  Porphyry;  has  light  colored  Quartz 
grains  and  red  Feldspar. 

173— Sec  9,  T.  31,  R.  5  E.  Deep  red  Porphyry ;  rich  appearance,  with  white 
■crystals  of  Feldspar. 

174, 175— Sec.  15,  T.  31,  K.  7  E.  Blaclc  (jaspei-y)  Porphyry;  when  magnified  shows 
shades  of  red  ;  observed  a  little  Quartz  and  a  few  minute  Feldspar  crystals.  Resem- 
bles 163.  This  roeic  works  freer  than  any  Porphyry  in  the  county,  and  could  no  doubt 
be  quarried  In  good  shape. 

176  and  177— Sec.  20,  T.  84,  E.  6  E,  Dark,  greenish-gray  Porphyry,  compact,  with 
large  crystals  and  rounded  pieces  of  Feldspar,  and  a  few  small  pariiclesof  Pyrites, 

178  and  179—6  miles  east  of  Fredericktown.  Dark-greeu  Porphyry ;  resembles  the 
last,  but  in  this  specimen  the  crystals  are  of  green  Feldspar  and  very  minute.  Con- 
tains a  green  mineral  resembling  Serpentine. 

180— See.  15,  T.  31,  R.  8  E.  Compact,  very  dark  colored  Porpliyry.  This  is  from 
a  small  peak,  110  feet  higli,  surrounded  by  Slope,  covered  with  Chert,  from  which  were 
eollected  many  fossils.  The  Porphyry,  if  indeed  it  can  be  so  called,  more  resembles  a 
dyke  of  metamorphosed  rock ;  is  6  feet  wide  and  3  feet  high  and  50  feet  long,  bearing 
uorth  75  deg.  west  magnetic. 
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181.  Dark-red,  flne-grained  Porphyry,  with  j'ed  and  flesh-colored  crystals  of 
Quartz,  and  a  green,  mineral  resembling  Epidote. 

182— See.  9,  T.  33,K.6E.  Hard  Porphyry ;  fine  anU  coarse;  contains  red  and  aesh- 
colored  crystals  of  Feldspar,  and  parHcles  of  limpid  Quartz.    Color  deep  red. 

183  and  184— Sec  15,  T.  32,  B.  6  K,  adjacent  to  a  dyke  on  Moudy  &  Michel's  land- 
Very  line-grained,  compact,  blaclt  (jasperyt)  Porphyry;  very  thin  pieces  show  a  fklnt 
reddish  tinge;  contains  minute  crystals  of  red  Feldspar,  andonanexposedjoiot  in  the 
rock  are  scales  of  Specular  Iron ;  same  locality  as  188,  189, 190, 191, 192  and  193. 

185 — From  Tin  Mountain.    Very  coarse,  darlc-oolored  Greenstone. 

186— Sec.  15,  T.  33.  E.  5  E.  Coarse,  dark  Greenstone ;  resembles  185.  Ttiis 
seems  very  abundant,  strewn  up  and  down  the  east  side  ot  Blue  Mountain. 

18T — North  end  of  Bode  Creek  Mountain.    Fine-grained  Greenstone. 

188— See.  15,  T.  32,  R.  5  E,  S,  W.  qr.  of  N.  W.  qr.  Ligiit  Green  rook,  probably  Epi- 
dote, having  alternations  of  white  spots,  with  a  portion  iieautifully  red  tinged;  same 
locality  as  183. 

189— Sec.  16,  T.  32,  E.  G  E.  Coarse,  dark-colored  Greenstone ;  a  little  finer  than 
185.    From  west  side  of  West  Dyke. 

ISO— Sec.  16,  T.  32,  R.  6  E.  Dark-green  Dolerite;  contains  a  few  small  specks  of 
Pyrites.    "West  side  of  East  Dyke. 

191  and  192— Sec.  16,  T.  32,  E.  6  E,  Ooarse  Greenstone ;  contains  minute  specks- 
of  Pyrites.    From  middle  of  Bast  Dyke. 

193— Sec.  16,  T.  32,  E.  6  B.  Fine-grained  Greenstone,  resembling  187.  From  east 
.  side  of  East  Dyke.  The  sketch  (Pig.  S)  illustrates  the  posiUon  of  the  various  rocks  in 
andadjacenttothedykeiirst  spoken  of.  The  eoui-se  of  the  dyke  bears  S.  45  deg.  W, 
The  needle  was  so  much  affected  that  I  had  to  hold  my  compass  high  in  the  air  in  oMer- 
to  get  the  course.  From  tlie  sketch  we  perceive  there  are  two  parallel  dykes,  separated 
by  a  belt  of  Porphyry.  On  the  west  side  of  the  Bast  Dyke  is  a  band  of  Dolerite,  a  few 
inches  wide.  The  wall  rock  of  Porphyry  is  very  fine-grained,  with  a  somewhat  splin- 
tery fracture.  The  face  of  contact  is  smooth  and  true  to  a  straight  line  as  far  as  ex-- 
posed. 

194  and  195— Rapids  of  St.  Franda  River,  S.  E.  qr.  of  S.  W.  qr.  See.  2,  T.  33,  E.  5> 
E.  Vein  of  hard,  very  fine-grained  Dolerite,  one  inch  wide,  traversing  Syenite.  The 
Dolerite  contains  Pyrites.    The  Syenite  contains  red  Feldspai'and  black  Hornblende. 

196, 107  and  198- Same  location  as  last,  Dolerite ;  coarser  than  the  last;  from 
dyke  44  inches  wide ;  contains  Pyrites.     198  is  obliqnely  jointed. 

199  and  200— Same  location  !W  last.  Dark-reddish,  gray  Syenite ;  has  light-red 
Feldspar,  and  dark  Hornblende ;  part  of  a  vein  of  Dolerite  Is  attached. 

301 — Same  location  as  last.  Syenite,  similar  to  that  named  above,  but  of  a  lighter 
color;  resemble?  144. 

202,  203  and  20i— Same  location  as  last.  Syenite,  simitar  to  190  and  200.  202 
shows  dyke  of  Dolerite  4J  inches  wide. 

205,  206,  207  and  20S-John  Miller's,  Sec.  29,  T.  84,  R.  6  E.  Veinstones,  withSpe- 
cnlar  Iron. 

209— Daguerre  Mountrdn.  Dolerite,  with  Pyrlte  on  Syenilic  Slope.  West  end 
of  Daguerre  Mountain. 

210— Same  location  as  last  Dark-gray,  tine-grained  Feldapathie  Poiphyiy ;  Feld- 
spar is  dark-red ;  contains  Iron  Pyrites.    East  end  of  mountain. 

211— Same  location  as  last.  Quartzose  Porphyi-y ;  color  dark-reddisli  gray;  con- 
tains crystals  of  Quartz  and  Feldspar.    This  is  i^om  near  mountain  top. 

212  and  213— Same  location  as  last.  Black  Porphyry,  with  lighter  colored  crystals 
of  Feldspar,  and  some  Quartz.    Is  hard  and  heavy  ;  slightly  resembles  262  and  182. 
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214 — Northeast  end  of  D:is«eiTe  MonnUiiii,  Light-red  Granulite;  very  coarse; 
is  formed  of  red  Feldspar  and  whifxs  Quartz, 

215  to  220  1  Delusive— Rail b's  shaft,  2^  miles  south  of  Fredericktown.  Beautiful 
deep,  rose-red  Porphyry ;  contains  some  Quartzose  graius  and  a  green  mliieraL 

221,  222  and  223— Sec  16,  T.  33,  E.  5  E.  Coarse  Greenstone ;  somewhat  resembles 
191,  but  is  not  so  dark  ft  color. 

124,  327  and  228— EJ  of  N.  B.  qr.  Sec.  15,  T.  33,  E.  u  E,  on  land  of  Weighttnan  and 
Waters.    Greenstone ;  coarse,  dark-brown,  very  heavy. 

220. 230,  231,  232, 335  and  224, 234— Same  locality  as  last.  Greenstone ;  colordark- 
gray  and  brown ;  said  to  contain  "Wolfram.  These  specimeus  are  from  a  drift  running 
into  the  bill-side  about  300  feet,  and  about  50  feet  deep  at  fui'ther  end.  There  is  said  to 
be  a  Greenstone  dyke  20  feet  wide  at  this  place,  hut  it  was  covered  up  with  debris  from 
above.    236,  231,  224,  226,  226,  227,  228  are  all  from  this  locality. 

233— Same  locality  as  last.  A  dark-green,  fibrous  Hornblendie  mineral  attached  to 
pai't  of  1S6.    This  is  from  nearly  a  quarter  of  a  nule  east  of  last  named  locality. 

237,  242,  and  243— From  shaft  near  Lloyd's,  8.  hf.  N.  E.  qr.  Sec.  15,  T.  33,  E.  5 1. 
White  Quartzose  rock,  with  long,  slender,  dark-green  crystals  disseminated. 

238,  339,  240, 241, 246— Same  locality  as  last.  Similar  but  darker,  color  gray  witti 
green  crystals  (Actinolile?), 

236  and  345 — Same  locality  as  last.  Compact,  white  rock,  resembling  237;  but 
green  crystals  are  wanting.  245  has  small  brown  octahedral  crystals  of  Iron  ore,  oiio- 
eighth  inch  in  diameter. 

241— Same  locality  as  last.  Resembles  last;  general  appearance  dark.  Contains 
milk-white,  rounded  particles  of  Quartz. 

The  rocks  from  224  to  244  inclusive  are  all  from  the  east  half  of 
N.  E.  quarter  Sec.  15,  T.  33,  E.  5  E.,  or  land  of  Weightman  and  Wa- 
ters. 

Near  the  south  part  are  several  shafts.  That  furthest  south  ex 
poses  a  vertical  wall  or  dyke  of  rock  (No.  237,  etc.,)  18  inches  wide, 
and  extending  as  deep  as  the  fihaft  runs,  which  is  about  15  feet,  but  it 
probably  extends  much  deeper.  The  course  of  the  dyke  is  about  N. 
E.  and  S.  W.,  and  is  surrounded  by  soft  Granite  or  Greenstone  Sand. 
Two  hundred  feet  north-west  another  shaft  has  been  dug  displaying  to 
view  a  similar  dyke,  about  2  feet  wide  and  running  about  north  and 
south.  A  quarter  of  a  mile  east  is  the  Greenstone  dyke  (Noa.  186  and 
233,)  eight  feet  wide  and  bearing  a  little  west  of  north.  Several  pits 
have  been  dug  in  this  vicinity  and  from  each  one  quantities  of  de- 
composed (Greenstone)  Sand  have  been  thrown  out,  and  I  was  in- 
formed that  black  Sand  had  been  panned  out  from  it.  In  washings  in 
the  road,  a  short  distance  east,  I  collected  black  Sand,  which  proved 
on  examination  to  be  Magnetic  Iron. 

On  waters  of  Captain's  Greek,  in  Sec.  20,  T.  32,  R.  6  E.,  there  ap- 
pears a  dyke  of  coarse  Syenitic  Greenstone  about  75  feet  wide,  bearing 
a  north  and  south  course,  and  occasionally  traversed  by  small  Epidote 
veins.    The  adjacent  rock  is  flesh  colored  Porphyry. 
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Two  hundred  yards  west  a  shallow  digging  has  exposed  a  deposit 
of  AabestoB,  but  of  its  exact  mode  of  occurrence  I  was  unable  to  de- 
termine as  the  pit  was  filied  up.  Washings  in  the  creek  near'by  show 
seama  of  Asbestos  in  Wreenstone  Sand. 

A  few  hundred  feet  west  a  pit  has  been  dug  into  Dolerite  and 
Platinum  has  been  reported  to  be  found  there,  but  specimens  I  sub- 
mitted to  Mr.  Ohauvenet  for  analysis  did  not  prove  its  existence  here. 

On  the  MineLaMotte  tract,  near  the  old  Flemingdwelling,  Sand- 
rock  is  traversed  by  a  dyke  of  Dolerite  about  6  feet  wide  and  pris- 
matic, the  prisms  horizontal.  The  course  of  the  dyke  is  N-  15°  E. 
The  Sandstone  adjacent  is  altei'ed  tea  Qaartzite.  Oneast  side  of  dyke 
is  a  Porphyry  which  is  somewhat  altered  near  the  dyke.  The  Porphyry 
is  exposed  up  and  down  the  branch  for  200  feet.  Further  up  and  also 
opposite  the  dyke  and  on  higher  ground,  the  Sandstone  appears  un- 
altered and  in  horizontal  layers. 

Granite,  from  Einstein's  property,  in  See.  13,  T.  33,  R.  5  E.,  is  coarse 
reddish  gray  and  contains  black  Hornblende.  Some  of, the  Granite 
in  this  vicinity  is  very  much  decomposed,  but  there  are  also  exten- 
sive outcrops  of  superior  Granite  for  building  purposes.  Good  Gran- 
ite quarries  can  be  opened  in  many  places  in  T.  34,  Rs.  5  and  6  and  in 
the  N.  E.  part  of  T.  33,  R.  5  E. 

I  would  remark  that  the  Porphyries,  although  they  are  often  of  a 
dark  or  black  shade,  will  show  a  red  tint  under  a  magnifying  glass. 

PRIMORDIAL  ROOKS. 

The  sedimentary  rocks  were  deposited  across  the  valleys  between 
the  mountains  and  hills.  In  the  order  of  deposition,  commencing  at 
the  oldest,  we  have  1st.  Sandstone,  Oonglomerates  and  Shaies.  2d, 
Marble  beds.  3d.  Gritstone  beds  with  some  beds  of  Magnesian  Lime- 
stone. 4th.  Magnesian  Limestone.  5th.  Chert  beds.  6th.  Sand- 
stone— the  last  found  on  the  hill-tops,  and  is  probably  the  equivalent 
of  the  Second  Sandstone  of  the  Missouri  Report.  The  Chert  (5th,)  and 
Sandstone  (6th,)  belong  to  the  age  of  the  Calciferous  Sandrock,  The 
Sandstone  (Ist,)  and  Marble  C2d,)  beds  and  Gritstone  (3d,)  areof  Pots- 
dam age. 

THE    LOWER    SANDSTONE 

Is  mainly  developed  across  the  northern  part  of  the  county,  in  Ts. 
33  and  34.  It  occurs  either  as  a  fine-grained  white  or  buff  Sandstone, 
or  as  a  coarse  brown  or  red  Conglomerate.  Near  GhoSson's,  there 
appears  about  45  feet  of  fine-grained  white  Sandstone,  almost  rest- 
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ing  on  the  Granite,  it  being  separated  by  'i  feet  of  a  coarse  red  slaty 
Sandstone,  as  shown  in  tlie  foUowing  section  :    (See  Fig.  10.) 

No.  1.    Bloiie,  red  Olayand  fragments  of  QiuirtK  I'OuJi. 

Ho.  2.    21  feet  Magneelaii  Limestone. 

No.  3.    IS  fe«tSilidous  Limestone. 

No.  4.    23  feet  Gritstone. 

No.  5.    'lOfeetofSaiidstonenearpointofcontiict  with  Granite,  but  where  the 

Magnesiaii  Limestone  is  seen ,  only  10  feet  of  Sitadstoue  appears  above 

the  water. 
No.  G.    4  feet  red  s^laty  S.'uidstom'.    (No.  ):i.) 
No.  7.     Granite. 

Specimen  (No.  102)  of  Sandstone,  from  10  feet  above  the  Granite 
is  fine  grained  white  with  even  texture  and  a  few  buff  stains  and  minute 
brown  specks.  The  lower,  slaty  red  Sandstone  specimen,  marked 
113,  is  very  dark  red  and  contains  small  Quartz  pebbles.  It  has  an 
irregular,  hackly  fracture  and  a  somewhat  slaty  cleavage.  The  red 
beds  are  better  developed  further  west.  On  Gravel  road,  at  the  cross- 
ing of  Pine  Creek,  they  are  upwards  of  20  feet  thick,  with  alternations 
of  the  following  described  beds  : 

No,    J,  Outcrop  of  yellow  Sandstone  on  hilltop. 

No.    2,  25  feet  Slope,  occasional  outcrops  of  coarse  Consionierjte. 

No.    3.  10  inches  fine-grained  drab  Sandstone. 

No.    4.  3  feet  brown  and  yellow  soft  Sandstone. 

No.    5.  3  inches  Sandstone,  flesh  drab  with  blaek  specks. 

No.    6.  2  inches  coarse  red  Sandy  bed. 

No.    7.  8  inches  yellow  Sand. 

No.    8.  2  inches  light  colored,  coarse,  soft  Sandstone. 

No.    9.  2  feet  very  dark  red,  soft  Sandstone. 

No.  JO.  d  Inches  coarse  yellow  Sandstone. 

No.  11.  2  feet  coarse  red  Sandstone. 

No.  12,  10  inches  hai'd,  coarse  gray  Sandstone. 

No.  13.  8  inches  dark  red  Shales. 

No,  14.  6  inches  firm  bed  of  coarse  Sandstone, 

No.  15.  1  foot  red  Shale  bed. 

No.  IG,  3  inches  yellow  soft  Sandstone, 

No.  17,  3  feet  red  Shales. 

No.  18.  10  inches  very  coarse  hard  Sandstone. 

No.  19.  3  feet  red  sandy  Shales. 

No.  20.  8  feet  beds  of  red  and  drab  CoDslomerate. 

No.  21.  3  feet  red  sandy  Shales. 

No.  22.  'i  feet  yellow  Sandstone  at  foot  of  hill. 

Total  thickness  of  Section  here  is  50  feet  7  inches.     Some  of  the 
G.s— 23. 
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fed  Sands  to  ne'contains  scales  of  Mica.  Specimens  marked  115,  IIG 
and  117  are  from  this  locality. 

North  of  David  Rhodes,  in  Sec.  18,  T.  33,  R,  6  E.,  is  a  quarry  of 
white  and  tuffSandatone,  A  part  is  a  tolerably  coarse  buff  with  oc- 
casional imbedded,  small  pebbles  of  igneous  rocks  and  a  few  scatter- 
ing scales  of  Mica.  Other  beds  from  the  same  quarry,  are  fine-grained 
white  and  drab,  with  scales  of  Mica  Bparins'y  diffused.  Specimens 
marked  93, 100  and  101  are  from  this  locality. 

At  Rhodes  house,  which  is  on  lower  ground,  is  a  red  Granite 
which  tIbbs  into  a  high  hili  to  the  west.  West  of  this,  near  St.  Fran- 
cois River,  the  conglomerate  beds  occupy  the  surface  on  hill-top,  and 
northward,  for  two  miles,  are  both  Sandstone  and  conglomerate. 

On  west  side  of  St.  Francois  River,  in  N.  W.  of  N.  E.  quarter  Sec. 
v!3,  T.  31,  R.  5  E,,  there  is  exposed  65  feet  of  Sandstone  and  Conglomer- 
ate, resting  directly  on  the  Granite.  The  upper  strata  are  deep  red 
Porphyritic  Conglomerates  and  Sandstones;  the  middle  beds  ara  fine- 
grained and  the  lower  gray  beds  rest  on  the  Granite  and  are  almost 
cemented  thereto.  Specimens  114  and  118  are  from  this  place.  The 
underlying  granulite  ig  very  coarse  and  just  to  the  south  rises  high 
into  the  hills,  cutting  off  the  Conglomerate  beds.  I'he  Sandstone  and 
Conglomerate  strip  here  is  not  over  a  quarter  of  a  mile  wide,  east  and 
west,  and  also  extends  but  a  short  distance  to  tlie  north. 

West  of  Wacbita  is  a  strip,  of  probably  a  half  mile  in  width,  ex- 
tending nearly  to  the  north  county  line,  of  coarse,  red  and  gray  Con- 
glomerate, composed  of  coarse  pebbles  of  Porphyry  and  Granite,  ce- 
mented together  by  a  ferruginous  material.  Thisrests  directly  on  the 
red  Granite,  which  rises  into  elevated  hills  on  the  west.  Specimens 
marked  111  and  112,  are  from  this  Conglomerate. 

In  S.  E.  of  S.  E.  qr.  Sec.  31,  T.  U,  R.  5  E.,  near  the  township  line, 
there  is  a  good  quarry  of  Sandstone  in  thick  even  beds. 

On  Iron  Mountain  Railroad,  at  101  mile  post,  the  railroad  cuts 
through  SiSfeet  of  soft,  yellow  Sandstone,  jointed  obliquely ;  the  joints 
presenting  as  much  as  12  feet  of  even  surface.  I  collected  some  speci- 
mens from  this  (marked  107,108,109  and  110,)  presenting  beautiful 
bauds  of  yellow  and  red.  Some  specimens  from  the  "  chimney  stack," 
near  by,  appear  to  consist  of  a  very  pure,  soft  Sandstone  of  a  beauti- 
ful pink  color,  spotted  white  and  pink,  with  the  sides  presenting  simi- 
larly colored   bands.    Specimens  of  this  are  marked  103,  lOi,  105, 106. 

North-west  of  Mine  LaMotte,  the  white  Sandstone  is  about  90 
feet  in  thickness.  West  of  Rock  Creek,  near  the  county  line,  and 
just  in  St.  Francois  county,  there  is  a  remarkable  lone  Sandstone  hill, 
called  Castle  Rock,  about  200  feet  across  and  about  60  feet  high  on 
the  upper  side,  and  80  feet  on  the  lower. 
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In  the  southern  part  of  the  county  the  lower  Sandstone  and  Con- 
glomerate beds  are  wanting,  but  their  place  ie  supplied  by  the 

MAEBLl!    BEDS. 

These  beds  are  entirely  unknown  in  the  northern  tier  of  town- 
ships, and  first  appear  in  the  southern  part  of  T.  33.  Fig.  11,  on 
Twelve  Mile  Creek,  on  east  side  of  Sec.  8,  T.  31,  R  6  E.,  shows  their 
relation  to  the  beds  above  and  below.  The  beds  dip  east  with  the 
iower  resting  on  Porphyry. 

The  specimens  collected  here  were  : 

No.  49.    From  the  upper  or  silieioiis  beds ;  ia  a  tolerably  fine-graliieil,  dull 

looking  (Irab,  having  a  wuiall  vein  lined  with  crystals  of  Dolomit*. 
No.  50.    rrom  same  place. 
No.  51.    Perrugiiious,  gray  Mwble,  with  splotch-like  veiusof  coarser  green 

and  buffMagneaiaiiLimestoue. 
No.  52.    Decomposing  Porphyry,  forming  a  part  of  a  shaly,  Conglomerate 

beneath  the  Marble ;  color  variegated  red,  brown,  green  and  buff. 
No.  53.    Prom  same  bed. 
Nf.  54.    Scd,  gray  and  dark-colored  Porphyritlo  Syenite,  contains  some  Horn 

blende,  and  is  t>erpendlenlarly  jointed. 

This  nucleus  of  Porphyry  is  not  exposed  over  a  lew  hundred  feet 
across. 

Oq  the  west  side  of  St.  Francois  liiver,  in  Sec.  13,  T.  31,  R.  5  E., 
we  have  the  following  ; 

No.  1.    Slopii,  with  some  oolitic  Chert. 

No.  2.    4  feet  very  line-grained,  close  textured,  dark-ash  colored  Magnesian 

Limestone.    (No.  37.) 
No.  8.    4  feet  Magnesian  Limestone,  very  ferrugluous,  slightly  flesh-colored, 

inclining  to  drab,  contains  a  green  mineral.    (Nos.  3H,  39  and  40.) 
No.  4.    5  feet  very  icoarsely  crystalline  Magnesian  Limestone,  cellular;  cells 

witli  brown  lining.    (No.  41.) 
No.  D.    3  feet  exceedingly  flne-grained,  silicious  rodt,  color  drab,  faintly  bnfP- 

lianded.    (No.  42.) 
No.  C.    S  feet  very  coarse,  heavy,  bufl'-stained  gi'ay  Slagiicsian   Limestone. 

(No.  43.) 
No.  7,    2  feet  very  fine-grained,  somewhat  white  Magnesian  Limestooo,  has 

minute  cells  of  wavy  form,  which  are  buff-lined.    (No.  44.) 
No.  8.    4  feet  very  coarse  Magnesian  Limestone,  witb  a  dip  of  22  deg.  and 

course  S.,  65  deg.  "W". 
.No.  !).    20  feet  MiitBLB  beds.  [Wos.  45  and  4G.) 
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The  Marble  here  is  a  fine-grained,  light-gray,  with  occasional  dis- 
Bsminafced  specks  of  Oalcite ;  is  buff-stained  on  the  coarser  part;  is 
also  faintly  tinged  with  pink. 

On  west  side  of  S.  W.  qr.  Sec.  10,  T,  32,  R.  6  K : 


No,  1.     CliBrty  Slope. 

No.  2.     JO  feet  ligbt-gray,  fine-grained  MagneKian  LicnoKtOiie,  green  and  buft- 

stained,  some  beds  are  whitish. 
No.  S.    10  feet  outcrops  of  Marble. 

This  is  a  very  fine-grained,  light-gray  Marble  with  buff"  stains 
(Specimens  No.  36.) 

No.  35.  This  is  a  light-gray,  fine-grained  Marble,  with  coarse,  bufl" 
stains,  very  closely  resembles  No.  36.    Locality,  Sec.  9,  T.  31,  R.  5  E. 

The  best  exposure  of  Marble  is  on  land  of  Oooper  heirs,  Oedar 
Creek;  about  8  feet  in  thickness  as  seen ;  and  as  it  does  not  percept- 
ibly dip,  it  probably  underlies  most  of  the  tract.  It  occurs  in  even 
layers  of  a  prevailing  red  color,  but  always  variegated  with  huff  or 
white,  with  occasional  spots  of  Carbonate  of  Lime,  with  clear  speclis, 
and  spots  of  the  same.  Some  layers  contain  minute  particles  of  limpid 
Quartz;  other  beds  are  coarse,  sub-crystalline,  colored  red  and  white, 
the  colors  arranged  in  obscure,  broken  bands,  parallel  to  the  surface 
of  deposit.  The  white  colors  are  coarser,  but  purer  Calcite  than  the 
red.  Some  other  layers  are  finely  compact,  traversed  by  reticulated 
veins  of  gray  Calcite;  others  blend  beautifully  from  a  drab  and  flesh- 
colored  to  peach  blossom  tint.  Other  variegated  Marble  beds  are  found 
in  Sec.  13,  T.  32,  R.  5  E. ;  also  in  Sec.  35,  at  Shut-in,  on  Morris  Creek, 
and  variegated  beds  in  See.  34,  T.  33,  R.  5  E.      ^ 

GKITSTOftK      lllCDS. 

In  the  above  Sections,  including  the  Marble  beds.  Gritstone  is  but 
thinly  represented,  and  only  by  a  few  feet  of  very  fine-grained,  eili- 
cious  rock.  Near  Fredricktown  the  eilicioua  beds  are  much  thicker. 
The  lower  beds  are  represented  by  strata  composed  of  numerous  mi- 
nute, round  silicious  grains  cemented  together. 

Fig.  10  shows  the  lower  Magnesian  Limestone,  Gritstone,  Sand- 
stone and  Granite,  and  is  more  particularly  described  as  follows : 

No.  ]..  31  foet  hard,  dark,  aah-blue  Magnesian  Limestone, 

No.  2.  18  feet  hard,  coarse-grained,  silicious  Limestone. 

No.  3.  33  feet  Gritstone  beds,  mostly  in  thick  even  strata. 

No.  i.  Coarse,  white  Sandstone  in  creek. 
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One  mi!e  north  of  Frederiektown,near  the  railroad,  the  Gritstone 
beds  were  observed  18  feet  thick  in  even  strata  ranging  from  2  inches 
to  2  feet  in  thiclcnesa — the  iower  beds  the  thinnest.  In  the  upper 
■atrata  are  drusy  cavities  with  small  and  pretty  white  crystals  of  Dolo- 
mite. I  also  observed  small  veins  of  Calcite  and  Dolomite,  and  on 
one  specimen  minute  crystals  of  Quartz  and  particles  of  Sulphnret  of 
■Copper.  The  rock  is  generally  fine-grained,  close-textured,  formed  of 
minute  round  grains  of  Quartz  disseminated  in  a  very  compact,  hard 
paste  of  Magnesian  Limestone ;  color  is  a  light  gray  or  whitish.  Nos 
T5  to  92  are  from  this  quarry.  This  rock  affords  a  good  building  mate- 
rial, is  mostly  very  hard,  firm  and  strong,  and  but  little  acted  upon  by 
■exposure. 

SINGULA    GlilTS. 

Nos.  61  to  75  inclusive,  except  62,  are  from  the  blufi's  on  the  north 
side  of  Brewer's  Creek,  and  represented  by  a  thin-bedded,  brown 
calciferouB  Sandrock,  abounding  in  a  small  species  of  Lingula  (Zin- 
gulella  lamborni — Meek),  and  also  containing  small  Quartzose  peb- 
bles and  crystals. 

No.  66.  Under  the  last  the^e  rests  a  dark  ash-blue  Magnesian 
Limestone  containing  small  crystals  of  Galena.  A  Section  I  made 
-close  by,  in  1858,  is  thus : 

No.  1.  ]5  feet  Slope  from  iiill-top;  outcrop  of  white  Sandstojip. 

No.  2.  9  feet  coarae  jjray  Sandstone. 

No.  'i.  6  feet  coarse  drab  Sandatone. 

No.  4.  11  leet  bufTsIUcious  Limestone,  in  thick  beds. 

No.  5.  5  feet  thin-bedded  drab  Limestone;  resftmblea  tbe  last. 

No.  6.  8  feet  Sandstone,  alternating'  with  coarse  conglomerate  beds ;  some 

porphyritic  pebbles. 

No.  7.  42  feet  Slope  to  bottom. 

No.  5  of  this  Section  may  be  the  Lingula  bed. 

No.  66.  At  railroad  bridge,  one  mile  north  of  Fredericktown,  we 
iiave  9  feet  of  very  dark  blue,  hard,  heavy,  close  and  fine-grained 
Magnesian  Limestone.  A  few  small  Quartzose  pebbles  were  observed 
adhering  to  the  outer  surface  ;  also,  a  little  green  Carbonate  of  Cop- 
per. These  beds  repose  on  the  Gritstone.  Some  remains  of  fossils 
were  observed,  among  which  were  Lingulella  lamhorni,  OrlhooeraSt 
a  turbinated  Gasteropod,  a  coral  resembling  in  cross  section  a  Zaph- 
mentis,  and  small  reniform  bodies  winding  irregularly  through  the 
rock,  in  some  places  leaving  an  empty  reniform  passage  less  than 
a  qaarter  of  an  inch  in  diameter.  Specimens  56  to  62  are  from  this 
locality, 
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MAGNESIAS    LIMESTONES. 

The  various  beds  of  rock  previously  described  may  be  of  an  older 
age  than  the  Third  Magnesian  Limestone  formation.  The  foaails  and 
low  position  in  the  geological  series  indicate  that  they  are  of  the  age 
of  the  Potsdam  Sandstone. 

We  come  now  to  speak  more  particularly  of  that  group  which 
includes  all  the  other  Magnesian  Limestones  seen  in  the  county.  This, 
together  with  the  overlying  Ohert  beds,  may  be  referred  to  one  and' 
the  same  group. 

The  lower  beds  near  Fredericktown,  lying  above  the  Gritstone  and 
Lingula  beds,  are  mostly  of  a  coarse  gray  or  whitish  color,  sometimes 
with  stains  of  buffer  green,  and  contain  a  good  deal  of  Calcite. 

On  the  Bloomfleld  road,  two  miles  from  Fredericktown,  there  is  a 
very  good  quarry  of  even-bedded,  flesh-colored,  faintly  banded,  fine- 
grained Magnesian  Limestone.  Specimens  marked  20,  21  and  23  are 
of  this. 

On  the  Greenfield  road,  one  mile  south  oj"  Fredericktown,  we  pass- 
over  thick  beds  of  dark,  coarse  Magnesian  Limestone,  good  for  build- 
ing purposes.  This  rock  resembles  the  fossil  beds  described  on  page 
357.  Three-quarters  of  a  mile  south,  the  road  passes  over  a  broad  ex- 
posure of  a  brownish  drab,  porous  Magnesian  Limestone,  worn  very 
rough  on  top  and  intersected  by  numerous  north  and  south  parallel 
fissures,  and  dipping  about  south  at  an  angle  of  5°.  Specimens  are 
marked  IT,  18  and  19. 

A  half  mile  south,  in  Mr.  Toler's  field,  we  find  a  coarse,  gray  Mag- 
nesian Limestone,  intersected  by  veins  of  Calcite  and  closely  resembl- 
ing the  rocks  at  Fredericktown.  A  small  Porphyry  hitl  is  exposed 
100  feet  south,  and  about  200  yards  down  a  creek  to  the  west  is  a  ledge- 
of  very  pretly  white,  inclining  to  flesh-color,  Magnesian  Limestone. 
StiU  further  west  a  few  hundred  feet,  and  just  beyond  a  ravine,  we- 
approach  another  hill  of  Porphyry.  Porphyry  also  occora  on  west 
side  of  creek. 

We,  therefore,  conclude  that  these  Magnesian  Limestones  must 
be  very  near  the  base  of  the  series. 

After  passing  over  mostly  high  Ohert  ridges  to  Geo.  Birch's,  in  W. 
half  of  N.  W.  qr.  Sec.  34,  T.  33,  E.  6  E.,  we  find  Magnesian  Limestones 
resembling  those  at  Fredericktown — coarse,  light  gray  with  buff  spots,, 
and  veins  and  particles  of  Oalc  Spar. 

On  the  head  of  Matthews'  Creek,  at  John  Bosweil'a,  in  N.  E.  qr> 
Sec.  3J,  T.  33,  K  6  E.,  there  is  an  outcrop  of  a  dark,  close-grained 


Magnesian  Limestone. 
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Passing  south,  over  high  Chert  ridges,  to  corner  of  Sees.  3, 4, 9  and 
10,  Magnesian  Limestone  is  seen  in  horizontal  strata.  Just  west  is  a 
hill  of  (lark  red  Porphyry. 

On  west  Bide  of  Sec.  10,  the  Magnesian  Limestone  beds  appear 
above  the  Marble.  Pasping  across  a  low  divid,e  to  waters  of  Trace 
Creek,  thence  along  its  valley  to  Barton  Berry's,  we  find  a  coarse, 
white  Magnesian  Limestone  (No.  33)  near  the  water,  and  is  the  high- 
est Limestone  seen  on  Trace  Creek.  The  hills  above  seem  to  be 
mostly  formed  of  Chert. 

Iq  Sec.  17,  T.  31,  K.  6,  E.,  on  Twelve-mile  Creek,  the  low,  whitish 
beds  are  very  thick.  This  piace  was  noticed  in  185S,  and  also  in  1871, 
and  the  following  Section  taken : 

Mo.  1.    16  feet  Slope — Chert  .ind  ilagnceiaii  Limestoni?. 

No.  2.  JIagnesian  Limestone ;  coarse,  open  texture,  buff  ami  gray ;  below  is 
eiose-grained  and  finer-,  some  is  green-tinged,  and  has  small  c«lls 
containing  minute  doloraitic  crystals ;  weathere  in  rough  points  stick- 
ing upward. 

No.  S.  22  feet  bed  of  dose-textured,  fine -grained,  gray  Magnesian  Limestone; 
part  has  a  flesh -colored  tinge ;  forms  a  perpendicular  escarpment. 

Specimens  from  here,  numbered  29,  30  and  31,  seem  to  be  nearly 
pure  Dolomites. 

No.  28  is  from  a  similar  bed  on  Twelve-mile  Creek,  below  White's. 

On  the  west  aide  of  St.  Francois  River,  near  the  county  line,  we 
find  a  coarse,  light  gray  Magnesian  Limestone. 

Similar  Limestone  was  found  at  the  foot  of  a  porphyry  hill  at 
Hofi'man's,  on  Big  Creek 

The  lowest  rock  observed  on  Mill  Creek,  above  the  porphyry,  in 
the  south'West  part  of  T.  31,  R.  5,  E.,  is  a  fine-grained,  silicions  Mag- 
nesian Limestone,  resembling  No.  43,  and  is  of  a  drab  color,  inclining 
to  buff.  It  may  be  equivalent  to  a  part  of  the  Grit-stone  series. 
Similar  specimens  were  collected  from  Sec.  9,  T.31,E.  5,  E.,  from  beds 
occurring  a  little  ways  above  the  Marble. 

At  Richardson's,  on  Mowser's  Creek,  on  the  west  slope  of  Mey- 
er's Mountain,  Magnesian  Limestone  resembling  that  described  on 
page  357,  dips  15°  from  the  hill. 

The  Limestones  we  have  been  speaking  of,  may  all  be  rel'erred  to 
the  Potsdam  Group. 

I'HIKD     MAGNESIAN    H.MESTONE. 

We  now  come  to  speak  of  rocks  still  higher  in  the  series. 
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Oa  N.  K.S.  E.  Sec.  18,  T.  31,  R.  6,  E,8everal  pits  have  been  dug 
for  Lead,  and  a  few  fragments  found.  Tha  section  here  made  in 
1858,  is ; 

.    No,    1.    S4  feet  Ctiert  Slope . 

No.    2,    11  feet  coarse  Mii^nesiiiaLlinestone,  with  small.  (Iriisy  cavities;,  liiiei-l 

witli  Quartz. 
No.  3.    21  feet,  meludins  ; 

1 — 5  feet,  many  Quartz  crystals. 
2— 5  feet  hard  SlUcious  rocks. 
S — Saody  Limestone. 
4— Compact  Magnesian  Limestone. 
No.  4.    Gompaet  drab  Magnestan  Limestone,  in  a  valley. 

On  the  bluifs  of  St.  JTrancoie  Kiver,  west  of  Sec.  8,  and  across  a 
ravine  half  a  mile  west,  we  find  about  100  feet  of  mostly  thick- 
bedded,  fine-grained,  dark,  ash-coiored  Magnesian  Limestone  ;  the 
upper  beds  coarse,  with  buff  spots;  and  the  slope  above  is  covered 
with  Chert  and  agatized  Quartz. 

On  Gimlet  Creek,  near  the  centre  of  Sec.  23,  T.  31,  R.  7,  E.,  there 
is  a  coarse,  drab  Magnesian  Limestone,  with  drusy  canities  of  milky 
Quartz. 

On  Shutley's  Creeii,  at  Rickman's,  we  have  : 

No.    1,    127  feet  Slope,  with  Chert  on  top. 

No.    2.    4  feet  light-colored,  coarse  Magnesian  Limestone. 

No.    3.    5  feet  coarse-grained,  gray,  heavy  Magnesian  Limestone,  nearly  a 

pure  Dolomite.    (Specimen  marked  No.  9.) 
No.    4.    11  feet  li^ht  gray,  coarse  Magnesian  Limestone  ;  contains  a  good 

deal  of  Chert. 
No.    5.    10  feet,  mostly  Chert,  with  some  Magnesian  Limestone. 
No.    6.    6  feet  coarse,  gray  Magnesian  Limestone. 
No.    7.    38  feet  Chert  and  Magnesian  Limestone. 
No.    8.    (1  feet  mostly  dark-colored  Magnesian  Limestone. 

Specimens  1  to  9  are  from  this  section;  6,7  and  8  are  from  the 
lower  portion. 

Ho.  6  is  compact,  buif  Magnesian  Limestone,  traversed  by  veins 
of  Chert  and  Doiomite  ;  joints  show  beautiful,  aborescent,  dendritic 
impresssions. 

No.  7  is  very  fine-grained,  Hght,  drab,  silicious  Magnesian  Lime- 
stone. One  side  is  covered  with  minute  crystals  of  white  Quartz.  It 
is  also  traversed  by  very  minute  veins  lined  with  exceedingly  minute 
crystals  of  Quartz, 
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No.  8  is  tolerably  fine-grained  Maguesian  Limestone,  slightly  crys- 
talline, and  contains  numerous  small  wavy  cells,  which  are  generally 
lined  with  minute  white  Quartz  crystals. 

Similar  beds  occur  on  Castor  Kiver,  in  Ts.  3L  and  32.  The  follow- 
ing, east  of  Rhodes',  in  8.  E.  qr.  Sec  36,  T.  31,  R.  7  E. 

So.     I.    46  feet  Chert  Slope,  contains  Sii-aparoUus^  Orthis,  ete. 

No.    2,    45  feet  Maguesian  Ijlmestone ;  flue-brained,  aomowhat  flesli-eoloi'ed, 

with  smtill  dnisy  Quartz  cavitiep,  and  inters tratifieil  with  Clicrt  in 

lower  part. 

On  west  side.of  Oastor  River,  in  S.  W.  qr.  Sec.  15,  T.  31,R.  5  E., 
Magnesian  Limestone,  occurring  near  base  of  hill,  has  foliated  Quartz 
crystalizations.  On  west  side  of  Oastor,  opposite  Geo.  Whitener'a, 
our  Section  shows : 

No.    I.    Ill  foet  Slope;  some  Sandstono  near  the  lop,  wltli  Ciiert  below; 

some  of  It:  ooliHe  and  some  containing  holes  of  Irregular  waved 

outlhies. 
No.    2.    10  feet  dark,  coarse  Magaesiau  Limestone. 
No.    3.    Chert  and  Quartz  crystals  on  Slope. 
No.    i.    24  feet  bed  of  wavy  cellular  Chert. 
No.    5.    33  feet  sandy  te!(tured,  ashy-gray,  coarse  Mag'nesian  Limestone. 

Specimen  marked  10  is  from  No.  5,  and  is  Magnesian  Limestone, 
to  which  is  attached  a  mammillary-shaped  nucleus  of  Agate,  covered 
with  an  aggregation  of  small,  bright  Quartz  crystals.  Tbe  Agate 
bands  are  of  different  colors ;  the  inner  white,  then  a  green  shade  with 
outer  white.  A  cross  section  shows  beautiful  interlocking  of  crystals 
at  the  sinus. 

Another  Section,  taken  near  this  in  1858,  is  as  follows : 

Siction  13. 

No.  I.  lU  feet  Slope,  with  Ohfirt,  Quartx  crystals  and  oolitic  Chert  and 
porous  Chert. 

No.    2.    16  feet  Cherty  Slope,  with  beautiful  crystals  of  ro.se  Quarts. 

No.    3.    43  f'set  Chert  Slope. 

Mo.    4.    1  foot  bed  of  Chert. 

No.  5.  7  feet  close-grained,  saiidy-textiirad,  gray  and  dral)  Ulagnesian  Lime- 
stone, with  Quartz. 

No.  6.  5  foet  close-grained  Magnesian  Limestone;  upperpart  bluish  drab, 
below  buff. 

No.  7.  lOJ  feet  somewhat  flesli-eolored  Magnesian  Limestone;  upper  part 
elose  and  hard,  below  soft. 

No.     8.     7  feet  Chert  beds,  with  a  few  thin   beds  of  gray  Magnesian   Lime- 
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No.    D.  6  feet  very  coarse,  gray  Magnesiaii  Liinestoiie. 

No.  10,  3  feet  drab  colored,  ashy  looking  Ijimestoiie. 

No.  11.  11  feet  lig-ht-gray  Magoeaian  Limestone. 

No.  12.  5  feet  brownish  gray,  coarse  Magnesian  Limestone. 

No.  13.  9J  feet — resembles  the  last,  but  somewhat  jjorous. 

No.  14.  11  feet  Slope  to  Castor, 

No.  15.  ilagnesiai]  Limestone,  with  Quartz  like  No.  5. 

At  Section,  corner  of  Sees.  16  and  9,T.  32,  R,  8  E.,  the  Porphyry 
approaches  close  to  stream,  from  each  side,  forming  a  "shut-in." 

A  short  distance  up  i-iver,  from  the  "  shut-in,"  at  John  Rohbin's, 
the  rock  is  a  flesh-colored  Magnesian  Limestone.  The  railroad  cut 
just  west  of  Oastor  exposes  a  fine-grained,  even-bedded  and  sometimes 
banded  Magnesian  Limestone. 


below  the   month  of  Berry's  Greek,  is  a 
an  Limestone ;  contains  a  pulverulent  pow- 
taken  in  N-  E.  qr.  Sec.  20,  T,  32,  K. 


On  Castor,  a  half  m: 
dark,  bluish-gray  Maguesi 
der.    The  following  Sei 
8E: 

No.    I.    Slope,  Chert  and  drusy  Quai-tz. 

No.  3,  33  feet  close-grained,  flesh-coloved  Magnesian  LIvuestoiie ;  weathers 
in  very  rough  smaH  peaks  oil  upper  surface. 

No.  3.  6  feet  Slightly  flesh-colored  Magnesian  Limestone,  a  little  coarser 
than  the  last. 

No.    4.    7  feet — resembles  the  last. 

No.    5,    22  feet  very  close-grained,  grayish,  cavernous  Magnesian  Limestone. 

No.    6.    5  feet,  coarae-grained  Magnesian  Limestone. 

No.  7.  27  feet  coarse,  gray  Magnesian  Limestone ;  upper  part  darker,  mid- 
dle whitisl). 

On  east  side  of  Castor,  in  Sec.  21,  T.  33,  R.  8  E.,  we  have. 

No.     I,    56  feet  heavy,  hard,  vitreous  looking  Itagniinian   Limestone ;  color 

ash  gray,  shaded  with  browi). 
No.    2,    5  feet  Magoesian  Limestone. 
No.    3.    6J  feet — resembles  No.  1 ;  has  grecji  aud  browji  shades  and  contains 

Dolomite  crystals. 

At  water's  edge,  near  crossing  of  Jackson  road,  we  And  an  outcrop 
of  dark  colored  Magnesian  Limestone. 

The  following  Section  shows  the  rocks  on  East  Trace  Creek,  near 
county  line : 

No.  12. 

No.    1.    72  feet  Slope  ;  some  Sandstone  ami  a  jjood  deal  of  Chert,  some  is 

cellular  with  fossils. 
No.    2.    3  leet  drab  Magnesian  Limestone. 
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No.  3,  le.feet  bed  of  cberty  Magnesiati  Limestone; 
Chert ;  some  of  it  with  beautiful  green  stria;. 

No.  4.  H  feet  Slope. 

No.  5.  4  feet  coarse,  buff  Magnesian  Limeatone, 

No.  C.  2  feet  Slope. 

No.  7.  11  feet  drab,  inclining  to  buff,  coarse  Magnesiai 

No.  8.  6  feet  thinly-bedded,  brittle,  silicions  Magnesiai 

No.  9.  3  feet  Slope  to  water  in  creek. 

Specimens  from  Chert  bed  east  of  Castor,  in  T.  31 ;  the  bed  is 
equivalent  to  No.  4  of  Section  described  on  page  861,  has  a  wavy  out- 
line and  open  testure  as  if  formed  of  numerous  thin  lamiuie  appressed 
and  united  into  one  bed,  sometimes  leaving  open  spaces  between  the 
laminffi,  which  are  often  incrusted  with  Quartz  crystals. 

In  the  above  descriptive  Sections  we  have  no  record  of  the  Mag- 
nesian Limestone  reaching  higher  than  100  feet  above  the  Btreama. 
On  St.  Francois,  near  Leatherwood,  we  find  it  about  lUO  feet  thick ;  on 
Twelve  mile  Oreek,  about  70  feet ;  Shutley  Creek,  80  feet ;  East  Trace 
Creek,  59  feet ;  Castor,  in  several  places,  50  to  75  feet,  and  at  one  place 
100  feet.    Scattered  over  the  hills  above  is  found 


Owing  to  such  immense  quantities  scattered  loose  over  the  sur- 
face, it  is  impossible  to  say  what  its  exact  thickness  may  be,  but  prob- 
ably between  100  and  200  feet.  On  ridge  on  Bloomlield  road,  6  miles 
S.  E.  Fredericktown,  we  find  occasional  outcrops  of  hard  white  Sili- 
ciouB  rock  sticldng  up  in  amorphous  masses  for  several  feet.  Similar 
cherty  masses  and  ledges  lie  along  the  hills  near  Trace  Creek,  near 
Barton  Berry's.  From  the  top  down  for  153  feet  are  occasional  Chert 
outcrops;  oolitic  Chert  near  the  top,  with  heavy  outcrops  of  Quartz 
rock  and  Mammillary  and  agatized  Crystals  below.  From  this  down 
to  where  the  Magnesian  Limestone  crops  out  there  is  130  feet  Slope, 
covered  with  Chert  and  Quartz.  The  hills  and  hill  sides  are  covered 
with  large  masses  of  Chert  and  Silicious  rocks,  and  there  seems  to  be 
no  doubt  that  the  silicious  and  Chert  beds  are  at  least  100  feet  thick, 
and  may  be  150  feet.  On  Shutiey  Oreek  we  have  127  feet  of  Cherty 
Slope  to  top  of  Limestone  beds.  On  Castor,  near  Geo.  Whitener's,  176 
feet  Slope,  with  oolitic  OherC  near  top,  and  numerous  cry stalized  forms 
of  drusy  Quartz  and  loose  masses  of  Chert  strewn  along  the  surface- 
In  Sec.  23,  T.  34,  R.  7  E.,  and  for  2  miles  west  and  east,  towards  Castor, 
the  hills  are  covered  with  compact  and  oolitic  Chert. 
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The  tops  of  all  the  ridges  in  the  county,  where  there  is  no  porphyry 
or  Granite,  are  covered  with  Chert. 

Fossils  were  collected  from  the  following  localities  from  the  Chert : 
Sec.  19,  T,  34,  R.  8  E.    Straparollus  and  MuroHaonia. 

Sec.  16,  T.  33,  E.  8,  E.,  Maclurea,  etc. 

Sec.  17,  T.  31,  K.  5  E.,  SiraparoUns,  Orthis,  Orthooeras  on  hill  top. 

Sec.  33,  T.  31,  R.  8  E.,  a  few  fossils  from  Chert. 

Sec,  15,  T.  31,  R.  8.    The  Chert  contains  numerous  fossils,  Ortho- 

aeraa  (fine  spec.)  Maolurea,  &iraparoUus ,  JSuomphalus  Capultis 

(fine  epec,^ 

Sec.  33,  T.  32,  E.  8,E.,  Stfaparollus  in  oolitic  Chert. 

Sec.  2%  T.  33,  E.  6  E. 

Sec.  36,  T.  31,  R.  7,  Straparolhis,  OrtMs  ;  etc. 

Sec.  29,  T.  32,  K.  6,  StraparoUua.  These  fossils  are  evidently  typ- 
ical of  the  Calciferous  Sandrock. 

Specimens  marked  93,  94  and  95,  are  oolitic  Chert  from  top  of 
these  beds.  No.  93  is  very  pretty  when  magnified.  The  oolites  are 
white,regularly  rounded  with  emal!  pit  in  the  center.  One  side  is 
worn,  cutting  the  oolites  in  two,  but  not  displacing  them'  In  No.  94 
some  oolites  have  a  solid  center,  with  space  separating  it  from  the 
periphery.  In  Nos.  95  and  96,  we  find  many  oolites  cemented  into  a 
fattened  mass,  in  which  the  oolites  are  scarcely  distinguishable. 

SECOND    SANDSTONE. 

Occasional  masses  of  white  or  gray  sandstone,  sometimes  soft, 
but  more  often  hard,  are  found  near  the  tops  of  the  cherty  ridges.  It 
was  only  recognized  in  soutli  and  east  part  of  the  county,  was  rarely 
fonnd  inT.  31,  E.  5.  E.,  many  masses  are  found  on  ridges  between  Big 
Creek  and  Castor; also  east  of  Castor,  near  south-east  corner  of  the 
county,  it  occurs  at  a  good  many  places.  I  there  found  it  containing 
a  species  of  Enomphalus.  Specimens  marked  230  and  121  were  collec- 
ted from  Chert  ridge,  north-west  of  Burns' Mountain,  and  about  150 
feet  below  the  mountain  top.  Specimen  No.  119  was  collected  from 
hills  east  of  Castor,  in  T.  33,  and  is  a  fine-grained  indurated  Sandstone, 
on  one  side  studded  with  minute  crystals  of  Quartz.  This  also  shows 
a  beautiful  example  of  mudcracks. 

Upon  recapitulating,  we  find  the  varioas  rocks  to  foot  ap  thick- 
nesses as  follows : 
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Chert  beds 125  feet. 

Magnesiaii  Limestone,  Ohert  and  Quartz  100  feet. 
Lower  Magnesian    Limestone,   probably  125  feet. 

Gritstone  and  Lingtila  beds 50  feet. 

Marble  beds 5  to  20  feet. 

Sandstone   and   Conglomerate  beds,  5  to  90  feet. 


The  above  does  not  include  the  second  Sandstone  overlaying  all^ 
but  whose  thickness  I  couSd  not  exactly  find,  probably  20  feet. 

MINERAL  DEPOSITS. 

The  following  is  a  brief  notice  of  certain  mineral  deposits  : 
IRON    OIEE. 

In  W.  half  N.  W.  qr.  Sec.  34,  T.  33,  R,  6  E.,  quantities  of  brown 
Hematite  lie  strewn  over  the  surface.  At  Geo.  Birch's,  near  by,  there 
is  a  small  Chalybeate  spring. 

On  land  of  Chas.  W.  Creasy,  in  S.  E.  of  S.  E.  Sec.  36,  T.  31,  K.  5  E., 
near  county  line,  red  and  brown  Hematite  ores  are  both  found.  The 
red  seems  more  silicious,  occurs  in  a  Sandstone  and  in  breeciated 
Chert;  the  brown  is  massive  and  sometimes  stalactitic  in  form.  The 
hill  here  is  187  feet  high — Magnesian  Limestone  cropping  out  at  75 
feet  above  the  base.     A  thick  growth  of  pines  covers  the  hill. 

On  Jacob  Hoffman's  land,  on  west  side  of  Big  Creek,  one  mile 
north  of  south  county  line,  large  masses  of  brown  Hematite  are  found 
lying  in  a  ravine  at  the  foot  of  a  porphyry  hill. 

On  land  of  Eli  Hovis,  in  Sec.  29,  T.  31,  K,  7  E.,  was  observed  a  good 
deal  of  brown  Hematite;  some  (ibrous  but  mostly  massive,  some 
ochrey,  some  associated  with  angular  fragments  of  Chert,  and  some 
with  Sandstone.    Same  Sandstone  shows  mud  cracks  on  the  surface. 

At  the  old  Shutley  place,  east  of  Castor,  we  have: 

No.  1.    68  feet  cherly  Slope ;  some  friigineuta  of  brown  Hematite. 
No.  2.    53  feet  masses  of  Sandstone,  CfierC  nnd  fragments  of  Iron  ore. 
No.  3,    42  feet  Slope ;  large  masses  of  brown  Hematite ;  a  good  deal  of  Cheit, 
some  porous  and  wavy. 

Many  masses  of  Iron  ore  lie  strewn  along  the  ravine.  The  Sand- 
stone is  undoubtedly  the  Second,  and  the  upper  Chert  beds  may  be 
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beds  of  passage  from  Second  Sandstone  to  Third  Magnesian  Lime- 
fitone. 

There  are  other  places  in  the  Oastor  Ililla  where  Iron  ore  seems 
quite  abundantly  difiused. 

Brown  Hematite  is  rather  abundant  at  several  localities  near  south 
line  of  county,  in  T.  31,  7  E. 

On  Jackson  road,  six  miles  east  of  Fredericktown,  was  observed 
a  pit,  4  feet  deep,  passing  through  Chert,  white  and  reddish  Quartz, 
and  red  0!ay.  Iron  ore  was  the  object  of  the  digging,  but  none  seems 
to  have  been  found. 

On  the  same  road,  three  miles  from  Fredericktown,  I  observed 
many  quite  large  mass9s  of  brown  Hematite. 

At  Toler's,  two  and  a  half  miles  south  of  Fredericktown,  washings 
in  a  ravine  disclose  many  masses  of  a  cellular  Iron  ore  mingled  with 
a  soft,  ferruginous  Clay,  and  resting  on  Magnesian  Limestone.  A  little 
over  a  quarter  of  a  mile  south  are  found  masses  of  brown  Hematite. 
Iron  ore  is  only  occasionally  found  on  Poweil  Callaway's  land,  one 
mile  south-east  of  Toler's. 

On  a  ridge  in  S.  W.  qr.  Sec.  1,  T.  33,  E.  5  E.,  a  pit  has  been  dug 
into  a  very  ferruginous  porphyritic  rock. 

In  Lot  No.  3  of  N.  E.  qr.  Sec.  6,  T.  33,  R.  6  E.,  there  seenis  to  be  a 
good  deal  of  Specular  Iron  ore  on  the  surface. 

On  John  Miller's  land,  in  Sec.  29  (?),  T.  34,  R.  6  E.,  there  is  a  Vein- 
stone with  Specular  Iron.  The  thickness  of  the  vein  could  not  be 
ascertained,  but  it  seemed  rather  irregular,  judging  from  the  appear- 
ance of  specimens,  and  is  probably  less  than  2  feet.  The  vein  could 
be  traced  in  another  ravine  bearing  N.  15"  W.,  about  200  yards  off. 
The  wall  rock  is  red  Syenite. 

The  old  Koch  shaft  is  located  on  E.  half  of  S.  W.  qr.  Sec.  13,  T.  33, 
K,  5  E.,  on  land  now  belonging  to  Einstein.  It  is  probably  20  years 
since  it  was  dug.  It  was  sunk  in  a  Quartz  vein  and  some  mineral  re- 
moved, but  at  present  there  are  few  specimens  to  be  seen  on  the 
ground  excepting  fragments  of  Quartz  with  a  little  Iron  Pyrites  at- 
tached. In  no  specimens  that  I  obtained  could  any  valuable  mineral 
be  detected,  but  Gold  and  Tungsten  are  both  reported  to  have  been 
obtained.    The  adjacent  rock  is  a  reddish  gray  Syenitic  Granite. 

At  Mrs.  King's,  in  S.  W.  S.  E.  Sec.  11,  T.  35,  E.  5  E.,  a  shaft,  10  feet 
in  depth,  revealed  a  rich  vein  of  Specular  Iron  bearing  N.  E.  The  sur- 
rounding rock  is  a  decomposed  granitic  Sand.  The  ore  analyzed  by 
Mr.  Ohauvenet  gave : 
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Insoluble  silkious  mattei  4  S4  por  cent. 

Peroxide  of  lion  M  !8 

Metaliic  Iron-  r  ,  i3 

Washings  in  a  gulley  near  by  bring  to  the  surface  a  good  deal  of 
black  Sand. 

"  Black  Sand  "  is  i'ound  in  considerable  quantitiee  at  several  places, 
among  which  are  the  north  and  east  side  of  Daguerre  Mountain,  north 
side  of  Blue  Mountain,  in  Sec.  19,  T.  34,  E.  5  K  ,  the  eastern  part  of 
Sec.  15,  T.  33,  R.  5  E.,  and  in  Sec.  1,  T.  33,  R.  5  E.,  also  four  miltes  west 
of  Fredericktown  and  on  head  of  Captain's  Creek,  Afc  Mr.  North's, 
black  Sand  was  found  in  a  well  at  30  feet  below  the  surface. 
Specimens  examined  prove  it  to  be  magnetic  Specular  Iron. 
An  imaginary  line  being  drawn,  commencing  at  north  end  of 
Rock  Creek  Mountain  (where  we  find  Rock  Crystal),  thence  crossing 
at  rapids  of  St.  Francois, River  at  Dolerite  Dyke,  in  Sec.  2,  T.  33,  R.  5 
E,,  (where  Quartz  is  also  found),  passing  north-east  by  Quartz  vein,  in 
N.  E.  Sec.  6,  T.  33,  R.  6  E.,  thence  to  Mine  LaMotto.  Another  imagin- 
ary line,  beginning  near  Lloyd's,  in  N.  E.  Sec.  15,  T.  33,  R.  5  E.,  passes 
direct  by  Eucholz  Mine,  in  Sec,  11,  crossing  at  St.  Francois  Rapids, 
thence  near  Quartz  vein,  in  Sec.  8,  T.  33,  R.  6  E.,  to  vein  at  John  Mil- 
ler's, in  Sec.  20,  T.  34,  R.  Q  E. 

LEAD. 
The  Lead  mines  are  more  fully  described  by  Dr.  Norwood,  p.  371, 
^t  seq.,  and  Mr.  Gage,  in  his  report. 

The  Lead  bearing  rock  at  the  Fox  Mines,  at  the  O'Bannon  place, 
is  a  clearly  crystalline  bluish  gray  Magnesian  Limestone,  with  many 
drusy  cavities.  These  cavities  are  generally  lined  with  Dolomite 
crystals.  The  Galena,  when  present,  generally  reposes  on  the  Dolo- 
mite, Iron  pyrites  on  the  Ga,lena,  and  also  on  Dolomite.  Caleite  is 
also  common. 

The  working  shaft  is  90  feet  deep.  Some  mineral  was  found  at  14 
"feet,  but  mainly  below  44  feet  depth.  Borings  were  made  at  numer- 
ous places  on  the  tract,  some  as  deep  as  90  feet,  and  Lead  mineral 
found  in  all.  The  boring  all  pass  through  bluish  Magnesian  Lime- 
stone and  Gritstone,  thence  through  a  coarse,  gritty  Sandstone  to 
Porphyry.     (See  Gage's  report  and  Dr.  Norwood's  report  on  p,  — .) 

A  half  mile  north,  the  Sandstone  crops  out,  and  is  of  a  coarse, 
-(iuartzitic  appearance. 

Just  south  of  the  mines  Porphyry  appears.  The  loose,  siliceous 
Limestone  beds  of  these  mines  occasionally  inclose  small  particles  of 
reddish  Porphyry. 
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Borings  one  mile  north  of  the  chief  mines  revealed— 

No.  1.    80  feet  Mflgnesiaii  Limestone. 
No.  2.    68  feet  Sandstone, 
No,  3.    Granite. 

The  formations  at  Mine  La  Motte  appear  thus : 

No.  1.    5  feet  red  surfa**  Clays. 

No.  2.    G  feet  deep  brown  Ociire;  probably  deconiposeti  Liuiestone. 

No.  3.    22  feet  bard,  close-grained  bluish  ^ray  Magnesian  LimestoDe— cap 

[■ock ;  contains  many  small  Quai'tz  particles.    After  iong^  exposure 

ihey  appear  studded  over  the  surface  of  the  Limestone,  and  tlie 

latter  becomes  a  deep  brown, 
No.  4.    Tl'eetcoiirseofflnelycrystallitieli^htgray  or  whitish  vitreous 

Lead  bearing  rock. 

At  the  old  Copper  mines,  the  Lead  bearing  rocks  rest  against  a 
Porphyry  hiil  on  the  west,  and  in  the  branch,  a  short  distance  below 
the  washing  rooms,  a  eoarse  Sitndstone  appears. 

A  sample  of  Galena  from  fchese  mines  gave,  on  examination  by~ 
Mr.  Ohauvenet, 

Copper none. 

Nickel 1.08  per  cent. 

Cobalt. m 

Galena  with  '  Gangue,"  from  Neidnei's  shaft,  Mine  La  Motte,  gave., 

Leid  (metilliL)  6  <  5J  per  ceriL 

Copper  trace. 

Nickel..  -1  i'i  per  cent. 

Cobalt.  1  ■12 

lion  present  (Fe.  S:t.) 

A  sample  ol  Galent  from  the  Tack  Diggmi^s  gave  no  trace  of 
either  Copper,  Nickel  or  Cobalt. 

A  Nickel  ore  from  same  mines,  gave, 

Copper 2,04  per  cent. 

Nickel : 2,27 

Cobalt l.eo 

Iron  present,  with  traces  of  Lead:  the  metals  present  a  Sulphides. 
—no  Arsenic  revealed.  Specimens  of  ore  from  Fox's  Mines,  submit- 
ted to  Mr.  Chanvenet,  did  not  reveal  any  Nickel. 
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Near  John  Eevel'sj  north  of  Burns'  Mountain,  some  attempts  afc 
mining  have  been  recently  prosecuted  in  a  hard,  cryp to-crystalline, 
dark  red  Porphyry,  in  search  of  Silver.  There  are  3  obscure  veins, 
with  a  course  of  N.  10°  E.,  passing  parallel  in  the  Porphyry,  and 
about  8  feet  apart.  They  are  2  inches  more  or  less  in  thicltneSE.  The 
easternmost  one  is  a  dark  bluish  gray  Veinstone,  containing  many 
small  cubes  of  Iron  pyrites  disseminated. 

Other  minerals  observed  in  the  veins  were  Galena  and  Zinc 
blende.  The  Galena  are  mostly  in  the  western  vein.  Its  analysis  by 
Mr.  Ohauvenet  gave, 

Silver 4  oz.  ti>  the  ton  (2000  fts. 

Lead 12.84  per  cent. 

Mr.  Chauvenet  says:  "  If  the  ore  could  be  concentrated  it  would 
contain  about  30  oz.,  or  even  more,  of  silver  to  the  ton,"  The  vein  is, 
too  minute  at  present  to  work  with  profit,  and  I  could  see  no  proba- 
bility of  its  increasing  to  paying  dimensions. 

Gkay's  Mountain 

Lies  partly  in  Madison  and  partly  in  Wayne  county.  It  curves  around 
from  Sec,  33,  T.  31,  R.  5,  southward,  into  Sees.  4,  0, 16  and  17,  of  T.  30, 
K.  5.  Crane  Pond  Creek  and  Big  Creek  wash  it  on  the  west.  Big 
Creek  separating  it  from  Logan  Mountain  which  seems  to  rear  itself 
very  high  opposite  and  across  the  stream.  Several  varieties  of  Por- 
phyry, Greenstone  and  other  Archtean  rocks  are  found.  High  Chert 
hills  appear  just  east  of  its  eastern  extremity. 

In  Sec.  4,  T.  30,  R.  5  E,,  from  a  shaft,  or  rather  pit,  8  or  10  feet 
deep,  we  procured  a  red  Porphyritic  conglomerate  and  grayish  rock 
with  pyrites.  Some  red  Shales  are  also  found  here.  This  pit  was  dug 
in  search  of  Nickel, 

In  the  valley  south,  in  Sec.  9, T.  30,  li.  5E.,  wefonnd  dark  Porphyry, 
weathers  gray;  when  fractured  appears  black,  but  magnified,  shows 
dark  red,  with  flesh  colored  crystals  of  Feldspar  and  feldspathic  bands 
or  striae  ;  weathers  in  gray  bands  and  is  very  fine  grained.  Two  other 
specimens  of  coarse  rock  from  the  same  locality  have  a  variegated 
gray  appearance,  and  contain  Quartz  and  a  deep  purple  colored  min- 
eral. On  Crane  Pond  Creek,  just  north  of  Gray's  Mountain,  in  Sec.  7, 
T.  30,  R.  5  E.,  we  find  a  hard,  very  fine  grained,  pretty,  dark  but  bright 
red  Porphyry,  containing  small  particles  of  Quartz  and  a  green  min- 
eral. At  this  locality  a  dyke  of  coarse,  very  hard,  tough,  heavy  Green- 
stone crosses  the  creek.     This  rock  contains  black  Hornblende  and 
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greenish  shaded  white  t'eldspar,  and  granules  of  Iron  pyrites,  and  a 
greenish  hornblendic  mineral. 

On  the  west  end  of  Gray's  Mountain,  in  Sec.  17,  T.  30,  R.  5  E.,  Por- 
phyry— fine  grained,  splits  free,  containing  compact  Feldspar  and 
small  granules  of  Quartz,  and  a  little  greenish  mineral;  color  is  vari- 
egated, black  and  dark  red.  A  specimen  shows  small  parallel  wavy 
bands,  and  contains  minute  yeliow  specks.  One  specimen,  very 
compact  shows  beautiful  green  crystals  of  Feldspar,  and  the  rock 
in  variegated  shades  of  light  and  dark  red,  with  irregular  green  bands. 

From  the  same  locality  we  have  a  green,  slaty  rock  (Talcose 
slate?)  It  was  strewn  along  up  and  down  the  mountain  for  a  width 
of  20  or  30  feet,  but  did  not  see  it  in  place  for  that  width. 

Careful  examinations  of  this  mountain  may  result  in  much 
interest. 
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BY   T>It.    J,    G.  NOaWOOD. 


Frask  0'BA^'^'o^''s  Qoai 


The  rock  here  is  fine-grained,  drab  and  bluish  drab  Sandstone  ; 
shaly  for  an  inch  or  more  in  the  bed  planes;  rather  soft;  easily 
worked,  Beds  exposed,  from  3  to  8  inches  thick.  Entirely  free  from 
joints.  Flag  stones  of  bluish  tinge,  and  of  any  size  from  2^  to  3  and 
i  inches  thick  (the  thin  beds  having  many  fucoidal  markings  on  their 
surface,)  may  be  obtained.  Rock  dips  S.  25°  E.,  at  an  angle  of  5". 
This  quarry  affords  beds  of  excellent  Grit,  suitable  for  grindstones  and 
whetstones. 

On  O'Bannon's  farm  a  shaft  was  sunk  through  Soil,  Sandstone,  and 
hard  blue  Grit-stone,  for  47  feet,  down  to  Granite,  in  search  of  a  Lead 
vein.  The  blue  Grit-stone  has  Pyrites  scattered  through  it;  and  at  the 
bottom  of  the  shaft,  brecciated  conglomerate,  with  Fe.  S.,  and  appar 
ently  Ou.  S.  and  Ni.  S. 

East  and  west  seams  of  Galena  occur  in  Sandrock  in  the  bed  of 
the  creek  below  O'Bannon's  house. 

Frank  O'Bannon  says  he  took  300  pounds  of  Galena  from  a  hole 
dug  a  few  feet  deep  in  the  Sandstone,  near  where  I  saw  that  mineral 


A  section  of  rocks  on  the  old  O'Bannon  place  sho 

Soil- 

Mflifneslan  Limestone  (mineral  bearing). 

Yellow  ancJdr.ab  Sandstone. 

Blue  Grit. 

Granite. 

XOTK.— Tlie  piBseiil  Foi;  mines  aiii  ml  O'Bminoii'e  land. 
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After  leaving  the  village  of  Syraraestown,  north  of  Mine  La  Motte, 
Sandstone  shows  itself  all  the  way  to  Rock  Creek.  It  is  dark  drab 
and  yellow,  and  many  of  the  beds  coarse-grained. 

At  the  cave  near  the  old  slag  furnace,  is  a  granite  "  dyke"  abont 
40  feet  in  width,  bearing  N.  E.  and  S.  W.,  and  traversed  by  a  Trap 
dyke  7  feet  wide,  bearing  N,  15°  E. 

The  overlying  Sandstone  is  not  disturbed  ;  the  lower  15  feet  is 
shaly;  above  that  it  occurs  in  rather  thick  beds,  and  coarse-grained. 
It  extends  into  St.  Francois  county,  and  forms  the  strata  upon  which 
Castle  Rock  rests. 

From  the  St.  Francois  county  line  to  Mine  LaMotte,  the  surface 
shows  no  rock  but  Sandstone,  with  a  Granite  knoll  at  one  point.  The 
white  Sandstone  at  Mine  LaMotte,  is  probably  the  equivalent  of  Frank 
O'Bannon's  quarry  beds. 


About  100  yards  below  .the  opening  of  the  old  adit,  the  Sandiitone 
dips  east  at  an  angle  of  12"  to  13°.  (No,  1).  About  50  yards  higher  up, 
abed  of  Magnesian  Limestone  crops  out — a  few  feet  only  exposed. 
(No.  2).  In  a  ravine  west  of  the  opening  of  the  mine,  is  Magnesian 
Limestone  in  heavy  beds,  {No.  3,)  dipping  S.  E.  at  an  angle  of  20°. 

Lead  occurs  in  the  joints  and  seams ;  Lead  in  No,  3  of  the  ravine- 
No  perceptible  dip  of  the  beds  is  seen  at  the  adit.  A  fault  is  exposed 
north  of  the  mine  which  has  caused  the  ravine.  Nine  feet  of  rock  is 
here  exposed.      Sandstone  below  dips  east,  and  the  Sandstone  over  a 


large  district  north  of  the  Philadelphia  m. 
laid  on  the  west  by  a  Granite  ridge,  and 
jng  Magnesian  Limestone,  at  and  in  the  a' 


dips  east.  It  is  under- 
i  overlaid  by  mineral  bear- 
ghborhood  of  the  minea. 


LOCALITIES    NEAli    FEEDE  EIOKTOWN. 

On  the  farm  of  James  Hill,  deceased,  about  half  a  mile  north- 
west of  the  dwelling-hoiise,  some  digging  has  been  done  in  Magnesian 
Limestone,  and  some  Galena  was  found  in  the  Clay  overlying  the 
rock.  A  shaft  was  sunk  to  the  depth  of  16  or  17  feet,  {J.  Hill,  Jr.,) 
and  about  3,000  pounds  of  mineral  taken  out.  The  rock  is  drab-col- 
ored and  rather  soft,  with  Galena  disseminated  through  it.  ThisLime- 
stone  is  underlaid  by  the  same  Sandstone  which  is  found  on  the  oppo- 
site slope,  and  over  the  country  between  this  place  and  Hick's  place. 

On  Ur.  Gosney's  land,  and  on  that  of  Wm.  Deguerre,  Magnesian 
Limestone  with  Galena,  shows  itself  at  several  points. 

On  the  land  of  Chris.  Buford,  Magnesian  Limestone  crops  out  in 
thick  beds,  and  dips  W.  at  an  angle  of  5°.     Lower  beds  dark  colored, 
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veiy  compact  and  crystalline.     Upper  beds  crystalline,  and  resemble 
the  Lead  bearing  beds  north-west  of  this  locality. 

The  country  here  rises  to  over  60  feet  above  the  level  of  the 
streams,  and  is  as  line  agricultural  land  as  any  in  the  State.  Nowhere 
too  rolling  for  tillage,  nor  too  flat  for  drainage.  With  the  exception  of 
a  few  granitic  and  porphyry  hills,  the  whole  region  is  underlaid  with 
the  Lead-bearing  Magnesian  Limestone.  I  have  never  seen  finer  corn 
in  any  State,  than  1  saw  in  August  growing  over  this  whole  region. 
With  its  rich  soil  to  be  seen  everywhere,  and  its  mineral  wealth  which 
will  certainly  reward  the  judicious  miner,  there  are  few  localities  in 
Missouri  to  be  compared  with  this  in  real  value. 

Ja.iies  Mahshall's  Place,  T,  33,  K.  7,  Sbc.  15— Paht  or  old  St.  Michaiot.  Ghan't. 

No.  I.    Soil  and  Bed  Clay  with  loose  Copper  ore ;  one  specimen  was  found 

weighing  SO  pounds. 
No.  2.    Magnesian  Limestone. 

The  rock  occurs  in  beds  from  1  to  3  feet  thicli.  Mr.  M.  has  opened 
a  vein  of  Sulphuret  and  green  Carbonate  of  Copper  in  an  east  and 
west  lode.  He  says  he  took  out  about  4,000  pounds  of  ore  from  the 
top  of  the  rock.  Mr.  Collier  sunk  a  shaft  about  8  feet  on  east  end  of 
the  diggings,  and  Mr.  M.  says  the  prospect  was  more  favorable  the 
deeper  Mr.  C.  went.  The  rock  at  this  place  has  been  quarried  for 
piers  and  culverts  by  the  railroad  company.  A  good  deal  of  brown 
Hematite  is  scattered  over  the  surface  of  the  land  south  of  Marshall's 
place,  and  some  of  it  has  been  collected  into  pilea  for  shipment.  The 
rock  forming  the  creek  bed  above  Marshall's  house  is  traversed  by 
veins  of  Calcite—"  White  TilF"— and  200  yards  south  of  Marshall's 
mine  there  is  a  cavern  in  the  Magnesian  Limestone. 

In  No.  13  Malachite  occurs  in  small  druseys  cavities  in  the  Hem- 
atite, through  which  the  Copper  is  disseminated.  This  locality  is  worth 
further  exploration. 

The  Buckeye  Copper  Mines  are  located  on  the  N.  W.  qr.  of  the  S. 
W.  qr.  Sec.  16,  T.  33,  R.  7  E.  A  shaft  was  sunk  125  feet  deep  by-Pom- 
eroy  in  1844, 1845  and  1846,  but  suspended  work  inl847.  The  ore  was 
obtained  in  the  form  of  a  Sulphuret  and  Carbonate,  with  some  black 
Oxide,  distributed  in  a  ferruginous  cement  uniting  a  brecciated  Mag- 
nesian Limestone. 

On  James  B.  Campbell's  farm  an  opening  has  been  made  at  the 
base  of  a  high  ridge  of  Magnesian  Limestone  and  a  good  deal  of  Iron 
ore  (Limonite,)  thrown  out.  The  surfaces  of  the  lumps  are  covered 
by  minute  crystals  of  Iron  Sulphate  and  efflorescence  from  arsenical 
pyrites,  which  is  abundantly  disseminated  through  the  Hematite.   The 
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width  of  the  opening  is  about  40  feet.  The  Iron  ore  extends  about  6 
feet  deep  to  the  bedrock  of  Magnesian  Limestone.  Mr.  Campbell  and 
fol.  Foster  both  say  that  there  are  evidences  of  a  vein  which  dips 
into  the  hill  at  an  angle  of  about  45°. 

On  Jackson's  farm,  near  Fredericktown,  about  SOO  pounds  of  Cop- 
per are  said  to  have  been  taken  out  of  a  hole  7  feet  deep. 

Mine  La  Mottk, 

Examined  the  "Jack  Diggings,"  the  "Golden  Vein"  and  the 
"  Bluff  Diggings," 

First,  of  "Jack  Diggings,"  Depth  of  shafts  25  to  3S  feet.  Lead 
occurs  disseminated  through  Magnesian  Limestone,  in  what  is  termed 
a  "flat."  Thickness  of  the  flat  varies  from  3  to  4  feet.  The  average 
thickness  of  the  Lead  bearing  strata  is  about?  feet  6  inches.  The  cap- 
rock  is  a  tolerably  close-grained  Limestone  (No,  52)  and  forma  an  en- 
tirely safe  roof.  As  a  general  rule  the  whole  of  the  Lead  bearing 
rock  is  taken  out,  the  roof  being  supported  by  strong  timbers  at 
proper  distances.  Occasionally  pillars  are  left,  but  they  may  be  re- 
moved with  safety  whenever  it  is  desired,  and  those  portions  of  the 
mine  timbered.  The  roof  is  quite  undulating,  and  there  are  generally 
corresponding  undulations  in  the  floor,  but  not  always.  This  want  of 
correspondence  in  the  roof  and  floor  causes  the  fiat  to  be  pinched 
down  to  the  thickness  of  Jess  than  three  feet  at  some  points.  Where 
this  is  the  case  the  ore  is  correspondingly  concentrated,  so  that  a 
square  yard  of  the  pinched  strata  will  yield  as  much  Galena  as  a 
square  yard  of  the  flat  of  the  average  thickness — or  even  where  it  is 
14  feet  thick.  As  the  flat  increases  in  thickness  the  mineral  becomes 
more  sparse.  There  are  two  systems  of  faults  found  throughout  the 
works :  One  having  a  direction  north  and  south,  the  other  running 
east  and  west.  The  dislocations  of  the  strata  vary  in  depth  from  1  to 
3  feet — seldom  more  than  that.  In  all  cases  the  floor  and  roof  cor- 
respond in  the  dislocation.  Between  the  mineral  bearing  beds  seams 
of  blue  Clay  Shale  are  met  with,  varying  from  1  foot  to  i  of  an  inch 
in  thickness.  In  many  places  this  Shale  is  full  of  fossils  (No.  53.)  Oc- 
casional rounded  projections  are  found  in  the  cap  rock,  with  corres- 
ponding depressions  in  the  floor  beneath  them.  At  one  point  the  flat 
is  traversed  by  a  vein  (so  to  call  it,)  of  Copper  Sulphuret,  with  some 
Sulpburet  of  Nickle  (No.  5i).    This  vein  ia  TO  feet  wide. 

There  is  no  dislocation  at  the  junction  of  the  Lead  and  Copper 
nor  is  there  a  definite  line  of  separation  between  the  ores.  They  are 
mingled  in  the  rock  for  the  distance  of  a  few  feet,  and  then  the  Gale- 
na disappears  entirely,  not  a  particle  of  Lead  being  found  for  the  width 
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of  about  60  feet.  The  Oopper-flat  has  not  been  worked  further  than 
has  been  found  necessary  in  cutting  levels  from  the  main  shafts  to  dif- 
ferent parts  of  the  Lead-fiat  beyond  the  Copper  vein.  A  considerable 
quantity  of  the  ore  has  been  taken  out  for  the  purpose  stated,  and  is 
now  lying  on  the  ground.  This  Mine  is  in  the  best  order  in  all  re- 
spects, and  is  so  thoroughly  managed,  that  not  a  pound  of  ore  is  lost. 
The  breast  is  kept  square  and  clean  as  the  work  progresses;  the  floor 
free  from  waste,  the  tramways  (which  all  center  at  the  main  shaft)  in 
complete  repair  and  free  from  water,  and  the  roof  well  supported. 
The  cars  filled  with  mineral  in  the  remotest  parts  of  the  Mine,  are 
brought  to  tlie  main  shaft,  run  on  to  the  elevator,  hoisted  to  the  sur- 
face,raovedon  to  the  tramway  and  started  to  the  dressing  worlts.  The 
grade  being  a  descending  one,  the  cars  are  carried  forward  by  their 
own  gravity — needing  only  the  attendance  of  a  conductor  to  regulate 
their  momentum.  On  reaching  the  dressing  works  the  cars  are  ele- 
vated to  an  upper  floor  and  the  ore  dumped  into  the  crushers.  Itwill 
be  seen  from  this  notice  that  the  ore  is  not  handled  from  the  moment 
of  leaving  the  breast,  where  the  miners  are  at  work,  until  it  is  in  the 
process  of  separation  from  its  matrix,  and  nearly  ready  for  the  smel- 
ter. 

The"  Bluff  DiatJiNGs"  are  not  far  distant  from  those  just  described, 
and  differ  from  them  in  some  material  respects.  The  Galena,  at  this 
Mine,  does  not  occur  in  a  '"  flat,"  but  is  desseminated  through  the 
Magnesian  Limestone  beds  from  the  surface  to  the  depth  of  fifty  feet. 
It  is,  however,  more  sparsely  disseminated  than  in  the  Mine  just  de- 
scribed. The  yield  ia  about  ten  per  cent.  A  bed  of  Sandstone  is 
found  intecalated  with  the  Limestones  at  this  Mine ;  contrary  to  the 
usual  consequence  at  other  Mines,  it  does  not  "  cut  oil"  the  mineral, 
nor  is  it  barren.  The  Galena  is  disseminated  through  the  Sandstone 
in  about  the  same  proportion  that  it  is  through  the  Limestone. 

The  work  at  the  "  Golden  Vein"  has  been  done  recently.  It  is 
situated  near  the  new  furnace.  The  work  was  begun  on  a  fissure,  and 
sunk  through  Clays  to  the  depth  of  about  20  feet;  when  it  opened 
into  a  cavern  or  widening  of  the  fissure.  At  ihe  distance  of  a  few 
feet  from  the  cavern,  a  shaft  has  been  sunk  to  the  depth  of  100  feet 
But  at  the  time  of  my  visit,  it  could  not  be  entered  on  account  of  wa- 
ter which  had  been  allowed  to  accumulate,  because  the  cribbing  was 
not  considered  safe — it  having  been  moved  out  of  plumb  by  the  pres- 
sure and  yielding  of  the  material,  flUing  the  fissure  on  the  north  and 
south  sides  of  the  shaft.  A  considerable  quantity  of  Galena  was 
taken  out  in  sinking,  and  also  from  the  wall  rock  of  the  fissure.  The 
wall  on  the  east  side  is  Sandstone,  (No,  55,)  and  on  the  west  side  it  is 
Limestone,  (No.  56.)     Both  the  Limestone  and  Sandstone  contain  Ga- 
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lena.  A  rod  was  thrust  into  the  soft  material  at  the  bottom  of  the 
cave  to  the  depth  of  40  feet,  without  finding  any  obetruetion  at  that 
-depth.  A  vein  of  very  fine,  tenaceons  red  Clay  crosses  the  fissure 
at  right  angles,  (No.  67,)  with  yeUow  and  black  Clay  on  either  side. 
No.  58  was  taken  Irom  a  "  pocket"  in  the  wall  rock — east  side. 

OTHER    LOOALITKS. 

Porphyritic  Syenite  occtb  ou  the  north  side  of  Little  St,  Francois 
Eiver,  and  forms  the  "Narrows."  Just  east  of  the  south  end  of  this 
mountain,  Sandstone,  (No.  6,)  shows  itself  in  a  small  rise,  dipping 
north-east  by  north,  and  soon  disappears  beneath  the  Magnesian  Lime- 
atone,  (No.  7,)  which  is  liberally  exposed  on  the  river  banks  and  in 
the  slopes,  and  dipping  in  the  same  direction  at  an  angle  of  5°  to  6°. 

The  mountain  north  of  the  "  Narrows  "  has  long  been  of  peculiar 
interest  to  persons  in  this  vicinity.  A  small  vein  of  Specular  Oxide 
of  Iron  has  been  discovered  in  it.  This  mountain  is  also  traversed  by 
a  number  ot  dykes  of  Dolerite,  (No.  9,)  which  show  themselves  at  its 
base,  and  in  the  bed  of  the  river,  from  2  inches  to  2  feet  wide.  They 
run  north  and  south,  as  does  also  the  vein  of  Iron  ore,  (No.  8,)  and 
probably  extend  into  the  mountain  on  the  opposite  side  of  the  river 
also.  The  mountain  is  composed  of  Porphyritic  Syenite,  of  which 
No.  10  is  a  specimen.  It  is  about  3  miles  in  extent  from  north  to  south, 
and  li  wide  at  the  widest  portion.  It  includes  parts  of  Sees.  1,  2, 11, 
12, 13  and  14. 

East  and  south-east  of  the  South  Mountain  of  the  "Narrows," 
which  is  composed  of  the  same  kind  of  rock  as  No.  10,  the  surface 
rock  is  Magnesian  Limestone,  like  Nos.  4  and  5,  At  one  locality.  Sec. 
— ,  T.  33,  R.  6  E.,  the  surface  beds  are  a  very  fine-grained,  white,  with 
reddish  spots,  compact  Limestone.  This  will,  I  believe,  receive  a  fine 
polish,  and  form  a  beautiful  Marble.  Gould  not  ascertain  the  extent 
or  thickness  of  the  beds.  At  the  shaft,  sunk  by  Dr.  Eobb,  in  Porphyry, 
in  T.  33,  E.  6  E.,  Sec.  30,  N.  W.  of  8.  E.  qr.,  could  find  no  evidences  of 
naetallic  ore  in  the  debris  thrown  out.  The  first  few  feet  of  the  shaft 
passes  through  Magnesian  Limestone. 

On  Sec.  33,  T.  33,  R.  6,  is  a  very  fine  reddish  colored  Granite, 

On  headwaters  of  Captain's  Creek,  a  solt  Magnesian  Limestone  is 
exposed,  the  lower  beds  of  which  are  quite  shaly  and  silicious  ;  dips  E., 
at  an  angle  of  Q"  to  8°,  on  Sec,  8,  W.  bf.  This  rock  overJies  the  base  of  a 
Porphyry  hill.  Magnesian  Limestone  is  of  great  thickness  at  many 
places,  rising  into  hills  over  160  feet  high.  All  the  valleys  have  it  ex- 
posed, and  it  also  covers  the  Slopes  of  the  Granite  and  Porphyry 
ridges. 

Asbestos  occurs  in  N.  E.  S,  E.  qr.  Sec.  10,  T.  32,  K.  6  E.,  traversed 
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by  a  small  dyke  of  Dolerite.  Other  narrow  dykes,  of  decotnpoBed 
trap,  traverse  the  rotteo  Granite,  with  seams  and  veins  of  a  black 
material,  (Spec.  No.  20,)  running  in  irregular  directions.  The  Asbes- 
tos is  found  in  a  thin  bed  between  thin  layers  of  trap  rock,  1  to  2  inches 
thick.    No.  21. 

On  the  Siope  of  the  Porphyry  hill,  in  Sec  30, 8.  W.  of  S.  W.  qr.,  a 
shaft  was  sunk,  8  or  9  feet,  to  a  very  black  Porphyry  or  Petro-silex. 
Over  the  rock  (for  1  foot)  a  good  deal  of  white  Asbestos,  in  long  silky 
fibres,  was  taken  out. 

On  Sec.  20,  S.  W.  of  S,  W.  qr,,  is  a  dyke  of  Greenstone,  about  30 
feet  wide,  running  E.  N.  E.  A  shaft  has  been  sunk  on  this  dyke  7  or  S 
feet  deep.  A  vein  of  No,  23  traverses  this  Greenstone,  with  veins  of 
Actinolite  (?),  and  some  other  mineral.  Specimens  Nos.  34  and  26  are 
from  this  dyke. 

East  of  Slater's  Creek,  in  Sees.  14,  23  and  34,  T.  33,  R.  6  E.,  is  an 
extensive  exposure  of  Granite,  containing  reddish  Feldspar. 

Cedar  Creek  Mountain  commences  in  See.  5,  T,  33,  E.  6,  and  ex- 
tends into  Sec.  8  and  N.  E,  part  of  7.  The  north  and  south  ends  of  the 
mountain  are  composed  of  Porphyry;  the  central  part  of  Granitic 
rock  (Syenite).  About  half  way  up  the  Slope  fraf^ments  of  Quartz 
are  met  with ;  and  still  higher,  large  Quartz  veins  show  themselves  in 
the  Syenite;  some  of  them  eight  feet  wide,  and  running  nearly  east 
and  west.  Immense  Quarfz  crystals  haVe  weathered  out  of  this  vein; 
some  of  them  more  than  a  foot  in  diameter.  Saw  two  veins  about  1 
and  3  feet  wide  parallel  to  the  large  one. 

Marble  beds,  on  Cedar  Creek,  are  in  Sees.  31  and  36,  and  the  south 
part  oi  35,  T.  S3,  R.  6  E.,  and  show  outcrops  of  reddish  colored  Marble, 
in  beds  from  2  inches  to  1  foot  in  thickness. 

In  Sec.  31,  west  half,  are  heavy  beds  of  Conglomerate  on  the  north 
bank  of  Cedar  Creek,  for  the  distance  of  several  hundred  yards. 

Along  the  headwaters  of  Cedar  Creek,  on  the  south  side.  Third 
Magnesian  Limestone  form  perpendicular  bluffs,  from  20  to  50  feet 
high.  The  Slope  from  them  to  the  general  level  being  as  much  more, 
and  in  some  places  double  that  height.  Small  pieces  of  Galena  are 
reported  to  have  been  picked  up  in  the  small  branches  and  guiieys  at 
many  places  in  the  lowlands.  In  fact  almost  everybody  has  small 
pieces  of  Lead  ore  picked  up  in  such  places  or  in  their  plowed  fields. 
Copper  is  also  found  in  the  Soil  and  the  underlying  Clay  at  many 
points,  but  I  could  hear  of  no  lode  discovered  in  the  rock. 

The  bottoms  of  Cedar  Creek  are  covered  with  fine  timber.  The 
soil  is  very  rich,  with  numerous  Grapevines,  some  of  very  large  size- 
Among  the  trees  observed  are  various  Oaks,  Maple,  Hackberry,  Black 
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and  White  Waluut,. Coffee  Bean,  Pawpaw,  Mulberry,  Honey  Locust, 
White  and  Shell  Bark  Hickory, 

Between  the  Porphyry  and  Granite  ridges,  Magneaian  Limestone 
underlies  the  soil.  In  some  places  the  Magneaian  Limestone  forms 
high  ridges,  with  occasional  mural  precipices  on  the  sides.  In  Sees. 
17  and  20,  T.  5%  R.  6,  is  a  high  Porphyry  ridge,  commencing  at  the 
river  and  running  southerly  to  the  south  line  of  Sec.  20.  The  base  is 
surrounded  with  Magnesian  Limestone.  Kast  and  south-east  of  this, 
Granite  extends  to  Matthew's  Creek.  Between  Mathew's  Creek  and 
Slater's  Creek,  in  parts  of  Sees.  15, 16,  21,  22,  23,  26  and  27,  Magnesian 
Limestone  was  the  only  rock  observed. 

In  T.  33,  E.  6,  Sec.  25,  S.  W.  S.  E.,  is  a  high  ridge  showmg  the  fol- 
lowing Section — ascending: 

No,  1.    Level  of  valley. 

Ko.  2.    Sandstone.    No.  36. 

No.  3.    Coarse  tranaltJon  beds.    No.  37. 

No.  4.  Fine,  silicloiis  G-rit,  In  thin  beds  from  J  to  2  inches  in  thickness,  (May 
have  come  ft-om  a  higher  level,  and  seems  Co  pitch  into  thcridge.) 

No.  Ti.  Magnesian  Limestone  \a  heavy  beds.  No.  39.  These  ridges  are  cov- 
ered with  ftxatized  Chei't  and  drusy  Quartz.    No.  40. 

On  Curtis  Bolton's  land,  T.  33,  K.  6,  Sees.  36,  M.  E.  N.  W.,  a  silli- 
cious  Iron  ore  occurs  in  large  masses  on  the  surface  of  the  hill-sides, 
and  extending  across  the  summit. 

Very  high  Limestone  ridges  occurs  in  Sees.  25,  26,  27  and  22  of  T. 
33,  R.  6  E.,  and  are  covered  with  Chert,  drusy  and  agatized  Quartz. 

At  Jasper  Belken's,  or  old  Newberry  place,  a  number  of  holes  have 
been  sunk  by  Robt.  Slater,  to  short  depths,  through  the  soil  and  Clay 
down  to  the  Magnesian  Limestone  beds,  and  Copper  obtained  in  small 
quantities  in  all  of  them.  In  one  hole  Copper  occurs  in  a  fissure  in 
the  rock. 

The  country  in  Sees.  3, 10, 11, 12  and  13  of  T.  32,  R.  6,  and  Sees.  18 
and  7  of  T.  32,  R.  7,  comprises  that  portion  between  the  headwaters  of 
Cedar  Creek  and  Pete's  Fork,  and  other  tributaries  of  Twelve  Mile 
Oreek,  and  lying  ^between  the  Patterson  and  Greenville  roads.  The 
"  State  road  "  runs  in  a  south-east  direction  through  this  region.  The 
bottoms  are  narrow  and  not  cultivated.  The  district  named  is  made 
up  of  high  Limestone  ridges,  covered  in  many  places  with  Chert  and 
fragments  of  drusy  Quartz.  The  uplands  are  broad,  gently  rolling, 
and  pretty  well  timbered.  Many  fine  Pines  are  to  be  seen,  but  they 
are  rapidly  disappearing  under  the  axe  of  the  lumberman.  The  Mine 
LaMotte  Lead  Company  have  a  saw  mill  in  Sec.  7,  T.  33,  R.  7.    The 
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portions  of  the  trees  not  fit  for  the  mill  are  generally  used  by  char- 
coal burners. 

In  T.  32,  E.  0,  Sec,  14,  N.  K  qr,,  Conglomerate  shows  itself  on  the 
slope  of  a  cherty  ridge,  near  its  base,  and  many  fragments  were  seen 
in  the  beds  of  a  dry  run  which  skirts  the  ridge.  It  was  also  seen  on 
the  slope  of  the  opposite  ridge,  which  is  of  the  same  character.  It  is 
reported  that  Gold  has  been  found  here. 

In  T.  32,  II.  7,  Sec.  6,S.  E.  qr.,is  a  large  deposit  of  similar  Conglom- 
erate or  Breccia,  very  ferruginous,  and  occurring  immediately  under 
the  soil.  Many  very  large  fragments  are  strewn  over  the  top  of  the 
ground,  and  holes  have  been  sunk  to  the  depth  of  six  or  seven  feet 
into  this  Breccia.  Some  of  the  specimens  taken  from  this  locality,  (No. 
60,)  were  selected  by  Col.  Foster,  and  esteemed  by  him  to  be  "quite 
rich."  I  could  discover  nothing  like  Gold  with  the  aid  of  a  good  lens, 
but  the  rock  may  contain  a  trace  of  the  precious  mefcal.  I  doubt  of 
its  being  worth  any  attention. 

On  T.  33,  R.  6,  Sec.  i,  S.  E.  S.  W.,  on  the  south-west  side  of  a  Por- 
phyry ridge,  an  opening  has  been  made  to  procure  indurated  red  Clay 
for  making  pipes.  It  is  like  the  Powhatan  material,  and  occurs  in 
s  of  reddish  Clay,  and  hardens  upon  exposure. 
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GKOr.oGiCAi.  Roo;i[s,  Washington  UtJiVBKaiTY, 
St,  Louis,  Anijust  7.6,  1874- 
G.  C.  BiiOABHEAD,  State  Geologist: 

Dear  Sut : — Ihave  tho  honor  of  proseiiting  to  jou,  horeivitli,  four  reports  on  the 
following  subjects ; 

1.  The  Sodth  i\f^ii.rn  Lfvd  Region  oi  MissoLii 

2.  The  Central  Lisad  liFoioh'j  op  Missouri 

3.  Practical  Kulbs  por  Iudcino  of  a\d  f>i   DtMiortsG  Deposits  op 

Iron  ORt  in  Missobri 

4.  Metallurgical  Propehtibs  op  thb  Missouri  Iros  Ores. 

The  greater  portion  of  the  report  on  the  South-western  Lead  Eegion  was  written 
by  Mr.  Alexander  Leonhard,  late  Assistant  in  tlieGeological  Survey.  That  report  rep- 
resents the  combined  results  of  Mr.  Leonliard's  investigations  at  Granby  and  vicinity, 
and  of  my  own  in  the  other  parts  of  the  South-west  region.  The  Topographical  Sur- 
vey of  the  Granby  District  was  made  by  Mr,  UarlHenrleh.  All  the  maps  and  sketches 
were  drawn  by  Mr.  T.  J.  Caldwell. 

"Wherever  I  have  been  at  work  In  the  State  I  have  met  with  great  kindness  and 
attontioij  on  the  part  of  the  citizens,  and  have  received,  in  several  instances,  very  ma- 
terial aid ;  foi-  all  of  which  I  take  this  opportunity  of  expressing  my  sincere  gratitude. 
Yotirs,  very  respectfully, 

ADOLF  SCHMIDT,  Assistant. 
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THE  LEAD  AND  ZINC  REGIONS  OF  SOUTH-WEST  MISSOURI. 


r   ADOLF    fCHMIDT   ABD    ALEXAl 


A.    GENERAL  CHARACTERISTICS. 

The  Lead  and  Zinc  region  of  South-west  Missouri,  as  far  aa  it  is 
known  at  present,  comprises  the  counties  of  Newton,  Jasper,  Law- 
rence, Greene  and  Dade,  and  the  western  parts  of  McDonald,  Barry, 
Stone  and  Christian  counties.  The  higher  portions  of  this  area  are 
occupied  by  rolling  prairies,  while  the  elopes  and  bottoms  along  the 
water  courses  are  mostly  covered  with  timber. 

The  northern  part  is  watered  by  tributaries  of  8ac  Kiver,  which 
runs  north  into  the  Osage  ;  the  southern  and  western  parts  by  a  num- 
ber of  small  streams,  which  flow  in  a  western  direction  into  Spring 
River.  Along  three  of  these  latter  streams  the  principal  Lead  and 
Zinc  ore  deposits,  known  at  present,  are  situated. 

It  is  remarkable  that  the  best  ore  deposits  have  never  been  found 
immediately  on  these  streams,  but  always  along  smaller  branches  and 
valleys. 

The  first  and  most  southern  among  the  three  streams  referred  to, 
is  Shoal  Creek,  which  drains  the  northern  half  of  Newton  county. 
On  a  southern  branch  of  this  stream  are  the  Granby  Mines. 

North  of  Shoal  Creek  and  in  the  southern  part  of  Jasper  county, 
is   Turkey  Creek,  a  much  smaller  tributary   of  Spring  River,  with 
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an  extensive  mining  district  situated  along  some  of  its  southern 
branches,  the  most  important  of  which  is  Joplin  Creek. 

The  third  and  moat  northern  of  these  tributariea  of  Spring  River 
is  Centre  Creek,  with  the  mines  of  Oronogo  (late  Minersville,)  situ- 
ated on  a  small  branch  coming  from  the  north- 

We  may  accordingly  group  the  ore  deposits  in  three  districts: 

1.  The  Shoal  Creek  District. 

2.  The  Tuekey  Creek  Distkict. 

3.  The  Centre  Ceeek  District. 

The  whole  region  belongs  geologically  to  the  Subcarboaiferous 
System.  The  formation  consists  of  a  series  of  Limestone  and  Chert 
beds  belonging  to  the  upper  part  of  the  so  called  Archimedes  or  Keo- 
kak  Limestone. 

In  some  places  they  are  overpaid  by  disturbed  layers  of  Sandstone, 
perhaps  in  part  the  "  Ferruginous  Sandstone  "  of  Swallow,  and  in  part 
a  Coal  Measure  Sandstone  ;  in  other  places  by  pockets  of  Slate  and 
Coal  belonging  to  the  Lower  Coal  Measures.  The  ore  deposits  in  this 
region  lie  more  often  horizontally  than  vertically.  They  are  con- 
nected with  certain  more  or  less  altered  strata  of  the  Archimedes 
Limestone,  and  are  covered  by  broken  masses  of  Chert  and  Lime- 
stone. 

At  Granby  the  Calena  either  occurs  in  loose  pieces  in  Clay  or 
Sand,  or  in  horizontal  openings  or  beds  of  limited  extent,  varying  in 
thickness  from  1  to  8  feeL  The  Galena  is  generally  associated  with 
Dolomite,  Calcite  and  Chert.  Calamine  is  mostly  found  associated 
with  the  Galena,  and  occurs  in  beds  from  -^-  to  0  feet  thick.  At 
Jopliti  and  Oronogo,  the  Galena  forms  more  or  less  horizontal  veins  : 
t.  6.-,  deposits  of  considerable  length  but  comparatively  small  section. 
It  also  occurs  there  as  irregular  local  impregnations  in  Limestone,  or 
it  fills  cracks  in  the  Chert.  Besides,  it  is  frequently  found  broken  up 
and  mixed  with  large,  irregular  masses  of  broken  and  altered  Lime- 
stone, Dolomite  and  Chert,  as  well  as  in  various  conglomeratic  rocks, 
very  often  associated  with  Zinc  Blende  and  Iron  Pynfces,  while  Cala- 
mine is  but  rarely  met  with  in  these  districts.  The  Limestone  and 
the  Conglomerates  are  often  bituminous,  and  "contain  small  accumu- 
lations of  fluid  or  viscid  Bitumen. 
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B.     DESCRIPTION  OF  O'RKS  AND  ASSOCIATED  MINERALS 


The  Lead  and  Zinc  ore  deposits  of  South-west  i\Ii 
the  I'ollowing  minerals : 

f  Galena,    ■ 

Lead  Ores -J  .Oerussite, 

I  Pyromorphite, 

f  Blende, 

I    Calamine, 

Zinc  Ores ■{ 

I    Smithsonite, 

[    Zinc  Bloom. 

f   Calcite, 

Dolomite, 

Associated  Minerals  .  -(    Pyrites, 

Quartz, 

L   Bitumen. 

GALENA, 

Sulphuret  of  Lead,  Blue  Lead,  called  "  Mineral "  by  the  minera,  is  the 
principal  ore  from  which  over  nine-tenths  of  all  the  Lead  in  Sonfh- 
west  Missouri  is  obtained. 
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It  crystalizee  in  the  monometric  system,  the  cube  being  the  most 
common  form.  It  has  a  perfect  cleavage  in  cubes,  a  metallic  luster,  a 
lead-gray  color  and  streak,  a  hardness  of  2.5  to  2.7  and  a  specific  grav- 
ity of  7.3  to  7.7.  In  a  pure  state  it  consists  of  S6.6  p.  c.  of  Lead  and 
13.4  p.  c.  of  Sulphur. 

In  South-west  Missouri,  it  occurs  in  crystals  or  in  compact,  crys- 
talline masses.  The  crystals  generally  have  the  form  of  a  cube  whose 
eight  corners  are  taken  off  by  a  small  development  of  the  planes  of 
the  octahedron.  In  a  few  localities — for  instance,  in  Brock  Hollow 
■CGranby)  and  in  Middle  Joplin  Valley— crystals  are  found  in  which 
the  octahedron  is  more  fuJly  developed  and  sometimes  predominates. 

Wherever  the  crystals  are  imbedded  in  Dolomite,  or  are  adhere- 
in  g  to  solid  Chert,  they  show  mostly  a  smooth,  shiny  surface;  but 
where  they  are  in  connection  with  Clays  or  Sand,  or  decomposed 
rocks,  they  are  water-worn,  changed  or  coated.  Specimens  are  found 
in  which  the  original  cubes  are  no  longer  recognizable. 

Cubic  crystals  of  Galena  are  frequently  coated,  either  by  a  soft, 
ashy,  dark  gray  and  porous,  or  by  a  hard,  solid  shell  of  cerussite  (car- 
bonate of  Lead,)  or  else  by  alayer  of  Calamine  (silicate  of  Zinc).  Such 
cubes  in  some  instances  have  been  partly  or  wholly  dissolved  and  re- 
moved out  of  their  shell,  and  are  in  part  replaced  by  crystalline  drusy 
Cerussite,  or  by  Pyromorphite  or  by  Calamine.  Sometimes  cubes  of 
Galena  thickly  coated  with  Cerussite,  occur  enclosed  in  Oalcite. 

At  Joplin  and  Oronogo,  the  Galena  is  less  frequently  altered  and 
pseudomorphosed  than  at  Granby.  The  most  common  associate  of 
Galena  in  the  Turkey  Creek  and  Centre  Creek  districts,  is  Zinc  blende 
both  minerals  occurring  intimately  mixed  in  numerous  localities. 
Blende  is  often  found,  deposited  on,  or  enclosing  crystals  of  Galena. 

At  Oronogo  we  found  small  crystals  of  Blende  seated  on  the  some- 
what corroded  surface  of  the  cubes  of  Galena. 

■  At  Joplin  and  Oronogo  the  Galena  is  frequently  associated  with 
Bitumen,  which  sometimes  surrounds  the  crystals  or  entirely  impreg- 
nates crystalline  masses.  This  bituminous  Galena  has  a  darker  ap- 
pearance than  the  common  Galena,  being  often  deep  black  in  color, 
and  emitting,  when  broken,  a  bituminous  odor. 

The  following  analyses,  made  by  Mr,  Regis  Chauvenet,  of  St.  Louis, 
show  the  Galena  of  South-west  Missouri  to  be  of,  a  very  pare  variety, 
containing  no  Antimony,  and  only  small  quantities  of  Zinc  and  Iron 
All  samples  contain  some  Silver,  but  none  of  them  in  sufficient  quan- 
tity to  pay  for  its  separation.  All  are  average  samples  of  clean  Ga- 
lena, in  that  condition  in  which  it  is  delivered  to  the  smelting  works. 
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Village  Diggings,  Granby. 
.    Holman  Diggiugs,  Gi'anby, 

Trent  Diggings,  Granby.    Galena  found  imbedded  iu  red  Clay. 
.    Eastpoint,  Granby.     Jine-grmnert  structure,  and  light  steel-gray 


color.    Supposed  to  bo  rich  in  Silver.    It  contains  Indeed 

more  Sliver  than  the  other  samples. 

No. 

6. 

Temple  Diggings,  Joplin. 

No. 

6. 

Swindle  Diggings,  Joplin, 

No. 

T. 

Lower  JopHu  Valley  Diggings. 

No. 

8. 

Stevens'  D]gf;lngs,  (Turkey  Creek  District.) 

No. 

'J. 

Oronogo. 

CEBUSSITE. 


OarbOQate  of  Lead,  White  Lead  ore,  called  "Dry  Bone"  by  the 
rainerB,  is,  next  to  Galena,  the  most  important  Lead  ore  in  Missonri, 
It  mostly  occurs  in  amorphous,  compact  masses  of  earthy  appearance, 
and  of  white,  yellow  or  reddish  color.  On  account  of  its  noa  metallic 
appearance  it  often  fails  to  be  recognized  by  the  miners,  and  is,  there- 
fore, sometimes  overlooked.  It  can  easily  be  distinguished  from  Lime- 
stone by  its  weight,  the  specific  gravity  being  6.5,  and  from  hardened 
Olays  and  Barytes  by  its  being  readily  dissolved  in  dilute  nitric  acid 
with  effervescence.  Cerussite  occasionally  occurs  crystalized  in  brittle 
transparent  or  translucent  crystals  of  the  trimetric  system.  The  crys- 
tals have  an  adamantine  lustre,  and  are  generally  white  or  gray^ 
often  with  a  bluish  or  greenish  tint- 

The  "Dry  Bone"  of  Granby  is  mostly  porous,  and  only  occasion- 
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ally  compact.  It  often  incloses  masses  of  a  gray,  ashy  variety  of  the 
same  mineral,  evidently  a  product  of  the  decomposition  of  Galena, 
This  ashy  Cenissite  generally  fills  cubical  cavities,  or  surrounds  un- 
altered Galena.  When  this  gray,  ashy  variety,  called  "Ash  Mineral " 
by  the  miners,  predominates,  the  ore  is  called  "  Wool  Mineral."  This 
is  frequently  found  in  Broekhollow,  Granby,  ia  the  Moseley,  Cornwall 
and  other  diggings  of  that  district.  White,  dense  but  crystalline 
Oerussite  sometimes  coats  the  walls  of  cubic  cavities  which  were 
formerly  occupied  by  crystals  of  Galena,  and  gray  to  black  translu- 
cent crystals  of  Cerussite  project  toward  the  center. 

Oerussite  is  comparatively  rarely  met  with  near  Joplin,  but  it  is 
quite  frequent  again  farther  north  in  the  Centre  Creek  district. 

At  the  Oronogo  mines  specimens  were  obtained,  which  show  very 
plainly  the  gradual  change  from  Galena  into  Oerussite.  Crystals  or 
crystalline  masses  of  Galena,  imbedded  in  altered  and  softened  Lime- 
stone, seem  to  have  been  coated  at  first  by  a  compact  layer  of  Oerus 
site.  Through  this  layer  solutions,  containing  carbonic  acid,  penetrated 
and  gradually  dissolved  the  Galena,  and  precipitated  a  part  of  the 
Lead  as  carbonate  on  the  inside  of  the  coating,  but  carrying  most  of 
it  out  of  the  shell,  either  to  deposit  it  immediately  or  to  carryit  away. 
When  this  process  has  been  continued  for  some  time,  we  find  a  round 
or  oval  shell  of  compact  and  generally  crystalline  Oerussite  of  the 
size  of  a  walnut,  or  sometimes  much  larger,  containing  a  dark  trans- 
parent, watery  fluid,  in  which  a  piece  of  Galena  smooth  and  rounded., 
■hut  irregular  in  shape  is  lying  loose.  The  smoothness  of  these  pieces 
is,  under  these  circumstances,  very  remarkable  and  curious.  If  this 
process  further  continues,  it  is  evident  that  the  Galena  will  dissolve 
entirely,  and  that  a  drusy  cavity,  lined  with  Cerussite  crystals,  must 
be  the  final  result. 

In  such  cavities,  which  do  actually  occur,  we  find  occasionally 
small  yellowish-green,  transparent  crystals,  with  an  adamantine  lustre 
apparently  of  trimetric  crystalhzation.  They  are  probably  Anglesite, 
{Sulphate  of  Lead,)  but  are  too  small  to  be  exactly  determined. 

Oerussite  also  occur  at  Oronogo,  in  porous  agglomerations,  accom- 
panied by  fine,  drusy  aggregates  of  large  and  well  developed  crystals 
of  grayish-white  color.  These  crystals  have  mostly  the  shape  of  a 
flattened  prism,  sometimes  over  ^  inch  in  length  and  ^  inch  wide.  They 
occur  either  in  confused  aggregations  or  in  stellated  compounds  of 
■densely  packed  crystals,  so  that  it  is  difficult  to  determine  their  exact 
form.  It  can,  however,  be  seen  that  the  most  developed  faces  are 
those  of  two  or  three  different  domes;  probably  brachy-domes, which 
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are  always  striated  horizontally  (lengthwise.)  The  trimetric  pyra- 
mid and  the  prism  are  leas  distinctly  developed  at  both  ends  of  each 
crystal. 

Pure  Oerussite  consists  of  83.5  per  cent  of  Oxide  of  Lead  (or  77.5- 
per  cent,  of  metallic  Lead,)  and  16,5  per  cent,  of  Carbonic  Acid. 

As  generally  found,  however,  it  contains  some  Iron  Pyrites. 

The  analysis  of  different  samples  made  by  Mr.  Ohauvenet,  gave 
the  following  results : 
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1.  Granby.    Flesh  red,  massive  Drybone. 

2,  Frailer  dga.,  Granby.    Keddisli-brown,  earthy  Drybone. 
^3.  Frazier  dgs.,    Granby.    Aahy,  Wool-mliierai. 

4.  Circular  dgs.,  Averao'e.    Eeiildlsh-browii,  earthy  Drybone. 

P YEOMOKPHITK, 

Phosphate  of  Lead,  occurs  so  rarely  in  this  region  that  it  is  of  nD 
practical  importance  as  a  Lead  ore.  It  is  found  in  small,  amorphous 
masses  of  light,  yellowish-green  color,  and  earthy  appearance,  or  in 
minute  and  indeterminable  crystals,  translncent  to  opaque,  and  of 
dark  green  color. 

It  consists  of  Phosphate  of  Lead,  combined  with  Chloride  of  Lead^ 
and  contains  in  a  pure  state,  about  53  per  cent,  of  metallic  Lead, 

In  the  Granby  district,  massive  amorphous  Pyromorphite  is  occa- 
sionally found  in  loose  rounded  pieces,  from  pea  to  nut  size,  associa- 
ted with  loose  pieces  of  Oerussite.  The  surface  of  these  pieces  looks 
yellowish- green  and  earthy,  while  the  interior  is  compact,  and  of  a 
lighter  color,  sometimes  white. 

Mostly,  however,  the  Pyromorphite  occurs  as  a  shaly  coating ;  sel- 
dom directly  on  unaltered  crystals  of  Galena,  but  generally  on  Oerus- 
site ;  especially  on  the  gray,  ashy  variety  which,  as  mentioned  before, 
is  directly  derived  from  Galena. 


,v  Google 


LEAD  AND   ZISC    OP    SOUTH -WEST  JHSSOUEI.  391 

'Crystals,  also,  are  soinelimfis  observed  in  cavities  of  Amorphous 
Ceroasite. 

We  have  not  found  any  Pyromorphito  either  at  Joplin  or  at  Oro- 
nogo.  At  the  Grove  Creek  diggings,  it  occurs  rai-ely,  coating  piecey 
of  CeruEsite. 

BLENDE. 

Zinc  Blende,  Suiphuret  of  Zinc,  Miners  generally  call  it  "  Black 
Jack,"  but  at  Granby,  where  Calamine  is  called  "Black  Jack,"  Blende 
has  obtained  the  name  of  "  Resin  Jack." 

Blende  crystallizes  in  octohedral  foi-ras  of  the  moiiometric  sys- 
tem, and  shows  a  distinct  cleavage  parallel  to  the  planes  of  a  dodeca- 
hedron. 

Iq  South-west  Missouri  it  mostly  occurs  in  compact,  crystalline 
masses,  varying  in  structure  from  very  coarse  to  fine-grained,  and  mi- 
cro-crystalline. Its  lustre  is  resinous  to  adamantine,  and  its  specific 
gravity  about  4.  It  is  a  little  harder  than  Caleite,  (3.5 — i,)  and  gen- 
erally ot  dark  brown  color,  but  often  bright  red,  green  and  yellow. 
All  these  colors  can  sometimes  be  observed  in  different  parts  of  the 
same  specimen. 

Blende  contains,  when  pure.  67  per  cent,  of  Zinc,  and  3S  per  cent, 
of  Sulphur- 
Two  varieties  of  Blende  may  be  diptinguiahed  in  South-west  Mis- 
souri : 

A  granular  variety.  The  single,  small  crystalline  grains  are  trans- 
lucent to  transparent,  and  of  bright  color,  either  red  or  brown  or  light 
yellow,  and  often  show  an  adamantine  lustre.  This  variety  occurs 
either  in  compact  granular  masses,  or  more  frequently  as  small,  single 
crystals  disseminated  in  Sand  or  Qaartzite, 

A  coarsely  crystalline  variety,  showing  broad  faces  of  cleavage, 
and  occurring  massive  with  large  and  well  developed  crystals  in  cav- 
ities. This  variety  is  of  a  yellowish,  brown  color,  sometimes  dark  and 
nearly  black. 

A  peculiar  kind  of  Blende  occurring  only  rarely  at  Joplin  and  Orc- 
nogo,  in  general  appearance  and  lustre  on  the  faces  of  cleavage, 
closely  resembles  Galena.  Mr.  Ohauvenet  anaiyized  pieces  of  it,  and 
fonnd  it  to  be  common  Zinc  blende,  with  traces  of  Lead  and  Iron. 

In  many  i)laces  the  Blende  seems  to  pass  gradualy  into  Calamine, 
there  being  between  the  two  minerals  a  layer  of  dark  colored,  fine- 
grained Blende,  intimately  mixed  with  portions  of  columnar  structure 
and  resembling  Calamine.  Tliis  mixture  passes  into  the  regular  col- 
umnar or  fibrous  Calamine,  which  itself  is  dark  colored  near  the 
Blende,  and  is  lighter    and  more  transparent  the  more  remote  it  is 
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iVom  the  unaltered  Blende.  Single  crystals  or  large  crystalline  ag" 
f^regations  of  Blende  are  often  surrounded  by  a  thick  layer  of  Cala- 
mine of  botryoidal  form  and  radiating  columnar  structore.  The  Bur 
face  of  the  inclosed  piece  of  Blende  is  then  generally  corroded  and 
tarnished.  Blende,  especially  the  coarsely  crystalline  variety,  is  of- 
ten intimately  mixed  with  Galena.  Mr,  Broadhead  observed  at  Lead- 
ville  round  globules  of  one-sixteenth  to  one-eighth  inches  in  diameter^ 
grayish-brown  color,  and  radiating  fibrous  structure,  on  crystals  of  Ga- 
lena. Mr,  Chauvenet  analyized  them  and  found  them  to  be  pure  sul- 
phuret  of  Zinc  without  any  Iron  or  Lead. 

Three  samples  of  pure  Blende  from  South-west  Missouri,  were 
analyzed  by  Mr.  Kegis  Chauvenet,  who  obtained  the  following  per 
centages : 


1. 

2. 

8. 

0.25 

2.05 
04.67 
0.53 

65.92 
0.32 
0,009 

No.  1.  ri'om  Bcllew  shafts,  Graiiby. 
No,  2.  FromPorterdi^gings, Jopliii. 
No.  3.    From  Leadville, 

All  three  samples  were  of  the  coarsely  crystalline,  dark-colored 
variety,  which  alone  occurs  in  larger  masses,  and  which  alone  is  at 
present  sold  and  used  as  an  ore. 

CALAMINE. 

Hydrous  Silicate  of  Zinc,  is  called  "Black  Jack,"  by  the  miners 
of  Granby.  It  crystallizes  in  the  hemi-hedral  forms  of  the  trimetric 
system,  but  mostly  occurs  compact  and  massive,  or  else  in  botryoidal 
or  stalactitic  forms  with  fibrous  structure.  It  is  generally  transparent 
and  yellow,  green  or  brown,  with  bright,  vitrous  lustre.  Its  hardness 
is  4,5;  its  specific  gravity  3.4. 

When  pulverized,  it  dissolves  in  heated  sulphuric  or  muriatic 
acid,  and  the  solution  gelatinizes  on  cooling.  It  consists,  when  pure 
of  67.4  pet  cent,  of  oxide  of  Zinc,  (equal  to  about  54  per  cent,  of  met. 
Zinc,)  25  per  cent,  of  Silica,  7,5  per  cent,  of  water.    It  occurs  abund- 
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aiitly  at  Granby,  while  at  Joplin  andOronogo  it.is  but  rarely  found. 
The  ,thin  lamellar  crystals  observed  at  Granby,  are  either  colorless 
and  transparent  or  gray-green,  or  yellow  and  then  translucent. 

The  following  combination  was  observed :  Two  different  prisms — 
the  macro-diagonal  faces,  one  macro-dome  and  one  steep  bracby 
dome.  The  crystals  have  a  lamellar  form  and  are  generally  combined 
in  radiated  globular  or  botryoidal  groups  seated  on  massive  crystal- 
lino  Calamine,  on  Galena,  on  Dolomite  or  rarely  on  Chert. 

The  Calamine  of  South-west  Missouri  is  also  found  massive  of 
■crystalline,  either  columnar  or  fibrous  structure,  of  green,  yellow  or 
brown  color,  translucent  to  opaque.  This  variety  forms  streaks  in 
fiub-cryatalline  Calamine,  or  in  Dolomite,  or  in  hardened  Clays,  and 
occurs  as  a  coating  over  sub-crystalline  Calamine,  over  crystals  of 
Oalenaor  of  Calcite,and  sometimes  over  Blende-  The  largest  masses 
of  Calamine  are  found  in  a  compact,  fine-grained  or  micro -crystal- 
line state,  opaque  and  of  yellow  or  reddish-brown  color.  Cavities  in 
it  are  frequently  coated  with  crystals  of  Calamine  or  of  Dolomite. 

The  following  analyses,  made  by  Mr.  Regis  Chanvenet,  show  the 
composition  of  the  Granby  Calamine  : 


Oxide  of  Zinc 

Peroxide  of  Iron 

Watei' 

Lime 

Metallic  Zinc. 


1. 

2. 

•■ 

37.51 

20.83 

23.32 

63.05 

C6.37 

07.15 

1.22 

0.65 

O.Gl 

7.10 

0.40 

8.59 

Trace 

50.37 

62.97 

53.95 

No.  1.  Jtom  ViUage  Dig^ugs,  Granby. 
No.  2.  Prom  Prazier  Diggings,  Grranby. 
No.    3.    From  Bellew  ahaft,  Granby, 

The  specimens  analyzed  were  of  the  fine-grained  and  t 
talline,  mixed  with  streaks  of  the  crystalline  varieties. 


ib-crys- 


SMITHBONITE, 

Carbonate  of  Zinc,  crystallize,^  in  the  rhorabohedral  system  but  mostly 
occurs  in  granular  or  fine-grained  masses  of  light  yellow,  gray  or 
brown  color.  Its  hardness  is  5  and  the  specific  gravity  4 — 4.4,  It  dis- 
solves in  nitric  acid  with  effervescence. 
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When  in  a  pure  state  it  contains  6  4.8  per  cent,  of  Oxide  of  Zinc(=^ 
about  51  per  cent,  of  Zinc)— and  35.2  per  cent,  of  carbonic  acid. 

In  South-west  Missouri  Smithsouite  nearly  always  occurs  in  con- 
nection with  Calamine,  from  which  it  naay  in  most  instances  be  dis- 
tinguished by  its  granular  structure  and  its  less  bright  and  rather 
pearly  lustre.  At  Granby,  in  the  Hard-shaft  and  Crab-tree  diggings, 
it  is  often  found  well  crystallized.  The  crystals  are  either  colorlesS' 
or  milky  white,  fcranslacent,  and  are  of  indistinct  rhombohedral  forma 
with  covered  faces  androunded  edges.  They  are  eitherseated  on  mas- 
sive granular  Smithsonite,  or  on  Calamine. 

The  massive  Smithsonite  in  the  Hardshaft  diggings  (Granby,}  is 
white  or  light  yellow,  and  called  "  White  Jack"  by  the  miners.  It  is 
densely  granular  but  passes  into  spongy,  porous,  and  finally  into  earthy 
and  friable  masses  near  cavities.  At  the  Burch  Diggings  and  some 
other  places  the  massive  Smithsonite  is  of  gray  or  grayish  brown 
color, 

Mr.  R.  Chauvenet  analyzed  a  sample  of  the  light  yellow,  massive 
Smithsonite  from  the  Hardshaft  diggings  (Granby).    It  contained — 

Silicious  matter 1.22 

Peroxide  ot  Iron 1.21 

Osideof  Zme 63.02 

Carbonic  acii1 34.58 

100.03 
Metnllii!  ZhK> 50.37 

ZINC     BLOOM, 

Hydrated  Carbonate  of  Zinc,  forms  snow-white,  amorphous  masses  of 
a  specific  gravity  of  3.5,  and  a  hardness  of  3.5.  It  readily  dissolves  in 
Hydrochloric  Acid  with  strong  efFervescence,  In  a  pure  state  it  con- 
sists of  71.3  per  cent,  of  Oxide  of  Zinc,  12.9  per  cent,  of  Carbonic  Acid 
and  l.'j.S  per  cent,  of  water. 

We  observed  it  in  the  Crabtree  Diggings  (Granby),  closely  sur- 
rounding and  coating  fibrous  Calamine,  into  which  mineral  it  gradu- 
ally passes  and  from  which  it  is  evidently  derived. 

PYKITES, 

Iron  Pyrites,  Eisulphuret  of  Iron,  called  "Mundic"  by  the  lead 
miners,  crystallizes  in  cubes,  often  combined  with  the  octahedron,  or 
into  other  forms  of  the  monometric  system. 
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It  has  a  light  yellow  color  and  splendent  metallic  luster,  a  specific 
gravity  of  5  and  a  hardness  of  6  to  6.5. 

It  can,  by  its  hardness,  be  easily  distinguished  from  Copper  Pyr- 
ites, which  it  resembles  in  general  appearance  but  which  is  softer  and 
may  be  scratched  by  a  knife,  while  Iron  Pyrites  will  not  do  so  and  will 
strike  fire  with  steel.  It  consists  of  46.7  per  cent,  of  Iron  and  53.3  per 
cent,  of  Sulphur. 

It  is  found  abundantly  in  certain  mines  in  the  Joplin  district  and 
less  frequently  at  O-ranby  and  Oronogo.  It  occurs  either  in  compact, 
crystalline  masses  cementing  broken  Chert  and  Galena,  or  in  specks 
and  crystals, disseminated  through  rocks  or  in  drusy  agglomerations  of 
crystals.  Pyrites  is,  at  Joplin,  generally  associated  with  Bitumen. 
Crystals  of  Pyrites  are  often  formed  on  and  over  crystals  of  Galeiia. 
Sometimes  the  Pyrites  is  externally  altered  into  Limonite. 
Limonite  {Hydrated  Oxide  of  Iron}  occurs,  besides,  as  yellow  or 
brown  Ochre,  often  mixed  with  various  Clays  and  Sands,  or  as  a  thin 
coating  on  Calamine. 

DOLOMITE, 

Brown  Spar,  Bitter  Spar,  commonly  called  "  Soft  Till"  by  the  miners 
of  Southwest  Missouri,  crystallizes  in  the  rhombohedral  system  and 
has  a  white  color  which  is  often  changed  to  yellow  or  brown  by  oxides 
of  Iron.  It  has  a  hardness  of  3,5  to  4  and  a  specific  gravity  of  3.8  to 
2.9.  It  dissolves  in  acids  slowly  and  with  less  effervescence  than  Cal- 
cite.  It  is  composed  of  Carbonate  of  Lime  and  Carbonate  of  Mag- 
In  many  mines  of  South-west  Missouri,  especially  at  Granby,  it 
forms  the  principal  gangue  of  the  ore  deposits.  Missouri  miners  often 
mistake  it  for  Earytes,  which  also  they  call  "Soft  TiiF"  or  "Bald  Tiff,"' 
and  which  somewhat  resembles  it  in  general  appearance.  Dolomite 
can,  however,  be  readily  distinguished  by  its  lighter  weight  and  its 
solubility  in  acids.  We  have  not  found  any  Earytes  in  the  South-west- 
Lead  regions. 

In  the  ore  deposits  of  Granby,  the  Dolomite  generally  occurs  in 
single  or  loosely  aggregated  crystals,  or  in  dense  crystalline  masses. 
The  crystals  are  opaque  and  have  the  form  of  rhombohedrons  with 
curved  and  distorted  faces.  They  are  yellow  or  reddish  brown  on  the 
surface  and  white  in  the  interior.  They  project  from  a  crystalline, 
coarse-grained,  massive  Dolomite,  which  forms  pockets,  bands  and 
streaks  in  Dolomitic  Limestone. 
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Dolomite  is  frequently  associated  with  Galena,  Blende,  Calamine 
and  Calcite  in  a  paragenetio  order,  of  which  we  will  give  a  few  ex- 
amples. 

Alternate  layers  of  dark  gray,  coarsely  crystalline  Uolomitic  Lime- 
atone  and  of  light  colored,  crystalline  Dolomite  form  a  banded  rock 
of  several  feet  thickness.  T!ie  limits  between  Limestone  and  DdIo- 
mite  are  not  very  sharp.  Long  and  narrow  drusy  cavities,  horizontal 
and  parallel  to  the  banded  structure  of  the  rock,  are  frequent  in  the 
Dolomite.  Large  cubes  of  Galena  are  found  partly  or  wholly  inclosed 
in  the  Dolomite.  The  surface  of  such  Galena  crystals  is  sometimes 
-corroded  and  partly  changed  into  Carbonate  of  Lead.  The  crystals 
of  Dolomite,  as  well  as  the  projecting  parts  of  the  Galena,  are  fre- 
quently covered  with  small  crystals  of  Calamine  in  botryoidal  ag- 
glomerations. 

Streaks  and  seams  of  Calamine  occur  in  Dolomite,  often  crossing 
each  other,  thus  giving  the  whole  a  reticulated  appearance.  In  other 
places,  layers  of  coarsely  crystalline,  reddish  brown  Blende,  inclosing 
small  crystals  of  Galena,  are  in  close  contact  on  both  the  upper  and 
under  side,  with  layers  of  dark  brown  Dolomite  which  gradually 
passes  into  white  or  light  yellow  aggregates  ot  Dolomite  crystals. 

tlryatalline  masses  of  Calcite  olten  occur  in  streaks  through  mas- 
sive Dolomite. 

Mr,  Regis  Chauvenet  analyzed  two  samples  of  Dolomite,  in  which 
he  found : 


1. 

2. 

1.34 
54.72 
41.98 

2.04 

100.S, 

44.83 

I.U 

100.7S 

From  Moon  Diggings,  Joplin.  TjOosc  aggregat*  of  cryataU  of  yellow 
or  yellowish  gray  color,  partly  of  a  dull  aiid  rotten  appearance — 
the  crystals  being  crackecl  and  split  into  amall  fragments. 

From  Murphysburg  Diggings,  Joplin.  Eefldish  white,  coarsely  crys- 
talline, massive  Dolomite, 
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C ALCIT  E , 


Calcareous  Spar,  Carbonate  of  Lime,  is  known  to  the  miners  of  Mis- 
Bouri  by  the  name  of  "  Glass-tiff,"  or  "Hard-tiE"  It  crystallizes  in  the 
rhombohedral  system,  and  shows  a  highly  perfect  cleavage  in  rhombo' 
hedrons.  'I'he  pure  crystals  are  colorless  and  tranparent.  It  dissolves 
very  readily  in  acids,  with  strong  effervescence,  and  contains  56  per 
cent,  of  lime  and  44  per  cent,  of  carbonic  acid,  often  with  some  Car- 
bonate of  Magnesia  or  Iron. 

Calcite  is  frequently  found  in  the  mines  of  South-west  Missouri,, 
in  crystals  or  in  crystalline  masses.  The  crystals  mostly  show  the 
form  of  scalenohedrons,  which  often  combine  to  form  twin-crystals 
and  are  found  as  large  as  6  inches  in  length  and  3  inches  in  thickness- 
Light,  spongy  or  froth-like  agglomerations  of  long,  thin,  imper- 
fectly developed  crystals,  of  snow-white  color,  occur  occasionally  at 
Granby,  for  instance,  in  Holman  Diggings. 

The  crystalline  masses  of  Calcite,  as  found  associated  with  the 
Galena,  are  translucent  and  white,  often  with  a  greenish  tint.  They 
sometimes  inclose  specks  or  crystals  of  Galena.  Calcifce  also  forms 
white  opaque  incrustations  in  cavities  and  crevices  in  the  Limestone 
as  well  as  stalactites  and  stalagmites. 

(i  U  A  R  T  Z  , 

Crystalizea  in  the  rhombohedral  system,  generally  in  prismatic  or  in 
pyramidal  forms.    Its  hardness  is  7,  its  speciflc  gravity  2,7. 

It  consists  principally  of  Silica,  and  is  not  attacked  by  acids.  In 
the  ore  deposits  of  South-west  Missouri,  small  transparent  and  splen- 
dent crystals  of  Quartz  occur  occasionally  in  small  cavities  of  Chert 
or  of  Quartzite. 

They  show  the  hexagonal  prism  and  two  rhombohedrons.  Accum- 
ulations of  small,  often  microscopic  Quartz  crystals,  are  quite  frequent 
in  the  ore  deposits.  They  occur  either  loose  as  a  crystalline  Quartz- 
sand,  or  aggregated  and  cemented  together  as  Quartz  Sandstone,  or 
as  Quartzite,  which  rocks  will  be  described  in  the  next  chapter. 

B I T  u  II E  N , 

Asphaltum,  Mineral  Picth,  termed  "Tar"  by  the  Joplin  miners,  occurs- 
either  in  a  fluid  or  in  a  plastic  state.  It  has  a  black  color,  and  a  bit- 
uminous odor;  melts  when  heated,  and  burns  with  light  flame  and 
much  smoke.    It  consists  of  Carbon,  (generally  over  80  per  cent.,) 
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Hydrogen  and  Osyg'en  in  various  proportions.  It  is  of  quite  common 
occurrence  in  the  Joplin  mines,  in  crevices  and  cavities  of  the  Lime- 
stone, mostly  connected  with  Dolomite,  Galena  or  Blende, 

It  is  found  as  a  brownish-black  fluid,  but  more  frequently  as  black, 
soft  amorphous  masses  of  great  tenacity  and  plasticity,  which  harden 
on  exposure,  and  become  brittle,  and  then  break  with  eonchoidal 
fracture. 

All  the  mineral  described  occur  in  various  paragentic  relation  to 
each  other,  as  the  following  examples  of  succession  will  show.  We 
begin  in  each  case  with  the  oldest  mineral,  over  which  the  others  seem 
to  be  formed  successively: 

1.  Galena,  Blende,  perhaps  in  places  foniid  KimiittanRixisly. 

2.  Galena,  Dolomite,  Cntamine. 

S,  Galena,  Oerussite,  Pyromorpliite. 

4.  Galena,  Calelte. 

:").  Galena,  Pyrites. 

G.  Blelide,  Dolomite. 

7.  Blende,  Calamine. 

8,  Blende,  Bitumen. 

!).  Dolomite,  Calamine,  Smitlisoiiite,  Zinc  ISloom. 

10.  Dolomite,  Caloite,  Calamine. 

11.  Dolomite,  Bitumen. 

12.  Pyrites,  Limonite. 

By  combining  these  examples  of  succession  of  minerals,  we  ob- 
tain the  following  4  series  : 

].  Galena,  Blende,  Dolomite,  Bitumen. 

-'.  Galena,  Blende,  Dolomite,  Caloite,  Calamine,  Smiihsonite,  Zinc  Bloom. 

3.  Galensi,  Cerussite,  Pyromorpliite. 

4.  Galena,  Pyrites,  Limonite. 

All  these  minerals  may  be  divided  in  those  of  older  and  those  of 
later  formations;  most  of  the  latter  being  produced  by  alterations  of 
the  former,  in  regard  to  composition  as  well  as  in  regard  to  form  and 
place : 

Ol.DEIt  FOKMATIOX: 

Oalena. 

Blende, 

Dolomite. 

Bitumen. 

Oalcite. 

Pyrites. 
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Later  IToemation  : 

Pyromorphite. 
Oalainine. 
Smithsonite. 
Zinc  Bloom. 
Linionitc. 
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CHAPTEK    XXIV. 


C— A  DESOEIPTION  OF  ROOKS  AND  OF  MODES  OP  OCCUR- 
EENOE  OF  THE  ORES. 


The  General  Geological  Section  of  the  Leafl  and  Zinc-bearing:  lor 
mation  of  South-west  Missouri,  is  about,  as  follows  : 

C    1    foot;  to  'S  feet  Soil. 

"1     0    too  feet  Gravel. 

f    0    to  15  feet  Sandstone. 
b...\ 

(    0    to  5  feet  black  Slate,  with  Coal. 

f  20    to  75  feet  Chert,  more   or  less  broken  up,  soiiietiinea  ta  ftssured 

I  layers,  and  insojne  localities,  especially  at  Gratiby,  altered 

I  to  soft,  porous  Chert.    The  Chert  ia  invariably  aeeompaiiietl 

]  by  large  masses  of  Oiayand  Sand. 

j     0    to  20  feet  Sllico-Calcite. 

i^    0    to30  feet  alternate  layers  of  Limestone  and  Chert. 

C    140  feet  01' more  Limestone :  hi  some  places  ffriiyand  coarse  grahied  ; 
il...  \ 

(  in  others  bluish  and  fine-grained. 

(a)     Alliiviuiii.     Frequently  contains  some  ore  in  loose  pieces- 

(h)  Probably  Lower  Goal  Measures,  with  occasional  occurrences 
of  ore. 

(o  and  d)  Upper  layers  of  Keokuk  Group.  Also  called  Archim- 
edes Limestone.     (Sub-Oarboniferoua  System.) 

(o)  Represents  the  principal  ore-bearing  strata;  (d)  the  bed  rock 
in  which  no  ore  has  as  yet  been  discovered. 
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The  Soil  in  this  mining  region  is  generally  of  a  sandy  character, 
and  in  places  somewhat  clayish  and  calcareous.  Fragments  of  hard 
or  of  rotten  Ohert,  partly  with  sharp  edges,  are  lying  loose  on  or  in 
the  soil,  in  places  so  numerous  as  to  cover  one-third  of  the  surface  of 
the  ground.  They  vary  in  size  from  the  smallest  to  4  inches  in  diam- 
eter, aBd  are  often  larger.  Pieces  of  Cerusaite,  or  of  Galena  coated 
with  Ceruseite,  are  frequently  found  in  the  lower  portion  of  the  foil, 
especially  where  sandy  and  cherty. 

GRAVEL. 

The  Gravel  consists  of  loose,  more  or  less  water-worn  pieces  of 
either  hard  or  rotten  Chert,  which  are  often  mixed  with  brown  Ferru- 
ginous Sand  or  Olay.  It  generally  occurs,  in  the  bottoms,  below  the 
Soil.  In  the  vicinity  of  Joplia  and  Lone  Elm,  it  is  also  found  in  slight 
depressions  and  runs  on  the  prairie  plateau. 

SANDSTONE. 

Sandstone  is  found  in  fragments  or  isolated  patches  of  variable 
size  and  extent,  in  the  vicinity  of  Granby,  at  Cornwall  diggings,  near 
the  Joplin  Mines,  and  at  the  Cooaey,  Burch,  Grove  Creek,  and  Oro- 
nogo  Diggings. 

In  the  vicinity  of  Granby,  these  patches,  apparently  of  consider- 
able extent,  overlie  the  Keokak  Limestone  In  layers  as  much  as 
15  feet  thick. 

The  best  exposure  was  observed  in  a  (juarry  one  mile  west  of 
Granby,  where  it  crops  out  on  the  top  of  a  high  prairie  ridge,  present- 
ing the  following  section : 

3  feet  to  5  feet  Soil,  with  loose  pieces  of  Bed  Sandstone. 

1  foot  shaly,  broken  Eod  Sandstone,  with  la3-ej's  of  brown  Cliiy. 

4  feet  to  5  feet  (as  far  as  uncovered)  of  thickly-bedded  Saadstoni;,  red  in  the 

upper,  yeilow  in  the  midclle,  and  wbite  in  the  lower  parts. 

The  Sandstone  consists  of  small,  translucent  and  colorless  Quartz 
grains,  loosely  aggregated,  with  but  little,  more  or  less,  ferruginous 
cement,  and  mixed  with  some  single,  but  pretty  equally  distributed 
laraellsQ  of  white  Mica,' 

One  mile  south-west  of  Lone  Elm,  in  the  Joplin  district,  a  similar 
Sandstone,  4  to  6  feet  thick,  overlies  black  Slate  and  Coal.  It  is 
red  and  fine-grained,  and  broken,  tfie  crevices  being  filled  with  red 
Clay. 

a.  e— 26 
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The  occuiTence  of  the  Sandstone  at  the  other  localities  above 
mentioned,  will  be  described  in  the  special  description  of  mines. 

The  position  and  appearance  of  these  Sandstones,  as  well  as  the 
character  of  the  rather  indistinct  fossils  found  in  the  same,  make  it 
probable,  according  to  Mr.  Broadhead,  that  it  belongs  to  the  Lower 
Coal  Measures. 

SLATE    AND     COAL. 

Slate  and  Coal,  in  this  region,  occur  as  small  local  deposits,  or 
Ijockets,  which  are  always  greatly  disturbed  and  disrupted  when 
found  with  the  ore.  The  Slate  is  gray  or  black,  either  in  compact 
layers  or  in  thin  Shales,  mixed  with  some  8and  or  Clay.  It  sometimes 
passes  gradually  into  an  impure,  heavy  Coal,  of  a  bituminous  and 
slaty  character.  Both  Slate  and  Coal  often  contain  tbin  sheets  or 
crystals  of   Pyrites. 

These  pockets  of  Slate  and  Coal  are  not  found  at  Graaby,  but  fre- 
quently at  Joplin  and  Minersville.  The  following  Section  was  ob- 
served in  Mitchell  and  Pierce's  shaft,  one  mile  south-west  of  Lone 
Elm  in  the  Joplin  district:     (See  Fig.  12.) 

No.  7.  1  to  2  feet  of  Soil. 

No.  6,  4  to  6  Sandstone.    (Described  aboTc) 

No.  5.  4  feet  red  aiid  yellow,  sandy  Clay,  with  CIiltC. 

No.  4.  1  to  S  feet  black  Slate,  with  pockets  of  Fire  Ctnj. 

.    No.  3.  1  to  5  feet  Coal. 

No.  2.  I  foot  Slate. 

No.  1.  (?)  Limestone, 

The  Coal  is  heavy  and  impure,  and  seems  to  form  a  somewhat  dis- 
turbed basin,  five  feet  thick  in  the  center,  and  extending  about  40  to 
50  feet  in  one  direction,  and  20  to  25  feet  in  the  other,  as  far  as  could 
be  judged  from  its  appearance  in  summer  1873.  No  ores  have  been 
found  in  this  locality ;  the  shaft  had  not  yet  reached  the  ore-bearing 
formation.  Slate  patches  are  spread  all  along  Joplin  valley,  on  or 
near  the  surface  of  the  ground.  Some  Coal  has  been  found  in  loose 
pieces  between  the  broken  Chert,  at  the  Four  Corner  Diggings,  and 
in  Eeamer's  shaft,  near  Joplin.  Black  Clay  and  Coal  also  occur  at 
Minersville  in  different  places,  especially  in  the  Centre  shaft  of  the 
Circular  Diggings,  and  generally  mixed  with  much  pyrites. 

OHEKT, 

Flint,  Hornstonej  and  Jasper,  is  amorphous  Quartz,  often  inclosing 
microscopic,  crystalline  particles  disseminated.     It  consists  essenti- 
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ally  of  Silica,  sometimes  containing  small  quantities  of  alumina  and 
Lime. 

It  strikes  fire  with  steel,  (hardness  7,)  and  is  opaque  with  white," 
yellow  or  reddish  color.  It  is  brittle  like  glass,  and  shows  a  con- 
choidal  fracture.  It  sometimes  contains  drusy  cavities  with  crystals 
of  Quartz. 

In  South-west  Missouri  Chert  occurs  abundantly.  Swallow  ob- 
served 105  feet  of  Chert  above  Grand  Falls,  on  Shoal  Creek,  which  he 
describes  as  "  white,  bluish,  white  and  buff,  compact,  thick-bedded,  in 
regular  layers  interstratified  with  irregular  beds  of  brown,  impure,  fer- 
ruginous, porous  varieties,  of  the  same  rock."  This  is  the  greatest  ob- 
served thickness.  In  Granby  some  shafts  are  sunk  through  40  to  60 
feet  of  Chert,  but  the  solid  layers  from  1  to  6  feet  thick,  are  separated 
by  Sand  or  Clay. 

The  Chert  is  mostly  white,  gray  or  yellow,  occasionally  rose  or 
ftesh-colored.  The  Chert  is  one  of  the  principal  ore-bearing  rocks  in 
the  Mines  of  South-west  Missouri.  It  contains  Galena  in  numerous 
sheets  or  seams,  either  deposited  between  layers  of  Chert,  or  fill- 
ing small  cracks  in  the  Chert.  It  is  evident,  in  all  places,  that  the 
Galena  was  formed  after  the  Chert  had  been  formed  and  hardened,  as 
crystals  of  Galena  or  Blende  are  never  found  entirely  inclosed  in  the 
body  of  the  Chert,  but  always  in  cracks  or  cavities.  In  the  lower 
Joplin  valley,  crystals  or  Galena,  are  found  formed  on  all  sides  of  an- 
gular Chert;  fragments,  showing  that  this  Galena  was  formed  after 
the  Chert  had  been  broken  up.  Chert  is  also  found  in  intimate  con- 
nection with  Blende,  both  forming  a  conglomerate,  in  which  sharp- 
edged  pieces  of  Chert  are  surmounted  by  crystalline  Blende. 

In  many  places  the  solid  Chert  undergoes  a  change  and  passes 
into  a  soft,  porous  variety.  Minute  particles  of  the  Chert  seem  to  be 
dissolved  and  carried  away  by  solutions,  while  other  particles  remain 
and  form  a  fine-grained  and  sometimes  porous,  spongy  mass.  The 
pores  are  then  often  lined  or  filled  by  red  oxide  of  Iron,  deposited  in 
them.  Gradually  with  the  further  progress  of  the  alteration,  the  por- 
ous Chert  becomes  soft  and  friable,  and  is  finely  crushed  and  changed 
into  a  very  fine  either  white  or  red  Sand,  often  earthy  or  Olayish  to 
the  touch,  on  account  of  its  extreme  fineness,  and  of  the  presence  of 
oxide  of  Iron.  This  change  was  most  distinctly  observed  in  the  Tri- 
poli quarry,  near  Seneca,  in  Sec.  26,  T.  25,  R.  34  W.  Large  beds  of 
Chert  are  there  changed  into  so-called  "Tripoli,"  (altered  Chert,) 
which  is  white  in  the  lower  layers,  but  colored  reddish  near  the  sur- 
face by  infiltration, of  Iron  solutions  from  above.  It  is  porous,  soft 
and  friable,  sandy  to  the  touch,  and  consists  of  99.8  per  cent,  of  Silica, 
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according  to  an  analysiB  made  by  Messrs.  Chauvenet  and  Blair. 
Pieces  can  often  be  seen  with  the  interior  still  containing  unaltered 
compact,  white  Chert,  which  gradually  becomes  porous  towards  the 
outside,  and  is  surrounded  by  entirely  porous  Ohert,  and  colored  red 
near  the  surface.  The  change  always  begins  from  the  outside  of  the 
piece,  or  from  small  crevices  or  cavities.  At  Granby  a  thick  formation 
of  this  soft,  porous,  altered  Chert,  (called  Cotton  Kock  by  the  miners,) 
overlies  the  alternate  layers  of  Limestone  and  Chert,  or  the  solid  Chert 
layers.  It  is  of  reddish,  white  color,  and  contains  sometimes  irregu- 
lar masses  of  unaltered  Chert.  The  whole  mass  has  the  appearance 
of  being  first  broken  and  then  altered.  A  regular  stratification,  if  it 
ever  existed  in  this  rock,  has  been  obliterated  by  the  change.  Its 
thickness  varies  from  10  to  60  feet.  It  is  covered  by  10  feet  of  irregu- 
larly broken  Chert  masses,  contains  much  red  Sand,  perhaps  the  pro- 
duct of  further  disintegration  of  its  own  mass.  No  ore  has  been 
found  in  it.  The  so-called  first  ore-opening,  consisting  of  red  Olay 
with  little  Galena,  directly  underlies  it.  The  absence  of  ore  in  the 
altered  Chert  goes  far  towards  proving  that  the  alteration  of  the 
Chert  must  have  taken  place  after  the  deposition  of  the  ores. 

SILICO-CALCAEEOUS     ROCKS. 

Below  the  bottom  of  altered  Ohert  beds  above  described,  we  find 
in  the  South-west  districts  alternate  layers  of  Limestone  and  Chert; 
sometimes  the  former,  sometimes  the  latter,  predominating  in  quantity. 
Both  are  often  plainly  characterized  by  their  fossils,  which  are  espe- 
cially numerous  in  the  Chert.  The  layers  are  firmly  adhering  to  each 
other.  They  are  generally  horizontal,  often  wavy.  Their  thickness 
varies  from  3  inches  to  6  feet.  The  limit  between  the  layers  of  Chert 
and  those  of  Limestone  in  many  places  assumes  an  irregular  form, 
and  the  Limestone  encloses  smaller  or  larger  concretions  of  Chert,  in- 
creasing in  number  until  in  places  the  wholerock  presents  a  confused 
mixture  of  the  most  varied  and  irregular  mixture  of  concretionary 
forms  of  both  Chert  and  Limestone,  This  mixed  rock  does  not  show 
any  stratification.  It  plays  a  conspicuous  part  in  the  ore  formations 
of  Sonth-westMisBOuri,  and  we  will  call  it  Bilico-Calcite  in  the  follow- 
ing descriptions.  The  Limestone  of  this  formation  is  of  grayish-white 
color,  very  compact,  of  a  fine-grained  to  oolitic  structure,  the  latter 
only  occurring  in  Granby,  The  Chert  is  light-colored,  mostly  yellow- 
ish or  white,  sometimes  bluish.  The  greatest  total  thickness  observed 
of  both  the  alternate  and  mixed  rocks,  is  40  to  50  feet.  They  contain 
most  of  the  ore  deposits  in  South-west  Missouri.  The  ores,  however, 
occur  only  in  certain  altered  or  metamorphie  portions  of  these  rocks. 
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The  changes  to  which  this  formation  was  exposed  before  and  during 
the  deposition  of  the  ores  are  of  a  different  character  at  different 
poiats. 

The  Limestone  has  undergone  in  many  places  a  process  of  dolomi- 
zation.  Solutions  penetrating  it  have  dissolved  the  Carbonate  of 
Lime  and  partly  replaced  it  by  Carbonate  of  Magnesia.  With  this 
change  a  contraction  is  connected  ;  cracks  are  opened  in  the  mass  and 
filled  with  crystallized  Dolomite.  The  change  always  begins  either  in 
fissures  or  on  the  surface  of  layers,  or  of  broken  oft'  blocks,  and  grad- 
ually proceeds  toward  the  interior  of  the  rock.  It  seems  to  have  pre- 
ceded the  formation  of  the  ore  and  to  have  continued  during  the 
whole  process.  Many  blocks'and  broken  masses  are  nearly  entirely 
changed  into  Dolomite  Limestone  and  containing  bands  and. irregular 
streaks  of  crystalline  Dolomite.  Such  altered  blocks  are  generally 
softened  and  sandy  on  the  outside  and  rounded  oiF  (EonMers),  The 
deposition  of  Zinc  ores,  especially  Calamine,  is  evidently  in  intimate 
connection  with  the  dolomization.  At  Granby  the  layers  of  Calamine 
are  deposited  directly  on  the  altered  sandy  Limestone,  and  mostly 
mixed  with  sheets  of  Dolomite  rocks  or  crystalline  Dolomite  in  vari- 
ous proportions.  The  Galena  occurs  in  Limestone  only  as  far  as  the 
dolomization  or  alteration  has  proceeded  in  the  rock,  either  in  soft 
or  sandy  or  in  regenerated  portions,  or  sometimes  in  thin  fissures  in 
the  original  rock.  The  dolomization  connected  with  the  formation  of 
the  ore  beds  extends,  at  Granby,  through  horizontal  zones  of  irregu- 
lar outline,  called  openings,  generally  2  to  6  feet  high,  above  which 
solid  beds  of  Chert  and  Limestone  or  of  Chert  slabs  alone,  are  depos- 
ited. 

In  the  JopiiQ  districts  the  ore  deposits  are  mostly-in  the  form  of 
"  runs,"  extending  principally  in  one  horizontal  direction  rarely  more 
than  5  feet  wide,  and  limited  in  height  by  the  layers  of  Chert  above 
and  below  the  Limestone  layer,  in  a  crevice  of  which  the  run  origi- 
nated. Another  mode  of  alteration  of  these  rocks  consists  in  a  grad- 
ual dissolution  and  removal  of  the  Limestone,  either  unaltered  or 
more  or  less  doloraized.  This  was  undoubtedly  effected  by  water  con- 
taining carbonic  acid,  which  dissolved  the  Limestone  as  Bicarbonate 
of  Lime,  leaving  the  sandy  and  ciayish,  and  sometimes  dolomitic 
masses  and  layers  as  residue  of  a  more  or  less  rotten  appearance  be- 
tween the  Chert.  Large  caves  are  produced  by  this  dissolving  pro- 
cess whenever  the  layers  of  Chert  above  did  not  happen  to  break 
down.  These  caves  (|  to  6  feet  high,)  extend  in  one  horizontal  direc- 
tion, sometimes  for  several  hundred  yards.  One  of  these  caves  was 
observed  in  the  Holman  diggings  in  Granby,  where  several  shafts  ace 
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sunk  through  it  to  the  ore  beds,  which  lie  3  to  10  feet  below  the  cave. 
The  latter  can  be  traced  over  several  acres  of  ground,  varying  in 
height  from  ^  to  6  feet.  It  is  cut  off  in  several  places  by  slabs  of  Chert 
broken  down  from  the  roof,  in  others  it  gradually  thins  out.  The  bot- 
tom in  the  cave  is  covered  with  yellow  Sand  or  red  Olay,  which  lies 
on  the  remaining  part  of  the  Limestone,  whose  surface  is  changed  to 
a  soft  sandy  mass.  The  walls  are  in  places  lined  with  a  sheet  of  white 
crystalline  Limestone,  from  which  stalactitic  forms  are  projecting.  In 
other  places  small  crystalline  masses  of  Galena  are  pendant  from  the 
Chert  roof  of  the  cave.  In  places  where  the  cave  thins  out,  Oalcite 
with  some  Galena,  is  occasionally  deposited  between  the  Chert  and 
the  Limestone, 

Fig.  13  shows  a  portion  of  this  cave  in  section, 

a=Stalactite5. 

J^Stalagmites. 

c==Galena. 

c?=0alcite. 

e=RQi  CJay. 

Many  similar  caves  occur  at  Granby,  often  partly  filled  with  re<i 
Clay,  They  are  undoubtedly  produced  by  the  removal  of  Limestone 
layers.  If  the  Limestone  is  removed  from  very  large  areas,  the  re- 
maining alternate  layers  of  Chert  will  either  break  down  irregularly 
or  gradually  settle  down  without  extensive  disintegration.  A  forma- 
mation,  over  20  feet  thick,  was  observed  at  Granby,  consisting  of  lay- 
ers of  Chert  separated  from  each  other  by  horizontal  seams,  either 
empty  or  filled  with  Clay  and  Sand. 

Likewise  Sifico-calcite,  from  which  the  Limestone  has  been  re- 
moved, gradually  breaks  down  and  gives  rise  to  large  accumulations 
of  irregularly  shaped  and  broken  up  Chert  concretions,  sometimes 
very  coarse,  at  other  times  of  the  size  of  small  Gravel  or  even  of 
Sand,  In  some  places  the  leached-out  and  broken-up  Silico-calcite  is 
re-cemented,  either  by  newly  formed  Limestone  inclosing  Galena,  or 
by  Calamine,  or  by  Quartzite  inclosing  Blende,  Thus,  the  various 
Conglomerates  were  formed,  which  we  shall  mention  in  our  special 
description  of  ore  deposits. 

"Whenever  Limestone,  after  being  in  pari  dolomized,  was  after- 
wards subjected  to  the  process  of  leaching,  the  dolomitic  particles  seem 
to  have  often  remained  undissolved,  and  now  form  the  beds  of  "rot- 
ten Dolomite  "  which  are  so  common  in  the  ore  deposits.  This  "  rot- 
ten Dolomite  "  is  either  a  soft  and  friable,  but  coherent  mass,  or  else 
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an  entirely  disintegrated  Sand,  composed  of  single  loose  Dolomite 
crystals,  with  corroded  and  cracked  surfaces. 

The  alterations  of  Limestone,  as  above  described,  the  breaking- 
down  of  the  Gherfc  concretions  and  layers,  and  the  deposition  of  the 
ores,  although  spread  apparently  over  the  whole  Keokuk  formation, 
in  South-west  Missouri,  yet  show  a  very  variable  degree  of  local  de- 
velopment. In  such  localities  where  these  changes  have  taken  place 
in  a  higher  degree  than  in  others,  all  the  overlying  strata  broke  and 
settled  down  to  a  greater  extent,  thus  producing  gently  sloping  de- 
pressions on  the  surface.  Such  depressions  of  the  ground  are  there- 
fore good  indications  for  the  miner.  As  many  of  these  depressions 
have,  from  early  times,  served  as  water  channels,  they  are  often 
washed  out  considerably  and  changed  into  small  branches  and  some- 
times into  deep-cut  valleys,  whose  bottoms  are  filled  with  enormous 
masses  of  broken  Chert.  These  Chert  masses  occur  to  a  very  large 
extent  all  over  the  ore  formations,  especially  in  the  middle  and  lower 
portions  of  Joplin  Valley. 

The  above  remarks  explain  the  fact  that  so  many  good  deposits 
are  situated  along  and  in  the  valleys. 


Besides  the  ores  themselves,  a  number  of  residuary  and  of  second- 
ary products  occur  in  and  above  the  ore  beds,  especially  Clays  of  dif- 
ferent description,  often  mixed  with  Sand  or  with  rotten  Dolomite. 
All  these  Clays  mainly  consist  of  Silicate  of  Alumina — many,  how- 
ever containing  more  or  less  Iron,  which  gives  them  a  dark  red  or 
brownish  color.  The  miners  distinguish  two  principal  kinds  of  Clay — 
the  Tallow  Clay  and  the  Eed  Tough  Clay. 

The  "  Tallow  Olay"  is  generally  light  red,  sometimes  yellower 
white,  and  very  uniform  in  color  and  structure.  The  latter  is  ex- 
tremely iine,  almost  impalpable.  This  Olay  is  somewhat  greasy  to 
the  touch.  In  the  condition  in  which  it  is  found  in  the  mines,  it  is  not 
plastic  but  rather  dry  and  breaks  with  a  smooth  conchoidal  fracture. 
When  exposed  to  the  air  it  cracks  and  falls  apart,  and  finally  turns 
into  a  greasy  powder.  When  finely  triturated  by  the  addition  of 
water,  it  it  becomes  plastic. 

It  is  generally  associated  with  Calamine,  in  which  it  forms  small 
pockets  or  streaks.  It  sometimes  forms  beds  of  some  extent  and  as 
much  as  3  feet  thick.    It  frequently  incloses  crystals  of  Galena. 

The  "Red  Tough  Clay"  of  the  miners  is  a  plastic,  ferruginous 
Clay,  often  so  fine  and  uniform  in  color  that  it  might  be  used  as  a 
paint.    Its  color  ia  either  deep  red  or  yellow  or  brown.    It  is  found  in 
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the  miosa  in  a  perfectly  plastic  state,  and  when  exposed  to  the  air 
shrinks  irom  one-half  to  one-third  of  its  volume,  forming  a  dry,  hard 
mass  of  even  fracture.  It  mostly  occurs  between  layers  of  Chert  in 
places  where  the  Limestone  has  been  dissolved  and  removed,  forming 
beds  of  limited  extent  up  to  4  feet  thick.  It  frequently  contains  loose 
pieces  or  sheets  of  tralena.  AVith  Sand,  it  forms  a  mixture  that  is 
common  in  all  masses  of  broken  Chert  occurring  in  the  ore-bearing 
formations. 

There  is  perhaps  no  essential  difference  between  these  two  Clays, 
except  in  structure  and  purity.  The  taliow  Clay  is  very  pure,  and 
extremely  fine,  while  the  red,  tough  Clay  is  coarser  and  mixed  more 
often  with  Sand  or  with  Oxides  of  Iron  in  larger  quantity. 

Mr,  Regis  Chauvenet  found,  in  a  sample  of  red.  Tallow  Clay,  from 
the  Hard-shaft,  (Qranby,)  besides  Iron,  a  large  amount  of  combined 
water  and  34.53  per  cent,  of  Silica. 


According  to  their  origin,  we  may  divide  the  different  Sands  of 
the  ore-formation  into  three  categories  : 

1.  Sand  produced  by  the  disintegration  of  porous  Chert.  It  gen- 
erally incloses  loose,  irregular  masses  of  the  latter  and  passes  into  it. 
It  contains  no  ore,  except  occasional  impregnations  of  Carbonate  of 
Lead. 

2.  Residuary  Sand,  which  formed  a  part  of  the  Limestone,  and 
was  left  when  the  latter  was  dissolved.  It  is  calcareous  in  some 
places;  argillaceous  in  others.  The  latter  variety  was  observed  at 
McGee's  shaft,  in  the  Dutch  diggings  (Granby,)  where  it  forms  layers 
^-  to  1  inch  thick,  in  red  Clay,  and  incloses  angular,  well  developed 
crystals  of  Galena. 

3.  Crystalline  Sand,  often  mixed  with  crystalline  Blende,  passes 
into  Qaartzite,  which  will  be  described  in  the  following : 

"Yellow  Sand,"  or  "Brown  Sand,"  or  "Black  Sand,"  are  terms 
applied  by  the  miners  to  a  loose,  sandy,  or  sometimes  elayish  mass, 
which  in  some  districts  occurs  with  the  ore  layers,  especially  of  the 
layers  of  Calamine.  Their  origin  can  be  generally  traced  to  one  of 
the  above  three-  They  are  often  intimatelymixedwithZincore.  The 
composition  of  these  Clays  and  Sands  is  very  variable,  as  may  be  seen 
from  the  following  analysis  made  by  Mr.  Chauvenet.  A  soft  and  some- 
what fat  Clay,  yellow  and  white  streaks  mixed,  from  Shaft  4,  Lone  Elmi 
showed : 


,v  Google 


LEAD   Ann   7.mC    OP    SOUTH-WEST   MISSOURI.  409 

Silica 46.15  per  cent. 

Alumim  (including;  some  Peioxiie  ol  Iron)  38  56        " 

"Water  S  83 

lArae^  some 

Magnesia  fome 

A  fine,  reddish  yeliow  Clay,  associated  wifcii  tallow  Olay,  from  the 
Frazier  diggings,  (Granby.)  contained  33.94  per  cent,  of  Oxide  of  Zinc 
or  37.33  per  cent,  of  metallic  Zinc;  probably  an  intimate  mixture  of 
Olay  and  Calamine. 

A  brown,  porous  and  friable  clayish  substance,  accompanying  the 
ores  in  the  Hard-shaft  diggings,  (Granby,)  called  "  Black  Sand  "  by  the 
miners,  proved  to  be  no  Band  at  a]],  but  principally  a  day  strongly 
mixed  with  Oxides  of  Iron  and  Zinc.    Mr.  Ohauvenet  fonnd  in  it : 

Olayjsh  insoluble  substance 43.68 

Pei'oxideof  Iron 27,98 

Oxide  of  Zinc 14,98 

Water  (hioludinfr  ii  little  earboiile  aciO) 13,33 

9!).95 

Three  analyses  were  made  of  different  Sands,  with  the  following 
result : 


1. 

2. 

3. 

87.82 
4,13 
4.48 
1.15 

79.54 

Iron 

Zinc 

.ome. 

No.  lisabrowiiish-gray,  coarse,  crystalline  Quartz  Sand,  fi'ooiMinersville, 
No.  2  is  a  pale-yellow,  porous,  fine  micro-ciystalUne  Sand,  from  Village  dig- 
gings (Granby.) . 
No.  3  is  a  white,  pretty  hard  rock;  probably  flnely  crystalline  Quartz  Sand, 
cemented  by  some  Clay,  accompanying  and  inclosing  Galena.    From 
Dutch  diggings  (Granby.) 

QUAKTZITE,     OP.    QUAETZ    KOCK. 

We  find  in  connection  with  the  Zinc  and  Lead  ores  of  South-west 
Missouri  a  very  hard  rock  consisting  almost  entirely  of  crystalline 
Silica;  partly  fine,  partly  coarse-grained,  and  frequently  porous.     It 
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ia  occasionally  light-gray,  but  more  frequently  dark-brown  to  black, 
colored  by  Sulphuret  of  Zinc,  and  perhaps  by  Bitumen.  The  Quartzite 
is  mostly  micro  or  sub-crystalline.  Sometimes,  however,  the  small 
crystals,  of  which  it  is  compoaed,  can  be  seen  with  the  naked  eye, 
and  under  a  common  magnifying  glass  show  the  pyramidal  form.  It 
occurs  but  rarely  at  Granby,  oftener  at  Joplin,  (Lone  Elm,)  and  is 
quite  abundant  at  Oronogo.  It  forms  the  principal  part  of  a  certain 
Conglomerate,  in  which  angular  fragments  of  Chert  or  broken  con- 
cretions from  leached  8ilico-calcite  are  cemented  by  this  Quartzite^ 
the  latter  containing  much  Blende — as  disseminated  crystals  and  some- 
times Galena  in  various  forms. 

The  lines  of  contact  between  the  Chert  and  the  Quartzite  are 
mostly  sharp,  though  sometimes  the  Chert  is  somewhat  altered  and  of 
darker  color  near  its  contact  with  the  Quartzite.  The  ores  are  never 
in  the  mass  of  the  Chert,  but  always  in  the  mass  of  the  Quartzite. 
The  latter  may  be  in  places  simultaneous,  but  is  probably  in  most  in- 
stances of  later  origin  than  the  Galena  and  Blende.  The  inclosed 
crystals  of  these  ores  are  TFell  formed,  angular  and  closely  surrounded 
by  the  rock. 

In  some  old  shafts  at  Lone  Elm  single  crystals  and  small  crystal- 
line masses  of  Dolomite  are  found  inclosed  in  Quartaite.  In  most 
places,  however,  the  Dolomite  crystals  formerly  inclosed  in  the  rock 
were  leached  out,  leaving  the  rock  as  a  porous,  irregularly,  spongy, 
eilicions  mass,  whose  cavities  show  plainly  the  form  of  Dolomite 
crystals  of  one-eighth  to  one-tenth  of  an  inch  in  diameter.  Wherever 
Quartzite  occurs  it  is  rarely  found  without  these  cavities,  or  at  least 
without  impressions  of  Dolomite  crystals  on  its  surface.  Sometimes, 
however,  the  cavities  seem  to  be  produced  by  Blende,  and  occasionally 
also  by  Galena.  Calamine  and  Cerussite  sometimes  line  or  fill  these 
cavities. 

In  one  instance,  at  Lone  Elm,  impressions  of  pretty  distinct  bi- 
valves were  found  in  very  coarse  and  distinctly  crystalline  Quartzite 
of  dark  brown  color.  This  seems  to  indicate  that  in  this  locality  the 
quartzite  may  be,  at  least  in  part,  metamorphic,  being  either  an  altered 
Sandstone  or  Chert,  or  else  having  replaced  the  Limestone  in  Silico- 
calcite.  Mr.  G.  0.  Broadhead  thinks  that  these  bivalves  are  sub-car- 
boniferous fossils.  Some  further  details  regarding  the  Quartzite  will 
be  given  in  our  special  description  of  deposits,  especially  in  that  of 
Oronogo  Diggings. 

BED    liOCK. 
The  alternate  layers  of  Limestone  and  Chert  above  described,  are 
finally  underlaid  by  a  Limestone  whose  thickness  has  not  yet  been 
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determined.  Wherever  it  iinderliea  the  metalliferous  layers,  the  min- 
ers call  it  "  bed  rock,"    No  ore  has  ever  been  observed  in  it. 

At  Granby,  this  Limestone  occurs  in  thick  layers,  and  is  hard, 
gray  and  fine  grained.  The  grain  becomes  generally  coarser  and  more 
irregular  with  the  depth.  The  coarse  grained  variety  contains  numer- 
ous fossils.  Single  concretions  of  Chert  of  irregular  shape  occur  init. 
In  a  bore-hole,  near  the  furnace  atGranby,  this  Limestone  was  struck 
at  a  depth  of  12  feet,  and  followed  t^  a  depth  of  136  feet  without  a 
change,  and  without  reaching  the  end.  The  Day  shaft,  a  little  farther 
north,  was  sunk  through  the  same  Limestone  130  feet  deep.  In  both 
places,  like  in  many  others  where  the  miners  tried  to  penetrate  this 
Limestone,  no  ore  whatever  was  found  in  it. 

The  surface  of  this  rock  below  the  deposits,  is  very  uneven  and 
strongly  undulating,  and  lies  at  Granby  from  12  to  80  feet  below  the 
surface  of  the  ground. 

A  coarse  grained,  bluish  gray,  uniform,  somewhat  bituminous 
Limestone,  containing  many  fossils,  and  occasionally  irregular  con- 
cretions of  Chert,  has  been  struck  in  the  Nelson  shaft,  by  the  Jasper 
Lead  and  Mining  Company,  on  the  southern  part  of  Swindle  Hill,  near 
Joplin.  This  solid  and  unstratified  rock  was  struck  immediately  be- 
low 6  feet  of  Soil  and  of  loose  Chert,  and  the  shaft  was  sunk  to  a  depth 
of  nearly  50  feet  without  encountering  a  change  of  the  rock,  and  with- 
out linding  any  ore. 

This  Limestone  has  also  been  struck  in  the  Porter  shafts,  on  the 
north  slope  of  Swindle  Hill,  and  seems  to  compose  the  main  body  of 
this  hill,  and  to  correspond  to  the  "  bed  rock  "  of  Granby. 

Mr.  E.Ohauvenet  analyzed  three  samples  of  Limestones  and  found 
them  to  contain; 


1 

3 

Unsolublu  matter 

1  57 

0.23 

2.93 

GarboQ'ite  of  lime 

%  4i 

99.67 

91.84 

Carbon  itc  of  MjgmoU 

0  81 

0.67 

2.83 

Carbomlbif  Iron 

0  75 

0.26 
10083 

a.  01 

n  ^16 

.99.69 

No.     1.    from  Jaspei',  No.  3  Diggings,  Joplin.    Light  gray,  finely  crystalline 

Limestone,  from  this  ore-bearing  Sti'ata, 
No.    2,    From  Ilolman  Diggings,  Granby.    "White  oolitic  Lim.estone,  uiiUei'- 

lyiiig  the  ore  beds,  which  contain  much  Dolomite. 
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No.  3.  From  Jopliii.  Ocourred  in  connection  with  tlie  ore.  Partly  Dolo- 
mized  Limestone,  rawnly  composed  of  light  gray  crystalline  grains 
about  one-sixteenth  inch  thick.    It  is  mixed  with  specks  of  bitumen. 

These  results  show  that  the  original  Limestone  contains  but  very- 
little  Magnesia,  even  in  the  vicinity  of  dolomitic  layers.  Some  analy- 
ses of  Dolomite  have  been  given  in  the  preceding  Division,  B  of  the 
present  Eeport. 

When  Dolomites  of  highly  dolomized  Limestones  are  dissolved  in 
acids,  the  residues  are  in  different  cases  of  a  very  diiFerent  nature. 
By  examining  these  residues  under  the  magnifying  glass,  we  found 
that: 

No.    I.    Black  or  dark  gray  dolomitic  roek  leaves  many  small  piirtieleB  of  hi- 

No.    a.    Brown  dolomitic  rock  leaves  yellowisli  brown  fine  Sand. 

No,    3.    White,  or  liglit-gray  doloraitie  roek  leaves  small,  scaly  or  botryoidal 

particles  of  white  opaque  Quartz  or  Chevt. 
No.    4.    Eose-colored  dolomitic  roek,  is  pare  Dolomite,  and  leaves  no  resid- 

iue  whatevei'. 


GEOLOGICAL    HISTORY  OF   THE  SOUTHWEST  MISSOURI 
ORE  REGION. 

rst  Pej-iod— Original  deposition  of  the  various  stratided  roeka, 
namely:  The  "Bed  Eock,"  tlic  alternate  layers  of  Limestone 
and  Chert,  the  Silico-ealdto,  the  Slates  and  Coal,  and  of  the 
Sandstone, 

These  several  strata,  after  their  depositions,  probably  remained 
unaltered  ior  a  very  long  time  and  became  dry,  hard  and  dense  before 
the  second  period  began. 

Second  Perioi^— Local  dolomiiation  of  certain  strata  of  Limestone. 
Disturby,nces  and  ruptures  in  the  Chert  in  consequence  of  the  con- 
ti'action  of  the  Limestone  during  the  metamorphic  action.  Prin- 
cipal deposition  of  the  ores  from  watery  solutions. 

This  metamorphic  action  was  confined  to  a  part  of  the  alternate 
layers  of  Limestone  and  Chert,  and  very  limited  in  its  vertical  extent 
— rarely  exceeding  30  feet. 

The  dolomization  of  the  Limestone,  and  the  siraultaneons  de'po- 
sition  of  the  ores,  began  either  from  horizontal  crevices  and  then  ex- 
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tended  through  the  whole  mass  of  one  stratum  of  Limestone  and  was 
limited  by  the  layere  of  Chert  above  and  below,  or  it  begayi  from  ver- 
tical crevices  in  the  Limestone  and  formed  a  mass  of  Dolomized 
Limestone,  with  ore  extending  along  the  crevice  between  the  Ohert 
layers,  and  generally  from  3  to  10  feet  wide.  In  the  first  ease  the 
"openings"  of  Granby  were  formed,  in  the  second  the  "runs"  of 
Joplin. 

I"  Third  Period — Dissolution  and  removal  of  a  part  of  the  Limestoin! 
from  the  Silico-calcite  and  from  the  alternate  layers  of  Limestone 
and  Chert.  Gradual  breaking  down  of  the  remaining  concretions 
and  of  thB  layers  of  Chert,  and  of  the  strata  j^bove.  Continued 
(ieposition  of  ores  in  diminished  measure. 

In  this  period  the  immense  accumulations  of  broken  Chert  were 
formed,  which  in  so  many  places  overlie  or  accompany  the  ore  depos- 
its. The  ore  (nearly  always  Galena)  was  deposited,  in  many  places, 
in  the  fissures  and  little  cracks  of  the  broken  Chert  beds,  in  sheets 
between  these  layers  and  in  crystals  adhering  to  pieces  of  broiten 
Chert,  sometimes  on  all  sides  of  the  fragments,  showing  plainly  that 
the  Galena  was  formed  after  the  Ohert  had  been  broken. 


Fourth  Period — Local  regeneration  of  the  parUaUy  dissolved  and  soft- 
ened Limestone  by  renewed  deposition  of  Carbonate  of  Lime. 
Ijocal  infiltrations  of  Qiiartzite.     Continued  deposition  of  ores. 


All  the  conglomerates  which  consist  of  Chert-fragments,  cemented 
either  by  a  silicious  or  by  a  calcareous  mass,  the  cementing  mass  in- 
ciosing  crystals  of  Blende  or  Galena,  were  formed  in  this  period. 


Q      a  I  l^ifih  Pci-ioi^—O. nidation  of  the  mntallie  Sulpiuirets,  and  alteralioo  of 

2     ''^ 

K     B  1        these  Siilphurets  into  Silicates  and  into  Carbonates. 

(S     o  ! 

During  this  period  the  Galena,  in  many  deposits,  was  more  or  less 
completely  altered  into  Cerussite  and  Pyromorphite,  the  Blende  into 
Calamine  and  Smithsonite,  and  the  Pyrites  into  Limonite.  Some  of 
these  minerals  also,  while  in  solution,  were  carried  over  larger  or 
smallerdistancesand  re-deposited  as  seams  or  impregnations  in  Sands, 
in  Clays  or  in  Chert  Breccia. 
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The  local  corrosion  and  partial  dissolution  of  the  Chert,  and  its 
alteration  into  a  porous  and  more  or  lees  friable  mass,  must  have  taken 
place  after  the  deposition  of  the  ores.  This  is  proved  by  the  entire 
absence  of  ores  in  the  porous  Chert.  This  corrosion,  therefore,  belongs 
to  the  Fourth  and  Fifth  Periods,  and  probably  continues  to  the  pres- 
ent day.     Also,  the  oxidation  of  the  ores  undoubtedly  yet  continues. 

All  these  mechanical  and  chemical  actions  which,  according  to 
present  appearances,  are  confined  to  the  upper  layers  of  the  Keokuk 
Limestone,  have  taken  place  over  a  very  large  area  in  South-west 
Missouri,  but  with  different  intensities  and  effects  in  different  districts 
and  localities. 
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D— SPECIAL  DESCRIPTION  OF  ORE  DEPOSITS. 


I.  — THE    DEPOSITS    OF    SHOAL    OKE  E  K     DISTRICT. 


Gra-nby  Mixes. 

The  Granby  Mines  are  situated  in  Newton  connty,  and  occupy 
Sec.  6,  T.26,E.  30  W. 

The  elevation  of  this  section  is  from  60  to  160  feet  above  the  rail- 
way at  Granby  City,  (L}  miles  north  of  Granby  Mines,)  or  from  670 
to  770  feet  above  the  city  directrix  of  St,  Louis  ;  or  from  1,075  to  1,175 
feet  above  the  level  of  the  sea. 

The  central  part  of  the  section  forms  a  basin  extending  two-thirds 
of  a  mile  in  an  east  and  west,  and  one-half  of  a  mile  in  a  south  and 
north  course.  It  is  surrounded  by  gently  sloping  hills,  which  rise  from 
60  to  80  feet  above  the  valley. 

This  'basin  has  only  one  outlet — through  a  valley  leading  north, 
and  through  which  a  small  creek,  originating  in  a  number  of  small 
channels  in  the  surrounding  hills,  flows  northward  into  Shoal  Greek. 
All  the  slopes  are  gentle. 

The  Limestone  crops  oat  in  a  few  places,  while  generally  it  is 
covered  by  thick  beds  of  Clay  and  Soil, 

A  part  of  the  land  was  formerly  covered  with  timber.  This  tim- 
bered land  extends  into  the  bottoms  of  Shoal  Creek,  which  winds  its 
course  1  to  1^  miles  north  of  Granby,  from  east  to  west. 

South  of  Granby,  in  Sec.  7,  a  gently  rolling  prairie  begins,  which 
is  a  part  of  Oliver's  prairie. 

The  town  of  Granby  is  situated  near  the  centre  of  the  northern 
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boundary  of  Sec.  6,  and  extenda  somewhat  into  the  adjoining  section. 
Single  houses  and  cabins  are  scattered  over  the  whole  of  Sec.  6,  espe- 
cially in  the  centre  of  the  basin. 

The  distribution  of  the  diggings  is  represented  on  our  topograph- 
ical map  of  the  Granby  Mines,  which  comprises  the  whole  of  See.  6, 
and  was  drawn  after  a  survey  made  by  Mr.  0.  Ilenrich,  who  was  en- 
gaged for  this  work  by  the  Geological  Survey. 

The  diggings  lie  on  the  upper  part  of  the  slopes  surrounding  the 
central  basin,  and  in  many  places  extend  over  the  top  of  the  hill  and 
on  the  outside  slopes.  Many  shafts  are  also  sunk  in  the  bottom,  and 
on  both  sides  of  the  valley  which  forms  the  northern  outlet  from  the 
basin. 

We  will  now  proceed  to  describe  the  relative  positions  of  the  va- 
rious diggings,  as  they  are  marked  on  the  topographical  map  : 

Beginning  with  the  north-west  quarter  of  the  section,  we  first  ob- 
serve, west  of  the  town,  the  Village  Diggings,  on  the  elope  along  the 
east  side  of  the  creek.  The  creak  separates  them  from  the  Brockhol- 
low  Diggings,  which  extend  west  from  the  creek  into  a  small  valley. 
South  of  the  Village  shafts  are  the  Orabtreo  Diggings — on  the  north 
slope  of  the  basin.  West  of  them,  the  hill  rises  60  feet  above  the  val- 
ley, and  near  its  summit  the  Holman  Diggings  are  situated.  West  of 
these,  on  the  west  slope  of  the  same  hill,  are  the  Dutch  Diggings — at 
the  upper  end  of  a  little  valley  running  north.  A  number  of  shafts 
are  sunk  on  the  northern  slope  of  Ashcraft's  Hollow,  west  of  the  great 
basin. 

In  the  north-east  quarter  of  the  section  the  hill  rises  80  feet 
above  the  valley,  sloping  gently  west  towards  the  creek  and  south 
towards  the  center  of  the  basin.  The  Hardshaft  Diggings  extend  from 
the  top  of  this  hill  down  the  western  and  southern  slopes.  Between 
all  these  diggings  many  single  shafts  were  sunk,  so  that  no  definite 
lines  can  be  drawn  limiting  the  various  diggings;  all  forming  one  com- 
plex, which  we  may  comprise  under  the  general  name  of  the  North- 
ern Mines.  A  zone  containing  but  a  very  few  shafts,  and  running 
across  the  central  basin,  separates  them  from  the  Southern  Mines, 
which  are  spread  over  the  hills  on  the  south  side  of  the  basin.  Be- 
ginning in  the  south-west  quarter  of  the  section,  we  observe  hills  ris- 
ing 70  to  80  feet  high,  (above  the  center  of  the  basin,)  sloping  to- 
wards a  small  water-course,  which  enters  the  central  basin  from  the 
south.  A  number  of  diggings  are  situated  on  both  sides  of  this  stream 
and  on  the  hill-sides.  These  we  will  comprise  under  the  general 
name  of  Frazier  Diggings.  Some  shafts  north-west  of  these  and  rather 
isolated  are  called  the  Chester  Shafts,     Several  diggings  extend  from 
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the  J"razier  Diggings  through  the  northern  part  of  south-east  quarter 
of  the  section,  namely:  the  Hopkins,  Bellew,  Eastpoint,  Poorman'a 
Point,  and  Mineral  Diggings.  The  Hopkins  shafts  lie  adjoining  the 
Erazier  Diggings  on  the  northern  slope  of  the  hill.  They  connect  the 
latter  Diggings,  with  the  others  just  nientionerl,  which  are  situated  on 
the  different  slopes  of  a  knob  to  the  north-east  quarter  of  the  south- 
east quarter  of  the  section,  50  to  60  feet  above  the  bottom  of  the 
basin.  The  Bellew  shafts  and  the  Eastpoint  Diggings  are  on  the 
northern  and  north-eastern  slopes,  and  the  diggings  at  Poorman's 
Point  and  Mineral  Point  on  the  southern  and  soutb-eaBtern  parts 
of  this  knob. 

The  General  Geological  Section  of  the  strata  occurring  in  the 
Granby  Mines,  is  as  follows,  giving  the  maximum  thickness  of  the 
strata  in  feet: 

No.  1.    8  feet  Soil  and  Gravel,  sometimes  mixed  with  pjaslie,  ferruginous  Clay, 

and  in  places  containing  pieces  of  Ceruaslte. 
No.  2.    15  feet  Oliert,  brolten  to  small  aogular  pieces  without  regular  strati- 

llcation,  and  always  mixed  with  more  or  less  brown  Saad  and  red 

Clay. 
No.  3.    20  feet  soft,  porous  Chert,  (called  "  Cotton  Rock"  by  the  miners,) 

In  some  places  ,we  find  an  ore-opening  from  2  to  20  inches  thick 
immediately  below  the  porous  Ohert.  It  consists  of  red  Clay  or  Sand 
in  which  loose,  rounded  pieces  of  Galena  are  imbedded.  It  is,  how- 
ever, of  exceptional  occurrence. 

Below  the  above  strata  we  observed  two  different  successions  of 
rocks  in  different  places  : 


So  feet  alternate  layers  of  white  or  gray,  line-grained,  often  oolitic 

Limestone,  andof  hard,  white  Chert,  the  layers  being  J  to  3  feet 

thick. 
3  feet  first  regular  ore-opening,  contaiiiing  broken  Chert,  rotten  and 

disintegrateil  Doloiriite,  Clay  and  Sand,  with  Galena  in  thiji  sheets 

or  in  loose  pieces. 

9  feet  alternate  layers  of  Limestone  and  Chert,  same  as  above. 

10  feet  second  or  priiieipal  ore-opening,  containing  the  best  ore  de- 
posits.   This  will  be  specially  described  hereafter. 

25  feet  hard,  solid  Chert,  in  more  or  less  broken  layers,  from  }  to  ti 
feet  thick,  never  adhering  to  each  other,  but  always  separated  by 
more  or  less  Clay  and  Siintf. 
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No.    2.    2  feet  first  openinjf,  coadiining  Clay,  disintegrated  Dolomite,  witii 

Galena  and  Oerussite  in  loose  pieces  or  ia  thin  sheets. 
No.    3.    7  feet  of  Chert ;  layers  as  above. 
No.    4.    10  feet  second  ov  principal  orc-opeiiing. 

Both  Sectiona  are  finally  underlaid  by  over  130  feet  of  Limestone, 
called  the  "  bed-rock."  In  coraparing  the  above  two  Sections,  which 
replace  each  other  in  different  localities,  it  is  evident  that  the  Second 
is  only  an  alteration  of  the  First,  the  Limestone  being  gradually  dis- 
solved and  removed,  leaving  thin  residuary  beds  of  Sand  or  Clay  be- 
tween the  Chert  layers.  The  latter  in  settling  down  became  more  or 
less  broken. 

The  second  or  principal  ore-opening  contains  all  the  Zinc  ores  and 
most  of  the  Lead, ores.  It  is  mostly  from  3  to  6  feet  high  and  extends 
nearly  horizontally,  generally  between  a  layer  of  solid  Chert  and  the 
"  bed-rock,"  whose  surface  is  mostly  altered  and  softened.  It  is  oeca- 
Bionally  empty  (forming  caves,)  but  generally  contains  various  ma- 
terials, as  broken  Chert,  Dolomitic  Limestone,  Dolomite,  Oalcspar, 
Sands  and  Clays,  These  materials  contain  the  ore  generally  in  more 
or  less  horizontal  sheets  or  streaks  of  variable  thickness  and  limited 
extent. 

Most  of  the  Zinc  ore  (almost  exclusively  Calamine,)  is  deposited 
directly  on  the  altered  Limestone,  generally  mixed  with  elreaka  of 
Dolomite  and  occupying  the  lowest  part  of  the  opening  in  layers 
from  1-10  to  6  feet  thick.  The  Galena  is  found  in  horizontal  sheets, 
which  are  in  some  places  six  inches  thick  in  all  parts  of  the  opening  ; 
also  as  loose  chunks  in  the  Clay  or  Sand. 

The  contents  of  the  openings  vary  very  much  and  often  change 
completely  within  a  distance  of  10  to  20  feet.  The  ore  that  may  ex- 
ist in  one  part  several  feet  thick  gives  out  entirely  within  less  than  10 
feet,  and  frequently  the  opening  itself  thins  out  or  ia  suddenly  ter- 
minated by  a  curved  elevation  of  the  underlying  Limestone,  called 
"  bar  "  by  the  miners. 

The  very  numerous  openings  at  Granby  are  not  all  on  the  same 
level,  but  their  absolute  elevation  depends  on  that  of  the  underlying 
Limestone  (the  bed-rock).  It  varies  from  45  to  nearly  100  feet  above 
the  railway  at  Granby  station,  and  mostly  lies  between  60  to  80  feet 
above  that  level.  These  openings  are  15  to  70  feet  below  the  surface 
of  the  ground. 

We  will  now  proceed  to  describe  the  several  mines  of  Granby 
in  the  following  order : 
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I.    NORTHERN    MINES. 

a.  Central  part  .- 

1.  Village  Diggings. 

2.  Brockhollow  Diggings. 

3.  Crabti'ee  Diggings. 

b.  Wesiempari: 

4.  Holman  Diggings,  witL  the  diggings  in  Dutch  and  Ashcraft's 

hollows, 
t.     Kaster^t  pari  - 

5.  Haj-dshaft  Diggings. 

II.     SOUTHERN    MINES. 
a.     Western  part: 

6.  Prazier  Diggings  with  the  Ciiest«r  shafts. 
Ji,     Eaatern  part : 

7.  E as tpoint  Diggings  with  Bellew's  and  Hopkins'  shafts. 

8.  Diggings  at  Mineral  Point  and  at  Poorman's  Point. 

1.    The  Village  Diggings 

Kxtend  over  a  piece  of  ground  aloug  the  east  side  of  llie  creek,  about 
1,100  feet  long,  in  a  direction  of  north  20"  west,  and  from  100  to  200 
feet  wide.  On  this  ground,  about  110  to  120  shafts  have  been  sunk; 
most  of  them,  however,  were  worked  before  the  war  (1851-1860,)  and 
have  caved  in  since.  On!y  7  shafts  were  in  operation  during  the  time 
of  our  examination.  The  ground  rises  toward  the  east  so  that  the 
tops  of  the  eastern  shafts  are  25  to  30  feet  higher  than  those  of  the 
shafts  along  the  bottom  of  the  creek. 

In  these  diggings  the  following  General  Section  was  observed  : 

No.  1.    7  feet  Soil  and  Gravel. 

No.  2.    15feetOhert,brokenirregalarly  with  much  fine  Sandy  Limestone  and 

Clay. 
No,  3.    18  feet  Chert  layers,  from  J  to  3  feet  thick,  with  little  Sand  and  Clay 

between  the  layers. 
No.  4.    2  feet  first  opening,  as  described  in  the  General  Section  of  Granhy. 
No.  5.    7  feet  Chert  layers  or  in  places  alternate  layers  of  Limestone  and 

Chert. 
No.  8.     5  feet  second  and  principal  opening.  (?)    Limestone,  decomposed  and 

sandy  near  the  surface,  and  graduallypassingintoadense,  hard  gray 

Limestone.    The  surface  of  this  Limestone  ia  irregular  and  wavy  as 

usual,  and  the  highest  portions  of  it  ai'e  oolitic. 
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The  8econd  or  principal  opening  varies  in  ita  composition  often 
and  rapidly.  To  elucidate  this  we  will  give  a  few  sections  of  the 
openings  in  this  district  as  we  measured  and  sketched  them  in  the 
drifts.  Thirty  feet  north-west  of  shaft  7  the  opening  consisted  of  2^ 
feet  of  Chert  layers,  with  3  seams  of  Galena  l)etween  the  layers,  §, 
2  and  2  inches  thick  respectively,  as  represented  in  the  sketch  (Fig. 
14).  Both  the  Limestone  and  the  opening  dip  20°  west.  About  60 
feet  west  from  the  shaft  and  8  feet  deeper  than  the  above  Section  we 
saw  in  the  same  opening — 

No.  1.    2  feet  Chert  layers  without  iioy  Galena. 

No.  2.    1  foot  Dolomite  paitly  fllsintegratedands.aiidy,  with  streaks  and  pock- 
ets of  tallow  Clay.     , 
No.  3.    2  feet  Cal;traine  in  wavy  sheets,  with  tallow  Clay  in  pockets. 

About  30  feet  north-west  of  shaft  7,  near  shaft  6,  the  section  of 
the  openina;  presented  itself  as  follows : 

No.  1.     Chert  on  top. 

No.  2.    3  feet  solid  Calamine,  with  streaks  of  Galena  often  2  inches  thick  and 
with  pockets  of  tallow  Clay ;  softened,  sandy  Limestone  below. 

South-west  of  shaft  7,  near  shaft  S,  we  observed  the  section  as 
represented  in  sketch  (Fig.  15). 

Limestone  Top. 

No.    I.    3  feet  alternate  layers  of  Limestone  and  Dolomite  ;  in  the  latter  cr3-.s- 

tals  of  Galena. 
No.    2.    8  inches  solid  Calamine. 
No.    'i.    10  inches  tnllow  Clay,  with  strealts  of  Calaraine.     Soft,  decomposed 

Limestone. 

All  the  faces  mentioned  here  belong  to  one  large  opening,  on 
which  the  shafts  No.  6  to  11  were  sunk.  It  dips  15°  W.,  like  the  sur- 
face of  the  ground,  so  that  the  western  part  (at  shaft  11)  is  13  feet 
deeper  than  the  eastern  points  near  shaft  7.  The  patches  of  Galena 
above  the  Calamine,  had  been  mostly  worked  out  before  the  war,  and 
the  Calamine,  whose  value  was  not  known  then,  was  left.  This,  like 
many  of  the  old  diggings,  was  reopened  in  1872,  and  worked  espe- 
cially for  the  Calamine. 

Another  portion  of  the  second  ore-opening,  can  be  traced  from 
here  southward,  through  the  shafts  15  to  28,  over  to  the  Crabtree  Dig- 
gings. It  dips  like  the  former  to  the  west,  but  not  as  strongly  as  the 
surface  of  the  ground.  It  forms  in  its  western  part,  the  lowest  ore- 
beds  found  in  Granby,  being  there  only  42  to  45  feet  above  the  rail- 
way.   The  composition  of  this  opening  also  changes  very  materiallj^ 
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Near  shaft  15  we  found  : 

8  feet  decomposed  Dolomite  and  red  Clay. 

J  to  2  iiiclies  Galena. 

2  feet  Calamine  with  poukets  of  tallow  Clay. 

About  200  feet  further  south,  near  shaft  19,  the  face  appeared  thus, 
as  represented  in  Fig.  16 : 

No.  1.    G  inches  Dolomite  and  red  Cla,y. 

No.  2,    12  to  18  inches  Calamine  and  tallow  Clay. 

No.  3.    G  to  18  inches  poeiiefa  of  Caleite  with  Galena. 

In  the  southern  part,  near  the  Crabtree  Diggings,  the  face  of  the 
Tock  presented  the  following  Section  which  is  represented  by  .Fig.  17 : 

No.  1.    2feet  Limestone,  with  wavy  streaks  of  Dolomite  and  Calamine,  1  to 

2  inches  thick. 
No.  2.    28  inciies  Ca,lamine,  with  pocltets  of  Blende  and  Galena,  and  with 

streaks  of  rotten  Dolomite  and  a  little  tallow  Clay, 
No.  3.    1  foot  tallow  Clay. 
No.  4.    Limestone,  the  upper  part  of  which  is  rotten  and  sandy  to  the  tonch. 

To  show  the  relation  of  the  opening  to  the  General  Section,  we 
represent  a  Section  through  a  part  of  the  Northern  Village  Diggings, 
of  which  the  following  is  a  description : 

No,  8,  Limestone. 

No.  7.  Kotten,  sandy  Limestone. 

No.  6.  Oolitic  Limestone. 

No.  5.  Calamine,  with  sheets  of  Dolomite,  and  some  Blende  and  Giilena. 

No.  4.  Clay  and  Sand,  with  chnul;sof  Galena,  and  some  Chert  fragments. 

No.  3.  Chert  layers. 

No,  2,  Broken  np  Chert. 

No.  1.  Boil. 

At  the  north  end  of  these  diggings,  east  of  the  furnace  building, 
about  25  pits  from  4  to  7  feet  deep,  had  been  sunk  through  Soil  and 
Gravel,  in  which  loose  pieces  of  silicious  Oerussite  (Dryhone)  were 
imbedded. 

In  all  these  diggings,  the  frequent  occurrence  of  Oerussite  and 
Pyromorphite  in  amorphous  masses  and  crystals,  is  remarkable.  They 
are  mostly  connected  with  a  brown,  hardened  and  very  silicious  Clay. 
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2.    The  Beockhou^w  Diggings 


Are  situated  on  the  west  side  of  the  creek,  opposite  the  Village  Dig- 
gings, on  both  sides  of  a  little  hollow,  and  on  the  lower  part  of  a  elope 
south  of  it,  and  extend  about  SOO  feet  from  south  to  north,  and  600  feet 
from  west  to  east.  The  western  part  of  this  ground  is  about  50  feet 
higher  than  the  eastern  part,  near  the  creek. 

120  to  130  shafts  have  been  sunk  on  this  piece  of  land,  but  nearly- 
all  of  them  are  abandoned  at  present,  and  most  of  them  are  caved  in. 

Only  3  shafts  were  occasionally  worked  during  the  progress  of 
our  examination. 

The  shafts  were  from  15  to  40  feet  deep,  and  showed  the  following 
General  Section : 

3  feet  SoLl. 

10  feet  broken  Chert 

15  feet  Chert  layers,  separated  by  a  little  Sand  and  Claj-, 

10  feet  ore-opening,  consisting  of  Chert  Detritus,  with  occasional  horizontal 

streaks  of  Sand,  Dolomite,  tallow  Clay,  Galena  and  Cerussite. 
(?)  Limestone. 

Some  Galena,  but  more  Cerussite,  (in  the  form  of  Dryhone  and 
Wool  mineral,)  was  obtained. 

3,      CKinTRIiB    DlQOINGS. 

The  Crabtree  Diggings,  (see  topographical  map  J  extendfrom  the 
east  side  of  the  creek,  up  the  lower  part  of  a  hill  slope  rising  toward 
the  east. 

They  adjoin  the  Village  Diggings  on  the  South,  the  Holman  Dig- 
gings on  the  west,  and  the  Hardshaft  Diggings  on  the  east.  They 
cover  a  space  about  700  feet  in  each  direction,  the  eastern  part  of 
which  is  about  50  feet  higher  than  the  Creek. 

About  90  Bhafts  are  sunk,  11  of  which  we  saw  in  operation. 

The  General  Section  at  these  digging  is  as  follows  : 

No.  1.  3  feet  Soil  and  some  Gravel. 

No.  2.  8  feet  loose,  broken  Chert,  witli  some  Band  and  Clay. 

No.  3.  20  feet  soft,  porous  Chert,  (Cotton  rock). 

No.  4,  25  feet  Ohert-layera,  partly  broken,  with  Sand  and  Clay  between  the 

Ho,     5,    2  feet  first  opening,  mostly  red  Clay,  with  oceaaional  small  pieces   of 

Galena. 
No.    I).    10  feet  altei'nate  layers  of  Limestone  and  Chert,  4  to  8  inches  each. 
No.    7.    9  feet  second  ore-opening  to  be  described  hereafter. 
No.    8.    1  foot  Limestone. 
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The  second  opening  presents  the  following  examples  of  sectioi 

In  Shaft  50.     See  Fig.  10. 

No.    1.    2  feet  broken  Chert. 
5to.    2.    J  inch  Galena. 

No.    3.    2  feet  Calamine,  with  much  Dolomite  and  Ked  Clay,  and  some 
streaks  of  Galena. 

Near  Shaft  55.     See  Fig.  30. 

No.    I.    3  feet  Limestone,  with  wavy  layers  of  Dolomite,  the  latter  contain- 
ing streaiis  and  crystals  of  Galena. 
No.    2,    2  feet  Calamine,  with  little  tallow  Clay. 

Neir  Slmfi  51.     Seefimt  Fig,  SI. 

No.    t.    a  feet  white  tallow  Clay,  Dolomite,  and  some  Calamine  in  alternate 

sheets.    Some  patches  of  Galena  1  Inch  thick. 
No.    2.    1  foot  Calamine,  with  small  pockets  of  tallow  Clay. 

In  Shaft  71.    Section  Fig.  ?3. 

No.  1.  10  Inches  tallow  Clay  and  Sand. 

No.  2.  8  inches  sandy,  rotten  Limestone. 

No.  a.  12  inches  red  Clay, 

No.  4.  8  inches  Dolomite,  with  numerous  streaks  of  Galena. 


In  Shaft  73. 

No.  I.  'i  feet  red  plastic  Clay. 

No,  3,  4  inches  Calamine,  with  tallow  Clay. 

No.  3.  8  inches  black  Sand  and  rotten  Dolomite. 

No.  4.  18  inches  Calamine,  with  much  Dolomite. 

No.  0.  5  inches  solid  Calamine. 

No.  0.  G  inches  red  Clay. 
ijj  Limestone. 

The  opening  throughout  these  Diggings  lies  deepest  in  the  wes- 
tern and  northern  parts,  and  rises  towards  the  south  and  east.  It  is 
49  feet  in  shaft  50;  53  feet  in  shaft  51 ;  from  60  to  73  feet  in  shafts  52 
to  74— above  the  railway  level  at  Granby  station. 

4.    HoLMAN  Diggings; 

Are  situated  on  the  south  side  of  a  hill  which  occupies  nearly  all  of 
the  north-west  quarter  of  the  section.  They  extend  from  the  creek 
bottom  south  of  Brockhollow  Diggings  to  the  top  of  the  ridge,  and 
connect  westwards  with  the  diggings  in  Ashcraft's  and  Dutch  Hol- 
lows. They  occupy  a  apace  3,000  feet  long  from  east  to  west,  and  400 
to  600  feet  wide,  on  which  150  to  160  shafts  are  sunk — 0  of  these  were 
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In  Operation  in  the  summer  of  1873.  The  Diggings  at  the  head  of 
Dutch  Hollow  and  in  the  Creek  bottom  were  worked  before  the  war, 
while  the  principal  ore-beds  near  the  top  of  the  ridge  (shafts  liJl  to 
132)  were  not  discovered  until  1866,  and  have  been  mined  since  then 
without  interruption,  and  with  very  great  Guccees. 

The  General  Section  in  this  part  of  the  Centra!  Diggings  shows  the 
i'oUowing  strata : 

No.  1.  5  foot  Soil  and  Gravel. 
No.  2.  10  feet  broken  Chert. 
No.    3.    20  feet  soft,  porous  Chert. 

No.    4.    30  feet  alternate  layers  of  Limestone  iiiitl  Chert,  which  are  sometinieii 
repiaeod  by ; 

15  feet  Cbert  layei'S. 

10  feet  alternate  layei's  of  Limestone  and  Ctiert. 
No.    3.    3  feet  first  opening  consisting  of  Limestone,  Dolomite,  red  Clay  and 

some  Galena  in  the  Dolomite  and  in  the  Clay. 
No.    6.    10  feet  alternate  layers  of  Limestone  and  Chert. 
So.    7.    6  feet  second  opening,  deecrii>e(l  hereafter. 

(?)  Limestone,  rotten  and  sandy  in  the  upper  2  to  10,  inches,  then 
oolitic,  which  strncture  gradually  passes  into  one  dense  and  fine- 
grained. 

The  surface  of  the  ground  at  these  Diggings  is  110—130  feet,  the 
principal  ore  opening  S6 — 66  feet  above  the  railway  level. 

The  following  sections  of  the  ore  beds  were  observed  in  the  Drift : 

In  Shaft  ISS. 

{2  inches  Tallow  Clay,  with  ci-ystais  of  Galena. 
3  inches  rotten,  sandy  Dolomite. 
5  feet  Chert,  in  one  solid  layer. 
f  12  inches  gray,  Dolomitlc  Ltmeetone  and  yellowish  Dolomite  in  alter  - 

I        natfi  sheets ;   the  Dolomite  containing  Galena,  Limestone  and 
'J.\i>  OrBNrKG....^ 

Dolomite  form  banded  masses. 

L14  inches  palamtiie,  with  tallow  Clay,  Dolomite  nod  some  little  Galena. 

(?)  Jjiracstnni'. 

In  Shaft  125. 

The  principal  ore  opening  consists  of  (Fig.  33 :) 

No.  1.    12  inches  soft,  rotten  Dolomitic  Limestone. 

No.  2.    4  inches  Dolomite,  with  many  crystals  of  Galena  J  to  I  inch  in  dia- 
meter, well  developed. 
No.  3.    1  inch  tallow  Clay. 
No.  4    14  inches  Calamine,  with  some  Dolomite-  and  tallow  Clay. 
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No.  1.    8  inches  Cliert. 

No.  2.    2  iiichos  Galena. 

No.  3.    34  inches  Chert,  with  thin  fjlieets  of  Galoiia. 

Beginning  at  this  place,  both  the  Limestone  and  the  opening  dip 
east  30°,  and  the  opening  changes  its  character  entirely,  so  that  in  it 
and  only  23  feet  north-east  of  the  last  mentioned  face,  and  conse- 
quently at  a  level  about  5  feet  deeperj  we  found : 

8  feet  of  soft,'  rotten  Dolomltlc  Limestone,  with  4  small  seams  of  Galena, 
each  about  ^  inch  thick,  and  connected  with  eacli  other  by 
very  thin  vertical  seams. 

In  S/iaft  :g9,  {Fig.  S4-) 

No.    1.    8  inches  Limestone,  piii'tly  altered  into  Dolomite. 

No.    2.    4  inches  (Jhert. 

No.    8.    G  inches  crystalline  Calcite,  inclosiiiff  Galena. 

No,    4.    6  inches  Calamine,  in  patches. 

No.    5.    (?)  Limestoue. 

Shaft  1/fS 

Was  sunk  in  March,  1873,  by  Mr.  McGee  on  the  top  of  the  ridge 
between  Ashcraft's  and  Dutch  Hollows.  The  mouth  of  this  is  148  feet 
and  the  principal  ore  bed  83  feet  above  the  railway  level.  The  shaft 
shows  the  following  Section: 

Ko.  1.  3  feet  soil. 

No,  2.  12  feet  broken  Chert. 

No.  3.  20  feet  soft,  porous  Chert. 

No.  i.  17  feet  Chert  layers. 

No,  6.  1  foot,  first  opening,  filled  with  red  Clay  and  s.  little  Galena. 

No.  G.  la  feet  Chert  layei-3. 

No.  7.  e  feet,  second  openlii<c. 

No.  8.  afeetCliert. 

No.  9.  (?)  Limestone, 

In  the  different  drifts  of  this  shaft  we  noticed  the  following  faces : 

Norfh-iirest  of  S/iafi. 

No.  1.  Chert  layer  on  top. 

No.  2.  1  to  2  inches  Galena. 

No.  3.  8  inches  fissured  Chert,  with  thin  seams  of  Galena  in  all  directions. 

No.  4.  J  inch  Galena. 

No.  5.  Limestone.' 
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South-east  of  shaft  is  Fig.  15.    The  Section  is  Fig.  25. 

No.  1.  Chert  on  top. 
No.  2.  1  inch  Gralena. 
No.    a.    S  iDchcs  soft,  I'ottoii  DolOQiitic  Ijimestono,  with    sorae  Clay  and 

streaks  of  rotten  Dolomite. 
No.    4.     2  inches  hardened,  whito  silicious  Clay  rocl>,  with  many  crystals  of 

Galena,  ^  to  1  inch  in  diameter. 
No,    5.    12  inches  tallow  Clay  and  red  Clay. 
No.    6.    6  inches  Chert;  with  small  seams  of  Galena. 
No.    7.     1  inch  hard  Clay  roc);,  with  large  crystals  of  Galena. 
No.    8.    8  inches  red  Clay. 
No.    9.    12  inches  Chert. 
No,  10.    4  feet  3  inches  Limestone. 

The  silicious  Ciay  rook  bears  on  its  under  side  numerous  impres- 
sions of  Dolomitic  crystals,  and  was  undoubtedly  originally  deposited 
on  crystalized  Dolomites.  At  present,  however,  this  Dolomite  is  re- 
placed partly  by  Tallow  Clay  and  partly  by  a  very  ferruginous  tough 
Clay. 

j.    TnE  IlAiiuSHAi'T  Diggings 

Extend  east  of  the  Crabtree  diggings  to  the  top  of  a  hill  which  lies 
near  the  center  of  the  north-east  quarter  of  the  Section,  They  cover 
an  area  of  ground  about  700  feet  wide  in  every  direction,  on  which  70 
to  80  shafts  have  been  sunk.  The  surface  of  the  ground  at  these  dig- 
gings is  from  135  to  155  feet,  and  the  principal  ore  beds  76  to  83  feet 
above  the  railway  level  at  Granby  station. 

The  General  Section  is  as  follows  :  the  number  of  feet  indicating 
the  greatest  observed  thickness  of  the  strata : 

No.  ].  6  feet  Soil  and  some  Gravel. 

No.  2.  8  feet  broken  Chert. 

•  No.  3.  13  feetsoft,  porous  Chert. 

No.  4.  24  feet  alternate  layers  of  Limestone  and  Chert. 

No.  5.  2  feet  tirst  opening,  filled  with  Chert  and  with  red  Clay,  incloslngsome 

little  Galena. 

No.  6,  8  feet  alternate  layers  of  Limestone  and  Chert. 

No.  7.  8  feet  second  ore  opening. 

No.  8.  (?)  Limestone. 

In  the  second  opening  we  observed  the  following  characteristic 
faces  : 
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Near  Shaft  101. 

No.  1,    3  feet  Limestone,  with  streaks  of  Dol  mito  an  1  i  ockets  of  tallow 

Clay. 
No.  2.    \\  feet  white  or  light  yellow,  massive  b  nltl  so    t^. 
No.  3.    3  feet  Calamine,  with  small  pockets  of  Gtalena      the    pper  part. 
No.  4.    ?  Limestone. 

This  is  the  only  place  in  South-west  Missouri  where  this  variety 
of  Sraithsonite  (called  "White  Jack"  by  the  miners)  was  found  in 
large  quantity, 

Nuar  Shaft  95. 

No.  1.    Chert  top. 

No.  2.    2  inches  red  Clay  with  pieces  of  Galena. 

No.  3.    14  Inches  Sllico-calcite. 

No.  4.    1  inch  white  Sand,  with  a  seam  of  Galena  J  of  an  inch  thick. 

No.  5.    7  inches  Chert. 

No.  6.    1  inch  Sand  with  Galena. 

No.  7.    6  Inches  Chert 

No.  8.    1  inch  Sand  with  Galena. 

No,  9.    15  Inches  Tallow  Clay  with  small  streaks  of  Dolomite. 

No.  10.  1  inch  Dolomite  with  Galena. 

No.  11.  3  inches  Chert. 

No.  13.  — ?  Limestone. 

JVea,-  Shaft  !)S. 

Ciiert  layer. 

14  laches  limestone  and  Chert,  with  Caleite  and  crystals  of 
Galena. 

2  inches  Chert. 

1  iHch  Galena. 
8  inches  rotten  Doloniitic  Limestone  and  rotten  Dolomite. 

3  feet  Limestone, 

2  feet  Ghei-t. 

4  feet  Chert,  with  five  seams  rotten  Limestone  1  to  3  inches 
thick,  containing  much  Galena. 

mar  Shaft  103. 

Chert  layer. 
4  inches  tallow  Clay. 

18  inches  Calamine,  with  pockets  of  Galena  2  to  S  inches  thick. 
86  inches  rotten  Dolomite,  white  Sand  and  red  Clay,  with  Galena  dis- 
l  through  the  whole  mass. 


2kd  Opbsino... 


No.  1. 
No,  2. 
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This  Section  is  one  of  the  few  where  much  Galena  was  found 
below  the  solid  sheets  of  Calamine. 

G.    The  Fbazieb  DiGGiXCiS  ian  the  CiiESTiiB  Shafts. 

The  Fraziec  Diggings  are  situated  on  both  sides  of  a  small  valley, 
through  which  tlie  creek  enters  the  Granby  basin  from  the  south. 
They  occupy,  with  the  Chester  Shafts,  which  are  further  west,  a  space 
of  about  1600  feet  from  east  to  west  and  400  to  600  feet  from  north  to 
south,  from  170  to  180  shafts  have  been  sunk  here,  seven  of  which 
we  saw  in  process  of  operation.  The  surface  at  these  Diggings  is  105 
to  145  feet — the  principal  ore  beds  67  to  84  feet — above  the  railway 
level. 

These  Diggings  were  partly  worked  before  the  war  and  many  have 
been  re-opened  a  year  or  two  ago  for  the  purpose  of  getting  the  Cal- 
amine which  had  been  left  in  the  mines. 

The  General  Geological  Section  of  these  Diggings  is  as  follows ; 

No.  1.  5  feet  Soil  with  some  Gravel. 

No,  2.  20  feet  soft,  porous  Chert. 

No.  3.  1  foot  first  opening,  filletl  with  red  Clay  coHtiiiiiing  little  Galena. 

H"o.  4.  24  feet  Chert  layers. 

No.  5.  10  feet  second  openinjf,  iS&scribefl  hereafter. 

No.  0.  2  feet  solid  Chert. 

No.  r.  — — ?  I,imostone. 

The  second  opening  shows  the  foliowiug  various  Sections  : 

In  Mine  of  Shaft  SIS,  South-east  fi-om   Shaft. 

No.  1.  Chert  layer. 

No,  2.  12  inches  Limestone. 

No.  3.  8  inches  Calamine  in  tliin,  broken  sIa^s,  with  pooliets  of  red  Clay  and 

tallow  Clay. 

No.  4.  1  inch  Sand. 

No.  5.  18  inches  Calamine,  with  small  pockets  of  tailow  Clay. 

No.  C.  8  inches  Calamine,  with  much  red  Clay  and  Sand. 

No.  7.  Chert  layer. 

In  tlte  Sams  Mine,   Nori/i-east  fi-om  Shaft     (Fig.  30.) 

No.  1.    4  feet  rounded  bouldei's  of  Limestone,  decomposed  on  the  outside  and 

surrouuded  by  red  Clay  and  tallow  C!ay. 
No.  3.    IJ  feet  Calamine,  with  small  pockets  of  tallow  Clay. 


■i  of  Shaft.     (Fig.  ,??,) 


No.  I.    Chert  layer. 

No.  2.    i  inches  tallow  Clay  and  Sand  mixed. 
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No.  8.     13  Inciies  Smlthsonite,  solid,  of  grayish  brown  (^olor,  antl  fine-grained 

or  OoliUc. 
No.  4.    18  inches  solicl  Calamine. 
No.  S.     Chert  layer. 

Near  Shaft  S30.     {  Fig.  US.) 

No.  1.  ClierC  layer. 

No.  2,  4  inches  white  tallow  Clay,  with  crystals  of  Galena. 

No.  S.  10  Inches  Chert. 

No.  i.  8  inches  Clay  and  Sand,  with  oliunks  of  Ceruasite  and  a  little  Galeiiii. 

No.  5.  Chert  layer. 

At  Shaft  las. 

No.  1.  Chert  layer  on  top. 

No.  3.  8  inches  tallow  Clay,  with  Galena. 

No.  3.  2*  inches  Sand,  i-otten  Dolomite  and  tallow  Olay  in  alternate  bands. 

No.  4.  12  inches  Dolomite,  with  strealis  of  crystalline  Dolomitic  Limestone, 

No.  5.  21  inches  Calamine,  witli  pockets  of  Blende  and  Galena. 

No.  0.  ?  Limestone. 

In  the  Same  Minf,  only  10  feet   West  of  the  preceding  Section. 

No.  1.  Chert  layer. 

No.  2.  IJ  inches  tallow  Clay  and  red  Clay,  with  a  little  Galena. 

No.  8.  6  inches  gi-ay  Clay  and  brown  Paud,  in  alternate  streaks. 

No.  4.  12  inches  red  Clay  and  Sand.  ~| 

No.  5.    1  inch  eray,  silliclous  Clay.  I  Witli  pockets  of  Ga- 

f     leiia  from  1  to  8 
No.  6,    8  inches  tallow  Clay,  with  some  Sand.  inches  thick. 

No.  7.    3  inches  Cataniiae,  with  some  tallow  Clay.  J 

In  the  Some  Mine,  15  feet  West  of  the  last  iiteniioncd  Section,  we  taw : 

No.  1.  Chert  layer. 

No.  2,  4  inches  rotten  Dolomite. 

No.  3.  2  inches  gray  Clay,  with  sti-eaks  of  Galena  and  Calamine. 

No.  4.  2  inches  Galena  in  patches. 

No.  5.  4  inches  rotten  Dolomite. 

No.  C.  12  inches  Dolomite  and  Sand  mixed. 

No.  7.  2  inches  Chert. 

No.  H.  ?  feet  Limestone. 

The  above  three  Sections,  taken  in  shaft  195,  at  one  and  the  same 
mining  face,  which  was  about  25  feet  wide  and  4  to  8  feet  high,  show- 
very  plainly  the  rapid  changes  in  the  materials  fllling  the  opening. 
The  solid  Dolomite  and  Calamine  in  the  first  Section  at  one  end  of  the 
face  for  about  20  feet  is  almost  entirely  replaced  by  various  Clays 
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and  Sands,  in  which  Galena  abounds  in  chunks  and  pockets.  Aboiifc 
15  feet  farther  again,  in  the  Third  Section  mentioned,  Dolomite  ap- 
pears again,  but  Calamine  and  Galena  only  occur  in  small  streaks. 

We  will  add  here  two  more  Sections  from  openings  in  the  Frazier 
Diggings,  which  are  remarkable  for  a  large  development  of  solid  Cal- 
amine : 

Near  S/iafi  SOi). 

No,    1.    3  feet  Limestone  with  bands  of  Dolomite  and  pockets  of  taliow  Olay. 

No.  'I.  2  feet  Limestone  and  Dolomite  in  alternate  bands,  the  Dolomite  con- 
taining' crystals  of  Galena. 

No.  3.  3  feet  solid  Calamine  with  some  Galena.  The  Dolomite  which  oc- 
curs only  in  small  quantities  in  the  3  feet  layer  of  Limestone,  grad- 
ually increases  aiicl  predominates  in  the  lois'er  portions  adjoining 
the  Calamine. 

Near 'Shaft  SS6. 

No.  1.  8  inches  Chert. 

No.  2.  4  inches  Sand, 

No.  3.  24  inches  red  Ciay,  with  chunks  of  Galena. 

No,  4,  12  inches  Chert. 

No.  5.  3G  Inches  Calamine,  which,  in  some  other  jilaces  neiir  this  simft, 

occurs  6  feet  thick. 

No.  G.  (?)  Limestone. 

7.    The  EAerroiNT  Diqgisgk, 

Which  we  will  here  describe,  together  with  the  Bellew  and  Hopkins' 
Shafts,  form  a  belt  which  e:Jt6nds  from  the  Frazier  Diggings  about 
2,500  feet  in  the  direction  of  N.  50°  E.,  in  a  width  of  200  to  500  feet. 
Over2C0  shafts  are  sunk  here,  some  of  which  we  have  been  able  to 
examine.  The  surface  of  the  ground  at  these  Diggings  is  from  105  to 
155  feet  above  the  railway  level  at  Granby  Station. 

The  diggings  at  Eastpoint  ape  on  the  north-east  end  of  this  belt, 
on  the  northern  and  eastern  slope  of  a  ridge  which  gradually  rises  to- 
wards the  south-west. 

The  General  Section  at  these  diggings,  is  as  follows  : 

No.    1.    2  feet  Soil. 

No.    2.    14  feet  soft,  porous  Chert, 

No.    3.    18  feet  Chert  layers. 

No,     4.     1  foot  first  opening,  consisting  of  yellow  Ciay  and  Sand,  with  loose 

chunks  of  Galena. 
No.    5.    7  leet  Silico-caloite,  in  some  places  replaced  by  alternate  layers  of 

Limestone  and  Cliert. 
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No,    G.    7  feet  second  ore-opening. 
No.    7.    3  feet  Oliei't  layer. 
No.    8.     (?)  I^imestone. 

The  second  principal  ore-opening  shows  a  great  variety  of  compo- 
sition. 

We  give  the  following  Sections  of  it  aa  being  the  most  character- 
istic : 

Nmr  Sftaft  29S,  Norih-wsst  of  S/ui/t. 

No.  1.  Chert  layer  above. 

No.  2.  6  inclies  Galena,  in  patches. 

No,  3.  24  inches  Chert. 

N(i.  4,  G  inches  red  Clay. 

No.  5.  36  inches  Calamine. 

Tn  the  same  Mine,  South  of  Shaft. 

No.    1.    Chert  layer. 

No.    2.    1  incli  Galena. 

No.    3.    8  inches  Silico-calcite,  the  Limestone  partly  Dolomized  and  rotten ; 

hoth  Limestone  and  Chert  contain  Galena  In  small  streaks. 
No.    4.     Limestone. 

Near  Shaft  S71.     {Fig.  S'J.) 

No.    1.    8  inches  Cherl. 

No.    2.    1  inch  Galena,  connected  with  the  Chert  above,  and  filling  all  the 

.  indent  small  crevices  in  Ihe  same. 
No.    3.    18  inches  Calamine,  with  tallow  Oiiy  and  Sand. 
No.    4.    8  inches  Chert. 

flinch  Qalena.     1 
No,  5.     \%  inch  Calamine.  >  Forming  oue-banded  layer. 

(J  inch  Sand,        } 
No.    C.    2  inches  Chei-t. 
No.    7.    Limestone  below. 

I'nE  Beli.ew  Sh.\fts, 

8outh-west  of  Eastpoint,  were  not  worked  at  the  time  of  our  visit- 
They  were  filled  with  water.  They  had  been  worked  before  the  war 
and  were  re-opened  by  Mr.  Beliew  in  1872,  to  mine  the  Calamine 
which  was  left  at  the  bottom  of  old  Drifts  3  to  5  feet  thick.  This  Cal- 
amine was  of  the  very  best  quality,  of  nearly  black  color,  and  con- 
tained many  patches  of  Blende  and  U-alena. 
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Is  situated  between  the  Frazier  and  the  Bellew  Diggings.     We  saw 
one  shaft  (No.  336,)  at  work,  which  had  been  sunk  through 

No.  1.  ]  3  fret  broken  Chtrt. 

No.  2.  15  feet  soft,  porous  Chert. 

No.  S.  80  feet  Ohert  layers. 

No.  4.  5  ffeet  principal  ore-opening. 

No.  (5.  3  feet  Chert. 

No.  0.  (?)  Limestone. 

It  had  been  sunk  before  the  war,  and  was  re-opened  in  fall  1872, 
to  work  out  the  Calamine, 

The  principal  ore-opening,  in  varions  drifts  of  the  shaft,  showed 
the  following  strata : 

3S  feet  Norih-mest  from  Shaft. 

No.  1.  Chert  layei'above.      , 

No.  2.  aftetredClay. 

No,  3,  3  feet  Chert,  with  some  seams  of  Galena. 

No.  4.  3  feet  Calamine,  with  small  pockets  of  Blende  and  Galena. 

No.  5.  Chert  layer  below. 

70  feei  North  from  Shaft. 

No.  1.  8  inches  Chert.    , 

Ho.  2.  4  inches  yellow  Sand. 

No.  3.  20  inches  solid  Calamine. 

No,  4,  12  inches  Sand  and  tallow  Clay. 

No.  5.  Limestone  below. 

The  Calamine  forms  a  nearly  horizontal  layer,  1^  to  4  feet  thick, 
extending  40  to  PO  feet  in  each  direction. 

S.    MiNEBAL  Point  and  Pook  Man's  Poikt  Eigcikgs. 

The  diggings  at  Mineral  Point  and  at  Poor  Man's  Point,  situated 
on  a  strip  of  land  about  1,400  feet  long  and  400  feet  broad,  south  of 
Bellows'  shafts  and  of  East  Point  Diggings,  running  parallel  with  the 
latter.  About  60  shafts  have  been  sunk  on  this  ground,  2  of  which  we 
had  an  opportunity  to  examine.  The  surface  is  120  to  145  feet  and  the 
ore  beds  60  to  78  feet  above  the  railway  bed  at  Granby  station. 

The  General  Section  shows  the  following  strata : 
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8  feet  Soil, 

10  feet  broken  Chei't. 

18  feet  soft  porous  Chert. 

25  fe«t  Chert  layers. 

G  feet  principal  ore-opening. 

3  feet  Chert. 

(?)  Limestone. 

In  the  drifts  worked  in  the  principal  ore-opening,  we  noticed  the 
Tollowing  compoeitions  of  faces: 

In  the  mine  of  shaft  341,  north  of  shaft : 

0  inches  red  Clay  aiid  Sand,  with  loose  pieces  of  Galena. 
6  inches  yellow  tallow  Clay. 

1  inch  white  Sand. 

1  inch  tallow  Clay,  with  Galena. 
1  inch  Sand  and  red  Clay. 
6  inches  Calamine,  in  thin  sheets, 
2i  inches  red  Clay. 
Chert  layer. 

In  the  same  mine,  south  of  shaft,  all  the  Calamine,  Sand,  and  tal- 
low Clay  had  given  out,  and  the  whole  face  consisted  of: 

i  feet  red  Clay,  witii  loose  cUunlvS  of  Galena,  J  to  'iO  pounds  ia  weiolit, 
coated  with  Gcrussite. 
Chert  layer. 

The  ore  formation  is  generally  parallel  to  the  surface  of  the 
ground,  dipping  with  the  slopes. 

Outside  of  the  Diggings  above  described,  about  200  shafts  are 
aiink  on  the  Granby  section,  making  a  total  of  nearly  1,200  shafts. 

Most  of  the  outside  shafts  struck  the  solid  bed  rock  in  a  depth  of 
from  15  to  70  feet  below  the  surface,  without  iinding  any  ore.  All  at- 
tempts made  to  penetrate  through  this  solid  Limestone,  with  the  pur- 
pose of  finding  "  lower  openings,"  have  failed. 

As  fax  as  known  at  prdsent,  the  ore  formation  of  Granby  is  con- 
fined to  a  zone  rarely  thicker  than  10  feet,  and  lying  immediately 
above  the  solid  Limestone,  in  an  altered  and  more  or  leas  broken  for- 
mation. The  disadvantage  of  this  limited  vertical  extent  of  the  ores, 
is,  however,  balanced  by  their  large  horizontal  extent,  which  is  un- 
doubtedly much  larger  than  has  been  brought  to  light  by  the  mining 
operations  to  the  present  day.  Especially  the  southern  part  of  the 
section,  and  some  parts  of  Sec.  T,  present  very  favorable  prospects. 
Around  the  Odd  Fellows' Hall,  for  instance,  some  shafts  were  sunk 


byGoogIc 


434  GEOLOfilCAL    SURVEY. 

which  went  through  a  formation  very  similar  to  that  of  the  other  Dig- 
gings, mainly  consisting  of  broken  Chert,  and  of  soft  porous  Ohert. 
In  some  of  these  shafts,  small  quantities  of  Lead  had  been  found. 
But  all  of  them  were  abandoned  on  account  of  the  water  rushing  in 
very  heavily  before  they  had  reached  the  solid  Limestone.  "When 
worked  with  proper  pumping  machinery,  they  may  yet  strike  well- 
paying  ore  beds. 

Similar  favorable  prospects  exist  ia  other  places,  in  and  outside 
of  Sec.  6. 

We  will  now  proceed  to  describe  various  Diggings  in  the  vicinity 
of  Granby  which,  though  not  yielding  largely  at  present,  prove  the 
vast  extent  of  the  ore-bearing  formation  in  this  district. 

We  begin  with  the 


Sec.  18,  T.  35,  R.  30  W. — about  3  miles  south  of  Gianby,  near  the  nor- 
thern end  of  Oliver's  prairie. 

The  General  Section  in  this  part  of  the  prairi*-,  is  as  follows  : 

5  ffjet  Soil  and  Gravel. 
15  feet  red  and  joUow  Sandstone,  wbich  frequently  crops  out  in  the  piaii'ie. 
Limestone,  white  or  gray,  of  oolitic  strneture  tn  upper  layers,  paasinfr  Into 
a  fine-grdned  bluish  oi*  drab  variety  below. 

Deep  depressions  in  this  Limestone  are  filled  with  broken  Chert, 
Gheri-lrecGia,  red  Clay  and  loose  boulders  of  Sandy  Limestone.  Ga- 
lena occurs  in  small,  loose  sheets  between  the  boulders  and  in  single 
pieces,  adhering  to  the  Chert  or  lying  loose  in  the  red  Clay.  Also  a, 
eilicioua  Cerusaite,  (Dry-bone,)  often  partly  changed  to  Pyromor- 
phite,  and  some  Calamine  are  found  in  loose  pieces  in  the  Olay, 

These  Diggings  are  among  the  oldest  in  the  region,  being  dis- 
covered in  1850.  They  yielded  about  300,000  pounds  of  Galena,  in  the 
first  10  years,  but  are  not  worked  regularly  at  present. 

The  location  of  the  shafts  of  these  Diggings,  may  be  seen  in 
Fig.  30. 

Most  of  the  shafts  are  on  a  circular  space  of  ground  about  300 
feet  in  diameter,  east  of  Mr.  Davis'  house.  They  are  from  30  to  40 
feet  deep,  in  broken  Chert  and  in  boulders  of  sandy  Limestone,  the 
latter  sometimes  3  feet  in  diameter.  The  boulders  are  deposited 
in  a  depression  of  the  Limestone.  The  latter  was  struck  as  a  solid 
mass  in  the  surrounding  shafts,  at  D,  E  and  F,  at  a  depth  of  only  10  to 
15  feet. 
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South-east  of  this  circle,  at  G  and  H,  red  Sandstoue  crops  out  in 
the  prairie. 

About  800  feet  farther  north,  (at  B,)  a  shaft  was  sunk  which 
passed  tlirough  42  feet  of  broken  Chert  and  red  Clay,  with  some  Ga- 
lena in  sheets  and  in  thin  seams  in  the  Chert. 

At  shaft  A  the  masses  of  broken  Chert  and  of  large  Chert  slabs, 
were  TO  feet  thick,  mixed  with  some  red  Clay,  but  containing  no  ore. 
Solid  Limestone  was  struck  below. 

OUI.I'EPI'BG     DlCiGlSCri. 

The  Culpepper  Diggings,  Sees.  1  and  3,  T.  25,  R.  30  W.,  are  4  to  5 
miles  east  of  Granby,  on  hills  20  to  30  feet  high,  covered  with  small 
timber,  and  extending  south  as  far  as  Oliver's  prairie.  The  higher 
portions  of  this  ground  are  co>fered  with  pieces  of  red  Sandstone, 
which  also  crop  out  in  several  places.  The  Sandstone  is  underlaid  by 
Limestone,  oolitic  in  the  upper,  gray  and  coarse-grained  in|the  lower 
layers. 

Galena  occurs  in  small  quantities,  either  in  small  crevices  of  the 
Limestone,  associated  with  Dolomite,  or  loose  in  red  Clay,  or  between 
broken  Chert,  which  overlies  the  Limestone  in  some  places. 

A  considerable  number  of  shafts  have  been  sunk  in  this  vicinity, 
but  the  whole  production  did  not  exceed  a  few  thousand  pounds  of 
Galena. 

In  a  shaft  in  Sec.  1,  sunk  by  Mr.  Houser,  we  observed  : 

10  feet  red  Clay. 

15  feet  soft,  porous  Chert. 

(?)  Silico-calcite,  with  small  pieces  of  Galena. 

Another  shaft  called  the  Hard  Shaft,  was  sunk  through  : 

12  feet  red  Clay. 

35  feet  Limestone  and  Cliert,  with  a  vertical  seam  of  Dolomite  about  1  inch 
thicit,  containing  ei-ystals  of  Galena,  and  some  pieces  of  Blende.  The 
seam  closed,  however,  at  that  depth.  Similar  small  seams  of  Ga- 
lena in  Limestone,  were  observed  near  the  house  of  Mr.  Skipworth, 

The  Hem  Diggings  are  2  miles  west  of  Granby,  in  the  south-half 
of  Sec.  2,  T.  25,  R,3L  W.,  on  the  south-west  slope  of  a  hill  rising  about 
40  feet  above  the  bottom  of  a  small  creek  which  runs  north-west  into 
Shoal  Creek. 

The  slopes  are  thickly  covered  with  broken,  dense,  white,  brittle 
Chert,  and  some  pieces  of  red  or  yellow  Sandstone. 
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The  shafts,  30  to  40  in  number,  struck  Limestone  after  penetra- 
ting 15  to  25  feet  of  broken  Chert  and  Chert-breccia.  This  latter  con- 
sists of  Chert  split  by  numerous  cracks  and  recemented  by  Quartzite, 
or  by  hardened  Clay.  Red  or  brown  sandy  Clay,  is  mixed  with  the 
broken  Chert. 

Galena,  in  small  pieces,  was  found  loose  in  the  Clay. 

The  production  of  these  Diggings  was  small.  They  were  worked 
in  1859,  then  abandoned,  and  will  soon  be  reopened  by  some  parties 
irom  Granby, 

NEOSHO. 

At  Neosho  and  vicinity,  Galena  has  been  found  in  some  places, 
but  nowhere  as  yet  in  paying  quantities. 

The  formation  consists  of  Archimides  (Keokuk)  Limestone,  which 
appears  at  the  surface  in  many  places.  It  is  exposed  60  to  70  feet 
high,  at  the  southern  limit  of  Neosho,  on  Harold's  farm.  There  it  con- 
sists of  dark  gray,  coarse-grained  Limestone,  witb  many  fossils,  and 
with  continuous  layers  as  well  as  irregular  concretions  of  white,  dense 
Chert,  The  upper  layers  of  the  Limestone  are  of  finer  grain  than  the 
lower  ones,  and  the  boulders  which  lie  above  the  solid  rock,  are  also 
fine-grained.  The  same  Limestone  forms  a  bluff  in  the  western  part 
of  Neosho,  near  the  "  Big  Spring." 

In  some  places  this  Limestone  is  overlaid  by  strata  of  hard  Chert, 
of  soft,  porous  Chert,  and  of  red  Clay,  in  the  same  succession,  though 
of  less  thickness,  than  in  the  ore-bearing  formation  of  Granby. 

A  railroad  cut  in  the  N.  E.  qr.  of  Sec.  27,  T.  25,  R.  33  W.,  on  the 
land  of  Mr.  Hopkins,  shows  the  following  Section: 

4  feet  Soil,  with  pieces  of  Ijroken  Chert. 

4  to  8  feet  harcl,  solid  Cliert,  in  layers  sepai'ated  by  layers  of  red  Ciay. 

2  to  3  feet  soft,  porous  Cliert. 

8  to  7  feet  white,  entirely  tUsintegrated  Oliert,  of  saiidy,  anil  in  places,  clay- 

ish  atructiire. 
(?)  -  ilico-Cftloite,  the  Limestone  of  which  ia  flne-grained  and  light-colored. 

The  Chert  layers  immediately  below  the  Soil,  are  solid  and  con- 
tinuous, rarely  broken,  and  2  to  8  inches  thick.  They  are  not  in  close 
contact  with  each  other,  but  leave  in  places  horizontal  clefts,  which 
are  in  part  empty,  in  part  filled  with  a  white,  fine,  silicious  powder,  or 
with  dry,  red  Clay. 

The  soft,  porous  Chert  below  them,is  identical  with  the  formation 
in  Granby,  called  "  Cotton  rock"  by  the  miners.  It  occurs  incohe- 
rent layers  2  to  5  inches  thick,  and  passes  gradually  into  the  diainte- 
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grated  sandy  Chert.  The  latter  encloses  irregular  lumps  of  soft,  po- 
rous Chert,  not  fully  disintegrated. 

This  locality  is  on  higher  ground  than  the  bluffs  near  Neosho,  pre- 
viously described.  All  the  strata  have  no  distinct  dip,  but  seem  to 
be  horizontal. 

In  Neosho,  a  well  was  sunk  by  Mr.  McKane,  passing  through  bro- 
ken layers  of  Chert  and  red,  sandy  Clay  between  the  layers.  In  sev- 
eral places  email  crystals  of  Galena  were  found  either  loose  in 
the  Sand,  or  sticking  to  small  pieces  of  Sandy,  fine-grained  Limestone. 
At  20  feet  depth  a  boulder  of  Limestone  was  struck  lying  on  red  Clay, 
with  some  Joose  pieces  of  Gale'na.  Several  old  diggings  may  be  seen 
on  Hickory  Creek,  south-east  of  Neosho,  where  Galena  has  been 
foundin  red  Clay,  under  broken  layers  of  Chert. 

The  Mosely  DieGisttS,  T.  26,  R.  32  W.,  Sf.cs.  -26  and  27, 

Eight  miles  west  of  Granby  and  4  miles  north  of  Neosho.  They  are 
situated  on  both  sides  of  a  small  valley  which  runs  north-east  to  the 
bottom  of  Shoal  Creek,  about -I  mile  distant.  The  i Slopes  are  steep 
and  50  to  60  feet  high. 

The  Shafts  passed  through  Soil,  masses  of  broken  Chert,  broken, 
soft,  porous  Chert  and  accumulations  of  broken  masses  rounded  and 
partly  altered,  of  coarse-grained,  dark-gray  Limestone,  which  passes 
locally  into  a  flne-grained,  bluish  variety.  Between  these  masses  and 
boulders,  at  a'depth  of  45  to  60  feet,  irregular.seams  or  elongated  pock- 
eta  of  Lead  and  Zinc  ores  were  struck,  lying  about  parallel  to  the 
Slope. 

Galena  is  found  as  seams  in  soft  and  rotten  Dolomite,  as  crystals 
adhering  to  Chert,  or  in  loose  pieces  in  the  Clay  between  the  boulders 
of  Limestone. 

Calamine,  frequently  enclosing  pieces  of  Galena  or  Blende,  occurs 
in  botryoidal  forms,  as  slabs,  with  the  Dolomite,  or  loose  in  red  Clay. 

These  Diggings,  formerly  yielding  very  largely,  (See  Swallow's 
Geological  Keport,  1855),  are  but  little  worked  at  present. 

Near  the  south-east  corner  of  Sec,  37,  in  this  district,  Abbot  &  Co. 
sunk  a  deep  shaft  on  the  summit  of  a  hill.    It  passed  through  : 

No.    1.    20  feet  broken  Chert, 

No.  2.  50  feet  boulders  and  siabs  of  line  gr^ned  Limestone  and  broken  Cheit 
layei-s.  Some  of  the  latter  contain  vertjcal  eeams  of  Glalena,  reach- 
ing ^  an  inch  in  thickness.  These  seams  do  not  pass  into  the  iiii- 
derlying  layers. 

No.  3.  30  feet  of  coarse-gvaiRcd  and  dark-colorad  Limestone,  containing  lay- 
ers and  concretions  of  Chert,  but  no  ore. 
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Thk  Sawyeh  DioaiSGS,  T.  20,  E.  32,  Sec.  27,  N.  W.  Qk. 

At  this  locality  Culpepper  &  Sawyer  lately  began  work,  and  are 
sinking  two  shafts  about  30  feet  apart,  on  top  of  ahili,  on  land  belong- 
ing to  the  Granby  Mining  and  Smelting  Company. 

They  dug  through  30  feet  of  broken  Chert,  and  then  struck  more 
solid  layers  of  Ohert,  with  coarse  red  Clay,  in  which  some  loose  pieces 
of  Galena  and  Cerussite  were  found,  A  few  hundred  pounds  of  ore 
had  been  raised  at  the  time  of  our  visit. 

The  Oonlby  Digging3,  T.  26,  R.  82  W.,  Sees.  31  avd-S2,  Newton  County, 

Forma  part  of  the  old  Cedar  Creek  Diggings — belong  to  Messrs. 
Thompson  &  Graves,  of  Joplin. 

They  are  situated  on  Spurgeon's  prairie,  and  extend  along  the 
west  slope  of  a  small  water-run  the,  deepest  point  of  whicli  is  not  over 
15  feet  below  the  surrounding  prairie.  Most  of  the  shafts  are  less  than 
20  feet  deep. 

A  narrow  run  of  loose  pieces  of  Cerussite  lying  in  red  Clay  comes 
lo  the  surface  at  the  northern  end  of  the  Diggings,  and  dips  slightly 
towards  the  south,  so  that  it  is  about  20  .  feet  below  the  ground  at  the 
southern  end. 

The  whole  length  of  the  present  Diggings  is  about  500  feet. 

Galena  has  in  various  places  been  found  in  loose  pieces  at  a 
greater  depth.  In  the  centre  of  the  Diggings  a  shaft  has  been  sunk 
110  feet  deep.    It  passed  through 

No.  1.  15  feet  red  Clay,  with  a  "run"  ofloosepieces  of  Cerussite  partly  pure, 
partly  sandy,  consieUng  in  tlie  latter  case  of  disintegrated  po- 
rous Chert,  strongly  impregnated  witli  Carbonate  of  I,eai3, 

No.    2,    95  feet  brolceti  Chert,  with  some  reel  Clay  and  Sand. 

The  shaft  did  not  reach  the  solid  Limestone. 

Another  shaft  was  sunk  at  the  south  end  of  the  Diggings  05  feet 
deep. 

At  a  depth  of  35  feet  some  Galena  was  found  adhering  to  pieces  of 
broken  Chert.  At  90  feet,  the  red  Clay  began  to  predominate  over 
the  Chert,  and  large  pieces  and  slabs  of  impure,  fine-grained  Zinc 
Blende  and  masses  of  dark-gray,  fine-grained  and  spongy  Quartzite, 
enclosing  crystalline  Zinc  Blende  were  reached, 

A  quarter  of  a  mile  west  of  these  Diggings,  in  Sec,  31,  a  "  run  "  of 
pieces  of  heavy,  massive  Cerussite,  imbedded  in  red  Clay,  with  broken 
Chert  lies  near  the  surface.  The  ore-hearing  layer  is  about  2  feet 
thick,  and  lies  only  4  feet  above  the  Limestone.  The  latter  has  the 
appearance  of  being  a  part  of  a  large,  solid  body  of  rock. 
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The  Cokswai.t.  Difici»ria, 

T.  26,  R,  33,  Sec.  36  S.  W.  qr.,  are  one  mile  south-west  from  the  Oonley 
Diggings,  and  are  owned  by  S.  B.  Corn,  of  Joplin.  They  consist  of 
about  20  shafts,  situated  on  a  broad  and  gentle  slope  extending  from 
a  plateau  of  the  prairie  in  a  south-western  direction  down  to  a  hollow 
in  which  Lost  Creek  originates. 

Figure  31  is  a  topographical  sketch  of  the  diggings  and  a  Geolo- 
gical Section. 

The  layers  dip  toward  the  east.  The  Sandstone  crops  out  about 
200  feet  west  of  the  shafts,  in  a  belt  50  feet  broad,  and  running  south- 
west to  north-east- 
West  of  this,  layers  and  boulders  of  Chert  appear  on  the  surface. 
Through  these  latter  the  sheet  shaft  was  sunk  about  500  feet  west  of 
the  other  shafts.    The  Section  is  given  in  the  sketch. 

About  500  feet  south  of  this  shaft  the  Chert  layers,  cropping  out 
at  the  surface,  contain  some  small  seams  of  Galena. 

The  various  rocks  of  the  Section  of  the  Cornwall  shafts  show  the 
following  characteristic  features : 

The  Sandstone  is  micaceous,  mostly  gray,  occasionally  yellow  or 
reddish  in  the  upper  portions.  It  is  partly  very  hard,  not  very  friable 
and  of  medium-sized  grain.  Its  lower  layers  contain  some  Galena  in 
specks  or  in  seams,  between  the  layers.  All  the  strata  are  more  or 
less  broken,  A  layer  of  greenish  Clay,  varying  in  thickness  from  1  to 
14  feet,  lies  in  places  between  the  strata  of  Sandstone  ;  3  to  6  feet 
Sandstone  being  above  and  2  to  4  feet  below  the  Clay. 

Loose,  rounded  pieces  and  often  large  chunks  of  Galena  are  im" 
bedded  in  this  Clay,  one  of  which  measured  1  by  1  by  3  feet. 

The  tallow  Clay  below  the  Limestone  is  strongly  mixed  with  Sand  j 
the  latter  being  evidently  the  product  of  contrition  of  the  Sandstone, 
The  broken  Limestone  below  the  Clay  is  hard,  gray  and  coarse-grained. 
The  single  blocks  are  separated  from  each  other  by  red  Olay,  which 
contains  loose  pieces  of  Galena,  Cerussite  and,  in  some  places,  of  Ca- 
lamine. The  Limestone  contains  Bitumen,  in  cracks  and  cavities,  as 
well  as  crystals  and  crystalline  masses  of  Galena  and  specks  of 
Blende.  The  upper  partis  less  broken,  and  thinly  stratified  or  shaly, 
and  of  sandy,  fine-grained  structure.  This  part  contains  Galena  in 
streaks  between  the  slightly  waving  layers. 
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TKit  Diggings, 


T.  26,  R.  33,  Sec.  1,  i  mile  aonth  of  the  Cornwall  I 
presented  on  Figure  31.  They  are  situated  at  the  head  of  Lost  Creek, 
which  flows  Bouth-west  to  Spring  River,  The  shafts  have  been  sunk 
through  masses  of  broken  Chert,  with  red  Olay  and  Sand  and  broken 
Limestone.  Galena  was  found  in  seams  and  specks  between  the 
layers  of  Chert  and  in  the  Limestone.  The  shafts  A  (see  sketch)  in 
the  northern  part  of  the  Diggings,  were  sunk  through  masses  of 
broken  Chert,  with  some  broken  Limestone.  Some  shafts  are  50  feet 
deep  without  reaching  the  solid  rock. 

Galena  was  found  also  in  loose  pieces  a  few  feet  below  the  sur- 
face, and  again  at  45  feet  depth  in  seams  in  the  Chert. 

B  E  are  shallow  diggings.  The  angular  broken  masses  of  coarse- 
grained and  somewhat  bituminous  Limestone  are  there  3  to  7  feet 
below  the  surface,  and  contain  thin  seams  of  Galena, 

The  shaft  C  is  20  feet  deep,  and  passed  through  6  feet  Sandstone 
before  reaching  the  brolten  Chert. 

The  shaft  T>  struck  solid  layers  of  Chert,  partly  mixed  with  Lime- 
stone (Siiico-OalcJte.) 


T.  25,  R.  33  W.,  Sec.  2,  about  two  miles  south-west  of  the  Cornwall 
Diggings,  penetrated  the  following  strata : 

Ko.  1.  4  feet  Soil  aiid  loose  pieces  of  Chert. 

No.  2.  6  feet  grayish- white  Sandstone. 

No.  3.  8  feet  brown  and  green  Clay. 

No.  4.  3  feet  boalders  of  sandy,  flne-grained  Limestone. 

No.  5,  15  feot  alternate  layere  of  Limestone  and  Chert. 

No.  e.  (?)  Chert  layers. 

The  Limestone  between  the  Chert  layers  is  dark  and  coarse- 
grained, containing  Bitumen  in  cavities,  and  some  crystals  and  specks 
of  Galena  and  Blende. 


T.  26,  R.  33  W.,  Sec.  li,  on  Beef  Creek,  consists  of  a  number  of  shafts 
which  were  sunk  through  broken  Chert  and  Clay,  with  streaks  of 
Galena. 
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Sibley  Diggings, 


T.  24,  R.  34  W.,  Sec.  8,  are  1-^  miles  south  of  the  town  of  Seneca,  close  to 
the  line  of  the  Indian  Territory,  They  are  situated  near  the  top  of  a 
flat,  rolling  slope,  which  descends  northward  into  the  plain  of  Seneca. 
Mr.  Sibley  sunk  a  well  near  his  house,  and  3  shafts  about  600  feet 
east  of  it,  and  20  feet  higher  up  the  hill.  The  well  is  20  feet  deep,  and 
stands  in  broken  Chert  with  layers  of  brown  Clay,  and  large  quantitiei? 
of  tallow  Clay  near  the  bottom.    The  3  shafts  passed  through  : 

No.  1.    6  feet  cherty  soil. 

Jio.  2.  20  feet  red  and  yelluw  sandy  Cliiy,  with  pieces  and  occasional  layers 
of  hard,  gray  Cliert. 

No.  3.  iO  feet  yellow,  saudy  Clay,  witli  Chert  fragments  and  boulders,  and 
slabs  of  fine-grained,  yellow,  sandy  Limestone.  The  latter  inclos- 
ing some  Chert-breccia  and  occasional  crystals  or  crystalline 
masses  of  Galena.  Eulow  this,  soft,  rotten,  white  Cliert  was 
struck. 

In  one  shaft,  at  a  depth  of  35  feet,  2  very  thin  sheets  of  Galena 
were  met  with  in  the  sandy  Clay  ;  one  being  2  feet  below  the  other. 
They  were  followed  15  feet  to  the  west, in  which  direction  they  dipped 
at  an  angle  of  about  30°. 

Paying  quaatities  of  ore  have  not  yet  been  discovered  in  this 
locality. 

The  Thdeman  Dig  oik  gs, 

T.  27,  E.  32  W.,  Sees.  29  and  30,  Newton  county,  are  owned  by  the 
Thurman  M.  and  S.  Co.,  and  leased  to  Mr.  Richards  of  St.  Louis.  The 
situation  of  the  Diggings  is  represented  on  the  sketch  (Fig.  32.) 

Several  hills,  30  to  40  feet  high,  separated  by  small  valleys  or 
hollows,  rise  east  of  a  small  creek  which  flows  south-west  into  Shoal 
Creek, 

The  shafts  are  situated  principally  along  these  hollows.  The 
southern  hollow  is  called  Roarke's  and  the  shafts  in  it  extend  about 
one-fourth  of  a  mile  east  to  west,  and  800  feet  north  to  south.  At 
shafts  1  and  2,  (see  sketch,)  the  dark,  coarse-grained  Archimedes 
Limestone  was  struck  at  a  depth  of  less  than  40  feet  without  finding 
any  ore.  Only  small  quantities  of  Iron  Pyrites  occurred  occasionally 
in  the  Limestone.  Shaft  3  passed  through  Chert  and  fine-grained 
Limestone  in  slabs  and  boulders,  mixed  with  Chert  detritus  and  Clay, 
inclosing  some  Galena  in  loose  pieces.  The  solid  Limestone  was 
struck  at  75  feet  depth. 
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Shafts  4  and  5  had  40  feet  of  broken  Chert,  with  sandy  Olay  of 
red  or  yellow  color,  in  which  some  loose,  rounded  pieces  of  Galena 
were  imbedded. 

A  number  of  shafts  have  been  sunk  near  the  mouth  of  the  north- 
ern hollow,  which  lies  one-fourth  to  one-half  mile  north  of  Roarke's 
HoUow.  They  are  sunk  in  the  bottom  land,  and  are  the  Thurman 
shafts  proper. 

Four  of  these  shafts,  sunk  at  distances  of  40  to  50  feet  from  each 
other,  and  35  to  40  feet  deep,  passed  through: 

No.  1.    5  feet  Soil,  witli  pieces  of  Chei't. 

No.  2,    311  to  3')  feet  irregular  mixture  of  boulders,  slabs  and  irregiifar  frag- 
meuts  of  various  materials,  mixed  with  Clay. 

These  broken  materials  are  of  very  unequal  size,  becoming  larger 
with  the  depth.    They  consist  of: 

1— Grayish  white,  hard,  angular  Oliert  in  large  slahs  or  fragments  of  1  to  3 
feet  diameter,  sometimes  cemented  by  sandy,  regenerated  Limestone. 

2 — Uhert-breccia,  the  angular  pieces  of  Ohert,  from  pea  to  head  size,  cemented 
by  a  yellow  or  browu,  line-grained,  sandy  Limestone,  wliich  in  its  mass 
contains  specks  and  pockets  of  crystalline  Galena  and  Blende, 

3— ■Rounded  i)ouldei's,  1  to  3  feet  in  diameter,  of  soft,  coarsely  crystalline,  red- 
dlah  gray,  Dolomltic  Limestone,  rotten  on  the  outside,  and  oont^ning 
seams  and  aggregates  of  Galena. 

4~Pieces  of  Chert  of  fist  to  liead  size,  with  adhering  crystals  of  Galena ;  also, 
masses  of  Calamine  in  botiyoidal  forms,  inclosing  crystals  of  Galena. 
The  latter  are  sometimes  mixed  with  pure,  crystalized  Cahrtte,  and  with 
yellow  or  red,  porous  and  Dolomitic  Limestone,  also  Inclosing  small 
crystals  of  Galena. 

The  Clay  is  either  plastic,  ferruginous  and  gritty  or  impalpable 
and  fat  (tallow  Clay),  and  contains  loose  pieces  of  Galena,  rounded 
and  coated  with  Oerusaite. 

Most  of  the  above  materials  contain  Galena  only  at  a  depth  of 
about  30  feet. 

From  300  to  400  feet  north  of  these  shafts,  in  the  open  valley,  some 
old  shafts  had  struck  broken  layers  of  bluish  black,  micaceous  Slate 
thinly  stratified — probably  belonging  to  the  Coal  Measures. 

The  Locke  Shitft  (see  sketch)  is  sunk  a  few  hundred  feet  north-east 
of  the  Thurman  Shafts,  on  the  summit  of  a  hill,  being  abont  30  feet 
above  the  valley.    It  passed  through  : 
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No.  1.    H  feet  chevty  and  sandy  Sol!. 

Ko.  a.    80  feet  broken  Chert,  with  a  little  SMtidy  Clay. 

No.  3.  2D  feet  very  larjre,  angular,  brokeu  maspes  of  Silieo-calcite,  consisting 
of  about  two-thirda  of  Chert  and  one-third  of  fine-grained,  gray 
Limestone.    The  Chert  sometimes  contains  small  seams  of  Galena. 

These  large,  broken  masaes  are  often  cemented  together  by  a 
coarse-grained,  yellowish  gray  Limestone,  inclosing  small  pieces  of 
angular  Ohert. 

Below  these  rocks  is  a  coarse,  solid  Uonglomerate  of  broken,  white 
Chert  and  of  boulders  of  bluish  gray  Limestone  cemented  by  yellow, 
sandy  Limestone — the  latter  containing  crystals  of  Galena  one-fourth 
to  one-half  inch  in  diameter,  distributed  through  its  whole  mass.  This 
latter  Limestone  is  evidently  of  a  more  recent  formation,  simultane- 
ous with  the  deposition  of  the  ores. 

The  McCoy  Shafts  (see  sketch)  are  sunk  east  of  the  Locke  Shaft, 
on  the  ridge  and  in  the  hollow.  They  were  worked  in  1873,  but  had 
been  abandoned  at  the  time  of  our  visit.  The  shafts  on  the  southern 
slope  of  the  hollow  struck  yellow,  calcareous  Sandstones  and  solid 
Archimedes  Limestone  without  finding  any  ore.  But  those  on  the 
same  hill  with  the  Locke  Shaft  had  considerable  quantities  of  Galena, 
principally  connected  with  a  yellow,  fine-grained  or  clayish,  calcare- 
ous Sandstone,  probably  formed  from  residuary  Sand  from  dissolved 
Limestone.  The  Galena  is  also  found  adhering  to  Chert  or  loose  in 
red  Clay ;  also,  in  reddish  gray  regenerated  Limestone,  which  incloses 
Chert  fragments.  The  yellow  Sandstone  also  contains  seams  of  Cerus- 
site. 

One  quarter  of  a  mile  south-east  from  Thurman  Village,  on  the 
southern  slope  of  a  hill,  Mr.  Summers  sunk  a  shaft  which  struck  the 
solid  Limestone  below  solid  Chert,  at  a  depth  of  20  feet.  He  went  36 
feet  into  it  without  finding  any  ore. 

Tub  JoHtfeox  Diggikos. 

T.  27,  R.  32,  Sec.  20,  west  half,  near  centre,  (Newton  county,)  two 
miles  north  of  Thurman  Diggings,  are  controlled  by  Mr.  S.  B.  Corn,  of 
Joplin. 

As  may  be  seen  from  sketch,  (Fig.  32,)  six  shafts  are  sunk  near  the 
head  of  a  little  hollow,  which  runs  south-west  towards  the  Thurman 
Diggings. 

Shaft  1  seems  to  have  struck  large  boulders  of  coarse,  gray  Lime- 
stone, inclosing  some  fluid  Bitumen,  crystals  of  Galena  and  angular 
pieces  of  Chert. 

The  shafts  3  to  6  are  about  30  to  40  feet  deep.  They  passed  through 
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!  of  broken  Chert,  with  boulders  of  coarsely  crystalline,  light 
gray  Limestone  and  through  boulders  of  sandy,  rotten  Dolomite, 
sometimes  in  banded  sheets.  Loose  pieces  of  Galena  are  found  with 
these  materials,  forming  thin  and  narrow  runs  a  few  feet  below  the 
surface,  and  occurring  again  20  to  30  feet  deep  in  larger  quantity. 
The  Galena  is  often  adhering  to  pieces  of  Ohert.  Brown  01  ay  and 
tallow  Clay  are  found  in  large  streaks  and  masses.  Occasionally  loose 
chunks  of  Calamine  occur,  inclosing  crystals  of  Galena. 

The  Oaeney  Diggings, 
Situated  in  T.  27,  R.  33,  Sec.  15,  near  center  of  Section,  Jasper  county, 
3  miles  south-west  of  Joplin,  close  to  the  dividing  line  between  the 
water-sheda  of  Shoal  Creek  and  Turkey  Creek,  They  are  controlled 
by  Messrs.  Chapman  &  Riggin,  of  Joplin.  In  the  lower  part  of  a 
small  valley  descending  south-west  towards  the  Shoal  Creek  valley, 
a  number  of  shafts  had  been  sunk  several  years  ago.  They  passed 
through  58  feet  of  Chert  in  fragments  and  layers,  and  then  struck  rot- 
ten Dolomite  with  small  pieces  of  Chert  and  streaks  of  Galena  or 
Blende  1  inch  to  2^  inches  thick.  The  shafts  were  then  abandoned, 
owing  to  the  inability  of  raising  the  water  which  was  met  with  in 
considerable  quantity.  At  present  a  new  shaft  is  being  sunk  close 
by.  Other  shafts  were  commenced  a  few  hundred  feet  up  the  hollow, 
for  the  purpose  of  testing  the  locality.  They  passed  through  similar 
materials  to  those  in  the  lovrer  shafts,  but  did  not  reach  any  ore, 
Iq  one  of  these  shafts  a  boulder  of  grayiah-red  Sandstone,  2  feet 
thick,  was  struck  20  feet  below  the  surface  in  broken  Chert.  One 
shaft  passed  through  20  feet  of  broken  Chert,  and  then  through  20 
feet  of  bluish-gray  Limestone  with  segregations  of  bitumen.  The  whole 
surface  at  these  diggings,  especially  the  upper  part  of  the  valley,  is 
covered  with  pieces  and  angular  slabs  of  gray  or  red  Sandstone. 

The  BiiDLONG  Diggings, 
About  i  of  a  mile  north  of  the  Carney  Diggings,  and  on  high  ground 
on  the  summit  of  the  ridge.  Three  shafts  were  sunk  near  together  by 
Moffet  &  Sergeant,  of  Joplin,  on  Mr,  Bndlong's  land.  All  had  a  run 
of  loose  pieces  of  Cerussite,  ("  wool-mineral,")  3  to  5  feet  below  the 
soil,  in  red  Clay,  mixed  with  loose  pieces  of  hard  Chert,  and  some 
Sand.  This  formation  of  broken  Chert  continued  for  30  feet  down 
without  any  farther  ore. 

South-west  of  these,  another  shaft  was  sunk  30  to  40  feet  deep  in 
broken  Chert  mixed  with  red  Clay  and  some  loose  pieces  of  Galena, 
The  whole  surface  at  these  diggings  is  covered  with  pieces  of  hard, 
white  Chert, 
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II.    THE  DEPOSITS  OF  TURKEY  CREEK  DISTRICT. 


The  Lead  and  Zinc  Mines  of  Turkey  Creek  District  are  situated  in 
Ihe  south-western  part  of  Jasper  county,  extending  principally  along 
the  courses  of  several  small  creeks  which  run  in  a  north-western  or 
northern  direction  into  Turkey  Creek,  the  latter  flowing  neady  due 
west.  The  greatest  number  of  Mines  are  on  both  sides  of  the  most 
eastern  of  these  creeks,  namely:  Jopiin  Creek. 

About  1  mile  farther  west  is  a  small  run  of  water  aloug  the  hoi. 
low  of  Lone  Elm,  in  which  the  Lone  Elm  Diggings  are  situated. 

Three  miles  west  of  Jopiin  Creek,  or  about  2  miles  west  of  Lone 
E!m,  the  Leadviile  Diggings  extend  along  the  third  of  these  branches. 

Still  farther  west,  2  miles,  are  the  Stevens'  Diggings,  -^  mile  south 
of  Turkey  Creek,  on  Stevens'  Branch  ;  and  finally  1  mile  west  of  the 
last  named  Diggings  and  about  6  raiies  west  of  Jopiin,  we  find  the 
Bentley  Diggings,  on  another  similar  branch. 

THE    JOPLIN    MINES. 
Along  Jopiin  Creek,  will  be  described  in  the  following  order : 

a.     Ujiper  Jopiin  Creek  Diggings. 

No.  1.  Cox  A;  Pierce's  and  Thomas'  Diggings, 

No.  2.  Sehott  Digpg-lnga, 

No.  3.  Jasper  No.  1  Diggings  on  Power's  Ilill. 

No.  4.  Sliort  &  Temple's  Diggings. 

No.  5.  jHsper  No.  2  Diggings. 

No.  6,  Diggings  on  Swindle  Hill. 
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6.     Middle  Jopliii  Crsek  Digffings. 

No.    7.  Porter  Diggings. 

No.    y.  Orchard  Diggings. 

Ho,    9.  Moon  Diggings  and  Bast  Jopliii  Digj!i"e-- 

No.  10.  Four  Corner  Diggings, 

No.  11.  Murphysburg  Hill  Diggings. 

No,  VI.  McCnim  Diggings. 

e.    Lower  Joplin  Creek  Diggings. 

No.  13.    ,lopliJi  Va.lley  Diggings. 

We  have  added  to  this  Report  a  Topographical  sketch,  represent- 
ing the  whole  mining  district  along  the  valley  of  Joplin  Greek. 

The  strata  throughout  this  mining  district  is  generally  very  irreg- 
ular in  their  character  and  relative  position,  often  varying  considerably^ 
within  short  distances. 

Near  the  summits  of  the  hills  or  ridges,  we  find  sometimes  places 
with  pretty  regular  formation,  but  rarely  entirely  undisturbed.  The 
ores  are,  however,  generally  less  concentrated  at  such  points.  The 
succession  of  rocks  on  the  slopes  remains  the  same  sometimes  for 
long  distances,  but  the  layers  are  always  of  very  variable  thickness. 
The  position  of  the  layers  is  generally  strongly  disturbed,  especially 
in  the  lower  part  of  the  slopes.  The  layers  almost  invariably  dip 
with  the  slopes.  In  the  bottoms  all  materials  are  frequently  broken 
up  :  the  Chert  into  angular  fragments,  the  Limestone  into  large  blocks 
or  slabs,  which  are  rounded  into  "  boulders"  when  softened  by  altera- 
tion. A  certain  regularity  of  succession  is  nevertheless  perceptible 
for  many  miles  along  the  upper  part  of  Joplin  Creek.  But  the  dig- 
gings in  the  bottoms  of  the  lower  or  northern  part  of  the  creek  show 
but  rarely  anything  else  except  immense  accumulations  of  more  or 
less  finely  broken  Chert,  and  only  occasionally  masses  of  altered  Lime- 
stone or  of  Dolomite  crushed  and  irregularly  mixed  with  the  broken 
Chert. 

A.-THE    UPPEll    JOPLIN     CR'EBK    JJIGGINGS. 

I.    Tub  Cox  &  Pierce  ani>  thk  Tho\ias  Diiioinos, 

Sec.  12,  T.  33,  K.  27,  S.  W.  qr.,  on  Pitcher's  land,  leased  by  Moffefc  & 
Sergeant. 

A  number  of  shafts  have  been  sunk  on  the  west  slope  of  a  slight 
depression,  indicated  on  our  topographical  sketch.  They  cover  a  belt 
of  ground  about  800  feet  long  from  north  to  south,  and  10  to  20  feet 
broad. 
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Shaft  A  is  the  deepest,  and  has  the  t'ollowiug  section : 

2  feecSoil. 

20  feet  yellow  Clay,  with  pieces  of  Clieit. 

3  feet  black  slaty  Clay. 

16  tfeet  rounded  boniders  of  sandy  Limestone,  containing  seams  and  crystal- 
line masses  of  Galena,  with  tallow  Clay  and  yellow  Chert  Sand  be- 
tween the  boulders. 
This  sandy  Limestone  is  flne.giraiiicd,  antl  contains  some  Bitumen 
in  cracks  and  cavities. 

30  feet  Coaglomerat*,  formed  by  pieces  of  broken  Chert  and  loose  crystalline 
masses  of  Galena,  cemented  by  calcareous  Clay,  or  by  argillaceous, 
reg:enerated  Limestone.    Also,  specks  of  Blende  occur  in  it. 

12  feet  ore-oi»eninK,  consisting  of  an  irregular  mass  of  boulders  of  fine-grained 
yellow,  sandy  Limestone,  with  chunks  of  crystalline  Blende,  in  flue 
gray,  calcfireous  Sand. 

10  feet  hroken  Chert,  partly  cemented  hy  dark  bine  Clay. 

At  E  (see  sketch)  2  shafts  have  been  sunk  30  feet  deep,  and  are 
connected  by  a  drift.    They  passed  through  : 
3  feet  Soil. 

20  feet  yeliow,  gray  and  white  Clay,  in  streaks,  with  pieces  of  Chert. 
i  feet  ore-bearing  '■  run,"  yellow  or  brown  sandy  CLiy,  with  loose  pieces  of 
Galena  in  paying  quantities. 

The  run  of  Galena  extends  for  about  100  feet  from  north  to  south, 
being  6  to  8  feet  wide.  Below  it  are  Obert  with  Olay,  and  some  little 
Galena, 

The  shaft  at  0  was  sunk  65  feet  deep  through  Soil,  20  feet  yellow 
sandy  Olay,  30  feet  broken  Chert  with  sandy  Olay  and  some  Galena, 
Then  a  layer,  2  to  3  feet  thick,  of  black  Slate,  was  struck,  dipping 
neariy  vertically  between  boulders  of  altered  sandy  Limestone,  The 
shaft  followed  this  Slate  downward  for  23  feet,  without  reaching  the 
end  of  it.  At  60  feet  depth,  some  loose  pieces  of  Galena  were  found 
in  the  red  Clay  between  the  boulders. 

The  Thomas  Diggings  are  about  200  yards  north-east  of  the  Cox 
Diggings  (see  sketch). 

The  shafts  are  25  to  30  feet  deep,  sunk  through  Soil  and  broken 
Ohert^  mixed  with  Sand  and  rotten  Dolomite.  Loose  pieces  of  Ga- 
lena were  found  in  the  Sand,  but  hardly  enough,  so  far,  to  pay  work- 
ing. 

3.      SCHOTT   DiOGISGS. 

The  Schott  Diggings,  E.  hf.  Sec.  11,  T.  27,  K.  33,  on  Pitchers  land, 
leased  by  Mr.  Schott. 
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Four  shafts  have  been  sunk  on  a  low  slope  dipping  north-eaet, 
toward  Joplin  Creek. 

One  shaft  is  15  feet  deep,  and  struck,  immediately  below  the  Soil, 
layers  of  black  Slate  belonging  to  the  Coal  Measures, 

The  other  shaft  passed  through  : 

5  feet  Son. 
10  feet  bonlclers  of  coarse-grained,  somewhat  bituminous  Limestone,  with 
layers  of  Ciwrt  in  it. 

No  ore  has  been  reached  aK  yet. 

u.      JaSI'I';!!    DlGGINHS,  NO.   1. 

The  Jasper  Diggings  No.  1,  8.  E.  qr.  of  N.  E..qr.  of  Sec.  11,  T.  27, 
K.  35,  on  Power's  Hill,  worked  by  the  Jasper  Lead  and  Mining  Com- 
pany. 

This  hill  rises  about  20  feet  above  the  bottom  of  the  creek,  on 
the  west  side,  and  presents  about  the  following  General  Section,  the 
maximum  thickness  of  every  stratum  being  given  : 

5  ieet  sandy  Soil. 

20  feet  yellow,  fine  sandy  Cliiy. 

20  feet  broken  Cbert,  withstrealts  audpatclies  of  Galena,  partly  loose,  partly 

iu  seamB  in  tlie  Chei't. 
s  feet  Dolomite  and  Dolomltie  Limestone,  lianded  horizon  tally,  containing 
layers  of  Galena  and  of  Calamine. 

15  feet  small  Loulders  (about  head  al/e)  of  gray,  fliie-gralneii  Limestone. 
Loose  masaes  of  Galena  and  Blende  occur  between  the  boulders. 
Seams  of  these  ores  are  also  found  occasionally  in  the  bonldcra  them- 
selves, especially  when  the  rock  is  softened  and  sandy. 

2(1  (?)  feet  alternate  layers  of  gray,  fine-grained  Limestone  and  Chert,  with 
largii  openings  filled  with  red  Clay.  The  layers  are  broken  and  dis- 
turbed. Galena  and  Blende  occur  in  loose  pieces  in  the  rod  Clay, 
and  in  seams  in  the  Limestone,  and  in  the  Ohcrt. 

The  runs  of  Dolomite  below  the  broken  Chert,  are  iu  places  rotten 
and  crashed,  and  are  then  mixed  with  fragments  of  Chert,  and  with 
a  considerable  quantity  of  loose,  mostly  rounded  pieces  of  Galena. 

The  Dolomite,  when  fresh  and  solid,  forms  alternate  bands  with 
dark,  gray  dolomitic  Limestone,  passing  into  Dolomite. 

Toward  the  north,  these  runs  thin  out,  and  then  the  Chert  lies  di- 
rectly on  boulders  of  softened  sandy  Limestone. 

The  Blende  occurs  in  very  irregular  streaks  and  pockets,  in  the 
dolomitic  rocks. 
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The  Galena  occurs  in  horizontal  seams,  2  to  5  inches  thick,  sepa- 
rated by  1  to  3  feet  of  rotten  Dolomite,  extending  3  to  5  feet  in  width, 
and40lo60  feet  ialength. 

i.    TiiB  SiioBT  Diggings  and  the  Temple  Diosings,  T,  27,  R.  33,  Sec.  11,  N.  E,  Qu 

Are  situated  on  the  left  side  of  Joplin  Creek,  north-west  from  Powers' 
Hill,  on  a  level  slope,  rising  10  to  20  feet  above  the  level  of  the  creek. 
The  General  Section  of  these  Diggings  shows  the  following  strata, 
which  however,  are  very  irragular  in  character_and  thickness : 

So.    1.    3  feet  Soil. 

No.    2.    3  to  15  feet  Olay.  j"e!low  or  gray,  iuid  oileu  mixed  flitli  brolien.  Cliert. 
J  foot  blaelc  Slate. 

S  feet  gray  Clay,  wiili  some  pyritiia. 
1-3  foot  pyrites. 
Xo.    4.    3  to  30  feet  boulders  of  Saady  Litnestoiie,  wliicli  often  contain  in  theli' 

altei'efl  portions  small  crystalline  masses  of  Galena  and  Blende, 

iilso  segresattons  of  fl'esb  semi-fluid  Bitumen. 
Xo.    J..    0  lo  12  feet  solid  CherWayei's,  with  only  occasional  specks  of  Galena. 
>fo.    5.    4  to  7  feet  CherC-brecoia,  the  angular  pieces  of  Chei't  cemented  by  a 

^ny,  silicioua  mass,  or  by  pyrites  frequently  enclosijis:  crystals 

and  specks  of  Galena. 
No.    a.    2  to  6  feet  Dolomite,  partly  fresh  and  rose-joloved,  partly  loose,  aofr, 

and  sandy,  and  black  fi'om  Bitumen.    It  is  the  principal  ore-beat'- 

ingi-ockooataiuiugGalenainsti-eaksand  loose chnuks  and  Blende 

ill  crystalline  masses. 
No.    0.    (?)  Limeatone,  (perhaps  boulders)  below. 

These  Diggings,  especially  the  npper  shafts,  are  remarkable  for 
the  occurrence  of  pyrites  in  considerable  quantity,  often  connected 
with  black  Slate  and  dark  gray  Clay.  Some  of  the  ore-deposits  here 
to  a  considerable  extent,  somewhat  resemble  the  openings  of  Granby. 

Fig.  33  represents  a  cave  discovered  in  a  shaft  of  the  Temple  Dig- 
gings. This  cavo,  although  in  close  proximity  to  the  ore-deposits,  as 
seen  in  the  figure,  contains  no  ore,  but  only  Clay. 

No.  1.    Bouldera  of  sandy  Limestone. 

No.  2.    Dolomite  Sand,  with  Galena. 

Ko.  8.    Ohert-layer. 

No.  i.    Hed  Clay. 

No.  5,    Chert-layers  (cap-rock)  of  the  cave. 

No.  G,  ■  Limestone  boulders. 
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S.    Jasper  No.  2  Diggisgs.   T.  27,  E.  33,  Sec.  II,  N.  E.  Qr, 
Oq   Pitcher'a    land,    leased   by  the  Jasper  Lead  and  Mining   Com- 
pany,   Tliese  Diggings  are  situated  close  to  Joplin  Oreel:,  on  the  east 
aide,  opposite  the  Temple  and  the  Short  Diggings,  and  extend  as  far 
as  Swindle  Hill. 

The  Shafts  which  form  the  most  southern  portion  of  these  Dig- 
gings, show  the  following  formation; 

No.    1.    :i  fe<it  Soil. 
.  No.    2.    15  foet  broken  Chert. 
No.    3.    15  fuet  boulders  of  tiark-gray,  coarse-grained,  bitumiuoua  Limestone. 
No.    4.    2  feet  Breccia,  consisfing  of  Chert  pieces,  cemented  by  bard,  gray  siii- 
cious  roclt,  containing  mucli  pyrites,  Galena  and  Bitumen. 

One  Shaft  disclosed  somewhat  different  strata,  as  follows: 

No.    1.    3  feet  Soil. 

No.    2.    10  feet  broken  Chert. 

No.    3.    5  feet  slialy,  wbite  Limestone,  witli  pyiitos  in  eraeks  :ind  between  tlie 

layers. 
No.    4.    2  feet  dark-eolored,  somewhat  hardened  elayisli  Sand,  containing  some 

Bitnnien  and  crystals  of  Galena. 

In  the  bed  of  the  Creek  Mr.  Jackson  sunk  two  Shafts  in  loose  de- 
tritus, mostly  Chert,  and  struck  larger  masses  of  Limestone  at  a  depth 
of  15  to  20  feet,  with  irregular  cavities  formed  by  erosion,  in  which 
loose  pieces  of  Galena  were  found  in  Clay  and  Sand, 

About  1,000  feet  further  flown  the  Creek,  opposite  Swindle  Hill, 
the  Jasper  Company  sunk  their  pump  Shaft,  No.  2.,  (marked  p.  s.  on 
our  mapj  which  struck  a  thick  layer  of  black  Slate  and  Clay  belong- 
ing to  the  Coal  Measures. 

This  Shaft  passed  through ; 

No.    I.    4  feet  Soil. 

No.    2.    6  lect  rounded  Chert  and  Gravel. 

No.    3.    40  feet  black  Slate  and  Clay,  with  pieces  of  Chert. 

No.    4.    8  feet  Limestone,  broken  in  parts. 

No.    5.    25  feet  broken  Chert,  Limestone  and  Dolomite  mixed.    Galena  iu 

small  quantities  occurs  with  the  Dolomite  also  in  altered  I-ime- 

stone,  or  adhering  to  Chert  fragments. 
No,    6.    7  feet  bouldere   of  fine-grained  Limestone,  witli  some  Bitumen  and 

Galena  in  the  altered  portions. 
No.    7.    3  feet  alternate  layers  of  Llmestoiit:  and  Clicrt. 
No.    S.    05  feet. 

Black  Slate  was  struck  in  several  other  shallow  Diggings  in  this 
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vicinity.    The  opinion  prevailing  among  the   miners  that  no  ore  is 
found  below  this  Slate,  prevented  the  continuation  of  these  Shafts. 

These  Slates  are  residuary  deposits,  probably  remnants  of  de- 
'Stroyed  Coal  Measure  Strata,  and  can  neither  prove  nor  disprove  the 
presence  of  ore-beds  in  the  underlying  rocks. 

6.     DiGGTNfis  ON  Swindle   Hill, 

As  shown  on  our  Topographical  sketch  of  the  Joplin  Lead  district' 
the  Swindle  Hill  rises  about  40  feet  above  Joplin  Creek,  north-west  of 
the  Short  Diggings. 

East  of  the  hill  a  number  of  Shafts  form  a  belt  from  south  to 
north,  containing  the  Holston  Diggings,  on  the  west  side,  and  the 
Chambers  Diggings  and  Powers  Diggings  on  the  east  side  of  the  Creek. 

The  Holston,  Chambers  and  Southern  Powers'  Diggings  are  pretty 
shallow,  (not  over  30  feet  deep),  and  passed  through  Soil  and  broken 
Chert,  then  striking  boulders  of  fine-grained  Limestone  and  Galena 
in  loose  pieces,  in  calcareous  Sand  between  the  boulders. 

The  northern  Shafts  of  the  Powers'  Diggings  went  50  to  55  feet 
■deep,  and  were  very  similar  to  the  Jasper  No.  2  Diggings.  The  prin- 
cipal ore-bearing  rook  is  Dolomite  3  to  10  feet  thick,  lying  about  30 
i'eet  below  the  surface. 

It  is  white,  rose,  brown  or  black.  The  latter  variety  is  colored  by 
Bitumen,  which  frequently  occurs,  and  is  always  accompanied  by  con- 
siderable quantities  of  Blende  and  of  Galena. 

The  solid  underlying  Limestone,  perhaps  the  bed-rock  of  the  ore 
formation,  nearly  reaches  the  surface  on  the   summit  of  Swindle  Hill. 

The  Nelson  shaft  (see  Fig.  34}  struck  this  Limestone  solid  and 
coarse-grained,  at  a  depth  of  6  feet,  and  went  40  feet  into  it,  without 
reaching  a  different  stratum,  and  without  finding  a  trace  of  ore.  North 
and  west  of  this  point,  the  Limestone  must  have  a  sudden  dip,  as  all 
the  shafts  sunk  in  these  directions  struck  thick  masses  of  Chert,  and 
of  boulders  of  Limestone. 

The  Hurlbut  shaft,  the  Jasper  No.  3  shaft  and  the  Swindle  shafts 
all  situated  on  the  western  and  northern  Slope  of  the  hill,  show  pretty 
nearly  ihe  same  geological  character.    They  were  sunk  through — 

No.  1.    1  to  10  feflC  Soil  and  Gravel. 

No.  2.    20  feet  broken  Chert. 

No,  3.    2  to  10  feet  ahaly,  white  Limestone,  with  some  Bitumen. 

No.  4.    5  to  15  feet  Chert-breccia,  with  specks  and  seams  of  Galena  anil 

Blende. 
No.  5.    6  to  8  feet  soft  Dolomitic  Limestone,  Willi  streaks  of  Dolomite,  and 

with  large  quantities  of  Galena  and  Blende,  deposited  in  "runs." 
No.  6,    (?)  boulders  of  J.,imestone,  with  Bitumen  and  some  Galena. 
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Some  shafts  met  with  black  Slate  below  the  soil,  as  much  as  20' 
feet  thick  in  places, 

Among  the  Diggings  situated  on  Swindle  Hill,  the  Swindle  Dig- 
gings are  the  most  important,  having  produced  an  immense  amount 
of  ore  (several  millions  of  pounds)  within  the  last  two  years. 

Figure:  S4 

Represents  the  Section  through  the  Swindle  shafts,  and  shows  also  a- 
longitudinal  Section  of  the  main  run  of  ore : 

No.  1 .  Solid  Liraestone  of  the  Nelson  shaf%. 

No.  2.  Kottea  Limestoue. 

Ho.  3.  Rotten,  sandy  Limestone  boulders. 

No,  4.  Knn  of  ore,  both  Galena  and  Blende  in  Lhe  boulders. 

No.  5.  Broken  Chert  layers,  capping  the  run. 

No.  6.  Loose,  broken  Chert. 

No.  7.  Clay. 

A  number  of  shafts  {partly  marked  in  Fig.  34}  are  sunk  on  the 
main  run  of  ore  in  nearly  one  straight  line  down  the  northern  hill 
slope. 

The  three  highest  are  60  to  70  feet  deep.  One  of  them  reached 
two  horizons  of  ore ;  the  first  at  about  30  feet,  the  second  at  70  feet  ol 
depth.  The  ore  lies  in  "runs,"  parallel  to  each  other,  dipping  with 
the  Slope,  generally  5  to  10  feet  wide  and  6  to  8  feet  high,  but  very 
irregular  iu  shape  and  extent.  They  consist  of  accumulations  of  Ga- 
lena and  Blende,  intimately  mixed  with  pieces  of  Chert  and  cemented 
by  a  gray,  bituminous,  sandy  mass,  probably  the  residue  of  dissolved 
Limestone. 

Fig.  34  represents  a  longitudinal  Section,  and  Fig.  35  a  cross-sec- 
tion of  a  run.  The  single  runs  are  separated  by  broken  and  rounded 
masses  of  gray,  fine-grained  Limestone,  which  contains  large  quanti- 
ties of  flnid  Bitumen,  and  sometimes  strata  oC  black  bituminous  Clay. 
Crystalline  Dolomite  frequently  accompanies  the  runs  which  widen 
toward  the  north  and  perhaps  continue  into  the  Porter  Diggings.  It 
can  be  very  plainly  seen  in  this  locality  that  the  runs  were  former 
vertical  clefts  in  the  Limestone  layers.  Along  rich  clefts  the  dolom- 
ization  of  the  Limestone  and   the  deposition  of  the  ore  were  started. 

A  strange  Section  is  presented  in  Fig.  36,  which  was  sketched  in 
one  of  the  lower  Swindle  shafts,  25  feet  below  the  surface.  There  the 
main  run  of  ore  is  separated  in  two  halves  by  a  fresh,  unaltered,  large 
block  of  Limestone,  which  itself  is  horizontally  divided  by  a  third 
layer  of  black  Clay, 
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Figure  SG. 

No.  I.  Limestone. 

No.  2.  Sandy  Dolomite, 

No.  3.  Dolomite  and  Chert,  with  G^icna  and  Blcncii;. 

No,  4.  Brokeii-(ip  Chert. 

The  moat,  southern  of  the  Porter  shafta  or  the  north-east  Slope  of 
Swindle  Hill,  struck  gray,  coarse  grained  Linieatone  at  a  depth  of  30 
feet,  which  continued  solid  for  20  feet  down,  then  began  to  split  into 
smaller  or  larger  masses  hy  numerous  cracks  in  various  directions. 
The  cracks,  sometimes  one  or  two  feet  wide,  are  filled  with  red  Clay, 
or  less  frequently  with  finely  broken  Chert  and  loose  pieces  of  Ga- 
lena and  Calcite.  This  shaft  seems  to  be  just  at  the  edge  of  a  large 
body  of  Limestone,  perhaps  the  same  which  was  struck  in  the  Neison 
shaft,  and  which  may  be  supposed  to  compose  the  main  central  body 
of  Swindle  Hill,  as  indicated  in  Fig.  34. 

Shafts  0,  on  map,  are  very  shallow  diggings,  only  a  few  feet  deep, 
which  struck  Coal-slate  and  Clay  below  the  Gravel, 

B.    MIDDLE    JOPLIN    GREEK    DIGGINGH. 
r.    The  PoiiTifR  Diggwos, 

Are  situated  north-west  of  Swindle  Hill,  along  the  eastern  Slope  of 
the  Murphysburg  ridge,  on  Mr,  Porter's  land. 

The  General  Section  of  these  Diggings  id  the  southern  shafts 
(No.  1  to  6)  is  as  follows  : 

No.  1.    1  to  5  feei  Soil. 

No.  2.    e  to  30  feet  broken   ClierE,  sometimes  witli   some   boulders  of  Lime- 
No.  3.    6  to  8  feet  light  colored,  shaly  Limestone. 

No,  i.    4  to  5  feet  DolomiCIc  limestone,  often  mixed  with  Chert  and  gen- 
erally softened,  containing  some  Bitumen.    It  is  the  principal  ore- 
bearliiD^  rock,  inclosing'  Galena  and  Blende  in  pockets. 
No,  5.     (?)  Hard,  gray,  coarsely  crystalline  Limestone  in  boulders,   mostly 
dolomlzed  and  softened  on  the  outside. 

Some  of  these  shafts  have  yielded  considerable  quantities  of  ore, 
especially  the  shafts  5  and  6,  which  are40  feet  deep,  and  connected  by 
drifts.  Eight  men  obtained  here  about  8  to  9000  pounds  of  Galena  a 
week. 

The  Galena  occurs  itj  these  shafta  in  a  run  of  about  the  following 
Section  (see  Fig.  37): 
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No.  J.  Chert  alabs  and  Limestone  boulders. 

No.  2.  Fissured  Chert  layers. 

No.  3.  Loose,  broken  Chert,  with  some  sandy  Dolomite. 

No.  4.  Kuii,  sUv^ak  of  finely  broken  Chert^  with  much  Galena. 

No.  5.  Broken  Chert,  with  some  Sand. 

No.  G.  lioulders  of  altered  Limestone,  occasionally  with  loose  pieces  of  Ga- 
lena ill  pockets. 

The  shafts  further  north,  {No.  7  to  10,)  are  more  shallow  (10  to  35- 
feet  deep,)  and  generally  have  a  layer  of  biack  Slate  or  black  Olay 
from  a  few  inches  to  3  feet  thick,  directly  below  the  soil.  The  ore  is 
found  between  loose  masses  or  boulders  of  Limestone. 

Much  Blende  occurs  in  the  northern  shafts,  sometimes  in  chunks 
of  head  size. 

In  shaft  20,  a  layer  of  15  feet  soft,  porous  Chert,  lies  beneath  the- 
soil,  and  above  alternate  layers  of  Limestone  and  Chert. 

The  formation  evidently  changes  here,  and  passes  into  that  of  thfr 
Murphysburg  Hill  Diggings,  to  be  described  hereafter. 


The  Orchard  Diggings,  8.  hf.  of  Sec.  2,  T.  27,  R.  33,  are  situated 
along  the  east  side  of  Joplin  Creek,  opposite  the  Porter  Diggings,  on 
lands  owned  by  the  East  Joplin  Mining  and  Smelting  Company, 

Between  Powers'  Diggings  and  Orchard  Diggings,  a  number  of 
shallow  shafts,  marked  F  and  G  on  our  map,  are  sunk  10  to  20  feet. 
deep  through  Soil,  broken  Chert  and  shaly  Limestone,  in  which  some 
little  Galena  was  found  in  loose  pieces. 

The  shafts  K  K  are  shallow.  Some  black  Slate,  shaly  Limestone,, 
and  gray,  solid  Limestone,  were  found. 

M  M  are  old  shafts,  sunk  along  the  lower  part  of  the  slope.  They 
penetrated  much  black  Slate,  broken  Chert,  (with  some  Galena  at  a. 
depth  of  25  feet,)  ehaly  Limestone  and  hard  Limestone. 

N  N  are  shallow  shafts  which  passed  through  soil,  gray,  fine- 
grained, soft  Sandstone  and  brolien  Chert,  with  loose  pieces  of  Cerus- 
site  (Drybone). 

P  P  are  old  shafts,  apparently  pretty  deep. 

The  old  shafts  E  R,  seem  to  bear  some  resemblance  to  those  of  the 
Moon  Diggings,  which  adjoin  them  on  the  north  side. 

The  masses  of  broken  Chert  are  frequently  soft  and  porous,  and 
contain  Bitumen,  Galena  in  small  crystals,  and  some  Calcite.  The 
boulders  of  hard, 'gray  Limestone,  contain  streaks  of  Dolomite,  and 
are  generally  soft  and  decomposed  at  the  outside.    As  far  as  the  de- 
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composUiort  reaches,  they  contain  Galena  and  Blende  in  crystalline 
masses. 

The  Orchard  Diggings  were  not  worked  in  1871  and  1872,  In  the 
summer  of  1873,  a  few  shafts  in  the  northern  part  of  the  Diggings, 
were  again  opened  and  snnk  deeper,  and  reached  paying  Galena  de- 
posits at  30  to  40  feet  of  depth.    The  formation  is  very  irregular. 

'X    Moox  DtOGiNGs. 

The  Moon  Diggings,  N.  W.  qr.  Sec.  2,  T.  27,  R.  33,  adjoin  the  town 
of  East  Joplin  on  the  west,  and  have  their  largest  extent  from  north 
to  south,  for  one-fourth  of  a  raiie  along  the  western  slope  of  the  East 
Joplin  plateau-  The  slope  falls  steeply,  in  places  abruptly,  toward  the 
bottom  of  Joplin  Creek,  below  the  city.  The  mouths  of  the  shafts 
are  40  to  65  feet  above  the  creek.  Some  shafts  have  also  been  snnk 
along  the  foot  of  the  ridge,  and  are  called  "  Lower  Moon  Range." 

The  Diggings  are  named  after  a  miner  who  iirst  discovered  the 
ore.  They  are  at  present  leased  by  Messrs.  Moffet  &  Sergeant  from 
the  Joplin  Mining  and  Smelting  Company. 

About  five  million  pounds  of  Galena  have  been  taken  out  from 
these  Diggings. 

The  formation  is  greatly  disturbed,  and  the  Galena  irregularly  de- 
posited, in  the  most  northern  shafts;  while  in  the  southern  and  cen- 
tral shafts,  the  ore  occurs  in  regular  "  runs,"  in  two  different  horizons. 

The  Blende  does  not  occur  in  large  masses,  and  is  always  inti- 
mately connected  with  the  Galena. 

Dolomite,  mostly  soft  and  rotten,  is  frequently  found  accompany- 
ing the  ores. 

The  Parr  &  Rosenberger  shafts,  at  the  south  end  of  the  Diggings, 
are  sunk  through : 

3  to  G  feet  cherty  Soil. 
20  to  10  feet  broken  Chert  and  red  Saud,  witli  Galeuiumd  Blimile. 
30  feet  large,  broken  masses  of  eofirsely  crystalliae  Limestono. 

3  feet  broken  Ohert,  with  some  soUa  Cherl>slabs, 

2  feet  gray,  (IcRomposed  Dolomite. 

The  Galena  occurs  here  loose,  between  the  broken  masses  of 
Limestone,  and  also  in  disturbed  streaks  or  "runs,"  from  ^  to  3  feet 
thick  and  10  to  15  feet  wide,  in  the  broken  Chert  and  in  gray,  silicious 
Clay;  rock  about  58  feet  below  ground,  and  striking  north-west 
south-east. 

No  Bitumen  is  found  here,  but  much  Pyrites,  which  frequently 
cements  pieces  of  Chert  and  Galena,  and  also  occurs  as  loose  con- 
cretions. 
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The  Earner  shaft  lies  west  of  the  Parr's  shafts,  at  the  foot  of  the 
hill,  about  35  feet  deeper,  and  belongs  to  the  lower  Moon  Kange.  It 
is  20  feet  deep,  and  struck  a  "run"  between  large,  loose  masses  of 
Limestone.  The  run  strikes  parallel  to  the  ridge,  and  is  10  to  15  feet 
wide  and  3  to  3  feet  high,  filled  with  broken  Chert,  in  which  three 
streaks  of  Galena,  ^  to  3  inches  thick,  are  ir/ibedded  nearly  horizon- 
tally. 

Fig,  38  shows  the  formation  in  the  Earner  and  in  the  Earr  &  lios- 
enberger  shafts. 

The  shafts  between  Parr's  and  the  deep  pump  shaft  at  the. nor- 
thern end  of  the  Diggings,  constitute  the  principal  part  of  the  Moon 
Range. 

The  ore-bearing  rocks  form  a  bell.  30  to  40  feet  wide,  along  the 
odgo  of  the  plateau. 

The  General  Section  in  the  shafts  sunk  on  this  belt,  is  about  as 
follows : 

80  to  40  feet  loose  broken  Cliei'L 

aO  to  30  feot  Chert,  hi  inore  regular,  yet  broken  layers. 

Ohert^breccia,  cemented  by  finely  tilturated  Chert,  Sand,  and  liard,  sili- 
cious  Clay. 

The  ore-bearing  layers  are  from  50  to  80  feet  below  (he  surface, 
and  consist  of  loose,  broken  Chert,  red  Clay,  and  soft,  rotten  Dolo- 
mite. All  these  materials  contain  Galena  or  Elende,  either  in  loose 
chunks  or  in  streaks.  In  some  places  the  ores  lie  in  two  distinct  hori- 
zons, one  about  20  feet,  the  other  about  80  feet  below  the  surface. 
The  latter,  however,  was  only  struck  in  a  few  places. 

The  Coyle  shafts,  which  seem  to  be  the  richest  in  this  part  of  the 
Moon  Diggings,  have  Galena  in  regular  layers  between  Chert-slabs, 
or  between  streaks  of  Dolomite.  The  latter  is  rotten,  and  mixed  with 
tallow  Olay. 

Fig.  39  represents  a  peculiar  face,  which  was  observed  in  this  lo- 
cality. 

No.  1,     Krokeii"  Chert  layers,  wirh  ntlliering' Galena, 

No.  2.    Loose  Chert  fragments,  with  Olay  and  rotten  Doloinite. 

No.  3.    Chert  layers,  with  Uiilena  seams. 

The  deep  pump  shaft  at  the  northern  end  of  the  diggings  is  95 
feet  deep  and  struck  the  first  workable  ore  at  a  depth  of  75  feet,  where 
several  loose  chunks  of  Galena,  of  very  large  size,  were  found  imbed- 
ded in  the  loose,  broken  Chert,  also,  many  small  pieces  irregularly 
distributed.  Boulders  of  Limestone  underlying  this  Chert  contained 
specks  of  Galena,  Elende  and  Pyrites. 
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The  East  JorLiM  Diogikgs 

Ate  situated  at  the  norfcli  end  of  the  Moon  Diggings,  along  the  foot  of 
the  northern  elope  of  the  East  Joplin  Hill  (see  map),  reaching  across 
the  valley  to  Joplin  Oreek. 

All  these  shafts  passed  through  masses  of  broken  Chert,  with 
some  yellow  or  brown  Olay.  At  depths  varying  from  9  to  30  feet  be- 
low the  surface,  they  struck  boulders  of  fine-grained,  bituminous 
Limestone,  softened  and  more  or  less  dolomized  on  the  outside,  the 
dolomization  penetrating  1  to  3  inches  into  the  boulders.  The  Galena 
occurs  in  loose  chunks  or  streaks,  generally  in  the  Chert,  together 
with  sandy  Dolomite  and  red  Olay.  Blende  and  Pyrites  are  occasion- 
ally found. 

Most  of  the  shafts  are  shallow,  only  a  few  of  them  going  deeper 
than  30  feet.  One  of  shafts  (No.  SO)  is  70  feet  deep,  and  passed 
through : 

No.  1.    30  feet  soft,  porous  Cheit. 

No.  2.    25  feet  alternate  layers  of  Limestone  and  Ohevt. 

No.  3.  Over  10  feet  broken,  irregulaj'  masses  of  Oliert  and  Limestone,  iq 
wliich,  at  a  depth  of  60  feet,  a  layer  of  Galena  was  found  in  broken 
Chert,  being  i  to  3  inches  thick,  and  extending  almost  hori- 
zontally for  70  feet  towards  north-east. 

The  shafts  (36)  are  20  to  30  feet  deep,  sunk  through  loose  Chert 
fragments  and  boulders  of  Limestone.  Galena  occurred  in  loose 
chunks  with  red  Olay.  One  shaft  yielded  10,000  pounds  of  ore  per 
week  in  the  summer  of  1873. 

10,    Tub  Foun  Coener  Dkjgingh 

Received  their  name  from  their  location  at  a  point  in  which  the  lands 
of  four  mining  companies  touch  each  other,  namely,  those  of  Davis  & 
Murphy,  of  Moffett  &  Sergeant,  of  the  Joplin  Mining  and  Smelting 
Company,  and  of  the  Granby  Company,  They  are  at  the  north-west 
end  of  the  East  Joplin  Diggings,  close  to  the  Joplin  Creek,  on  the 
east  side.  They  consist  of  the  Wilson  Shaft,  owned  by  Wilson,  Taylor 
&  Co.,  and  four  other  shafts.  These  shafts  are  from  20  to  32  feet  deep, 
and  show  a  very  irregular  and  disturbed  formation. 

The  Wilson  Shaft  (Fig.  40)  struck  a  thick  layer  of  gray,  striated 
Sandstone  standing  nearly  vertically  on  its  edge.  It  is  overlaid  on 
the  south  side  by  black,  micaceous  Slate  about  6  feet  thick.     Both 
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combined  are  evidently  a  large,  detached  mass  of  later,  perhaps  Coal 
Measure  rocks,  surrounded  by  loose,  broken  Chert.  A  few  feet  eoiith 
of  this  mass,  Galena  was  found  with  Dolomite  at  a  depth  of  24  feet, 
and  also  on  the  north  side  of  the  Sandstone  a  streak  of  Galena  and 
Blende,  in  Chert  and  in  rotten  Dolomiie,  at  32  feet,    (See  Fig.  40.) 

The  other  shafts  also  atruck  streaks  of  Galena  in,  broken  Chert  at 
a  depth  of  about  20  feet. 

We  found  in  these  Dipigiiiga  loose  fragments  of  white,  hard  Chert, 
the  surfaces  of  fracture  being  covered  with  fresh  crystals  of  Galena— 
the  latter  evidently  having  formed  after  the  Chert  had  been  broken. 
We  also  found  broken  Chert  cemented  together  by  crystals  and  crys- 
talline seams  of  Galena. 

II.     Tnn  MuRPuvsiiURG  liiTj.  Diggings 

Are  situated  on  the  north-eastern  slope  of  the  Murphysburg  Hill  (see 
map),  and  extend  from  the  north  end  of  the  Porter  Diggings  (described 
above)  in  a  north-western  direction.  They  are  owned  by  the  Joplin 
Mining  and  Smelting  Company. 

The  Jackson  Shafts  (marked  20  on  the  Joplin  map)  are  70  to  80 
feet  deep.  They  passed  through  Soil,  masses  of  broken  Chert,  and 
through  Chert  and  Limestone,  either  irregularly  connected  as  Silico- 
ealcite  or  in  alternate  layers,  all  of  which  are  much  broken.  Below 
this,  a  Conglomerate  of  Chert  cemented  by  gray  Quartz  rock  was 
struck,  and  at  a  depth  of  80  feet  boulders  of  soft  Limestone,  which 
contained  horizontal  layers  of  white,  yellow  or  black  Dolomite  with 
crystals  of  Galena.  The  Galena  was  also  found  in  considerable  quan- 
tities in  streaks  between  Chert  slabs  and  in  red  Clay. 

The  Witge  Shaft,  (No.  21  on  map,)  a  little  east  of  the  former,  is 
about  "iO  feet  deep  and  presents  the  following  Section  : 

Figure  111. 

No.  1.  60  fept  broken  Uhert,  with  two  sheets  of  Galena  J  to  4  inches  thlclt,  ftt. 
depths  of  33  feet  and  of  60  feet.  The  lower  sheet  is  separated  from 
a  layer  of  1  to  10  feet  of  Blende  by  3  to  10  inches  broken  Chert. 

No.  2.    5  feet  Dolomitic  Limestone,  with  streaks  of  rotten  Dolomite. 

No.  ?>.     ?  solid,  hard,  flne-grained  Limestone,  cracked  in  some  portions,  the 

clefts  being  filled  by  broken  Ohert  with  Galena,  and  by  gray  Clay. 

The  Chert  and  Dolomite  contains  Bitumen  in  small  quantity. 
The  Sherman  Shafts  (22  on  the  Joplin  sketch)  show  the  same  con- 
ditions.   They  contain  much  Dolomite,  forming  streaks  between  boul- 
ders of  Limestone. 
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12.     The  McOhum  DifJGisr.s,  [No.  23  on  tiic.  Jopliii  map,) 

Are  situated  north-west  of  the  Jackson  Shafts,  on  the  eastern  slope 
of  the  ridge  between  the  Joplin  and  Lone  Elm  Hollows. 

A  number  of  shafts  are  sunk  in  a  straight  line  on  a  fissure  which 
strikes  south-east  to  north-west  through  the  hill,  about  in  the  direc- 
tion towards  the  Harrington  Diggings,  situated  on  the  summit  of  the 
ridge.  These  shafts  are  sunk  througii  an  enormous  accumulation  of 
broken  Chert,  in  which,  occasionally,  boulders  of  altered  Limestone 
are  imbedded.  The' Chert  is  mostly  coarse,  often  in  very  large  blocks 
or  slabs.  The  above-mentioned  fissure  runs  through  the  whole  mass, 
and  is  filled  with  finely  broken,  loose  Chert,  containing  much  Galena- 
in  places.  The  fissure  is  very  irregular,  with  ill-defiued  walls,  often 
split  up  and  branching  off  in  various  directions. 

The  pump  shaft,  (P.  S,),  near  the  summit  of  the  slope,  is  ISO  feet 
deep.  The  Chert  seems  to  become  coarser  and  less  broken  in  the 
depth.  Most  of  the  shafts  are  connected  by  drifts,  which  followed  the 
streaks  of  Galena  in  the  fissure  and  its  branches. 

Shafts  24,  situated  north  of  the  McCrum  Diggings,  near  the  foot 
of  the  same  slope,  struck,  in  some  places,  boulders  of  coarse-grained 
Limestone,  in  others,  black  Slate  with  much  Pyrites,  in  strongly  dis- 
turbed positions  in  the  loose,  broken  Chert. 

C.    LOWER    JOPLIN    CREJiK    DIGGINGS. 


T.  27,  R.  33,  Sec.  2,  W.  hf  of  N.  W.  qr.,  and  Sec.  3,  N.  E.  qr.  of  N.  E.  qr. 
AVe  designated  by  the  name  of  Lower  Joplin  Valley  Diggings,  all  the 
diggings  which  lie  north  of  the  East  Joplin  Hill  and  the  Four  Corner 
Diggings,  on  both  sides  of  the  Joplin  Creek  along  the  bottom  and  on 
both  slopes  down  to  Turkey  Creek. 

The  western  Slope  is  very  steep  in  the  southern  part  of  this  dis- 
trict, forming  in  one  place,  opposite  Kiggins  &  Chapman's  furnaces,  a 
bluff  30  to  50 feet  high,  called  the  Chapman  bluff.  On  the  opposite, 
or  east  side  of  the  creek,  there  is  a  wide  and  gently  rising  half-circu- 
lar basin,  in  which  the  principal  diggings  are  situated.  About  half  a 
mile  further  down  the  creek,  the  eastern  ridge  becomes  steeper,  and 
approaches  the  creek  forming  the  tSuess  Bluff.  A  considerable  num- 
ber of  shafts  have  been  sunk  on  various  points  on  the  western  Slope 
with  more  or  less  success.  The  main  diggings  are  in  the  bottom  and 
along  the  eastern  Slope. 

At  the  Chapman  Blu.ff  the  rock  is  exposed  about  30  feet  in  height. 
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It  consists  of  alternate  layers  of  1  to  3  feet  Limestone,  and  3  to  10 
inches  Chert,  without  any  perceptible  dip.  The  Limestone  is  light- 
gray,  its  structure  varying  from  coarse  to  fine-grained,  often  with- 
in a  few  feet  in  the  same  layer.  The  Ohert  is  brittle  and  cracked 
wherever  exposed.  The  layers  are  partly  broken  and  disturbed,  es- 
pecially towards  the  northern  end,  where  the  Limestone  becomes 
sandy  and  decomposed,  and  the  Chert  never  broken.  Yet,  it  seems, 
as  if  both  belong  to  a  body  of  rock  which  forms  the  main  mass  of  the 
hill.  No  ore  is  seen  in  the  rocks.  Opposite  this  bluff,  north  of  the 
East  Joplin  Diggings,  the  bottom  of  this  valley  is  covered  by  numer- 
ous shafts,  especially  along  the  east  side  of  the  creek.  The  bottom  is 
there  600  to  800  feet  wide.  (See  Topographical  sketch  of  Joplin  Lead 
District.) 

Proceeding  from  south  to  north,  we  have  here,  in  the  bottom,  the 
shafts  Nos.  45,  4S,  51,  54,  56,  59,  63  and  64,  the  West  Diggings  and  the 
Suess  shafts.  Along  the  eastern  ridge,  proceeding  in  the  same  order, 
we  observe  the  Ball  shafts,  shafts  40  to  44;  the  Beamer  shafts,  shafts 
55;  the  Lustre  shafts,  shafts  57;  60  to  62,  the  Mill's  and  Cavanaugh 
shafts.  On  the  west  side  of  the  creek  are  the  shafts  65  to  74,  and  the 
Maguire  shaft. 

All  these  diggings  present,  in  general,  very  similar  features. 
Yet,  the  diggings  in  the  bottom  are,  as  a  rule,  more  shallow,  have 
larger  masses  of  red  Clay  over  and  in  the  Chert,  and  shows  the  latter 
broken  to  smaller  pieces  than  the  diggings  on  the  Slopes.  The  prin- 
cipal rock  is  Chert  broken  up  and  mixed  with  yellow  Sand,  red  Olay, 
or  gray  calcareous  Clay  ;  its  thickness  varies  from  30  to  70  feet.  It  is 
often  changed  into  soft,  porous  Chert,  10  to  20  feet  in  thickness.  It  is 
sometimes  mixed  with  boulders  of  Chert-breccia,  in  which  the  Chert 
pieces  are  cemented  by  a  mixture  of  finely  crushed  Chert,  Sand  and 
clayish  regenerated  Limestone,  or  by  hardened  silicious  Clay,  In 
these  beds  of  broken  Chert,  boulders  of  Limestone  are  imbedded 
either  single  or  in  larger  number,  separated  by  loose  Chert  and  red  or 
black  Olay.  These  boulders  are  softened  and  partly  dolomized,  and 
contain  streaks  of  Dolomite,  and  sometimes  unbroken  thin  layers  of 
Ohert.  Bitumen  is  frequently  found  in  cavities  in  the  boulders,  or  ad- 
hering to  pieces  of  loose  Chert.  The  boulders  are  from  6  to  60  feet 
below  the  surface,  and  according  to  their  depth,  vary  the  depth  of  the 
ore-beds,  the  latter  being  generally  found  immediately  above  the 
boulders  in  the  Chert,  or  else  between  the  boulders  themselves.  In 
the  diggings  situated  on  the  Slopes,  the  Galena  with  its  gangue,  forms 
in  some  places  regular  "runs," 5  to  12  feet  broad,  5  to  8  feet  thick, 
aadSO  to  80  feetlong.     The  Oalena  occ,ur3  either  in  loose  pieces  or  in 
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continuous  sheets,  1  to  6  inches  thick,  sometimes  mixed  with  Blende. 
The  gangue  is  red  Olay,  gray  calcareous  Clay  or  soft,  rotten  Dolomite 
or  Dolomitic  Limestone,  Above  the  beds  of  broken  Chert  is  gener- 
ally a  layer  of  4  to  15  feet  of  red  or  yellow  sandy  Olay,  containing  more 
or  less  Galena  in  loose,  rounded  pieces.  Patches  of  black,  micaceous 
Slate  are  frequently  met  with  in  these  diggings  between  the  Soil  and 
the  broken  Chert,  especially  in  the  valley  bottom. 

In  the  Ball*  shaft  a  big  "  run"  of  Galena  was  struck  at  a  depth  of 
about  60  feet.  It  consists  of  finely  broken  Chert,  with  loose  chunks 
of  Galena  and  Blende  and  with  streaks  of  Galena  2  to  10  inches  thick, 
and  extends  with  a  width  of  4  to  20  feet,  and  a  thickness  of  2  to  10  feet 
for  about  80  feet  from  north  to  south,  dipping  about  70°  into  the  MU. 
Six  men  obtained  about  10  to  15  thousand  pounds  Galena  per  week  in 
summer  of  1873. 

In  the  eastern  Beamer  shaft,  chunks  of  a  good  quality  of  Coal 
were  found  between  the  broken  Chert,  also  masses  of  black  bitumin- 
ous Clay. 

In  the  Western  Beamer  shalts,  streaks  of  Galena  adhering  to  a 
sheet  of  about  6  inches  of  Calamine,  extend  from  south  to  north,  over 
a  considerable  length,  at  a  depth  of  about  40  feet  below  the  surface. 

In  shafts  46,  broken  masses  of  Silico-calcite  accompany  the  bould- 
ers of  Limestone, 

In  shafts  53  and  54,  layers  of  black,  micaceous  Slate  lie  below  the 
Olay  and  above  the  boulders.  Blende,  Galena  and  black  Clay  are 
deposited  between  the  boulders. 

In  Lustre  shaft,  the  ore-bearing  formation  was  reached  at  a  depth 
of  54  feet  and  presented  the  following  Section  :     (Fig.  43.) 

No.  1.  Broken,  loose  Chert. 

No.  2.  Harae,  witli  chunks  of  Galena,  also  Galena  adhering  to  the  Chert. 

No.  S.  Same,  wltli  boulders  of  Dolomiaed  Limestone ;  saniJy  and  bStuminous. 

No.  4.  Fissured  Cheit^layers. 

In  the  Mill's  Shaft  a  bed  10  to  15  feet  of  '"wash-dirt"  was  found, 
54  feet  deep.  This  wash-dirt  consists  of  very  finely  brokeii  Chert, 
with  numerous  small  pieces  of  Galena  and  gray,  calcareous  mud.  The 
West  Diggings  consist  of  a  large  number  of  Shafts  10  to  25  feet  deep, 
sunk  through  Soil  and  red  and  black  Clay,  in  which  considerable 
quantities  of  Galena  and  loose  pieces  were  found.  Some  deeper 
Shafts  reached  broken  Chert  below.  The  West  diggings  formerly 
counted  amongst  the  richest  mines  of  Joplin. 

A  short  distance  farther  west  are  the  two  Suess  Shafts.  The  south- 

•  Spelled  ' '  Bawl' '  on  map  by  mislafce . 
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ern  of  these  struck  a  rich  deposit  of  ore,  50  feet  below  the  surface. 
This  deposit  presents  an  appearance,  aa  shown  in  Fig.  43. 

The  Chert  pieces,  represented  in  the  sketch,  are  of  fist  to  head- 
size,  surrounded  by  gray,  calcareous  Clay,  mixed  with  loose  pieces  of 
Galena  and  some  Blende. 

Single  crystals  are  often  deposited  on  all  sizes  of  loose  Chert- 
fragments,  showing  that  the  deposition  of  the  ore  ha?  continued  long 
after  the  breaking  of  this  Chert.  As  these  crystals  are  entirely  intact, 
they  can  not  have  been  subjected  to  contrition  or  frictions,  but  must 
have  been  formed,  after  their  surroundings  were  in  their  present  state, 
or  nearly  so. 

The  northern  Suess  Shaft,  close  to  the  foot  of  the  blutf,  was  sunk 
40  feet  deep,  through  : 

No.    1.    I  foot  Soil, 

No.    2.    4  feet  Gravel  and  Sand,  (red,  rounded  Chert). 
No.    3.    10  feel:  yellow,  or  wliIEe  rotten,  porous  Chert  (fossiliferous). 
Ho,    4,    10  feet  hard,  white,  broken  Chert. 

No.    i.    15  feet  alternate  layers  of  Limestone  and  Chert,  fractnrod  hut  not 
considerably  disturbed. 

JJo  ore  wag  thus  far  found  in  this  Shaft.  The  Shaft  seems  to  be 
too  near  the  solid  and  unaltered  rock.  The  Suess  Bluff  itself  consists 
of  alternate  layers  of  Chert  and  Limestone. 

Shaft  64  struck  Limestone  at  20  feet  depth  without  finding  any 
ore.  In  the  whole  northern  part  of  this  valley- bottom,  the  Chert  is 
generally  broken  smaller  than  in  the  upper  valley,  and  the  boulders 
of  altered  Limestone  become  less  frequent  towards  the  north,  and 
finally  disappear  almost  entirely,  being  replaced  by  soft,  gray  mud, 
filling  the  interstices  between  the  broken  Chert. 

THE    LONE    ELM    DIGGINGS. 

North  halt  of  See.  3,  T.  27,  K  33,  and  S.  hf.  of  Sec.  35,  T.  28,  R.  33, 
Fig.  44,  is  a  map  of  them. 

The  Lone  Elm  Hollow  is  formed  by  the  confluence  of  two  small 
branches,  or  rather  of  two  low  depressions  in  the  prairie,  which  join 
in  the  north-west  qr,  of  Sec.  3.  At  the  head  of  the  western  branch 
(in  the  south-west  corner  of  Sec.  3,  and  the  south-east  corner  Sec.  4) 
the  Eyers  and  Snead  Shafts  are  situated,  having  a  rather  isolated  posi- 
tion. At  the  head  of  the  eastern  branch  we  find  the  Harrington,  the 
Sutton  and  the  Morse  Shaft,  which  form  the  beginning  of  a  large  num- 
ber of  Shafts  sunk  along  the  valley  of  Lone  Elm  Creek,  on  both  slopes, 
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nearly  to  the  mouth  ot  the  Greek,  which  lies  abont  one  mile  north- 
west of  the  Harrington  Shaft.  The  slopes  on  both  sides  are  rather 
Jlat,  especially  on  the  west  side,  but  gradually  become  steeper  toward 
the  mouth  of  the  hollow,  and  pass  into  the  bluffs  ol'Turkey  Greek. 

We  will,  in  the  following,  give  a  short  account  of  the  more  prom- 
inent Shafts  of  this  region.  The  Byers  and  Snead  Shafts  are  on  Nor- 
ton's land. 

The  Byers  Shaft  shows  the  following  section : 

No.     1,    SfeetSolJ. 

No.    2.    2  feet  Uherty  Gravel. 

No.    3.    6  feet  broken  Chert,  witli  yellow  Hand. 

No.  i.  10  feet  Conglomerato,  consisting  of  Chert  frasuienii^,  eemeiited  by  al- 
tered ani3  regenerated  Limestone. 

No.    5.    1  to  3  feet  shaXy  Limestone, 

No.    6.    n  feet  Ohert-breeeia,  cemented  by  Blende  and  by  altered  Limestone. 

No.  7.  5  feet  solid  Dolomltic  Limestone,  withstreaks  of  Dolomite  aiidEorae 
Galena. 

So.  8.  8  fi^t  alternate  layers  of  Cliert  and  Limestone,  the  latter  softened  and 
partly  dolomiKed.  Small  streaks  of  Galena  up  to  J  inch  tliick 
occur  In  both,  but  not  in  paying  quantities. 

The  strata  dip  correspondingly  to  the  surface.  The  occurrence 
of  Gravel  at  this  high  point  is  remarkable. 

The  Snead  Shafts  are  less  regular.  They  passed  through  the  fol- 
lowing strata,  all  dipping  about  40"  S.  S.  E. : 

No.    1.    4  feet  soil  and  Gravel, 

No,    2,    8  feet  broken  Chert,  with  yellow  Sand  nnd  loose  pieces  of  Galena  and 

Blende, 
No,    ,S.    5  feet  Cher t-congloni crate. 
No,    4,    5  feet  Silico-caicite,  containing  little  Galena, 
No,    0.    10  feet  alternate  layers  of  OUert  and  Limeatooe,  with  Galena,  as  in 

Byers'  Shaft.    Both  rocks  are  so  mixed  in  places  as  to  resemble 

Silico-caluite. 

A  nearly  vertical  crack  runs  through  all  the  strata.  It  is  filled 
with  black  or  gray  Sand,  and  loose  pieces  of  Galena.  The  Limestone 
oontains  Galena  only  as  far  as  it  is  softened  and  dolomized.  At  the 
head  of  the  eastern  smaller  branch  of  Lone  Elm  Creek,  may  be  ob- 
served the  Morse  Shaft,  the  Sutton  Shafts  and  the  Harrington  Shaft, 
all  sunk  nearly  on  top  of  the  ridge  which  divides  Joplin  Valley  from 
Lone  Elm. 

The  Morse  Shaft  went  through : 
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So.    1.    3  feet  Soil, 

No,    2,    5  feet  Gravel,  with  white  and  yellow  Ohett. 

No.    3,    20  feet  yellow  Clay,  with  some  Chert  and  some  loose  pieces  of  Galena. 
No,    4.    10  feet  soft,  bituminous  Limestone,  with  some  Galena. 
No.    n,    10  feet  Ohert-iayera  broltcn,  and  ti  to  4  ineliGS  tiiiclf,  with  little  Lime- 
All  strata  dipping  20"  to  the  east. 

The  Suiton  Shajt 
Was  sunk  through : 

Ko.  1 .    3  feet  Soil. 

No.  3.    10  feet  brokec  Chert,  with  specks  of  Galena. 
No.  3.    12  feet  yellow  Clay,  with  pieces  of  FotCen  Chert. 
No.  4.    2  feet  Silico-calcite. 

No.  5,    8  feet  alternate  layers,  J  to  1  foot  thick,   of  Chert  and  Limestone. 
Some  layers  of  black,  bitmninous  Clay,  1  inoh  tliick,  occur  occa- 
sionally between  the  rock  layei-s. 
The  strata  dip  with  the  hil!  about  25°. 

The,  Ilaii-inffton  Shaft, 

The  highest  of   these   shafts,   showed   the   following    succession    of 
strata : 

No.  1.    21eetSoil. 

No.  2.    3  feet  red  Clay,  with  some  loose  pieces  of  Galena  and  Cenissite. 

No.  8.    15  feet  yellow  Clay,  with  some  Chert. 

No.  i.    10  feet  broken  Chert. 

No.  5.    3  feet  soft,  coai-se-grained  Limestone  in  boulclerj?,  and  Shales  with 

seams  of  Galena  and  some  Blende. 
No.  (J.    7  feet  Limestone  and  Chert  in  solid,  altei'nate  layers.     The  Limestone 

is  predominant ;  it  is  fine  grained  and,  in  pliu^es,  strongly  hitnm- 

The  two  sketches  (Figa.  45  and  46}  show  the  peculiar  position  of 
the  rocks  as  seen  in  these  shafts. 

Fig.  45  shows,  in  place,  two  runs  of  Galena  crossing  near  a  strongly 
dipping  layer  of  Slate  and  Coal  which  cuts  them  off'.  These  runs  are 
3  to  5  feet  wide  and  2  to  6  feet  high,  and  consist  of  finely  broken  Oherfc 
in  which  Galena,  often  connected  with  Blende,  is  deposited  in  streaks 
1  to  4  inches  thick.  Layers  of  red  and  brown  Clay  often  accompany 
these  ores.  Some  Gfalena  is  occasionally  mixed  with  the  black 
Slate. 
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Figure.  48.     {Hari-ington  Shaft.) 

Fig.  46  shows  a  vertical  Bection  along  a  line  AB  on  Fig.  45.     We 
see  here  the  two  runs  as  well  as  the  Slate  layer  in  Section. 

1.  Slate. 

2.  Broken  Chert. 

3.  Two  runs  of  broken  Chert,  witli  Galena. 

4.  BouMers  of  softened  and  bituminous  Lhnestony. 

Tha  Shafts  2  io  7,  (see  topographical  slietch,) 

Are  sunk  along  the  eastern   branch  of  Lone  Elm  Creek  down  to  its 
junction  with  the  western  branch.     They  are  rather  shallow,  most  of 
them  not  being  over  20  I'eet  deep. 
Below  the  Soil,  we  find  here : 

No.  1.    1  to  3  feet  Gravel. 

No,  3.  3  to  13  feet  yellow  Clay,  sometimes  pure  and  fat,  sometimes  mixed 
with  yellow  Sand  and  pieces  of  rotten  Chert.  Boulders  of  Lime- 
stooe,  altered  and  softened  on  the  outside,  are  occasionally  found 
in  it. 

No,  3,  ^  to  1  foot  clayiah  and  sandy,  shaly  Limestone,  which,  when  dissolved 
in  acid,  leaves  a  residue  of  fine,  white,  slllcioua  Clay. 

No.  i.    B  feet  broken  Chert,  with  loose  pieces  of  Galena. 

No.  5.  ?feet  hard,  blue,  often  bituminous  Limestone  in  broken  masses,  which, 
in  places  where  it  is  softened  and  altered,  contains  G«lena  in  quan- 
tities which  paj'  working-. 

■     Lone  Elm  Hollow  proper  begins  at  the  junction  of  the  two  small 
branches.    It  contains  the  foUowing  Diggings  : 

A.       SHAFTS     ON    THE    EAST    SLOPE     OP    LONE    ELM 
HOLLOW. 

T]LE  Shafts  12  to  ir>,  (see  General  Sketch,) 

Include  the  Hayes,  Acton  and  Slatton  Shafts.     Those  sunk  on  the 
lower  part  of  the  Slope  are  characteriKed  by  the  section  of  Shafts  12 : 

No.  1.  5  feet  Soil. 

No.  2.  10  feet  finely  broken  Chert. 

No.  3.  15  feet  coai'se,  broken  Chei't, 

No.  4.  5  feet  slabs  of  Chert,  with  Clay  and  strealis  of  loose  pieces  of  Galeiiii. 

No.  5.  ?  feet  layers  of  Chert  and  bonlders  of  bituminous  Limestone. 

Fig.  47  shows  the  form  of  the  ore  deposits  in  Ohr.  Hayes'  Shaft : 
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1.  Soil. 

3.  Broken  Chert. 

3,  Coarsely  broken  Chert  in  distinct  layers. 

4,  Ore-bed  ;  Chert  in  more  or  less  brolcen,  irregular  layers,  with  thin  layers  of 

black,  bituminous  Sand,  and  thick  seams  of  pnro  Galena  hi  the  seams  of 
the  Chert  and  in  the  Sand. 

5,  Stratified  Chert. 

U.    Bituminous  Limestone. 

John  Hayes'  Shaft, 

A  short  distance  farther  north,  passed  through : 

No.  ] .    10  feet  Soil,  Clay  and  broken  Chert. 

No.  2.    15  feet  layers  and  slabs  of  Chert. 

No.  S.    .Tfeet  layers  of  Cheitl  to  2  feet  thick  each,  with  1  to  B  inches  layers  of 

brown  Sand  between  them,  containing  mnch  Galena  and  Blende. 

The  Galena  forms  here  basins  of  20  to  30  feet  diameter,      tt  auine- 

times  replaces  the  brown  Sand  entirely. 

This  shaft  yielded  5,000  to  12,000  pounds  per  week  in  the  suininei- 
of  1873. 

The  shafts  higher  up  the  slope  are  mostly  shallow,  and  show  a 
section  similar  to  that  of  shafts  12.  Some  have  masses  of  Limestone, 
with  openings  of  brown  Sand  and  Galena.  The  Limestone  in  all  these 
shafts  is,  in  places,  very  bituminous. 

The  Acton  Shaft, 

About  in  the  centre  of  a  depression  in  the  slope,  has  a  pretty  regular 
ore  formation  at  a  depth  of  30  feet.  It  consists  of  15  feet  of  Chert 
layers,  separated  by  layers  of  Dolomitic  Limestone,  with  streaks  cou' 
eisting  of  brown  Sand  in  the  upper  and  of  rotten  Limestone  in  the 
lower  layers.  This  Limestone  contains  streaks  of  Galena,  sometimes 
connected  with  Blende  or  with  streaks  of  tallow  Clay. 

The  Slaitm  Shaft 

Passed  through  irregularly  broken  and  mixed  masses  of  Chert.  At  a 
depth  of  about  45  feet,  irregular  runs  of  Galena  occur  in  the  broken 
Chert.  Large  cracks  and  cavities  in  the  midst  of  the  broken  Chert 
masses  are  found  filled  with  red  or  black  Clay  and  loose  chunks  of 
Galena. 

The  Shaets  24  to  2G, 

With  Pierce's  and  Smith's  Shafts,  in  the  lower  part  of  the  hollow,  did 
not  prove  as  rich  in  ore  as  those  sunk  in  the  upper  part.      The  shafts 
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on  the  slope  are  from  30  to  50  feet  deep,  and  passed  through  Soil, 
■Chert,  Sand,  rotten  Chert  and  boulders  or  broken  masses  of  partly 
dolomized  and  often  bitumJnous  Limestone,  containing  Blende  and 
Oalena.  The  shafts  25,  which  lie  at  the  mouth  of  a  small  ravine,  did 
not  strike  any  Limestone,  but  the  ore  lay  here  in  masses  of  broken 
■Chert. 

The  Smith  Shaft, 

Near  the  top  of  the  ridge,  had  the  following  Section  different  from  the 
•others : 

No.  1.    2  feot  Soil. 

No.  2.  30  leet  red,  porous  Cliert, partly  dislntegnited  intoalooac,  sandy  mass 
aQd  inclosing  lavge  ehuiiks  of  Galena  in  the  lower  part  of  the  stra- 

No.  3,    10  feet  white,  partly  rotten  Cbert,  in  slabs,  dipping^  nearly  vortieally. 
No.  4.    6  feet  black,  bituininoua  Clay,  with  small  crystals  of  Galena. 
No.  5.    2  feet  brown  or  black  Clay,  with  iragments  of  Chert  and  some  Ga- 
lena adhering;  to  the  Chert 

S.      BfGGINGS     IN    THE    BOTTOM    AKD    0,N    THE    WESTERH 
SLOPE    0¥    THE    LONE    ELM    HOLLOW. 

Shafts  6  to  ]1  (see  topographical  sketch)  in  the  upper  part  of  the 
ihollow,  on  the  west  side  of  the  creek,  contain  the  following  strata : 

No.  1.    a  to  4  feet  Soii. 

No.  2.    2  to  4  feet  Gravel. 

Ko.  3.    3  to  15  feet  j'oUow,  sandy  Chiy,  with  Chert  pieces. 

Ho.  4.    5  to  10  feet  sbaly  Limestone. 

No.  5.  C  to  40  feet  broJsen  Chei't,  with  bontdera  of  softened  and  altered  Lime- 
stone in  layers,  or  in  irregular  accam.mulatioiis.  Single  runs  of 
Galena  occur  in  hotli  Limestone  imd  Chert. 

In  shaft  8  the  following  section  presents  itself  (see  Fig.  48) : 

Ho.  1.  Soil. 

No.  2.  Gravel. 

No.  3.  Yellow  Clay. 

No.  4.  Shaly  Limestone. 

No.  fi.  Brown  Doioraitic  Sand,  witii  some  Galena. 

No.  6.  Broken  Chei-t, 

The  shafts  9  are  sunk  to  a  depth  of  45  and  70  feet  respectively. 
Rune  of  ore  were  found  at  two  different  levels  ;  the  first  at  45  feet,  the 
second  at  70  feet  depth. 

The  runs  are  3  to  4  feet  high,  3  to  10  feet  wide,  and  extend  con- 
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siderably  in  length.  They  are  codiieeted  with  the  boulders  of  soft- 
ened Limestone,  and  contain  lialena,  with  broken  Chert  and  Clay. 

This  group  of  shafts  yielded  about  100,000  pounds  of  Galena  a 
month  in  summer  of  1873, 

The  layers  always  dip  and  strike  in  the  same  direction  as  the 
Slope.    They  also  follow  all  the  depressions  of  the  Slope. 

The  shafts  16  to  19,  on  land  of  the  Granby  Mining  and  Smelting- 
Co.,  are  a  continuation  of  the  preceding  group,  with  which  they  form 
a  zone  following  the  strike  of  the  Slope  fromsouth-east  to  north-west. 
The  layers  of  yellow  Clay  of  the  former  group  is  partly  replaced  by 
rotten,  porous  Chert,  partly  by  red  and  brown  Clays,  with  some  Sand. 
The  boulders  of  Limestone  are  represented  in  some  places,  and  in 
others  we  find  masses  of  altered  Silico-calcite  in  their  stead. 

Shaft  20  is  an  old  shaft,  sunk  through  broken  Chert  and  Ohert- 
c  on  glomerate,  consisting  of  a  hard  mass  of  line-grained  to  sub-crys- 
talline Quartzite  of  gray  or  drab  color,  inclosing  angular  pieces  of 
Ohert,  partly  soft  and  porous.  Numerous  specks  of  Blende  and  crys- 
tals of  Dolomite  are  disseminated  in  the  Quartzite.  Small  Quartz 
crystals  are  often  found  lining  the  walls  of  cavities.  The  dissolution 
and  removal  of  the  inclosed  pieces  of  Dolomite  and  Blende  makes 
the  rock  often  porous  and  honey-combed.  This  Quartz  rock  has  been 
evidently  formed  in  many  places  over  layers  of  Dolomite,  from  which 
crystals  of  Dolomite  project.  The  Dolomite  being  dissolved  and  re- 
moved afterward,  left  the  surface  of  the  Quartz  rook  very  rough  and. 
full  of  impressions  of  Dolomite  crystals. 

Shafts  22  are  shallow  shafts  along  the  bottom  15  to  20  feet  deep. 
They  disclosed  Soil,  Gravel,  black  Slate  and  black  Clay,  with  large 
slabs  of  bituminous,  dark,  gray  Limestone. 

Shafts  21,  31,  30,  29  and  27  form  a  zone  of  a  very  disturbed  and 
irregular  character. 

Near  the  ateam-pump  shaft  ("St.  P."  on  the  topographical  sketch) 
the  ore  is  found  between  the  Chert,  iu  runs  consisting  of  layers  of 
Clay  or  of  Sand  as  much  as  3  feet  thick,  with  Galena  irregularly  dis- 
tributed and  dipping  strongly  toward  the  creek. 

Those  of  the  above  mentioned  shafts  that  are  situated  in  the  val- 
ley bottom,  show  only  broken  Chert  below  the  Soil,  and  the  ore  irre- 
gularly distributed  in  it. 

Shafts  30,  which  lie  between  a  low  bluff  and  the  creek,  struck 
angular  broken  masses  of  unaltered  Limestone  mixed  with  the  Ohert. 

Galena  occurs  sometimes  in  crystals  formed  on  all  sides  of  frag- 
ments of  Ohert. 
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Shafts  29  and  27  are  mostly  shallow  and  sunk  through  red  and 
■white,  soft,  porous  Chert.  The  deeper  shafts  struck  hard,  fine-grained 
Limestone. 

liLUFi'S   IM  LONK   ELII  HoLLOW. 

Three  bluJTs,  marked  A  and  B  on  topographical  sketch,  are  ex- 
posed on  the  south  side  of  Turkey  Creek  on  both  sides  of  the  mouth 
of  Lone  Elm  Creek.  The  bluff  A  lies  west  of  Lone  Elm  Creek,  and 
consists  of  immense  masses  of  Chert-Conglomerate  in  a  greatly  dis- 
turbed position,  the  layers  standing  on  edge.  The  Conglomerate  is 
composed  of  broken  white  Chert,  cemented  by  some  hardened  clayish 
Chert-sand  of  a  reddish  color.  The  whole  mass  is  full  of  irregular 
holes,  as  there  is  not  enough  of  cementing  material  to  iill  all  the  in- 
terstices between  the  broken  Chert  concretions.  This  rock  was  evi- 
dently formed  from  Silico-ealcite  by  removal  of  the  Limestone  and 
by  the  breaking  down  of  the  Chert,  the  latter  being  afterward  in  part 
recemented.  It  is  similar  to  those  found  in  many  shafts  in  the  South- 
western Lead  Region.  It  is  also  found  in  Pierce's  shaft,  on  the  oppo- 
site side  of  the  Lone  Elm  Hollow,  where  it  contains  seams  and  crystals 
of  Galena,     In  the  bialTA,  however,  it  does  not  contain  any  ore. 

The  bluffs  marked  B  are  situated  near  Turkey  Creek,  and  rise 
about  20  feet  above  it.  They  consist  of  layers  of  Limestone  in  an 
undisturbed  position,  with  irregular  concretions  and  thin  layers  of 
Chert.  The  Limestone  layers  are  1  to  4  feet  thick,  and  often  sepa- 
rated by  thin  layers  (1  too  inches  thick)  of  shaly,  coarse-grained 
Limestone, 

THE    I.KADVlr.LE    DIGGINGS, 

Sec.  33,  T.  28,  K.  33,  situated  along  the  Leadville  Hollow  to  ils  junction 
with  Turkey  Creek  valley.     (Se«  Fig.  49.) 

The  upper  portions  of  the  hollow,  near  Pound's  shaft,  is  very  flat, 
a  mere  depression  of  the  prairie .  The  middle  and  lower  portions  are 
deeply  cut,  and  form,  in  places,  quite  steep  bluffs . 

The  Pound's  shaft  at  the  upper  end  of  the  hollow,  in  Sec.  4,  T,  27, 
K.  33,  near  the  prairie  plateau,  shows  the  following  section : 

No.  1.    3  feet  soil. 

No.  2.    10  feet  finely  broken  Chert,  wltli  yellow  Sand. 

No.  3.    8  feet  finely  broken,  rotten,  gray  Limestone,  with  sorao  Clicrt  and  ii 

little  Galena, 
No.  4.    30  feet  alternate  layers  of  flne-gralned,  gray  Limestone  (2  to  3  feet 

thick)  and  of  white  clenss  Chert,  {3  to  i  inches  thick,)  with  some 

Galena. 
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No.  5.    6  feet  solid  Limestone. 

No.  6.    3  feet  solid  Chert 

N'o.  7.    2  feet  soft,  porous  Chert  with  strnalis  of  gray  Limestone. 

The  northern  wall  of  the  shaft  consists  of  finely  broken  Cherfc, 
extending  all  the  dist^ince  from  the  top  down,  and  at  62  feet  depth  the 
whole  shaft  stood  in  this  loose  material,  and  the  solid  rook  entirely 
disappeared. 

It  seeina  from  this  that  a  nearly  vertical  crevice  widening  below 
and  filled  with  detritus  was  struck  by  this  shaft.  No  workable  ore 
had  been  found  in  August,  1873.  Shafts  1  and  2,  some  distance  lower 
down  the  branch,  on  the  east  side  of  the  creek,  struck  10  feet  of 
broken  Chert  and  then  15  feet  of  alternate  layers  of  Limestone  and 
Chert.  Both  often  contain  segregations  of  Bitumen.  The  layers  are 
nearly  horizontal,  and  the  Limestone  ia  partly  unaltered  and  partly 
softened.  In  the  latter  case  it  frequently  contains  Blende  and  some 
Galena.  The  ores  also  occur  in  seams  and  chunks  between  the  layers 
and  broken  pieces  of  Chert. 

The  shafts  marked  on  the  map  3  are  about  JO  feet  deep  and 
passed  through  much  broken  Chert  and  Conglomerate,  consisting 
of  pieces  of  Chert  cemented  by  gray  calcareous  Sand  and  Blende. 
Below  these  Conglomerates  are_  layers  of  softened  and  bituminous 
boulders  of  Limestone  2  to  6  feet  thick,  containing  Chert  layers  1  to 
4  inches  thick. 

The  Limestone  is  more  altered  than  in  the  former  group  and 
partly  replaced  by  calcareous  Band.    The  Chert  is  more  broken. 

The  shaft  4  is  a  pump-shaft,  in  the  bottom,  close  to  the  creek. 

The  section  ia  here  as  follows : 

No.  I.    4  feet  Soil  and  GraveL 

So.  2.    5  feet  loose,  broken  Chert. 

No.  8.    4  feet  broken  masses  of  hard  Liraestoiio. 

No.. 4.    15  feet  broken  Chert  cemented  by  gray  Sand  witli  some  boulders  of 

Limestone  and  a  little  Galena. 
Xo.  5.    20  feet  broken  Chert  layers,  with  Galenij  and  Blende  irregularly  dis- 

tri tinted  in  fissures  and  seams. 

The  ore  apparently  increased  with  the  depth.  No  regular  strata  or 
solid  rocks  were  struck  in  this  shaft.  The  Galena  was  found  in  paying 
quantities.  Shafts  5  and  6  lie  on  the  lower  part  of  the  Hat  western 
slope.  The  formation  is  more  regular,  although  nearly  all  the  ma- 
terials are  more  or  less  broken. 

The  Khonimus  shaft  shows  a  characteristic  section  of  an  accu- 
mulation of  broken  and  partly  softened  and  rounded  masses  of  Lime- 
stone.   (See  Fig.  50.) 
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No.  1.  Soil. 

No.  2.  Loose  Chei't  and  Siiad  with  some  Galena  and  Blende. 

No.  3.  Boulders. 

No.  4.  Broken  Chert  cemented  by  hardened  Sand  and  some  pyrites. 

No.  5,  Brown  Sand  with  a  little  Galenti. 

No.  6.  Chert  and  Sand. 

The  ores  were  not  found  in  paying  quantity. 
Tlie  Poweil  shaft  passed  through  : 

No,  1.    '2  feet  soil. 

No.  2,    10  feet  broken  Chert  with  yellow  Sand. 

No.  3.    20  feet  Sillco-calcite  and  alternate  layers  of  Liraeslono  and  Chert; 

No.  4.    3  feet  brown  Sand  and  some  Chert  and  Ginlena  and  Blende  in  paying 

quantities. 
No.  u.    ?  Hard  Chert  layers. 

The  McOloud  shaft  penetrated  through : 

No.  1,    15  to  20  feet  loose,  broken  Chert  in  yellow  Clay. 

No.  2.    15  to  20  feet  solid  Chert  layers  or  Chert  slabs. 

No.  3.    1  to  6  feet  ore-bearing  stratum,  coDSisUng  of  broken  Chert  with  Dolo- 

mlto  and  Clay,  and  horizontal  seams  1  to  10  inches  thick  of  Galena 

mixed  with  some  Blende. 
So.  4.    7  to  10  leet  alternate  layers  of  Limestone  ;Ln(l  Chert,  or  else  Chert  lay- 
No.  5.    3  feet  Chert  with  two  seams  of  Blende. 
No.  6.    ?  Chert. 

The  sketch  Fig.  .'il  shows  the  composition  of  the  ore-bearing 
strata. 

The  shafts  marked  6,  have  some  resemblance  to  the  McCloud 
shaft.  The  materials  are,  however,  more  altered  and  more  disturbed, 
and  the  ore-seams  are  in  broken  Chert,  at   a  somewhat  higher  level. 

The  Horse-shoe  Diggings,  on  Davis  &  Murphy's  land,  have  the 
form  of  a  half  circle  or  horse-shoe.  They  are  situate^  on  the  eastern 
slope  of  the  valley,  about  30  feet  above  the  creek. 

The  Horine  shaft,  which  is  over  90  feet  deep,  passed  through  : 

8  feet  Soil. 

20  feet  red,  soft,  porous  Chert. 
20  feet  white,  porous  Chert. 

30  feet  broken  Chert,  with  broken  masses  of  Limestone. 
20  feet  Conglomeratesof  Chert  and  Dolomite,  cemented  by  gray,  regenerated 

Limestone,  with  some  Galena,  Bleni3e,  and  Bitumen,  and  with  large 

infiltrations  of  coarsely  crystalline  Caleite. 

The  other  shafts  were  not  sunk  near  so  deep  as  this  one,  but  so  far 
as  they  went  they  showed  about  the  same  succession  of  strata. 
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Some  of  the  shafts  in  the  middle  part  of  the  Diggings,  ] 
through  thin  beds  of  black,  micaceous  Slate,  which  lay  immediately 
below  the  Soil.  All  the  shafts  at  the  Horse-shoe  Diggings,  except  the 
Horine  shaft,  are  at  present  abandoned. 

Tho  shafts  marked  7,  including  Philip's  and  Webb's  Diggings,  at 
the  lerminus  of  the  Leadville  Hollow,  near  Turkey  Creek,  are  from 
15  to  30  feet  deep,  and  were  sunk  through  Soil,  broken  Chert,  and 
broken  Limestone,  with  hard  brown  Sand  between  the  fragments. 
Galena  often  adheres  to  the  surface  of  the  pieces  of  Limestone,  and 
beside  is  irregularly  distributed  in  the  hard  sandy  mass. 

The  bluffs  in  the  lower  part  of  the  hollow,  are  formed  of  alternate 
layers  of  white  Chert  and  fine-grained  Limestone. 

Gkaves   Sii.u't. 

The  Graves  Shaft,  N.  hf.  Sec.  31,  T.  28,  R.  33,  is  situated  at  the 
head  of  a  email  southern  branch  of  Turkey  Creek.  The  Shaft  was  ye  t 
being  sunk  at  the  time  of  our  visit,  and  was  35  feet  deep.  The  location 
of  the  Shaft  is  shown  on  the  topographical  sketch,  Fig.  53. 

The  Section  is: 

a  feet  Koil. 

3  feet  slabs  of  white  Sandstone. 
IG  feet  broken  Chert,  with  yellow  Sand. 
C  feet  Silico-calelte,  and  boulders  of  Limestone,  with  segregations  of  Bitii- 

6  feet  coarsely  broken  Chert,  in  pieces  of  fist-size  and  larger,  with  gray 

sandy  Clay. 
1  foot  gray  Clay. 

No  ores  had  been  found  then. 
All  layers  dip  north  with  tha  hill, 

STEVENS'    DIGQINGS, 

The  Stevens'  Diggings,  W.  hf.  Sec.  31,  T.  28,  R.  33,  are  situated  in 
the  upper  part  of  a  small  hollow  called  Stcvens',Hollow,  about  one- 
half  mile  south  of.  Turkey  Creek,  as-represented  on  the  topograph- 
ical 'sketch,  Fig,  52, 

The  shafts  marked  A,  especially  the  two  most  northern  ones, 
count  among  the  richest  Lead  shafts  in  the  south-western  region. 
They  were  sunk  through  Soil,  broken  Chert  with  yellow  Sand,  and 
struck  at  25  feet  depth  a  bed  of  softened  dolomitic  Limestone  boul- 
ders 5  to  10  feet  thick,  and  below  these,  broken  Chert. 

The  ore  was   principally  found  in  a  nearly  horizontal  run  of  an 
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oval  cross-section,  150  feet  long  from  soutli-eaat  to  norfch-west,  20  feet 
broad  in  the  centre,  and  thinning  out  toward  both  ends.  Its  height 
varied  from  5  to  15  feet.  This  apace  is  filled  with  broken  Chert  and 
Limestone  boulders,  and  contains  numerous  large  and  small  irregu- 
lar seams  and  chunks  of  Galena  and  Blende,  The  Galena  occurs 
mostly  between  the  Chert;  the  Blende  more  in  the  altered  Lime- 
stone. 

The  sketcti  Fig.  53,  represents  the  vertical-longitudinal  section  of 
a  portion  of  this  run. 

The  shait  B,  on  the  eastern  slope,  went  about  30  feet  deep, 
through  broken  Chert,  with  boulders  of  Limestone  occurring  at  a  depth 
of  5  to  15  feet.  Galena  was  i'ound  in  small  quantities  in  the  loose 
Chert. 

The  shafts  C  and  D,  on  the  slope  west  side  of  the  creek,  passed 
through   a  very  disturbed  and  irregular  formation,  consisting  of : 

No.  I.  20  Toet  broken  Chert,  wlthsome  Galena. 

No.  2.  ]  0  to  15  feet  slabs  and  boulders  of  Liuiestoiiu,  partly  dolomiaed. 

No,  3.  10  feet  broken  Chert. 

No.  4.  10  to  15  feet  dark  gray  Clay. 

No.  5.  ?  feet  broken  Chert,  with  dark  gray  Cloy. 

All  strata  dip  very  strongly  from  45°  to  70^,  with  the  slope  toward 
the  east. 

B  E  N  T  L  E  Y    D  I  G  0  X  N  G  S  , 

The  Bentley  Diggings,  8.  E.  qr.  Sec.  25,  and  N.  E.  qr.  Sec.  36,  T. 
28,  R,  34  W.,  (see  topographical  sketch  Fig.  52,)  on  Lienallen's  land, 
leased  by  Bentley  &  Co.,  extend  along  a  small  branch  of  Turkey 
Creek,  one-half  mile  west  of  Stevens'  Diggings. 

The  upper  Bentley  Diggings  consist  of  a  small  group  of  shafts,  all 
sunk  through  loose  Clay,  Soil  and  broken  Chert,  with  loose  pieces 
of  Galena  and  Blende.  In  some  shafts,  streaks  of  Galena  were 
struck  at  a  depth  of  30  feet,  but  proved  to  be  of  rather  small  extent. 
The  Galena  is  mostly  in  loose  pieces,  but  is  also  found  adhering  to 
broken  Chert. 

The  Blende  occurs  as  single  crystals,  or  in  crystalline  masses  in- 
closed in  either  compact  or  porous  mico-crystaJline  Quartz  rock  of 
gray  color. 

Boulders  of  Limestone  occur  occasionally. 

The  lower  Bentley  Diggings  lie  further  down  the  hollow,  one- 
fourth  of  a  mile  from  Turkey  Creek.  There  are  12  or  15  shafts,  some  of 
which  reach  a  depth  of  35  to  iO  feet.    Here,  as  in  the  upper  Diggings, 
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no  Gravel  was  found,  but  the  formation  below  the  Soil  consisted  of 
large  fragments  of  Chert,  {1  to  6  feet  in  diameter,)  with  some  Chert 
slabs  and  some  Sand.  These  materials  occur  loose  and  irregularly- 
mixed — or,  as  the  miners  call  it,"  tumbling." 

Some  Galena  is  found  a  few  feet  below  the  surface,  in  loose  pieces 
in  the  Sand,  and  then  again  at  a  depth  of  25  to  35  feet,  between  the 
Chert  masses.  The  Chert  is  in  a  few  places  finely  broken,  and  some- 
times contains  Galena  in  streaks. 

Boulders  of  Limestone  are  rare. 

Blende  is  occasionally  met  with,  cementing  broken  pieces  of 
Chert. 

Beside  the  Diggings  above  mentioned  and  described,  there  are  in 
the  Turkey  Creek  district  a  number  of  places  where  Lead  had  been 
formerly  found,  but  which  are  abandoned  at  present.  Prominent 
among  these  were  the  Dufl  Diggings  on  Turkey  Creek,  8  miles  east 
of  Joplin,  which  formerly  yielded  large  quantities  of  ore. 

In  other  localities,  parties  of  miners  were  prospecting,  but  tad  not 
found  any  ore  at  the  time  of  our  visit— for  instance,  on  J,  H.  Taylor's 
land,  Sees.  4  and  5,  T.  29,  R.  32 ;  and  on  some  points  along  Short  Oreekj 
near  the  western  boundary  of  the  State. 
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D.-SPECIAL  DESOKIPTION  OF  ORE  DEPOSITS-Oontinued. 


III. -DEPOSITS    or    CENTIiP;     CIIEEK    DISTKICT. 

Centre  Creek  winds  its  way  from  east  to  west  through  the  south- 
ern portions  of  Jasper  county,  and  joins  Spring  River  a  short  distance 
west  of  the  State  line. 

The  land  is  mostly  roiling  and  forms  bluft's  and  abrupt  slopes  only 
in  close  vicinity  to  the  water- courses. 

Lead  and  Zinc  ores  have  been  found  principally  at  the  following 
three  localities: 

1.    Near  Sarcoxie  (Perry  Diggings.) 

3.    Near  Scotland  (Birch  and  Grove  Creek  Diggings.) 

3.    Near  Oronogo,  formerly  called  Miaersville. 

].— THE    PEKEY    DIGGINGS, 

T.  27,  R,  30,  Sec.  12,  are  2^  miles  west  of  Sarcoxie  (see  general  map 
of  South-west  Missouri,)  on  land  belonging  to  William  Carnahan  and 
H.W.Perry.* 

Several  shafts  have  been  sunk  through : 

No.  1.    3  feet  Soil. 

No.  2.    12  to  15  feet  broken  Ciiert  and  yellow  Band. 

•See  Perry  Mines  on  p.  St  of  Ihia  volume. 
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No.  3.  20  to  70  feet  alternate  layers  of  Limestone  and  Chert  broken,  and  eou- 
taining  small  seams  and  specks  of  Galena,  In  both  LImeBtone  and 
Chert.  One  layer  of  Limestone  is  1-5  feet  thick,  solid,  bluish-gray, 
coarser-grained,  inclosing  crystalline  masses  of  Galena.  The  other 
Limestone  is  mostly  light-gray,  and  contains  but  little  ore.  It 
sometimes  contains  streaks  of  Dolomite,  some  little  Bitumen  and 
always  many  snb-cfirboniferoiia  fossils. 

In  one  shaft  loose  chunks  of  Calamine,  in  head-Bized  boulders, 
were  found  in  Chert  and  Sand,  on  the  surface  of  the  solid  rock.  The 
ore,  however,  was  never  found  in  sufficient  quantities  to  pay  working, 
and  consequently  the  mines  are  abandoned  at  present, 

3.— THE     MINES    NEAE    SCOTLAND. 

Geove  Creek  Diggd.'qs,  (see  pp.  8G  and  87  of  this  Vol.), 

(See  topographical  sketch,  Fig.  5i,)  T.  27,  E.  33,  Sec,  12  N.  W.  qr.,  are 
situated  less  than  a  mile  south-west  of  the  town  of  Scotland,  on  a 
south-east  Slope,  near  the  head  of  Grove  Creek. 

Figure  5i  represents  a  topographical  sketch  of  this  locality. 

At  the  northern  end  of  the  present  Diggings  a  knob  rises  about 
40  feet  above  the  creek  bottom.  On  the  eastern  Slope  of  this  knob  is 
an  outcrop  of  light-gray,  sandy  Limestone,  extending  horizontally  for 
150  to  200  feet.  This  outcrop  is  about  15  feet  below  the  mouth  of  the 
highest  shafts  on  the  knob,  which  shafts  are  less  than  100  feet  distant 
from  the  outcrop.  They  were  sunk  through  15  feet  of  broken  Chert, 
■and  then  struck  large  boulders  and  slabs  of  thin  alternate  layers  of 
Limestone  and  Chert.  This  seems  to  show  that  the  outcropping  strata 
do  not  reach  far  into  the  bil),  but  are  perhaps  only  large  portions  of 
the  broken  and  disturbed  strata  in  the  shafts. 

The  Diggings  show  the  following  General  Section ; 

No.  1.    3  to  5  feet  fioil. 

No.  2.    Id  to  20  feet  broken  Chert,  witli  yellow  Sand. 

No.  3.  20  toSOfeet  boulders  of  Limestone,  softened  and  altered  on  the  out- 
side, or  broken  masses  of  .alternate  layers  of  Limestone  and  Chert. 

The  ore  generally  occurs  between  the  boulders,  lying  in  loose 
pieces  in  yellow,  sandy,  broken  Chert. 

Carwin  &  Clow's  shafts,  in  the  southern  part  of  the  Diggings,  have 
at  a  depth  of  about  30  feet,  a  regular  bed  of  ore  in  yellow  Sand  and 
Clay,  between  the  boulders  of  sandy  Limestone,  extending  over  an 
area  about  100  feet  in  diameter.     The  Galena  forms  a  continuous  wavy 
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layer,  1  to  2  inches  in  thickness,  mixed  occasionaliy  with  crystals  and 
crystalline  masses  of  Blende, 

The  Tuseinger  shaft  (see  topographical  sketch)  is  sunk  40  feet 
in  the  lowest  part  of  the  Diggings. 

Figure  55 represents  the  8  feet  at  bottom  of  this  shaft: 

No.  1.    Large  boulder  of  hard,  coaraely  crystalline  Limestone. 

No.  2,    Bluisli-black,  staty  Clay. 

No.  3.    Layera  of  iigbt-oolored,  sandy  Limestoae  and  Chert. 

No.  4.  Oalciii'eous,  yellow  Sand,  (soft  Sandstone,)  with  loose  chunks  of  Ga- 
lena and  some  Blende;  sometimes  rounded  and  coated  with  gray 
Carbonate. 

No.  6.  Head-sized  iDoulders  of  sandy  Limestone,  with  yellow,  calcareous 
Sand,  with  thick  sheets,  and  streaks  ol  Galena,  partly  coated  and 
between  the  boulders. 

The  mines  are  worked  at  present  (summer  18753)  by  about  30  to 
40  men,  who  obtain  25  to  30,000  poands  of  Galena  per  week. 

;Buncn  DiGGiNos,  (see  p.  SS  of  tliis  Tol.), 

T.27,  E.  32,  Sec.  11  S.  W.  qr.  of  N.  W.  qr.,  are  about  1  mile  south-west 
of  the  Grove  Creek  Diggings,  They  are  owned  by  Burch  &  Co.  They 
lie  on  high  ground,  in  a  slight  depression  of  the  prairie,  the  surface  of 
which  is  covered  with  pieces  of  broken  Chert.  Boulders  up  to  6  feet 
thick,  of  red  or  yellow  Sandstone,  are  found  on  the  surface  between 
the  Eurch  and  the  Grove  Greek  Diggings.  The  Burch  shafts  are  gen- 
erally 30  to  40  feet  deep,  only  one  of  them  being  60  feet.  All  are  sunk 
through  loose  materials,  without  reaching  a  solid  stratum  of  rock. 
The  upper  layers  mostly  consist  of  red,  clayish  Sand,  35  feet  thick, 
with  some  Chert,  and  in  places  with  large  masses  of  white  Clay.  At 
greater  depth,  streaks  of  red  tallow  Clay  and  of  brown,  sandy  Clay 
are  met  with.  The  Clay  incloses  considerable  quantities  of  Galena 
and  of  Smithsonite.  The  latter  occurs  in  the  eastern  shafts  in  chunks 
and  slabs,  and  in  the  western  in  solid  layers,  1  to  3  feet  thick.  In  the 
western  shafts  sharp-corneied  slabs  of  red  Sandstone,  similar  to  that 
seen  in  the  prairie,  as  above  mentioned,  are  found  in  the  Sand  a  few 
feet  below  ground. 

There  were  about  15  to  20  men  at  work  at  these  Diggings.  Three 
miners  at  one  time  obtained  10,000  pounds  of  Galena  in  S  days  from  3 
of  the  eastern  shafts. 
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S.— THE    MINES    oil'    OROHOGO    (MINERS VILLE.) 

These  mines  are  situated  in  T.  29,  K.  32  W.,  Sec.  31  N.  lif.  of  S.  W. 
qr.,  and  iu  T.  29,  K  33  W.,  Sec.  36  N.  E.  qr.  of  S.  E.  qr.  The  present 
Diggings  at  this  place  are  owned  by  the  Granby  Mining  and  Smelting 
Co.,  conjointly  with  other  parties.  They  are  situated  at  the  head  of  a 
small  branch,  running  south  into  Centre  Creek. 

We  add  to  this  report  a  topographical  map  of  these  Diggings,  from 
sketches  taken  in  summer  of  IS73.     See  Fig.  56. 

The  Geological  formation  is  the  Keokuk  Limestone,  which  is  ex- 
posed in  a  small  quarry  east  of  the  Diggings,  This  Limestone  is  in 
places  overlaid  by  small  pockets  of  Lower  Coal-Measure  rocks,  namely, 
Slate  and  Coal. 

In  regard  to  the  rocks  associated  with  the  ore,  the  Oronogo  dis- 
trict is  very  remarkable  for  the  frequency  and  considerable  develop- 
ment of  the  Quartzite.  This  rock  occurs  to  some  extentin  a  few  other 
places,  {as  inShaft  20,  at  Lone  Elm  and  in  the  Bentley  Diggings), but 
at  Oronogo  it  forms  the  principal  ore-bearing  rock  in  several  of  the 
richest  runs  of  ore,  especially  in  Shafts  y,  «,  s.  r,  m,  k,  i,  also  in  Shafts 
3,  8, 14  and  15,  and  in  the  Circular  Diggings.  This  Quartzite  must  be 
of  much  later  origin  than  either  the  Ohert  or  the  Limestone,  because 
it  cements  together  Chert  fragments,  thus  forming  the  Conglomerates 
described  in  our  preceding  chapter,  and  because  it  also  encloses  bro- 
ken masses  of  Limestone  occasionally.  The  Quartzite  contains  ores 
in  single  crystals  as  well  as  in  seams  and  streaks.  It  is,  in  places, 
coaraely  crystalline,  the  crystals  being  of  either  prismatic  or  pyra- 
midal type.  When  thus  plainly  crystalline,  it  passes  into  porous  ag- 
gregations of  crystals,  and  sometimes  into  loose  crystalline  Quartz- 
Sand.  It  seems  that  single  loose  crystals  were  at  first  deposited, 
which  by  increasing  gradually  in  number,  formed  a  porous,  and  finally 
a  dense  Quartzite.  This  rock  is  of  a  gray  or  drab  color,  which,  by  the 
admixture  of  Blende  or  of  Bitumen,  is  frequently  changed  into  dark 
brown  or  black.  The  Bitumen  has  undoubtedly  assisted  in  the  pre- 
cipitation of  the  ores  in  this  rock.  It  betrays  its  presence  by  its  pe- 
culiar odor  when  the  rock  is  rubbed  or  broken.  The  Blende,  which  is 
nearly  always  associated  with  the  Quartzite,  occurs  in  large  and  well 
developed  crystals  disseminated  through  the  whole  mass.  Galena, on 
the  other  hand,  occurs  in  this  rock,  mostly  in  large  vein-like  aggre- 
gations of  various  shapes. 

In  the  above  mentioned  Conglomerates,  the  limits  between  the 
pieces  of  white  or  light-gray  Chert  and  dark-colored  Quartzite,  are 
generally  well  defined.    In  a  few  instances,  however,  it  was  observed 
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that  the  Chert  became  gradually  dark-colored  and  somewhat  porous, 
and  more  crystalline  near  the  lines  of  contact,  and  that  it  has  evi- 
dently been  attaclied  and  altered  by  the  eoiutions  which  have  depos- 
ited the  Quartzite.  The  ores  are  always  in  the  mass  of  the  Qiiartzite. 
never  in  the  Uhert-fragments. 

The  Diggings  near  Oronogo  may  be  divided  into  two  groups  : 

a.    The  Branch  Diggings. 

I.    The  Circular  Diggings. 

a.    The  BitAscn  Diggings.    (See  topographical  aketcli  of  Orcno^o.) 

Are  situated  in  the  west  half  Sec.  31,  T.  39,  E,  33  W.,  along  a  small 
branch  of  Centre  Creek,  The  Shafts  form  more  or  less  parallel  rows, 
which  correspond  to  subterranean  runs  of  ore  on  which  they  were 
sunk.  There  are  three  such  runs  on  the  eastern  Slope,  one  opened  by 
the  Shafts  9,  another  by  the  Shafts  w  and  (,  and  the  third  by  the  Shafts 
fj.  All  three  seem  to  join  into  one  in  the  vicinity  of  the  furnace 
building,  and  to  continue  as  one  wide  but  less  regular  run,  along  and 
close  to  the  branch,  for  some  distance  south.  Another  run  extends 
on  the  west  side  of  the  branch,  through  shafts  3  and  10,  and  another 
through  Shafts  2  and  8,  up  the  western  slope  at  an  angle  to  the  Creek, 
This  latter  run  may  perhaps  continue  south  to  Shafts  li  and  15,  which 
are  of  a  similar  character. 

The  Shafts  ff,  d,  c,  7j,  form  the  upper  run  on  the  eastern  elope,  and 
are  15  to  25  feet  above  the  branch.  They  were  mostly  abandoned  at 
the  time  of  our  visit,  because  their  ore-deposits  were  not  as  rich  as 
others  in  the  district  The  shafts  passed  through  Soil,  yellow  Clay, 
(often  tallow-Olay  and  broken  Chert).  Boulders  of  Limestone,  either 
decomposed  and  sandy,  or  hard  and  bituminous,  were  foqnd  13  to  25 
feet  below  the  surface.  In  shaft  o,  20  feet  of  alternate,  irregular  lay- 
ers of  black  bituminous  .Clay  and  yellow  sandy  Clay  were  struck  be- 
low the  Soil,  all  dipping  with  the  slope. 

The  shafts  w,  i  and  j?,  are  sunk  on  a  run  of  ore  nearly  parallel  to 
the  former,  on  the  same  slope.  The  shafts  are  mostly  20  to  40  feet 
deep.    They  passed  through ; 


No.    1, 
No.    2. 


2  to  5  feet  Soil. 

0  to, 15  feet  yellow,  sandy  Clay- 

10  to  15  feet  broken  Chert 

^  to  6  feet  solM  Chert,  in  slabs  or  layers. 

3  to  10  feet  ore-bed,  consisting  of  broken.  Chert  and  gray  erred  Clay, 

in  which  GaleHa,  with  little  Hleude,  occurs  in  streaks  J  to  6  inches 
thick.  The  seams  of  Galena  are  nearly  horizontal,  clipping  but 
slijfhtly  with  the  hill. 
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In  shaft  t,  boulders  of  soft,  bitumiuous  Limestone  were  found, 
inded  by  gray  or  green  Olay,  the  latter  containing  eoineOalena. 

The  deepest  shaft  on  this  run  is  the  "Pump  Shaft,"  close  to  the 
furnace  building,  sunk  for  the  purpose  of  draining  the  whole  district. 
It  is  82  feet  deep.  At  a  depth  of  20  feet  a  seam  of  Galena  in  the 
Chert  was  struck,  but  not  followed.  At  50  feet  of  depth  the  shaft 
reached  a  Conglomerate,  consisting  of  angular  pieces  of  Chert,  ce- 
mented by  gray,  sandy  Limestone,  and  enclosing  single  crystals  and 
specks  of  Blende,  and  some  Galena, 

The  shafts  y^  w,  s,  7",  m,  k,  and  *,  are  sunk  on  the  main  run  of  ore. 
Their  mouths  are  but  a  few  feet  above  the  level  of  the  creek.  The 
following  sections  were  obtained  in  the  several  shafts  : 


y 

„ 

.         ■    ™ 

" 

' 

5  feet.  1 

:  ! 

0 

4to5;feet. 

5to8ft.l 

2  feet 
0 

Cfcct. 
0 

e  feet. 

5  feel 

0 

0 

5  feet. 

0 
13  feet 

8  feet. 
0 

0    ■ 
0 

15  feet. 

0 

° 

20  feet. 

0 
15  feet. 

0 

Bouklers  and  slabs  of 

7  to  0  feet. 

0 
0 

0 
0 

0 
0 

0 

3^  feet. 

Solid  Chert-layers 

0 

This  table  shows  how  much  the  strata  vary  in  thickness  and  in 
character  in  this  row  of  shafts.  The  level  of  the  layer 'of  Quartzite 
however,  is  pretty  near  the  same  all  through,  as  the  surface  of  the 
ground  is  lower  at  the  shafts  Ic  and  i,  than  at  y  and  r.  The  upper  layer 
of  broken  Chert  is  occasionally  replaced  by  sand  and  yellow  Clay. 
The  Limestone  which  occurs  in  boulders  and  slabs  in  the  shafts  y,  is  en- 
tirely missing  in  the  shafts  lower  down  the  creek.  The  Quartzite  oc- 
curs either  massive  and  without  admixture,  or  else  it  cements  Chert- 
fragments  into  a  Conglomerate.  In  some  shafts  it  occurs  in  both 
ways,  and  then  the  Quartzite  overlies  the  Conglomerate,  while  loose? 
broken  Chert,  or  else  fissured  Chert-layera  are  found  below. 

Galena  and  Blende  occur  in  the  Quartzite  in  the  manner  above 
described.  In  shaft  y  the  Quartzite  varies  much  in  shade  and  color. 
The  dark  variety  contains  much  more  ore  than  the  light  colored  one. 
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anil  the  ore  in  the  former  looka  darker  iteelti  than  the  ore  in  the  lat- 
ter. The  Blende  is  nearly  blaok,  and  the  Galena  haa  a  perceptibly 
darker  hue,  and  a  bituminous  odor  when  broken.  This  shows  that 
the  dark  color  is  to  a  great  extent,  due  to  the  presence  of  Bitumen. 

In  the  moat  southern  of  shaft  y,  are  observed  the  following  Sec- 
tions.    See  Fig.  57 : 

Fig.  S7.    Branth  Diggmi/s,  Oi-onoyo. 

iio.  1.    4  foet  Soil. 

So.  2.    i  /eel  yellow,  saudy  Clay. 

No.  3.    10  feet  broken  Quartz  rock,  witii  somo  Galena  and  Blende,  ani!  iioiil- 

ilers  of  softened  Limestone. 
Xo.  i.    10  ieet  solid  Quartzlte,  with  much  Galeua  and  Blejide. 

The  shaft  .%  west  of  the  furnace  building,  nearly  iu  line  with  the 
former  shafts,  was  only  10  feet  deep  when  visited  by  us.  At  this  shal- 
low depth  it  had  disclosed  one  of  the  largest  chunks  of  Galena  ever 
found  in  this  region,  being  6  to  8  feet  long,  3  to  4  feet  high,  and  i\  to 
2|- feet  thick,  and  weighing  over  30,000  pounds.  It  was  found  loose, 
imbedded  in  a  mixture  of  Clay,  broken  Chert  and  broken  Quartzite, 
in  the  manner  shown  on  sketch.  Fig.  58. 

Fig.  5S.     Loose    Chmiks,    Oronogi,. 

So.  1.  Soil. 

No.  2,  Gravel  and  small  Ciiert  fi'agments. 

No.  3.  Coarse,  broken  Ohert. 

No.  4.  Gray  Ph-e  Clay. 

No.  5.  Black  Clay, 

No.  0.  Band,  with  broken  Chin't  and  Quai'tzite,  and  rounded  chnuks  of  piue 
Galena.    The  large  chunk  is  seen  in  Section. 

In  shaft  m  we  observed  the  Section  represented  by  the  sketch, 
Fig.  S9. 

Fig.  .',!/.      Oronogo. 

No.  1.    Soil  and  Gravel. 

No.  2.    Broken  Chert  and  brown  Sand. 

No.  3.    Broken  Ohert  cemented  by  gray  Quartz  rock,  with  Blende,  Galena  and 

Caiclte. 
No.  i.    Alternate  iayei-a  of  Chert  auil  Limestone,  bituminous,  with  some  ,'^ams 

and  specks  of  Galena  and  Blende, 

In  shaft  i,  sandy,  gray  Ooal-slate  and  impure  Coal  were  etriick 
between  large,  broken  masses  of  black,  bituminous  Conglomerate- 
's—31 
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i.  6.,  Chert  cemented  by  Quartzite — with  Galena  and  Blende,  and 
Calcite.  Below  this  lay  a  large  mass  of  black,  bituminous  Quartzite 
without  any  ore. 

The  shafts  a  are  shallow,  5  to  lOfoet  deep,  and  struclc  alternate 
layers  of  Limestone  and  Chert  below  the  Soil,  which,  in  fiesores,  con- 
tained Calcite  with  some  Galena  in  large  crystais. 

The  shafts  f,  iB,  y,  w,  3,  9, 10,  compose  a  range  along  the  branch, 
having  about  the  following  Section : 

So.  1.  2  to  5  feet  Soil  and  Gravci. 

No.  2.  2  to  lO'feet  yellow  Clay  and  Sacd. 

No.  3.  4  to  10  feet  broken  Chert. 

No.  4,  4  to  1?  feet  tiroken  Limestone,  someliviies  iilti'i'tnl. 

Mo.  5.  ?  feet  brolwn  Chert. 

In  addition  to  this  General  Section,  the  shafts  f  and  ^,  whinh  are 
the  most  northern  of  this  range,  have,  below  the  Soil : 

3  to  6  feet  of  blael;  CQaj'  anil  clay  Slato. 

Ill  shafts  ,t;,  9  and  10,  a  stratum  of  gray,  sandy  Limestone,  5  to  8 
feet  thick,  and  containing  streaks  of  micaceous,  black  Slate,  lies  un- 
der the  Soil.  This  stratum  is,  in  places,  over  15  feet  thick,  divided 
into  layers  of  ^  to  4  inches.  Its  position  is  strongly  disturbed — the 
strata  dipping  25°  to  40"  east,  as  shown  in  the  sketch  (Pig.  60),  which 
is  taken  from  the  shallow  shaft  10. 

Fig.  (JO.     Oi'oiiOffo. 

No.  1.    1  foot  Soil  and  Gravel. 
Mo.  2.    4  feetll^lit gray,  slaty  Clay. 

No.  3.    5  feet  Bandy  Limestone,  with  specks,  seams  and  small  veins  of  CJalena 
and  Blende. 

This  range  is  not  near  so  rich  as  the  former.  The  ores  occur  in 
seams  and  specks  in  the  Sandstone,  and  also  at  greater  depth  between 
broken  Chert  and  Limestone. 

The  shafts  ff  and  h,  north  of  the  railroad,  are  sunk  25  to  35  feet 
deep,  through  Soil,  broken  Chert  and  large  masses  (15  to  HO  feet  thick) 
of  soft,  rotten  Chert,  with  some  single,  angular  boulders  of  bitumin- 
ous Limestone  containing  segregations  of  fluid  Bitumen.  Galena  oc- 
curs in  the  Chert,  and  in  the  softened,  outer  portion  of  the  Limestone, 
but  has  not,  so  far,  been  found  there  in  paying  quantities.  The  shafts 
A  ate  15  to  30  feet  deep,  and  had  10  feet  of  gray  I'ire  Clay  below  the 
Soil,  and  then  10  feet  of  black  Clay  and  broken  Chert. 

The  shafts  2  and  3  are  sunk  from  20  to  32  feet  deep,  on  a  run  of 
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Galena- bearing  Quartzite,  striking  nearly  south-west  to  north-east 
The  run  is  overlaid  and  surrounded  by  broken  Chert,  and  in  places  on 
the  west  side,  by  boulders  of  altered  Limestone,  The  Galena  occurs 
principally  in  seams  in  the  fissured  Quartzite,  and  is  associated  with 
much  Blende.  Also,  the  boulders  of  Limestone  are  sometimes  im- 
pregnated with  Galena  to  a  depth  of  5  or  6  inches. 

The  shafts  14  are  16  to  20  feet  deep.    They  penetrated  : 

No.  1.    !t  to  4  feet  Soil,  with  loose  pieces  of  Ceruasite  and  Cliert. 

No.  3.    3  to  4  feet  brolieii  Cbert  and  yellow  Sand,  locally  impregnated  with 

Ceruasite. 
No.  3.    Over  10  feet  bitttminous  Quartzite,  in  places,  cementing  dark  gray 

Cliert  fragments. 

This  conglomeratic  mass  is  itself,  in  places,  fissured  and  broken. 
Galena  occurs  in  irregular  aggregations  or  pockets,  sometimes  5  to  7 
inches  thick,  and  1  to  4  feet  long.  Many  small  seams  extend  in  ail  di- 
rections from  these  pockets  into  the  adjoining  Quartz  rock.  The  shafts 
15  are  very  similar  to  the  former.  They  are,  however,  35  to  40  feet 
deep,  and  below  the  Chert  and  the  Quartzite  reached  Limestone 
bonlders  with  some  Galena,  and  masses  of  broken  Chert  conglome- 
rated by  regenerated  Limestone,  containing  single  crystals  and 
bunches  of  Galena  and  Blende.  Broken  masses  of  half -de  composed 
Siiico-caicite  are  also  met  with.  Smithsonite  is  found  in  pockets  and 
streaks  in  the  broken  rocks.  The  Quartzite  in  this  locality  some- 
times incloses  Limestone  boulders,  which  are  rotten,  soft  and  sandy 
on  the  outside.     This  case  is  represented  in  the  sketch.     (Fig,  6L) 

No.  1.  Solid  interior  of  Limestone  boulder. 

No,  2.  Soft,  sandy  exterior. 

No.  S.  Che^^b^eeeia  cemented  by  bituminous  Quartzite  with  Galena. 

No.  4.  Solid  Chert-layer  5  inches  thick. 

Shafts  1,  One  of  these  shafts  is  sunk  25  feet  deep,  and  showed 
the  following  formation :     {See  Mg.  62.) 

No.  1.    Soil  and  Gravel. 
No.  2.    Clay  and  Gravel. 

So.  3.    Limestone  boulders,  softened  on  the  outside,  and  rounded,  torming  a 
cave  about  IS  feet  high,  15  feet  wide,  and  15  to  20  feet  long. 

The  cave  was  filled  with  a  soft  mud,  consisting,  in  its  various  parts, 
of  yellow  Olay,  gray  calcareous  Clay,  Gravel,  pieces  of  wood,  and 
some  fine  Galena  and  Blende,  all  of  which  had  evidently  been  washed 
into  it.  The  existence  of  this  cave  proves  that  the  boulders  can  not 
have  been  brought  into  their  present  position  and  rounded  shape  by 
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drifting,  but  only  by  a  gradual  settlement  and  thorough  chemical  ac- 
tion. 

Shafts  13, 13,  7,  6, 5,  and  4,  are  sunk  on  the  Slope  ascending  grad- 
ually from  the  branch  west  towards  the  Circular  Diggings,  which  lie 
on  somewhat  higher  ground.  These  shafts  are  mostly  shallow,  and 
passed  through  a  formation  of  Clay  and  broken  Chert,  deposited  in 
thick  layers.     In  some  places  they  struck  Limestone  boulders. 

In  shaft,a  5  and  6,  broken  masses  of  Silico-calcite  were  reached  at 
a  depth  of  20  feet,  containing  Oalcite  with  Galena  in  fissures. 

In  shafts  13,  loose  pieces  of  Cerussite  were  found  in  the  broken 
Chert  below  the  Soil.  But  no  well-paying  deposit  has  as  yet  been  dis- 
covered in  these  shafts. 

B.    THE    CIRCULAK      DIGGINGS, 

T.  29,  R.  33  W.,  Sec.  36  N.  K  qr.,  of  8.  E.  qr.,  (see  Topographical  sketch  of 
Oronogo,  Fig.  56,)  consist  of  a  number  of  shafts,  sunk  on  a  natural 
dyke  of  circular  form.  The  surface  of  the  ground  dips  from  all  sides 
towards  the  center  of  the  circle,  forming  a  flat  basin.  This  circle  has 
a  diameter  of  400  to  500  feet.  The  west  side  lies  about  10  feet  higher 
than  the  east  side.  The  dyke  is  interrupted,  in  three  places,  by  gapi; 
20  to  30  feet  wide.  Two  of  these  are  on  the  west  side,  and  one  in  the 
lower  or  eastern  part,  where  the  water  runs  out  to  join  the  Oronogo 
Branch, 

We  will  describe  a  few  shafts  in  various  parts  of  the  circle  to 
show  the  Geological  features,  beginning  at  the  lower  gap  on  the  east 
side: 

Shafts  17,  near  this  gap,  are  sunk  15  to  20  feet  through  broken 
Chert,  with  seams  of  Galena  all  through  the  mass. 

The  shafts  a  little  farther  north,  went  through  15  feet  Chert-layers, 
with  Clay  between  them,  15  feet  massive  Qiiartzite,  then  boulders  of 
Limestone  with  some  Bitumen,  and  some  Galena  as  represented  in 
sketch,     (Fig.  63.) 

No.  1.  Soil. 

No.  2.  Yellow  Clay  and  Chert. 

No.  B.  Chert-layers. 

No.  3.  Quartz  roek  with  flssurea  and  gash-vehia  with  Galena, 

No.  5.  Ltiaostone  boulders. 

Shafts  ]8,  on  the  west  side  of  the  circle,  passed  through  broken 
Chert,  with  Galena  seams  1  to  3  inches  thick,  in  fissures,  and  then 
struck  Quartzite  at  a  depth  of  25  feet,  with  large,  irregular  gash-veins 
filled  with  Galena,  as  in  the  sketch  shown :     (Fig,  Oil.) 
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The  irregularly  stratified  formation  of  Gravel  and  of  broken 
Chert  dips  both  ways  towards  the  center  of  the  circle,  and  in  the  op- 
posite dirpction. 

Shafts  19.  south  of  the  preceding,  near  the  gap,  are  about  30  feet 
deep,  in  broken  Chert,  with  loose  pieces  of  Oeruasite  and  Galena. 
Farther  towards  the  inside  of  the  circle,  large  masses  of  gray  Clay 
were  found  containing  considerable  quantities  of  Oerussite,  and  in 
places  entirely  impregnated  with  it. 

Shafts  20  are  sunk  through  a  solid  mass  of  dark-colored  Quartz- 
ite  with  seams  of  Galena. 

Shafts  21  are  20  to  30  feet  deep,  and  passed  through  Soil,  and  then 
struck 

No,  I.    8  feet  blael;  Slate  and  black  Clny. 

No.  3.    10  to  15  feet  yellow  Clay,  with  some  brokfiii  Chert;. 

No.  3.  ■  ?  feet  Limestone  boulders,  some  hard  and  light-gray,  others  soft  and  a 
little  bituminous.' 

Shafts  22,  on  south  side  of  circle,  passed  through  4  inches  to  15 
feet  broken  Chert,  mixed  with  yellow  Sand  and  Clay,  and  also  witb 
pieces  of  Cernssite,  and  of  half  decomposed  crystals  of  Galena.  Below 
this,  is  again  broken  Chert,  and  then  massive  Quartzite,  with  veins 
of  Galena  and  with  red  Clay  in  fissures. 

Shafts  23,  situated  a  short  distance  outside  of  the  regular  circle, 
are  12  to  15  feet  deep  in  yellow  Clay  and  broken  Chert,  and  then 
reached  a  hard,  light-gray  Limestone,  broken  and  partly  bituminous. 
They  did  not  strike  any  ore  up  to  the  time  of  investigation. 

Shafts  24  had  6  to  10  feet  of  broken  Chert  and  Chert-conglomer-  ■ 
ate;  10  feet  solid,  dark  gray  Quartzite  with  specks  of  Galena  and  of 
Blende.    This   Quartzite   sometimes  incloses  broken   Chert  of  light 
gray  color.    Pieces  of  Cerussite  and  Calamine  occur  in  the  soil  and  in 
the  loose  Chert  above  the  Quartzite. 

Shafts  25  are  shallow  and  situated  near  the  steep  slope  of  the 
eastern  gap  of  the  circle.  They  disclosed  a  large  quantity  of  very 
coarse  Gravel,  and  below  this,  rounded  slabs  of  Sandstone.  They 
did  not  reach  the  regular  ore  formation, 

Ck.ntre  Shaft. 

A  deep  shaft  was  sunk  by  the  Company  in  the  very  centre  of  the 
circle,  for  the  purpose  of  testing  the  locality,  and  in  the  hope  to  be 
able  to  drain  al!  the  diggings  by  it.  According  to  the  records  which 
the  Superintendent,  Col.  Young,  kindly  submitted  to  our  inspection, 
this  shaft  passed  through  the  following  strata : 
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Section  of  Centre  Shaft. 


Desckiption  of  S'I'EATA. 

Soil 

Clay  and  broken  Chert 

Irregular  liyera  of  v^ous  Cl'jy  d-ylc  blue  gi'iy  ind  yellow 
Gray  Fire  Clay  becoming  sandy  lower  down- 
Sandy,  gray  and  black  flaj    witli  i  clmiil  of  Coal  4  Inches  tliicl. 
Black,  slaty  fliy  wftii  some  1  yritei 
Slaty  Clay  full  of  Pyrites 
Same,  with  Coal  oliunks 
Hard,  slaty  Clny  inclosing  lirsfe  and  small  boulders  of  sandy  Umestone 
Hard,  gray  Sandstone  withPyntes 

Hard,  dai'k  blue  slaty  Clay  with  numerous  seams  of  Caltim 
Boulders  of  sandy  Limestoue 
Hard  Sandstone  (?) 

Conglomerate  eon  istinsr  of  angulir  pieces  of  Chert  cemented  by  avei 
sandy  regeneiated  Limestone  inclosing  specks  of  Blende  and  al  . 
some  Galena  and  Calcite  This  is  the  same  rock  as  found  iii  the  pump 
shaft  neir  the  fUmaces  at  a  depth  of  50  feet 


The  last  blast  opened  a  fissure  striking  north  to  south,  when,  for 
the  first  time,  some  water  ran  into  the  shaft,  rising  slowly — about  5 
feet  in  the  first  13  hours,  and  13|  feet  in  the  first  36  hours.  The  work 
was  then  abandoned.  The  above  Section  evidently  indicates  the 
presence  of  a  confused  mixture  of  broken  Ooal  Measure  rocks  in  the 
centre  of  the  circle,  and  therefore  a  disturbance  on  a  pretty  large 
scale.  The  last  10  ieet  of  the  Section  seem  to  belong  to  the  Subcar- 
boniferous  Ore  Formation. 

According  to  the  above  descriptions,  the  Circular  Diggings  would 
appear  in  section  about  as  follows :  (see  Fig.  65. J 

J''*!/.  65.      Oircitlai'  Digyings,  Oronoijo. 

The  lowest  rock  struck  by  the  Centre  Shaft  is  Chert-conglomer- 
ate.   Above  this,  we  have  : 
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No.  1.  Limestone  bonl dors. 

No.  2.  Quartzite  wltii  Galena  and  Blende. 

No,  3.  Cliert  layers. 

No.  4,  Bi'okeii  Chert. 

No.  5.  Clay  and  Sand  viith  Oerusaite, 

No.  6.  Broken  Coal  Measure  rocks.    Slates,  Clay,  Sandstone  and  Coal. 

The  present  circular  form,  which  is  peculiar  to  these  Diggings, 
may  have  been  caused  by  the  erosion  of  a  large  cavity  in  the  under- 
lying Limestone,  and  by  the  breaking  down  of  the  upper  strata.  The 
condition  and  relative  position  of  the  various  rocks,  especially  the 
fact  that  all  the  layers,  irregular  as  they  are,  yet  invariably  dipping 
towards  the  centre  of  the  circle,  decidedly  support  this  view.  The 
boulders  lie  about  70  feet  deeper  in  the  centre  than  at  the  circumfer- 
ence of  the  circle. 

The  existence  of  numerous  large  and  small  sink  holes  all  over  the 
Limestone  region  of  Southern  Missouri,  shows  that  such  local  subter- 
raneous erosions,  causing  circular,  funnel-shaped  depressions  on  the 
surface,  are  nothing  unusual. 

The  lead-bearing  Quartz  rock,  according  to  present  appearances, 
is  not  found  inside  the  circle,  but  has  itself  a  nearly  circular  form. 
The  developments  made  so  far  do  not  permit  us  to  decide  whether  it 
has  been  at  once  deposited  in  this  form,  or  whether  it  originated  in 
two  separate  runs,  curved  afterwards  by  the  particular  i 
which  the  settling  of  the  ground  may  have  been  elFected. 
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MINING    AND    SMELTING.  . 


HISTORY. 

Mining  operations  began  comparatively  late  in  the  lead  region  of 
South-weet  Missouri. 

In  1850,  the  Prairie  Diggings,  one  mile  south  of  Granby,  were 
opened,  anci  in  1851,  mining  began  in  the  Brock  Hollow  on  the  Granby 
section.  Soon  after,  a  great  nnmber  of  mostly  shallow  shafts  were 
sunk  in  other  parts  of  South-west  Missouri,  and  in  many  instances 
met  with  good  success.  So  the  Nobleton,  the  Moseley  and  the  Cedar 
Creek  mines  in  Newton  county;  the  Centre  Oreek,  the  Duff,  the  Min- 
eral Point  (Leadville),  and  the  Orchard  mines  (Joplin),  in  Jasper 
county,  and  several  others. 

The  Galena  obtained  was  smelted  in  simple  log  furnaces  or  on 
small  Scotch  hearths  with  one  eye.  The  blast  was  produced  by  bel- 
lows driven  by  water  power.  The  Lea.d  was  taken  by  wagons  to 
Fort  Smith,  and  then  boated  down  the  Arkansas  and  Mississippi 
Rivers,  and  was  shipped  to  New  Orleans,  New  York  and  Boston. 

The  total  amount  of  Galena  raised  from  1850  to  1854  was  estimated 
by  Prof.  Swallow,  in  his  Report  of  1855,  p.  161,  at  1,731,679  pounds. 

The  Granby  Mines  were  the  first  which  actually  began  to  flourish. 
In  1856,  Blow  &  Kenuett  obtained  a  lease  on  the  Granby  section  from 
the  Atlantic  and  Pacific  Eailroad  Company,  which  owns  the  land. 
They  erected  six  Scotch  hearths  with  blast  produced  by  fans  and 
steam  i)Ower.  Six  other  hearths  were  built  and  worked  by  other 
parties.  Miners  from  all  parts  of  the  world  flocked  to  Granby,  and 
the  town  grew  rapidly.    The  production  rose  to  over  8,000,000  pounds 
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per  year.  The  principal  work  was  done  at  the  Brock  Hollow,  the 
Dutch,  the  Frazier,  and  at  Bome  parts  of  the  Crabtree  and  Hardshaft 
Diggings. 

We  will  here  mention  a  few  remarkable  examples  of  well-paying 
shafts  worked  at  that  lime, 

Holman,  Ilersey,  Gatzel  and  others  obtained  from  two  shafts 
3,500,000  pounds  of  Galena  in  18  months,  which,  estimated  at  $21  pei 
1,000  pounds,  had  a  value  of  $T3,500. 

Frazier's  Shaft,  at  the  present  Frazier  Diggings,  yielded,  in  3859, 
an  average  of  100,000  pounds  per  month. 

The  beginning  of  the  war  in  1861  stopped  the  mining  operations 
of  the  whole  region  until  1865.  Henry  T.  Blow  then  obtained  a  lease 
of  the  Granby  section  and  vigorously  started  and  pushed  the  work. 
Several  valuable  disclosures,  especially  in  the  Holman,  Hardshaft  and 
East  Point  Diggings,  gave  a  new  impulse  to  it  from  time  to  time,  and 
finally  the  discovery  of  the  Zinc  ore,  and  its  value,  secured  the  suc- 
cess of  these  mines  for  a  lengthy  future. 

More  sudden  yet  than  the  rise  of  Granby  was  that  of  Joplin.  In 
1870  not  a  single  house  was  in  the  place  where  two  years  afterward  a 
nourishing  town  stood,  which  has  now  grown  into  a  city  of  5000  inhabi- 
tants. 

In  1871  one  furnace,  owned  by  Moffetfc  and  Sergeant,  was  more 
than  sufficient  to  smelt  all  the  ore  there  raised  from  the  Cox  and 
Orchard  Diggings,  and  some  shafts  at  Leadville,  until  a  miner,  named 
Moon,  struck  a  very  rich  deposit,  now  called  after  him — the  Moon 
Range,  or  Moon  Digging — on  East  Joplin  Hill. 

For  nearly  30  years  (more  or  less)  ore  had  been  found  along  Tur- 
key Oreek,  and  mined  with  but  moderate  success,  when  suddenly 
Moon's  lucky  hit  increased  the  confidence,  causing  more  extensive 
prospecting,  and  thus  leading  to  the  great  development  of  mining 
operations  in  Joplin  Oreek  Valley.  Discovery  followed  discovery  in 
rapid  succession,  and  after  hardly  two  years  over  1000  miners  were  at 
work,  producing  near  400,000  pounds  of  Galena  per  week.  At  present 
7  Scotch  hearths  and  16  air  furnaces  are  in  operation. 

Joplin  miners  also  discovered  and  worked  the  Grove  Oreek  and 
Burch,  the  Stevens  and  Bentley,  the  Thnrnian,  Carney  and  Cornwall 
Diggings,  and  are  now  i)rospecling  extensively  in  numerous  other 
localities. 

In  the  Centre  Oreek  District  mining  had  likewise  been  carried  on 
for  about  20  years.  The  old  Centre  Oreek  mines  yielded  a  total 
amount  of  about  370,000  pounds  of  Galena  up  to  the  year  1S54,  The 
ore  was  smelted  on  a  Scotch  hearth  (Harklerode's  furnace.)    Since 


,v  Google 


490  GEOLOGICAL   SUttVEY. 

the  discovery  of  the  rich  deposits  of  Oronogo,  (late  Jtlinersville,)  the 
operations  have,  been  concentrated  at  this  place.  Three  Scotch 
hearths  were  built,  and  the  erection  of  Zinc  works  is  under  consider- 
ation. 

LEASES    AND    CLAIMS. 

According  to  the  system  adopted  in  nearly  all  the  lead  districts  of 
Missouri,  the  miner  obtains  from  the  land  owner,  or  general  lessee,  a 
"claim;"  that  is,  a  square  piece  of  ground  of  100  to  200  feet  side- 
length,  on  which  he  has  the  exclusive  right  of  mining.  On  this  claim 
the  miner  works  at  his  own  risk  and  expense.  All  the  ore  he  gets  he 
has  to  deliver  to  the  persons  who  own  or  control  the  land  at  a  certain 
prearranged  price  per  1000  pounds  of  Galena,  and  per  ton  of  Zinc  ore  ; 
or  else,  if  he  prefers  to  sell  his  ore  to  other  parties  than  those  who 
control  the  land,  be  pays  to  the  latter  a  royalty,  which  varies  from 
one-fourth  to  one-eighth  of  all  the  Galena  mined,  and  about  50  cents 
for  every  ton  of  Zinc  ore. 

Such  claims  are  operated  in  two  different  ways;  either  two  or 
three  miners  work  the  claim  conjointly,  at  their  entire  risk,  or  else  they 
unite  with  business  men  for  the  purpose.  ■  In  the  latter  case  the  busi- 
ness men  support  the  miners  aa  long  as  they  are  working  and  fail  to 
find  any  ore.  After  they  have  struck  a  deposit  of  ore,  the  proceeds 
are  equally  divided. 

In  a  few  instances  only  have  companies  worked  the  land  they 
control  at  their  own  risk  by  hired  labor. 

A  claim  is  forfeited  and  falls  back  to  the  owner  or  general  lessee 
of  the  land  as  soon  as  no  work  is  done  on  it  for  more  than  15  days. 

These  and  other  points  are  stipulated  for  each  case  by  a  special 
agreement  between  the  interested  parties. 

MINING. 

When  a  new  claim  is  laid  out,  the  miners  begin  sinking  a  shaft. 
The  place  in  which  to  do  this  is  often  determined  by  the  direction  of 
the  ore  runs  or  opening  already  found  on  the  adjoining  lands.  If  no 
such  indications  exist,  a  depression  of  the  ground  on  a  hill  slope  is 
chosen  if  possible.  The  working  implements  used  are  a  double- 
pointed  pick,  shovel,  windlass  with  rope  and  bucket.  For  boring  and 
blasting,  steel  drills,  about  one  inch  wide,  are  used,  and  a  hammer 
about  3  pounds  in  weight.  One  man  holds  and  sets  the  drill,  the 
other  strikes.  The  holes  are  made  20  to  30  inches  deep.  Common 
blasting-powder,  as  well  as  Giant-powder  are  used.  The  latter  is  more 
effective,  but  its  gases  are  considered  to  be  injurious,  and  to  produce 
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head-ache.  Yet  in  fissured  rock  it  is  almost  indispensable.  The 
Giant-powder  generally  used  in  South-west  Missouri  consists  of  Nitro- 
glycerine mixed  with  various  materials  to  lessen  its  explosibility, 
especially  with  sawdust  and  sand.  It  has  the  appearance  and  the  con- 
sistency of  brown  wax.  It  is  inclosed  in  a  cartridge,  and  is  lit  by  a 
rubber-coated  fuse,  so  as  to  burn  below  water  or  in  wet  places.  A 
large  cap  is  put  over  one  end  of  the  fuse,  and  both  are  pressed  into  the 
powder. 

The  time  required  for  sinking  a  shaft  is,  of  course,  very  variable, 
according  to  the  condition  of  the  ground.  While  In  <Jiay  sometimes 
6  feet  and  more  are  sunk  in  one  day,  it  often  takes  3  days  to  sink  1 
foot  in  hard,  cherty  Limestone  or  solid  Chert. 

Ten  feet  per  week  is  considered  a  fair  average,  2  men  being  at 
work. 

When  the  shaft  passes  through  loose  material,  it  is  always  made 
square,  and  fully  timbered. 

When  a  run  or  opening  is  struck,  the  miner  generally  begins 
"  drifting"  at  once,  giving  the  drift  the  full  height  of  the  opening. 

The  bucket  in  which  the  ores  and  rock  are  hoisted  to  the  surface, 
is  taken  from  the  bottom  of  the  shaft  to  the  working  place,  and  when 
filled,  it  is  slid  by  hand  along  the  drift  to  the  shaft.  This  is  very  hard 
work,  and  cannot  be  done  for  long  distances.  The  miners  therefore 
sink  a  second  shaft  as  soon  as  the  drift  acquires  a  considerablelength. 

The  water  is  also  hoisted  in  a  bucket  by  hand,  or  in  a  tub  by 
horses  or  oxen,  and  only  in  case  a  good  deposit  is  found  and  much 
water,  does  the  miner  go  to  the  expense  ol  putting  up  a  horse  or 
steam  pump.  When  much  water  is  met  with  in  a  new  place,  where 
the  existence  of  a  good  deposit  is  not  confidently  expected,  or  previ- 
viously  proven,  the  miners  often  abandon  the  shaft  entirely.  Old, 
abandoned  shafts  are  therefore  not  proof  that  there  is  no  ore  in  that 
particular  place,  nor  that  the  ore  has  all  been  taken  out. 

For  the  purpose  of  supplying  the  shafts  and  drifts  with  fresh  air, 
a  wide  tube  made  of  cloth  is  frequently  used,  the  upper  end  of  which 
reaches  to  the  mouth  of  the  shaft,  and  is  turned  against  the  wind.  If 
this  is  not  sufficient,  a  small,  plain,  wooden  fan  is  placed  near  the 
shaft  and  driven  by  hand. 

DRICSSING. 

From  the  materials  hoisted,  the  clean  Galena  or  Zinc  ore,  is  sepa- 
rated by  hand,  with  hammer  and  chisel,  as  far  as  possible.  Impure 
pieces  are  jcrushed  and  washed  in  an  inclined  wooden  trough  with  a 
square  box  at   the  lower  end.     A  strong  stream  of  water  tlows  over 
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the  crushed  ore,  which  at  the  same  time  is  worlted  against  the  stream 
■with  the  help  of  a  phovel.  The  best  material  remains  in  the  trough  ; 
the  sludge  or  "  snailtum," (impure  fine  ore,)  is  deposited  in  the  box; 
and  the  greater  part  of  the  drift  is  carried  off.  The  contents  of  the 
trough  and  of  the  box,  are  jigged  by  hand  jigs,  and  the  clean  ore  is 
thus  ready  for  smelting. 

When  the  Galena  is  intimately  mixed  with  Ohert  or  with  Dolo- 
mite, the  miners  lay  it  on  a  small  wood  pile  and  burn  it.  The  heat 
must  then  be  kept  low  enough  not  to  roast  or  to  smelt  the  Galena, 
but  just  enough  to  make  the  rock  crack,  or  at  least  to  make  it  so 
brittle  as  to  be  easily  broken  by  hand.  The  burnt  and  broken  ore  is 
picked  and  washed  in  troughs. 

If  the  Galena  is  finely  disseminated  through  the  rock,  especially 
if  mixed  with  Blende  or  Pyrites,  it  has  to  be  crushed  between  rollers 
to  less  than  pea  size,  and  then  jigged.  However,  as  rollers  exist  only 
in  a  few  places  as  yet,  in  South-west  Missouri,  such  materials  are  often 
thrown  among  the  refuse. 

The  troughs  are  about  10  feet  long,  3  feet  wide,  and  6  inches  deep. 
Two  men  or  three  boys,  can  wash,  per  day,  from  5  to  10  wagon  loads 
of  "wash  dirt"  (impure  ore).  Each  load  weighs  from  1,800 'to  5i,000 
pounds,  according  to  quality,  and  yields  from  200  to  600  pounds  of 
clean  Galena. 

SMELTING. 

Smelting  of  Lead  ore  is  done,  either  in  the  Scotch  hearth  or  in 
the  air  furnace. 

The  old  Scotch  hearth,  built  of  stone,  and  supplied  with  blast 
through  one  single  tuyere-hole,  has  been  displaced  everywhere  in 
South-west  Missouri,  by  the  so-called  "Scotch-American  hearth," 
which  is  made  of  cast  iron,  and  has  a  water-cooled  tuyere  plate  sur- 
rounding the  hearth  on  3  sides,  and  containing  in  its  central  portions,  3 
tuyere-holes.  This  hearth  is  shown  in  Fig.  66  «,  in  a  vertical  section. 
Fig.  66  h  represents  the  tuyere  and  plate. 

a.  Entrance  of  blast. 

b.  Wind  box. 

ee.    'Water-Gooled  tuyere  plate,  which  is  represonted  in  a  horizoiital  projoc- 
tion  by  Fig.  66  !>. 

d.  Nozzle  of  wrought  iron.    (Three  of  these  pass  thri)iiu:h  the  tuyere  platfl.) 

e.  Basin  filled  with  molten  Lend. 
/.    Charge  of  ore  and  charcoal. 

g.    Iron  plate  over  whiolithc  Lead  riiusfrom  tlie  working  bssiii  into  tho  kettle 
in  front  of  the  hearth. 
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A.    Small  ketOe  fi-om  which  the  I^ead  is  tateu  with  ladlea,  to  be  cast  into  pigs. 
A  small  fire  is  kept  below  this  kettle  to  keep  the  Lead  hot. 

i.    Entrance  of  water. 
k.    Exit  of  water. 

I.    Water  circulation. 
ill.    Tuycre-holes. 

Fig.  66  h,  gives  a  plan  of  the  tuyere  plate,  which  is  a  very  compli- 
cated and  costly  casting. 

The  nozzles  are  about  1  inch  wide. 

The  thickness  of  iron  walls  of  the  tuyere  plate,  is  1^  inches. 

All  the  other  dimensions  are  given  in  the  drawing. 

The  air  passes  through  the  wind  box  and  3  tuyeres,  into  the 
hearth.  The  basin  e  is  always  kept  full  of  molten  Lead.  It  holds 
about  3,500  pounds. 

The  operation  is  conducted  as  follows: 

The  smelter  makes  a  wood-fire  on  the  surface  of  the  Lead  in  (he 
hearth,  throws  charcoal  over  it,  and  starts  the  blast,  which  enters  the 
hearth  from  1  to  3  inches  above  the  surface  of  the  Lead.  He  then  adds 
the  remains  from  the  last  smelting,  which  consist  of  a  mixture  of 
Lead,  slag  and  charcoal.  After  the  Lead  in  the  basin  is  heated  up 
well  and  completely  fluid,  the  regular  smelting  operation  begins. 
New  charges  of  charcoal  and  of  Galena,  crushed  to  about  pea-size, 
are  added  continually  with  the  shovel,  the  Galena  in  portions  of  30  to 
30  pounds  at  a  time.  Home  burnt  Lime  is  added  as  a  flux.  The  ore  is 
always  kept  protected  by  a  layer  of  fresh  charcoal.  After  adding  the 
latter,  the  fire  remains  undisturbed  for  4  or  5  minutes.  The  charge  is 
then  broken  up  with  a  long  poker  and  mixed  so  as  to  bring  new  par- 
ticles of  ore  in  contact  with  the  coal,  and  raised  slowly  with  a  Jong, 
flat  spattle  to  prepare  a  proper  passage  for  the  blast.  All  these  mani- 
pulations are  repeated  with  every  new  charge  of  20  to  30  pounds.  The 
Lead  runs  almost  uninterruptedly  over  the  inclined  iron  plate  into 
the  kettle,  in  which  it  gathers  to  be  cast  into  moulds  from  time  to 
time.  The  pigs  weigh  70  to  80  pounds  each.  Two  smelters  melt  about 
3000  pounds  of  good  ore  in  less  than  8  hours,  so  that  one  hearth  has  a 
capacity  of  working  9000  pounds  of  Galena  in  a4  hours.  The  Galena 
yields  about  68  per  cent.;  a  little  less  than  in  the  air  furnace,  because 
the  slag  ot  the  Scotch  hearth  is  less  fluid,  and  retains  more  Lead. 
This  slag  is  crushed  and  washed,  and  the  best  part  of  it  is  smelted 
again  on  the  Scotch  hearth,  in  charges  of  2400  pounds,  yielding  7C0 
pounds  of  Lead. 

The  poorer  slag  thereby  produced,  yet  holds  30  to  40  per  cent,  of 
Lead,  and  is  smelted  with  coke  in  a  small,  square  blast-furnace,  S  feet 
high,  2  to  3  feet  square. 
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The  cost  of  running  a  Scotch  hearth  for  24  hours,  in  3  shifts  of  8 
hours,  is  as  follows  : 

Six  smelters,  {for  each  shift)  at  $2.50 per  day....- $IS  00 

Two  eiiffliieers  (one  for  day,  one  for  night)  $3.B0  per  day 5  00 

Three  laborers,  at  $1.50  per  day 4  50 

Forty  bushels  of  charcoal,  at  10  cents — 4  00 

One  cord  of  wood  for  the  boiler,  etc 2  00 

Tools 25 

Total $30  75 

The  9000  pounds  smelted  at  this  espenae  yield  about  6100  pounds 
of  Galena,  The  cost  of  smelting  for  every  1000  pounds  of  Lead  thus 
amounts  to  about  $5.00. 

By  running  a  number  of  hearths  side  by  side,  the  above  cost  may 
be  reduced  to  less  than  -14,00  per  1000  pounds. 

TnE  Air  PiriiNaCK 

Is  in  most  cases  preferable  to  the  Scotch  hearth,  although  the  capacity 
is  only  about  one-third  of  that  of  the  latter.  But  it  is  cheaper  to 
build,  because  it  requires  no  steam-engine,  nor  blower.  It  can  work 
poorer  or  less  clean  Galena  without  great  disadvantage;  it  needs  a 
less  skilled  and  experienced  smelter,  and,  finally,  yields  2  to  3  per 
cent,  more  Lead. 

The  sketch  (Fig.  67J  represents  the  usual  form  of  these  furnaces 
in  plan  and  vertical  section  : 

a.    Fire-place,  heated  willi  4  feet  logs. 
Ii.    Fire-bridge,  6  feet  above  the  hearth  c. 

c.  SmelUng  hearth,  consisting  of  a   cast-iroji   platf,  with  (1  iiiciics  of  slag 

smelted  over  it. 

d.  Sheet-iron  stack,  20  feet  high. 

e.  Door  for  charging  and  working. 
/.    Door  for  discharging  and  cleaning. 
If.     Casting-kettle. 

The  cost  of  an  air  furnace  is  estimated  at  $500  to  $600,  including 
the  shed  in  which  the  furnace  stands. 

The  charge  consists  of  1400  to  1600  pounds  of  Galena,  from  pea  to 
hazelnut-size,  and  is  thrown  into  the  furnace  all  at  once,  through  the 


,v  Google 


LEAD  AND  ZINO   OP  SODTH-WEST  MISSOURI.  495 

charging  door  e.  The  ore  is  spread  over  the  bottom  of  the  hearth,  and 
kept  there  without  applying  much  flame,  hut  under  constant  stirring, 
i'or  60  to  90  minutes ;  during  that  time  a  partial  roasting  of  the  Galena 
is  effected.  After  this  a  strong  Are  is  given,  throwing  a  long  flame  on 
the  ore  in  the  hearth.  The  reducing  action  begins,  and  the  reduced 
and  molten  Lead  rans  into  the  lower  part  of  the  hearth  and  through 
the  door /;  into  the  kettle ,?.  This  operation  is  continued  until  the 
Lead  ceases  to  flow.  The  reaction  is  from  time  to  time  assisted  by 
stirring.  When  the  charge  gets  too  hot  and  threatens  to  smelt  with- 
out being  reduced,  the  smelter  throws  ashes  over  it  to  cool  and  to 
thicken  it.  The  lead  is  cast  into  pigs  of  70  to  80  pounds,  A  charge  is 
smelted  in  9  to  11  hours.  The  yield  from  pure  Galena  reaches  70  and 
sometimes  72  per  cent. 

The  coat  of  running  the  furnace  for  24  hours,  in  double  shifts,  is  as 
follows : 


Two  smelters  at  |3.00 

One  laborer  In  day-time 

One  and  a  half  eorda  of  wood,  at  $2.00... 
Tools  and  repaii's , 


Total $11  00 


SO  00 

1  50 

:t  00 

50 


During  that  time  the  furnace  produces  2200  to  2300  pounds  of 
Lead,  so  that  the  cost  of  smelting  1000  pounds  of  Lead  would  be  about 
$4.90.  The  cost  of  smelting  is  therefore  nearly  equal  to  that  in  a 
single  Scotch  hearth.  Several  Scotch  hearths  are  worked  together 
for  alarge  production;  they  smelt  considerably  cheaper  than  the  air 
furnace,  and  are,  therefore,  generally  adopted  in  the  larger  smelting 
works. 


SPECIAL  NOTES  ON  GRANBY. 

The  section  ou  which  the  Granby  mines  are  situated,  is  owned  by 
the  Atlantic  and  Pacific  Railroad  Company,  and  leased  by  the  Granby 
Mining  and  Smelting  Company,  The  latter  Company  is  under  the  ad- 
ministration  of  the   following  oflScers:     Henry   T.  Blow,  President, 

James  B.  Eads,  Vice-President;  Barton  Bates,  Harry  Blow  and 

Hensey,  Directors ;  Charles  Bingston,  Superintendent. 

The  Granby  Lead-ores  are  smelted  in  place.  The  Zine-ores  are 
shipped  to  the  various  Zinc-works  in  St.  Louis,  at  a  very  high  cost  of 


,v  Google 


496  GilOLOGIOAL   SURVEY. 

freight.    The  erectioa  of  Zinc-works  at  Oronogo  is  therefore  contem- 
plated. 

The  Granby  Company  has  never  mined  itself,  but  always  let  out 
claims  on  its  leased  section  of  ground.  But,  it  has  Irequently  assisted 
the  miners  in  sinking  shafts  through  hard  rock,  with  the  intention  of 
having  a  new  part  of  the  field  investigated.  In  such  cases  the  Com- 
pany agreed  to  pay  the  miners  a  gratuity  of  $100,  under  the  condition 
that  they  would  sink  the  shafts  either  to  an  ore-opening,  or  at  least  to 
a  depth  of  75  feet. 

The  Company  also  put  up  a  large  steam-pump  in  *the  Vallej',  south 
of  the  furnace-building,  in  a  shaft  91  feet,  deep.  This  pump  drains  a 
large  portion  of  the  Brockhollow  and  Village  Diggings,  As  all  the 
single-ore  deposits,  the  "openings,"  are  limited  in  their  extent,  the 
continuance  of  raining  in  the  several  Granby  districts  depends  always 
upon  the  discovery  of  new  deposits,  and  this  discovery  depends  upon 
the  degree  of  activity  in  prospecting.  This  ia  the  cause  of  the  fluctu- 
ations that  have  taken  place  regarding  the  production  of  these  mines. 
In  1870  and  1871,  when  the  excitement  began  at  Joplin,  many  miners 
left  for  that  place,  prospecting  diminished,  and  the  production  and 
the  reputation  of  Granby  decreased.  Happily,  about  the  same  time 
this  Zinc-ore  began  to  attract  attention,  which  had  before  been  con- 
sidered worthless.  In  November,  1871,  Mr.  Bellew,  agent  for  the  Mis- 
souri Zinc  Company,  in  St,  Louis,  began  to  work  for  Lead  and  Zinc  on 
several  old  claims,  which  before  that  time,  had  been  worked  for  Lead 
only.  In  August,  1873,  Mr.  Hopkins  began  doing  the  same  foriHessrs. 
Martindale  &  Eddy,  of  St,  Louis,  and  towards  the  end  of  1872,  the 
Granby  Company  itself  began  to  buy  up  the  Zinc-ore.  The  whole  ap- 
pearance of  the  mines  was  changed  by  this  getting  of  Zinc- ores.  While 
the  sheets  and  pockets  of  Galena  are  comparatively  small  and  scat- 
tered, the  Oaiamiue  occurs  in  thick  layers,  often  extending  over  con- 
siderable areas.  Consequently  the  risk  of  the  miners  is  much  less  in 
mining  the  Calamine  than  in  mining  the  Galena,  Hundreds  of  old 
shafts  which  had  been  left  because  the  Galena  was  too  scattered  to 
pay  the  miner,  were  now  re-  opened,  la  following  the  layers  of  Cala- 
mine, the  miners  were  sure  to  earn  pretty  good  wages.  With  one  foot 
thickness  of  the  Calamine  they  earned  about  ^5  per  day.  All  the  Ga- 
lena was  an  extra  profit.  In  this  way  many  good  Galena  deposits 
were  discovered  and  mined,  and  the  productions  of  Lead-ore  increased 
with  that  of  Zincore.  Thus,  the  knowledge  of  the  value  of  this  Zinc- 
ore, became  of  immense  interest  and  advantage  to  the  Granby  mines. 
Before  we  close  our  special  remarks  on  these  mines,  we  will  men- 
tion the  following  very  interesting  fact:     As  the   miners  have  anin- 
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terest  to  hoist  as  little  useless  material  as  possible,  they  often  fill  up 
old  drifts  with  such  material,  which  is  here  mostly  Clay,  Chert  and 
Limestone.  In  the  course  of  years  these  masses,  as  the  miners  say, 
"grow  together,"  and  we  were  astonished  in  visiting  an  old  mine  in 
Brock  Hollow,  which  had  not  been  worked  for  15  years,  to  find  some 
old  posts  of  timber  buried  in  a  hard  Conglomerate  of  Chert  and  har- 
dened Clay,  the  whole  having  the  appearance  of  an  original  rock. 

The  smeltlng-worka  of  Granby  are  situated  near  the  creek,  in  the 
north-west  quarter  of  the  Section,  west  of  the  town.  The  sketch,  Fig. 
68,  represents  a  plan  of  the  works. 

Fig.  GS,  Granby  Smelting-Works. 

i  to  4,  Scotoli- American  hearths, 
5  to  8,  old  Scoteh  healths. 
0,  Blake-crusher. 

10,  "Washing  trough. 

11,  Sludge-bos. 

The  heavy  line  represents  wooden  blaat-plpe,  IS  inches  sciuarc. 

,  The  principal  building  contains  8  hearths,  one  of  which  is  used 
for  smeltiog  slag.  Each  hearth  has  a  separate  stack.  The  fan  is  a 
large  Sturtevant  No.  7.  The  steam  is  produced  by  two  boilers,  40  feet 
long  and  45  inches  diameter.  They  use  2  cords  of  wood  in  24  hours . 
The  engine  runs  the  fan,  a  turning-lathe,  a  pump,  3  jigs,  a  Blake- 
crusher  and  a  small  saw-mill. 

Fifty-two  feet  east  of  this  main  building  is  a  smaller  shed,  with  2 
air-furnaces.  These  works  smelt  all  the  Galena  from  Granby,  Oro- 
nogo  and  from  the  Company's  lands  near  Joplin. 

In  1873  nearly  7  millions  of  pounds  of  Galena  were  smelted,  about 
one-half  of  which  quantity  was  from  the  Granby  mines.  In  summer 
of  1873,  about  200  miners  were  occupied  at  Granby,  producing  an  av- 
erage of  70,000  pounds  of  Galena  per  week. 

NBOSno  Fun-VAUK. 

The  Neosho  Manufacturing  Company, Stein,  Fresident,  at 

Neosho,  Newton  county,  runs  one  American  Lead-hearth,  besides  its 
Iron  foundry,  machine  shop  and  saw-mill.  The  Scotch  hearth  gets  a 
sufficient  supply  of  Lead  ore  from  several  south-western  mines  to  run 
about  three  days  in  a  week.  This  company  smelts  not  only  Galena  in 
the  American  hearths,  but  also  Dry-bone,  which  at  Granby  is  invaria- 
bly taken  into  the  air  furnaces.  The  Galena  yields  70  per  cent.,  the 
Dry-bone  35  per  cent,  of  Lead.  In  smelting  Galena  some  finely  sawed 
wood  is  used  as  fuel,  mixed  with  the  charcoal.  The  slag  encloses  me- 
6.  s— 32 
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chanically  about  12  per  cent,  of  Lead.  This  slag  is  crushed  between 
two  rollers  to  pea-size  and  smaller,  washed  in  running  water,  and 
jigged.  The  slag  thus  concentrated  is  smelted  in  the  Scotch  hearth 
with  some  burnt  and  powdered  Lime,  and  yields  15  to  20  per  cent,  of 
Lead.  One  jigger  makes  about  800  pounds  of  smeltable  materia!  per 
day.  The  crusher  crashes  enough  in  one  day  to  supply  the  jig  for  three 
days.  The  Company  pays  ?e32.00por  1,000  pounds  for  Galena,  and  $12.00 
for  Dry-bone. 


The  Thurman  Mining  and  Smelting  Company :  President,  Colonel 
Graves  of  Joplin;  Vice-President,  Colonel  Riggin;  Superintendent, 
Colonel  Chapman.  It  has  erected  one  American  hearth,  of  newest 
construction,  at  Thurman,  near  the  Thurman  Diggings, T.  27,  R.  S2W., 
Sec  31.  Ore,  mixed  with  mush  rock  is  burnt  and  then  smashed  by  a 
flat  hammer  over  a  cast-iron  screen,  3^  feet  by  2^  feet,  the  slits  being 
-^Mnch.  All  the  mineral  has  to  pass  through  these  slits  which  give  it 
the  proper  size  for  smelting.  The  crushed  material  is  jigged.  The 
pure  ore  is  then  smelted,  while  the  impure  ore  is  crushed  finer  by  hand 
on  a  plain  iron  plats  and  washed  in  a  trough.  The  hearth  is  run  with 
charges  of  2,000  pounds  of  Galena,  which  is  smelted  in  four  to  six 
hours,  and  yields  15  pigs  of  Lead,  weighing  80  to  83  pounds  each." 
Twelve  charges  are  made  per  week,  producing  14,500  pounds  of  Ga- 
lena. The  blast  is  produced  by  a  Sturtevant  No.  5  blower.  The  Com- 
pany pays  l§31.00  for  1,000  pounds  of  Galena,  deducting  a  royalty  of 
$±.00  when  the  ore  has  been  taken  from  their  own  lands. 

SPECIAL  NOTES  UN  JOPLIN. 

The  general  mode  of  mining  in  the  Joplin  District  has  been  de- 
scribed previously. 

The  water  is  in  many  places  plentiful  and  a  great  impediment  to 
mining  in  this  district.  AVe  therefore  find  here  very  frequently  pumps 
in  use.  The  most  common  kind  is  the  Cornish  horse-pump.  Ahorse 
walking  in  a  circle  turns  a  vertical  wooden  shaft,  the  upper  end  of 
which  is  connected  with  a  crank  to  transfer  the  movement  to  a  walk- 
.ng-beam.  The  latter  carries  the  rod  and  piston  of  the  pump  on  one 
end  and  a  counterpoise  on  the  other,  and  moves  up  and  down,  sup- 
ported by  two  horizontal  pivots.  The  stroke  of  the  pump  is  generally 
7  feet,  the  diameter  of  the  piston  8  inches.  The  rods  are  either  of 
wood  or  wrought  Iron.  In  some  places  steam  pumps  are  in  opera- 
tion the  pumps  being  worked  by  movable  steam  engines.  The  Cam- 
eron pump  is  often  used  and  does  good  service  for  depths  of  30  to  40 
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feet.  At  greater  depths  this  pump  does  not  work  as  well  on  account 
of  the  condensation  of  the  steam  in  the  long  narrow  pipes  which  carry 
the  steam  from  the  boiler  to  the  pump  in  the  shaft,  as  well  as  in  the 
exhaust  pipe. 

The  Galena  is  generally  separated  from  the  Zinc  ore  and  Chert  by 
breaking  the  ore  with  hand-hammers,  and  by  picking  out  the  pieces 
of  tfalena.  The  finer  materials  obtained  in  this  process  are  washed  in 
troughs  and  jigged  in  wooden  jigs  of  rough  construction  moved  by 
hand.  Messrs.  Riggine  &  Chapman  have  lately  begun  to  dress  and 
separate  the  ores  in  a  more  perfect  manner  by  machinery  which  they 
put  up  at  their  smelting  works  at  JopJin.  The  ore  is  crushed  by  roll- 
ers, hoisted  by  an  elevator,  separated  by  screens  and  cleaned  by  two 
large  jigs  with  horizontal  piston.  Ail  this  apparatus,  as  well  as  the 
fan  which  supplies  the  blast  to  three  American  hearths  are  moved  by 
steam  power.  The  dressing  machinery  has  a  capacity  of  24,000  tons 
of  ore  in  10  hours.  How  much  Lead  and  especially  Zinc  is  lost  by 
the  ordinary  imperfect  dressing  and  washing  manipulations  may  be 
seen  from  the  following  analysis  of  refuse  taken  from  recent  heaps 
below  Swindle  Hill.     Mr.  R,  Chauvenet  found  in  it : 

Metallic  Lead 4.23  per  cent. 

Metallic  Zinc..; 35.51  per  cent. 

There  is  no  doubt  that  as  soon  as  Zinc  works  will  be  built  in  the 
South-west,  or  as  soon  as  the  present  enormous  freight  on  Zinc  ore  to 
St.  Louis  will  be  reduced  to  a  proper  measure,  it  will  pay  well  to  work 
over  such  refuse  as  the  above  and  to  separate  both  the  Zinc  and  the 
Lead  ores,  when  good  and  efficient  dressing  machines  are  used.  The 
cost  of  washing  Lead  ore  by  hand,  as  it  is  now  done,  varies  from  two 
to  six  dollars  per  1,000  pounds  of  clean  Galena.  Five  smelting  works 
are  now  in  operation  at  various  points  along  Joplin  Creek,  They  are 
as  follows : 


OWSKl 


Jasper  Lead  and  Mining  Company. 

Davis  &  Murphy 

Moffett  &  Sergeant.. 

Kigglns  &  Chapman 

S.  B.  Corn 

.     Total 
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While  American  hearths  are  usually  built  in  rows  side  by  side, 
each  hearth  having  ils  own  chimney,  the  Jasper  Lead  and  Mining 
Company  has  built  its  hearths  on  a  new  system,  according  to  which 
each  couple  of  hearths  is  placed  back  to  back  and  has  but  one  com- 
mon stack.    This  is  represented  by  Fig.  69. 

Messrs.  Eiggins  &  Chapman  use  a  No.  5  Sturtevant  blower  for 
three  American  hearths. 

The  Joplin  smelters  pay  to  the  miners,  for  1,000  pounds  of  Galena, 
^35,  less  the  royalty,  which  is  paid  to  the  land  owners,  and  which 
amounts  to  from  $4  to  $8. 

One  air  furnace,  the  property  of  Messrs.  Davis  &  Murphy,  is 
located  near  the  Bentley  Diggings,  four  and  a  half  miles  west  of  Jop- 
lin. Another  works,  which  runs  exclusively  on  Joplia  ore,  is  that  of 
Messrs.  Sarver  &  Co.,  at  Baxter  Springs,  in  Kansas. 

One  air  furnace  is  in  operation  near  Scotland,  seven  miles  east  of 
Joplin,  one-fourth  o(  a  mile  from  the  Grove  Creek  Diggings  and  one 
and  a  half  miles  from  the  Birch  Diggings.  They  smelt  a  charge  of 
1,600  pounds  of  Galena  in  nine  hours,  and  obtain  over  1,000  pounds  of 
Lead  from  it.  The  furnace  is  owned  by  Messrs.  Davis  &  Murphy,  and 
pays  $25  per  1,000  pounds  for  Galena.  The  erection  of  a  second  fur- 
nace in  this  locality  is  under  consideration. 

The  smelting  works  at  Oronogo,  containing  three  American 
hearths,  are  not  in  operation  because  the  Granby  Company,  Which 
owns  them,  prefers  to  smelt  all  the  Oronogo  ores  at  Granby, 

The  following  analyses  of  Joplin  Lead  slag  were  made  by  Mr. 
Andrew  A.  Blair,  of  St.  Louis  : 


•■ 

2. 

8. 

Silica,... 
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14.15 

12.32 

Oxide  01  Liail 
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C0.72 

57.72 

Peroxide  of  lion                                                               | 
Aluniini                                                                              1 

4U 

2.08 
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11.25 

30.37 
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5.43 

9.23 

AH  specimens  contatn  some  Magnesia  and  Sidpbiir. 
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No.  I.  Average  sample  of  slag  produced  in  smelting  Galeaa  in  tile  American 
iiearth,  at  the  woi-tcs  oi  Messrs.  ILiggitis  &  Chapman,  Joplin. 

No.  2.  Average  sample  of  ordinary,  good  slag,  produced  In  smelting  Galena 
in  a  reverberatory  or  wind  furnace,  at  the  works  of  the  Jasper  Lead 
and  Mining  Company,  Jopliu. 

No.  J).  Average  sample  of  a  slag,  of  a  bluish  color  and  rott«n  appearance,  ob- 
tained near  the  flre-bridge  of  the  same  fltmace  as  No.  2. 

All  the  above  elaga  are  so  rich  in  Lead  that  they  will  yield  a  large 
and  paying  percentage  of  it  when  smelted  over  in  a  shaft  furnace. 
As  they  contain  a  considerable  amount  of  Zinc,  the  Lead  thus  pro- 
duced must  be,  however,  less  pure  and  less  valuable  than  that  ob- 
tained in  smelting  the  ore.  The  air  furnace  seems  to  produce  a  much 
richer  slag  than  the  American  hearth. 

STATISTICS. 

We  may  estimate  the  total  production  of  Granby,  from  the  begin- 
ning of  mining  to  the  end  of  the  year  1873,  at  about  80,000,000  pounds 
of  Galena — equal  to  about  27,100  tons  of  Lead,  worth,  at  7  cents  per 
pound,  $3,920,000. 

The  total  production  of  Joplin  district,  from  1871  to  1873  inclusive, 
was  about  60,000,000  pounds  of  Galena,  from  which  about  17,500  tons 
of  Lead  were  smelted,  having  a  value  of  $3,450,000, 

The  total  production  of  the  whole  South-western  region  until 
1873 inclusive,  was  about  140,000,000  pounds  of  Galena,  corresponding 
to  43,000  tons  of  Lead,  and  a  value  of  $6,860,000. 

The  above  values  are  only  approximates,  but  they  are  sufficiently 
accurate  to  give  a  general  idea  of  the  importance  of  this  mining 
region. 

We  will  add  here  some  statistics  regarding  the  production  in  1873, 
taken  from  a  pamphlet  entitled  "The  Mineral  Wealth  of  South-west 
Missouri,"  by  Messrs.  Baumann  and  Lloyd,  who  gathered  Ihe  figures 
directly  from  the  books  of  the  different  mining  and  smelting  com- 
panies. 

The  mining  companies  produced,  in  1873,  the  following  quantities 
of  Galena: 
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Qitandty  of  Galena  II 


The  Gi-anby  Mining  and  Smelting  Company ; 

From  Granby  and  Oronogo- 

From  Joplin,  Lone  Bim  and  LeadviUe ■ 

Davis  &  Murphy : 

From  Joplin,  Stevens  and  Grove  Greek  Diggings 

The  Jojrilin  Mining  and  Smelting  Company  : 

From  Joplin  and  Thurman  Diggings 

Moffett  &  Sergeant : 

From  Joplin  and  B en ticy  Diggings 

Lone  Elm  Company : 

From.  Lone  Elm 

The  Jasper  Lead  and  Mining  Company,  and  S.  B.  Corn  and  Others : 

From  Joplin,  Cornwall  and  other  Diggings 

Total 


5,500,000 

3,731,000 

1,120,021 

789,000 


or  this  total  quantity,  there  was  produced  at: 


Joplin : 

Granby  and  Orouogo..,, 
Other  mines 


The  above  total 24,379,021 


19,250,000 

4,803,410 

825,611 


Tbe  total  productioa  of  pig  Lead  in  Jasper  and  Nevftoii  counties 
for  18(3,  was,  according  to  the  same  publication,  (p.  49,)  16,950,000 
pounds,  or  8,475  tons.    This  corresponds  to  a  value  of  about  $1,186,500, 

At  present,  the  Joplin  district  produces,  on  the  average,  about 
400,000  pounds,  and  the  Granby  district  70,000  pounds  of  Galena 
weekly. 
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THE  LEAD  KEGION   OF   CENTRAL  MISSOURI. 


EY    ADOLF  SCHMIDT,  PU.  D. 


A— GENERAL  OHAKACTERISTICS  OP  THE  EEGION. 


GEOGRAPHY. 

The  Lead  region  of  Central  Missouri,  comprises  the  comities  of 
Saline,  Cooper,  Pettis,  Benton,  St.  Olair,  Hickory,  Camden,  Morgan, 
Moniteau,  Cole,  Miller,  Osage  and  Maries. 

Lead  and  Zinc  ores  have  been  found  also  further  south,  in  Laclede, 
Dallas,  Greene,  Webster,  Wright,  Texas,  Douglas,  Christian,  Taney, 
Stone  and  Barry  counties,  forming  what  we  will  call  the  Southern 
Lead  Region  of  Missouri,  a  description  of  which  will  be  published  at 
some  future  time. 

The  principal  and  best-paying  deposits  so  far  discovered  in  the 
<Jentra!  region,  are  situated  within  a  district  covering  the  central  and- 
southern  portions  of  Morgan,  the  northern  half  of  Miller,  the  south- 
western portion  of  Cole,  and  the  southern  portion  of  Moniteau  coun- 
ties. It  will  be  seen  from  this,  that  the  centre  of  the  Central  Lead 
Region  lies  about  70  miles  north-west  from  the  centre  of  the  Central 
Iron  Eegion,  as  described  in  my  published  report  of  1872. 

In  a  general  way  it  may  be  said  that  the  Osage  River,  in  its  course 
from  Linn  Creek,  Camden  county,  to  its  mouth,  near  Osage  City, 
forms  the  limit  between  the  Iron  and  the  Lead  regions.    This  limit  is 
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most  abrupt  in  Miller,  Osage  and  Cole  counties,  although  even 
there,  Lead  ore  is  occasionally  iound  east  of  the  Osage,  while  single 
deposits  of  Iron  ore  are  scattered  over  the  whole  Central  Lead 
Region. 

Westward  from  the  sudden  turn  of  the  Osage  River,  near  Linn 
Creek,  this  river  ceases  to  be  the  limit,  and  the  Lead  region  in  Cam- 
den, Hickory  and  Benton  counties,  has  a  decidedly  southern  extension. 
However,  the  greater  and  principal  portion  of  the  region  lies  between 
the  Osage  and  Missouri  Kivers.  No  workable  deposit  of  Lead  ore  is 
known  north  of  the  Missouri, 

TOPOGllAPHY. 

The  general  topographical  character  of  this  region  is  rather  bro- 
ken and  rough,  the  country  being  cut  deeply  by  numerous  tributaries 
of  both  the  Missouri  and  the  Osage,  as  well  as  by  innumerable 
smaller  water  runs  and  ravines,  with  steep  slopes  which  are  mostly 
covered  by  a  silicious  soil,  mixed  with  Chert  fragments.  The  region, 
however,  contains  also  much  excellent  bottom  land,  and  large  tracts 
of  good  rolling  prairie. 

ailOLOG  Y. 

The  Central  Lead  Region  contains  much  Lead  ore,  and  some  Zinc 
ore  and  Iron  ore.  These  ores  are  principally  connected  with  the 
Lower  Silurian  Limestones,  especially  with  the  Second  and  Third 
Magnesian  Limestone,  although  in  some  places  iu  northern  Moniteau, 
and  in  Cooper  and  Saline  counties,  it  is  found  in  the  Archimedes  or 
Keokuk  Limestone  of  the  Carboniferous  Formation:  that  is,  in  the 
same  rock  in  which  the  Lead  and  Zinc  ores  of  South-west  Missouri 
occur. 

The  Galena,  accompanied  by  more  or  less  Barytes,  is  found  either 
filling  fissures  in  the  Limestone  and  Chert,  or  cementing  breccia  of 
both,  or  loose  in  cherty  Clay.  In  most  places,  where  the  Galena  oc- 
curs in  large  quantities,  the  Limestone  is  softened  and  altered. 

The  fissures  containing  Galena,  are  in  some  places  very  numer- 
ous inside  of  a  circular  space  of  ground,  and  thus  form  a  peculiar 
kind  of  "stockwerk"  deposit,  with  circular  outlines  called  "  cir' 
cles"  by  the  miners. 

None  of  the  Lead  ore  deposits  as  yet  worked,  have  proved  to  be- 
paying  to  a  greater  depth  than  about  80  feet  below  the  surface.  This 
fact  is  independent  of  the  geological  position  of  the  single  deposit. 

It  is  also  a  remarkable  fact  that  while  Barytes  is  entirely  missing 
in  the  South-western  region,  the  same  mineral  is  in  this  Central  region 
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a  nearly  constant  associate  of  the  Galena,  in  the  Carboniferous  as  well 
as  in  the  Silurian  rocks.  These  facts  suggest  the  idea  that  the  occur- 
rence of  Lead  ore  with  its  associates,  is  not  exclusively  dependent  on 
the  geological  formation,  but  that  its  deposition  may  have  taken 
place  simultaneously,  in  similar  rocks  belonging  to  different  geolog- 
ical periods,  which  rocks  happened  to  be  under  similar  eonditioos  at 
the  time  of  deposition.  If  this  suggestion  is  correct,  it  would  throw 
the  origin  of  all  the  Galena  of  the  Central  and  the  South-western  Lead 
regions,  into  a  later  period  than  the  Sub-Carboniferous. 

As  Galena  is  also  found  in  the  seams  and  partings  of  the  Coal 
strata  in  Simpson's  Coal  mine,  situated  in  the  Lead  district  of  south' 
ern  Moniteau  county,  which  Goal  strata,  although  belonging  to  a  sep- 
arate basin,  must  be  supposed  to  be  formed  simultaneously,  or  nearly 
so,  with  the  North  Missouri  Coal  field,  we  may  conclude  that  the  Ga- 
lena is  of  much  later  origin  even,  than  the  Coal  Measures. 
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B.— DESCRIPTION  OF  OKES  AND  OF  ASSOCIATED  MINERALS. 


The  following  minerals  are  represented  in  the   Lead   deposits  of 
Central  Missouri : 

Galena, 

Cbjiussite, 

Blende, 

Smiths  ONiTE, 

Bahytes, 

Caloite, 


pYitiTBa,  ([n  part  cuprifen 


Galena,  Sulphuret  of  Lead,  is  the  principal  ore  found  in  this  re- 
gion. It  occurs  as  crystals,  or  crystalline  masses.  The  crystals  are 
sometimes  one,  two,  and  more  inches  in  diameter,  and  have  generally 
a  cubic  form,  the  eight  corners  of  the  cube  heing  however,  taken  off 
by  the  faces  of  the  octahedron.  These  faces  are  mostly  very  une- 
qually developed  on  different  corners  of  one  and  tlie  same  crystal, 
and  sometimes  produce  crystals  flattened  parallel  to  two  opposite  oc- 
tahedral faces. 

Eresh-broken  faces  of  cleavage  of  the  Central  Missouri  Galena 
have,  like  most  Galena,  a  Lead-gray  color  and  a  bright  Metallic  lustre. 
After  a  longer  exposure  they  generally  lose  their  brightnesaa  without 
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altering  their  color.  The  Galena  from  the  Btreit  Diggings,  (Cole 
county,)  however,  assumes  a  blue,  and  sometimes  reddish  tarnish,  on 
exposure. 

Galena  is  often  found  coated,  more  or  leas  thickly,  with  gray  Car- 
bonate of  Lead,  either  earthy  or  crystallized.  Galena  is  also  very 
commonly  seen  covered  and  surrounded  by  Barytes,  and  in  some  in- 
stances also  coated  by  either  massive  or  crystalline  Carbonate  of  Zinc. 

At  the  Hoff  Diggings,  (Miller  county,)  pieces  of  Galena  were  found 
rounded  off,  and  coated  thinly  with  Carbonate  of  Lead,  and  associated 
with  stalactites  of  Limonite,  adhering  to  and  partly  surrounding  the 
rounded  forms  of  Galena.  The  Galena  is  undoubtedly  the  oldest  of 
all  these  minerals. 

The  following  analyses  of  Central  Missouri  Galenas  were  made 
by  Mr.  Kegis  Chauvenet,  from  average  samples  of  clean  Galena,  in 
such  a  condition  as  it  is  usually  delivered  at  the  smelting  works: 

Sample  1  is  from  Walker  Diggings,  Milter  county. 

Sample  2  is  fi'om  Madole  Diggings,  Morgan  county. 

Sample  3  is  from  New  Granby  Diggings,  Morgan  county. 

Sample  4  is  from  Streit  Diggings,  Cole  county. 


Insoluble  Slliolou^.. 
[Iron 

Bisnlpliiiie  of  Iron. 


1. 

2. 

3. 

0.24 
0.51 

trace. 

0.4S 
1.02 

trace. 

none. 

trace. 

none. 

trace. 

trace. 

The  Silver  is  in  every  case  less  than  -^  oz.  to  the  ton. 

Copper  and  Antimony  were  sought  for  in  all  samples,  but  with 
negative  results. 

Cobalt  and  Nickel  are  included  in  the  "  Iron,"  and  are  not  present 
in  a  determinable  quantity. 

The  above  are  all  the  impurities  contained  in  these  various  Ga- 
lenas, which  are,  consequently,  almost  pure  Sulphides  of  Lead,  and 
contain  in  the  average  about  86  per  cent,  metallic  lead.  They  are  the 
purest  Galenas  known. 
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U  E  K  U  S  S  J  T  E . 


Carbonate  of  Lead,  occurs  as  a  coating  over  Galena,  ae  well  as  in  well 
developed,  yellowis'i  or  greenish-white  translucent  crystals  of  a  col- 
umnar form,  the  prisms  being  prevalent  and  cut  off  on  both  ends  by 
faces  of  pyramids  and  of  domes.  Such  crystals  are  almost  invariably 
deposited  on  the  surface  of  either  coated  or  fresh  Galena-crystals ; 
they  are  occasionally  of  dark-gray  to  black  color. 

Massive  Cerussite,  called  "Dry-bone,"  sometimes  with  a  subcry- 
stalline  structure,  occurs  white  and  yellow  at  the  Boaz  Digging,  (Cole 
county,)  and  in  nnmerons  places,  though  rarely  in  large  quantities. 

BLENDE, 

Sulphuret  of  Zinc,  has  nowhere  in  the  Central  Lead  Eegion  been 
found  in  sufficiently  large  quantity  to  be  used  as  an  ere.  It  occurs  as. 
dark-green,  yellow  or  red  crystalline  specks,  or  as  agglomerations  of 
crystals  between  broken  Chert,  for  instance  at  the  Eureka  Diggings, 
(Cole  county,)  or  surrounded  by  Barytes,  for  instance  on  Coffin  Spring 
Creek, (Morgan  county,)  also  as  horizontal  and  vertical  seams  in  some 
of  the  Coal  deposits  of  Moniteau  and  Cole  counties,  where  it  is  evi- 
dently a  product  of  reduction  from  Sulphate  of  Zinc,  through  the 
chemical  action  of  the  Coal  on  solutions,  containing  the  Sulphate. 

Blende  is  also  found  as  amber  yellow,  translucent,  well  developed 
twin-crystals  of  the  common  form,  loose  in  black  Clay,  at  the  Stocker 
Diggings  (Morgan  county.) 

Blende  is  found  in  contact  with  Galena,  in  Barytes,  at  the  Collins 
Diggings  (Cooper  county.)  But  from  the  specimens  I  have  seen, I 
was  unable  to  determine  which  of  the  two  minerals  is  the  oldest. 

S  M I T  H  B  O  K I  T  E  , 

Carbonate  of  Zinc,  occurs  in  mostly  small  quantity,  in  such  localities 
where  also  Blende  is  found,  from  which  Smtthsonite  undoubtedly  orig- 
mates.  I  found  it  as  a  thin  crystalline  coating,  of  brown  color,  over 
broken  Chert,  at  the  Eureka  Diggings  (Cole  county.) 

At  the  Collins  Diggings  (Cooper  county)  it  occurs  massive,  inti- 
liiately  mixed  with  Peroxide  of  Iron,  which  gives  it  a  reddish-brown 
color,  but  containing  no  Lead  according  to  Mr.  Ohauvenet.  This  mas- 
sive Smithsonite  shows  in  places  incrustations  of  light-gray  crystalline 
Smithsonite. 
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Sulphate  of  Baryta,  called  "  Bald  Tiff,"  or  simply  "  Tiff,"  by  the  miners 
in  Missouri,  occurs  in  large  quantities,  with  or  without  Galena,  in  the 
Central  Lead  Region.  It  is  often  sub-crystalline,  with  a  very  fine 
grain,  and  white  or  yellow  and  opaque,  or  it  is  plainly  crystalline, 
translucent,  colorless,  to  bluish-white.  At  the  Doph  Diggings,  on  In- 
dian Creek,  (Morgan  county,)  both  these  varieties  occur  together; 
the  crystalline  variety  being  deposited  over  the  sub-crystalline  and 
therefore  of  later  origin. 

Another  pretty,  common  variety  is  white  to  yellow,  opaque,  and 
very  coarsely  cryetaiUne,  with  distinctly  lamellar  structure  and  cleav- 
age. 

A  colorless,  transparent,  and  very  coarsely  crystalline  Barytes, 
with  an  imperfectly  lamellar  structure,  but  with  very  marked  basal 
and  prismatic  cleavage,  is  found  in  considerable  quantity  in  T.  43,  R. 
18  W,,  Sec.  21,  near  the  Clark  Diggings,  on  Coffin  Spring  Creek  (Morgan 
county.)  In  the  same  locality  tabular  crystals  are  met  with,  1  inch 
thick,  2  inches  wide  and  .'}  to  4  inches  long.  Very  fine  transparent 
crystals  of  Barytes  of  the  common  forms,  i  to  1  inch  long,  were  also 
found  at  the  Caldwell  and  the  Price  Mill  Diggings,  in  Morgan  county. 
Galena  is  nearly  always  accompanied  by  Barytes,  though  sometimes 
in  very  small  quantity.  But  Barytes  is  frequently  seen  without  Ga- 
lena ;  less  frequently  without  at  least  specks  of  Blende. 

Whenever  large  quantities  of  Barytes  occur  together  with  Galena, 
well-formed  crystals  of  the  latter  are  generally  surrounded  by  the 
former  on  all  sides  except  one,  where  it  is  mostly  in  contact  with  al- 
tered or  unaltered  Limestones. 

Barytes  forms  usually  veins  or  vein-like  deposits.  It  is  of  later 
formation  than  other  Galena  or  Blende,  and  always  incloses  both,  or 
fills  places  left  between  crystals  of  these  minerals.  It  sometimes  in- 
closes fragments  of  Limestone  and  of  Chert,  with  crystals  of  Galena 
or  Blende  adhering  to  these  fragments.  Some  specimens  often  have 
the  appearance  of  a  Galena  crystal,  entirely  surrounded  by  Barytes  ; 
but  these  present  only  a  Section  through  a  string  of  crystals,  the  last 
of  which  will  generally  be  found  to  be  seated  on  Limestone  or  Chert. 
I  have  not  seen  a  single  specimen  that  proves  conclusively  that  clean 
■Galena  can  be  surrounded  by  Barytes  on  all  six  sides. 
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Carbonate  of  Lime,  the  '"  Glass  Tiff"  of  the  miners,  is  often  met  with 
as  crystals  or  coarsely  crystalline  masses,  in  seams  and  cavities  of  the 
various  Limestones  in  the  Central  Lead  Region.  It  is,  however,  rarely 
found  in  close  association  with  either  Galena  or  Blende  or  Barytes, 
and  does  not  seem  to  have  any  particular  relation  to  the  ore  deposits, 
as  it  has  been  often  supposed. 

QtJARTZ, 

Mineral  Silica,  is  not  infrequent  in  the  form  of  columnar  or  pyramidal 
crystals  lining  drusy  cavities  of  Chert.  This  occurrence  is,  however, 
independent  of  the  vicinity  of  the  Lead  deposits.  Drusy  cavities, 
lined  with  Quartz  crystals,  are  quite  common  in  the  Limestones  of 
the  Eastern  Lead  region,  and  are  there  known  under  the  name  of 
"  Mineral  Blossom."  In  the  Central  region  they  are  but  rarely  found 
in  Limestone. 

PTKITES, 

Bisulphide  of  Iron,  is  frequently  found  in  email  quantities  in  and  near 
the  Lead  deposits  as  well  as  in  many  other  places.  It  is  rarely  seen 
in  direct  contact  with  either  Galena  or  Blende.  la  one  specimen  I 
have  from  the  Collins  Diggings,  Cooper  county,  it  seems  to  inclose 
crystals  of  Galena.  It  is  often  accompanied  and  covered  by  crystal- 
lized Calcite. 

Much  of  the  Pyrites  of  this  region  is  cupriferous,  and  therefore, 
whenever  in  part  decomposed,  it  is  associated  not  only  with  Liraonite, 
but  also  with  Malachite  and  Aznrite  (Carbonate  of  Copper.)  I  ob- 
served Pyrites  deposited  on  broken  Chert  at  the  Oordray  Diggings, 
Morgan  county;  disseminated  in  crystalline  Limestone  at  the  Gabri- 
elle  Diggings,  Morgan  county;  deposited  on  laminated  Barytes  at  the 
Marmaduke  Diggings,  Saline  county  ;  as  specks  and  seams,  also  con- 
taining some  Galena,  in  Barytes  and  in  clayish  Ochre  at  the  Collins 
Diggings,  Cooper  county  ;  filling  irregular  cavities  in  Barytes,  and 
deposited  over  Barytes  and  covered  by  crystallized  Oaleite  at  the 
Walker  Diggings,  Miller  county.  These  associations  show  that  the 
Pyrites  is  of  comparatively  late  origin. 

In  a  specimen  from  the  Collins  Diggings,  Cooper  county,  Mr. 
Chauvenetfound  20.96  per  cent,  of  metallic  Copper,  showing  that  some 
of  these  cupriferous  Pyrites  are  very  rich  Copper  ores.  The  cuprifer- 
ous Pyrites  may  be  distinguished  from  the  pure  Iron  Pyrites  by  their 
inferior  hardness  and  only  rarely  by  their  color,  because  they  are  all 
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generally  bronze-yellc-w.  True  Chalcopyrite  (Copper  Pyrites),  with 
its  greenish,  brase-yellow  color,  has  not  been  discoTered  in  such  quan- 
tity as  to  determine  its  existence  with  surety. 

LIMONITE, 
Hydrated  Peroxide  of  Iron,  occurs  both  as  an  original  mineral  and  as 
a  product  of  pseudomorphism  from  Pyrites.     In  the  latter  case,  it  is 
often  accompanied  by  Carbonates  of  Copper — the  latter  being  always 
inferior  in  quantity  to  the  Limonite. 

I  observed  Limonite  as  an  apparently  original  mineral,  lining 
cavities  in  Barytes  at  the  Thomas  Diggings,  Camden  county  ;  and  as 
Stalactites,  cementing  rounded  and  coated  Galena,  at  the  Hoff  Dig- 
gings, Miller  county.  In  the  vicinity  of  the  Hoff  Diggings,  it  also 
occurs  in  stalactitic  forms  in  considerable  quantity,  forming  an  Iron 
ore  bank,  as  will  be  seen  from  the  description  in  division  D  of  this 
report.  Limonite  occurs  in  smaller  or  larger  quantity  as  concretions 
and  segregations  in  innumerable  localities,  without  any  distinct  rela- 
tion to  the  Lead  d 


MALACHITE, 
Green,  Hydrated  Carbonate  of  Copper,  with  about  56  per  cent,  of 
metallic  Copper,  is  generally,  in  this  region,  a  product  of  decomposi- 
tion of  cupriferous  Pyrites,  and  is  nearly  always  associated  with  de- 
composing Pyrites  and  with  Limonite — this  latter  being  also  produced 
by  the  decomposition  (pseudomorphism)  of  the  former.  From  the 
fact  that  the  Limonite  is  found  in  such  instances  intimately  mixed 
with  the  undecomposed  Pyrites  and  passes  into  the  latter  gradually, 
while  the  Malachite  is  always  deposited  in  cavities  or  in  seams  of  the 
Limonite,  and  often  in  the  adjacent  rocks,  it  appears  that,  while  the 
transformation  of  the  Sulphide  of  Iron  into  Limonite  is  efl'ected  with- 
out change  of  place,  the  Sulphide  of  Copper  on  the  contrary  is  not 
only  decomposed  and  changed  into  a  Carbonate,  but  also  dissolved* 
extracted  and  redeposited.  The  Malachite  is  bright  green,  vitreous, 
crystalline,  and  has  generally  a  fibrous  and  radiated  structure.  . 

The  pieces  of  half-decomposed  Pyrites,  with  Limonite  and  Mala- 
chite, sometimes  contain  a  sufficient  amount  of  metallic  Copper  to 
constitute  a  good  Copper  ore.  But  the  ore  has  not  been  found  as  yet 
in  paying  quantities.  The  largest  accumulations  of  it  which  are  known 
to  me  in  this  region,  are. at  the  Collins  Lead  Diggings,  Cooper  county) 
and  at  Abbott  &  Gantt's  Copper  bank,  T.  39,  R.  15  W.,  Sec.  13,  Miller 
county. 

AZUEITE, 

Blue  Hydrated  Carbonate  of  Copper,  mostly  accompanies  the  Mala- 
chite, and  is  then  deposited  over  the  latter  and  fills  the  inmost  portion 
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of  cavities  which  were  but  partially  filled  by  the  JIalachite.     It  is 

azure  blue,  in  part  ciystalline.     It  is  found  in  veiy  small  quantities 

only. 

PAK  AGENESIS. 

From  the  description  of  specimens  above  given,  we  may  establish 
the  following  paragenetic  series,  beginnin,^ with  the  oldest  minerals: 


IJarytes. 


i  IJarvte 

I  Pyi'ites, 


r.imoiiitc, 
Calcite.        f  Malachite, 
l_Azurifc. 
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O.-DESCRIPTION  0^  ROUKS  AND  MODE  OF  OCCURRENCE 
OF  THE  ORE. 


The  following  rocks  occur  in  or  near  the  Lead  deposits  in  the  Cen- 
tral Missouri  Lead  region : 

1.   Sou.. 

3.    Sandstonk. 


I  will  now  describe  these  rocks,  and  the  mode  of  occurrence  of 
Lead  ores  in  them,  and  will  finally  add  some  more  general  remarks  on 
the  various 

fi.    Fojiiifi  01'  Deposits 

Of  Lead  ore  in  this  region. 

1.      SOIL    AND    SURFACE    INDICATIOMS. 

The  Soil  in  the  Central  Lead  region  is  either  sandy  or  silico-argil- 
laceous,  and  almost  invariably  mixed  with  more  or  less  Chert  frag- 
ments. These  latter  are,  in  places,  very  abundant.  They  are  some- 
times fresh  and  hard,  sometimes  more  or  less  altered  or  disintegrated, 
so  as  to  be,  in  places,  converted  into  a  solt,  silicious  rock,  and  finally 
into  a  powder  of  clayish  appearance. 

The  impression  prevails  in  some  districts  that  the  accumulation  of 
Chert  fragments  in  and  above  the  Soil  indicates  the  existence  of  Lead 
0.S— 33. 
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ore  deposits  below.  This  is,  however,  incorrect.  We  find  in  many 
places  sood  dopoaits  underneath  a  Soil  with  but  little  Chert,  and  very 
cherty  hills  have  often  been  searched  for  Lead  ore  in  vain.  As  the 
Galena  is  frequently  found  ia  the  vicinity  of  oolitic  Chert  layers,  the 
presence  of  oolitic  Chert  fragments,  whether  in  large  or  small  quan- 
tity, may  be  considered  as  improving  somewhat  the  chances  for  find- 
ing Lead  ore. 

The  best  indication,  however,  is  a  clayish  soil  of  dark  ^red  or 
brown  color,  especially  when  observed  in  or  near  a  depression  of  the 
auriace  of  the  ground.  I  consider  this  even  a  better  indication  than 
the  existence  of  loose  pieces  of  Galena  in  a  soil  of  light  color.  The 
reason  will  be  apparent  from  the  contents  of  the  following  Articles 
on  "  Olays,"  as  well  as  from  the  special  descriptions  of  deposits.  In 
the  best  districts  of  the  central  region,  some  Lead  ore  is  nearly  always 
found  in  localities  bearing  the  above  characteristics.  This  fact  iti  well 
known  to  all  practical  miners  of  some  experience.  No  external  sign 
however,  is  known  from  which  this  presence  of  ore  in  paying  quan- 
tities could  be  safely  predicted.  Loose,  small  Galena,  often  rounded 
and  coated,  occurs  occasionally  in  the  soil,  also  massive  Cerussiteand 
porous  or  softened  Chert,  impregnated  with  carbonate  of  Lead.  These 
are  not  unfavorable  indications.  But  the  deposit  from  which  such 
ores  are  derived  lies  very  often  not  right  beneath  these  indications 
but  at  some  higher  point  of  the  same  slope,  which  point  is  some- 
times dilficult  to  discover. 

2.     SANDSTONE. 

Fragments,  slabs  or  broken  layers  of  a  rather  loose,  not  very 
coarse-grained  and  frequently  red  colored  Sandstone,  are  found  with 
or  below  the  soil,  especially  in  the  northern  half  of  the  central  Lead 
region.  This  Sandstone  consists  of  colorless,  clear,  irregular  Quartz 
grains,  with  very  little  cement.  The  latter  seems  to  be  a  clayish. 
Oxide  of  Iron,  and  produces  the  red  or  brown  color  of  the  rock.  This 
Sandstone  often  contains  layers  or  concretionary  masses  of  oolitic 
Chert,  the  limits  between  the  two  rocks  being  sometimes  sharp,  some- 
times indistinct.  It  also  contains  lenticular  concretions  of  common 
gray  Chert,  in  the  vicinity  of  which  the  Sandstone  is  sometimes  trans- 
formed into  oolitic  Chert  and  passes  into  it  gradually.  A  specimen 
we  have  from  the  Otter  Diggings,  CMorgan  county,)  shows  this  grad- 
ual transition  of  Sandstone  into  oolitic  Chert  and  finally  into  common 
gray  Chert  very  plainly.  There  can  be  no  doubt  that  the  oolitic  Chert 
was,  in  many  cases,  at  least  produced  by  the  same  cause  which  pro- 
duced the  Chert  concretions  in  this  Sandstone, namely  by  the  infiltra- 
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tions  of  Siliea  into  pre-existing  cavities.  The  oolitic  Ohert  frequently 
■contains  drusy  cavities,  lined  with  Quartz  crystals. 

No  fossils  have  been  found  in  the  Sandstone  just  described;  but 
if  we  compare  the  above  description  with  that  which  Prof.  G.  0.  Swal- 
low has  given  of  the  "Saccharoidal  Sandstone,"  on  pp.  117  and  118  of 
the  Missouri  Geological  Eeport  of  1855,  we  feel  inclined  to  believe  in 
the  identity  of  both  rocks.  Mr.  G.  0.  Broadhead  has  observed  similar 
Chert  beds  in  the  lower  layers  of  the  Second  Magnesian  Limestone 
and  in  the  Second  Sandstone.  The  Sandstone  above  described,  there- 
fore, probably  belongs  to  the  Lower  Silurian  System. 

This  rocit  generally  contains  no  Lead  ores.  At  the  "Eureka- 
Scott"  Diggings,  however,  in  Cole  county,  I  observed  fragments  of  it 
on  which  Galena  was  directly  deposited.  The  appearance  and  posi- 
tion of  these  fragments  shows  that  the  deposition  of  the  Galena  must 
have  taken  place  after  the  breaking  and  consequently  long  after  the 
formation  of  the  Sandstone. 


The  Clays  play  an  important  part  in  the  Lead  deposits  of  this  Cen- 
tral Region.  In  the  best  deposits  so  far  discovered  the  Galena  is  as- 
sociated with  red  Clay. 

The  origin  of  these  Clays  is  not  very  plain.  In  some  places  they 
■either  seem  to  be  purely  residuary  matter  from  dissolved  Limestones 
or  else  it  appears  as  if  the  solutions  that  dissolved  the  Limestone 
simultaneously  deposited  white  or  greenish-gray  Clay,  or  peroxide  of 
Iron  mixed  with  Clay.  In  other  places  they  seem  to  originate  from  a 
gradual  disintegration  of  the  Chert  through  chemical  action,in  which 
case  they  are  no  true  Clays,  but  fine,  soft  Silica,  mixed  with  some 
Clay  and  with  hydrated  peroxide  of  Iron.  This  subject  could  not 
however,  be  cleared  up  satisfactorily,  except  by  a  series  of  careful 
chemical  analyses  of  judiciously  selected  samples. 

We  may  distinguish  four  kinds  of  Clays  bearing  some  relation  to 
the  Lead  formations  of  Central  Missouri : 

1.  The  shaly  or  stratified  Clay,  grayish-white  or  greenish-gray, 
with  alternate  yellow  layers.  It  is  always  silicious,  often  also  calca- 
reous. It  passes  into  shaly  Limestone,  and  is  undoubtedly  of  residu- 
ary origin,  though  perhaps  mixed  with  newly  deposited  silicate  of 
alumina.  It  frequently  contains  gray  Chert  concretions  similar  to 
those  found  in  the  Limestones.  Good  Galena  seams,  mostly  parallel 
to  the  stratification,  are  found  in  it  When  it  occurs  in  a  very  fine, 
soft  and  uniform  state  with  almost  or  entirely  obliterated  stratifica- 
tion, the  miners  call  it  "'Soapstone,"  on''  account  of  its  being  slightly 
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soapy  and  very  smooth  to  the  touch.    Its  thickness  is  generally  from 
3  to  10  feet. 

The  white  or  slightly  yellow  Pipe-Clay  which  occurs  in  nu- 
s  places  in  flakes  or  in  irregular  layers,  between  other  Clays 
and  between  broken  rocks,  mostly  not  many  feet  below  the  surface. 
It  has  been  found  in  considerable  quantity  in  a  shaft  near  the  Bufl'ala 
Diggings  (Morgan  county).  Ifc  is  very  fine,  pure  and  uniform  and 
■would  be  an  excellent  material  for  the  manufactory  of  pottery.  Mr. 
llegis  Chau-venet  found  in  it — 


Lime  and  Magnesia  are  both  present  in  small  quantity,  less  than 
one  per  cent.  According  to  his  analyses  the  ''Pipe-Clay"  is  a  mix- 
ture of  Clay  with  extremely  fine,  free  Silica,  the  latter  perhaps  a  pro- 
duction of  the  disintegration  of  Chert. 

3.  Eed  ("tallow")  Clay,. a  pretty  constant  companion  of  the 
Lead  ore? ,  It  is  fine-grained  and  plastic.  It  contains  much  Iron  and 
much  water.  It  is  generally  mised  with  more  or  less  altered  and  soft- 
ened Chert  concretions,  also  with  fragments  or  fine  detritus  of  porous 
and  ferruginous  iJhert.  Its  relative  i>osition  is  not  definite.  It  occurs 
in  alternate  streaks  with  Pipe-Clay,  It  occurs  both  below  and  above 
the  shaly  Clay  and  shaly  Limestone.  It  is  found  in  many  places  im- 
mediately below  the  soil  or  even  touching  (he  surface.  It  mostly 
reaches  down  to  the  surface  of  the  Limestone,  its  total  thickness  be- 
ing sometimes  40  or  50  feet.  It  encloses  nearly  always  at  least  some 
loose  Galena,  especially  within  a  few  feet  from  the  Limestone.  The 
presence  of  this  Clay  is  the  beet  indication  a  miner  can  have. 

4.  Black  Clay  ("Fire-Clay,")  together  with  dark  gray  Slate,  and 
sometimes  with  some  Blende  and  Galena,  occurs  in  patches  in  the 
northern  half  of  the  region  mixed  with  pieces  of  Limestone  and  of 
Chert  with  numerous  impressions  of  crinoids.  It  is  always  found 
above  the  Lead  formation  and  is  undoubtedly  derived  from  destroyed 
carboniferous  strata. 


Chert  is  much  less  extensively  represented  in  the  Central  than  in 
the  South-western  Lead  region.  Yet  thick  and  extended  Chert  beds 
are  met  with,  especially  in  the  gaieniferous  Keokuk  Limestone  of 
Cooper  and  Saline  counties.    Most  of  the  Chert  found  in  this  region 


,v  Google 


LEAD  REGION    OF  CENTRAL   JILSSODRI.  517 

is  concretionary,  or  else  it  occurs  as  comparatively  thin  and  non- 
continuous  beSs,  It  varies  in  its  character  according  to  the  geologi- 
cal formation  to  which  it  belongs. 

A  blniaii-gray,  microcrystalline  Chert,  with  dark  gray  to  black 
streaks,  and  Bub-carboniferous  fossils  is  found  in  the  Lead  diggings  in 
the  northern  part  of  Morgan  county,  near  Otterville,  and  in  those 
fiituate  on  the  line  between  Cooper  and  Saline  counties. 

The  oolitic  Chert  which  has  been  spoken  of  in' (No.  2)  this  chap- 
ter, (Sandstone,)  is  the  most  common  in  the  vicinity  of  Lead  Diggings 
in  the  greater  portion  of  the  region,  especially  in  Morgan,  in  south- 
ern Moniteau,  in  Cole,  and  in  northern  Miller  counties. 

Nearly  everywhere,  though  not  frequently  in  very  large  quantity, 
we  find  a  white  Chert  with  gray  streaks,  in  the  main  amorphous,  with 
smooth,  sub-conchoidal  fracture,  probably  belonging  to  the  Second, 
or  sometimes  to  the  Third  Magnesian  Limestones.  This  latter  Chert  is 
often  found  in  thin,  streaky  or  banded  layers,  or  else  as  round  or  len- 
ticular, jasper-like  concretions,  with  rather  smooth  outer  surfaces. 
These  jasper  concretions  when  broken,  are  seen  to  consist  of  concen- 
tric bands,  colored  gray  in  various  shades,  and  contain  sometimes,  a 
drusy  cavity  in  the  centre. 

All  the  different  kinds  of  Chert  above  mentioned,  occur  partly 
loose  in  the  Clay  as  fragments  or  concretions,  partly  as  layers  or  con- 
cretions in  the  Limestone. 

Galena  is  sometimes  found  adhering  to  broken  Chert,  or  filling 
seams  and  spaces  between  the  fragments.  This  is  very  extensively  the 
case  at  the  Anderson  Diggings,  (Camden  county,)  where  most  of  the 
Galena  occurs  in  this  form. 

The  Cherts  of  the  Central  Lead  Region,  undergo  similar  changes  to 
those  described  in  our  report  on  the  South-western  Region.  They  turn 
gradually  into  a  light,  soft,  and  very  hygroscopic  mass,  having  the  ex- 
terior appearance  of  a  Clay,  yet  consisting  mainly  of  Silica.  I  found 
lenticular  Chert  concretions  changed  in  this  wise,  and  yet  showing 
their  original  concentric  structure,  loose  in  the  red  Clay,  at  the  Biock- 
'berger  Diggings  (Cole  county). 

The  oolitic  Chert  undergoes  similar  alterations,  daring  which  the 
grains  are  attacked  first.  They  become  opaque  and  gradually  changed 
into  a  white  clayish  mass,  and  are  finally  removed,  leaving  the  cement 
behind  in  the  form  of  spongy  Chert. 

In  some  cases,  on  the  contrary,  we  find  the  cement  removed  and 
the  grains  left.  This  happens  particularly,  when  the  oolitic  Chert  is 
■exposed  to  weathering  on  the  surface  of  the  ground. 

We  find  sometimeB  altered,  porous,  or  disintegrated   Chert,  im- 
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pregnated  with  Cerussite.  But  we  never  find  it  impregnated  with  Ga- 
lena, This  ehows  that  the  alteration  of  the  Obert  has  taken  place  in 
a  later  period  than  the  deposition  of  the  Galena, 

5.    LIMESTONE. 

The  Archimedes,  or  Keokuli  Limestone,  met  with  in  the  several 
Lead  Diggings  of  Cooper  and  Eastern  Saline  counties,  is  a  dark  gray, 
dense,  crystalline  Limestone,  At  the  Old  Scott  Diggings,  (Cooper 
coanty,)  some  layers  are  very  coarsely  crystalline,  and  fall  of  Cri- 
noid  stems  resembling  the  Encrinital  Limestone,  These  Limestones 
alternate  with  thick  fossiliferoue  Chert  layers.  The  Galena  occurs 
with  Barytes  as  sheets  and  seams  in  the  Limestone  ;  also  loose  be- 
tween Limestone  houlders,  broken  Chert  and  Clay.  The  rock  is 
somewhat  softened  and  in  part  disintegrated,  in  the  vicinity  of  the 
Galena. 

The  so-called  Second  and  Third  Magnesian  Limestones  of  the 
Lower  Silurian  formation,  are  the  principal  gaieniferous  rocks  in  the 
Central  Lead  Region.  They  are  spread  over  the  whole  region,  and  gen- 
erally compose  the  interior  bodies  of  the  Lead-bearing  hills.  The  Sec- 
ond is  more  largely  represented  in  the  northern  and  western,  and  the 
Third  more  in  the  southern  and  eastern  half  of  this  region. 

These  Magnesian  Limestones,  when  found  fresh  and  unaltered, 
are  light  gray,  crystalline,  hard,  and  contain  numerous  small  cracks 
and  cavities,  one-sixteenth  to  one-fourth  inch  wide,  lined  with  Dolo- 
mitie  crystals.  In  this  form  this  Limestone  is  generally  found  in  the 
bluffs  along  the  creeks  and  rivers,  and  sometimes  contains  specks  or 
thin  seams  of  Galena. 

Larger  deposits  have  not  so  far  been  found  in  this  unaltered  rock. 
This  rock  invariably  underlies  the  ore  deposits,  in  the  vicinity  of 
which  its  npper  layers  are  broken  into  larger  and  smaller  blocks,  and 
mostly  softened,  and  sometimes  entirely  disintegrated  and  changed 
into  loosely-aggregated  masses  of  rhombohedric  crystals,  sandy  in 
appearance  and  to  the  touch.  These  soft,  sandy,  broken  masses  of 
Magnesian  Limestone,  are  always  more  or  less  rounded  through  the 
disintegrating  action  itself,  and  through  the  slower  mnvements  which 
must  have  been  the  consequence  of  that  action,  and  are  therefor© 
called  "  Sand  Boulders,"  by  the  miners. 

The  interior  of  many  of  these  boulders  is  yet  unaltered  and  hard. 

A  specimen  of  the  outer  and  entirely  disintegrated  portion  of 
such  a  boulder,  from  the  New  Granby  Diggings,  (Morgan  county,) 
■was  analyzed   by  Mr.  Kegis  Chauvenet,  with  the  following  result : 
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Insoluble  silieiou3(of  cloyish  appearance) 14.71  per© 

Peroxide  of  Iron» 1,68      " 

Lime,. 26.11      ' ' 

Magnesia 17.17      " 

Carbonic  Acid 40.21      " 

Total 99.88      " 

This  result  shows  that  there  is  actually  no  Sand  in  these 
of  sandy  appearance. 

The  boulders,  as  well  as  the  larger,  slightly  softened  masses  of 
fissured  Limestone,  which  are  often  found  adjacent  to  the  ore  deposits, 
show  frequently  dendritic  specks,  probably  hydrated  peroxide  oi 
IroD,  in  their  interiors.  These- dendritic  specks  evidently  follow  ex- 
tremely fine  cracks,  entirely  imperceptible  before  the  rock  is  broken, 
The  specks  are  one-sixteenth  to  one-eighth  of  an  inch  in  diameter, 
and  pretty  evenly  distributed  over  the  surface  of  fracture.  Thi 
ners  call  this  rock  "  Oalico  Rock,"  and  justly  consider  it  a  good 
cation. 

In  some  districts — for  instance,  along  Buffalo  Creek,  (Morgan 
county,)— the  Galenaisfound  immediately  in  the  Sand  boulders  ;  more 
frequently,  however,  it  is  found  in  the  form  of  slabs  or  broken  sheets, 
between  and  above  the  boulders,  associated  with  broken  "  Cotton 
Kock,"  of  which  I  will  speak  hereafter. 

The  thickness  of  the  Sand-boulder  formation  varies  from  2  to  30 
feet,  within  comparatively  short  distances  of  60  or  tOO  feet.  The  boul- 
ders do  not  constitute  a  geological  horizon,  but  are  only  of  local  oc- 
currence. They  are  often  missing  entirely,  and  the  various  Ciaya  and 
detrital  rocks  rest  immediately  on  the  somewhat  sandy  surface  of  the 
solid  surface  of  the  Limestone,  which  surface  is  washed  off  irregu- 
larly, forming  large  pockets,  hollow  runs,  deep  chimneys,  and  occa- 
sionally extensive  caves.  Good  deposits  of  lloat  Galena,  are  often 
found  in  the  red  Olay  in  these  various  excavations,  on  or  near  the  sur- 
face of  the  solid  Limestone.  Galena  seams  sometimes  run  down- 
ward into  the  latter. 

In  some  places  veins  of  Galena  and  Barytes,  traceable  over  sev- 
eral hundred  feet,  set  down  through  solid  Limestone,  and  have  been 
followed  to  a  depth  of  over  70  feet.  They  were,  however,  not  paying, 
nor  were  they  found  to  improve  with  the  depth.  Overlying  the  crys- 
talline Limestone  above  described,  and  above  the  "Sand  boulders," 
and  undoubtedly  derived  from  the  latter,  we  meet  in  most  of  the 
richest  Lead  mines  with  a  more  or  less  silicious  Maguesian  Limestone 
of  an  entirely  different  character,  and  eminently  Lead-bearing,  This 
rock  has  a  yellowish-gray  or  drab  color,  a  very  fine  grain,  and  is  either 
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Eub-erystalHne  or  earthy,  aiicl  perceptibly  softer  than  the  above  des- 
cribed unaltered  crystalline  rock.  Like  this  latter  Limestone,  it  con- 
tains often  dendritic  specks  in  fine  seams.  Locally,  and  especially  in 
the  vicinity  of  the  Lead  ores,  it  gradually  becomes  softer  and  more 
earthy,  and  is  then  called  "Cotton  Rock  "  by  the  Centra!  Missouri 
miners.  (It  will  be  noticed  that  this  rock  is  entirely  different  from  the 
porous  Chert,  which  the  miners  of  South-west  Missouri  call  "  Cotton 
Rock.") 

Through  further  disintegration,  this  rock  passes  into  a  soft,  clayish 
friable  mass,  and  finally  into  a  ailicioua  and  often  also  calcareous,  shaly 
Clay,  which  has  been  described  in  No.  3  of  chapter  3L  It  contains  in 
places  concretions  and  concretionary  beds  of  Chert,  with  brown  den- 
dritic specks  in  fissures  occasionally  of  the  same  description  as  the 
dendrites  in  the  Limestones. 

This  drab  colored,  fine-grained  Magnesian  Limestone  is  the  prin- 
cipal Lead-bearing  rock  in  the  Central  Missouri  Lead  Region.  It  con- 
tains the  Galena  in  the  form  of  sheets  and  searas,  which,  when  locally 
accumulated,  constitute  the  various  forms  of  workable  deposits,  to  be 
characterized  in  No.  6  of  chapter  31.  The  Galena,  although  itself 
nearly  always  adhering  to  the  Limestone,  or  to  fragments  of  it,  is 
mostly  accompanied  and  enveloped  by  more  or  lees  Barytes,  which 
mineral  must,  as  a  rule,  be  considered  of  later  origin  than  Galena. 

The  form  of  the  Lead  ore,  as  found  in  the  mines,  is  invariably 
seam-like,  and  often  conglomeratic,  the  Galena  cementing  together 
fragments  of  Limestone,  or  of  Chert,  or  of  both.  In  most  places  the 
Galena-seams  are  themselves  again  broken,  and  the  empty  spaces 
filled  with  Barytes.  In  many  localities,  finally,  the  whole  conglome- 
ratic mass  thus  formed  is  again  broken  up,  and  lies  in  loose  chunks  in 
the  Clay.  In  this  case,  however,  the  Limestone  fragments  inclosed  in 
the  Conglomerate  are  either  changed  into  a  soft  calcareous  Clay,  or 
else,  have  disappeared  entirely,  leaving  only  the  Galena  and  the  Ba- 
rytes, with  perhaps  some  little  Clay  or  Sand.  The  cavities  formerly 
occupied  by  the  Limestone  are  generally  perfectly  angular,  showing 
that  the  Limestone  was  hard  at  the  time  when  Galena  began  to  be  de- 
posited in  its  fissures.  In  these  cavities  we  now  find  frequently  crys- 
tals of  Carbonates  of  Lead  or  Zinc,  as  drusy  aggregates. 
It  is  evident  from  these  descriptions : 

1.  That  the  deposition  of  the  Galena  must  have  taken  place 
originally  in  the  hard  or  but  slightly  altered  Limestone  after  the  latter 
had  been  cracked  and  fissured  in  various  ways. 

2.  That  the  deposition  of  the  Barytes  must  have  followed  that  of 
the  Galena. 
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3.  That  the  eoftening  and  partial  deposition  of  the  Limestonea 
and  their  alteration  into  "Sand  Bonldera,"  and  into  "Cotton  Kocli," 
and  residuary  Clay,  which  cansed  a  gradual  diminution  of  volume  of 
the  laj^ers  operated  upon,  and  a  gradual  breaking  down  of  the  layers 
above,  has  been  elTected  mainly  after  the  deposition  of  the  Galena, 
and  also  after  that  of  the  Barytes,  and  undoubtedly  continues  in  some 
measure  to  the  present  day. 

In  regard  to  the  above  point,  ■%  I  will  remark,  that  the  occurrence 
of  Galena  cementing  broken  Chert  concretions,  further,  the  occur- 
rence of  Galena  as  well  developed  nrystals  in  residuary  Clays  and 
Sands,  and,  finally,  the  occurrence  of  Galena  as  disseminated  erystalB 
in  the  softened  and  sometimes  regenerated  outer  portion  of  solid 
masses  of  barren  Limestone,  have  been  observed  occasionally.  Al- 
though these  occurrences  are  but  exceptional,  yet  they  show  that  in 
some  localities  at  least  the  dieeolution  of  the  Limestones  may  have 
begun  before,  and  continued  during  the  deposition  of  the  Galena. 

6.    1^0  EM  a     OP    DEPOSITE. 

The  various  forms  of  Lead  ore  deposits  in  the  Central  Region  are 
as  follows : 

1.      SKAMS    AXI>   SlIBBTS, 

Either  in  hard  or  in  altered  and  softened  Limestone,  the  Galena  and 
Barytes  filling  horizontal  partings  between  the  strata,  penetrating  into 
fissured  Chert  layers,  also  filling  vertical  cracks  and  irregular  cavities 
in  the  Limestone.  The  extent  of  such  deposits  is  generally  more  hori- 
zontal than  vertical;  the  network  of  seams  sometimes  extending 
horizontally  over  several  acres  of  ground,  but  not  often  reaching  to  a 
greater  depth  than  50  or  60  feet.  Single  and  very  thin  seams  some- 
times not  thicker  than  a  knife  blade,  often  reach  deeper,  to  a  depth  as 
yet  unknown. 

Most  of  the  main  seams  strike  from  north-west  to  south-east. 

Deposits  as  just  described  rarely  pay  working  when  in  this  cry- 
stalline Limestone,  but  they  are  often  quite  rich  when  in  the  earthy, 
drab  colored  Limestone,  or  in  "  Cotton  Eock." 

2.    VEII.-S. 

The  vertical  seams  show  in  places  a  vein-like  character,  continu- 
ing over  considerable  distances,  and  to  a  considerable  depth,  without 
being  connected  with  many  horizontal  or  vertical  cross  seams,  and 
without  deflection  or  interruption.    Such  deposits  are  at  the  Mineral 
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Point  Diggings,  in  Moniteau,  and  at  the  Doph  Diggings,  in  Morgan 
county.  The  former  deposit  contains  very  little,  the  latter  much  Ba- 
rytes.  The  former  strikes  north  to  south,  the  latter  north-west  to  south- 
east. The  Doph  vein  has  been  followed  to  a  depth  of  over  70  feet, 
without  either  wideningor  narrowing,  withoutgetling  richer  or  poorer 
in  Galena. 

3,      ClKCLK, 

Is  a  name  given  by  the  miners  to  a  kind  of  stocJc-warle,  of  circular  out- 
line and  of  the  shape  of  a  truncated  cone,  being  somewhat  wider  be- 
low than  above.  It  consists  of  a  more  or  less  conglomeratic  accumu- 
lation of  softened  Limestone  fragments,  with  Galena-seams,  and  of 
broken  masses  of  both  Galena  and  Barytes.  The  wall  consists  of  a 
somewhat  harder,  yet  altered  Limestone,  and  is  sometimes  quite  dis- 
tinct and  even  smooth,  while  in  other  instances,  or  on  another  side  of 
the  same  deposit,  the  Galena-seams  reach  into  the  wall  rock. 

In  most  "Circles"  the  best  pOi'tion  of  the  deposit  lies  along  the 
wall,  which  is  itself  in  places  covered  by  a  thick  sheet  of  Galena.  The 
broken  mass  becomes  less  rich  toward  the  centre,  eo  that  the  princi- 
pal and  richest  shafts  will  lie  in  a  circular  line  on  the  surface. 

Some  of  these  "Circles"  are  over  100  feet  in  diameter,  and  have 
been  dug  into  to  a  depth  of  70  to  90  feet.  At  that  depth  the  rock  be- 
gins to  lose  its  conglomeratic  character  and  to  become  simply  fissured 
and  less  rich,  although  single  seams  of  Galena  yet  continue  deeper. 

The  origin  of  these  deposits  must  be  explained  by  a  gradual  dis- 
integration and  breaking  down  of  a  circular  mass  of  Limestone  under- 
washed  by  a  vertical  water  course  or  spring  in  the  underlying  Lime- 
stone. The  mode  and  time  of  deposition  of  the  ore  and  of  the  Barytes 
do  not  appear  to  be  different  in  the  "  Circles  "  than  in  all  the  other  de- 
posits, and  has  been  treated  of  in  No.  5  of  chapter  31. 


In  which  the  Galena  and  Barytes  occur  broken  and  loose,  imbedded 
either  in  completely  disintegrated,  silicious  and  clayish  Limestone,  or 
in  red  and  brown,  silicious  Clays.  The  mines  worked  in  the  latter  are 
known  by  the  name  of  "Clay  Diggings."  The  Jloat  deposits  have 
been,  up  to  this  time,  the  best  yielding  and  the  most  paying  of  the  re- 
gion, because  the  ore  is  more  concentrated  and  more  abundant  in- 
them  than  in  those  previously  described,  and  because  the  work  can 
be  exclusively  done  with  the  pick  and  is  therefore  cheaper  than  where 
blasting  is  required. 
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s  have  undoubtedly  originated  from  a  partial  destruc- 
tion and  abstraction  of  the  rocks  from  sheet,  vein  and  circle  deposits, 
and  in  many  cases  show  their  origin  plainly  by  their  shape  and  by 
their  passing  into  the  original  deposit  in  the  depth.  Sheets  and  seams 
of  Galena,  starting  in  float  deposits  and  running  into  the  solid,  nearly 
unaltered  rock,  are  frequent.  At  the  Bond  Diggings,  Morgan  county, 
and  at  the  Mineral  Point  Diggings,  Moniteau  county,  the  main  verti- 
cal seam  continues  into  the  rock,  and  the  broken  slabs  of  Galena 
found  above  the  rock  in  the  red  Clay,  stand  upright,  exactly  or  nearly 
in  the  vertical  plane  of  the  seam ;  yet  the  heaviest  part  of  each  slab 
or  piece  generally  turned  downward.  This  shows  not  only  that  the 
float  Galena  is  derived  from  the  seam  in  the  solid  rock,  but  also  that 
the  alteration  and  diminution  of  the  rock,  and  the  consequent  break- 
ing and  settling  down  of  the  Galena,  has  been  a  very  slow  and  gradual 
process — so  slow,  indeed,  ae  neither  to  disturb  nor  to  throw  over  the 
loose  Galena  slabs.  In  none  of  such  diggings  could  I  find  a  proof  of 
any  kind  of  sudden  or  violent  disturbance  on  a  larger  scale. 

The  Boaz  Diggings,  Cole  county,  furnish  an  example  of  circular 
Clay  diggings.  The  circular  float  deposit  in  Clay  near  the  surface, 
turns  into  a  circle  deposit  in  the  fissured  "Cotton  Kock"  below. 

OONCLUSIOX. 

It  will  be  seen  from  the  above  general,  as  well  as  from  the  follow- 
ing special  description  of  the  Lead  deposits  in  the  Central  Missouri 
Lead  Region,  that,  from  the  present  appearance  of  the  diggings,  the 
Lead  ore  seems  to  extend  more  horizontally  through  the  rocks  than 
into  the  depth,  and  to  be  more  extensively  developed  in  certain  strata 
than  in  others;  also,  that  the  local  development  is  exceedingly  varia- 
ble, there  being  besides  the  numerousfavored  spots  where  large  quan- 
tities of  Galena  are  accumulated,  numerous  others  where  the  Galena, 
although  present,  is  not  found  in  paying  quantities. 

The  prospect  of  finding  Lead  ore  in  greater  depths  than  that  into 
which  the  deepest  of  the  present  mines  have  penetrated,  are  not  just 
now  very  encouraging.  However,  as  it  sometimes  happens  in  strati- 
lied  rocks  that  ore  bearing  and  barren  or  richer  and  poorer  strata 
alternate,  and  as  the  seams  of  Galena  lead  downwards  in  numerous 
places  in  this  region,  it  is  by  no  means  impossible  that,  at  a  greater 
depth,  other  lead-bearing  strata  may  be  found,  or  that  the  veins  may 
grow  richer.  So  long  as  this  has  not  been  practically  ascertained,  we 
must  say  that,  according  to  our  present  experiences, Lead  ore  deposits 
in  Central  Missouri  have  been  found  paying  to  a  moderate  depth  only, 
but  that  many  deposits  are  quite  extensive  and  that  they  are  very  nu- 
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merouB  in  certain  districts,  although  undoubtedly  many  existing  are 
yet  undiscovered.  An  important  practical  consequence  of  this  is  that 
large  stock  enterprises  should  never  be  made  dependent  on  one  single 
district  or  locality,  however  rich  it  may  appear ;  but  that  they  must 
be  based  on  the  possession  of  extensive  tracts  of  land,  situated  in 
promising  districts,  to  have  a  chance  for  becoming  financially  suc- 
cessful. 
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■D,-SPKCIAL  DESCRIPTION  OF  DEPOSITS. 


The  Bpeciai  description  of  Lead  deposits  in  the  Oeatral  Missouri 
Lead  Region  iviil  be  given  after  counties  in  the  following  order: 


DBK>aiTS   IK 

;  SA1.I.VE  AKD  COOPKli 

Counties. 

Deposits  if 

fl  Pettis,  Bbmok,  St. 

Clair  and 

Hickory  Cohk'i 

Deposits  jj 

(  Camden  Couuty. 

Deposits  ij 

I  Morgan  Cousty. 

Dbposits  es 

1  Moniteau  and  Colk 

!  Counties. 

Deposits  iis 

r  MiLiiEJi,  Osage  anti 

Makibs  Counties. 

Detailed  descriptions  will,  as  a  rule,  be  given  of  such  deposits  only 
as  I  have  visited  personally.  Others  will  be  simply  mentioned  by 
name  and  location  with  the  addition  of  a  few  short  remarks  baaed  on 
reliable  information.  I  have  thus  endeavored  to  make  the  list  as 
complete  as  possible.  New  discoveries  are,  however,  constantly  be- 
ing made  in  this  Region,  which  is,  comparatively,  but  little  developed. 
Most  of  the  following  observations  were  made  in  May  and  June,  1874, 
and  present  the  state  of  things  at  that  time.  The  notes  on  Camden 
county  make  an  exception,  they  being  taken  in  May,  1873. 


1.     LEAD  ORE  DEPOSITS  IN  COOPER  AND  SALINE  COUNTIES. 

An  old  Lead  mining  district,  already  mentioned  by  Prof.  G.  C. 
Swallow  in  his  report  on  Cooper  county,  of  1855,  p.  199,  situated  on 
both  aides  of  the  line  between  Saline  and  Cooper  counties,  is  at  pres- 
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ent  being  re-opened  at  the  old  as  well  as  some  new  localities.  The 
Lead-bearing  rock  in  this  district  is  the  Archimedes  or  Keokuk  Lime- 
stone of  theSub-carboniferoua  formation,  consequently  diflerentfrom 
that  met  with  in  nearly  all  the  other  Lead  Diggings  in  the  Central 
Kegion,  but  similar  to  that  with  which  the  Lead  ores  are  connected  in 
the  South-west.     The  localities  eo  far  known  are  the  following  : 


Sec.  19,  T.  49,  R.  19  W.,  Saline  county,  on  Salt  l^'ork  of  Lamine  River  ; 
owned  by  Vincent  Marmaduke  and  Company. 

The  location  of  these  Diggings  is  on  the  east  side  of  the  Halt 
Fork,  on  the  great  bead  near  the  centre  of  the  Section.  A  thinly 
stratified,  crystalline,  somewhat  chetty  Limestone  crops  out  along 
the  Creek,  dipping  towards  the  latter. 

A  shaft  was  sunk  between  this  Creek  and  the  bluff,  following  a 
crevice  in  the  Limestone  filled  with  loose  masses  of  Earytes  with  Ga- 
lena. The  shaft  struck  an  opening  in  the  Limestone  at  15  feet  depth, 
containing  a  considerable  quantity  of  loose  Earytes  and  Galena.  The 
great  affluence  of  water  caused  by  the  proximity  of  the  Creek, 
stopped  the  work  temporarily. 

Another  shaft  is  now  being  sunk  through  the  Limestone  a  short 
distance  south  of  the  former,  and  if  the  prospect  proves  favorable 
there,  it  is  intended  to  turn  off  the  Creek  into  a  new  channel  across 
the  bend,  so  as  to  leave  the  Diggings  dry. 

Work  was  begun  in  March,  1874,  and  20,000  pounds  of  Galena  had 
been  obtained  in  June. 

A  reverberatory  furnace  for  Lead  smelting,  usually  called  "air- 
furnace  "  in  Missouri,  is  in  course  of  erection  in  the  vicinity  of  the 
Diggings. 

Oi.D  Scott  Diggings, 

T.  49,  E.  Hi  W,,  Sec.  26,  N.  E.  qr..  Cooper  county,  on  a  branch  of  the 
Lamine  River;  owned  by  J,  A.  Shedd  and  others. 

This  locality  was  described  by  Prof.  Swallow.  It  was  first  worked 
about  30  years  ago  ;  was  worked  a  second  time  in  1871,  by  Dills  &  Co., 
who  also  built  an  air-furnace  and  smelted  about  400  pigs  of  Lead.  It 
is  now  being  worked  again  by  Mr,  Shedd,  Mr.  lieynolds  and  others 
have  also  commenced  work  close  by.  As  the  old  and  the  new  Dig- 
gings are  situated  along  a  small  branch,  this  strike  of  the  deposit 
seems  to  be  N.  W,  S.  E. 

The  rocks  consist  of  crystalline,  fossiliferous  Limestone,  alternat- 
ing with  thick,  fossiliferous  Chert  layers,  in  places  altered  and  soft- 
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©ned.  The  position  is  nearly  liorizontal.  Seams  of  Barytes  are  fre- 
quent between  and  through  this  Limestone  strata. 

The  new  shafts,  25  to  40  feet  deep,  made  in  the  bottoms,  passed 
through  various  OJays  mixed  with  unaltered,  broken  Chert.  They 
struck  at  flrat  a  small  accumulation  of  float  Galena,  somewhat  al- 
tered and  mixed,  some  Carbonate  with  Barytes,  at  a  depth  of  20  feet, 
another  at  30  feet,  and  the  solid  Limestone  at  35  feet.  The  shafts  are 
being  worked  through  the  Limestone  in  search  of  a  deeper  galenif- 
erous  stratum.  The  quantity  of  ore  raised  from  the  new  shafts  is  as 
yet  inconsiderable. 

Coi.i.jxs  DloaI^'GB, 

T.  4:9,  E.  18  W.,  8ec.  19,  S.  K.  qr.,  S.  W.  qr..  Cooper  county ;  owned  by 
S.  R.  Collins,  J.  W.  Alexander  and  A.  Hamilton. 

Two  shafts  are  sunk  on  a  flat  hi!!  slope  through  white,  yellow  and 
red  Clays  15  feet  thick,  then  reaching  a  layer  of  Clay  mixed  with 
broken  Chert,  much  Galena  in  broken  seams,  and  some  Barytes ;  also 
masses  of  disintegrated,  crystalline  Limestone,  ("Sand  boulders,") 
with  adhering  Galena  crystals  surrounded  by  Barytes.  Masses  of 
brown-colore.d,  massive  Smithsonite,  containing  no  Lead,  but  much 
Iron,  accordina;  to  Mr.  Chauvenet,  are  seen  in  places  above  the  Ga- 
lena. Single  crystals  of  Xinc  Blende  are  occasionally  found  with  the 
Galena,  and  a  -J  to  3  inches  streak  of  the  same  mineral,  mixed  with 
cupriferous  Iron  pyrites,  (20  per  cent.  Copper,}  lies  below  the  Galena. 
The  galeniferous  streak  is  ^  to  IJ-feet  thick,  and  dips  into  the  hill 
South-east  20  to  30",  following  the  surface  of  the  solid,  coarsely 
crystalline  Limestone,  which  was  struck  a  few  feet  beJow. 

The  mine  was  opened  in  the  summer  of  1873.  Since  that  time, 
four  men  worked  about  one-lialf  of  their  time,  sinking  shafts  and 
building  an  air-furnace  for  smelting,  which  is  about  a  quarter  of  a 
mile  distant  from  the  mine. 

35j000  pounds  of  Galena  were  taken  out,  and  240  pigs  of  Lead,  60 
pounds  each,  were  produced  and  shipped  down  the  Missouri  and  Mis- 
sissippi Rivers  to  St.  Louis.    The  pigs  are  branded  thus:  0.  &  00.  MO. 

There  are  several  other  places  in  the  north-western  part  of 
Cooper  county  where  traces  of  Lead  and  Zinc  ore  have  been  found. 
In  T.  48,  R.  18  W.,  Sec.  5,  W.  hf.,  N.  W.  qr.,  on  J.  W.  Willis'  land,  I  saw 
a  seam  of  Barytes  several  inches  wide,  with  specks  ot  Blende,  in  a 
hard,  gray,  crystalline  Limestone,  containing  some  stems  of  Encrinitea. 
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2.     LEAD    ORE   DEPOSITS  IN  PETTIS,    BENTON,  ST.   OLAIR 
AND  HICKORY  COUNTIES. 

Occurrences  of  Galena  and  of  Copper  and  Zinc  ores  have  been  dis- 
covered years  ago  in  numerous  localities  in  the  south-eastern  part  of 
Pettis,  in  the  western  half  of  Benton,  in  the  south-eastern  part  of  St. 
Clair  and  in  the  northern  part  of  Hickory  counties,  and  some  mining 
has  been  carried  on  in  several  points.  Very  little,  however,  was  done 
since  the  beginning  of  the  civil  war.  But  the  interest  of  the  mining 
pablic  in  this  district  is  now  beginning  to  revive,  and  the  exploratioiis 
have  again  been  taken  in  hand  in  some  places. 

The  late  Dr.  B,  F.  Shumard,  of  the  Missouri  Geological  Survey, 
wrote,  in  1867,  a  private  report  on  this  district  for  R.  H.  Melton,  of 
Warsaw,  who  controlled  the  better  portion  of  the  Lead  lands  then 
known  in  the  district.  This  report  has  been  published  in  a  pamphlet 
from  which  I  will  here  communicate  the  following  estracte.  Dr.  Shn- 
mard  Irequently  uses  the  miners'  expression  "mineral  "  for  Galena  : 

"  Whitk  Diggingw, 

T.  39,  E.  21,  W.  Sec.  2S,  N.  W.  qr.  of  S.  W.  qr.,  Benton  county.  They 
were  opened  about  fifteen  years  ago  on  the  east  side  of  alow  range  of 
hills.  The  diggings  extend  a  distance  of  about  100  yards  in  a  direc- 
tion a  few  degrees  east  of  north.  The  shaits  are  numerous  and  from 
3  to  25  feet  deep.  The  ore,  a  pure  variety  of  Galena,  is  found  in  a 
perpendicular  fissure,  cutting  through  soft  gray,  sandy- textured  Mag- 
nesian  Limestone,  The  fissure  contains,  besides  the  mineral,  Sulphate 
of  Baryta  in  abundance  and  of  very  good  quality.  From  careful  in- 
quiries I  learn  that  from  6,000  to  10,000  pounds  of  ore  have  been  raised 
from  these  mines  and  smelted  upon  a  temporary  log  furnace,  the  rem. 
nants  of  which  are  stilt  to  be  seen  near  the  diggings.  The  fissure  ex- 
hibited no  evidences  of  exhaustion  at  the  time  the  work  was  suspended. 
The  indications  appear  to  me  to  be  favorable  that  the  mines  may  be 
made  to  yield  largely  by  a  judicious  system  of  mining." 

''GuHTKA   DiGGIKGS 

Lie  a  short  distance  east  of  the  preceding,  near  the  base  of  the  hills. 
An  experimental  shaft  has  been  sunk  here  to  the  depth  of  20  feet 
through  sandy,  sub-crystalline  Magnesian  Limestone.  In  sinking  this 
shaft  small  quantities  of  Galena  were  found  all  the  way  down,  mingled 
with  Barytes,  which  occurs  in  massive  and  in  transparent  crystals. 
The  prospect  is  flattering  that  both  Lead  and  Barytes  will  be  found 
in  paying  quantities." 
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"HOOi'Elt   DiCOIKOS, 

T.  39,  K.  22  W.,  Sec.  2,  N.  E.  qr.  of  S.  W.  fir.,  Benton  county.  At 
this  place  a  shaft  has  been  excavated  to  the  depth  of  54  feet  in  the 
Second  Magnesian  Liinestoue  upon  a  Spar  vein  ("  glass-tiff,")  contain- 
ing carbonate  of  Copper  (azurite)  and  Sulphuret  of  Lead.  The  vein 
continued  downward  as  far  as  the  excavation  was  carried.  At  the 
time  of  my  visit  the  shaft  was  partially  filled  with  rubbish  so  that  I 
could  not  ascertain  the  true  character  of  the  vein,  but  the  surface  in- 
dications and  the  naaterial  thrown  out  show  that  the  'prospect'  is  a 
promising  one  and  worthy  of  further  exploration." 

"DnuR  Ckeek  Mikes, 
T.  39,  R.  20  W.,  Sec.  6,  E.  hf.  S.  E.  qr.,  Benton  county.  The  principal 
mining  for  Lead  has  been  done  in  a  ravine  at  the  base  of  a  ridge  200 
feet  high.  At  this  place  "i  shafts  have  been  sunk,  the  deepest  of 
which  is  25  feet.  From  these  shafts  Mr.  lioberfc  Nicholson  raised 
about  9,000  pounds  of  mineral.  The  ore  occurs  with  Earytes  in  masses 
embedded  in  sandy  Clay,  and  in  fissures  in  the  Magnesian  Limestone. 
Small  quantities  of  mineral  have  also  been  found  at  several  other  lo- 
calities npon  this  tract.  It  is  a  rich  Sulphuret  of  Lead  and  probably 
contains  a  small  per  centage  of  Silver.  Very  little  labor  has  been 
expended  in  developing  these  mines.  For  the  small  amount  of  work 
done  the  results  have  been  highly  satisfactory." 

"Cole  Cjjip  Kinb3,  ' 

T.  42,  K.  21  W.,  Sec.  32,  N.  E.  qr.  N.  E.  qr.,  Eenton  county.  The  prin- 
cipal workings  are  on  the  northern  declivity  of  a  hill,  a  few  feet  above 
its  base,  and  about  100  feet  below  its  summit.  The  first  discovery  of 
Lead  was  made  here  about  30  years  ago,  but  no  mining  was  carried 
on  until  about  the  year  1848,  when  Mr.  Glenn  purchased  the  property 
and  began  a  rude  system  of  mining  operations  upon  a  very  limited 
scale.  From  a  few  shallow  pits  sunk  in  the  Clay  he  obtained  consid- 
erable ore,  but  he  was  compelled  to  abandon  the  work  in  consequence 
of  too  great  an  influx  of  water,  no  precautions  having  been  taken  to 
secure  the  necessary  drainage.  During  the  year  1859  James  Atkin- 
son, becoming  possessor  of  the  mines,  resumed  operations  after  a 
somewhat  more  systematic  method.  The  work  of  reopening  the  mines 
was  entrusted  to  Edward  Stemmer,  who  has  had  considerable  experi- 
ence as  a  miner  in  the  Lead  regions  of  South-east  Missouri  and  the 
Hartz  mines  of  Germany.  Mr.  Stemmer,  assisted  by  his  son,  com- 
menced operations  by  cutting  a  channel  along  the  course  of  the.  min- 

G.8.-34. 
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eral  lode,  beginning  at  the  foot  of  the  hill  and  extending  it  in  a  direc- 
tion nearly  south  a  distance  of  70  feet.  The  depth  of  thia  channel  at 
its  southern  extremity  is  IS  feet ;  ita  width  ia  from  3  to  4  feet.  In  ex- 
cavating it  Mr.  Stemmer  encountered  several  mineral  caves  or  open- 
ings, one  of  which,  near  the  end  of  the  cut,  was  found  to  be  quite 
extensive,  and  gave  prospect  of  being  very  productive.  A  shaft  wae 
sunk  to  the  depth  of  35  feet,  with  a  view  of  reaching  this  opening, 
but  from  some  miscalculation  it  was  excavated  too  far  south  and 
failed  to  strike  it.  Considerable  mineral,  however,  was  taken  out  in 
sinking  this  shaft.  Mr.  Stemmer  also  states  that  near  the  end  of  the 
channel  he  encountered  an  east  and  west  lode  of  mineral  nearly  a 
foot  thick.  He  took  its  bearings  and  sunk  a  shaft  upon  it,  reaching 
the  lode  upon  striking  the  Magnesian  Limestone  strata.  It  was  fol- 
lowed only  a  few  feet  in  the  rock,  as  water  set  in  too  strongly  to  per- 
mit hira  to  proceed  further  without  employing  pumps.  Previous  to 
the  war  Mr.  Stemmer,  assisted  by  one  and  occasionally  two  hands, 
worked  two  seasons  in  these  mines,  during  the  fall  and  winter,  and 
raised  about  50,000  pounds  of  ore,  which  was  stored  in  a  mineral-house 
near  the  mines.  Most  of  this  mineral  was  obtained  in  cutting  the 
channel,  and  chiefly  from  the  eastern  wall." 

"CJKTBE    DiOOlSGS, 

T.  3S,  R.  21  W.  Sec.  18,  S.  W.  qr.  of  N.  E.  qr.,  Hickory  county,  near  the 
base  of  a  ridge  about  100  feet  high.  The  formation  here  is  soft  earthy, 
Magnesian  Limestone  (Cotton  rock,)  underlaid  by  thick-bedded,  light, 
earthy,  buff  Magnesian  Limestone.  A  shaft  has  been  sunk  to  the 
depth  of  15  feet  upon  a  small  vertical  vein  of  Galena,  about  half  of 
an  inch  thick,  and  bearing  nearly  east  and  west.  The  mineral  is  as- 
sociated with  Barytes.  Between  400  and  500  pounds  of  ore  have  been 
obtained  from  this  place." 

"Bahytbs  Diggings, 
T.  38,  K.  31  W.,  Sec  18,  N.  E.  qr.  of  8.  E.  qr..  Hickory  county,  upon  the 
eastern  declivity  of  a  low  ridge.  A  few  pounds  of  ore  have  ,been 
raised  from  a  Clay  fissure,  running  east  and  west  through  the  same 
strata  as  at  Carter's.  The  fissure  contains,  besides  the  mineral,  pure 
white  Barytes  in  considerable  quantity.  The  prospect  is  good  and 
worthy  of  more  thorough  exploration.  On  the  same  ridge,  south  of 
this  place,  a  good  deal  of  Barytes  occurs  with  mineral  disseminated." 

"  Stkakns'  Diggings, 
T.  38,  R.  21  W.,  Sec.  18,  S.  E.  qr.  of  S.  E.  qr.,  Hickory  county.    At  this 
place'a  shaft,  20  feet  in  depth,  has  been  sunk  upon  a  vein  of  Earytes) 
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cutting  through  a  mottled,  gray  Magneeian  Limestone,  and  bearing 
east  and  west.  The  opening  of  the  shaft  is  about  twenty  feet  above 
the  level  of  Galena  branch.  ITie  vein  contains,  besides  Galena,  Car- 
bonate and  Sulpburet  of  Copper,  and  Sulphurel  of  Zinc.  This  appears 
to  be  a  regular  vein.  According  to  Mr.  Stearns,  who  made  the  discov- 
ery, and  sunk  the  shaft,  the  thickness  of  the  vein  was  found  to  increase 
the  deeper  he  went.  The  prospect  here  is  certainly  very  promising 
and  I  believe  that  systematic  mining  will  develop  a  rich  deposit  of  ore 
at  this  point.  About  500  pounds  of  mineral  were  raised  in  excavating 
ihe  shaft." 

Dr.  Shumard  mentions  some  other  localities  in  this  district :  among 
these  the  "  Irish  Diggings,"  in  the  S.  E,  qr.  of  the  S.  W.  qr.  of  the  same 
section,  in  which  locality  he  expresses  great  confidence  ;  also  the 
■"Post  Oak  Diggings,"  one  mile  north-weat  of  the  Icisfi  Diggings. 

"Daniel's  Diggings, 

T.  38,  E.  23,  W.,  Sec.  13,  N.  E.  qr.,  Hickory  county.  These  Diggings 
occupy  the  north-weat  corner  of  the  tract,  near  the  summit  of  a  high 
ridge  of  Second  Magnesian  Limestone.  Two  shafts  have  been  sunk 
liere,  each  10  feet  deep,  from  which  some  mineral  has  been  raised- 
The  ore  occurs  in  a  fissure,  with  Barytes  as  a  gangue.  The  latter  is 
abundant,  and  the  embedded  mineral  is  sometimes  found  in  large 
pieces.  The  prospect  here  is  a  good  one.  Mineral  has  been  picked 
up  also  at  several  other  places  upon  this  tract,  and  Tiff  is  abundant  in 
masses,  scattered  over  the  surface,  and  in  veins  traversing  the  Magne- 
sian Limestone." 

"Brown  Diggings, 

T.  38,  R.  22,  Sec.  12,  S.  W.  qr.  of  8.  E.  qr.,  Hickory  county.  They  are 
located  on  the  eastern  Slope  of  a  low  ridge.  They  are  the  oldestLead 
mines  in  the  county.  They  were  opened  about  20  years  ago,  and  have 
afforded  several  thousand  pounds  of  mineral.  A  series  of  shafts,  vary- 
ing from  5  to  25  feet  in  depth,  extend  a  distance  of  about  100  yards 
along  the  spur  of  the  ridge,  and  from  all  of  them  more  or  less  mineral 
was  obtained.  The  mineral  is  a  pure  variety  of  Galena,  occurring  in 
cubical  masses,  some  of  them  of  large  size." 

Dr.  Shumard  also  mentions  briefly  the  "  Southard's  Diggings  "  in 
N.  bf.  of  S.  W.  qr.  of  Sec.  11,  in  the  same  township. 
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3,    LEAD  OEE  DEPOSITS  IN  (JAMDEN  COUNTY. 

The  Lead  district  of  Camdea  county  lied  south  and  east  of  Linn 
Creek,  the  county  seat,  and  several  Diggings  are  within  a  few  miles 
from  that  town,  where  an  air-furnace  for  smelting  the  Lead  ores, 
owned  by  Draper,  McCiurg  &  Co.,  is  in  operation  3  to  4  months  in 
every  year. 

The  furnace  is  of  the  same  construction  as  those  used  in  other 
places  in  the  State,  and  as  described  in  our  report  on  the  South-west- 
ern Lead  Region.  It  is  charged  with  1500  pounds  of  clean  Galena, 
which  is  smelted  in  about  10  hours,  yielding  1050  pounds  of  good  pig 
Lead  in  the  average.  This  is  70  per  cent. ;  weight  of  pigs  about  85 
pounds.  Nearly  one  cord  of  Oak-wood,  also  Hackberry,  Ash  or  Maple, 
is  used  for  each  charge-  One  smelter  and  one  helper  are  employed 
in  the  work.  The  furnace  was  started  in  the  middle  of  October,  1871, 
and  produced,  until  May,  1873,  in  all  1895  pigs.  The  Lead  is  shipped 
by  boat  to  the  mouth  of  the  Osage,  and  thence  to  St.  Louis  by  boat  or 
by  rail- 

The  hills  near  the  upper  part  of  the  town  of  Linn  Creek  show  the 
following  successions  of  rocks,  beginning  from  above: 

No.  1.  10  to  30  feet  conglomeratic  Chert  bed,  with  porous,  cherty  Cement, 
reddish,  paasing  into  massive  Chert,  orin  places  Into  reddish-brown 
Sandatoue, 

No,  3.  30  to  40  feet  yeiiowish,  rather  soil  Limestone,  thinly  bedded,  some- 
times shaly,  sandy  in  the  upper  layers. 

No.  S.    3  to  4  feet  iayep  of  solid,  glassy  Chert, 

No.  4.  80  to  80  feet,  to  the  foot  of  the  hili,  bluish,  cry s tali iue,  thi^k-bedded 
Ma^nes 


About  one  mile  east  of  this  locality  are  the  Ferry  Diggings. 

Feeey  Dioqi^-qs, 

T.  38,  E.  16  W.,S6e.  5,  N.  W.  qr.,  and  See.  6,  N.  E.  qr.,  owned  by  Mr.  Pat- 
terson, The  hills  at  these  Diggings  show  about  the  following  Geolo- 
gical Section :  ( 

No.  1.    1  to  3  foet  Soii. 

No.  2.    10  to  80  feet  loose,  red  Ciay  and  brokeu  Cliert,  witii  loose  Galena  and 

sometimes  Limonit*. 
No.  3.    50  feet  alternate  layers  of  Second  SandBtone,  gray  and  porous,  witii 

beds,  several  feet  thick,  of  solid  Chert. 
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No.  4.  20  feet  white,  ealoareons  Sandstone,  with  broken  Chert  and  Chert-con- 
glomerate. 

No.  6.  150  feet  Third  Magpneaian  Limestone,  gray,  crystalline,  inclosing  some 
Chert  concretions. 

The  Galena  is  found  loose  in  the  red  Clay,  sometimes  irregularly- 
disseminated,  sometimes  in  more  or  less  extensive  accumulafciona. 

MuEPHY  Diggings, 

T.  39,  R.  17  W., Sec. 36, owned  by  McClurg,  Murphy  &Co.  The  Galena 
occurs  here  in  the  same  manner  as  in  the  Ferry  Diggings.  The  layers 
of  red  Clay  and  broken  Chert  is  in  places  over  50  feet  thicic,  and 
seems  to  directly  overlie  the  Limestone.  Slabs  of  pure  Galena,  -J  to 
1  inch  thick,  are  often  found  between  the  Clay  and  the  Limestone.  In 
■some  places  these  slabs  or  fragments  of  Galena  seams  are  accumul- 
ated and  piled  up  in  considerable  quantity.  Very  thin  seams  of  Ga- 
lena are  occasionally  seen  to  penetrate  into  the  solid  Limestone. 

TnOHAS  UiGarsGS, 

T.  39,  R.  16  W.,  Sec.  31,  leased  from  Mr.  Thomas  by  McOlurg  &  Co. 
Large  quantities  of  loose  Galena,  with  some  Barytes,  are  found  in  the 
red  Clay,  mixed  with  broken  Chert,  in  a  depression,  near  a  small  ra- 
vine. The  Galena  has  the  form  of  broken  seams,  yet  occurs  some- 
times in  pieces  ^  to  1  foot  in  diameter.  The  pieces  lie  mostly  in  rows 
or  "  runs  "  on  the  sandy  surface  or  along  the  sandy  walla  of  the  Lime- 
stone, Ledges  or  slabs  of  Heavy  Spar  with  Galena  are  sometimes 
found  in  an  upright  position,  between  a  Limestone  wall  and  the  red 
Clay.  Specks  of  Galena  are  often  seen  in  the  Limestone,  as  well  as 
seams,  ^  to  ^  inch  thick. 

Calcite  has  rarely  been  found;  Cerussite  and  Zinc  ores  never. 
The  total  production  of  these  Diggings  had  reached  40,000  pounds 
at  the  time  of  my  visit. 

.  Anderson  Diggings, 

S.  E.  qr.  Of  S.W.  qr.  Sec.  35,  .T.  39,  R.  16  W.  Owned  by  Mr.  Ben- 
der and  leased  by  Mr,  Anderson.  Situated  6  miles  east  of  Linn 
Creek. 

The  Galena  is  there  deposited  at  a  depth  of  a  few  feet  only  below 
the  surface,  in  a  layer  in  part  of  spongy,  in  part  finely  broken,  white, 
fossiliferous  Chert,  cemented  by  seama  of  Galena  into  a  conglomer- 
atic mass.  This  layer  is  from  6  inches  to  2  feet  thick>  and  lies  about 
horizontally  above  the  irregular  surface  of  the  Limestone,  the  upper 
part  of  which  is  softened  and  disintegrated  into  a  sandy-like  grit. 
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The  Lead-beating  Chett  layers  are,  however,  in  most  places,  sepa- 
rated from  the  Limestone  bya  red  or  brown  Clay  or  loam,  which  fills- 
the  cavities  on  the  surface  of  the  Limestone,  and  varies  from  nothing 
to  several  feet  in  thickness. 

The  Galena  is  so  intimately  mixed  with  the  Chert,  that  the  ore 
has  to  be  crushed  and  washed,  which  is  done  near  the  smelting  fur- 
nace at  Linn  Creek. 

Biiuis  Diggings, 

S.  E.  qr.  Sec.  27,T.  39,  E.  16  W.  Owned  by  the  heirs  of  John  An- 
derson ;  leased  by  McClurg  &  Co. 

These  Diggings  are  situated  on  a  very  steep  western  slope,  in 
which  the  Limestone  crops  out  in  places,  containing  fine  seams  of  Ga- 
lena. 

The  digging  is  done  in  red  and  brown  Clay,  which  is  spread  over 
the  whole  slope,  and  which  contains  float  Galena  in  broken  chunks 
and  slabs,  principally  along  the  Limestone  wall  and  in  cavities  in  the 
Limestone.    It  is  associated  with  a  grainy  Barytes. 

The  Limestone  is  altered,  and  sandy  externally. 

Dayton    Williams'  Diggings, 

N.  iW.  qr.  Sec.  34,  T.  39,  E.  16  W.  Owned  by  Dayton  Williams 
and  leased  by  McClurg  tfe  Co, 

These  Diggings  are  of  the  same  character  as  the  former.  They 
are  situated  at  the  foot  of  the  eastern  slope  of  a  hill,  opposite  to  and 
a  short  distance  from  the  Biuin  Diggings. 

Both  these  Diggings  are  worked,  and  are  said  to  yield  hand- 
somely. 

PiELUiNG  Clark  DiG«iNGa, 

Sec.  33,  T.  37,  R.  16  W.,  one  mile  west  of  Decaturville,  near  the 
southern  line  of  the  county. 

Some  flne-grained  Galena  had  been  dug  from  a  shaft,  some  years 
ago.  This  Galena  is  intimately  mixed  with  a  dark  gray,  calcareous 
Clay,  and  has  a  diiFerent  appearance  and  darker  color  than  the  Ga- 
lena from  the  other  Diggings. 

This  locality  has  not  yet  been  tested  sufficiently,  and  is  not  worked 
at  present. 

4.  ^LEAD  OKE  DEPOSITS  IN  MORGAN  COUmT. 

Morgan  county  comprises  the  most  developed  Lead  district  in  the 
Central  region.      The   mining   operations   are  rapidly  increasing  in 
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number,  and  have  been  carried  oq  within  the  last  two  years,  with 
rising  success. 

The  production  of  Morgan  county  from  July  1  to  December,  1873, 
exceeded  one  million  pounds  of  Galena,  80  to  100  miners,  on  an  aver- 
age, being  employed  during  this  period. 

The  miners  generally  pay  10  per  cent,  of  the  ore  as  a  royalty,  to 
the  land  owner,  and  sell  the  ore  to  the  highest  bidder. 

The  Galena  is  all  smelted  in  the  county,  and  is  sufficient  in  quan- 
tity to  occupy  seven  smelting  furnaces  during  a  considerable  portion 
of  the  year.    These  seven  furnaces  are  the  following ; 

1.  Ci.auk'b  Am  Fij'uxACE, 

N.  E.  qr.  S.  W.  qr.  Sec.  21,  T.  42,  K.  18  W.  On  Coirin  Spring  Creek. 
Built  in  1S67.  Owned  by  J.  P.  Clark,  of  Versailles.  Galena  smelted 
during  the  year  1873,  500,000  pounds. 

2.  Bond's  Aie  Fdenace, 

S.  E.  qr.  N.  E.  qr.  of  Sec.  16,  T.40,  R.  17  W.    Built  in  1867.    Owned 
by  T.  S,  Bond  and  his  two  sons. .  Leased  by  Wangelin,  Bradbury  &  Co., 
of  Jefferson  City.     Brand  of  pigs  :  "  Gravois." 
This  furnace  has  the  following  dimensions : 

Length  of  Are  chamber  b  (  et 
"Width  and  height  Ol  file  chamber  fe  t 

Pire  bridge  above  grate  Ij  to  H  I  et. 

Interior  length  of  he  rth  b  f  et 

Greatest  width  of  h  arti  "  f  et  8  inches. 

The  hearth  tapers  in  both  directions,  and  is  only  1|-  feet  wide  near 
the  doors.  The  fall  of  the  hearth  from  the  chimney  to  the  discharge 
door  is  18  inches. 

This  furnace  smelts  3  charges,  or  3,600  pounds  of  Galena  in  34 
hours. 

Three-fourths  of  a  cord  of  wood  is  used  on  1,000  pounds  of  Galena. 

Daily  smelting  expenses,  about  $i,  the  yield  varying  from  70  to 
75  per  cent,  of  metallic  lead,  from  well-cleaned  Galena — 73  per  cent, 
being  the  average. 

The  furnace  has  been  running,  so  far,  about  three  months  in  every 
year. 

ii,    Wyant  Spuing  Air  Furnace, 

S.  E.  qr.  N.  W.  qr.  Sec.  32,  T.  42,  R.  17  W.  Built  in  1873.  Owned  by 
the   Wyant  Spring  Lead  Company  (T.  M.  Avery  &  Co.  of  Chicago). 
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Kuns  during  about  two  weeks  in  every  month,  smelting  all  the  Ga- 
leDa  from  the  company's  own  Diggings,  as  well  as  some  that  ia 
bought  from  other  parties. 

4.  IIaNDLIN   AlE  FURKACB, 

West  hf.  Sec.  9,  T.  43,  K  17  W.,  near  the  New  Granby  Diggings.  Built 
in  1873,      Owned  by  the  Jackson  County  Mining  Company. 

5.  BujTaLO  Am  Fursack, 

Sec.  1,  T.  41,  E.  19  W.,  near  the  Buffalo  Diggings.  Built  during  the 
winter  of  1873-74,  Owned  by  the  Buffalo  Mining  Company,  of  Ver- 
sailles. Brand  of  pigs:  the  image  of  a  buffalo.  Weight  of  pigs  about 
S3  pounds.  Smelts  the  Galena  from  the  Buffalo,  and  from  the  adja- 
cent Johnson  Diggings. 

().    Ottervillb  Air  Ftjbnacf,, 

Sec.  21,  T.  45,  E,  19  W.,  near  the  Oorday  Diggings.  Owned  by  the  Ot- 
terville  Smelting  Company.  Built  during  the  winter  of  1873-74. 
Brand  of  pigs:  "Otterville  Co."  Total  amount  of  ore  smelted  up  to 
June,  1874,  about  35,000  pounds  of  Galena,  obtained  from  the  various 
Diggings  on  Flat  Creek. 

7.    O'Bbikk's  Scotch  Health, 

Sec.  17,  T.  41,  R.  17  W.  Very  old  and  old-fashioned  Scotch  hearth, 
with  bellows  moved  by  water-power.  Smelts  the  Galena  from  the 
O'Brien  and  other  adjacent  Diggings. 

GALENA. 

All  the  Galena  so  far  found  in  Morgan  county,  occurs  in  the  Lower 
Silurian  Limestone,  especially  in  the  lower  part  of  the  so-called  Sec- 
ond, and  in  the  Third  Magnesian  Limestones. 

The  former  rock  prevails  in  the  mining  districts  of  the  northern 
and  central,  the  latter  in  those  of  the  southern  portions  of  the  county- 
Mr.  F.  B.  Meek  furnished,  several  years  ago,  a  careful  report  on 
the  Lead  district  of  Morgan  county,  which  may  be  read  in  the  "Re- 
ports on  the  Geological  Survey  of  Missouri,  1855-71,"  published  in 
1873,  on  pages  152  to  155.  Since  that  report  was  written,  many  new 
ajid  valuable  depbsits  have  been  discovered  in  the  county,  as  will  be 
seen  from  the  following  descriptions : 
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T.  40,  R.  17  W.,  See.  -20,  W.  half  of  N.  E.  qr.  and  E.  half  of  N.  W.  qr. 
Owned  and  worked  by  Johnson  &  Davidson.  These  Diggings  are  at 
present  carried  on  on  a  south-east  ilat  slope,  the  surface  of  which  is 
covered  with  clayish  Soil  and  much  broken  Chert.  The  Galena  is 
mostly  found  at  a  depth  of  from  6  to  10  feet,  lying  loose  in  the  Clay. 
It  extends  several  hundred  feet  along  the  slope.  One  shaft  was  car- 
ried down  to  a  depth  of  40  feet,  and  passed  through  Soil,  6  to  8  feet  of 
Clay  with  broken  Chert  and  loose  Galena,  30  feet  Limestone,  some- 
what cherty,  partly  fissured,  partly  solid.  They  finally  drilled  18  feet 
■deeper  irom  the  bottom  of  the  shaft  without  reaching  a  change  of 
rock.  The  upper  part  of  the  Limestone  was  altered  and  softened,  with 
cavities  and  horizontal  fissures  lined  with  small  crystals  of  Dolomite 
or  of  dolomitic  Oalcite.  It  was  also  broken  in  all  directions  by  larger 
fissures  containing  in  places  streaks  of  Galena.  The  iast  7  feet  of 
rock  in  the  shaft  were  solid  and  hard,  granular  to  sub-oolitic,  unstrati- 
fied,  and  contained  no  Galena.  The  Diggings  have  been  worked  inter- 
ruptedly by  two  to  four  men  for  nearly  three  years.  Mr.  Johnson  gives 
the  total  production  at  about  15,000  pounds,  but  I  heard  from  other 
reliable  sources  that  it  has  been  considerably  larger.  The  Galena  ia 
smelted  at  Bond's  furnace. 

Bond   DiaaiNGK, 

T.  40,  R.  17  W.,  Sec.  9,  S.  W.  qr.  of  S.  W.  qr.,  and  Sec.  16,  S.  E.  qr.  of  N. 
E.  qr.  Owned  by  T.  J.  Bond  and  his  two  sons,  H.  P.  and  W.  I.  Bond.; 
at  present  leased  by  Wangelin,  Bradbury  &  Co.,  of  Jefferson  City.  The 
Diggings  are  situated  on  two  separate  hills,  on  both  sides  of  a  branch 
of  Milk  Creek.  In  both  places,  the  principal  portion  of  the  Galena 
is  found  loose  in  the  red  Clay,  occasionally  associated  with  Barytes. 
It  is  frequently  found  in  loose  sheets  in  part  standing  upright,  the 
heaviest  part  downward,  and  extends  in  several  parallel,  nearly 
straight  lines  over  distances  of  100  to  300  feet.  The  direction  of  the 
deposit  is  about  N.  W.  to  S.  E.  The  galeniferous  Clay  is  6  to  8  feet 
thick,  and  in  several  places  vesical  seams  and  horizonlal  sheets  are 
found  running  into  the  solid  Limestone,  yet  hardly  ever  thick  enough 
to  be  worked  with  profit.  In  the  the  western  Diggings,  a  shaft  was 
*being  sunk  at  the  time  of  my  visit,  near  the  summit  of  a  spur  of  the 
hill.     It  had  then  penetrated  through  : 
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No.  1.  S  feet  Soil  and  red  Clay. 

No.  2.  15  feet  porous,  altered  and  fissured  Magnesian  Limestone. 

No.  3.  15  feet  solid,  chei'ty  Magnesian  Limestone. 

So.  4.  m  feet  soft,  altereil  and  fissured  JIagnesiau  Limestone  with  irregular 

Zinc  Blende  occurs  but  rarely  in  the  Bond  Diggings.  Caleite  is. 
in  some  places  in  Sec.  16  quite  common.  Barytes  is  found  sometimes 
with  the  Galena,  sometimes  without  it. 

There  are  now  20  miners  at  work.  The  total  production  of  the 
Diggings  during  five  years  amounted  to  8(X),000  pounds  of  Galena- 
About  10,000  pounds  were  raised  per  month  during  the  year  1873.  All 
the  Galena  is  smelted  in  Bond's  air  furnace,  which  ie  situated  in  Sec. 
16,  close  to  the  Diggings,  and  which  has  been  described  above. 

jAKUAiiY  Diggings, 

T.  40,  E.  17  W.,  Sec.  11,  E.  half  N.  E.  qr.  Owned  by  the  January  heir» 
and  Spurlocfc.  Not  worked  at  present.  The  amount  of  Galena  taken 
out  by  miners  since  1868  is  estimated  at  60,000  pounds. 

GnASJiY  CoiirANv'a  Diogimgs, 

T.  41,  R.  16  W.,  Sec.  30,  W.  half.  Owned  by  the  Granby  Mining  and 
Smelting  Company.  This  locality  was  worked  15  years  ago,  and  is 
marked  as  Lead  laud  on  Mr.  F.  B.  Meek's  Geological  Map  of  Morgan 
county.  It  is  now  being  opened  again  by  Hon.  G.  Stover  of  Ver- 
sailles. 

LowBit  Indian  Creek  Diggings, 

T.  41,  K.  17  W.,  Sec.  28,  N.  E.  qr.  Owned  by  H.  P.  Bond  of  Bond's. 
Mines.  These  Diggings  extend  about  600  feet  along  a  small  ravine  on 
Indian  Creek,  in  an  east  and  west  direction.  Tliey  are  right  in  the 
water  run  and  the  water  causes  much  trouble  to  the  miners.  Loose 
Galena  is  found  in  red  Olay,  either  above  the  sandy,  soft  Limestone,  or 
in  irregular  openings  and  under  a  "cap"  or  roof  consisting  of  bluish 
Chert  between  soft,  yellow,  thinly  stratified  to  shaly  Limestone.  The 
Limestones  are  full  of  Dendrites  near  the  deposit.  The  work  was 
carried  on  with  long  interruptions  for  three  years,  and  has  been  taken 
up  again  lately.  Several  shafts  had  to  be  abandoned  on  account  of_ 
the  inability  of  the  miners  to  remove  the  water.  The  production  was 
never  very  large,  yet  amounted  to  several  thousand  pounds  of  Galena 
during  the  year  1873. 
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Doi'n  DiOQIKGS, 


T.41,  E.  16  W.,  Sec.  18,  W.  half  of  E.  half,  near  Sidebottom's  farm  on 
Indian  Greek.  Owned  by  Th.  V.  Jones,  of  St.  Louis  ;  leased  by  Doph. 
A  very  good  description  of  this  locality  is  given  in  Mr.  F.  B.  Meek's 
Geological  Eeport  on  Morgan  county,  published  by  the  Missouri  Geo- 
logical Survey  in  1873,  on  page  154  of  the  small  volume.  In  the  pres- 
ent stage  of  development,  this  deposit,  represents  a  vein,  striking 
north-west  to  south-east,  of  galeniferous  Barytes,  in  the  Magnesian 
Limestone.  The  Barytes  is  frequently  banded,  and  incloses  fragments 
of  softened  Limestone  with  crystals  of  Galena  adhering  to  them.  The 
vein,  which  can  be  traced  across  depressions  and  ridges  for  about  a 
quarter  of  a  mile,  was  followed  to  a  depth  of  nearly  70  feet  without  ■ 
altering  either  its  character  or  its  thickness  of  3  to  12  inches.  But 
the  wall-rocfc  grew  harder  with  the  depth,  and  the  amount  of  Galena 
raised  was  not  suflcient  to  pay  for  the  work.  The  work  is  at  present 
suspended,  but  will,  I  am  informed,  be  resumed  soon.  This  would  be 
undoubtedly  a  proper  place  to  attempt  a  practical  solution  of  the 
question  whether  the  Central  Missouri  Lead  deposits  belong  exclu- 
sively to  these  geological  strata  which  lie  at  present  near  the  surface 
of  the  ground,  or  whether  they  are  in  places  connected  with  lead- 
bearing  strata  which  lie  deeper. 

Ma  DOLE  Diggings, 

T.  41,  R.  16  W.,  Sec.  8,  S.  W.  qr.  of  N.  W.  qr.,  close  to  Indian  Creek. 
Owned  by  Hiram  Madole,  Jr. ;  leased  by  George  H,  Stover  &  Co.  The 
General  Section  of  these  Diggings  is  represented  by  Fig.  a.  It  con- 
sists of: 

No.  I,    2  to  4  feet  ciietty  Soil, 

No.  2.    8  to  40  feet  Clay  with  loose  Chert. 

No.  3,    0  to  6  feet  Cliert  slato  or  loose  fissured  Cheit  layers. 

No.  4.    3  to  30  feet  "  Sand  boulders  " — loose,  broken  masses  of  soft,  sandy 

Limestone. 
No.  5.    ?  feet  solid  Magnesian  Limestone,  containing  near  tbe  soutii  end  of  the 

Diggings  a  horizontal  cave  about  5  feet  high  aad  0  feet  wide. 

The  bottom  of  this  cave  is  not  Limestone  but  Clay,  and  has  never 
been  investigated.  The  cave  has  been  struck  40  feet  below  the  sur- 
face in  a  shaft,  and  extends  from  this  shaft  eastward  over  a  distance 
of  about  150  feet,  when  it  touches  the  surface  of  the  hiH-alope  near 
the  creek.    It  is  connected,  near  the  shaft  mentioned,  with  an  opening 
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in  the  rock  filled  with  Olay  and  Galena,  and  rimning  nearly  at  a  right 
angles  to  the  cave  and  parallel  to  the  ridge.  This  cave  is  evidently  an 
old  water  outlet  from  the  Galena  deposit. 

It  will  be  noticed  in  the  above  sketch  that  there  are  two  depree- 
sions  in  the  profile  oi  the  slope.  These  extend  nearly  800  feet  along 
the  elope  from  S,  E.  to  N.  W,  On  these  depressions,  sometimes  called 
"  breaks,"  two  parallel  rows  of  shafts  have  been  sunk,  most  of  which 
struck  loose  Galena  in  considerable  quantities,  partly  in  irregular 
streaks  in  the  upper  Clay,  partly  below  the  Ohert  slabs  and  between 
the  softened  Limestone  masses  down  to  the  irregular  and  mashed  sur- 
face of  the  Limestone.  The  Galena  varies  from  pea  to  flst-size,  is 
frequently  rounded  off  and  coated  and  associated  with  red  Olay.  It 
also  occurs  in  large  loose  sheets.  No  Barytes  has  been  found  except 
some  loose  rounded  pieces  in  the  cave.  The  softened  Limestone 
masses,  "  Sand  Boulders,"  are  more  or  less  rounded  off  and  vary  gen- 
erally from  flet  to  head-size,  but  reach  sometimes  a  diameter  of  4feet. 
These  diggings  were  worked  four  years  ago,  and  after  a  long  interrup- 
tion the  work  was  resumed  in  January,  1874,  at  iirst  with  two  men 
until  May  1st,  when  the  number  was  increased  to  i.  From  January 
to  the  middle  of  May  most  of  the  work  was  expended  in  opening  and 
sinking  shafts.  About  14,000  pounds  of  Galena  were  taken  out  during 
this  period.  The  total  production  of  these  diggings  is  estimated  at 
300,000  pounds,  most  of  which  was  found  at  a  shallow  depth  in  the 
red  Clay. 

Kblsey  Diggings, 

T.  41,  R.  16  W.,  Sec.  5,  S.  E.  qr.  of  S:  E.  qr.,  one  mile  north  of  the  Ma- 
dole  Diggings — owned  by  Kelsey's  heirs  and  leased  by  Estell.  The 
deposit  is  not  worked  now.  The  Galena  is  said  to  exist  in  seams  and 
sheets  in  the  Limestone  and  without  Barytes.  Total  production  about 
8,000  pounds. 

Stkong  Diggings, 

T.  42,  E.  16  W.,  See.  27,  N.  W.  qr.  N.  W.  qr.,  on  a  branch  of  Upper  In- 
dian Creek,  near  the  edge  of  the  prairie ;  partlyon  Strong's  and  partly 
on  Enrch's  land.  The  latter  portion  is  leased  to  Jones,  of  Indepen- 
,  dence,  who  raised,  I  am  told,  4,000  to  5,0!X)  pounds  of  Galena  in  Jan- 
uary, 1874,  from  the  red  Olay. 

O'Brien  Diggings, 

T.  41,  E.  17  W.,  Sec.  17,  N.  hf.  of  S.  W.  qr.,  and  T.  41,  R.  18  W.,  Sec.  24, 
E.  hf.  N.  E.  qr.  Shallow  Olay  diggings — yielded  largely  in  summer  ot 
1873.    The  Galena  is  smelted  at  the  place  in  O'Brien's  Scotch  hearth. 
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BliUSHY  DifiGIS 


T.  41,  R.  18  W,,  Sec.  12,  S.  E.  qr.,  near  center.  The  land  is  owned  partly 
by  Allen  and  partly  by  Fair  and.  leased  by  the  Morgan  County  Min- 
ing Company. 

The  diggings  are  on  an  eastern  slope,  and  the  main  streak  of  ore. 
eeemsto  run  N.  E.  S.  W,  The  Galena  is  found  loose  in  the  red  Clay, 
At  a  depth  of  from  20  to  40  feet  broken  masses  of  pretty  hard  Lime- 
stone were  struck,  with  some  Chert,  mixed  with  rounded  pieces  of 
Barytes  and  some  Galena.  The  slope  is  TO  to  80  feet  high,  and  shows 
a  distinct  "  break  "  near  the  middle  of  its  height. 

The  total  production  of  these  and  the  following  Gray  Horse  Dig- 
gings together,  is  estimated  at  over  200,000  pounds  of  Galena.  The 
diggings  are  being  worked  with  interruptions  and  were  so  for  several 
years  past. 

Gka-Y  Hokse  D1GQISG3, 

T.  41,  K.  18  W.,  Sec  13,  N.  E.  qr.,  N.  W,  qr.,  on  widow  Allen's  land,  on 
the  west  slope  of  the  same  ridge,  on  whose  east  slope  the  Brushy  Dig- 
gings are  situated.  The  Galena  is  found  loose  in  red  Clay  on  the  sur- 
face of  the  Limestone,  in  many  places  only  10  feet  below  the  surface 
of  the  ground.  Loose  pieces  of  Barytes  are  met  wifh  occasionaliy. 
The  diggings  extend  along  the  slope  in  a  north-east  direction  and  also 
along  a  steep  ravine,  striking  eastward.  Worked  irregularly  for  the 
past  3  years  with  4  to  6  men.  Total  production  of  these  and  the 
Brushy  Diggings  together,  about  200,000  pounds  of  Galena. 

New  Joplin  Digoisgs, 

T.  41,  K.  18  W.,  Sec.  13,  S.  E.  qr.  of  N.  W.  qr.;  owned  in  part  by  Taylor 
of  Joplin,  in  part  by  the  Granby  Mining  and.  Smelting  Company  and 
J.  H.  Stover.  Worked  in  1872  and  much  Galena  is  said  to  have  been 
taken  out  by  the  miners.  It  is  expected  that  work  will  be  resumed 
this  year. 

C^i-DWELL  Diggings, 

T.  41,  R.  18  W.,  Sec.  14,  N.  E.  qr.  of  N.  E.  qr.,  a  half  mile  from  the 
Brushy  Diggings,  near  Caldwell's  farm.  Owned  by  the  Central  Mis- 
souri Lead  Company  (T.  M.  Avery  &  Co.  of  Chicago).  A  shaft  was 
sunk  nearly  100  feet  in  depth,  on  a  south-east  spur  of  a  high  ridge, 
about  80  feet  above  the  Brushy  Creek.  There  being  no  work  done  at  . 
present  I  could  not  get  into  this  shaft.  The  mining  superintendent  of 
the  mining  company  says  the  shaft  passed  through  40  feet  red  and  yel- 
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low  day  with  loose  pieces  of  Barytes  and  with  much  float  Galena. 
Fifty-five  feet  large  sandy  boulders  with  white  dense  Barytes,  broken, 
and  some  Galena.  Below  thie,  yellow,  sandy  Clay,  with  loose  Barytes 
and  some  Galena  and  some  water. 

Clark,  Libby  and  others  mined  about  80,000  pounds  of  Galena  out 
.  of  the  upper  40  feet  of  Clay  three  years  ago. 

Blow  DiaciNGK, 

T.  41,  E.  ]8  W.,  Sec.  3:},  S.  W.  qr.;  owned  by  the  Granby  Mining  and 
Smelting  Company.  A  few  shallow  trial  shafts  were  sunk  here  and 
some  Galena  obtained. 


T.  il,  R.  IS  W.,  Sec.  13,  N.  W.  qr.  S.  W.  qr.;  owned  by  Judge  Rice. 
Production  of  1873  estimated  at  30,000  pounds  of  Galena. 

PaocTOB  Diggings, 

T.  41,  E.  18  W.,  Sec.  29,  N.  W.  qr.  and  Sec.  30.  Indications  of  Galena 
in  the  Limestone  on  the  land  of  J.  N.  Hit,  on  the  Upper  Proctor 
Creek.     No  regular  mining  has  been  done  there  as  yet. 

Wilson  Diggings, 

T.  41,  R.  19  W.,  Sec.  12,  W.  hf  S.  E.  qr.;  owned  by  William  P.  Wilson, 
of  St.  Louis.  Old  diggings  reopened  in  the  fall  of  1873.  Seams  of 
Galena  in  Chert  and  in  Limestone. 

Buffalo  Diggings, 

T.  41,  -R.  19  W.,  Sec.  1,  S.  E.  qr.  of  N.  W.  qr.,  near  the  head  of  Bulfalo 
Creek;  owned  by  the  Buffalo  Mining  Company  {Stover,  Walker  & 
Clark,  of  Versailles).  On  a  north-west  slope  of  a  ridge,  a  few  hundred 
feet  from  the  creek,  two  shafts  were  sunk  in  September,  1873,  about 
30  feet  apart,  both  of  vi-hich  struck  a  deposit  of  Galena  which  must 
be  considered  one  of  the  richest  so  far  discovered  in  the  county.  One 
of  these  shafts  struck  the  Galena  immediately  below  the  soil,  the 
other  passed  through  a  few  feet  of  Clay  and  of  disintegrated  sandy 
Limestone.  The  latter  rock  is  here  the  Lead-bearing  rock,  and  un- 
doubtedly before  its  disintegration  reached  a  very  high  degree,  con- 
tained a  rich  net-work  of  thick  Galena  seams  without  any  Barytes.  At 
present  we  find  the  Limestone  broken  and  soft,  the  seams  and  irregular 
masses  of  Galena  broken  and  piled  up  above  each  other,  the  inter- 
stices being  filled  with  a  sandy  mass  consisting  of  loose  crystalline 
grains  of  Magnesian  Limestone. 
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The. main  portion  of  this  deposit  seems  to  be  circular  or  elliptic  in 
its  outline,  as  far  as  can  be  judged  from  the  present  development, 
with  a  diameter  of  about  30  feet.  Within  these  limits  the  Galena 
forms  from  10  to  20  per  cent,  of  the  whole  mass.  But  branches  of  the 
deposit  reach  much'further  out;  one  such  having  been  struck  by  a 
shaft  about  80  feet  distant,  a.nd  farther  up  on  the  Slope.  The  main 
deposit  has  been  excavated  by  a  large  shaft,  16  feet  wide  in  both  direc- 
tions, to  a  depth  of  50  feet,  at  which  depth  the  deposit  becomes  rather 
I'fess  rich  in  Galena.  An  open  mining  cut  is  now  being  made  into  the 
hill-slope.  Streaks  of  red  "  tallow  "  Clay,  and  occasionally  Chert  con- 
<;retions  are  met  with  in  the  deposit. 

The  shaft  above  mentioned,  which  was  sunk  further  up  the  hill- 
slope,  at  about  80  feet  distance,  shows  the  following  Section : 

No,  1.    3  feet  Soil,  with  aome  slifbs  of  red  Sandstone,  and  with  much  coarsely 

broken  Chert, 
No,  a.    SOfoetred  "tallowClay,"  with  Chert  fragments  and  some  float  Gfi- 

No.  3.    10  feet  disintegrated  and  sandy  hut  not  much  broken  Limestone. 

No.  'L  10  feet  large,  broken  masses,  3  to  6  feet  in  diameter,  of  the  same  rock-, 
("  Sand-boulders,")  with  thick,  broken  seams  of  Galena,  running 
in  a  north-western  direction  toward  the  main  deposit. 

Some  trial-shafts,  sunk  100  to  150  feet  north-east  of  the  main  shaft, 
and  from  10  to  20  feet  deep,  struck  a  little  Clay  and  then  "  Sand-boul- 
ders," without  BO  far  reaching  any  Lead  ore.  The  Johnson  Diggings, 
to  be  described  hereafter,  have  struck  a  good  deposit , on  the  same 
slope,  about  700  feet  eouth-eaat  of  the  Buffalo  mine,  which  fact  gives 
an  indication  that^the  Buffalo  deposit  might  extend  in '  that  direction. 
The  Buffalo  Diggings  have  been  worked  with  an  average  of  6  men 
since  September  1, 1873,  and  had  produced  190,000  pounds  of  Galena 
on  May  1,1874.  The  Buffalo  air-furnace,  erected  near  the  Diggings, 
smelts  the  ore, 

Johns  ox  Dicgcncs, 

T.  41,  R,  19  W.,  Sec.  1,  on  the  same  tract  of  land  as  the  Buffalo  Dig- 
gings, about  700  feet  south-east  of  the  latter,  on  the  same  slope  of  the 
hill,  are  worked  by  Laridy  &  Johnson. 

The  shafts  passed  through  Soil,  10  to  15  feet  red  Clay,  5  to  10  feet 
disintegrated  and  fissured  Limestone,  10  feet  "Sand-boulders,"  with 
imueh  Galena,  of  similar  appearance  and  occurrence  as  that  of  the 
Buffalo  mine.  The  work  began  in  October,  1873,  and  was  carried  on 
rather  irregularly  with  3  men.  The  production,  on  May  1, 1874,  had 
exceeded  30,000  pounds  of  Galena. 
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Potter  No.  2  Dicfiiso; 


T.  i2,  K  18  W.,  Sec.  31  N.  W.  qr.,  owned  by  Prof.  W.  B.  Potter,  of  St. 
Louis,  and  Alexander  Leonhard,  Four  shafts  were  sunk  near  a  ravine, 
in  Clay,  with  loose  Galena  and  Chert  fragments;  also  Earytes  and 
Calcite.  la  places  finely  broken  Chert  is  found  cemented  by  hardened 
Clay  and  by  Galena,  forming  a  Conglomerate,  which  also  occurs  in  the 
Clay. 

Work  began  here  in  December,  1873.  Production,  until  April, 
1874,  5000  poupds  of  Galena. 

Wolf-Den  UiaGisGs, 

T.  43,  R  18  W.,  Sec.  30,  S.  W.  qr.  of  N."  W.  qr.,  owned  by  widow  Mc- 
Ghea.  float  Galena  in  red  Clay.  Also  seams  in  the  Limestone.  Has 
not  been,  as  yet,  very  productive. 

Ferguson  Diggings, 

T.  42,  K.  18  AV.,  Sec.  28,  S.  W.  qr.,  on  Crow  branch  of  Gravois  Creek, 
owned  by  Prof.  W.  B.  Potter,  of  St.  Louis,  and  others.  I  owe  the  sketch 
Fig.  B,  and  the  foUowing  notes  on  these  Diggings  to  the  kindness  of 
Mr.  Alexander  Leonhard,  late  Assistant  in  the  Geological  Survey. 

Fig.  B,  a,  a,  is  a  crevice  in  Limestone,  6  to  12  feet  wide,  dippiug 
from45to60°.  A  Chert  layer  of  nearly  1  foot  thickness  forma  the 
roof  of  the  crevice.  The  lower  wall  rock  is  Limestone.  The  crevice 
is  filled  wiih  broken  masses  of  half  disintegrated  Limestone,  contain- 
ing a  net-work  of  seams  of  Barytes,  some  as  much  as  3  inches  thick. 
The  Barytes  incloses  cubic  crystals  of  Galena,  |  to  2  inches  .thick, 
forming  in  places  one-fourth  of  the  mass. 

Red  Clay  fills  the  interstices  between  the  loose  "  boulders  "  of 
Limestone,  and  contains  large  chunks  and  some  tine  crystals  of  Ba- 
rytes and  loose  pieces  of  Galena. 

The  contents  of  the  deposit  are  more  altered  and.  disintegrated 
than  in  the  depth,  and  near  the  surface  of  the  ground  the  crevice  is 
filled  with  sandy,  yellow  Clay,  loose  Galena  and  well  developed  crys- 
tals of  Barytes. 

Several  shallow  shafts,  55,  were  sunk  on  the  outcrop  of  the  deposit 
and  have  traced  it  on  the  surface  over  a  length  of  30  feet  so  far. 

The  main  shaft,  c,  passed  through  the  Soil,  through  20  feet  of  hard 
Limestone,  1  foot  of  Chert,  and  then  struck  the  deposit,  and  excavated 
it  in  the  shape  indicated  by  the  zig-zag  line  in  the  above  sketch. 


,v  Google 


LEiD   llEGION   OF   CENTRAL   MISSOURI.  545 

Water  ruehing  in  from  below  in  considerable  quantity  has  for  the 
present  interrupted  the  work,  which  will,  however,  be  resumed  shortly 
in  a  more  regular  and  systematic  manner. 

SiMMOKS'  Diggings, 

T.  i'J,  R.  18  W.,  Sec.  20,  S.  E.  gr.  of  S.  E.  qr.,  on  Coffin  Spring  Creek, 
owned  by  Simmons,  Caves  and  cavities  in  the  Limestone,  tilled  with 
red  Clay  and  loose  Gaiena.  Total  production  about  35,000  pounds. 
Not  worked  since  summer  of  1873. 

CLAliK   DiGGIKCS, 

T.  42,  K.  18  W.,  Sec.  ai,  8.  E.  qr.,  8.  W.  qr,,  on  Coffin  Spring  Creek, 
■owned  by  J.  P.  Clark,  of  Versailles.  Galena  has  been  and  ia  yet 
mined  in  several  places  in  this  vicinity,  along  Coffin  Spring  Creek. 
Opposite  Clark's  smelting  furnace,  close  to  and  on  the  west  side  of  the 
«reek,  the  outcrops  of  numerous  seams  of  Galena  and  of  Blende  and 
of  Barytes,  ^  to  3  inches  thick,  are  seen  in  the  Limestone,  The  main 
seams  strike  east  to  west,  and  are  connected  by  cross-seams.  Some 
of  the  Galena  and  Barytes  seams  cross  the  creek  at  an  angle  of  about 
45°,  and  seem  to  extend  into  the  opposite  hill.  The  Limestone  dips 
toward  the  creek  about  20°. 

Blende  and  Galena  ia  not  generally  found  together.  On  the  west 
side  of  the  creek,  one  east  and  west  Barytes  seam  separates  the  deposit 
in  two  parts,  the  northern  of  which  contains  the  seams  of  Galena  and 
Barytes,  the  southern  those  of  Blende  and  Barytes. 

Several  shafts  were  sunk  in  this  place  from  6  to  15  feet  deep,  and 
about  20,000  pounds  of  loose  Galena  was  obtained  from  the  Clay  cov- 
ering a  part  of  the  net-work  of  seams.  The  seams  themselves  were 
not  followed  to  any  depth.  The  net-work  of  seams  covers  an  area 
about  50  feet  long  and  30  feet  wide,  but  thin  seama  of  Galena  and  of 
Barytes  are  seen  crossing  the  rock  in  the  creek  for  some  distance  to 
the  south.  All  along  the  creek,  on  the  east  side,  are  old,  shallow  Clay 
■diggings  2  to  6  feet  deep,  which  used  to  be  quite  productive  ;  but  in 
all  the  Limestone  was  struck  at  a  depth  of  only  2  to  6  feet.  They  ex- 
tend over  the  lino  into  Sec.  28,  where  leas  float  ore  is  found,  but  where 
a  large  district  of  perhaps  200  feet  diameter  exists  in  which  the  Lime- 
stone contains  Galena  disseminated  in  its  mass  in  numerous  small 
specks.  This  has  been  observed  in  the  Diggings  as  well  as  in  the  bed 
of  a  small  branch  running  south-west  into  Coffin  Spring  Creek. 

On  the  west  side  of  the  creek,  numerous  shafts  have  been  sunk 
along  a  pretty  steep  ravine,  up  to  the  top  of  the  ridge.    Here  we  find 
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a  cherty  Soil  and  5  to  15  feet  Clay  below  with  considerable  quantities 
of  loose  and  often  rounded  and  coated  Galena  on  the  irregular,  sandy 
surface  of  the  Limestone.      Some  Barytea  occurs  occaGionally.      In 
places,  large  slabs  of  Chert  or  of  Limestone  lie  above  the  galenifer-   ' 
ous  Clay,  and  have  fco  be  pierced  to  reach  the  "opening," 

The  total  production  of  these  Diggings  has  been  about  500,000 
pounds  of  Galena  during  three  years. 

A  shaft  sunk  on  the  summit  of  the  ridge,  60  feet  deep,  passed 
through  Soil,  16  feet  Clay,  Ifj  feet  Chert  rock  and  Limestone,  5  feet 
Clay  with  loose  Galena  and  some  disintegrated  Limestone,  then  struck 
the  surface  of  the  solid  Limestone  and  went  25  feet  deep  into  it  with- 
out meeting  with  any  traces  of  Galena.  One  hundred  andsixty  thou- 
sand pounds  of  ore  were  taken  out  of  this  shaft. 

About  a  quarter  of  a  mile  south  of  this,  in  Sec.  28,  a  cave  6  feet 
wide  enters  the  Limestone  blulf  at  the  southern  end  of  the  same  ridge, 
but  no  indications  of  Galena  have  as  yet  been  found  in  it. 

A  few  hundred  feet  further  down  the  Creek,  between  the  Greek 
and  the  Limestone  bluff,  a  deposit  of  beautiful,  clear  and  translucent 
Barytes  is  observed  covering  an  area  of  ground  15  feet  long  and  S 
feet  wide.  A  connection  with  the  rock  cannot  be  plainly  seen,  nor 
are  there  any  traces  of  Barytes  in  the  adjacent  bluff.  The  character 
of  this  Barytes  deposit  cannot,  therefore,  be  ascertained  without  dig- 
ging. As  Barytes  is  a  valuable  mineral,  selling  raw  at  $S  per  ton  in 
St.  Louis,  this  place  would  be  worthy  of  a  closer  investigation  by  the 
owner  of  the  land.  No  Galena  has  been  observed  at  this  last-de- 
scribed locality.    The  Barytes  is  unusually  clear  and  pure. 

PoTTEit  No.  1  Diggings, 

T.  42,  R.  IS  W.,  Sec.  21,  N.  W.  qr.,  on  Coffin  Spring  Creek.  Owned  by 
Prof.  W.  B.  Potter,  of  St.  Louis,  and  Al.  Leonhard.  A  crevice  1  to  4 
feet  wide,  in  solid,  somewhat  softened  Limestone,  traceable  over  about 
300  feet  in  a  south-westto  north-east  direction,  was  followed  to  a  depth 
of  80  feet.  The  crevice  is  filled  with  red  Clay,  broken  Chert,  large 
masses  of  crystallized  Calcite  and  loose  pieces  of  Galena,  some  of 
which  are  as  heavy  as  40  pounds.  Worked  irregularly  during  the  past 
two  years.    Total  production  about  25,000  pounds  of  Galena. 

Stovke  Diggjkgs, 

On  Coffin  Spring  Creek,  T.  42,  K.  18  W.,  Sec.  21,  S.  W.  qr.  of  N.  W.  qr. 
J.  H,  Stover,  agent.  Two  crevices  of  a  similar  character  and  running 
in  the  same  direction  as  that  just  described.  Worked  since  1866  with 
long  interruptions.    Total  production  about  30,000  pounds. 
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Akoknbiiioht  Diggings,  <J 

T.  42,  K.  18  W.,  See.  18,  8.  E.  qr.  of  S.  E.  qr.  Owned  by  Argeobrighfc 
&  Co.  Sixteen  thousand  pounds  of  Galena  were  taken  out  during 
summer  of  1873.  ^ 


T.  42,  II.  18  W.,  Sec.  18,  8.  E.  qr.  of  N.  E.  qr.  Owned  by  William  Fair. 
Worked  in  winter  of  1873  and  a  few  thousand  pounds  of  Galena  pro- 
duced. 

Merritt  Diggisgs, 

T.  42,  E.  18  W.,  Sec.  23,  S.  W.  qr.  of  N.  W.  qr,  Owned  by  the  Granby 
Mining  and  Smelting  Company.  Irregular  crevices  and  cavities  in 
Limestone  with  Clay  and  loose  Galena.  Worked  intermittently  for 
several  years  past.    Total  production  estimated  at  50,000  pounds. 

Neilsos  Diggikqs, 

T.  41,  K.  17  W.,  Sec.  6,  N.  W.  qr.  of  N.  E.  qr.  Owned  by  Mayor  Erown 
of  St.  Louis.  A  number  of  shallow  shafts  have  disclosed  some  float 
Galena  imbedded  in  red  Clay.  A  more  thorough  investigation  of  this 
locality  is  now  in  progress. 

WyA^-T    SpEIXG  DlCGINGS, 

T.  42,  R.  17  W.,  Sec.  32,  S.  E.  qr.  of  N.  W.  qr.  Owned  by  the  Wyant 
Spring  Lead  Company  (T,  M.  Avery  &  Co.,  of  Chicago.)  A  long  row 
of  shallow  shafts  were  sunk  along  an  eastern  hill-slope  on  a  line  strik- 
ing N.  N.  W.  to  S.S.  E.,  over  a  distance  of  about  1,000  feet.  These 
shafts  sunk  10  to  20  feet  deep  into  either  yellow  or  red  Clay  with  more 
or  less  loose  Galena.    Some  places  were  found  to  be  very  rich. 

One  shaft,  situated  in  about  the  middle  of  the  row,  was  sunk 
deeper  and  struck  a  fissure,  ^  to  2^  feet  wide,  in  the  solid  Limestone. 
The  fissure  has  the  same  strike  as  the  Diggings,  and  is  filled  with 
black  Clay,  triturated  black  Slate  and  some  Chert,  also  bouldeis  of 
disintegrated  Limestone.  Galena  in  considerable  quantity  waa  found 
adhering  to  the  wall-rock,  as  well  as  to  the  boulders.  The  fissure  is 
slightly  inclined  towards  the  west.  The  shaft  reached  a  depth  of  .'iS 
feet. 

Another  shaft  was  sunk  35  feet  further  up  the  slope  and  outside 
of  the  line  of  the  main  diggings,  and  was  likewise  carried  down  to  a 
depth  of  55  feet.  This  shaft  struck  considerable  float  Galena  in  the 
red  Clay  and  then  another  fissure,  1  to  3  feet  wide,  in  the  Limestone, 
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parallel  to  the  former  and  flUed  with  red  Clay,  softened  Limestone 
and  some  Galena.    Thia  fissure  dips  slightly  east. 

In  several  shallow  shafts  sunk  on  this  second  fissure  along  the 
slope,  much  Galena  was  found  in  yellow  Clay; 

Shallow  test  shafts,  sunk  yet  higher  on  the  slope,  disclosed  but 
little  ore  in  the  Clay.  Eight  or  ten  such  shafts  were  also  made  on  the 
summit  of  the  ridge  to  depths  of  10  to  20  feet,  and  below  10  feet  of 
Clay,  struck  a  softened,  stratified  Limestone  with  more  or  less  Galena 
in  thin  seams  and  sheets. 

About  30,000  pounds  of  Galena  were  taken  out  of  some  shallow 
diggings  in  the  Clay,  situated  on  a  southern  hill-slope  in  the  northern 
prolongation  of  the  main  Diggings,  separated  from  the  latter  by  a 
small  valley.  This  gives  hope  for  a  continuation  of  this  deposit  in  a  , 
northern  direction,  while  the  attempts  to  find  a  continuation  in  a 
southern  direction  have  been,  so  far,  without  any  favorable  result. 
The  fact  that  the  shafts  forming  the  southern  portion  of  the  main 
Diggings  show  a  decrease  in  the  quantity  of  Gaiena,  and  the  appear- 
ance of  Barytes  in  its  stead,  is  interesting  in  this  connection.  In  all 
other  parts  of  these  Diggings,  Barytes  is  but  rarely  found. 

The  Wyant  Spring  Diggings  have  been  worked  the  past  eighteen 
months,  during  eight  or  ten  of  which  the  work  was  steadily  carried 
on  with  an  average  force  of  ten  men.  The  total  production  was,  up  to 
May,  167 i,  about  300,000  pounds  of  Galena.  One-half  of  this  amount 
was  taken  out  by  the  Wyant  Spring  Lead  Company  in  about  four 
months  work,  with  ten  miners. 

The  Galena  is  smelted  in  the  Wyant  Spring  Air  Furnace,  which 
has  been  erected  in  the  immediate  vicinity  of  the  Diggings. 

SCHDLTZB   DlGOIKIJS, 

N.  E,  qr.  of  N.  E,  qr.  Sec.  33,  T.  42,  E.  17  W.  Owned  by  Schultze 
■&  Cooper,  of  St.  Louis,  Specks  and  pockets  of  Galena  in  Limestone. 
Also,  loose   pieces  in  Clay.    This  locality  is  now  being  opened. 


N.  W.  qr.  of  S.  E.  qr.  Sec.  M,  T..  43,  R,  17  W.  Owned  and  worked  by 
Spurlock,  Shallow  shafts  in  Clay.  Worked  at  intervals  during  the 
last  three  years.    Total  production,  S.OOO  pounds. 


N.  W.  qr.  of  N.  W.  qr.  Sec.  23,  T.  42,  K.  17  W.;  and  the  Gunn  Diggings, 
in  the  N.  E.  qr.  of  N.  W.  qr.  of  same  Section,  are  owned  by  George 
S.  Wright,  of  St,  Loais,  and  Alexander  Leonhard.     Surface  Diggings 
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near  the  head  of  a  branch  of  Gravoia  Creek.  Shafts  10  to  20  feet 
deep  in  Clay  and  disintegrated  Limestone.  The  Galena  occurs  loose 
in  Clay,  and  also  in  seania  in  Limestone.  Much  broken  Chert  and 
Chert  Conglomerate  are  found  in  the  Soil  and  Clay  of  this  District. 
Total  production  during  two  years,  30,000  to  40,000  pounds.  The  work 
has  been  taken  in  hand  more  vigorously  of  late,  and  2  to  4  farmers 
now  dig  out  about  1,500  pounds  of  Galena  per  week. 

MOJIELAKD  DiGGJSOe, 

N.  hf.  Sec.  22,  T.  42,  K.  17  W.  Owned  by  Moreland,  worked  by  Jliff. 
Worked  intermittingly  for  two  years.  Production  until  end  of  1873, 
about  30,000  pounds  of  Gale"na. 

Nkw  Guanby  Diggings, 

S.  hf,  of  S.  W.  qr.  Sec.  9,  T.  43,  E.  17  W. 

The  southern  portion  of  these  Diggings  is  owned  by  the  Granby 
Mining  and  Smelting  Company,  the  northern  portion  by  the  Jackson 
County  Company. 

We  include  under  the  name  of  New  Granby  Diggings,  all  which 
are  more  specially  known  by  the  names  of  Woods,  Jliff,  Crossroad, 
and  Wilkinson  Diggings,  which  are  all  situated  on  the  summit  and  on 
the  south-western  slope  of  a  long  meandering  ridge,  whose  general 
direction  is  about  N.  W.  S,  E. 

The  Wilkinson  Diggings  are  situated  on  the  most  northern  spur 
of  this  ridge,  about  1,000  feet  N,  W.  of  the  Crossroad  Diggings.  There 
are  several  shafts  which  struck  the  Limestone  at  a  short  depth,  and 
some  of  which  have  been  sunk  20  feet  through  the  Limestone,  con- 
taining specks  of  Galena.  They  are  being  continued  in  the  hope  of 
striking  an  opening  below. 

The  formerly  so-called  Crossroad  Diggings,  lie  about  1,000  feet  fur- 
ther south,  and  nearer  the  summit  of  the  ridge.  The  shafts  were  15 
to  20  feet  deep,  and  worked  on  float  Galena  in  the  red  Olay,  on  the 
surface  of  the  altered  Limestone.  One  district,  about  30  feet  wide 
and  70  to  80  feet  long,  was  especially  rich  in  ore. 

Lower  down  the  slope,  are  shallow  old  Clay  Diggings,  formerly 
called  the  Grass-root  Diggings. 

On  the  summit  of  the  ridge  are  the  Jliff  Diggings,  which  have 
yielded  large  quantities  of  ore.  Some  trial  shafts  are  now  being  sunk 
further  north  on  the  summit  of  the  ridge,  in  the  hope  of  striking  simi- 
lar deposits.  McCoy's  shaft  has  pretty  well  succeeded  in  this.  It 
passed  at  first  through  25  feet  of  red  Clay,  with  broken  Chert,  but 
without  ore,  then  through  20  feet  of  immense  boulders  of  soft,  sandy 
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Limestone,  with  niuoh  Oalena  in  broken  sheets  and  seams.  These 
Galena  fragments  are  alt  in  rather  irregular  positions,  but  the  heavi- 
est parts  always  turned  downward. 

James  Wilkinson  sunk  a  shaft  a  short  distance  to  the  north-east, 
to  a  depth  of  75  feet,  passing  through  10  feet  of  Soil  and  Clay,  65  feet 
through  solid,  hard  Limestone,  with  specks  and  thin  sheets  of  Galena, 

All  these  Diggings  are  on  the  north  and  west  side  of  the  road 
from  Versailles  to  Tuscumbia,  The  Crossroad  Diggings  are  situated 
very  near  the  road.  Eight  or  nine  hundred  feet  south-east  of  this 
road,  near  the  summit  of  the  same  ridge,  we  find  the  New  Granby 
Diggings  proper,  also  called  the  Wood's  Diggings.  Ten  to  15  feet  of 
red  and  yellow  Olay,  here  covers  a  large  part  of  the  western  slope,  be- 
ing only  overlaid  by  a  dry,  Cherty  Soil.  Much  float  Galena  has  been 
dug  out  of  this  Clay. 

There  is,  however,  a  district  of  elliptic  outline,  say  100  feet  long 
and  70  feet  wide,  which  has  been  opened  by  several  shafts,  20  to  30 
feet  deep,  and  by  drifts.  Here  are  immense  broken  and  more  or  less 
rounded  masses  of  very  soft,  yellow  or  white  Magnesian  Limestone, 
with  numerous  broken  veins  of  1  to  6  inches  pure  Galena  between, 
and  with  numerous  thinner  seams  of  Galena  through  them.  This  rich 
district  has  in  some  places  a  pretty  sharp  limit.  It  seems  to  get 
wider  with  the  depth,  yet  the  richest  portion  lies  at  about  25  feet  be- 
low the  surface.  This  deposit  seems  to  be  a  rather  indistinctly  devel- 
oped "  circle."  A  shaft  sunk  10  or  15  feet  east  of  the  apparent  limit 
of  this  rich  place,  and  another  sunk  about  60  feet  north  of  it,  struck 
the  solid,  barren  Limestone,  and  the  eastern  shaft  passed  40  feet  into 
this  rock  without  reaching  a  change. 

The  Jackson  County  Company  produced  from  their  portion  of  the 
New  Granby  Diggings,  in  the  year  1873,150,000  pounds  of  Galena, 
which  was  smelted  in  the  Handlin  air  furnace,  located  at  the  foot  of 
the  slope. 

The  Granby  Mining  and  Smelting  Company,  worked  in  the  aver- 
age 4  shafts,  with  an  aggregate  number  of  men  of  13  to  16,  and  pro- 
duced in  the  year  1873, 500,000  pounds;  and  from  January  to  April, 
1874, 150,000  pounds  of  Galena. 

Gum  Spking  Bicgikgs, 

S.  E.  qr.  Sec.  8,  T.  43,  R,  17  W,,  near  the  Handlin  furnace,  at  the  foot 
of  the  same  slope  on  which  the  New  Granby  Diggings  are  situated. 
Owned  by  the  Jackson  County  Company.  Shallow  shafts  in  Ciay 
worked  in  1873,  when  they  yielded  Galena  in  large  quantity.  Not 
worked  at  present. 
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African  Diggings, 


N.  K  qr.  of  S.  W.  qr.  Sec.  5,  T.  43,  E,  17  W.    Title  under  litigation. 

Tiiese  Diggings  occupy  several  acres  of  ground  on  the  summit 
and  western  slope  of  a  ridsce,  on  a  small  branch  of  the  Upper  (rravoia 
River,  1-|  miles  east  of  Versailles.  The  summit  is  80  to  100  feet  above 
the  water  course.  The  Diggings  are  shallow.  Their  main  direction  is 
about  N. — S. 

On  the  lower  part  of  the  slope,  the  shafts  present  the  following 
section ; 

No.  1.    3  feat  Soil,  with  siabs  of  red  Sandstone. 

No.  2.    3  to  10  feet  red  Ciay,  witii  some  float  Gsiiena. 

No.  3.    6  feet  softened,  flne-graiaed  Magnesian  Limestone,  in  1  to  3  feet 
layers. 

No.  4,    5  feet  loose  mixtura  of  Shales,  Ciay,  Sand,  and  very  soft  Limestone, 
wicii  specks  and  aggpregaCed  masses  of  Galena  lying  in  streaks  be- 
tween the  various  detrital  materials  mentioned. 
(?)  Harder,  siil>-ei"yatalli[ie  Limestone. 

Higher  up  the  slope,  much  loose  Galena  is  found  in  numerous 
shallow  shafts  in  red  Olay,  immediately  above  the  Limestone,  at  a 
depth  of  3  to  10  feet.  Banded  oval  Chert  concretions  (Jasper,)  are 
frequently  found  loose  in  the  Soil  and  Clay. 

These  diggings  were  worked  from  January  to  October,  1873,  and 
are  again  worked  at  present. 

The  total  production,  so  far,  is  about  50,000  pounds  of  Galena. 
VKuaAir.i.ns  Diggings, 
T.  43,  R.  17  W.,  Sec.  5,  N.  E.  qr,  of  S.  W.  qr.,  east  of  Versailles,  close 
to  the  town.    Worked  10  years  ago,  when  Galena  was  found  in  pay- 
ing quantities. 

Gabrielle  Diggings, 

T.  33,  E.  18  W.,  Sec.  17,  N.  W.  qr.  of  N.  E.  qr.  Owned  by  the  Gabcielle 
Mining  Company,  Dr.  L.  Pim,  of  St..  Louis,  President.  On  aflat,  north- 
western spur  of  a  plateau,  a  short  distance  from  the  Upper  Richland 
Greek. 

The  formation  in  this  flat  slope  is  variable,  yet  mostly  aa  follows : 

No.  1.    Soil. 

No.  2.  6  tn  12  feet  red  Clay  with  loose  broken  Cliert  and  float  G-alena.  The 
latter  occurs  occasionally  in  slabs  and  chunks  of  very  large  size. 

No.  3.  20  to  80  feet  altered  Magnesian  Lim.estoaesand  residuary  Clays  (Soap- 
stone,)  dipping  very  irregularly,  mostly  however,  iritii  the  Slope. 
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The  Limestone  is  found  in  places  in  very  large,  detached,  softened 
layers,  containing  Chert  seams  and  forming  sometimes  the  "cap- 
rock  "  of  Galena  deposits.  The  latter  are  generally  associated  with 
more  broken  and  disintegrated  Limestone,  with  finely  broken  Chert 
and  with  Clay.  The  Galena  is  mostly  deposited  irregularly,  but  in 
some  places  it  is  found  accumulated  in  more  or  less  straight  lines,  ex- 
tending over  some  distance.  This  is  especially  the  case  on  the  north 
side,  where  such  a  "  run  "  of  Galena  has  been  followed  over  a  distance 
of  near  100  feet.  One  shaft  in  the  southern  portion  of  the  diggings 
was  sunk  a  depth  of  65  feet,  having  on  one  side  large  broken  and  in 
part  altered  masses  of  both  fine  and  coarse- grained  Limestone,  on  the 
other  side  black  (Coal  Measure  ?)  Slate  with  much  Pyrites,  dipping 
straight  down  between  the  broken  Limestone. 

The  Gabrielle  Mining  Company  does  not  lease  claims  to  miners 
but  works  at  its  own  expense  and  risk. 

The  diggings  have  been  worked  since  June,  1873,  with  an  average 
of  6  or  7  men.  The  total  production  in  May,  1874,  amounted  to  250,- 
000  pounds  of  Galena. 

Pbrht  Ross  Diggings, 

T.  43,  K.  18  W.,  Sec.  10,  S.  W.  qr.  Property  in  litigation.  Locality 
mentioned  in  F.  B.  Meek's  report  on  Morgan  county,  p.  153.  The  Ga- 
lena is  said  to  occur  disseminated  in  pretty  hard  Limestone.  About 
6,000  pounds  of  it  was  raised  during  the  summer  of  18T3. 

Price  Mii,l  Digoings, 

T.  44,  E.  19  W.,  Sec.  35,  E.  hf.of  S.  E,  qr.  Owned  by  Henry  Kuhlman. 
Leased  by  W,  M.  Coventry  and  others.  The  mining  is  done  in  the 
hard  and  fresh  Limestone  forming  the  bluffs  on  the  east  side  of  Little 
Ilichland  Creek,  A  large  and  several  small  veins  in  the  Limestone, 
filled  with  Galena,  and  Barytes  crop  out  in  the  bluff.  The  large  vein 
strikes  N.  W,  S.  E.,  and  is  very  variable  in  width,  6  inches  being  the 
maximum.  The  Galena  adheres  to  the  walls  of  the  vein  and  some- 
times fills  the  whole  of  it,  but  mostly  leaves  a  space  which  is  filled  by 
Barytes.  The  smaller  veins  or  seams  strike  about  at  a  right  angle  to 
the  large  vein.  A  shaft  has  been  sunk  25  feet  deep  on  the  principal 
vein.  The  proximity  of  the  creek  caused  a  considerable  influx  of 
water,  disturbing  the  work  considerably.  It  is,  however,  being  con- 
tinued.   The  Galena  so  far  raised  does  not  exceed  1,500  pounds. 
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Ottisn  DiGGIINGS, 

T.  44,  E.  19  W.,  Sec.  33,  in  center.  Owned  by  Otten.  Leased  by  Sto- 
ver, Walker  and  Leonhard,  Several  Bhallow  sfiai'ts  struck  some  loose 
Galena  between  the  sandy  Limestone  boulders  below  the  r3d  Clay. 
Sheets  and  specks  of  tJ-alena  are  seen  in  a  small  Limestone  bluff  in 
the  ravine.    Work  began  but  lately. 

Stocks R  Diggings, 

T.  44,  R.  19  W.,  Sec.  25,  N.  W.  qr.  of  S.  W.  qr.  Owned  by  .Stocker. 
Leased  by  Stover,  Walker  &  Leonhare'.  A  hole  was  dug  near  a  spring 
and  disclosed  black  Clay  and  black  Slate,  with  loose  crystals  of  Ga- 
lena and  of  Blende.  Another  hole,  dug  close  by  the  above,  struck  red 
and  yellow  Clay.  The  place  will  be  better  opened  and  investigated 
in  the  course  of  the  present  summer. 

Twin  Sprino  Diggisos, 

T.  45,  R.  18  W,,  Sec.  19,  S.  E.  qr.  of  N.  E.  qr.,  on  Richland  Creek. 
Owned  by  John  Lewis.  Leased  by  J.  H.  Robeson  of  Otterville.  Crev- 
ices and  washed  out  cavities  in  the  Magnesian  Limestone,  extending 
N.  E.  to  S.  W.  along  the  slope.    The  surface  of  the  Limestone  is  from 

5  to  15  feet  below  the  surface  of  the  ground.  The  Galena  is  found 
loose  and  mostly  rounded,  imbedded  in  red  Clay  on  the  Limestone. 
It  is  occasionally  associated  with  some  Barytes.  The  external  indica- 
tions are  all  very  favorable,  but  the  Galena  has  not  yet  been  found  in 
well  paying  quantity.  A  small  vein  of  Barytes,  ^  to  4  inches  thick,  is 
visible  in  softened  sandy  Limestone  in  the  bluff  of  Richland  Creek^ 
near  the  diggings.  The  latter  have  been  worked  intermittingly  since 
the  beginning  of  the  present  year,  with  two  men.  The  production 
has  not  yet  exceeded  .500  pounds. 

Weak  Diggings, 
T.  45,  E.  19  W.,  Sec.  34,  S.  E.  qr.,  on  Hawk  Creek.     Owned   by  Wear 

6  Thomas  of  Otterville.  Situated  on  a  pretty  steep  north-western 
slope.  A  shaft  has  been  sunk  50  feet  deep,  and  struck  below  thecherty 
soil,  an  irregular  mixture  of  more  or  less  softened  Limestone  frag- 
ments, partly  rounded,  partly  sharp,  with  red  Clay  and  many  loose 
pieces  of  Barytes,  white  and  opaque,  many  of  which  inclose  Galena 
in  considerable  quantity.  The  broken  Limestone  masses  seem  to  get 
larger  and  harder  with  the  depth.  The  galeniferous  Barytes  reaches 
to  the  bottom  of  the  shaft  ana  probably  continues  deeper.  This  place 
was  worked  one  month  with  two  men,  who  made  the  shaft  and  pro- 
duced about  .500  pounds  of  Galena. 
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T.  45,  li.  ID  VV.,  Sec.  34,  S.  W.  qr.  and  N,  E,  qr„  a  lew  hundred  yards 
soutli  of  the  Wear  Diggings-  Owned  by  A.  L.  Zollinger  of  Otterville, 
Jennie  Sanders  and  "W.  Williams.  Explorations  were  made  at  three 
points  on  this  ground.  A  shaft  was  sunk  on  the  south-eastern  slope 
of  a  ridge  18  feet  deep  in  loose  Clay  and  Ohert,  and  struck  two  streaks 
of  small  loose  Galena,  one  at  3,  another  at  10  feet  depth.  The  shaft 
finally  struck  hard,  shaly  Limestone.  Worked  one  month.  About 
3,000  pounds  of  Galena  taken  out. 

Two  more  places  were  opened  nearer  the  foot  of  the  hill  on  both 
sides  of  the  same  ridge,  and  loose,  rounded  pieces  of  Galena  were 
found  in  the  Soil  and  Clay,  but  struck  the  solid  Limestone  a-  few  feet 
below  the  surface.  The  Limestone  is  shaly  in  its  upper  layers.  It 
contains  ^  to  i-  inches  of  Galena.  Some  small  holes  dug  on  the  sum- 
mit of  the  ridge  disclosed  a  red  Clay  of  very  favorable  appearance. 

CoEDRAY  Diggings, 

T,  45,  R.  19  W.,  Sec,  32,  N.  W.  qr.  of  S.  W,  qr.  Near  the  Otterville  air- 
furnace,  owned  by  Cordray,Myers  &  Go.  Three  shafts  are  sunk  on  a 
steep  northern  elope  near  a  ravine,  the  depths  of  15,  20  and  35  feet_ 
They  met  with  broken  masses  of  softened  and  rather  shaly  Magnesian 
Limestone,  mixed  with  chert-fragments.  Clay  and  loose  Galena. 
The  latter  is  frequently  found  adhering  to  the  Chert,  and  occurs  in 
part  in  rounded  masses,  in  part  in  regular  cubes  reaching  2  inches  in 
diameter.  Some  large  crevices  were  found  to  be  filled  with  black 
Olay  inclosing  crystals  of  Zinc  Blende.  Much  of  the  Chert  found  in 
this  locality  is  highly  fosailiferous,  and  has  the  appearance  of  being 
of  Carboniferous  origin.  These  diggings  have  been  worked  since  the 
middle  of  August,  1873,  with  two  men,  and  have  produced  6,000  pounds 
of  Galena, 

EowAUDS'  Diggings, 

T.  45,  E.  19  W,,  Sec.  15,  S.  E.  qr.  of  S.  E.  qr,  0  wned  by  Andrew  Atki- 
son,  Jeaeed  by  George  Edwards.  A  shaft  was  sunk  in  a  depression  on 
a  south-western  slope,  34  feet  deep,  through  yellow  Clay  and  Chert, 
and  struck  some  streaks  of  Barytes  boulders,  but  no  Giilena.  Large 
masses  of  broken  Sandstone  are  seen  a  short  distance  below  the  shaft 
near  the  foot  of  the  hill. 
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T.  43,  K.  16  W.,  Sec.  19,  N,  E.  qr.  oi' N.  E.  qr.  Near  Exoelsior  Mills. 
Owned  by  Ratcliffe.  Loose  Galena  in  Clay,  Production  in  summer 
of  1873,  is  estimated  at  about  20,000  pounds  of  Galena. 

5  LEAD-ORE  DEPOSITS  IN  MONITEAU  AND  COLE  COUNTIES. 

Moniteau  county  has  been  carefully  examined,  and  was  fnlly  re- 
ported on  by  F.  B.  Meek,  in  the  Missouri  Geological  Report  of  1855, 
pp.  95 — 120.  Mr.  Meek  there  either  described,  or  directed  the  atten- 
tion to  the  following  localities,  in  which  Lead  ores  were  found; 

T.  47,  K.  15,  Sec.  34.    Near  a  small  branch  of  Howard's  Creek. 

T.  4e,  E.  15,  Sec.  25,  (Perhaps  what  is  now  known  as  Klinger 
Diggings.     See  the  following  :) 

T.  45,  R.  14,  Sec.  5.    On  English  and  Powell's  land. 

T.  45,  R.  14,  Sec.  17.     Worked  by  English,  Saxton  and  Wells. 

T.  45,  R.  15,  Sec.  10.  (Now  known  as  the  Mineral  Point  Diggings, 
See  the  following :) 

T.  44,  R.  15,  Sec.  33.    Near  Burrows'  Fork. 

T.  44,  R,  17,  Sec.  12.     In  the  bed  of  Straight  Fork. 

T.  44,  R.  17,  Sees,  24  and  25.     On  Smith's  Fork. 

T.  43,  R.  16,  Sec.  3.     On  a  branch  of  Barrows'  Fork. 

T.  43,  R.  15,  Sec.  17.  Near  High  Point  village,  and  known  as  the 
High  Point  Lead  Mine. 

Descriptions  of  these  various  localities  will  be  found  on  pp,  115 
to  119,  of  Meek'e  Report  on  Moniteau  county. 

I  will  add  a  few  remarks  in  regard  to  some  of  these,  and  describe 
a  few  more  localities  which  have  since  been  discovered  : 

Since  the  publication  of  Meek's  Report,  the  deposits  of  Cole  coun- 
ty, which  will  follow  those  of  Moniteau  in  the  present  deacription, 
have  mostly  be'-n  found  and  opened  within  the  last  few  years.    Most 
of  them  probably  belong  to  the  Second  Magnesian  Limestone. 
Hjc.H  PoiKT  Diggings, 

T.  43,  R.  15  W.,  Sec.  17.  N.  E.  qr.,  Moniteau  county.  Owned  by  D,  C. 
Sterling,  of  High  Point.  For  Meek's  description  and  illustration,  see 
pp.  117  to  119,  of  hie  Report  of  Moniteau  county.  The  Mine  was  open- 
■ed  in  1854  by  Harrison,  Berthoud  &  Co.,  of  St.  Louis,  and  worked  nntil 
1857.  It  is  said,  that  when  left  off,  their  Circular  Mine  was  90  feet 
deep,  and  120  feet  wide,  and  that  a  considerable  quantity  of  Galena 
was  yet  in  sight,  although  this  deposit  was  less  rich  at  that  depth  than 
at  a  higher  level.    At  present  the  Mine  is  filled  with  water  to  the  rim. 
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and  used  as  a  pond.  It  is  situated  near  the  Jowest  point  of  a  high 
rolling  plateau,  on  a  small  branch  of  Bnrrow's  Fork.  The  debris,, 
large  heaps  of  which  are  seen  near  the  Mine,  consist  of  altered  Lime- 
stone, Chert,  fresh  and  hard  Limestone,  Galena,  Blende  and  very  lit- 
tle Barytes,  the  latter  associated  with  and  surrounding  the  Galena 
crystals.  It  is  assumed  that  a  common  horse-whim  has  always  been 
EulHcient  to  keep  the  Mine  clear  of  water  while  it  was  worked. 

Ef.kd  Diggisgs, 
T.  45,  K.  15  W.,  Sec.  12,  N.  E.  qr.  of  S.  W.  qr.,  Moniteau  connty.    Leased 
by  the    "Moniteau   Mining  Company,"  of  California.      A  shaft   was- 
sunk  120  feet  deep  on  a  flat,  eastern  Slope,  through 

No,  1.    16  feet  Clay,  in  which  one  chunk  of  Galena  was  found  loose. 

No.  2.    15  feet  broken  masses  of  soft,  yellow  MagueBian  Limestone. 

No,  3.    30  feet,  the  same,  with  large  pockets  of  Galena,  also  with  pockets  filled 
ivitli  Barjtes  and  with  Clay, 

No.  4.    80  feet,  the  same,  with  smaller  pockets  of  Galena. 

No.  5.    30  feet,  the  same,  with  only  occasional  traces  of  Galena. 
Two  other  shafts,  sunk  on  the  same  Slope,  were  sunk  (o  a  depth 
of  18  and  28  feet,  respectively,  and  did  not  strike  paying  deposits. 

All  this  work  was  done  early  in  1874,  and  7,000  pounds  of  Galena 
were  obtained.     The  explorations  will  probably  be  continued. 

Mineral  Point  Digqinos, 
T.45,  E.  15  W..  Sec.  10,  N.  qr.  of  N.  E.  qr.,  Moniteau  county.  On  a 
branch  of  Brush  Creek.  Meek  has  described  this  locality  on  p.  116,. 
of  his  Report  of  Moniteau  county.  Since  then,  new  developments 
were  made  by  the  Minerai  Point  Company,  of  California.  One  vein 
of  Galena  in  Limestone,  ^  to  2-^  inches  thick,  and  striking  N,  andS., 
has  been  traced  by  a  number  of  shafts  over  a  distance  of  750  feet, 
from  the  foot  to  nearly  the  highest  point  of  the  Slope.  The  Galena  ia 
pure  and  but  rarely  associated  with  Barytes.  Another  vein  of  tho 
same  character,  parallel  to  the  former,  and  about  75  feet  east  of  it 
has  also  been  traced  over  several  hundred  feet.  The  shafts  struck  6  to 
12  feet  of  Soil  and  ochrey  Clay,  with  some  Sandstone  slabs  and  loose 
plates  of  Galena  standing  upright  in  the  Clay,  above  and  parallel  to 
the  veins,  the  heaviest  part  turned  downward.  Below  this  is  15  to  20 
feet  yellow  or  drab-colored,  soft  Magnesian  Limestone,  with  numerous 
dendrites,  alternating  with  Chert-layers  and  with  some  shaly,  clayish 
Limestone,  and  containing  the  Galena  veins  above  described.  One 
shaft  was  sunk  deeper  and  struck  at  30  feetdepth,  a  layer  of  very  hard 
"glazed"  Sandstone,  (?)  (A  gray  Quartz  rock  of  light-gray  color.) 
These  diggings  have  been  worked  since  the  beginning  of  the  year  1873 
with  1  to  3  men.    Total  production,  15,000  pounds. 
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Baiy  Diggi>(gs, 


T,  45,  R.  15  W.,  Sec.  4,  N.  W.  qr.  of  S.  E.  qr.,  Moniteau  county,  on 
Brush  Creek.  Owned  by  the  California  Mining  Company  of  Califor- 
nia, Missouri.  Shallow  Clay  diggings,  5  to  10  feet  deep.  Worked 
during  two  months  in  1873,  producing  10,000  pounds  of  Galena. 


T.  46,  R  15  W.,  Sec.  35,  N.  E,  qr.  of  N.  E.  qr.,  Moniteau  county.  Owned 
by  J,  K.  Hodge;  leased  by  the  California  Mining  Company.  Open 
quarry  on  a  north-western  slope,  showing  a  face  about  50  feet  wide 
and  24  feet  high,  consisting  of  immense  blocks  and  broken  veins  of 
white  Barytes  between  softened,  fine-grained  Limestone.  Galena  is 
found  occasionally  in  small  quantity.  The  veins  seem  to  continue 
into  the  depth.  One  hundred  car  loads  of  Barytes  have  already  been 
taken  out, 

Klikguh  Dioqisgs, 

T.  47,  K.  15  W.,  Sec.  25,  S.  W.  qr.  of  S.  W.  qr.,  Moniteau  county,  three 
miles  north-west  of  Jamestown.  Owned  by  Klinger  of  California, 
Mo.  Several  drifts  have  been  made  into  the  foot  of  a  low  ridge,  and 
passed  through  yellow  sandy  Clay  with  some  Chert  concretions,  and 
with  numerous  large  and  small,  mostly  rounded,  masses  of  Barytes, 
and  in  places  with  some  float  Galena.  The  mine  has  produced  nearly 
fifty  car  loads  of  Barytes,  and  also  some  Galena  has  been  shipped  to 
Eanes  &  Berry's  Lead  fur^iace. 


T.  44,  R.  14  W.,  Sec.  32,  N.  half,  Moniteau  county.  Owned  by  Judge 
W.  H.  Eanes,  of  Kussellville,  and  Oiark  Berry,  who  have  also  erected 
an  air  htrnace  close  to  the  Diggings.  The  latter  are  situated  on  the 
northern  slope  of  a  high  and  pretty  steep  hiiL  The  older  Diggings, 
near  the  summit,  had  much  float  Galena  in  10  to  15  feet  of  red  Clay, 
then  struck  the  Limestone  with  Galena  in  seams  and  pockets.  Occa- 
sionally, some  little  Barytes  is  met  with  in  the  seams. 

At  present,  digging  is  carried  on  lower  down  on  the  slope,  where 
the  red  Clay  is  15  toSOieet  deep,  and  also  contains  considerable  quan- 
tities of  Galena.  None,  however,  has  as  yet  been  found  in  the  seams 
in  the  rock  in  these  lower  diggings. 

The  deposit  was  discovered  eighteen  months  ago.  Total  produc- 
tion, nearly  200,000  pounds.  At  present,  it  is  worked  by  two  to  four 
men,  producing  10,000  to  12,000  pounds  of  Galena  per  month'. 
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Eanes  &  Berry's  air  furnace  is  situated  at  the  foot'  of  the  slope, 
near  the  Creek.  It  is  of  the  usual  construction,  and  works  almost 
without  interruption,  being  supplied  with  Galena  from  various  places 
in  Moniteau  and  Cole  counties.  It  makes  three  charges  of  1,200  pounds 
of  Galena  in  24  hours.  Charges  of  1,500  and  of  2,000  pounds  have  been 
tried,  but  were  found  disadvantageous  in  regard  to  the  yield  of  the 
ore.  The  pigs  weigh  73  to  80  pounds,  and  are  branded  thus :  "  Moni- 
teau Co.  Furnace," 

DuKi.Ar  Diggings, 

T.  45,  E.  13  W.,  Sec.  5,  Oo!e  county,  six  miles  from  Centretown.  Owned 
by  Dr.  M.  A.  Dunlap,  of  Centretown.  Worked  four  years  ago  with  two 
men  during  twelve  months.  Production,  20,000  pounds  of  Galena, 
found  in  cavities  in  the  Limestone  along  a  steep  slope. 

WbAVHR  DiGGCiOS, 

T,  45,  !R.  14  W.,  Sec.  25,  Cole  county,  one-half  mile  from  Centretown. 
Owned  by  Weaver,  of  Centretown.  Steep  eastern  slope.  A  vertical 
crevice,  2  to  3  feet  wide,  in  the  Limestone  is  filled  with  Clay  and  fine 
Chert  with  some  Galena.  All  these  materials  have  the  appearance  of 
being  washed  down  from  above,  and  red  Clay  is  met  with  in  several 
places  on  the  hill,  A  few  hundred  feet  north  of  this  crevice,  specks 
and  seams  of  Barytes  are  seen  in  the  Limestone.  Some  work  was 
done  in  1873  near  the  above-mentioned  crevice, 

El.STON  DlOGIN'OS,     . 

T.  45,  K.  13  W.,  8ec.  35,  Cole  county.  A  short  distance  from  the  rail- 
road station  at  Elston,  seams  of  Galena  occur  in  the  Limestone.  The 
locality  is  now  being  Investigated  by  mining  operations. 

STKBIT  DlGGISGS, 

T.  44,  K.  14  W.,  Sec.  3,  E.  half.  Cole  county.  Owned  by  Streit  and 
others.  Several  shafts  have  been  sunk  15  to  25  feet  deep.  The  Sec- 
tion is  as  follows : 

No.  1.    3  feet  Soil, 

No.  3.    G  to  ]0  feet  red  Clay  with  Cliert  and  some  Galena. 

No,  3.  1  to  4  feet  white  orgreenlsh  gray,  tongh  Clay,  passiug  into  shaty  Clay, 
shaly  Limestone  and  not  shaly  but  soft  Limestone. 

No.  i.  10  feet  broken  masses  of  softened  Limestone  with  broken  seams  Bnd 
lumps  of  Galena,  generally  with  more  or  less  Barytes — the  Galena 
adhering  to  the  Limestone  or  to  oolitic  Chert  ftagments. 
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The  Galena  is  found  in  lumps,  some  of  wbicli  weigh  200  to  30O 
pounds,  with  1  to  1|  inch  cryatals.  The  Galena  fonnd  here  obtains  a 
fine  bine  or  reddish  tint  after  being  exposed  some  time  to  atmospheric 
influence. 

Worked  intermittingly  lor  the  past  two  years  by  Strait  Brothers. 
Production,  about  15,000  pounds  of  Galena. 

BoAK  Diggings, 

T.  43,  It.  14  W.,  Sec.  3,  S.  W.  qr.  of  S.  W.  qr..  Cole  county.  Owned  in 
part  by  Henderson,  in  part  by  Winston;  leased  by  E.  D.  Boaz.  This 
richdeposithasanearly  circular  form  andis  about  150  feet  in  diameter, 
situated  near  the  summit  of  a  flab  ridge.  Inside  the  circular  outline, 
loose  Galena  in  red  Clay  was  struck  in  nearly  every  place,  and  in  some 
places  very  large  accumulations  of  pieces  from  fist  to  head  size  were 
found,  so  rich  that  two  men  could  raise  8,000  to  10,000  pounds  per  day 
from  some  of  the  shafts.  Al!  the  richest  portions  lie  in  an  annular 
space  near  the  outer  line  of  the  deposit,  while  the  central  portions 
yield  less.  This  anuular  space  is  from  25  to  50  feet  wide  and  contained 
the  main  part  of  the  float  Galena  in  the  red  Clay  with  broken  Chert. 
Several  shafts,  however,  have  been  sunk  deeper  and,  after  passing 
through  6  to  15  feet  of  the  above-mentioned  Clay,  etc.,  struck  a  circular 
deposit  of  Galena  in  the  underlying  softened  Magnesian  Limestone, 
into  which  they  penetrated  25  to  30  feet,  at  which  depth  the  Limestone 
gets  less  altered  and  harder,  and  the  Galena  seams  diminish  in  number 
and  size. 

The  outer  limit  of  the  deposit  in  the  Limestone  is  formed  on  the 
upper  or  east  side  at  least,  by  a  thick  but  variable  circular  seam  filled 
with  Galena,  and  numerous  smaller  seams  run  from  it  towards  the 
centre  of  the  circle,  extending  from  3  to  10  feet  in  that  direction,  but 
then  become  very  thin  or  close  entirely.  As  this  whole  circular  de- 
posit gets  wider  with  the  depth,  it  has  actually  the  form  of  a  truncated 

Some  of  the  seams  contain  some  Barytes  besides  the  Galena,  but 
most  of  them  are  free  from  it.  Various  kinds  of  massive  and  crystal- 
lized Cerussite  ("Drybone")  are  found  occasionally  in  the  Clay, 
sometimes  over  20  feet  below  the  surface. 

Work  commenced  at  these  Diggings  on  September  Ist,  1872,  and 
was  carried  on  very  irregularly  with  a  force  varying  from  one  to  thirty 
men.  The  total  production  amounted  to  about  600,000  pounds  of  Ga- 
lena up  to  May,  1874. 
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W.  hf.  Sec.  11,  T.  i'd,  K.  14  W.,  Cole  county.  Owned  by  Peter  Steen- 
bergen. 

Some  20  shafts,  12  to  20  feet  deep,  are  sunk  in  one  N,  and  S.  line, 
down  a  very  flat  southern  slope.  The  Galena  is  found  float  in  the  red 
Clay,  associated  with  much  oolitic  Chert,  as  well  as  between  broken 
masses  of  softened  and  altered  Limestone.  Worked  atintervals  since 
spring  of  18T3,  by  two  men.  Production,  25,000  pounds  of  Galena, 
IIksdersos  Diggings, 

S.  hf.  See.  14,  T,  43,  R.  14  W.,  Cole  county.  Own  ed  by  widow  Hender- 
son.    On  the  edge  of  a  plateau. 

The  Galena,  so  far  as  known  at  present,  seems  to  be  confined  to 
an  elliptic  area  of  ground,  about  80  feet  long  and  40  feet  wide,  the 
main  auis  lying  N.  W.  and  S.  E.  All  the  paying  shafts  are  within 
this  limit. 

They  passed  through : 

No.    1.    1  foot  ciicrty  Soil,  with  many  long  and  tliin  fniKments  of    Hand- 
No.    3.    8  to  12  feet  red  and  brown  eandy  Clay,  with  Chert  smd  with  inutQi 

loose  Galena,     The  latter  is  in  some  places  more  ancumulated  than 

in  othera.    No  Barytea  accompanies  the  ore. 
No.    3.    15  feet  softened  Limestone,  (Calico  and  Cotton  Rock,)  with  seams  of 

Galena  and  glazy  CherC. 

The  shaly  Limestone  occurs  in  places,  and  is  generally  very  rich 
and  full  of  Galena  seams,  Calcite  is  sometimes  found.  Worked  ir- 
regularly since  1S71.     Total  production   about  60,000  pounds. 

Enloe  Diggikgs, 

N.  E.  qr.  of  8.  W.  qr.  Sec.  15,  T.  43,  E.  14  W.,  Cole  county.     Owned  by 
Ben.  8,  Enloe.    Situated  on  a  western  slope.    The  main  strike  of  the 
deposits  is  N.E.  and  8.  W,     The  shafts  are  25  to  30  feet  deep,  and 
reach  the  ore  at  about  this  depth. 
The  General  Section  is  : 

No.    1.    15  to  25  feet  Soil  and  Clay,  witb  Chert. 
No.    2,    2  to  3  teet  "  Cap  Eock,"  shaly  Limestone, 
No,    3.    3  feot  "Clay  opening." 

(?)  feet  "  Bed  Rock,"  fine-grained,  massive  1  jmcstone. 
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No  boalders  nor  broken  masses  are  generally  met  with. 
One   deep  shaft  was   sunk   on   the   top  of  the  hill,  and  passed 
through : 

No.    1.    3  feet  Soil. 

No.    2.    4  feet  Claj',  with  Ohevt. 

So.    3.    6  feet  yellow  iiufl  rert  Clay. 

No,    4.    4  feet  "  Cap  Eock." 

No,    5.    4  feet  opening,  filled  with  Olfiy,  Galena  antl  Bai-ytes. 

No.    6.    23  feet  Lfmestone,  fine. grained,  with  specks  of  Galena. 

No.    7.    8  feet  "second  opening,"  yellow,  gray,  partly  hitnminons  Ulaj', 

without  ore. 

(?)  feet  hard  Limestone. 

These  Diggings  have  been  worked  at  intervals  since  January,  1872. 
Total  production  estimated  at  over  300,000  pounds.  At  present  they 
are  worked  very  steadily  with  3  to  8  men,  the  production  being  be- 
tween 5,000  to  10,000  pounds  of  Galena  per  month. 

DooGA?(  Diggings, 

S.  P:,  qr.  of  S.  W.  qr.  Sec.  15,  T.  43,  E.  14  W.,  Cole  county.  On  old 
Chouteau  lands.  Some  residents,  however,  have  tax  titles  on  various 
portions. 

The  Diggings  are  on  a  S.  E.  slope.  A  run  of  loose  Galena  in  red 
and  yellow  Clay,  with  both  hard  and  rotten  Chert  fragments.  Strikes 
about  E.  to  W. 

Galeniferous  cavities  in  the  soft  Limestone  are  connected  with  it. 
Worked  the  last  2  to  3  months  with  two  men.  Production  25,000 
pounds  of  Galena, 

Eureka  Scott  Diggings, 

S.  E,  qr,  of  N.  E.  qr.  Sec.  23,  T.  43,  R.  14  W.,  owned  by  the  Eureka  Min- 
ing Company  ;  and  S.  W.  qr.  of  N,  E.  qr.,  owned  by  the  Pioneer  Min- 
ing and  Smelting  Company, 

Both  companies  are  mining  different  portions  of  one  and  the  same 
deposit,  situated  in  the  south-west  corner  of  Cole  county,  one  mile 
north  of  Pratt's  Mil!,  on  Brush  Creek. 

The  deposit  is  circular,  and  each  company  owns  about  one-half  of 
it.  It  lies  near  the  southern  edge  of  a  broad  ridge.  Fig.  0  gives  a 
vertical  section  through  the  centre  of  the  ''circle,"  and  is  principally 
intended  to  show  the  distribution  of  t,he  ore  in  the  circle,  and  the  rel- 
ative position  of  the  whole  deposit  to  the  surrounding  strata  of  soft- 
ened Limestone. 
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The  circle  has  a  diameter  of  110  feet  at  the  upper  edge  of  the  de- 
posit, and  widens  out  conically  so  as  to  reach  a  diameter  of  about  130 
feet  at  a  depth  of  65  feet.  The  surrounding,  somewhat  altered  Lime- 
etone,  is  plainly  stratified  with  a  dip  toward  the  north.  The  same 
stratifl cation' and  dip  can  be  observed  in  the  least  altered  central  por- 
tions of  the  deposit.  The  conical  wall  is  in  some  places  very  marked, 
and  has  then  a  seam  of  Galena  adhering  to  it.  In  other  places,  it  is 
less  distinct.  Seams  of  Galena  extend  sometimes  from  the  wall  into 
the  surrounding  strata  outside.  Inside  of  the  wall  the  whole  mass  of 
rock  is  strongly  altered  and  broken,  and  mixed,  especially  near  the 
wall,*where  also  by  far  the  largest  masses  of  Galena  are  found  in 
broken  veins  and  irregular  pockets  associated  with  Barytes.  This 
rich  district  along  the  wall,  is  the  richest  on  the  south  side,  and  is 
there  15  feet  wide  in  the  average,  although  very  variable,  as  is  to  be 
seen  from  the  sketch.  In  some  places,  the  fifth  part,  or  20  per  cent, 
of  the  whole  mass  is  Galena.  On  the  north  side  this  rich  district  ia 
only  about  5  feet  wide,  and  contains  5  to  10  per  cent,  of  Galena.  The 
whole  central  portion  of  the  deposit  is  broken  up  into  large  blocks, 
with  thin  and  thick  broken  Galena  seams,  but  is  much  less  rich  than 
the  district  along  the  wall. 

The  mining  operations  have  been  carried  to  a  depth  of  65  feet. 
Explorations  made  into  a  greater  depth  have  shown  that  the  rock  be- 
comes harder,  less  altered,  and  less  broken,  and  contains  much  less 
Galena,  either  in  single  seams  or  locally  in  a  disseminated  form ;  also 
as  sheets  between  the  strata. 

Barytes  occurs  in  large  quantity  with  the  Galena,  in  this  deposit, 
in  thick,  broken  veins,  sometimes  5  to  8  inches  wide.  The  Galena 
seams  also  reach  a  thickness  of  4  and  5  inches,  and  crystals  are  found 
of  3  inches  diameter.  Some  little  Zinc  Blende  occurs  occasionally 
with  the  Galena  and  surrounded  with  Barytes.  It  seems  to  increase 
somewhat  in  quantity  with  the  depth. 

The  Eureka  Mining  Company  has  all  the  cleaning  and  washing 
of  the  ore  done  by  hand,  and  smelts  its  ore  in  its  own  Eureka  air- 
furnace,  located  at  a  short  distance  from  the  mine.  The  Company 
also  buys  ore  from  the  Boaz  and  other  Diggings,  and  has  smelted  near 
500,000  pounds  of  Galena  within  six  months. 

The  Pioneer  Mining  and  Smelting  Company  has  the  cleaning  of 
the  coarser  lumps  of  Galena  ("block  mineral")  done  by  hand,  while 
all  the  ore  much  mixed  with  Barytes  or  Limestone  is  crushed,  jigged 
and  washed  in  a  email  but  elaborate  ore-dressing  establishment,  erected 
near  Pratt's  Mill,  close  to  the  Pratt's  Mill  Air-furnace,  owned  by  the 
same  Company.  This  establishment,  which  seems  to  do  good  service, 
contain  two  cast-iron  rollers  for  crushing,  a  chain-pump  for  hoisting, 
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two  large  double  jigs,  and  a  rotary  hearth  for  washing,  all  driven  by  a 
moveable  steam  engine.  This  establishment  produces  from  1000  to 
2700  pounds  of  Galena  in  10  hours.  The  furnace  smelts  the  cleaned 
Galena. 

As  regards  the  production  of  the  Eureka  Scott  Diggings,  I  owe 
the  following  statements  to  Mr.  C.  Norfleet,  of  the  Eureka  Company 
and  to  Mr.  Hacker,  local  superintendent  of  the  Pioneer  Company  : 

The  Eureka  Company  produced,  from  January  27,  until  September 
12, 1873,  about  267,000  pounds  of  clean  Galena,  8  to  10  men  being  at 
work  pretty  Bteadily, 

The  Pioneer  Company  produced  from  this  mine,  in  the  year  1872, 
which  was  the  best  year: 

Lai'ge,  hand-cleaned  Galena  ("block  aiinerar') 337,000  poundt^. 

Addiog  to  this  the  amount  of  Galena  washed  out  of  the 
"  wash-airt,"  at  the  dressing  establishment,  estimated 
at  about 150,000  pounds. 

Ttie  total  production  in  1872  was„ 487,000  pounds. 

At  present  the  Pioneer  Company  employ  7  men,  producing  1125 
pounds  of  Galena  per  day,  the  "  wash-dirt"  not  included,  which  may 
■contain  200  to  250  pounds  more  daily. 

The  Eureka  Scott  Diggings  were  first  opened  in  August,  1871,  and 
their  tofca!  production  during  the  last  2^  years,  from  both  companies 
together,  may  amount  to  about  2,000,000  pounds  of  Galena. 

White's  Uigoikgs, 

T.  43,  R  14  W.,  Sec.  25,  Cole  county,  owned  by  J.  D.  White,  of  Jeffer- 
son City.  Worked  since  March,  1S73,  with  the  purpose  of  investigat- 
ing the  ground.  Worked  at  present  with  3  men.  Total  production 
estimated  at  6,000  pounds  of  Galena. 

WiSNur  DiOGiNca, 

T.  43,  R.  14  W.,  Sec.  25,  Cole  county,  i  mile  south-east  of  Pratt's  Mill, 
owned  by  D.  Winnup.  It  has  been  worked  during  the  past  3  years. 
Production  estimated  at  75,000  pounds  of  Galena.  Not  worked  at 
present. 

JusMiEYEE  Diggings, 

T.  44,  R.  13  W.,  Sec.  29,  N.  W.  qr.,  Cole  county,  a  few  hundred  yards 
from  Kuegei's  house,  nortli-west  of  Stringtown.    Some  holes,  6  to  8 
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feet  deep,  were  dug  in  a  small  water -run,  in  fine  broken  Chert,  Sand 
and  Clay,  and  3  to  3000  pounds  of  loose  Galena,  small  and  large,  were 
raised.  Not  worked  now.  There  are  indications  of  Galena  on  several 
other  points  in  tLat  neighborhood. 

JiAI'P  DiGGIXGS, 

T.  43,  E.  13  W.,  Sec.  3,  N.  W.  qr..  Cole  county,'cloae  to  G.  Eapp'8  house, 
near  Stringtown.  Small,  loose  Galena  was  at  first  found  in  a  small 
ravine,  at  the  foot  of  a  fiat  south-western  Slope.  Several  Shafts,  12 
feet  deep,  were  sunk  on  the  Slope,  penetrating  through  Soil,  with 
broken  Sandstone,  red  Clay,  with  some  Chert-fragments  and  fioat 
Galena,  without  any  Barytes,  This  Clay  was  3  to  5  feet  thick.  The 
Galena  is  generally  from  pea  to  fist-size,  and  frequently  coated.  Be- 
low the  Clay  broken  masses  of  altered,  soft  Limestone,  with  brown 
specks  and  dendrites,  and  in  places  thick  seams  of  Galena  was  struck. 
One  shaft  is  being  sunk  deeper.  This  locality  has  been  worked  at  in- 
tervals for  2  years.    Total  production  about  40,000  pounds  of  Galena. 

BLOCKBEEGEI!  DlOGISGS, 

T.  43,  R.  13  AV.,  Sec.  3,  Cole  county,  ^  mile  east  of  Rapp's,  owned  by 
Adam  Blockberger.  Many  shallow  holes  are  dug  on  a  flat,  western 
Slope.  They  met  with  yellow  Clay  below  the  Soil,  and  pieces  of  Sand- 
stone, and  of  softened,  colored  Chert,  the  latter  apparently  passing 
into  the  yellow  and  red  Clay.  Loose  Galena  in  the  Clay,  and  numer- 
ous fragments  of  oolitic  Chert  in  Soil  and  Clay.  Worked  irregularly 
during  the  past  year.    Production  estimated  at  10,000  pounds. 

Several  other  places  in  the  vicinity  and  south  of  Stringtown  have 
a  very  favorable  appearance. 

Fowleu  Dicoin'gs, 
Near  Brazito,  Cole  county. 

Belch  Diggings, 

T.  42,  K,  13  W.,  3  miles  east  of  Smith's  Circle,  (see  fol.,)  Cole  county. 

GOBTK  DiGGIKGS, 

T.  43,  R.  12  W.,  on  Bois  Brule  Creek,  Cole  county. 

Sjikth's  Oikclb, 

T.42,K.13  W.,8ec.  28,N.  E.  qr.  of  S.  E.  iir.,  Cole  county,  formerly 
worked  by  Clark  &  Eaton,  and  afterward  by  E.  W.  Gaty,  of  St.  Louis. 
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The  shafts  are  now  filled  with  water.  A  reliable  informant  describes 
these  Diggings  as  constituting  a  trne  "  circle,"  or  circular  deposit,  120 
feet  in  diameter.  The  only  portion  rich  enough  to  pay  for  mining  was 
aloDg  the  outline,  on  an  annular  apace  of  ground  of  the  above  este- 
rior  diameter,  and  15  feet  wide.  The  diameter  grew  somewhat  larger 
with  the  depth.  But  at  20  feet  depth  the  galeuiferous  portions  ran 
out  into  an  annular  edge,  pointing  downward,  and  a  shaft  sunk  by  Mr. 
Gaty,  75  feet  deep,  into  the  solid  Limestone,  did  not  reach  another  ga- 
leniferons  stratum.  Smith's  Circle  is  said  to  have  produced  very 
heavily,  some  say  about  1,000,000  pounds  of  Galena. 

OiiXTRAL  DiGGISGS, 

T.  43,  K.  13  W.,  Sec.  21,  S.  E.  qr.,  Cole  county,  close  [to  the  southern 
county  line,  owned  by  Squire  M.  H.  Belcher,  of  Locust  Mound.  At  the 
north-western  footof  a  hill  a  crack  in  the  Limestone,  containing  Clay 
and  loose  Galena,  was  followed  horizontally  about  30  feet,  by  a  ditch 
on  the  surface.  Finally  a  small  cave  was  reachedfilled  with  red  Clay, 
yellow  Ochre,  Chert-concretions,  concretions  of  Pyrites,  partly  convert- 
ed into  Limonite,  and  much  float  Galena.  Nearthesummit  of  thesame 
hill  a  shaft  was  sunk  through  yellow  Clay  and  Chert,  struck  the  Lime- 
stone at  20  feet,  and  followed  a  "chimney"  or  vertical  cavity  full  of. 
red  Clay,  with  much  loose  Galena.  These  Diggings  have  only  been 
worked  since  1873.  The  lower  place  furnished  about  4000,  the  upper 
3000  pounds  of  Galena. 

6.    LEAD  ORE  DEPOSITS  IN  MILLER,  OSAGE  AND  MARIES 
COUNTIES. 

The  Osage  River  divides  Miller  county  into  nearly  equal  halves, 
the  northern  of  which  contains  valuable  Lead  districts,  the  southern 
a  rich  Iron  district.  In  a  few  exceptional  places  only  is  Lead  ore  found 
south,  and  in  a  few  others  Iron  ore  is  met  with  north  of  the  Osage  River. 

Most  of  the  Galena  deposits  of  Miller  county  seem  to  belong  to 
the  Second  Magneaian  Limestone. 

Osage  county  is,  as  far  as  known  at  present,  more  an  Iron  than  a 
Lead  county.  Lead  ore  having  been  discovered  exclusively  in  a  small 
portion  of  the  south-western  corner  of  the  county.  Lead  ore  is  also 
found  in  the  western  half  of  Maries  county,  and  some  depoaits  have 
been  opened  lately  with  good  success.  Miller  county  has  two  Lead- 
smelting  furnaces,  namely :  the  Pioneer  and  the  Grassroot  furnace. 
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UOFP  Diggings, 


T.  41,  R.  13  W.,  Sec.  6,  N.  E.  qr.  of  N.  E.  qr„  Miller  county.  Owned  by 
E,  B.  Hoff.  These  diggings  are  situated  close  to  the  northern  bound- 
ary of  the  county,  i  mile  south-east  of  the  Central  Diggings  above 
described,  on  a  broad  and  flat  north-western  hill-spur,  between  two 
small  ravines.  Galena  was  iirst  discovered  in  the  year  1873,  as  loose 
pieces  in  the  western  ravine.  By  digging  on  the  slope  north-east  of 
this  place,  a  crevice  was  discovered  striking  S.  W.N.  E.,  connected 
with  numerous  chimneys  and  caves  in  the  Limestone,  which  contained 
loose  Galena  in  red  and  yellow  Clay.  The  shafts  sunk  on  this  crevice 
passed  through  20  to  30  feet  of  Clay  with  Chert  concretions,  then 
struck  the  Limestone  and  followed  the  cavities  on  the  surface  of  the 
latter  to  an  additional  depth  of  10  to  20  feet.  The  Limestone  is  fine- 
grained, more  or  less  altered  and  sol't,  and  often  speckled  with  dendri- 
tic oxides  of  Iron.  Some  crystalline  Oalcite  was  found  with  the  ore, 
but  no  Barytea. 

A  crevice,  striking  at  a  right  angle  to  the  one  above  mentioned 
was  afterward  discovered,  and  by  being  followed  led  to  the  discovery 
of  another  crevice  parallel  to  the  first,  and  120  to  130  feet  distant  from 
it,  running  across  the  summit  of  the  spur,  S.  W.  N.  E.,  and  not  unlikely 
in  some  relation  to  a  cave  existing  near  the  eastern  ravine  and  situ- 
ated in  the  prolongation  of  this  second  crevice.  The  latter  also  is  con- 
nected with  galeniferous  cavities  in  the  Limestone.  A  few  hundred 
yards  south  of  these  Lead  diggings,  on  the  upper  part  of  the  western 
ravine,  a  Limonite  deposit  is  observed  on  the  surface,  consisting  of 
fragments  of  good,  stalactitic,  partly  hard,  partly  ochrey  Limonite, 
one  to  two  feet  in  diameter,  extending  about  50  feet  along  the  ravine 
on  both  sides. 

The  Lead  diggings  have  been  worked  by  two  men  since  1872,  with 
interruptions,  and  produced  from  that  time  until  May,  1874,  21,000 
pounds  of  G-alena. 


T.  42,  R.  14  W.,  Sec.  15,  N.  W.  qr.,  Miller  county.  These  diggings, 
which  were  known  for  some  time  past,  have  taken  a  great  start  of  late, 
as  I  am  informed,  and  are  now  worked  steadily  with  10  to  12  men,  with 
excellent  success. 

McMillan  Diggisss, 

T.  42,  K.  14  W.,  Sec.  35,  Miller  county.  Owned  by  McMillan  &  Hill. 
They  are  situated  on  high,  nearly  level  ground,  and  extend  about  150 
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feet  from  north  to  south,  and  80  feet  east  to  west.  The  Galena  was 
found  12  to  15  feet  deep,  loose  in  the  Clay,  and  again  in  cavities  in  the 
Limestone.  The  latter  lies  from  10  to  25  feet  below  the  surface,  is 
altered  and  soft  and  in  places  contains  thin  seams  of  Galena.  Some 
Barytes  occurs  near  the  northern  end  of  the  deposit.  The  diggings 
were  worked  with  interruptions  by  a  few  men  from  1870  natil  1873, 
and  have  produced  about  200,000  pounds  of  Galena. 

Walkek  Diggings, 

T.  41,  R.  14  W.,  Sec.  6,  N.  W.  qr..  Miller  county.  Owned  by  the  Pioneer 
Mining  and  Smelting  Company.  J.  W.  Conlogue  of  St.  Louis,  Presi- 
dent. These  diggings,  which  are  the  richest  so  far  discovered  in  Mil- 
ler county,  occupy  a  pretty  extensive  district  on  both  sides  of  a 
branch  of  Saline  Creek,  which  branch  flows  from  north  to  south.  On 
the  west  side  of  this  branch  a  hill  slope,  called  Anderson  Hill,  is  cov- 
ered with  holes  and  shafts  which  are  said  to  have  produced  400,000 
pounds  of  Galena.  On  the  eastern  slope  we  find  the  old  diggings  on 
the  so-called  Jew's-harp  Ilill,  extending  south  across  a  ravine  to  the 
north-west  slope  of  the  adjacent  hill.  Their  total  production  is  esti- 
mated at  200,000  to  300,000  pounds.  They  join  toward  the  north  those 
diggings  which  are  worked  at  the  present  time  and  whose  total  pro- 
duction so  far  may  be  estimated  at  a  minimum  of  200,000  pounds. 
These  latter  diggings  are  spread  to  some  extent  over  the  slope  of  a 
hill-spur.  Their  best  and  principal  part,  however,  consists  in  a  row  of 
shafts  sunk  on  the  slope  in  an  east  to  west  direction.  These  shafts 
followed  a  crevice  in  the  altered  rocks  and  were  very  productive. 
The  uppermost  shafts,  sunk  on  the  summit  of  the  spur,  struck  finally 
a  very  large  circular  deposit  which  is  being  worked  at  present. 
The  shafts  passed  through  about : 

No.  1.    3  feet  of  Soil. 

No.  2.    S  (eeC  of  fractured  Chert  Jayers,  with  Ohei't  Sand. 
No.  8.    10  feet  Olay,  with  Chert  fragments. 

No.  4.    15  feet  hard,  bluish  crystalline,  Magneaian  Limestoue,  porous,  oiviug' 
to  numerous  denticulated  cavities  throughout  the  whole  mass. 

This  rock  exists  here  in  fissured  layers.  Below  it  a  very  large 
circular  "opening  "  was  struck,  30  to  40  feet  wide  above  and  getting 
rapidly  wider  with  the  depth  and  filled  with  loose,  soft  and  wet  red 
Clay  ("  tallow  Clay,")  in  its  upper  part,  while  the  lower  part  was  filled 
with  broken  down  masses  of  Limestone  more  or  less  altered  and  soft- 
ened, mostly  angular,  with  broken  veins  and  seams  of^Barytes  and  Ga- 
lena through  and  between  them.    Large  cavities  between  the  broken 
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masses  are  mied  with  red  Clay.  The  whole  mixture  contained  in  its 
main  portion  5  to  10  per  cent,  of  Galena,  mostly  in  thick  slabs  and 
chunks.  The  excavation  has  now  reached  a  depth  of  85  feet,  at  which 
depth  the  deposit  has  a  diameter  of  nearly  80  feet.  The  walls  are  in 
some  places  very  marked  and  cut  off  the  Galena;  in  other  places, 
however,  thick  seams  of  Galena  run  into  the  pretty  hard  wall  rock. 
Some  of  these  have  been  followed  to  a  distance  of  over  30  feet. 
Seams  of  Galena  also  extend  into  a  greater  depth,  but  the  rock 
seems  then  to  get  harder  and.  more  solid.  Copper  Pyrites  or  cuprifer- 
ous Iron  Pyrites,  and  some  Malachite  are  often  found  associated  with 
the  Barytes.  The  Galena  is  always  deposited  directly  on  the  Lime- 
stone, and  the  Barytes  fills  the  spaces  left  and  thus  surrounds  the  Ga- 
lena. Fine,  transparent,  colorless  crystals  of  Barytes,  |-  of  an  inch 
long  and  %  inch  thick  are  occasionally  met  with  in  drusy  cavities. 
The  Walker  Diggings  have  been  worked  for  about  three  years. 
Miller  is  said  to  have  discovered  the  Galena  on  Walker's  land. 
Walker  sold  the  land  in  J872  to  I"ox,  and  the  latter  shortly  after  sold 
it  to  the  Pioneer  Company,  about  100  acres.  The  figures  stated  above 
may  give  an  approximate  idea  of  the  total  production,  which  can  not 
be  far  from  1,000,000  pounds.  The  present  production  from  the  cir- 
cular deposit  which  is  the  only  portion  now  being  worked  and  in 
which  7  men  are  steadily  occupied,  is  somewhat  over  4,000  pounds 
weekly. 

The  Galena  is  smelted  in  the  Pioneer  air  furnace,  situated  in  T. 
41,  E.  14  W.,  Sec.  25,  N.  W.  qr.,  Miller  county,  on  Saline  Creek,  6  miles 
south-east  of  the  Walker  mines.  This  furnace  is  also  owned  by  the 
Pioneer  Mining  and  Smelting  Company. 

Black nuKs  Diggings, 
T.  41,  K.  14  W.,  Sec.  10,  N.  E.  gr.,  Miller  county.  Owned  by  Bill  Black- 
burn. They  extend  over  several  acres  of  ground  on  a  rather  flat,  east- 
tern  Slope-  The  Galena  exists  loose  in  red  Clay  at  shallow  depths, 
and  also  inlongsuhteranean  water  channels  (caves.)  The  production 
has  been  quite  large  for  some  time. 

Temple  E.  Bell  Diggings, 

T.  41,  E,  14  W.,  Sec.  2,  S.  W.  qr.,  Miller  county.  Owned  by  K.  G.  Mar- 
tin, of  Tuseumbia.     Old  Diggings,  not  worked  at  present. 

CORTET  DiOOINOS, 

T.  41,  K.  14  W.,  Sec.  11,  N.  E.  qr.  of  N.  W.  qr.,  Miller  county.  In  liti- 
gation between  D.M.  Ourtey  and  the  Pioneer  Company.  They  are 
considered  as  good  diggings. 
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FletCHKU  EyaX  DlfiOI.NCS, 

T.  41,  E.14  W.,  Sec.  10,  S.  E.  qr.,  Miller  county.  Much  Galena  ia  said 
to  have  been  raised  here  in  1873. 

Hacksey  Disgings, 

T.  41,  R.  14  W.,  Sec.  14,  S.  W.  qr.  of  N.  E.  qr.,  Miller  county,  6  miles 
■fromTuacumbia.  Owned  by  Wesley  A,  Hackney.  The  diggings  are 
on  both  slopes  of  an  E.  W.  ridge.  The  greatest  number  of  shafts  are 
at  present  on  the  southern  Slope,  the  surface  of  which  is  strongly 
wavy.    The  shafts  generally  pass  through 

No,  ] .    3  feet  Soil,  with  fragments  of  Saadstone, 

No.  2.    3  to  15  feet,  yellow  Clay  and  broken  Ohert. 

No.  8.    G  feet  "  cap-rock,"  altered  Majrnesian  Limestone,  in  places  shaly. 

No.  4.    2  to  10  feet  red,  tallow-clay,  with  loose  Galena  and  often  mnch  fine 

Obert. 
No.  5.    10  to  25  feet  "  Sand  boulders,"  broken  raaaaes  of  half  disintegrated 

Magneslan  Limestone,  with  broken  seams  of  Galena,  with  more 

or  less  Barytes. 

The  solid;  Limestone  has  not  been  reached  as  yet.  The  depth  of 
the  shafts  varies  from  10  to  50  feet.  The  diggings  occupy  an  area  of 
about  800  feetlong  and400  feet  wide.  They  have  been  worked  since 
March,  1872,  but  more  actively  since  February,  1873.  The  production 
is  very  irregular  and  very  different  in  different  places.  In  one  of  the 
richest  places  3  men  obtained  100,000  pounds  of  Galena  in  14  months. 
The  total  production  until  May,  1874,  may  be  estimated  at  300,000  lbs. 
About  270,000  pounds  were  raised  since  February,  1873,  From'Janu- 
ary  till  May,  1874, 15  men  were  at  work  in  the  average,  and  produced 
about  120,000  pounds  of  Galena,  or  30.000  pounds  per  month.  The 
Galena  is  smelted  partly  in  the  Grassroot,  partly  in  the  Pioneer,  and 
partly  in  Eanes  &  Berry's  furnaces. 

Grassroot  Diggings. 

T.  41,  R.  14  W.,  Sees.  23  and  26,  Miller  county.  Ovrned  by  James  J. 
Blackburn.  The  principal  diggings  are  situated  on  all  sides  of  a  pret- 
ty steep  and  high  hill.  The  shafts  are,  however,  the  most  numerous 
on  the  north-eastern  Slope.  Nearly  all  of  them  struck  loose  Galena 
in  red  Clay,  at  depths  from  10  to  20  feet.  On  the  upper  part  of  the 
north-eastern  Slope,  a  shaft  was  sunk  to  a  depth  of  80  feet,  and  passed 
through  25  feet  of  Clay,  so  rich  in  Galena,  that  100,000  pounds  were 
raised.    The  shaft  then  struck  solid  Limestone  with  occasional  seams 
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and  specks  of  Galena,  and  penetrated  55  feet  into  it,  until  it  struck  a 
Ohert-layer.  As  the  Galena  was  very  scarce,  and  the  work  not  pay- 
ing, the  exploration  waa  stopped  for  the  present.  Slabs  of  Sandstone- 
occurs  on  the  surface  of  the  south-western  Slope  of  the  hill.  These 
diggings  have  been  worked  since  2  years  ago,  and  have  produced 
about  500,000  pounds  of  Galena.  The  latter  is  smelted  in  the  Grass- 
TOot-air  Furnace^  erected  in  the  vicinity  of  the  diggings,  and  owned 
by  Blackburn  and  Johnson,  The  pig-lead  is  shipped  per  boat  down 
the  Osage  River,  and  from  Osage  City  by  rail  to  St,  Louis. 

WiLLIAJISON  DiGCISOS, 

T.  41,  R.  Vd  W.,  Sees.  7  and  8,  Miller  county. 

Caff's  Diggings, 

T.  40,  E.  13  \V.,  Sec.  12,  N.  "W.  qr.,  Miller  county.  Near  Humphey's- 
Creek,  south  of  the  Osage  River.  Owned  by  King  &  Kirby,  of  Jeffer- 
son City.  Leased  by  Oapp's  and  others.  The  Diggings  lie  along  a 
south-western  Slope,  near  the  summit  of  a  high,  steep  ridge.  Large 
outcrops  of  Magnesian  Limestone  maybe  observed  below  the  dig- 
gings on  the  same  Slope.  The  Slope  round  the  diggings  is  covered  by 
a  cherty  Soil,  below  which  red  Clay  with  l!oat  Galena  is  found.  This 
galeniferous  Clay  extends  also  into  both  horizontal  and  vertical  cavi- 
ties in  the  Limestone.  Sheets  and  seams  of  Galena,  in  hard  Lime- 
stone, are  also  met  with,  but  too  thin  to  pay.  The  Galena  is  often 
found  adhering  to  broken  oolitic  Chert.  I  noticed  some  Calcite,  but  no- 
Barytes,  associated  with  the  Galena.  These  diggmgs  are  said  to  have 
been  worked,  from  time  to  time,  during  the  last  20  years.  They  are 
worked  at  present  with  3  to  3  men,  irregularly.  The  total  production 
ie  estimated  at  30,000  to  40,000  pounds,  of  which  10,000  to  12,000  pounds 
were  taken  out  in  1873.  A  few  hundred  yards  north  of  the  Oapp's 
Diggings,  in  T,  40,  E.  12  W.,  Sec.  7,  near  the  summit  of  the  same 
ridge,  on  the  opposite  Slope,  specular  ore  is  seen  in  loose  pieces  on 
the  surface,  together  with  Chert-conglomerates,  and  with  ferruginous 
Sandstone  and  some  Limonite. 

.rONBS'  DiGGISOS, 

T.  41,  R.  13  W.,  Sec.  36,  S.  hf.  of  R.  E.  qr.,  Miller  county,  south  of  Osage 
Eiver.  Owned  by  Lewis  Jones.  Leased  by  Charles  Himrod.  I  am 
informed  that  these  diggings  were  worked  with  good  success  in  spring 
and  summer  of  1873. 
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Sl'GAK  OliEEIt  DiGOlKOS, 


T.  41,  E.  11  W,,  Sec,  17,  near  centre,  Oaa^e  county,  on  Sugar  Greek, 
south  of  the  Osaj^e  River,  This  locality  is  mentioned  in  G.  0,  Broad- 
head's  Eeport  on  Osage  county,  {See  Reports  of  Mo.  Geo'l  Sur,  1855 
and  1871,  p.  34.)  iSome  work  has  been  done  there  since  by  the  Pio- 
neer Mining  and  Smelting  Company,  which  also  built  an  air-furnace 
called  the  Sugar  Creek  Furnace  in  that  vicinity,  near  Sclieiler's  ferry. 
Neither  the  diggings  nor  the  furnace  are  at  present  in  operation, 

Williams'  Diggings, 

T.  39,  E.  10  W.  On  upper  Maries  Creek,  Maries  county.  This  locality 
was  opened  in  the  spring  of  1874,  and  ia  said  to  be  now  worked  suc- 
cessfully. 

Cheisman  Diggings, 


T.  40,  E.  11  W.,  Sec.  34,  N,  W.  qr.,  Maries  county.  This  place  is  men- 
tioned and  described  in  G-.  0.  Broadhead's  Report  on  Maries  county. 
(See  Mo,  Geo'l  Eeporta  1855  and  1871,  p,  22.)  Another  occurrence  of 
Galena  in  Maries  county  ia  there  mentioned  in  T.  41,  R.  H  W.,  Sec.  20, 
S.  E.  qr. 


E.     LIST  OF   LEAD  GEE    DEPOSITS   AND  OF   LEAD  SMELT- 
.    ING  FURNACES. 


A.    DEPOSITS. 


Diggings. 

Suction. 

t 

SaU7ie  County. 

19 
ne  qr  26 

40 

m 

Cooper  County. 

Collins 

13  W. 
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Deposits— Gontirmed. 


1-9 

s 

Diggings. 

Seotiok. 

1 

^ 

jBenian  County. 

W  hitt 

nw  qr  s 

V  qr  2S 

39 

21  W. 

Unatka 

nwqrs 

rqr  38 

39 

HoopLr 

ne  qr  s 

vqr    2 

39 

22  W. 

Deer  Creek 

chf  s 

c  qr    6 

39 

20  W. 

r-,v  Cimp 

no  qr  n 

eqr  32 

42 

21  "W". 

Eiekory  County. 

Carter 

swqrn 

e  qr  18 

38 

21  "W. 

Barjtea 

neqrs 

Bqr  18 

38 

->teBln  = 

seqrs 

eqr  18 

38 

Da  icli 

n 

e  qr  13 

38 

22  W. 

Pi  own 

s\v  qr  s 

qria 

38 

C   nln  Gouitv 

Ten  J 

iiwqr5and  i 

eqv    6 

38 

10  W. 

Murnhv 

3(S 

39 

17  W. 

Thomas 

31 

39 

10  W. 

se  qr  s 

-qr  35 
qr2T 

Bruin 

39 

Day  km 'Williams 

V  qr  34 

39 

Fieltiiiio'  Clark 

37 

Morgan  County. 

Joliiison-Dsiviclson 

r            w  hf  I 
{            ehfn 

eqr  261 
vqr2e| 

40 

17  W. 

Bond 

r           sw  qr  B 
t             se  qr  , 

vqr    9\ 
e  qr  1g| 

40 

17  W. 

J 

ehf  n 

e  qr  11 

40 

Granby  Company's 

41 

10  "\V. 

Indian  Creek 

, 

eqr  26 

41 

17  W. 
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Deposits — Continued. 


^ 

s 

W 

Diggings. 

SHOTIOS. 

S 

% 

Morgan  County — CoiitimieJ. 

Doph 

w  lif  e  iif  IS 

41 

16  W. 

Madole 

swarnwqr    8 

41 

Kcl=ei 

se  qr  se  qi-    5 

41 

strong 

nw  <ir  nw  qr  27 

42 

0'Bllf.n 

17 

41 

17  W. 

O'Bnen 

24 

41 

18  W. 

Brushy 

se  qr  12 

41 

nc  qv  nw  qr  13 
seqrnwqr  13 
ii«  qr  ne  qr  14 

CaldwclJ 

41 

Blow 

sw  qr  23 

41 

Wild  Cat 

41 

nw  qr  29 

30 

w  hf  se  qr  12 

41 
41 
41 

Proctor 

"Wilson 

19  W. 

Buffalo 

41 

»w  qr  31 

42 

sw  qr  28 

42 

so  qr  sw  qr  21 

seqrnwqr  18 
se  qr  ne  qr  18 
sw  qr  aw  qr  23 
nw  qr  no  qr    6 

so  qr  nw  qr  32 

Wyant  Spring. 

42 

.. 
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Dep  osiin — C  onti  Qued . 


^ 

r 

DiGGiNc;s. 

SkciiO-n-. 

a 

H 

Morgan  Cov-nty—Continunli. 

bchiiltBf 

ne  qr  lie  cir  33 

42 

17  W. 

Spiiilw  k 

nw  qr  ee  qr  24 

43 

Townley 

iiw  qr  uw  qr  23 

42 

€-unii 

ne  qr  nw  qr  33 

42 

■MoiHiid 

11  hf  22 

42 

acqrswqr    9 
se  qr    8 
nwqrneqr    8 
seqrswqr    5 
sw  qr  ge  qr    5 
neqrswqv    3 

,, 

African 

Oabrielle 

4;i 

18  W. 

sw  qr  10 

iiw  qv  sw  qr  25 
se  qr  ne  qr  10 

swqr  34 

ne  qr  34 

nwqrswqr22 

se  qr  se  qr  15 

Edwards 

45 

ne  qr  no  qr  19 

43 

Moniteau  Count)/, 

High  Point 

ne  qr  ir 

4ii 

in  w. 

lie  qr  sw  qr  12 
near  centre  10 

Mineral  Poiiif 

45 
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DiGoiscs. 

Section. 

I 

W 

MonUeau  Cb km;;/— Continued. 

mvqrseqr    4 

6W  qr  SW  qy  25 

w  hf  82 

5 
25 

ehf    2 

KW  qr  SW  qv    2 

whf  11 

shf  li 

jic  qr  aw  qr  15 

so  qr  SW  ar  15 

se  <jr  r.w  <]r  23 

25 

25 

iiw  qr  29 

imqi-    y 

nwqr    3 

near  Brazito 

3  miles  east  of  Smich's 
circle 

OB  Bois  Brule  Creek 

ne  qr  se  qr  3t) 

se  qr  21 

45 
47 

44 

44 
4S 
45 
44 
43 
43" 
43 
43 
43 
43 
43 
43 
44 
4a 
43 

42 
42 
42 
42 

Fanes 

Cole  County. 

Klston  ^ 

13  W. 

13 

13  W. 

13  W. 

OentraU 
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Millei'  Co-aniy. 

Hoff. 

Clay 

MeMillftn 

"Walker  „ 

Blackburn 

Temple  E.CtU 

Curtey 

Fletcher  Ryan 

Haduiey 

Grassroof 

Williamson 

Capps 

Oaoge  Cnimt'i/. 
Sii^itL- Creek 

Manei  County. 

Williams 

Chrisman 


■  ne  qx  C 
nw  qv  15 

35 

nwqr  5 
ne  qr  10 

aw  qr  2 
w  hf  11 
ee  qr  10 

■  ne  qr  11 
:3  and  2G 

7  and  S 
nw  qr  12 


11  upper  J[arics  Creek 
nw  qr  34 


13  W. 
IJ  W. 


10  "W- 
n  \V. 
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B.      FURNACE 


? 

^ 

? 

Fdknaces. 

Section. 

f 

Saline  County. 

Marmaduto;  Air  Furnace 

19 

4S 

19  W. 

Cooper  County. 

Old  Scott  Air  Fwraace 

2(; 

49 

19  W. 

Collins  Air  Furnace.  (Brand:  "C.&Co.,Mo."; 

19 

49 

18  \Y. 

Camden  County. 

Linn  Creek  Ail' Fiirnaw....           

25 

30 

17  VV. 

Moi-gan  Gouniy. 

Clark's  Air  Furnace 

21 

42 

13  W. 

Bond's  Air  Farna^e 

Iti 

40 

17  W. 

Wyant  Spring  Aii  Ininace 

32 

42 

Handlin  Air  Fnrnaee 

0 

42 

BuJMo  Air  Furnace" 

1 

41 

19  VV. 

Ottcrville  Air  Fumite 
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Monitem  County 
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w  hf  a2 

44 

U  W. 

Cole  County. 

Eureka  Air  Furnace 
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lie  qr  2S 

4a 

14  W. 

Pratt's  Mill  Air  Furnace 

43 

Miller  County. 

Pioneer  Air  Furnace 

nw  qr  25 

41 
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OrasBroot  Air  Furnace .  ..... 

se  qv  sw  qr  23 

41 
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CHAPTER   XXXIII- 


PKACTICAL  RULES  FOR  JUDGING  OF  A^^D  FOR  DKVELOPING 
DEPOSITS  OF  IRON  ORE  IN  MISSOURI. 


"    ADOLF  SCHMIDT,   Til.   J>. 


la  the  perusal  of  ray  treatise  on  the  Iron  ores  of  Missouri,  con  ■ 
tained  in  the  Geological  Reports  for  1872  of  this  State,  it  has  been 
noticed  undoubtedly  that,  generally  speaking,  no  practical  conclu- 
sions for  the  miner  or  sraeltet  were  drawn  in  that  treatise  from  the 
observed  geological  facta,  and  from  the  results  of  the  numerous  che- 
mical analyses,  and  that  it  was  avoided  even  to  draw  such  conclusions 
in  places  where  they  would  have  come  in  naturally.  The  reason  of 
this  is  that  I  had  intended  to  spare  all  the  practical  results,  as  much  as 
possible,  for  two  separate  chapters;  one  for  the  miner  or  land  owner, 
and  another  for  the  smelter,  which  chapter  were  to  be  appended  to, 
and  to  conclude  the  treatise.  As  the  time  allowed  to  me  last  year  for 
preparing  my  report  was  too  limited  to  enable  me  to  add  th'Cse  chap- 
ters, I  will  now  present  them  to  the  public.  The  one  will  give  practi- 
cal rules  for  judging  of,  and  for  developing  deposits  of  iron  ore  in  the 
State,  the  other  will  treat  of  the  metallurgical  properties  of  the  Missouri 
Iron  ores.  The  former  will  be  principally  based  on  the  observations 
contained  in  Division  0,  the  latter  on  results  contained  in  Division  B 
of  my  report  of  1872.  As  that  report  gives  all  the  data  required  for  the 
following  considerations,  many  readers,  having  already  drawn  the 
proper  conclusions  from  these  data,  will  not  find  anything  new  in  these 
two  chapters.  However,  considering  the  exaggerated  views  often 
held  by  practical  miners,  regarding  subterranean  treasures,  consider- 
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ing  the  great  excitement,  well  excusable  in  itself,  and  the  conseqaent 
confusion  of  judgment  of  many  land  owners,  when  they  discover  some 
useful  mineral  on  their  property,  considering,  finally,  how  much  capi- 
tal may  be,  and  how  much  really  has  been  spent  uselessly  by  injudi- 
cious "prospecting,"  these  lines  certainly  will  not  appear  superfluous^ 

The  observations  by  which  tlie  character  and  extent  of  unopened 
deposits  of  Iron  ore  in  Missouri  may  be  ascertained  or  estimated  with 
a  greater  or  less  degree  of  safety,  from  their  exterior  appearance,  must 
refer  principally  to  tte  following  points:' 

1.    Character  of  the  ore. 

3.    Size,  shape  and  extent  of  the  surface  ore,  or  of  the  outcrops* 

3.  Character,  shape  and  extent  of  the  associate  rocks, 

4.  General  geological  position. 

5.  Geographical  and  topographical  position  of  the  deposit. 

1.     CHAEACTEE  OF  THE  OEE. 

A  careful  determination  of  the  character  of  the  ore  is  of  great 
importance,  not  only  because  it  is  one  of  the  elements  necessary  to 
judge  of  the  character  and  extent  of  the  deposit,  but  also,  in  a  more 
immediately  economical  point  of  view,  because  it  gives  an  approxi- 
mate idea  of  the  value  of  the  ore  itself.  The  chemical  analyses  pub- 
lished in  last  year's  report  show  that  the  specular  ores  of  Missouri  are 
uniformly  very  pure,  regarding  Sulphur,  Phosphorus  and  other  injuri- 
ous ingredients ;  the  red  Hematites  less  so,  and  the  Limonites  less 
than  the  latter.  In  the  same  way  as  the  impurities  increase  the  per 
centage  of  metallic  Iron  decreases  in  these  ores.  In  the  great  aver- 
■age  it  may  be  said  that : 


Specular  ores  contain..., 
Jted  Hematites  eontai  11.  .. 
Limonites  contain 


metallic  Iron, 


We  see  that  there  is  a  descending  scale  of  value  from  the  Specu- 
lar, through  the  Eed,  down  to  the  Brown  or  Linionite  ores.  The  differ- 
ence in  value  of  these  ores  is,  from  certain  metallurgical  reasons, 
■considerably  greater  than  it  would  appear  from  the  above  figures. 

I  have  explained  on  pp.  50  to  52  of  ray  former  report  how  these 
three  kinds  of  Iron  ores  may  be  generally  recognized  and  practically 
distinguished  from  each  other  by  their  color,  streak  a 
brief  thus ; 
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Specular  oi't'.«. 
Ked  Hematite. 

Limonite 


Dark  bluish-^ray. 


Dark-red.,. 


Lig-ht-red 

YelloivMi-bi'owii.i  YeOowisli-brown 


.  Scarcely  to  be- 
scratched  with  a 
knife. 

ly  scratched  with 
a  kuife. 

Scarcely    to     be 
.icratohed  witli  !i 

With  the  help  of  this  simple  table,  it  will  be  possible,  in  most 
cases,  to  determine  and  distinguish  Missouri  Iron  ores.  In  comparing- 
several  specimens  of  the  same  kind  of  ore  with  each  other,  darker 
color,  darker  streak,  greater  hardness  and  weight  are  indications  of 
greater  richness  in  metallic  Iron, 

For  obtaining  a  correct  view  on  the  character  of  an  ore  bank,  it 
is  often  important  to  determine  the  origin  of  the  various  ores  which 
origin  may  be  a  different  one  for  the  same  kind  of  ore  in  different 
localities.  Such  determinations  are,  however,  sometimes  very  difficult 
and  have  to  be  made  with  great  care.  The  following  rules  may  guide: 
in  them : 

SPEOULAE    ORE 

May  have  originated  eitherin  Porphyry  or  in  Silurian  Sandstone.  The 
ore  from  the  Porphyry  ia  mostly  very  hard  and  compact ;  that  from  the 
Sandstone  can  generally,  with  some  effort,  he  scratched  with  a  knife» 
and  is  full  of  amall,  irregular  cavities  and  cracks,  so  small  sometimes 
as  to  be  hardly  perceptible  with  the  naked  eye. 

As  the  Specular  ore  from  Porphyry  has  not,  so  far,  been  found  in 
stalactitic  forms,  the  presence  of  such  forms  is  an  indication  that  a 
certain  specular  surface  ore  has  originated  in  the  Sandstone.  As  the 
Sandstone  ore  undergoes  transformations  into  soft,  red  Hematite  and 
into  Limonite,  neither  of  which  transformations  has  been  observed 
taking  place  with  the  Porphyry  ore,  the  occurrence  of  red  ore,  or  of 
Limonite,  together  with  the  Specular,  shows  that  the  latter  originated 
from  and  perhaps  rests  on  the  Sandstone. 

We  shall  see  in  the  following  portions  of  this  chapter  how  im- 
portant it  is,  in  valuing  an  ore  bank,  to  ascertain  facta  as  those  just 
mentioned. 


,v  Google 


MISaOUBI  IRON  DEPOSITS. 


E  B  D    HEMATITE 
Occurs  in  Missouri  either  as  a  product  of  alteration  from  specular 
ore  or  as  an  apparently  original  mineral  in  the  carboniferous  forma- 
tion.   These  two  kinds,  although  very  similar  in  color  and  streak,  can 
in  most  cases  be  readily  distinguished  from  each  other. 

The  Eed  Hematite  produced  by  alteration  has  always  a  partly 
earthy,  the  carboniferous  ore  a  more  etony  fracture.  While  the  lat- 
ter can  be  scratched  with  a  knife  without  great  difficulty,  the  former 
is  80  soft  as  to  be  easily  scratched  with  theflnger  nail  or  crushed  be- 
tween the  fingers.  The  red  ore  formed  by  alteration  frequently  in- 
closes bright  crystalline  particles,  disseminated  through  the  red, 
earthy  mass.  Whenever  this  is  not  the  case,  this  ore  is  either  greasy 
or  clayish  to  the  touch,  and  often  mixed  with  small  flakes  of  white  ■ 
Clay,  None  of  all  these  characteristics  are  ever  observed  in  the  car- 
boniferous red  ore,  which  is  never  crystalline  or  clayish.  Thus  their 
-distinction  is  easy. 

When  fresh  or  half  decomposed  specular  ore  is  found  with  the 
red  ore,  the  latter  must  always  be  considered  as  produced  by  altera- 
tion. 

Although  this  red  ore  from  alteration  is  never  seen  to  pass  into 
brown  Limonite,  and  although  the  carboniferous  red  ore  does  this 
very  frequently,  the  mere  presence  of  Limonite  is  no  proof  of  the 
■carboniferous  origin  of  the  red  ore,  because  the  same  specular  ore 
which  is  transformed  into  red  Hematite  under  certain  circumstances, 
is  under  other  circumstances  changed  into  Limonite;  and,  therefore, 
the  red  ore  and  the  Limonite  may  occur  together  in  the  same  bank 
without  the  latter  being  necessarily  produced  by  an  alteration  of  the 
former. 

LIMONITE 

-May  be  derived  from  three  different  sources  : 

1.  From  a  transformation  of  specular  ore. 

2.  From  a  transformation  of  carboniferous  red  Hematite. 

3.  From  original  deposits  in  the  Silurian  Limestone. 

These  three  Limonites  can  not  always  be  well  distinguished  from 
each  other.  Yet  it  may  be  said  that  nearly  all  Limonites  having  a 
stalactitic  or  botryoidal  structure,  and  all  those  associated  with  py- 
rites, or  existing  as  pseudomorphs  in  the  crystalline  form  of  pyrites, 
are  original  Limonites.  When  the  pores  seen  in  the  fracture  of  dense 
pieces  have  the  shape  of  thin  cracks  with  denticulated  or  slightly 
ragged  outlines,  the  ore  is  mostly  an  altered  specular  ore.  When  the 
structure  is  spherulitic,  amygdaloidal,  or  else  when  it  is  sponge-like, 
the  ore  is  mostly  an  altered  red  Hematite. 
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2.    SIZE,  SHAPE  AND  EXTENT  OF  THE  ORE. 

An  untouched  ore  bank  may  show  the  ore  either  as  surface-ore^ 
or  as  outcrops,  or  aa  both  surface-ore  and  outcrops. 

The  larger  in  size  and  the  more  angular  in  shape  the  surface-ore 
is,  the  greater  is  the  probability  of  finding  a  deposit  in  that  vicinity. 
This  probability  increases  with  the  greater  concentration  and  accu- 
mulation of  surface-ore  on  certain  spots.  On  the  other  hand,  sinall, 
rounded  surface-ore  spread' sparingly  over  a  large  area  is  no  sure  indi- 
cation of  the  presence  of  a  good  deposit. 

Outcrops  of  solid  ore  are  a  more  valuable  sign  than  the  surface- 
ore.  The  thicker,  the  more  extensive,  the  less  rounded  and  boulder- 
like they  are  the  better.  Outcrops  may  have  the  appearance  of 
veins  or  of  beds,  or  of  rounded  pockets  or  of  other  irregular  deposits. 
The  specular  ore  alone  has  so  far  been  found  in  veins,  and  then  ex- 
clusively in  Porphyry.  But  the  same  ore  occurs  also  in  small  irregu- 
lar deposits  in  Porphyry.  The  specular  ore  occurring  in  Sandstone  is 
found  in  regular,  often  very  large  lenticular  pockets  of  well-defined, 
irregular  basins  (?)  or  elliptical  outlines.  The  carboniferous  red  Hem- 
atite is  found  in  continuous  beds  with  Sand  and  Sandstones.  Origi- 
nal Limonite  is  always  found  in  very  irregular  deposits  on  or  in  Lime- 
stone. 

Thus,  if  specular  ore  is  in  some  locality  found  in  Sandstone,  it 
must  be  considered  as  a  pocket,  according  to  our  present  experi- 
ences, however  closely  it  may  resemble  a  vein  in  its  surface. 

If  Limonite  is  found  outcropping  along  the  slope  of  a  Limestone 
hill,  it  should  not  be  judged  as  a  bed  running  through  the  whole  hill,, 
but  as  an  irregular,  though  possibly  large  deposit. 

The  mania  of  seeing  veins  and  beds  everywhere  has  led  to  great 
errors  and  loss  of  capital  within  the  last  few  years. 

3.    OHAKACTER,  SHAPE  AND  EXTENT  OF  THE   ASSOCIATE. 
HOCKS. 

In  investigating  ore-banks,  the  character  of  the  associate  rocks, 
must  be  considered  of  the  greatest  importance. 

I  have  shown  in  my  report,  the  relations  existing  between  the  dif- 
ferent iron  ores  and  rocks.  The  following  facts  seem  to  be  well  es- 
tablished : 

Specular  ore  occurs  either  with  Porphyry  or  with  Sandstone. 

Eed  Hematite  with  Sand  or  Sandstone. 

Limonite  with  Limestone. 
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Thas,  if  you  find  Specular  ore  on  a  Limestone  hill,  without  Saad- 
stone,  or  else  original  Limonite  on  a  Porphyry  hill,  without  any  Lime- 
stone in  the  immediate  vicinity  of  the  ore,  the  deposit  is  to  be  con- 
sidered as  residuary  or  drifted.  If  you  find  a  circular  accumulation 
of  specular  Surface  ore,  surrounded  by  an  annular  outcrop  of  Ferru- 
ginous Ghert-breccia  and  of  brown  Sandstone,  the  latter  getting 
lighter  in  color  as  you  move  away  from  the  ore,  you  may  expect  to 
find  a  good  pocket  of  massive  specular  ore,  extending  over  the  whole 
interior  of  the  circle,  and  from  one-sixth  to  one-third  as  thick  as  it  is 
wide. 

If  you  find  no  regular  outcrop  of  Ohert-breccia  or  brown  Sand- 
stone, but  these  same  materials  as  loose  fragments  on  the  surface, 
round  a  circular  or  elliptic  accumulation  of  specular  surface  ore,  you 
may  yet  have  considerable  confidence  in  the  value  of  the  deposit. 

If  boulders  of  Specular  ore,  partially  altered  into  red  ore,  and 
showing  in  other  respects  the  characteristics  of  that  kind  of  Specular 
ore  which  occurs  in  the  Sandstone,  are  found  over  the  surface  of  a 
Porphyry  hill,  do  not  expect  to  find  veins  of  ore  in  the  Porphyry,  but 
consider  the  deposit  as  residuary,  if  not  drifted. 

It  will  be  noticed  that  in  some  of  the  instances  just  mentioned, 
the  study  and  determination  of  the  origin  of  the  ore,  is  of  the  utmost 
and  even  decisive  importance  for  judging  of  and  for  mining  an  ore 
bank  correctly. 

4.    GEOLOGICAL  POSITION. 

The  Sandstone  in  which  Specular  ores  occur  in  Missouri,  has  been 
found  to  be  the  Second  (Silurian)  Sandstone,  which  has  its  place  above 
the  Third  and  below  the  Second  Magnesian  Limestone.  This  fact  has 
been  established  in  all  those  instances  in  which  the  geological  posi- 
tion of  the  ore  could  be  at  all  determined.  The  chances  for  discover- 
ing good  Specular  ore  deposits  in  the  strata,  are  therefore  more  favor- 
able in  this  particular  Sandstone  than  in  others.  This  Sandstone  is 
extensively  represented  in  the  central  part  of  Southern  Missouri, 

Specular  surface  ores  found  on  some  other  Sandstone,  or  on  Lime- 
stone, is  not  so  likely  to  lead  to  a  coherent  deposit. 

That  kind  of  Specular  ore  which  occurs  in  Porphyry,  is  mostly 
found  in  the  vicinity  of  the  flesh-red  Porphyry.  This  color  of  the  rock 
would  therefore  somewhat  improve  the  chances. 

The  strata  of  red  Hematite  occur  in  the  sub-Oarboniferous  forma- 
tion, or  in  the  lower  strata  of  the  (Joal  Measures,  and  their  out-crop- 
pings  will   therefore   have   to  be   looked  for  along  the  border  of  the 
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North  Missouri  Goal  fields,  from  Vernon  aiidSt.  Clair,  in  a  range  across 
the  whole  State  to  Lincoln  and  St.  Charles  counties. 

The  original  Limonite  does  not  seem  to  be  connected  with  any 
particular  formation,  but  to  occur  indiscriminately  in  almost  any 
Limestone,  from  the  Coal  Measures  down  to  the  Lower  Silurian.  The 
study  of  the  geological  formation  is,  therefore,  of  less  value  forjudg- 
ing of  Limonite  deposits. 

5.  TOPOGKAPHIOAL  POSITION. 

A  comparatively  elevated  position  of  an  ore  bank  is  always  a  fa- 
vorable indication.  Nearly  all  the  best  ore  banks  occupy  such  posi- 
tions. The  chances  for  finding  solid  and  undisturbed  deposits  are 
then  much  greater.  A  fine  show  of  surface  ore  in  a  bottom  or  in  a 
ravine,  or  even  on  the  lower  portion  of  a  slope,  proves  sometimes 
very  deceptive,  while  on  high  ground  it  is  almost  invariably  con- 
nected, if  not  with  some  large  deposit,  yet  with  a  deposit  of  some 
value. 

6.  GEOGRAPHICAL  POSITION. 

What  I  have  said  (under  4)  will  show  the  importance  of  consider- 
ing the  geographical  position  of  an  ore  bank  in  connection  with  its 
geological  position  in  certain  eases. 

It  is,  beside,  important  under  the  following  point  of  view:  A 
look  on  the  ore-bank  map  which  accompanies  my  report  of  18T3,  will 
show  that  all  the  various  kinds  of  ore  banks  form  richer,  as  well  as 
less  rich  districts,  the  former  presenting  evidently  greater  advantages 
to  the  explorer  than  the  latter.  Of  the  Specular  ore  deposits  in  Sand- 
stone, it  may,  moreover,  be  said  that  they  occur  in  more  or  less  distinct 
small  groups,  generally  composed  of  one  or  two  larger  and  little  dis- 
turbed banks,  and  of  some  smaller  and  less  regular  ones  ;  also,  that 
the  largest  deposits  so  far  discovered,  are  centrally  located  within 
the  central  ore  region.'  I  mention  this  however  merely  as  a  fact.  For 
there  is  at  present  no  intelligent  reason  for  supposing  that  such  large 
deposits  could  not  be  found  in  other  parts  of  the  region. 

As  regards  the  eastern  Porphyry  district,  where  the  Specular  ore 
partly  occurs  in  veins  and  beds,it  is  evident  that  a  deposit  situated  in 
the  prolongation  of  the  Iron  Mountain  or  Shepherd  Mountain  veins, 
or  in  that  of  the  ore  bed  on  Pilot  Knob,  would  inspire  more  confi- 
dence than  one  not  thus  located. 

All  the  various  points  treated  of  are  to  be  considered  not  only  in 
estimating  the  extent  and  value  of  untouched  deposits  of  Iron  ore-in 
Missouri,  but  also  in  opening  and  developing  them.      Much  money 
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has  been  and  is  yet  being  wasted  byinconsiderate  or  improper  mining 
■  operations,  partly  through  miners  who  arrive  from  other  States  where 
the  natural  conditions  of  the  deposits  may  be  entirely  different  from 
those  in  Missouri,  partly  by  geologists  and  engineers  who  work  on  the 
basis  of  obsolete  or  of  false  geological  theories.  Any  person  who 
thinks  that  every  stone  he  finds  on  the  surface  of  the  ground  has  been 
thrown  out  by  a  volcano;  that  every  hill  owes  its  existence  to  an 
upheaval  through  subterraneous  action,  and  that  all  metalliferous 
minerals  have  been  squeezed  into  a  molten  condition  from  the  inte- 
rior of  the  earth,  must  needs  conclude  that  indications  of  ore  on  the 
surfaoe  prove  the  presence  of  more  ore  below,  and  that  the  deeper 
one  goes  the  more  he  must  find,  because  he  approaches  the  source. 
Such,  however,  is  not  the  general  experience  in  other  States  and  coun- 
tries. On  the  contrary,  in  by  far  the  most  mining  distriels  the  ore 
deposits  are  limited  below  or  decrease  in  volume  with  the  depth. 

Here  in  Missouri,  quite  especially,  we  shal)  have, to  accustom  our- 
selves to  the  idea  that  the  majority  of  our  ore  deposits,  both  Iron  and 
Lead,  were  brought  into  that  position  in  which  we  now  iind  them,  by 
a  gradual  downward  movement,  being  originally  deposited  in  strata 
of  rocks  which  have  been  long  since  destroyed  or  dissolved  and  car- 
ried into  the  rivers  and  the  seas,  leaving  the  less  alterable  matters, 
such  as  flint  and  ores,  behind.  We  must  accustom  ourselves  to  the 
idea  that  the  ores,  in  many  instances,  have  come  into  their  present 
position  from  above  and  not  from  below. 

If,  therefore,  we  find  surface-ore  in  a  valley  or  over  a  slope,  we 
have  to  look  for  the  deposit  from  which  it  may  be  derived,  not  by  a 
deep  shaft  at  the  lowest  points,  but  by  examining  the  ground  on  the 
upper  part  of  the  slope,  and  to  commence  digging  at  such  a  spot 
where  either  the  larger  size  of  the  suriace-ore  or  the  deeper  color  of 
the  surface-rocks  point  towards  the  existence  of  a  deposit  of  Iron  ore. 
'Ihe  nearer  the  summit  of  the  hill  we  can  find  such  a  place  the  better 
are  our  chances  for  success.  Again,  if  we  have  found  a  deposit  and 
sunk  a  shaft  through  it,  and  strike  a  rock  below  which  is  either  not 
ferruginous  or  is  getting  less  so  with  the  depth,  and  contains  no  seams 
of  ore  leading  downward,  we  may  safely  stop  operations  in  that  direc- 
tion, instead  of  going  deeper  as  has  been  done  on  the  strength  of  the 
theory  above  mentioned,  and  in  the  hope  of  reaching  a  larger  body  of 
ore  below. 

We  see  from  the  above  the  great  practical  importance  of  geolog- 
ical theories.  It  is  certainly  not  one  of  the  least  duties  of  a  State 
Survey  to  correct  erroneous  and  practically  injurious  views  on  geo- 
logical subjects.    This  must  be   done  by  the  substitution  of  better 
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and  more  natural  ones,  a  process  which  is  neither  quick  nor  easy.  For 
many  will  rather  believe  in  the  most  wonderful  and  supernatural  ac- 
tions and  occurrences,  than  to  think  one  moment  that  the  mechanism 
of  nature  might  be  simple,  its  ways  plain,  and  its  workings,  as  we  may 
daily  observe,  smooth  and  slow,  but  wondrously  steady. 
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BY    ADOLF   SCHMIDT,   PH.   D. 


Iron  ores  are  used  at  the  present  time,  principally,  for  two  purposes 
namely,  for  fettling  in  the  puddling  process  and  for  the  manufactare 
of  pig  iron,  the  latter  of  which  is  by  far  the  most  important. 

A  good  fettling  ore  must  be  able  to  stand  a  high  temperatnref 
without  cracking  and  falling  to  pieces  and  without  smelting.  It  should 
therefore  not  contain  much  water,  nor  much  Quartz,  nor  any  admix- 
ture which  would  be  liable  to  lower  its  smelting  point,  as  Alumina, 
Lime,  Magnesia,  Alkalies.  Neither  should  it  contain  much  Sulphur 
or  Phosphorus.  It  should  be  compact  so  as  not  to  smelt  and  to  dis- 
solve too  rapidly  when  in  contact  with  the  iron-bath  in  the  pud- 
dling-furnace.  It  should  finally  be  neither  too  brittle  nor  too  tough, 
so  as  to  be  conveniently  broken  into  that  shape  in  which  it  just  hap- 
pens to  be  needed  for  fixing  up  the  puddling-walls. 

Missouri  contains  excellent  ores  for  this  purpose,  especially  the 
Specular  ores  from  Iron  Mountain,  Shepherd  Mountain,  and  from  the 
Central  ore-regions.  The  last  named  ores,  however,  have  to  be  picked,, 
so  as  to  separate  the  softest  ore  and  to  obtain  the  hard,  unaltered  ore 
as  pure  as  possible. 

The  second  and  most  extensive  use  made  of  iron-ores  is  in  the 
manufacture  of  pig-iron  in  blast-furnaces. 

In  taking  under  consideration  the  value  of  iron-ores  for  this  man- 
ufacture, we  can  not  say  in  a  general  way,  which  is  a  better  and  which 
a  less  good  ore.  But  we  have  to  inguire  into  the  special  use  intended 
to  be  made  of  the  pig-iron  which  we  wish  to  produce. 

No  sufficient  attention  has  been  paid  as  yet,  to  this  subject,  by  the- 
majority  of  our  western  pig-iron  manufacturers,  and  ths  opinion  yet 
prevails  that  a  good  ore  will  make  good  iron,  and  that  good  iron  can 
be  used  for  any  purpose.    This  is,  however,  correct  only  within  cer- 
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taio  limits,  while  on  the  other  hand,  irons  which  may  be  generally 
considered  as  inferior,  may  be  of  superior  value  for  certain  purposes. 
The  reason  for  this  is  that  certain  impurities  which  are  injurious  for 
•one  purpose,  may  be  beneficial,  or  even  necessary  for  another  pur- 
pose. Sulphur,  for  instance,  is  required  in  an  Iron  good  for  the  man- 
ufacture of  cut  nails  and  spiiies,  because  it  makes  the  wrought  Iron 
tough  when  cold,  and  because  the  red  shortness' it  produces,  is  no 
great  impediment  to  the  manufacture  of  this  speciality.  Silicon  la  re- 
quired in  Bessemer-pig,  Phosphorus  in  foundry-Iron.  Scotch-foun- 
dry-iron, for  which  the  highest  prices  are  paid  in  St.  Louis,  is  one  of 
the  moat  impure  Irons  made,  containing  from  one  to  two  per  cent,  of 
Phosphorus,  It  is  superior  for  foundry  purposes,  although  entirely 
unfit  for  any  other  use.  Another  remarkable  fact  to  be  mentioned  in 
this  connection  is  this,  that  the  St.  Louis  Rolling  Mills,  though  having 
the  pure  Missouri  pig-Irons  at  their  disposition,  so  to  say,  in  unlimited 
quantities,  have  to  buy  and  mix  in,  impure  Eastern  brands  to  make  a 
good  Iron-rail. 

These  examples  may  suffice  to  show  the  necessity  or  usefulness 
existing  for  the  pig-iron  manufacturer  to  distinguish  between  differ- 
ent ores,  and  to  select  and  to  mix  his  ores  carefully  with  reference  to 
their  composition  and  properties,  as  well  as  to  the  properties  which 
Ihey  are  expected  to  impart  to  the  pig-iron. 

The  principal  uses  of  pig-iron  are  : 

a.  In  foundries  for  making  castings. 

b.  In  forges  and  rolling-mills  for  making  wrought-Tron  bars,  rails,  plates,  etc. 
e.    In  Bessemer  works  for  making  rail-Steel,  etc. 

d.    Ill  cruclljle  Steel  works  for  making  tool-Steel,  etc. 

a.  OioaA.  foundry-iron  ioxremeliiaghSiiio  be  in  the  first  place  gray 
and  graphitic,  and  to  be  fully  charged  with  carbon.  It  shall  contain 
some  Phosphorus,  and  may  contain  as  much  as  2  per  cent,  of  it  with- 
out serious  injury  for  common  castings.  It  should  be  as  free  as  pos- 
sible from  sulphur  and  silicon.  The  latter  can  not  be  avoided  in  this 
Iron,  because  a  very  gray  Iron  can  only  be  made  at  a  high  temper- 
ature, which  never  fails  to  reduce  silicon  in  some  degree.  A  very 
gray  coke  or  Coal-Iron  generally  contains  about  3  per  cent,  of  Silicon. 
Too  much  Silicon  makes  the  pig-iron  weak  and  the  castings  brittle. 

The  presence  of  Sulphur  in  the  blast-furnace  prevents  the  com- 
plete saturation  of  the  Iron  with  Carbon,  and  makes  the  Iron  inclined 
to  become  white,  hard  and  brittle. 

The  ores  fit  for  making  a  good  foundry-iron  should  be  therefore  : 
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1.  Not  too  compact  so  as  to  be  easily  reducud  and  earburized. 

2.  Non-silMoMS. 

3.  Non-sulphuric. 

4.  Phosphoric. 

They  should  be  smelted  in  capacious  furnaces,  with  pure  Coke  or 
sulphurless  Ooai,  with  a  highly  heated  blast.  Very  compact  or  liy- 
drated  ores  should  be  calcined. 

h.  Mill-Iron,  or  pig-iron  used  forth'?  manufacture  of  wrough.t- 
Iron  in  hearths  or  puddling  furnaces,  does  not  need  to  be  gray.  It 
may  be  the  more  mottled  or  white  the  purer  it  is  in  regard  to  Silicon, 
Phosphorus,  Sulphur,  etc.  It  is  evident  that  whenever  the  blast-fur- 
nace-materials are  so  pure  and  good,  that  a  white  pig-iron  produced 
from  them,  will  make  a  goodpuddle-bar,  it  would  bean  absolute  waste 
of  material,  labor  and  time,  in  the  smelting  as  well  as  in  the  puddling- 
operation  to  make  a  gray  forge-iron  instead  of  the  white.  On  the 
other  hand,  when  the  ores  and  other  materials  used  contain  much  sil- 
ica, especially  when  combined  or  intimately  mised  with  the  oxides  of 
Iron,  or  else  much  phosphorus  or  sulphur,  the  pig-iron  will  have  to  be 
made  gray  to  give  a  satisfactory  product  in  puddling. 

Silicon  is  injurious  in  bar-iron  under  all  circumstances,  making  it 
brittle  when  cold  and  inclined  to  rot  in  the  Are  and  to  crumble  under 
the  hammer. 

Sulphur  makes  the  Iron  red-short,  that  is  cracking  at  the  edges, 
when  worked  at  red-heat,  but  it  makes  it  very  tough  when  cold. 

Phosphorus  makes  it  cold-short  and  somewhat  brittle,  but  imparts 
to  it  a  certain  hardness  and  resistance  to  wear  by  friction.  Phosphorus 
also  seems  to  make  the  wrought  Iron  hammer  and  roll  smoothly, 
and,  therefore,  in  a  certain  measure,  and  within  certain  limits,  to  coun- 
teract the  bad  effects  of  red-shortness.  An  Iron  may,  however,  be 
both  red- short  and  cold-short,  when  both  Phosphorous  and  Sulphur 
are  present  in  considerable  quantities. 

Some  Sulphur  is  desirable  in  Iron  to  be  used  for  making  cut  nails, 
mentioned  above.  Some  Phosphorus  is  desirable  in  Iron  to  be  used 
for  heads  of  nails,  because  it  makes  them  hard  and  durable.  Never- 
theless, with  a  few  exceptions  of  this  kind,  these  substances  must  be 
considered  as  injurious.  A  good  wrought  Iron  for  ordinary  purposes, 
should  not  contain  over 

0.15  per  cent.  Silicon, 
0.15  per  cent.  Sulphur, 
0,20  per  cent.  Phosphorus. 
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The  amounts  admissable  in  the  pig-iron  will  depend  greatly  as 
its  degree  of  carburization,  and  on  the  mode  of  conducting  the  re- 
fining processes.     Generally  a  mil!  Iron  may  contain  about 

0.2  per  cent.  Silicon. 
0.3  per  cent.  Sulphur, 
0.5  per  cent.  Phoaplioi'us, 

Without  necessarily  producing  a  puddled  Iron  of  inferior  quality. 
Whethei- an  Iron  entirely  free  from  Silicon,  Sulphur  and  Phosphorus, 
would  be  the  best,  is  very  doubtful,  not  only  because  Silicon  improves 
the  welding  capacity,  and  because  Sulphur  increases  the  toughness 
of  bar-Iron,  but  also  from  the  following  more  mysterious  reason : 
Very  pure  Irons,  with  but  traces  of  Phosphorus  and  Sulphur,  are  fre- 
quently red-short,  perhaps  owing  to  an  imperfect  reduction  in  the 
blast-furnace,  and  a  consequent  retention  of  some  combined  Oxygen 
during  the  refining  processes,  or  from  some  other  cause  as  yet  un- 
known. However  this  may  be,  it  seems  probable  that  small  quanti- 
ties of  Phosphorus,  Silicon  and  Sulphur,  are  beneficial  to  bar-Iron.  As 
Silica  is  always  contained  in  the  smelting  materials,  not  ita  absence, 
but  only  its  excess  is  to  be  feared,  especially  when  it  is  intimately 
mixed  with  the  ore. 

Thus  the  ores  adapted  to  the  production  of  the  best  mill-Iron 
:should  be 

1.  Noti-sillcious, 

2.  SlighOy  Sulphuric, 
S.    Slightly  Phosphoric. 

They  should  be  carburized  as  little  as  their  general  quality  will 
allow,  and  smelted  at  a  comparatively  low  heat.  The  more  Sulphur 
and  Phosphorus  the  fuel  and  flux  contain,  the  less  of  these  impuri- 
ties is  admissable  in  the  ores.  Nearly  all  the  Phosphorus,  and  on  the 
average  about  two-thirds  of  the  Sulphur  contained  in  all  the  smelt- 
ing materials,  enter  into  the  composition  of  the  pig-iron  in  the  blast- 
furnace process.  The  more  Limestone  is  used  as  flux,  and  the  more 
basic  the  slag  is,  the  leas  Sulphur  combines  with  the  Iron. 

c.  Bessemer pig^  or  pig-iron  to  be  used  in  the  Bessemer  process, 
must,  as  a  first  and  indispensable  requirement,  contain  a  certain 
amount  of  Silicon.  About  2^  per  cent,  of  ifc  are  needed  for  continued 
success,  unless  the  Iron  contains  a  considerable  per  centage  of  Man- 
ganese, in  which  case,  the  the  Silicon  may  be  less.  Phosphorus  and 
Sulphur  have  to  be  avoided,  and  neither  of  these  should,  as  a  rule, 
exceed  0,11  per  cent,  although  pig-iron  with  O.li  per  cent,,  and  even 
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somewhat  more  Phosphorus,  may  be  worked  into  a  good  rail-steel  un- 
der favorable  cireumstaocea.  Copper  above  0.2  per  cent :  Aluminum 
or  Calcium  above  0,1  per  cent.,  are  considered  injurious. 

An  important  requirement  in  Bessemer  pig  is,  uniformity  of  com- 
position, and  as  the  gray  Irons  are  generally  more  xmiform  than  the 
half-gray  or  mottled,  the  former  are  preferred  even  then,  when  the 
latter  may  be  obtained  with  a  sufficient  quantity  of  Silicon,  which  is 
not  often  the  case. 

An  excess  of  Silicon,  say  over  31-  per  cent,,  is  injurious,  and  over- 
silicious  Irons  have,  therefore,  ia  the  the  Bessemer  process,  to  be  mix- 
ed with  Charcoal  Irons,  with  only  1  to  1^-  per  cent,  of  Silicon. 

Ores  adapted  to  the  production  of  Bessemer  pig  have,  therefore, 
to  be 

1.  Silicioiis, 

2.  Non-Phosphoric, 

3.  NoiiTSulphuric,' 

4.  XTniform  in  tbeir  eheiiiioal  eotnpositioiiB. 

Ores  which  are  either  hydrated,  or  very  compact  in  their  struc- 
ture, should  be  calcined. 

In  making  Bessemer  pig,  all  the  ores  should  be  smelted  with  par- 
ticular care,  with  pure  fuel  and  pure  llux.  If  the  ores  are  highly  sili- 
cious,  and  liable  to  produce  an  over-silicious  pig-iron,  large  furnaces, 
rather  cool  blasts,  wide  tuyeres  and  a  large  quantity  of  blast  are  to  be 
recommended,  so  as  to  reduce  and  carburize  the  ore  gradually  and 
thoroughly  at  the  lowest  possible  temperature,  while  at  the  same  time 
accelerating  the  smelting  operation,  thus  to  prevent  the  reduction  of 
too  much  Silica.  If  either  the  ores  or  the  fuel  contain  Sulphur  in  ob- 
jectionable quantity,  the  highest  possible  amount  of  a  pure  Limestone 
should  be  used  as  flux.  If  this  is  not  sufficient  to  keep  the  Sulphur 
low  in  the  pig-Iron,  it  will  be  advantageous,  in  some  localities,  to  add 
a  moderate  quantity  of  Manganese  ore,  or  of  Maiiganesic  Iron  ore  to 
the  charges. 

I  know  of  no  means  to  prevent  any  part  of  the  rhosphorns 
from  entering  into  composition  with  the  Pig  Iron,  whenever  it  is  pres- 
ent in  the  smelting  materials.  The  lattermost, therefore, be  carefully 
watched  in  this  respect,  and  frequently  analyzed, 

d.  For  the  manufacture  of  crucible  silce?, especially  for  tool  steel, 
the  very  purest  Pig  Irons  only  can  be  used,  and  the  ores  of  which, to 
make  such  a  Pig  Iron,  should  contain  Silica,  Sulphur  and  Phosphoric 
Acid,  in  as  small  quantities  as  possible,  and  should  be  smelted  with 
great  care,  with  a  non-phosphoric  flux,  with  charcoal  as  fuel,  and  as 
an  effective  means  for  keeping  the  Silicon  low,  with  cold  blast. 
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We  have  seen  above,  what  kinds  of  ores  are  required  for  the  manu- 
facture of  the  difi'erent  kinds  of  Pig  Iron.  Let  ub  now  examine  how 
far  the  qnalities  of  the  various  Iron  ores  of  Missouri  correspond  to 
those  respeclive  requirements. 

1.    IRON    SIOUNTAIN    OKES. 

The  Specuiar  ores  from  Iron  Mountain,  of  which  ores  a  description 
and  analyses  will  be  found  on  pp.  52  to  56  of  my  report  on  Iron  ores 
of  Missouri,  contained  in  the  Vol.  of  1872  of  the  published  parts  of 
the  Geological  Survey,  are  very  rich,  (66  per  cent,  of  IronJ  very  com- 
pact, moderately  silicioiis  and  phosphoric,  nearly  free  from  Sulphur, 
very  uniform  in  their  physical  character,  somewhat  less  so  in  their 
chemical  composition.  The  free  Silica  varies  from  IvJ- to  4^  per  cent.,, 
and  is  mostly  very  intimately  mixed  with  the  Oxides  of  Iron.  Phos- 
phorns  varies  from  0.03  to  0.11  per  cent.  This  substance  is  principally 
contained  in  the  crystals  of  Apatite,  (Phosphate  of  Lime,  etc.,)  which 
are  found  in  the  ore  along  the  wails  of  the  veins,  in  some  places  in 
great  abundance. 

For  making  a  good,  strong,  highly  carburized  foundry  Iron^  these 
ores,  being  very  compact  and,  therefore,  rather  difficult  to  reduce' 
should  be  calcined  and  smelted  in  very  capacious  furnaces,  with  Coke 
or  Coal,  and  with  highly  heated  blast.  They  may  be  mixed  with  softer- 
ores  to  advantage,  as,  for  instance,  with  calcined  Limonites,  or  with 
red  and  specular  ores  from  the  Central  Ore  Hegion  ;  provided  that  the- 
ores  selected  are  not  too  silicious  nor  too  sulphuric.  When  smelted 
in  small  furnaces,  or  with  charcoal,  such  an  addition  is  very  desirable 
to  insure  a  continuous  good  operation  of  the  furnaces. 

The  Iron  Mountain  ores  make  also  a  good  Mill  Iron,  althougti 
wrought  Iron  made  from  it  is  often  found  to  be  somewhat  inclined  to 
red-shortness,  which  may  be  due  to  the  insufficient  capacity  of  the 
blast  furnaces  in  which  it  is  at  present  smelted,  and  to  the  use  of  raw 
Coal  in  these  furnaces,  as  well  as  to  the  use  of  very  sulplmric  Coal  in 
puddling  mills. 

All  the  ore  taken  from  central  part  of  the  different  veins  in  the 
Iron  Mountain,  and,  therefore,  free  from  Apatite,  makes  a  Pig  Iron  of 
sufficient  purity  to  be  used  in  the  Bessemer  process.  When  smelted 
with  Coke  or  Coal,  the  Pig  Iron  takes  up  a  sufficient  amount  of  Silicon 
to  be  used  in  this  process  without  admixture  of  other  irons. 

When  the  Iron  Mountain  ore  is  smelted  with  charcoal,  the  Pig 
Iron  produced  contains  less  than  1^  per  cent,  of  Silicon,  which  is  not 
sufficient.  Under  all  circumstances,  in  making  Bessemer  Pig,  con- 
stant attention  must  be  paid  to  the  purity  of  both  the  fuel  and  the 
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flux  in  regard  to  Phosphorus,  also  to  the  uniformity  in  size  of  the 
smelting  materials,  and  to  the  regularity  in  charging,  so  as  to  obtain 
not  only  a  pure  but  also  a  very  uniform  product.  Calcination  of  the 
ore  is  recommendable. 

To  produce  Pig  Iron  for  the  manufacture  of  oruoibU  steel,  the  Iron 
Mountain  ore  should  be  smelted  with  charcoal  and  under  all  possible 
precautions,  regarding  impurities  in  admixtures  and  fluxes. 

2.    PILOT    KNOB    ORES. 

The  description  and  analyses  of  the  Pilot  Knob  Specular  ores  are 
given  on  pp.  56  to  60  of  my  report  on  the  Iron  Ores  of  Missouri,  con- 
tained in  the  Vol.  of  1872  of  the  published  reports  of  the  Geological 
Survey.  These  ores  are  very  compact,  variable  in  richness,  highly 
silicioua,  very  pure  in  regard  to  Phosphorus  and  Sulphur.  The  latter 
ingredient  is  somewhat  variable,  depending  on  the  greater  or  less 
■quantity  of  Barytes,  (Sulphate  of  Baryta,)  which  is  found  in  the  fis- 
sures and  on  the  faces  of  cleavage  of  the  ore.  It  varies  from  0.006  to 
'0  08  per  cent.  The  free  Silica  varies  from  5  to  12  per  cent,  in  the  west- 
ern and  central  portions  of  the  main  ore  bed,  hut  rises  as  high  as  30 
per  cent,  near  the  eastern  outcrop,  and  is  exceedingly  variable  in  the 
•ores  above  the  seam  filled  with  Clay,  which  forms  the  roof  of  the  main 
■deposit.  If  we,  therefore,  divide  the  Pilot  Knob  ores  in  No.  1  ores 
from  the  western  and  central  portions  of  the  main  ore  bed  below  the 
seam,  with  about  60  per  cent,  of  iron,  and  in  No.  3  ores  from  the  east- 
ern portion  of  the  main  ore  bed,  and  from  above  Clay  seam,  with  36 
to  65  per  cent,  of  Iron,  a  division  which  can  be  carried  out  in  practice, 
we  find  that  the  No,  1  Pilot  Knob  ores  are  very  good  and  useful  for 
■most  purposes,  while  the  No.  2  can  be  used  only  for  certain  purposes 
in  a  limited  measure.  The  "No.  1  ores,  although  too  silieious  to  pro- 
■duce  a  good  Foundry  Iron,  when  smelted  alone  with  Coke  or  Coal, 
would,  however,  with  charcoal  and  with  proper  fluxing,  make  a  Pig 
Iron  to  be  used  extensively  in  foundries  when  mixed  there  with  more 
.phosphoric  coke  Irons, 

When  this  ore  is  mixed  with  other  less  eiiicious  and  more  phos- 
phoric ores,  a  very  fair  foundry  iron  may  be  obtained,  even  with  coke 
and  coal  as  fuel.  The  Big  Muddy  Iron  Company  at  Grand  Tower,  111,, 
■smelted  in  1872  and  1873,  a  mixture  of  one-half  unselected  Pilot  Knob 
'Ote  (which  may  perhaps  be  considered  as  consisting  of  -J  No.  1  and  \ 
No.  2,)  and  of  one-half  Central  Missouri  mixed  hematites  (in  part  soft 
red,  in  part  specular,)  with  pretty  good  results. 

The  remarks  just  made  may  also  apply  to  the  manufacture  of  tnill 
Iron. 

G.S.— 38. 
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The  Pilot  Knob  No.  1,  being  silicioua  and  very  low  in  phosphoruB.,. 
is  specially  adapted  for  making  Bessemer  Pig.  For  this  purpose  it 
may  either  be  raised  with  at  least  one-half  ita  weight  of  other  less- 
silicioua,  non-phoaphoric  ores,  and  amelted  with  Coke  or  Coal,  or  elee 
it  may  be  smelted  with  little  or  no  admixture  in  a  Charco&.l  furnace. 
The  ore  should  be  calcined  and  broken  to  pieces  of  pretty  uniform 
size.  Although  aufficiently  free  from  phosphorua  the  Pilot  Knob  ores 
are  leaa  adapted  for  making  Pig  Iron  to  be  used  in  the  arucible  steet 
process.  The  No.  I  may,  however,  be  used  as  an  admixture  in  the 
production  of  such  Iron. 

No.    2.     PILOT    KNOB    OEE. 

See  analyses  5  to  8  on  p.  58  of  my  report  on  Iron  Ore  of  Missouri 
contained  in  the  volume  of  1872  of  the  published  Reporta  of  the  Ge- 
ological Survey. 

This  ore  ia  exceedingly  ailicious,  so  much  so  as  to  be  utterly  unfit 
to  be  smelted  alone.  But  when  mixed  with  a  large  proportion  of 
softer  and  less  ailicious  ores  it  will  produce  a  good  Bessemer  Pig  and 
also  a  fair  foundry  and  tnill  iron.  The  ore  should  be  calcined  and 
broken  and  well  mixed  with  crushed  Limeatoue  and  smelted  with 
Charcoal  in  comparatively  large  furnaces,  with  wide  tuyeres  and  with 
a  large  quantity  of  not  very  hot  blast,  so  as  to  obtain  a  quick  yet  cool 
run  of  the  furnace.  Calcined  Missouri  Limonites  will  prove  an  excel- 
lent admixture  in  smelting  this  ore  on  Foundry  Pig. 

A  pig  Iron  made  at  the  Pilot  Knob  furnace  in  18T2  from  a  charge, 
conaisting  of  one-third  of  Shepherd  Mountain  ore  and  of  two-thirds 
of  a  mixture  of  No.  1  and  No.  2  Pilot  Knob  ore,  contained,  according 
to  Mr.  A.  A.  Elair'a  analysis:  Sulphur,  0.017;  Phosphorus,  0,062; 
Silicious,  2.624.  This  is  a  most  excellent  Bessemer  pig,  besides  being 
very  valuable  as  foundry  Iron. 

The  Pilot  Knob  ores  will  prove  an  exceedingly  valuable  admix- 
ture in  any  (especially  Charcoal, J  blast  furnace  where  there  ia  a  diffi- 
culty in  obtaining  a  sufficient  amount  of  silicioua  in  the  pig  Iron,  for 
Bessemer  purposes. 

No.    3.      SHEPHEKD    MOUNTAIN    OHB. 

The  analyaea  communicated  on  p.  62  of  my  report  of  1872,  ahow 
that  the  Shepherd  Mountain  ore  is  very  uniform  in  its  chemical  com- 
position, very  rich  in  Iron  (66  per  cent.),  almost  free  from  Sulphur  and 
Phosphorus,  It  contains  5  to  6  per  cent,  of  free  Silica.  It  is  less  hard 
and  dense  than  the  Iron  Mountain  ore  and  therefore  easier  to  reduce 
and  to  smelt,  and  liable  to  make  a  softer  and  tougher  pig  Iron.    It. 
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counta  among  the  best  and  purest  Iroa  ores  known.  It  is  actually  too 
pure  and  contaiustoo  little  Phosphorus  to  be  smelted  alone  on  foundry 
pig^  except  with  a  highly  phosphoric  flux  and  fuel.  It  will  make  an 
excellent  mill  Iron,  but  is  especially  valuable  for  all  Steel  purposes 
where  purity  is  always  the  main  requirement.  Whenever  the  flux 
and  fuel  used  are  not  very  impure,  this  ore  will,  under  all  circum- 
stances, furnish  a  superior  pig  Iron  for  the  use  of  crucible  Steel  works 
as  well  as  for  that  of  Bessemer  works.  For  the  latter  purpose,  es- 
pecially when  smelted  with  Charcoal,  an  admixture  of  a  more  silicious 
but  otherwise  pure  ore,  as  for  instaace,  that  from  Pilot  Knob  will  be 
advantageous,  calcination  will  be  found  useful,  although  less  impor- 
tant with  this  ore  than  with  those  from  Iron  Mountain  and  Pilot  Knob. 

4.    CENTKAL    MISSOURI    SFKCITLAR    OEES. 

The  specular  ores  occurring  in  the  Silurian  Sandstone  of  Cen- 
tral Missouri,  including  the  ores  from  Scotia,' Steelville,  Meramec, 
Salem,  Iron  Kidge,  St.  James,  Rolla  and  other  districts,  are  described 
on  pp.  66  to  85  of  ray  report  on  Iron  Ores,  in  the  published  volume  of 
Geological  Reports  for  1672.  They  contain  in  the  average  about  60 
per  cent,  of  Iron.  Nearly  all  are  to  a  greater  or  less  extent  softened 
and  partly  altered  into  soft  red  ores.  The  numerous  analyses  and  con- 
siderations given  in  the  published  report  of  1872,  show  invariably  that 
the  hard  blue,  unaltered  portion  of  these  ores  have  about  the  same 
chemical  composition  as  the  purest  of  the  Iron  Mountain  ore,  and 
may  be  put  to  the  same  uses  as  the  latter.  As  they  are  less  silicious, 
less  hard  and  compact,  and  therefore  easier  to  reduce,  they  actually 
constitute  a  better  ore.  There  are,  however,  but  a  few  localities  in 
Central  Missouri  where  this  unaltered  specular  ore  is  found  in  larger 
coherent  masses  and  unmixed  with  the  soft  red  ore  which  is  less  rich 
and  less  pure.  Such  of  the  Central  Missouri  Specular  ores  as  are 
mined  and  shipped  at  present,  consist  of  hard  and  soft  ores  irregu- 
larly mixed,  and  may  he  said  to  be  rich  in  Iron,  easy  to  reduce  and  to 
smelt,  not  very  uniform,  neither  physically  nor  chemically,  moder- 
ately phosphoric,  as  a  rule  non-sulphuric  and  non-silicious.  The  per 
centage  of  Phosphorus  is  very  small  in  the  hard  blue  ore,  but  rises  to 
over  0.2  per  cent,  in  the  soft  red  ore,  especially  when  the  latter  is 
mixed  with  yellow  Ochre.  These  ores,  when  properly  treated,  will 
make  a  good  foundry  as  well  as  mill  Iron, 

The  least  disintegrated  and  purest  of  these  ores  make  a  pig  Iron 
pure  enough  to  be  used  in  tha  Bessemer  process.  Those,  on  the  con- 
trary, which  are  soft,  earthy  and  red  in  color,  must  he  mixed  with 
about  their  double  quantity  of  purer  ores  to  produce  an  Iron  adapted 
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for  that  process.    The   Limestone  used  in   smelting  should  then  be 
nearly  free  from  Phosphorus. 

The  sample  of  pig  Iron  which  I  took  in  1872  at  the  Scotia  Iron 
Works,  made  from  Scotia  ores  with  Charcoal,  contained  O.lll)  per  cent, 
of  Phosphorus.  This  figure  is  pretty  high  for  Bessemer  purposes,  and 
yet  it  is  the  lowest  obtained  in  any  of  the  Central  j^issouri  speci- 
mens. One  taken  at  the  Meramee  Iron  Works  and  made  from  Mera- 
mec  ores  with  Charcoal,  contained  0.165  per  cent.;  one  taken  at 
Moselle,  and  made,  from  Iron  Kidge  and  St.  James  ores  with  8  per 
cent.  Limonite,  contained  0.196  per  cent.,  according  to  Mr.  A.  A. 
Blair's  analysis.     [See  Missouri  Geological  Report  of  1872,  p.  43.] 

The  several  Irons  above  mentioned,  like  most  Charcoal  Irons,  are 
low  in  ^ilicon,  especially  the  Meramee,  which  is  made  with  cold  blast. 
In  the  latter  Iron. Mr.  Blair  found  0.943  per  cent.,  in  the  two  others 
about  1.3  per  cent,  of  Silicon.  To  make  a  Bessemer  pig  for  exclusive 
use  these  Central  Missouri  ores  have  to  be  selected  and  smelted  with 
Coke  or  pure  Coal. 

5.    RED    UBMAl'ITEB. 

The  original  red  Hematites  occurring  as  strata  in  the  Carbonifer- 
ous Formation,  have  not  yet  been  mined  extensively.  From  the  de- 
scription and  the  analyses  communicated  on  pages  85  to  87  of  my 
report  of  187^,  we  see  that  these  ores  are  very  variable  in  character, 
composition,  richness  and  purity.  All  of  them  will  however  prove  a 
valuable  admixture  in  the  manufacture  of  foundry  pig. 

6.    LIJMONITES. 

The  Missouri  Limonites  are  described  on  pages  87  to  93  of  my  re- 
port on  Iron  ores  contained  in  the  volume  of  1872,  of  the  published 
Eeports  of  the  Geological  Survey.  Tliey  contain  in  the  great  aver- 
age, 50  to  55  per  cent,  of  Iron.  They  are  moderately  silicious  and 
sulphuric.  Most  of  them  are  rather  phosphoric,  containing  from  0.1 
to  0.3  per  cent,  of  Phosphorus.  Some  ores  from  the  middle  and  upper 
Osage  River,  make  an  exception,  being  much  lower  in  Phosphorus. 

All  Limonites  contain  from  11  to  14  per  cent,  of  water,  and  have 
therefore  to  be  calcined  before  being  smelted.  Belonging  naturally, 
not  among  the  very  compact  ores,  they  are  all  made  porous  and  very 
easy  to  reduce  and  to  smelt,  by  being  calcined.  They  are  therefore 
principally  adapted  to  produce  a  gray,  soft,  foundry  Iron,  and  will  do 
so  with  any  kind  of  fuel.  When  smelted  with  Coal  or  Coke,  they  are 
likely  to  produce  a  foundry  Iron  similar  to  th©  Scotch. 

Many  Limonites  will   also  make  a  fair  mill   Iron,  anil  the  Osage 
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ores  seem  to  be  mostly  pure  enough  to  be  used  as  an  admixture  in 
the  production  of  Bessemer  pig. 

In  general,  the  value  of  the  Liiiionites  as  an  admixture  in  smelt- 
ing the  very  compact  Specular  ores  from  the  Iron  Mountaia  district, 
is  not 'yet  sufficiently  recognized.  If  the  companies  which  smelt 
these  compact  ores  would  erect  calcining  kilna,  and  mix  three-fourths 
or  two-thirds  of  these  hard  ores  with  otie-fourth  to  one-third  of  good, 
non-sulphuric  Limonites,  in  a  calcined  state,  they  would  not  only  pro- 
duce a  superior  quality  of  foundry  pig,  but  they  would  undoubtedly 
also  correct  in  some  measure  the  red  shortness  of  their  mill  iron. 

The  following  tables  will  show  the  respective  fitness  of  each  kind 
of  ore  for  the  various  purposes.  Each  series  begins  with  the  best 
ore  for  the  particular  purpose  mentioned,  and  ends  with  that  which  is 
least  adapted  to  it.  The  ores  are  beside  classified  in  three  grades, 
thus: 

Very  good.    The  ore  may  be  used  oxoliiswely,  or  nearly  so. 

Grade  2. — 

Pretty  g:ood.    Tiie  ore  may  be  used  in  considerable  proportion  (to  one-Vialf  or 
more)  in,  a  mixture  witli  better  ores. 

Grai>e  3. — 

Not  adapted  to  tlie  respeeUve  speeiai  purpose.     Tiie  ore  Ciinnot  be  used  at  nil 
for  tliat  purpose,  or  else  in  a  small  proportion  only. 

The  Specular  ores  from  Central  Missouri,  which  are  all  more  or 
less  mixed  with  soft  red  ores,  will  be  mentioned  as  "  Central  Missouri 
Mixed."  In  regard  to  these  oresj  it  must  be  kept  in  mind  that  they 
are  variable,  and  contain  the  more  Phosphorus  the  softer  they  are.  In 
the  following  classification  it  is  assumed  that  they  consist,  in  the  av- 
erage, of  one-half  Specular  and  one-half  soft  red  ore  : 
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I'Oli    rOUKDlir    IKON. 


Obks, 

Grade. 

Kbmarks. 

a.     Charcoal  oi 

Fv.el. 

Limonite* 

1 

Centi-al  Mia&ouii  Mixed 

1 

Iron  MouDt'ilu 

M 

Hardly  Thosphonc 

Shepherd  MoHiitUii 

1 J 

enougli. 

Pilot  Knob,  Nos  1  and  2 

2 

Too  silieious. 

6.  OoU  m-  0>a.l 

s  Fad. 

Limoaites 

1 

I£ardly  Phosphorus 
enough. 

;} 

2 

Pilot  Knob,  No.  2... 


FOE     MILL    IRON. 


Gee. 

Geadb. 

Kb  MARKS. 

a     ClarudisFel 

Sliepheid  Mountiun 

1 

Iron  Monntahi 

1 

Pilot  Knob  No  1 

1 

Ceiitial  Ml'.feouu  Mi\el 

1 

Pilot  TCiiil  No  - 

2 

Too  sllicions. 

Liinoiiite= 

8 

Too  phosphoric. 

b      Cikeoi  Coal  at,  Fu  J 

ShLpheiil  Mount'jin 

1 

Iron  Mount  »ni 

1 

Central  MissouiIMixni 

2 

Too  phosphoric. 

Pilot  L-nob  No  1 

2 

Too  siliciouK. 

Limoiiites  ^ 

■i 

To  pbospliorio. 

Pilot  Knob,  No  2 

3 

Too  siUcious. 
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FOK    BESSEMER    IRON". 


Oees, 

Gkadb 

Ebmarks. 

a.     Charcoal  a 

Fuel. 

Pilot  Knob,  No   3 

I 

Slieplierd  Mountain 

M 

Not    Rufflcioritiv  s 

Iron  Mount'Un 

2j 

lioious. 

PUotKQob,  No  3 

2 

Too  silicious. 

Central  Missouri  Hixed 

2 

Too  phosphoric. 

■Limonltes 

3 

Too  pliosphoric. 

6.     Cekeor-Coal 

as  Fuel. 

^ 

Pilot  Knob,  No.  2 

2 

Too  phosphoric. 
Too  phosphoric. 

3 

TTOR    STEEL    IRON. 


Ores. 

Gradb 

Remakes. 

«.     Charcoal  as  Fuel. 

1 

1 
2 
2 

3 

Too  phosphoric. 

Too  phosphoric. 
Too  pliosphoric. 

Jjimoniites 
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FOR    STEEL    IKON— Continued. 


Ores. 

Geadb, 

EEilAlilCS. 

b.     Cake  OJ-  Coat  as  FusL 

1 
2 

■i 

Too  phosphoric. 
Too  phosphoric. 

r         ' 

Tha  Limonitea  should  be  calcined  under  all  circumstances,  but  es- 
pecially when  the  furnace  gases  are  to  be  used  for  heating  the  blast,. 
or  the  boilers,  and  when  the  furnace-top  is  closed.  Calcination  will 
also  prove  to  be  of  advantage  with  the  Iron  Mountain  and  Pilot 
Knob  ores,  as  well  as  in  some  measure  with  the  Shepherd  Mountain 
and  Central  Missouri  ores.  Wherever  raw  Coal  is  used  in  the  furna- 
ces, the  calcination  may  be  effected  by  the  waste  gases,  without  addi- 
tional fuel. 
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Prof.  G.  0.  Buoadhead,  State  Geologist : 

Sir— I  liavo  the  honor  to  herewith  submit  a  report  of  examinations  made  h 
"  Lead  District  of  South-East  Missouri,"  during  tlie  lattol'  part  of  spring  and  si 
of  1873. 

I  wouM  tate  this  opportunity  of  tendering'  thanks  to  Messrs.  Scott  and  Lock- 
wood,  of  Mine  LaMotte,  and  their  Superintendent,  Mr,  Allen,  to  ilr.  Frank  Pratt,  of 
Vallo  Mines,  and  to  Mr.  Fox,  of  "Fox  Mines,"  at  Fredericktowii,  and  to  many  others^ 
for  kind  attention  and  much  valuable  information. 

Very  respectfully, 

JiS,  a.  GA.OE, 

AssH  on  State  Sisnisy. 
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The  Lead  Districts  of  Missouri  embrace  not  only  the  most  impor- 
tant deposits  of  this  ore  on  the  western  continent,  but  by  the  late 
'discoveries  of  the  enormous  deposits  in  Morgan,  Newton  and  Jasper 
counties,  would  seem  to  entitle  her  to  the  claim  of  being  ranked  as 
the  richest  and  most  important  Lead  region,  as  far  as  yet  known,  in 
the  world. 

Besides  the  Lead  mines  of  the  Mississippi  Valley,  there  are  none  of 
much  commercial  value  except  those  of  the  European  Continent  and 
the  British  Isles,  but  neither  the  mines  of  Spain,  Germany  or  Eng- 
land, nor  any  of  those  in  our  sister  States,  have  ever  yielded  within 
a  given  area  such  quantities  of  Lead-ore  as  has  lately  been  mined  in 
Morgan,  Newton  and  Jasper  counties. 

The  Lead  deposits,  besides  possessing  interest  to  the  land  owners, 
the  capitalist  and  the  economist,  present  in  their  varied  geological 
distribution,  their  mode  of  occurrence  as  layers,  impregnations,  stooh 
werh  and  veins,  and  the  paragenesis  of  associate  minerals,  a  study  of 
especial  interest  to  the  Geologist. 

The  Lead  deposits  of  Missouri  are  divided  into  three  great  dis- 
tricts. Middle,  South-west  and  South-east.  I  examined  a  number  of 
mines  in  the  South-east  District. 

This  Lead  mining  region  is  principally  confined  to  Franklin,  Jef- 
ferson, Washington,  St.  Francois,  St.  Genevieve  and  Madison. 

I  have  thought  it  advisable  for  a  better  understanding  of  the  sub- 
ject, to  render  my  report  under  the  following  order  of  arrangement: 
Divisions  A,  E.  0. 

A.  This  division  contains  a  general  description  of  the  topo- 
graphical features  of  the  South-eastern  District  and  the  geology  taken 
as  a  whole,  then  a  general  idea  of  the  mode  of  occurrence  of  the  met- 
alliferous ores,  the  different  forms  in  which  they  are  found,  the  para- 
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genesis  of  associate  miQerals,  and  as  far  as  advisable  tiie  relations 
which  these  forms  geologically  and  mineralogically  bear  to  each  other 
and  the  rocks  in  which  tliey  are  found. 

B.  This  division  will  comprise  a  detailed  description  of  special 
depositj,  showing  the  geographical  location  of  tiie  mines,  the  topograph- 
ical and  geological  features  of  the  District,  an  account  of  the  mining 
and  smelting  operations  of  each  mine,  with  a  description  of  the  dres- 
sing floors  and  furnaces,  and  as  far  as  could  be  obtained,  statistics 
showing  the  amount  of  ore  raised,  smelted  and  shipped ;  with  coat  of 
mining  the  ore,  facilities  for  transportation,  and  cost  of  placing  the 
products  of  the  mines  on  the  market, 

C-  This  division  will  contain  a  summary  of  the  Lead  mining  sta- 
tistics in  tablet  form,  showing  amount  of  Lead  raised  and  smelted. 
Then  a  special  mine  will  be  described,  showing  the  manner  of  the  op- 
eration and  the  cost  of  mining,  dressing  and  smelting  the  ore  ;  the  va- 
rious furnaces  will  be  described,  and  an  estimate  of  the  cost  of  their 
erection — with  some  suggestions  as  to  the  most  economical  and  judi- 
cious method  of  carrying  on  mining  and  smelting  operations. 


DIVISION   A. 

This  region  embraced  in  the  South-eastern  District,  is  very  broiien 
and  hilly,  traversed  by  ridges  not  more  than  two  hundred  feet  in  height, 
but  with  an  occasional  knob  which  rises  higher.  The  region  contains 
a  great  many  fertile  valleys,  well  adapted  for  agricultural  purposes, 
irrigated  by  an  innumerable  number  of  streams  too  small  for  naviga- 
tion, but  invaluabl-e  to  the  miner,  as  they  furnish  inexhaustible  and 
unvarying  supplies  of  water  for  mining  operations.  If  Crawford  county 
is  excluded  from  this  district,  the  Lead  deposit  would  then  begin  in 
the  southern  half  of  Franklin  county,  extending  west  into  Jefferson 
county,  with  a  width  of  about  twenty-five  miles,  then  striking  south- 
east, somewhat  increasing  in  width  in  the  southern  part  of  Washing- 
ton, but  retaining  25  miles  as  an  average  width,  extending  on  through 
St.  Francois,  taking  in  the  western  half  of  St.  Genevieve  and  the 
northern  half  of  Madison,  malting  an  area  of  about  25  miles  in  width 
by  about  100  in  length.  This  whole  area  is  not  by  any  means  entirely 
underlaid  by  Lead  deposits,  nor  does  it  necessarily  follow  that  the 
country  lying  outside  the  boundary  hne  of  this  district  isentirely  de- 
void of  Lead-ore,  for  in  portions  of  Iron  county,  south  half  of  Madison, 
and  in  parts  of  Bollinger,  I  have  seen  the  occurrence  of  the  mineral, 
but  in  such  small  quantities  as  not  to  entitle  them  to  be  included  in 
this  District. 
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The  geological  formation  of  this  district  is  almost  entirely  com- 
posed of  a  subdivision  of  Lower  Silurian,  known  in  Missouri  as  the 
Third  Magnesian  Limestone  (occasionally  capped  by  the  Second  Sand- 
stone. This  is  almost  the  principal  rock  of  Franklin  county,  where 
little,  if  any,  igneous  rocks  occur.  This  same  Third  Magnesian  Lime- 
stone extends  on  through  Washington,  Jefferson,  St,  Francois  and 
Madison,  and  lills  all  the  valleys  of  the  Porphyry  mountains  of  Iron 
county.  The  formations  of  the  above  named  counties,  (except  Iron^ 
which  is  chiefly  igneous,)  though  principally  of  sedimentary  origin, 
still  contain  igneous  rocks  which  are  frequently  met  with,  especially 
as  ridges  commencing  in  the  southern  part  of  Washington  and  extend- 
ing on  through  the  south-western  portion  of  St,  Francois  into  the 
southern  part  of  Madison.  These  igneous  rocks  are  more  rarely  met 
farther  east,  but  sometimes  occur,  as  in  the  form  of  Granite  at  Knob 
Lick,  St.  Francois  county,  or  as  Porphyry  at  several  points.  There  is 
a  Porphyry  ridge  to  be  seen  cropping  out  near  the  Eluff  Diggings  at 
Mine  LaMotte.  The  ridge  can  be  traced  several  hundred  yards;  it 
has  a  strike  of  N.  W.  S,  E.  Porphyry  is  also  to  be  seen  on  the  rail- 
road at  several  points  above  Mine  LaMotte  Station. 

The  igneous  rocks  of  this  region  are  older  than  the  overlying 
stratified  rocks;  for  wherever  they  come  in  contact  the  latter  lie 
against  the  former  in  horizontal  beds—in  most  cases  with  scarcely  any 
perceptible  dip,  showing  no  indication  of  disturbance  in  position  or 
change  from  metamorphic  action. 

Though  there  have  been  no  changes  since  the  deposition  of  these 
rocks  from  internal  action,  the  changes  in  denudation  produced  by 
the  forces  of  nature,  both  mechanical  and  chemical,  have  been  pro- 
digious. The  Porphyry  ridges  have  been  worn  down  and  ravines 
formed  in  their  sides,  which  have  afterwards  been  filled  by  the  wash- 
ing down  of  the  decomposed  mineral  forming  the  mass.  Then  the 
Silurian  sea  came  and  deposited  the  Third  Magnesian  Limestone  and 
afterwards  the  Second  Sandstone  was  formed.  The  latter  has  almost 
entirely  disappeared,  but  remnants  of  old  beds  are  frequently  found 
capping  the  Limestone  ridges.  Rains  and  chemical  action  have  worn 
deep  ravines  of  several  hundred  feet  in  the  Limestone,  thus  bringing 
about  a  complete  change  in  the  aspect  of  the  country  since  the  first 
deposition  of  the  rocks. 

The  Porphyries  of  this  region  are  very  silicious  and  so  hard  that 
they  cannot  be  worked  to  advantage,  but  the  Granites,  especially  those 
of  Knob  Lick  district,  are  of  the  best  quality  for  building  purposes, 
being  of  a  gray  color,  very  much  in   appearance  like  the  Vermont 
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■Granite,  is  easily  worked,  and  as  it  takes  a  beautiful  polish,  is  ^'ell 
adapted  to  ornamental  and  monumental  purposes. 

The  Limestones  of  this  region  sometimes  vary  much  in  color,  tex- 
ture and  quality.  Most  of  thera  can  be  used  as  rough  material  for 
building  purposes,  while  a  large  per  centage  is  adapted  to  the  manu- 
facture of  Lime  and  Cement,  The  formation  is  almost  entirely  devoid 
of  fossils.  I  found  but  a  single  species,  (a  Lingtda^)  which  occurs  in 
considerable  numbers  inclosed  in  a  Clay  Slate  in  the  Lead-bearing 
rock  at  Mine  LaMotte. 

The  Lead-bearing  Limestone  is,  throughout  the  whole  district, 
very  similar  in  character,  more  usually  of  a  light-gray,  sometimes 
owing  to  the  presence  of  a  greater  quantity  of  Dolomite  passes  into 
■different  shades  of  yellowish  gray,  very  uniform  in  its  crystalline  tex- 
ture, though  at  times  so  dense  as  to  appear  compact,  yet  the  crystal- 
line particles,  though  very  minute,  still  exists,  as  can  be  seen  under 
the  glass.  Frequently  cavities  occur  both  in  the  dense  crystalline 
and  in  the  more  granular  portions  of  the  rock,  containing  crystals  of 
■Galena,  Copper  Pyrites,  Iron  Pyrites,  Calcite  and  Dolomite. 

In  its  physical  character,  the  Limestone  appears  to  be  very  uni- 
form throughout  the  district  Analyses  made  byChauvenet  and  Blair 
show  the  rock  to  contain  the  Carbonate  of  Lime  and  Carbonate  of 
-Magnesia  nearly  in  the  proper  proportion  for  forming  Dolomite. 

hiviesiont  from  Iron  Gtmniy. 


A. 

B. 

C. 

5.11 
4.67 
47.50 
42.19 

3.85 
1.07 
52.50, 
42.56 

54  32 

This  Limestone  (especially  B)  is  very  similar  to  the  Galena  Lime- 
stone of  Iowa  and  Wisconsin,  as  seen  from  the  following  analysis  taken 
from  Wisconsin  Report: 

Insoluble- 2. 46 

Carboaate  of  Iron 1.35 

Carbonate  of  Lime 62,00 

Carbonate  of  Magnesia 43.93 
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I  found  it  impossible  to  take  diiFerent  portions  of  the  Limestone 
series  and  so  connect  them  as  to  calculate  the  entire  thickness  of  the 
Lead-bearing  rocks,  and  I  can  only  say  that  we  proved  the  Ma^nesian 
Limestones  to  reach  as  high  as  the  300  foot  contour  line  along  the 
ridges;  and  at  a  different  point,  where  the  country  was  comparatively 
level,  a  shaft  was  sunk  ISO  feet  before  coming  to  the  Lead-bearing- 
Limestone,  thus  indicating  a  thickness  of  four  or  five  hundred  feet. 

MINER  ALOG  IT. 
The  ores  of  the  Lead  district  are : 

i  Galena — Siilphiiret  of  Lead. 
Cei'Hsaite-— Carbonate  of  Lead. 
Pyi'omorpLite — Phosphate  of  Lead. 
CoprBR  Ores -{    A  mixtiu-e  of  the  Sniphnret  ant!  Cai'honat". 

C  Calamine— Carbonate  and  Silicate  of  Zinc. 

Zinc  Orbs i 

(  Blende — Sulphuret  of  Zinc, 

NicKKL  AND  Cobalt  Orbs. 

There  are  a  great  many  minerals,  as  Qnarlz,  Calcareous  Spar,  Iron 
Pyrites,  etc.,  which  occur  associated  with  the  above-mentioned  ores,. 
but  a  description  is  omitted  as  they  are  of  no  practical  importance. 

LEAD     ORES. 

Sulphnret  of  Lead — universally  known  to  the  miners  of  the  West 
as  "mineral."    When  perfectly  pure,  Galena  contains  : 

Sulphur. 13.34  per  cent. 

Lead SS.eii  per  cent. 

The  Galena  of  the  Mississippi  Valley  is  remarkably  pure,  and  in 
this  State  has  a  specific  gravity  of  7.3  to  7,ti,  possesses  a  very  charac- 
teristic cubic  cleavage,  a  bright  metallic  lustre  and  Lead  color.  By 
these  qualities  it  may  be  readily  distinguished  from  all  other 
minerals. 

It  19  frequently  found  crystalized  in  the  form  of  cubes,  and  occa- 
sionally as  octahedrons,  this  is  especially  the  case  in  the  cave  depos- 
its, but  the  most  common  occurrence  is  in  the  dense,  massive  form, 
and  both  in  the  crystalline  form  and  general  occurrence,  the  Galena  of 
the  Mississippi  Valley  presents  a  remarkable  uniformity.     Wherever 
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the  crystalline  faces  have  had  an  opportunity  to  develop  theraselvesT 
they  have  crystallized  as  cubes  without  modifications,  except  occa- 
sionally the  corners  of  the  cubes  are  cut  off  by  the  planes  of  the  octa- 
hedron; it  is  also  the  characteristic  of  the  cubes,  when  found  in  the 
caves  or  Clay  diggings,  that  the  surface  of  the  cubes  are  of  a  dull, 
lead  lustre,  with  a  rough,  corroded  appearance.  This  rule  only  holds 
good  in  the  case  of  the  cave  and  similar  formations,  for  in  the  cavities 
of  the  mineral  bearing  rock  of  Mine  LaMotte,  I  have  observed  beau- 
tiful brilliant  cubes  sometimes  plain,  and  again  with  the  derived  forms 
of  the  regular  system,  from  the  microscopic  size  to  an  inch  square; 
besides  the  cube  I  saw,  but  more  rarely,  the  octahedron  and  dodeca- 
hedron. These  small  crystals  are  called  by  the  miners  "  dice  mineral," 
large  crystals  "  cog  mineral,"  and  when  indistinctly  crystallized, 
"chunlt  mineral;"  where  the  terms  of  "sheet  mineral"  or  "block 
mineral,"  are  applied  to  large  masses  of  ore  inclosed  in  the  rock,  or 
lying  loose  in  the  eaves. 

The  ores  of  Missouri  are  remarkably  free  of  Silver,  as  may  he 
seen  from  a  list  of  analyses  made  from  more  than  twenty  fine  speci- 
mens taken  at  diiferent  points,  and  given  by  Dr.  Litton  on  page  13, 
Volume  3,  of  the  Missouri  Geological  Report  for  1855,  the  per  centage  of 
Silver  usually  averaged  from  00.1  to  00.2,  that  is  less  than  one  ounce  to 
the  ton,  being  too  small  to  repay  for  its  separation. 

On  the  Continent,  where  labor  is  cheaper,  ores  containing  7  or 
8  ounces  of  Silver  to  the  ton,  can  be  desilverized  with  profit;  and, 
although  the  igneous  rocks  of  our  State  may  contain  Galena  sufficiently 
argentiferous  to  justify  separation,  it  can  be  seen  by  the  aualyais 
made  from  the  Lead-ores  of  the  Limestones,  that  we  have  not  yet 
found  Galena  sufficiently  rich  for  that  purpose. 

CEEUSSITE, 

Carbonate  of  Lead,  or  more  universally  known  to  miners  as  "  Dry- 
bone."  This  mineral  is  found  in  considerable  quantities  in  the  vari- 
ous mining  localities  of  the  world,  and  is  of  some  commercial  import- 
ance ;  when  found  in  quantity,  is  a  very  valuable  ore.  It  was  at  one 
time  mined  and  smelted  at  Mine  LaMotte,  but  owing  to  the  large  quan- 
tities of  Galena  found,  it  has  lost  nearly  all  its  economic  importance. 
When  found  in  Missouri,  it  is  usually  in  the  Lead  bearing  veins,  or  in 
the  loose  Clay  near  (he  surface,  and  is,  no  doubt,  of  secondary  forma- 
tion, being  a  product  from  the  decomposition  of  the  Galena. 

■Its  chemical  composition  consists  of  Carbonic  Acid,  16.4,  and 
Oxyde  of  Lead,  83.6,  or  77.7  per  cent.  Metallic  Lead.  When  pure  and 
crystallized,  is  generally  white,  but  often  gray,  brown  or  black,  of  a 
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diamond  lustre;  specific  gravity,  6.4.  When  uncrystallized,  it  has  the 
appearance  of  dry  bones,  and  breaks  with  a  conchoidal  fracture ;  when 
found  in  any  quantity,  it  ia  usually  in  the  latter  form.  Very  beautiful 
crystals  of  this  mineral  occur  coating  the  Galena  in  the  crevices  at 
Mine  LaMotte,  but  the  finest  specimens  I  saw,  were  found  at  the  Vallo 
Mines.  On  breaking  large  cubes  of  Galena,  I  frequently  found  them 
hollow  with  the  interior  walls  lined  with  crystals  of  Oernssite  and  An- 
glesite ;  these  two  minerals  also  frequently  occurred  in  the  cavities  of 
the  solid  masses  of  Galena  taken  from  the  caves  at  the  Valle  Mines, 
but  in  the  latter  case  the  minerals  did  not  posses  the  bright  diamond 
lustre  as  seen  in  the  hollow  crystals. 

ANGLESITE. 

Sulphate  of  Lead.  This  mineral  is  in  its  mode  of  occurrence  very 
similar  to  the  Carbonate,  but  more  rarely  found;  like  the  latter,  it  is 
produced  from  the  decomposition  of  the  Sulphuret;  when  pure,  con- 
sists of  26.4  of  Sulphuric  Acid,  and  73.6  of  Oxyde  of  Lead,  or  68.28  per 
cent,  of  Metallie  Lead. 

ZINO    ORES. 

The  ores  of  Zinc  are  quite  as  numerous  as  those  of  Lead,  but  the 
former  metal  like  the  latter,  for  commercial  purposes,  is  nearly  all  ob- 
tained from  a  very  few  ores,  the  most  important  of  which  are  Zinc 
Blende,  (Sulphuret  of  Zinc,)  the  Carbonate  of  Zinc  and  the  Silicate  of 
Zinc. 

The  ores  of  Zinc  like  those  of  Lead,  are  distributed  throughout 
nearly  all  of  the  geological  series,  and  scattered  through  nearly  every 
mineral  district,  but  the  principal  supply  of  the  metal,  for  commer- 
cial purposes,  is  furnished  by  a  few  localities.  In  reference  to  their 
geological  position  the  Zinc  ores  are  divided  into  two  classes :  the  first 
includes  all  of  theZinc  ores  occurring  in  the  regular  veins  of  the  older 
rocks,  and  associated  with  other  metalliferous  deposits. 

The  second  mode  of  occurrence,  and  in  fact,  the  only  one  of  real 
importance,  at  least  in  Missouri,  is  that  occurring  in  the  Third  Mag- 
nesian  Limestone  of  the  Lower  Silurian.  The  Zinc  ore  deposits  of 
Missouri  are  seldom  found  alone,  they  usually  occur  associated  with 
■Galena  in  the  cave  formation.  The  principal  localities  furnishing 
Zinc-ore,  are  the  Granby  and  Joplin  Districts,  and  the  Valle  Mines. 

Zrsc  Blesdb, 

Or  Black-jack,  is  composed  of  33.10  parts  of  Sulphur,  and  66.90  of 
Zinc. 
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It  is  frequently  found  in  beautiful  crystals,  as  in  the  South-west, 
and  when  pure,  is  transparent  and  of  a  white  or  of  a  iine  honey  color, 
with  a  resinous  lustre  ;  it,  however,  almost  invariably  contains  more 
■or  less  Iron,  which  causes  it  to  become  opaque  and  change  to  a  dark- 
brown  or  black  color,  and  it  is  under  this  form  known  to  tniners  as 
Black-jack. 

The  SuJpburet  of  Zinc,  next  to  the  Sulphuret  of  Lead  and  Iron,  is 
one  of  the  most  widely  dilTused  minerals  in  the  West;  but  as  a  long 
and  careful  roasting  is  necessary  in  order  to  free  the  ore  from  its  Sul- 
phur, and  necessarily  the  process  becoming  very  expensive,  this  ore 
is  yet  but  little  used  in  the  West  for  the  production  of  the  metal,  nor  is 
it  necessary,  as  the  Carbonate  and  Silicate  occur  in  such  profusion,  and 
■can  be  smelted  so  much  more  cheaply. 

A  specimen  of  Black-jack,  analyzed  by  Dr.  Chandler,  gave  : 

Zinc _ .■ eG.37 

Iron 79 

Sulphur. 33.41 

Ineoliiblo trace. 

100.57 
SCLICATE    OF    ZINC, 

.Known  to  the  Mineralogist  as  Calamine,  (electric,)  or  Galmei,  and  to 
the  miner  as  "Dry  Bone,''  uaualJy  occurs  crystallized,  associated  with 
the  Lead  ores  in  the  cave  formation. 

This  mineral  crystallizes  in  the  Prismatic  System,  and  occurs  here 
in  very  small,  fine  crystals,  fixed  on  the  inner  walls  of  cavities,  whose 
incrustation  are  found  of  the  same  material,  but  in  a  dense  uncrystal- 
lized  mass,  has  a  specific  gravity  of  3,35,  hardness  about  the  same  as 
the  brown  Hematite,  usually  colorless,  but  occasionally  passing  into 
different  shades  of  yellow  and  gray— as  at  Granby  and  Valle  Mines — 
generally  very  transparent,  with  a  glassy  lustre.  The  crystals  through 
heating  acquire  polarity ;  the  positive  pole  being  at  the  upper  and  the 
negative  pole  at  the  lower  end  of  the  crystal.  When  pure,  this  sili- 
cious  Oxide  of  Zinc  contains,  according  to  the  analyses  of  Berzelius, 
7.5  per  centage  of  water,  25.5  of  Silica  and  67.0  Oxide  of  Zinc.  This 
is  one  of  the  most  important  of  the  Zinc  ores,  and  furnishes  a  very 
large  per  centage  of  the  Zinc  of  commerce.  It  is  certainly  by  far 
the  most  abundant  and  valuable  ore  in  Missouri  for  the  extraction  of 
■the  metal. 

a.8~S9. 
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CAEBONATE    OF    ZINC, 


Zinc  Spar,  or  Smithsonite,  and  also  called  "  Dry  Bone  "  by  the  miners. 
Tliis  Zinc  ore  is  very  similar  in  general  appearance  to  the  Silicate.  It 
differs  by  crystallizing  in  a  different  system,  (the  Hexagonal,)  being  a 
half  degree  softer,  lees  brilliant  in  its  lustre  and  heavier,  possessing  a 
speciiic  gravity  of  4.1  to  4,5,  It  is  very  readily  distinguished  from  the 
Silicate,  as  it  contains  carbonic  acid,  and  the  addition  of  muriatic  acid 
immediately  causes  effervescence.  When  pure,  according  to  Berthier, 
it  contains  35.5  of  carLonic  acid  and  64.5  of  Oxide  of  Zinc.  Before 
the  BJow-pipe  it  soon  looses  its  carbonic  acid,  and  then  acts  as  Oxide 
of  Zinc. 

This  is  probably  the.  most  important  of  all  the  Zinc  ores,  and  from 
wbich  most  of  the  metal  of  commerce  is  derived.  In  Missouri  it  is  in- 
variably associated  with  the  Silicate,  though  not  so  abundant;  is  fre- 
quently found  in  crystals,  though  the  largest  masses  occur  in  an  earthy, 
friable  form,  and  generally  contain  impurities,  especially  the  Oxide  of 
Iron. 

This  Carbonate,  like  the  Silicate,  derives  its  name  of  "  Dry  Bone  " 
from  its  cellular,  bone-like  testuie,  which  is  so  characteristic  of  both 
when  found  in  the  massive  form. 

The  mode  of  occurrence  and  general  appearance  of  the  Carbonate 
of  Zinc  would  seem  to  demonstrate  that  this  mineral  is  of  secondary 
origin.  It  is  almost  invariably  found  associated  with  the  Sulphuret  of 
Zinc,  ("Blende,")  occurring  as  pseudomorphs  after  this  mineral,  and 
frequently  gradual  transition  from  the  Sulphuret  into  the  Carbonate 
can  be  observed  in  the  same  mass,  without  any  of  the  peculiarities  of 
structure  being  changed.  The  changes  always  begin  on  the  outer 
surfaces,  and  frequently  when  the  transition  has  not  proceeded  througfe 
the  entire  mass.  If  the  piece  is  broken,  a  nucleus  of  Sulphuret  is 
found  in  the  interior. 

ZINC-IJLOOM 

Is  another  of  the  Zinc  ores.  I  observed  it  at  the  Valle  Mines  as  an  in- 
crustation on  the  Carbonate.  It  contains  71.28  per  cent,  of  Oxide  of 
Zinc,  but  a3  it  occurs  in  such  small  quantities  it  possesses  no  economic 
value, 

SULPHUKET    OF    COPPKE 

Is  found  in  considerable  quantities  in  the  Mine  LaMotte  property,  as- 
sociated with  Lead,  Nickel  and  Cobalt  ores.    The  Lead  is  separated, 
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and  a  matt  formed  <if  the  Copper,  Nickel  and  Cobalt,  and  in  this  shape 
barrelled  and  shipped  to  Europe,  where  these  metals  are  separated 
and  sold  at  immense  profits. 

There  is  no  reason  why  furnaces  should  not  be  built  here  for  their 
separation,  thus  adding  large  profits  to  the  owners  and  wealth  to  the 
State. 

NICKEL    AND    COBALT. 

Besides  the  Zinc  and  Copper  ores,  the  only  metalliferous  deposits 
of  any  importance,  associated  with  the  Galena,  are  the  Nickel  and  Co- 
balt ores.  These  ores  occur  intimately  mixed  with  the  Galena,  in  more 
or  less  quantities,  throuj>hout  the  whole  formation  at  Mine  LaMotte; 
very  little  of  the  Galena  being  entirely  free  from  some  traces.  These 
two  ores  occur  in  two  forms,  one  as  a  very  soft,  blue,  earthy  mass, 
sometimes  mixed  with  the  Galena,  in  seama,  and  again  cemented  In 
cavities,  and  again  as  small  crystals  in  the  Clay-slate  between  the  beds 
of  Limestone.  The  two  ores  occur  as  Sulphurets  and  Arseniurets,  and 
will  be  more  particularly  described  under  a  detailed  description  of 
the  Mine  LaMotte  Mines. 

Nickel  is  a  very  useful  metal,  as  it  enters  into  combination  with 
othermetals,  forming  valuable  alloys,  the  most  important  of  which  is 
German  Silver,  formed  by  the  addition  of  8  parts  Copper  to  3  of  Nickel 
and  3^  of  Zinc.  As  the  proportion  of  Nickel  increases  the  whiter  be- 
comes the  metal ;  besides,  the  proportion  being  changed,  other  metals 
can  be  added,  forming  different  products. 

Cobalt  also  forms  several  valuable  alloys  with  the  different  metals ; 
but  its  principal  value  lies  in  its  property  of  imparting  beautiful  and 
various  shades  of  permanent  blue  to  glass-ware. 

The  Lead  ores  of  the  United  States  are  profusely  scattered  through- 
out the  country,  especially  in  the  Mississippi  Valley,  and  have  yielded 
a  larger  revenue,  for  the  amount  of  capital  and  labor  invested,  than 
any  other  metal  except  Gold  and  Iron,  (possibly  the  mining  of  Silver 
and  Coal  have  been  equally  as  remunerative).  Though  the  Lead  ores 
are  widely  scattered  throughout  the  country,  the  paying  mines  are 
embraced  in  a  comparatively  small  district,  being  principally  situated 
in  the  two  regions  known  as  the  Upper  Mississippi  and  Lower  Missis- 
eipp!  regions,  (he  former  comprising  Wisconsin,  Iowa  and  Illinois,  the 
latter  chjelly  confined  to  Missouri. 

HISTORY  OF  LEAD  MINING  IN  MISSOURI, 

The  lirst  excitement  on  the  subject  of  mining  was  created  by  the 
famous  expedition  of  LeSeur,  which  passed  up  the  Mississippi  in  1700, 
but  active  operations  did  not  commence  until  1720,  when  under  apat- 
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ent  granted  to  Law  for  the  exclusive  privilege  of  mining  through  the 
Mississippi  Valley,  Renault  and  LaMotte  commenced  their  explo- 
rations;  they  were  rewarded  by  numerous  discoveries  of  Lead  de- 
posits,  the  most  important  of  which  were  the  mines  of  Mine  LaMotte 
and  the  different  localities  in  the  neighborhood  of  Potoai,  but  the 
Company  was  sorely  disappointed  in  not  finding  Gold  and  Silver, 
which  were  reported  to  exist  so  abundantly,  and  for  which  purpose 
the  Company  had  been  chartered  and  organized. 

GEOLOG-lCAl,     POSITION    OF  THE    LEAD    ORES, 

The  geological  position  of  these  metalliferous  deposits,  as  previ- 
ously stated,  is  confined  to  the  Third  Magnesian  Limestone,  (a  sub- 
division  of  the  Lower  Silurian)  and  to  the  Clay  deposits  imbedded  in 
the  superficial  soil,  immediately  overlying  the  Limestone  ;  in  the  latter 
position  the  masses  of  ore  are  called  "float-mineral,"  and  when  suf- 
ficintly  concentrated,  pay  large  returns  on  the  capital  invested  and 
the  labor  expended,  but  the  ore  is  very  irregularly  distributed,  and 
this  kind  of  mining,  termed  "Clay-Digging,"  is  very  uncertain.  As 
the  "  Clay- Digging  "  of  the  South-east  is  such  an  unimportant  feature 
in  the  economic  Lead  mining  of  that  district,  a  detailed  description  of 
this  mode  of  occurrence  will  be  omitted.  I  have  arranged  the  mode 
of  occurrence  of  the  Lead-ores  in  this  district  under  the  following 
heads : 

DEPOSITS    IN    LIMESTONE. 

I.  "  Disse mi  Hated  ore." 

£[,  Deposits  in  "flat-sheets." 

III.  Deposits  iu  "vertical-fissures." 

rV.  Deposits  in  '■  iioriiiontal-flssorea." 

1'lIE    DlSSEHnJATJin  LKAD-OTtB 

Usually  occurs  in  a  stratum  of  Limestone,  varying  from  2  to  (5  feet,  oc- 
casionally reaching  a  thickness  of  15  or  20.  The  beds  of  Limestone 
are  nearly  horizontal,  usually  having  a  dip  of  8  lo  10",  but  rarely  does 
the  inclination  become  greater. 

The  Galena  in  this  formation  seldom  occurs  alone,  but  is  usually 
associated  with  Iron  and  Copper  pyrites,  and  at  some  points  in  con- 
siderable quantities,  and  in  some  cases,  as  at  Mine  LaMotte,  Cobalt 
and  Nickle-ores  occur. 

Fig.  70,  taken  at  Mine  LaMotte,  will  give  an  idea  of  this  mode  of 
occurrence. 
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Figure  70. 


a.  Kepresents  the  roof-rock,  which  is  a  dense,  almost  white,  crystalline  Lime- 

stone, 10  feet  thick, 

b.  A  Limestone  10  inches  thick,  very  similar  in  character  to  the  roof-rock,  but 

containing  smallblotches  of  Galena  disseminated  throa^i^h  the  rock. 

c.  Represents  tfie  true  "Lead-roek"  of  this  region,  lie j-e  in  this  cross  sec- 

tion givea  as  only  10  inches  in  thickness,  this  being  the  case  at  Che  point 
where  the  sketch  was  made,  but  this  "Lead-rock"  throngiio«t  the  Dis- 
trict varies  very  much  In  thickness,  this  is  especially  the  case  at  Mine 
LfiMotte,  where  It  changes  Inasliort  distance  from  2  or  SfeettoSanA 
10,  and  at  some  points  has  reached  a  thickness  of  30  feet,  the  whole 
mass  of  roek  containing  the  mineral  in  sufficient  ijuantities  for  mining. 
This  stratum  tieaides  being  very  rich  in  Gialena  at  certain  points,  con- 
tains Copper  pyrites  in  eoualderable  quantities. 

d.  Represents  a  4  Inch  Clay  Slate,  which  widens  and  diminishes  In  thidmess 

more  or  less  throughout  the  mines  of  Mine  LaMotte ;  this  Slate  is  very 
Interesting,  as  it  contains  the  only  organic  remains  (a  Lingwla,)  I  havo 
observed  in  the  formaljon ;  it  is  also  the  depository  of  tlie  only  crystal- 
lized specimens  of  the  Hickel  and  Cobalt  ores.  I  have  observed  in  this 
Slate,  and  especially  under  the  microscope,  beautiful  cubes  of  Cobalt 
glance,  (Cobalt  pyrites.)  These  crystals  have  a  bright  metallic  lustre 
very  much  resembling  Iron-pyrites,  color  almost  Silver  white,  with  a 
1-eddish  tinge,  and  when  scratched  on  aroughsurfa«e  of  Porcelain  gives 
a  grayish-black  streak,  has  aspeciflc  gravity  of  63,  quite  as  hard  as  feld- 
spar, not  being  cut  with  a  knife,  is  very  brittle,  and  easily  criiml)linu- 
under  the  stroke  of  a  hammer. 

This  disseminated  occurrence  of  the  Lead-ore  is  probably  the 
most  valuable  we  have  in  Missouri,  for  although  not  yielding  eo  largely 
in  a  givCin  area  as  the  "Clay  Diggings"  and  "Cave-formations  "  of 
middle  and  South-west  Missouri,  the  mining  is  more  remunerative  and 
certain,  and  the  yield  more  constant. 

DJsroaiTS  is  "  Fut-Sheets." 

There  are  two  ways  in  which  the  "  Flat-Sheets"  occur — one  is 
a  stratum  containing  the  disseminated  ore,  and  ia  caused  by  greater 
quantities  of  the  ore  being  concentrated  at  certain  points,  presenting 
the  ajjpearance  of  "sheet-mineral,"  but  when  this  is  the  case  the 
sheets  are  of  small  dimensions,  usually  a  few  inches  in  extent,  rarely 
extending  even  a  few  feet ;  but  more  persistent  in  its  extent  is  the 
other  form  occuring  as  "  sheet-mineral"  in  a  Limestone  containing 
very  little  or  no  disseminated  ore,  and  instead  of  lying  imbedded  di- 
rectly in  the  rock,  the  sheets  are  enclosed  in  horizontal  layers  of 
"Heavy-Spar  "(''Baryta.")  The  sheets  of  mineral  are  usually  from  1 
to  several  inches  in  thickness,  and  though  confined  to  the  bed  in  which 
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they  occur,  are  usually  conslant  as  far  as  this  particular  bed  extends. 
The  iayers  of  "Heavy-Spar"  usually  contain  cavities  filled  with 
crystals  of  Galena,  associated  with  crystals  of  Quartz  and  calc-spar, 
(dog-tooth  spar.) 

Fig.  71  is  across  section  representing  a  horizontal  deposit, 
a.    Eeprcsents  tlio  Magnesian  Limestone. 
h.    Eighteen Ineh ea  of  'f  Heavy-Spar." 
a.    Sheet  of  Galena  varying  from  a  half  incli  tt>  2  iueliiis  in  thickiiuss. 

This  sketch  was  taken  at  the  bottom  of  a  shaft  about  30  feet  below 
the  surface,  near  Potosi. 

III.    Vbktical  FisaunHS, 

These  may  be  subdivifled  into  "  True  Veins,"  "  Gash  Veins,"  and 
"  Stock  Werb." 

a.  A  true  vein  is  a  vertical  opening  almost  invariably  filled  with 
agangue;  and  if  a  Lead  ore  vein  the  gangue  usually  consists  of  Ga- 
lena, frequently  in  crystals,  associated  with  Quartz,  Calc  Spar,  Heavy 
Spar,  Iron  Pyrites,  Copper  Pyrites,  and  not  infrequently  Fluor  Spa.r» 
Zinc  Blende,  Silver  ores  and  other  minerals.  The  Lead  ore  found  in 
true  veins  is  usually  so  argentiferous  as  to  pay  for  the  separation  of 
the  Silver,  and  especially  is  this  the  ease  when  the  vein  occurs  in  the 
older  crystalline  or  metaraorphic  rocks. 

The  "  true  vein  "  is  the  most  important  mode  of  occurrence  of  the 
metalliferous  deposits.  Unlike  all  other  deposits,  they  seldom  give 
out;  in  fact,  I  believe,  no  well  defined  vein  has  ever  been  found  en- 
tirely terminating  in  depth,  though  some  of  them,  as  at  Freiberg, 
Saxony,  have  been  worked  from  the  time  of  the  Romans,  nearly  a 
thousand  years  ago,  and  some  of  the  veins  are  now  worked  at  a  depth 
of  nearly  3,000  feet. 

IV.      HoltrnOKTAl.  J'lBSIiHES. 

The  Lead  ores  of  Missouri,  when  found  in  a  horizontal  position, 
occur  in  "  caves,"  "  pipe  veins,"  and  "  stock  werk." 

"  Oave  Formation.^'' — This  mode  of  occurrence  is  one  of  the  most 
interesting  to  the  scientist,  and,  on  account  of  the  quality  and  quan- 
tity of  the  ore  thus  found,  is  one  of  the  most  important  to  the  econ- 
omist. 

The  "caves"  are  horizontal  fissures  in  the  rock  which  have  neither 
been  produced  by  internal  ajrencies,  aa  the  "true  veins,"  nor  by  shrink- 
age, as  the  "  gash  veins,"  but  have  been  slowly  produced  by  the  disso- 
lution and  removal  of  the  softer  portions  of  the  rock.  The  formation 
in  whifih  the  caves  occur  is  composed  of  several  beds  of  Limestone 
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That  bed  in  which  the  Lead  ores  occur  is  invariably  softer  than  either 
■the  overlying  or  underlying  strata  of  Limestone,  and  consequently 
water  or  any  solution  percolating  the  rock  seeking  an  outlet  would 
naturally  follow  the  softer  and  more  porous  rock  as  a  conductor ;  the 
■solution  acting  upon  the  rock  as  a  solvent  would  dissolve  out  portions, 
until  a  perfect  net-work  of  horizontal  fissures  would  be  formed,  pas- 
sing into  each  other  at  every  angle,  and  varying  in  size  from  a  few 
inches  to  many  feet  in  height  and  width,  according  to  the  nature  of 
the  rock.  After  the  formation  of  these  caves,  which  were  probably 
at  first  open,  water  passed  through,  slowly  reiilling  them  by  depositing 
the  various  minerals  held  in  solution.  It  is  possible  that  the  metallif- 
erous deposits  were  formed  synchronously  with  the  formation  of  the 
■caves,  as  the  same  water  which  dissolved  the  rock  away  may  have 
■also,  at  the  same  time,  held  the  various  minerals  in  solution. 

These  caves  are  sometimes  completely  filled  throughout  all  their 
ramifications,  and  again  portions  will  be  only  partly  filled.  Both  of 
these  occurrences  are  to  be  met  with  at  the  Talle  Mines,  while  again, 
-as  is  the  case  in  Wright  county,  the  eaves  are  open  and  sometimes  bo 
large  as  to  admit  of  a  person  walking  upright.  In  the  latter  case 
■there  is  little  mineral,  which  occurs  usually  in  small  bunches  or  cubes 
along  the  roof  and  sides  of  the  cave.  The  gangue  in  the  fiiled  caves, 
as  seen  at  Valle  Mines,  consists  of  Galena  surrounded  by  red  Clay,  in- 
termixed with  Calc  Spar,  Heavy  Spar,  and  detritus  from  the  adjacent 
rock.  Not  infrequently,  besides  the  Galena,  are  alternate  layers  of 
other  metalliferous  deposits,  as  Silicate  and  Carbonate  of  Zinc  (caiSed 
by  the  miners  "  Drybone  "),  and  Sulphuret  of  Zinc,  often  accompanied 
by  Iron  Pyrites  and  brown  Hematite. 

This  association  is  frequently  met  with  at  the  Valle  Mines.  The 
-accompanying  cross  section  represents  this  mode  of  occurrence 
^sketched  in  the  mine, 


Figure  7S. 


a.  Limestone, 

b.  Bed  Clay. 

■e.  Silicate  of  Zinc. 

if.  Galena. 

e.  Heavy  Spar. 

/.  Clinker  Zinc  or  ]3ryboiie. 


Fig.  72  is  a  cross  section  representing  the  head  of  a  drift  in  the 
Valle  Mines.  The  drift  at  this  point  was  i  feet  wide  and  five  feet  high 
—some  blasting  being  necessary,  as  the  cave  was  only  3  feet  wide  by 
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3f  feet  in  height.  The  ores  occurring  at  these  points  will  be  mor& 
minutely  described  in  Division  E. 

At  another  place,  the  brown  Hematite  occupies  the  place  of  the 
Silicate  over  the  Galena. 

In  these  cave  openings,  mining  is  carried  on  with  great  ease  and; 
very  little  labor,  as  the  contents  of  the  caves  are  entirely  removed 
without  blasting.  When  the  caves  are  4  or  5  feet  high  by  several  in 
width,  blasting  can  be  dispensed  with  entirely. 

In  some  of  the  caves,  as  at  Valle  Mines,  the  Zinc  ores  occur  in 
such  quantities  that  it  pays  better  to  mine  for  them  than  for  the 
Galena. 

The  "pipe  vein"  and  "stock  werk"  formations  were  probably  origi- 
nated by  the  same  agencies.  They  are  very  similar  in  character,  with 
the  exception  that  the  former  is  more  continuous.  In  some  respects, 
they  resemble  the  cave  openings,  but  differ  by  being  confined  to 
smaller  spaces  and  devoid  of  all  gangue  matter,  simply  containing  a 
deposit  of  "  block  mineral. " 

Mining  in  these  two  deposits  is  very  precarious  and  deceptive,  a& 
they  are  very  rich  for  short  distances. 


DETAILED     DESCRIPTIONS    01^     SPECIAL    MINES. 
Vali.e  Mines, 

T.  38,  R.  5  E,,  Sees.  7  and  S,  Jefferson  and  St.  Francois  counties. 

The  Valle  Mines  are  situated  nine  miles  south-east  of  DeSoto,  a 
station  on  the  Iron  Mountain  Railroad.  The  property,  about  4,500 
acres,  is  situated  along  the  county  lines — mining  operations  being 
carried  on  in  both  counties.  The  principal  raining  work  is  confined 
to  about  40  acres  on  a  ridge  in  Sec.  7.  On  the  north  and  east  side,. 
Galena  predominates,  and  considerable  mining  is  done  by  miners  who 
sell  the  ore  to  the  company  at  a  stated  price.  On  the  west  and  south 
side  of  the  hill  the  Zinc  ores  predominate,  but  are  accompanied  by 
large  quantities  of  Galena. 

A  large  number  of  shafts  have  been  sunk  on  this  and  the  adjoin- 
ing hill,  but  most  of  them  have  been  abandoned.  There  are  now  only 
three  or  four  in  use.  The  principal  one,  known  aa  the  "  new  shaft,"  is- 
160  feet  deep  and  represented  by  the  following  section ; 

Figure  73,  is  a  Section  of  shaft  at  Valle's  Mines. 

This  shaft  is  164  feet  deep,  being  110  feet  above  the  valley ;    the 
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floor  rock  of  the  lowest  cave  is  consequently  54  feet  below  the  bed  of 
the  valley. 

In  sinking,  the  shaft  passed  through  6  or  7  feet  of  red  Clay  mixed 
with  Chert  boulders,  then  over  a  hundred  and  thirty  feet  of  Limestone 
of  a  very  hard,  dense  texture,  a  light  cream  shade  being  the  predomi- 
nating color  as  far  down  aa  the  roof  of  the  upper  cave ;  from  thia  point 
to  the  floor  of  the  lower  cave,  a  distance  of  about  twenty-five  feet,  the 
Limestone  very  perceptibly  changes  its  character,  being  much  softer 
and  looser  in  texture,  and  disintegrates  much  more  rapidly  than  the 
overlying  rock,  it  is  also  very  porous  containing  a  great  many  cavi- 
ities  filled  with  crystals  of  Calc-spar,  Dolomite  and  Quartz.  Besides 
crystals  in  the  cavities,  the  Limestone  also  shows,  especially  the  por- 
tions which  have  been  exposed  and  partly  undergone  disintegration, 
small  but  well  defined  crystals  of  Dolomite,  This  Limestone,  in 
places,  is  very  silicious,  which  is  very  perceptible  on  weathered  sur- 
faces, the  Limestone  in  part  having  disappeared,  and  the  Silica  depos- 
ited in  the  forms  of  grains  of  Sand.  Frequently  the  Silica  is  met 
in  a  more  concentrated  form,  and  occurs  aa  irregular  masses  of  Chert 
or  crystallized  Quartz,  known  to  the  miners  as  "  mineral  blossom."' 
This  "  mineral  blossom"  is  found  in  large  quantities  lying  scattered 
over  the  surface  of  the  adjoining  hills,  having  been  weathered  out  of 
the  Limestone. 

As  previously  stated,  there  are  a  series  of  three  caves  in  which 
the  mining  operations  are  carried  on,  but  at  present  the  work  is  chief- 
ly confined  to  the  lowest  cave.  Formerly  a  large  amount  of  Lead  ore 
was  taken  from  the  first  and  second  cave,  but  they  have  now  been 
nearly  abandoned,  not  because  they  were  exhausted,  but  because  the 
lowest  proves  to  be  so  rich  and  the  yield  ia  so  much  greater  on  the 
same  amount  of  labor  expended. 

The  depth  at  which  the  caves  lie  below  tbe  surface,  depends  upon 
the  point  of  the  hill  at  which,  the  shaft  is  sunk. 

At  the  foot  of  the  new  shaft,  there  are  five  drifts  leading  olf  in  dif- 
ferent directions ;  these  driits  have  been  openings  in  the  rock  produced 
by  the  forces  of  nature  posterior  to  the  deposition  of  the  Limestone,.  . 
the  openings  then  afterwards  filled  by  Clay,  tumbling  rock  and  the  va- 
rious minerals  which  they  now  contain.  These  caves  are  one  continu- 
ous opening,  observing  no  general  direction,  but  winding  on  through 
the  hill  at  all  angles,  continually  crossing  each  other,  forming  a  com- 
plete net-work,  represented  by  a  sketch  of  Dr.  Litton  in  his  Report 
contained  in  the  Geological  Survey  of  Missouri,  on  Plate  No.  9,  page 
35,  Volume  2. 

These  caves,  although  at  times  greatly  changing  in  size,  never 
completely  close;  sometimes  the  chambers  are  reduced  to  the  size  of 
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a  pocket  a  few  inches  in  height  and  wiclth,  and  then  spreading  out 
into  large  rooms  10  or  12  feet  high  and  as  many  feet  wide,  but  they 
usnally  are  not  less  than  2  by  3,  nor  greater  than  3  by  5  feet.  These 
caves  not  only  form  a  complete  net-work  of  communication  in  each 
■distinct  series,  but  the  three  series  are  connected  by  vertical  open- 
ings, called  by  miners  "  chimneys."  These  chimneys  almost  invaria- 
bly occur  where  two  or  more  drifts  cross  each  other,  though  several 
may  cross  without  necessarily  forming  a  chimney.  Another  and 
almost  invariable  result  of  the  crossings  of  these  openings,  is  that 
the  caves  become  much  higher  and  wider,  in  most  instances  forming 
large  chambers. 

The  Limestone  in  which  the  caves  occur,  is  entirely  free  from  all 
traces  of  mineral,  the  deposits  being  confined  exclusively  to  the  open- 
ings which  are  filled  with  red  Clay,  containing  very  irregular  mix- 
tures of  Lead  and  Zinc  ores,  the  first  in  the  form  of  Galena  (Sulphuret 
of  Lead,)  with  a  few  crystals  of  Cerussite,  (Carbonate  of  Lead,)  in  the 
cavities  of  the  Galena,  and  the  Zinc  ore  principally  in  the  form  of  the 
Silicate,  with  a  small  occasional  quantity  of  the  Oarbopate  ;  also  quite 
frequently  emaJI  quantities  of  Iron  ores  occur  as  Pyrites  and  thin 
sheets  of  brown  Hematite, 

Figure  72  represents  the  occurrence  o(  these  minerals;  the  solid 
Limestone  contains  a  fissure  entirely  filled  with  minerals  and  gangue ; 
the  minerals  are  completely  enveloped  by  the  red  Clay,  above  are 
two  thin  folds  of  Silicate  of  Zinc,  separated  from  each  other  and  from 
the  Limestone  by  the  red  Clay  ;  the  folds  of  Zinc  ore  are  sometimes 
perfectly  solid,  being  from  1  to  6  inches  thick,  and  consisting  of  alter- 
nate layers  of  the  same  material  ic  very  compact  folds;  again  the 
mass  of  Zinc  ore  is  from  1  to  6  inches  in  thickness,  but  instead  of  be- 
ing dense,  consists  of  a  thin  crust,  with  a  cavity,  whose  interior  walls 
are  lined  with  beautiful,  brilliant  crystals  of  the  Silicate,  and  occa- 
sionally the  Carbonate  of  Zinc  ;  more  rarely  crystals  of  Galena  occur- 
in  the  cavities,  but  in  this  case,  are  invariably  covered  with  a  thin  coat- 
ing of  the  Silicate,  and  not  unfrequently  portions  of  the  cavities  are 
partly  filled  with  red  Clay,  highly  impregnated  with  Oxide  of  Iron  and 
has  the  appearance  of  a  highly  decomposed  brown  Hematite.  Occa- 
sionally Heavy  Spar  (Baryles,)  lies  in  a  dense  mass  in  close  contact 
with  the  Zinc  ore,  but  more  frequently  it  is  associated  with  the  Gale- 
na. Often,  but  not  invariably  immediately  below  the  folds  of  Zinc  ore, 
occur  irregular  masses  of  the  Zinc  ore  in  the  crystallized  form,  as 
pseudormorph  or  Galena. 

The  characteristic  position  of  the  Galena  is  in  dense  unori/stal- 
^i^et?  or  undeveloped  crystals,  lying  under  the  Zinc  ore;  occasionally 
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large  cubes,  several  inclies  square,  will  occur,  but  always  of  a  very 
dull,  lustreless  appearance,  usually  covered  by  a  thin  coating  of  the 
Carbonate.  Frequently  crevices  occur  both  in  the  crystals  and  dense 
massesof  Galena,  and  it  is  in  these  crevices  that  the  beautiful,  bril- 
liant crystals  of  the  Carbonate  and  Sulphate  of  Lead  are  found.  The 
Barytes,  (Heavy  Spar,)  occur  in  close  contact  with  the  Galena,  espec- 
ially is  this  the  case  in  the  western  part  of  the  hill.  The  Heavy  Spar, 
like  the  other  minerals,  lie  loosely  in  the  fissure,  completely  surround- 
ed but  separated  from  the  Limestone  by  the  red  Clay. 

Besides  this  red  Ciay  is  another  Clay  called  by  the  miners  "  tal- 
low Clay,"  it  is  white,  very  soft,  and  of  a  greasy  feel,  I  have  made  no 
analysis  of  either,  but  presume  both  are  Clays,  (the  Silicate  of  Alu- 
mina,) the  white  being  more  pure,  the  red  owing  its  color  to  the  pres- 
ence of  Oxide  of  Iron.  On  esposnre  to  the  atmosphere  both  these 
Clays — lose  some  of  their  moisture  and  become  very  dry  and  brittle — 
in  a  few  hours  crumbling  away  to  a  powder. 

Besides  the  above  described  minerals,  there  also  occurs  quite  fre- 
<iuentiy  thin  sheets  of  brown  Hematite,  {probably  a  decomposed  pro-  - 
duct  of  the    Sulpburet,)   and   more  rarely,  irregular,  uncrystallized 
pieces  of  Sulphurefc  of  Zinc.    I  observed  no  crystal  forms  of  this  latter 
mineral. 


The  ore,  on  account  of  its  occurring  in  the  fissure,  is  mined  with 
very  little  blasting.  It  is  dug  out  with  picks,  and  loaded  into  cars, 
which  are  run  on  small  trucks  to  the  foot  of  two  different  shafts,  and 
then  raised  to  the  surface  by  horse  power.  Water  not  being  availa- 
able,  steam  power  is  dispensed  with,  and  whims  used  instead.  At  the 
time  of  my  visit,  56  men  were  on  the  pay  roll,  most  of  them  negroes, 
receiving  as  wages  $1.50  to  $1.75  a  day.  Beside  these  men,  employed 
by  the  company,  a  number  of  miners  were  working  on  the  property 
on  their  own  account,  and  paying  a  royalty  oii  the  ore  mined. 

All  the  ore,  except  .the  larger  masses  of  Galena,  which  is  sepa- 
rated by  hand,  is  first  calcined  in  kilns,  like  Lime  kilns,  13  feet  high, 
with  grate  bars.  Two  charp:es  of  8  tons  each  are  passed  in  iil  hours. 
The  charge  is  made  by  sprinkling  on  thin  alternate  layers  of  Coal 
and  the  ore. 

The  Zinc  ore  which  is  free  from  Galena,  is  hauled  to  De  Soto,  (the 
shipping  point  on  the  Iron  Mountain  Riilroad,)  by  wagon,  at  a  coat 
of  25  cents  per  hundred,  and  from  that  point  shipped  to  Carondelet, 
where  it  is  treated  for  metallic  Zinc. 

The  Galena  is  hauled  by  wagon   from   the   mines  to  the  dressing 
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works,  where  the  impurities  are  separated  by  first  crushing,  and  then 
washing  in  jigs  and  in  wash  floors.  When  snffiuienEly  pure,  the  ore 
is  not  washed,  but  immediately  passed  through  a  crusher,  and  then 
rollers ;  is  then  mixed  with  the  washed  ores,  weighed,  and  then  placed 
on  the  furnaces. 

The  furnaces,  two  in  number,  are  "Scotch  hearths,"  and  consist  of 
solid  cast  iron  sides  and  bottom,  built  on  a  Limestone  rocli  founda- 
tion. The  blast  is  furnished  by  a  No.  6  Sturtevant  blower.  The  en- 
gine also  runs  the  dressing  works. 

There  is  but  one  shift  a  day,  consisting  of  six  hours,  during  whicii 
time  3,500  pounds  of  mineral  are  smelted  on  each  furnace,  yielding  in 
all,  70  pigs  at  70  pounds  each.  Two  brands  are  produced  from  these 
ores  called  the  "  Vall6"  and  "  Rozier,"  The  former  has  been  picked 
and  dressed,  but  is  not  entirely  free  from  Zinc  ore.  The  Rozier  brand 
is  very  soft,  being  entirely  free  from  Zinc,  and  made  from  the  "  block 
mineral." 

Beside  the  two  Scotch  hearths,  there  is  a  blast  furnace  which  is 
used  for  treating  slags,  the  refusa  of  the  Scotch  hearths. 

The  Scotch  hearths,  in  producing  70  pigs  of  Lead,   consume  each 

7  bushels  of  charcoal,  and  one-aixteenth  of  a  cord  of  light  wood.  The 
company  cuts  the  wood  at  a  cost  of  75  cents  per  cord,  and  supplies  it 
to  Coal  burners,  who  in  turn  deliver  the  charcoal  to  the  company  at 

8  cents  per  bushel. 

STATISTICS. 

It  is  now  impossible  to  obtain  an  aci^urate  statement  of  the  total 
amount  of  Lead  ore  produced  by  these  mines,  as  a  perfect  record 
from  1824  to  lS5i  was  not  preserved ;  but  from  1854  to  1873,  nearly  all 
mined  has  been  recorded,  and  the  following  statement,  though  not 
giving  the  total  amount,  may  be  taken  as  a  fair  estimate  of  what  was 
mined  by  the  present  owners,  and  furnishdd  me  from  the  books  of  the 
company  by  Mr  Pratt,  the  Superintendent  ■ 

From  1824  to  Ib30  5  22<)  lH.   poiuKls. 

From  1830  to  1834  [5,000,000         " 

From  1834  to  1839  2  800,951 

From  I8i)9  to  1845  2,227,495 

Prom  1S45  to  1850  1,551  OiO 

From  1850  to  lf)54  2  ^77,137 

Total  19  488,777 
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During:  ISM 783,407  pounds. 

During:  1855 722,210         ' ' 

During  1356 '  SS4,357 

During  1857 7QO,O0O 

During  1858 1,089,783 

Duriag  1859 044,085 

During  1860 7G5,G0O 

During  18G2J   i,i4o,^Jj 

During  ISSS") 

During  18&4y 1,080,G21 

During  1866  J 

Durino'  I'^SBl 

Durino-  186    t  13  11-)" 

During  I(>68j 

Durii  g  IbOO  -i      Wi 

Durlnf,  18  0  3      41)        " 

During  18  1\  S4    i(5        " 

During,  Ibi-/  ^*   ^'-" 

lH.46y,64S 

Total  amount— 

From  1834  to  1854 19,483,777  pounds. 

From  ISot  to  1873 13,463,648 

32,947,425         ' ' 


Up  to  the  year  1869,  the  Zinc  ores  were  considered  of  no  eco- 
nomic Talue,  and  were  consequently  thrown  away;  but  since  that 
time  they  hare  been  utilizecl,  and  (hese  mines  now  furnish  a  large 
per  centage  of  the  ore  from  which  the  metal  is  extracted  in  this  State, 
and  these  Zinc  ores,  afc  present,  yield  larger  profits  to  the  company  than 
the  mining  of  the  Lead  ores. 

The  following  statement  shows  the  amount  of  Zinc  ore  shipped 
by  the  company  during  the  last  three  years  : 

From  1869  to  1873— 

Sliipped  to  tlie  M  a  ouii  Zinc  Companj  2  830  040  pounds. 

-  1  858  S49 

1  369  031 

2  Olii  4''8 
1  298  I*^J 

S72    15 


Beck 

F  !■  Pozier 
Maitindale  &  Bddt 
Eichnrd" 
DUitu  tl  1      "veir 


BISH    MIITBS, 

Jefferson   countyj  T.  38,  R.  5E.,  Sec.  18.     These  mines  are  very  near 
the  Vall^  mines,  situated  in  the  adjoining  section,  on  the  same  range 
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of  hills,  and  is  separated  from  the  latter  mines  by  a  slight  ravine. 
The  general  geological  formation  is  very  similar  to  that  at  the  Valle 
mines,  though  the  paragenesis  and  position  of  the  minerals  and  ores 
are  somewhat  diiferent.  There  are  two  series  of  caves  on  the  same 
level — or  three  at  the  Vallfi  mines.  The  two  aeries  are  also  connected 
by  chimneys.  The  Limestone  is  lighter  in  color,  and  more  dense  and 
crystalline  than  at  the  Vall^  mines,  and  coutaining  many  more  cavi- 
ties filled  with  "  mineral  blossom." 

A  great  deal  of  blasting  is  necessary,  as  the  fissures  are  very  small 
and  contain  little  or  no  Clay,  but  are  filled  generally  with  "block 
mineral"  (Galena) — seldom  in  crystals.  The  Zinc  ore  is  entirely 
wanting.  Occasionally  a  small  quantity  of  Baryta  and  brown  Hema- 
tite is  found.  With  these  differences,  the  formation  very  much  resem- 
bles that  at  the  Valle  mines. 


The  mining  is  carried  on  in  the  usual  way,  a  driller  and  striker 
working  together.  The  ore  is  conveyed  from  the  head  of  the  drifts  to 
the  shaft  and  raised  by  a  whim.  When  a  sufficient  quantity  of  ore  is 
accumulated  it  is  smelted  in  an  air  furnace.  I  visited  the  mines  sev- 
eral times  but  was  unable  to  procure  any  statistics  in  regard  to  the 
aniouDt  of  mineral  raised  or  smelted. 

ATON    3IINES, 
Or  Saline  Valley  Mining  Company,  Ste.  Genevieve  comity,  T.  ;^5,  R.  T 
E.,  Sec.  12. 

The  geological  formation  at  this  point  is  very  similar  to  that  of 
Mine  LaMotte.  A  similar^  Magneaian  Limestone  occurs,  contain- 
ing disseminated  Galena,  though  the  occurrence  of  the  Galena  is 
on  a  much  smaller  scale  than  at  Mine  LaMotte,  the  seam  of  Lime- 
stone containing  the  disseminated  mineral  not  being  more  than  two 
feet  thick. 

On  extending  my  examinations  into  the  adjoining  Sections,  I 
found  wherever  the  faces  of  the  rocks  were  exposed,  that  the  valleys 
and  hills  were  underlaid  by  theThird  Magneaian  Limestone,  the  Lime- 
stone on  the  hills  generally  being  capped  by  the  Second  Sandstone, 
In  the  beds  of  streams  where  the  Third  Magneaian  Limestone  has 
been  subjected  to  the  action  of  water,  impregnations  of  Galena  are 
exposed  showing  the  formation  throughout  to  be  the  same. 


At  the   time   of  my  visit  8  men  were  employed  in  an  open   cut 
blasting  off  the  Limestone  containing  the  Galena.    The  superintend- 
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ent  informed  me  that  they  averaged  in  blasting  one  ton  to  the  man, 
and  each  ton  of  rock  yielded  600  pounds  of  mineral  roek,  and  25,000 
pounds  of  mineral  rock:  yielded  5,000  pounds  of  washed  mineral.  This 
is  20  per  cent.,  an  enormous  yield,  and  I  doubt  if  the  yield  is  so  great. 
In  amolting,  5,000  ponnds  of  washed  mineral  yields  4,000  pounds  of 
the  metal.  There  were  18  boys  employed  at  $1.13^  a  day  to  break  the 
rocks  with  hammers  in  order  to  prepare  it  for  the  rollers.  I  strongly 
advised  the  company  to  procure  a  Blake  crusher  at  a  cost  of  $1,500, 
which  would  accomplish  ten  times  the  amount  of  work  as  the  boys, 
and  as  they  already  had  a  good  engine  the  rock  conid  be  crushed  at  a 
nominal  cost. 

After  the  rock  is  blasted  it  is  carried  up  to  the  dressing  works; 
here  the  boya  separate  the  poor  rock  from  the  disseminated  Galena  v 
the  latter  they  break  with  hammers  into  fragments  about  the  size  of 
hen  eggs.  These  fragments  are  then  passed  between  two  rollers  and 
then  carried  to  jigs,  where,  by  a  washing  process,  the  rock  and  lighter 
materials  are  separated  from  the  ore.  The  latteristhea  crushed  very 
fine  under  a  stamping  mill  and  from  these  passed  to  the  furnace. 


There  are  three  furnaces,  two  of  them  air  furnaces  and  one  blast 
furnace,  the  latter  for  smelting  the  slags  of  the  two  former.  Only 
one  of  the  air  furnaces  was  in  operation  during  my  visit.  Two  charges 
are  made  in  24  hours.  At  each  charge  1,200  pounds  of  the  ore  is  put 
in,  from  which,  on  an  average,  they  get  one  pig  to  every  hundred 
pounds  of  ore.  The  slag  from  the  air  furnace  is  again  smelted  in  a 
blast  furnace,  which  yields  from  8  to  15  per  cent  of  metal. 

MISCELLANEOUS. 

About  two  miles  distant  from  these  mines,  in  Sec.  7,  T.  35,  K.  S  E., 
is  an  old  abandoned  Marble  quarry.  The  rock  occurring  here  is  a 
white,  dense,  very  hard  Limestone,  containing  abundant  crystals  of 
magnetite,  and  traversed  by  veins  filled  with  a  yellow  coloring  mat- 
ter caused  by  the  decomposition  of  the  magnetite.  I  had  several 
pieces  polished  in  Mr,  Parks'  Marble  works  of  8fc,  Louis,  but  he  in- 
formed me  on  account  of  the  hardness  of  the  stone  and  the  difficulty 
of  polishing  it  that  it  was  useless  for  monumental  purposes. 

In  the  same  section,  township  and  range,  on  Mr.  Brigg's  farm,  oc- 
curs a  large  deposit  of  brown  Hematite.  Boulders,  varying  in  weight 
from  a  few  ounces  toseveralhundredpounds,thickly  strew  the  ground 
for  several  acres.  Some  of  the  ore  is  very  much  decomposed,  form 
ing  a  soil  in  places  several  feet  thick.     Some  of  the  ore,  especially 
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the  larger  boulders,  when  broken  show  a  smooth  chocolate  brown 
conchoidal  fracture  and  eeems  to  be  of  a  good  qualify.  The  analysis 
of  the  ore  has  not  yet  been  made.  The  property  has  never  been 
worked,  but  should  the  ore  prove  to  be  free  of  Sulphur  and  Phospho- 
rus, and  of  a  good  quality,  it  could  no  doubt  be  worked  to  advantage, 
as  the  quantity  is  certainly  considerable. 

I  was  unable  to  procure  any  statistics  in  regard  to  the  amount  of 
•ore  raised  and  shipped  by  the  Saline  Valley  Mine, 

ST.    JOE    MINES. 

St.  Francois  county,  T.  38,  K,4  E,,  Sec.  33.  These  mines  are  situated 
-5  miles  south-east  of  the  Valle  mines  and  six  miles  from  Oadet,  its 
shipping  point,  a  station  on  the  Iron  Mountain  Kaiiroad.  The  prop- 
erty embraces  1,800  acres  of  fine  ridge  and  timber  land,  supplied  by 
a  suflicient  amount  of  water  for  mining  and  smelting  purposes. 


The  principal  mining  operations  are  carried  on  at  a  depth  of  85  to 
90  feet  in  a  bed  of  ore  averaging  two  feet  in  thickness.  Above  this 
rich  bed  is  an  8  or  10  foot  bed  of  poor  rock  with  some  little  Galena 
very  thinly  disseminated.  Overlying  thiscoraeii  a  seam  ranging  from 
4  to  10  inches  of  very  rich  disseminated  ore,  making  a  thickness  of  11 
to  12  feet  of  rock  to  be  worked  out.  Pillars  are  left  at  proper  inter- 
vals to  support  the  roof,  which  consists  of  a  thick  bed  of  SDlid 
Limestone.  The  rock  here  is  much  harder  than  at  the  Valle  Mines. 
As  so  much  blasting  is  necessary  the  diamond  drill  is  used  in  the 
mines  to  great  advantage.  It  is  worked  by  forcing  steam  down  pipes 
from  the  engine.  Each  diamond  drill  does  the  work  of  five  miners 
drilling  by  hand,  being  able  to  drill  25  feet  in  eacii  shift  of  8  hours. 

The  rook  in  which  the  ore  occurs  is  in  the  Third  Magnesian Lime- 
stone, of  a  dark-drab  to  dark-gray,  very  much  resembling  that  at  Mine 
LaMotte.  The  mode  of  occurrence  at  this  mine  and  at  Mine  LaMotte 
present  a  remarkable  uniformity.  The  Galena,  like  that  of  Mine  La- 
Motte, is  slightly  argentiferous.  Occasionally  with  the  Galena  occur 
as  associate  minerals,  small  quantities  of  Copper  pyrites,  and,  more 
rarely,  Nickel  and  Cobalt  ores.    There  are  250  to  350  feet  worked  out. 

The  ore  is  moved  from  the  head  of  the  drifts  by  wheelbarrows  to 
the  bottom  of  the  two  shafts,  one  of  which  is  worked  by  steam  and 
the  other  by  horse  power.  When  it  reaches  the  surface  it  is  removed 
by  cars  to  the  dressing  works,  and  then  thrown  into  a  Blake  Crusher, 
from  which  it  drops  to  a  lower  floor  and  is  then  fed  to  rollers  arranged 
with  levers  and  comb  weights  to  relieve  the  strain  when  large  and 
hard  pieces  are  to  be  crushed. 
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From  the  rollers  the  fiae  ore  is  carried  by  a  Jacobs-ladder  to  the 
«tory  above  and  fed  to  the  end  of  an  inclined,  revolving  screen  cylin- 
der, the  fine  ore  passing  through  into  a  trough  below,  where  it  is  met 
by  a  stream  of  water,  and  then  carried  to  the  jigs  in  the  adjoining 
building.  The  coarser  particles  which  cannot  pass  through,  fall  out  at 
the  end  of  the  cylinder  and  are  delivered  again  to  the  rolls.  There 
are  six  double  jigs  worked  by  horizontal  plunges. 

PUEKACBS. 

The  furnaces  are  those  known  as  air-furnaces,  and  are  managed 
in  the  same  way  as  at  other  mines  ;  the  same  amonnt  of  mineral  put 
in  at  one  charge,  the  same  quantity  of  wood  and  coal  used,  and  about 
the  same  wages  paid  as  elsewhere.  , 

I  was  unable  to  procure  exact  statistics,  but  the  mines  have  been 
in  operation  several  years,  and  yield  more  mineral  than  the  furnaces 
can  smelt.  On  an  average  120  pigs  of  Lead  are  smelted  each  day. 
From  present  appearances  the  mines  can  not  only  continue  to  furnish 
mineral  for  the  same  number  of  pigs,  but  the  production  could  be 
considerably  increased,  and  will  certainly  continue  in  its  yield  for 
many  years. 

M  I  H  E    L  A  M  O  T  T  E  . 

The  Mine  LaMotte  property  consists  of  an  old  Spanish  reservation 
situated  in  flladison  county,  and  covering  an  area  of  nearly  24,000 
acres. 

As  this  is  one  of  the  most  important  mines  in  the  State,  in  an 
economic  view,  and  one  of  the  greatest  interest  both  to  the  ecouomiat 
and  scientist,  a  more  detailed  dascription  will  be  given  than  has 
been  done  for  the  other  mines. 

The  property  is  situated  100  miles  south-east  of  St.  Louis,  on  the 
Iron  Mountain  Railroad.  The  principal  mining  is  done  at  the  village 
of  Mine  LaMotte,  3  miles  east  of  Mine  LaMotte  Station. 

Extensive  mining  is  now  being  commenced  a  mile  and  a  half 
west  of  said  station.  At  present  all  the  ore  smelted  is  hauled  in 
wagons  from  the  works  to  the  Station  and  there  shipped.  A  good 
dirt  road  connects  the  mines  with  the  station.  The  country  being 
moderately  undulating,  with  no  deep  ravines  or  high  hills  and  but  one 
stream  to  cross,  a  3  mile  railroad  connecting  the  works  and  station 
could  be  constructed  at  a  small  cost 
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The  mines  are  situated  in  a  valley  surrouiideti  by  amall  hills,  the- 
country  for  15  miles  being  of  an  undulating  character.  Through  the 
larger  ravines  several  streams  flad  their  way,  which  are  utilized  by 
the  dressing  houses  for  washing  ores,  and  by  the  furnaces  for  running 
the  engines  and  other  purposes.  The  quantity  of  water  furnished  by 
a  single  etrean:i  is  sufficient  to  meet  all  the  wants  of  the  mines,  dress- 
ing and  smelting  works. 

The  hills,  like  a  great  portion  of  that  district,  are  heavily  tim- 
bered with  a  fine  growth  of  oak  and  pine,  ia  saoh  quantities  as  to- 
furnish  charcoal  material  for  the  smelting  works  and  material  for  tim- 
bering the  mines  for  many  years  to  come. 

Geology. 

The  rock  of  the  country  is  a  hard,  dense,  highly  crystalline  Lime- 
stone, which  forms  the  beds  of  the  streams,  and,  in  fact,  underlies  tho 
whole  valley,  and  forms  the  principal  mass  of  the  hills.  This  Lime- 
stone belongs  to  the  Lower  Silurian,  probably  the  Third  Magne- 
sian  or  older.  It  is,  so  far  as  I  have  observed,  entirely  free  from 
petrifaction.  I  saw  but  one  fossil  in  the  formation,  which  was  a 
small  Lingula.  This  fossil  occurs  in  large  quantities  in  a  seam  of 
Olay-slate  inclosed  in  the  Limestone,  and  usually  underlying  the  dis- 
seminated mineraJ. 

The  Limestone  overlying  the  mineral  possesses  many  good  quali- 
ties as  a  building  stone,  and  is  extensively  used  in  the  construction  of 
furnaces,  foundations  for  the  "houses,  supports  in  the  mines,  etc. 

Besides  the  Limestone  there  is  but  one  other  rock  occurring  at 
this  point  in  any  quantity,  which  is  a  large-grained,  dense  Sandstone 
of  a  reddish-brown  color,  being  highly  impregnated  with  the  oxide  of 
Iron, 

Besides  these  rocks,  at  several  points  a  Porphyry  is  visible.  Thia 
rock  crops  out  as  a  ridge  running  N.  W.  H.  E.  It  is  sometimes  visible 
for  50  or  60  feet  and  then  disappears,  but  is  again  seen  some  distance 
on,  but  always  in  this  same  line.  The  ridge  is  never  more  than  30  or 
40  feet  in  width.  The  rock  is  a  very  hard,  dense,  liver-colored  Por- 
phyry, and  breaks  with  a  smooth,  even  fracture.  No  crystals  of  Feld- 
spar are  seen,  but  occasionally  a  crystal  of  Quartz  is  visible. 

This  ridge  divides  the  "Jack  Diggings"  from  the  '"  Bluff  Dig- 
gings.'' These  two  mines  are  the  principal  point  at  which  the  raining 
is  now  carried  on. 
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It  is  impossible,  in  a  single  cross  section,  to  give  an  idea  of  all 
the  various  modes  of  occnrrence  of  the  metalliferous  deposits  in 
thes3  mines,  but  figure  70  will  give  an  idea  of  one  mode  of  occur- 
rence, and  a  very  characteristic  one.  By  reference  to  it  wiU  also  be 
seen  a  description  of  the  geological  position  of  the  minerals.  The 
thickness  of  the  mineral  bearing  rock  at  these  mines  varies  very 
much,  sometimes  not  being  more  than  2  or  3  feet,  and  again  increas- 
ing to  25  feet  of  mineral  paying  rock. 

At  the  Jack  Diggings  the  shaft  passed  through  13  or  15  feet  of 
Limestone.  Near  the  foot  of  the  shaft  I  observed  6  inches  of  Lime- 
stone with  no  mineral ;  then  8  inches  of  Clay-slate ;  then  10  inches  of 
Limestone  with  disseminated  mineral;  then  6  inches  of  almost  solid 
Galena,  mixed  with  sheets  and  solid  masses  of  Sulphuret  of  Copper ; 
then  several  feet  of  Limestone  reaching  down  to  the  lloor-rock,  but 
containing  very  little  mineral. 

At  this  point  only  the  6-inch  sheet  of  Galena  and  Copper  Pyrites 
paid  for  mining;  but  further  on  the  sheet  became  much  thicker, 
though  not  so  solid.  The  Clay-slate  was  filled  with  small  cube  crystals 
of  the  Sulphuret'  and  Araeniuret  of  Cobalt  and  Nickel.  This  Slate 
formerly  was  thrown  out  as  useless,  and  on  exposure  has  crumbled 
away  to  a  powder ;  bjat  the  richness  of  its  Cobalt  and  Nickel  ores 
having  been  discovered,  all  these  piles  of  Slate  are  now  being  col- 
lected and  hauled  to  the  furnaces,  where  the  Slate  mass  is  smelted  and 
a  matt  made  of  (he  Nickel  and  Cobalt. 

Going  south-west  from  the  Jack  Diggings,  the  formation  changes 
very  much  ;  the  Copper  Pyrites  almost  disappear,  and  the  Clay-slate 
seam  becomes  thinner,  until  the  Porphyry  ridge  is  crossed,  when 
the  Clay  seam  disappears  entirely,  and  scarcely  any  Copper  Pyrites  is 
found.  The  Galena  in  quantity  and  general  appearance  makes  but 
little  changes. '  The  Nickel  and  Cobalt  ores  lack  in  quantity,  and  in 
their  mineralogical  aspects  make  very  great  changes.  Instead  of  oc- 
curring here  at  the  "  Bluff-diggings  "  as  cube  crystals  in  the  Clay-slate 
as  they  do  at  the  Jack  Diggings,  these  oresoccursometimesintimately 
associated  with  the  Lead,  covering  its  surface  with  a  soft,  blue  powder; 
again  they  occur  in  pockets,  much  more  concentrated,  occasionally 
as  a  soft  mass,  but  generally  brittle,  and  can  be  easily  crumbled  by  a 
pressure  in  the  hand.  At  this  point  I  found  the  first  and  only  disturb- 
ance that  I  have  observed  in  this  district. 

The  beds  of  Limestone  seem  toT)e  almost  horizontal,  but  observa- 
tions made  at  different  points  show  them  to  have  a  dip  varying  from  6 
to  10°. 
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A  number  of  analyses  made  by  Mr.Chauvenet,  the  State  Oliemist, 
show  the  ores  to  contain  a  variety  of  metallic  ores.  A  few  character- 
istic ores  I  herewith  subjoin : 


Jaoti  Diggings. 

BldI'f  Diggi^-gs, 

No.  1. 

No.  9. 

No. 

No.  2. 

13.90 
3.35 
2.00 

37.10 

21.00 
4.50 
6.16 
G.40 

16.25 
3,66 
4.66 

trace, 

Cobalt 

13.00 

Assay  No.  3  (not  given  here)  of  Jack  Digging,  from'  the  6-inch 
seam  of  Galena,  yielded  pure  Sulphuret  of  Lead,  with  4  ounces  of 
Silver  to  the  ton.  Assays  Nos.  1  and  2,  from  same  Diggings,  taken 
from  mixed  ores.  No.  2,  from  BluiT  Diggings,  is  from  a  very  character- 
istic deposit  in  that  formation,  the  deposit  in  places  being  several 
inches  in  thichness,  and  being  chiefly  composed  of  Nickel  and  Cobalt 
ores,  with  some  Galena.  New  discoveries  have  just  been  made.  The 
assays  by  Mr.  Setz,  the  chemist  of  the  Company,  show  some  of  the  de- 
posits to  be  pure  Nickel  and  Cobalt  ores,  entirely  free  of  Lead  and 
Copper.     One  assay  gave  38  per  cent,  of  metallic  Nickel. 


The  mining  at  present  is  not  carried  on  as  extensively  as  it  was  a 
year  ago,  owingto  a  Are  which  occurred  in  the  summer  of  1^72,  which 
destroyed  12  Scotch  hearths,  being  the  greater  portion  of  the  Smelt- 
ing works.  The  4  furnaces  now  in  operation  are  not  near  competent 
to  smelt  the  ore  raised  by  the  170  miners  now  at  work. 

At  the  Jack  Diggings,  6  acres  of  rock  have  been  excavated ;  the 
whole  mining  being  confined  to  one  immense  room,  the  vault  being 
supported  by  stone  columns,  either  left  as  a  sapport  during  the  min- 
ing or  built  up  from  the  refuse  rock. 

Shafts  have  been  sunk,  and  bojings  carried  on  over  more  than  a 
thousand  acres,  and  at  every  point,  showing  the  same  formation  to 
exist,  and  proving  its  great  extent.  Some  shafts  lately  sunk  a  mile 
distant,  passed  through  this  same  mineral-bearing  Magnesian  Lime- 
stone,'   From  these  facts,  and  other  data,  I  am  inclined  to  think  the 
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whole  valley  of  thia  region  is  underlaid  by  thia  mineral  rock,  having 
at  different  points  the  ores  more  concentrated  than  at  others. 

Owing  to  the  incapacity  of  the  furnaces  to  smelt  all  the  ores 
raised  within  the  last  two  years,  a  very  large  amount  has  accumulated* 
there  now  being  no  less  than  a  million  of  pounds  of  the  different  ores 
piled  up  on  the  surface  near  the  various  shafts. 

Dressing  Wobks. 

The  ores  are  transported  from  the  mines  to  the  dressing;  works,  in 
small  cars,  capable  of  carrying  from  4  to  10,000  pounds  of  ore;  the 
mines  being  much  higher  than  the  works,  the  oars  are  carried  down 
by  their  own  weight.  The  Nickel  and  Oobalt  ores  are  not  washed,  but 
alternate  layers  of  the  ore  and  charcoal  are  placed  on  a  log-heap  and 
then  roasted.  When  they  have  been  sufficiently  long  subjected  to 
heat  to  free  them  of  the  Sulphur,  they  are  smelted  in  a  blast-furnace, 
which  produces  a  matt  of  Nickel  and  Oobalt,  some  little  Oopper  and 
usually  (races  of  Lead.  This  matt  is  broken  up  into  fragments  of  sev- 
eral pounds  weight,  and  then  barrelled,  and  in  this  form  shipped  East 
and  to  Europe,  where  refining  works  separate  the  Nickel  and  Cobalt. 
The  matt  is  worth  at  the  railroad  about  15  cents  a  pound. 

When  the  rock  chiefly  contains'Galena,  with  a  small  per  centage 
of  the  other  ores,  it  is  taken  to  the  dressing  works,  where  it  is  crushed 
in  a  Blake- crusher,  and  then  reduced  to  a  powder  by  being  passed 
through  rollers  and  then  washed. 

A  description  of  the  washing  apparatus  will  be  omitted  as  the  old 
works  had  been  removed  and  new  ones  were  in  process  of  erection 
during  my  visit. 


At  present  there  are  4  furnaces  in  operation — 2  Scotch  hearths,  1 
blast  furnace  and  1  furnace  for  smelting  the  Nickel  and  Oobalt  ores. 

On  the  1st  of  January,  as  an  experiment,  53,000  pounds  of  ore 
were  smelted  with  washing,  and  yielded  37  per  cent,  of  metallic  Lead, 
and  also  a  matt  of  Nickel  and  Oobalt,  which  sold  at  the  rate  of  $68.00 
a  thousand  pounds,  making  the  ore,  before  smelting,  worth  7  cents. 

At  present  the  Oompany  is  very  much  interested  iu  experiment- 
ing with  furnaces  for  the  reduction  of  the  Nickel  and  Cobalt  ores,  but 
they,  notwithstanding,  smelt  from  6  to  800  pigs  a  week,  weighing  80 
pounds,  and  ship,  on  an  average,  30  to  40  barrels  of  matt  a  week, 
weighing  from  12  to  1500  pounds  per  barrel. 
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From  June  1  to  December  31. 

Dressed  mineral 

No.  Pigs. 

Weislitofplg. 

3,122,118 
(),  699,300 
ly,SS3.100 
S, 511, GOO 

23,39S 
62,501 
M,MS 
30,912 

) 

[-70  pounds. 

[■SOpomids. 

32,185,018 

170,457 

Was  enable  to  procure  any  statistics  previous  to  1868. 
Copi'Eit  Minks. 

These  worlcs  belong  to  the  Mine  LaMotte  Company,  and  are  on 
the  same  reservation,  situated  one  and  a  half  miles  west  of  the  Mine 
LaMotte  Station,  The  geological  formation  is  similar  to  that  at  the 
Jack  Diggings.  The  ores  are  hauled  in  wagons  to  the  Mine  LaMotte, 
where  they  are  smelted  with  the  other  ores.  Formerly  this  mine  was 
worked  for  Copper,  and  in  the  washing  all  the  Cobalt  and  Nickel  ores 
were  lost.  The  mine  not  proving  profitable  it  was  abandoned,  and 
work  has  only  lately  been  resumed  and  is  now  carried  on  ior  the  Co- 
balt and  Nickel.  The  ridge  in  which  the  mine  is  worked  extends  a 
mile  almost  due  south,  at  the  end  of  which  is  situated  the 

.E  O  X    MINE. 

T.  33,  R.  6  E.,  See.  12.  These  mines  have  just  been  opened.  A  shaft 
of  60  feet  deep  proves  the  formation  to  be  identical  with  that  of  the 
Copper  Mine  jnet  described.  There  is,  at  the  bottom  of  the  shaft,  20 
feet  of  disseminated  ore— the  last  7  or  8  feet  being  very  rich,  I  had 
two  tons  of  the  richest  ore  crushed.  From  the  two  tons,  I  crushed  100 
pounds  still  finer,  and  then  powdered  10  pounds  of  this,  from  which  I 
took  a  gramme  for  analysis.    My  first  analysis  yielded : 

Mctaliic  Lead 16/1 

Metallic  Iron 2.00 

Metallic  Copper Not  da  term  i  lie  d. 

Metallic  Nickel...- Trace. 

Metallic  Cobalt Trace. 
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From  the  strong  reaction  in  the  qualitative  tests,  I  thought  the 
presence  of  Nickel  and  Oobalt  must  be  considerable,  and  not  being 
■satisfied,  concentrated  the  ores  and  made  two  more  assays,  which 
yielded : 


0  Lead 29.37 

Metallic  Copper Not  determined, 

Sletallic  Iron Not  determiiiBd, 

Metallic  Nickel Trace. 

Metallic  Cobalt Traoe. 

No  work  has  been  done  except  at  the  bottom  of  the  shaft,  as  the 
formation  is  the  same  as  at  the  other  end  of  the  ridge. 

A  number  of  shafts  have  been  sunk  within  a  radius  of  a  mile — all 
with  the  same  results,  showing  the  formation  to  be  uniform  through- 
out the  valley. 

BURNETT'S    DIGGINGS,    (Texas   Comity,) 

These  Diggings  are  situated  in  Sec.  22,  T,  28,  R.  12  W.  The  report 
•of  mineral  being  found  at  this  point  created  considerable  excitement, 
and  at  the  time  of  my  visit  active  operations  were  being  carried  on. 

The  mineral  (Galena)  was  first  discovered  in  an  open  cave.  This 
cave  is  5  feet  high  and  4  feet  wide  at  the  entrance,  but  on  being  pene- 
trated the  size  becomes  very  variable,  sometimes  decreasing  so  greatly 
that  we  find  it  necessary  to  crawl,  and  occasionally  we  were  compelled 
to  lie  flat  and  pull  the  body  along.  The  cave  sometimes  enlarges  at 
points  to  8  and  10  feet  wide  and  as  many  high.  The  roof,  sides  and 
floor  are  mostly  covered  by  a  layer  of  red  Olay,  varying  in  thickness 
from  that  of  a  knife  blade  to  several  feet — the  Olay  being  continually 
deposited  by  the  dripping  water. 

The  cave,  on  penetrating  the  hii!,  follows  no  definite  direction,  but 
continually  changes  its  course.  Numerous  smaller  caves  branch  off 
from  the  main  cave  at  every  angle,  nearly  all  of  which  were  too  small 
for  examination. 

The  Limestone  varies  in  color  from  a  dark  cream  into  lighter 
shades,  is  free  Irom  any  fossil  remains,  and  belongs  to  the  Lower  Silu- 
rian Formation,  (the  Third  Magnesian  Limestone.) 

Several  shafts  are  sunk  on  the  hiU,  but  the  Limestone  seems  to  be 
entirely  free  of  Galena,  and  I  found  this  mineral  only  occurring  in  the 
crystallized  state  as  large  cubes  along  the  roof  and  sides  of  the  caves. 

The  cave,  about  200  feet  from  the  entrance,  is  5 1'eet  high  and  8  feei 
wide.  Large  crystals  of  Galena  are  fastened  to  the  rock,  but  are 
easily  detached  by  a  hammer.  Of  these,  quite  a  number  are  to  be 
iSeen,  but  not  sufficient  in  quantity  for  any  commercial  value.      The 
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roof  has  also  occasional  small  patches  of  a  soft,  dark  brown  Hematite» 
together  with  Stalactites  and  Stalagmites  formed  by  the  dripping  and 
evaporation  of  water  holding  Lime  in  solution.  On  penetrating  the- 
caves  ior  several  hundred  feet  in  different  directions,  I  found  the  same- 
general  occnrrence  of  Galena  crystals  along  the  roof  and  sides  of  the 
cave,  but  only  in  small  quantities.  Several  shafts  having  been  sunk 
demonstrated  the  fact  that  the  rock  did  not  contain  the  mineral  in  the 
disseminated  form,  I  now  learn  (six  months  later)  that  active  opera- 
tions have  been  carried  on,  but  without  success. 

Several  other  points  were  visited  in  the  neighborhood  where  "Clay 
diggings"  had  been  worked,  and  "float"  mineral  was  said  to  have 
been  found  in  two  or  three  of  the  open  pits.  A  few  small  particles  of 
Galena  were  to  be  seen  lying  loose  in  the  Olay,  but  thi«  was  the  only 
indication  of  its  occurrence. 

THE    LEAD    HILL    DIGGINGS, 

Sec.  27,  T.  28,  K.  12  W.,  Texas  county.  These  Diggings  are  situated 
some  eight  or  ten  miles  east  of  the  Burnett  Diggings. 

A  shaft  12  feet  deep  is  sunk  on  the  top  of  the  bill,  passing  thrjugh 
8  feet  of  red  Clay  and  4  feet  cf  gray  Magnesian  Limestone.  The  rock 
taken  from  the  bottom  of  the  shaft  contains  the  Galena  very  sparsely 
disseminated,  and  would  not  yield  more  than  one  per  cent,  of  the 
mineral.  Near  the  shaft  is  a  large  outcrop  of  the  rock,  being  exposed 
for  several  hundred  feet.  At  one  point  a  very  narrow  seam  of  Galena 
not  more  than  the  thickness  of  a  knife  blade,  could  be  traced  for  20- 
feet.  Some  work  had  already  been  done  on  it,  and  the  owners  were 
inclined  to  continue,  but  I  advised  them  to  discontinue  as  it  was  not  a 
true  fissure  vein  but  a  gash  vein  and  would  lead  to  no  permanent  re- 
sults; but  they  concluded  to  continue.  After  a  time,  not  meeting 
with  any  success,  the  whole  work  was  abandoned. 

THE    INDIAN    DIGGINGS, 

At  several  points  on  the  road  from  Hartville  to  Marshfield,  in 
Webster  county,  are  to  be  seen  old  diggings  in  the  Clay,  said  to  have 
been  the  work  of  the  Indians  in  search  of  Lead  ore,  and  though  it  is. 
currently  reported  they  mined  the  mineral  in  considerable  quantities, 
the  fact  is  to  be  doubted,  as  there  is  no  indication  of  its  existence. 

ENLOE    MINES. 

The  Knioe  Mines  are  situated  in  T.  40  in  the  line  of  Rs.  1  and  2 
W.  The  county  lines  of  Franlilin,  Washington  and  Crawford,  corner 
on  the  hill  where  the  mining  operations  are  conducted.    The  presence 
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of  Galena  on  this  hill  has  been  known  for  a  great  many  years,  bnt  no 
systematic  mining  has  ever  been  carried  on.  The  farmers  of  the 
neighborhood  have  been  allowed  to  come  here  and  mine  at  their  pleas- 
ure. No  record  has  ever  been  kept  of  the  amount  of  mineral  mined, 
A  farmer  who  had  also  mined  on  the  hilt,  and  a  perfectly  reliable  and> 
competent  man,  told  me  he  was  confident  that  at  least  a  half  million- 
pounds  of  mineral  had  been  raised. 

This  ore  was  principally  found  in  the  Clay  between  5  and  20  feet 
from  the  surface.  No  successful  mining  has  been  carried  on  in  the 
rock.  The  principal  deposits  occur 'in  loose  irregular  masses,  mixed' 
with  Oherr,  at  about  18  feet  below  the  surface. 

Several  attempts  were  made  to  mine  in  the  rock  but  the  ore  oc- 
curring in  such  irregular  deposits  made  the  mining  unprofitable.  At 
three  different  points  on  the  hill  the  rock  has  been  attacked  ;  the  prin- 
cipal ore  is  in  the  "  tunnel."  This  is  the  true  pipe-vein  formation,  and' 
as  previously  stated,  is  a  very  irregular  deposit  of  the  ore,  and  very 
rarely  the  mining  for  these  deposits  proves  unsuccessful. 

At  the  present  time  this  hill  and  several  similar  mines  in  the 
neighborhood  have  been  abandoned. 

FRUMET    MINES, 

T.  40,  R.  3  E.,  Sees.  28,  33  and  34,  Jefferson  county.  The  Frumet  min- 
ing property  is  situated  in  Jefferson  county,  8-^  miles  distant  from  De- 
Soto,  its  shipping  point,  a  station  on  the  Iron  Mountain  Railroad.  The 
tract  embraces  upwards  of  1,300  acres  but  the  mining  at  present  is 
chiefly  confined  to  a  few  acres,  and  active  operations  are  now  going 
on  at  four  points.  There  are  numerous  outcrops  at  various  points,  but 
as  yet  undeveloped.  The  results  obtained  on  those  veins  already 
worked  would  warrant  the  developing  of  a  number  of  outcrops  I  ex- 
amined. 

The  country  is  undulating,  some  of  the  hills  rising  several  hun- 
dred feet  in  height,  the  physical  features  of  the  land  furnishing  a  fin© 
drainage  to  the  mining  district. 

The  property  is  bounded  on  the  west  by  Big  Kiver,  which  furnishes 
inexhaustible  stores  of  water  power  and  supplies  ail  the  water  re- 
quired for  mining,  the  dressing  works  and  the  furnaces. 

Geology.  " 

The  metalliferous  deposits  occur  in  a  bed  of  Limestone  belonging 
to  the  Lower  Silurian  formation,  and  as  far  as  I  was  able  to  deter- 
mine in  my  short  visit,  the  Limestone  is  that  known  as  the  Third  Mag- 
nesian  Limestone. 
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Modi:  oe  Occueken'ce. 


The  deposits  of  Lead  ore  occur  in  veins  and  approach  nearer  to  a 
true  vein  than  any  occurrence  I  have  observed  in  Missouri.  All  over 
the  land  outcrops  can  be  seen,  varying  from  a  few  feet  to  50  in  width. 
This  outcrop  is  composed  of  decomposed  Baryta,  brown  Hematite  and 
fragments  of  Galena,  varying  in  weight  from  a  few  grains  to  several 
ounces.  Several  of  these  veins  have  been  developed  by  driving  in 
open  cuts  from  the  sides  of  the  hill.  The  cuts  vary  in  width  from  12 
to  50  feet,  depending  on  width  of  vein,  all  the  vein  matter  being  ex- 
cavated between  the  wall  rock.  It  is  impossible  at  present  to  say  to 
what  depth  these  veins  extend,  and  am  unable  to  determine  whether 
the  deposits  are  confined  to  the  sets  of  beds  in  which  they  occur  or 
■whethof  they  extend  on  down  through  the  Limestones  into  the  older 
tinderlyirig  rocks.  The  veins  have  been  worked  at  several  points  at  a 
■depth  of  from  40  to  85  feet  with  no  indication  of  diminution  in  yield; 
in  fact  the  deposits  seem  to  grow  richer  as  the  depth  increases. 

The  wall  rock  is  a  very  hard,  dense,  crystalline  Limestone,  inclos- 
ing veins  crossing  each  other  at  all  angles.  The  vein  matter  is  at 
some  points  chiefly  composed  of  Baryta  very  much  decomposed,  some- 
times dense  and  again  crystalline,  with  irregular  concretions  of  Chert, 
crystallized  Baryta  and  Galena  mixed.  This  deposit  is  very  easily 
mined.  Sometimes  the  miners,  simply  with  the  use  of  a  pick,  are  able 
to  follow  the  vein  forty  feet  without  putting  in  a  single  blast.  At 
other  points  the  vein  matter  is  more  dense  ;  in  this  case  much  of  it  is 
composed  of  Limestone.  Whenever  the  Galena  occurs  in  Limestone 
it  is  found  in  the  disseminated  form,  when  not  in  Limestone  it  occurs 
mixed  with  Baryta  and  Chert  in  irregular  masses,  varying  in  weight 
from  a  few  ounces  to  manypounds.  Besides  Galena, Barytaand  Lime- 
stone very  few  other  minerals  occur  in  the  vein  matter.  Occasionally 
Iron  Pyrites  and  decomposed  brown  Hematite  occur,  but  not  in  suffi- 
cient quantities  to  aifect  the  mining. 

Mining. 

The  Lead  ore,  on  account  of  its  mode  of  occurrence,  can  be  mined 
at  very  little  cost,  as  open  cuts  can  be  driven,  thereby  avoiding  the 
necessity  of  timbering,  and  on  account  of  the  softness  and  decora- 
posed  state  of  the  vein  matter  in  many  places  blasting  can  almost  en- 
tirely be  dispensed  with. 

The  natural  advantages  for  mining  at  this  point  are  unequalled 
toy  any  mining  district  I  have  ever  seen,  and  science  has  united  with 
nature  and  made  the  work  complete. 
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The  ore  is  mined  in  the  open  cuts,  dumped  into  the  cars,  and  the 
cars,  without  any  other  locomotive  power  than  that  of  gravitation,  im- 
mediately pass  to  the  dressing  works. 

Brbssino  Housk. 

This  building  is  a  most  complete  work.  It  is  built  of  heavy  tim- 
ber on  a  rock  foundation,  low  down  on  the  bank  of  the  river  ;  the 
stream,  some  6  to  10  feet  in  depth  and  75  feet  in  width  sweeps  by  fur- 
nishing an  inexhaustible  supply  of  water  all  the  year.  The  engine, 
■crusher,  jigs,  rollers,  etc,  are  all  under  one  roof. 

The  works  are  so  complete  but  very  little  handling  of  the  ore  is 
necessary.  The  cars  pass  down  from  the  mines  into  the  roof  of  the 
house  where  they  dump  their  contents  into  a  No.  9  Blake  crusher, 
which  crushes  100  tons  of  material  in  13  hours.  The  crusher  empties 
the  material  into  a  large  screen  which  acts  as  a  separator,  separating 
the  ore  into  four  classes.  From  the  large  screen  the  material  passes 
•to  four  smaller  screens,  and  thence  to  the  jigs.  There  are  six  jigs 
for  the  ore  and  sis  for  the  tailings.  The  richest  ore  taken  from  the 
jigs  is  put  into  barrels  and  is  ready  to  be  transported  to  the  furnace. 
The  poorer  quality  has  to  undergo  a  further  separation ;  a  portion 
goes  back  to  the  rollers  and  from  thence  again  to  the  jigs,  where  it 
undergoes  the  same  washing  process.  Another  portion,  called  the 
tailings,  is  further  washed  and  separated,  and  after  this  final  process 
the  waste  material  is  almost  absolutely  free  from  Galena. 

These  are  the  most  complete  works  I  have  seen  in  Misso'iri,  as 
the  amount  of  manual  labor  is  reduced  to  a  minimum,  and  accomp- 
lish the  greatest  amountof  work  at  the  least  cost. 

I  have  not  seen  the  St.  Joe  works,  which  are  said  to  be  very  com- 
plete ;  but  leaving  out  of  consideration  what  science  has  done,  these 
mines  possess  natural  advantages  unequaled  by  any  other. 


There  are  two  furnaces,  a  Flintshire  and  a  round  Cupola,  and  two 
Scotch  Hearths.  Since  the  erection  of  the  former,  the  latter  are  very 
little  used. 

The  manipulations  of  the  ore  in  this  furnace  is  precisely  the  same 
as  the  common  reverberatory  furnace.  The  advantage  claimed  for 
this  furnace  is  that  more  ore  can  be  smelted  with  a  given  amount  of 
fuel,  and  a  larger  per  centage  of  metal  obtained  than  from  any  other 
furnace. 
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ZlNO   MiSES, 


The  Zinc  Mines  situated  on  the  same  property,  and  a  short  dis- 
tance from  the  Lead  Mines,  are  now  being  worked. 

The  hill  seems  to  be  a  mass  of  Carbonate  of  Zinc,  and  wherever 
excavations  have  been  made,  some  ore  was  found.  A  large  face  on 
the  western  side  of  the  hill  is  now  exposed  showing  a  mass  of  the 
ore;  as  it  can  be  quarried  with  picks,  with  little  or  no  blastingj  the 
expense  of  mining  is  very  small. 

I  advised  the  proprietor  to  prosecute  the  work,  as  coat  of  mining 
was  so  trilling,  for  one  man  can  mine  a  ton  a  day,  with  a  cost  of  $2.75,. 
to  be  delivered  at  the  railroad  where  it  isv  worth  $15.  Should  active 
operations  be  carried  on  here,  I  believe  the  returns  would  be  as  great 
iftheydidnot  exceed  those  of  the  Lead  Mines.  My  short  stay  pre- 
vented me  from  determining  the  extent  of  the  deposit. 

Professor  Forest  Shepherd,  one  of  the  Directors  of  the  Geological' 
Board,  examined  this  deposit,  and  says :  "  The  Zinc  ore  can  be  traced 
onehalf  of  a  mile  in  a  southeasterly  di.-ection,  and  over  1,000  feet  in 
width;  the  quantity  of  ore  in  sight  is  very  large  indeed,  and  the 
amount  of  production  seems  altogether  to  depend  upon  the  number 
of  hands  employed." 

My  brief  stay  did  not  admit  of  my  determining  the  extent  of  the 
metalliferous  deposits  on  this  property;  but  in  respect  to'the  Lead 
deposits.  Prof.  Shepherd  says  : 

"  One  of  the  veins,  known  as  the  Great  Mother  bearing  vein,  is 
estimated  to  be  not  less  than  60  feet  in  width,  and  of  unknown  depth- 
Where  it  has  been  opened  at  different  distances  along  its  course,  it 
gives  the  most  satisfactory  evidence  of  its  ability  to  supply  countless- 
stores  of  profitable  ore  for  many  years  to  come.  By  calculating  the 
plainly  visible  part  of  the  Mother  vein  where  it  has  been  uncovered 
on  the  surface,  and  opened  in  the  centre  by  a  shaft,  and  by  the  north 
and  south  cut  about  1,000  feet  in  length,  an  average  depth  to  the  pres- 
ent level  of  the  railroad  100  feet,  and  50  feet  in  width,  (the  vein  being 
much  wider  on  an  average,)  we  have  upwards  of  185,0(M)  cubic  yards 
of  ore,  or  vein-stone  in  sight ;  and  at  the  rate  of  100  tons  a  day,  would' 
require  over  15  years  to  work  out  this  small  fractional  part  of  the 
'  Great  Mother  vein.'" 

The  value  of  this  small  fraction,  calculated  at  the  rate  of  5  per 
cent,  of  mineral,  would  give  over  55,000,000  pounds  of  mineral,  and  at 
the  rate  of  4  cents  per  pound,  over  .$2,000,000  worth  in  sight  still  lean- 
ing to  the  level  of  Big  Eiver,  120  feet  deeper. 
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There  are  a  number  of  other  veins  equally  as  rich  and  productive, 
■some  of  wMeli  are  partly  developed,  and  there  are  many  outcrops  not 
yet  opened,  but  would  certainly  warrant  being  worked. 

Taking  into  consideration  all  the  advantages  these  mines  possess, 
both  naturally,  and  those  which  science  and  capital  have  added,  the 
extensive  deposits  of  Lead  and  Zinc  ores,  the  inexhaustible  supply  of 
water,  fine  drainage,  abundance  of  timber  and  accessibility  to  market, 
which  will  soon  be  increased,  should  the  contemplated  railroad  be 
built  connecting  the  Iron  Mountain  and  Pacific  Railroad ;  all  these 
■considerations  give  these  mines  advantages  possessed  by  no  other, 
And  so  far  as  our  geological  knowledge  is  able  to  determine,  the  de- 
posits are  practically  inexhaustible,  and  the  ore  is  so  rich  as  to  yield 
proiitable  returns,  which  is  now  and  will  further  be  increased  by  add- 
ing to  the  number  of  laborers  employed.  The  amount  of  yield  seems 
lo  be  limited  only  by  the  number  of  workmen  and  capacity  of  the 
'Works. 


,v  Google 


CHAPTER    XXXV. 


THE    IRON    ORES  OF    SOUTH-EASTERN   MISSOURI. 


BY  P.   N.  SIOORE. 


The  South-eastern  Ore  District  was  named  and  described,  in  out- 
line, by  Dr.  Adolf  Schmidt,  in  the  Report  of  the  Geological  Survey  for 
1873,  pp.  46  and  88,  and  special  descriptions  of  some  deposits  of  this 
region  given  on  page  176,  ei  seq. 

Since  that  report  wa3  written,  a  somewhat  more  detailed  examin- 
ation of  this  region  was  made  by  the  writer  of  this,  which  resulted  in 
finding  that  the  area  over  which  the  ores  are  found,  is  somewhat 
wider,  and  that  their  centre  of  greatest  development  is  situated  fur- 
ther south  than  supposed. 

It  embraces,  so  far  as  we  at  present  know  it,  the  southern  portion 
of  Iron  and  Madison,  the  greater  part  of  Wayne  and  Bollinger,  and 
the  northern  part  of  Butler  and  Stoddard  counties.  It  is  probable 
also,  that  on  investigation,  it  will  be  found  to  extend  into  Keynolds, 
Carter  and  Ripley  counties,  and  even  farther  west.  There  are  also 
deposits  known  to  exist  in  Oape  Girardeau  county,  but  these  would 
be  embraced  in  the  "Ore  District  along  the  Mississippi  River,"  of  Dr. 
Schmidt's  classification. 

The  ores  of  this  district  are  essentially  all  Limonites,  or  so-called 
brown  Hematites;  although  in  the  northern  portion  one  specular  ore 
deposit  has  been  examined,  and  it  is  not  unlikely  that  others  may  be 
found  in  connection  with  the  Porphyry  hills,  which  here  frequently 
occur.    The  Limonite  deposits  are  so  vastly  in  the  majority,  however^ 
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that  it  ia  not  improperly  called  the  South-eastern  Liinonite   District. 

The  Limonitea  occnr  in  great  variety  of  character,  from  the  soft, 
porons,  Oehrey,  light-colored  Stalactitic  ore,  through  a  number  of 
dark,  amorphous  and  more  massive  varieties  to  the  porous,  dark,  red 
ore,  which  often  gives  a  red  streak  and  powder,  and  can  hardly  be  did- 
tinguished  from  red  Hematite,  save  by  the  fact  that  it  contains  chem- 
ically combined  water  in  almost  the  same  proportion  as  the  lighter 
oresl 

The  Stalactitic  ore  occurs  as  often  as  aay  otiier  variety,  and  is  com- 
monly known  under  the  name  of  Pipe  ore.  In  some  deposites  the 
Stalactites  are  larger,  and  of  well-defined  concentric  structure — each 
one  possessing  a  distinct  individual  character,  while  in  others  they 
are  so  sniaJl  as  to  be  almost  microscopic.  Usually  the  Stalactites,  es- 
pecially when  small,  are  of  uniform  length,  parallel,  and  cemented 
together,  both  at  top  and  bottom,  by  more  solid  ore.  But  occasion- 
ally they  are  found  inclined  at  angles  to  each  other,  and  at  one  lo- 
cality (T.  26,  E.  5  E.,  Sec,  13,  Butler  county)  a  specimen  was  found 
which  consisted  of  a  Urge  number  of  Stalactites  of  pure  ore,  of  vari- 
ous sizes,  which  had  been  broken  and  thrown  together  at  all  angles, 
and  then  loosely  cemented  again  by  amorphous,  cherty  ore. 

These  changes  prove  that  the  deposition  of  the  ore  continues 
after  the  disturbance  from  the  position  where  it  was  began  ;  for  the 
Stalactites  are  only  formed  in  a  vertical  position,  by  the  gradual  infil- 
tration from  above  into  cavities  in  the  Limestone,  of  water  holding 
Iron  in  solution. 

They  are  formed  in  exactly  the  same  way  as  the  Stalactites  of  Car- 
bonate of  Lime,  which  are  so  abundant  in  caves  in  many  portions  of 
the  country. 

lIoHow  concretions,  or  shells  of  Limonite,  commonly  called  bomb- 
shell, or  pot  ore,  are  often  found,  and  are  especially  abundant  in  Bol- 
linger county.  Some  of  them  are  of  large  size,  and  partially  filled 
with  a  whitish  Clay.  In  others,  small,  needle-like  Stalactites,  tipped 
with  Quartz,  occur ;  while  in  others  still,  mamelons  of  ^fibrous  Limon- 
ite,  from  which  depend  small,  irregularly  conical  Stalactites.  They 
are  usually  found  lying  on  the  surface  or  in  the  Olay,  and  broken 
Chert  near  the  surface,  but  not  often  at  any  great  depth  below. 

The  stalactitic  and  concretionary  ores,  are  generally  of  good  qual- 
ity, and  reasonably  free  from  any  impurity,  unless  it  be  an  occasional 
admixture  of  Ochre.  The  more  massive  and  amorphous  ores,  how- 
ever, show  a  much  greater  variation  in  quality.  The  changes  from 
pure  to  cherty  or  sandy  ore,  take  place  so  often  and  so  suddenly,  that 
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ifc  is  extremely  difficult  to  form  in  advance  any  reliable  opinion  as  to 
ilie  amount  of  available  ore  in  a  deposit. 

The  prevailing  impurity  through  all  this  region,  is  Chert  or  tUnt. 
In  Madison  and  Bollinger  counties,  Sulphur  is  present  in  sufficient 
■quantities  to  materially  injure  the  value  of  some  deposits,  but  further 
south  this  does  not  seem  to  be  the  case. 

In  the  northern  part  of  the  region  under  consideration,  Chert  is 
found  mixed  with  the  ore  of  nearly  all  the  banks,  from  that  degree 
where  it  is  only  an  occasional  ]ump,  to  that  where  the  ore  is  nothing 
more  than  a  Chert- breccia,  the  Limonite  serving  as  a  cement  or  ma- 
trix which  holds  together  the  mass  of  broken  Chert  lumps.  To  the 
south,  in  the  southern  part  of  Wayne,  and  in  Butler  and  Stoddard 
counties,  the  relative  amount  of  Chert  is  less,  and  the  common  impu- 
rity ia  a  coarse  Sand.  This,  in  its  turn,  is  found  in  all  proportions  up 
to  where  the  ore  becomes  nothing  more  than  a  Ferruginous  Sand- 
stone. Many  specimens  of  this  kind  seem  to  have  been  originally  a 
silicious  Limestone,  in  which  the  Carbonate  of  Lime  has  been  re- 
placed by  Oxide  of  Iron,  by  the  inliltration  of  Ferruginous  waters, 
probably  containing  free  carbonic  acid,  which  dissolped  the  Carbon- 
ate of  Lime,  precipitating  in  its  place  the  Oxide  of  Iron,  and  leaving 
unaffected  the  silicious  matter.  The  variation  in  the  quality  of  these 
ores  is  great,  but  not  quite  so  sudden  as  in  those  which  are  cherty. 

In  some  deposits  in  Wayne  and  Butler  counties,  is  a  light,  olive 
brown  amorphous  Limonite,  which  to  the  eye  appears  very  pure,  but 
on  inspection  with  a  glass  it  is  seen  to  contain  much  finely  intermixed 
Silica. 

It  shows  stalactitic  structure  rarely,  though  very  fine  mamslons  of 
fibrous  Limonite  occur,  filling  crevices  in  the  more  solid  ore. 

The  silicious  nature  of  this  ore  will  be  seen  from  the  following  an- 
alysis by  Mr,  Chauvenet  : 


Witter 

Insoluble  silicious  matter 

Ptroxideef  Ifon 68 .2S        68.05 

Metallic  Iron 37 .28        44 .13 

No.  1.    Specimen  from  tlie  L.  Jobnson  banlc,  Wayne  county— No.  80  of  .the 

ore  ban];  list. 
No.  2    Specimen  from  Spcor's  Moiintiiin,  'vViiyue   county — No.  21  of  tlie  ore 

bank  liat. 
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These  specimens  are  not  average  samples  of  the  whole  deposit, 
but  are  merely  taken  to  show  the  composition  of  the  light-colored 
ore. 

The  ores  of  this  district,  as  far  as  I  had  the  opportunity  of  exam- 
ining them,  belong  to  that  class  of  ores  which,  in  the  reports  of  1872, 
page  87)  have  been  described  as  original  Limonites,  being  originally 
deposited  in  about  their  present  form  and  composition. 

In  some  localities,  some  of  the  Limonite  found,  has  undoubtedly 
been  formed  by  the  decomposition  of  Pyrites;  but  these  are  excep- 
tional, and  as  a  rule  in  this  region,  the  Limonite  has  the  appearance 
■of  being  original  mineral.  lu  all  cases  it  has  been  deposited  from 
aqueous  solution,  and  in  nearly  all,  upon  Limestone,  in  depressions  in 
its  surface  or  in  cavities  near  the  surface. 

There  are  some  facts  which  go  to  prove  that  occasionally  the  ore 
deposition  is  continued  in  the  Clay  and  Chert  detritus,  after  distur- 
bance from  its  original  position  and  destruction  of  the  associate  Lime- 
atone;  hut  there  is  not  enough  known  as  yet  to  enable  us  to  fully  un- 
derstand the  circumstances  of,  nor  the  laws  which  govern  this  later 
deposition. 

The  Limestone  which  carries  the  ore  through  all  this  region,  is 
the  Third  Magnesian. 

The  chemical  reactions  which  produced  the  deposition  of  the  ore, 
were  probably  two — one  a  precipitation  of  Oxide  of  Iron  from  an 
aqueous  solution  by  the  carbonates  of  Lime  and  Magnesia  of  the 
Limestone,  which  were  dissolved  and  carried  away  at  the  same  time 
the  Oxide  of  Iron  was  deposited;  the  other  partook  more  of  the  na- 
ture of  a  deposit  from  solution  by  oxidation  and  evaporation. 

The  amorphous  massive  ores  seem  to  be  a  result  of  the  first  method 
of  deposition  by  precipitation.  Waters  charged  with  oxide  of  Iron, 
and  probably  also  carbonic  acid  infiltrated  through  the  Limestone, 
dissolving  and  carrying  it  away,  depositing  in  its  place  the  oxide  of 
iron.  The  infiltration  in  most  instances  seems  to  have  come  from 
above,  and  the  iron  may  have  been  obtained  wholly  or  in  part  from 
the  Second  Sandstone  which  formerly  overlaid  the  Third  Magnesian 
Limestone  in  many  places  in  this  District,  for  the  ore  is  often  found 
high  in  the  hills,  and  associated  with  brolien  fragments  of  Sandstone, 
which  are  the  remnants  of  a  destroyed  stratum.  This  theory  of  depo- 
sition accounts  for  the  prevalence  of  Chert  in  so  much  of  this  amor- 
phous ore.  The  siliceous  Cherty  materials  existing  in  the  Magnesian 
Limestone  were  unaffected  by  solutions  which  readily  dissolved  the 
calcareous  portions,  and  the  precipitated  oxide  of  Iron  at  once  became 
intermixed  with  and  surrounded  the  Chert. 

G.S— 4] 
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The  method  of  deposition  of  the  stalactitic  ores  has  been  bnefly 
alluded  to  before.  They  were  deposited  by  the  second  method  from 
solution  by  evaporation  in  pre-existent  cavities  in  the  Limestone. 
Their  stalactitic  structure  .itself,  their  comparative  purity  and  freedom 
from  Chert,  and  the  fact  that  specimens  have  been  found  showing  the 
position  of  the  walls  of  the  cavities  where  the  ore  was  in  contact  with 
the  rock,  all  go  to  prove  this  beyonil  reasonable  doubt.  The  solutions 
in  this  case  must  also  have  been  infiltrated  from  above. 

The  chemical  constitution  of  these  ores  will  be  seen  from  the  fol- 
lowing analyses  by  Mr.  iJhauvenet. 

They  were  all  made  from  average  samples  talten  at  the  ore-banks, 
in  the  summer  of  1873,  and  in  selecting  the  samples  for  analysis,  no  spe- 
cimens were  taken  from  those  portions  of  the  deposits  (if  any)  where 
the  ore  appeared  to  the  eye  so  sandy  or  cherty  as  to  be  worthless. 
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It  will  be  seen  that  these  ores,  although  not  equal  to  the  epeciilar 
ores  of  this  State,  are  yet  rich  enough  in  Iron  and  poor  enough  in  in- 
jurious impurities  to  be  of  great  value. 

Nos.  I,  2,  3,4, 5  and  9  are  samples  of  the  ordinary  porous  andcherty 
Limonite. 

.Nos.  G  and  7  are  samples  of  the  dark-colored  reddish  Limonite 
which  bears  so  close  a  resemblance  to  Hematite.  They  are  mixed 
with  both  Chert  and  Sand.  No.  6  especially  being  very  cherty.  Not- 
withstanding their  red  color  and  streak,  they  show  in  proportion  to 
the  Iron  present,  about  the  same  amount  of  combined  water  as  the 
lighter  ores. 

No.  8  is  a  sample  of  Limonite  in  which  the  impurity  is  a  coarse 
Sand  instead  of  Chert.  It  will  be  seen  that  it  does  not  differ  greatly 
in  its  composition  from  the  others. 

The  following  two  analyses  of  specimens  from  the  Indian  Ford 
region,  were  made  by  Messrs.  Chauvenet  and  Blair,  lor  Mr.  James  K. 
Mills,  and  kindly  furnished  by  hini  for  publication : 


1. 

2. 

y.ioo 

75.140 

a.cao 

0.26. 
,0.15 
1.12 
0.012 
0.120 
11.4i 

M      esia 

Manganeae. 

0  07- 

0181 

10    6 
2iO 

00  0 

Insoluble  siliuious  niattti 
Metallic  Iron 

10.9S 
53.98 
0.079 

No.    1.    Average  sample,  by  Mr.  Jaaies  E.  Millh,  .loiu  1.  J,,  1^  ,  E.,  See.  35, 

N.  bf.  N.  E,  qv. 
No.    3.     Average  sample,  by  Mr.  James  E.  Mills,  fi'om  T.  20,  il.  7  E.,  See.  23, 

S.  W.  qr. 

The  variation  in  size  of  the  ore  deposits  is  as  marked  and  great 
3  the  variation  in  quality,  but  Ibe  great  majority  are  of  limited  ex- 


,v  Google 


IRON   OKES   OF  SOU'XII-EAST  MISSOURI.  64& 

tent  Any  Iron  manufacture  which  may  be  established  in  this  region 
and  which  relies  upon  these  deposits  for  a  supply  of  ore,  must,  if  it 
would  be  permanent,  control  a  large  number  of  them  in  order  to  se- 
cure a  sufficient  amount  of  ore  to  last  for  any  length  of  time. 

In  Madison  and  Bollinger  counties  a  number  of  banks  have  been 
opened,  so  that  their  character  can  be  pretty  well  ascertained ;  but  in 
Wayne  and  Butler  counties  there  are  only  a  few  iu  which  any  deveJ- 
opment  at  all  has  taken  place.  The  majority  of  the  banks,  and  those 
too  in  the  most  promising  locality  of  all^rhe  Indian  Ford  region— are 
as  yet  wholly  undeveloped. 

The  ore  at  the  undeveloped  banks  is  usually  seen  lying  upon  the 
surface  and  partially  imbedded  in  the  Clay  and  broken  Chert,  which 
almost  invariably  covers  thickly  the  surface,  and  often  occurs  to  a 
great  depth,  completely  hiding  the  underlying  rock.  In  most  cases 
no  rock  is  seen  in  position  near  the  ore,  but  when  it  ifi,  it  is  mentioned 
in  the  description  of  the  deposit. 

The  ore  deposits  of  this  region  may  be  classed  under  two  general 
divisions,  in  each  of  which  there  is  admitted  a  wide  range  of  varia- 
tion as  to  character,  size,  quality  and  position.     They  are  : 

Class  O.    Deposits  of  Limonite  ou  Limestone. 
Class  fl.    Disturbed  or  drifted  deposits  of  Limojiite. 

Thisis  the  system  of  classification,  adopted  byDr.  A.  Schmidt  in  the 
Keport  of  the  Geological  Survey  for  1873,  and  there  explained  at  some 
length  by  him.  Observations  during  the  past  season  have  serred  to 
confirm  the  cori'ectness  of  this  system  in  its  general  features.  As  all 
who  read  this  report  may  not  have  access  to  that  volume  a  general 
description  of  these  classes  of  deposits,  as  displayed  in  South-eastern 
Missouri,  will  be  given  before  proceeding  to  the  detailed  description 
of  d 


CLASS  G.    DEPOSITB    OF   LIMONITE    ON"  LIMEST  ONE. 

The  Limonite  deposits  of  this  region  seem  to  have  been  originally 
deposited  on  the  Third  Magnesian  Limestone,  which  is  the  prevailing 
rock. 

These  deposits  are  not  in  veins  or  masses  of  any  regular  shape, 
but  occur  in  a  great  variety  of  forms,  as  may  be  inferred  from  the 
manner  of  deposition. 

The  form  which  is  rather  more  common  than  any  other  is  the  hori- 
zontally bedded  lenticular  mass  of  irregular  outline  but  this  is  not 
universal,  nor  does  it  occur  often  enough  to  make  it  the  rule. 

There  is  a  popular  opinion  that  the  ore  occurs  in  true  veins  of 
large   size   and  regular  course,  which  run  continually  through  the 
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hills,  and  that  the  masses  of  ore  found  are  outcroppings  af  the  main 
vein.  Nothine:  can  be  further  from  the  truth  and  nothing  tend  more 
to  incorrect  valuation  of  the  deposits  or  mistakes  in  mining  than  this 
theory.  The  facts  can  not  be  too  prominently  kept  in  view,  that  these 
deposits  are  not  true  veins;  that  they  are  not  of  inexhaustible  ex- 
tent, and  that  a  large  outcrop  does  not  indicate  of  necessity  tliat  there 
is  a  correspondingly  greater  amount  beneath  the  surface. 

olass  h.  disturbed  oe  deifted  deposits  of  limosite. 

Many  of  these  deposits  in  South-east  Missouri,  in  fact  the  great 
majority  of  them,  seem  to  have  been  disturbed  from  the  position 
where  originally  deposited.  We  find  them  in  all  stages  of  alteration, 
some  merely  slightly  tilted  or  moved  and  lying  near  the  original  po- 
sition ;  others  are  completely  broken  up  by  the  dissolving  or  washing 
away  of  the  surrounding  and  underlying  Limestone,  and  nearly  de- 
stroyed, so  that  they  should  perhaps  be  more  properly  called  residu- 
ary deposits.  Of  this  class  are  some  few  deposits  of  Limonite  which 
are  found  resting  in  the  porphyritic  detritus  near  the  base  of  Porphyry 
hills.  They  are  probably  residual  from  Limestone,  which  once  ex- 
tended farther  up  the  hill  and  has  since  been  worn  away  by  slowly 
acting  erosive  agencies.  The  proof  of  this  is  found  in  the  fact  that 
these Limonites  are  never  found  at  any  great  height  on  the  Porphyry 
hills,  and  that  with  them  is  usually  found  more  or  less  Clay  and 
Ohert,  the  invariable  accompaniments  of  the  erosion  of  Magnesian 
Limestone. 

These  deposits  occur  in  a  great  variety  of  positions,  but  usually 
lying  in  much  broken,  irregular  masses,  buried  in  the  Olay  and  Ohert 
or  oftentimes  merely  resting  on  the  surface.  From  this  can  readily  be 
seen  their  very  uncertain  and  unreliable  character. 

There  is  almost  no  class  of  mineral  deposits  which  require  more 
careful  and  intelligent  examination  in  order  to  determine  their  true 
value,  and  none  the  surface  appearance  of  which  is  more  deceptive, 
many  hanks  showing  a  fine  outcrop  of  ore  on  the  surface,  prove  on 
opuning  to  hold  little  or  none  beneath.  It  is  this  feature  which  leads 
to  the  over  estimation  of  many  deposits,  some  of  which  will  be  de- 
scribed. They  show  a  large  amount  of  ore  lying  thickly  and  almost 
solidly  over  the  surface,  which  a  careless  observer  would  naturally 
infer  to  be  the  outcrop  of  large  solid  masses,  but  when  shafts  come  to 
be  sunk  or  oUier  thorough  means  of  exploration  used,  they  proye  to 
be  nothing  more  than  residuary  deposits  resting  on  the  Clay. 
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DESOKirriON  OF  SFEOIAL  DEPOSITS. 

CLASS    G.      DEPOSITS -01''    LiMONlTE    OH    LIMESTONE. 

Ni|.'0,\G  Eakk, 

T.  31,  R.  8  E.,  Sec,  2,  S.  E.  qr,,  two  miles  from  Marquand,  Bollinger 
county. 

At  this  bank,  two  large  cuts  have  been  made  in  the  top  of  a  high 
hill,  about  a  quarter  of  a  mile  i'rom  the  Iron  Mountain  Kailroad  west.. 
The  larger  of  these  cuts,  of  irregular  shape,  is  about  30  feet  deep,  run- 
.uing  in  a  north  and  south  direction.  The  ore  is  exposed  at  its  best  on 
the  south  wall.  It  is  seen  here  in  an  irregular  mass  8  or  10  feet  thick 
and  about  20  feet  long,  inclined  toward  the  west  at  a  high  angle,  over- 
laid by  a  mass  of  reddish  Clay  and  Chert,  which  shows  semi-stratifica- 
tion in  about  the  same  direction.  The  ore  at  the  south  end  of  the  cut 
is  of  good  quality,  a  dense  Limonite  and  comparatively  free  from 
Chert.  That  exposed  on  the  east  wall  is  very  cherty,  so  much  so  as  to 
be  almost  worthless.  An  analysis  of  the  ore,  averaged  from  such  of 
it  as  is  marketable,  is  given  on  page  643. 

About  125  feet  east,  just  over  the  top  of  the  hill  towards  the  rail- 
road, another  cut  has  been  driven  in  a  westerly  direction,  about  60 
feet  long  and  20  feet  deep  at  the  head,  where  it  has  exposed  a  mass  of 
very  cherty  ore,  6  to  8  feet  thick,  and  tilted  at  the  same  angle  as  in 
the  first  cut. 

Khodem'   Baxjc, 

T.  31,  R  8  E.,  Sec.  14,  S.  W.  qr.,  Bollinger  county.  As  will  be  seen 
from  the  sketch  (Fig.  74),  the  ore  here  lies  upon  the  south-east  slope 
of  a  low  hill.  It  has  also  been  exposed  by  the  two  cuts.  The  upper 
cut  reveals  nothing  but  pieces  of  ore  in  the  Chert  and  Clay.  At  the 
lower,  is  exposed  over  an  irregular  area,  perhaps  40  feet  in  diameter, 
ore.  Chert  and  a  peculiar  porous  Quartzite  with  cavities  filled  with 
Ochre.  The  ore  is  frequently  found  adhering  to  this^  but  is  present  in 
very  small  quantity  in  comparison  with  it.  The  surface  of  the  hill 
above  is  covered  with  large  boulders  of  ore  and  Chert,  but  the  ore  is 
ireer  i'rom  cherty  admixture  than  would  be  expected.  At  the  upper 
cut  the  ore  is  better,  but  the  same  Quartzoie  rock  is  found  adhering 
to  it. 
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Jesse  Lute's  Bank, 


T.  30,  K.  9  K,  Sec.  11,  N.  E.  qr.  of  N.  W.  qr.,  Bollinger  county.  At  this, 
place  at  the  time  of  my  -visit,  the  ore  had  been  disclosed  by  two  cuts  on 
the  north  slope  of  a  hili,  near  the  top.  The  main  cut  is  some  30  feet  deep- 
and  shows  an  extremely  irregular  mass  of  ochreous,  cherty  ore,  which 
in  its  general  direction  dips  steeply  toward  the  north.  Much  Ochre 
is  associated  with  the  ore,  and  at  places  the  ore  is  almost  replaced  by 
Ochre.  Lying  above  the  main  body  of  ore  is  found,  in  irregular  pieces, 
a  peculiar,  silicious  red  ore,  a  specimen  of  which,  on  analysis  by  Mr. 
R.  Chauvenet,  gave  the  following  results  : 

Peroxide  of  Iron 36.81 

Insoluble  silicions  residue 57.92 

OombSned  water 4.96 

■     Metallic  Iron '. 25.7G 

It  is  said  to  occur  often  in  long,  stalactitic  pieces  standing  upright 
in  the  Olay. 

Scattered  over  the  surface  of  this  hill  and  the  next  one  north,  and 
occurring  in  the  Olay  and  Chert  at  the  cut,  are  found  large  numbers, 
of  hollow  concretions  of  good  ore — the  so-called  "  Pot "  ore — some  of 
them  of  considerable  size. 

Spbbk's  Moir>;TAIN", 

T.  23,  R.  7  E.,  Sec.  3,  W.  half  lot  2,  N.  W.  qr.,  Wayne  county,  is  a  high 
hill  in  the  ridge  or  divide  between  Turkey  Creek  and  Bear  Creek.  The 
ore  occurs  almost  exactly  on  top  or  inclining  a  little  towards  the  east- 
ern slope.  It  is  in  almost  solid  masses  lying  irregularly  over  an  area 
about  45  feet  wide  and  150  feet  along  the  ridge,  while  the  broken 
pieces  extend  down  the  hill  about  100  feet.  The  surface  of  the  hill  is 
covered  with  soil,  and  no  rock  is  visible  save  occasional  Chert  lumps. 
The  ore  is  porous  and  contains  Chert  in  small  pieces,  usuallynot  over 
one-half  inch  in  diameter,  which  occur  at  pretty  regular  intervals. 
The  uniformity  of  the  Chert  admixture  is  unusual,  and  while  sufficient 
to  injure  the  value  of  the  ore,  it  does  not  render  it  worthless. 

Bt.  Frasck  Baxi,-, 

T.  26,  R  7  E.,  Sec.  24,  8.  half  N.  W.  qr.,  or  possibly  N.  half  8.  W.  qr. 
Butler  county.  As  will  be  seen  from  the  topographical  sketch 
(Fig.  75),  that  the  ore  here  occurs  on  a  steep  hill  about  80  feet  highj 
which  rises  almoat  from  the  edge  of  the  water,  on  the  west  side  of  the 
St.  Francois  River.    The  ore  has  been  traced  for  a  distance  of  550  feet 
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along  the  hill,  and  it  lies  scattered  in  immense  boulders  from  the  6& 
foot  level  down  the  slope.  None  is  found  above  the  65  foot  level. 
At  this  height,  for  a  distance  of  200  to  300  feet,  the  ore  shows  a  per- 
sistent outcrop,  which  seems  at  a  number  of  places  to  be  solid  and  in 
position.    The  thickness  of  it  could  not  be  well  ascertained. 

At  the  southern  end  of  the  hiU,  the  ore  lies  in  greatest  abundance  ■ 
over  a  wider  surface  and  lower  down  on  the  hill ;  but  though  lying 
thickly,  almost  completely  covering  the  ground,  it  is  in  broken  pieces 
of  greater  or  less  size,  and  evidently  not  in  position. 

Some  200  to  300  yards  to  the  south-west,  at  a  point  not  shown  in 
the  sketch,  on  the  banks  of  a  small  branch  that  flows  into  the  St. 
Francois  Kiver,  is  a  large  amount  of  ore  lying  scattered  in  large  boul- 
ders on  both  sides  of  the  creek.  The  ore  is  of  only  medium  quality, 
being  porous  and  sandy  with  small  Chert  admixture  at  some  places. 
An  analysis,  by  Mr.  K.  Chauvenet,  of  a  sample  from  this  bank  has  been 
giyen  on  page  643. 

This  deposit  is  the  best  one  seen  in  the  Indian  Ford  region. 

Indian  Ford  Banb^,  No.  I, 

T.  yfi,  11.  7  K,  Sec.  24,  N.  half  N.  K  qr.,  Butler  county.  Here  the  or© 
is  found  upon  a  low  hiU,  not  above  50  feet  high,  which  is  quite  near 
to  the  old  Indian  Ford  of  St.  Francois  River.  The  ore  lies  upon  the 
south-east  slope  of  the  hill  in  an  oblong  mass,  (or  rather  two  masses 
with  a  vacant  space  between,)  about  300  feet  long  and  100 feet  at  its 
widest,  with  its  longest  diameter  in  a  north-east  and  south-weefc  direc- 
tion. It  reaches  about  100  feet  down  the  hill — about  half  way.  The 
most  of  the  ore  outcrop  is  in  large  pieces,  but  in  the  centre  they  lie  so 
closely  connected  as  to  seem  an  almost  solid  mass  of  unbroken  ore. 
In  quality  it  is  porous  and  cherty  rather  than  sandy,  but  is  pure  enough 
to  be  valuable. 

Ikdtas  Ford  Bask,  No.  2, 

T.  26,  R.  7  E.,  Sec.  23,  N.  E.  qr.,  Butler  county,  is  upon  a  hill,  about  110 
feet  high.  The  principal  mass  of  ore  lies  upon  the  S.E.  Slope,  and 
shows  at  its  thickest  about  10  feet  below  the  top,  although  it  is  thinly 
scattered  over  the  top  and  thick  again  at  about  the  same  level  on  the 
northwest-  It  reaches  some  30  feet  below  the  top,  extending  down  in 
a  belt  about  £0  to  100  feet  wide.  In  its  most  prominent  outcrop  it 
shows  apparently  solid  but  limited  in  extent,  while  the  most  of  the  ore 
is  in  large  x'ieces.  The  quality  of  the  ore  is  so  poor,  however,  being 
both  cherty  and  sandy,  as  to  materially  detract  from  the  value  of  this 
otherwise  promising  d 
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I\»i.vy  Ford  Cask,  No.  3, 


T.  27,  R.  7  K,  Sec.  23,  N.  E.  qr.  of  8.  W.  qr.,  Butler  county.  The  ore 
here  occurs  upon  the  eouth-eastern  Slope  of  a  low  hill,  about  30  feet 
,  high.  Near  the  top  it  showa  an  almost  or  entirely  coherent  mass, 
about  75  to  100  feet  long,  and  extends  with  this  width  down  the  Slope 
about  150  feet,  in  an  outcrop  of  broken  pieces,  ranging  from  6  inches 
to  3  feet  in  diameter.  The  ore  is  porous  and  quite  free  from  Chert, 
but  is  inclined  to  be  sandy. 

IsiuAX  Fonn  BiNK,  !No.  4, 

T.  27,  R.  7  E.,  Sec  22,  S.  hf.  N.  W.  qr.,  Butler  county.  This  is  a  large 
deposit  of  ore,  occurring  on  the  north- western  Slope  of  a  hill,  about 
50  feet  high.  Near  the  top  the  ore  lies  in  an  apparently  coherent  mas3> 
and  below  it  scatters,  spreading  over  a  large  area. 

The  value  of  the  deposit  is,  however,  greatly  injured  by  the  poor 
■quality  of  the  ore,  which  is  lean,  soft  and  sandy,  and  almost  none  of 
it  of  first  quality. 


T.  2«,  R.  7  E.,  Ssc.  26,  S.  E.  qr.  of  S.  E.  qr.,  Butler  county  (Fig.  76.) 
Here  the  ore  is  found  in  large  and  small  pieces,  and  in  one  place  in 
solid  outcrop,  overlying  an  outcrop  of  10  feet  of  Third  Magnesian 
Limestone,  which  shows  at  30  feet  above  the  bottom  of  the  hill. 
The  ore  is  not  seen  in  any  great  amount,  the  outcrop  being  only 
about  75  feet  along  the  Slope,  and  30  feet  wide  ;  but  it  is  interesting 
as  showing  more  plainly  than  usual  the  relation  of  the  ore  to  the  Lime- 
stone.   In  quality  it  ia  not  first  class,  being  quite  sandy. 

Si-ivA  Bank, 

T.  27,  R.  8  E.,  Sec.  26,  Stoddard  connty.  This  deposit  is  upon  one  of  the 
high  hills  south  of  Mingo  Swamps,  on  the  southern  Slope,  but  quite 
near  the  top.  The  ore  first  occurs  in  large  lumps,  about  20  feet  below 
the  crown  of  the  hill,  and  some  120  feet  down  the  Slope,  At  about  30 
feet  down  is  a  solid  ledge  of  ore,  which  shows  an  average  tiiickness  of 
4  or  5  feet,  and  is  continuous  for  100  to  120  feet  in  length.  From  the 
sketch  (Fig.  77)  the  relative  position  of  this  ledge  will  be  seen.  After  - 
an  interval  of  about  40  feet  the  ore  is  seen  again  at  about  the  same 
level,  and  apparently  a  continuation  of  the  same  ledge.  Broken  ore, 
Jying  in  almost  solid  masses  beyond  the  visible  end  of  the  solid  out- 
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crop,  is  seen,  and  it  also  covers  the  surface  for  200  feet  or  more  down 
the  hill.  In  the  sketch  only  the  top  of  the  hill  is  attempted  to  be 
shown. 

The  ore  is  of  I'air  quality,  porous,  with  pockets  or  cavities,  filled 
with  Band,  and  occasionally  somewhat  cherty.  An  analysis  by  Mr, 
Ohauvenet  of  ore  from  this  bank  is  given  on  page  643. 

This  deposit  is  the  most  promising  one  seen  in  Stoddard  connty. 

SiiR Oct's  Bask, 

T.  27,  ^.GE,  8ec.  16,  N.  E.  qr.  of  N.  E.  qr.,  Eutler  county,  upon  the 
western  ^lope  of  a  steep,  high  ridge,  running  north  and  south,  over- 
looking Black  Eiver.  The  ore  lies  scattered  in  broken  lumps,  some 
of  which  are  of  large  size,  for  a  distance  of  500  feet  along  the  Slope, 
and  perhaps  100  feet  wide,  while  at  one  place,  near  the  top  of  the  hill, 
a  solid  outcrop  is  seen,  showing  some  6  or  7  feet  thickness  of  very 
flinty  and  silicioua  ore.  This  outcrop  of  solid  ore  does  not  show  for 
any  great  length.  There  are  in  it  occasional  seams  of  better  ore  run- 
ning through  the  mass,  but  the  best  showed  Silica  in  coarse  grains. 
The  quality  of  the  whole  outcrop  is  poor,  being  extremely  sandy,  some 
of  it  so  much  so  as  to  be  little  more  than  a  ferruginous  Sandstone- 
The  ore  of  the  solid  outcrop  is  both  cherty  and  sandy. 

An  analysis  of  a  sample  from  this  bank  is  given  on  page  643. 

Upon  the  same  tract  of  land,  ^  mile  south,  on  the  N.  E.  qr.  of  the 
S,  E.  qr.  of  same  Section,  there  is  a  smaller  outcrop  of  ore  in  large  and 
small  pieces,  scattered  thickly  over  an  area  100  feet  east  and  west, by 
175  feet  north  and  south,  and  at  some  places  the  mass  seems  to  be 
solid.  The  ore  is  porous,  semi-concretionary,  and  quite  cherty,  while 
many  of  the  cavities  of  the  concretions  are  filled  with  Sand;  yet, not- 
withstanding this,  it  will  average  better  than  the  larger  outcrop  just 
described, 

SivAiTLEr.  Ba\-i,-, 

T.  25,  R.  6  E.,  Sec.  28,  N.  E.  qr.  of  N.  W.  qr.,  Butler  county.  The  ore, 
in  a  belt  about  75  to  100  feet  wide,  iias  along  the  ridge,  and  down  the 
point  to  the  bottom,  a  distance  of  about  500  feet,  on  a  low  hill  pointing 
north.  Down  the  Slope  it  is  in  broken  pieces,  mostly  of  large  size; 
but  higher  up  it  lies  io  apparently  solid  mass,  which  shows  at  one 
place  about  10  feet  thick.  This  solid  outcrop  is,  however,  of  limited 
extent,  and  the  great  proportion  of  ore  seen  is  broken.  It  is  of  medium 
qnality,  porous  and  sandj', 

At  other  places  on  this  tract,  ore  is  found  outcropping,  and  at  one 
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place,  on  the  N,  E.  qr.  of  the  same  section,  a  considerable  quantity  is 
seen,  which  seems  to  be  in  position  ;  but  the  quality  is  so  poor  that  it 
is  not  worth  a  special-  description. 

M0J!i;is  CnisEK  Bank, 

T.  2T,  R.  4  E.,  Sec.  35,  S.  E.  qr.,  Wayne  county  (Fig.  78.)  Upon  the  east 
Slope  of  a  low  hill,  about  75  feet  high,  and  scattered  into  the  bed  of 
the  creek,  which  here  runs  north  into  Black  River,  the  ore  is  found. 
It  lies  thickly  about  200  feet  along  the  Slopa,  and  extending  up  to  the 
40  foot  leve],  but  none  above.  All  the  ore  is  lean  and  cherty,  and 
often  little  mor^e  than  a  ferruginous  Ohert.  It  seeraa  to  have  come 
from  a  ledge  of  ferruginous  Chert,  or  very  cherty  ore,  which  shows  a 
persistent  outcrop  of  the  40  foot  level  for  about  150  feet.  That  which 
is  broken  and  lying  in  pieces  over  the  surface  shows  a  larger  propor- 
tion of  good  ore  than  the  solid  mass,  but  even  in  this  there  are  irreg- 
ular masBes  of  better  ore. 

The  value  of  the  bank  is  much  injured,  however,  by  the  quality 
of  the  ore,  which,  taken  as  a  whole,  is  poor. 

In  addition  to  these  already  described,  theGregoire,  West,  Peter- 
burger,  Big  Lake  Creek  and  other  banks  are  probably  deposits  of  this 
class  ill  the  South-eastern  Ore  District. 

CLASS  H.    DRIFTED     DEPOSI.TS      Of    LISIONITK. 

POSTKE  BaKK, 

T.  33,  E.  7  E,  Sec.  16,  N.  E.  qr.,  Madison  county.  At  the  time  oi:  exami- 
nation, three  cuts  had  been  made  at  different  places  in  this  quarter 
section.  The  upper  cut  was  made  near  the  end  of  a  tramway,  con- 
structed to  carry  the  ore  down  to  the  Iron  Mountain  Kailroad,  about 
half  a  mile  distant.  This  cut  was  about  80  feet  long,  running  into  the 
hill  near  the  summit  in  an  easterly  direction.  Considerable  ore  had 
been  obtained,  but  it  was  all  found  as  broken  pieces  or  boulders  ly- 
ing in  the  Clay  and  Chert,  and  no  solid  mass  was  found.  The  ore  was 
very  cherty. 

About  250  to  300  yards  north,  by  the  side  of  the  tramway,  another 
small  excavation  was  made  without  reaching  any  solid  ore,  but  much 
ore  in  pieces,  mostly  of  small  size,  was  found  in  the  Clay.  This  was 
a  much  better  quality  than  in  the  upper  cut,  being  dense,  dark-colored, 
often  Stalactitic  and  quite  free  from  Chert, 

At  still  another  point,  west  of  the  last  described,  an  excavation 
of  about  10  feet  deep  had  disclosed  a  mass  of  ore  of  irregular  shape, 
the  extent  of  which  could  not  bo  seen.    It  was  lying  in  the  Clay  mix- 
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ed  with  much  yellow  Ochre  and  ferruginous  Ohert.  The  ore  itself 
waa  dense,  cherty  and  very  silicious.  No  rock  was  visible  near  the 
ore  save  the  associated  Chert,  which  was  found  in  abundance,  both 
lying  with  the  ore  and  scattered  over  the  surface  of  the  hi!]. 

Glenn  Emma  U\kk, 

T,  30,  R.  9  E.,  Sec,  16,  Bollinger  county.  This  bank  was  described  in 
the  Geological  Report  for  1872,  by  Dr.  Schmidt,  noder  the  name  of  the 
Murdock  Bank,  Since  that  time  considerable  development  has  taken 
place,  which  has  shown  more  clearly  the  character  of  the  deposit, 
and  up  to  the  time  of  examination  some  1,560  tons  of  ore  had  been 
mined  and  shipped. 

The  bank  was  opened  low  down  upon  the  hill  at  a  point  about  20 
feet  above  the  level  of  the  valley.  Here  three  irregular  excavations 
had  been  made  along  the  hill-aide,  in  all  some  200  feet  along  the 
Slope,  and  the  deepest  of  them  about  80  feet  into  the  hill.  Two  prin- 
cipal ore  masses  were  disclosed.  Of  these,  the  most  southerly  was  a 
broken  mass,  seemingly  formed  of  concentric  layers  of  ore  in  small 
pieces.  Considerable  of  this  was  cherty,  but  in  the  northern  mass  a 
much  larger  proportion  of  Ohert  was  seen,  so  much  as  to  render  a 
large  amount  of  ore  valueless. 

The  ore  in  the  extreme  north  part  of  the  cut  was  better  quality, 
but  mixed  with  much  Ochre.  An  analysis  of  an  average  sample  ot 
such  ore  as  is  not  too  cherty  to  be  marketable  from  this  bank,  is  given 
in  the  table  of  analysis.  Were  the  whole  averaged  the  per  centage 
of  Iron  would  be  much  less  than  is  here  shown,  and  the  silicious  mat- 
ter correspondingly  greater. 

TiBiis'  Baki,-, 

T.  31,  E.  10  E.,  Sec.  S9,  8.  W.  qr.  of  S.  E.  qr.,  Bollinger  connty.  Upon 
the  north  Slope  of  a  hill  about  60  feet  high,  the  ore  is  exposed  by  a 
cut  at  the  40  foot  level.  Ifc  is  seen  at  the  head  of  the  cut  which  runs 
in  a  southerly  direction,  lying  in  a  broken,  irregular  mass,  much  mix- 
ed with  Ochre,  and  imbedded  in  the  Clay.  There  is  not  much  Chert 
present,  but  the  ore  is  full  of  Ochre,  and  occasionally  sulphurous.  A 
great  deal  of  very  good  Ochre  can  be  obtained  from  this  bank ;  in 
fact,  so  far  as  can  be  seen,  there  is  more  Ochre  than  ore  present. 

itfuch  ore  is  scattered  over  the  surface,  and  several  small  test  pits 
have  been  dag,  but  without  revealing  the  presence  of  any  solid  mass 
of  ore. 
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T.  31,  K.  9E.,  Sec.  10,  Bollinger  county.  Here  the  ore  occurs  upon 
■the  north  Slope  of  a  high  hill  on  the  divide,  betweea  Hurricane  and 
Crooked  Creeks.  The  ore  lies  in  many  broken  pieces  of  uniformly  large 
size,  in  a  belt  about  200  feet  long,  N.  and  S.,  and  75  feet  wide.  It  is 
dense,  hard  ore,  silicious  rather  than  cherty,  and  much  of  it  dark-red 
in  color.  There  are  many  Chert  pieces  scattered  with  the  ore  on  the 
surface,  and  considering  this  fact,  it  is  rather  surprising  that  there  is 
eo  little  mixed  with  the  ore. 

T.  W.  PiiBLi,  Bank, 

T.  39,  K.  9  E.,  Sec.  10,  N.  E.,qr.  of  S.  E.  qr.,  Bollinger  county.  The 
hill,  upon  which  this  deposit  is  found,  is  low  and  flat,  and  singular,  in 
that  aluioat  no  Chert  is  found  upon  it.  It  seenis  to  be  deeply  covered 
with  Soil,  and  the  only  rock  visible  is  the  ore,  which  lies  in  a  belt  50 
or  60  feet  wide  and  200  feet  long,  over  the  top  of  the  hill.  The  most 
of  the  ore  is  upon  the  S.  E.  Siope,  and  is  in  large  boulders .  It  is  dense, 
sometimes  Stalactitic,  and  usually  pure  and  free  from  Chert. 

M¥Kits'  Bank, 

T,  30j  K  8  E.,  Sec.  32,  S.  E.  qr.  of  N.  E.  qr.,  Bollinger  county.  This  deposit 
occurs  upon  the  S.  bank  of  Davault's  Creek,  a  branch  of  Castor  River. 
The  ore  is  found  low  down  upon  the  hill,  not  rising  over  20  feet  above 
the  bottom.  It  lies  very  closely  along  the  foot  of  the  hill,  for  about 
100  feet,  in  large  boulders  that  seem  almost  solid.  A  little  prospect- 
ing has  been  done  at  two  places  by  means  of  small  cuts,  which  have 
revealed  the  presence  of  large  boulders  of  ore  underneath  the  sur- 
face, which  were  so  large  as  to  be  unmanagable  by  the  prospectors. 
The  ore  is  comparatively  free  from  Chert  and  other  impurity.  An 
analysis,  by  Mr.  Chauvenet,  is  given  on  page  643. 

.ItBED  Bank, 

T.  28,  K.  8  E.,  Sec.  17,  JSI.  W.  qr.  of  N.  *.V.  qr.,  Bollinger  county,  Eig.  79. 
This  deposit  is  a  singular  one,  in  that  theoutcrop  of  ore  which  is  usu- 
ally large  and  heavy,  occurs  near  the  foot  of  a  gentle  Slope,  which 
can  hardly  be  called  a  hill,  in  the  high  landa  between  Castor  River  and 
Lost  Creek,  The  ore  is  near  the  level  of  a  dry  branch  with  a  south- 
erly course,  and  the  Slope  deeply  covered  with  Soil,  and  showing  no 
rock  in  position,  with  only  few  Chert  lumps,  rises  gently  toward  the 
east  at  the  rate  of  about  5  feet  in  100.  The  ore  covers  an  area  about 
300  feet  long,  N.  and  S.,  by  100  feet  wide.    It  lies  thickly  over  the  sur- 
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face,  and  at  about  the  centre  is  an  irregular  mass  perhaps  100  feet 
long,  which  seems  at  first  sight  to  be  solid  and  coherent,  but  on  closer 
examination  proves  to  be  formed  of  large  pieces  lying  closely  togeth- 
er. It  is  quite  porous,  of  only  medium  quality,  and  inclined  to  be 
coarsely  silicious  rather  than  cherty.  The  bank  is  wholly  unprospect- 
ed,  save  at  one  pomt  near  the  heavy  outcrop,  where  a  small  test  pit 
had  been  dug.  What  was  its  original  depth  could  not  be  ascertained, 
but  that  it  had  revealed  no  ore  was  pretty  certain,  from  the  character 
of  the  material  thrown  out  and  lying  at  the  mouth,  which  was  a  whit- 
ish CJay  mixed  with  Chert. 

Ekese  Ceeek  Bank, 

T.  28,  11.  6  E.,Sec.  5,  Wayne  county.  The  ore  of  this  bank  shows 
itself  in  a  zoue  about  100  feet  wide  and  300  feet  long,  lying  across  the 
top  of  a  very  high  hill  or  ridge.  The  largest  amount  occurs  almost  at 
the  top  of  the  ridge,  where  it  is  in  large  boulders  3  feet  or  more  in  di- 
ameter, but  there  is  no  solid  mass  or  close  outcrop  appearing  nearly 
solid  ;  on  the  contrary,  it  is  all  broken  and  much  of  it  in  fine  pieces. 
The  ore  is  mostly  dense,  close-grained  and  of  fair  quality,  although  at 
places  it  is  both  silicious  and  cherty.  Some  specimens  give  a  reddish 
streak.  Towards  the  edges  of  the  outcrop  it  grows  more  cherty,  at 
some  places  shading  off  insensibly  into  a  ferruginous  Chert. 

Pbttit  Bask, 

T.  37,  K.  7  E.,  Sec.  19,  S.  E.  qr.,  Wayne  county.  The  ore  here  occurs 
in  two  principal  outcrops  upon  the  east  side  of  a  high  hill,  quite  near 
the  top.  Neither  of  them  seem  to  have  been  much  disturbed  or  far 
removed  from  the  place  of  deposition.  The  southern  outcrop  shows 
one  mass  that  appears  nearly  solid,  and  a  largo  amount  broken  and 
scattered  down  the  hill  tfver  an  irregular  area,  perhaps  125  feet  diam- 
eter. This  outcrop,  in  a  limited  space,  shows  a  great  variety  of  ore — 
some  of  it  pure  and  dense,  some  stalactitic,  some  very  sandy,  and 
some  cherty.  The  northern  outcrop  is  about  250  feet  distant,  at  about 
the  same  height,  and  is  smaller  but  more  solid.  The  ore,  too,  is  of 
poor  quality,  being  porous,  sandy  and  cherty. 

E  Alls  AY   Bank, 

T.  27,  R.  6  E.,  Sec.  33,  Wayne  county.  fFig.  80].  The  ore  of  this  de- 
posit is  found  lying  in  the  St.  Francois  Kiver  and  embedded  in  the 
alluvium  of  its  west  bank.  The  bank  is  formed  of  Clay  and  mud  and 
rises  20  to  30" feet  above  low  water.  This  level  extends  back  100  to 
200  feet  on  the  west  side,  where  it  strikes  the  foot  of  the  hills.    The 
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ore  is  scattered  along  the  bank  for  about  50  feefc,  but  does  not  rise  to 
within  10  feet  of  the  Lop.  Large  pieces  of  Chert  and  cherty  Lime- 
stone are  found  embedded  with  the  ore,  which  is  all  stalactitic,  in 
large  masses,  showing  stalactites  of  unusual  length,  some  3  or  4  feet 
long.  There  is  no  Chert  mixed  with  the  ore,  but  considerable  Ochre 
iQ  the  inteatices  between  the  fine  stalactites.  No  rock  ia  seen  in  po- 
sition anywhere  near,  but  at  a  point  a  few  yards  below  the  ore  there  is 
a  ford  in  the  river  which  is  there  quite  shallow  and  runs  among  many 
boulders  of  Limestone  or  Chert.  At  time  of  high  water  the  whole- 
deposit  would  be  covered.  It  is  evident  that  it  is  a  residuary  deposit 
of  limited  extent. 

T.  27,  K.  G  E.,  Sec  2!,  N.  E.  qr,,  Wayne  county,  is  upon  the  top  of  a 
high  hill,  north  of  Otter  Oreel:,  which  runs  here  in  a  large  bend  on 
three  sides  of  the  hill,  which  is  the  highest  in  the  neighborhood.  It  ia 
covered  with  Chert,  but  no  solid  rock  ia  visible.  The  ore  lies  close, 
almost  covering  the  top,  over  an  area  250  feet  north  and  south  by  175 
J'eet  east  and  west,  but  it  does  not  extend  more  than  20  feet  below  the 
top  down  the  slope.  It  occurs  in  large  pieces,  that  do  not  seem  much 
disturbed.  In  quality  it  is  poor — ^the  prevailing  impurity  being  Ochre, 
but  Sand  and  Chert  are  also  present,  and  the  ore  ia  almost  i 
mixed  with  one  or  the  other. 


T.  27,  K.  5  E.,  Sec.  3  S.  W.  qr.,  N.  hf.  S.  E.  qr.,  and  Sec.  4,  lot  1 
N.  E.  qr.,  Wayne  county.  Along  the  lop  of  the  range  of  hills  just 
north  of  Otter  Creek  there  are  a  number  of  small  outcrops  of  ore  in 
■scattering  boulders,  but  the  largest  of  them  is  situated  on  the  N. 
K.  qr,.  Sec.  4.  Here,  upon  the  south  slope  of  the  hill,  near  the  sum- 
mit, the  ore  covers  an  area  about  200  feet  in  length  along  the  slope, 
and  60  to  75  ieet  in  width.  Over  the  crown  of  the  hill,  at  about  the 
same  level,  on  the  north  slope,  a  small  amount  of  ore  is  seen.  The 
ore  is  mostly  in  quite  small  pieces,  and  of  poor  quality,  being  quite 
sandy  and  often  cherty. 

Upon  the  S.  W.  qr..  Sec.  3,  lying  low  on  the  hill  near  the  Creek, 
there  is  a  sniali  outcrop  over  an  area  40  to  100  feet,  of  very  good 
statactitio  ore,  but  it  is  in  small  pieces,  and  the  total  quantity  seen  ia 
so  little  that  it  does  not  promise  to  be  of  any  importance. 
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T.36,  E.  5  E.,  Sec.  5  S.  W.  qr.,  Wayne  county,  is  another  one  of  this 
claBB  of  deposits  where  the  ore  is  found  only  on  the  summit  of  a  high 
hill.  It  is  one  of  the  largest  of  three  and  likely  to  be  thought  much 
more  extensive  and  reliable  than  it  really  is.  It  occurs  on  a  high 
ridge,  which  here  forms  an  elbow,  turning  from  a  north-east  course  to 
north.  The  ore  lies  scattered  over  an  irregular  area  along  the  sum- 
mit, from  500  to  600  feet  in  length  and  200  feet  wide.  It  is  in  patches 
more  or  less  thick,  but  at  no  place  is  anything  like  a  solid  outcrop 
seen,  and  it  does  not  extend  over  20  feet  below  the  top  of  the  hill.  A 
number  of  large  boulders  are  seen,  but  the  greater  part  of  the  ore  is 
in  small  pieces,  which  are  not  rounded  but  flat.  Itis,  however,  of  un- 
usually fine  quality,  being  dense,  somewhat  inclined  to  botryoidal 
forms  and  almost  entirely  free  from  Chert,  Sand  or  other  impurities. 
Occasionally  there  is  some  of  it  porous,  hut  the  cavities  in  it  are  not 
filled  with  Sand  but  with  a  fine  Clay  and  not  much  of  that.  There  ie 
no  rock  seen  in  position  on  this  hill,  but  considerable  Chert  and  cherty 
Limestone  on  the  slope  below  the  ore  outcrop,  while  on  the  east  side 
there  are  a  few  large  pieces  of  ferruginous  Chert  lying  with  the  ore. 
The  ore  disappears  both  to  the  north  and  south  with  the  slope  of  the 
hill  but  reappears  again  a  few  hundred  feet  to  the  north  at  about  the 
same  level  in  much  less  quantity.  The  depression  between  the  two 
ontcropa  is  only  a  few  feet  deep,  and  from  this  fact  it  seems  probable 
that  the  extension  in  depth  of  the  ore  is  very  limited. 


T.  29,  R.  3  E.,  Sec.  2,  N.  W.  qr.,  Wayne  county.  The  appearance  .of 
this  bank  around  the  ore  outcrop  can  be  seen  from  the  accompanying 
sketch.  Fig.  81,  but  the  general  geology  needs  a  slight  explanation. 

Bear  Mountain  is  an  oblong  Porphyry  hill,  having  its  greatest  di- 
ameter N.  and  S.,  and  some  400  to  500  feet  high.  Detritus  of  sandy 
Limestone,  Chert,  Clay  and  broken  Porphyry  coverp  the  base  of  it 
for  from  100  to  125  feet  up,  and  it  is  in  this  that  the  ore  has  been 
found.  As  shown  by  the  sketch,  the  surface  is  covered  at  several 
places  with  ore,  and  several  shafts  and  cuts  have  been  dug  in  search 
of  a  solid  body  of  it.  The  lower  cut  was  run  altogether  in  a  light- 
colored  Clay.  The  upper  one  revealed,  at  the  end,  a  considerable 
mass  of  broken  Limonite  lying  in  cherty  Clay  and  a  disturbed,  decom- 
posed sandy  Limestone.  The  shaft  above  the  cui  was  sunk  30  feet  in 
light  colored  Clay  or  decomposed  Chert,  passing  through  a  few  thin 
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seams  of  ore,  and  endiug  Ju  the  Clay  without  reaching  any  solid  body 
of  ore.  The  upper  shaft  was  only  a  few  feet  deep,  all  in  the  same 
Clay. 

The  ore  in  the  upper  cut  is  much  broken  and   shattered,  drawing 
from  the  mass  in  rectangular  pieces  of  2  to  3  inches   to  the  side. 
There  is  considerable  Chert  misedaWith  it.    Upon  the   surface   much 
ore  is  of  stalactitic  structure,  and  quite  pure. 
TaNCKy  MouNTArK  Cakk, 

T.  SO,  K.  i  K,  Sec.  35,  N.  W.  qr.  of  N.E.  qr.,  Wayne  county.  This  deposit 
and  the  one  following  are  peculiar  in  that  the  Limonite  ore  is  found  at 
the  foot  of  a  Porphyry  hill,  lying  scattered  in  large  and  small  pieces 
upon  the  Porphyry  and  in  the  porphyritic  detritus.  Little  or  no  Chert 
or  Clay  is  present,  and  the  ore  is  singularly  free  from  Chert.  At  the 
lower  part  of  the  outcrop  the  ore  is  brown  in  color,  free  from  impur- 
ity; a  true  Limonite  of  first  quality.  Higher  np  it  grows  more  sili- 
ceous and  darker  in  color,  and  iinally  presents  tho  appearance  of  a 
decomposed  Porphyry,  highly  ferruginous. 


T.  30,  R.  4  E.,  Sec.  35,  N.  E.  qr.  of  N.  W.  qr.,  Wayne  county.  This  de- 
posit is  upon  the  flank  of  the  same  hill  as  the  last  described,  and  sim- 
ilar to  it  in  the  absence  of  Chert  detritus.  The  ore  lies  some  50  or  60 
feet  higher  on  the  hill  upon  a  ridge  between  two  ravines,  and  running 
down  into  them  both.  At  the  bottom  it  is  Limonite  of  poor  quality, 
being  quite  siliceous;  but  on  ascending  the  hill  it  grows  redder  and 
leaner,  and  presents  the  same  changes  into  an  apparently  decomposed 
red  Porphyry  that  were  seen  in  the  last  described  deposit. 

CEDiit  Bay  Bask, 

T.  28,  E.  3  E.,  Sec.  — ,  Wayne  county.  The  ore  of  this  bank  lies  apon 
the  western  slope  of  a  high  hill,  about  two-thirds  distance  to  the  top, 
and  covers  a  surface  perhaps  200  feet  square. 

All  escavation  has  been  made  in  the  hill  side  about  250  feet  in 
length,  but  not  at  any  place  more  than  12  feet  deep,  and  a  large 
amount  of  ore,  mostly  in  small  lumps  not  over  one  foot  in  diameter 
has  been  found,  but  no  solid  body  iias  been  reaoli.ed.  The  surface  ore 
is  mostly  in  small  pieces,  stalactitic  and  of  good  quality,  while  that  in 
the  cut  is  dense  and  often  cherty. 

Indian  Cbbbk  Bakk, 

T.  26,  R.  6  E.,  Sec.  35,  N.  W.  qr.,  Butler  county.  At  this  place  the  ore 
lies  upon  the  top  and  down  the  south  elope  of  a  low  hill  not  over  50  feel 
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in  height.  Ore  ia  thialy  spread  over  an  area  perhaps  150  feet  in  diam- 
eter, perhaps  rather  more  in  an  east  and  west  direction.  It  occurs 
mostly  in  small  pieces,  save  at  one  place,  where  is  an  almost  solid 
outcrop  of  perhaps  20  feet  diameter.  The  ore  is  of  poor  quality,  being 
oither  cherty  or  porous  and  full  of  Sand, 


T.  26,  K.  6  E,,  Sec,  35,  N.  W.  qr.  of  N.  E.  qr.,  Butler  county,  is  another, 
and  quite  characteristic  instance  of  the  deposits  of  this  class  which 
are  found  capping  the  hills,  apparently  not  far  removed  from  the 
place  of  original  deposition,  but  still  showing  no  solid  ore  masses. 
The  features  of  it  can  be  seen  from  the  accompanying  sketch,  Fig, 
82.  The  ore  lies  upon  top  of  a  hill  on  the  south  side  of  Indian  Oreek, 
in  two  outcrops.  These  cap  the  highest  points  of  the  hill,  but  are 
separated  by  a  shallow  depression  in  which  no  ore  at  all  is  found,  nor 
does  it  extend  far  down  the  slope.  In  quality  it  is  very  poor,  being 
sandy  and  ochreish— the  southern  outcrop  so  much  so  as  to  be  almost 
worthless,  as  is  it  is  little  more  than  a  ferruginous  Sandstone. 

Black  Kivek  Bask  No.  1, 

T.  26,  R.  6  E.,  Sec.  18,  Butler  county;  Fig.  83.  The  ore  of  this  deposit 
was  first  found  upon  the  top  of  a  hill  about  70  feet  high, 

A  large  circular  excavation  has  been  made  here  about  10  to  15 
feet  deep,  from  which  much  cherty  ore  has  been  taken  in  pieces  usu- 
ally of  small  size,  and  a  large  mass  of  the  same  ore  of  irregular  shape 
is  disclosed  in  one  wall  of  the  cut.  Much  very  ferruginous  red  Clay 
and  larger  masses  of  Chert  are  associated  with  the  ore.  About  SOfeet 
below  the  summit  a  cut  has  been  run,  and  from  the  end  a  tunnel, 
which  has  penetrated  below  the  main  cut,  but  no  ore  of  any  amount 
has  been  reached  by  it.  At  the  lower  cut,  near  the  surface,  some  ore 
was  found,  but  it  did  not  extend  to  any  depth.  The  tunnel  runs 
through  red  and  yellow  Clay,  tumbling  Chert,  and  occasionally  small 
seams  or  streaks  of  siliceous  ore,  but  these  disappear  towards  the  cen- 
tre of  the  hill.  The  excavation  above  had  not  been  opened  down  to 
the  tunnel  at  the  time  of  my  visit,  so  that  the  exact  extent  of  the  mass 
of  ore  seen  in  the  wall  could  not  be  told,  but  that  it  does  not  extend 
far  is  proved  by  the  fact  no  trace  of  it  is  seen  in  the  tunnel  below. 

The  ore  is  usually  of  a  dark  red  color,  but  of  a  very  poor  quality, 
being  very  cherty  and  sandy.  An  analysis  of  an  average  sample  of 
such  of  it  as  is  marketable  is  given  in  the  table  of  analyses. 
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T.  26,  E.  6  E.,  Sec.  18,  Butler  county,  (Fig.  84.)  This  deposit,  both  in 
its  character  and  in  the  way  in  which  it  has  been  opened,  is  very  sim- 
ilar to  the  last.  It  is  not  quite  a  quarter  of  a  mile  distant,  upon  top 
of  a  hill  about  40  feet  high,  and  the  ore  has  been  exposed  by  a  summit 
excavation  of  irregular  shape.  A  tunnel  has  also  been  run  about  20 
feet  below  the  summit,  under  the  ore,  and  the  excavation  has  been 
opened  down  to  the  tunnel.  The  materials  through  which  the  tunnel 
penetrated  are  about  the  same  as  in  No.  1,  save  that  less  Chert  was 
found  and  the  Clay  was  not  quite  so  ferruginous. 

The  principal  ore  mass  exposed  is  on  the  side  of  the  cut  opposite 
to  which  the  tunnel  penetrated  and  the  bottom  of  it  was  not  well 
shown,  but  it  seemed  of  irregular  shape,  broken  and  lying  in  the  Clay. 
Not  much  Chert  was  found  with  the  ore.  It  is  of  much  better  quality 
than  at  No.  1,  and  shows  the  same  variations  in  mineralogical  charac- 
ter. Much  of  it  is  red  and  gives  a  red  streak,  and  in  its  lustre  and  frac- 
ture appears  like  Specular  ore,  but  that  it  is  not  is  proved  by  the  fact 
of  its  containing  combined  water.  It  is  this  ore  which  has  given  to 
this  bank  the  name  of  a  Specular  ore  deposit,  and  it  was  recorded  as 
such  in  the  list  of  ore  banks  in  the  Geological  Report  for  1872.  Speci- 
mens of  this  ore,  showing  Stalactites  and  botryoidal  forms,  are  often 
found  adhering  to  and  passing  insensibly  into  true  brown,  ochreous 
Limonite.  These  Stalactites  show  every  appearance  of  Specular  ore,, 
but  on  analysis  by  Mr.  Chauvenet,  were  found  to  contain  9,39  per  cent, 
water — thus  proving  the  ore  to  be  very  nearly  a  true  Limonite.  Much 
of  this  ore  which  appears  red  will  give  a  brown  streak  upon  porcelain,, 
showing  at  once  and  without  the  trouble  of  further  examination  that 
it  is  Limonite.  An  analysis  of  an  average  sample  of  the  ore  from  this 
bank  will  be  found  in  the  table. 

A  nurhber  of  other  banks  owned  by  the  same  company  occur  in 
this  region,  but  they  are  mostly  unopened,  and  present  few  peculiari- 
ties which  are  not  found  in  other  banks. 

Allen  Bank, 

T.  24,  R.  e  E.,  Sec.  4,  W.  half  N.  W.  qr.,  Butler  county.  This  bank 
shows  the  ore  upon  the  western  slope  of  a  low  hill  not  above  40  feet 
high.  The  ore  lies  along  the  slope  some  300  feet  or  more,  and  is  per- 
haps 50  feet  in  width.  It  occurs  in  pieces  of  various  sizes,  but  shows 
no  solid  mass.  In  quality  it  is  porous  and  sandy,  but  not  enough  so  to 
render  it  worthless. 
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There  are  a  large  number  of  other  banks  of  this  class  in  South- 
-east Missouri,  as  can  be  seen  from  the  accompanying  list,  but  the  de- 
scriptions given  are  believed  to  be  fairly  typical  instances  of  the  char- 
acter and  appearance  of  these  deposits. 

DEPOSITS    OF    SPECULAR    OEE. 

The  only  deposit  of  Specular  ore  seen  in  this  region  was  in  Wayne 
county  and  called  the  '■  Cheeney  Bank,"  T.  29,  R.  4  E.,  Sec.  31,  N.  E. 
qr.  of  S.  E.  qr. ;  (Fig.  85.) 

Specular  ore  of  very  fine  quality  was  here  found  scattered  over  a 
large  surface  down  the  south  slope  of  a  higb  ridge,  between  and  in 
two  ravines,  and  a  considerable  distance  down  the  main  ravine  formed 
by  the  union  of  these  two.  In  the  west  ravine,  Limonite  was  also 
found  ill  considerable  quantity  upon  the  surface,  but  it  proved,  on  be- 
ing tested,  to  be  only  a  disturbed  deposit  of  limited  extent.  A  num- 
ber of  cuts  and  test  pits  had  been  dug  between  the  ravines  in  search 
■of  Specular  ore,  but  no  large  mass  of  it  had  been  found.  At  the  time 
of  examination,  one  shaft  had  reached  a  depth  of  30  feet,  but  no  Spec- 
ular ore  was  found  after  passing  the  first  4  or  5  feet  below  the  surface. 
The  same  thing  was  noticed  in  the  cuts  below  this  shaft.  The  Specu- 
lar ore  occurred  in  Clay  quite  near  the  surface.  Tlie  shaft  was  sunk 
in  a  red  Clay  with  much  broken,  ferruginous  Chert  intermixed.  In 
tho  cut  and  shaft  at  top  of  the  hill,  considerable  Limonite  was  found 
in  scattering  pieces.  No  rock  was  seen  in  position  anywhere  near  this 
bank.  The  top  of  the  hill  was  covered  with  Chert  and  sandy  Lime- 
stone, and  much  ferruginous  Chert  was  found  in  the  cuts. 

It  is  reported  on  reliable  authority  that  afterwards  another  shaft 
was  sunk  about  half  way  between  the  30  foot  shaft  last  described  and 
the  top  of  the  hill.  A  large  boulder  of  ore  was  found  here  near  the 
surface,  and  ore  in  larger  and  smaller  pieces  in  the  Clay  and  Chert  all 
the  way  down,  to  a  depth  of  90  feet,  where  the  shaft  stopped  without 
reaching  solid  rock. 

It  is  not  improbable  that  other  deposits  of  Specular  ore  will  be 
found  in  the  northern  part  of  Wayne  county,  but  time  failed  for  a 
complete  examination  of  the  whole  county. 

LIST    OF     OEE    BANKS. 

The  accompanying  list  of  ore  banks  has  been  made  upon  the  plan 
of  that  by  Dr.  A.  Schmidt,  published  in  the  report  of  the  Geological 
Survey  for  1872.  It  may  be  regarded  as  merely  a  continuation  of  the 
list  there  given  of  the  ore  banks  of  the  South-eastern  Limonite  Dis- 
trict   No   deposit  is  here  given  which  has  not  been  visited  by  Dr. 
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Schmidt  or  myself.  It  is  not  of  course  a  completed  list ;  but  for  some 
portions  of  the  region,  It  is  believed  to  approach  it,  as  for  instance, 
that  portion  of  Bollinger  county  around  Marble  Hill,  and  the  northern 
and  the   north-eastern  (but  not  the  western)  parts  of  Butler  county. 

In  the  south-eastern  part  of  Wayne  county,  east  of  the  St.  Fran- 
cois liiver,  are  reported  a  number  of  valuable  deposits  of  ore,  but 
unfortunately  they  could  not  be  examined  at  the  time  with  the 
others. 

Many  so-called  ore  banks  have  been  viaited  iu  this  region,  which 
have  not  been  included  in  the  list,  for  the  reason  that  they  are  not 
deemed  of  sufficient  size  and  importance  to  deserve  it.  Of  this  class 
are  a  few  deposits  which  were  reported',in  the  lastliet,  but  not  visited 
by  any  member  of  the  Survey. 

These  ore  deposits,  nearly  all,  must  find  their  exit  to  market  over 
one  or  the  other  branch  of  the  Iron  Mountain  Railroad,  or  by  the 
partially  completed  Illinois,  Missouri  and  Texas  Railroad,  a  line  from 
Poplar  Bluff  to  Cape  Girardeau. 

The  classification  of  ore  deposits  remains  the  same  as  that  adopted 
by  Dr.  A.  Schmidt,  in  the  last  volume  of  the  Missouri  Report,  and  the 
same  symbols  are  used  to  indicate  the  probable  nature  and  extent  of 
the  deposits. 

As  the  deposits  are  so  nearly  all  Limonite,  it  will  be  sniHcient 
here  to  republish  only  the  divisions  of  these,  and  the  symbols  for 
them.    They  are: 

g.    Deposits  of  Limonite  on  Limestone. 

h.    Disturbed  or  drifted  deposits  of  Limonite. 

The  signs  used  in  the  column  indicating  probable  size,  are  also 
the  same  as  before  : 

1.  Estimiiteil  at  less  tlian  20,000  tonji. 

2.  Estimiitcd  at  30,000  to  100,000,  etc. 

COLUH^- 1 — 

Con  seen  five  numbers. 
■  COLDMN  2— 

Names  of  deposits  or  banks,  Tliese  names  are  sucii  as  are  eommonly  used  to 
designate  the  deposits  in  the  neighborhood,  or  Ihoy  have  been  given  them 
from  the  owners,  or  trom  some  stream,  town,  county,  or  other  object  hav- 
ing some  relation  to  the  deposit. 
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Column'  3 — 

Location  of  deposits.  This  was  obtained  from  the  most  reliable  soui'ces  attain- 
able, and  is  generally  correct,  but  there  may  be  a  few  Instances  In  which 
the  number  of  the  section  or  the  quarter  section,  Is  incorrectly  given.  It  Is 
not  believed,  however,  that  an  error  of  more  than  a  half  mile  will  be 
found  ill  the  location  of  any  of  the  banks. 
Column  4— 

Couiitiesin  which  deposits  are  situated. 
Column  5— 

Names  of,  owner  or  lessee. 
CoLUJiN  e— 

Probable  character  of  deposit,  indieateti  by  the  signsjiist  describee). 
OOT-UJIN  7— 

Fi-obable  size  of  deposit. 
CoLUjra  8 — 

Distance  from  railroad. 

Kumber  one  of  this   list  is  equivalent  to  No.  40  of  the  ore  bank 
list  of  Dr.  A.  Schmidt,  in  the  report  for  1873 ; 
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APPENDIX    A. 


NOTES  ON  THE  HISTORY  OF  .LEAD   MINING  IN  MISSOURI. 


BY  HEKRY   COBB. 


The  first  step  taken  by  the  white  man  in  the  MinBi-al  Region  of  Missouri  was  dur- 
ing the  snnuner  of  15il,  when  DeSoto,  a  grandee  of  Spain,  who  had  distinguished  and 
enriched  himself  while  aiding  Pizarro  in  the  conquest  of  Peru,  being  appointed  Gov- 
ernor of  Cuba,  determined  to  explore  the  central  region  of  North  America,  in  tlie  hope 
of  discovering  rich  mines  of  Gold  and  Silver,  aad  establishing  a  colony  in  the  El  Dorado, 
which  would  secure  for  blm  fame  and  fortune  more  bi'Uliant  tlian  Pern  afibrded  to  Pi- 
zarro, or  Mexico  to  Cortez,  and  where  he  would  rise  above  all  his  rivals  in  the  list  of 
historical  Immortality. 

Only  a  short  sketch  will  here  be  given  of  this  adventure,  which  should  be  elabor- 
ated with  more  minute  detiJIs  hereafcer  in. the  history  of  the  Geological  Survey  of  Mjs- 
aouri,  and  in  the  heroic  poems  to  be  written  ot  the  bold  enterprise  displayed  in  those 
early  days ;  as  it  is  manifest  in  the  past  that  the  motive  of  the  Spaniard  in  Missouri,  in 
1341,  fired  the  breast  of  the  French,  in  1719,  when  Renault  &  LaMotte  came  with  their 
band  of  miners  and  artisans  to  ro-explore  this  mineral  region,  and  discover  the  mines 
of  Gold  aad  Silver,  whose  existence  the  igneous  rocks  of  Granite  and  Porphyry  sug- 
gested, the  signs  of  Gold  Quartz  and  Argentiferous  Lead  indicated,  and  the  Indian 
rumor  asserted ;  although  the  coveted  prize  had  eluded  the  search  of  DeSoto;  and  a 
Mndred  motive  impelled  Schoolcraft,  in  1818,  to  view  the  mines  of  Missouri,  and  trace 
the  track  of  the  Spanish  hero  from  the  sources  of  the  St.  Pi'ancis,  along  the  summit  of 
the  Ozark  range,  to  the  sources  of  the  White  Kiver;  and,  although  in  his  survey  School- 
craft found  no  mines  of  Gold  or  Silver,  he  discovered  the  f^ead  mines  of  South-weafc 
JiUssourl,  and  built  the  first  furnace  there  in  January,  1819.  Eenauit  and  LaMotte  hav- 
ing made  discoveries  and  started  the  first  Lead  furnace  la  South-east  Missouri,  in  1720 ; 
and  ft  is  manifest  in  the  present  that,  though  the  mines  of  precious  metals  are  not  yet 
discovered  in  Missouri,  those  of  useful  ones — particularly  of  Iron,  Lead  and  Zinc — are 
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BO  abaiidaot  and  produeUve,  and  the  impulse  g^ven  to  their  development  is  so  stroiiff 
that  several  millions  dollars,  in  value,  yearly  flow  from  this  source ;  and,  by  the  manu- 
facture of  mineral,  vegetableand  animal  materials,  mainly  of  Missouri,  its  great  metro- 
polis in  1874,  is  proddcing,  iu  value,  yeariy,  more  than  $200,000, (MO ;  and  thus  the  dream 
of  wealth  and  fame  In  which  DeSoto  indulged,  333  years  ago,  is  now  a  reality  to  SL 

DeSoto,  aooordiog  to  Bancroft,  left  Cuba  with  600  men,  many  of  them  cavaliers 
and  noblemen,  ivith  300  horses,  splendidly  equipped,  and,  passing  Into  Florida,  fight- 
ing several  fierce  battles,  traversed  the  Southern  country,  discovered  and  crossed  the 
Mlsalssippi  River,  in  May  1541,  ascended  into  the  mineral  region,  and  remained  40  days, 
from  the  19th  of  June  to  the  29th  of  July,  at  Paoaha,  "  a  spot  which  can  not  be  Iden- 
lifled  ;"  having  passed  on  his  way  tribes  of  Indians  cultivating  fields  of  corn,  sent  ail 
exploring  party  uortb,  toward  the  Missouri,  into  a  land  of  hunters  and  buffaloes ;  then, 
turning  westward,  during  August,  followed  tlie  range  of  the  Oziirlc  Mountains  to  the 
high  lands  of  White  Biver ;  and,  though  he  found  the  country  was  a  mineral  region, 
"  the  mountains  offered  neither  gems  nor  Gold."  Marching  to  the  south  in  the  land  of 
the  Tunicas,  he  wintered  In  Arkansas,  at  the  town  of  Autiamque,  then  returning  to 
the  grandest  object  he  discovered,  DeSoto  died,  May  31, 1542,  and  wts  buried  at  mid- 
night ill  the  middle  of  the  Mississippi. 

The  scIenHflc  and  researching  spirit  of  Schoolcraft  was  dissatisfied  with  the  un- 
certainties in  the  naiTations  of  the  course  pursued  and  places  visited  by  Desoto  in 
Missouri,  and  endeavored  to  locate  them  with  more  ai.curar-y,  while  trivehng  ovei- 
the  reputed  ground  from  the  South-east  to  South-west  Missoun  and  Northern  Aikansae 
iri.l818andlS19. 

Among  his  various  and  valuable  pi'oductlous,  Schoolcraft  wrote  a  report  of  tliese 
researches,  entitled  "  Scenes  and  Adventures  in  the  Semi-Alpine  Region  of  the  Ozark 
Mountains  of  Missouri  and  Arkansas,  which  were  first  traversed  by  DeSoto  In  1541  " 
and  from  his  Investigations  in  Madison  county,  whei-e  he  mentions  "  mineral  discoveries 
-■not  of  Gold,  indeed,  which  was  DeSoto's  search,  but  of  Tin,  Lead,  Copper,  Iron 
Cobalt  and  Antimony,"  he  states :  "I  was  now  In  tlie  probable  region  of  DeSoto'a 
Coligoa,  the  utmost  north-westward ly  point  of  his  exploration,  and  it  ceased  Ix*  be  a 
matter  of  surprise  that  the  Indians  had  given  him  such  wonderful  accounts  of  the 
mineral  wealth  of  the  sources  of  the  St.  Francis."  "  The  Iron  Mountilns  of  Beilevlew, 
so  called,  are  part  of  this  development." 

But  in  the  greatest  work  of  Schoolci-aft's  life  on  the  "  Indian  Tribes  of  the  United 
States,"  published  by  anthority  of  Congress,  in  1853,  he  furnishes  a  "Map  of  the  route 
of  DeSoto,"  drawn  by  S.  Eastman,  IT.  S.  A.,  from  which  it  appears  that  the  river  was 
discovered  at  the  lower  Chickasaw  Bluffs,  near  what  is  now  the  north-western  corner  of 
the  State  of  Mississippi,  In  the  county  of  DeSoto,  where  the  route  ran  north  ot  west  to 
tiie  St.  Francis  Eiver,  in  the  land  of  the  Casqui  Indians ;  thence  east  of  north  to  the 
present  Missouri  line  near  what  Is  now  the  site  of  New  Madild,  when  he  fought  the  Ca^ 
pahas;  thence  west  of  south  andacroas  the  St.  Francis,  to  Quiguate,  below  and  near  the 
mouth  of  the  L'Anguilie;  thence  north,  along  Crowley's  ridge,  to  the  Missouri  line 
and  on  between  the  SL  Francis  and  Black  Klvers,  to  Oollgoa,  the  land  of  minei-al  wealth 
which  seems  to  have  been  located,  according  to  IJiIs  map,  in  what  is  now  known  as  the 
valley  of  Arcadia,  described  by  Schoolcraft;  as  being  "at  the  foot  of  the  high  granitlcal 
peaks  of  St.  Francis  county,  Missouri,  celebrated  in  modern  days  for  the  Iron  Moun- 
tains, and  the  Lead  and  Cobalt  rtilues  of  LaMotte ;"  thence  west  of  south  across  Black 
aud  Current  Elvers  In  Missouri,  in  search  of  a  rich  province  called  Cayas  ;  and,  prob- 
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iibly,  crossed  White  Eiver  at  Tanieo,  in  Arkansas ;  thence  west  through  Tula,  and  over 
the  Pawnee,  now  Boston  Mountains,  to  Aufciamague,  now  Fort  Gibson,  where,  among 
the  Quipana Nation,  he  wintered  in  a  fruitful  country  of  meadows;  thence  down  the 
Arkansas  Eiver  to  its  mouth,  where,  according  to  Sehoolci-aft,  DeSoto  died. 

This  bold  adventure  of  DeSoto,  in  tlie  mineral  region  of  Missouri,  within  fifty 
years  after  the  discovery  of  America,  by  Columbus,  has  been  viewed  with  mingled 
feelings  of  admiration  at  the  enterprise,  and  regret  at  tlie  failim- ;  the  history  of  the 
event  is  Involved  in  clouds  of  obscurity  by  reason  of  the  vague  reports  made  of  the 
expedition,  upon  which  Schoolcraft,  by  his  reseai-chea,  has  thrown  much  light,  which 
may  be  increased  by  future  investjgation  in  Missouri,  as  it  has  been  lately  in  Arkansas. 
Yet,  withal,  the  influence  of  DeSoto  is  still  felt  by  many  scientific  and  practical  seekers 
after  mineral  wealth,  as  it  was  felt  in  France  in  1717,  when  the  first  great  practical  im- 
pulse was  ^ven  to  open  the  mines  of  Missouri. 

Some  facts  In  the  history  of  the  Company  of  the  West,  chartered  in  Paris,  August 
23, 1717,  were  noted  by  Dr.  Litton  la  the  Geological  Eeport  of  Missonri  1854,  to  which 
a  few  more  may  be  added  in  this  sketch. 

Philip  Prands  Kenault,  agent  of  the  "  Company  of  SL  Philips,"  an  association 
of  individuals  which  had  been  formed  under  the  patronage  of  the  Western  Company 
for  prosecuting  the  business  of  raining  Gold  and  Silver  in  the  Upper  Country  of  Loui- 
siana and  Illinois,  as  the  Missouri  region  was  then  called,  left  Prance  in  the  year  1719, 
with  300  arlaficers  and  miners,  provided  with  tools  and  means  to  execute  the  objects  of 
the  Company.  On  his  way,  at  the  Island  of  8t.  Domingo,  he  purchased  GOO  slaves  to 
work  in  the  mines.  LaMotte,  a  companion,  an  agent  versed  In  the  knowledge  of  min- 
erals, In  one  of  the  earliest  excursions,  in  1720,  discovered  the  Lead  mines  on  the  St, 
Prancis  River,  which  bear  his  name;  and  soon  after  those  extensive  mines  north  of 
Potosi— the  Old  Mines  and  others— were  discovered  by  Renault,  to  one  of  which  his 
name  was  given.  Many  other  mines  of  Lead  were  discovered,  among  them  the  Mine 
a.  Gerbore,  and  numerous  deep  holes  were  dog  throaghout  the  mining  reg'.on,  from  the 
waters  of  the  St  Francis  to  those  of  the  Meramec,  by  these  searchers  for  Silver  and 
Gold  ;  but  no  Silver,  except  the  smell  per  cent,  found  in  the  ore  of  LaMotte  and  near 
Mine  a  Kenault,  was  discovered,  although  the  LaMotte  was  called  "  Gold  Mine,"  on 
account  of  the  immense  size  of  the  vein. 

The  Lead  produced  by  Kenault  supplied  the  hunters  who  roamed  and  the  set- 
tlements located  through  the  French  possessions  from  Canada  to  Hew  Orleans.  The 
largest  portion  of  it,  which  is  reported  a  very  great  quantity,  was  shipped  for  Prance. 
In  1731,  after  the  Company  of  the  West  was  united  with  the  Royal  Company  of  the  In- 
dies, the  whole  Territory  of  the  Mississippi  TaUey—bonnded  by  New  Mexico  on  tiie 
west,  and  by  the  lands  of  the  English  of  Carolina  on  the  east— watered  by  the  river  of 
St.  Louis,  heretofore  called  the  "  Mississippi  and  its  tributaries,"  "  with  the  exclusive 
privilege  of  the  commerce  of  Louisiana  and  the  working  of  the  mines,"  which  had 
been  ceded  to  the  Company,,  was  retro-ceded  to  the  crown  of  France.  Benault,  how- 
ever, remainedin  the  country  until  1742,  when,  having  sold  his  slaves,  he,  with  many  of 
his  workmen,  returned  to  his  native  land,  and  the  mining  interest  languished. 

In  1762,  Prance  ceded  Louiaana  to  Spain,  and  although  the  possession  of  the 
country  remained  unchanged  until  1768,  in  the  meantime,  the  mining  spirit  seems  to 
have  revived,  as  Francis  Burton,  born  in  1710,  and  whiles  youth  employed  under  Re- 
nault, having  changed  the  pursuit  of  mining  to  that  of  a  hunt«r,  on  an  excursion  for 
game'ahout  the  year  1768,  madeoneof  the  richest  discoveries  in  the  mineral  region, 
which  was  called  Bline  a  Burton,  now  known  as  Potosi ;  and  the  Mine  a  Kobina,  two 
■  miles  from  the  Mine  a  Burton,  was  discovered  about  the  same  time.    Miners  were  wort- 
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ing  In  the  Old  Mines  at  this  date,  when  it  was  abandoned  for  many  years,  and  the 
■worlrmen  were  gathered  from  the  Old  Mines  and  others  to  the  New  Mines,  where  the 
mineral  was  found  lying  in  gi'eat  abundance  on  the  surface  of  the  ground,  and  largo 
quantities  of  ore  were  raised  from  these  mines  on  their  first  discovery. 

The  historical  facts  regarding  Eenault's  operations,  were  first  published  in  1819, 
by  Schoolcraft,  who  gained  them  by  his  researches  among  papers,  documents  and  tes- 
timony in  law  suits  on  land  claims,  by  the  heirs  of  Eenault,  and  data  derived  from  the 
obscurity  of  private  life,  both  in  France  and  America;  and  the  progressof  mining,  dur- 
ing the  latter  half  of  the  eiirh teen th  century,  with  the  prospect  in  1804  was  shown, 
mainly,  by  the  report  of  Moses  Austin  to  the  President  of  the  United  States,  which 
most  valuable  document,  on  the  early  history  of  the  "LeadMines  in  Upper  Louisiana," 
is  preserved  among  the  American  State  Papers  and  reproduced  in  this  Appendix. 

Under  the  Spanish  Government,  the  mining  business  seems  to  have  been  moder- 
ately conducted  with  very  little  change,  and  with  uncertain  data  of  the  quality  or  val- 
ue of  the  mineral  produced,  until  near  the  end  of  the  last  century.  The  process  of 
smelting  was  rude  and  imperfect,  only  comroon  open  log  furnaces  were  used  and  the 
Lead  ashes  wasted,  so  that  not  more  than  fifty  per  cent,  of  metal  was  turned  out  of 
the  ore;  and  neither  shot  nor  any  other  manufacture  of  Lead  was  produced  until  the 
year  17S9. 

Early  in  this  era  and  as  a  pleasant  relief  to  the  weary  searcher  among  the  obscure 
events  of  history,  Longfellow  has  thrown  some  rays  of  social  light,  through  thepoerei 
*'  of  Evangeline,"  by  introducing  his  leading  characters  in  this  region,  and  locating  the 
devoted  heroine,  at  that  time,  here  for  a  year. 

"  Into  tills  wonderful  land,  at  the  base  of  the  Ozarlt  Mountains, 
Gabriel  fai'  had  entered,  with  hunters  aad  ti'appers  behind  him." 
" MounUug  his  Mexieau  steed,  with  hislndian  guides  and  companions. 
Homeward  Basil  returned,  and  Evangeline  stayed  at  the  Mission." 

This  Mission  ihay  have  been  at  Ihe  village  of  St.  Michaels,  now  Fredericktown, 
near  Mine  La  Motte,  or  at  Mine  a  Burton,  now  Fotosi ;  as  these  must  have  been  the 
chief  vOlages  among  the  valleys  of  the  Ozark  Mountains  in  the  days  of  the  wandering 
"fad  and  afflicted"  Acadian. 

Although  the  history  of  mining  in  Missouri,  during  the  eighteeth  century,  is  so 
obscure  that  it  is  difficult  to  form  an  estimate  of  the  quality  and  value  of  the  metal  pro- 
duced, yet,  fl-om  the  year  ISOO,  so  much  light  has  been  thrown  on  this  subject  by  Aus- 
tin, Schoolcraft,  Litton  a»d  others,  tliat  a  close  npprosimaf*  estimate  may  be  formed 
of  theproduetioii  during  the  seventy  years,  and  of  the  production  during  the  four  years 
between  1869  and  1674,  the  exact  facts  are  known. 

It  would  be  interesting  to  gain  at  least  a  reasonable,  speculative  estimate  of  the 
production  during  the  80  years  the  mines  were  worked  In  the  last  century,  and  with 
the  history  of  the  700  workmen  who  commenced  operaUons  in  1720,  together  with  the 
historical  and  statistical  facta  stated  in  Austin's  Report  of  1804,  hereto  appended,  the 
cliief  factors  are  furnished  to  operate  in  the  demonstration,  which  each  curious  critic 
may  test. 

The  large  number  of  workmen  under  Renault,  might  raise  the  pi-esumption  of  a 
greater  production  than  the  otiier  fiicts  in  tlie  case  ,1  iistliy,  and,  doubtless,  the  most  of 
them  were  engaged  in  other  pursuits  than  mining.  Besides  the  six  mines  already  men- 
tioned by  Austin,  four  more  are  recorded  by  him :  The  Mine  a  Lanyc,  discovered  in 
1795 ;  the  Mine  a  Maneto,  or  American  Mines,  and  the  Mine  a  la  Platte,  both  being  dis- 
covered in  October,  1799 ;  also,  the  Mine  a  Joe,  now  called  the  Bogy  Mine,  wliich  was 
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discovered  in  1801.  Altiiough  it  appears  that  uot  more  thnn  five  of  these  ten  mines 
were  operated  in  1804  and  that  the  three  of  Burton  Old  and  LaMottc  furnished  nearly 
all  the  metil  ni'ide  accordlni;  to  the  condensed  specii  ftatemtnt  by  Austin,  of  the 
yearly  production  In  1801-4   aa  follow 

Mine  a  Burt  n  3(6  (*7  pounds. 

Old  Mines  ISmS      " 
MineaLaMotte  00  000      " 

All  the  other  Mines  "0  OUO      " 

Total  730000      " 

The  prite  ot  leid  was  $6  00  per  hundred  making  the  yearly  value  of  metal  $36,- 
500.  To  which  value  Mr  AusUn  added  $3000  for  each  thousand  on  120,000  pounds 
manufactured  into  shot  and  sheet  Load,  $3,600,  making  the  total  annual  value  $40,100, 
which  he  states  was  the  average  annwai  product  for  the  years  1801, 1802  and  1803. 

Austin  also  states  that  men  vrere  operating  Mine  LaMotte,  Old  Mines  and  Mine 
a  Gerbore  in  1763,  when  Mine  a  Burton  was  discovered ;  that  Mine  LaMott*  "furnished 
almost  all  the  Lead  exported  from  the  Illinois,"  about  the  years  1738-40;  that  the  min- 
eral was  formed  In  regular  veins  from  two  to  four  feet  solid  ;  that  five  of  tho  veins, 
have  been  opened  and  the  Lead  found  within  four  or  five  feet  of  the  surface ;  and  that 
for  the  years  1802  and  1803,  about  30  men  were  employed  in  this  mine  from  lour  to  sis 
months  in  each  year^  and  that,  of  all  the  other  mines  in  the  district,  there  were  91 
families,  consisting'  of  728  in  total  population,  From  all  these  and  many  other  facts, 
which  might  be  adduced,  it  seems  reasonable  to  conclude  that  the  annual  production  of 
all  the  Lead  mines,  dui'lng  those  80  years,  was  at  least  equal  to  the  annual  production 
of  Mine  LaJVIotte  and  Old  Mines  in  1601,  If  not  to  one-half  the  total  production  of  all 
the  mines  at  the  latter  date.  The  difference  being  small,  assuming  the  lowest  estimate, 
333,333.  The  total  production  during  the  80  years  from  1720  to  1800,  was  26,666,666  lbs., 
being  about  equal  in  quantity  to  the  total  production  in  the  single  year  ot  3873 ;  and 
estimating  the  price,  at  the  rate  stated  by  Austin,  the  annual  value  equalled  $16,066, 
and  the  aggregate  for  the  80  years  amounted  to  $1,333,838.  By  assuming  the  higher 
estimate,  the  total  quantity  amounts  to  29,200,000  pounds,  and  the  value,  $1,460,000, 
which  still  is  less  in  value  than  the  protluction  of  1873.  It  is  possible,  however,  that 
one  may  be  Justified  in  estimating  the  total  quantity,  in  the  last  century,  at  40,000,000 
pounds,  and  the  total  value  at  $2,000,000,  though  80,000,000  pounds  in  quantity,  and 
$1,500,000  in  value,  may  be  the  estimate  sustained  by  the  strongest  probabilities. 

Accepting  the  last  stated  estimate  as  the  most  reasonable  one  attainable,  and  ad- 
ding it  to  that  furnished  by  Austin,  which  represents  an  aggregate  qnantity  of  2,190,- 
000  pounds,  the  value  of  which  was  $109,500,  IE  appeal's  that  befol'e  the  Government  of 
the  TTnited  States  came  into  possession  of  this  country,  at  the  end  of  1803,  the  mines 
of  Missouri  had  produced  32,190,000  pounds  ot  Lead,  valued  at  $1,609,500. 

In  addition  to  the  Important  historical  and  statistical  facts  above  noted,  from  the 
report  of  Austin,  Im  estimatBd  the  number  of  workmen  employed,  including  miners, 
smelters,  wood  cutters  and  carters,  at  150  en  ■it  ill  the  a  n  and  that  of  this  num- 
ber 120  worked  four  months,  and  80  the  wl  ol  year — eacl  ma  employed  in  the  busi- 
ness averaging  $43.00  per  month ;  fr  m  vhi  1  data  a  urate  aud  valuable  results 
are  gsuned,  showing  that  the  average  a  mber  of  workme  d  t  ng  the  whole  year  was 
70,  and  that  their  annual  wages,  which  seem  t  have  ma  nly  clu  led  the  profits  of  the 
proprietors,  amounted  to  $38,120. 
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Austin  went  to  Mine  a  Burton  in  1797.  In  1798  he  sank  tlie  first  regular  shaft, 
and  built  a  reverberatory  furnace  which  did  the  worli  of  20  French  log-  furnaces  then 
there;  and  in  1799  he  erected  a  shot  tower  and  a  manufactory  of  sh^et  Lead.  "The 
Spanish  arsenals  at  New  Orleans  and  Havana,  drew  a  eonsLderabie  part  of  tteir  sup- 
plies for  their  navy  fl-om  this  source."  Austin's  report  on  the  Lead  mlneiS,  communl- 
catettto  Congress  by  message  from  the  Pi-esident.  doubtless  speedily  drew  a  lai^ 
amount  of  capitaland  workmen  to  this  newly  acquired  and  rich  region. 

The  next  era  in  the  mlolDg  business  includes  the  15  years  of  t«rritoiiaI  order  from 
1804  to  1819.  In  determinining  the  facta  of  this  period,  the  chief  source  of  information 
is  found  in  the  very  valuable  publication  by  Schoolcraft  of  his  "View  of  the  Lead 
Mines  of  Missouri,"  for  which  an  everlasting  debt  of  gratitude  is  due  him  by  the  State ; 
and  this  entire  work  which  now  is  almost  out  of  print,  should  be  reproduced,  both 
for  its  intrinsic  valueand  as  an  honor  to  the  memory  of  the  author  for  the  services  he 
rendered  this  cause. 

Such  an  Immense  variety  of  important  facts  arefumished  In  this  worlr,  that  the  task 
is  difficult  to  epitomize  them  properly,  for  the  purpose  of  tliia  sketch;  tlierefore,  only  a 
few  of  the  leading  ones,  pointing  to  the  most  valuable  final  results,  may  be  here  noted. 
One  of  the  main  final  results  sought,  is  the  annual  produclioii.  This  is  furnished,  with 
ovldence  and  skill  commanding  strong  confidence,  by  first  discovering  the  quantity 
shipped  during  three  years,  from  Ste,  &enevieve  and  Herculaneum,  where  the  Lead 
from  the  mines  was  mainly  delivered,  and  adding  the  qaantity  manufactured  into  shot 
at  Herculaneum,  which  latter  item  was  found  to  be  1,356,700  pounds  for  three  years, 
making  a  total  sum  of  0,515.512  pounds,  and  an  annual  average  amount  of  3,171,837 
pounds  ;  and  afterward  securing  estimates  from  each  mine  of  the  productions  during 
the  three  years;  by  which  process  it  was  found  that  the  total  sum  amounted  to  11,180,- 
OOO  pounds,  and  that  the  averse  annual  product  was  3,726,065  pounds. 

As  a  picture  in  the  history  of  the  Missouri  mines  at  the  end  of  the  territorial  era, 
A  copy  from  Schoolcraft  may  be  here  presented,  representing  the  main  result  sought 
for — the  production  in  det^l,  and  total  of  the  area,  together  with  the  number  and 
names  of  all  the  mines,  the  number  of  hands  employed  at  each,  and  a  list  of  the  mines- 
not  worked  at  that  time : 
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Estimate  of  the  Workmenand  Production  a 
ending  Jane  I,  ISIS, 


MineaBui'tou 

Mine  Shibboleth... 

Mine  LaMotte 

Kich.  woods 

Bryan's  Mines 

Dogget's  Mines 

Perry's  Diggings... 

Elliot's  Mine? 

Old  Mines 

Bellefontaine 

Mine  Astraddle 

Mine  Liberty. 

Benaalt  Mines 

Mine  Silvers 

Miller's  Mines 

Canon  Diggings 

Becquet  Diggings ,, 

Little  Mines 

Eock  Diggings 

Citadel  Diggings.... 

Liimber's  Mines 

Austin's  Mines 

Jones'  Mines 

Scott's  Mines, 

Mine  a  Martin 

Mine  a  Boblna 

Total 


1,500,000 
2,700,000 
3,400,1 
J, 300, 000 

fiiO,  100 
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List  of  Mines  not  Worksd. 


No. 

Minos, 

No. 

Mines. 

i 

New  Diggings. 

38    j  Pratt's  Mine. 

m 

Mine  a  Joe. 

44 

Gray's  Mine. 

8 

Eosenbni'g's  Sline. 

23 

Moreau  Diggings. 

23 

Henry's  Mine. 

7 

Hftwkin's  Mine. 

13 

Bibb-a  Mine.                                              i 

34 

Tapley's  Diggings. 

87 

Fourehe  a  Coiirtois. 

21 

Mlelieaux'a  Diggings. 

18 

Masson's  Digginga,                              , 

IG 

Tebault's  Diggings. 

13 

Brushy  Eun  Diggings. 

19 

S.  Scott's  Diggings. 

45 

McKaue's  Mine. 

"  In  this  estimate  are  ineludeiJ  all  persons  eoueerned  in  the  operations  of  mining, 
and  who  draw  their  support  from  it— wood  cotters,  teamsters  and  blacksmiths,  as  well 
as  those  engaged  in  digging  and  smelling  Jjead  ore,  etc.  The  estimate  is  supposed  to 
embrace  a  period  of  three  years,  ending  1st  June,  1819,  and  mailing  an  average  product 
of  3,726,666  pounds  per  annam,  which  is  so  near  the  result  arrived  at  in  the  pieeeding 
details,  as  to  Induce  ttie  coneluaton  that  It  Is  essentially  correct,  and  that  the  mines  of 
Missouri,  talten  collectively,  yield  this  amount  of  Pig  Lead  annually. 

"The  United  States  acquired  possession  of  the  mines  in  the  year  1803, 15  yeare 
ago  last  December  ;  and  assuming  the  fact  that  they  have  annually  produced  this  quan- 
tity, there  has  been  smelted  under  the  American  Government,  55,000,000  pounds  of 

Tlie  average  value  of  Lead,  during  these  15  yeai-a,  was  estimated  by  Schoolcraft 
at  four  cents  per  pound ;  and  he  had  a  good  opportunity  to  reach  the  closest  approxi- 
mation to  the  fact,  through  Austin,  who  had  been  actively  engaged  in  the  business  du- 
ring that  period.  Allowing  the  above  estimate  of  quantity  and  price,  the^result  fol- 
lows that  the  total  value  of  the  Lead  produced  from  1804  to  1819,  was  $3,300,000. 

The  estimate  of  qoanttty  appears  very  high  since  the  annual  production  in  1803,  as 
stated  by  Austiu  at  the  time,  was  only  730,000  pounds.  Yet,  when  one  considers  the 
fetcfc  that  immediately  on  the  transfer  of  the  country  to  the  United  States,  a  new  era  was 
started,  that  the  discovery  of  several  Immense  bodies  of  ore  near  the  surface  of  the 
ground  greatly  increased  the  fame  of  the  mines  and  the  number  of  the  miners;  that 
during  1811  the  new  mine.  Shibboleth,  yielded  5,000,000  pounds  of  mineral,  equal  to 
3,126,000  pounds  of  Lead,  and  in  1819  only  about  1,000,000  pounds ;  that  Mine  a  Bar- 
ton, which  in  1818  produced  only  500,000  pounds,  had  previously  yielded  as  high  as 
3,000,000  per  annum,  and  that  the  Rlchwoods  and  Bellefontaine  became  amazingly  pro- 
ductive on  their  discovery,  confidence  in  the  estimate  stated  is  confirmed ;  and  by  add- 
ing this  total  production  to  that  gained  under  the  French  and  Spanish  Goverumenfa, 
one  finds  that  in  1819  the  mines  of  Missouri  had  yielded  Lead  to  the  amount  of  87,190,- 
000  poimda,  and  $3,809,500  in  value. 
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Prom  the  days  of  the  Beport  of  Schoolcraft  and  the  formation  of  Missouri  into  a 
State,  another  era  was  started  ia  the  mining'  btisiness  anci  extended  to  the  date  of  the 
flrst  Geological  Report  of  Missouri  in  1854. 

Dr.  Litton,  Assistant  Geologist,  rendered  the  8tal«  great  service  hy  giving  a  minute 
and  scientific  account  of  many  of  the  mines  and  most  of  the  furnaces  in  the  mining 
region,  and  especially  for  the  tahles  of  production  lie  has  presented  on  pages. 63  and  64 
of  bis  Report,  to  wliieh  the  reader  is  referred.  All  these  statements  are  declared  by 
Ijitton  to  he  "  incomplete,"  yet,  so  far  as  they  extend,  are  to  be  highly  prized.  The 
shipments  from  the  three  points  of  Selma,  Plattin  Rock  and  Rush  Tower,  from  1824  to 
1851,  are  stated  at  86,709,605  pounds,  to  which  is  added  the  production  of  Valie's  mine 
sent  elsewhere.  Increasing  the  sum  to  100,193,882  pounds ;  yet  no  statement  is  made  of 
the  shipments  during  this  period  ti'om  Hei'culaneum  and  Ste.  Genevieve,  at  which  points 
all  this  business  was  transacted  in  1819,  when,  as  above  shown,  it  amounted  to  more 
than  3,700,000  pounds  yearls',  and  was  divided  nearly  equally  between  those  points. 
This  order  of  business  seems  to  have  continued  until  1881,  when  Selma  supplanted 
Herculaneum,  and,  therefore,  the  shipments  from  the  previous  points  during  twelve 
years,  which  at  previous  rate  amounted  to  44,400,000  pounds,  together  with  the  Lead 
shipped  at  Ste.  Genevieve  from  1831  to  1854,  estimated  on  same  basis  at  over  40,000,000 
pounds,  should  )je  added  to  the  sum  gained  by  Litton,  and  the  result  would  show  the 
total  amount  of  Lead  shipped  from  18l!)  to  1854,  by  the  Mississippi  River  below  8t> 
Louis,  to  be  more  than  170,000,000  pounds. 

To  this  should  be  added  the  shipments  from  the  mines  in  Franklin,  Crawford,  New- 
ton, Jasper  and  other  counties  up  to  1854— the  famous  Virginia  Mines  of  Franklin  hav- 
ing been  discovered  in  1834,  and  having  yielded  10,000,000  pounds  of  ore  up  to  1854, 
and  the  Mount  Hope  Mine  nearly  2,000,000  jiounds  of  Lead  during  the  Ave  years  pre- 
vious to  this  date,  while  the  mines  of  Newton  and  Jasper,  as  reported  by  Prof.  Swallow, 
were  discovered  in  1S50,  and,  during  four  years,  produced  1,551,022  pounds. 

The  production  of  these  lour  counties,  previous  to  1854,  can  be  estimated  at  not 
less — but  doubtless  moch  more — than  10,000,000  pounds,  and  therefore  the  total  pro- 
duction of  Missouri  Lead,  from  1819  to  1854,  maybe  stated  at  180,000,000  pounds,  which 
is  a  little  above  an  average  of  5,000,000  pounds  yearly. 

Upon  a  careful  Investigation  of  the  average  price  in  the  pages  of  the  "Western 
Journal  and  Civilian,"  and  elsewhere,  it  was  fixed  at  four  cents  per  pound,  and  thus  the 
value  of  this  quantity  was  shown  to  be  $7,200,000,  which,  with  the  quantity  added  to  ■ 
the  previous  producllou,  swelled  the  total  amount  to  267,190,000  pounds  in  quantity  and 
$11,009,500  in  value. 

In  confirmation  of  the  last  estimate,  a  portion  of  an  "  incomplete  statement,"  by 
Dr,  Litton,  of  the  annual  production,  in  pounds  of  Lead,  in  three  counties  of  Missouri, 
may  here  be  reproduced  ; 


Counties. 

1850. 

1851. 

1652. 

1853. 

4%,  744 
1,350,395  - 
2,211,580 

380,600 
1,270,334 
2,294,194 

378,630 
1,281,068 
2,376,742 

2,009,638 

4,058,725 

3,945,134 

4,036,440 
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It  Eliu3  appears  that  these  three  counties,  Umiiig  four  years  from.  1850  to  1854,  pro- 
duced 16,109,381  poQods,  makinj;  their  average  annual  production  at  that  time  4,027,845 
pounds. 

To  tills  should  be  added  the  production  of  several  other  coiiuties  above  mentioned, 
and  particularly  Jefferson  and  Madison.  In  the  latter,  Mine  LaMotte  yielded  800,000 
pounds  per  aonum  from  1810  to  1819. 

This  mine,  which  was  opened  more  than  IGO  years  ago  and  which  has  been  steadily 
worked,  produced,  as  aliove  shown,  200,000  pounds  per  annum  from  1801  to  1804,  and 
continued  iucreasiDg-  in  its  production  nntil  in  the  single  year  of  1870  tl      m      t 
to  the  immense  figure  of  5, 128,000  pounds,  as  determined  that  year  by  tl     Ir      M 
tain  Railroad  Company  in  transporting  it  to  the  St.  Louis  market,     Thi  p    d     t         t 
Madison  county,  let  it  be  remembered,  was  entirely  omitted  from  th    Uni    1  St  t 
Census  of  that  year;  as  the  production  of  all  the  mines  of  Missouri  w        1  ti    ly 

omitted  by  the  Census  of  1860. 

Moreover,  the  Sandy  Mines,  of  Jefferson  county,  which  were  discovered  ii  18-4, 
soon  after  Schoolcraft  made  hia  report,  yielded  886,905  pounds  of  ore  from  the  south- 
em  third  of  the  mine  during  the  year  ending  September  2S,  1826.  This  fact  is  derived 
from  high  personal  authority  and  an  Investigation  of  the  record  at  tlie  time  of  the  trans- 
action, and  now  in  the  possession  of  Charles  8.  Rankin,  of  Pevely,  Jefferson  eoanty, 
Mo.  From  other  evidence  derived  from  the  same  source,  it  appears  that  the  northeni 
third  of  this  lode,  in  1832,  was  yielding  ore  at  the  rate  of  666,666  pounds  yearly;  and 
those  who  are  most  familiar  with  these  mines,  and  especially  with  the  superior  yield  of 
the  middle  one-third  pajtly  described  by  Litton,  estimate  their  production  dnring  the 
thirty  years  from  1824,  atlO,000,000  pounds. 

The  Mammoth,  the  Tarptey,  Gopher,  Piattin  and  other  mines  of  Jefferson  county, 
which  have  produced  several  millions  of  pounds,  according  to  Litton,  must  likewise  be 
considered;  also,  the  mines  of  Crawford  and  of  Newton  and  Jasper,  as  above  stated, 
and  their  production  added ;  and  further,  it  ahonld  be  observed  that  the  production  of 
the  rich  mines  of  Golconda,  Valle  and  Slsewes,  the  Cove  and  Short  Lode,  Evans,  Mount 
Hope,  Darby,  Virginia  and  others  of  Pranblin  county,  all  discovered  after  the  Report 
of  Schoolcraft  was  made,  was  very  Incompletely  reported  iu  1864,  to  which  year  the 
total  production  of  Franklin  county  was  stated  at  only  1,914,149  pounds,  as  above 
shown ;  while,  during  this  period,  Litton  allowed  the  estimate  of  the  production  of 
10,000,000  pounds  of  ore  from  the  Virginia  Mine  alone.  Also,  it  must  be  remembered 
that  in  the  years  1816, 1817  and  1818,  the  annual  production  of  all  the  mines  was  3,726,. 
666  pounds.  Therefore,  since  all  these  things  are  so,  the  conclusion  arrived  at,  that 
the  production  of  these  thirty-live  years  was  180,000,000  pounds  of  Lead,  is  strongly 
snstmned  by  the  facts  in  the  case. 

The  next  slage  in  the  progress  of  the  history  of  mining  in  Missouri  brings  us  at 
home,  from  the  distance  of  twenty  years  between  1854  and  1874. 

The  facts  of  production  during  this  space  of  time  are  more  easily  attainable,  from 
living  ivitnesses  at  the  mines,  from  merchants  engaged  in  the  trade,  from  the  reports 
of  their  Exchange,  and  mostparttcularly  from  the  records  of  the  railroads  which  bring 
nearly  all  the  Lead  produced  in  the  State  directly  to  the  St.  Louis  market,  and  latterly 
have  kept  a  separate  account,  easy  of  access,  by  which  the  amount  in  pounds  of  the 
different  mineral  productions  for  each  year  can  be  exactly  determined. 

By  the  use  of  the  latter  means  in  1870,  when  the  "Sotentilic  American"  of  New 
York  reported  the  annual  production  of  Missouri  Lead  at  less  than  2,000,000  pounds, 
the  problem  was  proved  with  mathematical  precision  that  the  production  of  Missouri 
Lead,  during  the  year  ending  June  1, 1870,  was  13,6(>8,000  pounds. 
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Here,  the  process  Of  arriving  at  the  desired  estimate  may  be  shorter  and  even  moi-e 
reasonable  than  that  previously  employed. 

Take  the  average  annual  production  determined  for  1854,  aod  by  addiiiji:  it  to  that 
still  more  accurately  determined  for  1870,  the  sum  amounts  to  18,000,000  pounds.  One- 
half  of  this  amount,  0,000,000  pounds,  represents  the  theoretical  average  annual  pro- 
duction from  1851  to  1870.  Extend  the  application  of  this  average  to  the  end  of  1873, 
and  the  result  gained  is  that  the  total  amount  of  production  of  Miasoitr)  Lead,  dur'tng 
the  twenty  years  from  1854  to  1874,  reached  180,000,000  pounds,  which,  by  a  singular 
coincidence,  is  exactly  equal  to  the  estimate  of  total  production  during  the  thirty-flve 
years  preceding  1854,  and  whicli  result,  theoretically  deduced,  is  firmly  corroborated  by 
practical  facts  too  numerous  to  mention,  which  may  be  introduced  !n  evidence  hereaf- 
ter— many  of  them  being  presented  in  the  body  of  this  volume,  and  a  few  very  signifi- 
cant ones  added  to  tbis  Appendix. 

Although  the  supply  has  vastly  increased  yet  the  demand  has  surpassed  the  sup- 
ply, and  the  price  has  risen  from  4  to  7  cents,  where  it  ranged  a  long  while,  and  fi:e- 
quently  rose  liir  higher  during  this  term,  reaching  10  cents  In  1864,  and  ended  at  6 
cents  i>er  poiind  December  81, 1873. 

Taking,  therefore,  7  cents  as  a  moderat*  average  figure,  it  follows  that  the  aver- 
age annual  value  of  the  Lead  produced  in  Missouri,  during  this  term,  was  $030,000,  and 
that  the  total  value  dnring  the  20  years  was  $12,600,000,  But  the  value  of  the  total  pro- 
duction, preceding  1854,  was  shown  to  be  $11,009,500;  therefore,  by  adding  these  val- 
ues and  omitting  the  fraction  of  a  few  thousand  dollars,  a  demonsti'ation  is  presented 
which  is  doubtless  somewhat  within  the  bounds  of  the  reality,  showing  the  total  value 
of  Lead  produced  in  Misssouri  during  the  134  years,  from  1720  to  1874,  was  $23,600,000 ; 
and,  in  the  same  way, by  addingthe  qnantitiesdevelopcd— 267,190,000 and  180,0)0,000— 
and  omitting  the  final  fraction,  the  amount  of  Lead  produced  in  Missouri  during  tlie 
century  and  a  third,  from  1720  to  the  present  year,  is  shown  to  be  447,000,000  pounds. 

In  conclusion  of  these  notes  on  the  history  of  mining  in  Missouri,  so  far  as  they 
relate  to  tbe  Lead  business,  a  few  more  items  of  evidence  may  be  adduced  to  show  the 
rapidlyrising  power  and  honor  gainedfor  Missouri  in  the  ranks  of  the  United  States, 
by  plying  the  energies  of  the  people  to  mining  and  other  congenial  industrial  interests. 

The  United  States  Census  of  1S70,  with  all  its  erroi-s  against  the  credit  of  our  , 
State,  acknowledges  that,  in  the  production  of  Lead,  Missouri  has  as  many  establish^ 
ments  as,  and  more  capital  invested  than  aU  the  rest  of  the  Unlt«d  States— all  the 
United  States,  by  this  authority,  having  62  and  Missouri  31  establishments ;  and  the 
capital  invested  in  the  Missouri  Pig  Lead  works  being  stated  at  $1,428,600,  although 
Mine  LaMotte,  one  of  the  largest  Lead  works  in  the  United  States,  was  omitted  from 
both  the  number  and  the  capital  Invested ;  and  the  total  capital  invested  in  the  Pig 
Lead  works  of  ail  the  United  States  was  put  at  only  $2,181,600 ;  and  further,  in  the  yeai- 
1870,  when  the  Scientific  Amej-ican  of  New  York,  as  above  mentioned,  reported  the 
Lead  product  of  Missouri  at  less  than  2,000,000  pounds,  and  the  United  States  Census 
stated  it  at  8,794,000;  the  railroads  of  Missouri,  which  are  the  best  authority,  proved  that 
the  amount  of  Pig  Lead  freighted  by  them  from  the  furnaces  of  Missouri  to  market, 
duringtheyearendingjunel,  1870,  was  13,658,000,  and  during  the  year  ending  De- 
cember 31, 1870,  was  14,128,725  pounds,  and  finally  the  raCroads  pi-ove  that  the  produc- 
tion of  Missouri  Lead  in  1871  was  13.676,883,  and  in  187S,  was  27,676,320  pounds,  being 
an  increase  of  more  than  100  per  Cent,  in  the  last  two  years. 
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MIHSOUKI    LEAD. 

Prices  DureisG  30  Years  at  St.  Louis, 

Tabic  of  average  price  of  Lead  per  lOO  poHnds  for  30  years,  from  1874  to  ISii,  as 
deteTmiiied  i)y  Henry  Cobb,  on  data  derived  from  various  sources,  especially  from 
Messrs.  Chadbouni  &  Porster,  of  the  St.  Louis  81iot  Tower  Company,  the  Merchants' 
Exchange,  the  "Missouri  Republican, "  and  the  "  Western  Journal  and  Oiriiian  :" 


Year. 

Price. 

Year. 

Price. 

1873 

$6  87J 

18i>(- 

$  5  20 

1872 

6  87i 

1857 

0  001 

1S71..H 

7  00 

165. 

^,  22 

5  74i 

6  11) 

1860 

8  75 

1854 

0  00 
9  00 
10  00 

1851 „ 

4  2SJ 
4  60 

TJf^ 

10  00 

18^0 

1804 

1    60 

ISIO 

4  07 

ISG 

.«> 

1848 

368 

ISC 

(   oO 

184 

a  71 

I'iCl 

02 

IbiC 

3  42} 

3  304 
3  02i 

a  25 

MISSOURI    LEAD. 
Quantity  and  Value  Pboduced  Dueikq  o  Yeaks. 


According  to  the  circular  dated  January  2,  1874,  of  Messrs.  Ferd.  F.  Eozier  &  Co., 
mercbants  of  St.  Louis,  and  large  dealers  iu  Pig  Lead,  the  quantity  of  Missouri  Lead 
prodnced,  ea«li  year,  for  five  years,  from  1874  to  1869,  is  stated ;  and  according  to  the 
fi^;ures  gaiued  in  the  price  table  with  these,  the  quantity  and  value  of  Missouri  Lead, 
produced  each  yeai"  for  Ave  years,  is  shown  on  the  following  table : 
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Years. 

Pounds. 

Value. 

27,676,820 
'>0  4'"  120 
Vi  676  883 
14  T*"?  7''5 
1     J      9  5 

$  1,902,747 

1,404,361 

957,881 

1,024,322 

],I3i,i!47 

IT" 
1  n 
If  0 

loi      Tf    s 

'^S  8      0  a 

1  0,423,171 

"WHITE    LEAD     WORKS     OF    ST.    LOUIS. 

"When  Pig  Lead  ia  brought  to  market  it  is  turned  into  bar,  sheet,  pipe,  shot, 
plumbing  and  white  lead,  and  a\l  these  industries  are  driven  energetically  at  St.  Louis, 
the  wliite  lead  business  being  tlie  leading  branch,  with  worl;a  of  a  capacity  and  com- 
manding influence  misurpasaect  by  any  others  in  the  United  States,  although  neither 
the  wliite  lead  nor  the  lead  paint  of  St.  Louis  is  mentioned  in  tlie  census  of  1870,  while 
the  vaiueof  their  productions,  tiie  same  year,  amounted  to  $1,768,777. 

The  white  lead  works  of  St.  Louis  deserve  further  noUce  than  can  be  bestowed  on 
them  here,  where  the  object  ia  to  present  merely  a  staUaticai  table  of  their  producljoii 
from  data  furnished  mainly  by  the  Collier,  "White  Lead  and  Oil  Company  and  the 
Southern  "White  Lead  and  Color  "Works. 

"WiuTE  Lead  Productios  op  St.  Louis  in  ]873. 

Number  of  establisiiments 4 

Hands  employed 352 

Capita!  invested §1,850,000 

"Wages  paid 257,600 

Cost  of  raw  materials 1,450,000 

Annual  value  of  product 2,228,000 

To  which  table  may  be  added  an  item  of  the  capacity  of  these  works  for  yielding 
white  lead,  yearly,  to  the  value  of  $3,250,000. 

SHOT,,    PIPE,    SHEET    LEAD,    Etc. 

The  St.  Louis  Shot  To'ver  has  turned  out  about  $9,000,000  since  1858,  producing 
on  an  avei'age  $600,000  yearly,  although  this  establishment  also  was  unmentioned  and 
no  sliot  reported  for  St.  Louis  in  the  census  of  18S0  and  none  in  1870. 

The  two  establish meuts  of  Pipe  and  Sheet  Lead  in  St.  Louis  yield  producis 
amounting  to  an  annual  value  of  $200,000. 

"Without  including  the  Plumbing  business,  in  whicli  tlie  article  of  Lead  is  estcii- 
sively  used,  a  reasonably  comprehensive  and  minute  view  of  the 

Lead  Industry  of  St.  Lotiis, 
Based  on  the  raw  materials  of  the  mines  of  Missouri,  is  here  presented  :  by  which  It 
appears  that  the  yearly  increase  of  permanent  wealth  from  this  source  amounts  to 
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$1,882,424 ;  which  rlvulfit  Of  tribute,  together  with  the  annual  scores  of  millions  flow- 
ing from  a  hundred  Itiiidi'ed  streams  of 

Other  iNDUsriiiEa  of  St.  Louis  : 

Flour,  Pork,  Lumber,  Iron,  etc.,  amounting,  in  1878,  to  the  value  of  $200,000,000*  is 
kept  at  home,  accumulating  domestic  wealth,  and  filling-  the  treasuries  of  the  people 
with  wages  of  workmen,  cost  of  raw  materials.  Interest  on  investments  and  profits  on 
products ;  thus  insnring  to  St.  Louis  an  independent,  easy,  London  lilte  seat  of  capital. 
Abundant  evidence  is  at  hand  to  prove  that  this  bosiness  has  increased  on  an  av- 
erage fully  10  per  cent,  per  annum  since  1870  ;  a  few  effective  facts,  onocly  one  branch 
of  industry,  being  above  presented,  touching  this  point ;  and,  therefore,  by  simply 
^ding  30  per  cent,  to  the  annual  value  of  products  raaimfactared  in  Ht.  Louis,  accord- 
ing to  the  ninth  census  of  1870,  it  appears  that  the  annual  value  of  products  manufac- 
tured in  St.  Louis  in  J873,  was  $206,389,310. 

•The  Uniled  States  Couetis  of  ISTO,  on  Indnsti-y  uaid  Wtallb,  reporfed  Uie  aiinuol  mnnariictures  of 
bt.  Louis,  asfoUowe  : 

Number  of  eatalilLaliraeats 1,B79 

Hands  eraplojed *0,85il 

Cnpital  inyoated SB0,357,00I 

Wages  of  workmen 2t,2£l,7l7 

Costof  cawmaleciala ST, 333, 252 

AHmiiil  valne  of  prodQcte 158,761,013 
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.DESCRIPTION  OF  THE  LEAD  MINES  IN  UPPER  LOUISIANA. 

COJiSlUKICATRD  TO   OOXGEBSS   NoVBUBEE  8,   3804. 

{E.cli-aeted  from  ths  "  American  Stale  Papers,  "  Fitblic  Lands,  Vol.  i,  p.  ISS.) 
By  messngs  fi-om  the  President  of  the  United  States,  of  iohich  the  following  is  an  eteii-ae 


"The  Lead  mines  m  that temtory{Louisiiiiiii)  offer  so  rich  a  supply  of  that  metal 
as  to  meiit  attention.  The  report  now  couiraunicatcci  will  inform  yoii  of  their  etnte,  , 
and  of  the  necessity  of  immediate  inquiry  into  their  occupation  and  titles." 

St.  Louis,  June  IS,  I804. 

Sib  ;  In  consequence  of  a  rec[uest  made  me  by  Captain  Lewis,  before  he  left  this, 
I  now  do  myself  the  honor  of  enclosing  you  a  copy  of  a  dissertation  on  the  Lead  mines 
in  Upper  Louisiana,  furnished  by  Moses  Austin,  Esq. 

This  gentleman  owns  an  extensive  mine,  situated  about  thirty-eig'hf:  miles  back  of 
Ste.  Genevieve,  wliich  he  has  worked  for  some  yeai-a  past,  and,  from  his  education  and 
experience,  I  conceive  him  to  be  better  calculated  to  give  correct  information  011  tlie 
subject  than  any  other  man  in  this  quarter. 
1  I  am,  sir,  witli  sentiments  of  high  respect, 

Your  very  humble  servant, 

■  AMOS  STODDAKD, 
Captain  and  first  Civil  CB'nmandant  of  Upper  Louisiana- 
of  the  United  Slates. 
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Sir  ;  Agreeably  to  your  request,  I  have  iiniiexecl  a  raernoraiidum  of  the  number, 
extent  and  situation  of  the  lead  mines  in  Upper  Louisiana,  with  an  estimate  of  the  av- 
erage qiialitj'  of  mineral  produced,  and  the  number  of  hands  employed  at  each  mine ; 
with  the  probable  quantity  which  may  annually  be  produced,  when  the  country  be- 
comes populated  so  as  to  afford  workmen  sufficient  to  occupy  the  mines  to  advanlage. 

Names  op  thb  Mikes. 

1.  Mine  a  Burton, 

2.  Mine  a  Eobina, 
8.    Old  Mines, 

4.  Mine  Renault, 

5.  Mine  a  Maneto,  , 
G.    Mine  a  la  Plate, 

7.  Mine  a  Joe, 

8.  Mine  a  Lanye, 

9.  Mine  a  LaMotte, 
10.  Mine  a  Qerbore. 

1,  The  Mine  a  Burton,  situnted  thirty-eight  miles  west  north-west  of  Ste.  Gene- 
vieve, was  discovered  by  Francis  Burton,  about  the  year  1763,  onaforkof  GraiidHiver,* 
tenmilesfromitsjwnetion  with  the  m^aEiver,  after  which  it  takes  the  name  of  Ren- 
ault's Fork  of  the,  Meramee,  and  unites  with  that  lliver,  about  twenty-flve  miles  above 
its  junction  with  the  Mississippi.  Pourche  Renault  la  navigable  in  the  spring  season, 
within  ten  miles  of  the  Mine  a  Burton.  In  the  year  1798,  a  concession  of  one  league 
In  superficies,  comprehending  about  one-third  partpf  the  mine,  (on  condition  he  should 
erect  a  smel ting-furnace,  and  establish  a  lead  manufacture,)  was  granted  to  Mr.  Austin, 
alt  of  which  he  has  carrried  into  execution.  Francis  Burton,  also,  obtained  a  grant  of 
four  acres,  as  a  compensation  for  the  discovery. 

There  is  a  small  village  at  this  place,  of  twenty  families,  who  cultivate  a  little  land 
near  the  mines,  bnt  have  no  concessions.  Two  grlst-mlUs,  with  a  saw-mill,  furnish  the 
inhabitants  with  grinding  and  plank. 

The  greatest  part  of  the  workings  at  Mine  a  Burton  ai'e  in  an  open  prairie,  which 
rises  nearly  a  hundred  feet  above  the  level  of  the  Greek.  The  mines  may  he  said  to 
extend  over  two  thousand  acres  of  land  ;  but  the  principal  ■workings  are  within  the 
limits  of  one  hundred  and  sixty  acres ;  and  perhaps  no  part  of  the  world  furnishes 
Lead  ore  in  greater  quantities  and  purity.  The  mineral  is  found  within  two  feet  of  the 
surface  of  the  earth,  and  It  Is  seldom  the  miners  dig  deeper  than  ten  feet ;  not  that  the 
mineral  discontinues,  but  because  they  find  it  troublesome  to  ralseltoutof  the  ground; 
the  French  miners  being  unacquainted  with  the  utility  of  machinery,  and  generally 
are  able  to  procure  plenty  nearer  the  surface. 

The  mamier  in  which  the  mines  have  been  wrought  renders  it  impossible  to  deter- 
mine whetherthemineraltermiftatesiiiregHlarveinsornot;  for  when  the  miner  finds 
himself  ten  or  twelve  feet  below  the  surface,  Ills  Inexperience  obliges  him  to  quit  his 
digging  and  begin  anew,  notwithstanding  the  appearance  of  mineral  may  be  good. 
Thus,  one-half  his  Ume  is  taken  up  in  sinking  new  holes  or  pits. 

The  mineral  Is  of  two  qualities,  gravel  and  fossil  mineral.  The  gravel  mineral  is 
found  immediately  under  the  soil,  intermixed  with  gravel,  in  pieces  from  one  to  fifty 
pounds  weight  of  solid  mineral.   After  passing  through  the  gravel,  which  Is  commonly  ■ 

•  Now  cnlled  Big  Kive!-. 
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from  three  to  four  feet,  ia  fomicl  it  Saud-roek,  which  is  easily  brolten  up  with  a  pick,, 
and  when  exposed  to  the  air  ea^ly  crumbles  to  a  fine  sand.  This  rock  also  continues 
five  or  six  feet  and  eont^ns  mineral  nearly  of  the  same  quality  as  [he  gravel ;  but  min- 
eral of  the  flrat  quality  is  found  in  a  bed  of  red  Clay,  under  the  Sand-rock,  in  pieces 
troBi  ten  to  five  hundred  pounds  weight,  on  the  outside  of  which  is  a  white,  gold,  or 
silver-colored  spar  or  fossil,*  of  a  bright,  glittering  appearance,  as  solid:  as  the  min- 
eral itself,  and  in  weight  as  three  to  two ;  this  being  taken  off,  the  mineral  is  solid,  un- 
connected with  any  other  substance,  of  a  broad  grain,  and  what  mineralogists  call 
potter's-ore.  When  it  is  smelted  in  a  common  smelting-furnnce,  it  produces  sixty  per 
cent. ;  and  when  again  smelted  in  a  slag-ftirnaee,  produces  fifteen  jier  cent,  more,  mak- 
injc  cleanly  smelted,  seventy-five  per  cent.  The  gravel  mineral  is  incrnsted  with  a 
dead-gray  substance,  the  eighth  of  an  inch  in  thickness;  has  small  veins  of  Sulpltur 
through  It,  and  will  not  produce  more  than  sixty  per  cent,  when  cleanly  smelted. 

When  1  first  knew  the  Mine  a  Bm-ton,  la  the  year  1797,  the  French  smelted  their 
mineral  in  stone  furnaces,  somewhat  similar  to  Lime-idlns.  At  the  bottom  they  put  a 
floor  of  the  largest  logs  to  be  found,  setting  smaller  ones  around  the  sides  of  the  fur- 
nace. In  a  furnace  tlius  arranged,  is  put  from  three  to  five  thousand  pounds  weightof 
mineral;  and  a  lire  being  lighted  under  the  bottom  of  the  furnace,  is  kept  up  until  the 
mineral  is  entirely  smelted,  burnt  or  lost  in  the  ashes.  In  this  way,  each  miner  smelted 
his  own  mineral ;  extracting  about  three  hundred  and  fifty  pounds  of  lead  from  each 
one  thousand  pounds  weight  of  mineral ;  but,  since  my  works  have  been  established, 
they  have  found  it  more  advantageous  to  sell  their  minei'al  than  to  smelt  it  themselves. 

In  the  year  1798,  there  were  twenty  Preach  furnaces,  but,  in  1802,  one  only  was 

The  time  for  working  the  mines  is  from  Auguat  to  December.  After  harvest,  the 
inhabitants  of  Ste.  Genevieve  and  New  Bourbon  resort  to  the  mines ;  the  rich  send  their 
negroes,  and  the  poor  class  depend  on  tlie  mines  to  furaish  them  with  Lead  to  pur- 
chase all  Imported  articles.  From  the  middle  of  August  to  the  fifteenth  or  twentieth 
of  December,  there  are  from  forty  to  fifty  men  employed  in  digging  mineral ;  the  re- 
mainder of  the  year  hut  little  mineral  is  drawn  from  the  mines,  and  but  few  hands  em- 
ployed. Prom  the  year  179S  to  the  year  1803.  the  average  quantity  of  mineral  may  be 
stated  at  five  hundred  and  fifty,  or  six  hundred  thousand  pounds,  French  weight,  each 
year;  procured,  mostly  in  four  months,  by  not  more  than  fifty  men.  The  same  number 
of  hands  employed  Uie  year  round  would  produce  at  least  fifteen  or  sixteen  hundred 
■  thousand  pounds,  making  proper  allowance  for  spring  rains.  From  the  extent  of  the 
mines  one  tliousand  men  might  be  employed  to  equal  advantage. 

2.  Mine  a  Robina,  two  miles  east  south-east  of  the  Mine  a  Burton,  was  discovered 
about  the  same  time.  This  mine  has  not  been  wrought  for  many'years,  until  the  last 
season ;  a  few  experiments  were  made  and  a  small  quantity  of  mineral  raised.  The 
old  diggings  are  not  extensive,  although  it  Is  said  large  quanUties  of  mineral  were 
drawu  from  the  mines  on  its  first  discovery.  It  is  public  property,  and  there  is  every 
reasonto  believe  will  become  advantageous  when  the  popidation  of  the  country  shall 
afibrd  workmen  to  open  and  work  the  mines, 

3.  Old  Mines,  so-called  from  being  discovered  many  years  before  the  Minea  Bui'- 
ton.  It  is  said  the  Old  Mines  were  opened  and  wrought  by  Mr,  Eeuault,  about  the 
year  1723,  when  he  explored  this  country  for  the  famous  Law  and  Company.  It  is  sit- 
uated five  miles  north-east  of  the  Mine  a  Burton,  on  the  discovery  of  which  it  was  aban- 
doned, mineral  being  found  In  great  abundance  at  the  new  mines.  The  Old  Mines  re- 
mained In  this  situation  until  February,  1802,  when  fifteen  French  families  made  a  set- 

•  This  mineral  (a  fossil  as  he  calla  it.)  ia  nndonbtedly  Heavy  Spai^aulphaCe  of  Baryto. 


„Google 


AUSTIS — LBAD  BUNES    UPPER  LOTISIANA.  689 

Element  near  the  mines,  and  have  formed  a  village,  since  whicli  tlia  mines  have  been 
opened,  and  tiie  last  year  produced  three  hundred  and  sixty  thoaaand  pounds  weight 
of  mineral  of  au  excellent  quality,  not  Inferior  t«  the  best  produced  at  the  Mine  a  Bur- 
ton. A  Gcold-eolored  fossil,*  similar  to  that  found  at  the  Mine;a  Burton,  is  also  con- 
nected with  the  mineral  taken  from  this  mine, 

The  prospect  of  obtaining  immense  quantiUes  of  mineral  from  the  Old  Mices,  i» 
at  present  very  flattering,  and  there  is  not  the  least  doubt  of  there  being  as  extensive 
astlieMihe  a  Burton.  The  present  worliings,  with  the  old,  include  about  one  hun- 
dred acres  of  land.  The  mines  are  elevated,  and  may  be  easily  drained  to  the  depth  of 
a  hundred  feet. 

In  the  year  1T99,  a  grant  for  four  hundred  acres  of  Ian  J  was  obtained,  and  sur- 
veyed in  1800,  but  includes  no  part  of  the  workings ;  therefore,  the  mine,  with  the  ad- 
jacent lands,  excepti]ig  that  concession  may  be  considered  public  property.  No  smelt- 
ing furnace  iiaa,  as  yet,  been  erected  at  this  place,  except  a  French  one — most  of  the 
mineral  being  transported  to  the  Mine  a  Burton  to  be  smelted.  The  gi-eatest  number 
of  hands  employed  at  the  Old  Mines,  at  any  one  time  since  the  lalfl  establisliment,  has 
not  exceeded  twenty-five  or  thirty,  and  those  only  for  a  few  months.  It  is  not  improb- 
able that  the  space  between  the  Old  Mines  and  the  Mine  a  Burton  may  produce  min- 
eral in  as  great  abundance  as  either  of  the  mines.  The  Foueohe  llenault  is  navigable 
within  seven  miles  of  this  mine. 

4.  Mine  Eenault,  situated  six  miles  north  of  the  Miue  a  Burton,  on  a  creek  of  the 
same  name.  Little  can  be  said  relative  to  this  mine,  it  not  having  been  wrought  for 
more  than  seventy  years,  h«t,  l^om  information,  and  the  extent  of  the  diggings,  a  large 
quanljty  of  mineral  was  drawn  from  it.  It  was  discovered  and  opened  hy  Mr.  Renault- 
about  the  yeai*  1724-5,  with  an  espectaUoii  of  finding  Silver  ore.  The  country  near  the 
mine  is  hilly  and  broken.  It  is  supposed  that  Benault's  concession,  granted  by  the 
King  of  Franco,  if  ever  it  should  be  brought  forward  will  comprehend  the  mine. 

The  mineral  drawn  from  these  mines  is  of  agood  quality,  generally  found  in  Lime 
stone  roek,  in  regular  veins,  and  is  said  to  be  InexJiausUble.  I  know  of  no  reason  why 
they  have  been  so  long  neglected,  unless  1  attribute  it  to  the  discovery  of  mines  nearer 
the  settlements,  and  the  small  number  of  worlsmen  to  carry  them  on.  As  they  are 
within  ten  miles  of  navigation,  by  the  Fourche  Renault,  great  expectations  of  their  util- 
ity to  the  public  may  justly  be  entertained. 

5.  Mine  a  Maneto,  or  American  Mines,  on  Grand  River,*]-  was  discovered  and 
opened  in  the  month  of  October,  1799,  by  the  Americans  settled  on  Grand  Iliver,  ts  eit- 
oated  twelve  miles  east,  south-east  of  Mine  a  Burton.  The  appearance  of  the  mines 
being  very  flattering,  a  plan  was  executed  by  Messrs,  Valle  and  Pratt,  of  Cite.  Ueue- 
vieve,  to  dispossess  the  Americans  of  the  privilege  allowed  in  such  eases,  of  four  acres 
in  superficies,  as  a  compensatiou  to  the  discoverers  of  mines.  In  1803,  Mr,  Pratt  brought 
forward  two  concessions,  one  for  himself,  ot  one  thousand  acres,  the  other  in  the  name 
of  his  son,  a  minor,  lor  eight  hundred  acres.  In  consequence  of  Ihese  concessions,  the 
Americans  have  been  excluded  from  the  mines. 

The  Mine  a  Maneto,  fVom  its  flat  position,  will  not  admit  of  deep  mining,  the  wa 
ter  rising  at  the  depth  of  fifteen  feet,  and  the  shuation  is  such  it  cannot  be  drained. 
The  mineral  is  found  within  two  or  three  feet  of  the  surface  of  the  earth,  in  a  soft,  gray 
Limestone  roek,  in  small  particles.  The  rocli  lies  in  a  horizontal  position,  in  sheets  of 
live  or  six  inches  in  thickness.  Two  or  three  layers  of  this  roek  are  found  one  under 
the  other ;  between  each  is  a  layer,  either  of  Clay  or  mineral,  one  or  two  inches  thick, 
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most  commonly  mineral.  In  places  wbure  the  rock  will  admit  of  sinbiog  eight  or  ten 
feet,  the  mineral  is  found  la  thin  flakes,  covered  with  an  Iron  colored  rust.  Before  tlie 
mineral  can  be  smelted,  it  requires  to  be  pounded  and  washed ;  after  passing  through 
this  operation,  out  of  one  thousand  pounds,  as  it  is  taken  from  the  mines,  three  or  four 
hundred  only  is  found  to  be  mineral.  Notwithstancling  this  additional  labor,  the  ease 
and  facility  with  which  the  mineral  is  procured  would  leave  a  handsome  profit  in  tho 
hands  of  experienced  workmen ;  but,  to  the  present  holders,  yields  but  little.  There  is 
not  the  smallest  appearance  of  the  Maroasite  to  be  found  in  these  mines.  The  land  car-, 
riage  to  8te.  Genevieve,  from  the  Mines  a  Maneto,  is  about  twenty-six  miles. 

6.  Mine  a  la  Plate,  situate  on  a  river  of  that  name,  about  two  miles  from  its 
junction  with  Grand  River,  and  eighteen  miles  south-east  from  the  Mine  a  Burton,  was 
discovered  in  October,  1799,  by  an  American ;  but  the  injustice  done  the  settlers  at 
Grand  River,  in  the  affaii'  of  the  Mine  a  Maneto.  discouraged  those  concerned  in  the 
discovery  from  mailing  aoy  great  attempts  to  open  and  improve  it.  In  1800,  thirty 
thousand  pounds  weight  of  mineral  was  drawn  from  this  mine  by  two  Americans,  ob- 
tained near  the  surface.  The  mineral  assumes  the  appearance  of  regulai'  veins,  and 
there  is  not  adoubt  but  that  this  mine  vrill  be  very  productive.  A  Silver-colored  fossil  is 
found  at  this  mine,  but  not  in  such  quantities  as  at  the  Mine  a  Burton.  The  mine,  at 
present,  is  unoccupied,  for  thereasons before  menijoned,  and  will  remain  so  untila  more 
favorable  moment.  The  land  carriage  from  the  mine  to  Ste.  Genevieve,  is  .about  twen- 
ty miles.    Tho  mine  may  be  considered  as  the  property  of  the  public, 

7,  Mine  a  Joe,  on  Grand  Kiver,  about  four  miles  from  the  Mine  a  la  Plate,  and 
(onrteen  south-east  of  the  Mine  a  Burton,  was  discovered  by  Messrs.  Baker  and  Ally, 
American  settlers  at  Grand  River,  in  September,  ISOl,  but  was  taken  fl'om  them  in 
1802,'  by  one  of  those  acts  of  Injustice  not  uncommon  in  absolute  governments. 

While  Messrs.  Baker  and  Ally  wore  suffered  to  work  the  mine,  tbey  obtained  min- 
eral in  abundance,  but  since  it  has  been  in  the  hands  of  the  present  holders,  it  has 
produced  but  little.  This  mine  is  said  to  be  private  property,  which  renders  it  difficult 
to  ascertain  its  extent  and  richness,  but,  from  circumstances,  it  Is  supposed  not  to  be 
very  extensive.  The  mineral  is  found  in  pieces  of  several  hundred  pounds  weight,  pure 
and  solid. 

8.  Mine  a  Lanye ;  this  mine  is  situated  six  miles  west  of  the  Mine  a  Joe,  and  six- 
teen miles  south,  south-east  of  the  Mine  a  Burton.  It  was  discovered  about  the  year 
1795,  and  bears  the  name  of  its  discoverer.  The  mine  has  not  heen  much  wi-ought, 
and,  from  what  I  can  learn,  never  produced  any  large  quantity  of  mineral.  It  is  not 
in  much  repute,  and  at  present,  is  unoccupied. 

0,  Mine  a  ia  Motte,  is  situated  on  the  waters  of  tlie  ELver  St.  Francois,  six  miles 
from  the  main  river,  and  thirty  south  south-east  of  Ste.  Genevieve,  was  discovered  by 
Mr.  Renault  about  the  year  172S  or  1724,  who  made  an  exploration,  but  finding  no  Sil- 
ver ore,  he  abandoned  it.  About  the  year  1723,  a  man  by  the  name  of  LaMotte  opened 
and  wrought  the  mine,  after  whom  it  is  called. 

Mine  a  la  Motte  differs  in  every  respect  from  the.mlnes  on  Gmnd  River  and  its 
vicinity.  The  situation  Is  flat  and  low ;  the  water  bad  and  unhealthy.  The  mineral  is 
found  in  regular  veins,  from  two  to  four  feet  solid.  Five  of  the  veins  have  been  opened 
and  wrought.  They  are  found  withm  four  feet  of  the  surface,  with  a  declination  of 
about  forty-five  degrees,  but  cannot  be  mined  deeper  (on  account  of  water)  than  twen- 
ty-five feet,  and  to  that  depth  only  in  the  dry  season. 

The  mineral  is  of  a  fine  steel  grmn,  said  to  contain  fifty  ounces  of  Silver  to  a  ton 
of  Lead,  and  is  highly  charged  with  Sulphur.  Notwithstanding  the  French  inhabi- 
tants of  this  country  have  followed  the  mining  business  upwards  of  eighty  years,  yet 
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tliey  have  not  advaueed  in  tlie  art  of  smeltins  a  step  beyond  theii'  ancestors ;  the  meth- 
ods they  pursue  bespeak  their  surprising  ignoranc*. 

As  the  Mine  a  la  Motte  differs  from  those  already  deaeribecl,  so  does  their  mode  of 
smelting.  The  first  process  is,  by  deposiUng  the  mineral  in  a  pile  of  logs,  after  the 
manner  sea  shells  are  buraed  to  Lime  ;  the  piles  being  set  on  fire  and  consumed,  the 
quantity  of  Lead  produced  is  five  per  cent  It  is  then  put  into  a  furnace  of  stone,  such 
as  before  described ;  from  this  pi-ocess,  if  well  attended,  fs  produced  fifteen  per  cent, 
more.  After  this  second  burning,  they  consider  the  mineral  in  a  proper  state  for  smelt- 
ing ;  therefore,  collecting  it  from  the  ashes  they  again  put  it  into  the  furnace,  arranged 
.  trith  logs  at  the  bottom  and  sides,  and  make  an  end  to  smelting.  From  the  last  pro- 
cess they  commonly  obtain  about  filteen  per  cent,,  making  thirty-five  per  cent,  the  great- 
'Bfit  quantity  obtained. 

At  the  Mice  a  LaMotte  is  also  found  in  beds  what  miners  call  Gravel  Mineral,  be- 
cause it  is  found  intermixed  with  the  Soil  lUce  fine  gravel,  in  particles  from  the  size 
of  a  pin's  head  to  that  of  ahiekory  nut  This  mlneral,after  an  imperfect  washing,  la 
put  into  a  furnace  where  It  is  suffered  to  melt  into  a  slag,  no  attempt  being  made  to  cre- 
ate a  fluxility  of  the  metal  from  the  dross.  It  is  then  put  into  a  furnace  not  unlike  a 
miller's  hopper,  with  a  grate  at  the  bottom.  Underneath  a  fire  is  lighted,  and  contin- 
ued unUlthe  slags  are  all  melted  and  a  partial  fluxion  effected.  This  mode  of  smelt- 
ing produces  about  250  pounds  of  Lead  to  1,000  of  mineral.  Notwitiistaiidiiig  the  im- 
mense loss  In  smelting,  the  richness  of  the  mines  and  the  small  expense  of  obtaining 
the  mmeral,  leaves  an  astonishing  profit  to  the  proprietors.  I  found  by  experiments, 
that  the  mineral  in  the  hands  of  skilful  smelters  will  produce  SO,  and  some  of  the  veins 
.70  per  cent. 

About  the  year  1788-40,  the  Mine  a  LiiMotte  was  considered  as  public  property, 
^nd  the  people  In  general  were  allowed  to  work  at  it.  At  that  time  it  furnished  almost 
all  the  Lead  exported  from  fhelllinois ;  but  soon  after  the  discovery  and  opening  of  the 
Mine  a  Burton,  the  Mine  a  LaMotte  was  in  a  great  measure  abandoned,  the  mineral  at 
the  Mine  a  Burton  being  much  easier  melt<;d.  The  Mine  a  LaMotte  is  at  this  time 
claimed  as  private  property,  in  consectnence  of  which  the  inhabitants  in  geueralare  de- 
nied the  privilege  of  working.  Therefore,  the  annual  quantity  of  Lead  is  greatly  re- 
duced. For  the  years  1803  and  1803,  the  quantity  of  Lead  made  at  the  Mine  a  LaMotte 
diduot  exceed  200,000  pounds  weight,  although  about  30  men  were  employed  from 
four  to  six  months  in  each  year.  It  is  evident  that  60  men,  under  a  proper  manager, 
with  a  good  snieltins  furnace,  might  produce  five  or  six  hundred  thousand  pounds 
weight  of  Lead  per  annum. 

It  is  difticult  to  say  what  part  of  the  mine  is  private  property,  but  from  tlie  best 
information  about  50  or  60  acres  have  been  granted  at  different  times.  The  mine,  al- 
though not  so  extensive  as  the  Mine  a  Burton,  is  supposed  to  comprehend  a  much  lar- 
ger boundary  than  what  is  granted  to  ini3ividuals,  and  maybe  of  consequence  to  the 
public.  The  river  St.  Francois  ivill  not  admit  of  navigation  for  a  hundred  miles  below 
the  mines ;  therefore  the  produce  of  the  mines  must  be  tiunsported  by  land  to  Stc.  Gen- 
evieve, which  is  the  nearest  to  water  carriage. 

10.  Mine  a  Gerbore,  on  the  waters  of  the  river  St.  Francois,  18  miles  north  of  the 
Mine  a  LaMotte,  is  also  a  discovery  of  Benaull;  who  made  an  explorementln  1745,  but 
not  finding  Silver  ore,  the  principal  object  of  his  researches,  he  abandoned  it;  after 
whlchitwaswroughtby  aMr.  Aura  and  others,  until  the  Mine  a  Burton  wfts  discovered 
when  it  was  again  abandoned.  The  old  Diggings  are  extensive,  but  the  quantity  of 
Lead  produced.  I  have  not  been  able  to  ascertain.      It  is  said  to  be  equal  to  any  of  the 
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mines  in  tbe  country.    The  uommandant  of  New  Bourbon  has  a 
in  superficies,  compreliending  the  mines. 

GENERAL    OBSERVATIONS. 

Withia  12  months  past,  several  discovei'ii«  have  been  made  near  the  Mine  a  Biir- 
■  ton.  Valuable  Lead  mines  have  likewise  been  discovered  about  200  miles  "up  the  rivei' 
Meramec.  Some  of  the  mineral  I  have  seen,  Is  of  good  quality.  In  short,  tbe  coun- 
try, for  12  or  IG  mites  rouad  the  Mine  a.  Burton,  exhibits  strong  appearances  of  min- 
eral. In  all  the  small  creeks  mineral  Is  found,  washed  down  from  the  hills ;  and  it  is 
not  uncommon  to  And  in  the  draughts,  leading  to  creeks  and  rivers,  and  in  gulleys 
made  by  the  spring  r^ns,  mineral  in  pieces  from  10  to  50  pounds  weight,  brought  down 
by  the  toiTcnts.  Some  hundreds  have  been  collected  Jn  this  way.  No  country  yet 
known,  furnishes  greater  indicatioDS  of  an  inexhaustible  quantity  of  Lead  mineral,  and 
so  easily  obtained.  One  motive  to  render  the  mining  business  generally  advantageous 
is,  that  every  farmer  may  be  a  miner,  and  when  unemployed  on  his  farm,  may  by  a  few 
weeks'  labor,  almoat  at  his  own  door,  dig  as  much  mineral  as  will  furnish  bis  famOy 
with  all  Important  articles.  From  a  view  of  the  Leiid  mines  in  Upper  Louisiana,  it 
may  be  seen  that  nothing  is  wanting  but  an  increase  of  population,  to  augment  tbeir 
produce  to  a  surprising  degree.  It  is  also  evident  there  are  valuable  discoveries  yet  to 
be  made.  It  may  therefore  bo  matter  of  consideration  with  the  Government,  whether 
the  donation  of  four  aeres  in  superfices  to  tlie  disooverei-a  of  mines,  would  not  be  ad- 
vantageous to  be  continued.  The  Spanish  Government  has  also  allowed  the  inhabi- 
tants to  work  on  public  land,  free  from  any  kind  of  tax.  A  continuation  of  this  priv- 
ilege will  exhaust  both  the  mines  and  the  timber,  without  the  least  advantage  to  the 
public.  Ou  the  other  hand,  if  a  heavy  imposition  is  imposed,  it  may  discourage  the 
mining  business ;  yet  the  man  who  can,  with  his  pick  and  shovel,  make  his  $30,  $40, 
and  sometimes  his  JlOO  per  month,  may  well  afford  to  pay  a  small  tax  to  Government. 
The  country  about  tbe  mines  is  broken,  but  not  mountainous,  and  furnishes  tbe 
beat  lacd  lor  cultivation,  and  streams  of  water  sufficient  tor  all  kinds  of  water  works. 
Grand  Eiver  rises  10  miles  south-west  of  tbe  Mine  a  Burton,  and  in  its  course  forms 
nearly  three  parts  of  a  circle  round  the  mines,  and  loses  Its  name  in  the  Fouche  lie- 
uault,  which  is  navigable  to  the  Mississippi.  They  unite  ten  miles  north  of  the  Mine  a 
Burton,  and  it  is  remarkable  that  in  forming  this  circle,  its  distance  from  tbe  mines 
does  not  exceed  14  miles  in  any  one  place.  It  also  furnishes  botli  land  and  water  of  a 
superior  quality,  sufflcientfor  eight  or  nine  hundred  families. 

Thus  situated,  the  time  cannot  be  far  distant  when  the  country  will  furnish  Load 
sufllcient  not  only  for  the  consumption  of  the  United  States,  but  all  Europe,  if  moder- 
ate encouragement  is  given  by  the  Government,  and  protection  against  the  Osage  Indi- 
ans, who  yearly  plunder  tbe  inhabitants. 

The  mines  on  the  waters  of  the  St,  Francois,  are  capable  of  furnishing  vast  quanti- 
ties of  Lead. 

The  Mine  a  LaMotte  has  been  termed  the  Gold  Mine,  as  descriptive  of  its  wealth, 
and  if  under  proper  management  would  verify  the  obaervatiou. 

From  the  annexed  estimate,  it  will  be  found  that  the  gross  produce  of  all  the 
mines  now  occupied,  amounts  to  $36,500.  The  whole  immber  of  workmen  employed, 
including  miners,  smelters,  wood-outters  and  carters,  has  not  exceeded  150  men,  of 
which  number  120  may  be  supposed  to  work  four  months,  and  the  remaining  30  the 
year  round.  From  this  calculation,  it  will  be  found  that  each  man  employed  in  the 
busiuess,  averages  $43  per  month. 
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To  this  may  be  added  the  iiicfeased  value  on  130,000  pounds  weight,  manufactured 
at  the  Mine  a,  Burton  into  shot  and  eheets,  ivhich  makes  the  export  valuation  $40,100 
per  annum,  the  average  produce  for  three  years  past.  Admlltinjr  1,000  men  to  be  era- 
ployed  the  year  round,  at  the  different  mines  now  known,  and  the  quantity  of  Lead 
produced  to  be  in  proportion  to  what  is  now  obtained  by  IBO  men,  a  supposition  by  no 
means  extravagant,  the  proceeds  are  found  to  amount  to  $500,000  and  upward.  This 
calculation,  perhaps,  by  some,  may  be  deemed  incredible ;  but  the  riches  and  extent  of 
the  mine3ju9tlfy  the  eaiculatioa. 

An  estimate  of  ihe  Produce  of  theaeoeral  Miiws. 

Mine  a  Burton,  550,000  pounds  mineral,  estimated  to  produce  G6f,  Is  366,660^ 

pounds  Lead,  at  $5,  is ., $18,888  83 

To  which  add  $30  (on  120,000  pounds  manufactured)  to  each  thousand,  is  3,600  00 

$21,U3i  33 
Old  Mines,  200,000  pounds  mineral,   estimated  to  produce  Cb',     is  1^3,  J3o' 

pounds  Lead  at  $5  per  hundred  weight,  is.. 0,66B  C7 

Mine  aLaMotte,  220,000  pounds  Lead  at  |5  per  hundred,  la  10,000  00 

Suppose  at  all  other  mines  30,000  pounds  Lead,  at  |5,  is..  1  500  00 

Total  amount  is ' :....  $40,100  00 


When  the  manufacture  of  White  and  Bed  Lead  is  put  into  operation,  th(,  export 
valuation  wiU  be  considerably  augmented  on  the  same  quality  of  Lead 

The  folowing  tnble  will  show  the  present  population  of  the  Miiir  a  Bui  ton  and  its 
vicinity : 

7abU. 


Division  oi 

SliTTLBJlBNT. 

4 
h 

n 
f 

i 

B 

1 

WHOLii   Number  of 

ISHAISITA^TS. 

Mine  a  Burton, 

including;    several 

14 
20 

12 

Suppose  each  family  to  con- 
tain 8  persona,  the  whole 

10 

5     ,. 

15 

SO 

27 

64 

In  June,  1799,  when  I  removed  my  family  to  the  Mine  a  Burton,  the  whole  number 
of  Inhabitants  settled  on  the  Grand  Eiver  and  its  ^vaters  did  not  exceed  63  or  64 
persons,  consisting  of  eight  families. 
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N.  B.— Some  late  transaettons,  by  order  of  the  Governor  of  St.  Louis,  if  valid,  will 
oiitirely  change  the  aituation  of  the  public  property  within  ten  miles  of  Mine  a  Burton, 
Surveys  of  ail  tho  lands  worthy  of  notice  have  been  made  with  an  intention  to  include 
every  spot  of  land  supposed  to  contain  mineral.  These  surveys  amount  to  thirty  or 
forty  thousand  acres,  and  have  been  made,  except  in  a  few  instances,  since  the  first  of 
the  present  month. 

The  above  observations  and  estimates  are  as  accurate  as  the  nature  of  things  woultS 
permit  and  the  shortness  of  time  I  have  had  to  collect  information. 

All  of  which  aro  submitted  with  respect. 

MOSES  AUSTIN. 

February  IS,  1804. 
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MBTALIIC   STATISTICS  OF  MISSOHEI. 

[Uniok  MERCnANTs'  ExCHASOE  Eeports  for  1873,] 


Lead— Importations  to  St.  Lords  from  1858  to  ISIS. 


1857 
1S68_ 
1853 

18C1 

1862 

ia63„ 

1864„ 

■From  Circular  of  P.  F.Rr 


Total  pounds. 

ir  s     4sn 

I"  004  400 

21  311    bO 

21  1  0  400 

19  0  )  280 

9  2  0      0 

7,  libi  000 

6,38    blO 

7,44    ''00 

Y.„. 

Total  pounds. 

isr 

q      0  580 

ISfj, 

11  trb  720 

186 

11  Dii4  400 

IfiiS 

14  SbS  840 

1869 

1      ri  240 

1S70 

1«  90a  120 

IS  1 

IS  396  880 

1^ 

•>  961  520 

18 

0  090  050 
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Of  the  foregoing  amount  1,580,1)10  pounds  were  shipped  from  Ualena  ;  809,680 
pounds  from  Oinaiia,  and  20,411,200  pounds  produced  in  Missouri  during  1872. 

From  data  furnished  by  the  different  railroads  we  find  that  the  amount  of  Lead 
shipped  from  their  stations,  within  the  State  of  Missouri,  during  1872,  were  as  follows  : 


Station. 

COCN'TY. 

POUNWH. 

Total. 

By  the  Atlantic  and  Pacific  K.  E. : 

From  Gnnby 

New  toi3_ 

„  760  000 

Prom  Caithagi 

Ji  pei 

I  160  000 

JRy  the  Iron  Mountain  1     1 

From  Desoto 

Jcifusoii 

7H.   too 

From  Vmeland- 

14-;  090 

From  Black  well 

110  080 

From  Potosi 

Ba'.inn^ton 

1   i07,48o 

From  Hopewell 

193,740 

FromCtdet 

i  7fl  S70 

From  Mmen!  Point 

15  870 

2,829,775 

8,270,135 

By  the  Missouri  Padfic  K.  11. : 

Cole 

120,000 

360,000 

9,311,385 

^,871,620 
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Zini;  Ore,  in  form  of  Carbonate  of  Zinc,  often  mixeii  witli  tlie  Silicate  and  Snlpbu- 
t,  was  shipped  Co  St,  Lonls  from  tiie  following  stations  r 


SlATIOK, 

County. 

Founds, 

ton 

3,230,000 

"Whicli  total  ec[uals  5,171  and  1710-2210  tons  of  3,240  poiinils  or  5,793  and  750-2000  of 
2,000  pounds.  Of  these,  nearly  5,000  tons  wore  smelted  for  Zinc,  giving  1,727,450  pounds, 
or  an  average  yield  of  34  per  cent.,  while  the  rest  was  used  in  the  manufacture  of  Whit& 
Oxide  of  Zinc. 


Bwrytea,  naed  In  the  manufacture  of  White  Lead,  i 
Iron  llouut^n  Railroad  as  follows : 


,^  shipped  to  St.  Loni.s  by  the 


From  Vineland 

From  Black  well 

From  Cadet 

FromPotosI 

From  Mineral  Point..,, 


,208,250 
62,200 


33,000 
197,050 


Total  for  1872.., 


Which  equals  4,059  and  1265-2240  tons  of  2,240  pounds  each,  or  5,213  and  3420-2000 
tons  of  2,000  pounds  each. 
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Pig  Iron  produced  and  shipped  to  St.  Loi 


COUJiTY. 

Tons  op  2,2iO  i.iiS. 

Tons  of  2,000  r.ns. 

Tons. 

Pounds. 

Tons. 

Pounds. 

G,742 
3,109 

22,000 
23,000 
0,400 

14,750 

3,176 
7,530 
3,481 

24,640 
94,610 
7,168 

16,620 

1,45*J 

St.  Louis : 

4.  South  St  Louis  Iron 

59,030 

87,176 

From  tUls   amount  was   ex- 

55,930 
21,907 

62,641 
2-4,535 

050 
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Iron    Ore  brought  to  tit  Louis  during-  the  month  «f  Decomber,  being  a 
l)roxUna6e  eaUmate,  except  Iron  Mountain  and  Pilot  Knob : 


By  the  Atlantic  and  Paciflc  Kailroad : 

Ironridgo  - 1'1,6-17     16,628  1,280 

Leasbur^ 32e  1,100     j  367  ],720 

St.  James 

Taylor's.- 

Burkland „ 

Beaver 

Kelly's 

Hancock 

By  the  Iron  Mountain  EaUroad: 

Iron  Mountain '      2G4, 28i  SiiO  295,098  1,010 

Pilot  Knob '       12,272  830  13,744  1,010 

Cornwall [  2,626  MO  2,041  1,150 

Marc[iiand 

Marble  Hill 


Predericktown 

SO 
17 

1,340 
1,300 
1,930 

!!0 
20 

140 

Giving  for  1872  a  total  shipmennt  of 

280, 123 

640 

359,434 

312 

Two  hundred  an  fl  ninety-ono  thousand  two  hundred  tons,  each  2,000  pounds,  of  ore 
were  exported  aiici  the  ore  necessary  for  producing  the  87,000  tons  of  pig  Iron  made  in 
Missouri  was  about  122,000  tons  {taking  60  per  cent,  aa  tbe  average  yield);  the  whole 
amount  of  Iron  ore  mined  in  Missouri  then  cannot  be  less  than  509,200  tons,  each  2,000 
pounds,  equal  to  4&4,643  gross  tons,  each  2,210  poundB. 


,v  Google 


APPENDIX    D. 


MINERAL    SPIUNUS. 


BY    G.    C,    JiROADHEAD, 


This  does  not  preteud  to  be  a  ftill  description  or  to  be  a  lull  list  of  Mineral  Springs 
— otiters  are  incladed  in  couaty  reports,  and  there  are  stUI  others  which  we  have  not 


IKON    OK    CHALYBEATE    SPRINGS. 

These  may  be  seen  flowing  from  Drift  Sands  or  else  chiefly  Sandstones.  Sevcrai 
fine  sprLigs  were  observed  at  Bird  Pbicb's,  on  Kamsey  Creek,  Pike  county.  One 
indicated  the  presence  of  considerable  Iron;  others  Itad  a  pleasant  but  no  particular 
mineral  taste,  while  others  were  inaeoesslble  on  account  of  the  marshy  character  of  the 
j;round.  Tlie  water  from  one  is  said  to  act  on  the  kidneys,  another  to  be  beneficial  to 
dyspeptic  persons.  The  ueigbboring  ground  Is  low  and  flat,  and  no  beds  of  rock  are 
seen  nearby.  Prom  this  "flat"  the  country  spreads  off  into  rich,  rolling,  heavily  tim- 
bered, beautiful  valleys  gradually  merging:  into  the  surrounding  knobs,  which  are  cap- 
ped with  Burlington  Limestone  reposing  on  the  Cliouteau  beds.  Lower  down  the  val- 
ley, we  And  occasional  outcrops  of  the  shaly,  pyritiferous  beds  of  the  Cincinnati 
Group.  The  springs  being  near  the  horizon  of  this  G-roup,  probably  flow  from  these 
shaly  beds.  We  certainly  do  believe  that  the  Sulphur  Springs  of  this  vicinity  owe  tlieir 
origin  to  reservoirs  in  these  litds. 

At  W.  B.  S!TT0N'8,in  Lincoln  county,  near  Louisville,  is  a  mild  Chalybeate  Spring. 
A  brown  deposit  is  found  in  the  adjacent  wells. 

On  Bryant's  Creek,  near  the  Mississippi  River  bottoms,  ai'e  also  several  springs  of 
similar  character. 

At  Lexington,  Lafayette  county,  there  is  a  Chalybeate  Spring  whicli  has  been 
somewhat  resorted  to.  Its  flow  is  weak,  but  it  has  a  strong  taste  and  seems  to  flow 
probably  from  Shale  beds  of  the  Coal  Measures.  The  overlying  surface  deposits  are 
ferruginous  and  sandy,  and  may  probably  somewhat  affect  the  character  of  this  water. 
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On  Clear  Fork  of  Blackwatei',  six  miles  north  of  Knob  Noster,  Johnson  county,  a 
weak  Chalybeate  Spring  issues  from  Coal  Measure  Shales.  Another  fine  Chalybeate 
Spring  is  said  to  be  ten  miles  south  of  Warrensburgh. 

In  the  northern  counties,  where  the  Sancis  of  the  Drift  abound,  tlie  waters  are  often 
colored  by  Oxide  of  Iron.  8ueh  waters  and  many  such  springs  maybe  found  in  Enox, 
Adair,  Sullivan,  Mei'cer  and  Harrison. 

In  Knox  county,  in  Sec.  12,  T.  G2,  E.  10  W.,  is  a  fine  Chab'beate  Spring,  tbat  is 
much  esteemed  as  a  mild  cathartic  and  good  tonic. 

In  Adair  the  waters  of  some  of  the  streams  flowing  through  beds  of  Coal  Meas- 
ure Sandstone,  partake  of  a  Chalybeate  character.  The  waters  of  Hoj;  Creek,  Hazio 
Creek,  etc.,  have  marked  diuretic  properties,  and  on  waters  of  Hog  Creek  are  several 
Chalybeate  Springs. 

In  Sullivan  county,  Jn  See.  24,  T.  Gi,  E.  21  W.,  a  Chalybeate  Spring  issues  from 
Coal  Measure  Sandstone.    It  is  of  pleasant  taste  aud  has  marked  diuretic  properties. 

A  few  miles  north-west  of  Pbikcbton,  Mbrcbk  county,  in  Sec.  16,  T.  S5,  E,  24 
W.,  numerous  springs  issue  itom  the  drift  sands,  most  of  them  containing  miieh  Oxide 
of  Iron  in  solutioa  and  a  thick,  riisCy  ci-ust  is  deposited  on  the  adjacent  ground. 

Near  Mt.  MoRiAH,  Hakrisoic  county,  a  line  Chalybeate  Spring  flows  from  dril't 
sands,  in  which  a  small  Nautilus  and  other  cretaceous  fossils  were  found. 

Near  SJiirnTOs,  Worth  county,  a  Chalybeate  Spring  issues  from  sands  of  altered 
Drift. 

Two  miles  north  of  NE^'AD•^,  Vkrnos  county,  there  is  a  very  pleasant  Chalybeate 

SALT    AND    SULPHUR    SPEINGS. 

In  Eai,i.s  county  are  many  noted  Springs.  Buffalo  Lick,  in  Sec.  28,  T.  65,  K.  7 
W.,  issues  from  Chouteau  Limestone.  A  Saline  taste  is  pereepUble.  About  the  year 
1820,  or  a  few  years  since  that  time.  Salt,  in  remunerative  quanijties,  was  made  at  this 
place  by  the  Messrs.  Ely.  Bones  of  Buffalo  arefoundimbeddedin  the  marshy  ground 
near  the  Spring,  and  on  the  north  side  of  Salt  Kiver  a  Buffalo  trace  was  observed  from 
two  to  five  feet  in  depth  and  from  twenty  to  fifty  yards  wide.  The  waters  of  Bufialo 
Lick  are  very  healthy,  aud  ai-e  s^d  to  be  good  for  liver  complaint. 

Trabub's  Lick,  near  Spencer  Creek,  is  a  mild  Sulphur,  and  probably  issues  from 
the  Shales  of  the  "  Cincinnati  Group. V  Purthei-  down  Spencer  Creek  Valley  is  an  ex- 
tensive "  Liyt."  Around  the  Spring  the  ground  is  marahy,  and  near  hy  it  has  the  ap- 
pearance of  being  a  resort  of  cattle  for  many  years. 

Pkemos's  Lick,  in  Sec.  S3,  T.  66,  E,  5  W.,  is  a  strong  Salt  Sulphur  Spring,  aud 
iiiaisy  years  ago  Salt  was  made  liere,  but  the  settlers  becoming  frightened  by  the  pres- 
ence of  Indians,  the  kettles  were  thrown  into  a  well  and  the  worlcs  abandoned.  The 
source  of  the  Spring  seems  to  be  ftom  the  Shales  of  the  Cincinnati  Group.  The  upper 
Spring  does  not  afford  much  water,  but  is  decidedly  Saline,  The  lower  one  is  a  sti'ong 
blue  Sulphnr,  much  stronger  than  Elk  Lick,  A  blue  coating  has  been  formed  on  the 
adjacenigravelas  well  as  on  the  gum  which  Incloses  the  Spring.  Cattle  and  horses 
aro  very  fond  of  the  water. 

At  BotrVBT'sorTKABDE'sLtCK  (or  as  now  more  often  called  MDLi)KOw's,)loimerly 
much  Salt  was  made,  and  the  owners  realized  good  profits.  This  water  issues  out 
boldly  from  the  Black  l^ver  Limestone  Group,  Borings  have  been  made  to  the  depth 
ofSOOfeetji-eachingSait  water.  This  would  place  its  fountain  head  in  the  Magnesian 
Limestone  series,  about  the  base  of  the  Siiceharoidal  Sandstone,  which  is  Saliferous  in 
other  places,    its  location  is  in  Sec,  25,  T.  50,  E,  0\V, 
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The  Spring  at  Savcktos  somewhat  resembles  Fremon'a,  btit  the  water  is  not  so 
strong.  A  darlc  indigo  blue  deposit  is  formed  on  thegum  composing  its  wall ;  without 
ia  a  blaclr  deposit,  and  in  the  branch  is  a  whitish  deposit.  Sale  and  Sulphur  are  pre- 
dominant. 

In  Piicu  county  theroare  many  Mineral  Springs.  Most  of  them  contain.  Sulphur 
and  Magoesia,  etc.,  in  combination,  and  they  generally  issue  from  Shales  of  the  Cin- 
cinnati Group.  I  would  include  the  foUowing,  repultid  to  possess  valuable  medicinal 
properUes. 

Elk  Lick,  on  Spencer's  Oi'eel;,  is  very  muoli  resorted  to  by  iuvalids  and  pleasure 
seekers  during  the  summer  raoiitlis.  The  water  is  a  mOd  white  Sulphur  and  very 
much  valued  for  its  medicinal  properties.  There  are  three  springs.  Their  source  ia  in 
the  Cincinnati  Group. 

The  three  springs  on  Bm'rALO  Lick  probably  possess  as  valuable  properties  as 
Elk  Llofc. 

Other  springs  are :  KrsoM  Sait  SrRiNG  at  Mrs.  Mbkriwethbss,  and  of  less 
note  are  Mjj»  Lick  Spring  (Sulphur,)  near  liOuisiana  and  Franldbrt  Road :  Pbankfoet 
Salt  Spring;  Spring  on  the  J.  W.  Davis'  fanii;  LisnsiY's  Lick  ;  thel'oED  Spring,  on 
Big  Hamsey,  near  FajnesvOle  Road. 

On  Mr.  Thomas'  land,  in  N.  W.  qr,  of  See.  C,  T.  63,  R.  1  W.,  at  upper  pait  of  t'.ie 
Lick,  are  two  acres  of  marshy  ground.  The  water  apparently  contains  Ir<ui.  At  the 
lower  part  a  Sulphur  Spring  breaks  out.  Flint  pebbles  strewn  iiround  are  covered 
with  a  bluish  incrustation.  Mastodon  teeth  and  other  ancient  bones  have  been  found 
near  the  spring. 

Mud  Lick  occupies  a  wet  area  of  about  three  acres,  on  which  are  two  Sulphui' 
springs.  Cattle  seem  very  fond  of  the  water.  Shales,  probably  referable  to  the  Cin- 
cinnati Group,  crop  out  in  the  spring. 

At  Mr.  Joas  "W.  Davis'  a  spring  issues  forth  from  near  the  junction  of  the  Hud- 
son River  Shales  (Cindunati  Group,)  and  Upper  Trenton  Limestone  {Galena  Group). 
It  contains  Sulphate  of  Magnesia  and  Iron-  A  brown  deposit  settles  on  the  mud  and  a 
scum  on  the  Still  branch  wat«r.  The  water  is  clear  and  occasionally  a  slight  ebulliSon 
takes  place,  and  gas  arises. 

Thesprings  at  Mrs.  Mbreiwethbr's  resemble  the  springs  at  Mr.  Davis'.  They 
areBpsomSaltissuingfrom  the  upper  bed  of  Trenton  Limestone.  When  stationary, 
a  dirty  scum  will  collect  on  the  surface ;  aferruginoua  deposit  lies  on  theearth  around, 
seemingly  in  a  semi  state  of  crystiliization.    This  water  la  much  esteemed  as  a  diuretic. 

About  three  quarters  of  a  mile  above  the  junction  of  Big  and  LlttleKamsey  is 
LiNDSAV's  Lick,  a  large  spring,  covering  an  area  of  half  an  acre ;  Sulphuretted  hydro- 
gen rises  from  it  frequently. 

FoB»  Spuing,  three-quarters  of  a  mile  above  Liudsay's,  Hows  out  copiously^con- 
tains  Bait  and  Sulphuretted  Hydrogen. 

OnBo]?i-Aix)Creek,inS.E,qr,Sec.  3-1,  T.  Di,  E.  1  W.,  is  a  Salt  Spring  with  a  Lick 
■of  several  acres  seemingly  quite  barren,  and  is  mostly  covered  with  a  white  saline  in- 
crustation. Many  small  concretionsof  Oxide  of  Iron  are  found  and  also  bones  of  large 
jinimals.    Lower  down  the  creek  is  another  Sulphur  Spring. 

In  Lc-coLs  county,  near  waters  of  Cuivre,  sulphur  springs  are  reported  to  exist. 

L'OoTEB  Lick,  west  of  Danville,  Montgomery  county,  ts  a  Salt  Sulphur,  and  dur- 
ing tlie  eariy  settlements  much  Salt  was  made  here.  The  water  issues  ftom  the  Second 
Magnesian  Limestone. 

The  Spring  at  Gobbham's  Lick,  Randolph  county,  is  12  feet  deep,  and  embraces 
10  square  leet  of  surfaee.    The  adjacent  wet  ground  covers  an  area  ot  about  20  square 
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feet.  The  water  seems  to  be  strongly  saline,  and  on  stirring  it,  bubbles  of  Sulphuretted 
Hydrogea  arise.  Much  Salt  was  formerly  made  here.  Some  of  the  ruins  of  old  works, 
including  ashes  and  fragments  of  posts,  were  yet  to  be  seen  a  few  years  ago.  Cattle 
are  very  fond  of  tL^  water. 

SwBBT  SwiiNQs,  on  Huntsville  and  Glasgow  road,  in  Sec.  17,  T.  53,  E,  15  W., 
contains  common  Salt,  Epsom  Siilt,  and  some  Salt  of  Magnesia,  The  water  is  very 
beneflcialin  some  diseases.  Its  action  appears  to  be  chiefly  on  the  bowels,  as  a  regu- 
lator and  tonic,  and  is,  therefore,  good  for  dyspeptic  persons.  It  has  a  Sulphurous 
taste- 
Nine  miles  west  of  Marshall,  Saline  county,  are  several  Jarge  Salt  springs  and  Salt 
ponds;  they  occupy  a  flat  valley,  depressed  buta  little  below  adjacent  hills.  Somoof 
these  springs  are  quite  Saline,  and  it  would  probably  pay  well  to  manufacture  Salt  here. 

On  Salt  Creek,  Chariton  count]',  are  several  Salt  springs. 

At  Linn's  Coal  Mine,  2  miles  north  ofBruni^wick,  Chariton  county,  there Isa  strong 
Copperas  spring,  with  quite  an  abundant  flowof  water. 

An  account  of  the  Howard  county  Salt  springs  will  be  found  in  the  Eleport  of  that 
county, 

Sulphur  Springs,  on  Iron  Mountain  Eiulroad,  2(1  miles  below  St.  Louis  ;  Meramee 
Springs,  Cheltenham  Springe,  iji  St.  Louis  county,  and  Chouteau  Springs,  in  Cooper, 
have  been  much  resorted  to, 

SwBBT  Springs,  near  Brownsville,  Saline  county.  These  springs  flow  from  cav- 
ities in  the  Upper  beds  of  the  Bui'lington  Limestone.  TIio  hill  here  is  47  feet  high, 
above  water  in  Blackwater,  spreading  out  ba«k  in  a  flat  table  land.  The  spring  itself 
is  about  20  feet  above  the  river,  and  has  a  sweetish,  alkaline  taste.  It  is  useful  to  pro- 
mote general  good  health,  and  is  much  resorted  to  in  the  proi>er  season.  It  is  owned 
by  the  Kev.  J.  L.  Tantis,  who  informed  me  that  he  used  the  water  for  oi-dinary  cook- 
ing and  drinking  purposes,  for  which  it  was  very  suitable,  except  for  making  tea. 
Dr.  Y.  has  evaporated  the  watei"  and  obtained  a  Salt  resembling  Eochelle  Salt.  Dr. 
Litton  made  an  analysis  of  the  water  and  found  it  to  epntain  the  following  constitu- 
ents, arranged  in  regular  order  as  to  quantity,  the  greatest  first; 

Sodium, 


Magnesium, 
Calcium, 
Chlorine, 
Sulphuric  Acid. 

Also,  traces  of  Iron,  Manganese,  AUuniinum,  Silica,  andPhosphoric  Acid.  Org^tuie 
matter  was  also  present,  whether  in  water  or  from  the  vessel  could  not  be  ascertained. 

Just  below,  at  edge  of  water,  in  River,  is  a  very  pleasant  tasted  Sulphur  spring. 

On  Mr,  Carpenter's  land,  2  miles  north-east  of  Knob  Noster,  Johnson  county,  is  a 
well  of  very  clear  and  pleasant  tasted  water,  reputed  to  contain  Alum. 

MoNAOAW  Springs,  in  St.  Clair  county,  are  much  resorted  to  in  watering  season, 
hut  I  have  not  seen  them.  An  account  of  other  springs  in  South-west  Missouri  will 
be  Jound  in  the  county  Reports. 

There  are  probably  many  other  good  miiiei'al  springs  in  the  Stati,',  which  have  tioU 
come  under  my  notice. 
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SAtST  Louis,  Oet.  23, 1S7&. 
Mil,  G.  C,  !!p.Oil>llBA.l>,  Director  of  Missow7-i  Geological  Survey : 

Dbau  Sir  ;  Herewitli  I  hniicl  you  the  results  of  most  of  tlie  cliemieal  wori;  done 
ill  connection  with  the  State  Survey,  during  the  past  year. 

Many  analyses,  chiefly  qualitative,  are  not  included  in  these  tables. 

The  results  or  most  of  these  examinaUons  are  given  in  the  various  reports,  in 
which  are  also  iaclnded  the  greater  pnrt  of  the  itreseut  work,  here  [ireseiited  in  a  sys- 
tematic and  tabular  fojtu. 

ResiJectfuUj'  yours, 

llEGIS  CHAUVENP"!', 
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The  following  tabular  statements  of  analyses  do  not  iuelude  the  results  of  all  thc- 
^ihemieal  examinatioua  made  in  connection  witli  tlie  fleld  work  of  the  suiToy.  In  nu- 
merous insUncea,  samples  were  sent  to  the  laboratory,  the  nature  of  which  being  un- 
certain, qualitative  examination  was  requirea  to  settle  the  question.  la  other  cases, 
the  per  centage  of  one  consUtiient  only  was  reqniretl,  or  some  special  test  was  directed 
to  bo  made.  A  statement  of  the  result  obtained  in  any  given  case,  is  made  in  the 
proper  connection  in  the  report  of  the  field  work,  ana  no  mention  made  of  it  in  the- 
present  report.  Analyses  made  In  a  regular  series,  however,  and  illustrating  the  na- 
ture of  important  deposits,  are  liere  brought  together,  and  the  tables  may  be  found 
convenient  to  refer  to,  although  most  of  the  analyses  are  given  !n  their  proper  connee- 
Uon  in  the  body  of  the  work. 

Some  of  tiie  i-esults,  however,  are  to  be  found  only  in  the  present  report.  Among 
these  are  the  analyses  of  Limestones  taken  from  various  deptlis  of  the  artesian  well  at 
the  Insane  Asylum,  St.  Louis  county,  which  were  orij^nally  made  for  the  report  of 
1872.  bat  not  published.  A  number  of  Coals  are  liere  given,  not  elsewhere  mentioned, 
and  a  few  examinations  of  spring  and  well  waters  from  Howard  and  other  counties. 
In  reference  to  these  last  it  should  be  said  that  they  ai-e  by  no  means  exhaustive  an- 
alyses, but  are  intended  merely  to  indicate  the  nature  of  the  saline  contents  of  the 
waters.  In  the  Salt  springs,  Ltme,  Magnesia,  and  Sulphuric  Acid  were  determined  so 
as' to  give  a  fair  idea  of  the  probable  quality  and  purity  o(  their  product. 

A  few  peculiarities  in  some  of  the  results  on  Lead  and  Zinc  ores,  may  be  pointed' 
out  as  of  some  interest  Among  these  is  the  fact  that  while  Zinc  was  usually  found' 
in  the  Galena  from  the  Granby  region,  tlie  Blende  of  the  same  region  is  free  from 
Lead.  This,  of  course,  applies  only  to  single  crystals  of  the  two  minerals  in  quesUon, 
since* in  numberless  instances,  Galena  and  Blende  are  found  associated,  and  often  iuter- 
mixed  in  the  same  mass  of  ore.  Taking  a  mass  of  this  kind,  however,  and  separating 
the  crystals  of  Blende  and  Galena  by  hand,  the  latter  would  he  found  to  contain  a 
small  ppr  centage  of  Zinc ;  the  former,  no  Lead. 

The  presence  of  Cadmium  in  the  Blende  from  the  South-west,  Is  of  some  interest- 
In  making  tlie  analyses  from  which  the  per  centagea  of  Cadmium  were  determined, 
20  grammes  of  the  Blende  w.is  the  quantity  used.  Trom  the  solution,  Cadmium  was 
thrown  down  by  Sulphuretted  Hydrogen,  (accompanied  by  no  small  amount  of  Zinc,) 
Iho  Sulphides  redlssolved  in  Muriatic  Acid,  and  the  same  separation  repeated.    A  third 
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precipitation  from  solution  in  Sulpliurie  Acid,  the  slightest  excess  of  the  latter  beiiij; 
earefiiUy  guarded  against,  gave  ;i  perfect  separation.  The  Cadmium  being  now  re-dis- 
aolved,  precipitated  and  weighed  as  Oxide,  was  always  bronght  again  into  BoUition,  and 
carefully  tested  for  Zinc  The  "  Cyanide"  method  was  used  also  for  separating  the 
two,  the  results  given  bein£  a  mean  of  several  trials,  allagreeing  within  0.05  per  cent. 

The  method  used  for  the  "  proximate"  analysis  of  Coals,  was  the  same  as  that  de- 
scribed in  the  report  oi  1873.    A  brief  account  of  it  precedes  the  present  tables. 

The  locality  of  each  sample  is  indicated  by  section,  township  and  range,  in  most 
Instances,  and  when  these  are  not  l^uown,  ttie  name  of  the  owner  of  tlie  bank  is  given. 
For  more  particular  descriptions  of  localities,  mode  of  occurrence  and  size  of  deposits, 
whether  of  Coals  or  ores,  reference  must  be  made  to  the  proper  reports  of  the  field 

The  analyses  of  Slag  from  the  Jopiin  Lead  furnaces,  were  made  by  Mr.  A.  A, 
Blair,  to  whom  I  am  also  indebted  for  much  assistance  on  other  parts  of  the  worit, 
more  especially  on  the  Iron  ores  analyzed  in  eonneeUon  with  the  report  of  Mr.  Ph.  N. 
Moore. 
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Silver  in  all  eases  obtained  by  flre-assay. 

Iron  and  Zinc  are  here  estimated  ss  in  the  state  of  metal.  For  example,  in  No. 
1,  tlie  Zinc  (0.94)  estimated  as  Blende  would  be  1,41  p.  p.,  and  the  Ii-on  (0.16)  as  Pyrites 
wonid  be'O.Si  p.  c 


No.  1. 


1  shafts  20antl22,  Holman  Diggings,  Granby;  as  delivered  to 

smelting  works. 
No.  2.    Shaft  499,  Trent  Diggings  ;  cleaned,  and  in  condition  as  delivered  to 

smelters. 
So.  3,     Siiaft2X5,  Village  JMggings,  Granby;  pnre,  as  delivered  to  smeltin;^ 

works. 
No.  4,    Minersville,  Jasper  county  ;  cleaned,  but  not  washed. 
No.  5.    Joplin  Mining  ftnd  Smelting  Company;  cleaned  and  washed  sample, 

as  delivered  at  Eiggins'  and  Chapman's  Fnrnaues. 
No.  G.    Swindle  Diggings,  Joplin ;  washed. 
No.  7.    Temple  Diggings,  Joplin. 
No- 8.    Stevens'Mines,  near  Joplin. 

In  all  of  these  samples,  search  was  made  for  Antimony,  Arsenic  and  Copper,  but 
no  trace  of  any  of  these  metals  was  detected  in  a  single  instance.  The  direct  deter- 
mination of  Lead  was  usually  omitted,  the  objects  of  the  examinations  being  to  ascei"- 
tfiin  the  nature  and  the  amount  of  the  impurities. 

Galena  from  Miller  and  Morgan  Cowtiles. 


Siiicious 

Iron  (mot.),.. 
Iron  Pyrites. 

Zinc 

Silver. 


0.21 

0.13 

0.4S 

trace. 

{1.02} 

trace. 

none. 

trace. 

none. 

Neither  Copper  nor  Antimony  could  be  detected  iii  these  Galenas. 

No.  1.  Wallcer  Mine,  Miller  county. 

No.  3.  Madole  Diggings,  Morgan  county. 

No.  3.  New  Granhy  Diggings,  Morgan  county. 

No.  4.  Streit  Diggings,  3  miles  south  of  Oentretown. 

A  softened  Limestone  from  the  "New Granby"  Diggings,  known  as  "Limesand,' 
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SUicioua  matter,  (Clay) 14,71  perci 

Teroside  of  Iron .■„ 1.68  " 

Lime 2G,11  " 

Magnesia 17.17  '■ 

Carbonic  acii] 40.21  " 

Total 99.S8 

Cafbonaien  of  Lead,  (knawnas  ^'  Dry-hono''  at  the  Mines:) 


No.  1. 

No.  2. 

No.  3. 

0,M 
72.;iC 
0.5G 

0.72 

trace, 
trace. 

0.95 
06.35 
1.51 
0.75 
trace, 
trace. 

No.  1.  Frazier  Diggings,  Granby ;  altered  Galena,  blufah-gray  in  color,  (wool- 
mineral,)  shows  remains  of  Sulphur. 

No.  2.  Granby;  massive;  of  brosviiish-red  color ;  the  Iron  exists  in  this  and 
next  No.,  as  peroxide. 

No.  3.  Ennis' shaft,  Minersville;  thisisaloose.  Clay-like  mass,  whiehiawasli- 
ed,  yielding,  however, only  theeraali  amount  of  30  per  cent,  of  Car- 
bonate of  Lead  by  the  process. 

Analyses  of  Slag  or  "  Cinder,"  from  Lead  Sinelting  Furnaces. 


Oxide  of  Lead 

Metiillic  Lead 

Peroxide  ot  Iron, 

Oxide  of  Zinc 

Ketallic  Zinc 
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All  contain  traces  of  Magnesia  and  ol  Sulphur,  No.  3,  contains  Carboiiie  Acid, 
iStom  havinj^been  exposed  to  the  air  for  some  time  after  cooling-. 

No.  I.    Cinder  from  Scotch  hearth,  Eigslns  and  Chapman,  Jopllu. 

No.  2,  Jasper  County  SmelUng  "Works,  Joplin ;  ordinarily  good  Lead  cin- 
der Irom  reverberotory  furnace,  ■ 

No.  3.  Same  works  as  last;  hlstishaud  somewhat  burned,  from  iioarfire- 
bridge  of  tlie  rever1>eratory  furnace. 

A  sample  ot  "  tailings,"  or  refuse  from  tjie  washing  and  jigging  operations,  being 
tvell  mixed  and  ground,  gave : 

Metallic  Lead , 4,23  per  cent. 

Metallic  Zinc 35,ni        " 

Tlie  Lead  being  present  as  Galena,  and  the  Zinc  as  Blende.  This  sample  was 
from  Jopllu,  and  illustrates  the  Intimate  mixture  of  Galena  and  Blende,  ("  Black-jaok,") 
in  the  neighboring  deposits. 

The  following  analysis  shows  Iho  composition  of  various  Zine  ores  from  the 
■Granby  Region  : 

I.    CARBONATE    OF    ZINO    (White  Jack), 

Thi^  sample  was  from  shaft  23,  Hart  Shaft  District,  Oranby,  taken  from  a  large 

Per  cent. 

Silicious  matter 1,22 

Peroxide  of  Iron 1,21 

Oxide  of  Zinc 63.02 

Carbonic  acid 34,58 

100.03. 

2.    SILICATES    01'    ZINC. 


SUiea 

Pei-oxide  of  Iron. 

Oxide  of  Zinc 

Water. 

Totals 


1. 

2. 

23.32 

27.C1 

0.01 

1.23 

07.15 

63.05 

8.58 

7.10 

None. 

1.21 

99.G7 

100.09 

0.65 
06.37 
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No.  1.    Bellow's  sliaft.East  Point  Diatriet,  Graiiby.    Kepi-eseutji  average  of 

the  ore. 
No.  2.    Village  Diggings,  Graaby,  cleaned. 
No.  ;;,    Wra,7,iQv  Diggings,  Granby.    .Sbalt  408,  as  flelivcroil  to  smelting'  woi'k.s, 

■    3.     BLENDE. 

Average  sampln  Imm  Bellew's  .shaft,  Ea=f,  Point,  Grauby, gave— 

Per  cent. 

Silidons  matter 2.05 

Iron  (asmetaJ,) 0.53 

Zino        "  64.07 

Lead None. 

The  oomposiKoii  of  raosS  of  the  samples  of  Blende  gent  is  very  nearly  the  sarjc 
this,  but  the  following  two  are  very  interesting : 


Siliclous. 

Iron  (metal).. 
Cadmium  (m 
Zinc  (metal).. 


0.623 
64.87 


0.32 
0.509 
65.02' 


No.  1.  From  Leadviile,  Dark,  greer.lsh  yellow  in  color.  Crystalline. 
No.  3.  Porter's  Diggings,  shaft  18,  Joplin.  Same  description  as  No.  1. 
Other  samples  of  Blende  horn  the  same  region  failed  to  give  even  a  trace  of  Cacl- 

4.     "BLACK     SAND," 

So  called  by  the  lainei's,  is  a  Clay  impi-egnated  witii  Peroxide  of  Iron  and  contaliiiiig  a 
small  i>er  centage  of  Zino.    It  is  of  very  variable  composition. 


'• 

2. 

43.68 
27.98 
14.S8 
13.83 

No.  1.    From  Hart  shaft  27,  Granby.    Tello wish-brown,  soft  and  Clay-like. 
No.  2    OrystalliQe  Sand  from  MlnersvilJe.    In  this  sample  the  "  Silicioas  mat- 
ter "  was  nearly  pure  Siliea. 
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)us  qualitative  analyses  and  examinations  of  ores  ani3  minerals  found  ii 
reference  may  I>e  made  to  description  of  same  in  Dr.  Schmidt's  report. 


Accompanying  Lead,  o 


LIMESTONES 
n  the  Joplin  region, 


■■ 

2. 

a. 

1.24 
2.03 

"» 

2.04 
yi.84 

2.83 
93.69 

04.7. 
41.98 
99.07 

No.  2  contains  a  very  trivial  amount  of  Bitumen. 

No.  1.  Soft,  gritty  "Spar,"  Parr  shaft,  JopUa  Ilill.  A  loose  aggregation 
of  small  crystals  of  reddish-yellow  color. 

No.  2.  "  Altered  Limestone,"  Joplin,  showing  black  specks  of  Bituminous 
mattei-. 

No.  3,  Prom  Sherman  shaft,  Joplin.  Kesenibles  Sipathlc  Iron  ore.  Full  de- 
scription of  these  Limestones  will  he  found  in  Dr.  Schmidt's  report. 


Silicious 

Peroxide  of  Iron... 

Magnesia 


0.52 
54.04 


No.  4.    Light  gray  orystaiiine.    Watkln's  shaft,  Jasper,  No.  8  District,  Joplin. 
So.  3.    Wliite  oolitic  Limestone,  from  Holman  Diggingps,  Granby. 

CLAY. 

A  yellow  "  Tallow  Clay,"  from  shaft  195,  Frazler Diggings, Granby,  gave  33.94 
per  cent.  Oxide  of  Zinc.  The  Zinc  was  present  as  Carbonate,  as  was  evident  from  the 
effervescence  of  tlie  Clay  with  acids. 

A  yellow  Clay,  taken  from  shaft  4,  Lone  Elm,  gave— 

Water 8.83 

SlHca 46.1Q 

Aliiroiua* 38,55 

Lime,  Magnesia  and  All^lies  not  determined. 

•Inolndea  Oxide  of  IroH. 
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NICKEL     AND     OOUALT     OEES. 

1.  Mme  LaMotte,  "  Old  Jack"  Diggini»s.  Tlie  Giiluna  obtained  Iiero  was  found 
to  contain  no  Niekel,  Init  an  accompanj'in"-  ore  cave — 

Icrc  nt 

Me  till     Ooppe  04 

N  k  1  ■> 

Cobj,U  1 6r 

Leal  1  ace 

Iron  Pyrites  being  present  in  much  larger  amount. 

2.  Mine  LaMotte,Niedner's  shaft.  Here  tlio  Galena  is  intermixed  witli  Niokol 
Jind  Cobalt.    A  sample,  containing  some  Gangue,  gave — 

Per  cent. 

Lead  (metal) , 63.53 

Copper  (metal) Trace. 

Nickel  (metal) 4.26 

Cobalt  (metal) ~ 1.42 

if.    Galena  from  "  Old  Copper  Mine,"  same  region,  gave — 

Copper None. 

Niciel 1,G8 

Cobalt 0.G3 

The  following  analysis  of  a  slag  from  the  furnaces  of  tbe  "St.  Joseph  Lead  Com- 
pany," shows  the  curiously  mixed  character  of  the  ores  found  in  the  S.  E.  Lead 
Region.  It  was  made  for  the  Company,  and  is  published  hy  permission  of  Mr.  C.  E. 
ParsonS;  Superintendeui; ; 

Water. 1.89 

Silica 3.04 

Carbonic  acid 4.35 

Lime 9.98 

Magnesia.. 4,84 

Potash  and  Soda 2.10 

Lead  (metal) 41.42 

Copper  (metal).„ 1.10 

li-on  (metal) 14.44 

Niokel  (metal) 1.24 

Cobalt  (metal) 1.43 

Zinc  (metal) 1.19 

Sulphur 0.46 

Oxyge»,  required  by  metals  less  that  replaced  by  Sulphur , 7.47 

99.95 
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Tbis  slag  bad  beeu  exposed  to  thi>  air  for  some  time,  absorbing  water  and  cai"- 
Imnic  adil.    Antimosy,  absent;. 

SILVER,   (Ai'seiitiierous  Galena]. 

A  sample  from  the  so-called  "filadison  County  Silver  Mine,"  Seo.  9,  T.  32,  R.  6  E., 
;i  thin  vein  in  Porphyry,  on  land  of  John  Itevels,  gave : 

Silver. 4  ounces  to  the  ton. 

Lead _  12,81  per  cent 

Most  of  tbe  "line-grained"  Galena  in  Madison  county  will  yield  from  2  to  7 
ounces  of  Silvej'  per  ton,  (lie  latter  fip;"''<'  iJcing  rarely  reached. 

COPPER. 

The  only  sample  examined  which  contained  a  noteworthy  per  centage  of  Coppar 
was  one  of  mixed  Iron  and  Copper  pyrites,  with  Gangue,  from  Collins'  Diggings, 
Oooper  county.    This  yielded  20.9G  per  cent,  metallic  Copper. 

IKON    ORES 

Fixjin  Coal  Measures,  Cedar,  Vernon  and  Barton  counties.  Partial  analyses,  giving 
ailidous  matter,  water  and  Iron.  Iioealities  described  in  report  of  Mr.  Broadhead, 
Director  of  the  Survey. 
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No.  1,  Vernon  county.    Lower  Coal  Measures  ;  Sec  84,  T.  34,  E.  33. 

No.  2.  Cedar  county.;  Lower  Coal  Measures;  See.  15,  T.  34,  E.  27. 

No.  3.  Oeclar  county.  Lower  Coal  Measures ;  Limonite.  Sec.  15,  T.  34,  K.  27. 

Ko.  4,  Cedar  eountj'.    Coal  Measures ;  bed  3  to  5  feet  thiol;;  Limonite.    S. 

W.  part  of  county,  Sec.  22,  T.  34,  E.  28. 

No.  5.  Cedar  coimtj'.    Underlies  No.  4 ;  bed  IJ  feet. 

No.  (i.  Barton  couuty.    S.  E.  part  of  S.  W.,  See.  10,  T.  33.  It.  33. 

No.  7.  ISarton  county.    Goal  Measures.    Sec.  18,  T.  33,  R.  33. 

No.  S.  Bartoa  county,  near  Lamar.    Sec.  23,  T.  33,  T.,.  31 . 


Two  "stray" 


jrte<l : 


■  No.  1. 

ailiciouK ;  G.81 

Peroxide  of  Iron |  75,32 

(iletallic  Iron) '  (52.72) 

Lime^ j  10.09 

Magnesia. ;  ti-ace. 

Sulphin- '  trace. 

Phosphoric  acid j  0.356 


94.IS 
(05.93) 


No.  J ,    8.W.  corner  of  Cole  county,  li-om  vicinity  of  "  Locust  Mound." 
No.  2.    Madison  county.    S.  E.  qr.  S.  ^Y.,  Sec.  11,  T.  33,  E.  D  E. ;  Mrs.  King's 
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CHEMICAL    ANALYSES.  iL& 

No.    1.  L.  Johnson,  T.  28,  E.6E.,  See.  15.  N.E.qr.  Of  S.W.qr.,  "Wayne  Co. 

No.    2.  Jesse  Lute,  T.  30,  E.  9  B.,  Sec.  11,  N.  E.  qv.  oEN.  "W.  qr.,  Bollinger  Co. 

No.    3.  Spear's  Mountain,  T.  2D,  K.  7  E.,  Sec.  3,  wj  lot  3  of  N.  E.  qr.,  "Wayne  Co. 

No.    4.  Black  Kiver  Banli,  T.  26,  It.  6  E.,  Sec.  18,  Bntlnr  Co. 

No.    0.  Same  as  No.  4.  T.  26,  E.  6  E.,  See.  is' 

No.    6.  SpivaBsQlc,  T.  28,  B.  8B.,Sec.  26,  StoddardCo. 

No.    7.  Myer's  Bank,  T.  30,  R.  8  E.,  Sec.  32,S.E.  qr.  of  N.E.qr.,  Bollinger  Ci>. 

No.    8.  Shront's  Bank,  T.  25,  E.  6  B.,  Sec  13,  N.  E.  qr.  of  N.  E.  qi-.,  Builer  Co. 

No.    9.  Bear  Mountain  Bank,  T.  20,  E.  3  E.,  See.  2  N.  "W.  qr.,  Wayne  Co, 

No.  10.  Poblick's  Bank,  T.  32,  E.  8  E.,  Sees.  23  and  24,  Bollinger  Co. 

No.  11.  aienn  Kmraa  Banli.  T.  UO,  R.  9  E.,  Sec.  16,  Bollinger  Co. 

No.  12.  Cushman Hill  Bank,  T.  S0,K9E..Sec.  18,  N.B.ofN.E.,  Bollinger  Co. 

MANGANESE    0EE8. 

No  pure  Binoxlde  of  Manganese  has  Ijeen  found  in  Missouri.  Many  of  tiie  ores 
containing  Manganese  sliow  in  places  a  ci'ystaliization  lesembling  that  of  Pyrolu^to, 
but  none  of  them  give  as  high  an  Oxygen  ralio  as  is  required  for  a  commercial  article. 

Eour  miJes  north-west  of  Predericlttown,  Madison  county,  {Hick's  place,)  a  minora! 
occurs  giving ; 

Silieious  mattei  6ii  82 

Peroxide  of  Iron  is  fa7 

Sesquioxido  of  Manganese  -  1 1  3i 

"Water .,  i!) 

Metallic  Iron-  1 3  0" 

Metallic  Manganese  )  hi 

With  some  Lime  and  Mignesia  undeteimmed 

In  Reynolds  connty,  &  W  qr  of  b  "W  qr  ot  "Tiei,  1(  1  E  -E  (Lind-^av  s  ore 
bed,)  an  ore  ocem-s  giving  the  following  results,  (a  partial  analysis  only  was  made) : 

Silieious 28.81 

Iron  {as  Perojtide) 4.8! 

Manganese  (estimated  as  Protoxide) 50.84 

Lime 6.24 

The  "  Silieious  "  in  this  ore  is  Eeldspar,  containing  71.50  per  cent.  Silica  and  14.85 
Alumina.  Potash  was  qualitatively  determined  only.  Similar  i-eplacements  occur 
eise  where. 

In  the  Report  lor  1873,  analyses  occur  of  ores  containing  both  Iron  and  Manganese 
in  proportions  suitable  for  the  manufacture  of  "  Spiegeleisen."  No  other  ore«  of  this 
kind  have  since  been  found  in  the  State,  but  from  the  fact  that  at  leaet  one  such  deposit 
is  known  to  exist,  and  in  view  also  of  the  contiguity  in  several  instances  of  Manganese 
ai^d  Iron  ores,  it  seems  well  worth  the  while  of  those  owning  hitherto  useless  deposits 
of  Manganese  to  develop  their  property  somewhat,  and  ascertain  whether,  as  is  occa- 
sionally the  case,  they  "  run  into  "  Iron,  or  Into  ores  containing  both  metals. 


„Google 


OEOLOOICAL    SlIKVEY. 


COALS. 


The  '■  proxiDiate  ■'  aualyses  here  given  show  per  ccntage  of  water,  volatile  matter 
(gas),  fixed  carbon  and  ash.  Per  eeiitage  of  coke  may  be  found  by  summing  the  two 
last  per  centages.    The  method  of  analysis  employed*  was; 

Fint — Yarwater:  exposure  to  temperature  of  105°  to  115°  C.,  loss  of  weight  indi- 
cating moisture. 

Second — For  mdatile:  strong  ignition  for  three  minutes  in  a  closed  Platinum 
erucible. 

Third — 'Wov  iixed  carbon:  heating  the  coke  with  free  access  of  sih'  until  completely 
'■  burned  off." 

Fo%a'th~'Foy  ash :  siraplj'  weighing  same,  it  being  tlio  residue  fl-om  tiie  last  ope- 
Some  of  the  best  coals  in  these  tables  are,  in  Bartori  county,  Flack's,  Sec.  29,  T.  33 
II.  3S  ;  Coal  fi'ora  S.  W.  of  See.  28,  T.  S2,  R.  33 ;  Neil  and  Gilbert's,  N.  "W.  of  Sec  20„ 
T.  33,  E.  83 ;  Coal  from  Sec.  18;  T.  33,  K.  33 ;  and  from  S,  W.  of  Sec  17,  T.  81,  G.  32. 

In  Vernon  county  ;  Cassell's,  N.  W.  of  Sec.  7,  T.  37,  R.  33 ;  Die  top  of  the  Osage 
Coal  Company's  Banfc,  Clayton  ;  and  Webster's. 

In  Bates  county:  Hecadon's  Coal,  except  bottom  of  scani ;  Goodman's;  Wright's; 
Mrs.  Holt's ;  and  Hosey's. 

In  Howard  county :  Garvin's,  Sec.  28,  T.  50,  E.  17  ;  Robb's,  Bee.  36,  T.  62. 11.  IG ; 
Dr.  Seroggiu's  bank ;  and  Gilmore's,  N.  W,  of  Sec.  36,  T.  40,  E.  17. 

It  is  believed  that  tlie  samples  sent  for  analysis  were  fair  averages  of  the  beds  rep- 
i^eaented.  The  Coals  above  mentioned  arc  chosen  on  account  of  their  showing  less  than 
the  amount  of  ash  and  more  than  the  average  of  fixed  carbon.  Many  others  nearly 
approach  them  in  both  respects. 

•  More  ruUy  dcscvibed  in  KcDort  of  IS'l. 
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Thi-eeoftlie  Bates  county  Coals  will  not  coke,  via:  Carr's,  Mrs.  Holt's  und  Cou- 
ley's.    Carr's  is  the  best  example  met  with  in  the  series,  of  a  perfectly  non-coking  Coal. 

COAL— AMOUNT  OF  SULPHUR. 

Sulpbur  was  detei'minec!  in  a  few  Coals  only.    Tha  following  table  shows  the  :i\- 
erage  per  centage  to  be  high : 

BARTOK  OoOiVfY. 


H.  Flack's,  Sec  29,  T.  32,  K.  S3 2.97 

W.hf.  ofa26,  T.;32,E.  31 2.56 

Neil  &  Gilbert,  N.  "W.  Sec.  29,  T.  33,  R.  33 1.42 

Beebe's,  S.  W.  Sec  7,  T.  31,  E.  33 G.4S 

McKerrow's,  S.  E.  qr.  Sec.  81,  T.  33,  E.  32 _ 1.85 

A.  Clino's,  Sec.  34,  T.  31,  B.  31 5.60 

Sec.  18,  T.  33,  E.  33 2,B-1 

•lOHNSON   COU.MTY. 

roller's,  near  Dunkstmrgh G.S'i. 

Sullivan  County. 

Kirby'e,  N.  E.  S,  W.  Sec.  21,  T.  61,  E.  20 2.21) 

Mrs.  Downing's,  Sec  18,  T.  64,  R.  18 3,48 

MOBiTBAU  County. 

Moniteau  Coal  and  Coke  Company,  Moniteau  Station 5.207 

Coke  ftom  same 4.G12 

Batrs  County. 

Heeadon's,  N.  E.  Sec  II},  T.  40,  E.  32 1.86 

B.  Tates',  S.  E.  Sec.  4,  T.  39,  E.  29 4.10 

Wright's,  S.  E.  Sec.  8,  T.  40,  E.  31 „ 3.S5 

Carr's,  S.  "W.  Sec  33,  T.  39,  E.  31 2.28 

Cedar  County. 

B.  Ma.rcus',  N.  W.  Sec.  15,  T.  36,  R.  27 4,95 

Hosey'a,  N",  B.  S.  "W.  Sec.  16,  T.  35,  li,  26 3.2G 

Adair  County. 

J-  H.  "Williams',  N.  E.  Sec.  IS,  T.  63,  K.  17 4,41 

Beemaii's,  See.  3,  T.  63,  R,  16 7.1S 


Link  County. 


Edivai-d's,  Sec.  13,  T.  57,  E.  21... 
St.  Catharine 
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Todd's 2.3ii-) 

The  Moniteau  Coal  contains  0.75  per  cent.  Iron,  which  would  require  only  0.857  per 
c<;iit.  Sulphur  (as  Pyrites.)  In  a  gi'eat  majority  of  the  above  Goals  however,  Sulphnr 
ia  present  as  Sulphide  of  Iron.    (Fa  fe.) 

The  following  analyses  of  spring'  and  well  waters  are,  as  mentioned  in  the  intro- 
ductory remarks,  by  no  meiius  complete.  Much  too  great  a  time  had  in  most  cases 
elapsed,  between  the  times  of  taking  the  waters  and  analyzing  them,  and  In  several, 
more  Carbonate  would  appear  in  solution  than  appear  in  these  tables.  In  fact,  in  more 
than  one  of  them,  a  sediment  of  Lime  and  Magnesia  was  found  to  have  settled  out. 

In  the  three  Salt  springs,  however,  in  Howard  count)'',  the  analyses  are  probably 
accurate,  at  least  the  water  was  in  good  condition  and  without  sediment,  as  brought  to 
the  laboratory ; 

Vsitsos  CousTY— Capt.  HoutKc's  Spring,  S.  E.  of  Sec.  1,  T.  3G,  U.  21), 

This  water  gives  only  Si  grains  to  the  gallon  of  solid  residue,  chiefly  Chloride  of 
Sodium.    Sulphates  are  absent.    No  quantitave  analysis  was  made. 

"  Ellis'  "  Well— W.  W.  of  Sec.  28,  T.  30,  E.  31,  2J  miles  H.  of  Nevada,  Vernon  county. 

'  Grains  to  gallon. 

Carbonate  of  Lime fi.SO 

Carbonate  Magnesia 7.76 

Chloride  of  Sodium 30.39 

Chloride  of  Calcium 0.91 

Chloride  of  Magnesium S,C2 

Sulphate  of  Lime 3.85 

G9.13 
Vebnois  County— Spring  Six  miles  South  of  Nevada. 

This  water  was  not  brought  in  a  fit  condition  for  analysis ;  probably  it  will  not 
keep  at  all  when  exposed  to  the  air.  Altliough  full  of  a  muddy  sediment  when  exam- 
ined, it  was  made  clear  by  acid  (Muriatic),  and  then  yielded  by  qualitative  tests.  Iron, 
Alumina,  Sulphuric  Acid,  Lime,  Magnesia  and  Alicallcs.  This  indicates  an  Alum  of 
some  kind  as  one  of  its  constituents. 

Mh.  PKEwm's  Wbll,  near  Nevada,  Vcnioii  county,  gives. 

Grjiins  to  gallon. 

Carbonate  of  Lime 13.93 

Sulphate  of  Lime 22.28 

Sulphate  of  Magnesia 20.37 

Chloride  of  Sodium T.70 


,v  Google 


Bautos  County— Water  from  Jliiford  g-ave 

Suipbatc  ot  Lime  43.41 

Sulphate  of  Mague'^n  G(i.6G , 

Sulphate  of  bo(U  G3,81 

Wo  Chlorine.    The  jugcoiitainecl  n  sediment ;  Oarboimtes  of  Lime  and  Mag'iieEis 

HoWAED  County — "  Lewis'  "  Spring,  near  Glasgow, 

Gi-ains  to  tlie  galloc 

Sulphate  of  Lime 122.91 

Carbonate  of  Lime 23.71 

Carbon al^  of  Magnesia - 73.12 

Chloride  of  Calcium 37.29 

Chloride  of  Sodinm 951.30 

1,208,3;-! 
"  Koom's  Lick''  (Howai'd  county.) 

Sulphate  of  Lime 110.27 

Chloride  of  Calcium 81.47 

Chloride  of  Sodium 972.20 


Sulpliate  of  Lime 

Chloride  of  Calcium 

Chloride  of  Magnesium... 
Chloride  of  Sodium 
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Barton 117 
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Howard 199 

Jasper. 70 

MadlBon 878 

Putnam 290,  391 
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Air  in  Mines 1 401 

Alluvium 259,  270,  34fi 

Ancient 259 
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Chert— no  ore  in 404 

Alteration  of  Chert 403 

of  Limestone  to  Dolomite 405 

of  Limestone— period  of. 530 

Alum  Creek ". , 242 

and  Copperas  Springs 98 

Amazonia _ 808 

Amount  of  ore  shipped  fW>iQ  Grove  Creek „ 88 

Analysis  of  Black  Sand 342 

Galena,  etc.,  of  Mine  LaMotte 36S 

Lead  and  Silver, 369 

Flack's  Coal Ill 

Central  Missouri  Lead 607 

Sand  houldera 619 

Andrew  county. ~ 303 
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G.S— 47. 
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Arragonite 49 
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Asbestos 51,  852,  S76,  877 

Asb—1)liie— limit : 180 
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Barytea 12 
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Barton  county 97 
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Tucker,  "Ward  &  Co Ill 

Tulip  tree 344 

Tungsten- 36S 

Turkey  Creek  Mines 89,  445 

Twelve-tnile  Creek 856,  359 

Union  Coal  and  Mining  Company 217 

Upper  Carboniferous  in  Andrew 304 

Up] JCr  Coal  Measures ^ 186 

Upper  Goiil  Measures,  Bates 159,160,161,  162 

Tlplaoda  Cole  county 337 

Valle  Mines— 610 

description  of  mining 619 

hearths... 820 

horizontal  Assures _  G14 

occurrence  of  ores 

statistic? 620 
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Talle  Mines,  vertical  fissures— ~ 614 

Valleys,  Bates  county 155,  15G 

Cole  county 337 

Tefjitables,  Sullivan  connty 241 

Veins  of  Lend 519,521,  539 

depth  in  Central  Missouri. 528 

Veinstone SCO 

Vermicular  Sanastone- 26,66,     67 

Vernon  county — Oofils  not  recognized 69 

Vertical  Section— Linn,  Sullivan,  Adair 222  to  226 

Vertical  SecWon  of  Jasper  Coai  i-ocks , 95 

"Wacliita  Cougloiueiate     355 

Walker  Mound  141,  142 

"Walnut,  Black  258 

White,  limit-        227 

Ward's  well 08 

Warrenaburg  Sandstone 55 

Warsaw  Limestone 26,  184 

Water,  bituminous^ 62 

Chalybeate 189 

fresh in 

hard 258 

at  Insane  Asylum 34 

ill  Madison  count;' 345 

Mineral.- 130 

plants 9S 

shed  of.  Barton  county , 97 

soft.. 258 

Sulphur 139 

supplies- 139,  258 

worn  pebbles 80- 

Watkin8on,C 84 

Wavy  cells  in  Magnesiau  Limestone 301 

Webb,  Jaa.— quarry- .■ 24tl 

Weight  of  pigaof  Lead.„ 498 

Weightman  &  Waters 351 

Well  in  Daviess  county : 813,  314 

in  Golden  Grove- 100 

at  Milan 328 

Wells  in  Schuyler  connty 294 

Wheat  land 43 

White  Oak  MUIs 123 

Whitt's,  Elijah— rock  at 320 

Wild  Cat  Creel; 28a 

Wilhite  Branch- 330 

Williams'  Mill 27i> 

Willow  Greek '^S 

Winston— rocks  iit 31S,  SIS' 
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liS» 

Yield  of  crops  or  soils i2,4i 

Yield  or  production  of  ore 

Zinc .47,48,87,88,380,382,405,418,527,608,609,610,  636 

Blende,  Caleiteand  Dolomite- 85,387,405,  538 

associated  with  other  minerals y87 

description  and  mode  of  occurrence... 'SOi 

in  Coal 330 

in  Porphyry 369 

in  Slate 134 

and  Galena S7 

ZincBlooiu .48,330,394,  CIO 

Carbonate  and  Silicate 48,330,000,  631! 

early  mining 17 

ore  on  altered  Limestone 418 

found  with  Dolomite 405 

Sontli-east  Missouri... GQx 
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ERRATA. 


FageDS,  I2tli  line,  for  "spi'ings"  read  "  wells." 

Page  110,  near  middle,  on  2d  line  of  Chemical  Analysis,  omit  "  H3  O-i," 

Page  189,  in  Norwood's  Keport,  for  "  Chalybeate  "  read  "  Sulpbur." 

Page  166,  III  middlo  of  pag:e,  for  "  ealcercous  "  read  "  calcareous," 

Pa^  181,  the  woiiis  "Coal  Measures  "  should  be  in  the  same  type  as  "rcrnig 

Sandstone  "  is,  and  In  line  just  above  the  latter  words. 
Paffe  1S5,  for  "Dithocorinus  "  read  "  Dlthocrinas." 
Page  245,  in  capital  heading,  near  bottom  of  page,  omiS  tlie  word  •'  Lower  "  h 

"  Carboniferous." 

Page  318,  tbr  "  David  Smith  "  read  "  Daniel  Smoet." 

Page  857, 4th  liue  from  bottom,  for  "  rcniform  "  read  "vermiform." 

On  Madison  County  Map,  in  title,  for  "O.J.Norwood"  read  "J.  G.  Norwoi 

and 

In  Sec.  11,  T.  oii,  li,  5  E,,  the  sign  for  Copper  should  he  erased  and  insert  the 

for  Iron ;  and 

In  T.  32,  K.  7  E.,  for  "  Mine  L.  &  Motte  Mill "  read  "  Mine  LaMotte  Mill." 
OnCedar  County  Map,  near  leftside,  at  top,  for  "K.  aa,"  read  "R.  28." 
■  On  Barton  Coanty  Map,  T.  33,  R.  32,  for  "  McKennon  "  read  "  McKerrow." 
Page  643,  Moore's  Report,  in  capital  heading,  for  "Southwest  Missouri" 

"  Boiitli-east  MUsonri." 

[Iwouldikltl  flint  lam  uiiaermiuiy  obligntioES  to  Mr,  S.  II.  I'lovrbriasc,  formcrlj  of  Gla 
Mo.,  now  of  AHrora,  Hi .,  who  rendered  Tolnntnry  nssistanci;  in  tho  flehl  flrrins  the  iiiontlis  ol 
and  August,  ]a7,1.] 
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EEKATA  AND  CORRECTIONS. 

[ADOLF  SCHMIDT'S  llEPOKT,] 


I'ftge  385,  line  10  from  bottom,  iiisteart  of  "horiioiital  veins"  read  -'horiKOntal 

r  11118." 

Page  3U0,  line  18  from  bottom,  instead  of  "average  "  read  "  Oronogo." 

Same  page,  line  R  from  top,  the  whole  line  shonld  be  stricken  out. 

Page 304,  line  1  from  bottom,  instead  of  "into"  read  "in." 

Page  397,  line  4  from  bottom,  irsstJiad  of  "  Mineral  Picth"  read  "  Mijieral  Piteli." 

Page  3S8,  line  8  from  top,  instead  of  "mineral"  read  "  minerals, "  and  instead  of 

"roiaUon"  read  "i-elatlons." 

Same  page,  line  12  from  top,  instead  of  "found"  read  "formed." 
Pago  401,  line  19  from  top,  instead  of  "  Cooney  "  read  "  Conley." 
Page  403,  line  la  from  Iwttom,  bistead  of  "Chert;  fragments"  read  " Clieit-frag- 

monts." 

Same  page,  line  18  from  bottom,  instead  of  " sni-mouuted "  read  "surrounded." 
Page 406,  line  13  from  top,  instead  of  "Dolomite  Limestone"  read  "Dolomttio 

Jjimestone." 

Page  4U,  line  3  from  bottom,  instead  of  "  this  "  rend  ' '  the." 
Page  412,  Hue  8  from  top,  instead  of  "ot  highly"  i-ead  "or  highly." 
Pago  446,  line  12  from  top,  instead  of  "  ia  generally  "  read  "ave  generally." 
Page  481,  the  following  lines  should  be  stricken  off: 
"Fig.  G7,    B ranch  Diggings,  Oronogo." 
"  Fig.  58.    Loose  Chunks,  Oronogo." 
"Fig.  59.    Oronogo." 
Page  4S6,  the  line  "  Fig.  05,  Circular  Diggings,  Oronoga,"  should  bo  stridden  off. 
Page  492,  line  3  from  top,  instead  of  "  srailtum"  read  "  amittum." 
Same  page,  line  4  from  above,  instead  of  "  Drift"  read  "  dirt." 
Page  403,  linos  6  and  7  from  bottom,  instead  of  "Scotch  hearth"  read  "American 

liearth." 

Page  4D4,  lines  1  and  IG  from  top,  instead  of  "  Soot«li  iieartli"  read  "American 

hearth." 

Samepage,  line  11  from  bottom,  instead  of  "afeefrcad  "G  inciies." 

Same  page,  line  3  from  top,  instead  of  "  for  each  shift "  read  "  two  for  each  shift." 

Page  495,  lino  13  from  hottom,  insbmd  of  "  single  Scotch  hearth.    Several  Scotch 

hearths,"  read  "  single  American  hearth.    When  several  American  hearths." 

Same  page,  line S from  bottom,  instead  of  "Hensey"rcad  "Hersey,"aiidinstead 

of  "Bliigston"  read"Kingston." 
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Page  497,  liueT  from  bottom,  instead  of  " Scotch,  hearth"  read  "  American  heai'6h." 
Pago  498,  line  3  from  top,  Instead  of  "  Scotch  hearth"  read  "  American  hearth." 
Same  pasfe,  line  14  from  top,  instead  of  "  mush  "  read  "  much." 
Page  499,  line  15  from  top,  instead  of  "  tons  "  read  "  pounds." 
Page  501,  line  4  from  top,  instead  of  "  wind  fm-uace"  read  "  air  furnace." 
Page  509,  line  9  from  bottom,  instead  of  "  other"  read  "  either." 
Page  514,  line  17  from  top,  instead  of  "  this  presence"  read  ''  the  presence." 
Page  518,  line  18  from  top,  instead  of  '■manufactory"  read  "manufacture." 
Same  pag;e,  line  12  from  top,  after  the  words  "  Iron   *   ^s   «   *   trace,"  add  the 
following  sentence:    "(Vhat  lacits  to  malie  100  in  this  Clay  analysis  is  mainly  water." 
Same  page,  line  14  from  top,  instead  of  "his  analyses"  read  "this  analysis." 
Page  517,  line  10  from  top,  instead  of  "Blocfcberger"  read  "Blochberger." 
Same  page,  line  7  from  top,  instead  of  "  slower"  read  "  slow." 
Page  519,  linel6fh)m  top,  insteadof  "solid  surface  of  the  Limestone  "  read  "  soUd 
Limestone." 

Same  page,  line  4  from  bottom,  instead  of  "  and  undoubtedlj'  derived  from  the 
latter,"  read  "  which  are  undoubtedly  derived  from  it." 

Page  521,  line  1  from  top,  instead  of  "deposition "read  "decomposition." 
Same  page,  line 8  from  top, instead  of  "in  this  crystalline"  read  "in  the  crystal- 
Page  624,  line  4  from  top,  the  words  "district or"  should  be  stricken  olF. 
Page  535,  line  8  from  top.  Instead  of  "  daily  smelUng  expenses  about  $i,  the  yield 
averaging,"  read  "  smelting  expenses  per  charge  about  $i.    The  yield  varies." 
Page  568,  line  G  from  top,  instead  of  "  It  is  assumed  "  i-ead  "  it  is  assured." 
Page  563,  line  7  from  top,  instead  of  "  Haciier"  read  "  Harlier." 
Page  564,  lines  17  and  19  from  top,  instead  of  "  Elockberger"  read  "  Biochberger." 
Page  674,  line  12  from  top,  instead  of  "  Stocku  "  read  "  Stoolier." 
Same  page,  line  11  from  bottom.  Instead  of  "Trim  Springs"  read  "Twin  Springs." 
Page  B75,  Hue  6  from  top,  instead  of  "  Blockberger"  read  "Blochberger." 
PageSSl,  line  6  from  top,  instead  of  "existiagas"  read  "with." 
Page  582,  line  18  from  top,  instead  of  '"irregular  basins  (?)  or  elliptical  outUnes," 
read  "  circular  or  elliptical  outUnes." 

Same  page,  line  24  ftom  top,  instead  of  "  in  its  surface  "  read  "  in  its  sm'face  ap- 
pearance." 

Page  583,  line  9  from  the  top,  instead  of  "squeezed  into"  read  "squeezed,  in." 
Page  639,  line  8  from  top,  instead  of  "mentioned  above,"  I'cad  "as  mentioned 

Same  page,  line  7  from  top,  instead  of  "  nails  "  read  "  rails." 

Page  590, line  4  from  top,  instead  of  "0.2  per  cent."  read  "2  per  cent." 

Same  page,  line  1  from  top  and  line  11  from  bottom,  instead  of  "  admlssable  "  read 


Page  591,  line  5  from  top,  the  words  "  of  which"  should  be  stiicken  off. 
Page  592,  line  8  IVom  top,  instead  of  "  parts  "  read  "  reports." 
Page  594,  line  11  from  top,  the  words  "No.  2,  Pilot  Knob  ore,"  should  b' 
small  and  in  line  with  the  succeeding  text. 

Same  page,  lines  9  andisfi-omtop,  insteadof  "silieious"  read  "silicon." 
Srirao  page,  lino  7 from  top,  instead  of  "No.  3"  read  simply  "3." 
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The  following  Errata  occur  in  Geological  Keport  of  Missouri 
Geological  Survey  ior  1872,  K  Pumpefly,  Director.  Printed  in  New 
York,  by  Julius  Bien.  1873. 


Page  61,  line  7,  instead  of  "  ono-oigbtioth  "  read,  "one-eighth," 

Page67,  "uniform,"  ill  line  II,  and"loeal"in  line  14,  from  bottom,  should  be 
itallus. 

Page  71,  line  15  from  bottom,  instead  of  "tlie  tippei'most  Inyer  of  bouldera"  i-ead 
"the  outer  layer  of  each  boulder." 

Page  72,  line  11  from  top.  Instead  of  "  9.039  "  read  "0.039." 

Page  74,  lines?  and  8  from  bottom,  instead  of  "this  sample  consisted  only  of  one- 
half  inch  good  specular  ore,"  read  "  one-half  of  this  sample  only  consisted  of  good 
specular  ore," 

Page  77,  line  9  fl'om  top,  instead  of  "  cropping  "  read  '■  eroBsing." 

Page  8-5,  line  0  from  top,  instead  of  "the  third  Chapter"  read"this  foui'th  Giiap- 
tcr." 

PflSe  S7,  lino  9  ti'om  toi^,  instead  of  ''  chapter  (III)  "  read  ■'  chapter  {IV)." 


Pago  93,  line  a  from  top,' instead  of  "  Chapter  II  iind  III  "read  "Chapters  IH  and 

r.v." 

Pag^lOO,  line  7  from  top,  instead  of  "eastern  portions"  read  "  western  pordoiis." 
Page  100,  line  2  from  bottom,  instead  of  "western  portion  "  read  "  eastern  portion," 
Page  101,  line 8 from  top,  instead  of  "north-west"  read  "north-east." 
Page  101,  line  3  from  bottom,  instead  of  "  Pig.  0  "  read  Fig.  10." 
Page  114,  Illustrations  Pig.  31,  the  thiebness  of  the  main  ore-bed  should  lie  "  30 
feet "  instead  of  "  40  feet." 

PagelU,  line  6  from  bottom,  instead  of  "nearly  40foet"  read  "about  30  feet." 
Page  115,  line  4  from  top,  instead  of  "  Fig.  11 "  read  "  Fig.  2] ." 
Page  115,  line  5  from  top,  instead  ot  "  Pig.  10  "  read  "  Pig.  20." 
Page  115,  line  11  from  bottom,  instead  of  "  8  and  9  "  read  18  and  19." 
Page  116,  line  13  from  bottom,  instead  of  "  Pig-  8  "  read  "  Pig.  18." 
Page  117, iiiio  9  ft-om  top.  instead  of  "but  0"  read  "Cut  O." 
Pagel20,hne  18  from  top,  instead  of  "Pig.  13"  read  "Pig.  23." 
Page  120,  line  4  from  bottom,  Instead  of  "  Fig.  IS"  read  "Fig.  23." 
Page  122,  line  20  from  top,  instead  of  "  Big  Bogg  "  read  "  Big  Bogy." 
Page  124,  line  8  from  bottom,  Instead  of  "  Chapter  III "  read  "  Chapter  1 V." 
Page  124,  line  3  from  bottom,  Instead  of  "  Chapter  II "  read  "  Chapter  III." 
Page  135,  line  22  from  top,  instead  of  "  Chapter  v'-'  read  "  Chapter VI." 
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Page  151,  lines  2  mid  3  from  top,  the  words  "  Gilkersoii's  Ford,  on  Grand  River 

Henry  county,"  should  be  stricken  out. 

Page  154,  Hue  13  itom  top,  instead  of  "Chapter  V  "  read  "  Cliapler  VI." 

Page  158,  line  3 from  bottem,  instead  oi  "Chapter  V" read  "Chapter  VI." 

rage  159,  line  11  from  top,  instead  of  "layer  "read  "larger." 

Page  160,  line  li  from  top,  instead  of  "  Chapter  V  "  read  "  Chapter  VI." 

Page  160,  lino  17  from  top,  instead  of  "  Chapter  IV  "  read  '■  Chapter  V." 

Page  166,  line  1  from  bottom,  instead  of  "  Chapter  V  "  read  "  Chapter  VI." 

Page  167,  line  S  from  top,  for  "  chapter  V  "  read  "  chapter  VI." 

Pago  167,  line  20  from  top,  instead  of  "chapter  V"  read  "chapter  VI." 

Page  169,  line  3  from  top,  instead  of  "chapter  I  and  described  in  chapter  I(,"  I'cac' 

"chapter  III,  and  described  in  chapter  IV." 

Pagol7Q,  line  12  fl'om  top,  instead  of  "chapter  II  "read  "chapter  III." 

Page  179,  line  14  from  bottom.  Instead  of  "chapter IV"  read  ■' chapter  VI." 

Page  179,  line  33 from  top,  instead  of  "Lutz"  read  "Lutes." 

Page  183,  line  13  from  top,  insCead'of  "chapter  V"  read  "chapter  VI." 

Page  189,  line  13  from  top,  instead  of  "Mangua"  read  "Kiangua;"    instead  oi 

'•  Carl "  read  "  Carroll." 

Page  191,  lineSfl-omtop,  instead  of  "Mnrdooh"  j-ead  "Murdocl;." 
Page  191,  line  l.S  from  top,  instead  of  "Lutz"  read  "Lutes." 


Page  191,  line  12  t'l-oni  top,  iii-stead  of  "  J.  0."  road  ■■  V.  0."' 
Pago  184,  line  15  from  bottom,  instead  of  "  I.  A."  road  "  III.  A." 
Page  107,  No.  16,  instead  of  "  Big  Bogg  "  read  "Big  Bogy." 
Page  198,  No.  32,  instead  of  '■  Gilvy  "  i-ead  "Silvy." 
Page  1B9,  No.  47,  instead  of  "Lutz"  i-ead  "Lutes." 

Page  199,  No.  46,  the  figures  "9,3  "should  be  stricken  out  in  the  6th  and  7th  col- 
Page  199,  No.  m,  instead  of  "Leetz"  read  "Lutes." 
Page  199,  No.  66,  Instead  of  "  Bpion  "  read  "  Splva." 
Page  199,  No.  67,  instead  of  "  Gningstown  "  read  "Tonngstown." 
Page 203,  No.  95,  instead  of  "Eevold  ''  read  "Kavold." 
Page  208,  No.  157,  instead  of  "Jones' estate"  read  "James' estate." 

Page  209,  No.  173,  instead  of  " bank,  T.  39, 11. 11  W.,  Soc.  5,"  read  "  ChrlRtnnn 

bank,  T.  39,  P..  11  W.,  Sec.  0." 

Page  212,  No.  £18,  instead  of  "  Carl "  read  '■  Carroll." 

PAET  ir. 

CHAri'Ell   1. 

I'agc  5,  for  "  Chilhoniee  "  read  "  Chilhowef ." 


FagelT,  for"GiIkensoii'afrod"  read  Gilkinson's  ford." 
Page  18,  for  "£ej)irfasiro6jis"  read  " Lepidosfroliis." 
Page  19,  in  11th  line  from  bottom,  for  "  dip  "  read  "  slip." 
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ERRATA— 1872. 


FageiS,  15tb  line  from  bottom,  for  ^ '  eastaius  "  i-ead  ''  coslatus." 
Page 48,  4th  line  from  top,  for  " vein "  read  "seam." 

Page  51,  6tli  line  from  top,  for  "  Meekelea"   I'CftcI  " Meetclla,"  and  ill  7tli  itiio  froi 
p,  for  "  cnaiaftia  "  read  "cosiains." 
Page62,  for  "  Worsten"  read  '■Wfirster." 


Page  8S,  ill  No.  218,  omit  comma  between  "  EntoHuvi "  and  "  amciilatum."  ''Sub' 
eumaia"  sboald be  " suieuneaia ;"  '^ Maraonianiis  "  aliouidbe  " Mar^ouamis ;"  " Fistn- 
lafora"  should  be  " Fietalapora.^' 

Page  S9,  in  No.  311,  for  "  Syncladia  "  read  "  Synocladia.'" 

Page  89,  In  No.  210,  tor  ^' pitncialifei-a"  Ka.(i ■" pumetuUfei-a." 

Page  90,  in  No.  206,  omit  comma  just  after  "  Pleiimtomaria." 

PageDO,  InNo.  197,  for  "raio-oajDious"  read  " mueroapinus." 

Page  01,  in  No.  188,  for  "  Marcoaianis  "  read  "  Mareouanaa." 

fage  03,  in  No.  152,  "Mbnopitrtt"  should  be  "  Monoptera..'' 

Page  92,  in  No.  150,  "  Chest "  siiould  be  "  Chert." 

Page  92,  in  No.  laO,  fof '"  Syntriolasma  "  read  "  Synirilasma," 

Page  94,  in  No.  21,  for  "  Spirijuria'"  read  "  Spirifei'ma." 

Page  94,  in  No.  112,  omit  comma  after  word  "  produeius." 

Page  04,  In  No.  110,  for  "  Syntriclaama  "  read  "  Synirilamna.'''' 

Page  94,  in  right  hand  colamn,  opposite  No.  110,  for -'Saul,  Missouri,"  rCTd-'Siiiii'l 
Morrow." 

Page  95, for  " euioUum,"  read  "enioJiara." 

Page  95,  In  No.  98,  for  "  Syntucla^jna ''  read  "  Synirilasma." 

Page  95,  in  No.  06,  after  "  Myalina  "  omit  "?." 

Page  96,  in  first  column  at  bottom  of  page,  for  "  !1  feet  8  inches  ■'  read  "  ■!  feet  8 
inches." 

Pages  107  and  113,  for  '^  Eutoiium." res.A  " EntoHimi." 

Pages  119  and  120,  lor  "  Jatan"  read  "latan." 

Page  120,  elxtli  line,  omit  ttie  words  "in  seaUitohedra.^'' 


Page  193,  second  line  fl-om  top,  lir  "  fine  "  read  "fire." 

Page  109,  line  3  from  Ijottom. for  "Lymiiigton"  read  "Symington." 

Page  205,  for  "  Cocknell "  read  "  Cocltrell." 


Cage  230,  for  "  Coilinn  "  read  "  Colliers." 

Page  291,  line  S,  for  "  red  cliestnul "  read  "  rocli  chestnut." 

Page  293,  in  No.  20.  erase  word  "  limestone." 

Page  802,  for  "  Ch.  Marster  "  read  "  Ch.  Wiirater." 


Pages  361  and  373,  "  Tarliie  "  should  read  "  Tarltio." 
Page  30-1,  line  22,  for  "  Tool; "  read  ■■Zoo!;." 


,v  Google 


Page  377,  in  line  23  from  top,  for  "Suioda"  read  "lacida," 
In  several  places  (or  "TarMe  "  read  "Taihio." 
Page  3S4,  for  "  Vangundy  "  read  "  Vanguncly." 


Page  393,  line  7  from  bottom,  omit  commn  after  "  Ehombopora." 

Page  396,  for  "^fe"  read  "Aclis ;"  also  for  "  Cetenaeanthus"  read   "  Gteneemt- 

01113," 

Page  400,  for  '■Liinil  county"  read  '"Sand Creel;." 
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